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Preface 


The Handbook of Computer Networks is the first compre¬ 
hensive examination of the core topics in the computer 
network field. The Handbook of Computer Networks, a 

3- volume reference work, with 202 chapters, 3400+ pages, 
is a comprehensive coverage of the computer network 
field with coverage of the core topics. 

The primary audience is the libraries of 2-year and 

4- year colleges and universities with Computer Science, 
Computer Engineering, Network Engineering, Telecom¬ 
munications, Data Communications, MIS, CIS, IT, IS, 
Data Processing, and Business departments, public and 
private libraries and corporate libraries throughout the 
world, and educators and practitioners in the networking 
and telecommunications fields. 

The secondary audience is a variety of professionals 
and a diverse group of academic and professional courses 
for the individual volumes. 

Among industries expected to become increasingly 
dependent upon the computer networks and telecommu¬ 
nications and active in understanding the many issues 
surrounding this important and fast-growing field are: 
government agencies, military, education, libraries, 
health, medical, law enforcement, accounting firms, law 
firms, justice, manufacturing, financial services, insur¬ 
ance, communications, transportation, aerospace, energy, 
biotechnology, retail, and utilities. 

Each volume incorporates state-of-the-art core infor¬ 
mation and computer networks and telecommunications 
topics, practical applications, and coverage of the emerg¬ 
ing issues in the computer networks field. 

This definitive 3-volume Handbook offers coverage of 
both established and cutting-edge theories and develop¬ 
ments in the computer networks and telecommunica¬ 
tions fields. The Handbook contains chapters from global 
experts in academia and industry. The Handbook offers 
the following unique features: 

1. Each chapter follows a unique format including Title 
and Author, Outline, Introduction, Body, Conclusion, 
Glossary, Cross-References, and References. This 
unique format assists the readers to pick and choose 
various sections of a chapter. It also creates consis¬ 
tency throughout the entire series. 

2. The Handbook has been written by more than 
270 experts and reviewed by more than 1000 aca¬ 
demics and practitioners chosen from around the 
world. These diverse collections of expertise have 
created the most definitive coverage of established 
and cutting-edge theories and applications of this 
fast-growing field. 

3. Each chapter has been rigorously peer reviewed. 
This review process assures the accuracy and com¬ 
pleteness of each topic. 


4. Each chapter provides extensive online and off-line 
references for additional reading. This will enable 
the readers to go further with their understanding of 
a given topic. 

5. More than 1000 illustrations and tables throughout 
the series highlight complex topics and assist further 
understanding. 

6. Each chapter provides extensive cross-references. 
This helps the readers to read other chapters related 
to a particular topic, providing a one-stop knowledge 
base for a given topic. 

7. More than 2500 glossary items define new terms and 
buzzwords throughout the series, assisting in under¬ 
standing of concepts and applications. 

8. The Handbook includes a complete table of contents 
and index sections for easy access to various parts of 
the series. 

9. The series emphasizes both technical as well as man¬ 
agerial issues. This approach provides researchers, 
educators, students, and practitioners with a bal¬ 
anced understanding and the necessary background 
to deal with problems related to understanding com¬ 
puter networks and telecommunications issues and 
to be able to design a sound computer and telecom¬ 
munications system. 

10. The series has been developed based on the current 
core course materials in several leading universi¬ 
ties around the world and current practices in lead¬ 
ing computer, telecommunications, and networking 
corporations. This format should appeal to a diverse 
group of educators and researchers in the network¬ 
ing and telecommunications fields. 

We chose to concentrate on fields and supporting tech¬ 
nologies that have widespread applications in academic 
and business worlds. To develop this Handbook, we care¬ 
fully reviewed current academic research in the network¬ 
ing field in leading universities and research institutions 
around the world. 

Computer networks and telecommunications, net¬ 
work security, management information systems, 
network design and management, computer informa¬ 
tion systems (CIS), and electronic commerce curricu- 
lums, recommended by the Association of Information 
Technology Professionals (AITP) and the Association for 
Computing Management (ACM) were carefully inves¬ 
tigated. We also researched the current practices in 
the networking field carried out by leading network¬ 
ing and telecommunications corporations. Our work 
assisted us in defining the boundaries and contents of 
this project. Its chapters address technical as well as 
managerial issues in the networking and telecommuni¬ 
cations fields. 
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TOPIC CATEGORIES 

Based on our research, we identified nine major topic 
areas for the Handbook: 

• Key Concepts 

• Hardware, Media, and Data Transmission 

• Digital and Optical Networks 

• LANs, MANs, and WANs 

• The Internet, Global Networks, and VoIP 

• Cellular and Wireless Networks 

• Distributed Networks 

• Network Planning, Control, and Management 

• Computer Network Popular Applications and Future 
Directions 

Although these nine categories are interrelated, each 
addresses one major dimension of the computer networks 
and telecommunications fields. The chapters in each cat¬ 
egory are also interrelated and complementary, enabling 
readers to compare, contrast, and draw conclusions that 
might not otherwise be possible. 

Though the entries have been arranged logically, the 
light they shed knows no bounds. The Handbook provides 
unmatched coverage of fundamental topics and issues for 
successful design and implementation of a computer net¬ 
work and telecommunications systems. Its chapters can 
serve as material for a wide spectrum of courses such as: 

Grid Computing 

Distributed Intelligent Networks 

Multimedia Networking 

Peer-to-Peer Networks 

Cluster Computing 

Voice over IP 

Storage Area Networks 

Network Backup and Recovery Systems 

Digital Networks 

Optical Networks 

Cellular Networks 

Wireless Networks 

Telecommunications Systems 

Computer Network Management 

Successful design and implementation of a sound com¬ 
puter network and telecommunications systems requires 
a thorough knowledge of several technologies, theories, 
and supporting disciplines. Networking researchers and 
practitioners have had to consult many resources to find 
answers. Some of these sources concentrate on technolo¬ 
gies and infrastructures, some on applications and imple¬ 
mentation issues, and some on managerial concerns. This 
Handbook provides all of this relevant information in a 
comprehensive three-volume set with a lively format. 

Each volume incorporates core networking and tele¬ 
communications topics, practical applications, and cov¬ 
erage of the emerging issues in the networking and 
telecommunications fields. Written by scholars and prac¬ 
titioners from around the world, the chapters fall into 
nine major subject areas: 


Key Concepts 

Chapters in this group examine a broad range of top¬ 
ics. Fundamental theories, concepts, technologies, and 
applications related to computer networks, data commu¬ 
nications, and telecommunications are discussed. These 
chapters explain the OSI reference model and then dis¬ 
cuss various types of compression techniques including 
data, image, video, speech, and audio compression. This 
part concludes with a discussion of multimedia stream¬ 
ing and high definition television (HDTV) as their appli¬ 
cations are on the rise. The chapters in this part provide a 
solid foundation for the rest of the Handbook. 

Hardware, Media, and Data Transmission 

Chapters in this group concentrate on the important 
types of hardware used in network and telecommuni¬ 
cations environments and then examine popular media 
used in data communications including wired and wire¬ 
less media. The chapters in this part explain different 
types of modulation techniques for both digital and opti¬ 
cal networks and conclude with coverage of various types 
of multiplexing techniques that are being used to improve 
the efficiency and effectiveness of commutations media. 

Digital and Optical Networks 

Chapters in this group discuss important digital and 
optical technologies that are being used in modern com¬ 
munication and computer networks. Different optical 
switching techniques, optical devices, optical memories, 
SONET, and SDH networks are explained. 

LANs, MANs, and WANs 

This group of chapters examines major types of com¬ 
puter reworks including local, metropolitan, and wide 
area networks. Popular types of operating systems used 
in a LAN environment are discussed, including Windows 
and Linux. The chapters also examine various types of 
switching techniques including packet, circuit, and mes¬ 
sage switching. The chapters discuss broadband network 
applications and technologies and conclude with a dis¬ 
cussion of multimedia networking. 

The Internet, Global Networks, and VoIP 

Chapters in this group explore a broad range of topics. 
They review the Internet fundamentals, history, domain 
name systems, and Internet2. The architecture and func¬ 
tions of the Internet and important protocols includ¬ 
ing TCP/IP, SMPT, and IP multicast are discussed. The 
chapters in this group also explain the network and end- 
system quality of service and then discuss VoIP and its 
various components, protocols, and applications. 

Cellular and Wireless Networks 

Chapters in this group explain cellular and wireless net¬ 
works. Major standards, protocols, and applications in the 
cellar environment are discussed. This includes a detailed 
coverage of GSM, GPRS, UMTS, CDMA, and TDMA. The 
chapters in this group explore satellite communications 
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principles, technologies, protocols, and applications in 
detail. The chapters conclude with coverage of wireless 
wide area networks and wireless broadband access. 

Distributed Networks 

The chapters in this group investigate distributed net¬ 
works, their fundamentals, architectures, and applica¬ 
tions . Grid computing, cluster computing, and peer-to-peer 
networks are discussed in detailed. These chapters also 
explore storage area networks, fiber channels, and fault 
tolerant systems. This part concludes with a discussion of 
distributed algorithms and distributed databases. 

Network Planning, Control, and 
Management 

The chapters in this group discuss theories, methodolo¬ 
gies, and technologies that enhance successful network 
planning, control, and management. After discussion of 
network capacity planning and network modeling, the 
chapters concentrate on the identification of threats and 
vulnerabilities in a network environment. The chapters 
then present a number of tools and technologies that if 
properly utilized could significantly improve the integrity 
of data resources and computer networks by keeping hack¬ 
ers and crackers at bay. This part concludes with a discus¬ 
sion of business continuity planning, e-mail, and Internet 
use policies, and computer network management. 

Computer Network Popular Applications 
and Future Directions 

Chapters in this group present several popular applications 
of computer networks and telecommunications systems. 
These applications could not have been successfully uti¬ 
lized without a sound computer network and telecom¬ 
munications system. Some of these applications include 
conferencing, banking, electronic commerce, travel and 
tourism, and Web-based training and education. This part 
concludes with a discussion of future trends in computer 
networking including biologically inspired networking, 
active networks, and molecular communication. 

Specialists have written the Handbook for experienced 
and not so experienced readers. It is to these contributors 
that I am especially grateful. This remarkable collection of 
scholars and practitioners have distilled their knowledge 


into a fascinating and enlightening one-stop knowledge 
base in computer networks and telecommunications that 
“talks” to readers. This has been a massive effort, but one 
of the most rewarding experiences I have ever had. So 
many people have played a role that it is difficult to know 
where to begin. 

I should like to thank the members of the editorial 
board for participating in the project and for their expert 
advice on help with the selection of topics, recommen¬ 
dations for authors, and reviewing the materials. Many 
thanks to more than 1000 reviewers who devoted their 
time by providing advice to me and the authors for 
improving the coverage, accuracy, and comprehensive¬ 
ness of these materials. 

I thank my senior editor Matt Holt, who initiated the 
idea of the Handbook. Through a dozen drafts and many 
reviews, the project got off the ground and then was man¬ 
aged flawlessly by Matt and his professional team. Matt 
and his team made many recommendations for keeping 
the project focused and maintaining its lively coverage. 

Jessica Campilango, our editorial coordinator, assisted 
our authors and me during the many phases of its devel¬ 
opment. I am grateful for all her support. When it came 
to the production phase, the superb Wiley production 
team took over. Particularly I want to thank Deborah 
Schindlar and Miriam Palmer-Sherman, our production 
editors. I am grateful for all their hard work. I also want 
to thank Lynn Lustberg, our project manager from ICC 
Macmillan Inc. Her thoroughness made it easier to com¬ 
plete the project. I am grateful to all her efforts. I thank 
Kim Dayman and Christine Kim, our marketing team, for 
their impressive marketing campaign launched on behalf 
of the Handbook. 

Last, but not least, I want to thank my wonderful wife, 
Nooshin, and my two children, Mohsen and Morvareed, 
for being so patient during this venture. They provided 
a pleasant environment that expedited the completion 
of this project. Mohsen and Morvareed assisted me in 
sending out thousands of e-mail messages to our authors 
and reviewers. Nooshin was a great help in designing and 
maintaining the authors’ and reviewers’ databases. Their 
efforts are greatly appreciated. Also, my two sisters, Azam 
and Akram, provided moral support throughout my life. 
To this family, any expression of thanks is insufficient. 

Hossein Bidgoli 
California State University, Bakersfield 



Guide to The Handbook of Computer Networks 


The Handbook of Computer Networks is a comprehensive 
coverage of the relatively new and very important field 
of computer networks and telecommunications systems. 
This reference work consists of three separate volumes 
and 202 different chapters on various aspects of this field. 
Each chapter in the Handbook provides a comprehensive 
overview of the selected topic, intended to inform a broad 
spectrum of readers, ranging from computer network 
professionals and academicians to students to the gen¬ 
eral business community. 

In order that you, the reader, will derive the greatest 
possible benefit from The Handbook of Computer Net¬ 
works, we have provided this Guide. It explains how the 
information within it can be located. 

Organization 

The Handbook of Computer Networks is organized to pro¬ 
vide the maximum ease of use for its readers. All of the 
chapters are arranged logically in these three volumes. 
Individual volumes could be used independently. How¬ 
ever, the greatest benefit is derived if all three volumes 
are investigated. 

Table of Contents 

A complete table of contents of the entire Handbook 
appears at the front of each volume. This list of chapter 
titles represents topics that have been carefully selected 
by the editor-in-chief, Dr. Hossein Bidgoli, and his col¬ 
leagues on the Editorial Board. 

Index 

A Subject Index for each individual volume is located at 
the end of each volume. This index is the most convenient 
way to locate a desired topic within the Handbook. The 
subjects in the index are listed alphabetically and indi¬ 
cate the page number where information on this topic 
can be found. 

Chapters 

The author’s name and affiliation are displayed at the 
beginning of the chapter. All chapters in the Handbook 
are organized according to a standard format as follow: 

Title and Author 
Outline 
Introduction 
Body 

Conclusion 
Glossary 
Cross References 
References 


Outline 

Each chapter begins with an outline indicating the 
content of the chapter to come. This outline provides a 
brief overview of the chapter, so that the reader can get 
a sense of what is contained there without having to 
leaf through the pages. It also serves to highlight impor¬ 
tant subtopics that will be discussed within the chapter. 
For example, the chapter “The Internet Fundamentals" 
includes sections for Information Superhighway and the 
World Wide Web, Domain Name Systems, Navigational 
Tools, Search Engines, and Directories. 

The Outline is intended as an overview and thus it 
lists only the major headings of the chapter. In addition, 
second-level and third-level headings will be found within 
the chapter. 

Introduction 

The text of each chapter begins with an introductory sec¬ 
tion that defines the topic under discussion and summa¬ 
rizes the content of the chapter. By reading this section the 
readers get a general idea regarding a specific chapter. 

Body 

The body of each chapter discusses the items that were 
listed in the outline section of each chapter. 

Conclusion 

The conclusion section provides a summary of the mate¬ 
rials discussed in a particular chapter. This section leaves 
the readers with the most important issues and concepts 
discussed in a particular chapter. 

Glossary 

The glossary contains terms that are important to an 
understanding of the chapter and that may be unfamil¬ 
iar to the reader. Each term is defined in the context of 
the particular chapter in which it is used. Thus, the same 
term may be defined in two or more chapters with the 
detail of the definition varying slightly from one chapter 
to another. The Handbook includes approximately 2700 
glossary terms. For example, the chapter “The Internet 
Fundamentals” includes the following glossary entries: 

Extranet A secure network that uses the Internet and 
Web technology to connect two or more intranets of 
trusted business partners, enabling business-to-business, 
business-to-consumer, consumer-to-consumer, and 
consumer-to-business communications. 

Intranet A network within the organization that uses Web 
technologies (TCP/IP, HTTP, FTP SMTP, HTML, XML, and 
its variations) for collecting, storing, and disseminating 
useful information throughout the organization. 
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Cross References 

All the chapters in the Handbook have cross references 
to other chapters. These appear at the end of the chapter, 
following the chapter text and preceding the References. 
The cross references indicate related chapters that can be 
consulted for further information on the same topic. The 
Handbook contains more than 2000 cross references in 
all. For example, the chapter “The Internet Fundamentals” 
has the following cross references: 

Electronic Commerce, Electronic Data Interchange 
(EDI), Electronic Payment Systems, History of the Inter¬ 
net, Internet2, Internet Domain Name System, Informa¬ 
tion Retrieval on the Internet. 


References 

The References appears as the last element in a chapter. 
It lists recent secondary sources to aid the reader in 
locating more detailed or technical information. Review 
articles and research papers that are important to an 
understanding of the topic are also listed. The Refer¬ 
ences in this Handbook are for the benefit of the reader, 
to provide references for further research on the given 
topic. Thus, they typically consist of a dozen to two dozen 
entries. They are not intended to represent a complete 
listing of all materials consulted by the author in prepar¬ 
ing the chapter. 
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INTRODUCTION 

The name of an information system often describes the 
utility it provides. One can deduce that a transaction¬ 
processing system processes transactions, a decision- 
support system supports decisions, and an executive 
information system supports executives. Flowever, client/ 
server computing is not. Rather than describing an infor¬ 
mation system’s utility, client/server is used more broadly 
to describe a system’s architectural configuration. More¬ 
over, the term client/server computing also incorporates 
a broad range of technologies and addresses a variety of 
business situations. 

Client/server computing is a form of cooperative 
processing. Specifically, a client/server system includes 
at least two software processes working together to pro¬ 
vide application functionality. At the most basic level, a 
client’s software process requests services from a server’s 
software process. For example, any time a user requests 
a Web page from a Web server (e.g., using the Internet to 
access a Web site), she/he is using client/server comput¬ 
ing. That is, a client’s application (e.g., a Web browser) is 
supported by a server's application (e.g., a Web server). 
In addition to Web pages, a client may also request from 
different servers a myriad organizational resources and 
services, such as e-mail, databases, printers, and files. 

Client/server computing involves the coordination of 
assorted computing/networking devices and the coordina¬ 
tion of various software processes. That is, the former (the 
client/server system architecture) describes the physical 
configuration of the computing and networking devices 
whereas the latter (the client/server software architecture) 
describes the partitioning of an application into multiple 
software processes. 

The system architecture focuses on the physical archi¬ 
tecture of the system. In this context, clients and servers 
are seen as computers rather than as software processes. 
In the most general sense, client/server system architec¬ 
tures include a client system (typically, a personal com¬ 
puter) that is connected to a server system (typically, a 
personal or midrange computer) using a network (e.g., 
a local area network). Each computer provides process¬ 
ing and memory resources to the client/server application. 
The system architectural perspective views a client/server 
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application as a network of computers sharing resources 
to solve a problem. 

The client/server software architecture describes the 
partitioning of an application into software processes. 
In this context, clients and servers are seen as software 
processes rather than as computers. These processes may 
reside on the same computer or they may be distributed 
across a network of computers. The software architec¬ 
tural perspective views a client/server application as a 
set of programming modules sharing resources to solve 
a problem. 

This chapter focuses on the client/server software 
architectural perspective; consequently a client shall re¬ 
fer to a software process that requests services from other 
software processes and a server shall refer to a software 
process that provides services to other software proc¬ 
esses. In this context, it is important to distinguish client/ 
server computing from peer-to-peer computing. Specifi¬ 
cally, client/server computing is predominantly asymmet¬ 
ric whereas peer-to-peer computing is more symmetric 
in orientation. That is, in client/server computing, appli¬ 
cation processes are typically designed to satisfy special¬ 
ized functions whereas in peer-to-peer computing each 
computer requests and provides a variety of less sophis¬ 
ticated functions. In this chapter, we concentrate on the 
former—client/server computing. 

The structural motivations of client/server computing 
include providing flexible, interoperable, and scalable 
programmatic solutions. Flexibility describes the extent 
to which a process can be modified for use by other ap¬ 
plications. Client/server flexibility is sustained through 
detailed documentation and well-structured, well-defined 
process functionality. Interoperability is the extent to 
which two or more processes are able to exchange and 
share information. In that a client/server application is 
physically partitioned into a set of two or more processes, 
all client/server applications must provide highly inter¬ 
operable solutions. Scalability is a measure of the extent 
to which an application can handle increased workload/ 
throughput typically associated with adding extra com¬ 
puting resources or computing burden. 

The practical motivations of client/server computing 
include: striving to share computing and information re¬ 
sources, exploring the usage of lower-cost technologies, 
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centralizing administration, and leveraging the relative 
strengths of desktop and back-office computing resources. 
For example, bug fixes and application enhancements 
can be made without having to deploy the revision to po¬ 
tentially thousands of client machines. In addition, since 
a server process typically provides services to many cli¬ 
ent processes, a client/server application can therefore 
provide unprecedented sharing of both computing and 
information resources. Moreover, a client’s process is 
typically executed on a local desktop computer while a 
server’s process is often executed on a back-office com¬ 
puter, thereby distributing the overall processing load. 
Furthermore, the increased utilization of less expensive 
desktop computers to provide such things as presenta¬ 
tion services off-loads the computing burden from the 
more expensive back-office computers. Lastly, placing the 
data-centric processes on back-office computers provides 
improved systems management, data management, and 
administrative capabilities. 

Client/server computing, however, has several notable 
disadvantages. For example, the initial design, develop¬ 
ment, and implementation can be quite costly. That is, 
client/server solutions often require additional physical 
(e.g., cables, hubs, routers) and software-based resources 
(e.g., network operating system). Moreover, client/server 
solutions can be quite complicated in that they use mul¬ 
tiple, heterogeneous resources. As a result, an increase in 
potential points of failure emerges, as does the complex¬ 
ity of communications. These characteristics increase the 
system maintenance and support burden. However, in 
full consideration of the aforementioned advantages and 
disadvantages, the total-life-cycle cost of a client/server 
solution is thought to be significantly lower than com¬ 
parable, traditional applications (e.g., client-based and 
server-based architectures). 

This chapter begins with a review of three common 
client/server classification methods, namely the three¬ 
layered, the tier-based, and server functionality schemes. 
The subsequent section describes three broad catego¬ 
ries of enabling technologies. These include middleware, 
component-based middleware solutions, and networking 
technologies. Next, since the Internet is the world’s larg¬ 
est client/server environment, we briefly introduce the ba¬ 
sic foundations of the Internet (e.g., Networking access, 
networking core, and networking edge) and the under¬ 
pinnings for interoperability (e.g., the Internet protocol 
stack). The final section of this chapter reviews intranets, 
extranets, and the Internet, three popular client/server 
environments. 

CLIENT/SERVER SOFTWARE 
CLASSIFICATIONS 

A client/server classification provides information about 
a particular system architectural configuration. Three 
client/server classifications are reviewed below. The first 
classification, the three-layer architecture, describes 
the computational role of the client process—that is, 
how an application distributes its presentation, applica¬ 
tion processing, and data services. The second classifica¬ 
tion, the tier-based architecture, describes the number of 


separate processes of a client/server application. That 
is, it classifies a client/server application based on the 
number of constituent processes. The final classification, 
server functionality, describes the primary functional role 
of server processes. 

Three-Layer Client/Server Classification 

Client/server computing divides an application into two 
or more separate processes. The three-layered architec¬ 
ture describes the computational role of both the client 
and server processes (it is important to note that the three¬ 
layered architecture is synonymous with the presentation- 
application-data, or PAD, architecture, however, the latter 
term has fallen out of favor and has subsequently been 
replaced by the former). In particular, the three-layered 
architecture defines the computational requirements of 
an application in terms of presentation services, appli¬ 
cation services, and data services. The presentation serv¬ 
ices layer details the interaction between the user and the 
application. The application services layer includes 
the embedded programming and business logic. The data 
services layer describes the connectivity to organizational 
resources such as data, printers, and e-mail (Goldman, 
Rawles, and Mariga 1999). Each of these services— 
presentation, application, and data—is discussed next. 

Presentation Services 

Presentation services describe the relationship between 
an application and the external environment. At the most 
basic level, these interactions involve user input and ap¬ 
plication output. A user’s input represents the portion 
of her or his knowledge submitted to an application. 
Input provides data and system operating parameters 
(a.k.a., user instructions to the system on what is being 
requested). The purpose of application output is to pro¬ 
vide new knowledge in the form of printed reports, audio 
signals, screen displays, and data. In many cases, a cli¬ 
ent/server application receives input from and provides 
output to multiple sources, such as other users, other 
software processes, and/or other applications. 

Presentation services can also influence the degree to 
which a person will use, as well as how they will use, an 
application. That is, a complex, synergistic relationship 
exists among the user, the business problem/context, and 
the application (Dix, Finlay, Abowd, and Beale 1998). 
Several areas of study are dedicated to investigating how 
people and technology interact; these include, but are 
not limited to, cybernetics, human-computer interaction, 
ergonomics, human factors analysis, technology accept¬ 
ance and adoption, and industrial engineering. 

Application Services 

Application services describe how input is transformed 
into output. The application services layer represents the 
procedural knowledge (i.e., business logic) embedded in 
the application. These include statistical, mathematical, 
graphical, and/or data transformational services. 

Data Services 

Data services provide access to organizational resources 
including information-based resources (e.g., databases), 
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hardware-based resources (e.g., printers), and commu¬ 
nication-based resources (e.g., e-mail). The data services 
layer provides utility to the application services layer and/ 
or the presentation services layer. 

In general, the three-layered architecture classifies 
client/server applications based on the distribution of 
computational services between the client process and 
the server process. As seen in Table 1, the three-layered 
architectural framework includes five client/server clas¬ 
sification levels. Each level is defined by the client-side 
functionality—that is, the extent to which it meaning¬ 
fully participates in presentation, application, and data 
services. 

In the first level, distributed presentation, the client 
shares the presentation processing with the server and the 
server handles all application and data services. In 
the second level, local presentation, the client handles the 
presentation services and the server handles the appli¬ 
cation and data services. In the third level, distributed 
application logic, the client addresses the presentation 
services and a portion of the application services; the 
server handles the data services and shares the applica¬ 
tion services with the client. In the fourth level, local ap¬ 
plication logic, the client handles the presentation and 
application services and the server handles the data serv¬ 
ices. In the last level, distributed data services, the cli¬ 
ent handles all presentation and application services and 
the data services are shared by the client and the server. 
Conceptually, as an application moves along the above 
continuum—from a distributed presentation to a distrib¬ 
uted data service—it is also moving from a thin to a thick 
client. 


Tier-Based Client/Server Classification 

Client/server computing partitions an application into 
two or more separate processes. The client/server tier- 
based classification method views each software proc¬ 
ess as a computational component/layer/tier within the 
overall application. Three tier-based classifications will 
be discussed in detail below (e.g., two-, three-, and n- 
tier); however, before doing so, it is best to first review 
their predecessors, namely, host-based and client-based 
computing. 

With host-based computing, the server performs all 
services (Figure 1). That is, the server (usually a main¬ 
frame in this context) is responsible for the presentation, 
application, and data (access and storage) processes 
while the client (usually a terminal in this context) merely 
accepts input from and displays output to the user. Com¬ 
pared to tier-based computing, host-based computing 
encountered two fundamental problems. First, the server 
had to process all user requests, which, in many cases, 
created a bottleneck for the network. Second, in order to 
remedy the first limitation, organizations were required 
to make expensive (e.g., in excess of $100,000) and bulky 
upgrades to their mainframes (IBM 2006). 

As desktop computation power increased and as 
cost decreased, organizations began to shift away from 
host-based to client-based computing. In a client-based 
architecture, the client is responsible for the presenta¬ 
tion, application, and data processing while the server is 
responsible for data storage (Figure 2) (e.g., file server). 
Like host-based computing, client-based computing 
experienced several key limitations. First, the network 
emerged as a bottleneck. For example, in client-based 
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computing the database was often copied and trans¬ 
ferred over the network in its entirety to the client before 
it could be queried. This resulted in the network circuit 
being overloaded (i.e., even if an application needed 
only a single record, all records had to be sent from the 
server to the client). Second, because the client per¬ 
formed nearly all the processing, it became a bottleneck 
as well. Lastly, data synchronization and sharing are 
problematic in client-based computing. To address these 
limitations, tier-based computing emerged. 

A two-tier system is the simplest and oldest client/ 
server architecture (Figure 3). In a two-tier system, a 
client interacts and communicates directly with a server. 
This architecture often strives to provide reusable, ro¬ 
bust links to organizational resources, such as printers 
and data. In general, a two-tier system leaves most, if 
not all, the application processing to the client. As seen 
in Figure 3, the presentation and application processes 
reside on the client whereas the data access and data 
storage reside on the server. Compared to a purely 
host-based or client-based architecture, tiered-based 


architectures provide two primary advantages. First, tier- 
based computing shares the computation burden among 
several machines. Second, the data access and data 
storage processes reside in a single location (unlike cli¬ 
ent-based solutions, which duplicate and transmit the da¬ 
tabase), thereby reducing the excessive demands placed 
on the network circuit. 

In a three-tier system (Figure 4), a client communi¬ 
cates to a server through an intermediary process. This 
intermediary process provides functionality as well as 
connectivity. Middle-tier functionality may include mes¬ 
sage queuing, application execution, and database stag¬ 
ing. The middle tier also provides encapsulation for the 
data source and abstraction for the presentation services. 
As a result, changes to the data structure and/or user 
interface are less disruptive and more transparent. Fur¬ 
thermore, data encapsulation improves connectivity with 
legacy and/or mainframe systems. As a result, a three-tier 
system may support a large number of concurrent users 
and is able to handle very complex processing (Carnegie 
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Mellon Software Engineering Institute, Client/server soft¬ 
ware architectures , 1997). 

The u-tier client/server architecture (Figure 5) is a 
natural extension of the three-tier architecture. An u-tier 
system has an undetermined number of intermediary 
processes and server processes. A client process might 
call on a middle-tier process, which in turn might call 
on another middle-tier process. In combining narrowly 
focused processes together, the u-tier architecture is 
used to provide both application flexibility and software 
reusability. 

In the next section, server functionality is discussed. 

Server Functionality Classification 

Many client/server applications strive to reuse function¬ 
ality among many applications. Because a server pro¬ 
cess often embeds and hides complicated implementation 
details, reusing a process significantly reduces system 
development time and effort. Furthermore, reusing suc¬ 
cessful, robust server processes improves overall system 
reliability (Weiss 2001). 

To promote reusability the descriptive name of a server 
process often describes the functionality of the process. 
The following list describes a few server types. Table 2 
provides a summary of the servers listed below. 

Web Server 

A Web server creates a standardized way for objects to 
communicate with each other over the Internet. A Web 
server provides session connectivity to clients running 
Web browsers (e.g., Internet Explorer, Netscape, Firefox, 
etc.). Early Web servers fetched files for clients without 
processing or interpreting the content. However, technol¬ 
ogies such as Common Gateway Interface (CGI), Active 
Server Pages (ASP and ASPX), Java Server Pages (JSP), 


Java Servlets, extensible Markup Language (XML), and 
XML-based Web services have dramatically expanded the 
processing and interactive capabilities of Web servers. 

Application Server 

Application servers provide interactive and processing 
functionality to clients. An application server may per¬ 
form programming logic, store and process information, 
and/or manage user interactivity. Centralizing program¬ 
ming logic allows developers to reuse existing, proven 
application functionality as well as to simplify software 
version control, bug fixing, and software deployment. 

Wireless Server 

A wireless server provides network and Internet connec¬ 
tivity for wireless devices. Two popular wireless servers 
are wireless enablers and wireless gateways. A wireless 
enabling server stores information specifically designed 
for wireless devices, such as wireless markup language 
(WML). WML is a wireless-friendly version of hypertext 
markup language (HTML). A wireless client accessing a 
wireless enabling server would be provided with a WML 
file rather than an HTML file. Unlike a wireless enabler, 
a wireless gateway typically does not store content. It 
accepts requests from wireless and traditional devices 
and routes each request to an appropriate server based 
on the request and device type. Some wireless gateway 
servers also translate wireless and traditionally formatted 
messages to and from WML and HTML. These transla¬ 
tions allow wireless devices to access both traditional and 
wireless content. 

Transaction-Processing (TP) Monitoring Server 

A transaction-processing (TP) monitoring server intro¬ 
duces performance efficiencies when serving a large 
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Table 2: Functional Descriptions for Several Server Types 


Server Type 

Functional Description 

Web server 

Connectivity and interactivity to clients running Web browsers 

Application server 

Interactivity and processing functionality 

Wireless server 

Wireless content-locating services and/or wireless-friendly content 

Transaction-processing 
(TP) server 

User responsiveness, processing prioritization, scheduling, and 
balancing 

Message server 

Message routing and delivery 

E-mail server 

Electronic-mail storage, routing, and delivery 

Fax server 

Fax storage, routing, and delivery 

Proxy server 

Intermediary content and processing functionality 

Firewall 

Access restriction based on a predetermined set of security criteria 

Dynamic host configuration 
protocol (DHCP) server 

Dynamic reuse of network addresses 

File transfer protocol (FTP) server 

File transfer capabilities 


number of users. These servers accept client requests, 
merge requests together by type, and then transmit the 
resulting consolidated messages to appropriate servers. 
In sum, a TP can be used to monitor, prioritize, schedule, 
process, balance, and/or rollback service requests. 

Message Server 

A message server accepts and routes messages. A message 
is a service request that is packaged with destination infor¬ 
mation. An e-mail request is a message; it has embedded 
intelligence regarding the specific message destination. 
Thus, an e-mail server is a message server. 

E-mail Server 

An e-mail server accepts, routes, stores, and delivers elec¬ 
tronic mail (e-mail) messages; it handles incoming and 
outgoing e-mail messages. Several e-mail standards exist, 
such as the Internet e-mail standards (SMTP—Simple Mail 
Transfer Protocol; IMAP—Internet Message Access Proto¬ 
col; POP-3—Post Office Protocol), X.400, and Microsoft’s 
Messaging Application Programming Interface (MAPI). 

Fax Server 

A fax server is similar to an e-mail server. It accepts, 
routes, stores, and delivers faxes; it handles incoming and 
outgoing faxes. Most fax servers provide additional fea¬ 
tures such as a direct-to-print option (i.e., allowing a fax 
to be sent to a printer rather than an electronic inbox). 

Proxy Server 

A proxy server is an intermediary process. It intercepts 
client requests and attempts to satisfy each request itself. 
If a request cannot be satisfied, the proxy server routes 
the request to an appropriate server. 


A proxy server can be used to control and manage 
Internet usage. For example, by channeling all client re¬ 
quests through an organization’s proxy server, a firm can 
monitor and/or limit Internet usage. A proxy server can 
also optimize Internet usage by using a local cache of 
Web pages. In addition, it reduces security threats by lim¬ 
iting Internet access to a single machine. A proxy server 
that filters Internet requests and/or logs Internet usage is 
acting as a firewall. 

Firewall 

A firewall reduces the risks associated with unauthorized 
access to a network and inappropriate use of networking 
resources. All requests entering and potentially leaving 
(depending on the configuration) a network must pass 
through a firewall. The firewall rejects requests that fail 
to satisfy the predetermined security criteria. Moreover, a 
firewall can also record user requests and network activi¬ 
ties. In general, firewalls are configured based on organi¬ 
zational security and auditing concerns. 

Dynamic Host Configuration Protocol (DHCP) 

Server 

Like a postal address for a brick-and-mortar building, 
each computer on a network must possess a unique ad¬ 
dress (e.g., an IP address). Traditionally, these addresses 
were fixed, meaning: (1) each computer required indi¬ 
vidual configuration, (2) potential conflicts were inevita¬ 
ble, and (3) organizations were required to manage large 
blocks of addresses. 

A dynamic host configuration protocol (DHCP) server 
dynamically assigns Internet addresses (IP addresses) to 
computers on the network. This permits an organization 




Enabling Technologies 


9 


to standardize computer configurations, to reduce net¬ 
work address contention, and to continually recycle a 
smaller number of network addresses. 

File Transfer Protocol (FTP) Server 

A file transfer protocol (FTP) server facilitates the trans¬ 
fer of files from one computer to another via a network. 
An FTP server accepts hie uploads (i.e., copying hies to 
a server) and hie downloads (i.e., copying hies from a 
server). Many FTP servers provide unrestricted access; 
however, others restrict access to authorized users only. 

ENABLING TECHNOLOGIES 

Enabling technologies allow heterogeneous software pro¬ 
cesses, computing devices, and networking devices to 
interoperate. Enabling technologies include technical 
standards, organizing frameworks, and product imple¬ 
mentations. Three enabling technologies are discussed: 
middleware, component-based middleware, and net¬ 
working technologies. 

Middleware 

Middleware is a primary enabler of client/server comput¬ 
ing. Middleware acts like glue, holding together the sepa¬ 
rate software processes. Middleware products simplify 
the design, development, and implementation of complex 
applications by hiding the location of servers, networking 
protocol details, and operating system differences (Carn¬ 
egie Mellon Software Engineering Institute, Middleware, 
1997). Middleware is broadly dehned; it may be a type 
of program-to-program interface, a set of standards, or a 
product. Table 3 provides a summary of the middleware 
categories listed below, namely transactional, message- 
oriented, and procedural. 

Transactional Middleware 

Transactional middleware supports the function of trans¬ 
action processing. In particular, transactional middle¬ 
ware strives to provide responsiveness and data integrity 
while supporting a large number of users. It often in¬ 
cludes load-balancing, replication, and/or two-phase com¬ 
mits. The Customer Information Control System (CICS) 
from IBM is a transactional middleware product. CICS is 
commonly used on IBM mainframes and on several other 


Table 3: Middleware Categories and Implementation 
Examples 


Middleware Category 

Implementation Examples 

Transactional 

middleware 

CICS—IBM 

DTP—Open Group 

BEA Tuxedo—BEA Systems 

Message-oriented- 

middleware 

WebSphere MQ—IBM 

JMS—Sun Microsystems 
MSMQ—M i c rosoft 

Procedural middleware 

ONC RPC—IETF 

DCE RPC—Open Group 


IBM-platforms, including OS/2, AS/400, and RS/6000. 
The distributed transaction processing (DTP) protocol 
from the Open Group is another transactional middle¬ 
ware standard. Many relational and object-oriented da¬ 
tabase-management systems support DTP. BEA Tuxedo, 
from BEA Systems, is another popular transactional mid¬ 
dleware product. 

Message-Oriented Middleware 

Message-oriented middleware (MOM) supports client/ 
server processes using asynchronous, peer-to-peer mes¬ 
sages. A MOM does not require continuous, active 
communication between the client and the server. That 
is, after a client sends a message, it does not wait for a 
response. If a server is busy or unavailable, any received 
message waits in a queue until it is reconciled/satisfied. A 
MOM solution is well suited for event-driven and object- 
oriented applications. However, many MOM implementa¬ 
tions are proprietary. As a result, they tend to be inflexible 
and difficult to maintain, and they lack interoperability 
and portability (Carnegie Mellon Software Engineering 
Institute, Message-oriented middleware, 1997). MOM 
middleware products include WebSphere MQ (formerly 
MQSeries) from IBM, Microsoft Message Queue (MSMQ) 
from Microsoft, and Java Message Service (JMS) from Sun 
Microsystems. WebSphere MQ is a mature product sup¬ 
porting over 35 platforms (www.ibm.com). MSMQ is also 
a mature product extended to Microsoft’s .NET environ¬ 
ment (representing Microsoft’s shift toward ubiquitous 
connectivity between information, people, applications, 
and devices—see www.microsoft.com/net). JMS is a 
Java application programming interface (API) included 
in the Java 2 Platform, Enterprise Edition (J2EE). JMS 
is one of the many standards included in J2EE, which is 
a platform for developing distributed applications using 
the Java programming language. J2EE specifies many 
services, including asynchronous communications us¬ 
ing JMS, naming services using Java Naming, which is 
the Directory Interface (JNDI), transaction services using 
Java Transaction API (JTA), and database access services 
using Java Database Connectivity (JDBC). J2EE imple¬ 
mentations are developed and provided by a variety of 
vendors (Sun, Java 2 platform, enterprise edition (J2EE), 
n.d.; Alur, Crupi, and Malks 2001). 

Procedural Middleware 

A remote procedure call (RPC) supports synchronous, 
call/wait process-to-process communications. When us¬ 
ing an RPC, a client requests a service then waits for a 
response. As a result, an RPC requires continuous, active 
participation from the client and the server. Each RPC 
request is a synchronous interaction between exactly 
one client and one server (Carnegie Mellon Software 
Engineering Institute, Remote procedure call, 1997). Open 
Network Computing Remote Procedure Call (ONC RPC), 
developed by Sun Microsystems and now supported 
by the Internet Engineering Task Force (IETF), was one of 
the first RPC protocols and is widely deployed to a variety 
of platforms. The Distributed Computing Environment 
(DCE), developed and maintained by the Open Group 
(formerly known as the Open Systems Foundation), is 




10 


Client/Server Computing Basics 


a set of integrated services supporting the development 
of distributed computing environments. DCE provides 
distributed services and data-sharing services, including 
RPC, directory services (i.e., the ability to identify and 
locate system resources), time services, security services, 
and thread services (i.e., the ability to build concurrent 
applications). DCE data-sharing services include diskless 
support and distributed file system services (Open Group 
1996). DCE RPC is the protocol used by several object- and 
component-based middleware solutions, such as Micro¬ 
soft’s Distributed COM (DCOM) and COM+ and is also 
an optional protocol in the Object Management Group’s 
Common Object Request Broker Architecture (CORBA). 

Component-Based Middleware 

Component software strives to improve software devel¬ 
opment productivity through the reuse of self-describing, 
self-contained software modules called “components.” 
Each component provides specific functionality. An ap¬ 
plication discovers and calls on components at run-time. 

Component software exists within a component model, 
which defines the way components are constructed and 
the environment in which a component will run. The com¬ 
ponent model consists of an interface definition language 
(IDL), a component environment, services, utilities, and 
specifications. An IDL defines how a component interacts 
with other components to form applications (see www. 
omg.org for CORBA’s IDL). The components exist with¬ 
in a component environment—a computing environment 
providing the ability to locate, and communicate with, 
components. Several popular component models—both 
mature and emergent in nature—are presented in this 
section, including Object Management Group’s CORBA, 
Microsoft’s Component Object Model (COM), Sun Micro¬ 
systems’ Enterprise Java Beans (EJB), and Web Services. 
However, before each is presented, two brief comments re¬ 
garding CORBA and Web Services, as they relate to COM 
and EJB, are presented. 

First, relative to COM, COM+, and EJB, CORBA is a 
lower-level architecture; however, because it is regain¬ 
ing popularity as a viable interoperability solution (e.g., 
between JAVA and .NET), as well as being embraced by 
other popular computing platforms (e.g., Linux), it is in¬ 
cluded in the current context (e.g., Donner 2004; Harmon 
2004). Second, Web Services, although not a traditional, 
component-based middleware architecture per se, is 
nonetheless discussed in the current context in terms 
of an emerging, higher-level solution to the challenges of 
heterogeneity in distributed, component-based comput¬ 
ing environments. 

Common Object Request Broker Architecture 
(CORBA) 

CORBA is an open, vendor-independent, mature archi¬ 
tecture describing object-oriented process interactions 
over a network. CORBA, supported by the Object Man¬ 
agement Group (OMG), uses a standard communication 
protocol IIOP (Internet Inter-ORB protocol). IIOP allows 
a CORBA process running on one computer to interact 
with a CORBA process running on another computer 


without regard to network, vendor, programming lan¬ 
guage, or platform heterogeneity. CORBA supports a vari¬ 
ety of services, including asynchronous and synchronous, 
stateless and persistent, and flat and nested transactions 
(OMG, n.d.). 

Component Object Model (COM) 

Microsoft’s COM is a way for multivendor software com¬ 
ponents to communicate with each other. It provides a 
software architecture that allows applications to be built 
from binary components supplied by different software 
vendors. COM provides the foundation for many tech¬ 
nologies, including object linking and embedding (OLE), 
ActiveX, and Microsoft Transaction Server (MTS). Distrib¬ 
uted COM extends COM by allowing remote component 
interactions. COM+ further expands COM by encapsulat¬ 
ing DCOM, MTS, and a host of other services, including a 
dynamic load-balancing service, an in-memory database, 
a publish-and-subscribe events service, and a queued- 
components service. COM components require the COM 
application server, available on the Windows operating 
system platforms (Microsoft 1998). 

Within Microsoft’s .NET (pronounced "dot net”) envi¬ 
ronment, material modifications to both COM and COM+ 
have taken place. The runtime environment known as 
COM+ has been absorbed into the .NET Enterprise Serv¬ 
ices space (see www.microsoft.com/net). 

Enterprise Java Beans 

Similar to CORBA, Sun Microsystems’ Enterprise Java 
Beans (EJB) is a specification. An EJB must be pro¬ 
grammed using Java and must be hosted on a J2EE ap¬ 
plication server. EJBs interact with each other using Java 
Remote Method Invocation (RMI). RMI is a set of APIs 
used to create distributed applications using Java; it is also 
an implementation that operates in a homogeneous envi¬ 
ronment using a Java virtual machine (JVM). RMI allows 
Java objects to communicate remotely with other Java ob¬ 
jects (the Microsoft platform parallel is .NET Remoting— 
see http://msdn.microsoft.com). Alternatively, an EJB built 
with an implementation based on the EJB 2.0 specifica¬ 
tion, or higher, may communicate using the message- 
oriented-middleware, JMS (Marinescu and Roman 2002). 

An EJB system consists of three parts, the EJB com¬ 
ponent, the EJB container, and the EJB object. An EJB 
component exists within an EJB container running on an 
EJB server. The EJB object provides access to the EJB 
components. An EJB component is a software module 
that provides specific functionality; it may be discovered 
and manipulated dynamically at run-time. The EJB con¬ 
tainer provides the execution environment for the EJB 
components; it handles the communication and inter¬ 
face details. An EJB container may support more than 
one EJB component. Whereas an EJB component runs 
on a server, an EJB object runs on a client. An EJB object 
remotely controls the EJB component (Sun, Java remote 
method invocation, n.d.). 

Web Services 

Although not traditional middleware per se, Web serv¬ 
ices represent a critical paradigm shift in middleware: 
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service-based computing. Web services represent the first 
successful cross-platform component architecture out¬ 
side traditional component-based models. Consequently, 
Web services have been included in this section. Accord¬ 
ing to Microsoft, Web services represent a "self-describing 
software module, semantically encapsulating discrete 
functionality, wrapped in and accessible via standard 
Internet communication protocols like XML and SOAP” 
(Microsoft 2005). What that amounts to is a platform- 
independent module that builds on existing Internet 
standards, primarily XML, to provide, validate, and in¬ 
terpret data. Web services also conveniently leverage 
the HyperText Transfer Protocol (HTTP) to provide syn¬ 
chronous communications as well as the Simple Mail 
Transfer Protocol (SMTP) to provide asynchronous com¬ 
munications (e.g., e-mail). 

Web services provide Internet-accessible, building-block 
functionality to developers; they allow for incremental de¬ 
velopment and deployment. Web services support new- 
application development and promise to provide access to 
existing applications. By wrapping traditional processes in 
Web service protocols, an existing computing infrastruc¬ 
ture can improve interoperability and utilization without 
having to reprogram existing applications. Furthermore, 
an existing application may enhance functionality by inte¬ 
grating with new Web services. 

Web services are distinctive in several ways. Whereas a 
traditional process is designed to provide functionality to 
a particular application, a Web service strives to provide 
global access to a very well defined, packaged process de¬ 
signed to provide specific functionality. A Web service is 
not duplicated or moved; it is simply called on as required 
at run-time by applications. Ultimately, online providers 
will provide access to Web services that can be called on 
on an as-needed basis. Furthermore, unlike other distrib¬ 
uted application environments, such as CORBA, J2EE, 
and COM+, Web services do not dictate the underlying 
communications framework (Singh, Stearns, Johnson, et 
al. 2002), rather they act as a separate and distinct bridge 
that uses standard Internet protocols such as HTTP, 
XLM, and TCP/IP. 

Open, standardized interfaces are the heart of Web 
services. Standards define how a Web service communi¬ 
cates, how it exchanges data, and how it is located. The 
Simple Object Access Protocol (SOAP) is an XML-based 
protocol for exchanging information in a distributed en¬ 
vironment. SOAP is platform-independent and consists 
of an envelope, a set of encoding rules, and a conven¬ 
tion describing procedure calls. A SOAP envelope de¬ 
scribes the contents of the message and how the message 
should be processed. The encoding rules describe the ap¬ 
plication-specific data types. The conventions describe 
remote procedure calls and responses. Other stand¬ 
ards include the Web Services Description Language 
(WSDL) and the Universal Description, Discovery, and 
Integration (UDDI). WSDL defines the Web service inter¬ 
faces, while UDDI allows developers to list/post new Web 
services as well as locate existing Web services (UDDI 
2002 ). 

In the next section, networking in the context of an 
enabling client/server technology is reviewed. 


Networking 

The Internet consists of host computers, client comput¬ 
ers, routers, applications, protocols, and other hardware 
and software. As an organizing framework, these tech¬ 
nologies may be categorized using three broadly defined 
functional areas, namely, network access, network core, 
and network edge (Table 4). 

Network access describes how devices connect to the 
Internet. The network core describes the intercommuni¬ 
cations among the computing and networking devices. 
The network edge describes those objects using the Inter¬ 
net such as clients, servers, and applications (Kurose and 
Ross 2001; Peterson and Davie 1999). 

Network Access 

An Internet access provider (IAP) provides Internet 
access. The structure of an IAP is roughly hierarchical. 
At the lowest level, a local Internet service provider (ISP) 
provides connectivity for residential customers and small 
businesses. The local ISP connects to a regional ISP. The 
regional ISP connects to a national/international back¬ 
bone provider (NBP). The various NBPs interconnect 
using private connections and/or public network access 
points (NAPs) to form the backbone of the Internet. 

To communicate with an IAP (or ISP), a connec¬ 
tion must be established and maintained. Several con¬ 
nection alternatives exist, including dial-up, integrated 
services digital network (ISDN), asymmetric digital sub¬ 
scriber line (ADSL), hybrid fiber coax (HFC, via a cable 
modem), T-services (e.g., Tl, T3, etc.), SONET (e.g., OC1, 
OC3, etc.), and wireless (e.g., radio, cellular, satellite, and 
microwave). 

The Network Core 

The network core describes how networking devices 
interconnect with each other. The backbone of the Inter¬ 
net is an extremely large mesh. Data are sent through this 
mesh using either circuit-switching or packet-switching 
channels. A circuit-switching network establishes and 
maintains a circuit (i.e., a specific network path) for the 
entire duration of an interaction. A circuit-switching net¬ 
work knows where to look for messages, and the data are 


Table 4: Internet Networking Categories and Components 


Internet Networking 
Category 

Components 

Network access 

Internet access providers 

Internet connectivity: dial-up, 
ISDN, ADSL, HFC, wireless, 
T1/T3 

Network core 

Routers and bridges 

Data routing: circuit-switching, 
packet-switching 

Network edge 

Computers, users, applications 
Internet protocol stack 
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received in the order in which they are sent. A packet¬ 
switching network divides each transmission into a se¬ 
ries of individually addressed packets. Since each packet 
is addressed and ordered, the network path need not be 
determined and packets may be sent using whatever data 
rate may exist at the time the message is transmitted. As 
a result, each packet might take a different path through 
the network at different transmission rates. The receiver 
of the message is responsible for unpackaging and rese¬ 
quencing the packets. 

The Network Edge 

The network edge consists of objects using the Internet, 
such as clients, servers, and applications. For one object 
to communicate with another object, the two must ad¬ 
here to the same networking protocol. A protocol is an 
agreed-on set of rules governing a data transmission. The 
Internet supports a variety of protocols. Some protocols 
are competing, meaning they serve the same purpose; 
others are complementary, meaning they serve different 
purposes. 

In the next section, a review of the Internet proto¬ 
col stack (i.e., the foundation for interoperability) is 
presented. 

Internet Protocol Stack 

An Internet protocol stack is a framework used to organize 
and describe networking protocols. Each layer in a proto¬ 
col stack serves a particular networking need, or needs, 
and describes how a given layer must communicate with 
adjacent layers. Furthermore, the lower layers of the stack 
provide a foundation for the upper layers (Kurose and 
Ross 2001; Peterson and Davie 1999). As seen in Table 5, 
the Internet protocol stack is a variation of the widely ac¬ 
cepted OSI model. The Internet protocol stack has the fol¬ 
lowing five layers: physical, data link, network, transport, 
and application. The application layer of the Internet pro¬ 
tocol stack envelops the application, presentation, and ses¬ 
sion layers of the OSI model. A description of each layer of 
the Internet protocol stack follows. 


Physical Layer. The physical layer of the Internet protocol 
stack describes the physical characteristics of the network¬ 
ing media. Media can be broadly categorized as guided 
or unguided. Guided media include copper wire and fiber 
optics. Unguided media include radio, microwave, and 
satellite. The media type influences bandwidth, security, 
interference, expandability, contention, and costs. Ex¬ 
amples of physical layer protocols include Ethernet 
(IEEE 802.3), Token Passing (IEEE 802.5), Wireless (IEEE 
802.11), transmission convergence sublayer (TCS) and 
physical medium-dependent (PMD) for asynchronous 
transfer mode (ATM), and transmission frame structures 
for T-carriers. 

Data-Link Layer. The data-link layer of the Internet proto¬ 
col stack describes how devices share the physical media. 
These protocols define host-host connections, host-router 
connections, and router-router connections. The primary 
role of data-link-layer protocols is to define flow control 
(i.e., how to share the media), error detection, and error 
correction. Data-link layer protocols include the point-to- 
point protocol (PPP) and the serial-line Internet protocol 
(SLIP), which allow clients to establish Internet connec¬ 
tions with Web servers. Ethernet and ATM are also popu¬ 
lar data link layer protocols. 

Network Layer. The network layer of the Internet pro¬ 
tocol stack defines host and application addressing. The 
Internet protocol (IP) assigns a unique number, called the 
IP address, to devices connected to the Internet. The IP 
address uniquely identifies every computer connected to 
the Internet. 

Transport Layer. The transport layer of the Internet pro¬ 
tocol stack defines how information is shared among 
applications. The Internet transport protocols include 
transmission control protocol (TCP) and, under certain 
instances, user datagram protocol (UDP). 

TCP is a connection-oriented protocol. A TCP-based 
application establishes and maintains a connection for 


Table 5: Comparison of the OSI Model and the Internet Protocol Stack 


OSI Model 

Internet Protocol 
Stack 

Layer Description 

Protocols 

Application 

Application 

Specifies how applications and processes 
will communicate with each other 

HTTP, FTP, SMTP, MIME, DNS, NFS. 
Middleware products: RPC, MOM, 
CORBA/IIOP, CICS, DTP 

Presentation 

Session 

Transport 

Transport 

Specifies how information is 
transmitted 

TCP, UDP 

SPX 

Network 

Network 

Specifies host and application 
addressing 

IP 

IPX 

Data Link 

Data Link 

Specifies how the media are shared 

PPP, SLIP, ATM, Ethernet 

Physical 

Physical 

Specifies the physical characteristics 
of the media 

IEEE802.3, IEEE802.5, IEEE802.il, 

Token Passing, TCS, PDM 
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the entire duration of each transaction. This connection 
provides reliability and congestion control. Applica¬ 
tions using TCP include e-mail, file transfers, and Web 
browsing. 

UDP is a connectionless protocol. A UDP-based ap¬ 
plication communicates by sending individual datagram 
packets. Datagrams support applications requiring large 
bandwidth and those tolerating some degree of data loss. 
Applications using UDP include telephony, streaming 
video, and interactive games. 

Application Layer. The application layer of the Internet 
protocol stack defines application-application communi¬ 
cations. For example, the HTTP protocol allows Web cli¬ 
ents to locate, request, and subsequently interpret Web- 
based objects (e.g., HTML, VBScript, Jscript, Java Applets, 
JPG files, etc.). Application layer protocols abound; how¬ 
ever, salient applications are briefly reviewed next. 

SMTP allows user agents (e.g., Microsoft Outlook, 
Eudora, etc.) to send, receive, and store e-mail messages. 
Multipurpose Internet mail extensions (MIME) supports 
e-mail attachments. Post office protocol (POP3) and Inter¬ 
net message access protocol (IMAP) allow clients to down¬ 
load e-mail messages from e-mail servers. FTP allows file 
transfers between computers. The domain name system 
(DNS) resolves IP addresses and universal resource lo¬ 
cator (URL) names. Telnet allows for remote terminal 
access over the Internet. The network file system (NFS) 
protocol allows for remote storage of files. 

Networking Security Vulnerabilities 

Networks suffer from many security vulnerabilities, in¬ 
cluding accessibility or altering of programs or data; 
intercepting, creating, or modifying data in transit; and 
blocking traffic. These attacks may involve social engi¬ 
neering, performing reconnaissance, launching denial of 
service attacks, impersonating users, or spoofing systems. 
A social engineering attack strives to manipulate or trick 
users and/or support staff into divulging sensitive infor¬ 
mation. These attacks may be direct, such as asking for 
a password reset, or they may be indirect, in which an 
adversary may infer or derive sensitive information from 
the responses of several "individually nonsensitive" ques¬ 
tions. Reconnaissance is an information-finding activity. 
Adversaries may engage in reconnaissance activities rang¬ 
ing from searching through physical and virtual recy¬ 
cle bins to analyzing design diagrams and configuration 
information. A port scan is a common reconnaissance 
activity. A port is a virtual communications channel used 
by specific applications. A port scan is a program that 
systematically searches hosts to determine available ports 
and what applications are using them. A denial of service 
attack inundates a server with requests in order to over¬ 
whelm and significantly reduce the performance of the 
system. Impersonation is when a party assumes the iden¬ 
tity of another person or process or host. Spoofing occurs 
when an adversary acts on behalf of another party. 
Spoofing includes masquerading and session hijacking. 
Masquerading involves pretending to be someone else. 
Session hijacking involves intercepting a connection that 
has been established by another party. For an in-depth 


review of these and other network vulnerabilities, see the 
chapters on Social Engineering, Intrusion Detection Sys¬ 
tems, Network Attacks, Worms and Viruses, and Denial 
of Service. 

In the next section, three popular client/server envi¬ 
ronments are reviewed. 


CLIENT/SERVER ENVIRONMENTS 

The Internet is exemplary when it comes to client/server en¬ 
vironments. In this section we discuss the Internet as well 
as proprietary-based Internet environments—intranets 
and extranets. 

Internet 

The Internet is a network of networks. Hundreds of 
millions of computers, users, and applications use the 
Internet. The Internet uses a variety of protocols, includ¬ 
ing TCP/IP, HTTP, and FTP. The Internet supports Web 
browsing, online chat, multi-user gaming, e-mail deliv¬ 
ery, fax delivery, and telephony, to name just a few. 

As previously mentioned, the Internet typifies cli¬ 
ent/server computing. That is, resources, service, and 
processes are distributed, and thus shared, among and 
between multiple devices/users. However, when these 
resources are limited to a set, or possibly sets, of prespec¬ 
ified users (e.g., customers, employees, supply chain part¬ 
ners, vendors), two new internetworking environments 
emerge, namely intranets and the extranets. 

Intranet 

An intranet is a private network using the same technolo¬ 
gies and protocols as the Internet. Since the foundation, 
protocols, and toolsets are the same, an intranet looks, 
feels, and behaves like the Internet. The difference be¬ 
tween an intranet and the Internet is in both scope and 
access. That is, an intranet user is limited to visiting only 
those Web sites owned and maintained by the organiza¬ 
tion hosting the intranet, whereas an Internet user may 
visit any publicly accessible Web site. Since intranets are 
private, individuals outside the organization are unable to 
access intranet-based resources—that is, without specific 
organizational permission and technology (e.g., a virtual 
private network). As a result, organizations may publish 
internal and/or confidential information such as organi¬ 
zational directories, company policies, promotion proce¬ 
dures, and benefits information. The primary means of 
separating an intranet from the nonsecure, public Internet 
is a firewall. 

Extranet 

An extranet is an intranet that provides limited connectivity 
via the public Internet. Specifically, an extranet allows 
authorized Internet users to access a portion of a com¬ 
pany’s intranet. External access to a company’s intranet 
is granted through a firewall and is typically facilitated 
via a virtual private network (VPN). That is, an Inter¬ 
net visitor either submits a username and password to 
the firewall or to an organization-provided VPN server. 
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If authenticated, the visitor is permitted limited access to 
the company's intranet. 

Extranets are designed to interconnect suppliers, 
customers, and other business partners. The exposure 
of the extranet is based on the relationships a company 
has with its partners and the sensitivity of the content 
stored on the company’s intranet. In the most relaxed sce¬ 
nario, individuals gain access to common business ma¬ 
terials by completing a brief survey. In more restrictive 
scenarios, an organization may sign a contract detailing 
acceptable use of intranet resources or may required us¬ 
ers to pay subscription fees. Extranets are also commonly 
used to support field personnel and employees working 
from Internet-based locations outside an organization’s 
firewall. 


CONCLUSION 

Client/server computing is so broadly defined, that the 
name says little about a particular system. A client/server 
application may provide national security services to a 
government or it may provide publicly available editori¬ 
als and commentaries. In addition, client/server comput¬ 
ing encompasses several architectural interpretations. 
The client/server system architecture describes the physi¬ 
cal configuration or topology of computing and network¬ 
ing devices. In this context, clients and servers are seen as 
computers. The client/server software architecture, how¬ 
ever, describes the configuration of software processes. In 
this latter context, clients and servers are seen as software 
processes. Furthermore, client/server computing uses an 
enormous array of heterogeneous technologies, proto¬ 
cols, platforms, and development environments. Whereas 
some client/server applications are relatively simple, 
involving only a few technologies, others are extremely 
complex, involving a large variety of technologies. 

Common to all client/server systems is the partitioning 
of an application into separate processes and the utiliza¬ 
tion of a communications mechanism (almost always a 
computer network). Two general categories of processes 
exist, those that request services (i.e., clients) and those 
that provide services (i.e., servers). A client process works 
together with a server process to provide application func¬ 
tionality. 

A client/server classification provides information 
that describes a particular system. A classification may 
describe the computational role of the processes, the 
physical partitioning of an application into tiers, or the 
functional role of the processes. Although these classifi¬ 
cation methods help describe systems, they also serve to 
highlight the variety and complexity among client/server 
applications. The computational and functional role of 
the processes varies from system to system. Furthermore, 
a client may interconnect with many servers and a server 
may interconnect with many clients. 

Enabling technologies strive to provide seamless in¬ 
tegration of hardware and software in complex environ¬ 
ments. Specifically, middleware governs the interactions 
among the constituent software processes. Component- 
based middleware provides the ability to create appli¬ 
cations using existing, self-contained software modules 


while various networking technologies bridge the gaps 
among computing and networking devices. 

Early distributed computing consisted of vendor- and 
platform-specific implementations. However, the trend in 
client/server computing is to provide standardized con¬ 
nectivity solutions. Web services represent one of the 
most promising new client/server developments. Web 
services strive to leverage the communication infrastruc¬ 
ture of the Internet to deploy client/server applications. 
Although it is too early to know whether Web services 
will fulfill their potential, they promise to change the way 
application programs are developed and deployed. As 
the excitement, investment, and standardization in such 
technologies continue to grow, so too will the global im¬ 
pact of client/server computing. 


GLOSSARY 

Client Process: A software program that requests serv¬ 
ices from one or more server processes. 

Client System: A computer that supports a client process 
and requests services from one or more server 
systems. 

Client/Server Software Architecture: The logical and 
physical partitioning of an application into software 
processes. 

Client/Server System Architecture: The architectural 
configuration of computing and networking devices 
supporting a client/server application. 

Client/Server Tier: A well-defined, separate process 
representing a portion of a client/server application. 

Component: A self-contained, self-describing software 
module that provides specific functionality, in which 
several can be combined to build larger applications. 

Component Environment: A computing environment 
providing the ability to locate and communicate with 
components. 

Component Model: The way components are con¬ 
structed and the environment in which a component 
will run, consisting of an interface definition language, 
a component environment, services, utilities, and 
specifications. 

Enabling Technology: Technology that provides a 
client/server application with the ability to locate, 
communicate with, and/or integrate the constituent 
processes. 

Extranet: An Intranet that provides limited access to/ 
from the Internet using firewall technology. 

Interface Definition Language (IDL): Defines how a 
program may communicate with a component. 

Internet: A global network of networks supporting 
hundreds of millions of computers, networking de¬ 
vices, applications, and users. 

Internet Protocol Stack: A subset of the OSI model; a 
framework that organizes and describes Internet net¬ 
working protocols. 

Intranet: A private network based on Internet protocols 
and technologies. 

LAN (Local Area Network): A computer network that 
is located within a small geographical area, such as an 
office or small building. 
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Middleware: The software governing the interaction 
among the client and server processes. 

n-tier system: An application that is partitioned into an 
unspecified number of separate processes that work 
together to provide system functionality. 

Network: A series of points connected by communica¬ 
tion circuits. See LAN. 

OSI Model: A general framework that organizes and 
describes networking protocols. 

PAD Architecture: Defines an application in terms 
of the following three computational services: pres¬ 
entation services, application services, and data 
services. 

Process: An executing program. 

Server Process: A software program that provides serv¬ 
ices to one or more client processes. 

Server System: A computer that supports a server 
process and provides services to one or more client 
systems. 

Three-Tier: An application that is partitioned into three 
separate processes that work together to provide sys¬ 
tem functionality. 

Two-Tier: An application that is partitioned into two 
separate processes that work together to provide sys¬ 
tem functionality. 

CROSS REFERENCES 

See Groupware; Network Middleware; The Internet 

Fundamentals. 
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INTRODUCTION 

Groupware applications denote any type of software 
application designed to support groups of people in com¬ 
munication and collaboration on shared information 
objects (Ellis et al. 1991; ter Hofte 1998). The fundamental 
property of groupware is its ability to mediate the results 
of some user interactions to other people. Well-known 
types of groupware include e-mail, videoconferencing, 
work-flow, chat, and collaborative editing systems. 

Contrary to optimistic predictions in the 1970s and 
1980s, groupware applications, especially videoconfer¬ 
encing systems, have not reached their anticipated po¬ 
tential. For instance, Snyder (1971) predicted that by the 
end of the 1970s a full 85 percent of all meetings would 
be electronically mediated. Obviously, this has not been 
the case. On the other hand, some types of computer- 
supported cooperation have become highly successful, 
such as e-mail and instant messaging (ter Hofte, Mulder, 
Grootveld, and Slagter 2002). Understanding in what sit¬ 
uations groupware is an effective and efficient means to 
support collaboration (and thus understanding its poten¬ 
tial) remains an important research question even today. 

GROUPWARE FUNCTIONALITY 

Although there is a lot of diversity in groupware appli¬ 
cations, some typical functionality is provided by many 
different applications. This section provides a list that, 
while not being exhaustive, represents a wide range of 
important functionality. 

• E-mail: Primarily text-based, asynchronous electronic 
form of person-to-person or person-to-group commu¬ 
nication. The term e-mail is applied both for 
communication via the simple mail transfer protocol 
(SMTP) as well as the generic groupware functionality 
to send electronic messages to other people. As central 
servers are used to store e-mail messages, the collab¬ 
orating people do not have to be online at the same 
moment to exchange e-mail messages. 
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• Instant messaging: Sometimes referred to as chat, 
instant messaging is primarily about text-based com¬ 
munication between a specific group of people who are 
online at the same moment. Such same-time collabora¬ 
tion is denoted as synchronous collaboration. Instant 
messaging is usually combined with presence aware¬ 
ness information about a list of contacts, sometimes de¬ 
noted as buddies. This presence awareness information 
indicates which of your contacts are currently available 
for communication. 

• Discussion forum: Primarily text-based communication 
via threaded discussions. A discussion forum supports 
asynchronous collaboration, meaning the collaborating 
people do not have to be online at the same moment. 
In contrast to e-mail, discussion forum messages 
are centrally stored, not sent to one or more people. 
The centrally stored messages can be accessed by mul¬ 
tiple people, and typically people can react by messages 
as well. People who join a forum can also typically read 
and participate in previously started discussion. In a 
forum, messages and associated reactions are grouped 
in so-called threads. 

• Newsgroup: A newsgroup is a specific type of discussion 
forum, typically part of the Usenet hierarchy, a distrib¬ 
uted Internet discussion system. 

• Videoconferencing: Refers to functionality that allows 
two or more locations to synchronously interact via two- 
way video and audio connections. Video conferencing 
systems may be room-based, allowing for groups to 
interact, or desktop-based, which is more focused on 
individuals. 

• Audioconferencing: Refers to functionality that allows 
two or more locations to synchronously interact via two- 
way audio connections. Although audio conferencing 
primarily takes place via normal telephones and cell 
phones, there are also software tools that use the inter¬ 
net protocol (IP) for voice communication. The latter 
applications are typically referred to as voice over-IP 
(VoIP) applications. 
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Network games: Refers to collaboration functionality 
primarily aimed at entertainment or enjoyment, al¬ 
though it may also serve as exercise or perform an edu¬ 
cational, simulation or psychological role. 

Group calendar: Refers to functionality that allows 
groups of people to coordinate their actions by shar¬ 
ing calendar information. In a basic setting, people can 
view whether another person is free or busy at a spe¬ 
cific time, but in more advanced cases they can have 
a detailed look at the appointments in other peoples 
schedules. Group calendars are typically used within 
the context of one organization, given the sensitivity of 
the shared information. Group calendars require up-to- 
date information and a critical mass of users, before 
they become effective to coordinate actions. 

Shared whiteboard: Refers to functionality to create, 
edit, and share drawings, based on the white board met¬ 
aphor. Shared white boards can be used for synchro¬ 
nous as well as asynchronous forms of collaboration. 
Application sharing: Functionality that allows you to 
synchronously collaborate using applications that 
were not designed to be used in a collaborative way. 
Application-sharing functionality typically allows one 
of the participants to provide input to a shared ap¬ 
plication, while the application output is distributed 
to all collaborating people. Typically, some coordina¬ 
tion policy is in place to decide who is in control of 
the shared application. There are two main versions of 
application sharing: window sharing and screen shar¬ 
ing. In window sharing, one specific application is 
shared, while in screen sharing, all collaborating peo¬ 
ple see exactly what is on the presenter’s screen. 

Group decision support system: Abbreviated GDSS, this 
functionality refers to a suite of collaborative function¬ 
ality to facilitate group decision processes. A GDSS 
can be used by colocated teams as well as by geo¬ 
graphically dispersed teams, but typically it focuses on 
synchronous forms of collaboration. A GDSS usually 
includes brainstorming tools—tools to prioritize or 
cluster ideas and voting tools. 

Workflow management: Functionality to support (asyn¬ 
chronous) work processes. Workflow management 
systems allow users to define how tasks are structured 
and who performs them, when, and in what order. The 
collaborating users are informed of any tasks they are 
supposed to perform and the deadline. A workflow 


management system keeps track of the progress and 
typically updates the task owner about the status of the 
process and any deviations in relation to the planning. 

• Shared workspace: Refers to a suite of functionality to 
collaborate synchronously, but mostly asynchronously. 
Typical functionality includes file sharing and version 
control, notifications of changes to the workspace and 
access control to restrict who can view, edit, or delete 
content. Advanced shared workspaces integrate much 
of the above-mentioned functionality. 

• Wiki: A Wiki is a type of Web site that allows users to eas¬ 
ily add and edit content and is especially suited for asyn¬ 
chronous collaborative writing. Wikis typically reside 
on a central server and are served by a Wiki engine. 


CLASSIFYING GROUPWARE 
APPLICATIONS 

Historically, groupware applications have been classified 
based on the time-place matrix described by Johansen 
(1988). This matrix classifies groupware applications 
along two axes: whether the cooperating people work at 
the same time (synchronously) or at different times (asyn¬ 
chronously) and whether the people work at the same 
physical location or at different places. Table 1 represents 
this matrix with some example groupware applications 
positioned in it. 

However, this time-place matrix is very rigid, and does 
not, for instance, allow for applications that support the 
transition between more synchronous and more asyn¬ 
chronous forms of cooperation, such as shared work¬ 
spaces or applications to record and replay (virtual) 
meetings. Grudin (“Computer-supported cooperative 
work," 1994) extended this matrix to include the factor of 
“predictability”: he argues that although people may not 
be working at the same time, there is an important differ¬ 
ence between being able to predict when another person is 
likely to work and not being able to predict this. Similarly 
he has added a row to the matrix to distinguish whether it 
is possible to predict the place where the other people will 
be. The resulting matrix is shown in Table 2. 

Given the focus of this handbook, most of the exam¬ 
ples and design issues are about groupware applications 
that do not require cooperating people to work together 
at the same place. 


Table 1: The Time-Place Matrix by Johansen 



Same time 
(synchronous) 

Different time 
(asynchronous) 

Same place 
(local) 

Group decision support 
systems 

Electronic project 
rooms 

Different place 
(remote) 

Videoconferencing, 
text-based chat, shared 
workspaces 

E-mail, group scheduling, 
shared workspaces 
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Table 2: The Time-Place Matrix by Grudin 



Same time 
(synchronous) 

Different time, 
but predictable 
(asynchronous) 

Different time, 
unpredictable 
(asynchronous) 

Same place (local) 

Meeting facilitation 

Work shifts 

Team rooms 

Different place, but 
predictable (remote) 

Tele-, video-, 
desktop-conferencing 

Electronic mail 

Collaborative writing 

Different place, 

unpredictable 

(remote) 

Interactive multicast 
seminars 

Computer bulletin 
boards 

Workflow 


Synchronous and Asynchronous 
Collaboration 

Although the matrix by Johansen may be rigid, the dis¬ 
tinction between synchronous and asynchronous (and any 
forms in between) is helpful in itself. Distinguishing differ¬ 
ent forms of collaboration and being able to select suitable 
groupware functionalities to support them is helpful when 
designing groupware support for a specific setting. 

Table 3 illustrates that this is no dichotomy. In real-life 
settings, the situation may be even more blurred: whereas 
e-mail was designed as a tool to support asynchronous 
collaboration, sometimes messages and replies follow 
each other at such a rapid pace that it becomes a tool for 
synchronous collaboration. 

Groupware applications designed for synchronous 
collaboration frequently apply the conference concept, 
denoted as a period of interaction by a group of cooperat¬ 
ing people, supported by groupware functionality. During 
such a conference, a set of rules may apply to regulate 
access to groupware functions. A conference has a begin¬ 
ning and an end and is characterized by an explicit or 
implicit objective (e.g., a peer-review session, a project 


progress meeting, a design session). In literature, such 
conferences are sometimes referred to as sessions. Func¬ 
tionality to manage conferences is therefore sometimes 
denoted as session management. 

Peer-to-Peer and Client/Server Groupware 

The terms peer-to-peer and client/server refer to the archi¬ 
tectural model on which the groupware design is based 
(Figure 1). In the peer-to-peer groupware model, the differ¬ 
ent collaborating people each use a groupware application 




Figure 1: Peer-to-peer versus client/server architecture 


Table 3: Groupware Functionality to Support Synchronous and Asynchronous 
Collaboration 


Groupware 

functionality 

Typically used 
to support 
synchronous 
collaboration 

Typically used 
to support 
asynchronous 
collaboration 

E-mail 


X 

Instant messaging 

X 


Discussion forum 


X 

Newsgroup 


X 

Video conferencing 

X 


Audio conferencing 

X 


Group calendar 


X 

Shared white board 

X 

X 

GDSS 

X 

X 

Workflow management 


X 

Shared workspace 

X 

X 

Collaborative software 

X 

X 

development 



Wiki 


X 
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Figure 2: Example screenshot of BSCW 


(client) that connects directly with the groupware appli¬ 
cation of the other people. In the client/server groupware 
model, the groupware applications (clients) all connect to 
a central server, which relays messages and can provide 
shared services. 

The differences between the two architectural models 
also have implications when using applications based on 
these models: peer-to-peer groupware applications pro¬ 
vide users with more control over their data and avoid de¬ 
pendency on a third (economic) party to host a server. The 
peer-to-peer model is in line with current Internet trends, 
whereby the computing power and storage capabilities of 
network peripheral hosts are used. This is in contrast with 
the client/server model, in which much of the intelligence 
is allocated to a central, high-performance host. 

However, the client/server model also has some clear 
advantages: centralizing functionality in a server allows 
for “thin clients” with a small footprint. This enables 
people, for instance, to access groupware functionality 
from their PDA or smart phone. In addition, a central 
server can act as a meeting point and to set up connections 
with other participants behind a firewall. And, obviously, 
a central server allows you to create shared workspaces 
that can be accessed asynchronously. 

EXAMPLES OF GROUPWARE 
APPLICATIONS 

Many groupware applications have emerged, both in 
academia and in industry, each providing particular 
support for cooperating people. Typically, groupware 
applications are designed to support a particular work 
situation or a particular range of cooperative work situa¬ 
tions. Well-known examples of groupware applications in¬ 
clude e-mail, audio- and videoconferencing applications, 
instant messaging applications, and applications to work 
together using shared virtual workspaces. This section in¬ 
troduces some well-known groupware applications, illus¬ 
trating the diversity in current groupware applications. 


BSCW 

BSCW (Basic Support for Cooperative Work) (BSCW 
2006) is a Web-based environment for collaboration 
(Figure 2). It started as a Web-based application to share 
files, but gradually turned into a shared virtual workspace 
that supports document sharing, online discussions and 
shows, as an example, participant status information 
such as who has viewed, edited, or downloaded a file. 
BSCW offers a fixed set of collaboration tools and 
depends on external tools for synchronous communica¬ 
tion between workspace participants. The BSCW envi¬ 
ronment provides services to invite people to a shared 
virtual workspace, assign roles to people, and specify the 
rights associated with each role. 

Lotus Notes 

Lotus Notes (Lotus Notes 2006), shown in Figure 3, is 
an integrated cooperative environment that combines 
messaging, shared databases, calendaring, and schedul¬ 
ing functions with a platform to create collaborative ap¬ 
plications. These collaborative applications are founded 
on replicated, shared databases that users can access and 
update through forms. Lotus Notes provides advanced 
security and role-based access control, related to workflow 
facilities. The Notes platform provides developers with 
integrated tools to create tailor-made cooperative appli¬ 
cations, based on the specific requirements of a company. 
Lotus Notes’ databases and forms can be accessed via the 
Notes client, or be turned into Web applications using 
Lotus Domino (Lotus Domino 2006). In addition, Lotus 
Web Conferencing and Lotus Instant Messaging (previ¬ 
ously known in their combined form as Lotus Sametime) 
provide awareness services to discover which contacts 
are currently online, and to start communication using 
text-based messages, audio, video, or application shar¬ 
ing. Although Lotus Notes offers a highly flexible environ¬ 
ment, it requires programming skills to create and adapt 
cooperative applications. 
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Figure 3: Example screenshot of Lotus Notes 


MediaWiki 

MediaWiki is an example of a Wiki engine, software that 
allows people to easily create, edit, and share content on 
Web sites and is especially suited for collaborative writ¬ 
ing (MediaWiki 2006). MediaWiki is free server-based 
software. The fact that a Wiki allows people to easily 
and quickly change content on Web sites makes it es¬ 
pecially suitable to support creative team processes. A 
good example to illustrate the possibilities of Wikis is 
Wikipedia, an online encyclopedia written collaboratively 
by volunteers using the MediaWiki engine, allowing most 
articles to be changed by anyone with access to a Web 
browser (Wikipedia 2006). 

Groove 

The Groove Workspace by Groove Networks, Inc. (Groove 
Networks 2006) is a peer-to-peer groupware application 
that enables people to cooperate using shared virtual 
workspaces. In addition, it provides synchronous com¬ 
munication via text-based chat and audio conferencing. 
Groove workspaces provide a cooperation environment 
in which people can exchange information and collabo¬ 
rate using an extensible set of tools, including a shared 
schedule, a collaborative editor, a file-sharing tool, and 
a shared presentation viewer. The Groove application, 
shown in Figure 4, provides services to see which of your 
contacts are online or active in the workspace, to invite 
(and uninvite) people to a workspace, and to assign roles 
to people and specify the rights associated with a role. In 
addition, the Groove Workspace application makes use 
of a groupware infrastructure that provides some value- 
added services, such as security, firewall transparency, and 
workspace synchronization after a participant has been 
offline. To do so, the infrastructure applies central serv¬ 
ers, in contrast to the overall peer-to-peer philosophy. 


GroupSystems 

GroupSystems is an example of a group decision support 
system (GDSS) that allows workgroups to collaborate 
either face-to-face or remotely over the Internet (Group- 
Systems 2006). The software supports group processes by 
offering a wide range of functionalities to generate ideas, 
distill, clarify, organize, evaluate, and build consensus. 
Typically, organizations use a GDSS to increase the effi¬ 
ciency of group processes such as brainstorming, strategic 
planning, focus groups, requirements gathering, and idea 
management. An additional benefit is that the software 
helps in capturing intermediate results and documenting 
the process. 

Skype 

Skype (Skype 2006) is a voice over-IP (VoIP) application, 
meaning that it allows you to communicate by voice over 
the Internet. In addition, the application offers instant 
messaging functionality and presence awareness, in¬ 
dicating which of your friends who also use Skype are 
currently available for communication. Apart from sup¬ 
porting computer-to-computer calls, Skype offers value- 
added services for computer-to-phone calling (SkypeOut) 
and phone-to-computer calling (Skypeln). Skype users can 
activate voicemail functionality, which allows people to 
leave voice messages when they cannot reach someone. 

Windows Messenger 

Microsoft Windows Messenger (as well as the related 
product MSN Messenger) (Microsoft 2006) is an instant 
messaging application that allows people to communi¬ 
cate in a synchronous manner using text messages. The 
application, shown in Figure 5, shows the presence status 
of a list of contacts, providing clues as to whether they are 
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Figure 5: Examples screenshots of Windows Messenger 


available for communication. The Messenger application 
includes facilities for voice and video communication, 
file sharing, and the option to collaborate using application 
sharing. The application also provides services to invite 
additional people to an online conference. The Messenger 
application relies on external tools for asynchronous forms 
of communication. The application does not provide sup¬ 
port for access control or workflow management. 


DESIGNING GROUPWARE 
Groupware Design Issues 

Although the biggest challenge in designing a groupware 
application is deciding what functionality to provide to 


the users and how to present that functionality, there are 
some other issues that groupware designers frequently 
face. In this section we address some of the technical 
groupware design issues. Many researchers focus mainly 
on these technical aspects; however, especially in group- 
ware design, the “soft side" is also important. At the end 
of this chapter we will elaborate on a few of the social and 
usability groupware design issues. 

All groupware applications in the “different place" side 
of Table 1 are distributed applications that use computer 
networks for communication. Especially applications in 
this category that include audio- and videoconferencing 
have strict requirements regarding network properties 
such as bandwidth, latency, and jitter. Associated with 
this, aligning video images and the corresponding audio 
is a frequently recurring design issue in groupware, 
known as the lip-synch problem. 

When designing distributed groupware, one also has 
to consider the physical distribution of functionality: 
what functions are centralized on a server and what is 
placed locally, i.e., in the groupware clients that people 
use? Central servers may provide a higher reliability and 
more computing power, but locally placed functionality 
avoids network delays. In addition, in distributed group- 
ware, different people may perform actions on the same 
shared object at almost the same time, whereas network 
delays are unpredictable. As a consequence, it is difficult 
to keep the different versions of locally stored replicas of 
a shared object consistent (e.g., Mauve 2000). To reduce 
the chance of inconsistencies, objects may be locked by a 
user. Even providing the “undo" function in this case is not 
trivial: What do you undo? Your own last action? Or the 
last action that was performed by any participant? And, 
what if you wish to undo your action, but somebody else 
already performed another action on the shared object? 
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Typically, methods based on operational transformations 
are applied to address these design issues, with the aim of 
preserving the intentions of all users. 

Another groupware design issue is interoperability 
(compatibility); both the interoperability of groupware 
applications of different people (to make sure that peo¬ 
ple can use groupware from different vendors and still 
collaborate) and the interoperability of the parts of one 
groupware application (to make sure you can integrate 
functionality from different vendors in one groupware ap¬ 
plication). The latter integration of functionality is often 
practical from a user perspective, as different tool ven¬ 
dors are good at different aspects: for instance, one ven¬ 
dor may be good at making a groupware environment but 
not good at making shared CAD software, while another 
vendor is good only at making shared CAD software. 

Deciding on the parts to distinguish in a groupware 
system, the responsibilities of these parts in terms of 
the services they provide, as well as their interfaces is 
an important design challenge. Various groupware ref¬ 
erence architectures (as described later in this chapter) 
have been created to address this issue, but there is no 
accepted standard yet. Even the way the parts of a group- 
ware system are described has changed; traditionally, 
the parts were described in terms of software artifacts, 
although more recently designers describe systems in 
terms of their behavior: the services a part provides to the 
groupware users. 

Groupware Design Approaches 

There are only a few design processes specific for group- 
ware. Dewan (2001) proposed a development process for 
the design and the evaluation of groupware. He focused 
on the development of research groupware prototypes 
and their evaluation using self-studies, lab studies, and 
field studies. His approach concentrates mainly on the 
aspect of software design. To complement this, other re¬ 
searchers have added aspects regarding the explicit role 
of users in the design process, and described approaches 
on how to deal with typical groupware design processes, 
in which requirements are shaped as part of the process, 
for instance based on short iterations in which prototypes 
are developed and tested. 

In groupware design, methods in which users parti¬ 
cipate in the design process, or are even involved as 
designers, have become quite prominent (e.g., Grudin, 
“Groupware and social dynamics," 1994; Slagter, 
Biemans, and ter Hofte 2001, Teege 2000). Since so-called 
agile software development approaches and the short 
development iterations they advocate are in line with 
the requirements of typical groupware design processes, 
such methods have also become prominent; for example, 
all of the approaches mentioned in this section can be 
classified as agile approaches. 

Some methods also stress the importance of adaptabil¬ 
ity to suit changes in the way people collaborate. When 
collaborating users can perform these adaptations them¬ 
selves, a system is said to be tailorable. The issue of de¬ 
signing tailorable groupware will be discussed separately 
later on in this chapter. Tailoring, as well as end user in¬ 
volvement, has been identified as an important factor in 


groupware development processes. Extended STEPS (Wulf 
and Rohde 1995), OTD (Wulf and Rohde 1995; Wulf et al. 
1999), SER (Fischer et al. 2001), and OSDP (Schuemmer 
2005; Schuemmer, Lukosch, and Slagter 2006) are design 
approaches that represent the state of the art in this area. 

Extended STEPS 

Extended STEPS is an iterative participatory develop¬ 
ment approach initially proposed by Floyd, Reisin, and 
Schmidt (1989) and adapted to the context of tailorable 
collaborative applications by Wulf and Rohde (1995). 
Extended STEPS combines evolutionary and participa¬ 
tive software development with tailoring in use. The au¬ 
thors state that since tailoring can be performed by users, 
local experts, or support staff, the implementation time for 
small changes may be reduced significantly, which often 
appears to be critical to the success of an application. 

OTD 

The integrated organization and technology development 
(OTD) process is an evolutionary approach to appropri¬ 
ate group processes and technology to support the proc¬ 
esses during system use (Wulf and Rohde 1995; Wulf et al. 
1999). OTD is characterized by a parallel development of 
workplace and organizational and technical systems, the 
management of (existing) conflicts by discursive means 
and negotiation and design-time participation of prospec¬ 
tive end users. As such, OTD includes organization devel¬ 
opment, evolutionary models of software development, 
work psychological analysis, qualification for participa¬ 
tion, and tailoring in use. 

SER 

SER (seeding, evolutionary growth, and reseeding) 
(Fischer et al. 2001) is a groupware design approach fo¬ 
cused around the notion that groupware should be de¬ 
signed as seeds that are able to evolve. SER advises a 
process in which developers and end users collaborate 
intensively, via a process of informed participation. The 
core concern of informed participation is to understand 
how collaborative design processes can be based on par¬ 
ticipation of the people affected by the decisions reached, 
the artifacts built, and the technology designed. Informed 
participation (and its conceptual embedding into the SER 
model) represents a framework for participatory design 
that is concerned with: 

• The collaborative interactions that take place during 
the use and evolution of a system rather than just the 
original design and development of the system. 

• Sustaining the usefulness and usability of technology in 
use over extended periods. 

OSDP 

The Oregon Software Development Process (OSDP) 
(Schuemmer 2005; Schuemmer et al. 2006) is based on a 
series of good practices, formulated as requirements for 
a groupware-design-process model. To meet these good 
practices, OSDP distinguishes four main principles: 

• Fostering end-user participation 

• Pattern-oriented transfer and capturing of design 
knowledge 
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• Piecemeal growth via short design and development 
iterations 

• Frequent diagnosis and reflection on working practices 
and how the application supports the collaboration 

An essential part of this development process is the use 
of patterns. These patterns are used not only as a means 
to capture and represent design knowledge, but also as a 
means of communication between end users, designers, 
and other stakeholders. 

Given these different types of use, OSDP distinguishes 
two types of patterns: 

• Low-level patterns targeted at software developers 

• High-level patterns targeted at end users 

Low-level patterns deal, for example, with class struc¬ 
tures, control flow, or network communication. 

High-level patterns focus on the system behavior, as 
it is perceived by end users, and empower end users to 
tailor their groupware application to meet new or chang¬ 
ing requirements. In the extreme, high-level patterns 
describe how end users can select and compose off-the- 
shelf components to combine the groupware function¬ 
ality they need. In that case, end users no longer need 
the assistance of developers or system administrators in 
implementing a pattern. 


Groupware Architectures 

Groupware architectures describe, on a high level of ab¬ 
straction, the parts of a groupware system (typically in 
terms of functional building blocks), the relations between 
these building blocks and the principles surrounding 
why the decomposition is chosen as it is. In short, a group- 
ware architecture describes the structure of a groupware 
application and a vision. This section discusses a selec¬ 
tion of groupware architectures, to illustrate various 
decompositions. 

CoMeCo 

The CoMeCo Groupware Service Architecture by ter 
Hofte (1998) is a groupware reference model that decom¬ 
poses groupware services into so-called grouplet service 
classes. The Groupware Service Architecture is named 
after the three grouplet service classes it distinguishes: 

• Conference management grouplet services: These 
grouplet services provide users with the functionality 
to manage a set of online conferences, change confer¬ 
ence membership, and, for instance, change the set of 
active media in the conference. 

• Medium grouplet services: These grouplet services pro¬ 
vide users all of the services required to support the in¬ 
teraction related to a single medium. In the CoMeCo 
Groupware Service Architecture, a medium may be a 
shared artifact, such as a shared whiteboard, a docu¬ 
ment, etc. It may also be a communication channel, 
such as an audioconferencing connection. 

• Coordination grouplet services: These grouplet services 
may be applied to active media in a conference. When 


applied, they provide a coordination policy that speci¬ 
fies which conference members may or must perform 
which medium actions at which moment. 

As illustrated in Figure 6, CoMeCo defines a conference 
as a collection of members, media, coordination policies, 
and subconferences. Media can, for instance, be shared 
virtual workspaces for indirect communication or conver¬ 
sation channels for direct communication. The CoMeCo 
Groupware Service Architecture has been implemented 
in a number of prototypes, including CoCoDoc and 
Media-Builder. The latter has been professionalized by 
Lucent Technologies into an application for high-quality 
audio- and videoconferencing and application sharing. 
CoMeCo does not specify the actions and interactions 
that take place as part of units of groupware behavior, nor 
does it describe the causal relations between units of 
groupware behavior. 

Dewan's Generic Collaborative Architecture 

Dewan (1998) has developed a generic collaborative ar¬ 
chitecture that can be considered a reference model for 
the internal structure of groupware applications. His ar¬ 
chitecture describes how collaborative applications can 
be designed using functional layers. Such functional lay¬ 
ers can be shared (i.e., centralized) or replicated. The bot¬ 
tommost layers of the architecture, as depicted in Figure 7, 
are the workstation layers managing the screen and input 
devices attached to a workstation. The workstation layers 
are usually replicated to allow collaborators to use differ¬ 
ent workstations. The topmost layer in the architecture 
represents the semantic layer. Unlike the objects in the 
other layers, the objects in the semantic layer are them¬ 
selves not an interactor for another object. 



Figure 6: CoMeCo groupware service architecture 
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Design choices regarding the sharing or replication of 
functional layers influence performance, ease of adapta¬ 
tion, and other properties desired by users and program¬ 
mers of the application. Specifically, these design choices 
influence the following aspects of a collaborative applica¬ 
tion (Dewan 1998): 

• Single-user architecture: What is the architecture for 
implementing single-user semantics? 

• Concurrency: What components of the application can 
execute concurrently? 

• Distribution: Which of these components can execute 
on separate hosts? 

• Versioning/Replication: Which of these components are 
replicated? 

• Collaboration awareness: Which of these components 
are collaboration-aware—that is, implement collabora¬ 
tion semantics? 

Clover Architecture 

Similar to Dewan’s generic collaborative architecture, the 
Clover architecture for groupware defines several func¬ 
tional layers to implement groupware. As an extension, the 
Clover design model specifies at each layer a partition¬ 
ing into production, communication, and coordination 
functions (Laurillau and Nigay 2002), as illustrated in 
Figure 8. 

These production, communication, and co-ordination 
functions have been adopted from the PAC architectural 
model (Calvary, Coutaz, and Nigay 1997). In the Clover 
design model, production functions denote the functions 
needed to access and adapt a set of shared information 


Description 



Figure 8: Clover architecture (FC = functional core) 


objects (in Clover, denoted as a caddy). The communica¬ 
tion functions allow for direct communication between 
the users of Clover. Finally, the coordination functions in 
Clover encompass functions to join and leave sessions, to 
create, join, or leave a working group, and to enter per¬ 
sonal preferences. Note that these coordination functions 
correspond to conference management services identi¬ 
fied in the CoMeCo Groupware Service Architecture, 
not to the coordination functions identified in that model. 
The combined Clover production functions and commu¬ 
nication functions correspond to the CoMeCo communi¬ 
cation functions. 

CooPS 

The CooPS groupware architecture (Slagter 2004) de¬ 
scribes a structuring of synchronous collaborative serv¬ 
ices. The central principle of the architecture is that 
groupware applications should be designed in such a way 
that collaborating end users can select and compose the 
groupware behavior that matches their specific setting. 
The architecture provides a structuring of groupware 
services (i.e., groupware behavior toward collaborating 
people) on two levels of abstraction: it describes high-level 
types of units to construct groupware services behavior 
as well as the more fine-grained atoms to construct them. 
The first types, in CooPS denoted as groupware service 
modules (GSMs), are coarse-grained functional building 
blocks that group functionalities that are typically used 
together. These building blocks can be selected and com¬ 
posed by collaborating end users to tailor the groupware 
behavior to their needs and personal preferences. The 
CooPS groupware architecture distinguishes: 

• Awareness building blocks, that support people in the 
process of launching collaboration (conference-listing 
GSMs and people-listing GSMs) 

• A conference-management building block that provides 
all services related to started and stopping the confer¬ 
ence, group management, and management of which 
coordination policy applies 

• The coordination building block contains all services to 
actually specify the details of the coordination policy, 
such as a workflow, and to enforce it 

• A communication/collaboration building block con¬ 
tains all services related to one collaboration function 
(e.g., audioconferencing, instant messaging, sharing 
computer-aided design drawings). A typical groupware 
composition includes multiple communication/collab¬ 
oration building blocks. 

Figure 9 illustrates the five main types of GSMs distin¬ 
guished in the CooPS groupware architecture, which to¬ 
gether provide collaborative services to end users. 

The figure also illustrates that when zooming in on 
one individual GSM type, even smaller parts can be dis¬ 
tinguished. In CooPS, these atoms are denoted as group- 
ware service module elements (GSMEs). GSMEs are 
defined to provide one basic groupware service, and form 
the typical units of design and composition as used by 
developers. 
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Figure 9: The CooPS groupware architecture (and zooming in 
on one GSM) 

Component Groupware Platforms and 
Toolkits 

One possible way of creating adaptable groupware is to 
design these applications out of individual modules that 
provide a selection of groupware behavior. In that case, 
the behavior of an application is determined by the set 
of modules of which it is composed. A groupware appli¬ 
cation that is composed of such functional modules is 
denoted as component groupware. The following sections 
introduce various component groupware platforms and 
toolkits from industry and academia. 

COAST 

COAST (Cooperative Application Systems Toolkit) is a 
toolkit that offers developers an architecture for coop¬ 
erative applications and corresponding classes that can 
be used to implement such applications (Schuckmann, 
Kirchner, Schuemmer, and Haake 1996). The implemen¬ 
tation of the toolkit does not require any specific platform 
(such as an operating system, user interface management 
system, or communication channel). User requirements 
are reflected in the following features: 

• A replication mechanism combined with a fully opti¬ 
mistic concurrency control, which enables immedi¬ 
ate processing of user actions independent of network 
latency 

• A synchronization mechanism for replicated objects, 
ensuring fast propagation of other users’ actions 

• Dynamic sessions, supporting the flexible coupling of 
shared objects and users 

The COAST groupware architecture, as depicted in 
Figure 10, defines a layered structure of groupware func¬ 
tions. End users can make use of the groupware functions 
through the user interface (UI) framework and the appli¬ 
cation user interface. The application user interface layer 
makes use of an application domain model, which in turn 


relies on a shared application framework. The clients of the 
various cooperating participants in a conference commu¬ 
nicate through centralized mediator components, which 
provide generic mechanisms to transport information, for 
replication, and to persistently store information. 

EVOLVE 

The EVOLVE tailoring platform by Stiemerling (2000) 
applies an implementation architecture for distributed 
component-based tailorability for computer supported 
cooperative work (CSCW) applications. This architecture 
defines an extension of JavaBeans, called FlexiBeans. 
FlexiBeans solves some important issues that arise when 
using JavaBeans for groupware (e.g. the fact that Java- 
Beans has no mechanism to share remote objects as 
interaction primitives. The EVOLVE platform is based on 
a client/server architecture: the central server maintains, 
for example, the repository with components, keeps 
descriptions of the hierarchical component architectures 
of the applications, and manages the user accounts. 

The EVOLVE architecture, depicted in Figure 11, 
defines both the client and the server side of a client/server 
groupware application. On the server side, the run-time 
control structures contain structural representations, de¬ 
noted by a C, that define what components are combined 
in what manner into a groupware application. Such com¬ 
ponent structures can have proxy objects, denoted by a P, 
that reside either on the server or on the various clients. 
Each component structure can be instantiated several 
times, resulting in an equivalent proxy structure for each 
instance structure. During tailoring, the C structures 
are manipulated. All changes are directly broadcast to all 
instances (i.e., all P structures), which apply them to the 
running groupware application. 

DISCIPLE 

The DISCIPLE (Distributed System for Collaborative In¬ 
formation Processing and LEarning) framework enables 
sharing of arbitrary JavaBeans applications in real-time 
synchronous group work (Marsic 1999). DISCIPLE uses a 
generic collaboration bus providing a plug-and-play envi¬ 
ronment that enables collaboration with applications that 
may or may not be collaboration aware. The framework 
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Figure 12: DISCIPLE architecture 


defines a client/server architecture, as depicted in 
Figure 12, which aims to offer both a toolkit for develop¬ 
ment of special-purpose collaboration-aware applications 
and a framework for sharing existing single-user (collab¬ 
oration transparent) applications. The framework is de¬ 
signed according to a layered architecture that describes, 
for example, at the client side, a multimodal human/ma¬ 
chine interface layer on top of a layer with application 
logic. The latter layer makes use of the collaboration bus 
layer, which is the lowest layer. Spanning all layers is the 
intelligent agents plane, which provides separate knowl¬ 
edge mechanisms. DISCIPLE uses a hybrid form of a 
toolkit and a platform approach, specific for a compo¬ 
nent groupware architecture. 

Groove 

The Groove Workspace by Groove Networks, Inc., is a 
commercial initiative for component-based peer-to-peer 
groupware. The peer-to-peer approach minimizes the need 
for central servers and allocates as much functionality as 
possible to the systems of the groupware service users. In 
Groove, each participant in a conference has his or her 
own replica of the shared virtual workspace. This approach 
allows the users to fully control the application, while 
minimizing the dependency on other (economic) parties. 

The Groove platform consists of a series of user in¬ 
terface components and a framework. The user interface 


components are connected by means of the framework, 
which provides basic functions. Such basic functions 
include security, firewall transparency, account and user 
ID management, and a basic service to synchronize the 
state of a workspace (described in XML) with the people 
with whom you are cooperating. The Groove architecture 
is shown in Figure 13. 

Groove users manage and navigate workspaces through 
a so-called transceiver. Groove workspaces contain facili¬ 
ties for instant messaging and may contain multiple 
Groove tools. 

The Groove platform comes with a set of reusable group- 
ware tools that provide frequently needed groupware func¬ 
tions. More information on the Groove Workspace can be 
found at www.groove.net/products. 

GroupKit 

GroupKit is an academic groupware toolkit to support 
developers in creating applications for synchronous, dis¬ 
tributed computer-based conferencing (Roseman and 
Greenberg 1996). GroupKit reduces the implementation 
complexity through some key features. The run-time infra¬ 
structure automatically manages the creation, intercon¬ 
nection, and communication of the distributed processes 
that comprise conference sessions. A set of programming 
abstractions allow developers to control the behavior of 
distributed processes, to take action on state changes, 
and to share relevant data. 

GroupKit uses an architecture in which session man¬ 
agement, conference applications and a central registrar 
are decoupled, as shown in Figure 14. All end users have 
a replica of the session manager and the used confer¬ 
ence applications, while the registrar resides at a central 
server. GroupKit, created in Tcl/Tk, offers abstractions for 
multicast remote procedure calls, an event mechanism, 
and reading and setting environment variables. Further¬ 
more, GroupKit offers a number of multi-user groupware 
widgets, which can be used by programmers in confer¬ 
ence applications to satisfy some user-centered design 
requirements. 

JViews 

JViews is a toolkit for constructing view and repository 
components for multi-view systems (Grundy, Mugridge, 
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Figure 14: GroupKit architecture 


and Hosking 1997; Grundy, Mugridge, Hosking, and 
Apperley 1998; Grundy and Hosking 2002). A multi-view 
system permits different, possibly overlapping, views on 
shared information. These different views may corre¬ 
spond to different end users. Consistency between the dif¬ 
ferent views is maintained by automatically propagating 
changes to a shared repository and then to all affected 
views, according to the Model-View-Controller design pat¬ 
tern (logically only one model exists, which is associated 
with multiple views). JViews includes abstractions for view 
and repository components. The repository component 
corresponds to the model component in the Model-View- 
Controller design pattern (logically, that is; in fact, each 
user may have an instance of the model). Furthermore, 
JViews defines intercomponent relationships. The inter¬ 
component relationships are used for data structures, to 
aggregate components, and to maintain intercomponent 
and intracomponent consistency. 

The JViews groupware architecture, as depicted in 
Figure 15, defines a groupware client as being composed 
of three types of components with different responsi¬ 
bilities: collaboration clients (handling shared cursors. 


editing, and versioning of shared information objects), 
coordination components (handling, for instance, lock¬ 
ing) and communication components for direct commu¬ 
nication between conference participants. 

GROUPWARE TAILORABILITY 

As frequently stated in groupware design literature, in 
groupware one size does not fit all: the behavior provided 
by a groupware application has to match the require¬ 
ments of the cooperative setting, in particular the task 
the people perform together. Moreover, the way people 
collaborate is likely to change over time, which requires 
a certain dynamic in groupware support for these proc¬ 
esses (Bardram 1998; Bentley and Dourish 1995; Fischer 
et al. 2001; Kahler, Mprch, Stiemerling, and Wulf 2000; 
Stiemerling 2000; Slagter 2004; Koch and Teege, 1999; 
Zigurs, Buckland, Connolly, and Wilson 1999) 

However, one cannot predict exactly how people will 
cooperate, and what changes may occur in the course of 
that cooperation. By investigating the dynamics of real life 
cooperation, it is possible to identify types of changes that 
are likely to occur. Based on this, one can derive which 
aspects of a groupware design have to be flexible in order 
to accommodate these changes (Bock and Marca 1995). 

To achieve a proper match between the task and 
the technological support, typically denoted as the task- 
technology fit, it is possible to design an adaptive applica¬ 
tion: an application that adapts its own behavior based 
on the observations it makes regarding the way it is used. 
An alternative is that of adaptable applications. In the case 
of an adaptable application a human being performs the 
adaptation. To achieve a task-technology fit in an adapt¬ 
able system, two means can be distinguished: 

1. A good initial selection of groupware behavior by exter¬ 
nal experts, based on the characteristics of the collabora¬ 
tion “as is” and “to be.” This includes the characteristics 
of the collaborating people, the tasks they perform to¬ 
gether, and the context in which the collaboration takes 
place (e.g., in the office, on the road, or at home). 
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Figure 15: JViews architecture (U I = user 
interface; GW = groupware; C/S = client/ 
server; P2P = peer-to-peer) 


2. Allowing the collaborating people themselves to adapt 
the behavior of their groupware applications. Such 
adaptations by end users in the context of system use 
are denoted as tailoring. 

Tailoring is defined as the activity of adapting a computer 
application within the context of its use (Mqrch 1997). 
As such, tailoring is performed by end users, not by pro¬ 
grammers. 

Tailorability denotes the capacity of a computer appli¬ 
cation to be tailored. In both situations described above, 
people select, adjust, and combine the groupware behav¬ 
ior elements that suit their needs. However, the people 
who perform these operations differ in the two situations 
described above. In the first one, experts do the adapta¬ 
tions, while in the second one, the end users perform the 
adaptations. In the latter situation, one cannot assume 
an expert will be available to assist the end user. So, it is 
important to select a mechanism to adapt the behavior of 
groupware applications that is appropriate for experts as 
well as end users. 

As indicated in Figure 16, tailoring is conceptually 
located between system use and programming: just like 
programming, it is applied to adapt the behavior of a sys¬ 
tem. However, the possibilities for adaptations are more 
limited than when programming. Tailoring is performed 
in the context of system use, but it is not the primary rea¬ 
son why people use the system: it is only a means, not the 
objective. 

Tailoring is related to appropriation, which can be 
described as a collaborative effort of end users, who per¬ 
form “appropriation activities” to make sense of the soft¬ 
ware in their work context. Besides activities to configure 
the software to fit into the technological, organizational, 
and individual work context of the users (“tailoring"), 
there is a larger area of technology-related communica¬ 
tion, demonstration, and negotiation activities aimed at 
establishing a shared understanding of how a software 
artifact works and what it can contribute to the shared 
work context. The mutual shaping of the technology and 
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Figure 16: The relation between programming, tailoring, and 
use (Biemans and ter Hofte 1999) 

organizational contexts resembles an ongoing design 
process that end users perform largely with no involve¬ 
ment of professional developers (Pipek 2005). 

Apart from dynamic requirements, diversity is another 
driving factor for tailorability. Today, completely custom- 
built systems are the exception, because it is much more 
economical to tailor off-the-shelf products to an organi¬ 
zation’s specific requirements (Stiemerling 2000). On a 
smaller scale, the different users in an organization may 
have different requirements for their technological sup¬ 
port, given their specific tasks and personal preferences. 
From the vendor’s perspective, a tailorable software sys¬ 
tem promises to reach a larger market segment than a 
rigid one. 

A third reason for tailoring frequently mentioned in 
CSCW literature results from the so-called critical mass 
problem (Markus 1990; Koch and Teege 1999): some 
groupware applications can be successful only when 
many people use the application. This has been found 
in e-mail, synchronous communication, and calendaring 
applications (Palen 1998). So, the acceptance of the soft¬ 
ware by all members of the group, rather than only by 
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some individuals, is crucial to its success. This is, how¬ 
ever, not always easy to achieve, since group members 
usually have different preferences (such as for a specific 
text editor), different experiences, and often heterogene¬ 
ous skills and education (Koch and Teege 1999). Tailor¬ 
ing can help to overcome these differences, as individual 
group members can adapt the application according to 
their individual needs and preferences (Oppermann and 
Simm 1994), while still being able to cooperate. 

THE SOFT SIDE OF GROUPWARE 

The research field of CSCW, which includes the research 
into designing groupware, acknowledges that the success 
of CSCW depends on much more than a good technical 
design. For instance, insight in the nature of collaboration 
processes and human-computer interaction are essential 
as well. This section describes some of these aspects, which 
are sometimes referred to as “the soft side of groupware.” 

Adoption and Acceptance 

Robert Metcalfs law states that the “value” or “power” 
of a network increases in proportion to the square of the 
number of nodes on the network. Applying this law to 
groupware, we state that the value of a groupware appli¬ 
cation increases in proportion to the square of the number 
of people who use it. Actually, many groupware systems 
require a critical mass of users before this value reaches 
the point at which the benefits outweigh the costs. For in¬ 
stance, having a videophone is useless if you are the only 
one who has it. Two of the most common reasons for fail¬ 
ing to achieve critical mass are lack of interoperability and 
the lack of appropriate individual benefit (Brinck 2006). 

Interoperability 

In the early 1990s, AT&T and MCI both introduced video¬ 
phones commercially, but their two systems could not 
communicate with each other. This lack of interoper¬ 
ability (compatibility) meant that anyone who wanted to 
buy a videophone had to make sure that everyone they 
wanted to talk to would buy the same system. Although 
some de facto standards have emerged, interoperability 
is essential to allow collaboration with people who use a 
groupware system by a different vendor. Important stand¬ 
ards in the field of groupware are the simple mail transfer 
protocol (SMTP) for e-mail, the instant messaging and 
presence protocol (IMPP) for instant messaging, and the 
session initiation protocol (SIP) and session description 
protocol (SDP) as well as the ITU-T H.323 standard for 
audio- and videoconferencing. 

Perceived benefit 

Even when everyone in the group may benefit, if the 
choice is made by individuals, the system may not suc¬ 
ceed. One example is office calendar systems: if everyone 
enters all their appointments, then everyone has the ben¬ 
efit of being able to safely schedule around other people’s 
appointments. However, if it is not easy to enter your ap¬ 
pointments, then it may be perceived by users as more 
beneficial not to enter their own appointments, while 
viewing other people’s appointments (Brinck 2006). 


This disparity of individual and group benefit is dis¬ 
cussed in game theory as the prisoner’s dilemma, or the 
commons problem. To solve this problem, some groups 
can apply social pressure to enforce groupware use (as in 
having the boss insist that it be used), but otherwise it is a 
problem for the groupware designer, who must find a way 
to make sure the application is perceived as useful for in¬ 
dividuals even outside the context of adoption by the full 
group (Brinck 2006). Although theoretical models can es¬ 
timate individual and organizational benefits, individuals 
may not care about the potential benefit of a system; they 
are likely to use simple heuristics based on usability and 
perceived benefit to decide whether they will use it. 

Trust and Privacy 

Over the past few years many researchers have investigated 
the role of trust in e-business and collaboration in general. 
These studies confirm that trust is an important require¬ 
ment for effective and efficient collaboration (Bandow 
1998; Daft and Lengel 1986). There are some interesting 
differences between building trust relations in more tradi¬ 
tional settings and in computer-mediated communication. 
In mediated communication, some of the more subtle sig¬ 
nals present in face-to-face communications are missing, 
as described in media richness theory (Handy 1995). The 
loss of such information is often considered to increase 
uncertainty, resulting in lower trust (Shneiderman 2000; 
Riegelsberger, Sasse, and McCarthy 2005). 

However, this view has to be balanced with the fact 
that technology also offers options to supply information 
that would otherwise not be easily available (Whittaker 
1996). A well-known example is reputation information. 
Web sites where people exchange goods can, for instance, 
collect feedback information about people who provide 
goods from the people who buy it. The aggregate of this 
information, presented as the reputation of the provider, 
is available to future buyers. However, gathering reputa¬ 
tion feedback poses a challenge, as current buyers derive 
no direct personal benefit from sharing this information, 
while at the same time it typically requires an investment 
from them, for instance by filling in a feedback form. 

Related to trust is the issue of privacy. When people 
use groupware, they frequently need to provide some 
information about themselves to facilitate the collabora¬ 
tion. For instance, while a shared schedule can be very 
helpful to coordinate the scheduling of a meeting, it also 
reveals much information about the people who have 
entered their appointments in the schedule. 

One way to deal with the issue of privacy is to give 
users as much control as possible over what information 
is shared with whom and what remains private. Many 
groupware designs apply the principle of reciprocity: if 
a user wants information about another user, then they 
must provide the equivalent information about them¬ 
selves. For instance, many instant messaging applications 
only allow you to see the status of someone else if you 
have granted that person the right to see your status. 

Awareness 

In addition to explicit communication, such as sending 
a message or speaking to someone, many group work 



30 


Groupware 


situations benefit from implicit communication, such as 
indirect gestures, information about people’s environ¬ 
ment (whether their office door is open or closed), or 
biographical information about people in a conversation 
(what their job position is and what they had for lunch). 
Such information, referred to as “awareness informa¬ 
tion,” helps people to establish common ground, to co¬ 
ordinate their activities, and to avoid surprises (Brinck 
2006). One of the main research questions when de¬ 
signing groupware is to convey the right and the proper 
amount of awareness information: What information 
does one need about others for effective collaboration? 
It may, for instance, be helpful if I know when the others 
are available for communication, what they are currently 
doing, or where they are. 

Awareness information can take many forms. In e- 
mail, information about the time and date of the message 
or the signature added by the sender provides context for 
making sense of the message. Instant messaging tools 
typically provide awareness about whether your contacts 
are available for communication. Some synchronous, 
text-based collaboration systems even provide awareness 
information of another person in typing a message, to 
subtly coordinate the actions of participants. 

Obviously, awareness can be at odds with privacy con¬ 
cerns and, as the last section indicated, it is important 
to give users control over how much information about 
themselves is made available to others (Brinck 2006). 

CONCLUSION 

This chapter characterizes some existing applications for 
computer-mediated communication, denoted as group- 
ware, and focuses on the design of such groupware ap¬ 
plications. The examples of groupware functionality and 
existing groupware applications illustrate the diversity of 
the groupware landscape. After depicting this landscape, 
we have introduced some groupware design approaches. 
More than generic software design approaches, these 
approaches focus on the fact that typical groupware de¬ 
sign processes are learning processes, not just for the pro¬ 
spective users, but also for the designers, who have to 
build a deep understanding of the collaborative setting 
to support. 

Many collaborative settings turn out to be dynamic: 
the collaborating people themselves may change, the 
tasks they perform together may change, or the context 
in which they perform these tasks may change. These dy¬ 
namics require flexible groupware solutions, as reflected 
by the fact that many recent groupware design approaches 
aim for adaptable groupware application. In fact, some 
groupware systems are designed according to an architec¬ 
ture that does not just allow developers to adapt the pro¬ 
vided functionality, but even allows end users to perform 
such adaptations. The section on groupware tailorability 
goes more deeply into such adaptations by end users. 

Finally, groupware design processes have a social- 
technical design: properly supporting collaboration re¬ 
quires not just appropriate technical facilities, but also 
requires insight in the social aspects around collaboration, 
such as acceptance, trust, privacy and awareness. From 
our experience we know that successful introduction of 


groupware in a work setting frequently also requires some 
organizational changes, and at least a deep awareness of 
the way people collaborate. That brings us to the primary 
rule of designing groupware: focus on the collaborating 
people, their working practices, and the services they re¬ 
quire from the groupware application to support them in 
their collaboration. 

GLOSSARY 

Asynchronous Collaboration: A situation in which the 
collaborating people do not necessarily work at the 
same time. 

Client/Server Groupware: Groupware applications 
that make use of a central server, typically as a virtual 
meeting place, for high availability or for advanced 
computing and storage capabilities. 

Computer Supported Cooperative Work (CSCW): 
The field of research that investigates the social and 
technical aspects of computer supported human col¬ 
laboration in professional settings. 

Groupware: Any type of software application designed 
to support groups of people in communication and 
collaboration on shared information objects. 
Groupware Reference Model: A model that prescribes 
the parts of a groupware system, the responsibilities 
of these parts and the way they interact. Groupware 
reference models act as standards and aim to increase 
interoperability. 

Interoperability: When designing a groupware appli¬ 
cation out of different parts, one can distinguish two 
forms of interoperability: interoperability between the 
parts that form one groupware application (within an 
application), and interoperability between the group- 
ware applications of different participants. In both 
cases, interoperability denotes the capacity to (techni¬ 
cally) integrate parts or systems from different sources 
(such as different vendors) into a well-functioning 
composition. In the case of interoperability between 
groupware applications, this means that people can 
work together, even if they use groupware applications 
from different vendors. 

Peer-to-Peer Groupware: Groupware applications that 
avoid reliance on central servers, but instead use the 
computing power and storage capabilities of the com¬ 
puters of the collaborating people themselves. 
Social-Technical Design: Design processes that focus 
not only on creating appropriate technical facilities, 
but also on obtaining insight into and designing for 
the social aspects around collaboration, such as ac¬ 
ceptance, trust, privacy, and awareness. 

Synchronous Collaboration: A situation in which the 
collaborating people work together at the same time. 
Tailorability: The ability of a system to be adapted 
by end users while they are using the system. In the 
context of this chapter, adaptations may range from 
changing the layout of the groupware user interface to 
selecting functionality to collaborate. 

Voice over IP (VoIP): A class of collaboration func¬ 
tionality (both in hardware and software) in which the 
Internet protocol (IP) is used for transmitting audio 
between collaborating people. 
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CROSS REFERENCES 

See Client/Server Computing Basics; Network Middleware; 
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INTRODUCTION 

What Is Network Middleware? 

Middleware refers to a broad range of software that en¬ 
ables communication or data exchange between network- 
based applications across networks. Specifically, network 
middleware enables data exchange by translating data 
requests and responses between clients and servers. This 
type of software is often described as “glue” because it 
connects or integrates business-critical software applica¬ 
tions to other applications. By performing some of the 
tasks that an application would have performed, middle¬ 
ware eliminates the need for an application that is shared 
by multiple clients to function differently for each differ¬ 
ent type of client. 

Before going in-depth on the technology let’s see the 
difference between a process and a service. Any software 
application that runs on a computer is termed a “proc¬ 
ess.” For example, Figure 1 shows the Windows Task 

SET’ -inl xl 


Applications Processes | Performance | 


Image Name 

PID | 

CPU 

CPU Time I 

Mem Usage 1 

WZQKPICK.EXE 

2012 

''oo' 

"o'-bo-bo" 

3,020 < 

WINWORD.EXE 

1788 

00 

0:00:17 

2,540 K 

winmgmt.exe 

1224 

00 

0:04:26 

2,492 K 

W1NLOGON.EXE 

220 

00 

0:00:12 

3,856 K 

VPTray.exe 

1784 

00 

0:00:00 

6,368 K 

TraceSessionMan 

1296 

00 

0:00:00 

18,456 K 

taskmgr.exe 

1352 

00 

0:00:00 

3,940 K ” J 

System Idle Process 

0 

99 

24:51:13 

16 K 

System 

8 

00 

0:00:52 

460 K 

svchost.exe 

1544 

00 

0:00:00 

6,136 K 

svchost.exe 

944 

00 

0:00:00 

8,468 K 

svchost.exe 

332 

00 

0:00:03 

4,972 K 

spools v.exe 

720 

00 

0:00:19 

7,592 K 

smss.exe 

168 

00 

0:00:01 

>;:;i 

services.exe 

252 

00 

0:00:06 

8,288 K 

SavRoam.exe 

1128 

00 

0:00:00 

6,384 K 

Rtvscan.exe 

1236 

00 

0:06:54 

35,864 K 

regsvc.exe 

1108 

00 

0:00:00 

1,008 K 

RdSysTray.exe 

1848 

00 

0:00:00 

1,720 K » 


End Process 


Processes: 52 CPU Usage: 1% Mem Usage: S90296K / 4026120K 

Figure 1: WINWORD.EXE 


Manager screen of WINWORD.EXE, a process that indi¬ 
cates that Microsoft Word is being used by the user. These 
applications are also known as “tasks.” 

Software applications that do not require manual in¬ 
tervention are termed "services.” They are started when 
the computer starts. Figure 2 shows such services. 

The DHCP Client is a service that allows the client 
computer to communicate with the Domain controller 
and is responsible for obtaining an Internet protocol (IP) 
address from it when the user logs into the network. 

These services run in the background without interfer¬ 
ing with the user’s interaction with the computer. They 
are different from XML Web services, which use standard 
protocols like HTTP and simple object access protocol 
(SOAP) to communicate. 

Middleware Architecture and Services 

Middleware typically runs as a separate service and on a 
separate server from the network operating system, but 
it may run on the same server. In a simple description of 
how it functions, middleware sits between two or more 
applications: 

1. to accept requests for access to information or net¬ 
work services 

2. to reformat those requests in such a way that the ap¬ 
plication (on the server) can interpret it 

3. to send responses to those requests 

For example, when a user requests information from a 
Web site’s database, middleware provides the services for 
that exchange to occur. As such, it is also considered to be 
the "plumbing" or utility layer in networks. By promoting 
standardization and interoperability, middleware makes 
advanced network applications easier to use. Middleware 
provides security, identity, and the ability to access infor¬ 
mation regardless of location—in addition to authentica¬ 
tion, authorization, directories, and encryption. 

Figure 3 shows a generic middleware infrastructure. 
This diagram shows middleware acting as an integrator 
of applications and data and as a provider of secure con¬ 
nectivity and interoperability. 

Because it is a general term for any programming that 
serves to “glue together" or mediate between two separate 
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Figure 3: Generic architecture of middleware operating 
between the supporting information technology (IT) infra¬ 
structure and corporate applications (B2B = business-to- 
business(B2B); B2C = business-to-consumer;CRM = customer 
relationship management; ERP = enterprise resource planning; 
SCM = supply chain management) 


and typically already existing programs, the term middle¬ 
ware is used to refer to either software or infrastructure. 
As software, it is the layer between a network and the ap¬ 
plications that use it. In addition, middleware is an infra¬ 
structure that manages security, access, and information 
exchange on behalf of applications to make it easier and 
more secure for people to communicate and collaborate. 
It can be used to find people or objects (e.g., directory 
services). 


Core and Industry-Specific Middleware 
Solutions 

Business operations—especially enterprise resource plan¬ 
ning (ERP), supply chain management (SCM), customer 
relationship management (CRM), and business-to- 
business (B2B) and business-to-consumer (B2C) elec¬ 
tronic commerce (e-commerce)—depend on secured data 
transfers between today’s networked-based applications. 

Middleware programs are also used to provide mes¬ 
saging services so that different applications can com¬ 
municate. This systematic tying together of disparate 
applications is known as enterprise application integra¬ 
tion (EAI). A common middleware application is to enable 
programs written for access to a specific database to 
access other databases. 

For end users, middleware makes sharing of network 
resources transparent and much easier. Moreover, it 
increases security by protecting against unauthorized or 
inappropriate use. The problem of security in a distrib¬ 
uted environment is too difficult to be solved thoroughly 
by each individual application. Without middleware, 
applications would have to provide these services them¬ 
selves, which could result in competing and incompatible 
standards—and increase the risk of unauthorized access. 
Therefore, having the middleware assume this responsi¬ 
bility leads to more robust and consistent solutions. This 
is done primarily through single sign-on (SSO) technolo¬ 
gies. SSO makes it possible for users to enter their cre¬ 
dentials only once and to remain authorized within the 
network until they log off. A widely used SSO technology 
is Kerberos. SSO and Kerberos are discussed in detail in 
the following sections. 

For company networks or e-commerce operations, 
middleware plays a pivotal role in connecting enterprise 
information technology (IT) environments to the Inter¬ 
net. Secure connections are achieved using middleware 
to control access; that is, only allowing authenticated 
users, applications, or network end points to connect to 
an organization’s services, applications, and data. 
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Some of the widely used middleware applications are 
distributed computing environment, common object 
request broker architecture (CORBA), and Microsoft’s 
COM/DCOM. A new architecture known as service- 
oriented architecture (SOA) has become popular. SOA 
middleware is often deployed as a suite that includes an 
application server, repository/registry, security, and man¬ 
agement tools. SOA is essentially a Web services-based 
IT infrastructure based around business processes and 
services instead of siloed, stand-alone applications. 

Understanding the Concepts of Middleware 

In todays distributed application environment it has 
become very important for one or more machines in 
the network to interact with one another, providing in¬ 
formation/data needed by the processes running on the 
machines. To reach this requirement software programs 
are designed and developed that provide a mechanism 
to provide these services, these software programs are 
termed "middleware." 

All applications are migrating from the mainframe 
days to a more distributed, or client/server, environment. 
Middleware has proved to be a very important piece in 
the framework to provide communication in a heteroge¬ 
neous environment. Middleware can act as an abstrac¬ 
tion for programming or as infrastructure. These roles 
are discussed further in detail later. 

MIDDLEWARE PROCESSES 

As just mentioned, middleware can either act as an 
abstract program or as an infrastructure. Let’s see what 
this means. 

Abstractions in Programming 

Programming languages and software systems continu¬ 
ously evolve with levels of abstraction. The abstraction 
level can be between the platform and the hardware it is 
running on. Or the abstraction can isolate certain tasks 
that may be difficult, leaving it for the intermediates to 
handle. The intermediates can be compilers, load balanc¬ 
ers, data allocations, etc. Because of these levels of ab¬ 
straction, the numbers of errors are reduced during the 
development of software systems, resulting in huge cost 
savings in the maintenance of these systems. To aid in the 
development of these complex and distributed applica¬ 
tions, middleware provides a set of abstractions. To un¬ 
derstand how middleware platform functions, you must 
understand the programming model of the middleware. 
Looking at the programming model, you can determine 
its limitations, its usability, and its performance in a de¬ 
manding environment. This understanding and insight 
will also give you foresight on the evolution of the plat¬ 
form when new technologies are developed and existing 
technologies are evolved. Figure 4 shows the structure of 
middleware. 

Even though the important part of middleware is pro¬ 
gramming in abstraction, this is not the only important 
factor. If the implementation and the supporting system 
underneath the middleware are not good, the benefit 
of good abstraction is lost. A few good examples of this 



Figure 4: Structure of middleware (RMI = remote method 
invocation; RPC = remote procedure call; TCP = transmission 
control protocol; TP = transaction processing; UDP = user 
datagram protocol) 


implementation are Java and the Internet itself. Java is a 
programming language used to develop software; it keeps 
the complexity of the underlying system specifications 
away from the coders. The only interface that a coder in¬ 
teracts with is the Java Virtual Machine (JVM), which is 
independent of the computer being used. Microsoft has 
come out with the .NET Framework that also offers these 
features. With this framework the deployment of code on 
different environments is easier because it helps stand¬ 
ardize the abstractions needed in middleware. 

The Internet is a network that needs enhanced ab¬ 
straction. This enhancement is achieved with the simple 
object access protocol (SOAP), which is a part of Web 
services. SOAP is basically a remote procedure call (RPC) 
wrapped within XML and passed to the HTML page, 
which is easily transported across the internet. These 
features and middleware’s role as an infrastructure are 
illustrated Figure 5. 

Middleware's Role As Infrastructure 

In the prior section, we discussed the middleware’s role 
as an abstraction model in a programming world. As the 
level of abstraction in the programming area increases, 
the infrastructure that supports abstractions should grow 
as well. Each new functionality implemented increases 
the number of software, which proportionally affects the 
infrastructure in both size and the depth of complexity. 
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Figure 5: Middleware as an infrastructure (API = application programming interface; DCE = distributed computing environment; 
IDL = interface definition language) 


Additional software layers require additional layers of 
abstraction. Another feature of the infrastructure is sup¬ 
porting the implementation of new functionality that 
will reduce the cost and increase the ease of developing, 
monitoring, and maintenance. It also handles attributes 
that are not functional, and hence are left out by models 
related to data, programming, and coding languages such 
as efficiency, managing available resources, backup and 
recovery, etc. The main intent of this infrastructure is to 
provide a robust platform to develop and run complex 
distributed systems. Because of this direction, software 
applications are purchased by single vendors to reduce 
the complexity and to interact with each other with mini¬ 
mal flaws. The goal is to integrate various platforms and 
to bring flexibility in configuration. 

To summarize, middleware exposes a collection of 
functional APIs (application programming interfaces) 
in addition to the ones provided by the operating system 
and services running on a network. This architecture 
allows the complex application to perform the following: 

• Locate and interact with other applications and serv¬ 
ices over the network. 

• Act independently of the platform and network services 

• Remain scalable to ever-evolving software applications 
without losing functionality 

There are different types of middleware available, as 
described below. 


Remote Procedure Call 

The remote procedure call (RPC) (Figure 6) allows the 
application logic to be distributed over the network. 
The application logic on systems located remotely can be 
called as if it were located on the local system. RPC can 
help a programmer in implementing infrastructure for 
all distributed systems, which would not normally be 
expected of the programmer. It hides the complexity for 
distributed procedure calls and supplies interface defi¬ 
nition language (IDL) to inform the services. RPC is re¬ 
sponsible for creating code required for procedural calls 
remotely and other aspects of communications. 

IDL is limited because RPC is a point-to-point proto¬ 
col, and hence only two entities can interact at a given 
time. If more entities are involved, then RPC will consider 
each call among them as independent of each other even 
though that is not the situation. There may also be par¬ 
tial failures in the system, and recovering from these can 
be a complex process. For example, if someone placed 
an order online for an item, but the inventory was not 
updated, or someone paid for an order, but nothing was 
done to reflect this activity, then recovery from these 
errors would be not be easy. Attempts to avoid such errors 
through RPC creates an unmanageable situation. 

Transactional RPC 

To overcome the limitation of basic RPC, there is trans¬ 
actional RPC, which has a concept similar to that of RPC 
but also has transactional capability (Figure 7). This 
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Figure 6: Remote Procedure Call 
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Figure 7: Transactional RPC (OSF = Open Software 
Foundation) 


transactional feature is possible by introducing additional 
services or run-time supports and language constructs, 
hence bringing many RPC calls into a unit that maintains 
atomicity in a database. Atomicity means that changes to 
a database follow an all-or-nothing rule. Each transaction 
is atomic if when one part of the transaction fails, the 
entire transaction fails. It is critical that the database- 
management system maintain the atomic nature of trans¬ 
actions regardless of a hardware or software failure. 

To make end-to-end transactions with a database 
it exposes interfaces that use the XA standard, which 
implements two-phase commit. With this connection type, 
resources that reside in resource managers that are con¬ 
nected to the region can be recovered. This is possible only 
with resource managers that support the XA interface. 

Systems based on an RPC that supports transaction 
are TP (transaction processing) monitors, which are 
explained below. 

Transaction Processing Monitors 

Transaction processing (TP) technology provides the 
means to develop an efficient and reliable distributed client/ 
server environment that can run transactional applica¬ 
tions. It handles the execution of business logic and rules, 
updates databases, and keeps transaction systems under 
control. This technology was created 25 years ago by Atlan¬ 
tic Power and Light for their online support system, which 
shared information resources and system services with 
operating systems. This technology is used to manage data, 
access to the network, security, and processing orders. This 
is a good alternative in terms of cost as compared with up¬ 
grading database systems or system resources. Through 
application services, the TP monitor acts on various re¬ 
quests made by clients, hence the performance of the sys¬ 
tem is improved. By transferring transaction logic from 
the client side, the number of client upgrades is reduced. 
Because this technology is not dependent on the database 
architecture, it encourages the business model to be flex¬ 
ible and robust, increasing reusability. 

Object Request Broker 

Object request broker (ORB) middleware technology ena¬ 
bles objects to communicate and exchange data. Since 
ORB technology allows developers to create applications 
by consuming different objects created by different ven¬ 
dors, as they talk to each other through ORB, it promotes 
interoperability in a distributed system. The ORB creates 
an illusion that the object consumed by the client resides on 
the local system when it actually may be residing on a 
remote system or another process. Hence, ORB provides 
the capability for the object to communicate across the 
system and across platforms. The ORB concept can be im¬ 
plemented in many ways, like compiled within the clients, 
as a separate process, or it can be included in the system’s 
operating kernel. There are major technologies based 
on the ORB concept—Common Object Request Broker 
Architecture (CORBA), Component Object Model (COM) 
by Microsoft, and remote method invocation (RMI). 

CORBA 

The Object Management Group (OMG) came out with 
a standard, which acts as a base for systems based on 
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Figure 8: ORB. Source: http://www.sei.cmu.edu/str/ 

descriptions/orb. html 



Figure9: CORBA.Source:http://www.iks.inf.ethz.ch/education/ 
ws03/ea i/Lectu re-2. pdf 

components, that is, CORBA (Figure 9). Vendors use this 
architecture to develop ORB-based products, which pro¬ 
vides the benefits of ORB, such as interoperability across 
various developing tools and operating systems. In 1988, 
OMG was created with more than six hundred companies 
from various spectrums of IT. 

CORBA plays a significant role in object management 
architecture (OMA) that outlines various services needed 
to develop distributed systems. There is one important 
distinction between CORBA and OMA—the services that 
one expects to find in CORBA are actually defined in 
OMA. Figure 10 shows OMA. 

Developing a distributed system is equivalent to 
using RPC. In this case, the definition of the services 
to be contacted is exposed by the server using IDL. The 
IDL compiler compiles the definition to produce a stub 
on the client side and a skeleton on the server side. A re¬ 
pository is maintained that contains information about 
the method signatures that can be called by the services. 
All the communication between the client and the server 
is done through stub and skeleton, hence removing the 



Figure 10: OMA. Source: http://www.sei.cmu.edu/str/ 
descriptions/corba.html 



Figure 11 : CORBA/Client/Servertalkon Internet. Source: http:// 
www.iks.inf.ethz.ch/education/ws03/eai/Lecture-2.pdf 

dependency of client and server on developing language 
and the operating system. To ensure that ORB is a uni¬ 
versal component architecture, there needs to be ways 
in which ORBs can talk to each other. CORBA provides 
a protocol for this—general inter-ORB protocol (GIOP) 
which defines how the ORBs send and receive calls with 
each other. Another protocol that converts the GIOP 
messages into TCP/IP is Internet inter-ORB protocol 
(HOP), shown in Figure 11. All these protocols have been 
superseded by Web services. 

Message-Oriented Middleware 

Message-oriented middleware (MOM) is client/server 
architecture that uses synchronous communication be¬ 
tween components, which is called as request/response 
model. In this model, the client component sends a re¬ 
quest and waits for a response from the server component. 
This is similar to RPC, discussed earlier. Figure 12 shows 
typical client/server calls. 

There are some disadvantages in this type of architec¬ 
ture. For interaction between the client component and 
the server component to be synchronous both need to 
be available. The client sends in a request and the server 
component works on it and then responds back to the cli¬ 
ent with the results. The client has to wait for the server 
to respond, as shown in Figure 13, which is referred to as 
idle time. 
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Figure 12: MOM architecture (DBMS = database-manage¬ 
ment system) (Courtesy of the Swiss Federal Institute ofTechnol- 
ogy, www.iks.inf.ethz.ch/education/ws03/eai/Lecture-5.pdf) 
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Figure 13: Idle time (Courtesy of Swiss Federal Institute 
of Technology, www.iks.inf.ethz.ch/education/ws03/eai/ 
Lecture-5.pdf) 


During a client call when the server is not available, 
CORBA or DCOM will instantiate it, which creates over¬ 
head. This connection creates a high risk of failure, and 
makes it difficult to recognize and react to failures. This 
architecture is more a one-to-one environment, and is not 
practical in distributed environments. Maintenance of 
these sessions is expensive and uses up a lot of the CPU's 
time. There is a fixed number of sessions available at one 
particular time, thus limiting the number of simultane¬ 
ous connections. Connection pooling was introduced to 
overcome this limitation. The risk with synchronous com¬ 
munication is that if either the client or the server 
component fails, then the context is missing and resyn¬ 
chronization becomes difficult. Determining the time at 
which the failure took place will be difficult, and if there 
was a chain of activities then it will be difficult to find the 
exact location of the failure. 


There are two solutions to overcome the limitations of 
the client/server model discussed above: 

• Improving Support —Middleware for the client/server 
model provides mechanisms to handle problems due to 
synchronous calls, such as transactional RPC, load bal¬ 
ancing, and replication of service; this will ensure that 
the service on the other system is available for the client 
if the current server is going down for maintenance. 

• Asynchronous Communication —In this approach, 
the client component will send a message, and it will 
be stored until the server component accesses it. There 
are two ways of handling this—asynchronous RPC and 
queues. 

• Asynchronous RPC —In this case, the client compo¬ 
nent sends a request to the server component and the 
control returns to client. The client component has 
to make a second request to access results from the 
server component. Figure 14 shows this mechanism. 

• Queues —In this case, the client interact with server 
using messages. These messages are persistent by 
putting them in queues, making the system flexible 
(Figure 15). 
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Since the queues persist, the messages stored in them 
are available any time the application(s) start listening 
to the queues, which makes this a very good choice for a 
distributed and complex environment. 

To facilitate distributed components in communicat¬ 
ing with each other using messages and queues, a mid¬ 
dleware has been developed called message-oriented 
middleware (MOM). This architecture moves the stand¬ 
ard client/server to a more peer-to-peer communication 
between components. This allows the client component to 
send messages to components residing on the server in a 
distributed environment. In return, the server component 
sends a response message that contains detail about the 
execution result. This type of message communication 
between the distributed components is handled by queues. 
The messages sent by clients are placed in the queues and 
remain there until the server components start listening 
to the queues. Using the queue as a mechanism of com¬ 
munication makes delivery of messages asynchronous, 
which is the strength of MOM. The queues provide fault 
tolerance along with overall flexibility. The queues also 
provide a bridge between heterogeneous environments. 

By using queues, the problems faced in the client/ 
server model have been solved. Now that the message 
is persistent, if the node goes down the message will re¬ 
main in the queue and is not lost. When the node comes 
back online, the application listening to the queue will 
check for messages. The queue can also serve more than 
one application, hence achieving multiplexing. With the 
use of queues, the application can merge the following 
into one transaction: retrieving and processing data from 
the queue, and then putting the response back into the 
queue. If anything fails, the queue ensures that consist¬ 
ency is maintained in any scenario. 

Because of this asynchronous behavior, the clients can 
perform other functions until they receive a response from 
the server. This independence between client and server 
components creates more scalable architectures or appli¬ 
cations. Another MOM strength is that it can provide the 
same message to a group of client components. The ben¬ 
efit in a workflow environment is that any client knows 
the status of the task and can take action accordingly. 

Although MOM provides features for a real distributed 
environment, there are disadvantages. It becomes diffi¬ 
cult to provide synchronous calls, making it necessary to 
do them manually. Scalability is provided by MOM, but it 
becomes complicated because MOM does not have trans¬ 
parent accessibility. Because clients use queues to talk 
to remote components, their availability for local calls is 
reduced. Both client and remote components have queue 
details hard-coded into them, which make them less flex¬ 
ible and less manageable. 

Service-Oriented Architecture 

Service-oriented architecture (SOA) has gained popu¬ 
larity recently, but this idea has been around since the 
mid-1980s. Because of limitations or nonavailability of 
standard APIs or middleware, this concept did not be¬ 
come popular. CORBA and the distributed computing 
environment were early attempts to bring this concept 
into use, but there were no significant applications to 
show the potential of this concept. With the introduction 


of Web services, the concept of SOA was given a boost, 
since the underlying architecture of Web Service unites 
with the concept perfectly. 

Since both SOA and Web services architecture expose 
the services as an XML-based interface, it makes them 
in sync with each other. The only way these two differ is 
how they are implemented. Many of times Web services 
are implemented as point-to-point, which means that the 
Web Service cannot be discovered, since it is not public. 
In the case of SOA, universal description, discovery, and 
integration (UDDI) contains key information about the 
Web Service interface and methods to contact it. Because 
of this, it is easy to discover the Web Service to be con¬ 
sumed by other applications. 

Any SOA architecture will include the following 

• Service provider 

• Service consumer 

• Messaging infrastructure 

What needs to be implemented in the SOA is the serv¬ 
ice consumer, the contract between the consumer and the 
provider of the service. The following figure shows SOA 
concepts in play. 

It can be seen from Figure 16 that the service provider 
supplies a contract and description of the service to be 
used. The data model associated with the service is re¬ 
ferred to by the service description. The service descrip¬ 
tion can be published using any of the many available 
methods, such as pull or push. Once the service is discov¬ 
ered it does not mean it accepted the contract or will be 
called; it merely gives information about the interfaces 
provided by the service. 

There are various advantages that businesses are look¬ 
ing at in SOA. Some are listed below: 

• Cost Effectiveness. Since the financial budgets are lim¬ 
ited SOA helps in reusing already developed services 
hence saves time and money for new applications. 

• Providing flexibility to adapt ever changing technolo¬ 
gies quickly. 

• Extending the functionality of the application be¬ 
yond firewall without compromising on infrastructure 
security. 

MIDDLEWARE SERVICES 

Before a subject can be authenticated, it has to be tagged 
with an identifier—a unique way of naming something. A 
social security number or personal e-mail address is an 
identifier because each uniquely names an individual— 
that is, unless two or more people share an e-mail ac¬ 
count. In middleware, identifiers can name anything, 
including abstract concepts such as certain applications 
or a certain security clearance. The entity named by the 
identifier is known as its subject. 

The key middleware defense services providing access 
control are authentication, authorization, directories, ap¬ 
plication programming interfaces (APIs), and abstraction. 

We have seen above how abstraction services in mid¬ 
dleware provide defense mechanisms. Below, we will 
briefly address the others defenses. 
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Figure 16: SOA CONCEPTS 

(Courtesy of Adobe, www.adobe.com/enterprise/pdfs/Services_Oriented_Architecture_from_ Adobe.pdf) 


Authentication 

Authentication is the process of providing a private piece 
of information or physical token to establish whether 
a subject is who or what its identifier (e.g., username) 
claims it is. During authentication, a user or object proves 
it is the subject of an identifier. This service is generally 
performed by the middleware layer so that applications 
above it do not need to have their own authentication 
mechanism. 

Identity is authenticated by the presentation of dig¬ 
ital credentials. As explained previously, a user must 
present credentials to a network to gain access to it. In the 
case of people, the most common credentials used for 
confirming identity include: 

• Something the subject knows, such as a password 

• Something the subject has, such as a USB token, dig¬ 
ital ID (certified public/private key), smartcards, or 
challenge-response mechanisms 

• Something the subject is, such as photo identification, 
fingerprints, or biometrics. 

As such, authentication is the validation of a user’s 
electronic identity based on proof provided by that user, 
typically a unique user id/password pair. If a user cannot 
be authenticated, then he or she would not be granted ac¬ 
cess to nonpublic network services. 

Authentication is most frequently done by asking a 
user to enter a username and password. Although there 
are more secure approaches, passwords are often trans¬ 
mitted through open communication channels. The qual¬ 
ity of the authentication depends on the guarantee that 
can be given that the authentication process was not 
fraudulent or compromised by a hacker attack, such as 
correctly guessing a password. 

The primary issues to be considered about any au¬ 
thentication system pertain to how secure or strong the 


authentication process is. The security of any authenti¬ 
cation process depends on several variables, primarily 
the number of factors used to authenticate a subject. 
Single-factor authentication, such as using only a pass¬ 
word, is much less secure than using a USB token 
activated by a password, which would be a two-factor 
authentication. 

Figure 17 illustrates and describes the steps involved 
in authentication in a distributed environment, such as 
secure Web pages. Several of the concepts illustrated in 
this figure, e.g., Kerberos, are described in subsequent 
sections. 

Steps 

1. User’s browser requests the secure page from the local 
Web server. (Go to step 2.) 

2. Local Web server checks: Does user’s browser have a 
cookie? (Go to either step 2A or 2B.) 

A. Yes. (Go to 2Ai.) 

i. Cookie is present. Local Web server contacts 
application for service (AFS) server. (Go to step 
2Aii.) 

ii. Does the cookie content correlate with the AFS 
hie? (Go to step 2Aiia or 2Aiib.) 

a. Yes. 

• The cookie is valid. 

• The local Web server displays the secure 
page. 

b. No. 

• The cookie is invalid. Need a different 
cookie. (Go to step 2Bii.) 

B. No. (Go to step 2Bi.) 

i. Cookie is not present. (Go to step 2Bii.) 

ii. Local Web server passes the user’s browser to the 
secure Web server. (Go to step 2Biii.) 
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Figure 17: Distributed authentication steps for Web server access Flowchart model of distributed authentication for secure Web 
pages. Source: http://distauth.ucdavis.edu/docs/dachart.html. (AFS = application for service; DB = database) 


iii. Secure Web server requests login ID and Ker¬ 
beros password. (Go to step 2Biv.) 

iv. Kerberos database (DB) authentication server 
decides whether log-in is valid. (Go to step 2Biva 
or 2Bivb.) 

a. Yes. 

• Log-in is valid. Secure Web server creates 
AFS file. 

• Secure Web server generates and sends 
cookie to browser, then redirects browser 
to local Web server. (Go to step 2.) 

• Local web server displays the secure 
page. 

b. No. 

• Log-in is invalid. Try again. (Go to step 
2Biii.) 


Authorization and Directories 

Once authentication has been performed, more creden¬ 
tials or attributes are needed for a subject before that 
subject can be given access permissions. Authorization is 
a process of determining whether to allow a subject ac¬ 
cess to a specific resource or service or another subject. It 
is also the process of assigning authenticated subjects the 
rights to carry out specific operations. 

Having only one valid identifier does not provide 
enough information about a subject. Although an au¬ 
thenticated identity may be sufficient for some purposes, 
it is often important to acquire more information, such 
as preferences, e-mail aliases, electronic credentials, etc. 
Identifiers become far more powerful when they are com¬ 
bined with a technology known as directories. Along with 
its many other uses, a directory links an identifier 
with other attributes about a common subject. 
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A directory stores and regulates permissions, such as 
viewing files. Directories are, in effect, databases com¬ 
posed of many sets of information with a similar format. 
A set of information is generally called an “entry,” and 
a piece of information within an entity is called an “at¬ 
tribute.” A primary function of a directory is to look up 
a given attribute from a given entry, such as a user's read 
or write privileges for a specific object (e.g., payroll file). 
Because directories make information available, access 
to them must also be adequately protected. Access con¬ 
trols can be set to regulate who can read or update spe¬ 
cific directory fields. 

The two major technical components of a middleware 
implementation are client software and enterprise mid¬ 
dleware servers that provide authentication and directo¬ 
ries. The client side does not require much work because 
most middleware functions can be performed by exist¬ 
ing programs, such as Web browsers and e-mail clients. 
In contrast, the server side needs to perform many new 
services. The middleware system must provide an effec¬ 
tive and secure layer for communication between client 
and server. The major client-side technological challenge 
is establishing the authentication system. Although these 
systems can be built around passwords, public keys, 
smart cards, or other schemes, these must be available on 
every machine that a user will want to use to authenticate 
to the middleware server. 

Application Programming Interfaces 

Application programming interfaces (APIs) exist for (al¬ 
most) all middleware products and establish the inter¬ 
face with which clients (applications) request services of 
the servers. In other words, APIs are part of all types 
of middleware, not a separate type. APIs provide for data 
sharing across different platforms. Specifically, an API is 
a set of standards and protocols by which a software ap¬ 
plication can be accessed by other software, or is used 
for communication between application programs. APIs 
enable the exchange of messages or data between two or 
more software applications. The API must exist before a 
program can be called by an external program and be¬ 
fore it can send a response to an external program. 

There are several types of APIs that enable data shar¬ 
ing between different software applications on single or 
distributed platforms. Those APIs include: 

1. Remote procedure calls (RPCs): These are protocols 
that provide high-level communications. An RPC im¬ 
plements a logical client-to-server communications 
system specifically for network applications. 

2. Standard query language (SQL): SQL is an Ameri¬ 
can National Standards Institute (ANSI) standard 
computer language for accessing and manipulating 
databases. 

3. File transfer: Transporting or sharing hies between re¬ 
mote machines. 

4. Message delivery : Reliable message delivery ensures 
that Web services architecture, protocols, and inter¬ 
faces deliver secure, interoperable, transactional, and 
robust solutions (IBM 2003). 


GLOSSARY 

Access: Refers to the tasks carried out on an object, 
such as read, write, modify, delete, etc. 

Access Control: Only authorized (or intended) us¬ 
ers can gain access to a network or application. 
Users have only the level of access, or least privilege, 
needed to accomplish authorized tasks. 

API: A set of standards and protocols by which a soft¬ 
ware application can be accessed by other software, or 
for communication between application programs. 

Application Communication Middleware: Mid¬ 
dleware used to communicate between applications, 
software services, and components. 

Application Communication Middleware Architec¬ 
ture: Facilitates and simplifies the communication 
between diverse, distributed applications. 

Authentication: The process of providing a private piece 
of information or token to establish whether a subject is 
who or what its identifier (e.g., username) claims it is. 

Authorization: The process of determining whether to 
allow a subject access to a specific resource service or 
another subject. 

Availability: User access to data files or applications 
that are stored on networked computers. Information 
and systems are protected against disruption. 

Certificate Authority (CA): An entity that issues digital 
certificates and vouches for the binding between the 
data items in a certificate. 

CIA Triad: Refers to confidentiality, integrity, and avail¬ 
ability of information and computing resources. 

Cipher Text: Text that is unreadable by humans, such 
as encrypted text. 

Common Object Request Broker Architecture 
(CORBA): An architecture for creating, distribut¬ 
ing, and managing distributed program objects in a 
network. 

Confidentiality: Sensitive information is protected 
against disclosure. 

Distributed Component Object Model (DCOM): 

Microsoft's proprietary distributed object architecture, 
which it developed instead of adhering to CORBA. 

Encryption: The process of changing a message (plain¬ 
text) into meaningless data (cipher text). 

Enterprise Application Integration: The systematic 
tying together of disparate enterprise applications. 

Integrity: Information and systems are protected 
against unauthorized modification. 

Kerberos: A ticket-based authentication protocol based 
on symmetric key cryptography. 

Kerberos ticket: A certificate issued by an authentica¬ 
tion server, encrypted using the server key. 

Message-Oriented Middleware (MOM): Application 
communication middleware that sends messages be¬ 
tween software components. Applications using MOM 
can be deployed on multiple platforms using multiple 
programming languages. 

Middleware: Software and APIs that act as intermediaries 
among application programs and services, such as gate¬ 
way software between LAN-based database servers and 
mainframe databases. This software layer provides ap¬ 
plication, component, and data access communication. 



44 


Network Middleware 


Object: The data, service, or application that is being 
accessed by a subject. 

Object Request Broker (ORB): In a network of clients/ 
servers on different computers, a client program (an 
object) can request services from a server program 
or object without having to understand where the 
server is in a distributed network or what the interface 
to the server program looks like. 

Open: Unprotected, such as an open network. 

Packet: A collection of data transmitted as a bundle 
across a network connection. 

Packet Switching: The process of routing and transfer¬ 
ring packets of data via a network. 

Plaintext: A message in human-readable form. 

Platform: A combination of computer hardware and 
operating system software. 

Portability: The capability to move software across dif¬ 
ferent platforms. 

Principal: Either a subj ect or an obj ect whose identity can 
be verified (e.g., a workstation user or a network server) 

Private key: The key that a communicating party holds 
privately and uses for decryption or completion of a 
key exchange. 

Protocol: A set of rules for communication, or rules 
for managing the network, transferring data, and 
synchronizing the states of network components. Pro¬ 
tocols enable independent technology components to 
communicate with each other. 

Public Key: The key that a communicating party sends 
publicly. 

Server: A computer that provides shared services to 
computer workstations over a network, e.g., file server, 
print server, mail server. In TCP/IP, a server accepts 
and responds to the requests of a remote system, 
called a "client.” 

Single Sign-on (SSO) Technology: This technology 
makes it possible for users to enter their credentials 
only once and to remain authorized within the net¬ 
work until they log off. 

Subject: A person (user) or application that requests 
access to data, a service, application, etc. 

Web Services Security (WS-Security): Provides a 
mechanism for associating security tokens with mes¬ 
sages, thus improving protection through message 
integrity, message confidentiality, and single mes¬ 
sage authentication. 
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FURTHER READING 

The importance of middleware is increasing. Middleware 
applications are ever-evolving layers of network and data 
services. These services reside between the network and 
more traditional applications. Their role is to manage se¬ 
curity, access and information exchange, and the sharing 
of distributed resources, such as computers, data, and 
networks. Despite its security features, middleware has 
become the target of attack. A case in point—Intruders 
penetrated servers hosting GNOME, an open-source 
project offering interfaces and development tools to 
Linux users. This attack has demonstrated that intrud¬ 
ers depend not only on vulnerabilities within operating 
systems, but also increasingly on applications, databases, 
Web servers, and middleware (Franklin 2004). 

For information on the most widely publicized mid¬ 
dleware initiatives, review the following: 

• Open Software Foundations Distributed Computing 
Environment (DCE). www.sei.cmu.edu/str/descriptions/ 
dce.html (accessed April 17, 2007). 

• Object Management Groups Common Object Request 
Broker Architecture (CORBA). www.sei.cmu.edu/str/ 
descriptions/corba.html (accessed April 17, 2007). 

• Microsoft’s COM/DCOM (Component Object Model/ 
Distributed COM), www.sei.cmu.edu/str/descriptions/ 
com.html (accessed April 17, 2007). 

• Cookie Eaters (MIT), http://pdos.lcs.mit.edu/cookies 
(accessed April 17, 2007). 

• Gettes, M. R. 2000. A recipe for configuring and operat¬ 
ing LDAP directories, http://middleware.internet2.edu/ 
dir/docs/Idap-recipe.htm (accessed April 17, 2007). 

• Kerberos Papers and Documentation, www.kerberos. 
isi.edu (accessed April 17, 2007). 

• Kornievskaia, O., Honeyman, P. Doster, B., and 
Coffman, K. 2001. Kerberized credential translation: A 
solution to Web access control, http://www.usenix.org/ 
events/sec01/full_papers/kornievskaia/kornievskaia_ 
html/ (accessed April 17, 2007). 

• Middleware, www.sei.cmu.edu/str/descriptions/ 
middleware.html (accessed April 17, 2007). 

• NSF Middleware Initiative, www.nsf-middleware.org 
(accessed April 17, 2007) 

• Object request broker (ORB), www.sei.cmu.edu/str/ 
descriptions/orb.html (accessed April 17, 2007). 

• Open Group Messaging Forum, www.opengroup.org/ 
messaging (accessed April 17, 2007). 

• Remote Procedure Calls, www.cs.cf.ac.uk/Dave/C/ 
node33.html (accessed April 17, 2007). 

• Securities Industry Middleware Council (SIMC), Inc. 
www.simc-inc.org (accessed April 17, 2007). 

• SSH Communications Security, www.ssh.com. 

• TLS. accessed April 17, 2007, from www.fact-index. 
com/t/tr/transport_layer_security.html (accessed April 
17, 2007). 
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INTRODUCTION 

The Grid concepts provide a distributed infrastructure 
for dynamic resource sharing and problem solving across 
multiple institutional boundaries. It effectively provides 
a virtualized wide-area distributed system that associ¬ 
ates the underlying resources with abstract service in¬ 
terfaces. The Grid concepts and ideas have moved from 
the world of joining high-performance computing (HPC) 
systems together to generalized systems based on a serv¬ 
ice-oriented architecture that can provide infrastructure 
for a range of applications. At one end of the application 
spectrum are simple applications that use a client/server 
paradigm; but these can grow increasingly complex, for 
example where a workflow system may need to use a so¬ 
phisticated pipeline of services to fulfil its needs. The in¬ 
frastructure can support HPC for computationally or date 
intensive grand challenge applications, or it can provide 
high-throughput systems that need to spawn hundreds of 
thousands of tasks in parameter sweeps. The Grid infra¬ 
structure is now increasingly being used for new applica¬ 
tions too, such as sensor networks, which may contain 
tens of thousands of sensors. 

The aim of this chapter is to provide a brief history of 
the derivation of Grid concepts and a chronology of the 
Grid from its early days, when it was used to link HPC 
facilities in the United States, through today, where it pro¬ 
vides a Web Services-based infrastructure for an increas¬ 
ing number of distributed applications. For clarity of 
understanding, this chapter also includes a definition 
of what is generally accepted to be a Grid and a discus¬ 
sion of what motivated developers to move away from 
the earlier procedural interfaces to the service-oriented 
architectures that are now being advocated. The second 
half of this chapter includes an extensive, but brief, over¬ 


view of the nine currently available instantiations of Grid 
infrastructure that are based on either just Web Services, 
or the Web Services Resource Framework (WSRF). 

A DEFINITION OFTHE GRID 

Currently, there appears to be some confusion about ex¬ 
actly what constitutes a Grid and what are its pertinent 
features. The reason for this confusion is caused by ex¬ 
cessive use and overloading of the term Grid, so that to¬ 
day everything from SETI@home to a LAN-based cluster 
are referred to as a Grid. Foster and Kesselman (1998) 
provided an initial definition: “A computational Grid is 
a hardware and software infrastructure that provides de¬ 
pendable, consistent, pervasive, and inexpensive access 
to high-end computational capabilities." This particular 
definition stems from the earlier roots of the Grid when 
it was focused on connecting together high-performance 
facilities at various U.S. laboratories and universities. 

Since this early definition, there have been a number 
of additional attempts to define a Grid succinctly. In 2001, 
Foster, Kesselman, and Tuecke refined their definition of 
a Grid to “coordinated resource sharing and problem 
solving in dynamic, multi-institutional virtual organiza¬ 
tions.” This latest definition is the one most commonly 
used today to abstractly define a Grid today. 

Foster (2002) has also produced a checklist that can 
be used to help understand exactly what can be identi¬ 
fied as a Grid system. He suggested that the checklist 
should have three parts to it. The first part to check off 
is that there is coordinated resource sharing with no cen¬ 
tralized point of control and that the users reside within 
different administrative domains. If this is not true, it is 
probably not a Grid system. The second part to check off 
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is the use of standard, open, general-purpose protocols 
and interfaces. If this is not the case, it is unlikely that 
system components will be able to communicate or in¬ 
teroperate, and it is likely that we are dealing with an 
application-specific system, and not the Grid. The final 
part to check off is that of delivering nontrivial qualities 
of service. Here we are considering how the components 
that make up a Grid can be used in a coordinated way to 
deliver combined services, which are appreciably greater 
than the sum of the individual components. These serv¬ 
ices may be associated with throughput, response time, 
mean time between failure, security, or many other non¬ 
functional facets. 

Overall, the Grid is about resource sharing; this in¬ 
cludes computers, storage, sensors, and networks. Shar¬ 
ing is obviously always conditional and based on factors 
such as trust, resource-based policies, negotiation, and 
how payment should be considered. The Grid also in¬ 
cludes co-ordinated problem solving, which is beyond a 
simple client/server paradigm, in which we may be in¬ 
terested in combinations of distributed data analysis, 
computation, and collaboration. The Grid also involves 
dynamic, multi-institutional virtual organizations (VOs), 
where these new communities overlay classical organiza¬ 
tional structures, and these organizations may be large 
or small, static or dynamic. The European-funded Ena¬ 
bling Grids for E-sciencE (EGEE) project, which aims to 
build on recent advances in Grid technologies to develop 
a service-oriented infrastructure, is a good example of 
where VOs are being used in practice. 

The following items cannot be considered a Grid: 
A PC cluster, a network-attached storage device, a desk¬ 
top PC, a scientific instrument, a network. Each might be 
an important component of a Grid, but by itself, it does 
not constitute a Grid. In addition, systems like SETI@ 
home, distributed.net, and folding@home are wide-area 
distributed systems, but not part of the Grid. 

THE EVOLUTION OF THE GRID 
Introduction 

The early Grid efforts started as projects to link supercom- 
puting sites; this was known, at the time as "metacomput¬ 
ing.” The origin of the term is believed to have been the 
CASA project (Gigabit Testbed Initiative 1996), one of sev¬ 
eral U.S. Gigabit testbeds around in 1989. Larry Smarr, 
the former Director of the National Center for Supercom¬ 
puting Applications, is generally accredited with popular¬ 
izing the term thereafter (Catlett and Smarr, 1992). The 
original metacomputing or Grid environments emerged 
in the early to mid-1990s. Typically, the objective of these 
early projects was to provide computational resources to 
a range of high-performance applications. 

Two projects (Baker and Fox, 1999) in the vanguard 
of this type of technology were FAFNER and I-WAY. 
FAFNER was a Web-based system that aimed to address 
the RSA (Rivest, Shamir, and Adleman) Factoring 
Challenge, which was capable of executing on any work¬ 
station with more than 4 Mbytes of memory. Whereas, 
I-WAY provided a means of unifying the resources of large 
U.S. supercomputing centers via specialized software. 


These projects differed in many ways, but were in the 
forefront of projects of their type, and both had to over¬ 
come a number of obstacles, including communications, 
resource management, and the manipulation of remote 
data, to be able to work efficiently and effectively. 

FAFNER 

The effectiveness of public key cryptosystems depends 
on the intractability, both computational and theoretical, 
of solving certain mathematical problems, for example 
integer factorization. Public and private keys in such sys¬ 
tems are mathematically related, so their private key can 
only decrypt a message encrypted with a recipients pub¬ 
lic key. To find a private key from a user’s public key is 
computationally very time consuming to solve, but usu¬ 
ally faster than trying all possible keys by brute force. 

The use of this type of cryptographic technology has 
led to integer factorization becoming an active research 
area. To keep abreast of the state-of-the-art in factoring, 
RSA Data Security initiated the RSA Factoring Challenge 
in March 1991. The Factoring Challenge offers a testbed 
for factoring implementations and provides one of the 
largest collections of factoring results from many differ¬ 
ent experts worldwide. 

Because factoring is computationally expensive, paral¬ 
lel factoring algorithms have been developed. With these 
parallel algorithms, factoring can be distributed over a 
network of computational resources; the algorithms are 
typically trivially parallel and require no communications 
after the initial set-up. This type of set-up means that it is 
possible that many contributors can provide a small part 
of a larger factoring effort. Early efforts relied on e-mail 
to distribute and receive factoring code and information. 

In 1995, a consortium led by Bellcore Labs., Syracuse 
University, and Co-Operating Systems started a project of 
factoring via the Web, known as FAFNER. This project 
was set up to factor RSA 130 using a new numerical tech¬ 
nique called the Number Field Sieve (NFS) factoring 
method using computational Web servers. The consor¬ 
tium produced a Web-based system that interfaced to the 
NFS executable program. 

With this system, a contributor used a Web form to in¬ 
voke server-side common gateway interface (CGI) scripts 
written in Perl. Contributors downloaded and built a 
sieving software daemon, which became their Web client 
using HTTP GET/POST to get and send the resulting re¬ 
lations from and to a CGI script on the originating Web 
server. Three factors combined to make this approach 
succeed (Baker and Fox 1999): 

1. The NFS implementation allowed even a workstation 
with only 4 Mbytes to perform useful work using a 
small bounds and sieve algorithm. 

2. FAFNER supported anonymous registration—users 
could contribute their hardware resources to the siev¬ 
ing effort without revealing their identity to anyone 
other than the local server administrator. 

3. A consortium of sites was recruited to run the CGI 
script package locally, forming a hierarchical network 
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of RSA130 Web servers, which reduced the potential ad¬ 
ministration bottleneck and allowed sieving to proceed 

around the clock with minimal human intervention. 

The FAFNER project won an award in the TeraFlop chal¬ 
lenge at Super Computing 95 (SC95) in San Diego. It 
paved the way for a wave of Web-based metacomputing 
projects. 

I-WAY 

The Information Wide Area Year (I-WAY) project (Foster, 
Geisler, Nickless, Smith, and Tuecke 1998) was an experi¬ 
mental network linking high-performance computers 
and visualization systems together. The I-WAY project 
was conceived in early 1995 to integrate existing high- 
bandwidth networks with telephone systems. The virtual 
environments, datasets, and computers used resided at 
seventeen different U.S. sites and were connected by ten 
networks of varying bandwidths and protocols, using dif¬ 
ferent routing and switching technologies. 

The project used an Asynchronous Transfer Mode 
(ATM) network, which at the time was an emerging stand¬ 
ard that provided the wide-area backbone for various ex¬ 
perimental networking activities at SC95. The network 
supported both ATM and TCP/IP over ATM. 

To standardize the I-WAY software interface and 
management, each site installed a point-of-presence 
(I-POP) server to act as their gateway to the I-WAY. The 
I-POP servers were UNIX workstations configured uni¬ 
formly with a standard software environment called 
I-Soft. The I-POP server provided uniform authentica¬ 
tion, resource reservation, process creation, and com¬ 
munication functions across I-WAY resources. Each 
I-POP server was accessible via the Internet and oper¬ 
ated within its site's firewall. It also had an ATM inter¬ 
face that allowed monitoring and potential management 
of the site’s ATM switch. 

The project included a resource scheduler known as the 
computational resource broker (CRB), which consisted of 
user-to-CRB and CRB-to-local scheduler protocols. The 
CRB implementation was set up in terms of a single cen¬ 
tral scheduler and multiple local scheduler daemons— 
one per I-POP server. The central scheduler maintained 
queues of jobs and tables representing the state of local 
machines, allocating jobs to machines and maintaining 
state information on the AFS file system. 

Security was a major feature of the project, and em¬ 
phasis was put on providing a uniform authentication 
environment. Authentication to I-POPs was handled by 
using a telnet client modified to use Kerberos. In addi¬ 
tion, the CRB acted as an authentication proxy, perform¬ 
ing subsequent authentication to resources on a user’s 
behalf. 

To support user-level tools, a low-level communica¬ 
tions library, Nexus was adapted to execute in the I-WAY 
environment. Nexus supported automatic configura¬ 
tion mechanisms that enabled it to choose the appro¬ 
priate configuration depending on the technology being 
used—for example, communications via TCP/IP or AAL5 
(the ATM adaptation layer for framed traffic) when using 


the Internet or ATM. The MPICH library (a portable im¬ 
plementation of the Message Passing Interface (MPI) 
message passing standard) and CAVEcomm (networking 
for the CAVE virtual reality system) were also extended 
to use Nexus. 

The I-WAY project was application-driven and defined 
several types of applications, including distributed super¬ 
computing, access to remote resources, and virtual real¬ 
ity. The I-WAY project was demonstrated at SC95 in San 
Diego. The I-POP servers were shown to simplify the con¬ 
figuration, use, and management of this type of wide area 
testbed. I-Soft, the software that was used by the I-Way 
project was a success in terms that most applications ran, 
most of the time. More importantly, the experiences and 
software developed as part of the project fed into the Glo¬ 
bus project, which is discussed below. 

A Summary of Early Experiences 

Both FAFNER and I-WAY were environments that at¬ 
tempted to integrate resources from opposite ends of 
the computing spectrum. FAFNER was a system that 
worked on any platform with a Web server, whereas 
I-WAY unified the resources at multiple supercomputing 
centers. 

The two projects also differed in the types of applica¬ 
tions that could utilize their environments. FAFNER was 
tailored to a particular factoring application that was in it¬ 
self trivially parallel and was not dependent on a fast inter¬ 
connect. I-WAY, on the other hand, was designed to cope 
with a range of diverse high-performance applications 
that typically needed a fast interconnect and powerful 
resources. Both projects, in their way, lacked scalability. 
For example, FAFNER was dependent on a lot of human 
intervention to distribute and collect sieving results, and 
I-WAY was limited by the design of components that made 
up I-POP and I-Soft. 

FAFNER lacked a number of features that would 
now be considered obvious. For example, every client 
had to compile, link, and run a FAFNER daemon in or¬ 
der to contribute to the factoring exercise. FAFNER was 
really a means of task farming a large number of fine¬ 
grained computations. Individual tasks were unable to 
communicate with one another or with their parent Web 
server. Likewise, I-WAY had a number of features that 
would today seem inappropriate. The installation of an 
I-POP platform made it easier to set up I-WAY services 
in a uniform manner, but it meant that each site needed 
to be individually set up to participate. In addition, the 
I-POP platform and server created one, of many, single 
points of failure in the design of the I-WAY. Even though 
this was not reported to be a problem, the failure of an 
I-POP would mean that a site would drop out of the 
I-WAY environment. 

Notwithstanding the aforementioned features, both 
FAFNER and I-WAY were both innovative and suc¬ 
cessful. Each project was in the vanguard of metacom¬ 
puting and helped pave the way for many subsequent 
projects. FAFNER was the forerunner of the likes of 
SETI@home and Distributed.Net, and I-WAY for Globus 
and Legion. 
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GRID CONCEPTS AND COMPONENTS 
Introduction 

A Grid infrastructure will consist of all manner of net¬ 
worked resources, ranging from computers and mass stor¬ 
age devices to databases and special scientific instruments. 
The core features provided by the fabric of the Grid are: 

• Some sort of administrative hierarchy and integration 
needs to exist to allow a Grid environment to be di¬ 
vided up to cope with a potentially global extent. This 
component will allow administrative information flow 
between groups, centers and organizations, so admin¬ 
istrative boundaries are hidden, allowing individuals 
and resources to join, utilize, and leave what are now 
known as virtual organizations (Wikipedia, 2007). 

• Communication services are required to provide Grid 
applications with a range of transport protocols, rang¬ 
ing from reliable point-to-point to unreliable multicast. 
The communications infrastructure needs to support 
protocols that are used for bulk-data transport, stream¬ 
ing data, group communications, and those used by 
distributed objects. 

• A Grid is a dynamic environment in which the location 
and type of services available are constantly changing. 
The resources and services must be accessible to any 
process in the system, without regard to the relative lo¬ 
cation of the resource or user. It is necessary to provide 
a rich information environment in which services, re¬ 
sources, and users can publish, search for, and find the 
end points of interest. Information services provide 
the mechanisms for registering and obtaining informa¬ 
tion about the structure, resources, services, status, and 
nature of the environment. 

• Any distributed system needs a range of security serv¬ 
ices to provide authorization, authentication, confiden¬ 
tiality, and integrity. Security within a Grid environment 
is a complex issue requiring diverse resources autono¬ 
mously administered to interact in a manner that does 
not impact the usability of the resources or introduce se¬ 
curity holes/gaps in individual systems or environments 
as a whole. 

• The management of processor time, memory, network, 
storage, and other components in a distributed system is 
clearly important. The overall aim is the efficient and ef¬ 
fective scheduling of the applications that need to utilize 
the available resources in the distributed environment. 
It is important in a Grid that a resource management 
and scheduling service can interact with the systems 
that may be installed locally, such as Condor, Load Shar¬ 
ing Facility or Suns Grid Engine. 

These core feature or components are provided, in some 
manner, by each instantiation of Grid middleware. These 
components are discussed further in the section on Grid 
Instantiations below. 

The Open Grid Services Architecture 

Many changes have occurred since Grid software first 
appeared, not the least of these has been the increasing 
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Figure 1 : The Open Grid Services Architecture 


involvement of commerce and industry as the Grid’s po¬ 
tential has started to be realized. The effect of commer¬ 
cial involvement has driven the evolution of the software 
that supports Grid environments away from its academic/ 
research roots toward industrial quality. This interaction 
has had an impact on the architecture of the Grid's infra¬ 
structure, as well as the associated protocols and stand¬ 
ards. The most profound change has been the adoption 
of Web Services to underpin the infrastructure that sup¬ 
ports the Grid. 

In June 2002 (Foster, Kesselman, Nick, and Tuecke 
2002), the Open Grid Services Architecture (OGSA), devel¬ 
oped by the Global Grid Forum’s (GGF’s) OGSA Working 
Group OGSA vl.O (Foster et al. 2004), emerged as a draft 
specification that aimed to define a common, stand¬ 
ard, and open architecture (Figure 1) for Grid-based 
applications. 

OGSA can be seen as the blueprint for the Grid's ar¬ 
chitecture. OGSA aims to standardize almost all the serv¬ 
ices that a Grid application may use by defining service 
interfaces and identifying the protocols for invoking these 
services. It defines a set of fundamental services—for 
example, job and resource management services, com¬ 
munications, and security. The interfaces, semantics, 
and interactions of these services are being standardized 
by the GGF working groups. OGSA specifies a service- 
oriented architecture (SOA) for the Grid as a set of dis¬ 
tributed computing patterns that are realized using Web 
Services. 

In March 2004, OGSA was declared the Open Grid 
Forum’s (OGF) flagship architecture. Instantiations of 
OGSA itself depend on emerging specifications and im¬ 
plementations. OGSA plays the coordinating role for 
the efforts of working groups within the OGF and the 
other organizations that are participating in developing 
standards for the Grid. It identifies the requirements for 
e-Business and e-Science applications in a Grid environ¬ 
ment, while the technical details are left to the various 
working groups. 

OGSA extends Web services by introducing a number 
of interfaces and conventions. Key to OGSA are its serv¬ 
ices, which are Web Services with improved characteris¬ 
tics due to: 
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• The dynamic and potentially transient nature of a Grid 
environment, where service instances may come and go 
as tasks are dispatched, as resources are configured and 
provisioned, or as the system’s state changes. Conse¬ 
quently, services need interfaces to manage their crea¬ 
tion, destruction, and life cycle management. 

• Coping with the dynamic and transient nature means 
that service state is needed, which comes in the form of 
attributes and associated data. For this purpose, Web 
services were extended to support state data associated 
with Grid-based services. 

• Providing clients with the ability to register their inter¬ 
est in services so that when there is a change in that 
service, clients are notified. 

The first instantiation of OGSA was the Open Grid Serv¬ 
ices Infrastructure specification version 1.0 (OGSI), re¬ 
leased in July 2003 (Tuecke et al. 2003). OGSI defined a 
set of principles and extensions on the use of the Web 
Services Definition Language (WSDL) and XML Schema 
to enable stateful Web Services. 

OGSI introduced the term Grid sendee, which was an 
enhanced Web service that implemented the GridService 
portType. This term is now deprecated (OGSA Glossary). 
In OGSI, a Grid service was created to manage each new 
piece of state and provided a standard set of mechanisms 
for managing the state of a service. Several problems 
were identified with OGSI, some were political and oth¬ 
ers technical (Tuecke et al. 2003; Czajkowski et al. 2004), 
these are described next: 

• It was thought that the OGSI specification was too large 
and contained too much for one specification. 

• OGSI did not work well with current Web Services tool¬ 
ing. OGSI was not a pure subset of Web services and 
required a modification to the standard WSDL, called 
the Grid-WSDL (or GWSDL). This meant that commer¬ 
cial and noncommercial WSDL tools would need to be 
extended to parse and process the WSDL for these Grid 
services. 

• OGSI was seen as too object-oriented, even though 
many other Web services systems have object-oriented 
implementations. OGSI used concepts from object- 
oriented programming, such as statefulness and the 
factory model, which was used to create Grid service in¬ 
stances, thus supporting transient, potentially short-lived 
services. 

The Motivation behind WSRF 

The original Grid systems, such as the Globus Toolkit 
versions 1 and 2, focused on the sharing of physical 
resources via procedural software frameworks. These 
systems, however, did not fit the emerging needs of the 
distributed computing community. It was argued that en¬ 
terprise information technology (IT) infrastructures and 
multi-organizational Grid systems are concerned with 
the creation, management, and application of dynamic 
ensembles of resources and services (Czajkowski et al. 
2004). It was believed that a service-oriented view of ar¬ 
chitecture was more fitting for the long-term viability of 


the software needed to bind together distributed Grid and 
IT infrastructures. The goal of Service-Oriented Architec¬ 
tures (SOA) is to lessen the problems of heterogeneity, 
interoperability, and ever-changing system requirements. 
A SOA provides a platform for building application and 
other services, which are loosely coupled, location-trans¬ 
parent, and protocol-independent. 

In software terms, a service is generally implemented 
as a coarse-grained, discoverable entity that exists as 
a single instance and interacts with applications and 
other services through a loosely coupled, message-based 
communication model. An important aspect of the Grid 
was the need to provide stateful resources. Historically, 
Grid systems provided their clients with access to some 
view of their internal state. Grid systems would typically 
allow a client to access stateful data, which may refer 
to CPU use, memory consumption, or job reservation 
information. 

With Web Services, an operation’s execution is avail¬ 
able at an end point address. A service is defined in terms 
of the operations it implements, and an operation is 
defined in terms of a message exchange, such as SOAP 
or WSDL. The lifecycle of a Web service is described in 
terms of its deployment and can be found via a discovery 
process. HTTP is stateless, so when Web services came 
along, they also remained stateless. The only way to in¬ 
troduce state (or security for that matter) was to insert, 
piggy-back style, a token or other identifier into the mes¬ 
sage envelopes. 

WSRF provides a set of operations that Web Services 
may implement to become stateful. A client can commu¬ 
nicate with a resource, allowing data to be stored and 
retrieved. Foster et al. (OGSI to WSRF. 2004) have pro¬ 
duced a technical document (Czajkowski et al. 2004) dis¬ 
cussing the differences between OGSI and WSRF. WSRF 
has a standard approach to extend Web Services. It is 
based on a set of different standard/recommended WS-* 
specifications: 

• WS-Resource 

• WS-ResourceProperties (WSRF-RP) 

• WS-ResourceLifetime (WSRF-RL) 

• WS-ServiceGroup (WSRF-SG) 

• WS-BaseFaults (WSRF-BF) 

• WS-Addressing 

• WS-Notification 

WSRF is itself extendable through other WS-* specifica¬ 
tions like WS-Policy, WS-Security, WS-Transaction, and 
WS-Coordination. 

WSRF Specifications 

WS-ResourceProperties (WS-RP) 

A WS-Resource has zero or more properties expressible 
in XML, representing a view on the WS-Resource’s state. 
Without WSRF, clients of a Web service can access and 
manipulate its state using an application-specific interface. 
The properties of a WS-Resource are modeled as XML ele¬ 
ments in the resource properties document. To allow the ge¬ 
neric use of resource properties, WSRF defines a number of 
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standard operations that a WS-Resource may support. The 
operation GetResourceProperty is mandatory, whereas all 
the other operations are optional. WS-ResourceProperties 
optionally uses WS-Notification to allow clients to request 
notification of changes made to the values of one or more 
resource properties. 

WS-ResourceLifetime (WS-RL) 

The WS-ResourceLifetime specification standardizes the 
means by which a WS-Resource can be monitored, 
manipulated, and destroyed. The specification does not 
detail the means by which a resource is created, but can 
specify that it should be immediately destroyed, its ter¬ 
mination time, or changes to the termination time. WS- 
ResourceLifetime does not mandate that the resource be 
destroyed immediately after the scheduled destruction 
time; however, the client must not assume that the re¬ 
source will be available after that time. 

WS-ServiceGroup (WS-SG) 

The WS-ServiceGroup specification defines a means of 
representing and managing heterogeneous, by-reference, 
collections of Web services. This specification can be used 
to organize collections of WS-Resources—for example, to 
aggregate and build services that can perform collective 
operations on a set of WS-Resources. The WS-Service- 
Group specification can express group membership rules, 
constraints, and classifications using the resource prop¬ 
erty model from WS-ResourceProperties. Groups can be 
defined as a collection of members that meet some con¬ 
straints as expressed through resource properties. 

A service group is a WS-Resource, and the members 
of the group are modeled as Entry properties in the re¬ 
source property document, together with various mem¬ 
bership constraints that a group can impose. In addition, 
the member entries (not the member services) are also 
WS-Resources (referenced from the Entry properties), 
which may use WS-ResourceLifetime methods for sched¬ 
uling the removal of a member service from the group (or 
removing it immediately). 

To add members to a group, WS-ServiceGroup defines 
a single operation called Add, which is used by specifying 
the member service reference and the initial termination 
time for the membership. WS-ServiceGroup also pro¬ 
vides an optional means to notify a service group about a 
modification using WS-Notification. 

WS-BaseFaults (WS-BF) 

WS-BaseFaults defines an XML Schema for base faults, 
which are defined in the XML Base Faults namespace, 
along with rules for how this base fault type is used and 
extended by Web services. 

WS-Addressing (WSA) 

WS-Addressing provides a mechanism to place the target, 
source, and other important address information directly 
within a Web Services message. In short, WS-Addressing 
decouples address information from any specific trans¬ 
port protocol. WS-Addressing provides a mechanism 
called an end-point reference for addressing entities 
managed by a service. The end-point reference provides a 


standard XML element that allows a structured approach 
to encoding fine-grained addressing. The combination 
of fine-grained addressing coupled with the transport- 
neutral encoding of the message source and destination 
means that Web Services’ messages can be sent across 
a range of transports and through intermediaries. WS- 
Addressing also lets a sender indicate where a response 
should go in a transport-independent manner. 

WS-Notification 

WS-Notification is a family of documents including three 
specifications: WS-BaseNotification, WS-BrokeredNotifi- 
cation, and WS-Topics. 

WS-BaseNotification defines the Web services interfaces 
for NotificationProducers and NotificationConsumers. The 
specification includes the standard message exchanges to 
be implemented by service providers that wish to act in 
these roles, along with operational requirements expected 
of them. 

WS-BrokeredNotification defines the Web services in¬ 
terface for the NotificationBroker, which is an intermedi¬ 
ary that, among other things, allows the publication of 
messages from entities that are not themselves service 
providers. The specification includes standard message 
exchanges to be implemented by NotificationBroker serv¬ 
ice providers along with operational requirements ex¬ 
pected of service providers and requestors that participate 
in brokered notifications. 

WS-Topics defines a mechanism to organize and cate¬ 
gorize items of interest for subscription known as “top¬ 
ics." These are used in conjunction with the notification 
mechanisms defined in WS-BaseNotification. WS-Topics 
defines three topic expression dialects that can be used 
as subscription expressions in subscribe request mes¬ 
sages and other parts of the WS-Notification system. It 
further specifies an XML model for describing metadata 
associated with topics. 

GRID INSTANTIATIONS 

Since the mid-1990s, a number of international groups 
have been developing software to address the concepts of 
a Grid environment. Today, there is an increasing number 
of instantiations of Grid software that conform to OGSA 
and implement the WSRF specifications. This section 
briefly describes some of the more popular systems in 
terms of their layout/architecture and the services that 
they use. 

The Globus Toolkit 4 (GT4) 

The Globus Toolkit is developed by the Globus Alliance. It 
includes a number of services, most of which are imple¬ 
mented on top of WSRF, although some are not. 

The Globus Toolkit 4 software components are shown 
(Figure 2.) These components are divided into five catego¬ 
ries: Security, Data Management, Execution Management, 
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Figure 2: The Globus Toolkit Version 4 (Foster 2005) 


Information Services, and the Common Run-time. Note 
that even though GT4 focuses on Web services, the toolkit 
also includes components that are based on earlier serv¬ 
ices. For example, the GridFTP component uses a non-WS 
protocol, which started as one used by the Globus toolkit, 
but later became a GGF specification. 

GT4 includes the following components (shown via a 
layered view in Figure 2): 

• The common run-time components provide a set of li¬ 
braries and tools, which are needed to build all Globus 
services. 

• The security components are based on the Grid Secu¬ 
rity Infrastructure (GSI), which allows secure authenti¬ 
cation and communication over an open network. 

• The data management components allow the manage¬ 
ment of large sets of data in a Globus-based virtual or¬ 
ganization. 

• The information services, more commonly known as 
the monitoring and discovery service (MDS), includes 
a set of components to discover and monitor resources 
in a virtual organization. 

• The execution management components deal with the 
initiation, monitoring, management, scheduling, and 
coordination of executable programs. 

UNICORE 

The Uniform Interface to Computing Resources project 
started in August 1997. The aim of the project was to 
seamlessly and securely join together a number of Ger¬ 
man supercomputing centers virtually without changing 
their existing procedures. The UNICORE consortium 
consisted of developers, centers, users, and vendors. 
The initial UNICORE system had a security architecture 
based on X.509 certificates, a graphical user interface 
(GUI) based on Java Applets and a Web browser, and a 
central job scheduler that used Codine from Genias (now 
Sun’s Grid Engine). 


UNICORE Plus started in January 2000, with two 
years of funding support. The goal of this project was 
to continue the development of UNICORE with the aim 
of producing a Grid infrastructure together with a Web 
portal. It also included hardening and maturing the sys¬ 
tem for production, the integration of new functions and 
more components, and the deployment of further par¬ 
ticipating sites. The Grid Interoperability Project (GRIP) 
was a two-year project started in 2001 funded by the 
European Union to realize the interoperability of Globus 
and UNICORE and to work toward standards for interop¬ 
erability in the Global Grid Forum. 

The UniGrids project, which started in July 2004 aims 
to develop a Grid services’ infrastructure based on the 
OGSA. This will transform UNICORE into a system with 
interfaces that are compliant with the WSRF and that can 
interoperate with other WSRF-compliant systems. The 
UNICORE architecture of 2003 is shown in Figure 3; it 
basically consists of a user tier and a server tier. 

User Tier 

The UNICORE Client provides a GUI to underlying serv¬ 
ices. The client communicates with the server by sending 
and receiving abstract job objects (AJOs) and file data 
via the UNICORE Protocol Layer (UPL), which uses the 
Secure Sockets Layer (SSL) protocol. The AJO contains 
platform- and site-independent descriptions of compu¬ 
tational and data-related tasks, resource information, 
and workflow specifications, along with user and secu¬ 
rity information. AJOs are sent to the UNICORE Gate¬ 
way in the form of serialized and signed Java objects, 
followed by an optional stream of bytes if file data is to 
be transferred. 

Server Tier 

The server tier contains the Gateway and the network 
job supervisor (NJS). The Gateway controls the access 
to a UNICORE Site (Usite) and acts as the secure entry 
point accepting and authenticating UPL requests. A Usite 
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Figure 3: The UNICORE Architecture circa 2003 (Courtesy of Fujitsu Laboratories of Europe) (FZJ = http://www.fz-juelich.de/; 
IDB = incarnationdatabase; NJS = networkjobsupervisor;SV1 = Fujitsu System;TSI = targetsystem interface; UUDB = UNICORE 
user database) 


identifies the participating organization to the Grid with a 
symbolic name that resolves into the URL of the Gateway. 
The Gateway forwards incoming requests to the underly¬ 
ing NJS of a virtual site (Vsite) for further processing. 
The NJS represents resources with a uniform mapping 
scheme. Each Gateway also contains a target system in¬ 
terface (TSI) that implements the interface to the under¬ 
lying computational resources. NJS is a stateless daemon 
running on the target system and interfacing with the lo¬ 
cal resource manager realized either by a batch system 
such as Condor or PBS or a Grid resource manager like 
the Globus Resource Allocation Manager (GRAM). 

gLite 

EGEE is a project funded by the European Sixth Frame¬ 
work Programme. It is building on emerging Grid tech¬ 
nologies and earlier projects, such as the European Union 
(EU) DataGrid. The project joins together more than 70 
institutions in 27 European countries and aims to con¬ 
struct a multi-science Grid infrastructure for Europe. In 
particular, the project will: 

• Provide a secure, reliable, and robust Grid infrastruc¬ 
ture. 

• Reengineer to a so called lightweight middleware so¬ 
lution, gLite, specifically intended to be used by many 
different scientific disciplines. 

• Attempt to attract, engage, and support users from sci¬ 
ence and industry, and provide them with technical 
support and training. 

The EGEE project was started by using the existing LHC 
(Large Hadron Collider) Computing Grid project as its 
springboard. LCG aimed to provide computing resources 


for the analysis of data coming from the LHC at CERN, 
Geneva. 

EGEE began work using the LCG-2 middleware, pro¬ 
vided by the LCG project, which was based on the mid¬ 
dleware from the EU DataGrid project. In parallel, it has 
produced the gLite middleware, reengineered using com¬ 
ponents from a number of sources to produce middle¬ 
ware that provides a full range of basic Grid services. In 
February 2006, gLite was at version 1.5, and consisted of 
some 220 packages arranged in thirty-four logical deploy¬ 
ment modules. The core gLite components are shown in 
Figure 4. 

Site services include a computing element (CE), which 
is a gateway to local computing resources, where there is 
a local resource management system (LRMS). Also, there 
are worker nodes (WN) and storage elements that are gate¬ 
ways to local storage, which can be disk- or tape-based. 
Finally, the site service includes a user interface (UI) that 
gives a user an access point to the Grid. 

There are a number of Grid/VO-wide services, these 
include: 

• Security services, including the Virtual Organization 
Membership Service (VOMS) and the MyProxy Server. 

• An information system, called R-GMA, which is a 
relational version of the Grid Monitoring Architec¬ 
ture system. R-GMA provides a distributed database 
that aggregates service information from multiple 
Grid sites. It is used by workload management sys¬ 
tem (WMS) to collect information on sites and their 
resources. 

• A job management system, which includes a WMS as 
well as a logging and bookkeeping service. WMS is 
used to find the best location for a job; it matches 
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Figure 4: gLite Components 


requirements with the available resources. WMS finds 
CEs from the R-GMA, and schedules jobs using a lazy 
scheduling algorithm. Logging and bookkeeping serv¬ 
ices help keep track of a job’s status and resource use. 

• The data management system includes various cata¬ 
logues (file, replicas, and metadata) and a file transfer 
and placement service. This system provides services 
and protocols to interact with storage elements. 


WSRF::Lite 

WSRF::Lite is a Perl implementation of the WSRF speci¬ 
fication developed at the University of Manchester. Like 
its predecessor, OGSI::Lite, it uses SOAP::Lite as its 
Web services tool kit. The architecture of WSRF::Lite is 
shown in Figure 5. Development of WSRF::Lite is being 
supported by the Managed Programme of the Open 
Middleware Infrastructure Institute (OMII) through the 



WSRF::Lite WS-Resources cabe hosted using the WSRF::Lite 
container or the Apache Tomcat Server. The state of the WS-Resource 
can be stored in system memory, in a file or a database. 


Figure 5: The WSRF::Lite Architecture 
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project Robust Application Hosting under WSRF::Lite 
(RAHWL). WSRF::Lite is released as open source under 
a dual license scheme (the Perl Artistic License and the 
OMII modified Berkeley Software Distribution (BSD) 
license). 

WSRF::Lite provides support for the following Web 
Services specifications: 

• WS-Addressing 

• WS-ResourceProperties 

• WS-ResourceLifetimes 

• WS-BaseFaults 

• WS-ServiceGroups 

• WS-Security 

Apache WSRF 

In November 2004, Hewlett-Packard (HP) contributed 
with Java implementations of early drafts of WSRF, WS- 
Notification (WSN), and WS-DistributedManagement 
(WSDM) to the Apache Software Foundation. At the 
same time, the Globus Alliance contributed the WSRF 
and WSN implementations that it had developed as the 
foundation for the next generation of the Globus Toolkit 
for building Grid middleware and applications. For 
WSRF and WSN, HP and Globus agreed to combine their 
implementations. To host the donated code and the ongo¬ 
ing development efforts, three new subprojects—Apollo, 
Hermes, and Muse—were formed within the Apache in¬ 
cubator, a staging area for new projects. The Apache Plat¬ 
form is shown in Figure 6: 

• Apollo implements the WSRF specifications. 

• Hermes extends Apollo to implement the WSN specifi¬ 
cations. 

• Muse extends both Apollo and Hermes to implement 
the WSDM MUWS (management using Web Services) 
specification. 
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Apache Muse 
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Figure 6: The Apache Platform (JMX 1.2 = Java Management 
Extensions (JMX); J2SE 5.0 = Java Platform, Standard Edition 
(Java SE) version 5) 


Due to trademark concerns, Apollo was renamed WSRF, 
and Hermes Pubscribe. On June 3, 2005, all Apache 
WSRF, Pubscribe, and Muse projects officially left 
incubation. 

Apache WSRF had a number of design goals: 

1. No assumptions are made about the nature of the en¬ 
tity, or entities, being exposed as a WS-Resource. For 
example, a WS-Resource could be anything from a 
Java Bean, to a scheduler that is accessed via some 
proprietary application programming interface (API). 
The Apache platform provides the hooks for connect¬ 
ing the WS-Resource’s operations and properties to 
the actual entity being exposed as a WS-Resource. 

2. Writing and deploying WSRF services should be rela¬ 
tively effortless. For this purpose, the Apache platform 
provides implementations of all specification-defined 
operations and a code generator that, given a WSDL 
document, generates all of the Java classes and con¬ 
figuration files necessary to expose (via the platform) 
all services found in the WSDL. 

3. Services built with Apache WSRF are deployable on 
any Java-based SOAP platform. Although Apache Axis 
is bundled with the WSRF distribution, it is not a 
requirement. 

Apache WSRF consists of three parts: 

1. A resource invocation framework 

2. APIs for the specifications that WSRF consists of (see 
the section on WSRF Specifications) 

3. Implementations of the operations defined by the 
WS-ResourceProperties and WS-ResourceLifetime 
specifications. 

Note: The APIs and operation implementations of the WS- 
ServiceGroup specification are not currently provided. 

WSRF.NET 

WSRF.NET (WSRF.NET; Humphrey et al. 2004) is a 
toolkit that is implemented on top of the Microsoft .NET 
framework for developing and deploying WSRF-compliant 
Web services. WSRF.NET's development was motivated 
by the need to provide a familiar .NET abstraction for 
the Grid, to seamlessly interact with the Linux/UNIX 
platforms supported by the Globus Toolkit, and finally an 
implementation of WSRF on the .NET platform in order 
to undertake a full study of its capabilities. In WSRF. 
NET, the authors of a service annotate their Web Serv¬ 
ices code with metadata via .NET attributes. WSRF.NET 
tools process this information to convert the original Web 
service into a WSRF-compliant service. The WSRF.NET 
System Architecture is shown in Figure 7. 

WSRF.NET services are actually ASPNET-based Web 
services, which are the "normal” Web Services exposed 
via Internet Information Services (IIS) on a Microsoft 
Windows system. 
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Figure 7: WSRF.NET System Architecture 


The WSRF.NET tools generate a “wrapper" Web serv¬ 
ice from that written by the author of a service. This 
service is then executed as part of an ASRNET worker 
process, which hosts the service. The IIS dispatches 
HTTP requests to the service, which internally invokes 
either a method on a port type provided by the serv¬ 
ice’s author or a port type defined by WSRF. Before the 
method is invoked, the wrapper service uses the value of 
the EndpointReference in the header of the invocation 
SOAP message to interact with a particular WS-Resource 
and retrieve state values. These values are then made 
available to the invoked method and on completion; any 
changes to these values are saved. Finally, the method 
result will be serialized and returned to the client by ASP 
NET/IIS. A number of WSRF.NET services have been de¬ 
veloped and deployed at the University of Virginia; these 
include job execution, a file system, node information, 
and a scheduler. 


CROWN 

The China Research and Development Environment 
Over a Wide-Area Network is a Web services-based 
toolkit that allows the deployment of services on remote 
resources where there are CROWN services. CROWN 
2.0 is developed by a research group at Beijing Univer¬ 
sity and was released in September 2005. CROWN is a 


service-oriented Grid middleware suite and a testbed 
for China e-Science users. The CROWN architecture is 
shown in Figure 8. CROWN consists of the following 
components: 

• Node Server is an extension of a Globus Toolkit 3.9.5 
service container, which provides host/remote service 
deployment as well as dynamic resource information 
collection and reporting. 

• Service Remote Deployment is used for remote service 
management, quick deployment, and load-balancing 
purposes. 

• Resource Locating and Descripting Service (RLDS) is 
a distributed Grid information service architecture. It 
is used for collecting of information about resources 
(hosts) and services. 

• S-Club is an overlay based RLDS management mecha¬ 
nism. It uses shortcuts to link all the RLDS services into 
an overlay network. Each club serves for a certain type 
of service, while each Grid Information System (GIS) 
may join one or more clubs. 

• CROWN Designer is an Eclipse Plug-in for service 
development. It supports WSRF/WS-I Service develop¬ 
ment and deployment. Note that Java Development Tools 
(JDT) and the Plug-in Development Environment (PDE) 
are part of the Eclipse development environment. 
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Figure 8: The Crown Architecture (Courtesy of the CROWN Project) (WfS = Work Flow System) 


• CROWN Workflow is a BPEL4WS-based (WSBPEL) 
modeling tool and execution engine, which includes a 
graphical tool that supports process monitoring and 
control. 

• CROWN Portal is a Java Server Pages (JSP)-based Web 
Interface, which provides application integration and 
user job submission. 

OMII 

The Open Middleware Infrastructure Institute (OMII) 
was established in January 2004, initially for three 
years with £6.5 million budget. Its purpose is to take on 


existing e-science Grid middleware and produce high- 
quality, reusable software. The OMII software architec¬ 
ture, shown in Figure 9, currently consists of client and 
server software, plus a number of integrated services 
and sample applications. 

The OMII_2 Server Stack 

The OMII_2 Server Stack consists of a Web services con¬ 
tainer based on Apache Tomcat and Axis, with specialized 
extensions to this container that provide secure message 
handling between clients and services. The services that 
are integrated with the server include: 



Tomcat and Axis 


Figure 9: The OMII Architecture (WS = Web 
Services) 
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• Accounts: Which provides account creation and man¬ 
agement, and sets up the access permissions for each 
individual client. 

• Resource Allocation: This allows clients to request and 
be allocated computational and data resources. 

• Job: This allows a client to submit a job to the server 
and manages the job requirements. 

• Data: The Data Service allows remote users to upload 
and download data files to the service provider. 

The OMII Grid middleware also includes software from 

the managed program: 

• GridSAM is an open-source Web Service for submitting 
and monitoring jobs managed by a variety of distrib¬ 
uted resource managers (DRMs). The core function of 
GridSAM is to translate the submission instructions 
specified in a Job Submission Description Language 
(JSDL) document to a set of resource specific actions to 
stage, launch, and monitor a job. 

• Grimoires is a registry that hosts the description of 
services and workflows, which a scientist can use to 
form complex scientific experiments. The Grimoires 
registry is an implementation and extension of the 
business logic of UDDI, the de facto standard for pub¬ 
lishing and discovering Web Services. The extensions 
include: 

• The registration of executable activities, such as work- 
flows, are included in the registry along with service 
registrations, 

• Third-party attachment of executable activities’ 
metadata is supported, which allows publishers and 
third-party users to publish information about serv¬ 
ices, such as semantic descriptions, functionality, and 
service reliability. 


OMII_2 Client Overview 

The OMII_2 Client includes interfaces to OMII_2 inte¬ 
grated services—the means to set up accounts with service 
providers; and the ability to request resources from re¬ 
mote service providers and accept offered services, 
specify and submit jobs, and upload data to the remote 
service provider—as well as interfaces to OMII sample 
applications. 


PyGridWare 

PyGridWare is an implementation of the WSRF and Web 
Service Notification (WSN) family of specifications. It is 
compatible with the Java WS Core of GT4. PyGridWare 
provides APIs and tools for building WS-Resources, its 
Python bindings can be generated from WSDL, and it 
incorporates transport layer and message-based security. 
The architecture of PyGridWare is shown in Figure 10. 
PyGridWare is based on standard Python software, ZSI 
(Salz 2007) for SOAP handling, 4Suite and PyXML for 
XML, and Twisted for the hosting environment and event 
handling. 

PyGridWare provides a relatively lightweight stand¬ 
alone container that allows automatic service start-up 
on the container’s start-up—this is in comparison with 
the Apache Tomcat container, which can be considered 
relatively heavyweight. There is a basic API for resource 
persistence and the recovery notification infrastructure. 
There is a subscription manager/notification producer, 
as well as a lightweight notification consumer. PyGrid¬ 
Ware has a security infrastructure that provides plug¬ 
gable handlers for WS-Security and secure conversation 
services. PyGridWare also has support for wrapping 
legacy codes and command line applications as Grid 
Services. 



Figure 10: The PyGridWare Architecture 





















58 


Grid Computing Fundamentals 


Summary of Grid Instantiation 
Services and Features 

Table 1 summarizes the key features and components of 
all the system instantiations outlined in this section. It 
should be noted that, apart from gLite and OMII, all the 
systems follow OGSA and WSRF. Even though this is 
the case, there is currently no guarantee that these sys¬ 
tems may be interoperable, as the underlying WS specifi¬ 
cations have not yet been standardized and are still under 
development. 

SUMMARY 

This chapter first defined what can be considered a Grid 
system; namely, enabling-coordinated resource shar¬ 
ing and problem solving in dynamic, multi-institutional 
virtual organizations. The chapter then briefly gave a re¬ 
cap of the evolution of the Grid, from its origins in the 
mid-1990s until today. Here the forerunners of the cur¬ 
rent Grid instantiations were outlined. This was followed 
by a description of how the various communities work¬ 
ing in the field of distributed systems, both commercial 
and academic, started to converge on a service-oriented 
architecture with the emergence of Web services-based 
technologies. 

The chapter then detailed the appearance of the Open 
Grid Services Architecture (OGSA), and the initial instan¬ 
tiation of this architecture, known as the Open Grid Serv¬ 
ice Infrastructure (OGSI), and noted how this failed for a 
number of technical and political reasons. This was then 
followed by a discussion of the Web Services Resource 
Framework (WSRF), and the various emerging Web Serv¬ 
ices specifications then followed. The key services offered 
by a WSRF instantiation were then briefly discussed, 
including security, informational, data management, 
scheduling, and administrative services. The chapter then 
outlined the architecture of various current instantiations 
of Grid middleware, primarily those based on WSRF, but 
also some just based on Web services. This section in¬ 
cluded a table that summarized the key features of the 
aforementioned Grid instantiations. 


CONCLUSION 

The Grid concepts and infrastructure has evolved from 
its early days of fulfilling the requirements of integrating 
high-performance computing centers in the United States 
through to today’s vision of providing an Internet-wide 
virtual environment in which dynamic services represent 
underlying resources, which can be used by a wide range 
of applications. 

The Grid provides a dynamic wide area environment 
that supports distributed applications. This is not new, 
as there have been a number of previous systems that 
have attempted to provide similar environments, the 
most notable ones being the OSF’s Distributed Comput¬ 
ing Environment (DCE) and CORBA from the Object 
Management Group (OMG). Both of these systems are 
still being used, but neither has been widely taken up 
and adopted by academia, industry, and business. The 


reasons for this are outside the scope of this chapter, 
but can be assumed to be both technical and political. 
The important fact is that experiences from using these 
and other Internet-based distributed environments have 
fed into the Grid architecture and the instantiations 
that use WSRF. For example, the competing specifica¬ 
tions for Web services-based events—WS-Eventing 
(Box et al. 2004) and WS-Notification (Graham and 
Murray; Chappell and Liu) both have features from earlier 
systems, such as CORBA’s notification service (CORBA 
Notification). 

Not only has the convergence of the architecture and 
standards used driven the emergence of the Grid concepts, 
in addition the speed and cost of the underlying hard¬ 
ware infrastructure has enabled its realization between 
resources that are not just hosted by high-performance 
computing centers, but also between smaller entities and 
business. This latter aspect has effectively lowered the 
barrier for entry into the Grid community, which has 
meant that not only has a wider user base become able to 
use these technologies, but also the number and type of 
resources that have become part of the hardware fabric 
has become increasingly diverse, ranging from traditional 
ones to sensor networks and other mobile devices. 

Even though some may try to sell the Grid as a pana¬ 
cea for all applications, it is becoming clear that a vari¬ 
ety of loosely coupled distributed applications are the 
most suitable for today’s systems. These applications 
include: 

• Parameter Sweeps (Condor; Nimrod; NetSolve) are ap¬ 
plications that consist of large sets of independent tasks 
and arise in many fields of science and engineering. 
Due to their flexible task synchronization requirements, 
these applications are suited to large-scale distributed 
platforms, such as the Grid. 

• Relational databases are important components 
associated with many distributed applications. Middle¬ 
ware offerings, such as OGSA-DAI, that can be used to 
assist with access and integration of data from sepa¬ 
rate sources via the Grid are increasingly important. 
Equally, software such as OGSA-DQP that should ena¬ 
ble effective and efficient query processing across these 
distributed databases is being adopted too. 

• Another area that has received attention is coupled 
simulations; these are large-scale applications that 
are executed on distinct resources, such as a cluster, 
and the output of one application becomes the input 
of another. Research areas, such as meteorology and 
oceanography (Joint Centre for Hydro-Meteorological 
Research) are developing these types of Grid 
application. 

• Sharing potentially expensive resources is another pop¬ 
ular area in which Grid technologies are being applied. 
The resources may be computational ones, or those 
used for data storage. Alternatively, the resource may be 
something akin to the equipment hosted by the Network 
for Earthquake Engineering Simulation (NEESGrid) 
project (large shake tables, centrifuges, and tsunami 
wave tanks), which is a U.S. national collaboratory for 
earthquake engineers. 
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• A Grid workflow is an automation of a process in which 
documents, information, or data pass from one service to 
another for processing, according to a set of procedural 
rules. A workflow can be composed of other workflow 
elements and used for building higher-level composite 
services. There are now many Grid-based workflow sys¬ 
tems being used in business and academia (Yu, J., and 
R. Buyya 2005). 

• Distributed data analysis is another area, similar in 
concept to parameter sweeps, but one in which the data 
are distributed and analyzed at remote end points. The 
classic example of this is the Grid infrastructure being 
set up for the Large Hadron Collider (LHC) Computing 
Project (LCG)at CERN. 

It is clear that the drive for reliable middleware for 
wide-area distributed computing is now being met by 
instantiations of WSRF, based on standard Web Serv¬ 
ices technologies along with a suite of specifications that 
standardize a number of underlying core services and 
their attributes. Grid middleware based on a service- 
oriented architecture is now being increasingly taken up 
in science, engineering, business, and industry, and being 
used to provide an infrastructure to support a wide-range 
of diverse distributed applications. 

GLOSSARY 

CROWN (China Research and Development environ¬ 
ment Over Wide-Area Network) Grid: Middleware 
being produced by a number of institutions in China. 
EGEE: Enabling Grids for E-sciencE. 
gLite: Middleware being produced by the EGEE project. 
GSI: Grid Security Infrastructure. 

JSDL: Job Submission Description Language. 

MDS (Monitoring & Discovery System): A component 
provided in the Globus Toolkit that provides informa¬ 
tion about the available resources and their status. 
OASIS: Organization for the Advancement of Struc¬ 
tured Information Standards. 

OGF (Open Grid Forum; formerly known as the Glo¬ 
bal Grid Forum [GGF]): A body that is attempting 
to standardize and document the processes and proto¬ 
cols that are, or will be, required to construct Grids. 
OGSA (Open Grid Services Architecture): describes 
an abstract architecture for a service-oriented grid en¬ 
vironment. 

OGSA-DAI (Open Grid Services Architecture—Data 
Access and Integration): Grid services that allows 
data access to resources such as databases and files 
using Web Services. 

OMII: Open Middleware Infrastructure Institute. 

SOA: Service-oriented architecture. 

SOAP: Simple object access protocol. Provides a stand¬ 
ard, extensible, composable framework for packaging 
and exchanging XML messages between a service pro¬ 
vider and a service requester. 

UDDI (Universal Description, Discovery, and 
Integration): A platform-independent XML-based 
registry for publishing information about service pro¬ 
vider and their services. 


UNICORE (Uniform Interface to Computing 
Resources): A Grid middleware. 

Virtual Organization (VO): Consists a set of individuals 
and/or institutions having direct access to computers, 
software, data, and other resources for collaborative 
problem solving or other purposes. 

WSDL (Web Services Description Language): An 
XML-based language for describing Web Services. 

Web Services Resource Framework (WSRF): A set 
specifications dealing with the association of Web 
Services with stateful resources. 

CROSS REFERENCES 

See Cluster Computing Fundamentals; Grid Computing 

Implementation; Next Generation Cluster Networks; Util¬ 
ity Computing on Global Grids. 
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INTRODUCTION 

This chapter addresses Grid computing implementation 
that was introduced in Chapter 139. Grid computing al¬ 
lows people to use geographically distributed, networked 
computers and resources collectively to achieve high- 
performance computing and resource sharing. The imple¬ 
mentation of grids has been evolving since the mid-1990s. 
Early Grid computing work in the early to mid-1990s fo¬ 
cused on customized solutions—that is, projects devel¬ 
oped in-house software to achieve the interconnections 
and Grid computing faculties. The early experiences 
provided the impetus for later standardized work. One 
of the most important technical aspects of Grid comput¬ 
ing is the use of standard Internet protocols and open 
standards. The use of standardized technologies is criti¬ 
cal to the wide adoption of Grid computing. It has now 
been recognized that XML and Web services provide a 
very flexible standard way of implementing Grid comput¬ 
ing components. We will begin by briefly outlining Web 
services, XML, and Web Services Description Language 
(WSDL). With that basis, we can then describe the com¬ 
ponents of a Grid computing infrastructure. 

GRID COMPUTING INFRASTRUCTURE 
Web Services 

Web services are software components designed to pro¬ 
vide specific operations (“services”) that are accessible 
using standard Internet technology. They are usually ad¬ 
dressed by a uniform resource locator (URL). A URL is a 
string of characters that is used to identify a resource on 
the World Wide Web. URLs conform to a defined syntax 
and include the protocol used to access the resource. For 
example www.cs.uncc.edu is the URL of the main com¬ 
puter science page at UNC-C, to be accessed by hyper¬ 
text transfer protocol (HTTP). Web services are designed 
to be accessed over a network by other programs. The 
Web service itself may be located anywhere that can be 
reached on the Internet. A Web service can be used as a 
front end to an application to allow the application to be 
accessed remotely through the Web service. 
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Web services build on previous distributed computing 
concepts. An early form of distributed computing was 
the remote procedure call (RPC) introduced in the 1980s. 
This model allows a local program to execute a procedure 
on a remote computer and then get back results from that 
procedure. Later forms of distributed computing intro¬ 
duced distributed objects, for example CORBA (Common 
Object Request Broker Architecture) and Java RMI (re¬ 
mote method invocation). A fundamental requirement of 
all forms of RPCs is the need for the calling programs 
to know details of accessing the remote procedure. Pro¬ 
cedures have input and output parameters with specific 
meanings and types. The specific calling details need to 
be known by the calling program. These details can be 
described using an interface description language (IDL). 
Web services use an XML-based IDL, which provides a 
very flexible and elegant solution, as we shall see. 

RPCs introduced an important concept, that of a client- 
server model with a service registry, which is retained 
for Web services. In a client/server model, the client ac¬ 
cesses the server for a particular operation. The server 
responds accordingly. For this to happen, the client needs 
to identify the location of the required service and know 
how to communicate with the service to get it to provide 
the actions required. You can achieve these two things 
by using a service registry, which is usually a third party, 
in a structure now known as a service-oriented architec¬ 
ture (SOA), as shown in Figure 1. The sequence of events 
then is as follows: First, the server (service provider) 
"publishes” its service(s) in a service registry. Second, the 
client (service requestor) can ask the service registry to 
locate the service. Third, the client (service requestor) 
binds with the service provider to invoke the service. An 
interface description language (IDL) can be used to de¬ 
scribe the service interface. 

Key aspects of using Web services in a client-registry- 
service model is the use of XML and Internet protocols to 
make the arrangement completely platform-independent 
and nonproprietary. Let us first consider XML and then 
the XML language used to describe the Web service 
functionality, called WSDL. Then we will discuss the 
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Figure 1: Service-oriented architecture 


packaging communication protocols used to transmit the 
XML documents, known as SOAP. 

XML (Extensible Mark-up Language) 

Mark-up languages provide a way of describing infor¬ 
mation in a document such that the information can 
be recognized and extracted. The Standard Generalized 
Mark-Up Language (SGML) is a specification for a mark¬ 
up language ratified in 1986. A key aspect of SGML is 
using pairs of named tags that surround information (the 
body), a begin tag <tag_name> and a matching end tag 
</tag_name>, where tag_name is the name of the tag. 
Tags can be nested. 

Hypertext Markup Language (HTML) is a subsequent 
mark-up language using a similar approach but specifically 
designed for Web pages. “Hypertext” refers to the text’s 
ability to link to other documents. “Markup” refers to pro¬ 
viding information that tells the browser how to display 
the page and other things. The meanings of tags in HTML 
are predefined—for example, <B> to start bold text and 
</B> to end bold text. Certain tags in HTML do not 
necessarily require end tags, such as <P> alone, which 
indicates the start of a new paragraph. Many tags can 
have attributes that specify something about the informa¬ 
tion between tag pair. For example, <FONT FACE=Times 
COLOR=red> specifies that the text in the body will be red 
and in Times font. The concept of attributes is very im¬ 
portant and is used extensively in XML. 

XML is very important standard mark-up language; it 
is a “simplified” SGML, ratified in 1998. XML was de¬ 
veloped to represent textual information in a structured 
manner that could be read and interpreted by a computer. 
XML is a foundation for Web services, and Web services 
now form the basis of Grid computing. Two key aspects 
of XML are: 

• Names of tags and attributes are not predefined as they 
are in HTML. Tags can be defined broadly at will but 
must be defined somewhere and associated with the 
document that is using the named tags. 

• Tags are always used in pairs delineating information 
to make it easy to process. (There is an exception to this 


rule when the body between the tags is empty, in which 
case the opening and closing tags may be combined 
into a single tag of the form <tagName/>.) 

Tag names and meanings can be created to suit the ap¬ 
plication and become a specific XML language. As such, 
an infinite number of XML languages could be invented, 
and many have already been. 

Namespace Mechanism 

If XML documents are combined, there is the problem of 
ambiguity if different documents use the same tag names 
for different purposes. The namespace mechanism pro¬ 
vides a way of distinguishing tags with the same name, and 
is used widely within XML documents. With the name- 
space mechanism, tag names are given an additional 
namespace identifier to qualify it. The fully qualified name 
is given by namespace identifier plus the name used in the 
document. The namespace identifier used is a uniform 
resource identifier (URI). A URI is a string of characters 
used to identify a resource. An extension of URIs to cover 
international language symbols is called an international 
resource identifier (IRI). Typically, a namespace uses a 
URL. (URLs are a subset of URIs and include the protocol 
used to access the resource.) Even though the namespace 
may be a URL, the URL is only used as a means of dis¬ 
tinguishing tag names and solve any ambiguity. The URL 
does not need to exist. However, typically one would place 
a read-me document at the location if a URL is used. This 
practice has been formalized into providing a Resource 
Directory Description Language (RDDL) document. 

Rather than simply concatenate the namespace identi¬ 
fier with the local name throughout the document, the 
names in the document are given a prefix separated from 
the name with a colon. The association of namespace 
identifier and prefix is done using the xmls attribute in 
the root element, in which the qualifying name is the at¬ 
tribute’s value. There can be more than one namespace 
attribute, each associated with a different prefix, and there 
will also be a default namespace defined for names with¬ 
out a prefix. 
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Schemas 

So far, we have not said which tags are legal in a docu¬ 
ment and how the tags are associated with a particular 
meaning and use. One way to define which tags are legal 
in a particular XML document is to describe them within 
the document in the document type definitions (DTD). 
However, this approach has serious limitations in terms 
of system integration and flexibility and is not currently 
used for Web services. In fact, they are not allowed in 
SOAP messages (the messaging protocol used for XML 
documents; see below). An alternative and much more 
powerful approach is to define legal tags in another 
XML document, called a “schema,” and associate that sche¬ 
ma document with the content XML document, either 
explicitly or by common agreement between the parties. 
XML schemas, also expressed in XML, provide a flexible 
way of handling legal element names and have the nota¬ 
tion of data types. This approach also leads to different 
XML languages, each with its own schema. Once a schema 
exists for a particular XML language, it can be associated 
with XML documents, or instances of possible documents 
using the schema. 

Since a schema is also an XML language, there should 
also be a schema for schemas. The schema for the 
XML schema is predefined and specified in the XSD (XML 
schema definition) language. More details on XML sche¬ 
mas can be found at the W3C website (W3C Architecture 
Domain XML Schema, n.d.). 

SOAP 

SOAP is a communication protocol for passing XML doc¬ 
uments, standardized by the W3C organization (World 
Wide Web Consortium). Originally, SOAP stood for sim¬ 
ple object access protocol. However, the spelled-out ver¬ 
sion has since been dropped because this name was not 
accurate; specifically the protocol does not involve object 
access. The draft W3C specification (Gudgin et al. 2003) 
describes SOAP as follows: 

SOAP Version 1.2 (SOAP) is a lightweight proto¬ 
col intended for exchanging structured informa¬ 
tion in a decentralized, distributed environment. 

It uses XML technologies to define an extensible 
messaging framework providing a message con¬ 
struct that can be exchanged over a variety of 
underlying protocols. The framework has been 
designed to be independent of any particular 
programming model and other implementation 
specific semantics. 

SOAP provides mechanisms for defining the communi¬ 
cation unit (a SOAP message), the data representation, 
error handling, and other features. SOAP messages are 
transported using standard Internet protocols, most 
likely HTTP. 

Web Service Definition Language 

In the Web services approach, there needs to be a way of 
generally and formally describing a service, what it does, 
how it is accessed, etc. in an IDL. The World Wide Web 
Consortium (W3C) has published an XML standard for 


describing Web services called Web Service Description 
Language (WSDL). WSDL version 1.1 was introduced in 
2001. WSDL version 2 was introduced in 2004 and made 
a number of clarifying changes. 

A WSDL document describes three fundamental 
properties of a service: 

• What it is—operations (methods) it provides 

• How it is accessed—data format, protocols 

• Where it is located—protocol specific network address 

The abstract definition of the operations is contained 
in the element called interface (called a portType in 
WSDL version 1.1). This element contains elements 
called operation that specify the types of message sent 
and received (input and output elements). These opera¬ 
tion elements loosely correspond to a method prototype. 
The messages are further defined in terms of data types 
being passed in the type element. The binding element 
describes how to access the service—that is, how the ele¬ 
ments in abstract interfaces are converted in actual data 
representations and protocols (e.g. SOAP over HTTP). In 
WSDL version 2, the service element described where 
to find the service. The service element contains the 
endpoint element, which provides the name of the end 
point and physical address (URL). (The service element 
was defined differently in WSDL version 1.1. The port 
elements describe the location of a service and the serv¬ 
ice element defined a named collection of ports.) More 
information on WSDL version 2 is given by Booth and 
Liu (2005). 

Putting It Together 

The basic parts of a service-oriented architecture are 
the service provider (server), service requestor (client), and 
service registry. Web services can use a UDDI (Universal 
Description, Discovery and Integration) registry, which it¬ 
self is a Web service. UDDI is a discovery mechanism for 
Web services and provides a specification for modeling 
information targeted primarily toward business applica¬ 
tions of Web services. For Grid computing applications, 
other ways of forming service information for discovery 
are available including using WS-Inspection Language 
(WSIL) (IBM 2001). After a registry is populated with 
Web service entries, the client can access the registry to 
find out whether the desired Web service exists in the reg¬ 
istry and if so where it is located. The registry responds 
with the identification of the server capable of satisfying 
the needs of the client. Then, the client can access the 
server for the Web service interface. The server responds 
with a WSDL document describing the service and how to 
access it. The client can then send the Web service a 
request for an operation. The result of the operation is 
returned in a message from the Web service. All messages 
in this architecture are SOAP messages. It would be fea¬ 
sible for the registry to return the WDSL interface docu¬ 
ment and then with this in hand, the client could make 
a request immediately to the Web service without asking 
for its WSDL interface document. 

Note that the registry itself has to be known both to 
the client and the service provider. Of course, a registry is 
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unnecessary if the client knows about the Web service al¬ 
ready and the location of the Web service never changes. 
However, in a dynamic and distributed Grid computing 
environment, a registry or information service is neces¬ 
sary. Now let us look at how to implement a Web service 
and client. Web services are generally "hosted" in a Web 
service container—that is, a software environment that 
provides the communication mechanisms to and from 
the Web services. Web services are deployed within such 
an environment. There are several possible environments 
that are designed for Web services, notably, Apache Axis 
(Apache extensible Interaction System), IBM Websphere, 
and Microsoft .NET. The J2EE (Java 2 Enterprise Edi¬ 
tion) server container is also a candidate for hosting Web 
services especially in enterprise (business) applications. 
Apache Axis requires an application server. It can be in¬ 
stalled on top of a servlet engine such as Apache Jakarta 
Tomcat. However, it could be installed on top of a fully 
fledged J2EE server. 

For the implementation, it is convenient to connect the 
service code to the client through two Java classes that 
act as intermediaries, one at the client end called a "client 
stub” (also called a “client proxy") and one at the serv¬ 
ice end called a “server stub" (also called a “skeleton"). 
These stubs provide a structured way to handle the mes¬ 
saging and different client and server implementations. 
Interaction is between the client and its stub, between the 
client stub and the server stub, and between the server 
and its server stub. The interaction between the stubs is 
across the network using SOAP messages. The client stub 
is responsible for taking a request from the client and 
converting the request into a form suitable for transmis¬ 
sion, which is called “marshaling.” The client stub is also 
responsible for receiving responses on the network and 
converting to a suitable form for the client. The server 
stub is responsible for receiving a SOAP request from the 
client stub and converting it into a suitable form for the 
service, called “unmarshaling.” The server stub also con¬ 
verts the response from the service into a SOAP message 


for the client stub. The resulting Web service environ¬ 
ment is shown in Figure 2. 

Web services deployment descriptor (WSDD) is an 
XML language used to specify how to deploy a Web serv¬ 
ice. More details of Web services and their deployment 
can be found in Graham et al. (2005). 

Grid Computing Standards 

Early Grid Computing Standards 

Although Web services are very attractive as a basis for 
creating a grid infrastructure, Grid computing requires 
some way of representing state—that is, values that per¬ 
sist from one invocation of the service to the next. Pure 
Web services do not have state. Another feature needed in 
Grid computing is the ability to make a service transient— 
that is, to be able to create and destroy a service. Typically, 
transient services are created by specific clients and do 
not outlive their clients. Web services are usually thought 
of as nontransient and do not have the concept of serv¬ 
ice creation and destruction. Hence, some changes are 
needed to the Web services approach if it is to be adapted 
to Grid computing. 

The Global Grid Forum (GGF), in developing stand¬ 
ards for Grid computing, focused on using Web serv¬ 
ices and originally developed two interrelated standards 
called Open Grid Services Architecture (OGSA) and Open 
Grid Services Infrastructure (OGSI). The term Grid sendee 
was introduced as the extended Web service that conforms 
to the OGSI standard. OGSA defines standard mecha¬ 
nisms for creating, naming, and discovering Grid services 
and deals with architectural issues to make interoperable 
grid services. OGSA is described in the seminal paper 
“The Physiology of the Grid: An Open Grid Services Ar¬ 
chitecture for Distributed Systems Integration” by Foster, 
Kesselman, Nick, and Tuecke (2002). OGSI specifies the 
way that clients interact with grid services (that is, service 
invocation, management of data, security mechanism, 
etc.). These standards appeared in the early 2000s and 
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were implemented in the Globus Toolkit version 3 in 
2003. In OGSI, the Web service model was extended to 
enable state to be implemented. An extension of WSDL 
was invented called Grid Web Service Description Lan¬ 
guage (GWSDL) to support the extra features in Grid 
services not present in Web services. However, OGSI had 
a very short life. The Grid community at large did not 
embrace OGSI, which was seen by many as too complex. 
The push was made to align OGSA more closely with Web 
services so that existing Web service tools could be used. 
This led to the Web Services Resource Framework, which 
is discussed below. 

Web Services Resource Framework 

Web Services Resource Framework (WSRF) presents 
a way of representing state while still using the basic 
WSDL for both Web services applications in general and 
Grid computing in particular. Instead of modifying the 
WSDL to handle state, the state is embodied in a separate 
resource. Then, the Web service acts as a front end to 
that resource as illustrated in Figure 3. The resource still 
needs to be described in the WSDL hie, which is achieved 
in a resources properties section of the WSDL hie. The 
combination of a Web service and resource in this frame¬ 
work is called a WS-Resource. The resource in this de¬ 
scription can mean anything that has state and requires 
access, such as a database, or variables of a Web service 
that need to be retained between accesses. 

The WSRF specihcation calls for a set of six Web serv¬ 
ices specihcations: 

• WS-ResourceProperties 

• WS-ResourceLifetime 

• WS-Notihcation 

• WS-RenewableReferences 

• WS-ServiceGroup 

• WS-BaseFaults 

WS-ResourceProperties describes how resources are 
dehned and accessed. Other aspects of WSRF deal with 
using multiple resources, resource lifetime, and how to 
obtain notihcation of changes (WS-Notihcation). 

Web services are traditionally addressed simply by 
a URL, but this does not provide much functionality. 
A specihcation called WS-Addressing has been introduced 
to provide more than just the URL, and it is particularly 


relevant to WSRF, as it provides a way of specifying re¬ 
sources as well as the Web service. WS-Addressing intro¬ 
duced a construct called an end-point reference (EPR). 
An end point is the destination where the service can be 
accessed. An end-point reference is a structure that pro¬ 
vides the end point address as a URI (more recently as an 
IRI). The structure also provides other, optional informa¬ 
tion, consisting of reference parameters and metadata. 
The metadata include information about the behavior, 
capabilities, and policies of the end point. 

According to the W3C document “Web Service Address¬ 
ing 1.0 Core" (Gudgin and Hadley 2005), the reference 
parameters are "namespace qualihed element informa¬ 
tion items that are required to properly interact with 
the endpoint." For WSRF, the reference parameter fea¬ 
ture is used to convey the identity of the resource. (WS- 
Addressing originally included a parameter named “refer¬ 
ence properties” that was used.) The end-point reference 
is then called "WS-Resource-qualified" (Czajkowski et al. 
2004). The resource identity can simply be an assigned 
number or a character string. It is called a “key” by 
Ananthakrishnan et al. (2005). The end-point reference 
typically would be returned when the WS-Resource 
is created and can be used to identify it for access and 
destruction. 

Software Components for Grid Computing 

The Globus project (Foster 2005; The Globus Toolkit 
2006) provides reference implementations for Grid com¬ 
puting standards and is a de facto standard itself. The 
approach taken by Globus is to provide a toolkit of com¬ 
ponent parts, which can be used separately or, more 
likely, collectively for creating a grid infrastructure. The 
Globus Toolkit has gone through four versions from the 
late 1990s to 2005. Many of the ideas embodied in Glo¬ 
bus were present from version 1 of Globus, including job 
submission and security mechanisms. Globus version 2 
describes the basic structural components within a grid 
security environment as three pillars: 

• Resource Management 

• Data Management 

• Information Services 

This division of parts essentially remains in the current 
release. The principal task of the resource management 
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component, GRAM (Grid Resource Allocation Manager), 
is to submit jobs. These jobs are submitted to local re¬ 
sources via a local scheduler. GRAM provides an interface 
to local schedulers such as load sharing facility (LSF) 
(Platform 2006), Portable Batch System (PBS) (Altair 
Grid Technologies 2006), Sun Grid Engine (SGE) (Sun 
N1 Grid Engine 6 2006), and Condor (Thain, Tannenbaum, 
and Livny 2003), which then pass the job onto the com¬ 
puter resources. Jobs often need data files, and the data 
management component provides the ability to transfer 
files to the required places. The key component is the grid 
version of FTP called GridFTP. Grid Information Services 
(GIS), as the name suggests, provide information about 
the grid infrastructure. The information directory service 
in Globus version 2 is called Metacomputing Directory 
Service (MDS), which enables Lightweight Directory Ac¬ 
cess Protocol (LDAP)-based information structures to be 
constructed. Globus version 2 Grid Resource Information 
Service (GRIS) provided information on the computa¬ 
tional resources (configuration, capabilities, status). The 
Grid Index Information Service (GIIS) was also provided 
for pulling together information. 

Globus version 3 retains the basic components of ver¬ 
sion 2 but is implemented using OGSA/OGSI standards. 
Globus version 4, introduced in 2005, builds on previ¬ 
ous versions and implements the components using the 
WSRF standard. Note, however, that versions are not 
backward-compatible, as the standards they followed are 
not compatible; although some pre-Web-services compo¬ 
nents remain in later Web-service versions. Also note that 
even in the WSRF Globus version 4, for efficiency rea¬ 
sons, that some functionalities are not Web services. For 
example, GridFTP is not a Web service, although there 
is a Web-service front-end available (reliable file trans¬ 
fer [RFT] service, see below). A common feature of all 
versions (1, 2, 3, and 4) is the use of the public key in¬ 
frastructure (PKI) for security. Security is considered in 
detail in the following section. 


GRID SECURITY 
Basic Security Concepts 

It is clearly necessary in the distributed structure of a 
Grid infrastructure to secure communication and secure 
access to resources to stop unauthorized access and tam¬ 
pering. Security is also required in important transac¬ 
tions on the Internet, and hence similar mechanisms that 
are used there can be used in Grid computing, following 
the strategy that standard Internet protocols should be 
used for widespread adoption of Grid computing. There 
are some special additional security requirements for 
Grid computing. First, secure communication is needed 
not only between users but also between users and re¬ 
sources, such as computers, and between the resources 
themselves. Second, specifically related to communica¬ 
tion between resources themselves, it is necessary to del¬ 
egate the user’s authority to programs to act on the user’s 
behalf, including at remote sites, while preferably requir¬ 
ing the user to sign on only once (single sign-on). Before 
developing the full solution to these factors, let us first 
consider general security concepts. 


Two critically important security concepts are: 

• Authentication —The process of deciding whether a par¬ 
ticular identity is who he, she, or it says he, she, or it is 
(applies to humans and systems) 

• Authorization —The process of deciding whether a par¬ 
ticular identity can access a particular resource, includ¬ 
ing whether the specific type of access is allowed. This 
latter aspect is commonly called Access control. 

The traditional way to authenticate users is for each to 
have a username and password. Users who wish to be 
authenticated enter their username and password, which 
are sent to a server through the network. Upon receipt, 
the server validates the username and password and re¬ 
sponds accordingly. There are two aspects to make such 
password-based authentication workable: 

• Information needs to be sent in a form that is unin¬ 
telligible except to the parties involved, otherwise the 
username and password could be stolen. 

• The identity of the sender has to be proved in some 
fashion. 

The term data confidentiality is used to describe the pro¬ 
tection of the information exchange from eavesdroppers, 
and this is done by scrambling the binary patterns in a 
process called "encryption.” There are many algorithms 
that could be used to encrypt data. Usually, the algo¬ 
rithm is not kept secret. Instead a number used in the 
algorithm is kept secret. This number is called a “key.” To 
make it difficult to discover the key, the key chosen is a 
very large number, typically 128 bits or more. In secret key 
cryptography or symmetric key cryptography, the same 
key is used to encrypt the data as to decrypt it. In that 
case, both the sender and the receiver need to know the 
key, but the key has to be kept secret from everyone else. 

It is possible to devise an algorithm that uses two 
keys, one to encrypt the data and one to decrypt it. This 
is known as "asymmetric key cryptography.” In this form 
of cryptography, one key, called the “public key,” is made 
known to everyone, while the other key, called the “private 
key,” is known only to the owner. Data encrypted with 
the receiver’s public key can be decrypted only by the re¬ 
ceiver using his or her private key. Asymmetric key cryp¬ 
tography is also called “public key cryptography” because 
of the use of one key being made publicly available. In 
asymmetric cryptography, there is no known practical 
way of discovering one key from the other key. However, 
it is slower to encrypt/decrypt data using public key cryp¬ 
tography than using secret key cryptography. In addition, 
if you were to encrypt data using a receiver’s public key, 
the receiver cannot be sure of the identity of the sender, 
as everyone has access to the public key. So mechanisms 
need to be in place to confirm identities. 

Data integrity is the name given to ensuring that data 
were not modified in transit (either intentionally or by 
accident). Data confidentiality—that is, protecting the 
data from eavesdroppers—is obtained by encrypting 
the data. To achieve data integrity, a binary pattern 
called a “digest” is attached to the data, computed from 
the data using a hash function. The digest is different 
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Figure 4: Checking digital signatures 


Network 



if the data have been altered in transit. To achieve both 
data integrity and authentication, the digest is encrypted 
with the sender’s private key to create a digital signature, 
which is attached to the data instead of the digest itself. 
The receiver can check the digital signature by decrypting 
the signature (with the sender’s public key) and compar¬ 
ing the result with the digest created separately from the 
received data, as illustrated in Figure 4. Note that if data 
can be decrypted with the sender's public key, it can only 
have been encrypted with the sender's private key and 
hence by the sender. 

However, digital signatures alone are not sufficient to 
ensure that the data are truly from the sender. It is possible 
that the public key is a fake—i.e. from an attacker instead 
of from the trusted sender. To cover this possibility, users 
are issued certificates, which are digital documents listing 
the user’s specific public key. A trusted third party called 
a "certificate authority" (CA) certifies that the public key 
does in fact belong to the user named on the certificate. 

Certificates are comparable to driver’s licenses and 
passports as a form of identity. The most widely used 
certificate format is the X.509. Version 1 of this format 
was defined in 1988 by International Telecommunica¬ 
tions Union (ITU). Versions 2 and 3 added some fields. 
Information provided in the certificate includes the name 
and digital signature of the issuer (certificate authority), 
algorithm used for signature, name of the subject (user), 
subject’s public key, public key algorithm used, and va¬ 
lidity period. Names have to be unique and recogniz¬ 
able. To this end, the X.500 distinguished name format 
is used. The X.500 naming format is a hierarchical list 
of attributes that is intended to make the name globally 
unique. An example of a distinguished name is: /C=us/ 
0=University of North Carolina at Charlotte/ 
OU=Computer Science/CN=Barry Wilkinson, where 
C indicates country, O the organization, OU the organiza¬ 
tional unit, and CN the common name. Another possible 
attribute is /L for location. How names are constructed 
must be agreed on by all parties and is part of written cer¬ 
tificate policies. There are obviously many possibilities, 
even within the constraints of the X.500 distinguished 
name format, from highly hierarchical to almost flat. 


To obtain a signed certificate for themselves, users first 
contact a certificate authority. Generally, the user gener¬ 
ates his or her own public/private key pair and sends the 
public key to the certificate authority, keeping the private 
key in a very secure place. The certificate authority re¬ 
turns a signed certificate. The certificate authority has to 
be given some means of proving the identity of the user, 
which may require some off-line procedure in which hu¬ 
mans communicate—i.e. the user communicates with the 
manager of the certificate authority. Once the user has 
a signed certificate, the certificate can be sent with the 
data to other parties. Alternatively, the data can be sent 
without the sender’s certificate and the receiver retrieves 
the sender’s certificate from a public place. Either way, the 
receiver of a user certificate can verify the certificate by 
verifying the CA’s signature. Then, it can trust the sender’s 
public key contained in the certificate. It is necessary for 
the receiver to have the certificate authority's public key, 
which is obtained from the certificate authority’s own 
certificate. (The certificate authority signs its own certifi¬ 
cate.) This process works if one can trust the certificate 
authority and its public key. 

There are several protocols that use the above PKI, the 
most notable being SSL (secure sockets layer), which can 
be added on top of protocols such as HTTP and FTP. The 
SSL protocol involves exchanging a sequence of messages 
that includes randomly generated numbers, and provides 
for mutual authentication, although in many Web ap¬ 
plications the user is not authenticated, only the server. 
Commercial certificate authorities exist, such as Veri¬ 
sign and Entrust Technologies. Web browsers have built- 
in recognition for such trusted certificate authorities to 
allow SSL and other secure connections. 

Certificates have a valid time period specified on the 
certificate defined by “not before" and "not after” parame¬ 
ters. Typically, the validity period set is quite long, say one 
year or five years. It is critically important to maintain 
the private key very securely, usually on your local com¬ 
puter encrypted using a password. The private key will be 
used to encrypt data that are to be decrypted with your 
public key and to decrypt data that was encrypted with 
your public key. 
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At the beginning of this section, we differentiated be¬ 
tween authentication (the process of deciding whether a 
particular identity is who he says he is), and authoriza¬ 
tion (the process of deciding whether a particular identity 
can access a particular resource). A simple authorization 
mechanism is the access control list found in UNIX/Linux 
based systems and also in Windows systems. An access 
control list is a table listing the users and groups of us¬ 
ers allowed to access particular resources and what type 
of access is allowed. In a UNIX/Linux-based system, for 
example, access to hies and directories are controlled by 
an access control list. The access control list concept can 
be carried over to Grid computing systems, although the 
distributed nature and different administrative domains 
of resources of a grid make it desirable to have further 
mechanisms, which we shall discuss in the next section. 

Grid Security Infrastructure 

Grid Security Infrastructure (GSI) is the Grid comput¬ 
ing security that is implemented in Globus; it is a GGF 
standard. GSI uses PKI and the SSL protocol for mutual 
authentication. More recently, WS-Security can be used, 
which is an extension to SOAP messaging for security. 
Grid computing projects usually form their own certifi¬ 
cate authorities. The Globus Toolkit provides an imple¬ 
mentation of a certificate authority called “simpleCA” 
that can be used for small projects. We shall discuss CAs 
for larger projects later. First let us consider additional 
security features required for Grid computing. 

Delegation 

Delegation is the process of giving authority to another 
identity (usually a computer or process) to act on one’s be¬ 
half. Implicit in delegation is the concept of single sign-on, 
which enables users and its agents to acquire additional 
resources without repeated authentication. Usually, the 
user’s private key is password-protected (encrypted with 
a password) and each time a user has to access the pri¬ 
vate key to perform a security-related operation, the user 
would need to type in the password. Single sign-on avoids 
this practice. Delegation is achieved by the use of addi¬ 
tional certificates called “proxy certificates” (loosely called 
"proxies”). Proxy certificates are signed by the user (or 
the proxy entities themselves in a chain of trust) rather 
than by the certificate authority. Proxy certificates are 
created with new public and private keys and the user’s 
name with the attribute /CN=proxy added to the name. 
The private key of the proxy is not password-protected, 
only file-system-protected in the user’s file system. (If it 
were password-protected, it would defeat the purpose of 
reducing the need for typing passwords). To combat this 
insecurity, the validity period of proxy certificates is set to 
be short, say 12 hours, and, of course, not past the valid¬ 
ity of the original user certificate from which it is based. 

Suppose the user wants to delegate his authority to a 
third party to act on his behalf. This third party requires 
a proxy certificate signed by the user and she makes a 
request to the user for a signed proxy certificate, just as 
the user asked a certificate authority for a certificate for 
himself. Acting as his own proxy certificate authority, 
the user returns a proxy certificate signed by himself. 
The user also sends her own certificate. The third party 


requires the user’s certificate to be able to validate to the 
proxy certificate, just as the CA’s certificate is required 
to validate the certificate. As described by Ferreira et al. 
(2004), both the certificate and the proxy certificate are 
checked for the user’s name (the proxy with the added 
proxy attribute). Once all validation is done, the third 
party can issue requests to others on the user’s behalf, us¬ 
ing the proxy’s private key to encrypt messages. 

The delegation process can also be chained—that is, 
the third party having the proxy can generate a proxy to 
another party using the same procedure as described for 
the user giving its proxy. In that case, the proxy issuing 
its proxy certificate signs it. Proxy certificates are part of 
the Globus GSI and are proposed as a standard (GT 4.0 
Security: Key Concepts, n.d.). Proxies are used for delega¬ 
tion locally as well as remotely. Creating a proxy is one 
of the first actions a user must do when using Globus 
with the command grid-proxy-init. 

Credential Management 

A certificate and corresponding private key are collectively 
called the “credentials" (i.e. user credentials, proxy cre¬ 
dentials, host credentials, etc.). However, the private key 
is available only to the owner, and the word credentials is 
used quite loosely as not including the private key, which 
should not be transferred under any circumstances. It 
is convenient to have a central credential repository to 
store proxy credentials, which then can be accessed as re¬ 
quired rather than having to maintain the credentials in 
several places. Globus version 4 provides a proxy creden¬ 
tial repository called MyProxy (MyProxy Credential Man¬ 
agement Service 2006). MyProxy is accessed by other 
components to store, retrieve, and renew proxy creden¬ 
tials. These components include grid portals and job 
managers, as described later. 

Authorization 

To connect to a remote site, you need permission (au¬ 
thorization) and an account. The simplest authorization 
mechanism is a form of access control list called a “grid- 
map file.” The grid-map hie is a hie maintained at the 
site and holds list of user’s distinguished name (as given 
on their certificates) and their corresponding local ac¬ 
count name. An entry might be: "C=us/0=University 
of North Carolina at Charlotte/OU=Computer 
Science/CN=Barry Wilkinson" abw where abw is the 
local username. The user’s local access rights apply. It is 
allowable to map more than one user to a single local 
account if desired—i.e., to have a group working with a 
single account. 

The grid-map hie approach, although straightforward 
and implemented in GT 4.0, does not scale well. It re¬ 
quires each resource in the grid to maintain a separate 
grid-map hie containing entries for all those expected to 
use the site. For a system with more than two or three 
sites, this becomes unmanageable. 

Large-Scale Grid Computing Security 
Infrastructure 

There are many issues in creating a large-scale Grid com¬ 
puting infrastructure. In the previous section, we saw 
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that the traditional access control list, although feasible 
for a small system, is unworkable for a large system. Grid 
computing is all about large-scale geographically dis¬ 
tributed infrastructures. Many of the problems for large- 
scale structures are still open research problems with 
many potential solutions being suggested. Building a 
large-scale grid system around the basic tools of GSI will 
require additional scalable tools. 

Authentication 

Rather than have a single certificate authority, one might 
choose to use multiple certificate authorities, perhaps 
one at each major site in the Grid. This was done for 
an undergraduate Grid computing course taught across 
North Carolina (Wilkinson and Ferner 2005). Each user 
receives a certificate issued by one of the certificate au¬ 
thorities. When the certificate is submitted to another 
site for authentication, it is necessary for that site to trust 
the issuing certificate authority as illustrated in Figure 5. 
Globus provides for the configuration of trusting multiple 
certificate authorities. The certificate of the certificate au¬ 
thority and a configuration file defining the distinguished 
names of the certificates signed by the certificate author¬ 
ity are simply loaded in the trusted certificate directory of 
Globus. Each Globus installation would need these two 
files for each certificate authority to be trusted. It is clear 
that this approach is not scalable or flexible for a grid that 
might grow or change in configuration. However, main¬ 
taining a list of trusted certificate authorities is the way a 
Web browser handles trusted certificate authorities. 

PKI trust can be chained. Suppose A receives B's cer¬ 
tificate for validation, and B’s certificate is signed by a 
certificate authority C, whom A does not immediately 
trust. If A is also given C’s certificate, which is signed by 
certificate authority D, whom A does trust, then A can 
obtain the public key of B’s certificate authority and trust 
it. One could construct a hierarchical, tree-like certificate 
authority structure, with a single root certificate author¬ 
ity that everyone trusts. This root certificate authority 
signs certificates of certificate authorities below it, which 
themselves can sign certificates of certificate authorities 


below and so on until a certificate authority is reached 
that signs users’ certificates. If A wishes to accept B’s 
certificate, it needs to work back from B’s certificate to 
the root certificate authority that it trusts. A certification 
path is established that has to be navigated. A single-root 
certificate authority has the disadvantage that if the root 
is compromised, the whole system is compromised. How¬ 
ever, the tree structure may be convenient in some organ¬ 
izations having a similar physical hierarchical structure. 

There are other certificate authority configurations us¬ 
ing the feature that certificate authorities can be cross- 
certified. Here, a pair of certificate authorities sign each 
other’s certificates. Usually, a user trusts the certificate 
authority that signs its own certificate. If a group of cer¬ 
tificate authorities are cross-certified in pairs and there 
is a path between the certificate authority of A and the 
certificate authority of B, one can establish trust between 
A and B. This avoids the single trust point of a tree struc¬ 
ture and also enables arbitrary PKIs to be formed. 

If more than one PKI already exists, either a tree or 
some arbitrary network, a bridge certificate authority 
may be attractive, which forms a trust between one cer¬ 
tificate authority in one PKI and one certificate authority 
in another PKI. Each such certificate authority is cross- 
certificated with the bridge. The advantages of a bridge 
configuration is that it reduces the number of cross certif¬ 
icates from O(AP) to 0(N), where N is the number of CAs 
in the configuration, and the whole configuration is not 
compromised if a single CA is compromised. An exam¬ 
ple of a grid using bridge cross-certification is the SURA- 
Grid (SURA NMI Testbed Grid PKI Bridge Certification 
Authority, n.d.). 

Authorization 

Scalable authorization structures are also needed in 
larger grids. The Communication Authorization Service 
(CAS) is a component, available in Globus versions 3 and 
4, designed to handle the authorization of many distrib¬ 
uted users and many resources. CAS maintains informa¬ 
tion on what rights the grid community grants to users. 


Figure 5: Certificate authorities with mutual 
trust 
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The user first asks CAS for permission to use a resource. 
CAS gives the user proxy credentials with specific rights— 
that is, a policy statement signed by CAS. The user then 
presents these credentials to the resource. The resource 
trusts credentials signed by CAS and accepts the request 
if the policy statement contained in the credentials au¬ 
thorizes the user for the specific request. 

VOMS (Virtual Organization Membership Service) 
is another system for granting authorization to access 
resources in a virtual organization. In the VOMS system, 
the user is assigned membership of groups with roles and 
capabilities. This information is contained in the proxy 
certificates returned to the user. Interestingly, this project 
started by facing the difficulties of using grid-map files 
but does provide an automatic way of creating grid-map 
files. Another system that can create grid-map files lo¬ 
cally is GUMS (Grid User Management System 2006). 
In GUMS, the grid-map file can be created statically or 
dynamically to jobs by the GUMS server. 

Organizations will already have a local security system 
in place for their networks and computers, with which 
a grid security system may have to interface. One such 
system, created by MIT, is Kerberos, which provides a 
network authentication protocol. Kerberos uses tickets, 
which are electronic credentials used to verify your iden¬ 
tity and provide specific access rights. Users first receive 
a ticket-granting ticket encrypted with their password. If 
they can decrypt this ticket, they have proved their iden¬ 
tity and can obtain additional tickets for specific access 
rights. Kerberos has the single sign-on feature. For more 
information, see the Kerberos documentation (Kerberos: 
The Network Authentication Protocol, n.d.) The KX.509 
project (KX.509: X.509 Certificates via Kerberos 2005) 
provides a means of creating X.509 certificates that are 
Kerberos-authenticated. These certificates are issued by 
a Kerberos-authenticated server (KCA). PKINIT is an 
Internet Engineering Task Force (IETF) Internet draft 
for authentication in Kerberos that allows a Kerberos 
ticket to be obtained using GSI credentials rather than a 
Kerberos password. 

SAML (Security Assertions Markup Language) is an 
Organization for the Advancement of Structured Infor¬ 
mation Standards (OASIS) standard XML language for 
communicating user authentication and authorization in¬ 
formation. SAML provides assertions that contain state¬ 
ments. These statements are grouped into authentication 
statements that indicate that the user has been authenti¬ 
cated, attribute statements used for making access control 
decisions, and authorization decision statements. SAML 
is a language for use in single sign-on authentication and 
authorization systems but is not an implementation. An 
example of a system using SAML is Shibboleth. Detailed 
information on SAML is given by Hughes and Maler 
(2005). More information on Shibboleth can be found at 
Shibboleth Project Web site (Shibboleth Project, n.d.). 

RESOURCE MANAGEMENT 
Data Management 

One of the most challenging issues that has come up 
in recent years is the management of the large amounts 


of data being collected by scientists. The challenges of 
managing large volumes of data are where to store it, how 
to classify it, what metadata does it need, how to transfer 
it, where to find data of interest, how to deal with repli¬ 
cation, how to deal with distribution, etc. There are sev¬ 
eral tools included with the Globus Toolkit that can assist 
with dealing with data in particular for transferring files. 

One component is GridFTP (Allcock et al. 2005). 
GridFTP is actually a protocol, although the Globus 
Toolkit has an implementation of GridFTP. The protocol 
builds on the FTP protocol. The extension includes se¬ 
curity, reliability, striping, third-party transfers, partial 
file access, and parallel transfers. GSI security is used, 
which is PKI-based. Reliability is achieved by having the 
receiving server periodically send restart markers to 
the sending server. These markers indicate which bytes 
have been received so far. This allows the sending server 
to restart the transfer as necessary. Striping is when either 
the sending side, receiving side, or both are clusters shar¬ 
ing a parallel file system. Striping allows for each node 
in the cluster to send part of the file in parallel. GridFTP 
also supports parallel data transfer through the use of 
multiple TCP streams between pairs of hosts. 

Third-party transfers are a very useful feature, in which 
a user can initiate from one machine a file transfer that 
takes place between two other machines. For example, a 
scientist may want to run a program on a supercomputer 
with data that currently resides in a data store on another 
server, but the scientist is currently using a laptop for 
access. Third-party transfer will allow the scientist to stage 
the file on the supercomputer without the need to transfer 
it to the local laptop, which may be impractical or even 
infeasible if the file is large. Partial file access allows one to 
transfer only part of a file by providing an offset and total 
number of bytes desired. This is useful for file caching. 

The GridFTP protocol is a low-level file transport pro¬ 
tocol. It has very nice and useful features, but should 
be viewed as a tool on which higher-level tools 
should be developed. Reliable file transfer (RFT) (Cher- 
venak et al., 2004) is a WSRF-compliant Web service for 
the transfer of files. Since it makes use of GridFTP, many 
of the features of GridFTP are available through RFT, 
such as GSI security, reliability, third-party transfers, and 
parallel streams. RFT also allows for file deletion 
and third-party file and directory transfers. RFT extends 
the reliability of GridFTP by using a PostgresSQL data¬ 
base to store restart markers. These restart markers are 
used as checkpoints and will allow RFT to continue the 
file transfer after server, network, container, or file system 
failures. The RFT Resource is implemented as a Persistent- 
Resource, which allows RFT to restart file transfers even 
after the Web services container is restarted. RFT is a 
very useful Web service for data management. Its primary 
contribution is its reliability. Although it is still fairly low- 
level, most higher-level tools should make use of RFT to 
take advantage of the security and reliability. 

Once a file is transferred between hosts (either FTP, 
SFTP, GridFTP, or RFT) then there is an automatic dupli¬ 
cation of that file. Often, the new copy is a temporary file 
and will be destroyed in short order. Other times, the 
file persists. One might view this as wasted space. How¬ 
ever, duplication can also be useful. If a scientist transfers 
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a file from a data store to a supercomputer and another 
scientist needs the same file for another computation 
on the same machine, then the file would not need to be 
transferred twice. More likely, there may be a copy of a 
desired file on a hie system that is more local than the hle’s 
source. Transferring the hie from the local hie system will 
likely be faster. 

Replica location service (RLS) (Cai, Chervenak, and 
Frank 2004) attempts to make these scenarios possible 
by creating a distributed registry of hie replicas. RLS 
introduces the terms logical file name, which is a unique 
identiher associated with the hie contents, and physical 
file name, which refers to an actual hie on an actual hie 
system. An RLS deployment consists of at least one local 
replica catalog (LRC), which stores the logical to physical 
hie name mappings. Clients can query this catalog as well 
as publish newly created hies. 

The RLS registry may be distributed, which allows 
for scalability as well as reliability against a single server 
crash. For a distributed conhguration, RLS uses one or 
more replica location index (RLI) nodes, which collect 
logical to physical hie name mappings from one or more 
LRCs. Figure 6 shows such a conhguration. When a client 
queries the RLI, the RLI provides it with a list of LRCs 
where it believes the desired mappings exist. The client 
would then need to query those LRCs for the physical 
locations of the desire hie replica. Mappings are sent from 
the LRCs to the RLIs using a soft-state update protocol. 
This allows for the mappings to be transferred only pe¬ 
riodically. Since the mappings have timeouts associated 
with them, a RLI that is brought back online after a 
failure will have its mapping restored. 

The data replication service (DRS) (Chervenak et al. 
2005) is a WSRF-compliant Web service built on top of 
RFT and RLS. It attempts to make sure that a set of hies 
is available on a particular hie system. It will query RLS 
to hnd the desired hies. Then it will use RFT to carry out 


the transfer. After the hies have been transferred, DRS 
will register the duplicates with RLS. DRS is a very pow¬ 
erful tool that provides a nice abstraction of data man¬ 
agement to the user. There does not seem to be much use 
of this level of abstraction in Grid applications yet. How¬ 
ever, tools like DRS will be necessary components as the 
Grid resources and number of users grow. 

Job Schedulers and Resource Managers 

The Globus Toolkit does not have schedulers built in 
(with the exception of a "fork” scheduler, which is hardly 
a scheduler). Schedulers are provided by third-party ven¬ 
dors. There are two levels of scheduling in the Globus envi¬ 
ronment: local scheduling, which Globus uses to carry out 
the execution of a job on a local resource, and metasched¬ 
uling, which is a higher level than the grid middleware. 

The basic scheduling mechanism that ships with Glo¬ 
bus as the default scheduler is Fork. Fork simply forks a 
new process in which to run the job. Fork does not pro¬ 
vide many features other than the ability to start a job 
and monitor its status. It is meant only as a tool to allow a 
server with Globus to function out of the box. Users desir¬ 
ing more functionality should use one of the many other 
third-party schedulers that provide a much richer set of 
features. 

There are many scheduling packages available, and 
most of them provide similar functionality. A few of the 
more popular or well-known scheduling systems are Port¬ 
able Batch System (PBS) (Altair Grid Technologies 2006), 
Sun Grid Engine (SGE) (Sun N1 Grid Engine 6 2006), Plat¬ 
form Load Sharing Facility (LSF) (Platform 2006), Maui, 
and Torque, all of which provide the basics mechanics 
of scheduling and executing batch jobs on a variety of 
execution servers. They have similar functionality, such 
as allowing the user to specify scheduling algorithms, job 
priority, job interdependency, and automatic file staging. 
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Figure 6: Replica location service con¬ 
figuration 
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The first implementation of PBS is the OpenPBS by 
NASA. The PBSPro (by Altair) provides some additional 
features such as a graphical user interface (GUI), se¬ 
curity and access control lists, job accounting, desktop 
idle-cycle harvesting, automatic load-leveling, username 
mapping, and parallel job support by supporting librar¬ 
ies such as the Message Passing Interface (MPI), Parallel 
Virtual Machine (PVM), and High Performance Fortran 
(HPF). SGE also provides a GUI, checkpointing, and sup¬ 
port for parallel jobs. 

Condor (Thain, Tannenbaum, and Livny 2003) is a 
scheduler that is designed to allow users to make use of 
idle machines. One of the benefits of Condor is that the 
source code of the job does not need to be modified. How¬ 
ever, if the source code can be recompiled and linked with 
the Condor libraries, then the job can have the benefit of 
being checkpointed. Checkpointing allows a job to be re¬ 
started in mid-execution. The purpose of this is to allow 
a job to recover after a server failure. Condor also inter¬ 
cepts the system calls of the job and executes them on the 
local machine (where the job was submitted). What this 
accomplishes is to allow data to reside on a separate ma¬ 
chine, which is less intrusive on the remote machine. Fur¬ 
thermore, the user does not need to have an account on 
the remote machine. 

Nimrod (Abramson et al. 1995) is a tool that controls 
the distributed execution of parameter-sweep applica¬ 
tions. In parameter-sweep applications, the same program 
will be executed many times on a slightly difference set 
of input parameters each time. These types of applications 
are very well suited for distributed computing, as each 
execution can be run independently. Nimrod is a tool 
that makes it easy to set up and control the execution of 
parameter-sweep applications. 

Metaschedulers 

Metaschedulers are systems that are designed to work at 
a very high level, on top of existing grid and scheduling 
middleware, scheduling jobs between sites. Since grids 
often include systems with heterogeneous resources, they 
will also likely have a variety of local schedulers. Currently 
available metaschedulers include Community Scheduler 
Framework (CSF 2005), Nimrod/G (Buyya, Abramson, 
and Giddy 2001), and Condor-G (Thain, Tannenbaum, and 
Livny 2003). These metaschedulers provide similar func¬ 
tionality, such as the ability to submit jobs, define sched¬ 
uling policies, and make reservations for resources. The 
resources themselves may use different local schedul¬ 
ers, such as Fork, PBS, LSF, SGE, Nimrod, or Condor. 
Metaschedulers make use of the Globus Toolkit and can 
take advantage of the many features provided through 
the toolkit, such as authentication through GSI, resource 
discovery through GDS (grid data service), job execution 
and scheduling through GRAM, and data management 
through RLS and DRS. 

USER INTERFACE AND WORKFLOW 
MANAGEMENT 

Most examples of Grids use a batch-mode processing 
model. Unfortunately, this has been the mode of operation 


since the beginning of the computer age. For Grids to 
gain widespread acceptance and use, they will eventually 
need to become as easy to use as, say, the World Wide 
Web. As the World Wide Web and the browser propelled 
the use of the Internet by scientists and the general popu¬ 
lation and make the Internet a household name, a simi¬ 
lar user-friendly environment will be necessary to propel 
the use of grids by the general population. There are two 
main thrusts in the area of graphical and intuitive user 
interfaces for grids: portals and workflow editors, which 
are discussed below. 

Portals 

Grid portals are browser-based dynamic content envi¬ 
ronments that provide a single sign-on interface to grids. 
Portals are similar to servlets, in that they are Java-based 
components that generate dynamic content, usually in the 
form of HTML, extensible HTML (XHTML), or wireless 
markup language (WML), which is displayed in a browser. 
Portals are made up of Java Web-based components called 
“portlets,” which generate the content and are managed 
in a portal container. Portals also use the client/server 
relationship as with servlets. 

Of course, the purpose of portals is to provide an inter¬ 
face to grids. Although the architecture of portals is simi¬ 
lar to servlets, there are a number of differences, which 
necessitates a separate designation for portals. The most 
salient of these differences include: portlets only need to 
generate content fragments as opposed to complete doc¬ 
uments, portlets are not associated with a URL, there can 
be many instances of a portlet within a portal page, port- 
lets can maintain persistent data, and portlets have ac¬ 
cess to and require access to the user’s profile data. 

The JSR 168 Portlet Specification (JSR-000168 Portlet 
Specification 2003) defines a standard Java API for creat¬ 
ing portlets. This is an important specification that will 
ensure the interoperability of portal containers produced 
by different vendors. Two well-known portal toolkits that 
will help users created portals that are JSR 168-compliant 
are open grid computing environments (OGCEs) (Gannon 
et al. 2003) and GridSphere (Novotny, Russell, and 
Wehrens 2004). 

Workflow Editors 

Workflow editors are another form of graphical user in¬ 
terfaces to Grids. Whereas portals allow the user to start, 
monitor, terminate, etc. a Grid application, workflow 
editors also allow users to run several interdependent ap¬ 
plications and describe dependencies between the appli¬ 
cations, coordinating the inputs and outputs of various 
Grid applications. 

OGSA-DAI (Antonioletti, Atkinson, Baxter, et al. 2004; 
Antonioletti, Atkinson, Borley, et al. 2004) is an initiative 
to create middleware that makes accessing and inte¬ 
grating databases much easier. OGSA-DAI provides the 
mechanism through Web services to access a variety of 
database types, including relational databases, XML files, 
and flat files. The data that are extracted from databases 
can be transformed using extensible stylesheet language 
transformation (XSLT) or compressed using ZIP or GZIP, 
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then delivered to a variety of sinks. The sinks can be other 
OGSA-DAI services, URLs, FTP servers, GridFTP serv¬ 
ices, or simply files. Although OGSA-DAI comes with a 
GUI, it is intended to be middleware. OGSA-DAI is a very 
powerful tool that can be very helpful in building other 
tools, especially workflow editors. 

GridNexus (Brown et al. 2006) is a workflow editor, 
which uses Ptolemy (Lee 2003) as its GUI to develop work- 
flows that are described in an XML scripting language 
called JXPL. The GUI allows users to create actors, or 
modules that can function as generic clients to Web serv¬ 
ices and grid services. GridNexus also has an actor that 
functions as a generic client to GRAM for the submission 
of a batch job. 

Figure 7 shows a workflow in GridNexus that uses a 
Web service and a grid service. The actors are configured 
by providing the WSDL of the Web service or Address- 
ingLocator class of the grid service. Once the actor 
is configured, its input and output ports are created to 
match the inputs and outputs of the service. The user is 


then able to call these services simply by providing input 
to one of the ports. 

Although the functionality of this workflow is very sim¬ 
ple, it demonstrates how the output of one actor becomes 
the input of another. Given that these actors represent 
calls to remote services, chaining together these services 
without the use of a workflow editor is a rather tedious 
process. Consider the workflow shown in Figure 8. This 
workflow implements a computational chemistry applica¬ 
tion in which a user wishes to use a local molecule file as 
input, convert it to an intermediate format, manipulate it 
using an interactive program, manipulate it again using a 
local program, run it through a Grid service that performs 
analysis, then save the result of that to the local machine. 
The steps necessary to perform this work without the use 
of a workflow editor is very tedious and prone to error. 

The GRAM client (GridExec actor) allows the user to 
run a job on a remote machine. The user can also per¬ 
form file staging with this actor. If the hie staging is not a 
viable option, then there are also actors to perform these 
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functions through the use of GridFTP or SFTP (SSH hie 
transfer protocol). GridNexus also has a set of actors to 
interface with OGSA-DAI. 

Kepler (Altintas et al. 2005) is another workflow editor 
that is based on Ptolemy. One significant difference be¬ 
tween Kepler and GridNexus is that Kepler is an extension 
of the Ptolemy system, whereas GridNexus uses Ptolemy 
to produce scripts in JXPL, and the JXPL interpreter 
provides the functionality. The Kepler approach has the 
advantage of leveraging the functionality of the already 
mature Ptolemy implementation. The GridNexus approach 
requires an additional language and corresponding in¬ 
terpreter. Flowever, the advantage of using a separate 
language is that it separates the execution from the GUI, 
allowing various parts of the workflow execution to mi¬ 
grate to other processors. 

Kepler has another component that provides a useful 
advantage. The library GriddleS provides a rich set of in¬ 
terprocess communication facilities. The GriddleS library 
traps input/output system calls and redirects them to 
services that can perform the desired operation on a local 
file, remote file, replicated hie, or shared buffer. Access to 
remote hies is available through GridFTP, SRB (storage 
resource broker), or SCP (secure copy). The shared buffer 
option allows for interprocess pipelined communication. 

Although workflow editors make the coordination of 
tasks and the inputs and outputs between those tasks 
easier to manage, it is a challenge to adapt legacy code 
to a workflow actor. There are no standards with respect to 
how existing applications expect input or how they should 
produce output. Some applications expect their input to 
be on the command line, in input hies, from standard in¬ 
put, or in specially named hies. Furthermore, hie systems 
may have substantially different conhgurations. For ex¬ 
ample, large data hies may need to be placed on scratch 
hies systems with large capacity but local to individual 
processors of a cluster. Dealing with the differences of 
these hie systems is a formidable challenge for a workflow 
editor. 


CONCLUSION 

This chapter has described the components of a grid infra¬ 
structure, starting with Web services, which is an underly¬ 
ing technology used in grid software such as Globus. Web 
service technology is an attractive technology because of 
its language- and machine-neutral interface. Web services 
use XML. The SOAP protocol is used to carry information 
using XML. The XML language WSDL is used to describe 
the Web service interface in a language- and machine- 
neutral manner. The concept of a Web service container is 
also described in this chapter. With that introduction, we 
then move onto Grid computing standards and how Web 
services are used in Grid computing, in particular WSRF. 
Grid security is described in some detail, including ways 
to arrange certificate authorities. Then, we describe com¬ 
ponents for resource management and schedulers. The fi¬ 
nal section describes workflow management components. 
This chapter is intended to give the reader an understand¬ 
ing of the various fundamental components needed to 
create a Grid computing infrastructure. 


GLOSSARY 

Credentials: A certificate and corresponding private 
key collectively. There can be user credentials, proxy 
credentials, host credentials, etc. However, the private 
key is available only to the owner, and the word cre¬ 
dentials can be used quite loosely to not include the 
private key. 

Globus: A project that provided reference implementa¬ 
tions for Grid computing standards. Provides a toolkit 
of component parts, which can be used separately 
or, more likely, collectively for creating a Grid 
infrastructure. 

Grid-Map File: A form of access control list for author¬ 
ization. The grid-map file is a file maintained at the 
site that holds the list of users’ distinguished names 
(as given on their certificates) and their corresponding 
local account names. 

Grid Portals: Browser-based dynamic-content environ¬ 
ments that provide a single sign-on interface to grids. 

Open Grid Services Architecture (OGSA): Defines stand¬ 
ard mechanisms for creating, naming, and discovering 
services in a grid computing environment. Deals with 
architectural issues to make interoperable grid services. 

Proxy Certificates: Certificates used in Grid comput¬ 
ing to allow delegation of the user’s authority. Proxy 
certificates are signed by the user (or the proxy enti¬ 
ties themselves in a chain of trust) rather than by the 
certificate authority. 

Public Key Infrastructure (PKI): A security arrange¬ 
ment that uses public key cryptography. In this form 
of cryptography, two keys (numbers) are used, one to 
encrypt the data and another (the key) to decrypt the 
data. One key, called the “public key,” is made known 
to everyone, whereas the other key, called the "private 
key,” is known only to the owner. 

SOAP: A communication protocol for passing XML 
documents, standardized by the W3C organization 
(World Wide Web Consortium). Originally, SOAP 
stood for simple object access protocol. However, the 
spelled-out version has since been dropped because 
this name was not accurate; specifically the protocol 
does not involve object access. 

Uniform Resource Locator (URL): A string of charac¬ 
ters used to identify a resource on the World Wide Web; 
it includes the protocol used to access the resource. 
For example, www.cs.uncc.edu is the URL of the 
main computer science page at UNC-C, to be accessed 
by hypertext transfer protocol (HTTP). 

Web Service: A software component designed to provide 
specific operations ("services”) that are accessible us¬ 
ing standard Internet technology. A Web service is usu¬ 
ally addressed by a uniform resource locator (URL). 

Web Services Resource Framework (WSRF): A set of 
specifications that present a way of representing state 
while still using the basic WSDL for Web services ap¬ 
plications. Instead of modifying the WSDL to handle 
state, the state is embodied in a separate resource. 

Web Service Definition Language (WSDL): An XML 
standard for formally describing a Web service—what 
it does, how it is accessed, etc. The standard is pub¬ 
lished by the World Wide Web Consortium (W3C). 
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Workflow Editor: A graphical user interface to grids 
that allow the user to run several interdependent ap¬ 
plications and describe dependencies between the 
applications, coordinating the inputs and outputs of 
various grid applications. 

WS-Resource: The combination of a Web service and 
resource in the Web Services Resource Framework 
(WSRF). 

XML (Extensible Mark-up Language): A standard 
mark-up language developed to represent textual in¬ 
formation in a structured manner that could be read 
and interpreted by a computer. XML is a foundation 
for Web services, and Web services now forms the ba¬ 
sis of Grid computing. 

CROSS REFERENCES 

See Cluster Computing Fundamentals; Grid Computing 

Fundamentals; Next Generation Cluster Networks; Utility 

Computing on Global Grids. 
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INTRODUCTION 

Many computationally intensive applications in science, 
engineering, and business cannot be solved in a reason¬ 
able length of time on any single-processor machine. Par¬ 
allel processing is an approach that might be considered 
instead—that is by dividing a large and complex com¬ 
putational problem into subtasks and distributing these 
subtasks across several processors. Each processor works 
on the assigned subtask concurrently. The total execution 
time can therefore be reduced to an acceptable level. 

Parallel processing is traditionally performed on super¬ 
computers that may have hundreds or thousands of proc¬ 
essors as well as a large capacity for data storage. Prior to 
the late 1980s, the development of supercomputers was 
typically accomplished with custom-designed systems 
consisting of proprietary hardware and software. Compa¬ 
nies such as IBM, Amdahl, Thinking Machines, and Cray 
developed sophisticated systems that took years to bring 
to market and cost tens of millions of dollars. Applications 
that executed on supercomputers were normally written 
using proprietary programming libraries and were gen¬ 
erally not portable to other platforms. Furthermore, su¬ 
percomputers are generally difficult to gain access to, and 
may not represent the most cost-effective solution for 
certain types of problem. 

The concept of “connecting a collection of distinct 
computers together with a network” or simply a “com¬ 
modity cluster” as a unique platform for parallel process¬ 
ing began in the late 1980s. The primary driving force was 
the rapid advances of commodity off-the-shelf (COTS) 
hardware, and the shortening of the design cycle for these 
components made the design of custom hardware costly 
in comparison. That is, by the time a company designed 
and developed a supercomputer, the processor speed and 
its capability was outpaced by commodity components. 
In addition to the rapid increase in COTS hardware ca¬ 
pability that led to increased cluster performance, soft¬ 
ware capability and portability increased rapidly during 
the 1990s. A number of software systems that were origi¬ 
nally built as academic projects led to the development 
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of standard portable languages and new standard com¬ 
munication protocols for cluster computing. 

This chapter provides a review of cluster-based sys¬ 
tems, the various architectures, and the hardware and 
software components that have led to the growth in de¬ 
ployment, and it presents conclusions on the likely future 
of cluster-based computing. The aim of this chapter is to 
provide a high-level overview of clusters and the associ¬ 
ated technologies and components. The chapter does not, 
however, present details of various cluster products and 
applications. 

CLUSTER COMPUTING 

Earning the nickname "a poor man’s supercomputer," the 
capability of clusters increased rapidly during the 1990s. 
To illustrate this rapid increase, the Wiglaf Beowulf clus¬ 
ter, composed of 16 Intel 80486 100-MHz processors and 
dual 10 megabits per second (Mbps) Ethernet networks, 
delivered a sustained rate of 19 mega floating-point op¬ 
erations per second (MFLOP/s) on the N-body problem in 
1995. By the end of 1996, clusters were reported to reach a 
sustained performance of 1 GFLOP/s (The Beowulf Project 
2004). In 1997, NASA researchers at Goddard Space 
Flight Center further demonstrated a sustained com¬ 
putational rate of 10.1 GFLOP/s, using a cluster composed 
of 199 200-MHz Pentium Pro processors interconnected 
with Fast Ethernet (Merkey 2004). In 1998, a four-node 
Sun Enterprise cluster achieved a world record of 1 tera¬ 
byte Transaction Processing Performance Council (TPC) 
(Sun and Informix set new data warehousing record, 1998) 
benchmark result, outperforming existing results set by 
proprietary solutions with significantly less hardware. In 
1999, Oracle and Compaq announced aTPC-C worldrecord 
(Compaq sets Windows/NT performance record, 2000) for 
Windows NT on a six-node cluster of Compaq ProLiant 
6500 servers running the Oracle8 database. A cluster using 
the Hewlett-Packard Alpha family of processors was re¬ 
ported in 2000 to achieve a sustained performance level 
of 507 GFLOP/s. This was fast enough to earn the rank 
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of thirty-first on the list of the world’s 500 most powerful 
computers ( The Top500 Supercomputer sites, 1993). 

Clusters have continued to achieve significant ranking 
in the Top 500 Supercomputer list since 2000. In 2002, 
the top five supercomputers included Earth Simulator 
(35.86 TFLOP/s, 5120 processors), the ASCI Q systems 
(7.72 TFLOP/s, 4096 processors), the ASCI White (7.23 
TFLOP/s, 8192 processors), and the MCR Linux Cluster 
(5.69 TFLOP/s, 2304 Xeon 2.4 GHz processors). Indeed, 
12% of the top 500 machines listed in November 2005 
are based on clusters that number between 400 and 8000 
processors, connected by high-speed networks such as 
Gigabit Ethernet, Myrinet, or InfiniBand technology. 

Cluster technologies have evolved from purely research 
efforts and demonstrators into a widely adopted solu¬ 
tion for technical computing, meeting the needs of high- 
performance, high availability, and production-quality 
environments. In addition to hardware advances, cluster 
deployment and management tools and fast communi¬ 
cation libraries have continuously evolved throughout 
the past decade. Cluster tools such as OSCAR (2000) and 
ROCKS (2000), using freely distributed open source Linux 
operating system, scheduling software, and tools, greatly 
eases the deployment and administration processes. Com¬ 
munication libraries such as the Message Passing Inter¬ 
face (MPI 1993) and Parallel Virtual Machine (PVM 1990) 
have become the leading message-passing systems for 
parallel applications. The development of new algorithms 
that are latency-tolerant has also allowed complicated 
applications to be executed effectively in cluster environ¬ 
ments. Consequently, clusters have found a much wider 
range of application than was originally envisaged. 

The success of cluster computing is the result of many 
concurrent threads of research and development. For 
instance, the Institute of Electrical & Electronics En¬ 
gineers (IEEE) Technical Committee on Scalable Com¬ 
puting (TCSC), (IEEE Task Force on Cluster Computing 
1999), previously known as the IEEE Computer Society 
Task Force on Cluster Computing (TFCC) (IEEE Tech¬ 
nical Committee on Supercomputing Application 2004), 
which was founded in December 1998, continues to pro¬ 
mote cluster computing as a collaborative effort between 


industry and academics. Today, numerous businesses, 
universities, and government organizations rely on clus¬ 
ters to perform their mission-critical computations. 

The remainder of this chapter describes the various 
cluster architectures, surveys cluster hardware and soft¬ 
ware components, and presents conclusions on the likely 
future of cluster computing. 

CLUSTER ARCHITECTURES 

The TCSC has defined a cluster as a type of parallel or 
distributed system that consists of a collection of intercon¬ 
nected whole computers used as a single, unified comput¬ 
ing resource, where “whole computer” is meant to indicate 
a normal, whole computer system that can be used on its 
own: processor(s), memory, input/output (I/O), operating 
system (OS), software subsystems, and applications ( IEEF 
TFCC Newsletter 1999) Despite the success of cluster com¬ 
puting, the term cluster is still being misused today. Cluster 
means different things to different people, primarily be¬ 
cause of their assumption of the underlying system archi¬ 
tectures. Dongarra et al. (2005) clarified the term cluster 
and asserted that it should not be used casually to imply 
all parallel computer architectures, but rather it should be 
used to refer to “a specific class of such system.” 

To comprehend the basics concept of cluster comput¬ 
ing, we describe a generic architecture through which 
nodes can be connected to provide aggregated processing 
and storage resources. In general, a generic cluster ar¬ 
chitecture is composed of three major components (see 
Figure 1): the computing nodes, the dedicated intercon¬ 
nection network, and a suite of cluster-aware software. 
Each node can be a single or multi-processor computer, 
such as PC, workstation, or symmetric multi-processor 
(SMP) server, equipped with its own memory, I/O devices, 
and operating system. The nodes are interconnected by 
a local area network (LAN). Various network topologies 
can be realized to speed up data exchange between appli¬ 
cations, which are running on different nodes. The speed 
of network interconnects is normally characterized by 
two parameters: bandwidth and latency. Bandwidth indi¬ 
cates the amount of data that can be transferred through 
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a particular network connection within a given time unit; 
latency is the time it takes for a networking device to 
process a data frame. The optimal choice of the network 
technology as well as its topology is generally dictated 
by the application’s demand of speed and volume of data 
exchanged. 

On each computing node, various operating systems, 
such as Linux, Solaris, and Windows, can be used to pro¬ 
vide system services and to manage local resources. In ad¬ 
dition, a set of software components is installed on each 
node. In general, this set of software can be categorized 
into resource management and application program¬ 
ming tools. Resource management tools, shown as clus¬ 
ter middleware in Figure 1, provide system configuration 
(including tools for initial installation and configuration), 
administration, scheduling, and allocation of both hard¬ 
ware and software resources as applied to user workloads. 
Programming tools, such as compilers, language, librar¬ 
ies, and debuggers, provide an environment for users to 
develop their parallel and distributed applications. We 
will describe some cluster hardware and software compo¬ 
nents in more detail in the section on Cluster Components 
and Technologies. 

In general, a cluster’s architecture is normally config¬ 
ured for a particular application type. The terms such as 
Beowulf, Constellation, Super-cluster, and Meta-cluster are 
commonly found in the literature to indicate a particular 
configuration of a cluster. In the following sections, we 
will describe three popular cluster configurations: high 
availability, high performance, and high throughput. It 
is worth noting that a hybrid of these configurations is 
used in some cases to promote a highly reliable sys¬ 
tem, characterized by high performance and balanced 
workloads. 

High Availability 

High-availability (HA) clusters are those that continue to 
perform critical tasks in the presence of system failures. 
Commodity clusters are ideal for implementing HA sys¬ 
tems, as commodity products are easily replicated. By 
the late 1990s, virtually all major hardware and software 
vendors offered HA products based on clusters. Many 
applications—Web servers, e-commerce servers, and data¬ 
base applications, in particular—can benefit from systems 
that offer high availability, since these can prevent the 
loss of data and services in the event of a failure. 

High availability depends on more than a redundant set 
of hardware that can take over tasks if a hardware compo¬ 
nent fails. For systems to be highly available there must 
be a coordinated set of software utilities that can detect 
failure, ensure data correctness, and manage the redistri¬ 
bution of tasks if necessary. Freely distributed software 
projects are available today for enabling HA clusters. 

The High Availability Linux project (1999) (HA-Linux) 
began with the goal of developing extensions to Linux 
cluster software that will provide reliability, availability, 
and serviceability. The project is far-reaching in its goals 
to provide high availability. For example, resources in HA- 
Linux are anything that can move from one machine to 
another. Resources include hie systems, processes, Inter¬ 
net protocol (IP) addresses, and other items, and the goal 


is for these to be able to be quickly migrated across a clus¬ 
ter in the event that a failure is detected. 

The other software project that focuses on high- 
availability is the High Availability OSCAR Project (2002) 
(HA-OSCAR). HA-OSCAR is based on OSCAR, a software 
package designed to simplify cluster installation (see 
the section on Cluster Management Tools, below). HA- 
OSCAR introduces several enhancements and new fea¬ 
tures, mainly in the areas of availability, scalability, and 
security. The features included in the initial release are 
head node redundancy and self-recovery for hardware, 
service, and application outages. 

High Performance 

High-performance computing (HPC) clusters are opti¬ 
mized for workloads, which require jobs or processes 
running on the separate cluster nodes to communicate 
actively during a computation. These include computa¬ 
tions for which intermediate results from one node’s cal¬ 
culations will affect future calculations on other nodes. 
The advantage of using a HPC cluster is to reduce the total 
turnaround times on compute-intensive problems or when 
a problem is just too large to run on a single system. 

One of the more popular HPC implementations is a 
cluster with nodes running Linux as the OS and free soft¬ 
ware to support parallelism. This configuration is often 
referred to as a "Beowulf cluster.” Such clusters com¬ 
monly run custom programs, which have been designed 
to exploit the parallelism available on HPC clusters. Many 
such programs use libraries such as MPI, which are spe¬ 
cially designed for scientific applications executing on 
HPC systems. 

Load Balancing 

A load-balancing system allows the sharing of the process¬ 
ing load as evenly as possible across a cluster of com¬ 
puting nodes. The differentiating factor in this case is the 
lack of a single parallel program that runs across these 
nodes. Each node, in most cases, is an independent sys¬ 
tem running separate software. However, there is a com¬ 
mon relationship between the nodes either in the form 
of direct communications between the nodes or through 
a central load-balancing server that controls each node’s 
load. Although load-balancing systems are implemented 
primarily to improve response time, they commonly in¬ 
clude high-availability features as well. 

As an example, network service load balancing is a proc¬ 
ess of examining the incoming requests to a cluster and 
distributing the requests to each of the nodes for process¬ 
ing as appropriate. Often a network server takes in too 
many service requests to be able to process them quickly 
enough, and thus the requests need to be sent to the cor¬ 
responding applications on other nodes. This can be op¬ 
timized according to the different resources available on 
each node or the particular environment of the network. 
This type of load sharing is best for network applications 
such as Web or hie transfer protocol (FTP) servers. 

In general, load-balancing clusters can provide both 
high availability and scalability for important compu¬ 
ter applications, such as those in the business, medical, 
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and scientific arenas. However, the difficulty in accurately 
scheduling loads across processes should not be underes¬ 
timated. Many approaches try to equalize the number of 
processes on the nodes or equalize their task queue lengths. 
Load balancing becomes more complicated if the system 
consists of heterogeneous nodes—for example, faster and 
slower processors, different amounts of memory, and dif¬ 
ferent numbers of CPUs per node (SMP or multi-core). 
Similarly, most real applications and tasks in the system 
are heterogeneous. They consume different amounts of 
resources—i.e., they execute for short or long times and 
use different percentages of the CPU time. In addition, 
the arrival of tasks is not coordinated or planned, so load 
balancing has to cope with changing, unpredictable 
load profiles. Another complication is that parallel applica¬ 
tions are not just sets of independent tasks, but tasks that 
can have dependencies on each other for proper execution. 
Other effects, like the overhead associated with context 
switching or paging delays can severely influence a sys¬ 
tem’s performance. Consequently, load balancing should 
be adaptive—i.e., it should identify the currently impor¬ 
tant performance factors, create estimations by profiling 
the system behavior, and find the trade-off between load¬ 
balancing overhead and improvement in the current 
load situation. With all these factors to take into account, 
constructing an efficient load-balancing cluster is far from 
a trivial exercise 

The use of clusters for load balancing is, however, a 
very attractive prospect. There are many commercial load¬ 
balancing systems available, including, the Moab Cluster 
Suite (2001) and the Maui Cluster Scheduler (2000). The 
Linux Virtual Server (1998) is another project that pro¬ 
vides one of the commonly used free software packages 
for the Linux OS. The large-scale parallel nature of clus¬ 
ters offers a perfect setting for the distribution of work 
across their nodes. The disadvantage is that to get effi¬ 
cient sharing of the load, a lot of work has to be done to 
organize processes scheduling. 

CLUSTER COMPONENTS AND 
TECHNOLOGIES 

The continuous improvements of computer and network 
performance as well as the availability of standardized 
application programming interfaces (APIs) have allowed 
cluster computing to redefine the concept of high- 
performance computing and highly available systems. 
This section describes some of these hardware and soft¬ 
ware advances. 

Hardware Components 

Cluster Nodes 

Each computing node of a cluster can be a single or mul¬ 
tiple microprocessors or a multi-core system, equipped 
with its own memory, storage, and I/O devices. 

Processors. Todays single microprocessor is almost as 
powerful as many of yesterday’s supercomputers. Intel 
processors are the most commonly used in PC-based 
systems. Intel microprocessors offer excellent price 
for performance because of the economy produced by 
the high-volume sales. However, as these (and other) 


microprocessors continue to become more complex, it 
is becoming harder for modern compilers to be able to 
generate efficient code. Other popular processors include 
AMD (2007), IBM Power 5 (1990), and Sun Ultra-SPARC 
(2005). 

Multi-core processors are the next wave of microproc¬ 
essors. A multi-core microprocessor combines two or 
more independent processors into a single package, often 
a single integrated circuit (IC). For example, a dual-core 
device contains only two independent microprocessors. 
In general, multi-core microprocessors allow a comput¬ 
ing device to exhibit some form of thread-level parallelism 
(TLP) without including multiple microprocessors in sep¬ 
arate physical packages. This form of TLP is often known 
as chip-level multiprocessing, or CMP. Some examples of 
multicore processors are Intel’s dual-core Xeon proces¬ 
sors, code-named Paxville and Dempsey (Intel Dual-Core 
Server Processors 2005), and AMD’s dual-core Opteron, 
which was released in April 2005 (AMD Multi-Core 
Products 2005). 

Memory. Originally, the memory installed in a PC was 
640 KB, usually “hardwired” onto the motherboard. Typi¬ 
cally, a PC today will be delivered with between 512 MB 
and 1 GB installed in slots, with each slot holding a dual 
in-line memory module (DIMM). The main difference 
between the traditional single in-line memory modules 
(SIMMs) and DIMMs is that SIMMs have a 32-bit data 
path, while DIMMs have a 64-bit data path. Computer sys¬ 
tems can use various types of memory, including synchro¬ 
nous dynamic random access memory (SDRAM), double 
data rate (DDR) SDRAM, and Rambus DRAM (RDRAM). 

Access to DRAM is slow compared with the speed of 
the processor. Typically, it takes up to two orders of mag¬ 
nitude more time than a single processor clock cycle. 
Caches are used to keep recently used blocks of data for 
very fast access if the CPU references a word from that 
block again. However, the fast memory used for a cache is 
relatively expensive, and cache control circuitry becomes 
more complex as the size of the cache grows. These limita¬ 
tions generally restrict the total size of a cache to between 
8 KB and 2 MB. 

System Bus. The initial PC bus (Advanced Technology 
[AT]), or now known as Industry Standard Architecture 
[ISA]) bus [Industry SA Bus 2001]) was clocked at 5 MHz 
and was 8 bits wide. When first introduced, its abilities 
were well matched to the overall system. PCs are modu¬ 
lar, and until recently, only the processor and memory 
were located on the motherboard. Other components 
were typically found on daughter cards, connected via 
the system bus. The performance of PCs has increased by 
several orders of magnitude since the introduction of the 
ISA bus. Consequently, the ISA bus became a bottleneck, 
limiting system capabilities. 

The ISA bus was extended to be 16 bits wide and 
clocked in excess of 13 MHz. This, however, was not suf¬ 
ficient to meet the demands of contemporary CPUs, disk 
interfaces, and other peripherals. A group of PC manufac¬ 
turers introduced the Video Electronics Standards Asso¬ 
ciation (VESA) local bus (2001), a 32-bit bus that matched 
the system’s clock speed. The VESA bus has now largely 
been superseded by the Intel-created PCI-bus (Peripheral 
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Component Interconnect [PCI] Local Bus 1993) that 
allows data transfer at 133 MB/s and is used inside 
Pentium-based PCs. PCI has been adopted for use in non- 
Intel-based platforms, such as the Digital AlphaServer 
range. The move toward a 64-bit bus was necessary to 
exploit the full power of Pentium processors and to make 
the memory architecture similar to that of a general- 
purpose UNIX workstation. This has further blurred the 
distinction between PCs and the UNIX workstation, as 
the I/O subsystem of a workstation is often built from 
commodity interfaces and interconnects. 

The PCI Express (PCIe), introduced in 2004, is becom¬ 
ing the new backplane standard in personal computers. 
One driving force is that most of the new graphics cards 
from both ATI Technologies (2007) and NVIDIA (1995) 
use PCIe. In particular, NVIDIA uses the high-speed data 
transfer of PCIe for its newly developed scalable link inter¬ 
face (SLI) technology, which allows two graphics cards of 
the exact same chipset and model number to be run at the 
same time, allowing increased performance. ATI Technol¬ 
ogies has also developed a multi-core graphic-processing 
unit (GPU) system based on PCIe called Crossfire (ATI 
Crossfire 2006). 

Storage. The two disk interfaces found in personal 
computers are ATA (Advanced Technology Attachment) 
(ATA-ATAPI 2006) and SCSI (Small Computer System 
Interface) (SCSI Trade Association 2003) for connecting 
storage devices such as hard disks and CD-ROM drives. 

ATA is more commonly known as IDE (integrated de¬ 
vice electronics) or enhanced IDE (EIDE). With the intro¬ 
duction of serial ATA (SATA or S-ATA) in 2003, ATA was 
retrospectively renamed parallel ATA (PATA) to distinguish 
it from serial ATA. SATA is a computer bus technology pri¬ 
marily designed for the transfer of data to and from a hard 
disk. The first-generation SATA interfaces, also known as 
SATA/150, run at 1.5 GHz. SATA uses 8 B/10 B encoding 
at the physical layer. This encoding scheme has an effi¬ 
ciency of 80%, resulting in an actual data transfer rate 
of 1.2 GB per second (Gbps), or 150 MB/s. SATA-II inter¬ 
faces were introduced in 2004 with clock rates reaching 
3.0 GHz. SATA-II can deliver a maximum throughput of 
300 MB/s and is both forward- and backward-compatible 
with SATA. This enables SATA hardware to interface with 
SATA II ports and vice versa. However, some systems, 
which do not support SATA speed autonegotiation, may 
have to manually limit their drive’s speed to 150 MB/s 
with the use of a jumper for a 300 MB/s drive 

The other disk interface is small computer serial inter¬ 
face (SCSI). SCSI is most commonly used for connecting 
a wide range of other devices, including scanners, print¬ 
ers, CD recorders, and DVD drives. In fact, the entire SCSI 
standard promotes device independence, which means 
that theoretically SCSI can be used with any type of com¬ 
puter hardware. There are three SCSI standards, SCSI-1, 
SCSI-2, and SCSI-3. 

SCSI-1 features an 8-bit parallel bus (with parity), run¬ 
ning asynchronously at 3.5 MB/s or 5 MB/s in synchro¬ 
nous mode. SCSI-2 standard has two variants: fast SCSI 
and wide SCSI. Fast SCSI doubled the maximum transfer 
rate to 10 MB/s and wide SCSI doubled the bus width to 
16 bits, which enables the transfer rate of 20 MB/s. How¬ 
ever, these improvements came at the minor cost of a 


reduced maximum cable length to 3 ms. SCSI-2 also 
specified a 32-bit version of wide SCSI, which used two 
16-bit cables per bus; this was largely ignored by SCSI 
device makers because it was expensive and unnecessary, 
and it was officially retired in SCSI-3. SCSI-3 also has two 
variants: ultra SCSI and ultra wide SCSI interface. Ultra 
SCSI is capable of a peak transfer rate of about 20 MB/s in 
asynchronous and ultra wide SCSI is capable of 40 MB/s. 
A SCSI interface may contain up to sixteen devices. For 
similar sizes, SCSI disks tend to outperform ATA drives; 
however, ATA has a significant price advantage. 

Cluster Interconnect 

Cluster nodes are interconnected by a network that is 
based on local area network (LAN) or system area network 
(SAN) technologies. Generally, the nodes and the intercon¬ 
nection network are based on one of the following tech¬ 
nologies using Ethernet, Fast Ethernet, Gigabit Ethernet, 
Myrinet, scalable coherent interface (SCI), Quadrics 
Network (QsNet), InfiniBand communication fabric, ATM, 
and Fibre Channel, which are discussed below. 

Ethernet. Ethernet (Spurgeon 2000; TechFest Ethernet 
Technical Summary 1999) has been, and continues to 
be, the most widely used technology for local area net¬ 
working. Standard Ethernet transmits at 10 Mbps and 
has a large installation base. However, this bandwidth is 
no longer sufficient for use in environments in which users 
are transferring large quantities of data. Standard Ether¬ 
net cannot be used seriously as the basis for cluster com¬ 
puting since its bandwidth and latency are not balanced 
compared with the computational power of the comput¬ 
ers now available. 

Fast Ethernet. An improved version of Ethernet, com¬ 
monly known as Fast Ethernet (TechFest Ethernet Techni¬ 
cal Summary 1999), provides 100 Mbps bandwidth and 
is designed to provide an upgrade path for existing Eth¬ 
ernet installations. Both standard and Fast Ethernet are 
based on the concept of a collision domain. Within a col¬ 
lision domain, the communication channel is shared so 
that only one node can send at a time. If another node 
tries to send at the same time, then a collision occurs, both 
messages are garbled, and both nodes retry their commu¬ 
nication after a random waiting period. With a shared 
Ethernet or Fast Ethernet hub, all nodes share the same 
collision domain and only one node on the network can 
send at a time. With a switched hub, each node may be 
on a different collision domain, depending on the manu¬ 
facturer’s specifications. In this case, two nodes can send 
at the same time as long as they are not both sending to 
the same receiver. In general, all switched networks, not 
just Ethernet networks, have this capability. For cluster 
computing, switches are preferred, since the ability for 
more than one node to send at the same time can greatly 
improve overall performance. 

Gigabit Ethernet. Gigabit Ethernet (TechFest Ether¬ 
net Technical Summary 1999; Baker and Scott 2000) 
products, except for the lowest-end hubs, are based on 
high-speed point-to-point switches in which each node 
is in its own separate collision domain. Gigabit Ethernet 
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transmits signals at 1 Gbps. However, because of the en¬ 
coding required at high speeds, Gigabit Ethernet has an 
effective user data rate of approximately 800 Mbps. Giga¬ 
bit Ethernet products may have additional distance and 
wiring constraints over Fast Ethernet products because 
of the physical nature of sending high-speed signals. 
Currently, because of the speed of the processor, a sin¬ 
gle computer with a 32-bit bus can transmit data onto a 
network faster than Ethernet bandwidth, but somewhat 
slower than Fast Ethernet bandwidth. 

10-Gigabit Ethernet. 10 Gigabit Ethernet (IEEE P802.3ae 
lOGb/s Ethernet Task Force 2003) is the next generation 
in the Ethernet series. Consequently, 10-Gigabit Ethernet 
inherits all the advantages and disadvantages of previous 
Ethernet implementations. The primary advantages in¬ 
clude interoperability with previous Ethernet generations, 
wide portability, and a ubiquitous interface (TCP/IP). The 
primary disadvantages have always been its relatively high 
latency and CPU load, as well as its expensive switches. 

Standard and Fast Ethernet products are affordable 
and provide adequate capacity and latency for many clus¬ 
ter-computing applications. Most new computers today 
come with a built-in Fast and Gigabit Ethernet adapter. 
Gigabit Ethernet products generally cost less than other 
gigabit networking products, such as Myrinet and Infini¬ 
Band. Some Gigabit Ethernet switches are now offering 
10-gigabit uplink ports essentially at the cost of installing 
the optics that is making it somewhat more practical to 
trunk multiple Gigabit Ethernet switches together. 

Myrinet. Myrinet was one of the first interconnect technol¬ 
ogies designed for cluster computing. Myrinet is a 1.28-Gbps 
full duplex network supplied by Myricom (Boden et 
al. 1995; Myricom 1994). It was used in the Berkeley 
Network of Workstations (NOW) (Anderson, Culler, and 
Patterson 1995) cluster and many other academic clusters. 
Myrinet uses low-latency cut-through routing switches, 
which simplify network setup and offer fault tolerance 
by automatically mapping the network configuration. 
Myrinet has a programmable on-board processor that al¬ 
lows for experimentation with communication protocols. 
Myrinet offers a native implementation of virtual interface 
architecture (VIA), as well as supporting the Message 
Passing Interface Chameleon (MPICH) implementation 
of MPI directly. There are Myrinet drivers for many oper¬ 
ating systems, including Linux, Solaris, and Windows. 

Myrinet is expensive as compared with Ethernet prod¬ 
ucts. However, Myrinet is designed to be scalable, and its 
low latency, high bandwidth, and programmability make 
it competitive for cluster computing. Currently, Myrinet 
hardware uses a 2-Gbps link speed with PCI-X based 
network interface cards (NICs) providing one or two 
optical links. The dual-port NIC virtualizes the two ports 
to provide an effective 4-Gbps channel. The downside to 
the two-port NIC is cost—both the cost of the NIC 
and the extra switch port it requires. 

Myricom announced its Myri-IOG in mid-2005 (Myri¬ 
com Rolls Out 10-Gigabit Solutions 2005). Myri-IOG 
essentially extends Myrinet’s architectural and perform¬ 
ance advantages to 10-Gigabit speeds while also provid¬ 
ing full interoperability with 10-Gigabit Ethernet. 


Scalable Coherent Interface. Scalable coherent interface 
(SCI) (Gustavson 1992) was also one of the first intercon¬ 
nection technologies to be developed as a standard spe¬ 
cifically for the purposes of cluster computing. The IEEE 
1596 standard for SCI was published in 1992 and specifies 
the physical and data-link layers of the network as well as 
higher layers for distributed shared memory across a net¬ 
work. Since the layers are independent, it has been possi¬ 
ble for many commercial products to be developed using 
the lower layers of SCI only. At the physical and data-link 
layers, SCI is a point-to-point architecture with small 
packet sizes. The standard defines 1-Gbps serial fiber-op¬ 
tic links and 1-Gbps parallel copper links. Dolphin Inter¬ 
connect Solutions (1999) currently produces SCI adapter 
cards for the Sun SPARC SBus and PCI-based systems. 
At higher layers, SCI defines a directory-based cache- 
coherence scheme. Whenever a load or store occurs at a 
remote location that results in a cache miss, the cache 
controller accesses remote memory and data via SCI. The 
data are fetched to the cache with a delay on the order 
of a few microseconds, and then the processor continues 
execution. Message passing is also supported by a com¬ 
patible subset of the SCI that does not invoke SCI cache- 
coherency protocols. Although SCI supports distributed 
shared memory, which programmers find appealing, the 
cost of a remote access is hidden to programmers so that 
optimization of applications is difficult. In addition, its 
scalability is constrained by the current generation of 
switches, and its components are expensive. 

Quadrics. The Quadrics QSNET network (Petrini et al. 
2002; Quadrics 1996) has been known mostly as a pre¬ 
mium interconnect choice on high-end systems such as 
the Compaq AlphaServer SC. On systems such as the 
SC, the nodes tend to be larger SMPs with a higher per- 
node cost than the typical cluster. Consequently, the 
premium cost of Quadrics has posed less of a problem. 
Indeed some systems are configured with dual Quadrics 
NICs to further increase performance and to get around 
the performance limitation of a single PCI slot. 

The QSNET system consists of intelligent NICs with 
an on-board I/O processor connected via copper cables 
(up to 10 m) to eight port switch chips arranged in a fat 
tree. Quadrics has released an updated version of their in¬ 
terconnect called QSNet II based on ELAN4 ASICs. Along 
with the new NICs, Quadrics has introduced new smaller 
switches, which has brought down the entry point sub¬ 
stantially. In addition, the limit on the total port count 
has been increased to 4096 from the original 1024. 

InfiniBand. InfiniBand (InfiniBand Trade Association 
1999; Intel 2007) has received a great deal of attention 
over the past few years. InfiniBand was designed by an 
industry consortium to provide high-bandwidth com¬ 
munications for a wide range of purposes, which range 
from a low-level system bus to a general-purpose in¬ 
terconnect to be used for storage as well as internode 
communications. 

The basic InfiniBand link speed is 2.5 Gbps (known as 
a IX link). However, the links are designed to be bonded 
into higher bandwidth connections with four-link chan¬ 
nels (a 4X link) providing 10 Gbps and twelve-link 
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channels (12X links) providing 30 Gbps. Current Infini¬ 
Band implementations are available as PCI-X-based NICs 
and 8- or 24-port switch chips using 4X (10 Gbps) links. 
The switch chips can be configured for other link speeds as 
well including 12X links. This makes switch aggregation 
somewhat easier, since you can configure a switch with 
twelve 4X links to connect to nodes and four 12X links to 
connect to other switches. 

Current InfiniBand pricing is enjoying the benefits 
of aggressive venture capital funding while the various 
vendors attempt to define their market. Thus, there are a 
variety of vendors competing with slightly different NICs 
and switches, even though the core silicon in most cur¬ 
rent implementations is from Mellanox (1999). 

ATM. ATM, or asynchronous transfer mode (The ATM 
Forum 2000), is an international network standard that 
grew out of the needs of the telecommunications indus¬ 
try. ATM is designed around the concept of cells, or small, 
fixed-sized packets. ATM is a switch-based technology that 
uses the idea of virtual circuits to deliver a connection- 
oriented service. ATM offers several classes of data delivery. 
Some classes are designed for voice and video commu¬ 
nication, which require real-time guarantees on data de¬ 
livery rates. Because of the recent consolidation of many 
telecommunications industry and Internet services, ATM 
is increasingly being used as a backbone technology in 
many organizations. Although ATM products offer high 
bandwidth, in comparison to other similar technologies, 
it is relatively expensive. 

Fibre Channel. Fibre Channel (Fibre Channel Industry 
Association 2004; Meggyesi 1994) is a set of standards 
that defines a high-performance data transport connec¬ 
tion technology that can transport many kinds of data at 
speeds up to 1 Gbps through copper wire or fiber-optic 
cables. The Fibre Channel standard is defined in layers, 
beginning at the physical layer. Like the SCI standard, the 
standard layers are independent, enabling many compa¬ 
nies to produce networking and cluster products based on 
the lower layers only. Fibre Channel is flexible, and map¬ 
ping protocols have been defined that enable higher-level 
protocols, such as SCSI, IP, ATM, and high-performance 
parallel interface (HIPPI), to be used over Fibre Chan¬ 
nel connections. Currently, the most frequent use of Fibre 
Channel in clusters is for data storage devices. The high- 
performance network capacity of Fibre Channel can be 
combined with SCSI and other I/O bridges to create a 
network of storage devices, separate from the primary 
cluster interconnect. A network of this type is sometimes 
called a storage area network (SAN), and is an important 
subsystem of many commercial clusters. As Fibre Channel 
matures it may become more widely used as a general- 
purpose cluster interconnection technology. 

Software Components 

Operating Systems 

In a cluster used for parallel computing, each node is a 
computer that runs its own copy of the operating system. 
The operating system has two main functions: first, it 
makes the computer hardware easier to use. It creates a 


virtual machine that differs markedly from the real ma¬ 
chine and hides these intricacies from the user. Second, 
it enables the system resources to be shared among many 
users. 

The two most popular operating systems for PCs are 
Windows and UNIX—generally in the form of Linux. Un¬ 
like some earlier operating systems for PCs (e.g., DOS), 
Windows and Linux are both multi-tasking operating 
systems. A multi-tasking operating system allows mul¬ 
tiple tasks to execute on a single-CPU machine at the 
same time. The tasks take turns using the CPU for a very 
short time period (called a quantum), often in a round- 
robin fashion. An advantage of this approach is that when¬ 
ever a task needs to perform I/O or wait for an event to 
occur that does not require the use of the CPU, another task 
can be executing. For example, a user can edit a document 
while another document is printing in the background 
or while the compilation of a large program occurs. This 
capability can also be used to allow computation and 
communication to overlap in large parallel programs, so 
that the performance of a cluster is improved. 

Linux. Linux (1994) is a UNIX-like operating system ini¬ 
tially developed by Linus Torvalds, a Finnish undergradu¬ 
ate student in 1991-92. The original releases of Linux re¬ 
lied heavily on the Minix operating system. However, the 
efforts of a number of collaborating programmers have re¬ 
sulted in the development and implementation of a robust 
and reliable, portable operating system interface POSIX- 
compliant operating system. 

Linux provides the features typically found in most 
UNIX implementations, such as preemptive multi-tasking, 
demand paged virtual memory, and multi-user and multi¬ 
processor support. Although Linux was initially devel¬ 
oped by a single author, a large number of authors are 
now involved in its continuing development. Linux quality 
control is maintained by allowing kernel releases only 
from a single point. In addition, its availability via the In¬ 
ternet helps in getting fast feedback about bugs and other 
problems. The following are some advantages of using 
Linux: 

• Linux runs on cheap x86 and Pentium-based platforms, 
yet offers the power and flexibility of UNIX. 

• Linux is readily available on the Internet and can be 
downloaded without cost. 

• It is relatively easy to fix bugs and improve system per¬ 
formance. Users can develop or optimize peripheral 
drivers that can easily be distributed to other users. 

To provide a UNIX-like environment, a Linux distribution 
combines the Linux kernel with a set of software that is 
freely available, including GNU system/application soft¬ 
ware (GNU Operating System 1996) and X.org (Xfree86 
Project 1992; X.Org Foundation 2004), a public domain 
X-server. Table 1 lists some of the most popular Linux 
distribution companies and groups. 

Unfortunately, there is no definite answer to which dis¬ 
tribution is more suitable or "better" for building a Linux 
cluster. Indeed, several well-written books on this topic 
have been published (Spector 2000; Gropp, Lusk, and 
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Table 1: Linux Distributions 


Linux Distribution 

URL 

Ubuntu 

www.ubuntu.com 

Mandriva Linux 

www.mandrivalinux.com 

SUSE 

www.novell.com/linux 

Fedora Core 

www.fedoraproject.org 

Debian GNU/Linux 

www.debian.org 

Knoppix 

www.knoppix.com 

Mepis 

www.mepis.com 

Gentoo Linux 

www.gentoo.org 

Slack ware 

www.slackware.com 

Xandros 

www.xandros.com 


Sterling 2003; Sloan 2004). Generally, the choice comes 
down to three factors: technical support, ease of use, and 
licensing. 

Microsoft Windows Server 2003. Microsoft Windows 
(2000) is a dominant operating system in the PC mar¬ 
ketplace. Windows Server 2003, Compute Cluster Edi¬ 
tion (Microsoft Windows Server System. 2007; Windows 
Compute Cluster Server 2003), released in early 2006, 
is designed for high-performance computing clusters. 
Windows Server 2003 is the successor of Windows 2000 
Server that incorporates compatibility and other features 
from Windows XP. Windows Server 2003 includes com¬ 
patibility modes to allow older applications to run with 
greater stability. 

Cluster Management Tools 

Cluster management is about monitoring and adminis¬ 
tering all the nodes in a cluster. It covers a wide range of 
functionality, such as resource monitoring, membership 
management, reliable group communication, and full- 
featured administration interfaces. As such, it is impos¬ 
sible to cover all aspects in this section of the chapter. 
The following areas form the basis of the management of 
cluster resources. 

• System Installation and Configuration—The software 
addresses the means of assembling, installing, and con¬ 
figuring the necessary hardware and software compo¬ 
nents that make up the complete system. The challenge 
of implementing and maintaining common software 
images across nodes, especially for systems made up 
hundreds of nodes requires sophisticated, effective, and 
easy-to-use tools. Examples are Scyld (1998), ROCKS 
(2000), and OSCAR (Open Source Cluster Application 
Resources 2000). 

• Job Scheduler and Management—The placement of ap¬ 
plications onto the distributed resources of commodity 
clusters requires tools to allocate the software compo¬ 
nents to the nodes and to schedule the timing of their 
operation. Task allocation can be performed at different 
levels of granularity, including jobs, transaction, proc¬ 
esses, or tasks. Examples are such as OpenPBS (1995) 
and Maui Scheduler (2000). 


Communication Protocols 

Clusters originally used the same transmission control 
protocol/Intemet protocol (TCP/IP) that has traditionally 
been used in local and wide area networks. However, these 
protocols were designed in the 1960s for networks that 
had comparatively low bandwidth and high error rates 
as compared with the newer, high-speed networks used 
to interconnect modem clusters. Consequently, the tradi¬ 
tional protocols have high overhead and low-bandwidth 
compared with the transmission time on high-speed net¬ 
works. The performance of the cluster is dependent on 
the availability of efficient communications, both for ex¬ 
changing data between processes that execute on different 
processors, and for exchanging control and synchroniza¬ 
tion information. A number of academic projects in the 
mid-1990s addressed this issue. The influence of these ac¬ 
ademic projects prompted Compaq, Intel, and Microsoft 
(1997) to organize a consortium to promote the devel¬ 
opment of a standard for low-overhead communication 
within a cluster. Version 1.0 of the VIA (virtual interface 
architecture) standard was published by the consortium 
on December 16, 1997. By 1999, major commercial ven¬ 
dors of database applications, including Oracle and IBM, 
were modifying their applications to execute in a cluster 
environment using the virtual interface architecture. 

The standard TCP/IP protocols and the de facto stand¬ 
ard Berkeley Software Distribution (BSD) sockets API 
for TCP and user datagram protocol (UDP) were the first 
messaging libraries used for clusters. However, these pro¬ 
tocols are typically implemented using operating system 
services. To send a message, a user application constructs 
the message in user memory, and then makes an operat¬ 
ing system request to copy the message into a system 
buffer. An interrupt is required for this operating 
system intervention before the message can be sent out 
by network hardware. When a message is received by 
network hardware, the network copies the message to 
system memory, and an interrupt is used to copy the mes¬ 
sage to user memory, and to notify the receiving proc¬ 
ess that the message has arrived. This operating system 
overhead is a significant portion of the total time to send 
a message. As networks became faster during the 1990s, 
the overhead of operating system services became sig¬ 
nificantly larger than the actual hardware transmission 
time for messages. The goal of the low-latency messag¬ 
ing systems that were developed during the 1990s was to 
avoid operating system intervention while at the same 
time providing user-level messaging services across high¬ 
speed networks. 

Low-overhead messaging systems developed during 
the 1990s include Active Messages (von Eicken 1993), Fast 
Messages (Culler et al. 1996), the VMMC (Virtual Memory- 
Mapped Communication) system (Blumrich et al. 1995), 
and U-net (Basu, Welsh, and von Eicken. 1997), among 
others. By 1997, research on low-latency protocols had 
progressed sufficiently for a standards process to be 
initiated, and the Virtual Interface Architecture design 
document was formulated and published as a standard 
low-latency networking architecture in less than a year. 

Active Messages, which was later extended to Generic 
Active Messages (GAM), is a low-latency communication 
messaging library for the Berkeley NOW system. Short 
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messages in Active Messages are based on the concept of 
a request-reply protocol. The sending user-level applica¬ 
tion constructs a message in user memory. To transfer the 
data, the receiving process allocates a receive buffer, also 
in user memory on the receiving side, and sends a request 
to the sender. The sender replies by copying the message 
from the user buffer on the sending side directly to the 
network. Network hardware transfers the message to 
the receiver, and then the message is transferred from the 
network to the receive buffer in user memory. This proc¬ 
ess requires that memory on both the sending and receiv¬ 
ing sides be pinned to an address in physical memory. 
However, once the memory buffers are established, no 
operating system intervention is required for a message 
to be sent. This protocol is also called a "zero-copy” 
protocol, since no copies from user memory to kernel 
memory are used. In GAM, a copy sometimes occurs 
on the receiving side so that buffers can be reused more 
efficiently, in which case the protocol is referred to as a 
"one-copy” protocol. Fast Messages is a protocol similar 
to Active Messages, but extends Active Messages by im¬ 
posing stronger guarantees on the underlying communi¬ 
cation. In particular, Fast Messages guarantees that all 
messages arrive reliably and in order, even if the underly¬ 
ing network hardware delivers messages out of order. 

The VMMC system, later extended to VMMC-2, is the 
enabling low-latency protocol for the Princeton Scalable 
High-Performance Really Inexpensive Multi-Processor 
(SHRIMP) system. One goal of VMMC is to view messag¬ 
ing as reads and writes into the user-level virtual memory 
system. VMMC works by mapping a page of user virtual 
memory to physical memory, and in addition makes a cor¬ 
respondence between pages on the sending and receiving 
sides. VMMC also uses specially designed hardware that 
allows the network interface to snoop writes to memory 
on the local host and have these writes automatically up¬ 
dated on remote host memory. Various optimizations of 
these writes have been developed that help to minimize 
the total number of writes, network traffic, and overall 
application performance. VMMC is an example of a class 
of systems known as distributed shared-memory systems. 
In these systems memory is physically distributed among 
the nodes in a system, but processes in an application 
may view “shared" locations as identical and perform 
reads and writes to the shared locations. 

The U-net network interface architecture strongly in¬ 
fluenced the design of the VIA. In addition to providing 
zero-copy messaging when possible, U-net, and VIA add 
the concept of a virtual network interface for each connec¬ 
tion in a user application. Just as an application has a vir¬ 
tual memory address space that is mapped to real physical 
memory on demand, each communication end point of the 
application is viewed as a virtual network interface mapped 
to a real set of network buffers and queues on demand. The 
advantage of this architecture is that once the mapping is 
defined, each active interface has direct access to the net¬ 
work without operating system intervention. The result is 
that communication can occur with very low latency. 

The VIA is a standard that combines many of the best 
features of various academic projects, and will strongly 
influence the evolution of cluster computing. Although 
VIA can be used directly for application programming, it 


is considered by many systems designers to be at too low 
a level for application programming. With VIA, the ap¬ 
plication must be responsible for allocating some portion 
of physical memory and using it effectively. It is expected 
that most operating system and middleware vendors will 
provide an interface to VIA that is suitable for applica¬ 
tion programming. Generally, the interface to VIA that is 
suitable for application programming comes in the form 
of a message-passing interface for scientific or parallel 
programming. 


APPLICATION DEVELOPMENT 

To develop accurate and efficient high-performance ap¬ 
plications, it is essential to have some form of easy-to-use 
parallel debugger and performance profiling tools. Most 
vendors of cluster systems provide some form of debug¬ 
ger and performance analyzer for their platform. Ideally, 
these tools should be able to work in a heterogeneous en¬ 
vironment. Thus, it is possible to develop and debug a 
parallel application on an inexpensive cluster, and then 
perform production runs on a dedicated cluster-based 
HPC platform. 

Parallel Programming Support 

The programming paradigm for cluster computing falls 
primarily into two categories: message passing and dis¬ 
tributed shared memory. Although distributed shared 
memory is claimed by some to be an easier programming 
paradigm, as the programmer has a global view of all 
the memory in the cluster, early standardization efforts, 
have instead focused on message-passing systems. Some 
of the most popular languages that were developed dur¬ 
ing the late 1980s and early 1990s included Express, NX, 
PVM (Parallel Virtual Machine, 1990), P4, and Chimp. In 
reaction to the wide variety of nonstandard message-pass¬ 
ing systems around this time, the MPI Forum (1993) was 
formed as a consortium of about 60 people from universi¬ 
ties, government laboratories, and industry in 1992. MPI 
version 1.0 was approved as a de jure standard interface 
for message-passing parallel applications in May 1994. The 
Forum continued to meet, and in April 1997, the MPI-2 
standard was published. MPI-2 includes additional support 
for dynamic process management, one-sided communi¬ 
cation, and parallel I/O. Many implementations of MPI-1 
have been developed. Some implementations, such as 
MPICH, are freely available. Others are commercial prod¬ 
ucts optimized for a particular manufacturer’s system, 
such as the Sun HPC MPI. Generally, each MPI implemen¬ 
tation is built over faster and less functional low-level in¬ 
terfaces, such as Active Message, BSD Sockets, or the SGI/ 
Cray SHMEM interface. The PVM system is a research- 
and-development project of the Oak Ridge National Labo¬ 
ratory and the University of Tennessee at Knoxville. 

Since much of early cluster computing was performed 
by application programmers who had previously pro¬ 
grammed on supercomputers, early efforts focused on 
developing message-passing libraries for application pro¬ 
grams comparable to those found on supercomputers. 
Early message-passing libraries all had support for at least 
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the creation of processes, as well as sending and receiving 
messages between the processes. 

To write parallel programs for a cluster, scientific 
programmers generally write applications in a high- 
level language such as C or FORTRAN, and include, by 
linking, a message-passing library. The program is writ¬ 
ten as source code, compiled, and linked, and the pro¬ 
grammer starts the program by executing a script hie 
that runs the application on a set of named computers. 
Usually the computers are identified by IP addresses or 
names. A background demon manages the creation of 
remote processes. Generally, applications are based on 
the SPMD (single program multiple data) programming 
model. Each process is a copy of the same executable 
code, and program behavior depends on the identifier 
of the process. Processes exchange data by sending and 
receiving messages. 

The first version of the MPI standard does not specify 
how standard input and output are to be implemented. 
Typically, an application programmer initiates a parallel 
application from a console. If a process in the applica¬ 
tion prints to standard output, then a background demon 
directs the output to this console. Output from different 
processes will be interleaved on the console and arrive in 
a nondeterministic order. This problem can be overcome 
if the application programmer specifies that only one 
process write to standard output. Standard input to an 
application is usually performed only by root (the proc¬ 
ess running on the console), or is retrieved from the local 
disk of the computer that the process is executing. 

The first release of the MPI standard specifies support 
for collective operations, and nonblocking sends and re¬ 
ceives. Collective operations in MPI are those that have 
either more than one sender or more than one receiver. 
MPI-1 supports broadcast, scatter (of array elements from 
root to other processes), gather (of array elements 
from other processes to root), reduce (gather with a 
combining operation, such as the summation of array 
elements from other processes to root), and variations of 
these, such as all to all, all reduce, and all gather. MPI 
also implements a barrier synchronization, which al¬ 
lows all processes to come to a common point in a pro¬ 
gram before proceeding. MPI collective calls provide a 
more convenient interface for the application program¬ 
mer and are often implemented using special, efficient, 
algorithms. 

MPI-1 specifies standards for nonblocking sends and 
receives. These are usually a two-step operation in which 
the process first initiates the send (receive) call, and then 
uses a second call to ensure that the buffer is safe to be 
reused or that the data have arrived. These nonblocking 
calls can be used by programmers to facilitate the over¬ 
lapping of communication and computation. 

The second release of the MPI standard, MPI-2 speci¬ 
fies additional standards for one-way communications, 
similar to the writes to shared, distributed memory loca¬ 
tions that were developed in VMMC and other academic 
systems. MPI-2 also specifies a standard way to create MPI 
processes, support for heterogeneous platforms, extended 
collective operations, I/O operations, and multi-threading 
on individual computers. 


Debuggers 

There are a limited number of parallel debuggers avail¬ 
able for a cross-platform, heterogeneous, development 
environment. For this reason an effort was begun in 1996 
to define a cross-platform parallel debugging standard 
that specified the features and interface users wanted. 
The High Performance Debugging Forum (HPDF) was 
formed as a Parallel Tools Consortium (PTools) project 
(1993). The HPDF members include vendors, academics 
and government researchers, as well as HPC users. The 
forum meets at regular intervals, and its efforts have cul¬ 
minated in the HPD version 1 (High Performance Debug¬ 
ging Forum 2000) specification. This standard defines the 
functionality, semantics, and syntax for a command-line 
parallel debugger. The development of cross-platform 
parallel debuggers is an area of active research. Ideally, 
a parallel debugger should be capable of at least: 

• Managing multiple processes and threads within a 
process 

• Displaying each process in its own user window 

• Displaying source code, stack trace, and frame for one 
or more processes 

• Diving into objects, subroutines, and functions 

• Setting both source-level and machine-level breakpoints 

• Sharing breakpoints between groups of processes 

• Defining watch and evaluation points 

• Displaying arrays and array slices 

• The manipulation of code variables and constants 

Performance Analysis Tools 

Performance analysis tools exist to help programmers un¬ 
derstand the run-time characteristics of their applications. 
In particular, tools help to analyze and locate parts of an 
application that exhibit poor performance and produce 
program bottlenecks. Such tools are useful for under¬ 
standing the behavior of normal sequential applications 
and can be enormously helpful when trying to analyze 
the performance characteristics of parallel applications, 
which are typically more complex. 

To create performance information, most tools produce 
performance data during program execution and then 
provide a tool to do a postmortem analysis and display of 
the performance information. Some tools do both steps in 
an integrated manner, and a few tools have the capability 
for run-time analysis, either in addition to or instead of 
postmortem analysis. Most performance monitoring tools 
consist of some or all of the following components: 

• A means of inserting instrumentation calls to the 
performance monitoring routines into the user’s 
application 

• A run-time performance library that consists of a set of 
monitoring routines that measure and record various 
aspects of program performance 

• A set of tools that process and display the performance 
data 
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In summary, a tool for postmortem performance analysis 
works by: 

• Adding instrumentation calls into the source code 

• Compiling and linking the application with a 
performance-analysis run-time library 

• Running the application to generate a trace file 

• Processing and viewing the trace file 

A particular issue with performance-monitoring tools 
is the intrusiveness of the tracing calls and their impact on 
the application’s performance. It is important that instru¬ 
mentation does not affect the performance characteristics 
of the application and thus provide a false view of its per¬ 
formance behavior. A lesser, but still important, second¬ 
ary issue is the format of the trace file. The file format is 
important for two reasons. First, it must contain detailed 
and useful execution information but not be huge, and 
second, it should conform to some “standard" format so 
that it is possible to use various GUI interfaces to visualize 
the performance data. The development of standard, non- 
intrusive performance tools is an area of active research. 

ADVANCED TOPICS 
Emerging Trends 

A number of hardware trends are having an impact on 
cluster computing. Two of these trends are in the design 
and manufacture of microprocessors. One basic advance 
is the reduction in the size of features, which has allowed 
circuits to either become faster or consume less power. 
A second basic advance is the growth in the size of the die 
that can be manufactured. These factors mean that each 
year the average number of transistors on a chip is grow¬ 
ing by about 40% and the clock frequency is increasing 
by about 30%. 

Memory components are experiencing similar growth, 
but there is an increasing divergence between the capac¬ 
ity and the speed of memory. For example, the capacity of 
memory components increased by a factor of more than 
1000 between 1990 and 2005, but speed has only doubled. 
Consequently, the increase in memory speed is not match¬ 
ing that of microprocessors. Therefore, access to data in 
memory is becoming a significant bottleneck. One method 
of overcoming this bottleneck is to configure the DRAM 
in banks and transfer data from these banks in parallel. 
In addition, multi-level memory hierarchies organized as 
caches make memory access more effective, but their de¬ 
sign is complicated. This access bottleneck also applies 
to disk access, and consequently, to the virtual memory 
system of a computer. 

A number of high-performance networks have been 
used successfully as cluster interconnects, including Fast 
Ethernet, Gigabit Ethernet, SCI, Myrinet, Giganet, Infini¬ 
Band, Fibre Channel, and others. Since no network has 
emerged as a clear winner, competition is high, and this 
will continue to impact price and performance. For some 
applications, particularly those for which the amount of 
data exceeds the size of physical memory, it is possible 


to use messaging across a high-performance network to 
obtain data faster than data can be obtained from a proc¬ 
essor’s own memory. These high-performance networks 
make cluster computing an attractive architectural al¬ 
ternative to the memory bottleneck of a single processor 
system. 

Clusters dedicated to high-performance applications 
will continue to evolve as new and more powerful com¬ 
puters and network technologies become available in the 
marketplace. It is likely that individual cluster nodes will 
be composed of multiple processors. Currently multi¬ 
core-processors PCs and workstations are becoming 
common. Software that allows SMP nodes to be used 
efficiently and effectively by parallel applications will be 
further developed or enhanced and added to the operating 
system kernel in the near future. It is likely that there will 
be widespread use of 10-Gigabit Ethernet, as this tech¬ 
nology will provide a low-risk solution for moving from 
standard or switched Ethernet. The price for using this 
technology will be higher communication latencies. 
In situations in which it is necessary for an application 
to attain very low latencies, network technologies that 
bypass the operating system kernel, thus avoiding the 
need for expensive system calls, will be used. This can 
be achieved using intelligent network interface cards or, 
alternatively, using on-chip network interfaces such as 
those on Digital Equipment Corporation’s DEC Alpha 
21364. 

Field programmable gate array (FPGA) is another pos¬ 
sibility to speed up computation and communication. 
For instance, some of the message-passing protocol can 
be implemented on the card, which improves acknowl¬ 
edgment latency and offloads some work from the proc¬ 
essors. Furthermore, the FPGA can be configured to 
improve computational performance and not interact 
directly with network. 

The two most popular operating systems for clusters 
are Linux and Windows. Linux has become popular be¬ 
cause it is freely available as well as because of its increas¬ 
ing stability and its performance, which is superior to that 
of Windows. There are currently more than seven million 
Linux users worldwide, and its future development is be¬ 
ing supported by many companies, such as IBM and Com¬ 
paq. Linux is also available for SMP systems that have two 
or more processors per node. Windows XP has a large in¬ 
stalled user base, and is gradually replacing the huge exist¬ 
ing Windows 95/98 user base. A new version of Windows, 
Windows Compute Cluster Server 2003, implements 
the MPI Interface (MS-MPI), which is fully compatible 
with the reference MPICH2. Furthermore, the integra¬ 
tion with Active Directory enables role-based security for 
administration and users, and the use of Microsoft Man¬ 
agement Console provides a familiar administrative and 
scheduling interface, which can support the use of stand¬ 
ard communication technologies. The ability to provide a 
rich set of development tools and utilities as well as the 
provision of robust and reliable services will determine 
the choice of the operating system used on future clus¬ 
ters. UNIX-based operating systems are likely to be most 
popular, but the steady improvement and acceptance of 
Windows will mean that it will not be far behind. 
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Next-Generation Cluster Computing 

As computer networks become cheaper and faster, a 
new computing paradigm has emerged, know as the Grid 
(Foster, Kesselman, and Tuecke 2001). The Grid is a large 
system of computer-based resources that performs tasks 
and provides users with a point of access, commonly based 
on a Web interface, to widely distributed resources. 

One view of the Grid is as a single computational re¬ 
source. Resource management software accepts jobs 
submitted by users and schedules them for execution on 
appropriate systems in the Grid, based on site policies. 
Users can submit thousands of jobs at a time without be¬ 
ing concerned about where they run. The Grid may scale 
from single systems to supercomputer-class computer 
farms that use thousands of processors. Depending on 
the type of applications, the interconnection between the 
Grid resources can be performed using dedicated high¬ 
speed networks or the Internet. By providing scalable, se¬ 
cure, high-performance mechanisms for discovering and 
negotiating access to remote resources, the Grid promises 
to make it possible for scientific collaborators to share re¬ 
sources on an unprecedented scale and for geographically 
distributed groups to work together in ways that were pre¬ 
viously impossible. Several examples of new applications 
that benefit from using Grid technologies are: 

1. A coupling of advanced scientific instrumentation or 
desktop computers with remote supercomputers 

2. Collaborative design of complex systems via high- 
bandwidth access to shared resources 

3. Ultra-large virtual supercomputers constructed to 
solve problems too large to fit on any single computer 

4. Rapid, large-scale parametric studies, e.g. Monte-Carlo 
simulations, in which a single program is run many 
times in order to explore a multidimensional param¬ 
eter space 

The Grid technologies are currently under intensive de¬ 
velopment. Major Grid projects include the Open Science 
Grid (2004), TeraGrid (2000), iVDGL (International Vir¬ 
tual Data Grid Laboratory 2001), and the EGEE (Ena¬ 
bling Grid for E-sciencE 2006) project. Grid tools are 
available for developers today. The Globus Toolkit (2002) 
represents one such example and includes a set of serv¬ 
ices and software libraries to support grids and its ap¬ 
plications. 

CONCLUSION 

Our need for computational resources in all fields of sci¬ 
ence, engineering, and commerce far outstrips our ability 
to fulfill these needs. The use of COTS-based clusters 
is perhaps one of most promising means by which we 
can bridge the gap between our needs and the available 
resources. 

A major hurdle for cluster computing is that of edu¬ 
cation. Because of the parallel and distributed nature of 
clusters, computer science and other students must be 
trained in programming techniques that do not ordinar¬ 
ily arise on single-CPU or client/server-based systems; 
writing correct and efficient programs is more difficult 


in a cluster environment. Similarly, the architectural is¬ 
sues that arise in building clusters are more complex. 
The standard undergraduate curriculums in computer 
science and computer engineering only partially cover 
these topics. These curriculums need to be expanded to 
meet the needs of industry as cluster computing becomes 
more common. 

The use of a COTS-based cluster has a number of ad¬ 
vantages, including: 

• An unmatched price/performance ratio as compared 
with dedicated parallel supercomputers 

• The ability to incrementally grow a system and thus 
take advantage of yearly funding patterns as well as be¬ 
ing able to incorporate the latest technologies 

• The provision of a multi-purpose system: one that is, 
for example, used for secretarial purposes during the 
day and as a commodity supercomputer at night 

These and other factors will continue to fuel the evolution 
of cluster computing. 

GLOSSARY 

AMD: Advanced Micro Devices. 

ATM: Asynchronous transfer mode, a network and pro¬ 
tocol for wide area network. 

Bandwidth: The amount of data that can be transmit¬ 
ted in a fixed amount of time, usually expressed in bits 
per second (bps) or bytes per second. 

Beowulf-CLASS System: Commodity cluster using 
personal computers to achieve excellent cost perform¬ 
ance, which was initially developed by the Beowulf 
project, led by Donald Becker and Thomas Sterling, at 
the NASA Goddard Space Flight Center. 

COTS: Commodity Off-The-Shelf. 

DIMM: Dual in-line memory module, a small circuit 
board that has a 64-bit path to memory chips. 
Ethernet: The first widely used and truly ubiquitous 
local area network operating at 10 Mbps. 

Fast Ethernet: A cost-effective local area network based 
on the original Ethernet protocol, providing 100 Mbps. 
FTP: File transfer protocol. 

Gbps: 1 billion bits per second data transfer rate of 
bandwidth. 

Gigabit Ethernet: A LAN that is the successor of Fast 
Ethernet, providing a peak bandwidth of 1 Gbps. 
GNU: A project that promotes open source and free 
software tools. 

InfiniBand: An input/output architecture for the trans¬ 
mission of data between processors and I/O devices. 
LAN: Local area networks used to connect local sites. 
Latency: The amount of time it takes a network packet 
to travel from source to destination. 

Local bus: A data bus that connects directly, or almost 
directly, to the microprocessor. 

Mbps: 1 million bits per second data transfer rate or 
bandwidth. 

Message Passing: An approach to parallelism based 
on communicating data between processes running on 
separate computers. 
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MPI: Message passing interface, a community derived 
logical standard for the transfer of program messages 
between separate concurrent processes. 

NIC: Network interface controller, a hardware com¬ 
ponent that enables the computer to connect to a 
network, usually designed for a particular type of net¬ 
work, protocol, and media. 

PC: Personal computer. 

PCI: Peripheral component interconnect, a local bus 
standard for PCs and workstation to support I/O con¬ 
trollers, including NICs. 

PVM: Parallel virtual machine, a library of functions 
supporting an advanced message-passing semantics. 

RAM: Random access memory. 

SAN: System area network, a network optimized for 
use as a dedicated communication medium within a 
commodity cluster. 

SCI: Scalable coherent interconnect. 

SIMM: Single in-line memory module, a small circuit 
board that has a 32-bit path to memory chips. 

SMP: Symmetric multi-processing, a multi-processing 
architecture in which multiple CPUs, residing in one 
cabinet, share the same memory. 

SPMD: Single program multiple data, a programming 
model designed for multiprocessors system, in which 
parallel programs run the same subroutine but oper¬ 
ate on different data. 

TCP: Transmission control protocol. 

VIA: Virtual interface architecture. 

WAN: Wide area networks used to connect distant sites. 
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INTRODUCTION 

Since nearly the beginning of the modern era of digital 
electronic computers, there has been interest in ganging 
together multiple processors to achieve higher computa¬ 
tional capacities than a single prevailing processor could 
provide. Although there is a wide range of system and 
algorithmic challenges to overcome to effectively paral¬ 
lelize an application, it has long been recognized that 
a high-speed communications network that can enable 
processors to efficiently exchange data and control in¬ 
formation is critical. Ideally, such a network should of¬ 
fer seamless transparency between the primary memory 
systems of the processors, or more directly, their speed 
(bandwidth) and latency (temporal delay) should be com¬ 
mensurate with the high-speed memory system. The ul¬ 
timate goal for efficient communications would be for 
a parallel processor machine to stay continuously busy 
performing useful work, without waiting for data or con¬ 
trol to transfer between processors. This has given way to 
one basic measure of efficiency (Al eft ) for such machines 
(Fox 1984): 

N efr = TpeATpe + Tcom) X 100, 

where 7j, e is the time that the processor element spends 
doing useful work and T com is the time that the processor 
must wait for communications, control, and other sys¬ 
tem functions to complete before it can resume. 

From this simple relationship, one can assess the 
overhead for an application algorithm on a given multi¬ 
processor architecture. For example, for applications in 
which infrequent communication occurs between long 
stretches of computation, the so-called embarrassingly 
parallel applications, a much lower performance net¬ 
work can be used with virtually no degradation in overall 
performance, and at a lower cost as well. Conversely, 
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for fine-grained applications, in which many messages 
must be exchanged after a given computation, higher- 
bandwidth, lower-latency networks are required. From 
this application- or algorithm-centric point, system com¬ 
munication needs can be generalized as flops per byte. 
The higher the number, the more infrequent the commu¬ 
nications, generally implying that a lower-performance 
network can be used. 

With gigahertz-class processors, many gigabytes per 
second (GB/s) with latencies of a few nanoseconds (ns) 
would be needed. Furthermore, other fundamental lim¬ 
its of physics begin to enter the picture, especially with 
regard to latency. At some point, the speed of light rep¬ 
resents a fundamental limit that cannot be overcome 
because of the finite distances between components for 
even the densest of packaging schemes. For this reason 
plus a host of others, in recent years much interest has 
focused on novel computer architectural methods for 
mitigating these problems—e.g., keeping processors busy 
while waiting for other system functions to complete, 
whether they be communications, the operating system, 
or other system functions (see van der Steen, 2006, for 
an overview of modern supercomputer architecture and 
system elements). In many cases, new processor and sys¬ 
tem designs are required to fully realize these latency¬ 
hiding methods, and will continue to be the subject of 
research. 

Although it would certainly be interesting to review all 
of the parallel computers and their interconnect systems 
that have been developed since the Illiac IV in the 1960s, 
but without losing too much context, one could cut to the 
chase and begin with the Beowulf commodity PC clus¬ 
ter developed in 1994 by Thomas Sterling (Sterling et al. 
1999; Sterling 2001), then at Goddard Space Flight 
Center (Ridge et al. 1997). Although commodity micro¬ 
processors had been incorporated into parallel clusters 
almost ten years earlier (Seitz 1985), this is the first 
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instance in which commodity motherboards and net¬ 
work components combined with open source software 
(mostly Linux) had also been used to maximize the per¬ 
formance/price ratio. There were functionally similar 
concepts being developed elsewhere at about the same 
time, such as the Berkeley Network of Workstations 
(NOW) or Apollo Workstation clusters, which used sin¬ 
gle-vendor-computer platforms with proprietary oper¬ 
ating systems and networks. Today, Beowulf clusters 
have been commercialized or packaged by many ven¬ 
dors, both from well-known names as well as start-ups. 
Most, in fact, use the same basic components, but add 
value in terms of integration, support, and management 
tools. Today, more than 70% of the machines listed on the 
world’s top 500 supercomputers (see www.top500.org) are 
clusters, and if one includes proprietary networks as well, 
the figure approaches 100%. Approximately 50% of the 
top 500 supercomputers use Gigabit Ethernet (Kaplan 

2001) as the primary interconnect, followed by approxi¬ 
mately 11% for Myrinet and 7% for Infiniband. More de¬ 
tails of the current state of the art of cluster computer 
network technology can be found in Cluster Computing 
Fundamentals and additional references (Apon 2001; 
Bode 2004). 

This chapter will first review the salient performance 
metrics by which cluster computer networks can be com¬ 
pared, and then briefly review the general classes of the 
networks that have emerged in recent years, both from an 
architec-tural viewpoint as well as from a protocols per¬ 
spective. Next, a few case studies will be examined among 
the more common networks in use today. And finally, some 
future directions that show promise to meet the needs 
of the next generation of high-performance computer 
systems and architectures will be explored. 

INTERCONNECTION NETWORKS 

In contemporary multiprocessor high-performance com¬ 
puting systems (HPCs), the processor-memory intercon¬ 
nect is often the single most constraining bottleneck in 
overall system performance (Dally and Towles 2004). 
This problem originates from the limitations of elec¬ 
tronic hardware to provide sufficient bandwidth and low 
latency over the physical size of the computing system. 
Alternative interconnection technologies have been pro¬ 
posed as a means of eliminating the severity of this bot¬ 
tleneck. Perhaps the most promising of these alternative 
technologies are those that leverage optical signal trans¬ 
mission on networks composed of photonic devices and 
fiberoptic components (Special Issue on Optical Inter¬ 
connections 2004). 

Whereas electronic transmission is limited by signal 
degradation and losses that rise with frequency, optical 
transmission degradation is functionally independent of 
frequency and suffers only minimal degradation over long 
distances. This well-known advantage of optical trans¬ 
mission has led to the wide use of fiber optics in nearly 
all long distance telecommunication systems (Agrawal 

2002) . HPC systems are typically very large and highly 
distributed, with diameters spanning tens to hundreds of 
meters, so the capability of covering such distances with 
high bandwidth and low latency while consuming minimal 


power represent some of the significant advantages for 
optical interconnects. For transmitting high data rates 
over long distances, optical fiber is far better suited than 
copper. Furthermore, because of the multiple-wavelength 
nature of light, conventional optical fiber is capable of 
transmitting more multiple-terabits per second (Tbps) in 
a wavelength-parallel or wavelength-division multiplexed 
(WDM) manner (Agrawal 2002), surpassing electronics 
by many orders of magnitude. A third benefit of optical 
signal transmission is its immunity to electromagnetic 
cross talk and interference; this advantage is particularly 
useful in high-noise digital computing systems. Last, and 
perhaps most critical, is the clear power-dissipation ad¬ 
vantage of optical interconnects. This key advantage of 
optical interconnection networks is based on a property 
of the photonic medium, known as bit-rate transparency. 
Unlike electronic routers, which switch with every bit of 
the transmitted data while dissipating dynamic power 
that scales with the bit rate, photonic switches switch on 
and off at the message rate, and their energy dissipation 
does not depend on the bit rate. This property facilitates 
the transmission of very-high-bandwidth messages while 
avoiding the increasingly high power costs typically asso¬ 
ciated with performing such communication with equiv¬ 
alent electronic networks (Miller 2000). 

Although it is all but certain that future generations 
of multiprocessor HPC systems will eventually leverage 
these optical technologies, photonic and optoelectronic 
devices are unfortunately not yet as mature and devel¬ 
oped as comparable electronic components. Although 
some photonic interconnects are used in the backplanes 
of commercial HPC systems, advanced optical intercon¬ 
nection networks are still primarily an area of research. 
The performance of these devices is not yet as stable 
and robust as comparable electronic components, and 
the current pricing can pose a significant deterrence to 
large-scale commercialization. Although the importance 
of these weaknesses cannot be overlooked, ongoing re¬ 
search and development are rapidly improving optical 
and photonic technologies, and many experts are optimis¬ 
tic about their progress. Part of this optimism stems from 
the recent progress in integrated photonic devices fab¬ 
rication in Complementary Metal Oxide Semiconductor 
(CMOS) compatible platforms [this is discussed further 
in Case Study 5]. 

In order to fully use the immense bandwidth and 
other benefits of optical signal transmission, network 
architectures must be designed in a way that specifi¬ 
cally addresses the unique properties of optical tech¬ 
nologies. That is, conventional canonical topologies that 
have been very successfully implemented with electronic 
components cannot simply be mapped into the photonic 
implementations. The single biggest architectural differ¬ 
ence between electronic and optical media is that practi¬ 
cal optical buffers are not available and are physically 
challenging to implement; RAM structures are nearly 
impossible to implement for optically transmitted sig¬ 
nals. Also, it can be very challenging to execute signifi¬ 
cant data processing entirely within the optical domain 
(Blumenthal 2001; Luijten et al. 2005; Shacham, Small, 
Liboiron-Ladouceur, and Bergman 2005; Small, Kato, 
and Bergman 2005). 
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Fully assimilating the unique characteristics of optical 
technologies into interconnection network design presents 
novel challenges. Traditional network design principles, 
which are based on electronic implementations, rarely 
can be applied to the new technology. Instead, new para¬ 
digms for interconnect design must be adopted to accom¬ 
modate the optical signal transmission. These paradigms 
should consider the multiple-wavelength nature of light, 
the lack of optical buffering and processing technologies, 
and the problems and costs inherent in converting signals 
between optical and electronic domains. A few ideas have 
been developed to address the future needs of optical tel¬ 
ecommunications networks, particularly ones based on 
the schemes of optical packet switching (OPS) and optical 
burst switching (OBS), and some of these principles are 
beneficial to the case of photonic HPC interconnects as well 
(Blumenthal et al., 1992; Qiao and Yoo 1999; Hemenway 
et al. 2004; Barker et al. 2005; Shacham, Small, Liboiron- 
Ladouceur and Bergman 2005). However, the design 
space remains largely unexplored and is an active area 
of research. The challenge is to find the optimally cost- 
effective combination of electronics and optics to achieve 
the best system level performance. 

Here we present principles for photonic interconnec¬ 
tion network design that address the aforementioned 
challenges. The discussion is extended into possible 
future developments of optical interconnection network 
architectures intended for monolithic integration, with 
applications to interchip and intrachip interconnects. 

The implementation of low-latency, high-capacity 
switching interconnection systems has benefits to numer¬ 
ous applications within modern data processing and com¬ 
munications. Leveraging the ubiquity of conventional 
fiber-optic components allows for a realistic network 
implementation that is modular, scalable, and robust. 
By allowing high-volume multiple-wavelength optical 
packets to traverse a network with minimal processing 
and routing logic, a complete system can be constructed 
for experimentation and characterization. By establish¬ 
ing the attractiveness of contemporary fiber-optic tech¬ 
nology and its general flexibility, the strategies and merits 
of the presented architectural paradigm are elucidated. 

OPTICAL INTERCONNECTION 
NETWORKS: TECHNOLOGIES, 
ARCHITECTURES, AND SYSTEMS 
Design Considerations 

The photonic interconnection architectural paradigm 
presented here is intended to have extraordinarily high 
capacity while exhibiting very low routing latencies. 
The targeted data rates are on the order of hundreds of 
gigabits/sec (Gbps) from each network terminal. This 
surpasses the current electrical interconnection technol¬ 
ogies by almost a full two orders of magnitude (see www. 
top500.org; Flich et al. 2002; Petrini et al. 2002; Hurwitz 
and Feng 2004; Liu et al. 2005). Latencies are expected 
to be less than 1 ps for typical packet traffic configura¬ 
tions, and the interconnection networks are intended to 
be scalable beyond 10,000 input and output terminals. 
These performance specifications are in line with the 


needs for next-generation high-performance computing 
applications. In order for the system to have a reasonable 
uptime, the system error rate must be better than about 
10 22 or about three errors per year for a 10,000-terminal 
100-Gbps network, which implies that physical errors 
must certainly stay below 10 -12 per channel, while using 
forward error correction (FEC) coding and other appro¬ 
priate error-correcting techniques. 

Using current fiber-optic communication technologies, 
bit rates of lOGbps (i.e., OC-192 or STM-64) per wave¬ 
length channel are typical. Because it is often convenient 
to have packet capacities on the order of 1000 bits over ten 
or more parallel wavelengths, packet lengths are typically 
tens of nanoseconds in duration, with packet rates near 
100 MHz. The carrier frequencies of the channels within 
the optically encoded packets are set by the International 
Telecommunications Union (ITU) to span a range of 
190.1 THz to 196.1 THz, or 1528.8nm to 1577.Onm, over 
what is called the “C-band” of the electromagnetic spec¬ 
trum. The wavelengths are generally spaced by 100 GHz 
(0.8 nm) by the wavelength division multiplexing (WDM) 
standard; the dense WDM standard specifies 50-GHz 
(0.4-nm) spacing. These wavelengths can be transmitted 
over commercially available single-mode optical fiber with 
attenuations of just 0.3dB/km. The chromatic dispersion 
(i.e., the rate at which longer wavelengths travel faster 
than shorter ones) is typically 18 ps/nm/km or less 
(Agrawal 2002). 

To summarize the metrics and scales to be used in the 
discussion of interconnection networks: 10-channel data 
rates can exceed 100 Gbps with packet rates of 10 MHz 
or more, latencies are generally measured in hundreds of 
nanoseconds, and distance scales on tens of meters. The 
information is encoded optically according to the C-band 
WDM specifications, which contains sixty-one channels 
over the 48-nm span. The devices used often benefit from 
the technological advances encouraged by long-haul fiber 
optics while avoiding many of their physical shortcom¬ 
ings. The resulting networks are room-sized and suitable 
for numerous applications within high-performance data 
processing and communications. 

Enabling Photonic Technologies 

The advantages of fiber optic technologies have long been 
clear to network designers. Electronic signals suffer from 
numerous wave transmission difficulties, including re¬ 
flections, Ohmic loading, and electromagnetic interfer¬ 
ence, all of which result in limitations to transmission 
distance and bandwidth and lead to excessive power 
consumption (Miller 2000). Optical waves can be trans¬ 
mitted with high data rates over monumental distances 
with very little power consumption. For these reasons 
alone, network architectures that incorporate photonic 
and fiberoptic elements could potentially offer signifi¬ 
cant benefits. Network designers generally relegate fiber 
optics to a transmission medium; however, interest has 
gradually emerged in performing switching and routing 
functions with optical signals instead of electrical ones. 
Although this sort of processing is obviously very well 
suited for contemporary microelectronic technology, the 
costs of converting signals between the electrical and 
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optical domains can be quite prohibitive in terms of fi¬ 
nancial expense, latency, and power. Using photonic de¬ 
vices for switching functions within an interconnection 
network is therefore worth considering. 

Beginning in the 1980s, when the data rates for fiber¬ 
optic communications were significantly slower than 
they are today, a few ideas about the structure of a scal¬ 
able photonic switching network began to emerge. Many 
of these architectures incorporate a device that was 
relatively new to that decade, the semiconductor optical 
amplifier (SOA), also called the semiconductor laser am¬ 
plifier. The SOA is a device capable of amplifying optical 
signals over a wide optical bandwidth with significantly 
less latency and less power than the popular erbium- 
doped fiber amplifier (EDFA) and Raman amplifier. 
Furthermore, SOAs require a relatively small amount 
of electrical power to turn on, and the necessary cur¬ 
rent can be provided relatively quickly. This results in 
a switchable wideband photonic device that is control¬ 
led electrically with low latency and minimal rise time 
(Blumenthal et al. 1992; Fortenberry, Cai, and Tucker 
1994; Krishnamoorthy et al. 1999; Wonglumsom et al. 
1999; Meagher et al. 2000; Armstrong, Andonovic, and 
Kelly 2004rLin et al. 2006). 

The first presentation of an SOA-based optical packet 
switching (OPS) node occurred in the late 1980s (Evankow 
and Thompson 1988), and during the early 1990s the idea 
gained minor attention and experienced small concep¬ 
tual advances (Blumenthal et al. 1992; Fortenberry et al. 
1994). This design is a simple Y-junction with two SOAs, 
one on each branch, and most of the designs require the 
SOAs to provide gain to compensate for the losses of 
the Y-junction and perhaps other passive optical taps and 
splitters in the former part of the node (Figure 1). The 
control and routing mechanism in these designs is ei¬ 
ther entirely electrical or based on a conventional time- 
division multiplexed (TDM) header. 

Because this simplistic approach does not benefit from 
the multiple-wavelength nature of optical signals, other 
ideas that capitalize on wavelength parallelism began to 
ascend to the forefront of OPS research. These switching 
network designs often use the parallel transmission of 
multiple wavelengths as a mechanism for contention 
resolution or for destination addressing. Beginning in 
the mid-1990s, numerous unique switching node de¬ 
signs and architectures (e.g., Krishnamoorthy et al. 1999; 
Wonglumsom et al. 1999; Meagher et al. 2000) for OPS 
were developed and presented in the literature, many 
of which are based on a standard library of photonic 


devices, including SOAs, wavelength-tunable lasers, opti¬ 
cal filters, arrayed waveguides (AWGs), and lithium nio- 
bate (LiNb0 3 ) switches. Summaries and comparisons of 
these architectures have also been published (Papadimi- 
triou, Papazoglou, and Pomportsis 2003). Unfortunately, 
a shortcoming of many of these architectures is the 
degree of complexity required of the optical components 
for addressing (“label processing”) at other logical 
functionality. 

Some of the designs mentioned above use different 
switching methods as well. In many of the AWG-based de¬ 
signs, the network is better classified as a circuit switch; 
that is, a designated pathway between an input terminal 
and an output terminal is established, and communica¬ 
tions occur on that pathway. This approach differs mark¬ 
edly from packet switching, in which discrete “flits” of 
information are routed independently, not based on the 
state of the underlying switching fabric. These AWG-based 
approaches generally rely on the wavelength of the packet 
itself as the means of encoding the destination address; 
although wavelength bands can also be used, this wave¬ 
length addressing scheme makes it impossible for terminals 
to service packets that are simultaneously encoded over the 
entire wavelength span, minimizing network bandwidth. 

Although many of these architectures are meant to 
be implemented as routers within telecommunications 
networks, and therefore may have to adhere to estab¬ 
lished protocols, the packet structures are fundamentally 
optically encoded forms of a conventional electronic se¬ 
quential header-payload packet. This structure fails to cap¬ 
italize on the unique modulation schemes available to the 
optical domain, most especially multiple-wavelength en¬ 
coding. Even though the wavelength dimension can be 
leveraged for contention resolution and for destination 
address quite effectively, one of the principal concerns 
for high-performance interconnection networks to be 
used in the applications mentioned above is high payload 
capacity. Clearly, multiple-wavelength data encoding 
over the C-band has the potential to yield the largest net 
transmission bandwidth. 

Specialized devices that produce multiple-wavelength 
optical signals based on electrical inputs and the reverse 
are currently produced commercially, with results re¬ 
ported for as much as 10 wavelengths X 40 Gbps (see www. 
infinera.com). These transmitters and receivers represent 
the interface between the electrical signals that originate 
from the cluster nodes and the optical signals that are 
transmitted or perhaps even switched throughout an 
optical network. By leveraging the high-density integration 




Figure 1: Schematic of simple wideband 
single-packet (left) and nonblocking (right) 
2X2 switching nodes based on photonic 
switching elements (e.g., SOAs) 
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available to monolithic designs, these transmitters and re¬ 
ceivers can easily accommodate ten high-speed electrical 
signals and the necessary optical/electronic (O/E) or elec¬ 
tronic/optical (E/O) conversions. One of the companies 
that produces these integrated multiple-wavelength trans¬ 
mission devices successfully is Inhnera, in Sunnyvale, 
California (see www.inhnera.com). Their technology is 
based on a III-V semiconductor substrate that can 
support lasers, high-speed modulators, and high-speed 
photodetectors. 

Another interesting company is Luxtera, in Carlsbad, 
California (see www.luxtera.com), which has taken 
a different approach. They used a silicon substrate as a 
workbench for a host of photonic devices, including mod¬ 
ulators, which can more easily be integrated with conven¬ 
tional CMOS electronic devices. This allows for electrical 
signal processing and management to be contained on 
the same chip as the photonic devices. Although silicon 
is less amenable to optical devices in general, this "CMOS 
Photonics™” paradigm, as they call it, certainly has great 
potential in making the transition between the electrical 
and optical domains more seamless and flexible. 

Regardless of the technology, then, the multiple- 
wavelength packet structure is a defining distinction be¬ 
tween historical architectural designs and the paradigm 
presented here. Another distinction is the simplicity of the 
control mechanism that has been used in an effort to 
reduce routing latency. 


Architecture Design 

Optical networks should capitalize on the advantages 
of photonic technology while acknowledging its current 
shortcomings. The single most important advantage of 
optical signal encoding is the enormous bandwidth it can 
support, both because of the high-modulation bandwidth 
available to a signal channel (i.e., carrier frequency or 
carrier wavelength) and because of the large number of 
wavelength channels that can be transmitted simultane¬ 
ously. With a total of 6 THz of bandwidth available for 
optical transmission over the C-band, efficient coding 
techniques can certainly support transmission capacities 
of more than 1 Tbps (Agrawal, 2002). 

However, the strong disadvantage of optical informa¬ 
tion systems is the inability to perform arithmetic opera¬ 
tions with agility and robustness near that of CMOS and 
other electrical logic families. Indeed attempts have been 
made to implement simple logical functions with phot¬ 
onic and fiber-optic technologies, but by and large, these 
are not yet stable nor integratable enough for arithmetic 
computations of even minor complexity (Agrawal 2002). 
Similar to this essential absence of optical logic devices 
is the difficulty of implementing RAM and buffers with 
photonic and fiberoptic technologies. These two short¬ 
comings are important to keep in mind in the design of 
optical interconnection network architectures. 

To summarize, an ideal design for such a network 
should capitalize on the gargantuan bandwidth available 
to fiberoptic technologies while minimizing the burden 
of computation and buffering on the photonic network 
components. Indeed, it is even beneficial to distinguish 


between the path and devices through which the high- 
bandwidth payload travels and the path and components 
that carry the routing information and execute the rout¬ 
ing decision. That is, an ideal optical interconnection 
network design leaves the transmission capacity to the 
optical domain and relies on better-suited electronic tech¬ 
nologies for routing and decision mechanisms. 

In addition, in order to address general networking 
concerns such as scalability and modularity, multiple- 
stage distributed topologies are often used in interconnec¬ 
tion networks, independent of the transmission medium 
(Dally and Towles 2004). For a large number of net¬ 
work input and output terminals, it is important that 
the number of switching nodes required to implement 
a complete topology scales efficiently. Further, it can be 
beneficial for a given implementation to comprise nearly 
identical switching nodes that need only to be configured 
with their position within the interconnection network, 
as is common for various multiple-stage topologies. For a 
large number of input and output terminals, it is also im¬ 
portant for the control and routing mechanism to scale 
efficiently. Whereas centralized arbitration algorithms 
can become computationally burdensome for large num¬ 
bers of network terminals at fast packet-injection rates, 
a distributed control scheme that delegates routing to 
each individual switching node can simplify the routing 
mechanism (Dally and Towles 2004). 

In order to further simplify routing and architectural 
organization, packet switching is a method by which mul¬ 
tiple input terminals can freely communicate with 
multiple output terminals. Designated transmission lines 
between every input and every output is clearly a wasteful 
use of resources. Moreover, because the optical switching 
nodes would likely subtend only hundreds of bit periods 
of latency, the model of circuit switching may not be fit¬ 
ting either. As an example, consider packets with 10 Gbps 
(OC-192) payloads: one hundred of these bits requires 
10ns, or 2.0m in standard single-mode optical fiber (e.g., 
SMF-28). Given the current degree of integration of con¬ 
temporary fiber-optic components, it is unlikely for a com¬ 
plete network to fit within just 2 m. Besides, there may be 
well more than a 2-m displacement between client termi¬ 
nals in the applications mentioned above. Therefore, a 
packet-switching perspective is perhaps most appropriate 
for this kind of network design. A packet-switching net¬ 
work based on distributed switching nodes in a multiple- 
stage topological configuration may therefore define an 
ideal architectural design space. 

These topological specifications, along with the afore¬ 
mentioned delegation of capacity and functionality, yield 
an interesting switching-node design. The basic SOA- 
based Y-junction structure, which is almost two decades 
old, is still the fundamental structure of the payload opti¬ 
cal pathways. In the design of an optical switch element, 
ultra-high bandwidth packets are achieved by using mul¬ 
tiple wavelengths for packet payload encoding. Because 
the SOA switching elements are capable of amplifying 
signals over almost the full span of the C-band, the poten¬ 
tial packet payload capacity is maximized. A whole two- 
dimensional matrix of payload data can be encoded in 
both the time dimension and the wavelength dimension 
by leveraging this approach. 
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Additional wavelengths can be designated for the 
packet header, which contains the necessary routing in¬ 
formation. In order to simplify detection of the header 
bits and to facilitate the routing, each of the header bits 
may be encoded on a distinct wavelength. Thus, an «-bit 
header requires an additional n wavelengths more than 
those designated for the packet payload. However, having 
only one bit of information to decode on each wavelength 
for the entire duration of the packet dramatically simpli¬ 
fies header detection. One function that is simpler with 
photonic devices than with electronic devices is chan¬ 
nel demultiplexing. Because of the wavelength nature of 
light, isolating one of these header wavelengths simply 
requires an optical filter. For a two-way switching node, 
two header bits are sufficient to establish all possible 
switching states. The control plane of the switching nodes 
is therefore driven by two simple optical filters and two 
low-speed optical receivers. After the optically encoded 
header bits have been decoded into electrical signals, all 
switching-node routing logic can use electronic logic de¬ 
vices with relative simplicity. Then the routing decision is 
executed by enabling one of the two SOA switching ele¬ 
ments (Small, Shacham, and Bergman 2005). The rout¬ 
ing for each node is entirely contained within that node, 
resulting in a distributed switching architecture. 

Moreover, the packets should traverse the node struc¬ 
ture in a manner that is almost perfectly transparent: op¬ 
tical power is preserved and very little signal distortion is 
introduced. In the implementations, great effort is taken 
to ensure that the signal exiting the switching node is 
almost identical to the one that entered. The losses intro¬ 
duced by the Y-junction and other passive optical compo¬ 
nents are exactly matched by the gain introduced by the 
SOA. The SOA is also operated in a regime in which very 
few nonlinearities occur in order to best preserve signal 
integrity. This structure allows for many switching nodes 
to be cascaded in a modular way that is almost independ¬ 
ent of the path through the network and the number of 
nodes traversed. The packets fly through the system with¬ 
out significant degradation, traveling from one node to 
the next. 

In order to best serve this switching-node design, 
the network must follow a bufferless topology. Clearly, the 
simple switching-node design that has been developed 
above lacks buffering and store-and-forward capabilities. 
The optical packets traverse the Y-junction at exactly the 
speed of light in fiber, and there is no means of halting 
the packet flow or even slowing it down. These restrictions 
are easily serviced by the architectural implementation of 
deflection routing or, similarly, hot-potato routing (Dally 
and Towles 2004). 

In summary, optical interconnection network topolo¬ 
gies, along with the switching-node designs and optical 
packet formats, are designed to leverage the unique ben¬ 
efits of fiberoptic and photonic technologies while avoid¬ 
ing their shortcomings. Buffering and packet storage are 
not required; this is avoided by deflection routing. Logical 
computations executed in optical media are not required; 
instead, digital electronic devices compute the switching- 
node routing decision. Moreover, the packet payload is en¬ 
coded optically as a high-bandwidth multiple-wavelength 
structure that transparently propagates the network as a 


unit, staying in the optical domain throughout the entire 
network. Only the low-bandwidth headers are converted 
to the electronic domain, allowing packets to fly through 
the network uninhibited, with time-of-flight latencies ap¬ 
proaching speed-of-light limitations. Using a water-flow 
(fire-hose) metaphor, the high-bandwidth optical packet 
can flow through the switching fabric, with the switching 
nodes as nearly transparent valves that direct the flow of 
this unstoppable deluge; the headers serve only to tempo¬ 
rarily set the state of the branches. The benefits of fiber 
optics are complemented, not hindered, by electronics in 
a cooperative arrangement that maximizes the through¬ 
put of the interconnection network and minimizes trans¬ 
mission latencies. 

Metrics 

The performance of networks can be quantified by a few 
key metrics. Latency describes the duration required for 
a packet to enter the input interface (including possible 
input buffering) and then exit completely from the output 
interface; network latency includes processing times as 
well as the traversal “time of flight” or routing latency. The 
quantity of packets or information that are successfully 
routed by the network in a single time slot (or specified 
unit of time) is the throughput or bandwidth; an accurate 
measure of this is the bisectional bandwidth, which is de¬ 
fined in more detail below. Also important is the accept¬ 
ance rate—of the offered load, or total quantity of packets 
that are presented to the network in a particular timeslot, 
generally some packets are rejected and must wait to be 
routed by the network, or be routed at a later time. When 
the offered load becomes so high that the acceptance rate 
begins to diminish, the network is said to be saturated. 

Although latency, throughput, and acceptance rate are 
the most important measures, a few other network proper¬ 
ties can be of interest to network designers as well. These 
include the more abstract attributes such as scalability, 
expandability, and simplicity, as well as reliability or ro¬ 
bustness, recoverability, and reparability. And for network 
architectures to actually be implemented, designers must 
also consider financial cost or price and electrical power 
consumption. A complete view of network design must be 
concerned with both the performance metrics and these 
engineering and implementation considerations. 

The bisectional bandwidth measures the total through¬ 
put flowing from one half of the network to the other. 
That is, if we imagine cutting the network geometrically 
in half, bisecting it between input terminals and output 
terminals, the throughput that traverses this boundary 
represents a much more meaningful measure of the ag¬ 
gregate network bandwidth; this is the bisectional band¬ 
width. Because, in general, packets cross this boundary 
only once, packets are counted correctly, and because 
the boundary crosses the entire network, the bisectional 
bandwidth accounts for any localized congestion or 
irregularities. 

Even before a network reaches saturation, there are 
instances when not all packets are accepted into the 
network for routing and delivery. That is, not all of 
the packets offered into the network—the offered load— 
are immediately accepted into the network for routing. 
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Thus, the acceptance rate quantifies the fraction of the 
packet traffic that actually enters the network for routing 
compared with the offered load. Packets that are rejected 
may be buffered in one of the stages discussed above; in 
rare cases, packets may simply be discarded, although this 
option can have grave repercussions for overall system 
performance. All of the processing of the network interface 
modules counts against the latency of the network, 
although the routing latency can be used to describe the 
amount of time required between the network interface 
modules, discounting buffering and processing. 

The key metrics for next-generation high-bandwidth 
interconnection networks, such as those described in 
this chapter, are throughput (bandwidth), latency, and 
acceptance rate. It is important to consider how design 
decisions affect each of these. The case studies provided 
below represent different approaches to reaching an 
optimal region of this design space. 

CASE STUDIES 

In this section, we examine a few of the emerging very- 
high-speed interconnection networks capable of sup¬ 
porting at least 100 Gbps per port, and petabits/sec to 
exabits/sec bisection bandwidth. These are meant to be 
representative of some of the key research work of the 
field. Most of this is experimental, but it is indicative of 
future trends in the field and the impending challenges. 
The proposed 100-Gbps Ethernet standard, which chan¬ 
nelizes 10-Gbps Ethernet over as many WDM channels 
or stripes, is probably the nearest term of these, but rely¬ 
ing on traditional electronic switching, does not offer a 
very elegant switching mechanism and can be expensive 
to implement in large-scale architectures. Other more 
specific optical solutions that are described include Shuf- 
fleNet, Data Vortex, and OSMOSIS. Finally, as very-large- 
scale integrations tip past the billion-transistor-per-chip 
level, many systems will rely on large arrays of multicore 
processor chips in which the on-chip internal bus must 
act as an extension of the larger global interconnection 
network. In fact, with clock speeds in the multiple- 
gigahertz range, on-chip latencies will pose similar prob¬ 
lems that chip-to-chip network designers faced a decade 
earlier. Early on-chip network concepts that address these 
challenges include SPINet as well as possible successors 
to several on-chip buses for the current vintage of multi¬ 
core processor chips. Common traits of these networks 
are low latency that can support fine-grained messages 
efficiently, very high speeds per port (>100 Gbps), dual 
E/O implementation approaches that enhance scalability 
to very large systems of thousands to millions of processor 
elements. 

Case Study 1:100-Gigabit Ethernet 

By far the most popular and least expensive network in¬ 
terconnection technology for clusters, especially low-cost 
commodity clusters, is Ethernet. The original concept for 
Ethernet was invented (and patented) by Bob Metcalfe at 
Xerox PARC in 1973, but it was not commercialized until 
the late 1970s, when Xerox, Intel, and Digital Equipment 
Corporation (DEC) joined forces to propose a standard 


(called DIX) that specified the carrier sense multiple 
access/collision detection (CSMA/CD) protocol at 10 Mbps 
over a coax. In 1983, the first IEEE 802.3 standard ap¬ 
peared that was basically backward-compatible with the 
DIX standard. Over the next two decades, the standard 
was enhanced numerous times to support other forms of 
media and increased speed. Most notable, the modern-day 
100Mb/s (or Fast) 100BaseT standard (802.3u) appeared 
in 1995, followed by lOOOBaseT standard (802.3z), and 
10-Gigabit (802.3ae) standard by 2002. And there is 
advance planning underway for 100-Gigabit Ethernet, al¬ 
though that is not likely to appear any earlier than 2010 
(more on this below). 

One of the real advantages of Ethernet is that high- 
volume commodity pricing has made network interface 
controller (NIC) adapters so cheap that 10/100/1000 Mbit/s 
host adapters are placed on nearly every processor moth¬ 
erboard built today. With a price point that is typically 
under 1% of the motherboard cost, some motherboards 
actually incorporate multiple interfaces for applications 
such as servers, peripheral input/output (I/O) farms, rout¬ 
ers, network attached storage, and to no surprise, cluster 
computer compute nodes. 

With such versatility and widespread adoption, Eth¬ 
ernets have found several niches in Beowulf PC clusters. 
First, in very-low-cost systems, they of course serve as 
the primary interconnection network for interprocessor 
communications. In higher-end clusters, where an ultra- 
high-performance network such as Infiniband (Shanley 
2002; Liu 2005), Myrinet (Flich 2002), or QsNet (Petrini 
2002) is used for the primary interprocessor communica¬ 
tions, Ethernet is often used to support secondary func¬ 
tions, such as system administration, control, external 
I/O, maintenance, and of course, backup to the primary 
network. 

Over the span of almost 30 years, Ethernet has pro¬ 
gressed from the original 10 Mbps standard of the late 
1970s, through 100 Mbps, 1 Gbps, and now 10 Gbps 
standards. Although Gigabit Ethernet is backward- 
compatible with Fast (100 Mbps) Ethernet, a number of 
changes were made to the physical layer, and a large part 
of the data exchange protocols to improve performance 
and support high bandwidth media. Data rates in the 400- 
to-700-Mbps range are typical with TCP/IP using jumbo 
frames (9000bytes), and slightly better results are pos¬ 
sible with user datagram protocol (UDP). Unfortunately, 
the latency remains high in the few-hundred-microsecond 
range, primarily because of the TCP/IPoverhead. The cost 
of Gigabit Ethernet switch equipment is non-negligible 
in figuring the overall system cost, but is expected to 
continue to fall as the commercial market volumes 
increase. 

Although the standard for 10-Gigabit Ethernet has 
been in place since 2002, its market penetration has been 
gradual because of the high cost and low volumes, much 
of this because the earlier Gigabit Ethernet still satisfies 
much of the commercial and consumer need. 

Early trials of a possible 100-Gigabit Ethernet standard 
have already been successfully attempted (GRID Today 
2006) by aggregating 10 X 10-Gbps Ethernet channels 
over as many WDM channels of an optical fiber. Channel¬ 
bonding schemes are introduced to guarantee that frames 
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arrive in order at the destination. A prototype of this 
system was developed and demonstrated that relies on a 
single-chip 100-Gigabit Ethernet network interface that 
implements a lane-alignment and packet-resequencing 
scheme to bond ten parallel 10-Gbps channels into one 
logical flow while maintaining packet ordering at the 
receiver. This eliminates the need for high-speed serial/ 
parallel multiplexers and clock recovery methods and 
the resulting performance issues (such as increased logic 
complexity and signal delay) that can arise with the use 
of the existing link aggregation techniques for combin¬ 
ing multiple data channels. Services that combine mul¬ 
tiple wavelengths to offer a single service are referred to 
as “super-lambda services.” To date though, such a sys¬ 
tem would be cost-effective only as a wide area network. 
However, with appropriate refinements and increased 
volumes of the switch and NIC chip technology and 
optoelectronics, it is possible that such a system could 
become cost-effective as a system interconnect. However, 
based on the somewhat slower adoption of 10-Gigabit 
Ethernet, this might evolve as a somewhat slower rate 
over the next decade. 

Case Study 2: Optical ShuffleNet 

All OPS networks, both long haul and computer sys¬ 
tem interconnects, have been investigated since the late 
1980s, when the National Science Foundation (NSF) and 
Defense Advanced Research Projects Agency (DARPA) 
began some investments in this area. Although most of the 
attention at the time was focused on long haul and wide 
area network systems, there were a few early investiga¬ 
tions that focused on interconnects for parallel computer 
systems that were just beginning to become a dominant 
force in the high-performance-computing industry. One 
of these was ShuffleNet (Hluchyj and Karol 1991; Fee- 
hrer, Sauer, and Ramfelt 1994), in which optical packets 
are launched into a fiber-optic omega network of 2 X 2 
optical switches (Figure 2). The method uses deflection 
routing to detect packet address header information on 


the fly, and then correctly throw 2X2 LiNb0 3 switches 
to the correct position for the optical packet to reach its 
next point in the network. The data payload of the packet 
never needs to be decoded electronically, thus reducing 
latency of the switch point and more importantly, overall 
system complexity. Also, in principle, the bandwidth of the 
packets can be much higher than normal since electronic 
regeneration is not required at each 2X2 switch. If two 
packets arrive at the 2X2 switch at the same time and 
both packets are vying for the same outbound port, then 
one packet is intentionally deflected on a nonoptimal out¬ 
bound port, which may cause the packet to take a longer 
path, and incur more latency, on its way to its destination. 
This elegant form of congestion arbitration uses the net¬ 
work itself as a memory buffer to store packets on the fly 
when the same resources are being contented for. 

The ShuffleNet scheme can be implemented using 
TDM or WDM or both technologies. One disadvantage 
of the scheme is the topology, in which the number of 
links and 2X2 switches required scales as N log N as 
the number of processors (or network ports) increases. 
More efficient use of network fabric while sacrificing very 
little in terms of network bisection bandwidth and net¬ 
work saturation characteristics can be found in the Data 
Vortex, which is discussed in the next section. Another 
significant disadvantage is that deflected packets must 
traverse the entire network again and again until they 
reach the correct output port, which can potentially lead 
to severe congestion. 

Case Study 3: Data Vortex 

The Data Vortex topology was designed specifically for 
implementation as an OPS network and developed pri¬ 
marily at Columbia University beginning in 2002. The 
Data Vortex architecture requires no routing buffers 
and can be constructed from simple single-packet 2X2 
switching nodes. The multiple-stage construction of the 
architecture allows for a node-element building block, 
which must be modified only slightly depending on its 



Figure 2: Illustration of an 8 X 8 ShuffleNet 
(omega) topology, composed of nonblocking 
2X2 switching nodes 
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location with the topology. Because of this high degree 
of modularity, the implementation of a complete network 
is not an unsurpassable prospect, and it has been dem¬ 
onstrated, yielding a fully implemented terabit-capacity 
switch (Shacham, Small, Liboiron-Ladouceur, and 
Bergman 2005; Hawkins and Small 2007). 

This project also developed a new architectural para¬ 
digm, which was used in designing the Data Vortex net¬ 
work. First, in order to unleash the bandwidth potential of 
optical transmission, multiple-wavelength (or wavelength- 
parallel) encoding is used for the packet payload. Each 
wavelength can be modulated at a high data rate (10 Gbps 
or higher) itself, and multiple wavelengths (sixteen or 
more) are transmitted in parallel throughout the network. 
Second, the multiple-stage (or multistage) interconnection 
network (MIN) contains many switching nodes between 
the input and output terminals, as in the ShuffleNet, and 
each of these switching nodes is made to be “transparent.” 
This means that the switching nodes allow the optical in¬ 
formation to pass through with nearly no physical change 
to the encoded information; power levels are preserved (or 
amplified following attenuations), and no signal process¬ 
ing is done. Thus, switching nodes can be cascaded in any 
sequence and at almost any length (Small, Shacham, and 
Bergman 2005). Third, header information is transmit¬ 
ted with 1 bit per wavelength to simplify decoding and 
minimize the latency of the routing logic. These three ar¬ 
chitectural features are independent of the topology and 
can be used for a variety of optical network architectures. 
The focus of this case study, however, is on the specifics of 
the Data Vortex architecture. 

The Data Vortex architecture is designed for seal- 
ability to large port counts with potentially thousands 
of communicating terminals and thus uses a distributed 
routing scheme rather than central arbitration (Hawkins 


et al. 2007). In order to best accommodate scalability and 
address the problem of the absence of reliable dynamic 
photonic buffers, the conventional butterfly network to¬ 
pology is modified to contain integrated deflection routing 
pathways. The primary consideration in the organization 
of the architecture is enabling the optical packets to ap¬ 
proach speed-of-light time-of-flight latencies. The switch¬ 
ing nodes are therefore designed to be as simple as 
possible and to contain as little routing logic as possible, 
so that the packets do not have to be delayed while routing 
decisions are made. These design considerations naturally 
result in a very modular architecture, and one that is scal¬ 
able and self-similar in such a way that a small-system 
implementation can help predict the performance of 
larger networks. 

The Data Vortex topology integrates internalized buff¬ 
ering with banyan-style bitwise routing to result in a 
bufferless network, ideal for implementation with fiber¬ 
optic components. The structure can be visualized as a set 
of concentric cylinders or routing stages that are cyclic 
subgroups that allow for deflections without loss of rout¬ 
ing progress. Moreover, the hierarchical multiple-stage 
structure is easily scaled to larger network sizes while uni¬ 
formly maintaining fundamental architectural concepts 
(Hawkins et al. 2007). 

This implementation of the Data Vortex architecture is 
meant as a demonstration of its viability and as a testbed 
for system analyses. The smallest-size Data Vortex topology 
of interest (i.e., one that demonstrates features common 
to larger systems) is a 12 X 12 network, which contains 3 
cylinders of height 4 and 3 angles, viz. ( C,H,A ) = (3,4,3). 
These parameters indicate that a 4 X 4 banyan struc¬ 
ture is augmented with an internal deflection buffering 
dimension of 3. The entire system is comprised of thirty- 
six single-packet 2X2 switching nodes (Figure 3). 
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Figure 3: Three-dimensional illustra¬ 
tion of the Data Vortex topology 
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The switching nodes are interconnected using a set of 
ingression fibers, which connect nodes of the same height 
in adjacent cylinders, and deflection fibers, which con¬ 
nect nodes of different heights within the same cylinder. 
The ingression fibers are of the same length throughout 
the entire system, as must be the deflection fibers. The 
deflection fibers’ height-crossing patterns direct packets 
through different height levels at each hop to enable ban¬ 
yan routing (e.g., butterfly, omega) to a desired height, 
and assist in balancing the load throughout the system, 
mitigating local congestion (Hawkins et al. 2007; Hawkins 
and Small 2007; Hawkins and Wills 2006). 

Because a complete deflection routing scheme is im¬ 
plemented, acceptance rates of nearly 100% can easily 
be achieved for the Data Vortex architecture (Yang and 
Bergman 2002). Although this requires a small degree of 
overprovisioning, the result is well worth it: the implemented 
Data Vortex system is in practice able to accept more than 
160 Gbps (16 wavelengths at 10 Gbps) of traffic to each of its 
twelve input ports at every clock cycle. Because wideband 
SOAs are used as the only switching element, the network 
can potentially support packets composed of wavelengths 
that span the entire C-band. Not only has successful rout¬ 
ing been demonstrated on the implemented system, but 
various physical measurements and characterizations have 
been performed as well (Small, Liboiron-Ladouceur, et al. 
2005; Small et al. 2006; Small, Shacham, Athikulwongse, 
Hawkins, Bergman, and Wills 2004), which attest to the 
robustness and scalability of the architecture. 


Case Study 4: OSMOSIS 

In the OSMOSIS project, a hybrid electro-optical ap¬ 
proach using electronics for buffering and scheduling, 
and optics for transmission and switching, is adopted. 
This system uses components and technologies currently 
available, and demonstrates that this hybrid approach eas¬ 
ily allows for the implementation of a high-performance 
system (Hemenway et al. 2004). This project was a col¬ 
laborative effort between IBM Research and Corning in 
the early 2000s. 

For the OSMOSIS network, an SOA-based 64 X 64 
crossbar switching fabric has been constructed and a 
high-speed scheduling algorithm has been developed to 


maximize its utilization (Figure 4). SOAs are used as the 
cross-points in the switching fabric, and 40-Gbps peak 
bandwidth per port is demonstrated. Internal paths are 
wavelength-multiplexed in the switching fabric to reduce 
the number of SOAs and the total cost. However, the 
wavelength-based routing used in the second stage of 
the crossbar restricts packets to single-wavelength trans¬ 
mission. High-throughput figures must therefore be the 
result of high modulation rates. 

The simple and predictable structure of the optical 
pathways results in packets being routed with a fixed and 
known latency, unlike the Data Vortex architecture, in 
which deflections can result in variable packet latencies. 
In order to successfully manage the 64 X 64 crossbar, a 
central arbiter must schedule each pathway assignment 
between the requested input and output ports. By lever¬ 
aging an electronic application-specific integrated circuit 
(ASIC) to execute the routing computations, the high- 
bandwidth packet transmission of the optical domain 
can be made very simple. This hybrid approach is 
what allows the OSMOSIS switch to deliver such high- 
bandwidth figures with very high packet acceptance and 
minimal propagation latency. 

Although being the closest to actual implementation 
and possible commercialization, having shown a running 
prototype, the OSMOSIS architecture may not be the 
choice sought for very-large-scale systems. A scheduled 
crossbar requires additional communication lines, limits 
scalability, and is often accompanied by a notable queu¬ 
ing delay. In the suggested fat-tree architecture, packets 
can experience this delay several times, resulting in a 
latency penalty. 

Measurements and performance evaluations have 
been performed on the implemented prototype system 
(Hemenway et al. 2004). Because the structure of the op¬ 
tical pathways is so simple, the network provides a large 
degree of physical flexibility. However, the central arbitra¬ 
tion unit can become a system bottleneck if the routing 
algorithm becomes saturated. There has, therefore, been a 
significant effort to optimize the crossbar-arbitration 
algorithm and minimize overhead. The OSMOSIS archi¬ 
tecture represents a truly unique hybridized approach to 
optical interconnection, leaving the high-bandwidth 
transmission to the optical domain, and using high-speed 
electronics for the routing and decision making. 


Ingress adapters 


All-optical switch 


Egress adapters 



Figure 4: Schematic of the OSMOSIS (64 X 64 broadcast-and-select) architecture. (Source: Hemenway, 2004) 
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Case Study 5: OPSNET 

Recent collaborations between a research group at Cam¬ 
bridge University and Intel Research has resulted in a 
router architecture that is similar to both the OSMOSIS 
and Data Vortex projects. As with those architectures, 
SOAs are used as the primary switching element. The 
OPSNET network topology of this router is a simple arbi¬ 
trated crossbar structure, although it can accommodate 
multiple-wavelength (wavelength-striped) packets as well 
(Figure 5; Lin et al. 2006). 

In a more advanced implementation, two crossbars 
are cascaded in order to deliver higher port counts. In 
addition to providing the routing functionality, field pro¬ 
grammable gate array (FPGA) controllers are also 
programmed to equalize packet power and optimize the 
physical-layer properties of the routed packets. 

The first-stage switch fabric is configured as a broad¬ 
cast and select 4 X 4-switch-using fused fiber couplers 
and commercially sourced low-polarization sensitivity 
semiconductor optical amplifiers. No power equalization 
is performed in the first-stage switch, with power levels 
being deliberately mismatched at the input to the second- 
stage switch. The arbiter is implemented in a fairly 
sophisticated FPGA and is configured to route the WDM 
packets cyclically from the three hosts to the input of the 
second-stage fabric. 

The second switch fabric is similarly equipped to im¬ 
plement the required paths of a 4 X 4 broadcast and select 
switch. Unused paths are terminated with attenuators 
as shown by the open boxes. The amplifiers are instead 
illustrated by filled boxes in Figure 5. Optical isolators 
are placed after each SOA. The second-stage SOA switch 
routes the packets from the first stage to the test port and 
implements the digital controller for power equalization. 
The input power is tapped with a 10:90 coupler, filtered, 
sampled, and digitized with 12-bit resolution to update 
the look-up table in the controller. 

The control plane is implemented with partitioned 
FPGA. Low-line-rate 1-Gbps O-band transceivers are set 
to ensure time-slot synchronization between the hosts 
and the central arbiter. The control and data channels are 


transmitted on the same fiber using low-loss broadband- 
wavelength multiplexers. To avoid delaying the packets, 
the power-equalization settings for each time slot are de¬ 
fined ahead of payload arrival at the switch. Control infor¬ 
mation specifying the implemented paths between hosts 
is therefore transmitted ahead of the packets to avoid the 
need for delay at the optical layer. To ensure scalability, 
component-specific data are abstracted from the higher 
networking layers using a multilayered control plane. 

This prototype network demonstrates that electronics 
can be used for physical-layer control as well as routing 
within high-bandwidth optical interconnection networks. 
This is another example of an architecture in which 
the optical medium and photonic devices are used as the 
means of conveying extremely-high-bandwidth packets, 
and conventional high-speed electronics are used for set¬ 
ting up the photonic pathways and managing the optical 
packets. 

Case Study 6: Chip-to-Chip SPINet 

The main impediment to the construction of photonic 
interconnection networks lies in the high cost and large 
footprints associated with using discrete optical elements 
such as lasers, modulators, switches, and passive optics. 
Photonic integration, the fabrication of circuits imple¬ 
menting many photonic functions in a single package, 
is promising to eliminate these final barriers (Williams 
2006). When photonic integration is harnessed to con¬ 
struct interconnection networks, however, buffering be¬ 
comes very difficult. The optical packet occupies a fixed 
length of a waveguiding medium, which is the product of 
the speed of light in the medium and the duration of the 
packet. A typical 100-ns packet will occupy 20 m of silica 
fiber or 6 m of a semiconductor waveguide. Consequently, 
buffering optical packets within a photonic integrated cir¬ 
cuit (PIC) is not currently practical, and interconnection 
networks based on photonic integration should be truly 
bufferless, using other means of contention resolution. 

The SPINet (Scalable Photonic Integrated Network) 
architecture is designed to be implemented using phot¬ 
onic integration technology (Shacham et al., A scalable, 
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self-routed, 2005). Based on an indirect MIN topology, 
SPINet exploits WDM to simplify the network design 
and to provide very high bandwidths. SPINet does not 
use buffering, and resolves contention by dropping con¬ 
tending messages. A novel physical layer acknowledg¬ 
ment protocol provides immediate feedback notifying 
the terminals whether their messages are accepted and 
facilitates retransmissions when necessary, in a manner 
resembling traditional multiple-access media. In this sec¬ 
tion we describe SPINet s concepts, its design parameters, 
and its performance under various scenarios. 

A SPINet network is a transparent optical MIN, com¬ 
prised of 2 X 2 SOA-based bufferless photonic switching 
nodes. Topologically, it is very similar to the ShuffleNet 
described above, although the physical scale of a SPINet 
network is much smaller, and some of the particulars of 
contention resolution differ. The network can be of any in¬ 
direct binary topology, in which 2X2 switching nodes are 
used. In the original implementation an Omega topology 
was chosen because of its simple stage-interconnection 
pattern. An N T 'N T Omega network consists of N s = log 2 N T 
identical stages. Each stage consists of a perfect-shuffle 
interconnection followed by N T / 2 switching elements, 
as shown in Figure 6, where N T = 8. The switching nodes 
are nonblocking, so data from both input ports may be 
received and routed simultaneously. 

The entire network is envisioned to be integrated on 
a PIC, and its terminals are physically located on the 
computing nodes of the HPC system and are connected 
to the PIC by optical fibers. The terminals are assumed to 
be synchronized, the network is slotted and synchronous, 
and messages have a fixed duration. The minimal slot 
duration is determined by the round-trip propagation 
time of the optical signal from the terminals to the PIC. A 
slot time of 100 ns can, therefore, accommodate a nearly 
20-m propagation path and a distance of 10 m between 
the terminals and the PIC. 



Figure 6: An 8 X 8 omega network schematic of a SPINet 
design wih an end-to-end Iightpath 


At the beginning of each slot, any terminal may start 
transmitting a message, without a prior request or grant. 
The messages propagate in the fibers to the input modules 
on the PIC and are transparently forwarded to the switch¬ 
ing nodes of the first stage. At every routing stage when 
the leading edges of the messages are received from one 
or both input ports, a routing decision is made and the 
messages continue to propagate to their requested output 
ports. In the case of output-port contention in a switch¬ 
ing node, one of the contending messages is dropped. 
The choice of which message to drop can be random, 
alternating, or priority-based. Since the propagation de¬ 
lay through every stage is identical, all the leading edges 
of the transmitted messages reach all the nodes of each 
stage at the same time. 

Using the ultra-low-latency propagation through the 
PIC, SPINet eliminates the need for central scheduling 
using the distributed computing power of the switching 
nodes to produce an I/O match at every slot. This proc¬ 
ess of implicit arbitration enables scalability to large 
port counts without burdening a central arbiter with 
computing complex maximal matches. Because blocking 
topologies are used, to reduce hardware complexity, the 
network’s utilization is lower than that of a traditional 
maximum-matched nonblocking network (e.g., switch¬ 
ing fabrics of high-performance Internet router). In sub¬ 
sequent sections, techniques that exploit the properties 
of integrated photonics to increase utilization by adding 
a small number of stages are investigated. 

The packet structure used for the SPINnet network is 
almost identical to the one described for the Data Vortex 
architecture, above. Multiple-wavelength packets can be 
used, since the switching elements have a very wide op¬ 
tical bandwidth. Certain wavelengths can be designated 
for use by the payload and modulated at high data rates, 
whereas other wavelengths are reserved for header and 
routing information. 

The wavelength parallel structure also facilitates a 
low-cost solution for E/O conversion: the replacement 
of prohibitively expensive high-speed serial modulators 
and receivers with a set of lower-speed devices to attain 
the same bandwidth. These devices can be, for example, 
low-cost directly modulated 2.5-Gbps vertical-cavity sur¬ 
face-emitting lasers (VCSELs) or even on-chip silicon 
modulators/receivers. The achievable low-cost bandwidth 
and the network’s inherent wide switching band and bit- 
rate transparency suggest a bandwidth-time trading: for 
a given required peak bandwidth, an XS speedup is used 
in the wavelength domain, while the packet rate (the load 
offered to the network) is reduced by a 1/S factor. For 
example, for a port designed to provide a peak bandwidth 
of 40 Gbps, eight wavelengths are modulated at 10 Gbps 
each, and a new packet is generated once every two slots, 
on average. This X2 speedup lowers the load offered to 
the network, thus leading to reduced queuing latency. 

Case Study 7: Multicore Networks-on-Chip 

A major design paradigm shift is currently impacting 
high-performance microprocessors as critical technolo¬ 
gies are simultaneously converging on fundamental per¬ 
formance limits. Accelerated local processing frequencies 
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have clearly reached a point of diminishing returns: fur¬ 
ther increases in speed lead to tighter bounds on the logic 
coherently accessed on-chip, and the associated power 
dissipation is exacerbated in an exponential fashion. Evi¬ 
dence of this trend is unmistakable, as practically every 
commercial manufacturer of high-performance proc¬ 
essors is currently introducing products based on mul¬ 
ticore architectures: AMD’s Opteron, Intel’s Montecito, 
Sun’s Niagara, and IBM’s Cell and Power5. Clearly, within 
the next few years, performance gains will come from in¬ 
creases in the number of processor cores per chip, leading 
to the emergence of a key bottleneck: the global intrachip 
communications infrastructure. Perhaps the most daunt¬ 
ing challenge to future systems is to realize the enormous 
bandwidth capacities and stringent latency requirements 
when interconnecting a large number of processing 
cores in a power-efficient fashion. 

Low-latency, high-data-rate, on-chip interconnec¬ 
tion networks have therefore become a key to relieving 
one of the main bottlenecks to chip-level multiprocess¬ 
ing (CMP) system performance. Significant research 
activity has focused on intrachip global communi¬ 
cation using packet-switched micronetworks. These 
so-called networks-on-chip (NoCs) are made of care¬ 
fully engineered links and represent a shared medium 
that is highly scalable and can provide enough band¬ 
width to replace many traditional bus-based and/or 
point-to-point links. However, with a fixed upper limit 
to the total chip-power dissipation, and the commu¬ 
nications infrastructure emerging as a major power 
consumer, performance-per-watt is becoming the most 
critical design metric for the scaling of NoCs and CMPs. 
It is not clear how electronic NoCs will continue to 
satisfy future communication bandwidths and latency 
requirements within the power dissipation budget. 

Photonic interconnection networks offer a potentially 
disruptive technology solution because of their funda¬ 
mentally low power dissipation compared with equiva¬ 
lent electronic interconnects that remain independent 
of capacity while providing ultra-high throughputs and 
minimal-access latencies. One of the main drivers for 
considering photonic NoCs is the expected reduction 
in power expended on intrachip communications. The 
key power saving rises from the fact that once a photonic 
path is established, the data are transmitted end to end 
without the need for repeating, regeneration, or buffer¬ 
ing. In electronic NoCs, on the other hand, messages are 
buffered, regenerated, and then transmitted on the inter¬ 
router links several times en route to their destination. 

The building blocks are nanoscale PICs that use optical 
microcavities, particularly those based on ring resonator 
structures shaped from photonic waveguides, which 
can easily be fabricated on conventional silicon and 
silicon-on-insulator (SOI) substrates. High-speed optical 
modulators, capable of performing switching operations, 
have been realized using the free carrier plasma dispersion 
effect in these ring resonator structures or in Mach- 
Zhender geometries. SiGe-based photodetectors and 
optical receivers are the final component necessary for 
making an entire self-contained PIC, and a few designs 
for these have been suggested recently (Special Issue on 
Nanoscale Integrated Photonics, 2007). 


In fact, IBM and Intel, as well as other companies, have 
launched serious research efforts in this area, and have 
been developing a host of the optoelectronic and phot¬ 
onic devices that would be required to assemble a com¬ 
plete NoC. These foundries are interested in enhancing 
the performance of their already planned multicore CPU 
architectures. The most recent advances of each of these 
corporations are typically announced publicly and with 
fanfare (see www.intel.com/go/sp and www.research.ibm. 
com/photonics). 

The proposed novel architecture of the hybrid photonic- 
electronic on-chip network is based on a two-layer struc¬ 
ture: (1) a photonic interconnection network, comprised 
of silicon broadband photonic switches interconnected 
by waveguides, is used to transmit high-bandwidth mes¬ 
sages; and (2) an electronic control network, mimick¬ 
ing the topology of the photonic network, in which each 
electronic router controls a photonic switch. The main 
advantage of this approach relies on a property of 
the photonic medium, known as bit-rate transparency. 
Unlike electronic routers, which switch with every bit of 
the transmitted data while dissipating dynamic power 
scaling with the bit rate, photonic switches switch 
on and off at the message rate, and their energy dissipa¬ 
tion does not depend on the bit rate. This property facili¬ 
tates the transmission of very-high-bandwidth messages 
while avoiding the power cost that is typically associated 
with them in traditional electronic networks. 

The architecture leveraged for these nanoscale PICs 
relies on a similar hybrid approach to network design as 
is leveraged for the macroscale case studies given above. 
High-bandwidth optical packets are routed through pho¬ 
tonic devices entirely within the optical domain; only 
the routing and arbitration is controlled by high-speed 
electronics. 

COMPARISON OF BASIC APPROACHES 

All of the optics-based case studies discussed above are 
united by one fundamental design principle: optics and 
photonics are used for transmitting the payload informa¬ 
tion across the network, and conventional electronics are 
used as the means of controlling the network flow. It is 
universally recognized that the potential bandwidth avail¬ 
able for optical transmission vastly surpasses that of any 
contemporary electronic system, and will be necessary af¬ 
ter 100-Gigabit Ethernet no longer meets the bandwidth 
demands of cluster computing systems. Somehow lever¬ 
aging the 6 THz of bandwidth available within the C-band 
of the optical spectrum is a feature common to the archi¬ 
tectures discussed above. Although devices for all-optical 
network control are currently being researched, these 
design approaches recognize that the technology is still 
far from being robust and able to be commercialized. On 
the other hand, these networks allow for payloads to be 
sent across the whole network in the optical domain from 
beginning to end; it is not necessary to convert between 
optics and electronics once signals enter the network. 

It seems that a dominant trend for the next generation 
of cluster interconnection networks is toward lightwave 
systems, which rely on conventional electronics for rout¬ 
ing management and arbitration. This design approach is 
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clever in that it allows the two technological media (viz. 
electronics and optics) to do what each is best at: noth¬ 
ing to date can beat the sheer computational flexibility 
and simplicity of CMOS electronics, and optical signal 
encoding is the ideal high-bandwidth low-power method 
of transmitting information. 

Although the architectures discussed above share this 
common design principle, they differ in many significant 
ways as well. Many of the approaches, such as ShuffleNet, 
OSMOSIS, OPSNET, and SPINet, topologically resemble 
more familiar networks, although the details of their im¬ 
plementation are specific to optics. In one case, the Data 
Vortex, an entirely new topological scheme was devel¬ 
oped to fit the underlying optical transmission medium. 
Some of these network architectures, such as OSMOSIS 
and OPSNET, rely on centralized arbiters for managing 
packet routing and network flow control; whereas the 
ShuffleNet, Data Vortex, SPINet architectures are com¬ 
posed of discrete switching nodes that execute routing 
decisions individually, resulting in a distributed network 
control mechanism. 

For all network topologies, optoelectronic devices are 
required for switching the optical signals based on elec¬ 
tronic inputs, serving as the interface between the optical 
signal plane and the control plane. Many of the archi¬ 
tectures described above rely on SOAs because they can 
deliver gain while maintaining very short propagation la¬ 
tencies and fast switching times. The ShuffleNet, mostly 
developed before SOAs were commercially available, in¬ 
stead leverages LiNb0 3 switches, which introduce signal 
loss. In either case, the discrete optoelectronic switching 
devices play a central role in the network: hundreds or 
thousands of them must be assembled and connected 
for the completed system. The benefit of monolithically 
integrated systems, such as SPINet or NoCs, is that the 
switching devices can be formed on the substrate in a 
way that is more elegant than the bulk-scale devices. 

Despite some of the apparent differences between the 
projects discussed above, they all seek to optimize and 
improve upon already existing technology and maximize 
network throughput and transmission bandwidth. By alle¬ 
viating the key interconnect bottleneck in cluster and mul¬ 
tiprocessor interconnection networks, the ultimate com¬ 
puting power of these systems can truly be unleashed. 

PROSPECTS FOR REALIZATION 
(BARRIERS, TECHNOLOGY, 

OR ECONOMIC) 

As discussed above, a key element of the proposed next- 
generation optical network architectures is the optoelec¬ 
tronic switching elements. Although they have improved 
vastly, in both performance and price, over the past decade, 
they still have a way to go before being competitive with 
gigahertz-scale microelectronics. But like any emerging 
technology, improvements will come rapidly once there is 
appreciable economic incentive (Miller 2000). As the 
interconnect bottleneck in HPC systems becomes more 
and more detrimental to system performance, these next- 
generation technologies will become more attractive. 
The good news is that the technology for these solutions 


already exists, and designs have already been developed. 
In this way, cluster interconnect architectures are ahead 
of their time. 

Monolithically integrated technologies are making sig¬ 
nificant advances as well. Demonstrations of fully func¬ 
tional components and subsystems have illustrated the 
feasibility of PICs for interconnection networks (Special 
Issue on Nanoscale Integrated Photonics, 2007). These 
on-chip interconnects have the potential to service mul¬ 
ticore platforms and improve the performance of CPU 
chips themselves. 

All of these next-generation architectures are exciting 
prospects. Because of the forthcoming severity of the su¬ 
percomputer interconnect problem, these systems have 
valuable contributions to make to the advance of super¬ 
computing power. By making the most of advancing tech¬ 
nologies, these technologies show great promise in being 
part of the next generation of cluster computing. 

CONCLUSION AND AREAS 
TO WATCH 

What are the emerging trends? Moore’s law is showing 
signs of slowing, at least in terms of processor clock 
speed. However, the Silicon Industry Association (SIA) 
roadmap is showing continued decrease in feature size 
through 2015 (see www.public.itrs.net), meaning that 
chip density will continue to increase. In turn, this will 
enable larger multicore processor chips, larger memory 
systems, higher levels of integration (fewer chips per 
motherboard), and wider data buses and greater preci¬ 
sion logic (64-bit is hitting stride). All of these will apply 
back pressure for network speeds to increase, at least to 
the compute node (where multiple processors may re¬ 
side). As Intel and AMD are now investigating moving 
the graphics engine onto the processor chip, doing the 
same for network host adaptor(s) would make sense to 
some, but many packaging challenges remain. But there 
are other downsides, in that network architecture and 
speed advances would have to be now in lockstep with 
processor advances—probably not very desirable. In 
terms of the network components, 100-Gigabit Ethernet 
is beginning to be explored by standards groups, and if it 
reaches convergence, products likely would not appear 
any sooner than 2010. Undoubtedly, other vendors will 
also explore product feasibility in this range. However, 
increased packaging density combined with higher speed 
and larger parallel data paths may possibly forge new di¬ 
rections in networking. For example, three-dimensional 
chip packaging may make it attractive to reexplore two- 
dimensional optical interconnects, which when combined 
with WDM, would enable tens of terabits to be coupled 
into one chip stack. 

As speeds climb past 100 Gbps per port and to very wide 
data paths, other all-optic network concepts may become 
more viable, with speeds approaching ~1 terabits/sec 
(Tbps) per port. Examples include the ShuffleNet (Fee- 
hrer, Sauer, and Ramfelt 1994), which scales to very large 
systems using 2X2 optical switch building blocks, and 
the Data Vortex (Shacham, Small, Liboiron-Ladouceur, 
and Bergman 2005), which uses WDM for increased 
parallelism. One attribute of many of these networks is 
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that the optical media topology and the routing protocol 
are designed as one unified system, minimizing or elimi¬ 
nating the need for fast-switching electronics at each net¬ 
work-switching note. Although many of these concepts 
have been proven in the laboratory, none (as yet) have 
reached commercial viability. But this could change in 
the years ahead, and certainly if and when it happens, it 
would represent a major paradigm shift. 

GLOSSARY 

Beowulf-Class System: Commodity cluster using per¬ 
sonal computers to achieve excellent price and 
performance initially developed by the Beowulf Project 
at Goddard Space Flight Center. 

CMP: Chip Level Multi-Processing 

COTS: Commodity off-the-shelf 

CRC: Cyclic redundancy checksum 

CSMA/CD: Carrier sense multiple access/collision detection 

DARPA: Defense Advanced Research Projects Agency 

E/O: Electronic/optical 

FEC: Forward Error Correction 

GB: Gigabyte 

GB/s: Gigabytes/sec 

Gbps: Gigabits/sec 

HPCS: High-performance computing systems 
I/O: Input/output 
IP: Internet protocol 

ITU: International Telecommunications Union 
MB: Megabyte 
Mbps: Megabits/sec 

Myricom: Vendor, distributor, and developer of the Myri- 
net network for commodity clusters 
NIC: Network interface controller 
NOW: Network of Workstations 
ns: Nanosecond 

NSF: National Science Foundation 

O/E: Optical/electronic 

OPS: Optical packet switching 

PC: Personal computer 

PCI: Peripheral component interface 

PCI-X: PCI Extended 

PIC: Photonic integrated circuit 

Quadrics: Commercial vendor of networking hardware 
and software for QsNet 
SIA: Silicon Industry Association 
SOA: Semiconductor optical amplifier 
TCP: Transmission control protocol 
Tbps: Terabits/sec 
ps: Microsecond 
VIA: Virtual interface architecture 
WDM: Wavelength division multiplex 

CROSS REFERENCES 

See Cluster Computing Fundamentals; Grid Computing 
Fundamentals; Grid Computing Implementation; Utility 
Computing on Global Grids. 
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INTRODUCTION 

The growing popularity of the Internet and the availabil¬ 
ity of powerful computers and high-speed networks as 
low-cost commodity components are changing the way 
we do computing. These technological developments 
have led to the possibility of using networks of comput¬ 
ers as a single, unified computing resource, known as 
"cluster computing” (Buyya 1999; Pfister 1998). Clusters 
appear in various forms: high-performance clusters, high- 
availability clusters, dedicated clusters, nondedicated 
clusters, and so on. In addition, computer scientists in the 
mid-1990s, inspired by the electrical power grid’s perva¬ 
siveness and reliability, began exploring the design and 
development of a new infrastructure, computational 
power grids, for sharing computational resources such 
as clusters distributed across different organizations 
(Foster and Kesselman 2003). 

In the business world, cluster architecture-based large- 
scale computing systems, called “data centers,” offering 
high-performance and high-availability hosting services 
are widely used. The reliable and low-cost availability of 
data center services has encouraged many businesses to 
outsource their computing needs; thus heralding a new 
utility computing model. 

Utility computing is envisioned to be the next gen¬ 
eration of information technology (IT) evolution that 
depicts how computing needs of users can be fulfilled in 
the future IT industry (Rappa 2004). Its analogy is de¬ 
rived from the real world, where service providers main¬ 
tain and supply utility services, such as electrical power, 
gas, and water to consumers. Consumers in turn pay serv¬ 
ice providers based on their rates of use of these services. 
Therefore, the underlying design of utility computing is 
based on a service-provision model, in which users (con¬ 
sumers) pay providers for using computing power only 
when they need it. 
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These developments are the realization of the vision 
of Leonard Kleinrock, one of the chief scientists of the 
original Advanced Research Projects Agency Network 
(ARPANET) project, which seeded the Internet, who 
said in 1969 (Kleinrock 2005): "As of now, computer net¬ 
works are still in their infancy, but as they grow up and 
become sophisticated, we will probably see the spread of 
‘computer utilities’ which, like present electric and tele¬ 
phone utilities, will service individual homes and offices 
across the country.” 

Benefits of Utility Computing 

The utility computing model offers a number of benefits 
to both service providers and users. From the provider’s 
perspective, actual hardware and software components 
are not set up or configured to satisfy a single solution or 
user, as in the case of traditional computing. Instead, vir¬ 
tualized resources are created and assigned dynamically 
to various users when needed. Providers can thus real¬ 
locate resources easily and quickly to users that have the 
highest demands. In turn, this efficient use of resources 
minimizes operational costs for providers, since they are 
now able to serve a larger community of users without 
letting unused resources get wasted. Utility computing 
also enables providers to achieve a better return on in¬ 
vestment (ROI), such as total cost of ownership (TCO), 
since shorter times are now required to derive positive 
returns and incremental profits can be earned with the 
gradual expansion of infrastructure that grows with user 
demands. 

For users, the most prominent advantage of utility com¬ 
puting is the reduction of IT-related operational costs and 
complexities. Users no longer need to invest heavily or en¬ 
counter difficulties in building and maintaining IT infra¬ 
structures. Computing expenditures can now be modeled 
as a variable cost depending on the usage patterns of users, 
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instead of as a static cost of purchasing technology and 
employing staff to manage operations. Users neither need 
to be concerned about possible over- or underutilization 
of their own self-managed IT infrastructures during peak 
or nonpeak usage periods nor worry about being confined 
to any single vendor’s proprietary technologies. With util¬ 
ity computing, users can obtain appropriate amounts of 
computing power from providers dynamically, based on 
their specific service needs and requirements. This is 
particularly useful for users who experience rapidly in¬ 
creasing or unpredictable computing needs. Such an out¬ 
sourcing model thus provides increased flexibility and 
ease for users to adapt to their changing business needs 
and environments (Ross and Westerman 2004). 

In today’s highly competitive and rapidly chang¬ 
ing market environment, business organizations aim to 
be more adaptive in their business and IT strategies, in 
order to stay ahead of other competitors (Figure 1). An 
adaptive organization requires enhanced IT processes 
and better resource utilization in order to deliver faster 
response, higher productivity, and lower costs (Figure 2). 
Therefore, there seems to be a potential to use utility 
computing models for business organizations to be more 
adaptive and competitive. 


Potential of Grids as Utility Computing 
Environments 

The aim of Grid computing is to enable coordinated 
resource sharing and problem solving in dynamic, multi- 
institutional virtual organizations (Foster, Kesselman, 
and Tuecke 2001). An infinite number of computing 
devices, ranging from high-performance systems such as 
supercomputers and clusters, to specialized systems such 
as visualization devices, storage systems, and scientific 
instruments, are logically coupled together in a Grid and 
presented as a single unified resource (Buyya, Cortes, 
and Jin 2001) to the user. Figure 3 shows that a Grid user 
can easily use these globally distributed Grid resources 
by interacting with a Grid resource broker. Basically, 
a Grid user perceives the Grid as a single huge virtual 
computer that provides immense computing capabilities, 
identical to an Internet user who views the World Wide 
Web as a unified source of content. 

A diverse range of applications are currently or soon to 
be used on Grids, some of which include aircraft engine 
diagnostics, earthquake engineering, virtual observatory, 
bioinformatics, drug discovery, digital image analysis, 
high-energy physics, astrophysics, and multiplayer gaming 


Figure 1 : Risks of not becoming an adaptive 
organization ( Source: META Group 2004) 
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Figure 2: Goals of using adaptive solutions 
(Source: META Group 2004) 
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Figure 3: A generic view of a global Grid 



Figure 4: Types of Grids and their focus 

(Foster and Kesselman 2003). Grids can be primarily clas¬ 
sified into the following types, depending on the nature of 
their emphasis (Krauter, Buyya, and Maheswaran 2002), 
as depicted in Figure 4: 

• Computational Grid: Aggregates the computational 
power of globally distributed computers, e.g., TeraGrid 
(Reed 2003) and ChinaGrid (Jin 2004). 

• Data Grid: Emphasizes on a global-scale management of 
data to provide data access, integration, and processing 
through distributed data repositories, e.g., LHC Com¬ 
puting Grid (Lamanna 2004) and GriPhyN (Deelman 
et al. 2002). 

• Application Service Provisioning (ASP) Grid: Focuses 
on providing access to remote applications, modules, 
and libraries hosted on data centers or Computational 
Grids, e.g., NetSolve (Agrawal et al. 2003). 

• Interaction Grid: Focuses on interaction and collabo¬ 
rative visualization between participants, e.g., Access 
Grid (Childers et al. 2000). 

• Knowledge Grid: Aims toward knowledge acquisition, 
processing, management, and providing business ana¬ 
lytics services driven by integrated data mining serv¬ 
ices, e.g., Italian KnowledgeGrid (Cannataro and Talia 
2003) and Data Mining Grid (Cannataro, Talia, and 
Trunfio 2002). 


• Utility Grid: Focuses on providing all the Grid services, 
including compute power, data, and services to end 
users as IT utilities on a subscription basis and the in¬ 
frastructure necessary for negotiation of required qual¬ 
ity of service (QoS), establishment and management of 
contracts, and allocation of resources to meet compet¬ 
ing demands from multiple users and applications, e.g., 
Gridbus (Buyya and Venugopal 2004) and Utility Data 
Center (Graupner, Pruyne, and Singhal 2003). 

These various types of Grids follow a layered design, 
with the Computational Grid as the bottommost layer 
and the Utility Grid as the topmost. A Grid on a higher 
layer uses the services of Grids that operate at lower lay¬ 
ers in the design. For example, a Data Grid uses the serv¬ 
ices of Computational Grid for data processing and hence 
builds on it. In addition, lower-layer Grids focus heav¬ 
ily on infrastructural aspects, whereas higher-layer ones 
focus on users and QoS delivery. Accordingly, Grids are 
proposed as the emerging cyber infrastructure to power 
utility computing applications. 

Grids offer a number of benefits such as: 

• Transparent and instantaneous access to geographi¬ 
cally distributed and heterogeneous resources 

• Improved productivity with reduced processing time 

• Provision of extra resources to solve problems that were 
previously unsolvable because of the lack of resources 

• A more resilient infrastructure with on-demand aggre¬ 
gation of resources at multiple sites to meet unforeseen 
resource demand 

• Seamless computing power achieved by exploiting un¬ 
derused or unused resources that are otherwise wasted 

• Maximum utilization of computing facilities to justify 
IT capital investments 

• Coordinated resource sharing and problem solving 
through virtual organizations (Foster, Kesselman, and 
Tuecke 2001) that facilitates collaboration across physi¬ 
cally dispersed departments and organizations 

• Service Level Agreement (SLA)-based resource alloca¬ 
tion to meet QoS requirements 

• Reduced administration effort with integration of 
resources as compared with managing multiple stand¬ 
alone systems 
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Layered Grid Architecture 

The components that are necessary to form a Grid are 
shown in Figure 5. The layered Grid architecture organ¬ 
izes various grid capabilities and components such that 
high-level services are built using lower-level services. 
Grid economy (Buyya, Abramson, and Venugopal 2005) is 
essential for achieving adaptive management and utility- 
based resource allocation and thus influences various lay¬ 
ers of the architecture: 

• Grid fabric software layer: Provides resource manage¬ 
ment and execution environment at local Grid re¬ 
sources. These local Grid resources can be computers 
(e.g., desktops, servers, or clusters) running a variety 
of operating systems (e.g., UNIX or Windows), storage 
devices, and special devices such as a radio telescope 
or heat sensor. As these resources are administered 
by different local resource managers and monitoring 
mechanisms, there needs to be Grid middleware that 
can interact with them. 

• Core Grid middleware layer: Provides Grid infrastructure 
and essential services, which consists of information 
services, storage access, trading, accounting, payment, 
and security. As a Grid environment is a highly dynamic 
one in which the location and availability of services 
are constantly changing, information services provide 
the means for registering and obtaining information 
about Grid resources, services, and status. Resource 
trading based on the computational economy approach 
is suitable given the complex and decentralized manner 
of Grids. This approach provides incentives for both 
resource providers and users to be part of the Grid com¬ 
munity, and allows them to develop strategies to maxi¬ 
mize their objectives. Security services are also critical 
to address the confidentiality, integrity, authentication, 
and accountability issues for accessing resources across 
diverse systems that are autonomously administered. 

• User-level middleware layer: Provides programming 
frameworks and policies for various types of applica¬ 
tions, and resource brokers to select appropriate and 
specific resources for different applications. The Grid 


programming environment and tools should sup¬ 
port common programming languages (e.g. C, C+ + , 
FORTRAN, and Java), a variety of programming para¬ 
digms (e.g., message passing [Gropp, Lusk, and Skjellum 
1999] and distributed shared memory (DSM) [Nitzberg 
and Lo 1991]), and a suite of numerical and commonly 
used libraries. Resource management and scheduling 
should be transparent to the users such that processor 
time, memory, network, storage, and other resources 
in Grids can be used and managed effectively and 
efficiently using middleware such as resource brokers. 

• Grid applications layer. Enables end users to use Grid 
services. Grid applications thus need to focus on us¬ 
ability issues so that end users can find them intuitive 
and easy to use. They should also be able to function 
on a variety of platforms and operating systems so that 
users can easily access them. Therefore, an increasing 
number of Web portals are being built, since they allow 
users to ubiquitously access any resource from any¬ 
where over any platform at any time. 

The design aims and benefits of Grids are analogous to 
those of utility computing, thus highlighting the potential 
and suitability of Grids to be used as utility computing 
environments. The current trend of implementing Grids 
based on open-standard service-based architectures to 
improve interoperability is a step toward supporting util¬ 
ity computing (Joseph and Fellenstein 2004). Even though 
most existing Grid applications are scientific research and 
collaboration projects, the number of Grid applications in 
business and industry-related projects is also gradually in¬ 
creasing. It is thus envisioned that the realization of utility 
computing through Grids will follow a similar course as 
that of the World Wide Web, which was first initiated 
as a scientific project but was later widely adopted by 
businesses and industries. 

Challenges of Realizing Utility 
Computing Models 

There are several challenges that need to be addressed 
in order to realize utility computing. One is that both 


Figure 5: A layered Grid architecture (API = 
application programming interface) 
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providers and users need to redraft and reorganize their 
current IT-related procedures and operations to include 
utility computing (Ross and Westerman 2004). New IT 
policies need to be negotiated and agreed upon between 
providers and users; compared this with the previous 
situation, in which providers and users owned and con¬ 
trolled their stand-alone policies. Providers must also 
understand specific service needs and requirements of 
users in order to design suitable policies for them. Open 
standards need to be established to facilitate successful 
adoption of utility computing so that users and produc¬ 
ers experience fewer difficulties and complexities in inte¬ 
grating technologies and working together, thus reducing 
associated costs. Table 1 lists some of the major comput¬ 
ing standards organizations and the activities in which 
they are engaged. 

With the changing demand of service needs from users, 
providers must be able to fulfill the dynamic fluctuation 
of peak and nonpeak service demands. Service contracts 
known as Service Level Agreements (SLAs) are used by 
providers to assure users of their level of service qual¬ 
ity. If the expected level of service quality is not met, 
providers will then be liable for compensation and may 
incur heavy losses. Therefore, providers seek to maxi¬ 
mize customer satisfaction by meeting service needs and 
minimize the risk of SLA violations (Buco et al. 2004). 


Improved service-oriented policies and autonomic con¬ 
trols (Kephart and Chess 2003; Murch 2004) are essential 
for achieving this. 

Other than managing the technological aspects of de¬ 
livering computing services, providers also need to con¬ 
sider the financial aspects of service delivery. Financial 
risk management for utility computing (Kenyon and Che- 
liotis 2005) is comprised of two factors: delivery risk and 
pricing risk. Delivery-risk factors examine the risks con¬ 
cerned with each possible scenario in which a service can 
be delivered. Pricing-risk factors study the risks involved 
with pricing the service with respect to the availability of 
resources. Given shorter contract durations, lower switch¬ 
ing costs, and uncertain customer demands in utility com¬ 
puting environments, it is important to have dynamic and 
flexible pricing schemes to potentially maximize profits 
and minimize losses for providers (Paleologo 2004). 

There are also potential nontechnical obstacles to the 
successful adoption of utility computing, such as cultural 
and people-related issues that will require organizations 
to change their current stance and perceptions (Plat¬ 
form Computing 2003). The most worrying issues being 
perceived are loss of control or access to resources, 
risks associated with enterprise-wide deployment, loss 
or reduction of budget dollars, and reduced priority of 
projects. Thus, overcoming these nontechnical obstacles is 


Table 1: Some Major Standards Organizations 


Organization 

Web Site 

Standard Activities 

Open Grid Forum (OGF) 

www.ogf.org 

Grid computing, distributed computing, and 
peer-to-peer networking 

World Wide Web Consortium (W3C) 

www.w3c.org 

World Wide Web (WWW), extensible markup 
language (XML), Web services, semantic Web, 
mobile Web, and voice browser 

Organization for the Advancement of 
Structured Information Standards 
(OASIS) 

www.oasis-open.org 

Electronic commerce, systems management and 
Web services extensions, Business Process 
Execution Language for Web Services 
(BPEL4WS), and portals 

Web Services Interoperability 
Organization (WS-I) 

www.ws-i.org 

Interoperable solutions, profiles, best practices, 
and verification tools 

Distributed Management Task Force 
(DMTF) 

www.clmtf.org 

Systems management 

Internet Engineering Task Force (IETF) 

www.ietf.org 

Network standards 

European Computer Manufacturers 
Organization (ECMA) 

www.ecma-international.org 

Language standards (C++, C#) 

International Organization for 
Standardization (ISO) 

www.iso.org 

Language standards (C++, C#) 

Object Management Group (OMG) 

www.omg.org 

Model-driven architecture (MDA), unified 
modeling language (UML), common object 
resource broker architecture (CORBA), and 
real-time system modeling 

Java Community Process (JCP) 

www.jcp.org 

Java standards 


Source: Joseph, Ernest, and Fellenstein 2004 
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extremely critical and requires the dissemination of cor¬ 
rect information to all levels of management with-in or¬ 
ganizations to prevent the formation of misperceptions. 

UTILITY GRIDS 

This chapter focuses on the use of Grid technologies to 
achieve utility computing. An overview of how Grids can 
support utility computing is first presented through the 
architecture of Utility Grids. Then, utility-based resource 
allocation is described in detail at each level of the ar¬ 
chitecture. Finally, some industrial solutions for utility 
computing are discussed. 

A reference service-oriented architecture for Util¬ 
ity Grids is shown in Figure 6. The key players in a 
Utility Grid are the Grid user. Grid resource broker, Grid 
middleware services, and Grid service providers (GSPs). 

Grid users want to make use of Utility Grids to com¬ 
plete their applications. Refactoring existing applica¬ 
tions is thus essential to ensure that these applications 
are Grid-enabled to run on Utility Grids (Kra 2004). The 
Grid user also needs to express the service requirements 
to be fulfilled by GSPs. Varying QoS parameters, such as 
deadline for the application to be completed and budget 
to be paid upon completion, are defined by different Grid 
users, thus resulting in dynamic fluctuation of peak and 
nonpeak service demands. The Grid resource broker then 
discovers appropriate Grid middleware services based on 
these service demand patterns and QoS requirements, 
and dynamically schedules applications on them at run¬ 
time, depending on their availability, capability, and 
costs. A GSP needs tools and mechanisms that support 
pricing specifications and schemes so they can attract us¬ 
ers and improve resource utilization. They also require 
protocols that support service publication and negotia¬ 
tion, accounting, and payment. 


The Grid resource broker comprises the following 
components: 

• Job control agent: Ensures persistency of jobs by coor¬ 
dinating with schedule advisor for schedule generation, 
handling actual creation of jobs, maintaining job sta¬ 
tus, and interacting with users, schedule advisor, and 
deployment agent. 

• Grid explorer: Interacts with Grid information service to 
discover and identify resources and their current status. 

• Schedule advisor: Discovers Grid resources using the 
Grid explorer, and selects suitable Grid resources and 
assigns jobs to them (schedule generation) to meet us¬ 
ers' requirements. 

• Trade manager: Accesses market directory services for 
service negotiation and trading with GSPs based on re¬ 
source selection algorithm of schedule advisor. 

• Deployment agent: Activates task execution on the 
selected resource according to schedule advisor’s in¬ 
struction and periodically updates the status of task 
execution to job control agent. 

Traditional core Grid middleware focuses on providing 
infrastructure services for secure and uniform access to 
distributed resources. Supported features include secu¬ 
rity, single sign-on, remote process management, stor¬ 
age access, data management, and information services. 
An example of such middleware is the Globus Toolkit 
(Foster and Kesselman 1997) which is a widely adopted 
Grid technology in the Grid community. Utility Grids 
require additional service-driven Grid middleware infra¬ 
structure that includes: 

• Grid market directory: Allows GSPs to publish their 
services so as to inform and attract users. 



Figure 6: A reference service-oriented architecture for Utility Grids (R = resource) 
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• Trade server: Negotiates with Grid resource broker 
based on pricing algorithms set by the GSP and sells 
access to resources by recording resource usage de¬ 
tails and billing the users based on the agreed pricing 
policy. 

• Pricing algorithms: Specifies prices to be charged to us¬ 
ers based on the GSPs objectives, such as maximizing 
profit or resource utilization at varying times and for 
different users. 

• Accounting and charging: Records resource usage and 
bills the users based on the agreed terms negotiated be¬ 
tween Grid resource broker and trade server. 

Figure 7 shows how services are assembled on demand 
in a Utility Grid. The application code is the legacy appli¬ 
cation to be run on the Utility Grid. Users first compose 
their application as a distributed application such as a 
parameter sweep using visual application composer tools 
(step 1). The parameter-sweep model creates multiple 
independent jobs, each with a different parameter. This 
model is well suited for Grid computing environments 
wherein challenges such as load volatility, high network 
latencies, and high probability of individual node failures 
make it difficult to adopt a programming approach that 
favors tightly coupled systems. Accordingly, a parameter- 
sweep application has been termed as a “killer applica¬ 
tion” for the Grid (Abramson, Giddy, and Kotler 2000). 

Visual tools allow rapid composition of applications 
for Grids by hiding the associated complexity from the 
user. The user's analysis and QoS requirements are sub¬ 
mitted to the Grid resource broker (step 2). The Grid re¬ 
source broker first discovers suitable Grid services based 
on user-defined characteristics, including price, through 
the Grid information service and the Grid market direc¬ 
tory (steps 3 and 4). The broker then identifies the list 
of data sources or replicas through a data catalog and 
selects the optimal ones (step 5). The broker also iden¬ 
tifies the list of GSPs that provide the required applica¬ 
tion services using the application service provider (ASP) 


catalog (step 6). The broker checks that the user has the 
necessary credit or authorized share to use the requested 
Grid services (step 7). The broker scheduler assigns and 
deploys jobs to Grid services that meet user QoS require¬ 
ments (step 8). The broker agent on the Grid resource 
at the GSP then executes the job and returns the results 
(step 9). The broker consolidates the results before pass¬ 
ing them back to the user (step 10). The metering system 
charges the user by passing the resource-usage informa¬ 
tion to the accounting service (step 11). The accounting 
service reports remaining resource share allocation and 
credit available to the user (step 12). 

Layered Grid Architecture Realization 

To enable Utility Grids, the Gridbus project (Buyya and 
Venugopal 2004) has offered open-source Grid middle¬ 
ware for various layers (as highlighted in Figure 8) that 
include: 

• Grid fabric software layer: Libra, a utility-driven clus¬ 
ter scheduler that considers and enforces SLAs for jobs 
submitted into the cluster. 

• Core Grid middleware layer: Alchemi, which is a .NET- 
based desktop Grid framework; Grid Market Directory, 
which is a directory publishing available Grid services; 
Grid Bank, which provides accounting, authentication, 
and payment facilities; and GridSim, which is an event- 
driven simulator that models Grid environments. 

• User-level middleware layer: Gridbus broker, which se¬ 
lects suitable Grid services and schedules applications 
to run on them; Grid workflow engine, which provides 
workflow execution and monitoring on Grids; and 
Visual Parametric Modeler, which provides a graphical 
environment to parameterize applications. 

• Grid application layer: Web portals such as Gridscape, 
which provides interactive and dynamic Web-based 
Grid monitoring portals, and G-Monitor, which man¬ 
ages execution of applications on Grids using brokers. 



Figure 7: On-demand assembly of services in a 
Utility Grid (ASP = application service provider; 
GSP = Grid service provider; GTS = Grid trading 
service; PE = processing element; UofM = University of 
Melbourne; VPAC = Victorian partnership for advanced 
computing) 
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Figure 8: Realizing Utility Grids: Gridbus and complementary technologies (JVM=Java Virtual Machine; PBS = Portable Batch 
System; SGE = Sun Grid Engine) 


UTILITY-BASED RESOURCE 
ALLOCATION AT VARIOUS LEVELS 

Utility-based resource allocation is essential at various lev¬ 
els of the Utility Grid in order to realize the utility comput¬ 
ing model. This section examines the challenges involved 
in clusters, distributed storage. Computational Grid bro¬ 
kering, Data Grids, workflow scheduling, advanced reser¬ 
vation, and cooperative virtual organizations. 

Clusters 

A cluster is a type of parallel or distributed computer 
system, which consists of a collection of interconnected 
stand-alone computers working together as a single in¬ 
tegrated computing resource (Buyya 1999; Phster 1998). 
Clustering these stand-alone computers together has re¬ 
sulted in high-performance, high-availability, and high- 
throughput processing on a network of computers at a 
much lower cost than traditional supercomputing sys¬ 
tems, thus resulting in cluster computing being a more vi¬ 
able choice as a supercomputing solution. As clusters are 
extensively used in data centers, which promise to pro¬ 
vide managed computing, storage, and application serv¬ 
ices at low cost, the costs of ownership and maintenance 
need to be reduced. But, clusters are heavily focused on 
increasing peak performance using tens of thousands of 
power-hungry components, which is leading to intoler¬ 
able operating cost and failure rates (Ge, Feng, and Cam¬ 
eron 2005). Thus, power-aware clusters have been built to 


reduce power consumption by leveraging DVS (dynamic 
voltage scaling) techniques and using distributed per¬ 
formance-directed DVS scheduling strategies. Such clus¬ 
ters are able to gain similar performance, yet reduce the 
amount of power consumption. 

Currently, service-oriented Grid technologies are used 
to enable utility computing environments in which the 
majority of Grid resources are clusters. Grid schedul¬ 
ers such as brokers and workflow engines can then dis¬ 
cover suitable Grid resources and submit jobs to them 
on behalf of the users. If the chosen Grid resource is a 
cluster, these Grid schedulers then interact with the clus¬ 
ter resource management system (RMS) to monitor the 
completion of submitted jobs. The cluster RMS is a mid¬ 
dleware that provides a uniform interface to manage re¬ 
sources, queue jobs, schedule jobs, and execute jobs on 
multiple compute nodes within the cluster. With a utility 
model, users can specify different levels of service needed 
to complete their jobs. Thus, providers and users have to 
negotiate and agree on SLAs that serve as contracts out¬ 
lining the expected level of service performance. Provid¬ 
ers can then be liable to compensate users for any service 
underperformance. So, the cluster RMS must be able to 
enable utility-driven cluster computing by supporting 
SLA-based resource allocation that can meet competing 
user demands and enforce their service needs. 

Existing cluster RMSs need to be enhanced or ex¬ 
tended to adopt utility-driven resource allocation rather 
than the current system-centric resource allocation that 
maximizes resource throughput and utilization of the 
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cluster. System-centric approaches assume that all job re¬ 
quests are equally important and thus neglect the actual 
levels of service required by different users. The cluster 
RMS should have the following components: 

• Request examiner: Interprets the QoS parameters de¬ 
fined in the SLA. 

• Admission control: Determines whether a new job re¬ 
quest should be accepted or not. This ensures that the 
cluster is not overloaded with too many requests such 
that service performance deteriorates. 

• SLA based scheduler: New service-oriented policies 
need to be incorporated to allocate resources efficiently 
based on service requirements. 

• Job monitor: New measurement metrics need to be 
used to keep track of whether the execution progress of 
jobs meets the service criteria. 

• Accounting: Maintains the actual usage of resources so 
that usage charges can be computed. Usage infor¬ 
mation can also be used to make better resource- 
allocation decisions. 

• Pricing: Formulate charges for meeting service requests. 
For example, requests can be charged based on submis¬ 
sion time (peak/off-peak), pricing rates (fixed/variant), 
or availability of resources (supply/demand). 

• Job control: Enforces resource assignment for execut¬ 
ing requests to fulfill specified service needs. 

The key design factors and issues for a utility-driven clus¬ 
ter RMS can be addressed from five perspectives (Yeo and 
Buyya 2006): 

• Market model: Considers market concepts present in 
real-world human economies to be applied for service- 
oriented resource allocation in clusters to deliver utility. 

• Resource model: Addresses architectural framework 
and operating environments of clusters that need to be 
conformed. 

• Job model: Examines attributes of jobs to ensure that 
various job types with distinct requirements can be ful¬ 
filled successfully. 

• Resource allocation model: Analyzes factors that can in¬ 
fluence the resource-assignment outcome. 

• Evaluation model: Assesses the effectiveness and ef¬ 
ficiency of the cluster RMS in satisfying the utility 
model. 

There is therefore growing research interest in formu¬ 
lating effective service-oriented resource allocation poli¬ 
cies to satisfy the utility model. Computation-at-risk 
(CaR) (Kleban and Clearwater 2004) determines the 
risk of completing jobs later than expected based on ei¬ 
ther the makespan (response time) or the expansion factor 
(slowdown) of all jobs in the cluster. Cluster-On-Demand 
(Irwin, Grit, and Chase 2004) reveals the significance of 
balancing the reward against the risk of accepting and 
executing jobs, particularly in the case of unbounded 
penalty. A QoS-based scheme for parallel job schedul¬ 
ing (QoPS) (Islam et al. 2004) incorporates an admission 
control to guarantee the deadline of every accepted job 


by accepting a new job only if its deadline can be guaran¬ 
teed without violating the deadlines of already accepted 
jobs. LibraSLA (Yeo and Buyya 2005) accepts jobs with 
hard deadlines only if they can be met, and accepts jobs 
with soft deadlines depending on their penalties incurred 
for delays. Another work (Popovici and Wilkes 2005) ad¬ 
dresses the difficulties encountered by service providers 
when they rent resources from resource providers to run 
jobs accepted from clients. These include difficulties such 
as which jobs to accept, when to run them, and which 
resources to rent to run them. It analyzes the likely im¬ 
pact on these difficulties in several scenarios, including 
changing workload, user impatience, resource availabil¬ 
ity, resource pricing, and resource uncertainty. 

Distributed Storage 

Storage plays a fundamental role in computing as it is 
present in many key components, from registers and 
random access memory (RAM) to hard disk drives 
and optical disk drives. Combining storage with network¬ 
ing has created a platform for distributed storage systems 
(DSSs). The wide proliferation of the Internet has created 
a global network—a platform with innovative possibili¬ 
ties such as offering access to storage as a utility. DSSs 
functioning in a global environment support sharing of 
storage across geographic, institutional, and administra¬ 
tive boundaries. The network speed (bandwidth and la¬ 
tency) and usage load impact the speed of remote storage 
access; however, they can be overcome through smart ac¬ 
cess management techniques such as demand prediction, 
preloading, and caching. The key benefits of such DSS 
are that it: (1) enables aggregation of storage resources 
from different sources to create mass storage systems 
at lower cost, (2) enhances reliability of storage through 
replication, (3) supports disaster management and recov¬ 
ery through replication of content across multiple sites, 

(4) provides the ability to offer access to storage as util¬ 
ity services, which in turn reduces the cost of ownership 
and management of storage systems for end users, and 

(5) allows organizations to barter or harness each other’s 
storage systems for transparent sharing and preservation 
of digital assets such as e-books, e-music, e-journals, and 
scientific experimental data. 

Some prominent examples of DSS are Parallel Virtual 
File System (PVFS) (Ligon and Ross 2001), General Par¬ 
allel File System (GPFS) (Barkes et al. 1998), and Google 
File System (GFS) (Ghemawat, Gobioff, and Leung 2003). 
A key challenge in DSS is ensuring that storage services 
are shared fairly among users and that providers are of¬ 
fered incentives for making storage services available. 
One way to achieve this is applying economic principles. 
Examples of DSSs that apply economic principles to 
manage various aspects of operational behavior include: 
Mungi, which manages storage quota; Mojo Nation, 
which instills cooperative behavior; Stanford Archival Re¬ 
pository (SAR), which encourages the sharing of storage 
services and exchanges; and OceanStore, which provides 
utility storage. SAR (Cooper and Garcia-Molina 2002) is 
the Stanford Archival Repository, a bartering storage sys¬ 
tem for preserving information. Institutions that have 
common requirements and storage infrastructure can 
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use the framework to barter with each other for storage 
services. For example, libraries may use this framework 
to replicate their archives among one another for the 
purpose of preservation. OceanStore (Kubiatowicz et al. 
2000) is a globally scalable storage utility, providing pay¬ 
ing users with a durable, highly available storage serv¬ 
ice by utilizing nontrusted infrastructure. Mungi (Heiser 
et al. 1998) is a single-address-space operating system 
(SASOS), which uses economic principles to manage 
storage quota. Mojo Nation (Wilcox-O’Hearn 2002) uses 
digital currency, Mojo, to encourage users to share re¬ 
sources on its network. Users that contribute services are 
rewarded with Mojo, which can then be traded for serv¬ 
ices. Storage Exchange (Placek and Buyya 2006) applies 
a double auction (DA) market model, allowing storage 
services to be traded in a global environment. 

Treating storage as a tradable commodity provides 
incentives for users to participate in the federating and 
sharing of their distributed storage services. However, 
there are still some challenges that need to be overcome 
before storage utility can be fully realized: 

• Federate: A plethora of heterogeneous storage systems 
exist; creating a homogenous interface is a key step in 
federating storage. 

• Share: Ensuring that distributed storage resource is 
shared fairly among users and that no single user can 
deny access to others, accidentally or otherwise. 

• Security: Operating on nontrusted infrastructure re¬ 
quires the use of cryptographic mechanisms in order to 
enforce authentication and prevent malicious behavior. 

• Reliability: Storage medium and network failures are 
common in a global storage infrastructure, and there¬ 
fore mechanisms of remote replicas and erasure codes 
need to be used to ensure that persistent reliable access 
to stored data is achieved. 

Although the challenges are many, the weight of incentives 
and future from realizing a globally distributed storage 
utility ensure the continuing research and development 
in this area: 

• Monetary gain: Institutions providing storage services 
(providers) are able to better use existing storage infra¬ 
structure in exchange for monetary gain. Institutions 
consuming these storage services (consumers) have the 
ability to negotiate for storage services as they require 
them, without needing to incur the costs associated 
with purchasing and maintaining storage hardware. 

• Common objectives: There may be institutions that 
wish to exchange storage services between themselves 
because of a mutual goal such as preservation of infor¬ 
mation (Cooper and Garcia-Molina 2002). 

• Spikes in storage requirements: Research institutions 
may require temporary access to mass storage 
(Vazhkudai et al. 2005), such as needing access to ad¬ 
ditional storage to temporarily store data generated 
from experiments that are carried out infrequently. In 
exchange, institutions may provide access to their stor¬ 
age services for use by others when they are not being 
used. 


• Donate: Institutions may wish to donate storage serv¬ 
ices, particularly if these services are going to a noble 
cause. 

• Autonomic storage: Development of a framework to 
support future autonomic storage systems will allow 
agents to broker storage on an as-needed basis. 

Computational Grid Brokering 

A Computational Grid broker acts as an agent for the 
user in Computational Grids by performing various tasks 
such as resource discovery, job scheduling, and job moni¬ 
toring. To determine which resources to select, the bro¬ 
ker needs to take into account various attributes from 
both the user perspective, such as resource requirements 
of the application, and the resource perspective, such as 
resource architecture and configuration, resource status 
(available memory, disk storage, and processing power), 
resource availability, network bandwidth, resource work¬ 
load, and historical performance. 

However, the Computational Grid broker needs to 
consider additional service-driven attributes such as QoS 
requirements specified by users in order to support the 
utility model. For example, users may specify a deadline 
for the completion of their application. The user may 
also state the maximum price to be paid for the comple¬ 
tion. With the user’s request of deadline and price for an 
application, the broker tries to locate the most suitable 
resources. Thus, during resource discovery, the broker 
also needs to know the costs of resources that can be ob¬ 
tained from a Grid market directory service and are set 
by GSPs. The broker must be able to negotiate with GSPs 
to establish an agreed price for the user, before select¬ 
ing the most suitable resources with the best price based 
on the provided QoS. For instance, a more relaxed dead¬ 
line should be able to obtain cheaper access to resources 
and vice versa. So, different users often have varying prices 
based on their specific needs. To locate the most suitable 
resources, we need new scheduling algorithms that take 
into consideration the application processing require¬ 
ments, Grid resource dynamics, users' QoS requirements, 
such as the deadline and budget, and their optimization 
preferences. 

The Nimrod-G resource broker (Abramson, Buyya, and 
Giddy 2002) and Gridbus Grid service broker (Venugopal, 
Buyya, and Winton 2006) are examples of service- 
oriented Computational Grid brokers for parameter- 
sweep applications. Both brokers schedule jobs based on 
economic principles (through the budget that the user is 
willing to pay) and a user-defined QoS requirement (the 
deadline within which the user requires the application 
to be completed). Nimrod-G implements four adaptive 
algorithms for scheduling compute-intensive parameter 
sweep applications: 

• Cost optimization: Execution time is within the speci¬ 
fied deadline and execution cost is the cheapest. 

• Time optimization: Execution time is the shortest and 
execution cost is within the specified budget. 

• Cost-time optimization: Similar to cost optimization, 
but if there are multiple resources with the same cost, 
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it applies time optimization so that execution time is 
the shortest with the same cost. 

• Conservative time optimization: Similar to cost-time 
optimization, but ensures that each unprocessed job 
in the parameter-sweep application has a minimum 
budget per job. 

The Gridbus broker extends cost and time optimization 
to schedule distributed data-intensive applications that 
require access to and processing of large datasets stored 
in distributed repositories. 

Data Grids 

Data comprise one of the most important entities within 
any IT infrastructure. Therefore, any utility computing 
platform must be able to provide secure, reliable, and effi¬ 
cient management of enterprise data and must be able to 
abstract the mechanisms involved. One of the key factors 
in the adoption of Grids as a utility computing platform is 
the creation of an infrastructure for storing, processing, 
cataloging, and sharing the ever-expanding volumes of 
data that are being produced by large enterprises such as 
scientific and commercial collaborations. This infrastruc¬ 
ture, commonly known as “Data Grids,” provides services 
that allow users to discover, transfer, and maintain large 
repositories of data. At the very minimum, a Data Grid 
provides a high-performance and reliable data-transfer 
mechanism and a data-replica-management infrastruc¬ 
ture. Data-manipulation operations in a Data Grid are 
mediated through a security layer that, in addition to the 
facilities provided by the general Grid security services, 
also provides specific operations such as managing ac¬ 
cess permissions and encrypted data transfers. 

In recent years, the Grid community has adopted the 
Open Grid Service Architecture (OGSA) (Foster et al. 
2002) which leverages Web service technologies such as 
XML and SOAP to create Grid services that follow stand¬ 
ard platform-independent mechanisms for representa¬ 
tion, invocation, and data exchange. A subgroup of OGSA 
deals with providing basic interfaces, called "data serv¬ 
ices,” that describe data and the mechanisms to access 
it. Data services virtualize the same data by providing 
multiple views that are differentiated by attributes and 
operations. They also enable different data sources, such 
as legacy databases, data repositories, and even spread¬ 
sheets to be treated in the same manner via standard 
mechanisms (Antonioletti et al. 2004). 

Virtualization of data creates many possibilities for its 
consumption, enabled by the coupling of Grid services 
to enable applications such as data-intensive workflows. 
Already, projects such as Virtual Data Grid (VDG) (Foster 
et al. 2003) represent data not in terms of physical stor¬ 
age but as results of computational procedures. This has 
at least two possibilities for users: the ability to determine 
the provenance of data (i.e. determine how it was pro¬ 
duced and if it is valid) and the ability to reuse the data 
products in future experiments in which the same proce¬ 
dures with the same inputs are involved. Pegasus (Deel- 
man et al. 2003) is a workflow management system from 
the GriPhyN project that uses the VDG to reduce work- 
flows by substituting previously generated data whenever 


possible. A similar procedure is followed by Storage Re¬ 
source Broker (SRB) (Moore, Rajasekar, and Wan 2005), 
which uses stored procedures in its SRB Matrix to reduce 
dataflow graphs. Therefore, data virtualization isolates 
the users from the physical Data Grid environment. 

Data virtualization is an important technology for 
creating an information-rich utility computing environment 
that is able to provide its users with the following abilities: 

• Seamlessly discover and use available data services 

• Plan ahead for future requirements and take preemp¬ 
tive action 

• Create dynamic applications by combining services 

In such an environment, QoS parameters associated 
with a data service play an important role in data service 
discovery. Such parameters include the amount of data, 
permissions associated with access and modification, 
available bandwidth to storage locations, and relevance. 
Relevance of data can be determined from the provenance 
data that describes the procedures used for producing 
the data. Planning, scheduling, and reserving resources 
in advance is conducted by resource brokers that take 
QoS parameters into account while selecting data sources 
and storage locations. 

Workflow Scheduling 

With the advent of Grid and application technologies, 
scientists and engineers are building more and more 
complex applications to manage and process large data 
sets, and execute scientific experiments on distributed 
resources. Such application scenarios require means 
for composing and executing complex workflows. Work- 
flows are concerned with the automation of procedures 
whereby files and data are passed between participants 
according to a defined set of rules to achieve an overall 
goal (Hollinsworth 1995). A workflow management sys¬ 
tem defines, manages, and executes workflows automati¬ 
cally on computing resources. Imposing the workflow 
paradigm for application composition on Grids offers 
several advantages (Spooner et al. 2005), such as: 

• Ability to build dynamic applications which orchestrate 
distributed resources 

• Utilization of resources that are located in a particu¬ 
lar domain to increase throughput or reduce execution 
costs 

• Execution spanning multiple administrative domains 
to obtain specific processing capabilities 

• Integration of multiple teams involved in managing dif¬ 
ferent parts of the experiment workflow, thus promot¬ 
ing interorganizational collaborations 

QoS support in workflow management is required by 
many workflow applications. For example, a workflow 
application for planning maxillofacial surgery (Berti et al. 
2003) needs results to be delivered before a certain time. 
However, QoS requirements cannot be guaranteed in a 
conventional Grid where resources provide only best ef¬ 
fort services. Therefore, there is a need to have Utility 
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Grids that allow users to negotiate with service providers 
on a certain service agreement with the requested QoS. 

In general, scheduling workflows on Utility Grids is 
guided by users’ QoS expectations. Workflow manage¬ 
ment systems are required to allow the user to specify 
their requirements, along with the descriptions of tasks 
and their dependencies using the workflow specification. 
In general, QoS constraints express the preferences of us¬ 
ers and are essential for efficient resource allocation. QoS 
constraints can be classified into five dimensions (Yu and 
Buyya 2005): time, cost, fidelity, reliability, and security. 
Time is a basic measure of performance. For workflow 
systems, it refers to the total time required to execute a 
workflow. Cost represents the cost associated with the 
execution of workflows, including the cost of managing 
workflow systems and usage charge of Grid resources for 
processing workflow tasks. Fidelity refers to the meas¬ 
urement related to the quality of the output of workflow 
execution. Reliability is related to the number of failures 
for execution of workflows. Security refers to confidenti¬ 
ality of the execution of workflow tasks and trustworthi¬ 
ness of resources. 

Several new issues arise from scheduling QoS- 
constrained workflows on Utility Grids: 

• In general, users would like to specify a QoS constraint 
for the entire workflow. It is required that the scheduler 
determine a QoS constraint for each task in the work- 
flow, such that the global QoS is satisfied. 

• The scheduler is required to be adaptive to evaluate a 
proposed SLA and negotiate with a service provider for 
one task with respect to its current accepted set of SLAs 
and expected return of unscheduled tasks. 

• The description language and monitoring mechanism 
for QoS-based workflows will be more complex as com¬ 
pared with traditional workflow scheduling. 

To date, several efforts have been made toward QoS- 
aware workflow management. Web Services Agreement 
(WS-Agreement) (Andrieux et al. 2004) allows a resource 
provider and a consumer to create an agreement on the 
expected service qualities between them. Grid Quality of 
Service Management (G-QoSm) (Al-Ali et al. 2004) pro¬ 
vides Grid services in which workflow schedulers can 
negotiate and reserve services based on certain quality 
levels. The Vienna Grid Environment (VGE) (Benkner 
et al. 2004) develops a dynamic negotiation model that 
facilitates workflow schedulers to negotiate various QoS 
constraints with multiple service providers. It also extends 
the Business Process Execution Language (BPEL) (Bran- 
dic et al. 2005) to support QoS constraint expression. 
A QoS-based heuristic for scheduling workflow applica¬ 
tions can be found in Menasce and Casalicchio (2004). The 
heuristic attempts to assign the task into least expensive 
computing resources based on assigned time constraint 
for the local task. A cost-based scheduling algorithm (Yu, 
Buyya, and Tham 2005) minimizes the cost, while meet¬ 
ing the deadline of the workflow by distributing the dead¬ 
line for the entire workflow into sub-deadlines for each 
task. More recently, budget-constrained workflow sched¬ 
uling has been developed by Yu and Buyya (2006). It uses 


genetic algorithms to optimize workflow execution time 
while meeting the user’s budget. 

However, supporting QoS in the scheduling of work- 
flow applications is still at a very preliminary stage. There 
is a need for many advanced capabilities in workflow sys¬ 
tems and resource allocation such as support of cyclic 
and conditional checking of workflow structure, adaptive 
scheduling based on dynamic negotiation models, and 
advanced SLA monitoring and renegotiation. 

Advanced Reservation 

In existing Grid systems, incoming jobs to resources are 
scheduled via either space-shared or time-shared mode. 
The space-shared mode runs jobs based on their sub¬ 
mission times; similar to first-come, first-served (FCFS), 
whereas the time-shared mode allows multiple execu¬ 
tions of jobs; hence, it behaves like a round-robin ap¬ 
proach. With a Utility Grid, jobs can be prioritized based 
on users’ QoSs by a resource scheduler. However, a Utility 
Grid is not necessarily able to handle high-priority jobs 
or guarantee reliable service. Therefore, advance reserva¬ 
tion needs to be introduced in a Utility Grid system to 
secure resources prior to their execution. 

Advanced reservation (AR) is a process of requesting 
resources for use at a specific time in the future (Smith, 
Foster, and Taylor 2000). Common resources that can be 
reserved or requested are processors, memory, disk space, 
and network bandwidth, or a combination of any of these. 
The main advantage of AR is that it guarantees the avail¬ 
ability of resources to users and applications at specific 
times in the future. Hence, from the user’s perspective: 

• Jobs can be executed straight away at a specified time 
rather than being held up in a queue by other jobs. This 
is a highly desirable approach for executing workflow 
applications that have one or more dependencies. 

• Dropouts in a network transfer, which is not an 
option in multimedia streaming applications such as 
videoconferencing, can be avoided. 

Combining utility computing with AR allows resource 
providers to specify criteria and requirements of usage. 
In addition, resource providers can match and satisfy a 
user’s QoS. Utility computing applies to different stages 
of AR (Sulistio and Buyya 2004) as follows: 

• Requesting a new reservation slot: A user asks a resource 
about the availability of a reservation slot by giving de¬ 
tails such as start time, duration, and number of proc¬ 
essors. A resource can then either accept the request or 
reject it if the slot is already booked. Both the user and 
resource can continue negotiating until they reach an 
agreement—i.e. to accept or not to accept. 

• Modifying an existing resewation slot: A user or a re¬ 
source can request to modify an existing reservation 
slot. Modification is used as a way to shorten or extend 
the duration of a reservation. If a user’s jobs are run¬ 
ning longer than expected, extending the duration is 
needed to prevent the jobs from being preempted by a 
resource. A user can request to shorten a reservation if 
jobs have finished, in order to save some costs. 
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• Canceling an existing resen’ation slot: A user or a re¬ 
source can request to cancel an existing reservation 
slot. However, this can be done only when both parties 
have agreed beforehand. Canceling a reservation before 
it starts can easily be agreed to by a resource. However, 
some resource providers may not allow the cancella¬ 
tion of a reservation once it has started. 

Cooperative Virtual Organizations 

The concept of the virtual organization (VO) is crucial 
to the Grid. In current Grid collaborations, physical or¬ 
ganizations engage in projects and alliances such as joint 
ventures that require shared access to compute and data 
resources provided by their members. The model adopted 
for such endeavors is that of a VO, in which resource pro¬ 
viders and users are organized in a structure that may 
comprise several physical organizations. VOs may vary 
in several ways, such as scope, dynamism, and purpose, 
even though they pose similar challenges regarding their 
formation, operation, and dissolution (Patel et al. 2005). 

Over the years, applications and compute and data re¬ 
sources have been virtualized to enable the utility model 
for business processes. With regard to the creation of a 
VO, it may be assumed that a VO is formed because of the 
need from a business process or some project. Despite 
the virtualization provided by Grid technologies, organi¬ 
zations may have difficulties in expressing their needs 
and requirements to their potential partners. Additional 
challenges are the selection of partners and the establish¬ 
ment of trust at a level that allows the automated creation 
of VOs (Dimitrakos, Golby, and Kearney 2004). However, 
to enable the utility model in VOs, issues regarding the 
responsive or even the automated creation of VOs need 
to be tackled. 

The operational phase of a VO is also a complex task. 
Resource sharing in VOs is conditional and rule-driven. 
Also, the relationship in some VOs is peer-to-peer. To com¬ 
plicate matters further, the collection of participating en¬ 
tities is dynamic (Joseph, Ernest, and Fellenstein 2004). 
This scenario complicates tasks such as the negotiation 
of SLAs among the participants of the VO or between the 
participants and the VO itself. Furthermore, the recon¬ 
ciliation, management, and enforcement of resource us¬ 
age control policies in the VO poses several challenges as 
presented in Dumitrescu, Wilde, and Foster (2005). For 
example, a simple model for providing resources as utili¬ 
ties in VOs requires the presence of a trusted VO man¬ 
ager. Resource providers are committed to deliver services 
to the VO according to contracts established with the 
VO manager. The manager is therefore responsible for as¬ 
signing quotas of these resources to VO groups and users 
based on some VO policy. Users are allowed to use services 
according to these quotas and the VO policy. However, in 
this context, the delivery of compute and data resources 
in a utility-model to VO users and groups makes tasks 
such as enforcement of policies in a VO level and account¬ 
ing difficult. 

A simple model in a VO that follows a peer-to-peer 
sharing approach is of best effort, in which “you give what 
you can and get what others can offer." A more elaborate 
model, in which a VO manager does not exist, allows the 


delivery of services following a “you get what you give” ap¬ 
proach (Wasson and Humphrey 2003). Other approaches 
require multilateral agreements among the members of 
the VO and give rise to challenges in the enforcement 
of resource usage policies, as described before. 

Current works have not focused on aspects related to 
the dissolution of VOs, since this problem involves is¬ 
sues that are more legal and social rather than technical. 
Hence, the delivery of compute resources as a utility in 
VOs requires the investigation and solving of these prob¬ 
lems related to various aspects of a VO. Automation and 
responsiveness are also required in every stage of the life 
cycle of a VO. 

INDUSTRIAL SOLUTIONS FOR UTILITY 
COMPUTING 

Various commercial vendors have launched industrial 
solutions to support utility computing. Competing mar¬ 
keting terms are used by different vendors even though 
they share the same vision of providing utility comput¬ 
ing. This section discusses four major industrial solu¬ 
tions, as listed in Table 2: HP’s Adaptive Enterprise, IBM’s 
E-Business On Demand, Oracle’s On Demand, and Sun 
Microsystems’s Sun Grid. All four solutions use Grids as 
the core enabling technology. 

HP Adaptive Enterprise 

The vision of HP’s Adaptive Enterprise (HP 2005) is to 
synchronize the business and IT processes in an enter¬ 
prise in order to allow it to benefit from changes in mar¬ 
ket demands. IT processes are coordinated through the 
Adaptive Enterprise architecture, which comprises two 
dimensions: IT management and IT service capabilities. 
The IT management dimension involves: 

• IT business management: Long-term IT strategies such 
as asset management, customer and supplier relation¬ 
ship management, and project portfolio management 
need to be developed. 

• Service delivery management: Various operational as¬ 
pects of service delivery such as availability, cost, ca¬ 
pacity, performance, security, and quality need to be 
considered. 

• Setvice delivery: IT services need to be provided to users 
by highly automated systems. 

The IT service capabilities dimension that is addressed 
under both service delivery management and service de¬ 
livery in the IT management dimension consists of: 

• Business sendees: Represent top-level services related 
to business processes such as the composition of 
workflows. 

• Information services: Consolidate and manipulate in¬ 
formation for business services that are independent 
from application services. 

• Application services: Automate and handle the process¬ 
ing of applications. 
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Table 2: Some Major Industrial Solutions for Utility Computing 


Vendor 

Solution and Web Site 

Brief Description 

Core Enabling Technology 
and Web Site 

HP 

Adaptive Enterprise 
www.hp.com/go/adaptive 

Simplifies, standardizes, modularizes, and 
integrates business processes and 
applications with IT infrastructures to 
adapt effectively in a changing business 
environment. 

Grids 

www.hp.com/go/grid 

IBM 

E-Business On Demand 
www.ibm.com/ondemand 

Performs on-demand business processes 
that include research and development, 
engineering and product design, business 
analytics, and enterprise optimization. 

Grids 

w w w. i b m. co m/g r i d 

Oracle 

On Demand 

www.oracle.com/ondemand 

Standardizes and consolidates servers and 
storage resources to automate IT process 
management. 

Grids 

www.oracle.com/grid 

Sun 

Microsystems 

Sun Grid 

www.sun.com/service/sungrid 

Offers computing power pay-as-you-go 
service utility by charging users $1 for 
every hour of processing. 

Grids 

www. sun. com/softwa re/ 
grid 


• Infrastructure sendees: Create a common infrastructure 
platform to host the application, information, and busi¬ 
ness services. 

The Adaptive Enterprise architecture also defines four 

design principles that are to be realized for an enterprise 

to become more adaptive: 

• Simplification: Complex IT environments can be 
streamlined through application integration, process 
automation, and resource virtualization to facilitate 
easier management and faster response. 

• Standardization: Standardized architectures and proc¬ 
esses enable easier incorporation of new technologies, 
improves collaboration, and saves cost. 

• Modularity: Smaller reusable components can be de¬ 
ployed faster and more easily, increasing resource shar¬ 
ing and reducing cost. 

• Integration: Dynamic linking of business processes, 
applications, and infrastructure components enhance 
agility and cost efficiency. 

Table 3: HP and Its Partners' Grid Solutions 


Grid technologies enable the successful implementation 
of the Adaptive Enterprise architecture to link IT infra¬ 
structure dynamically to business processes by fulfilling 
the following design rules: 

• Service-oriented architecture (SOA): Grid services are 
defined based on OGSA (Foster et al. 2002), an open 
standard that leverages Web services to allow large- 
scale collaboration across the Internet. 

• Virtualization: Grids harness a large pool of resources 
that can be shared across applications and processes to 
meet business demands. 

• Model-based automation: Grid technologies integrate 
standalone resources and automate services, thus sim¬ 
plifying the process of deployment, management, and 
maintenance. 

HP customizes the Globus Toolkit (Foster and Kesselman 
1997) as the Grid infrastructure for its platforms. The 
Grid solutions offered by HP and its partners are listed 
in Table 3. 


HP Solutions and Web Site 

HP Partner Solutions and Web Site 

• Management Solutions: OpenView 

Infrastructure: 

www.hp.com/go/openview 

• Application Infrastructure: DataSynapse 

• Server Solutions: BladeSystem 

www.datasynapse.com 

www.hp.com/go/bladesystem 

• Grid Infrastructure: United Devices 

Storage Solutions: Storage Works Grid 

www.ud.com 

www.hp.com/go/storageworksgrid 

Resource Management: Axceleon 
www.axceleon.com 

• Workload Management: PBS Pro 
www.altair.com 

• Workload Management: Platform 
www.platform.com 
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IBM E-Business On Demand 

IBM’s E-business On Demand (IBM 2003) aims to 
improve the competitiveness and responsiveness of busi¬ 
nesses through continuous innovation in products and 
services. To achieve this aim, E-Business On Demand 
optimizes the following business processes: 

• Research and development: New innovative products and 
services need to be researched and developed quickly to 
make an impact in the highly competitive market. 

• Engineering and product design: Products and services 
need to be well-engineered and designed to meet cus¬ 
tomers' requirements. 

• Business analytics: Swift and accurate business deci¬ 
sions need to be made based on market performance 
data in order to remain a market leader. 

• Enterprise optimization: Stand-alone resources at vari¬ 
ous global branches need to be integrated so that work¬ 
load can be distributed evenly and resources used fully 
to satisfy demand. 

E-business On Demand targets numerous industries, 
including: 

• Automotive and aerospace: Collaborative design and 
data-intensive testing 

• Financial services: Complex scenario simulation and 
decision-making 

• Government: Coordinated operation across civil and 
military divisions and agencies 

• Higher education: Advanced compute and data-intensive 
research 

• Life sciences: Biological and chemical information 
analysis and decoding 


IBM applies four core enabling technologies for E-Busi¬ 
ness On Demand: Grid computing, autonomic comput¬ 
ing, open standards, and integration technologies. Grid 
technologies acts as the key component to provide the 
flexibility and efficiency required for various E-Business 
On Demand environments: 

• Research and development: Highly compute- and data- 
intensive research problems can be solved with lower 
cost and shorter time by harnessing extra computa¬ 
tional and data resources in a Grid. 

• Engineering and product design: Industry partners are 
able to collaborate by sharing resources and coordinat¬ 
ing engineering and design processes through VOs and 
open standards-based Grid architecture. 

• Business analytics: Heavy data analysis and process¬ 
ing can be sped up with extra computational and data 
resources so that results are derived in time for deci¬ 
sion-making. 

• Enterprise optimization: Virtualization and replication 
using Grid technologies ensures that underutilized 
resources are not wasted, but are instead used for back¬ 
up and recovery purposes. 

The core component that IBM deploys for its Grid 
infrastructure is called the IBM Grid Toolbox, which is 
an enhanced version of the Globus Toolkit (Foster and 
Kesselman 1997). Table 4 lists Grid solutions that are 
available by IBM and its partners. IBM provides a general 
integrated Grid solution offering, called “Grid and Grow," 
for interested customers to easily deploy and sample Grid 
technologies. In addition, it has created customized 
Grid offerings for specific industries and applications to 
drive E-business On Demand. 


Table 4: IBM and Its Partners' Grid Solutions 


IBM Solutions and Web Site 

IBM Partner Solutions and Web Site 

• Application Server: Websphere 
www.ibm.com/websphere 

* Resource Provisioning: Tivoli 
www.ibm.com/tivoli 

System Server: eServer 
www.ibm.com/servers 

Infrastructure: 

• Application Infrastructure: DataSynapse 
www.datasynapse.com 

• Grid Infrastructure: United Devices 
www.ud.com 

• Grid Infrastructure: Univa 
www.univa.com 

• Workload Management: PBS Pro 
www.altair.com 

• Workload Management: Platform 
www. p 1 atf o r m. com 

Application: 

• Document Production: Sefas 
www.sefas.com 

• Grid Deployment: SAS 
www.sas.com/grid 

• Risk Management: Fortent 
www.fortent.com 
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Oracle On Demand 

Oracle’s On Demand aims to enable customers to focus 
on more strategic business objectives by improving their 
IT performance and maximize the return on investment 
in four areas: 

• Quality: A comprehensive and configurable set of serv¬ 
ices specifically designed to improve IT performance 
will be continuously delivered. 

• Cost: IT expenses are more easily predicted and lower, 
as there is no need to spend on additional unexpected 
repairs and upgrades. 

• Agility: The offered service is flexible and can be tai¬ 
lored to satisfy changing complexities, environments, 
and business needs. 

• Risk: Service level commitments guarantee problem 
resolution, enhancements, and expansions to maximize 
accountability. 

Oracle’s On Demand is implemented using Grid solutions 
through three basic steps: 

• Consolidation: Hardware, applications, and informa¬ 
tion can be shared across multiple data centers. 

• Standardization: Using common infrastructure, applica¬ 
tion, and information services bridges the gap between 
various servers, storages, and operating systems. 

• Automation : Less system administration work is re¬ 
quired, as multiple resources can be managed concur¬ 
rently and more easily. 

Table 5 shows the Grid solutions from Oracle and its part¬ 
ners. Oracle Database lOg is the first database designed 
for Grid computing and offers data-provisioning capabil¬ 
ities, such as detaching part of a database and attaching 
it to another database without unloading and reloading. 


Sun Microsystems Sun Grid 

Sun Microsystems’s Sun Grid aims to provide affordable 
commodity-based computing power pay-as-you-go serv¬ 
ice. Sun Grid currently supports three types of compute 
utility service (see Table 6 for comparison): 

• Compute utility: A standard offering that provides in¬ 
stant deployment for anyone with Internet access at $ 1 
per hour of processing. 

• Commercial utility: A single-tenant standard offering in 
a multitenant hosting center that targets medium and 
large enterprises. 

• Variable cost infrastructure: A customized modular 
offering and single-tenant utility model for large enter¬ 
prises and system integrators. 

The Sun Grid compute utility (Sun Microsystems 2006 
January) provides a golden opportunity for non-IT users 
to make use of utility computing by providing a simple 
and easy to use Web interface that hides the complex 
Grid technologies involved. Given this assumption of a 
simple utility computing environment, the Sun Grid com¬ 
pute utility has several limitations: 

• Submitted applications must be able to execute on the 
Solaris 10 operating system. 

• Submitted applications must be self-contained and 
scripted to work with Sun N1 Grid Engine (Gentzsch 
2001) software without requiring interactive access. 

• Submitted applications have to be implemented using 
standard object libraries included with Solaris 10 Oper¬ 
ating system or user libraries packaged with the execut¬ 
able file. 

• The application can obtain finer control over compute 
resources through the interfaces provided by the Sun 
N1 Grid Engine software. 

• The total maximum size of applications and data must 
be less than 10 GB. 


Table 5: Oracle and Its Partners' Grid Solutions 


Oracle Solutions and Web Site 

Oracle Partner Solutions and Web Site 

• Data Provisioning: Oracle Database lOg 

Infrastructure: 

www.oracle.com/database 

• Grid Infrastructure: Apple 

• Management Solutions: Oracle Fusion Middleware 

www.apple.com 

www.oracle.com/middleware 

• Grid Infrastructure: Egenera 

• Resource Provisioning: Oracle Enterprise 

www.egenera.com 

Manager lOg 

• Grid Infrastructure: HP 

www.oracle.com/technology/products/oem 

www.hp.com 

• Grid Infrastructure: Network Appliance 
www.netapp.com 

Application: 

• Database Management: GridApp 
www.gridapp.com 

• Database Management: Grid-Tools 
www.grid-tools.com 

• Enterprise Automation: ORSYP 
www.orsyp.com 
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Table 6: Comparison of Sun Grid Compute Utility Services 


Comparison 

Sun Grid Compute Utility Services 

Compute Utility 

Commercial Utility 

Variable Cost Infrastructure 

Access 

Portal 

Dedicated 

Customer or system integrator hosted 

Availability 

Instantaneous 

Short notice 

Longer-term contract 

Scheduling 

No reservation 

Time-based reservation 

Dedicated or time-based reservation 

Pricing 

All-inclusive $1/CPU-hour 

Negotiated $/CPU-hour 

Negotiated 

Business terms 

Standard 

Service level 

Capacity provisioning 

Technology 

Solaris 10 X 64 

Solaris 10 X 64 or Redhat Linux 

Menu of options 

Storage 

10-GB standard 

Customer defined 

Menu of options 


• Applications and data can be uploaded only through the 
Web interface and may be packaged into compressed 
ZIP files of less than 100 MB each. 

Grid technologies are used for the Sun Grid compute util¬ 
ity with the following compute node configuration: 

• 8 GB of memory 

• Solaris 10 operating system 

• Sun N1 Grid Engine 6 software for resource manage¬ 
ment of compute nodes 

• Grid network infrastructure built on Gigabit Ethernet 

• Web-based portal for users to submit jobs and upload 
data 

• 10 GB of storage space for each user 

Industries that are targeted by the Sun Grid compute 

utility consist of: 

• Energy: Reservoir simulations and seismic processing 


• Entertainment/Media: Digital content creation, anima¬ 
tion, rendering, and digital asset management 

• Financial sendees: Risk analysis and Monte Carlo 
simulations 

• Government education: Weather analysis and image 
processing 

• Health sciences: Medical imaging, bioinformatics, and 
drug development simulations 

• Manufacturing: Electronic design automation, me¬ 
chanical computer-aided design, computational fluid 
dynamics, crash-test simulations, and aerodynamic 
modeling 

Sun Microsystems, Gridwise Tech, and the Globus project 
have been collaborating in the joint development of 
interfaces between Sun Grid solutions and the Globus 
Toolkit (Gridwise Tech 2006). Table 7 shows Grid solu¬ 
tions that are developed by Sun Microsystems and its 
partners. 


Table 7: Sun Microsystems and Its Partners' Grid Solutions 


Sun Microsystems Solutions and Web Site 

Sun Microsystems Partner Solutions and Web Site 

• Resource Management: N1 
w w w. s u n. co m/softwa re/n 1 g r i d system 

Infrastructure: 

• Application Server: GigaSpaces 
www.gigaspaces.com 

• Autonomic Processing: Paremus 
www.paremus.com 

• Workload Management: Platform 
www.platform.com 

Service Management: 

• Collaborative Solutions: SAP 
www.sap.com 

• Database Solutions: Oracle 
www.oracle.com 

• Service-Oriented Solutions: BEA 
www.bea.com 

Software As a Service: 

• Pricing and Risk Solutions: CD02 
www.cdo2.com 
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CONCLUSION 

In this chapter, the utility computing model and its 
vision of being the next generation of the IT evolution is 
introduced. The utility computing model is significantly 
different from traditional IT models, and thus requires 
organizations to amend their existing IT procedures and 
operations toward this outsourcing model so as to save 
costs and improve quality. There is also increasing 
emphasis on adopting Grid computing technologies to 
enable utility computing environments. 

This chapter has focused on the potential of Grids 
as utility computing environments. A reference service- 
oriented architecture of Utility Grids has been discussed, 
along with how services are assembled on demand in 
the Utility Grid. The challenges involved in utility-based 
resource allocation at various levels of the Utility Grid 
are then examined in detail. With commercial vendors 
rapidly launching utility computing solutions, industrial 
solutions by four pioneer vendors (HP, IBM, Oracle, and 
Sun Microsystems) and their realization through Grid 
technologies are also presented. 

For recent advances in Grid computing technologies 
and applications, readers are recommended to browse 
the proceedings of CCGrid (International Symposium on 
Cluster Computing and the Grid (CCGrid) 2001), Grid (In¬ 
ternational Conference on Grid Computing (Grid) 2000), 
and e-Science (International Conference on e-Science 
and Grid Computing (e-Science) 2005) conference series 
organized by the IEEE Technical Committee on Scalable 
Computing (TCSC) (2005). 
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GLOSSARY 

Adaptive Enterprise: An organization that is able to 
adjust and benefit according to the changes in its op¬ 
erating environment. 

Grid Computing: A model allowing organizations to 
access a large quantity of remotely distributed com¬ 
puting resources on demand. 

Market-Based Resource Allocation: Assignment of 
resources based on market supply and demand from 
providers and users. 

Middleware: Software designed to interface and link 
separate software and/or hardware. 

On Demand Computing: Computing services that can 
be accessed when required by the user. 

Service Level Agreement (SLA): A contract agreed 
upon between a service provider and a user that for¬ 
mally specifies service quality that the provider is re¬ 
quired to provide. 

Service-Oriented Architecture (SOA): An architec¬ 
tural framework for the definition of services that are 
able to fulfill the requirements of users. 


Utility Computing: A model whereby service providers 
offer computing resources to users only when the users 
need them and charges the users based on usage. 

Virtual Organization (VO): A temporary arrangement 
formed across physically dispersed departments and 
organizations with a common objective to facilitate 
collaboration and coordination. 

CROSS REFERENCES 

See Cluster Computing Fundamentals; Grid Computing 

Fundamentals; Grid Computing Implementation; Next 

Generation Cluster Networks. 
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INTRODUCTION 

The emergence of file-sharing systems such as Napster 
and Gnutella make the term peer-to-peer (P2P) popular. 
The benefits and challenges of such network architectures 
are realized by network operators and users. Their cost- 
effective resource aggregation capability, together with 
many other benefits, has motivated many new develop¬ 
ments and products. Today, file sharing, content distribu¬ 
tion, distributed computing, instant messaging, Internet 
telephony and videoconferencing, and ad hoc networking 
are all taking advantage of P2P network architectures. 
This chapter summarizes the network architectures that 
use the P2P concept. 

We start with a discussion of what a P2P network is 
in the section on Definitions. Collections of the existing 
definitions of a P2P network are listed. Although there is 
no single concise definition of a P2P network, these defi¬ 
nitions give us an informal description of a P2P network. 
Such an open mind is favorable, since new technologies 
can be accommodated as they are introduced. 

An analysis of the benefits and limitations of P2P net¬ 
works is given in the section on Benefits and Limitations 
of P2P Networks. Compared to centralized networks, P2P 
networks benefit from cost sharing and reduction, seal- 
ability, resource aggregation and interoperability, robust¬ 
ness improvement, increased autonomy, anonymity and 
privacy, enhanced dynamics, ad hoc communication, 
and collaboration. However, P2P networks are limited by 
their manageability, security, and service guarantee capa¬ 
bility. It has been observed that P2P networks have lim¬ 
ited methods to prevent cheating and selfish behaviors. 

To present a general framework, we use a conceptual 
layered architecture to illustrate key building blocks in a 
P2P network in the section on PSP Network Architecture. 
The abstract reference P2P network architecture consists 
of three layers: the base overlay layer, the middleware 
layer, and the application layer. The base overlay layer 
provides peer discovery, overlay network construction, 
and application-level multicast. The middleware layer of¬ 
fers distributed search, publish and subscribe, security, 
distributed indexing, distributed directory, metadata, and 
scheduling. The application layer includes distributed 
communication and collaboration, file sharing, content 
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distribution, distributed storage, and massively parallel 
computing. P2P network implementations use very diver¬ 
sified architectures. Some P2P networks are developed 
as single applications, possibly using proprietary imple¬ 
mentations. Some P2P networks provide software mod¬ 
ules that can be used to compose other applications. The 
three-layer reference P2P network architecture captures 
the major functional characteristics of P2P networks. 
However, it does not imply that a P2P network has to 
strictly follow the reference architecture. 

This chapter focuses on the architectural aspects; 
Chapter 145 is about P2P network applications. Although 
ad hoc networking extensively uses P2P network architec¬ 
ture, we do not cover ad hoc networking in this chapter, 
since other chapters discuss this concept. 

DEFINITIONS 

The term client refers to a process using a service. In the 
context of networks, a client refers to a communication 
process receiving information from others or getting con¬ 
nected to others by the means of transit services. A client 
process initiates service requests to others. But a pure cli¬ 
ent process is not able to serve requests from others, un¬ 
less each participating device supports linked client and 
server processes. In contrast to a client process, a server 
refers to a process offering services. In networks, a server 
process hosts information for client processes to search, 
download, and so on. 

The term peer means “equal,” which can be informally 
interpreted as a process with capability similar to the 
other processes with which process communicates. In 
the context of P2P networks, a peer process acts as a cli¬ 
ent process and at the same time as a server process for 
the same function. For example, a process that down¬ 
loads files from others and meanwhile the process hosts 
shared hies for others to download is a peer process in hie 
downloading/uploading. There is no distinction between 
these processes in terms of which is providing or using 
services. Peer processes communicate with each other in 
a symmetric pattern. Note that the function that a peer 
process requests and offers must be the same within 
the context of a given application. A peer process can be 
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Client 1 uploads file X 
to the file server 




Peer 3 directly sends 

Client 3 uploads file Y file Y to peer 4 

to the file server 

(A) The client/server model for a file (B) The P2P model for a file transfer 

uploading/downloading application application 

Figure 1: P2P and client/server models 


instantiated variously as process, device (e.g., a network- 
connected computer or physical communication node), 
human being, etc. 

Figure 1 illustrates the P2P and client/server mod¬ 
els. In the client/server model, the server is involved in 
every file-uploading or downloading action. In the P2P 
model, peers bypass the server to transfer files among 
themselves. The dedicated server may still be present for 
some other functions, but it is unnecessary for every file 
to go through the server. The two models can coexist. 
Adding some server functions to the client and making 
it a peer do not eliminate the possibility of having dedi¬ 
cated servers for some functions. 

There are several definitions of a P2P network. How¬ 
ever, there is no well-accepted agreement about what is 
and what is not a P2P network. Collectively, these defi¬ 
nitions of a P2P network give us an informal descrip¬ 
tion of a P2P network, rather than a concise definition. 
Since P2P networks are rapidly evolving, it is healthy and 
desirable not to be restricted by a rigid definition, so 
that new technologies can be accommodated as they are 
introduced. 

• A P2P network is the sharing of computing resources 
and services by direct exchange between systems 
(Milojicic et al. 2003). 

• In a P2P network, computers at the edge provide power 
and those in the middle of the network are only for co¬ 
ordination (Milojicic et al. 2003). 

• "P2P is a class of applications that takes advantage of 
resources—storage, cycles, content, human presence— 
available at the edges of the Internet. Because access¬ 
ing these decentralized resources means operations in 
an environment of unstable connectivity and unpre¬ 
dictable IP addresses, P2P nodes must operate outside 
the DNS system and have significant or total autonomy 
from central servers” (Shirky 2000). 

• A P2P network may be defined as an application layer 
overlay network in which all entities are equal and all 
contribute some of their resources, thus giving rise to 
a network in which each entity (peer) is both a content 
requestor and a content provider (Schollmeier 2001). 

• “Peer-to-peer systems are distributed systems consist¬ 
ing of interconnected nodes able to self-organize into 


network topologies with the purpose of sharing 
resources such as content, CPU cycles, storage and 
bandwidth, capable of adapting to failures and ac¬ 
commodating transient populations of nodes while 
maintaining acceptable connectivity and performance, 
without requiring the intermediation or support of a 
global centralized server or authority” (Androutsellis- 
Theotokis and Spinellis 2004). 

• “A P2P system is one that has these five key character¬ 
istics: i) the network facilitates real-time transmission 
of data or messages between the peers; ii) peers can 
function as both clients and servers; iii) the primary 
content of the network is provided by the peers; iv) the 
network gives control and autonomy to the peers; and 
v) the network accommodates peers that are not always 
connected and that might not have permanent Internet 
Protocol (IP) addresses” (Miller 2001). 

• A P2P network allows every computer in the network to 
act as a server to every other user on the network. A P2P 
network supports P2P applications in which computers 
share resources via direct exchanges between the par¬ 
ticipating computers (Barkai 2001). 

Three criteria have generally been used to identify a P2P 
network: it should be self-organizing, have a symmetric 
connection, and have decentralized control (Roussopoulos 
et al. 2004; Milojicic et al. 2003). Peers organize them¬ 
selves into a network in a collaborative manner. Peers 
are considered equals by requesting and offering similar 
services to each other. Peers communicate in a symmet¬ 
ric pattern, not being confined to either client or server 
roles. Peers share resources, while peers determine their 
level of participation and their actions autonomously. 
Generally, there is no central controller that dictates the 
behaviors of individual peers. 

BENEFITS AND LIMITATIONS 
OF P2P NETWORKS 
Benefits of P2P Networks 
Cost Sharing and Reduction 

The most significant benefit of a P2P network is cost shar¬ 
ing. To build a P2P network, no entity needs to commit 
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a large amount of resources or bear major network cost. 
The cost of the network infrastructure is naturally shared 
by participants. In a pure P2P network, every participant 
offers similar services to peers by contributing resources 
and sharing network cost. The network cost is spread to 
every participant, although the contribution of a partici¬ 
pant may not be in proportion to the service that the par¬ 
ticipant receives from peers. In a hybrid P2P network, 
some nodes may be statically configured or dynamically 
assigned as supernodes offering additional services be¬ 
yond that of ordinary participants. Such supernodes are 
mainly for bootstrapping, coordination, authentication, 
and so on. The major resource-consuming operations are 
still accomplished in a P2P manner. A well-designed P2P 
network should not overload the supernodes, and there¬ 
fore the supernodes should not be a major cost. 

A P2P network has a low entry cost for individual 
peers. In a centralized network, servers and the initial 
network infrastructure that a service provider builds bear 
a large percentage of the total cost, especially the initial 
capital expense; when such costs become too large, a P2P 
network helps spread the cost over all peers (Milojicic et al. 
2003). This is important when no single entity has suf¬ 
ficient budget to build an initial centralized network, or 
when there is no clear business case for offering a service. 
In such a situation, a group of initial peers can build a 
P2P network by contributing their idle resources in trade 
for each other’s additional services. A few P2P networks 
have evolved to millions of peers. 

A fair cost sharing has always been an issue in P2P 
networks. Ideally, a peer trades idle resources for other re¬ 
sources that the peer requires to accomplish a task. Over 
time, the resources consumed by a peer should be in bal¬ 
ance with the resources contributed by a peer. In reality, 
the lack of measurement of resource consumption 
and contribution may damage the faith of using a P2P 
network. In the extreme case, if a peer only enjoys 
"free services” offered by peers and does not contribute 
new services, then the “freerider” becomes a pure client 
of the network. 

The cost reduction by a P2P network is a direct result of 
aggregating largely idle resources. A P2P network can offer 
services at a fraction of the cost of dedicated resources. 
A P2P network has a low entry cost for individual peers, 
although it may have a larger total cost (Roussopoulos 
et al. 2004). A P2P network offers an attractive alternative 
to a centralized network, when the initial budget is in¬ 
sufficient to build a service provider infrastructure using 
central servers. 

Scalability 

Different measurements of the scalability of a network or 
an application have been used. In Verma (2004), the seal- 
ability of an application was measured by the maximal 
user-level interactions that the application can support 
and still maintain reasonable performance. For exam¬ 
ple, the scalability of a Web server was measured by the 
number of user requests that it can support per second. 
The scalability of a directory server was measured by 
the maximal number of records that it can store and the 
maximal number of look-up operations that can be con¬ 
ducted within a given response time. In Mouftah and Ho 


(2002), scalability was measured by the size of a network 
to accommodate a static traffic demand pattern. 

A P2P network is scalable as long as an increase in the 
number of nodes also leads to a proportional increase in 
performance of the network. In a well-designed P2P net¬ 
work, the total network capacity can be smoothly increased 
as more peers join the network. The scalability of a P2P 
network is limited by a number of factors: the amount of 
centralized operations (e.g., synchronization and coordi¬ 
nation) that needs to be performed, the amount of state 
that needs to be maintained, the inherent parallelism that 
an application exhibits, and the programming model 
that is adopted (Milojicic et al. 2003). A P2P network re¬ 
quires communication among peers to perform various 
tasks and thus has an overhead. For example, some file¬ 
sharing P2P networks rely on a central or distributed in¬ 
dex or directory to locate the host computers of a given 
file. The search process is an overhead for the file down¬ 
loading. If the overhead is not well controlled, the poten¬ 
tial scalability of a P2P network may not be achieved. 
Both client/server and P2P networks have developed 
techniques to achieve excellent scalability (Verma 2004). 
For example, popular Web sites use scalable Web servers 
to handle millions of requests each day. Some P2P file¬ 
sharing networks support millions of file transfers each 
day. The difference is that a centralized network uses ded¬ 
icated servers, whereas a P2P network uses existing idle 
resources in each user to achieve a scalable solution. 

Resource Aggregation and Interoperability 

A P2P network can use spare capacity distributed in exist¬ 
ing systems. The resources can be storage capacity, compu¬ 
tational power, communication bandwidth, information, 
and files. A P2P network uses end users’ resources— 
i.e., the resource contributors are end users of the services. 
The end users pool their idle resources together to create 
new services, which would not be possible by acting alone. 
For example, enterprise file-sharing and collaborative soft¬ 
ware may be able to improve the way organizations share 
important documents, and organize the interactions of 
creating and editing documents (Dougherty 2001). 

To aggregate diverse resources, interoperability is 
essential. Interoperability refers to the ability of any en¬ 
tity (device or application) to speak to, exchange data 
with, and be understood by any other entity (Schoder, 
Fischbach, and Schmitt 2004). The resources provided 
by peers typically have different attributes. P2P networks 
have been successfully implemented using heterogeneous 
resources, being independent of specific devices. 

Improved Robustness 

P2P networks are designed to cope with system and net¬ 
work failures, disconnections, and unreliable resources. 
Treating failures as normal is one of the fundamental de¬ 
sign principles for P2P networks. Partial failures or dis¬ 
connections of peers do not stop the function of an entire 
P2P network. In a robust P2P network, no single part of 
the network is essential to the operation of the entire net¬ 
work. Thus, even when a few peers are disconnected or 
defunct, the network remains functional. 
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Three terms are used to describe system robustness: 
reliability, availability, and survivability. In the strict 
sense, reliability is defined as the probability that a system 
successfully performs its designated functions at the des¬ 
ignated performance level under stated conditions for a 
specified period of time. Reliability is about a failure-free 
operational period. In contrast, availability is the prob¬ 
ability that a system is able to perform (i.e., not failed, not 
undergoing repair) its designated functions at the stated 
performance level. Availability is about how much time a 
system can be used. Availability can be measured as the 
total uptime out of the measured time. All corrective and 
preventive actions account for maintenance downtime 
instead of only failures. When a system has a long uptime, 
it is highly available. But this does not necessarily mean 
the system is highly reliable. An example is when the down¬ 
time of a system is very low, but the short system mainte¬ 
nance or failures happen very frequently. Survivability is 
a qualitative measurement. A system is considered to be 
survivable if it can maintain service continuity to the end 
users during the occurrence of any failure by using real¬ 
time protection mechanisms (Mouftah and Ho 2002). 

A well-designed P2P network is very robust, thanks to its 
highly redundant resources, while maintaining low cost by 
not pursuing high reliability (in the strict sense). Individual 
building blocks in a P2P network are unreliable; they are 
up and down frequently. A P2P network’s robustness may 
not be protected by any real-time mechanisms. Therefore, 
from an end user’s perspective, a P2P network may not be 
highly reliable. However, restoration mechanisms improve 
the network availability. The restoration may need an end 
user’s intervention or it may be conducted automatically. 
Although for P2P networks, availability is difficult to guar¬ 
antee and high fault-tolerance is expensive, P2P networks 
enjoy massive availability of similar resources. For non- 
critical applications, P2P networks are a good compromise 
between availability and economics. For critical missions, 
application-layer recovery and restoration should be used 
to improve the availability. 

Increased Autonomy 

One of the design principles of a P2P network is that each 
peer autonomously determines when it joins or leaves a 
P2P network. Ideally, a P2P network should require no 
centralized management, oversight, or control. No cen¬ 
tral authority should force a peer to join a P2P network or 
cut off a peer's access to a P2P network. Each peer should 
be responsible for its own actions. Based on personal 
judgment and preference, the peer should decide the time 
to join or leave a P2P network, the resources it contrib¬ 
utes to a P2P network, and the services it uses. Although 
a peer may have incentives to join a P2P network—e.g., 
contributing certain resources in exchange for certain 
services—the peer’s participation should be voluntary. 
In reality, a P2P network may not achieve complete au¬ 
tonomy, and may still use centralized management for 
certain functions. 

In a P2P network, each peer has two sets of policies that 
regulate how others use its resources and how it uses oth¬ 
ers’ resources. The policies on using its own resources are 
mainly for safe sharing and protection purposes. The pol¬ 
icies on using others’ resources are mainly for preference. 


discretion, and performance reasons. The policies in¬ 
clude many aspects, such as when and to what extent 
a peer makes its resources available to other peers. The 
policies also depend on the characteristics of the resources 
and applications. For example, when a peer shares its CPU 
cycles, the peer may specify when others can use them, 
what percentage of the CPU cycles can be used by others, 
and which computational applications can use them. 

Since each peer automatically sets up its own policies 
and cannot directly view or change others’ policies, it is 
possible that different peers’ policies may conflict with 
each other or may not respect the community’s values. For 
example, in a file-sharing P2P network, a particular peer 
could have a policy specifying a preferred peer list, with 
which the file searching starts. If the peers at the top of the 
preferred peer list have a policy specifying not responding 
to the requests from this peer, then the performance that 
this peer perceives is negatively impacted. It would be 
advantageous if a peer’s policies can be adjusted based on 
its past experience—e.g., removing nonresponding pre¬ 
ferred peers after a certain number of failed trials. Real-time 
monitoring of resource usage and historical performance 
information are helpful for setting up policies. 

In a P2P network, applications can be composed using 
components or modules distributed among different 
administrative domains. A centralized network is not a 
preferred architecture when the servers needed to host an 
application belong to different administrative domains. By 
using a P2P network, each administrative domain’s auton¬ 
omy is fully respected. A collaborative platform for multi- 
domain applications can be formed in a P2P network. 

Anonymity and Privacy 

A peer may prefer to be anonymous when participating 
in a P2P network, and may prefer to keep its communica¬ 
tions with others private. The peer may want to protect its 
identity from being known to third parties, or even to 
its communicating partners. The peer may not want its 
communication activities to be monitored by third par¬ 
ties. In a centralized network, a server is typically able to 
identify a client (at least by the client’s IP address), and 
the time and frequency of access by the client. In a P2P 
network, a peer may not want anyone, including a serv¬ 
ice provider, to know about its involvement—i.e., the peer 
may prefer to be anonymous. Three types of anonymity 
apply to a pair of communicating parties: sender ano¬ 
nymity, receiver anonymity and mutual anonymity 
(Pfitzmann and Waidner 1987). The spectrum of anonym¬ 
ity was identified in Reiter and Rubin (1998), ranging from 
complete anonymity (i.e., no third-party can perceive the 
existence of the communication) to no anonymity at all 
(i.e., a third-party can prove the existence of the commu¬ 
nication, and identify the sender and receiver). Several 
interesting points exist in between, as shown in Figure 2. 

Six techniques for improving a P2P network anonym¬ 
ity and privacy are summarized (Minami, Kamei, and 
Saito 2004): multicasting, faking a sender's address, fak¬ 
ing identity, secret paths, intractable aliases, and nonvol¬ 
untary placement. Multicasting offers receiver anonymity. 
Faking a sender’s address offers sender anonymity. Faking 
a sender’s identity in the intermediate entities offers 
sender anonymity to the degree of possible innocence. 
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Absolute privacy (complete anonymity—i.e., no third party 
senses the existence of the communication) 

Beyond suspicion (a peer’s anonymity is beyond suspicion 
when the peer appears no different from the others) 

Probable innocence (a peer appears suspicious but most 
likely it could be innocent) 

Possible innocence (a peer appears different from the 
others, but it could be innocent) 

Exposed (a third party perceives the existence of the 
communication, and identifies the sender and receiver) 

Provably exposed (no anonymity at all, a third party proves 
the existence of the communication, and identifies the sender 
and receiver) 

Figure 2: Degree of anonymity 


A sender may protect his anonymity by using secret paths 
to a constantly changing middle party for store/forward. 
A receiver may protect her anonymity by using intrac¬ 
table aliases. A senders anonymity can be protected by 
placement of the information in third parties without let¬ 
ting the third parties know it. 

Privacy is information about identifiable peers. In P2P 
networks, privacy includes identity of peers, content, in¬ 
terests, location, etc. Privacy preservation in a P2P net¬ 
work tries to hide the association between the identity of 
a peer and the data that the peer is interested in. The plat¬ 
form for privacy preferences helps Web sites to express 
privacy policies while letting users automate users’ ac¬ 
ceptance or rejection decisions (Myles, Friday, and Davies 
2003). Although such a platform is designed for Web 
sites, it can be tailored and applied to P2P networks. Such 
a platform does not attempt to enforce or ensure privacy 
through technology. Instead, social and legal pressures 
are relied on to compel organizations to comply with 
privacy policies. 

Enhanced Dynamics 

A P2P network offers a highly dynamic environment, where 
resources and peers enter and leave the network continu¬ 
ously. Compared to a centralized network that requires 
relatively stable servers, a P2P network is a natural fit for 
a highly dynamic environment. In traditional distributed 
networks, a node’s disconnection is considered to be an 
exceptional event. However, a P2P network treats such 
an event as normal. A P2P network is built on a potentially 
large number of distributed resources that are contributed 
by autonomously operating peers. Thus, the inherent dy¬ 
namics must be addressed by P2P network architectures. 
Each peer may participate in a P2P network temporarily, 
and leave the network without notifications to others. 

P2P networks use special techniques to handle the 
transient nature of peers. Replication of critical resources 
is a widely used technique to deal with the dynamics of a 
P2P network. For example, files may be replicated in dif¬ 
ferent peers to alleviate the impact of a peer’s disconnec¬ 
tion. To resolve the inconsistency in a reconnected peer, 
in Groove (www.groove.net) P2P networks, special nodes 
(called “relays") are used to temporarily store updates or 
communications, before the peer is reconnected. In Magi 


(www.endeavors.com) P2P networks, messages may be 
queued at the sender until the receiver is presented. Tech¬ 
niques have been developed to deal with the dynamics 
of servers in a P2P network. For example, central serv¬ 
ers can be bypassed during the communication between 
a sender and a receiver as soon as the sender and receiver 
are linked together. Therefore, even though central serv¬ 
ers may be used in a P2P network, their use is a one-time 
action and is not restricted to any particular server among 
many redundant servers. 

Ad hoc Communication and Collaboration 

A P2P network can be formed in an ad hoc mode, by pre¬ 
configuration, or in a hybrid manner by combining both. 
The ad hoc communication in P2P networks is more of 
membership, rather than of the infrastructure. Peers par¬ 
ticipate in a P2P network in an ad hoc mode, joining and 
leaving the network as they want. Peers’ participation is 
based on their own locations, interests, resource status, 
and other personal circumstances. A peer’s participation 
in a P2P network has no long-term commitment and may 
be for a particular occasion only. 

Self-organization techniques are used to manage a P2P 
network without a preexisting infrastructure. The highly 
dynamic peer joining and leaving in a P2P network in¬ 
crease the probability of failures, disconnections, and out- 
of-service events. Self-maintenance and self-repair of the 
network are required. Many P2P networks have no or lit¬ 
tle predefined configuration. Even the predefined configu¬ 
rations that are used in some P2P networks may change 
during the operation of the P2P networks. Adaptation is 
the key to deal with changes. It would be costly to have 
dedicated servers and/or network operators for manag¬ 
ing a fluctuating P2P network. Thus, distributing man¬ 
agement among peers is an efficient solution (Minami, 
Kamei, and Saito 2004). 

Limitations of P2P Networks 

Manageability 

The deployment of a P2P network potentially running 
on different platforms is challenging. The deployment of 
a P2P network has a higher risk of running into undis¬ 
covered bugs in the infrastructure than in a centralized 
network. Debugging distributed software requires cover¬ 
ing complicated interaction scenarios among many com¬ 
ponents. Compared to widely available development and 
testing tools for a centralized network, there are only a 
few development tools for P2P networks. 

The maintenance of an operating P2P network is also 
difficult. Maintenance of a P2P network includes tasks 
such as ensuring the continuity of its operation, restart¬ 
ing it if necessary, making backup copies of the generated 
data, upgrading software, fixing software bugs, and edu¬ 
cating users about the network operations and functions 
(Verma 2004). In a centralized network, by using a stan¬ 
dard client software (e.g., a Web browser) or interface, 
there are few maintenance tasks for a client. Since serv¬ 
ers are centralized and likely under the same adminis¬ 
tration, the maintenance of servers can be well planned 
and be conducted in a coordinated manner. Although a 
P2P network uses self-organization and self-maintenance 
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techniques to ease the difficulties of its maintenance, the 
manageability of a P2P network is not comparable to that 
of a centralized network. For example, upgrading the 
software of a P2P network is conducted on a voluntary 
basis and cannot be easily enforced. Another interesting 
example is that stopping a P2P network (as the last man¬ 
agement task in its maintenance) cannot be easily accom¬ 
plished due to its decentralization. 

It is difficult to enforce standards in a P2P network. 
The operation of a P2P network needs certain common 
understanding and guidelines among peers. This com¬ 
mon understanding covers technical aspects, as well as 
nontechnical aspects, such as social, moral, and ethical 
aspects. The recognition, adoption, and implementation 
of this common understanding are up to individual peers 
on a voluntary basis, as opposed to on a regulatory basis. 
The common understanding is in the form of recommen¬ 
dations, instead of standards. 

The decentralized management in a P2P network re¬ 
sults in no clear business model for a P2P network. To 
translate the operation of a P2P network into revenue 
flows, the P2P network needs management functions such 
as auditing, usage logging, authentication, authorization, 
and so on. These management requirements, to a certain 
extent, are contradictory to some benefits and design goals 
of a P2P network—e.g., anonymity and privacy. Until a 
successful business model of P2P networks is developed, 
P2P networks will operate mainly on a voluntary and am¬ 
ateur basis in the Internet, with virtually no technical sup¬ 
port, or within an enterprise network where there are few 
requirements for a business model. 

Security 

A P2P network has very limited approaches to provide 
security against hackers, attacks, viruses, and other ma¬ 
licious damage. In general, the security of a centralized 
network can be managed much more readily than the se¬ 
curity of a P2P network. A P2P network must apply secu¬ 
rity modules and mechanisms to many peers as opposed 
to a limited number of servers in a centralized network. 
The increased number of entities that need to be protected 
and the nature of multiple administration domains make 
the security in a P2P network even harder to solve. 

Many security-management techniques rely on the 
proof of a party’s identity. In these techniques, only after 
the identities of users, servers, or service providers are rec¬ 
ognized and authenticated can further security manage¬ 
ment take actions such as granting a user access to certain 
information on a server, trusting the files downloaded 
from an accountable server, and exchanging encryption 
keys. However, in a P2P network, a receiver or a sender 
or both may want to be anonymous by hiding its iden¬ 
tity. In addition, a peer may host hies not created by the 
peer itself. The peer may not be aware of the contents and 
potential risk associated with the hies. All these factors 
make verifying identity and contents very difficult in a 
P2P network. 

Service Guarantee 

The dynamic and transient nature of a P2P network 
makes it very difficult to guarantee the quality of service. 
In a P2P network, there is no service agreement or contract 


in place to formally specify each party’s responsibili¬ 
ties and commitments. Peers interact with largely un¬ 
known and changing partners and the potential number 
of partners is large and varying. Although informal com¬ 
munity common understanding may be in place, the en¬ 
forcement of such common rules is not ensured. 

The robustness of a P2P network is based on the 
assumption of a large number of available redundant 
resources. Again, the availability of any resource is not 
guaranteed and is highly dependent on the type of re¬ 
sources, the time of use, and many other factors. The fail¬ 
ure recovery may not be an automatic process and may 
require frequent human interventions. Thus, a peer’s per¬ 
spective and tolerance in a P2P network are dramatically 
different from those in a centralized network. An entire 
P2P network is fault-tolerant, which means that at least 
part of the network is operating in the event of partial 
failures. But, for an individual peer, ongoing communi¬ 
cation may or may not be fault-tolerant, depending on 
the design of the network. So far, P2P networks are not 
used for critical missions that require stringent service 
guarantees. 

Cheating and Selfish Behaviors 

Selfish behaviors have been well observed in P2P net¬ 
works. P2P networks operate based on the cooperation 
and contribution of individual peers. When there is little 
incentive for a peer to obey the rules, a peer may cheat 
and demonstrate selfish behaviors to maximize the peer’s 
own utility of the network. For example, it has been shown 
that approximately 26% of Gnutella peers share no 
data; these peers participate in the P2P network only to 
download data and not to share (Saroiu, Gummadi, and 
Gribble 2002). In Napster (www.napster.com), they ob¬ 
served that on average 60 to 80% of peers contributed 
80 to 100% of the shared files, implying that 20 to 40% 
of peers contributed few or no files. The peers who at¬ 
tempt to benefit from the resources of other peers and not 
offering resources in exchange are called “freeriders” of 
P2P networks. It has been documented that in 2000, ap¬ 
proximately 70% of Gnutella (www.gnutella.com) peers 
provided no hies and the top 1% of Gnutella peers con¬ 
tributed about 37% of the total hies that were available in 
Gnutella (Feldman and Chuang 2005). In 2005, freeriders 
increased to 85% of all Gnutella peers. 

Cheating behaviors in P2P networks usually appear as 
intentionally false reporting or conhguration of system 
parameters. The vast majority of peers participate in P2P 
networks using third-party-produced software. Since typ¬ 
ically there are system parameters representing a peer’s 
capability or participation, the peer may cheat by ma¬ 
nipulating these system parameters. For example, it has 
been reported that about 22% of Napster peers specihed 
their bandwidth as “unknown.” These peers either were 
unaware of their connection bandwidths or intentionally 
hid their true bandwidth (Saroiu, Gummadi, and Gribble 
2002). Since knowing a peer’s connection speed is more 
valuable to others than to the peer, a peer that reports 
high bandwidth is more likely to provide downloads to 
other peers, consuming network resources. It is advanta¬ 
geous to peers to falsely report their Internet connection 
speeds. 
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Incentive mechanisms are developed to counterat¬ 
tack the cheating and selfish behaviors in P2P networks 
(Feldman and Chuang 2005). Peers may offer resources 
in exchange for receiving other resources, under threat 
of retaliation, or out of generosity. Reputation mecha¬ 
nisms are useful in stimulating cooperative behaviors 
and providing accountability (Androutsellis-Theotokis 
and Spinellis 2004). 

P2P NETWORK ARCHITECTURES 

For most P2P applications, there are common require¬ 
ments (technological and architectural), characteristics, 
and implications. Such a commonality is outlined in this 
section. 

An abstract reference P2P network architecture 
consists of three layers: the base overlay layer, the mid¬ 
dleware layer, and the application layer (Verma 2004). 
The layered architecture is shown in Figure 3. P2P net¬ 
works have very diversified architectures. Some P2P 
networks are developed as single applications, possibly 
using proprietary implementations. Some P2P networks 
provide software modules that can be used to compose 
other applications. The three-layer reference P2P net¬ 
work architecture captures the major functional char¬ 
acteristics of P2P networks. However, it does not imply 
that a P2P network has to strictly follow the reference 
architecture. 


Base Overlay Layer 

The base overlay layer is responsible for ensuring that 
a peer is aware of the existence of other peers in a P2P 
network and is able to communicate with any other 
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Figure 3: An abstract reference P2P network architecture 


peers. The base overlay layer is the foundation of a P2P 
network, which must be implemented in any P2P network 
architecture. This layer provides functions to discover 
other peers and then to create communication channels 
between them. The key functions in this layer include peer 
discovery, overlay network construction, and application- 
level multicast (Verma 2004). 

Peer Discovery 

The peer discovery enables a peer to be aware of the exist¬ 
ence of all other peers in the same P2P network. Alterna¬ 
tively, a peer may discover a few other peers and with the 
help of these peers get to know more peers. Peer discovery 
needs to find out the identities of other peers—e.g., the 
IP addresses of other peers. A peer needs to discover 
the other peers’ port number if the P2P network does not 
use a fixed port. Once the minimal set of properties to 
facilitate communication between peers is discovered, 
other properties about the peers can be obtained by com¬ 
municating with the peers. 

Static peer discovery can be used for a relatively static 
P2P network with a moderate number of peers. In 
static peer discovery, each peer is configured with a list of 
the IP address and/or the port number of all other peers 
in the network. A peer checks the availability of other 
peers at the start-up and periodically during its operation. 
Static peer discovery does not scale well and does not 
apply to very dynamic P2P networks. 

Some P2P networks use a centralized index server to fa¬ 
cilitate the discovery process—e.g., Napster (Sunaga et al. 
2004). Although server-assisted discovery does not meet 
the principles of a P2P network, content exchange is per¬ 
formed on a P2P basis. Therefore, Napster is considered 
a hybrid P2P network. The discovery process in Napster 
includes steps 2 and 3 shown in Figure 4 (Loo 2003). 
It should be noted that in the Napster P2P network, the 
discovery process and the distributed search process 
are combined. When a peer discovers its peers, the peer 
searches for a target file at the same time. Generally, in 
a server-assisted peer discovery, since a peer does not 
need to know all the existing peers in the network, having 
some out-of-date registrations in the index server is not 
a significant problem. The drawback of an index server 
is that there is a single point of failure, which makes it 
vulnerable to attacks and shutdowns. 

A peer in the Gnutella P2P network uses a discovery 
request and reply mechanism to discover new peers. Dis¬ 
covery of new peers on the network is critical for a system 
with a highly dynamic topology. A disconnected peer must 
have offline knowledge of at least one connected peer 
in order to connect to the Gnutella P2P network. The ad¬ 
dress of an existing connected peer can either be learned 
by searching available posted peers on the Internet or be 
set to a well-known peer such as gnutellahosts.com: 6346, 
which is almost always connected to the network. Once 
connected to the network, a peer is always actively in¬ 
volved in peer discovery. The Gnutella discovery request 
and reply mechanism is implemented by the Ping and 
Pong messages. A Ping message is a request for discovery 
of peers. A Pong message is used to send the discovered 
address of a peer to the requestor. The Gnutella discov¬ 
ery process is shown in Figure 5. All Gnutella messages 
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Figure 4: Operations of the Napster P2P network. The discovery process includes steps 2 and 3. 



have a Time-To-Live (TTL) field that limits the message 
propagation range. A message ID field is used to uniquely 
identify each message so that a peer does not forward the 
same message more than once. 

A gossip protocol randomly selects the peers to which 
a given message is forwarded (Portmann and Seneviratne 
2002). Compared to the flooding technique, in which a 
message is forwarded to all peers except to the peer from 
which it was received, the gossip protocol is more scalable. 
Two additional parameters are specified: (1) the number of 
peers to which a message is forwarded, and (2) the times 
that a given peer forwards the same message. Since not 
all possible peers are forwarded to the first time, a peer 
needs to forward the same message more than once to 
find the remaining peers that the message has not been 
previously forwarded to. 

In JXTA version 1.0, a peer announces its presence to 
the existing member peers by broadcasting within the 


local area network (LAN), and Rendezvous Points (RPs) 
are used to relay announcements and discovery requests 
(i.e., queries) beyond the LAN boundary. Figure 6 shows 
the basic peer discovery mechanism in JXTA version 1.0. 
Additional peer discovery mechanisms include discov¬ 
ery through invitation and cascaded discovery. A peer 
may be invited to know another peer by receiving the re¬ 
mote peer’s IP address. In a cascaded discovery, after the 
first peer discovers the second peer, the first peer may 
view the peers that have already been discovered by the 
second peer. 

JXTA version 2.0 organizes RPs into a loosely coupled 
network (Traversat et al. 2003). A hierarchical discov¬ 
ery is used, in which RPs form the higher tier. Each RP 
maintains its own rendezvous peer view (i.e., an ordered 
list of other known RPs). When a peer joins the network, 
the peer uses a hash function to map its name, pos¬ 
sibly together with other attributes to an RP. Then the 
obtained RP and its surrounding neighbors keep the in¬ 
dex to this new peer. RPs relay peer discovery requests 
to the proper RP. If the proper RP is unavailable, a lim¬ 
ited-range random walker approach is used to find re¬ 
dundant RPs. JXTA peer discovery can be used in highly 
dynamic environments, since JXTA does not require all 
peers maintain a consistent view of peers that are present 
in the network. 

Overlay Network Construction 

A P2P network constructs an overlay network on top of 
the existing network infrastructure. In a practical-scale 
P2P network, it is difficult to create a direct virtual link be¬ 
tween every pair of peers. Therefore, a multiple-hop over¬ 
lay network topology needs to be formed to carry control 
messages. A peer sends messages to a few neighbors in 
the overlay network and relies on those neighbors to for¬ 
ward them to other peers. The data traffic may need to be 
carried over the same overlay network as well. Alternatively, 


































P2P Network Architectures 


139 



a virtual link may be dynamically created between the pair 
of peers that need to transfer data traffic. The overlay net¬ 
work construction consists of two key technologies: vir¬ 
tual link creation and virtual topology control. 

A virtual link is created to connect a pair of peers, 
making them direct neighbors in the overlay network. 
A virtual link in the overlay network is a logical connec¬ 
tion on top of the basic transport layer. If no interfering 
devices exist on the physical path between the two peers 
that want to create a virtual link, the two peers need only 
to know each other’s IP address and transport layer port 
number. Then, one peer initiates a connection request 
to the other peer who is waiting for incoming requests. 
A transport layer connection can be easily created. How¬ 
ever, firewalls, network address translators (NATs), prox¬ 
ies, or other interfering devices may exist on the physical 
path. Most firewalls allow outbound connections, so that 
internal users can access the external Internet, at least 
for selected protocols such as the Web browsing protocol 
hypertext transfer protocol (HTTP). But internal users 
may not be allowed to listen to any incoming connection 
request. NATs are used for a number of users to share 
IP addresses. The users are configured to use the NAT as 
their gateway. At the NAT, TCP connections are modi¬ 
fied to use one of the small number of NAT external IP 
addresses. Different TCP port numbers allow the NAT to 
dispatch return packets to correct users. From outside, the 
users behind a NAT appear to have the same IP address. 
HTTP proxies have the same effect. Creating a virtual link 
across such interfering devices needs special techniques. 
One such technique is tunneling through firewalls using 
the HTTP protocol. When two peers are behind two differ¬ 
ent firewalls, they need the help of an intermediary party 
outside of both firewalls to create tunnels across those 
firewalls. The intermediary party listens for incoming re¬ 
quests, usually by running a Web server on the Internet 
that both peers can access. The peers then exchange their 
messages through the intermediary party. 

The virtual topology of an overlay network has a profound 
impact on the performance of the overlay network. Ideally, 
the diameter of the topology should be controlled under 
a certain bound, so that the largest distance (either by hop 
counts or by communication latency) between two peers is 
acceptable. In addition, each peer connects to a number of 
other peers, providing sufficient fault tolerance and not being 
overloaded by the interactions with too many neighbors. 


Different overlay network topologies have been de¬ 
veloped, which can be categorized as unstructured and 
structured overlay networks. In an unstructured overlay 
network topology, peers are added in an ad hoc manner, 
resulting in a random and nondeterministic topology. For 
example, each peer randomly connects to a few of the 
already-connected peers. A random overlay network works 
very well, when all the peers in a P2P network are roughly 
equivalent in terms of their connectivity and processing 
power. A hierarchical topology can be used for the over¬ 
lay network, in which peers have very diversified con¬ 
nectivity and processing power. An example is a two-tier 
hierarchy in which core peers (also known as supernodes) 
are suitable for forwarding messages and edge peers are 
not. The core peers form a mesh topology and the edge 
peers connect to the core peers. 

A structured overlay network topology is created based 
on specific rules. Therefore, the overlay topology is tightly 
controlled. Peers together with their content or shared 
hies are placed at precisely specified locations in the over¬ 
lay network. A structured overlay network essentially 
provides a mapping between peers and their physical 
location in the form of a distributed routing table. To 
define the mapping rules, many attributes can be used, 
such as the identifiers of the shared hies that a peer hosts, 
etc. Each peer has a list of its direct neighbor peers in the 
overlay network—i.e., a distributed hash table (DHT). 

To create an overlay network based on a DHT, four 
techniques are used: 

1. Generating unique numeric keys for data, and giving 
unique identihers to peers. 

2. Storing keys in peers. Each key is stored in one or 
more peers whose identihers are “close” to the key. 

3. Building routing tables adaptively. Each peer main¬ 
tains information (e.g., the IP address) of a small 
number of other peers in routing tables. As peers join, 
leave, or fail, the routing tables need to be updated. 

4. Forwarding a look-up for a key to an appropriate peer. 
A look-up for a key yields the network location of 
a peer that currently is responsible for the given key. 
Any peer that receives a query for the key must be able 
to forward the query to a peer whose identiher is 
“closer" to the key. Eventually, the query arrives at the 
peer that holds the key (Figure 7). 
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Figure 7: A look-up forwarding process in an overlay network 
based on a DHT. The numeric portion (s) of a peer's identifier 
happens to be the same as the key (k) that is held by the peer. 
The distance between a peer's identifier and a key is defined 
as (k - s + S) mod 5, where 5 is the total number of peers 

A simple distributed file storage application based on a 
DHT can be built. Each file has a unique name, which 
can be converted into a numeric key using a hash func¬ 
tion such as SHA-1 (secure hash algorithm 1). Then, the 
file is stored in the peers that are responsible for the key. 
A peer’s file retrieval starts from a calculation of the 
key for the file. After that, the peer looks up for the key. If 
the peer does not host the file, the look-up is forwarded 
to an appropriate peer. The lookup forwarding continues 
until the peer that hosts the file is found. 

Different overlay network topologies are used in differ¬ 
ent P2P networks—e.g., Chord (Stoica et al. 2001), Con¬ 
tent Addressable Network (CAN) (Ratnasamy, Francis, 
et al. 2001), Pastry (Rowstron and Druschel 2001), Tapestry 
(Zhao et al. 2004), etc. Different overlay network topolo¬ 
gies have different insertion overheads, measured by the 
number of messages for insertion when a peer joins a P2P 
network, different size of pointers to encode all peers and 
contents, and different maximum path lengths between 
two peers (Hildrum et al. 2002). 

Chord defines a protocol to create overlay networks 
using a DHT (Stoica et al. 2001). It specifies how to find 
the locations of keys, how new peer nodes join the overlay 
network, and how to recover from failures or departures 
of peers. Each peer and key is assigned an iw-bit numeric 
identifier. A peer's identifier can be derived by hashing the 
peer’s IP address, while a key is generated by hashing 
the content, such as a filename, that is to be associated 
with the key. The identifier length m must be large enough 
so that it is very unlikely two peers (or two keys) are 
hashed to the same identifier. Identifiers are ordered in 
an "identifier circle” modulo 2 m . Key k is assigned to the 
first peer whose identifier is equal to or immediately after 
k on the identifier circle. Such a peer is called the succes¬ 
sor of key k. Figure 8 shows the allocation of three keys to 
peer nodes in an overlay network. 

To speed up the look-up process. Chord maintains addi¬ 
tional routing information at each peer in the form of a “fin¬ 
ger table.” In the finger table of peer n, entry i (1 < i < m) 


K= 6 



Figure 8: An example ofthree peers with identifiers 0,1,and3. 
Three keys—1,2, and 6—are assigned to peers 

points to the success of n + 2i. In this way, a finger table 
contains the IP addresses of peers halfway around the 
identifier circle from the peer, a quarter of the way, an 
eighth of the way, and so forth (Figure 9). A peer forwards 
a query for key k to the peer in the finger table with the 
highest identifier not exceeding k. Such look-up forward¬ 
ing ensures that the look-up request can be forwarded at 
least halfway around the remaining identifier circle. 

Chord provides a totally decentralized overlay network 
structure, in which no peer is more important than others. 
The storage of keys and processing of look-up requests 
are naturally balanced among peers. Chord can be used 
in very-large-scale overlay networks. In an ,Y-peer overlay 
network, each peer maintains information about only a 
limited number of peers (i.e., O(logN) peers). Each look¬ 
up request can be processed after no more than O(logN) 
forwarding. A simple stabilization protocol is used to 
update the successor list and finger tables when peers 
join, leave, or fail. 

Pastry is a mechanism to create tree-based, self¬ 
organizing overlay networks in the Internet (Rowstron 
and Druschel 2001; Castro et al. 2003). In Pastry, each peer 
node and key is assigned a numeric identifier with base 
2 b , where b is a configuration parameter with a typical 
value of 4. A peer’s routing table is organized into \ log 2 ‘ A/1 
rows with 2 h - 1 entries in each row, where N is the total 
number of peers. In row n of the routing table, each entry 
refers to a node whose peer identifier matches the present 
peer’s identifier in the first n digits, but whose in + l)th 
digit is different from the present peer’s identifier. In addi¬ 
tion, each peer also maintains a leaf set—i.e., I number of 
peers among which half are closest larger identifiers and 
half are closest smaller identifiers compared to the present 
peer’s identifier. / is an even integer parameter with a typi¬ 
cal value of 16. The IP addresses of all peers in the routing 
table and leaf set are maintained. A look-up for a given key 
at the present peer starts from the present peer’s leaf set. If 
the key is covered by the range of the leaf set, then the look¬ 
up is forwarded to the node in the leaf set whose identifier 
is closest to the key (possibly the present peer itself). If the 
key is not covered by the range of the leaf set, the look-up 
is forwarded to a peer that shares a common prefix with 
the key by at least one more digit. If no such closer peer 
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Figure 9: Finger tables and the resultant overlay topology of an overlay network with peer nodes 0, 1, and 3. (A) Finger tables, 
where finger[k].start = (n + 2 k ~') mod 2™, 1 < k < m; interval = finger [/c].start, finger[/c + 1].start); successor(Zc) is the next peer 
node on the identifier circle and successor(Zc) > finger[k].start. (B)The resultant overlay topology 


exists, the look-up is forwarded to a peer that shares a 
prefix with the key at least as long as the present peer, 
but is numerically closer to the key than the present peer’s 
identifier. Figure 10 shows the look-up-forwarding proc¬ 
ess in Pastry. 

Pastry can efficiently handle look-ups and status up¬ 
dates in large-scale overlay networks. On average, a look¬ 
up from any peer can reach a target peer within I log/ AM 
steps. Even when multiple peers fail, a look-up can suc¬ 
ceed unless 1/2 or more peers with adjacent identifiers fail 
simultaneously. Each peer maintains only ( 2 b — 1)* 
Dog/ N~\ + l other peer’s IP addresses. After a peer failure 
or the arrival of a new peer, the relevant routing tables 
can be updated by exchanging Of log/ N) messages. 


0 2128-1 



Figure 10: Forwarding a look-up from peer 78af51 for key 
d57af1 in Pastry. The dots indicate live peers in Pastry's 
namespace 


CAN routes messages in a d-dimensional space, where 
each peer maintains a routing table with 0(d ) entries 
(Ratnasamy, Francis, et al. 2001). On average, any peer 
can be reached in ( d/4)(N llJ ) routing hops. The entries in 
a peer's routing table link to the peer’s neighbours in the 
d-dimension space. When inserting a file into CAN, a set 
of keys are generated and mapped into diverse peers. In 
CAN, routing tables do not grow with the network size N. 
Only the number of routing hops grows (faster than 
Odog/V), which is typical in other structured overlay 
networks). 

Structured overlay networks (e.g.. Chord, Pastry, CAN, 
etc.) are designed to support exact-match look-ups. The 
exact identifier (i.e., key) of a group of data must be 
known. Data are spread into peers with no consideration 
of data correlation. A comparison of different overlay net¬ 
works is given in Milojicic et al. (2003), with respect to 
their models, parameters, hops to locate data, routing 
state, messages for a peer to join or leave, and reliability. 

Application-Level Multicast 

Multicast is the transmission of data to a group of receiv¬ 
ers identified by a single destination address. In contrast, 
unicast is the transmission of data to a single receiver, and 
broadcast is the transmission of data to all possible receiv¬ 
ers. The objective of multicast is to reduce the total amount 
of data traffic. Although IP layer multicast is available in 
some IP networks, few P2P networks use IP layer multicast 
for two reasons: (1) IP multicast cannot be used in con¬ 
junction with TCP, which is the transport layer protocol 
of choice in many P2P networks, and (2) IP multicast 
is not supported in every IP network. The key functions 
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(A) IP-layer multicast 


(B) Application-level multicast 


Figure 11: IP-layer multicast versus application-level multicast 
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Figure 12: Different overlay network topologies lead to different total cost of the application-level multicast 


to support multicast include group addressing mecha¬ 
nism, group maintenance, message-forwarding scheme, 
and multicast routing scheme. A group addressing mech¬ 
anism provides a name or address as an alias for the mem¬ 
bers of a multicast group. Group maintenance supports 
members dynamically joining and leaving a group. When 
a message from a sender is forwarded to other group 
members, the message-forwarding scheme eliminates 
duplicate messages and avoids forwarding loops. The 
message-forwarding routes from a sender to all receivers 
in a multicast group is determined by a multicast routing 
scheme. 

Application-level multicast offers a peer the capability 
of sending requests or announcements to a group of other 
peers in the same P2P network. Application-level multi¬ 
cast is the organization of peers in a point-to-multipoint 
(multicast) configuration—i.e., a delivery tree (Wierzbicki, 
Szezepaniak, and Buszka 2003). Application-level multi¬ 
cast in a P2P network can be achieved by broadcasting 
to a tailored overlay network, using a broadcast and 
filter approach to receive messages, or applying full- 
fledged multicast routing to an overlay network. Unlike 
IP layer multicast, in which data packets are replicated 
at routers inside the network, in application-level multi¬ 
cast, data packets are replicated at end hosts. Figure 11 
illustrates the difference between IP-layer multicast and 
application-level multicast. The application-level multi¬ 
cast in Figure 11 does not rely on the IP-layer multicast 
function and is implemented on top of point-to-point 
IP packet delivery. However, application-level multicast 
incurs larger end-to-end delays than does IP multicast. 
Application-level multicast in a P2P network is provided 
over a reconfigurable overlay network topology. Thus, the 
integration of a multicast tree formation and an overlay 
network topology design may result in flexible networks 
and desirable performance. For example, an overlay net¬ 
work may be created by including only all the peers in a 
multicast group. The peers that want to join a multicast 
group can be added into the overlay network. Similarly, the 
peers that leave a multicast group can be withdrawn from 
the overlay network. By using the flooding-based broadcast 


mechanism solely at end hosts, application-level multicast 
can be achieved without changing the network infrastruc¬ 
ture or relying on IP-layer multicast. 

To optimize the performance of an overlay network, 
traffic patterns and the underlying physical network 
topology need to be considered. Figure 12 shows that dif¬ 
ferent overlay network topology leads to different total 
costs of the application-level multicast. Some overlay 
network topologies do not consider the proximity to the 
underlying physical network, so concentration and con¬ 
gestion points may be formed in the physical network. 
For example, in the overlay network topology 2 and 3, 
traffic is concentrated on the costly link between the two 
routers. In a CAN implementation, a peer may measure 
its network delay to a set of landmark nodes, so that the 
relative position of the peer in the Internet is estimated. 
Such information can be used to optimize the overlay 
network topology. Some overlay networks (e.g., Tapestry 
and Pastry) choose physically nearby peers as neighbors. 
A performance analysis of structured overlay networks 
can be found in Hildrum et al. (2002). 

Scribe is an application-level multicast mechanism 
built on top of Pastry (Castro, Druschel, Kermarrec, and 
Rowstron 2002). Any peer node may create a multicast 
group; other peers can then join the group to receive multi¬ 
cast messages, or send multicast messages to all members 
of the group when the sending peers have appropriate 
credentials. Each group has a unique identifier that 
consists of the hash of the group’s textual name and its 
creator’s name. Scribe elects the Pastry peer node whose 
identifier is numerically closest to the group identifier 
as the topic rendezvous point and root of the multicast 
tree. Each Scribe multicast member is connected to the 
root via Pastry connections. The peer nodes that are in the 
middle of Pastry connections from the root peer to mem¬ 
bers are called “forwarders," which may or may not be 
members of the group. Each forwarder maintains a chil¬ 
dren table for a group. When a peer joins or leaves a mul¬ 
ticast group, at each peer along the route to the root, the 
children table is updated. In the basic Scribe mechanism, 
multicast messages are delivered in a best-effort manner, 
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with no guarantee on delivery success and order. Addi¬ 
tional guarantees can be built. 

Narada uses a two-step approach to construct an 
application-level multicast (Chu et al. 2002). In the first 
step, a rich connectivity mesh is created for all group 
members. The path between any pair of members should 
have quality comparable to that of the underlying unicast 
path in terms of delay and bandwidth. To control the over¬ 
head of running routing algorithms on the mesh, each 
member should have only a limited number of neighbors 
in the mesh—not all members are neighbors to each other. 
However, Narada assumes that every member maintains 
a list of all other members in the group. Thus, Narada 
applies only to medium-sized groups. In the second step, 
Narada constructs spanning trees over the mesh topol¬ 
ogy obtained in the first step. Narada has advantages for 
several highly overlapped multicast groups. The overall 
group maintenance is reduced compared to maintaining 
individual multicast overlays. 

Application-level multicast in CAN uses the routing 
tables maintained by CAN to flood messages to all peer 
nodes in a CAN overlay (Ratnasamy, Handley, et al. 2001). 
Therefore, no multicast tree is needed, and multicast traf¬ 
fic is not restricted to flow through a single multicast tree. 
When a peer joins a multicast group, the peer looks up a 
contact peer for the group in a global CAN overlay. Then 
the peer uses the contact peer to join the groups overlay. 
Only group members are involved in forwarding multi¬ 
cast messages in the CAN. The contact peer for the group 
is a performance bottleneck, since all members' join 
requests are handled by the contact peer. 

In JXTA, application-level multicast is implemented the 
same way as JXTA peer discovery (Gong 2001; Traversat 
et al. 2003). Actually, JXTA multicasts a peer’s announce¬ 
ment for the peer’s presence and also multicasts a peer’s 
request for discovery of other peers. Rendezvous points 
are used to facilitate multicast across the LAN multicast 
boundary. 

The performance of the application-level multicast 
can be improved by adaptively changing the position 
of a peer in a multicast tree (Jannotti et al. 2000). Initially, 
a peer connects to the source peer itself. The source peer 
becomes the parent of the receiving peer in the multicast 
tree. Then, an iterative self-organization procedure is 
performed, in which the receiving peer tries to locate 
itself further away from the source peer. The bandwidth 
between the receiving peer and the current parent is 


measured on a direct virtual link and on indirect virtual 
links through each of the parent’s children. If the band¬ 
width to the source peer does not decrease significantly, 
one of the children is chosen to replace the parent. The pro¬ 
cedure stops when no suitable replacement for the parent 
is found from all current children. The peer periodically 
evaluates its position in the multicast tree by measuring 
the bandwidth through other children of its parent, 
directly through its parent, and directly through its grand¬ 
parent. The peer moves down or up in the multicast tree 
according to the measurements. In addition, the peer 
keeps a list of its ancestors, which is used for reconnection 
if its parent goes offline. 

Middleware Layer 

The middleware layer of a P2P network is the system 
software modules that reside between P2P applications 
and the underlying overlay network, providing reusable 
services that can be composed, configured, and deployed 
to create P2P applications rapidly and robustly (Blair, 
Campbell, and Schmidt 2004). 

Distributed Search 

Functionally, a distributed search includes several logical 
steps: from keywords to names, then to addresses, and 
finally to the paths to target destinations (Mischke 
and Stiller 2004). A peer specifies the keywords that de¬ 
scribe the desired partner peers, contents, and resources. 
A keyword search returns the names or identifiers that 
satisfy the keyword description. Such names and identi¬ 
fiers must be unique in the network and can be in the for¬ 
mat of a uniform resource locator/identifier (URL/URI), 
filenames in a networked file system, etc. In the look-up 
step, the unique names are mapped into addresses in the 
network—e.g., IP addresses. Finally, routing is the process 
of finding paths and forwarding search messages to 
the target destinations. To optimize the efficiency of 
distributed search, three shortcut techniques are used, as 
shown in Figure 13: keyword routing (i.e., semantic rout¬ 
ing or content routing that takes advantage of P2P overlay 
network topology), keyword look-up, and name routing. 
These shortcuts combine two or more logical steps into 
one action. 

Index mechanisms are at the heart of P2P distributed 
searches. An index is a collection of pointers to places 
where data can be found. Index mechanisms play an 



Figure 13: Logical steps in a distributed search (Mischke and Stiller 2004) 
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important role in keyword searches, look-ups, and routing. 
The search/index links model is useful in understand¬ 
ing the relation and difference of P2P search and index 
(Cooper and Garcia-Molina 2005). Peers in P2P search 
and index networks form a partially connected overlay. 
In the search/index links model, there are two types of 
information links in this overlay network: search links 
and index links. Search links are used to forward queries 
between peers. Index links are used to send copies of con¬ 
tent indexes between peers. 

A P2P search process is an organized query-forwarding 
process. When a peer receives a query for given data, 
the peer attempts to answer the query as best it can. If this 
peer cannot answer the query, the query is forwarded 
to other peers, which also attempt to answer the query. 
Whenever a peer finds data matching the query, the 
location of the matching data is returned to the peer that 
initiated the search. The representation of the location of 
the matching data can be a peer node name, a peer node 
address, or a path to a peer node. 

A P2P index assists the search process. A P2P index is 
an organized indexing information relay process. A peer 
may choose to send indexing information to a neighbor 
peer to improve the efficiency of P2P search. For exam¬ 
ple, assuming peer Y has received peer X’s indexing infor¬ 
mation, when peer Y receives a query, peer Y can process 
the query based on both peer Y’s own index and peer X’s 
index copy. In this way, peer Y does not need to forward 
the query to peer X. 

As an example, the search/index links model can be used 
to describe the operation of the Kazaa P2P search network 
(shown in Figure 14). The three peers in the middle of the 
figure represent supemodes in Kazaa. Other peers send 
their indexes to supemodes over index links. Queries are 
forwarded to supemodes over search links. Queries 
are processed at the supemodes and then forwarded to 
other supernodes if necessary. Since ordinary peers (i.e., 
non-supemodes) only handle the search or index that 
belongs to themselves, there are neither search links nor 
index links pointing to ordinary peers. 

Fundamentally, a P2P search requires a series of map¬ 
pings, from the keyword space to the name space, then to 
the address space, eventually to the space of paths to peer 
nodes (Mischke and Stiller 2004). The mapping process 
in a P2P search can be classified based on a tree struc¬ 
ture, such as that shown in Figure 15. Further informa¬ 
tion on distributed index and directory is provided in the 
section on Other Middleware. 



Figure 14: A representation of the Kazaa P2P search network 
using the search/index links model 


Publish and Subscribe 

Publish-subscribe is a middleware that supports shar¬ 
ing information among peers in a controlled manner. It 
provides the infrastructure on which the information- 
dissemination applications can be built. Publishers of 
information send messages (or events) to the publish- 
subscribe. Each message is associated with one or more 
subjects. In addition, each message may have a variety of 
attributes. Subscribers specify the subjects of the messages 
that they wish to receive. Subscribers may further specify 
under which conditions they are willing to receive the 
messages. Such conditions can be expressed in the format 
of equality tests and/or range values of the message at¬ 
tributes. Based on the flexibility and expressive power 
offered to subscribers to specify their interests, publish- 
subscribe can be categorized as subject-based (or topic- 
based) and content-based (or property-based). The 
content-based publish-subscribe may use brokers to match 
messages to interested subscribers. According to the de¬ 
coupling of the communications between publishers and 
subscribers, publish-subscribe can be categorized along 
three dimensions: space, time, and synchronization 
decoupling (Eugster et al. 2003). 

Although centralized publish-subscribe offers high 
throughput and reliability by using dedicated precon¬ 
figured servers, dynamically self-configured publish- 
subscribe is more attractive to large-scale P2P networks. 
The benefits and limitations of P2P networks that were 
discussed above generally apply to P2P publish-subscribe. 
In the P2P publish-subscribe, message producing, sub¬ 
scription, matching, and forwarding are distributed to 
peers. 

P2P publish-subscribe can be implemented in two 
ways: broadcasting to all subscribers, or routing messages 
to subscriber groups possibly through brokers. In the first 
category, all messages are broadcast to all subscribers, 
regardless of subscribers’ interests. Then, it is up to each 
subscriber to filter out the messages that are not of in¬ 
terest (Segall and Arnold 1997). Broadcasting to all sub¬ 
scribers is not efficient in a large P2P publish-subscribe. 
In the second category, a routing path for each message 
is created. 

For subject-based publish-subscribe, application-level 
multicast is a readily available technique that can be used 
to send messages belonging to a specific subject to the 
subscribers along a multicast tree. Each subject needs 
a separate application-level multicast overlay. When a 
subscriber signs up for a subject, the subscriber joins the 
corresponding application-level multicast overlay. The 
publisher for a subject either becomes the root or sends 
messages to a proxy peer at the root of the correspond¬ 
ing application-level multicast tree (Castro, Druschel, 
Kermarrec, and Rowstron 2002; Zhuang et al. 2001). 
For content-based publish-subscribe, the key issues are 
the semantic expressiveness of content matching and the 
scalability of the matching mechanism. Brokers match 
the messages and identify the set of subscribers for the ar¬ 
rival messages. A peer node can be a publisher, a subscriber 
and a broker at the same time for different contents. 

In content-based publish-subscribe, brokers are gener¬ 
ally used to match and deliver messages. Siena and Gryphon 
allocate the responsibility of matching messages to a set 
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Figure 15: Classification of the mapping processes in a P2P search 


of distributed broker servers (Carzaniga, Rosenblum, and 
Wolf 2001; Banavear et al. 1999). Messages follow a mul¬ 
ticast tree to reach all matching subscribers. However, the 
self-organization capability of P2P networks is unavailable 
in Siena and Gryphon. Therefore, the broker servers re¬ 
quire human intervention for set-up and management. In 
addition, Gryphon assumes that static subscription tables 
are maintained in all broker servers. Although messages 
are delivered only to related broker servers and eventually 
subscribers, subscription requests are flooded to all broker 
servers. 

The event-distribution network (EDN) is a content- 
based publish-subscribe, built on top of a self-configuring 
overlay network of brokers (Wang et al. 2002). EDN parti¬ 
tions the content space into a set of disjoined partitions, 
and each partition is assigned to a broker. This approach 
minimizes message traffic by forwarding each message to 
only a single broker. However, subscriptions may need 
to be replicated to brokers. For equality tests, the attribute 
identifiers and values are hashed to generate a key to 
locate the broker managing the content partition. EDN 


also partitions subscription filters and assigns the parti¬ 
tions to different brokers. However, messages may need 
to be forwarded to multiple brokers. EDN is limited to 
a fixed set of subscriptions, and its applicability to high¬ 
dimensional content space is unclear. 

A content-based publish-subscribe can be built on top 
of a DHT (Tam, Azimi, and Jacobsen 2003). The set of at¬ 
tributes and their values are hashed to decide the brokers 
managing the subscriptions (shown in Figure 16). The con¬ 
tent space is partitioned by hashing a set of selected at¬ 
tributes and their values into brokers, similar to EDN. For 
the range values of an attribute, labels are used to represent 
intervals, and labels are also hashed to locate brokers. The 
fault tolerance is provided by the underlying DHT. Since 
brokers match messages and subscriptions based on keys 
hashed from selected attributes and labels, false matches 
are possible and should be filtered out by subscribers them¬ 
selves. In addition, subscribers may receive duplicate mes¬ 
sages, because one single subscription may be hashed into 
multiple keys. The subscriptions and messages are limited 
by the preselected attribute sets (i.e., templates). 



BROKERS 




Figure 16: Hash messages and subscriptions to different brokers 
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Meghdoot uses CAN to build a content-based publish- 
subscribe (Gupta et al. 2004). Meghdoot imposes no 
restrictions on subscriptions or messages—i.e., no tem¬ 
plate is used. A subscription defines a rectangular region 
in the content space bounded by the minimal and maxi¬ 
mal value specified. If the content space has D number of 
attributes, then a 2D-di mens ion CAN is constructed from 
the minimal and maximal values of the D-dimension 
rectangles. A subscription is projected to a point in the 
2D-dimens ion CAN. A message is then mapped to a 2D 
space rectangle in which all relevant subscription points 
are covered. 

A matching tree structure is used to organize subscrip¬ 
tions into hierarchical groups (C. Zhang et al. 2005). The 
matching tree supports multiple attribute types and al¬ 
lows customization of new attributes and filtering types. 
Messages can enter the publish-subscribe from any bro¬ 
ker. A decentralized tree navigation algorithm is used to 
forward messages to tree fragments that may contain 
matching subscriptions. 

Security 

Security middleware for P2P networks is used to provide 
availability, privacy, confidentiality, integrity, and authen¬ 
tication. The attacks in P2P networks can be classified 
as attacks on services and attacks on data. Security mid¬ 
dleware for P2P networks shares common security fea¬ 
tures of distributed systems, such as trust chains between 
peers and shared objects, session key exchange schemes, 
encryption, digital digests, and signatures. In addition, 
because of the open and autonomous nature of P2P net¬ 
works, peers must be considered untrusted parties before 
authentications. Therefore, no assumptions can be made 
regarding a peer’s behaviors. 

In a P2P network, access keys for shared data may 
carry integrity verification information. When a peer in¬ 
serts data into a P2P network, a cryptographic hash of the 
data is calculated and used to produce the data’s unique 
access key. Since the hash function is known to all peers, 
when other peers retrieve the data using the unique ac¬ 
cess key, the data integrity can be verified by calculating 
a hash value of the retrieved data and comparing the 
hash value to the access key (Castro, Druschel, Ganesh, 
Rowstron, and Wallach 2002b). 

Since P2P networks may rely on peers to forward re¬ 
quests and replies, a secure routing mechanism is used to 
prevent malicious peers from attempting to corrupt, de¬ 
lete, deny access to, or supply false copies of the requested 
data in P2P overlay networks (Castro, Druschel, Ganesh, 
Rowstron, and Wallach 2002). The secure routing mecha¬ 
nism consists of: (1) secure peer identifier assignment, 
(2) secure routing table maintenance, and (3) secure mes¬ 
sage forwarding. Secure peer identifier assignment uses a 
set of central and trusted certification authorities to pre¬ 
vent attackers from choosing identifiers. Without such a 
scheme, attackers may control all replicas of a given file 
or control all traffic to and from a victim peer. Secure 
routing-table maintenance ensures that faulty peers 
in routing tables do not exceed a certain percentage of 
total faulty peers in the entire P2P overlay network. Ad¬ 
ditional constrained routing tables are used when stand¬ 
ard routing tables are compromised by attacks. Secure 


message forwarding, from time to time, tests the routes 
used to forward messages. If a route fails, redundant 
routing is used. It has been realized that the techniques 
for secure routing introduce significant overhead. 

The high redundancy and distribution of P2P networks 
can be used for security purposes. A technique for shar¬ 
ing secrets among peers is to encrypt data with a sym¬ 
metric key K, then split K into l shares (Waldman, Rubin, 
and Cranor 2000). An algorithm is available to guarantee 
that any r of the l shares can reproduce K, but K cannot 
be reproduced by any (r — 1) shares (Shamir 1979). The 
algorithm is based on polynomial interpolation: given r 
points in the two dimensional plane (xi,yi),..., (x t , yj with 
distinct x/s, there is one and only one polynomial q(x) of 
degree (r — 1) such that q(x,) = y, for all i. But, the poly¬ 
nomial q(x) cannot be reconstructed by using only (r — 1) 
or fewer points. In the proposed mechanism, a peer hosts 
all of the encrypted data and one of the / shares. When a 
peer tries to retrieve the data, the peer randomly chooses 
r other peers that host the shares, and downloads the r 
shares. From one of the r peers, the encrypted data are 
downloaded. The encryption key is reconstructed by us¬ 
ing the r shares. Then the encrypted data are decrypted 
using the reconstructed key. If any of the r shares or the 
encrypted data are altered, the decryption detects the al¬ 
teration and consequently fails. It is the retrieving peer’s 
responsibility to redownload the encrypted data from 
other peers or to choose different combinations of shares. 

Providing security and anonymity at the same time is 
a challenge. A peer may prefer to anonymously publish, 
store, or request certain data. The secret sharing mecha¬ 
nism based on the distributed storage of a split encryp¬ 
tion key, which is described in the previous paragraph, 
offers publisher anonymity (Waldman, Rubin, and Cranor 
2000). Anonymous cryptographic relays are used to allow 
peers, which act as publishers, forwarders, storers, and re¬ 
questers, to communicate anonymously (Serjantov, 2002). 
Through anonymous connections, encrypted blocks 
of data are sent from a publisher to selected forward¬ 
ers and then from the forwarders to storers. Once all the 
blocks are stored, the publisher destroys the original data 
and blocks in itself. The publisher announces the 
data description and a list of forwarders. A requester for 
the data contacts the forwarders and then the storers. 
The requester repeats the process until all blocks are down¬ 
loaded. In this way, the publisher's anonymity is protected. 

Freenet provides an anonymous method for storing 
and retrieving information (Milojicic et al. 2003). Each 
file in the Freenet system is identified by a key generated 
using a hash function. Usually a short text description of 
the file is hashed to generate a key pair. The public key 
becomes the file identifier. The private key is used to sign 
the file for integrity check. The file’s key is made available 
to users by Web sites or other mechanisms. Freenet 
participants pass and forward messages to find the loca¬ 
tion of an existing file or the proper location to store a 
new file. The keys are used to assist in the routing of these 
messages. Freenet is completely decentralized. When a 
user joins the Freenet, the user must use other methods to 
find at least one peer. 

In P2P networks, reputation mechanisms are use¬ 
ful in stimulating cooperative behaviors and providing 
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accountability (Androutsellis-Theotokis and Spinellis 
2004). Since strict measurement of individual peers’ op¬ 
eration, performance, and availability may be difficult to 
apply in P2P networks, reputation is an alternative indi¬ 
cator. Reputation information is locally generated based 
on interactions between peers and is spread throughout 
the network to produce a global peer reputation rating. 
For example, global reputation values are computed from 
local reputation values assigned to a peer by other peers, 
weighted by the global reputation of the assigning 
peers. Another approach uses reputation computation 
agents, which are partially centralized. Then, the reputa¬ 
tion values are encrypted and stored in such agents. 

Other Middleware 

Many generic functions in P2P networks can also be 
provided by middleware—e.g., distributed indexing, dis¬ 
tributed directory, metadata, and scheduling. Distributed 
indexing can be used by applications such as a distrib¬ 
uted storage application or a distributed file system. 
Distributed indexing middleware may use hash tables to 
map keywords of arbitrary length into a fixed-length hash 
value. Then the hash values are used to locate the entries 
corresponding to the keywords. A distributed directory 
middleware provides a name look-up service. A peer can 
look up the properties of an entity by specifying its name. 
Metadata middleware is used to describe the content 
stored in peers and may be queried to determine the 
location of desired information. Scheduling middleware 
is used in distributed computing or content-distribution 
applications. Computational tasks or contents are split 
into pieces and scheduled across peers. 

Index middleware is used to store information about 
the location of data. In P2P networks, indexes need to 
be updated frequently, since peers join and leave the net¬ 
work constantly. Furthermore, the scalability of an index 
is critical, since an index may potentially be used for an 
Internet-scale network. A P2P index can be local, central¬ 
ized, or distributed (Risson and Moors 2006). In a local 
index, a peer only maintains references to the peer’s own 
data, and maintains no references to the data in other 
peers. Gnutella uses local indexes for each peer. Searches 
for data are flooded in the network. Actually, a search for 
data is equivalent to a search for the peers that host 
the data. The details of searches in Gnutella are described 
in the section on Peer Discovery. In a centralized index, a 
single server keeps references to data at all peers. Napster 
uses a centralized index. A centralized index is vulnerable 
to a single point of failure (or shutdown). The scalability 
issue of one single server for the entire network can be 
solved by linking multiple central servers. In a distributed 
index, pointers (direct or indirect) to data are stored in 
several peer indexes. The distribution of the indexes relies 
on the overlay networks. In a structured P2P overlay net¬ 
work, a peer maintains the index for the data assigned 
to the peer by the hash function. When searching for data, 
the hash value of the data is computed first. By using the 
hash value, the search is routed through the P2P overlay 
network to the peer that stores the data. When using 
unstructured P2P overlay networks for a distributed index, 
a peer may have one index summarizing the information 
of all peers on the path starting from this peer and within 


a predefined distance. Such an index can also be arranged 
for each of the peer’s links, summarizing the information 
of all peers on the path starting from a link and within a 
predefined distance. 

Distributed directory provides a name look-up service. 
A peer can look up the properties (including location) of 
an entity by specifying its name. Together with distrib¬ 
uted index, distributed directory assists the P2P search 
process. The mapping process in distributed directory 
generally uses distributed tables as shown in Figure 15. 

Metadata middleware is used to provide interoperabil¬ 
ity for different data formats. Based on the schemes to 
represent data, P2P networks can be classified as three 
types: hash key-based, fixed schema or keyword-based, 
and schema-based. The former two types provide only 
domain-specific data formats. The last type intends to 
provide a unified scheme to represent data, which can be 
understood beyond specific domains. Metadata are 
machine-understandable structured information about 
Web resources, data, or other information resources. XML 
schemas are the standard metadata proposed by the 
World Wide Web Consortium (W3C). XML schemas ex¬ 
press shared vocabularies and enable machines to carry 
out rules made by people. XML schema is a tool to define 
the structure, content and semantics of XML documents. 
The resource description framework (RDF) is based on 
attribute-value pairs to represent information on the 
Web. The Edutella project specifies and implements an 
RDF-based metadata infrastructure for P2P networks 
(Nejdl et al. 2002). Metadata operations are organized 
as: (1) query service—standardized query and retrieval 
of RDF metadata, (2) replication service—providing 
data persistence/availability and workload balancing to 
maintain data integrity and consistency, (3) mapping 
service—translating between different metadata vocabu¬ 
laries to enable interoperability between different peers, 

(4) mediation service—solving conflicting and overlap¬ 
ping information from different metadata sources, and 

(5) annotation service. 

Scheduling middleware coordinates the execution time 
of the subtasks that are distributed to multiple peers. Com¬ 
putational subtasks are distributed and scheduled to peers 
in computational P2P networks. For content-distribution 
P2P networks, the subtasks can be at the stream or packet 
level. Pixie uses a scheduling middle-ware to coordinate 
multimedia streams (Rollins and Almeroth 2002). When 
a peer joins a P2P network and retrieves a content- 
distribution stream, the peer browses the schedule and 
chooses a scheduled distribution stream. Alternatively, the 
peer may request a new distribution stream to be sched¬ 
uled. When a scheduled distribution stream starts, the 
source peer distributes the stream to all subscribed peers. 
Large-scale P2P live media streaming requires stringent 
playback quality, network scalability, and robustness to 
the high chum rate of peers and fluctuation of network 
conditions. Packet-level scheduling middleware is critical 
to meet such requirements (Zhang, Zhao, Tang, Luo, and 
Yang, 2005). GridMedia uses the scheduling middleware 
to fetch absent packets from a peer’s neighbors and deliver 
packets requested by the neighbors. Each sending peer 
records the largest sequence number of the packets that 
are pushed to each neighbor. When a just-received packet 
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is far behind the packets that have been pushed to a neigh¬ 
bor, the new arrival packet is not relayed to the neighbor. 
Each receiving peer records the largest sequence number 
of the packets that are pushed from each neighbor. When a 
missing packet’s sequence number falls behind the largest 
sequence number of the packets that are received from a 
neighbor by a threshold, the missing packet will be pulled 
from that neighbor. To cope with peer and network fail¬ 
ures, when no packets have been pushed from a neigh¬ 
bor for a time-out period, all the packets that should have 
been pushed by this neighbor will be pulled from other 
neighbors. 


Application Layer 

P2P network applications can be classified into three cate¬ 
gories: parallel computing, content and file management, 
and collaborative applications (Milojicic et al. 2003). 
Computationally intensive applications can be split into 
smaller pieces, which are executed in parallel over a large 
number of independent peers. In many cases, the same 
task is performed on each peer using different sets of 
parameters. P2P networks for content and file manage¬ 
ment use spare storage space and bandwidth. Different 
content- and file-management applications use different 
replication and search techniques. P2P file sharing and 
multimedia streaming are popular applications. Collabo¬ 
rative P2P networks allow peers to collaborate in real time, 
not relying on a centralized server to collect and forward 
information. Instant messaging, interactive gaming, Inter¬ 
net telephony and videoconferencing, and mobile ad hoc 
networking are examples of collaborative applications. 
More detailed discussions on P2P network applications are 
given in Chapter 145. 

CONCLUSION 

P2P networks are evolving technologies. Many exciting 
applications have been developed over the past few years. 
P2P networks have demonstrated their potential in many 
challenging environments and applications. The P2P net¬ 
work architecture will never completely replace other 
network architectures, such as the client/server archi¬ 
tecture, but for particular applications, the P2P network 
architecture complements other network architectures. 

The layered architecture of P2P networks abstracts the 
relations of different functions. However, different imple¬ 
mentations of P2P networks may make design choices to 
use more efficient architectures. The reference P2P net¬ 
work architecture consists of three layers: the base overlay 
layer, the middleware layer, and the application layer. The 
base overlay layer provides peer discovery, overlay net¬ 
work construction, and application-level multicast. With 
the base overlay layer, P2P networks can be formed on 
top of existing physical networks by directly interacting 
between end users. The middleware layer offers distrib¬ 
uted search, publish and subscribe, security, distributed 
indexing, distributed directory, metadata, and scheduling. 
The middleware layer provides some common functions 
that can be reused in different P2P networks. Although 


we are still a long way from providing interoperability 
between different P2P network implementations, build¬ 
ing common middleware is an effort in that direction. 

Because P2P networks are evolving very quickly in 
very diversified directions, this chapter is by no means 
complete. As many people working in the area of P2P net¬ 
works have pointed out, a P2P network is more of a mind¬ 
set, rather than a specific technology. 


GLOSSARY 

Anonymity: A peer’s anonymous participation in a P2P 
network, and preference of keeping its communica¬ 
tion with others private. The peer may want to protect 
its identity from being known to third parties, or even 
to its communicating partners. The peer may not want 
its communication activities to be monitored by third 
parties. 

Application Level Multicast: A function through which 
a peer is capable of sending requests or announcements 
to a group of other peers in the same P2P network. 
Application-level multicast is the organization of peers 
in a point-to-multipoint (multicast) configuration— 
i.e., a delivery tree. 

Autonomy: Each peer’s autonomous decisions regarding 
when it joins or leaves a P2P network. No central au¬ 
thority should force a peer to join a P2P network or cut 
off a peer’s access to a P2P network. Each peer should 
be responsible for its own actions. Based on personal 
judgment and preference, the peer should decide the 
time to join or leave a P2P network, the resources it 
contributes to a P2P network, and the services it uses. 

Client: A process using a service. In the context of net¬ 
works, a client refers to a communication process re¬ 
ceiving information from others or getting connected 
to others by the means of transit services. A client 
process initiates service requests to others. 

Hash Function: A method of transforming data into 
a number. Hash functions provide a way of creating a 
small digital “fingerprint” from any kind of data. The func¬ 
tion abstracts and mixes (i.e., substitutes or transposes) 
the data to create the fingerprint (i.e., a hash value). 

Metadata: A structured description of an object or col¬ 
lection of objects. Metadata are information about a 
particular dataset, which may describe, for example, 
how, when, and by whom it was received, created, 
accessed, and/or modified and how it is formatted. 

Middleware: Software that mediates between an ap¬ 
plications program and a network. In P2P networks, 
middleware refers to the system software modules 
that reside between P2P applications and the underly¬ 
ing overlay network, providing reusable services that 
can be composed, configured, and deployed to create 
P2P applications rapidly and robustly. 

Overlay Network: A virtual network built on top of 
another network. Nodes in an overlay network are con¬ 
nected by virtual or logical links, each of which corre¬ 
sponds to a path, perhaps through many physical links, 
in the underlying network. P2P networks are overlay 
networks because they run on top of the Internet. 
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Overlay networks can be classified as structured or un¬ 
structured. 

Peer: An equal, which can be informally interpreted as 
a process with capability similar to the other processes 
with which this process communicates. In the context 
of peer-to-peer networks, a “peer” process acts as a cli¬ 
ent process and at the same time as a server process 
for the same function. 

Peer Discovery: The process through which a peer 
knows the existence of other peers in the same P2P 
network. A peer may discover a few other peers and 
with the help of these peers get to know more peers. 
Peer discovery needs to find out the identities of other 
peers—e.g., the IP addresses of other peers. A peer needs 
to discover the other peers’ port number if the P2P 
network does not use a fixed port. 

Peer-to-Peer (P2P) Network: A network in which 
resources and files are shared without centralized 
management. P2P networks are identified using three 
criteria: self-organizing, symmetric connection, and 
decentralized control. Peers organize themselves into 
a network in a collaborative manner. Peers are consid¬ 
ered equals by requesting and offering similar services 
to each other. Peers communicate in a symmetric pat¬ 
tern, not being confined to either client or server roles. 
Peers share resources, while peers determine their 
level of participation and their actions autonomously. 
Generally, there is no central controller that dictates 
the behaviors of individual peers. 

Publish and Subscribe: Middleware that supports 
sharing information among peers in a controlled 
manner. It provides the infrastructure on which the 
information-dissemination applications can be built. 
Publishers of information send messages (or events) 
to the publish-subscribe. Each message is associated 
with one or more subjects. In addition, each message 
may have a variety of attributes. Subscribers specify 
the subjects of the messages that they wish to receive. 
Subscribers may further specify under which con¬ 
ditions the subscribers are willing to receive the 
messages. 

Rendezvous Point: A device that connects to more than 
one network, and is used to relay announcements, dis¬ 
covery requests, and queries beyond the broadcast 
boundary of a network. 

Scalability: The ability to scale to support larger or 
smaller volumes of data and more or fewer users. It 
also refers to the ability to increase or decrease size or 
capability in cost-effective increments. 

Server: A process offering services. In networks, a 
server process hosts information for client processes 
to search, download, and so on. 

Structured Overlay Network: A type of overlay 
network, created based on specific rules. Peers to¬ 
gether with their content or shared files are placed at 
precisely specified locations in the structured overlay 
networks. 

Unstructured Overlay Network: A type of over¬ 
lay network in which peers are added in an ad hoc 
manner, resulting in a random and nondeterministic 
topology. 


CROSS REFERENCES 

See Incentive Issues in Peer-to-Peer Systems; Peer-to-Peer 

Network Applications. 
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INTRODUCTION 

The term peer-to-peer appeared at the forefront of the 
public awareness around 1999, when the first version 
of Napster was released by Shawn Fanning. Since then, 
this term has been associated with illegal file sharing, 
copyright infringement, and lawsuits. Despite such a 
reputation, peer-to-peer (P2P) systems can be and are 
used in a very diverse range of application domains— 
to build virtual communities, to create reliable storage 
systems, and to solve large computational problems, to 
name a few. 

Peer-to-peer systems are built around the concept of a 
"peer”—an individual computer providing its computa¬ 
tional power, storage space, and bandwidth, and equipped 
with the corresponding software enabling it to join the 
P2P network. In a pure P2P system, there are no clients 
or servers—only peer computer nodes that do not require 
a centralized server to communicate with each other. 
Such P2P systems increase their performance, speed, and 
capacity as the number of peers increases. In contrast, in 
a typical client/server system with a fixed number of serv¬ 
ers, adding more clients may result in a degraded system 
performance. The very concept of peer-to-peer eliminates 
a single point of failure because removing one or more 
peers from the network should not result in a diminished 
overall system performance caused by the replication of 
data stored among multiple peers and the redundancy 
of the network communication paths. 

This chapter briefly surveys historical roots of P2P sys¬ 
tems, from their origins to current and future develop¬ 
ments, followed by a discussion of different application 
domains in which P2P systems are used today, in par¬ 
ticular communication and collaboration, file sharing, 
distributed storage, and massively parallel computations. 
The chapter includes discussion of a wide variety of 
sample P2P network applications, illustrating their use in 
different application domains. 
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WHAT IS PEER-TO-PEER? 

An examination of the current state of the art in peer-to- 
peer network applications requires establishing a crite¬ 
rion that would determine what a P2P system is. However, 
there is no clear consensus in the literature about a single 
definition of what “peer-to-peer” is. In the strictest sense, 
a pure P2P system is a distributed system in which nodes 
have completely equivalent functionality and range of 
tasks they can perform. This definition implies that each 
peer in the network acts both as a client and as a server 
in communication among the peers and that there is no 
central server responsible for managing the P2P network. 
Many existing P2P systems, however, do not fall into the 
category of a pure peer-to-peer system because most of 
them have one or more centralized servers, “supernodes" 
(in FastTrack network used by Kazaa, Grokster, and iMesh 
applications), or "ultrapeers” (in Gnutella network used 
by a wide range of P2P file-sharing applications) that are 
used for managing communication among the peers. 
A widely accepted but much broader definition of P2P sys¬ 
tems (Shirky 2000) describes them as "a class of applica¬ 
tions that takes advantage of resources—storage, cycles, 
content, human presence—available at the edges of the 
Internet.” Although this definition includes the true P2P 
systems mentioned above, it also covers many systems that 
rely on a central server, such as file-sharing systems (e.g., 
FastTrack and Overnet), a range of instant messaging sys¬ 
tems, massively parallel computing systems (e.g., SETI@ 
Home and Folding@Home), and Grid computing applica¬ 
tions. This definition focuses not so much on the internal 
technical aspects of the system’s architecture, but rather 
on an external perception of a system that provides for a 
direct communication among peers. 

To address the full range of P2P network applications, 
it is important to mention two characteristics of a dis¬ 
tributed system that qualify it as a peer-to-peer system. 
First, a P2P system must enable peer computers to share 
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their resources with possible assistance from some kind 
of a centralized authority. Peers actively participate in the 
overall functioning of the network by performing tasks 
that are intrinsic to the operation of a P2P system, such 
as storing and locating content, routing communication 
messages, and locating, querying, and responding to 
requests from other peers, etc. Central server(s), if any, 
usually have a secondary role in the P2P system operation, 
such as assisting peers to join the network and helping 
them locate and establish a connection with other peers. 
However, central servers play a much more prominent 
role in some P2P network applications, in particular, in 
massively parallel computing systems described later 
in this chapter. 

Second, P2P systems must be able to function effec¬ 
tively in conditions of varying network connectivity and 
constantly changing population of peers. A P2P system 
must be fault-tolerant and self-organizing by design, 
which requires having a network topology that will be 
adaptive to transient nodes and network connection 
failures (Androutsellis-Theotokis and Spinellis 2004). 

HISTORICAL ROOTS OF P2P 
APPLICATIONS 

Although the term peer-to-peer may be relatively new, 
the Internet itself was essentially conceived around the 
very same concept. In the 1960s, the main objective of 
ARPANET, the precursor to the Internet of today, was to 
effectively share computational resources scattered 
around the country. The underlying challenge was to en¬ 
able communication among computers situated in the 
existing and future heterogeneous networks by introduc¬ 
ing a sort of unified communication infrastructure among 
peer computers with equal rights (Minar and Hedlund 
2001). Despite the fact that the early Internet was designed 
as a network of equal peers, the two original “killer apps” 
of the Internet, file transfer protocol (FTP) and Telnet, fol¬ 
lowed client/server architecture: a Telnet client could log 
on to a server computer, while an FTP client could up¬ 
load files to or download files from a server. Despite this, 
the overall communication patterns in the early Internet 


were symmetric, and any peer could act as a client and as 
a server. Furthermore, many network applications and 
services built years ago were based on the fundamental 
principles of P2P architecture; such examples including 
Usenet newsgroup server network, domain name system 
(DNS), and border gateway protocol (BGP) interdomain 
routing. 

Usenet Server Network 

Originally conceived in 1979—a decade prior to the World 
Wide Web, Usenet is a long-surviving fixture on the In¬ 
ternet scene that was designed to facilitate a discussion- 
based message exchange between users. The early version 
of Usenet was designed as a "poor man’s ARPANET” and 
built on top of UUCP (Unix to Unix copy protocol), which 
uses different types of physical and link-layer connections 
between two computers. In 1985, the network news trans¬ 
fer protocol (NNTP) was introduced to transmit Usenet 
traffic over TCP/IP. Although almost all of today’s Use¬ 
net traffic is transported over the Internet, most Usenet 
messages (called “articles”) still carry some UUCP-specific 
headers. The content of Usenet articles had evolved as 
well. Originally designed to carry exclusively text articles, 
the vast majority of the volume in Usenet traffic today is 
composed of binary hies—images, MP3 hies, videos, and 
software applications. Usenet articles are organized into 
newsgroups logically separated into hierarchically or¬ 
ganized topics. For example, microsoft.public.xbox and 
microsoft.public.xbox.halo are two newsgroups within 
the microsoft.public hierarchy dedicated to Xbox and its 
Halo game, respectively. Figure 1 and Figure 2 show a 
part of the microsoft.public.xbox.* hierarchy displayed 
using the Xnews newsgroup reader and Google Groups. 
Usenet newsgroups are maintained and distributed over 
a network of NNTP servers. An NNTP server can join the 
Usenet network by establishing a connection with at least 
one other NNTP server, referred to as a newsfeed. The ad¬ 
ministrators of an NNTP server have control over which 
newsgroups their server carries and may decide how 
long different types of articles are to be retained. Today, 
newsgroups are hooded with sexually oriented and illegal 
content and therefore, some servers do not carry all of 


Figure 1 : Xnews, a newsgroup 
reader software, displays a partial 
list of the microsoft.public.xbox 
newsgroup hierarchy. 
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Figure 2: Google Groups can be used to access current and archived articles from virtually all Usenet newsgroups. 


the available newsgroups. The alt.binaries.* newsgroup 
hierarchy carries almost exclusively this type of content; 
according to some sources, it is accountable for over 99% 
of all Usenet traffic volume. 

A user can subscribe to a newsgroup carried by a given 
NNTP server, for example news.snet.sbcglobal.net. When 
the user posts an article to a newsgroup, initially it is 
available only on that server. However, during the com¬ 
munication with its newsfeed(s), the new article propa¬ 
gates to other servers and eventually reaches all NNTP 
servers that are subscribed to the newsgroup to which 
that article was posted. Many modern P2P network appli¬ 
cations function using a similar principle: a content item 
is copied from one peer to another peer that is interested 
in receiving it. In a typical P2P system, however, a given 
content item is not copied by all peers, but only by those 
peers that request that item. The principle of content rep¬ 
lication in Usenet may seem inefficient given the existing 
network bandwidth capabilities, but it is inherited from 
the days when network connectivity was slow and not 
constantly available. 

Usenet is completely decentralized both from the tech¬ 
nical and from the organizational point of view. There 
is no central or coordinating server in the NNTP server 
network—instead, all NNTP servers have equal rights 
and differ mainly in the list of newsgroups they carry. 
The process of adding new newsgroups is controlled by a 
democratic voting process in a special news.admin news- 
group. Newsgroups in the alt.* hierarchy are an excep¬ 
tion because they can be created by anybody at any time. 
Each NNTP server implements its own set of policies, 
yet the Usenet network as a whole functions through the 
cooperation of the entire community. Most existing P2P 
systems are either completely or partially decentralized 
using the same technical and organizational principles. 
A true P2P system operates without the need for a central¬ 
ized server; most existing content-sharing P2P systems 
allow its users decide which content items are available 
to other peers on the network. There are, however, some 


exceptions to these principles. For example, Freenet, a 
decentralized P2P data storage system aimed at fighting 
censorship (discussed later in this chapter), is designed to 
disallow any control over the content stored on the indi¬ 
vidual peer computers. 

Domain Name System 

Domain name system (DNS) is a vital component of the 
Internet because it provides functionality for associat¬ 
ing hard-to-remember numeric IP addresses (such as 
208.215.179.146) with easy-to-remember domain names 
(such as www.wiley.com). DNS was originally introduced 
in 1983 to support several thousand hosts, and it scaled 
extremely well to supporting hundreds of millions of hosts 
that exist today on the Internet. For a full description of 
DNS functionality, refer to Chapter 81 of this book. DNS 
has many features inherent to P2P systems. As DNS re¬ 
quests are propagated from one DNS host to the other, 
each host may act both as a client and as a server, which 
very closely resembles the peer concept in a P2P system. 
Caching replies to queries at each host helps the efficient 
scaling of DNS network. Any DNS host can query any 
other DNS host as may be necessary to resolve a given 
query, just like in P2P applications when a given peer can 
establish a connection with any other peer. Results of DNS 
queries are cached in each DNS host through which these 
result pass—P2P file sharing and distributed storage ap¬ 
plications often use a similar method for replicating data. 

P2P NETWORK APPLICATIONS 
FOR COMMUNICATION AND 
COLLABORATION 

P2P systems are widely used for enabling direct and usu¬ 
ally real-time communication and collaboration among 
peers. Early implementations of such systems include 
chat and instant messaging (IM) applications (ICQ [I seek 
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Figure 3: Psi is a Jabber-based IM client. 


you] and a wide range of other systems developed by 
AOL, Yahoo, and MSN that copied the concept). These 
communication systems may be viewed as brokered P2P 
systems that are facilitated by one or more central servers 
used for managing an addressing system and for provid¬ 
ing a unique identification for each peer. Other P2P com¬ 
munication and collaboration network applications that 
go far beyond basic instant messaging include Jabber, 
Skype, and Groove, which are discussed below. 

Jabber 

The Jabber project started in 1998 as a platform to 
enable interoperability among many incompatible IM 
applications and protocols (Miller 2001). With a first ma¬ 
jor release of software to the public in 2000, this project 
resulted in the development of XML-based open source 
extensible messaging and presence protocol (XMPP) used 
for instant messaging and managing presence informa¬ 
tion (which conveys a user’s availability and willingness 
to engage in online communication). Today, according to 
Jabber Software Foundation (Jabber 2006), the Jabber 
platform and XMPP is used by over ten million people 
throughout the world. 

The Jabber platform is decentralized and does not re¬ 
quire a single central server, although a server is required 
to create an XMPP-based network. Jabber Software Foun¬ 
dation runs a public server at Jabber.org, and there are a 
large number of regional Jabber networks in many coun¬ 
tries, each with its own server(s). In fact, any individual 
or a company can run a Jabber server to create his or 
her own public or private Jabber networks. An attractive 
feature of the Jabber platform is that all these networks 
are interoperable—that is, peers connected to different 
Jabber servers can still communicate with one another. 
In contrast, traditional IM platforms, such as MSN Mes¬ 
senger or AOL Instant Messenger are built around a 
central server and are not interoperable. Jabber allows its 
users not only to communicate with other peers on Jabber 
networks, but also with those connected to other popular 
IM systems through a number of specialized server-based 


gateways, as if they were also on a Jabber network. The 
Jabber Web site provides a very long list of XMPP-based 
clients available for various operating systems that en¬ 
able users to connect to Jabber platform; Figure 3 shows 
Psi, free Jabber-enabled IM client software. 

A combination of the voice over IP (VoIP) and IM sys¬ 
tems, Google Talk was introduced in August 2005. Google 
Talk uses XMPP to implement its IM functionality, but 
currently it does not support server-to-server communi¬ 
cation. This implies that any Jabber client can connect to 
the Google Talk server, but it becomes limited to commu¬ 
nication only with Jabber clients that are also connected 
to the same server, since Google Talk requires a special 
account based on a g-mail address. Google plans to even¬ 
tually make Google Talk interoperable with other Jabber 
networks. 

Skype 

First released to the public in August 2003, Skype (2006) 
is a proprietary P2P VoIP network founded by Niklas 
Zennstrom and Janus Friis, the creators of Kazaa. Un¬ 
like many other VoIP systems, Skype usually works well 
over different types of network connections, including 
network address translation (NAT) and firewalls, which 
makes it especially attractive to home users. Calls within 
the Skype network are free; paid services include call¬ 
ing regular telephone numbers for a relatively low per- 
minute fee, and receiving calls from regular phones and 
using voicemail on a subscription basis. To join the Skype 
network, the user needs to download free Skype software, 
which is currently implemented for Windows, Mac OS X, 
Pocket PC, and Linux. A Windows-based Skype client is 
shown in Figure 4. 

The Skype network uses P2P architecture by routing 
all calls through other Skype peers as well as distributing 
its user directory among the peers on the network. Skype 
peers connected without NAT usually see an increase in 
usage of their processor and network bandwidth as they 
are being used to route calls of other Skype users. In fact, 
in September 2005, Skype usage was essentially banned 
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in French public universities and research institutions, 
possibly due to excessive usage of the bandwidth capaci¬ 
ties that are widely available at such organizations. 

Skype code and protocols are closed source, and the 
company indicated that it has no plans of making them 
public. Skype effectively uses strong encryption to secure 
all aspects of its traffic, including session establishment 
and call data streams, all user log-ins are certified by a 
public key server, and its built-in file transfer capabilities 
are open to common antivirus tools. 

The quality of voice calls made with Skype varies from 
excellent (better than traditional telephony) to almost 
unusable. Usual drawbacks include a time lag of about 
0.5 second but sometimes up to 2 seconds due to low band¬ 
width and/or excessive P2P routing, and dropped calls. 

Skype P2P architecture has proven to be able to scale 
up easily—Skype indicates that as of January 2006 their 
software has been downloaded over 230 million times, 
there are over 60 million users (about a half of them in 
Europe, a quarter in Asia, and about 10 percent in North 
America, according to statistics from Skype Journal 
(Skypejournal 2006), and there are over three million us¬ 
ers concurrently using Skype network. 

In September 2005, eBay acquired Skype for over 
$2 billion. Many believe that such an astronomical 
amount is justified because this acquisition enables eBay 
to tap into the Skype user base, whose majority resides 
outside the current geographic pool of eBay’s users, who 
are located mostly in North America. In late 2005, Skype 
2.0 was released with a capability to make video calls to 
other Skype users as a major new feature. 

Groove 

Groove Networks was founded in 1997 by Ray Ozzie, the 
creator of Lotus Notes (Groove 2006). The company’s prod¬ 
uct, Groove (currently marketed as Groove Virtual Office) 


Figure 4: Skype is a P2PVolP network application. 

is a P2P groupware system; using this system, a team of 
collaborators (peers) may form ad hoc shared workspaces 
used to exchange messages, documents, applications, and 
relevant data—all related to a group project, as shown in 
Figure 5. Groove allows its peers to collaborate equally 
well regardless of the type or characteristics of their net¬ 
work connection: they can be behind a firewall or NAT; 
they can be on a corporate LAN, broadband connection, 
or dialup; and they can be always on or have an intermit¬ 
tent network connection. 

Groove supports two key features that enable collabo¬ 
ration—security and synchronization. In effect, shared 
spaces created in Groove are instant virtual private 
networks. Groove requires each peer to have an account 
residing on a local computer. Groove's underlying philos¬ 
ophy stresses the idea that a peer can access their shared 
collaboration spaces from different computing or com¬ 
munication devices; therefore many identities may be 
associated with one peer account. At the same time, a sin¬ 
gle peer may have multiple identities that can be used in 
different shared workspaces. All messages exchanged by 
peers are authenticated and encrypted and usually do not 
contain entire documents. Groove uses "delta messages" 
representing incremental changes in a document, shared 
workspace, or its parameters—for example, a delta mes¬ 
sage could contain an individual keystroke. One of the 
objectives of Groove is to eliminate the human factor in 
enforcing strong security, since the vast majority of se¬ 
curity failures are caused by a human oversight or error. 
Therefore, Groove provides strong security by default, 
offering very few security-related configuration options 
to its peers. 

Groove’s shared workspaces can be created by individ¬ 
ual peers as well as by those working in the organizational 
frameworks of an enterprise. To support this, Groove of¬ 
fers a fully decentralized P2P communication mode and 
also provides means of incorporating enterprise-level 
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servers into its infrastructure (Groove 2005). In an enter¬ 
prise environment, a range of servers is used by Groove: 
Enterprise Relay Server, supporting communication be¬ 
tween Groove peers when a direct P2P communication 
cannot be established; Enterprise Data Bridge, providing 
integration between different workspaces and external 
systems’ and Enterprise Management Server, supporting 
centralized control over licenses, security policies, and 
other administrative activities. Even if one or more of the 
central servers fail or if they do not exist at all, peers on a 
Groove network can still communicate and execute com¬ 
plex group tasks. 

In March 2005 Groove Networks was acquired by 
Microsoft, and Ray Ozzie became one of Microsoft’s three 
Chief Technical Officers. 

P2P NETWORK APPLICATIONS FOR FILE 
SHARING 

File-sharing applications brought P2P technology into the 
focus of public attention. The basic principle of file shar¬ 
ing is to copy a file from one computer to another using 
a direct network connection between the two computers. 
Gradually, P2P network applications took this concept to 
an entirely new level, from using Napster servers to help 
find computers with the right files to using swarm down¬ 
loads in BitTorrent and ED2K (eDonkey2000) networks. 

Despite frequent and numerous claims by the record 
industry that file sharing over P2P networks is the main 
cause of the decline in music sales, current research in¬ 
dicates that the real economic impact of file sharing is 
moderate at best (Oberholzer-Gee and Strumpf 2005). 
Although many sources disagree on the percentage 
figure, it remains a clear consensus that the vast majority 
of media distributed over P2P file sharing networks is 
copied illegally. However, there is a growing number of 


legal uses of P2P file sharing networks: large volumes of 
open source software are distributed as compact disk 
(CD) images; unsigned music bands use P2P networks 
to publish their music; some gaming software publishers 
distribute updates to their products; and Peter Jackson’s 
video documentaries on the making of “King Kong” were 
officially distributed via BitTorrent. 

Napster 

The original Napster was released by Shawn Fanning in 
June 1999. Specializing exclusively in MP3 music files, 
this service provided an easy method of locating comput¬ 
ers with MP3 music files to those people who wanted to 
download them, as shown in Figure 6. Napster used only 
filenames to identify the content of each file, which of¬ 
ten led to misrepresentation of the content being down¬ 
loaded. At the time when Napster became vastly popular, 
the only ways to obtain an MP3 file was either to copy it 
from someone else or to rip it from a CD yourself; there¬ 
fore, all file sharing activities conducted using Napster 
were considered illegal by major music recording compa¬ 
nies, since no royalties were paid. Nevertheless, the use 
of Napster proliferated, reaching 50 million of registered 
users in January 2001 (Miller 2001), as users found many 
justifications for using the service. Many people wanted 
to have just one or two songs from otherwise worthless 
albums; others praised the service for allowing them to 
download songs that were difficult to obtain, such as old 
records and bootleg concert recordings. 

Napster software allowed users to share their MP3 
files with other Napster peers while providing capabili¬ 
ties to search for and download MP3 files from these 
peers. Napster servers maintained information about 
all peers connected to the network at any given moment 
and about the files these peers were sharing. To down¬ 
load a file, a Napster peer had to search the server for a 
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Figure 6: Napster was used to help locate computers with MP3 files available for download. 


given artist and/or title (as represented by the name of the 
shared file) and then select a single peer that had this file 
from the list of results returned by the server. Once the 
peer with the needed MP3 file was identified, the two 
Napster peers established a direct connection and the hie 
was copied. In fact, Napster architecture is very similar to 
that of most IM networks, which have central servers that 
maintain a list of active peers and help establish a direct 
connection between the peers. 

Strong reliance on a central server made the Napster 
network not only technically vulnerable by creating a sin¬ 
gle point of failure, but it also enabled major copyright 
holders to mount a successful legal attack again Napster. 
Since Napster servers maintained a complete list of songs 
being traded, it was easy to prove in court that Napster as 
a company was aware of the copyright infringement. De¬ 
spite numerous offers of settlement, Napster network was 
completely shut down in July 2001 to comply with court 
orders. Eventually, the Napster brand was acquired by 
Roxio Inc. at bankruptcy auction, which later launched a 
subscription-based music service, Napster 2.0. 

Despite its flaws, Napster helped spark a widespread 
interest in and awareness of P2P network technology. 
It also helped create a new market for music services, 
which is currently dominated by Apple’s iTunes. Most im¬ 
portantly, Napster's demise did not leave a void; instead it 
was quickly filled with other more advanced P2P systems 
used not only for file sharing, but also for many other 
purposes described later in this chapter. 

Kazaa 

Kazaa (Kazaa 2006) and its FastTrack protocol were 
introduced by Niklas Zennstrom and Janus Friis in 


March 2001, several months before the complete shut¬ 
down of the Napster network. Similar to Napster, Kazaa 
Media Desktop (shown in Figure 7) and other FastTrack 
clients allowed users to join a P2P network to share files. 
Unlike Napster, the FastTrack protocol does not make 
any limitations on the types of shared files, allows down¬ 
loading from multiple sources, and does not use a central 
server. The FastTrack protocol is proprietary and uses 
encryption for some parts of its functionality; however, 
some successful attempts have been made to reverse- 
engineer the unencrypted part of the FastTrack protocol. 

If a powerful computer runs Kazaa or another Fast- 
Track peer on a high-bandwidth connection, it usually 
automatically becomes a supernode on the FastTrack 
network. Each FastTrack peer has an updatable list of 
known supernodes, one of which is contacted when the 
client starts. Upon a successful contact, the client updates 
its list of currently active supernodes. The peer picks one 
of the supernodes as “upstream,” through which all fu¬ 
ture search requests will be routed; it then uploads a list 
of shared files to its upstream. To facilitate downloading 
from multiple peers, unlike Napster, FastTrack does not use 
filenames to distinguish between different hies. Instead, 
FastTrack uses the UUHash, a very fast, but unreliable 
hashing algorithm. UUHash uses a relatively small per¬ 
centage of the hie to produce its hash value, which allowed 
the Recording Industry Association of America (RIAA) 
and others to distribute fake and corrupt hies on this P2P 
network (Oberholzer-Gee and Strumpf 2005). The most 
famous incident occurred in April 2003, when a number 
of full-length MP3 hies with songs from the “American 
Life” album by Madonna appeared on the FastTrack net¬ 
work. These hies started with less than a minute of the 
actual song material and then contained a recording of 
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Figure 7: Kazaa allows users to search the network for various media files. 


Madonna asking the listener “What the [expletive] do you 
think you are doing?” 

Soon after the release of Kazaa Media Desktop, its 
distributor company was sued in the Dutch court. As a 
result, Kazaa was sold to a complex network of offshore 
companies in the South Pacific, primarily to Sharman 
Networks, based in Australia. Subsequently, Kazaa 
and manufacturers of other FastTrack-based software 
(Grokster) were sued by the RIAA, the MPAA (Motion 
Picture Association of America), the Australian Record 
Industry Association (ARIA), and MGM Studios. As a 
result of a long sequence of court rulings and appeals, 
many manufacturers of FastTrack applications have ei¬ 
ther closed, stopped distributing their software, or an¬ 
nounced plans to establish new services that are free of 
copyright infringements. According to the Web site Slyck. 
com (Slyck 2006), the FastTrack network has been stead¬ 
ily losing ground since its peak in 2003, because of con¬ 
stant legal battles, including RIAA lawsuits against P2P 
users allegedly downloading copyrighted material, and 
simply because some FastTrack software plagues host 
computers with scores of malware. As of January 2006, 
Slyck.com data indicate that FastTrack has 1.9 million 
concurrent users on average. 


Gnutella 

Gnutella (Kan 2001) was developed by Justin Frankel 
and Tom Pepper, cofounders of Nullsoft and creators 
of the Winamp media player; it was released in March 
2000, several months after Nullsoft was acquired by AOL. 
Gnutella client software was available on the AOL Web 
site for only one day, after which AOL removed the soft¬ 
ware from the Web site and prohibited Nullsoft from 
developing the project any further. Thus, the original 
Gnutella source code was never released, although its 
developers planned to do so. However, many copies of 
Gnutella software were downloaded; soon, the Gnutella 
protocol was reverse-engineered and made publicly avail¬ 
able. Today, Gnutella is an evolving open protocol for P2P 
file sharing with a large number of existing peer software 
for Gnutella servents (sewer and client). Limewire, shown 
in Figure 8, is one of the most popular file-sharing appli¬ 
cations using Gnutella. 

Unlike the FastTrack protocol, which requires at least 
one supernode to form a network, Gnutella was origi¬ 
nally designed as a protocol to build fully decentralized 
P2P file sharing networks of equal peers. In order to 
improve its scalability as the popularity of the protocol 
grew, Gnutella was later modified to include supernodes 
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Figure 8: Limewire is one of the most popular P2P file-sharing applications based on the Gnutella protocol. 


referred to as ultrapeers responsible for managing search 
requests of other peers. To join the network, a Gnutella 
peer must find at least one other peer (neighbor) already 
connected to the network. There are many ways of find¬ 
ing such neighbors: some Gnutella software comes with 
a list of possibly working peers, there are Web sites 
with such lists, and finally, Internet relay chat (IRC) chan¬ 
nels or word of mouth can be used to obtain the IP ad¬ 
dress of a working Gnutella peer. Once connected, a new 
Gnutella peer receives a list of other working nodes from 
its new neighbor, and in this fashion it can form a “neigh¬ 
borhood” of a certain number of peers it is connected to, 
up to a certain user-specified limit. 

In the original Gnutella protocol, when a peer sends 
a search query, it floods the network with the search re¬ 
quest: the peer sends the query to its neighbors; each 
neighbor passes it on to its neighbors, unless it can pro¬ 
vide the specified file. If the peer with the sought file is 
not behind a firewall, it contacts the sender of the search 
request directly, and they negotiate the file transfer. Oth¬ 
erwise, the response is sent back along the route of the 
original request. If the requestor peer finds more than 
one peer with the sought file, it can download the file si¬ 
multaneously from multiple peers, which increases the 
download speed. 

In newer versions of the Gnutella protocol, search 
requests are routed among ultrapeers. However, search¬ 
ing the Gnutella network is not always fast or reliable. 
Since many Gnutella peers reside behind firewalls and/or 
have network connections with limited bandwidth (e.g., 
uplink bandwidth of most residential asymmetric dig¬ 
ital subscriber line (ADSL) connections is several times 
less than the downlink bandwidth), and because many 


peers do not stay connected to Gnutella network for a 
long time, most search requests reach far less than half of 
the network. At the same time, because of complete de¬ 
centralization, the Gnutella network is extremely difficult 
to shut down—it will continue to exist as long as there 
are at least two peers. Slyck.com statistics (Slyck 2006) 
indicate that the population of the Gnutella network has 
been steadily growing, and it reached, on average, over 

2.2 million daily users in January 2006. 

eDonkey 

The eDonkey2000 (ED2K) protocol was originally de¬ 
signed for the eDonkey2000 P2P file-sharing application 
developed and distributed by a New York-based com¬ 
pany, MetaMachine. eDonkey2000 is a closed source soft¬ 
ware, and as of September 2005 it is no longer supported. 
Upon receiving a cease-and-desist letter from the RIAA, 
Sam Yagan, CEO of MetaMachine, said in his testimony 
at the U.S. Senate Judiciary Hearing on the future of P2P 
that MetaMachine is “in the process of complying with 
[RIAA’s] request” and that his company intends to “con¬ 
vert eDonkeys user base to an online content retailer op¬ 
erating in a closed P2P environment.” However, following 
these events, there was no change in the dynamics of the 
ED2K network population reported by Slyck.com—ED2K 
remains the most popular and steadily growing P2P file¬ 
sharing network, with a current average population of over 

3.3 million concurrent users, as of January 2006 (Slyck 
2006). One of the major reasons for the ever-growing 
popularity of ED2K network is the versatility of the open 
source protocol, allowing its peers to download multi¬ 
ple files from multiple peers simultaneously, and wide 
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Figure 9: eMule is the most popular software used to access ED2K file-sharing network. 


availability of alternatives to eDonkey2000 also support¬ 
ing the ED2K protocol; eMule, shown in Figure 9, is one 
of the more popular ED2K applications (eMule 2006). 

The ED2K protocol is well suited for fast downloads of 
large files, such as full-length movies, software, games, and 
CD images. Files greater than 9.8 Mb are split into chunks, 
which can be shared with other peers before the entire 
file is downloaded. By doing this, ED2K forces the peer 
downloading the file to share it with others, which greatly 
enhances the availability of files in this network. Each 
ED2K peer maintains a queue of other peers wishing to 
download a chunk of a given file. To speed up the distrib¬ 
uting of files across the network, each peer usually gets 
to download the chunk that the fewest other peers have. 
ED2K clients also have built-in mechanisms that help 
reward peers with high upload/download ratios, as they 
are given higher priority in the queue. Each file in the 
ED2K network is identified by an MD4 hash checksum 
computed for each chunk individually and then hashed 
once again to obtain the checksum for the entire file. 

To join the network, an ED2K peer needs a server, 
which facilitates all network requests of a peer. At any 
given moment, an ED2K peer can find hundreds of run¬ 
ning servers supported by volunteers. ED2K servers main¬ 
tain a list of currently connected clients and checksums 
of the files they share; they also route search requests 
among each other. To overcome the dependency on the 
server, MetaMachine developed an alternative protocol— 
Overnet—that routes search requests among peers; the 
open source community of eMule developers created a 


similar but incompatible protocol called Kademlia (usu¬ 
ally referred to as Kad). It has been a trend to integrate 
at least two or more of the above protocols in a single 
client. For example, the latest available version of eDon- 
key2000 also supports BitTorrent (discussed later in this 
chapter) and allows a synchronized downloading of a file 
using BitTorrent, ED2K, and Overnet networks simulta¬ 
neously. Together with the user-supported rating system, 
this helps eliminate fake and mislabeled files, which have 
become a significant problem for other P2P file-sharing 
networks, such as FastTrack. 

According to data from Slyck.com (Slyck 2006), as of 
January 2006, among all P2P file sharing networks, ED2K 
was the most popular network, with over 3.5 million of 
concurrent users, on average. 

BitTorrent 

The concept of BitTorrent was developed by Bram Co¬ 
hen, who released its first version in 2002. BitTorrent is 
an open protocol for a P2P file-sharing network; the same 
name is also used by the software, shown in Figure 10, 
developed by the protocol’s inventor (BitTorrent 2006). 

The overall functionality of BitTorrent protocol is sim¬ 
ilar to that of ED2K. Compared to ED2K, there are fewer 
files available to download on the BitTorrent network, 
but the download speeds are usually higher. However, un¬ 
like other P2P file-sharing networks, including ED2K, in 
which peers typically download multiple files at the 
same time, BitTorrent has been designed specifically to 
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to download one file at a time. 


download a single file from multiple peers at the same 
time. Similar to ED2K, files distributed in the BitTor¬ 
rent network are downloaded in small segments (usually 
about 256kB). A peer (referred to as seeder) that wishes 
to start distributing a file (a torrent) must create a special 
.torrent file that contains information about the shared 
file (its name, size, hash value of every segment) and the 
address of a tracker server responsible for coordinating 
the swarm (an ad hoc network of seeders and peers shar¬ 
ing the same torrent). The tracker server usually does not 
reside on the same computer as the seeder and is respon¬ 
sible only for updating the information about which tor¬ 
rent segments are available from which peers. Just like in 
the ED2K network, peers who have not completed down¬ 
loading a torrent are forced to share the downloaded 
segments with other peers. Peers that complete the down¬ 
loading of a torrent may opt to become seeders of that 
file. If all seeder peers of a given torrent are no longer 
online, even if there are peers that have its complete copy, 
new peers will not be able to start downloading that file. 
However, all peers that start downloading the torrent will 
eventually complete it, as long as there is at least one dis¬ 
tributed copy of that file. 

Unlike most P2P peer software, Cohen's BitTorrent 
peer program does not have a built-in search feature. To 
start downloading a file, a user of the BitTorrent network 
needs to locate a .torrent file. These are usually listed on 
specialized Web sites providing a search capability, sent by 
e-mail, or posted in corresponding Usenet newsgroups. 

BitTorrent facilitates distribution of large amounts of 
data among a large number of peers in a relatively short 
time. Because of its features, among all P2P file-sharing 
networks, BitTorrent has been the most popular with pi¬ 
rates to distribute copyrighted material such as recent 
Hollywood movies. BitTorrent proponents argue that the 
network is not well suited for illegal file downloads: there 
are no good search facilities, seeder hosts of illegal files 
can be easily identified, and there are many ways that 
BitTorrent can be used for legal purposes—e.g. for dis¬ 
tribution of large volumes of open source software. In 
fact, many BitTorrent search Web sites have been shut 
down under the threat of lawsuits or voluntarily. Despite 
a strong official antipiracy stance by Bram Cohen, in May 
2005 he released a new version of BitTorrent that elimi¬ 
nates the need for tracker servers (thus making it much 
easier to distribute files) and updated the BitTorrent Web 
site to add a search feature that makes it much easier to 
locate both legal and illegal files. 


Although it is more difficult to gauge the population 
of concurrent users of BitTorrent (Pouwelse et al. 2005), 
it is estimated that their numbers reached over 2 million 
in early 2006. 

P2P NETWORK APPLICATIONS FOR 
DISTRIBUTED STORAGE 

With the falling costs and growing capacity of hard drives, 
the primary concern of P2P network applications for dis¬ 
tributed storage is not to gain additional space, but instead 
to store data in a distributed fashion to secure it against 
local failures and censorship. In the past, censorship- 
resistant P2P systems such as Freenet and Free Haven re¬ 
ceived a lot of publicity. According to the Web site of the 
Free Haven project, since 2002 it has been put on the back 
burner until some major implementation issues are re¬ 
solved. Freenet is discussed below; this system is actively 
used by a relatively large community, although there is a 
controversy regarding the kinds of data available through 
this system. OceanStore, an academic project for reliable 
distributed document storage is also presented. 

Freenet 

The idea of what would eventually become Freenet was 
originally described by Ian Clarke in a paper written in 
1999 and published a year later (Clarke et al. 2000). Clarke 
and a number of volunteers released the first version of 
this open source system in March 2000 (Freenet 2006). 
Since censorship may manifest itself by removing objec¬ 
tionable documents or punishing those who read, write, 
or distribute them, the primary objective of Freenet is to 
provide a censorship-resistant avenue for communica¬ 
tion in an anonymous environment. 

Freenet is a true P2P system, which has no central 
servers; therefore, it cannot be controlled by any individ¬ 
ual entity. Peers in the Freenet network are responsible 
for secure storage of documents as well as processing and 
routing of document search queries from other peers. 
Each document available through Freenet is identified by 
a hash key, which is used in the key-based routing algo¬ 
rithm used by Freenet to locate documents. If the doc¬ 
ument exists, this algorithm finds the peer hosting the 
document that is the closest to the peer requesting 
the document. The distance between peers is measured 
in the number of peers that the request has to traverse. 
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Each peer on the Freenet network forms a small list of 
trusted neighbor peers. Each neighbor in the list is also 
assigned certain metrics that indicate the neighbor’s past 
performance in retrieving documents based on different 
keys. Unlike Gnutella’s network-flooding search algo¬ 
rithm, these metrics are used by Freenet peers to choose 
the neighbor through which a document search request 
is routed. A mechanism is in place to choose alternative 
neighbors to avoid loops in the search path. Each request 
also has a "hops to live” value that determines the maxi¬ 
mum number of peers it can traverse before being termi¬ 
nated. A peer receiving a search request from its neighbor 
checks whether it has the sought document, and if so, it 
returns the document to that neighbor, which, in turn, 
forwards it to its original destination along the path of 
the request. To support anonymity, Freenet peers are not 
aware whether their neighbor requesting a document 
is the original requester or whether it has simply passed 
the request along. Peers may retain a copy of documents 
that pass through them, which makes the network more 


resistant to censorship, as it makes it impossible to trace 
the origin of the document. 

Freenet uses the same routing algorithm to insert 
new documents into its distributed data store. First, a 
search request is made for a document that does not exist 
yet. When the request fails, a new document is propa¬ 
gated along the same path as that search request, which 
ensures that the document is stored in the same peers 
that future search requests for that document will 
traverse. 

The request routing algorithm and architecture of 
Freenet results in a situation in which popular docu¬ 
ments are stored at more peers located closer to where 
requests for these documents are made. This makes it 
virtually impossible to remove a popular document from 
the network. Since all documents stored at Freenet peers 
are encrypted, users of the Freenet may not know what 
documents they are hosting on their computers. Freenet 
can be accessed using its Web-based interface, as shown 
in Figure 11. 






164 


Peer-to-Peer Network Applications 


There is no easy way to determine what content 
is being actually stored on Freenet, since the network is 
designed to make such identification extremely difficult. 
Some estimates indicate that the majority of text infor¬ 
mation on Freenet is drug-related and the majority of all 
images are pornographic. Proponents of Freenet say that 
in order to maintain a true freedom of speech, one needs 
to be tolerable to the views of others, however question¬ 
able or unpleasant they may be. 

OceanStore 

OceanStore is an academic project led by John 
Kubiatowicz from UC Berkeley (Kubiatowicz 2003); as 
of January 2006 it was still largely under development, 
although a functioning prototype was available (Ocean- 
Store 2006). As with many P2P network applications for 
distributed storage, the main idea behind OceanStore is 
to replace storage on local hard disks with secure and 
redundant storage distributed across multiple computers 
spanning the entire Internet. 

The objective of OceanStore is to provide highly avail¬ 
able, consistent, and durable data storage utility built on 
top of an unreliable infrastructure of untrusted peers. 
OceanStore implements its objectives by replicating data 
over multiple storage locations, using decentralized ob¬ 
ject location and routing algorithms, and using strong 
cryptography. Documents inserted into OceanStore are 
split into multiple redundant segments, which are dis¬ 
persed across the network. There are multiple copies of 
each segment stored in the network; even if some of these 
segments cannot be retrieved, the entire document can 
still be reconstructed. Developers of OceanStore claim 
that their system can scale well into millions of peers 
and that the documents inserted into the system will be 
kept there forever. 

OceanStore is enabled by Tapestry, a P2P overlay net¬ 
work used for scalable, reliable, and location-independent 
message routing that provides decentralized object loca¬ 
tion and routing (DOLR) functionality. Tapestry makes 
use of locality in message routing while maximizing mes¬ 
sage throughput and minimizing message latency (Zhao 
et al. 2004). Tapestry belongs to the same class of over¬ 
lay P2P networks as Chord (Stoica et al. 2001), Pastry 
(Rowstron and Druschel 2001), and CAN (Ratnasamy 
et al. 2001). These systems provide key-based routing 
(KBR) capabilities, supporting deterministic routing of 
messages to a network node associated with the destina¬ 
tion key. These systems also support higher-level inter¬ 
faces, such as decentralized object location and routing 
(DOLR) or distributed hash tables (DHT). DHT systems 
distribute the ownership of a set of keys among a number 
of participating nodes; they can efficiently route requests 
to the unique node that owns any given key. DHT systems 
are designed to scale well as the numbers of nodes grows 
and to be able to handle a large population of transient 
nodes that are prone to failures. 

A distinguishing feature of Tapestry (and thus of Ocean- 
Store) is that it takes into account the network distance 
when constructing its routing overlay and thus attempts 
to minimize the physical span of a given overlay hop. 
Tapestry achieves this by constructing and maintaining 


locally optimal routing tables. Unlike other DHT systems, 
Tapestry allows its applications to place content objects 
according to the application’s needs. Tapestry makes loca¬ 
tion pointers available through its P2P network to enable 
efficient routing to the content objects with a minimal 
network stretch; as a result, queries for nearby objects are 
typically satisfied in the amount of time proportional to 
the physical network distance between the query source 
and the closest replica of the content object. 

P2P NETWORK APPLICATIONS FOR 
MASSIVELY PARALLEL COMPUTING 

The P2P approach is similar to grid computing architec¬ 
tures in that both use distributed processing by means 
of pooling together geographically dispersed and het¬ 
erogeneous computing resources. Computational grids 
are primarily concerned with a coordinated distribution 
of computationally intensive tasks over a persistent and 
standardized service infrastructure. Designers of grid 
computing systems are also concerned with issues of seal- 
ability and fault tolerance, which will inevitably arise as 
computational grids grow to use an even larger number 
of processing nodes. Existing P2P systems are also con¬ 
cerned with the same issues, but their main focus lies in 
dealing with instability of a large population of transient 
peers. As mentioned earlier in this chapter, there is a 
growing trend among the developers of P2P network ap¬ 
plications to build interoperable systems that share com¬ 
mon protocols. As P2P systems continue to evolve and 
mature, one could expect a convergence of P2P and Grid 
approaches to build sophisticated network applications 
in the area of distributed computing, collaboration, and 
structured secure content distribution. These new archi¬ 
tectures will address the issues of recovery from failures, 
scalability, and self-adaptation while operating in a stand¬ 
ardized and persistent infrastructure. Today, however, “grid 
computing addresses infrastructure, but not yet failure, 
while peer-to-peer addresses failure, but not yet infra¬ 
structure” (Foster and Iamnitchi 2003). 

One category of currently existing P2P network appli¬ 
cations is sometimes classified as computational grids. 
Massively parallel computing systems make use of unused 
CPU cycles of geographically dispersed peers in order to 
solve a large computationally intensive task. A large com¬ 
puting task is broken down into relatively small units 
of work, which are distributed among the peers of such 
P2P systems. A common feature of these P2P systems is 
the presence of a central coordinating authority (a cen¬ 
tral server) responsible for breaking down and distribut¬ 
ing the computational task among peers and collecting 
(and sometimes processing) of the results. Existing mas¬ 
sively parallel computational systems include systems 
such as SETI@home (Korpela et al. 2001; SetiAtHome 
2006) and the upcoming Stardust@home (StardustAt- 
Home 2006) projects, both supported by the Space Sci¬ 
ence Laboratory at UC Berkeley; the currently terminated 
project Genome@Home (GenomeAtHome 2006) and the 
active Folding@Home (Folding-At-Home 2006; Larson 
et al. 2003) project, both supported by Vijay Pande of 
Stanford University, as well as other projects. Since many 
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Figure 12: BOINC-based software is used by SETI@Home project on a peer computer. 


of the P2P network applications for massively parallel 
computations share the same architectural principles and 
feature one sample system, only SETI@Home is discussed 
below. 

SETI@Home 

SETI@Home was launched in May 1999. The main ob¬ 
jective of SETI@Home (Search for Extraterrestrial Intel¬ 
ligence) is to analyze the radio-frequency data received 
from the Arecibo radio telescope in order to find evi¬ 
dence of intelligent radio transmissions from outer space. 
SETI@Home is said to be the largest distributed com¬ 
puting project, counting over five million participants 
throughout the world. 

Over 25 GB of data per day from the Arecibo telescope 
is recorded on high-capacity tapes and shipped to Berke¬ 
ley, where it is divided by time and frequency into 0.25- 
MB chunks of data distributed to individual peers of the 
SETI@Home network. Each peer runs a software client 
based on the BOINC (Berkeley Open Infrastructure for 
Network Computing) platform, as shown in Figure 12 
(Anderson 2004). Data received from the central servers 
of SETI@Home are processed by peers that perform a 
variety of mathematical tests, mostly based on discrete 
Fourier transforms; upon completion of the analysis, the 
results are sent back to the central server. SETI@Home 
peers are run exclusively by volunteers, who often set up 
teams altruistically competing against each other for the 


highest amount of work performed. SETI@Home peer 
software can run either as a screensaver or as a back¬ 
ground task and is available for all major operating sys¬ 
tems. According to the statistics provided by Boincstats. 
com (Boincstats 2006), as of January 2006, SETI@Home 
has the ability to compute over 200 TeraFLOPS while the 
combined computational power of all projects supported 
by the BOINC platform reaches over 300 TeraFLOPS. 


CONCLUSION 

P2P network applications have received a lot of media cov¬ 
erage and public attention in the recent years, primarily 
because of the legal implications of sharing copyrighted 
material. The concept of peer-to-peer architectures, how¬ 
ever, had been used long before that; in fact, the earliest 
uses of P2P principles could be traced to the very roots of 
the Internet. Today, P2P network applications are success¬ 
fully used in many areas, including hie sharing, desktop 
collaboration, data storage, and distributed computing. 
Some view peer-to-peer as a disruptive technology, but it 
received such a label primarily because of the legal prob¬ 
lems caused by P2P file-sharing applications. Although 
content traded on such networks remains largely pirated, 
they created a large and lively niche for legal media serv¬ 
ices providing consumers with a wide range of choices to 
purchase digital music and video content. Today, distrib¬ 
uted computing systems based on P2P technologies reach 
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computing capacities that are comparable to that of the 
fastest supercomputers in the world (Top500 2006). Ac¬ 
cording to the estimates of CacheLogic (CacheLogic 2006), 
60 to 80% of the consumer ISP network traffic is caused 
by P2P network applications. P2P technology has been 
successfully applied in VoIP applications, instant messag¬ 
ing, and other consumer and business-oriented areas, not 
to mention a large number of academic projects exploring 
innovative uses of P2P architectures. Today, it is becom¬ 
ing obvious that peer-to-peer technology is here to stay. 

GLOSSARY 

Client/Server: An architecture for network applications 
that separates the client (e.g., user interface) from the 
server (e.g., database). 

Extensible Messaging and Presence Protocol 
(XMPP): An XML streaming protocol, approved by 
the Internet Engineering Task Force for use in instant 
messaging and presence information. 

File Sharing: A practice of making a file available for 
others to download. 

Groupware: Software used to integrate the work on a 
single project by several individuals working at differ¬ 
ent computers. 

Instant Messaging (IM): The process of instant com¬ 
munication between two or more people. 

Malware: Derived from malicious software, which is 
designed to damage or cause harm to the computer 
or its user; refers to computer viruses, worms, Trojan 
horses, adware, spyware, etc. 

Network Address Translation (NAT): Enables multi¬ 
ple hosts on a private network to access the Internet 
using a single public IP address. 

Peer: A node in a peer-to-peer computer network acting 
both as a client and a server. 

Replication: Provision of redundant service (e.g., 
storage) to improve a system’s reliability and fault 
tolerance. 

Single Point of Failure: In system design, refers to a part 
of the system, which, if it fails, will cause a significant 
interruption in the service provided by the system. 
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Network Architecture. 
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INTRODUCTION 

Modem computing technologies have decentralized data- 
processing power in an unprecedented manner. An impor¬ 
tant implication is that user machines, be it a desktop com¬ 
puter or a handheld PDA (personal digital assistant), have 
data-processing power, in terms of instruction pro-cessing 
rate, amount of storage, and reliability, that was inconceiv¬ 
able merely a decade or two ago. Indeed, computing now oc¬ 
curs largely at the “edge” of networks. Network infrastructure 
systems have also made tremendous strides thanks to ever- 
improving communications technologies. Advancements in 
computing and communication, coupled together, enable a 
recent trend in a new form of distributed processing—peer- 
to-peer (P2P) computing (Roussopolos et al. 2004). 

As its name implies, P2P computing involves users (or 
their machines) on equal footing—there is no designated 
server or client, at least in a persistent sense. Every par¬ 
ticipating user can be a server and a client, depending on 
context. Some people have referred to this as a "democratic 
computing environment" (Androutselli-Theotokis and 
Spinellis 2004) because users are free from centralized 
authorities’control. This new paradigm of distributed com¬ 
puting has spawned many high-profile applications, most 
notably in file-sharing, such as: BitTorrent (Cohen 2003), 
Freenet (Clarke et al. 2000), Gnutella (http://gnutella.wego. 
com), and, of course, Napster (www.napster.com). 

The highly flexible features of P2P computing, such 
as a dynamic population (users come and go asynchro¬ 
nously at will), dynamic topologies (it is impractical, if not 
impossible, to enforce a fixed communication structure), 
and anonymity, come at a significant cost—autonomy, by 
its very nature, is not always in harmony with tight coop¬ 
eration. Consequently, inefficient cooperation or lack of 
cooperation could lead to undesirable effects in P2P com¬ 
puting. Among them, the most critical one is “free-riding” 
(Feldman and Chuang 2005) behavior. Loosely speaking, 
free-riding occurs when some users do not follow the pre¬ 
sumed altruistic cooperation rules, such as sharing files 
voluntarily, sharing bandwidth voluntarily, or sharing 
energy voluntarily, so as to benefit the whole community. 

Such altruistic sharing actions, presumably, would bring 
indirect and intangible (and even remote) returns to the us¬ 
ers. For instance, if everyone shares files voluntarily, every 
user would eventually benefit from the high availability of a 
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large and diverse set of selections. Unfortunately, there are 
some users that do not believe or buy in to such utopia-like 
concepts and would, then, “rationally” choose to just enjoy 
the benefits derived from the community, but not contrib¬ 
ute their own resources. 

To deter or avoid free-riding behaviors, the P2P com¬ 
munity has to provide some incentives—returns for re¬ 
source expenditure that are, more often than not, tangible 
and immediate. Such incentives would then motivate an 
otherwise selfish user to rationally choose to cooperate 
because such cooperation would bring tangible and 
immediate benefits. To mention an analogy, in human so¬ 
ciety, getting pay for our work is a tangible and immediate 
incentive to motivate us to devote our energy, which could 
otherwise be spent on other activities. Indeed, it is impor¬ 
tant for the incentive to be tangible so that a user can per¬ 
form a cost-benefit analysis—if benefit outweighs cost, 
the user would then take a cooperative action (Krishnana, 
Smith, and Telang 2003). It is also important for the in¬ 
centive to be immediate (though this is a relative concept) 
because any resource is associated with an opportunity 
cost in that if immediate return cannot be obtained from 
a cooperative action, then the user might want to save the 
effort for some other private tasks. 

To provide incentives in a P2P computing system, there 
are basically five different classes of techniques. 

1. Payment-Based Mechanisms: Users taking coopera¬ 
tive actions (e.g., sharing their files voluntarily) would 
obtain payments in return. The payment may be real 
monetary units (in cash) or virtual (i.e., tokens that can 
be redeemed for other services). Thus, two important 
components are needed: (1) currency and (2) account¬ 
ing and clearing mechanisms. Obviously, if the cur¬ 
rency is in the form of real cash, there is a need for a 
centralized authority, in the form of an electronic bank, 
that is external to the P2P system. If the currency is in 
the form of virtual tokens, then it might be possible to 
have a peer-to-peer clearing mechanism. In both cases, 
the major objective is to avoid fraud at the expense of 
significant overhead. Proper pricing of cooperative ac¬ 
tions is also important—overpriced actions would make 
the system economically inefficient while underpriced 
actions would not be able to entice cooperation. 
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2. Auction-Based Mechanisms: In some situations, in 
order to come up with optimal pricing, auctioning is an 
effective mechanism. In simple terms, auction involves 
bidding from the participating users so that the user 
with the highest bid gets the opportunity to serve (or to 
be served, depending on context). An important issue 
in auction-based systems is the valuation problem—at 
how much should a user set the bid? If every user sets a 
bid higher than its true cost in providing a service, then 
the recipient of the service would pay more than the 
service deserves. On the other hand, if the bids are too 
low, the service providers may suffer. Fortunately, in 
some form of auctions, proper mechanisms can be con¬ 
structed to induce bidders to bid at their true costs. 

3. Exchange-Based Mechanisms: Compared to payment- 
based and auction-based systems, exchange (or 
barter)-based techniques manifest as a purer P2P inter¬ 
action. Specifically, in an exchange-based environ¬ 
ment, a pair of users (or, sometimes, a circular list of 
users) serve each other in a rendezvous manner. That 
is, service is exchanged in a synchronous and stateless 
transaction. For example, a pair of users meet each 
other and exchange files. After the transaction, the two 
users can forget about each other in the sense that any 
future transaction between them is unaffected by the 
current transaction. This has an important advantage— 
very little overhead is involved. Most importantly, peers 
can interact with each other without the need for inter¬ 
vention or mediation by a centralized external entity 
(e.g., a bank). Furthermore, free-riding is impractical. 
Of course, the downside is that service discovery and 
peer selection (according to price and/or quality of 
service) could be difficult. 

4. Reciprocity-Based Mechanisms: Whereas pure barter- 
based interactions are stateless, reciprocity generally 
refers to stateful and history-based interactions. Spe¬ 
cifically, a peer A may serve another peer B at time t I 
and does not get an immediate return. However, the 
transaction is recorded in some history database (cen¬ 
tralized in some external entity or distributed in both 
A and B). At a later time t 2 > h, peer B serves peer A, 
possibly because peer B selects peer A as the client 
because of the earlier favor from A. That is, because 
peer A has served peer B before, peer B would give 
a higher preference to serve peer A. A critical prob¬ 
lem is how to tackle a special form of free-riding be¬ 
havior, namely the “whitewashing” action (i.e., a user 
leaves the system and rejoins with a different identity), 
which enables the free-rider to forget about his or her 
obligations. 

5. Reputation-Based Mechanisms: A reputation-based 
mechanism is a generalized form of reciprocity. Spe¬ 
cifically, while a reciprocity record is induced by a pair 
of peers (or a circular list of more than two peers), a 
reputation system records a score for each peer based 
on the assessments made by many peers. Each service 
provider (or consumer, depending on the application) 
can then consult the reputation system in order to 
judge whether it is worthwhile or safe to provide service 
to a particular client. Reputation-based mechanisms 
are by nature globally accessible, and thus, peer selec¬ 
tion can be done easily. However, the reputation scores 


must be securely stored and computed, or otherwise, 
the scores cannot truly reflect the quality of peers. In 
some electronic marketplaces, such as eBay, the repu¬ 
tation scores are centrally administered. But such an 
arrangement would again need an external entity and 
some significant overhead. On the other hand, storing 
the scores in a distributed manner at the peer level 
would induce problems of fraud. Finally, similar to 
reciprocity-based mechanisms, whitewashing is a low- 
cost technique employed by selfish users to avoid 
being identified as a low-quality users, which would be 
excluded from the system. 

The different techniques mentioned above are suitable for 
different applications. Generally speaking, there are two 
mainstream applications in P2P environments: sharing of 
discrete data and sharing of continuous data. Examples 
of the former include file-sharing systems (e.g., Napster) 
and data-sharing systems (e.g., sharing of financial or 
weather reports). A notable example of the latter is P2P 
video streaming. Indeed, there is an important difference 
between file-sharing and media-streaming systems. In the 
former, a user needs to wait until a file (or a discrete unit 
of shared information) is completely received before it can 
be consumed or used. Thus, there could be a significant 
delay between a service request and judgment of service 
quality. In an extreme case, a user may not discover that 
a shared file is indeed the one requested or just a garbage 
hie until the hie has been downloaded. By contrast, in a 
media-streaming application, a user would quickly dis¬ 
cover whether the received information is good enough. 
The quality of service (QoS) metric used is also different 
in these two different applications. In a hle-sharing appli¬ 
cation, the most important metrics are downloading time 
and the integrity of the received hies. In a media-streaming 
application, the more crucial performance parameters are 
the various playback quality metrics such as jitter, frame- 
rate, and resolution. Furthermore, the incentive tech¬ 
niques surveyed in this chapter subsume the underlying 
P2P network topology. Specifically, in most proposed sys¬ 
tems, the communication message-exchange mechanism 
is not explicitly modeled. 

Currently, the majority of P2P systems are implemented 
over the Internet. However, wireless P2P systems are also 
proliferating. Although most of the incentive techniques 
designed for a wired environment could be applicable 
in a wireless system, the wireless connectivity is by itself 
an important bootstrap sharing problem. Indeed, on the 
Internet, users seldom pay attention to the connectivity is¬ 
sue because a user can be reached (or can reach) any other 
Internet user without noticeable effort. The only concern 
about communication is the uploading or downloading 
bandwidth consumption. In a wireless environment, how¬ 
ever, the mere action of sending a request message from 
a client peer to a server peer would probably need sev¬ 
eral intermediate peers to help in the message forwarding 
because the server and client peers may be out of each 
others transmission range. Consequently, incentives have 
to be provided to encourage such forwarding actions. 

In this chapter, we survey state-of-the-art solutions 
proposed for tackling the incentive issues in various 
P2P resource-sharing systems. We describe approaches 
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designed for providing incentives in Internet-based P2P net¬ 
works. We discuss both file-sharing and media-streaming 
applications. We describe solutions suggested for wire¬ 
less P2P systems and then provide some of our interpre¬ 
tations and suggestions. At the end of the chapter, we 
summarize and provide some remarks. 

INCENTIVE ISSUES IN P2P SYSTEMS 
ON THE INTERNET 
File-Sharing Systems 

In a file-sharing system, users would like to retrieve files 
from other users, and would expect other users to do the 
same from them. Thus, each user would need to expend 
two different forms of resource: 

• Storage: Each user has to set aside some storage space 
to keep files that may be needed by other users, even 
though such files may not be useful to the user itself. 

• Bandwidth: Each user has to devote some of its out¬ 
bound bandwidth for uploading requested files to other 
users. 

Users usually perform file selection (and hence, peer 
selection) with the help of some directory system, which 
may or may not be fully distributed. For example, in 
Napster (www.napster.com), the directory is centralized. 

Using such a sharing model, the most obvious form 
of free-riding behavior is that a selfish user just keeps on 
retrieving files from others but refuses to share its col¬ 
lections (and thus, has no need to expend any outbound 
bandwidth for file uploading). Interestingly enough, in an 
empirical study using the Maze file-sharing system (http:// 
maze.pku.edu.cn), Yang et al. (2005) found that the more 
direct indicator of free-riding behaviors is the online time 
of a user. Specifically, the online time of a selfish user in a 
P2P file-sharing network is on average only one-third that 
of a cooperative peer. 

In this section, we first briefly overview a contempo¬ 
rary file-sharing system called BitTorrent (Cohen 2003). 
We then survey techniques suggested for various other 
P2P file-sharing networks. 

BitTorrent 

BitTorrent (Cohen 2003) is by far one of the most success¬ 
ful P2P file-sharing systems. A key feature in BitTorrent is 
that each shared file is divided into 256-kB pieces, which 
are usually stored in multiple different peers. Thus, for 
any peer in need of a shared file, parallel downloading 
can take place in that the requesting peer can use mul¬ 
tiple TCP connections to obtain different pieces of the 
file from several distinct peers. This feature is highly ef¬ 
fective because the uploading burden is shared among 
multiple peers and the network can scale to a large size. 
Closely related to this parallel downloading mechanism is 
the incentive component used in BitTorrent. Specifically, 
each uploading peer selects up to four requesting peers 
in making uploading connections. The selection priority 
is based on descending order of downloading rates from 
the requesting peers. That is, the uploading peer selects 
four requesting peers that have the highest downloading 
rates. Here, downloading rate refers to the data rate that 


is used by a requesting peer in sending out pieces of some 
other file. Thus, the rationale of this scheme is to pro¬ 
vide incentive for each participating peer to increase the 
data rate used in sending out file data (i.e., uploading, or, 
in BitTorrent’s term, unchoking). There are other related 
mechanisms (e.g., optimistic unchoking), which are de¬ 
scribed in detail in Cohen (2003) and Qiu and Srikant 
(2004). 

Qiu and Srikant (2004) performed an in-depth analysis 
of BitTorrent’s incentive mechanism. By using an intricate 
and accurate model, it is shown that a Nash equilibrium 
exists in the upload/download game in BitTorrent. At the 
equilibrium, each peer sets its uploading data rate to be its 
physical maximum uploading rate (i.e., each peer is fully 
cooperative). On the other hand, because of the usage 
of the optimistic unchoking mechanism (a fifth request¬ 
ing peer is randomly selected in the uploading process, 
for details, see Cohen [2003] and Qiu and Srikant [2004]), 
a free-rider can potentially achieve 20% of the possible 
maximum downloading rate. This theoretical result con¬ 
forms nicely with the simulation findings by Jun and 
Ahamad (2005), who observed that in BitTorrent, free¬ 
riders are not penalized adequately and contributors are 
not rewarded sufficiently. 

Hierarchical P2P Systems 

In some situations, the P2P network may be structured in 
a hierarchical manner so that some specialized machines 
(called “superpeers") can take up a more important role 
for handling resource management tasks such as request 
forwarding and routing, directory listing, etc. 

Singh et al. (2003) proposed a superpeer-based scheme. 
Specifically, they studied the impacts of superpeers in 
a P2P file-sharing network. Simply put, a superpeer is a 
special network node that serves as a hub to provide file 
indexing service to other nodes. The problem is the lack 
of incentive for a participating node to act as a superpeer, 
because any node can simply join an existing superpeer to 
obtain good performance. Singh et al. observed that some 
entities external to the P2P system, such as an Internet serv¬ 
ice provider (ISP) or a content publisher, have business- 
driven incentives for designating some nodes to act as 
superpeers, and for enhancing the capabilities of super¬ 
peers. Specifically, a superpeer can cache meta data only, 
instead of the files themselves. As such, the cost of act¬ 
ing as a superpeer is lower. Furthermore, with properly 
designed meta data, a superpeer can support value-added 
search commands (e.g., a topic-based search of files). 

With such facilities incorporated in each superpeer, a 
hierarchical P2P file-sharing network is then much more 
efficient that a flat P2P system, which relies on request¬ 
flooding. Consequently, all nodes in the system have 
the incentive in maintaining such a P2P file-sharing sys¬ 
tem. Simulation results also indicate that the proposed 
superpeer scheme is effective. 

Payment-Based Systems 

Hausheer et al. (2003) suggested a token-based account¬ 
ing system that is generic and can support different 
pricing schemes for charging peers in file sharing. The 
proposed system is depicted in Figure 1. The system man¬ 
dates that each user has a permanent ID authenticated by 
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Figure 1: A superpeer-based token ac¬ 
counting system for P2P file sharing (based 
on Hausheer et al. 2003) 
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a certification authority. Each peer has a token account 
keeping track of the current amount of tokens, which are 
classified as local and foreign. A peer can spend its local 
tokens for accessing remote files. The file owner treats 
such tokens as foreign tokens, which cannot be spent but 
need to be exchanged with superpeers for new local 
tokens. Each token has a unique ID so that it cannot be 
spent multiple times. 

At the beginning of each file-sharing transaction, the 
file consumer tells the file owner which tokens it intends 
to spend. The file owner then checks against file consum¬ 
er’s account kept at the file owner’s machine. If the tokens 
specified are valid (i.e., they have not been spent before), 
then the file consumer can send the tokens in an un¬ 
signed manner to the file owner. Upon receipt of these 
unsigned tokens, the file owner provides the requested 
files to the file consumer. When the files are successfully 
received, the file consumer sends the signed version of the 
tokens to the file owner. In this manner, Hausheer et al. 
argued that there is no incentive for the peers to cheat. 

Yang and Garcia-Molina (2003) proposed the PPay 
micropayment system, in which each peer can buy a coin 
from a broker. The peer then becomes the "owner" of the 
coin and can send it to some other peer. An important 
feature is that even after the coin is spent, the original 
owner still has the responsibility to check the subsequent 
use of the coin. For example, suppose A is the owner of a 
coin that is sent to B. If B wants to send the coin in turn 
to C, the original owner A needs to check whether such 
a transaction is valid (e.g., to avoid double spending of the 
same coin). If A is offline (e.g., temporarily departed 
the P2P system), then the broker is responsible for per¬ 
forming such checking. 

Although the PPay system described above is a useful 
tool for supporting P2P sharing, Jia et al. (2005) observed 
that PPay can be further improved. Specifically, they 
proposed a new micropayment system, called CPay (an 


improved version of PPay), which has one significant new 
feature-the broker judiciously selects the most appropri¬ 
ate peer to be the owner of a coin. Specifically, the owner 
of a coin should be one that is expected to stay in the sys¬ 
tem for a long time. Thus, the broker’s potential burden of 
checking coin owners’ transactions can be considerably 
reduced. 

Figueiredo, Shapiro and Towsley (2005) also consid¬ 
ered a payment-based system to entice cooperation among 
peers. Specifically, each peer requiring message-forward¬ 
ing services from other peers needs to pay real money to 
these peers. Thus, as a peer stays in the P2P network and 
provides forwarding service to other peers, it can gain 
money. Indeed, such a monetary gain represents an incen¬ 
tive to enhance the availability of a peer in the network. 

Saito (2003) proposed an Internet-based electronic 
currency called z-WAT, which can be used by users in a 
P2P system for “purchasing” services. Each z-WAT mes¬ 
sage is an electronic ticket signed using OpenPGP. Saito, 
Morino, and Murai (2005) then extended the z-WAT sys¬ 
tem by adding a new feature called “multiplication over 
time,” which means that a requesting peer’s debt (in terms 
of z-WAT units) increases over time. This feature then 
encourages service-providing peers to stay in the system 
for a longer time so as to defer the redemption of i-WAT 
tickets, thereby increasing the gains from the requesting 
peers. 

Cost of Sharing 

Varian (2003) reported a simple but insightful analytical 
study on disincentives in P2P sharing. Table 1 lists the 
notation used in Varian’s analysis. 

In Varian’s model, a single item (e.g., a single music 
file) is considered and the system is homogeneous in that 
all peers have the same valuation on the item. There is an 
external central authority (e.g., the original producer of 
the music) that has the incentive to discourage sharing 









172 


Incentive Issues in Peer-to-Peer Systems 


Table 1 : Notation Used in Varian's Analysis on Disincentives for P2P Sharing 


Symbol 

Definition 

P 

Unit price 

V 

Value of the item as perceived by each peer 

n 

Number of peers in the system 

D 

Total cost of producing all the items 

d =° 

n 

Average development cost 

k 

Number of peers in each group that share an item 

t 

Sharing cost incurred by each member of a group 

c 

Cost imposed by the central authority to those peers who participate 


in sharing 

IT 

Profit derived by the central authority 


among peers in the system. The issue is then how the cen¬ 
tral authority can introduce proper disincentives into the 
system. First, observe that for viability in producing 
the item, we have: 

v-S--t -c> 0 (1) 

Py>D (2) 

k 

Specifically, the above equations are to ensure that 
value is no smaller than the cost. 

The equilibrium (where the item is just viable to be 
produced) price and profit are then given by: 

p = (v — t — c)k (3) 

it = {v — t — c)kn — D (4) 

We can see that profit is, counterintuitively, decreasing 
in c. An interpretation is that c is not large enough to dis¬ 
courage sharing and price has to be cut for compensation. 
As an analogy, consider that c represents some copy pro¬ 
tection mechanism, which merely brings inconvenience 
to customers but cannot discourage sharing. To compen¬ 
sate for the inconvenience, the price has to be reduced. 

On the other hand, for a given value of c, suppose the 
price is set in such a way that it is marginally unattractive 
to share. That is, we have: 

Y + t+c>P ( 5 ) 

k 

This in turn implies that: 

p = 1 ^—(t + c) (6) 

k — 1 

Now, as the maximum practical value of p is v, we have: 

c = v-^h (7) 

k 


Yu and Singh (2003) also investigated the issue of proper 
pricing in the presence of free-riders in a P2P system. 
A referral-based system is considered, in that each peer 
can either answer a remote query directly (e.g., serving 
a requested file) or reply with a referral (e.g., pointing to a 
different peer who may be able to serve the requested file). 
A requester (i.e., file consumer) needs to pay for both a 
referral and a direct answer. Each peer keeps track of re¬ 
serve prices of potential referrals and direct answers from 
any other peer. These reserve prices are updated dynami¬ 
cally based on transaction experiences in that a satisfac¬ 
tory transaction leads to an increase in the reserve prices 
while an unsatisfactory one leads to a decrease. From a 
seller’s point of view, these prices are also exponentially 
decreased as time goes by. Under this model, simulation 
results indicate that a free-rider will quickly deplete its 
budget. On the other hand, the price of a direct answer is 
found to be much higher than that of a referral. 

Courcoubetis and Weber (2006) have reported an in- 
depth analysis of the cost of sharing in a P2P system. In 
their study, a P2P sharing system is modeled as a com¬ 
munity with an excludable public good. Furthermore, the 
public good is assumed to be nonrivalrous, meaning that 
a user’s consumption of the public good does not decrease 
the value of the good. Such a model is suitable for a P2P 
file-sharing network, where the excludable public good is 
the availability of shared files. The model is also consid¬ 
ered as suitable for a P2P wireless LAN environment, in 
which the excludable public good is the common wireless 
channel. With their detailed modeling and analysis, an 
important conclusion is derived: each peer only needs to 
pay a fixed contribution, in terms of service provisioning 
(e.g., a certain fixed number of distinct files to be shared 
by other peers), in order to make the system viable. 
Such a fixed contribution is to be computed by some 
external administrative authority (called a “social plan¬ 
ner") by using the statistical distribution of the peers’ 
valuations of the public good. 

Reciprocity- and Reputation-Based Systems 

Feldman, Lai et al. (2004) suggested an integrated 
incentive mechanism for effectively deterring (or penal¬ 
izing) free-riders using a reciprocity-based approach. 
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Specifically, the proposed integrated mechanism has 
three core components: discriminating server selection, 
maximum-flow-based subjective reputation computa¬ 
tion, andadaptive-stranger policies. 

In the discriminating server selection component, each 
peer is assumed to have a private history of transactions 
with other peers. Thus, when a file-sharing request is initi¬ 
ated, the peer can select a server (i.e., a file owner) from 
the private history. However, in any practical P2P sharing 
network, we can expect a high turnover rate of participa¬ 
tion. That is, a peer may be present in the system for only a 
short time. Thus, when a request needs to be served, such 
a departed peer would not be able to help if it is selected. 
To mitigate this problem, a shared history is to be imple¬ 
mented. That is, each peer is able to select a server from a 
list of global transactions (i.e., not just restricted to those 
involving the current requesting peer). A practical method 
of implementing shared history is to use a distributed 
hash table (DHT)-based overlay networking storage sys¬ 
tem (Stoica et al. 2001). Specifically, a DHT is an effective 
data structure to support fast look-up of data locations. 

A problem in turn induced by the shared-history facil¬ 
ity is that collusion among noncooperative users may take 
place. Specifically, the noncooperative users may give each 
other a high reputation value (e.g., possibly by reporting 
bogus prior transaction records). To tackle this problem, 
Feldman, Lai et al. (2004) suggested a graph theoretic 
technique. To illustrate, consider the reputation graph 
shown in Figure 2. Here, each node in the graph repre¬ 
sents a peer (C denotes a colluder) and each directed edge 
represents the perceived reputation value (i.e., the reputa¬ 
tion value of the node incident by the edge as perceived by 
the node originating the edge). We can see that the collud- 
ers give each other a high reputation value. On the other 
hand, a contributing peer (e.g., the top node) gives a repu¬ 
tation value of 0 to each colluder because the contributing 
peer does not have any prior successful transaction car¬ 
ried out with a colluder. With this graph, we can apply the 
maximum-flow algorithm to compute the reputation value 
of a destination peer as perceived by a source peer. For 
instance, peer B’s (the destination) perceived reputation 
value with respect to peer A (the source) is 0 despite many 
colluders giving a high reputation value to B. 

Finally, an adaptive-stranger policy is proposed to 
deal with whitewashing. Instead of always penalizing a 


new user (which would discourage expansion of the P2P 
network), the proposed policy requires that each existing 
peer, before deciding whether to do a sharing transaction 
with a new user, computes a ratio of amount of services 
provided to amount of services consumed by a new user. 
If this ratio is great than or equal to 1, then the existing 
peer will work with the new user. On the other hand, if 
the ratio is smaller than 1, then the ratio is treated as a 
probability of working with this new user. 

Sun and Garcia-Molina (2004) suggested an incentive 
system called Selfish Link-based Incentive (SLIC), which 
is based on pairwise reputation values. Specifically, any 
peer u maintains a reputation value W(u, v) for each of 
its neighbor peer v, where the reputation value is normal¬ 
ized such that 0 £ W(u, v) ^ 1. Here, "neighbor” means 
a peer v currently having a logical connection with u and 
thus, such a peer v can potentially request service from u. 
With these reputation values, the peer u can then allocate 
the uploading bandwidth to any requesting neighbor peer 
v with a value of W(u, v)/X,W(u, i). The reputation value 
W(u, v) is updated periodically based on an exponential 
averaging method. 

Under this model, Sun and Garcia-Molina observed that 
each peer has the incentive to do some or all of the follow¬ 
ing, in order to increase its reputation values as perceived by 
other peers (and hence, enjoy a better quality of service): 

• Share out more file data. 

• Connect to more peers (to increase the opportunities 
for serving others). 

• Increase its total uploading capacity. 

Penalty-Based Approaches 

Feldman, Papadimitriou et al. (2004) also investigated dis¬ 
incentive mechanisms that can discourage free-riding. Spe¬ 
cifically, they considered various possible penalty schemes in 
deterring free-riders. A simple model is used. At the core of 
the model, each user i in the P2P sharing network is char¬ 
acterized by a positive real-valued type variable, denoted 
as tj. Another key feature of the model is that the cost 
of contributing is equal to the reciprocal of the current 
percentage of contributors, which is denoted as x. Thus, 
for any rational user with type l,, the user will choose to 
contribute if l/x < t, and free-ride if 1/x > f,. 


Figure 2: A graph depicting the perceived 
reputation values among peers (C denotes 
a colluder) (based on Feldman, Lai et al. 
2004) 
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Furthermore, the benefit each user derived from the 
P2P network is assumed to be of the form c tx p , where 
P < 1 and a > 0. With this benefit function, the system per¬ 
formance is defined as the difference between the average 
benefit and the average contribution cost. Specifically, 
system performance is equal to: coc p — 1. 

Even with the simplistic model described above, Feld¬ 
man et al. provided several interesting conclusions. First, 
they found that excluding low-type users can improve 
system performance only if the average type is low and 
a is large enough. Unfortunately, exclusion is impracti¬ 
cal because a user’s type is private and thus, cannot be 
determined accurately by other peers. It is then assumed 
that free-riding behaviors are observable (i.e., free-riders 
can be identified). Such free-riders are then subject to a 
reduction in quality of service. Quantitatively, the benefit 
received by a free rider is reduced by a factor of (1 — p), 
where 0 < p < 1. A simple implementation of this penalty 
is to exclude a free-rider with a probability of p. The second 
interesting conclusion is that the penalty mechanism is 
effective in deterring free-riders when the penalty is higher 
than the contribution cost. In quantitative terms, the con¬ 
dition is that p > Ha. Finally, another interesting conclu¬ 
sion is that for a sufficiently heavy penalty, no social cost 
is incurred because every user will contribute (i.e., choose 
not to be a free-rider) so that optimal system performance 
is achieved. In particular, to deal with the whitewashing 
problem, the analysis suggests that every new user is 
imposed a fixed penalty. Essentially, this is similar to the 
case in the eBay system, where every new user has a zero 
reputation and thus, will less likely be selected by other 
users in commercial transactions. However, this is in sharp 
contrast to the adaptive-stranger policies suggested also 
by Feldman, Papadimitriou et al. (2004). 

Game Theoretic Modeling 

Ranganathan et al. (2003) proposed and evaluated three 
schemes induced by the Multi-Person Prisoners Dilemma 
(MPD) (Osborne 2004; Schelling 1978). The basic Pris¬ 
oner's Dilemma game models the situation in which two 
competitors are both better off when they cooperate than 
when they do not. However, without communication, the 
unfortunate stable state is that both competitors would 
choose not to cooperate. An MPD is a generalization of 
the basic PD. Specifically, the key features of the MPD 
framework can be briefly summarized as follows: 

• The MPD game is symmetric in that each of n players 
has the same actions, payoffs, and preferences. 

• Any player’s payoff is higher if other players choose 
some particular actions (e.g., “quiet" instead of “fink”). 

The MPD framework is used for modeling P2P file sharing 
as follows. There are n users in the system, each of which 
has a distinct file that can be either shared or kept only 
to the owner. The system is homogeneous in that all files 
have the same size and same degree of popularity. Now, 
the potential benefit gained by each user is the access 
of other users’ files. The cost involved is the bandwidth 
used for serving other users’ requests. With this simple 
model, it can be shown that the system has a unique Nash 
equilibrium in which no user wants to share. Obviously, 


this equilibrium is suboptimal (both at the individual 
level and at a systemwide level) in that each user could 
obtain a higher payoff (i.e., a higher value of net benefit) 
if all users choose to share their files. 

Motivated by the MPD modeling, Ranganathan et al. 
proposed three incentive schemes: 

• Token Exchange: This is a payment-based scheme 
because each file consumer has to give a token to the 
file owner in the sharing process. Each user is given 
the same number of tokens initially and each file has the 
same fixed price. 

• Peer-Approved: This is a reputation-based scheme in 
that each user is associated with a rating that is com¬ 
puted using metrics such as the number of requests suc¬ 
cessfully served by the user. A user can download files 
from any owner who has a lower or the same rating. 
Thus, to gain access to more files in the system, a user 
has to actively provide service to other users so as to 
increase the rating. 

• Service Quality: This is also a reputations-based 
scheme similar to peer-approved. The major difference 
is that a file owner provides differentiated service quali¬ 
ties to users with different ratings. 

Theoretical analysis (Ranganathan et al. 2003) indicates 
that the peer-approved policy with a logarithmic benefit 
function (in terms of number of accessible files) can lead 
to the optimal equilibrium, in which every user contrib¬ 
utes fully to the system. Simulation results also suggest 
that the peer-approved system generates performance (in 
terms of total number of files shared) comparable to that 
of token-exchange system, which entails a higher diffi¬ 
culty in practical implementation because it requires a 
payment system. 

Becker and Clement (2004) also suggested an interest¬ 
ing analysis of the sharing behaviors using variants of the 
classical two player Prisoner’s Dilemma. Specifically, 
the P2P file-sharing process is divided into three stages: 
introduction, growth, and settlement. In the introduc¬ 
tion stage, the P2P network usually consists of just a few 
altruistic users who are eager to make the network viable. 
Thus, sharing of files is a trusted social norm. The pay¬ 
offs of the two possible actions (supply files or not supply 
files) are depicted in Figure 3. Here, we have the payoffs 
ranking as: R > T > S > P (Note: T = temptation, R = 
reward, S = sucker, P = punishment). Consequently, the 
Nash equilibrium profile is: (Supply, Supply). Notice that 
the payoffs ranking in the original Prisoner’s Dilemma is: 
T > R > P > S, and as such, the Nash equilibrium is the 
action profile in the lower right corner of the table. 


Player 2 

Player 1 

Supply g . 

No Supply 2 

y 2 

Supply 0l 

R 

R 

T 

S 

No Supply g 2 

S 

T 

P 

P 


Figure 3: Payoff table in the introduction stage (based on 
Becker and Clement 2004) (g = strategy) 
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Player 2 

Player 1 

Suppiy g1 

No Supply 2 

y 2 

Supply g1 

R 

R 

T 

S 

No Supply 2 

S 

T 

P 

P 


Figure 4: Payoff table in the settlement stage (based on Becker 
and Clement 2004) 


In the growth stage, we can expect that more and more 
noncooperative users join the network. For these users, 
the payoff ranking becomes: T > R > P > S, which is the 
same as the original Prisoner’s Dilemma. Thus, the Nash 
equilibrium for such users occurs at the profile: (No Sup¬ 
ply, No Supply). As the P2P network progresses to the 
mature stage (i.e., the size of the network becomes stabi¬ 
lized), we can expect that a majority of users are neither 
fully altruistic nor fully noncooperative. For these users, 
the payoff ranking is: R > T > P > S. As a result, the pay¬ 
off matrix is as depicted in Figure 4. As can be seen, there 
are two equally probable Nash equilibria: (Supply, Sup¬ 
ply) and (No Supply, No Supply). Consequently, whether 
the P2P network is viable or efficient depends on the rela¬ 
tive proportions of users in these two equilibria. Results 
obtained in empirical studies (Becker and Clement 2004) 
using real P2P networks conform quite well to the simple 
analysis described above. 

Ma et al. (A Game Theoretic Approach, 2004; An Incen¬ 
tive Mechanism, 2004) suggested an analytically sound 
incentive mechanism based on a fair bandwidth alloca¬ 
tion algorithm. Indeed, the key idea is to model the P2P 
sharing as a bandwidth allocation problem. Specifically, 
the model is shown in Figure 5. Here, multiple file- 
requesting peers compete for uploading bandwidth of a 
source peer. Each requesting peer i sends a bidding mes¬ 
sage bj to the source peer N s . The source peer then divides 
its total uploading bandwidth W s into portions of x, for 
the peers. However, because of network problems such as 
congestion, each peer i may receive an actual uploading 
bandwidth of x\ which is smaller than x,. 

Each bidding message h, is the requested amount of 
bandwidth. Thus, we have x, < To achieve a fair allo¬ 
cation, the source peer uses the contribution level C, of 
each competing peer i to determine an appropriate value 



Figure 5: Two file-requesting peers (N, and N 2 ) compete for 
uploading bandwidth of a source peer ( N s ) (based on Ma 
et al., A Game Theoretic Approach, 2004) 


of Xi. Ma et al. (A Game Theoretic Approach, 2004; An In¬ 
centive Mechanism, 2004) described several allocation al¬ 
gorithms with different complexities and considerations: 
simplistic equal sharing, maximum-minimum fair alloca¬ 
tion, incentive-based maximum-minimum fair allocation, 
utility based maximum-minimum fair allocation, and in¬ 
centive with utility-based maximum-minimum fair allo¬ 
cation. The last algorithm is the most comprehensive and 
effective. It works by solving the following optimization 
problem: 

(8) 


N 

ma x^Tq log 

i =1 


X- 

-r + ] 

b i 


where: 

E x i<W s (9) 

i=l 


Here, the logarithmic function represents the utility as 
perceived by each peer i. 

The above optimization problem can be solved by a pro¬ 
gressive filling algorithm that prioritizes competing peers 
in descending order of the marginal utility C, /(h, + x,). 

Given values of /;, and C„ the source peer can com¬ 
pute the allocations in a deterministic manner. However, 
from the perspective of a requesting peer, a problem re¬ 
mains as to how it should set its bidding value b,. Using a 
game theoretic analysis, it is shown that the action profile 
in which: 


b ; = 


W s C i 

y, N c 

1 


Mi 


is a Nash equilibrium. Furthermore, provided that all co¬ 
operative peers use their respective strategies as specified 
in the Nash equilibrium action profile, collusion among 
noncooperative peers can be eliminated. Notice that each 
requesting peer i needs to know the values of W s 
and E^lj C. in order to determine its own bid b,. In a 
practical situation, these two values can be supplied by 
the source peer to every requesting peer. 

Auction-Based Approaches 

Gupta and Somani (2004) proposed an auction-based 
pricing mechanism for P2P file object look-up services. In 
their model, each resource (e.g., a hie object) is stored in 
a single node. However, the indices for such a hie object 
are replicated at multiple nodes in the network and these 
nodes are called "terminal nodes.” When a peer initiates 
a look-up request for a certain hie object, the request is 
sent through multiple paths toward the terminal nodes, 
as shown in Figure 6. The problem here is that the inter¬ 
mediate nodes need some incentives in order to partici¬ 
pate in the request forwarding process. 

Gupta and Somani (2004) suggested a novel solution 
to the incentive problem. Specifically, the initiating peer 
attaches a price in the request message it sends to the hrst 
layer of nodes in the request chains. Each intermediate 
node on the request chains then updates the price by add¬ 
ing its own “forwarding cost.” The terminal nodes do the 
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Terminal nodes that participate in the auction 

V-\ 



Intermediate nodes along a request path 


same updating before sending the request messages 
to the data source. Upon receiving all the request mes¬ 
sages, the data source then performs a second price 
sealed bid auction (also referred to as Vickrey auction) 
(Osborne 2004) to select the highest bid among the ter¬ 
minal nodes. The selected terminal node then needs to 
pay the price equal to the value of the second-highest 
bid. With this auction-based approach, all the interme¬ 
diate nodes on the request chains have the incentive to 
participate in the forwarding process because they might 
eventually get paid by the requester should their respec¬ 
tive request chain wins the auction. 

For example, consider the look-up process shown in 
Figure 7. We can see that the request chain terminated 
by node T1 wins the auction process and the payoff to 
the data source node B is 60. The only intermediate node 
(node 1) then also gets a payoff. Gupta and Somani (2004) 
also showed that a truthful valuation in is the optimal 
strategy for each intermediate node. Furthermore, based 
on the requirement that every message cannot be repudi¬ 
ated, it is also shown that the proposed mechanism can 
handle various potential threats such as malicious auc¬ 
tioneer, collusion between data source and a terminal 
node, forwarding of bogus request message, etc. 

Wongrujira and Seneviratne (2005) proposed a similar 
auction-based charging scheme for forwarding nodes on 
a path from a requesting peer to a data source. Flowever, 
they pointed out an important observation that some 
potential malicious peers could try to reduce the profits 
of other truthful peers by dropping the price messages. 


■W I Server 


Figure 6: The request-forwarding process 
(based on Gupta and Somani 2004) 

To mitigate this problem, a reputation system is introduced 
in that every peer maintains a history of interactions with 
other peers. The reputation value of a peer is increased 
every time a message is forwarded by such a peer. On the 
other hand, if an expected message exhibits a timeout, 
the responsible peer’s reputation value is decreased. 

Wang and Li (2005) also considered a similar problem 
in which a peer needs to decide how much to charge for 
forwarding data. Instead of using an auction, a compre¬ 
hensive utility function is used. The utility function cap¬ 
tures many realistic factors: the quantitative benefits of 
forwarding data, the loss in delivering such data, the cost 
and the benefit to the whole community. With this utility 
function, an upstream peer has the incentive to contrib¬ 
ute its forwarding bandwidth while a downstream peer 
is guided toward spending the upstream bandwidth eco¬ 
nomically. Furthermore, a reinforcement learning com¬ 
ponent is incorporated so that each peer can dynamically 
adjust the parameters in its utility function so as to opti¬ 
mally respond to the current market situations. 

Sanghavi and Hajek (2005) observed that in a typical 
auction-based pricing mechanism as described above, 
there is a heavy communication burden on the peers. 
Indeed, the entire set of user preferences has to be com¬ 
municated from a peer to the auctioneer. Sanghavi and 
Hajek then analytically derived a class of alternative in¬ 
formation mechanisms that can significantly reduce the 
communication overhead. Specifically, each peer’s bid is 
only a single real number in each case, instead of an en¬ 
tire real-valued function. 


Two-phase Vickrey auction, in which 
T1 is the winner 



Figure 7: An example of the auction 
process in request forwarding (based on 
Gupta and Somani 2004) 
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Figure 8: An example of fu I ly decentral ized 
auction (based on Hausheer and Stiller 
2005) 


Broker set 



Hausheer and Stiller (2005) studied a completely de¬ 
centralized auction approach for electronic P2P pricing of 
goods in a system called PeerMart (which is built on top 
of Pastry (Rowstron and Druschel 2001)). The key idea is 
the use of a broker set, which comprises other peers in the 
electronic marketplace. Specifically, a broker set consists 
of peers’ whose IDs are closest to the ID of the good in 
the auction. Each of these peers then potentially acts 
as the auctioneer in the selling process. The advantage 
of the broker-set-based method is that in case a particular 
peer in the set is faulty (or even malicious in the sense 
that it does not respond to auction requests), another 
member in the set can take up the role of auctioneer. An 
example is shown in Figure 8. 

Exchange-Based Systems 

Motivated by the fact that any payment/credit-based 
system entails a significant transaction and accounting 
overhead, Anagnostakis and Greenwald (2004) proposed 
an exchange-based P2P file-sharing system. The funda¬ 
mental premises is that any peer gives priority to exchange 
transfers. That is, in simple terms, any peer is willing to 


send a file to a peer that is able to return a desired file. 
However, based on this idea, it is incorrect to consider 
two way exchanges only. Indeed, a “ring” of exchange 
involving two or more peers, as shown in Figure 9, is also 
a proper P2P file transfer. 

In the exchange-based P2P file-sharing system, each 
peer maintains a data structure called incoming request 
queue (IRQ). Now, a crucial problem is how each peer 
can determine whether an incoming request should be 
entertained—i.e., whether such a request comes from 
some peer on a ring of exchange requests. It is obviously 
computationally formidable to determine all the poten¬ 
tial multi peer cycles. Fortunately, Anagnostakis and 
Greenwald (2004) argue that based on simulation results, 
in practice a peer only needs to check for cycles with up 
to five peers. 

Each peer uses a data structure called a "request tree” 
to check for potential request cycles. For example, as we 
can see in Figure 10, a peer A decides to entertain a request 
for file object o 2 because A finds that peer P 9 possesses an 
object that is needed by A. Based on this checking mecha¬ 
nism, the incoming requests are prioritized. Simulation 




Peer 


Oi) File object 


Figure 9: Different feasible forms of ex¬ 
changes (based on Becker and Clement 
2004) 
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Table 2: A Qualitative Comparison of Different Incentive Approaches for P2P File Sharing 



Payment 

Auction 

Exchange 

Reciprocity 

Reputation 

Example 

Hausheer 
et al. (2003) 

Gupta and 

Somani (2004) 

Anagnostakis and 
Greenwald (2004) 

BitTorrent 

Sun and Garcia- 
Molina (2004) 

Practical 

Implementation 

Complex 

Complex 

Easy 

Easy 

Easy 

Security 

Requirement 

High 

High 

Low 

Low 

Medium 

Centralized 

Authority Required 

Yes 

Yes 

No 

No 

Yes/No 

Scalability 

Medium 

Low 

High 

High 

High 


results indicate that the proposed exchange-based mecha¬ 
nisms are effective in terms of file object download time. 

Table 2 gives a qualitative comparison of different 
incentive approaches proposed for P2P file-sharing sys¬ 
tems. In general, systems that involve payment would be 
more difficult to implement because it is not trivial to de¬ 
sign a global "currency" for use in such systems. Further¬ 
more, security requirement would be high because the 
payment could be forged by malicious peers. On the other 
hand, exchange-based or reciprocity-based systems are 
easier to implement and hence, are more scalable. The 
major crux is that there is much less state information 
to be kept by each peer. More important, the accuracy of 
such state information (e.g., reputation) does not need to 
be absolutely very high. Thus, we expect that future P2P 
file sharing would still be based on similar approaches. 

Media-Streaming Systems 

In this section, we describe several interesting techniques 
for providing incentives in a P2P media-streaming envi¬ 
ronment. Broadly speaking, there are two different struc¬ 
tures used in P2P media streaming: asynchronous layered 
streaming and synchronous multicast streaming. 

Layered Many-to-One Streaming 

Xu et al. (2002) proposed a fully distributed differentiated 
admission control protocol called DAC,, 2 ,,. In this model, 
each requesting peer needs multiple supplying peers to 
send different layers of media data. That is, from a topo¬ 
logical perspective, each streaming session involves one 


single recipient and multiple sources, structured as a two- 
level inverted tree. Of course, each supplying peer may 
also be a recipient of another logically different stream¬ 
ing session. With this streaming model, each requesting 
peer needs to actively contact several supplying peers in 
order to start a session. 

This streaming model is based on a practical observa¬ 
tion that peer requests are asynchronous and each peer’s 
communication capability is different (i.e., heterogene¬ 
ous streaming capabilities), as illustrated in Figure 11, 
where peers with different communication supports (e.g., 
DSL, dial-up, etc.) initiate streaming requests at different 
times. 

A layer-encoded media-streaming process is assumed, 
as shown in Figure 12. As can be seen, each peer per¬ 
forms buffered playback so that the received media data 
are kept in a buffer and thus, can be used for streaming 
to other later-coming peers. For example, H, initiates a 
streaming session first and thus, it is served solely by the 
server. Peer H 2 starts its session next and so it can request 
Hi, which has buffered some media data, together with 
the server to send it the required data. Similarly, H,, can 
stream from /7 and H 2 without the server as it starts its 
session just in time to use the buffered data from the two 
earlier peers. On the other hand, H 4 , which starts too late, 
cannot stream from // and H 2 . Instead, it receives media 
data from H 2 and the server. 

Each potential supplying peer has only a limited ca¬ 
pacity; thus, an admission control mechanism is needed. 
Peers in the system are classified into N classes according 
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Figure 11: Asynchrony and heterogeneity of media streaming 
peers (based on Cui and Nahrstedt 2003) 

to the different levels of uploading bandwidth available 
at the peers. Each potential supplying peer P s maintains 
an admission probability vector: (Pr[l], Pr[2],...,Pr[N]). 
Here, a smaller index represents a class with a larger 
uploading bandwidth. Suppose P s is itself a class-A peer. 
Then, its probability vector is initialized as follows: 

. For 1 < i < k,Pr[i] = 1.0 

. For k < i < N, Pr[i] = -V 
2 ik 

Thus, P s always grants media-streaming requests from 
a higher-class peer (i.e., one that has a larger uploading 
bandwidth). Notice that this is similar in spirit to the 
incentive approach used in BitTorrent (Cohen 2003). For 
requests from lower-class peers, P s may serve them as gov¬ 
erned by the respective probabilities Pr[i] in the vector. 
If P s has not served any request during a certain period 
of time, then the admission probabilities of lower-class 
peers will be increased. 

Similar to the case in BitTorrent, each peer has the in¬ 
centive to report a higher uploading bandwidth because 
doing so will increase its probability of admission when 
it needs to initiate a media-streaming session. Xue et al. 
(2004) extended the DAC p2p to a wireless environment. 


The key idea in the extension is to exploit the spatial 
distribution of mobile devices to form clusters. Users in a 
cluster interact using the DAC mechanism. 

Habib and Chuang (2006) also explored a similar idea 
in providing differentiated peer selection to participating 
peers. Specifically, a peer has only a limited set of choices 
(with possibly low media quality) if it behaves selfishly in 
the system. The degree of selfishness is reflected by a score 
known to other peers. The score is increased if the peer 
contributes to other peers, and is decreased if it refuses 
the requests of other peers. Based on a practical emulation 
study using the PROMISE (Hefeeda et al. 2003) streaming 
system implemented on top of PlanetLab (www.planet-lab. 
org) Habib and Chuang (2006) found that the proposed in¬ 
centive scheme is effective in enhancing the performance 
of the system. 

Multicast One-to-Many Streaming 

Ngan, Wallach, and Druschel (2004) considered an 
application-level multicast system for video streaming. 
The system is based on SplitStream (Castro et al. 2003) 
which in turn is built on top of Pastry (Rowstron and 
Druschel 2001). The multicast system considered criti¬ 
cally relies on a payment-based scheme. Specifically, there 
are five components: 

• Debt Maintenance: When peer A forwards video¬ 
streaming data to a downstream peer B, B owes A a 
unit of debt. 

• Periodic Tree Reconstruction: The multicast tree is 
reconstructed periodically in order to avoid prolonged 
unfair connections among peers. An unfair connection 
is one between a well-behaved peer and a selfish peer. 

• Parental Availability: Any new peer can obtain location 
and addressing information about any potential par¬ 
ent peers in the multicast tree. Thus, the new peer can 
identify a potential selfish parent if the latter consist¬ 
ently refuses connection. 

• Reciprocal Requests: In the system, any two well- 
behaved peers are expected to have an equal chance of 
being parent or child in any given multicast tree. 

• Ancestor Rating: This is a generalization of the Debt 
Maintenance component. Here, debts are also accounted 
for all ancestors of a peer. Specifically, all nodes on a path 
in forwarding data from the source to a peer are credited 
or debited in cases in which expected data are successfully 
received or not, respectively. 
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Figure 12: Layered streaming with buffering for serving asychronous requests (based on Cui and Nahrstedt 2003) 
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Source 



Figure 1 3: Layered video streaming using 
multiple multicast trees (based on Chu 
and Zhang 2004) 


Simulation results indicate that a selfish free-rider is 
effectively penalized in terms of the amount of video¬ 
streaming data received. 

Chu and Zhang (2004) also considered a multicast- 
based streaming environment. The streaming process is 
synchronous and is supported by a multiple description 
codec (MDC), in which a server provides several different 
stripes of video with different quality. A key feature in 
this streaming environment is that during each streaming 
session, multiple multicast trees are used, each of which 
is for sending different stripes of video. This is illustrated 
in Figure 13. With such a streaming structure, a peer can 
logically join different trees simultaneously at a different 
position in each tree. Specifically, when a peer joins a cer¬ 
tain multicast tree at a higher level (e.g., peer A in the 
tree for stripe II), it needs to provide a larger uploading 
bandwidth to serve the lower-level peers in the same tree. 
On the other hand, a peer can also join a tree as a leaf so 
that it becomes a pure recipient in the tree. 

With this model, Chu and Zhang (2004) then studied the 
effects of different degrees of altruism. They used a para¬ 
meter K = f/r, where f is the total uploading bandwidth 



provided by a peer and r is its total downloading band¬ 
width. Thus, a larger value of K indicates a higher degree 
of altruism for the peer. Similar to many other P2P shar¬ 
ing systems described above in this chapter, a peer with 
a higher value of K can enjoy a better performance (in 
terms of media quality in the streaming application). 
Simulation results indicate that a small average value of 
K (e.g., 1.5) can already improve the overall performance 
of the whole system. 

Shrivastava and Banerjee (2005) demonstrated that 
streaming based on a multicast structure could be a 
result of natural selection. The key idea is depicted in 
Figure 14. The left part of the figure illustrates a situation 
in which multiple peers are sharing the capacity of a single 
server. As a result, each peer can enjoy only a small down¬ 
loading data rate. However, when peers are organized 
as a multicast tree, based on strategic natural selection 
(detailed below), each peer can enjoy a much larger down¬ 
loading rate. 

The natural selection process is illustrated in Figure 15. 
Here, initially the root is the only source in the system 
and thus, peer A selects the root as the source, enjoying 



Figure 14: A multicast streaming structure is better off for every peer (based on Shrivastava and Banerjee 2005) 
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BSE 


(Root, 500, 0) 


M-Quote (Root, 500, 0)/^ ''X 
•.-.i Root j 


Request for QR 
QR: (Root, 500, 0) 



M-Quote: Market Quote of the tuple 

(peer id, bandwidth advertised, latency of data at the peer) 
QR: Quote Repository 


Figure 15: An illustration of the strategic natural selection process in connecting streaming sources and destinations (BSE is the 
bootstrap entity providing service information) (based on Shrivastava and Banerjee 2005) 


a downloading rate of 500 Kbps. Now, when a new peer 
B joins the system, peer A has basically two choices: 
(1) serve peer B; or (2) do not serve peer B. To implement the 
second choice, which seems to be a more favorable one, 
peer A can declare to the bootstrap entity (BSE) that its 
uploading rate is 0 or a value smaller than 250 Kbps 
(which is half the capacity of the root). However, in doing 
so, peer B has no choice, but naturally selects the root to 
be its streaming source. In that case, peers A and B will 
share the root’s uploading capacity and thus, each obtains 
only a 250 Kbps data rate. On the other hand, in antici¬ 
pation of such an actually unfavorable outcome, peer A 
should instead strategically declare its uploading band¬ 
width to be 300 Kbps, which is slightly higher than the 
capacity declared by the root. Consequently, peer A can 
continue to enjoy a high downloading rate from the root, 
at the expense of its uploading of data to peer B at a rate 
of 300 Kbps. 

Ye and Makedon (2004) proposed a useful detection 
and penalty scheme to tackle the existence of selfish peers 
in a multicast streaming session. They observed that a 
selfish peer may lie to other peers in that it claims its 
uploading bandwidth is large so that it can enjoy a higher 
probability of being admitted into a streaming session or 
enjoy a higher quality of media data. The key of the de¬ 
tection mechanism is that a downstream peer in a mul¬ 
ticast tree returns a "streaming certificate" back to its 
parent peer. For example, as shown in Figure 16, peers 
P 4 , P 5 , and P 6 , send streaming certificates SCert(P„ P 3 ) to 


the parent peer P 3 (i - 4, 5, 6). The certificates are sent 
periodically and are time-stamped with authentication. 
Thus, a higher-level peer (e.g., P,) can periodically check 
whether its children peers (i.e., P 2 and P 3 ) are selfish by 
asking for certificates they have received (if any) from 
their own children peers. If a peer cannot produce such a 
certificate, the higher-level peer can then remove such a 
potentially selfish peer from the tree. The removal proc¬ 
ess is manifested as a termination of media-data trans¬ 
mission. 

Jun et al. (2005) explored a similar idea in their pro¬ 
posed Trust-Aware Multicast (TAM) protocol. Targeted for 
detecting and deterring uncooperative peers, which can 
modify, fabricate, replay, block, and delay data, the TAM 
protocol is based on a message structure that contains four 
fields: sequence number, timeout period, data payload, and 
cryptographic signature. The sequence number is used 
for detecting duplicated or missing data. The timeout 
period is used for detecting delayed data. Thus, a selfish 
(or even malicious) peer can be identified by its children 
peers in the multicast tree. Different from the approach 
suggested by Ye and Makedon (2004), the children peers are 
responsible for reporting such suspicious selfish peers to 
the root (or the server) in the tree. Jun et al.’s scheme is 
also more flexible in that even upon receiving such “nega¬ 
tive reports,” the root may not discard such suspected self¬ 
ish peers immediately. Instead, the root keeps track of a 
trust metric for each peer in the tree. A negative report 
only decreases the trust value. Only when the trust value 


Figure 16: Detection and removal 
of a selfish peerfrom the streaming 
multicast tree (based on Ye and 
Makedon 2004) 
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falls below some threshold is the suspected selfish peer 
discarded from the tree and the peers under its sub tree 
are relocated. 

INCENTIVE ISSUES IN 
WIRELESS P2P SYSTEMS 

Wireless P2P systems (Hsieh and Sivakumar 2004) 
are proliferating in recent years. Thanks to the widely 
available hot-spot wireless environments, users’ hand¬ 
held devices can work with each other in an ad hoc and 
impromptu manner. As will be evident in this section, 
many techniques designed for wired environments are also 
applied in a wireless system in a similar manner. Never¬ 
theless, there is a unique challenge in a wireless environ¬ 
ment, namely the connectivity issue. Furthermore, there is 
also one more dimension of cost incurred in each wireless 
P2P user—the energy expenditure, which is of prime con¬ 
cern to the user as wireless devices are largely powered by 
batteries. 


not in monetary terms but in terms of bits per Joule. Spe¬ 
cifically, the utility of a user i in the network is defined as: 


Ui(Pi) 


w 

Pi 


( 10 ) 


where u, is the utility p, is the transmit power, and 7) is 
the throughput. That is, the utility is equal to the average 
amount of data received per unit energy expended, also 
in bit per Joule. 

The payment system also involves an access point in 
the wireless network. Specifically, the access point also 
tries to maximize its revenue by using two parameters, 
fj, and A, judiciously. Here, A is the unit price of service 
provided by the access point to any device in the network. 
On the other hand, /jl is the unit reimbursement the 
access point provides to any device that has helped for¬ 
ward other devices' traffic. The access point’s revenue is 
therefore given by: 


Routing and Data Forwarding 

In a wireless P2P system, the connectivity among peers 
is itself a boot-strap sharing problem. Indeed, if wireless 
users are unwilling to cooperate in performing routing 
and data forwarding, the wireless network can become 
partitioned so that service providers cannot be reached by 
potential service consumers. In view of this critical chal¬ 
lenge, there has been a plethora of important research 
results related to incentive issues for ad hoc routing and 
data forwarding. In the following, we briefly cover sev¬ 
eral interesting techniques that are based on payment 
mechanisms, auction mechanisms, reputation systems, 
and game theoretic modeling. 

Ileri, Mau, and Mandayam (2005) proposed a payment- 
based scheme for enticing devices to cooperate in forward¬ 
ing data for other devices in the network. The payment is 


P= £ AT - E pTf~f° r 

all users i i all forwarders j ' 


( 11 ) 


where T in . is the service provided by the access point to user 
i and T'f ~ for is the service forwarded by a forwarder; to the 
access point. The situation is as shown in Figure 17. 

Simulation results indicate that the proposed service 
reimbursement scheme generally improves the network 
aggregate utility. 

Salem et al. (2006) also considered a payment- 
based scheme for encouraging cooperation. However, 
their scheme involves real monetary costs and a payment- 
clearance infrastructure (e.g., a billing account for each 
user). The charging and rewarding scheme is similar to 
that we described above—a forwarder will get reimbursed 
and a normal user using network service will get charged. 


Fraction (1 - k) of user 2’s channel 
is reserved for its own data 

Fraction /cot user 2’s channel is 
devoted to forwarding for use 1 



User 2 maximizes its net utility 
over p2 and k for every X and p 


Figure 17: Charging of network service and reimbursement of data forwarding (based on Ileri et al. 2005) 
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Table 3: A Qualitative Comparison of Various Wireless Ad Hoc Data Forwarding Approaches 


Proposed 

Incentive 

Implementation 

Security 

Major 

Approach 

Scheme 

Difficulty 

Required 

Drawback 

lleri et al. (2005) 

Payment 

Low 

High 

Energy-based currency 

Salem et al. (2006) 

Payment 

High 


Real money 

Marbach and Qiu (2005) 

Payment 

High 

f ■ Ifu ^ 

Unlimited budget 

Wang and Li (2005) 

Auction 

High 

High 

Communication 

Buchegger and Le Boudec (2005) 

Reputation 

Low 

Low 

Trust 

Felegyhazi et al. (2006) 

Utility 

Low 

Low 

Receiver's payoff 


Marbach and Qiu (2005) investigated a similar prob¬ 
lem based on individual device pricing. However, the main 
differences are that each device is allowed to freely decide 
how much to charge for forwarding traffic (in previous 
researches, usually the unit price is the same for all device) 
and there is no budget constraint on all the devices. 

Wang and Li (2005) proposed an auction-based scheme 
similar to the work by Gupta and Somani (2004). Specifi¬ 
cally, each device in a wireless ad hoc network declares its 
cost for forwarding data when some other device wants 
to initiate a multihop transmission. After considering 
all possible paths that are able to reach the destination 
device, the least-cost path is chosen and the devices on 
the path are paid for their forwarding. Again using a 
Vickrey-Clarke-Groves (VCG) based analysis, it is shown 
that the dominant action for each device is to report its 
true cost of forwarding. Wang and Li also showed that 
no truthful mechanism can avoid collusion between two 
neighboring devices in the forwarding auction game. 

Buchegger and Le Boudec (2005) observed that while 
economic incentives such as payment approaches can 
entice selfish users to help in routing and forwarding data, 
they may not be able to handle other types of misbehav¬ 
iors, such as packet dropping, modification, fabrication, or 
timing problems. Thus, they proposed to use a reputation 
system in which every user provides “opinion” data to the 
network based on observing the behaviors of neighboring 
devices. After a user device has gathered such opinions 
(both from itself or from others, i.e., second-hand infor¬ 
mation), it can carry out a Bayesian estimation so as to 
classify the neighboring devices as malicious or normal. 
A neighboring device that is identified as a malicious user 
is then isolated from the network by rejecting its routing 
and forwarding requests. 

Felegyhazi, Hubaux, and Buttyan (2006) reported an 
interesting game theoretic analysis of the forwarding 
problem in ad hoc networks. Instead of using a payment- 
based strategy, the model uses a purely utility concept in 
that a device’s utility is equal to its payoff when it acts 
as a data source (i.e., the sender of a multihop traffic), 
minus the cost when it acts an intermediate device (i.e., 
a forwarder of other sender’s traffic) in any time slot. 
Here, both the payoff and the cost are defined in terms of 
data throughput. Thus, an important assumption in this 
model is that only the sender has a positive payoff, while 
all the intermediate devices enjoy no payoff but just in¬ 
cur forwarding costs. Specifically, the destination device 


(i.e., the receiver of the multihop traffic) also enjoys no 
payoff. This may not conform to a realistic situation. 
Simulations were done to estimate the probability that 
the conditions for a cooperative equilibrium hold in ran¬ 
domly generated network scenarios. 

Table 3 gives a qualitative comparison of various data- 
forwarding approaches in wireless ad hoc networks. In 
general, some form of payment is required. However, 
as the devices in a wireless ad hoc networks are not un¬ 
der a centralized authority’s control, it is very difficult to 
enforce a secure payment-clearance mechanism. Auction 
schemes are interesting but are also difficult to imple¬ 
ment in practice because a highly trusted communication 
infrastructure is required for exchanging bidding infor¬ 
mation. Yet this is a paradoxical requirement, as the com¬ 
munication among wireless peers is itself the ultimate 
goal in data forwarding. Similarly, a reputation-based ap¬ 
proach, while not difficult to implement in practice, could 
also lead to a paradoxical situation in the sense that the 
reputation values may not be trustworthy. 

Wireless Information Sharing Systems 

Wolfson, Xu, and Sistla (2004) investigated an interesting 
opportunistic wireless information exchange problem 
in which a moving vehicle transmits the information it 
has collected to encountered vehicles, thereby obtain¬ 
ing other information from those vehicles in exchange. 
The incentive mechanisms suggested are based on vir¬ 
tual currency. Specifically, each mobile user carries some 
virtual currency in the form of a protected counter. Two 
different mechanisms are considered: producer-paid and 
consumer-paid. The producer of information pays in the 
former, while the consumer pays in the latter. The price P 
of a piece of information item (e.g., availability informa¬ 
tion about a parking lot) is given by: 

P = E — t — — (12) 

v 

where E is the gross valuation of the information item, t is 
the time elapsed since the information item is created, cl 
is the distance to travel before the user of the information 
can reach the relevant location (e.g., the parking space), 
and v is the speed of the user. Simulation results under a 
simple situation in which there are only one consumer 
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Figure 18: System model for wireless data access 
(based on Yeung and Kwok, IEEE Transactions on Mobile 
Computing, 2006) 


and two parking spaces indicate that the proposed incen¬ 
tive mechanisms are effective. 

Yeung and Kwok (IEEE Transactions on Mobile 
Computing, 2006) considered an interesting scenario in 
wireless data access: a number of mobile clients are in¬ 
terested in a set of data items kept at a common server. 
Each client independently sends a request to inform the 
server of its desired data items and the server replies 
in the broadcast channel. Yeung and Kwok investigated the 
energy consumption characteristics in such a scenario. 

Figure 18 depicts the system model for wireless data 
access. It consists of a server and a set of clients, N. The 
clients are interested in a common set of data items, D, 
which are kept at the server. To request a specific data 
item, d a , client i is required to inform the server by send¬ 
ing an uplink request, represented by qi(d a ). The server 
then replies with the content of the requested data item, 
d a , in the common broadcast channel. This allows the 
data item to be shared among different clients. As illus¬ 
trated in Figure 18, both clients j and k request the same 
data item, d c , in the second interval. However, the server 
is required to broadcast the content of d c only once in 
the next broadcast period, which reduces the bandwidth 
requirement. 

To successfully complete a query, a client expends its 
energy in two different parts: (1) informing the server of 
the desired data item, E VL \ and (2) downloading the content 
of the data item from the common broadcast channel, E DL . 
The energy cost of sending a request to the server is rep¬ 
resented by E s . If a client sends a request for each query, 
then E ul would be the same as E s . However, we show 
that clients need not send requests for each query even 
without caching. This implies that E UL does not necessarily 
equal E s . In general, the total energy required to complete 
a query E a , is given by: 


E Q ~ E UL + E DL 


(13) 


It is assumed that E DL is the same for all clients, but its 
value depends on the size of a data item. In practice, E s 
is a function of various quantities, including spatial sepa¬ 
ration, speed, instantaneous channel quality, bit-error 
rate requirement, etc. For simplicity, however, E s is also 
assumed to be a fixed quantity. 

Based on this model of wireless data access, a novel 
utility function for quantifying performance is defined as 
follows: 


U- - 


total 

Fi 

C Q 


(14) 


where E tola i is the total energy available. The objective is 
then to reduce the amount of energy consumed in the 
query process such that every clients utility (Equation 14) 
is increased. 

Based on the utility function, Yeung and Kwok for¬ 
mulate wireless data access scheme as a noncooperative 
game—wireless data access (WDA) game. Game theoretic 
analysis shows that while the proposed scheme does not 
rely on client caching, clients do not always necessarily 
send requests to the server. Simulation results also sug¬ 
gest that the proposed scheme, compared with a simple 
always-request one, increases the utility and lifetime of 
every client while reducing the number of requests sent, 
at the cost of slightly larger average query delay. They also 
compared the performance of the proposed scheme with 
two popular schemes that use client caching. The simula¬ 
tion results show that caching only benefits clients with 
high query rates while resulting in both shorter lifetime 
and smaller utility in other clients. 


Network Access Sharing 

Efstathiou and Polyzos (2003) studied the problem of 
building a federation of wireless networks using a fully 
autonomous P2P approach. Specifically, in their system 
model, there are multiple wireless local area networks 
(WLANs), each of which is considered to be completely 
autonomous. When a user of one WLAN enters the domain 
of a different nearby WLAN, the latter would also admit 
the user based on reciprocity. To achieve this, each WLAN 
is equipped with a domain agent (DA), which is responsi¬ 
ble for managing the roaming of foreign users. Each DA 
maintains a counter of tokens, which is increased when 
a foreign user is admitted to its WLAN and is decreased 
when a local user travels to a foreign WLAN. The DAs 
of different WLANs interact with each other in a pure 
P2P fashion. Thus, the advantage of this approach is that 
there is no need to set up prior pairwise administrative 
agreements among different WLANs. 

Based on a prototype built using Cisco WLANs, it is 
found that the proposed P2P based roaming scheme 
is efficient. 

Kang and Mutka (2005) considered an interesting 
problem in which peers share the access cost of wireless 
multimedia contents. Specifically, one peer in the network 
serves as a proxy, which pays a network server in order 
to download some multimedia contents in a wireless 
fashion. Other peers in the system then share the con¬ 
tents without incurring any cost. This is achieved by hav¬ 
ing the proxy broadcast the received multimedia data to 
the peers within its transmission range. For other distant 
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Figure 19: Illustration of network access cost sharing (left), and round-robin scheduling of proxy (right) (based on Kang and 
Mutka 2005) 


peers, rebroadcasting by the edge peers is used to serve 
them. This is illustrated in Figure 19 (left side). 

This idea of cost sharing in wireless data access is 
called CHUM (cooperating ad hoc networking to support 
messaging). A key component in such sharing is the cost 
sharing mechanism. In the CHUM system, the peers take 
turn, in a round-robin manner, to serve as the proxy. This 
is illustrated in Figure 19 (right side). It is assumed that 
the peers have the incentive to follow this round-robin 
rule based on the reciprocity concept. Simulation results 
indicate that 80% of network access cost is saved even 
with just six peers in the system. 

DISCUSSION AND FUTURE WORK 

We have seen that in both wired and wireless systems, the 
major techniques for providing incentives are payment 
(virtual or real), exchange (barter), reciprocity (pairwise), 
reputation (global), and game theoretic utility. Payment- 
based systems work by exploiting a user’s incentive in 
increasing or even maximizing its “revenue.” However, such 
an incentive may not be appropriate in some practical 
situations. For instance, a cellular phone user may not 
be interested in his or her income (from such sharing) 
but care more about the quality of service derived from 
the device. Exchange-based systems fit very well in file 
sharing applications because users have strong incentives 
for trading files of interest (e.g., music files). For other 
applications such as forwarding of data (e.g., in wireless 
ad hoc networks), it is debatable as to whether in practice 
a user would be interested in exchanging data-forwarding 
capabilities. Reciprocity (in a pairwise manner) is simi¬ 
lar in spirit as an exchange-based mechanism. The ma¬ 
jor difference is that exchange is usually memoryless, in 
that every exchange transaction is treated as a rendez¬ 
vous event, while general reciprocity is achieved when 
devices help each other at different times. Thus, such a 
difference leads to the requirement that users have to 
keep memory about the prior transactions so that users 
can “pay back" each other. Because of this history-based 
feature, reciprocity mechanisms suffer from one draw¬ 
back—a user may be out of the system when he or she 


needs to pay back. Such a possible “future loss” may deter 
a user from genuinely contributing to the community for 
the fear of not getting deserved pay back. Reputation- 
based systems can be seen as a generalized form of reci¬ 
procity. Specifically, while reciprocity is about a particular 
user pair, a reputation value is a global assessment per¬ 
ceived by all users in the sense that the reputation value is 
computed by using observations made by many different 
users. By nature, similar to reciprocity mechanisms repu¬ 
tation systems require substantial memory, centralized or 
distributed, for recording the reputation values. Thus, it 
seems that such a system is more suitable for situations 
in which there is a persistent entity, which is logically 
external to the P2P system, for keeping track of the repu¬ 
tation values. For example, such an entity may be a cen¬ 
tralized auctioneer in an electronic auction community, 
or the base station (access point) in a wireless network. 
Game theoretic incentive mechanisms are convincing in 
the sense that the utility function used can usually cover 
a multitude of important metrics. But the problem is that 
it is sometimes difficult to achieve an efficient distributed 
implementation of the resultant protocols. 

Perhaps other than in an exchange-based system, 
which involves “stateless” interactions, all other incentive 
mechanisms could suffer from tampering or fabrication 
of the "incentive parameter" used: the money (virtual or 
real) in a payment-based system, the reciprocity metric, 
and the reputation value. Thus, additional mechanisms, 
usually based on cryptographic techniques, are needed 
to guard against such potential malicious attacks to the 
incentive mechanisms. In particular, whitewashing is 
widely considered to be a very low-cost technique for a 
selfish or malicious user to work around the incentive 
scheme. 

Obviously, there is plenty of room for future research 
about incentive mechanisms in P2P sharing environments. 
Most notably, revenue maximizing (Yeung and Kwok, 
PIMRC 2006) in a hybrid P2P system (e.g., the so-called 
converged wireless architecture, in which an infrastructure- 
based cellular network is tightly coupled with P2P 
WLANs) is of a high practical interest because there are 
more and more cellular subscribers trying to share their 
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resources without the intervention of the cellular serv¬ 
ice provider. In a data-sharing environment, server peer 
selection (Leung and Kwok, Efficient and Practical Greedy 
Algorithm, 2005) is another important direction because 
we believe that users care more about the quality of serv¬ 
ice achieved than about the revenue or cost they incur 
in participation. In economic terms, people, especially 
wired or wireless game players, are quite inelastic about 
the costs. Nevertheless, energy conservation (Leung and 
Kwok, Energy Conservation, 2005; Community-based 
Asynchronous Wakeup Protocol, 2005) is still of a prime 
concern in any wireless P2P sharing network because 
energy depletion cannot be compensated in any way by 
increased revenue generated in a payment-based shar¬ 
ing system. Thus, perhaps in a game theoretic setting, 
we should incorporate energy expenditure in the util¬ 
ity function. Finally, topology control (Leung and Kwok, 
On Topology Control, 2005) in a wired (overlay networks) 
or wireless (ad hoc networks) is also important in the 
sense that sharing is usually interest-based, meaning 
that users naturally form clusters with similar interests, 
and as such, related users would be more cooperative in 
following the incentive protocols. Consequently, build¬ 
ing an interest-based sharing topology could be helpful 
in enhancing the effectiveness of sharing. 

CONCLUSION 

In this chapter, I have presented a detailed survey of 
incentive techniques for promoting sharing (discrete or 
continuous data) in a peer-to-peer system. I have con¬ 
sidered well-known mechanisms that are proposed and 
have been deployed in the Internet environment. The 
techniques used can be classified into payment-based, 
exchange-based, reciprocity, reputation, and game theo¬ 
retic. These techniques are also applicable in general to 
a wireless environment. However, a wireless P2P system, 
while still in its infancy, has a unique challenge—the 
connectivity among devices is by itself a crucial "sharing” 
problem (sharing of energy and bandwidth). Much more 
work needs to be done in related problems such as rev¬ 
enue maximizing (or pricing) in a hybrid wireless P2P 
system, intelligent peer selection in a data-sharing net¬ 
work, energy-aware incentive mechanisms, and interest- 
based topology control. Furthermore, in systems that 
require payments or some form of critical information 
items (e.g., reputation values), the security aspect needs 
to be properly addressed. 

Finally, we can see that the amounts of work done in 
the areas of media streaming and wireless P2P systems 
are much smaller than that in the area of file sharing. 
This indicates that these two areas are wide open and are 
a fertile ground for further research. 
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GLOSSARY 

Altruism: A situation in which participants unselfishly 
contribute to the community. 

Auction: A situation in which participants compete for 
ownership of an item by declaring a high price. The 
participant that gives the highest price wins the item. 

Exchange: In the P2P computing context, the situation 
in which peers trade services in a rendezvous manner. 

Free-Riding: Selfish participants in a community that 
only take advantage of others, without contributing. 

Incentives: Valued entities that can motivate autono¬ 
mous decision makers in a community to cooperate. 

Nash Equilibrium: A situation in a strategy game in 
which no participant can benefit by unilaterally chang¬ 
ing his or her decision. 

P2P File Sharing: A peer-to-peer decentralized net¬ 
work of autonomous computers that share hies among 
each other without intervention of any centralized 
authority. 

P2P Media Streaming: A peer-to-peer decentralized 
network of autonomous computers that obtain media 
data from one or more peers in the network without 
intervention of any centralized authority. 

Reciprocity: In the P2P computing context, the situa¬ 
tion in which peer A “pays back" services to peer B who 
has previously contributed to peer A. That is, the 
return of a favor does not necessarily occur in a ren¬ 
dezvous manner. 

CROSS REFERENCES 

See Peer-to-Peer Network Applications; Peer-to-Peer Network 

Architecture. 
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INTRODUCTION 

The volume and value of enterprise data have been grow¬ 
ing faster than the speed at which traditional backup utili¬ 
ties’ effectiveness has been increasing. Enterprises have 
become more dependent on their online systems and can¬ 
not ensure the availability of these data by relying only on 
traditional, network-bottlenecked, server-attached storage 
systems. Solutions to this problem have been offered by 
storage area network (SAN) technology, which provides 
enterprises with serverless zero-time-windows backup. 
In this new backup approach, backed-up data are removed 
to a secondary remote storage device, and the enterprise 
server becomes off-loaded, permitting high-performance 
continuous access to both applications and data. The ob¬ 
jective of a SAN is to allow multiple servers access to a 
pool of data storage in which any server can potentially 
access any storage unit. In this environment, management 
plays a large role in providing security guarantees (with 
authorization to access particular storage devices) and se¬ 
quencing or serialization guarantees (with authorization 
to access a particular device at certain time-point) (Server 
Clusters 2003). 

A SAN fabric is usually based on fibre-channel technol¬ 
ogy that allows up to 10-km long-distance connections. 
This feature has a significant advantage in a campus envi¬ 
ronment, where reliable backup resources can be shared 
among several divisions. For example, fibre-channel SANs 
for a health care enterprise allow 24/7 continuous opera¬ 
tion, patient record backup, and medical image archiving 
(Farley 2001). 

The SAN becomes a key element of the enterprise en¬ 
vironment in which data availability serviceability and 
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reliability are critical for a company’s business. Many 
enterprise solutions (e.g., ATTO FibreBridge products, 
rack mount solutions, ATTO FibreCenter3400R/D, host 
bus adapters, the ATTO Diamond array Compaq Stor¬ 
age Works products, EMC Connectrix solutions, LSI 
Logic E4600 Storage System) are available today. They 
can be effectively used in multiple platform storage- 
infrastructure solutions for data-intensive applications 
such as e-commerce, online transaction processing, elec¬ 
tronic vaulting, data warehousing, data mining, Internet/ 
intranet browsing, multimedia audio/video editing, high- 
definition television (HDTV) streaming, and enterprise 
database management applications (Riabov 2004). 

This chapter describes fundamentals of storage area 
networks (SANs), their architectural elements (interfaces, 
interconnects, and fabrics), technologies (fibre-channel- 
arbitrated loop transport protocol, Brocade’s configura¬ 
tions, InfiniBand switched-fabric architecture, Crossroad 
systems with a storage router, virtual interface architec¬ 
ture, direct access file system, Internet protocol (IP) stor¬ 
age technologies, SANs over IP, fibre channel over IP, 
Internet fibre-channel protocol, Internet SCSI, storage 
over IP, fabric shortest path first protocol, storage resource 
management, and adaptive network storage archi-tecture), 
solutions, standards, associations, initiatives, forums, 
coalitions, vendors, and service providers. 

SAN OVERVIEW 
What Is a SAN? 

A SAN (storage area network) is a networked high-speed 
infrastructure (subnetwork) that establishes direct access 


189 



190 


Storage Area Network Fundamentals 


by servers to an interconnected group of heterogeneous 
data-storage devices such as optical disks, redundant ar¬ 
rays of inexpensive disks (RAIDs), and tape backups (or 
tape libraries). SANs are effective for storing large amounts 
of information and backing up data online in e-commerce, 
online transaction processing, electronic vaulting, data 
warehousing, data mining, multimedia Internet/intranet 
browsing, and enterprise-database-managing applica¬ 
tions. SANs provide additional capabilities (fault tolerance, 
remote management, clustering, and topological flexibility) 
to mission-critical, data-intensive applications (Troppens, 
Erkens, and Mueller 2004). A SAN is typically a part of 
an enterprise network of computing resources (Sachdev 
and Arunkundram 2002). A simple model of the storage 
area network as a networked high-speed infrastructure is 
shown in Figure 1. 

A SAN can be considered as an extended and shared 
storage bus within a data center, consisting of various stor¬ 
age devices and specific interfaces (e.g., fibre channel, en¬ 
terprise system connection [ESCON], high-performance 
parallel interface [HIPPI], small computer system inter¬ 
face [SCSI], or serial storage architecture [SSA]) rather 
than Ethernet (Peterson 2006). In order to be connected 
to the enterprise network, the SAN uses technologies sim¬ 
ilar to those of local area networks (LANs) and wide area 
networks (WANs): switches, routers, gateways, and hubs 
(see Figure 1). WAN carrier technologies, such as asyn¬ 
chronous transfer mode (ATM) or synchronous optical 
networks (SONET), can be used for remote archival data 
storing and backup. As an important element of modern 


distributed networking architectures of storage-centric 
enterprise information processing, SAN technology rep¬ 
resents a significant step toward a fully networked secure 
data storage infrastructure that is radically different from 
traditional server-attached storage (Clark 2003). In addi¬ 
tion, SANs provide improved options for network storage, 
such as a creation of remote or local, dedicated or shared 
data storage networks with access capability faster than 
network attached storage (NAS) (Preston 2002). 

A SAN can be divided into four separate segments 
(SAN School 2006): (1) all the hardware (e.g., switches, ca¬ 
bles, disk arrays, tape libraries, etc.), (2) protocols (fibre- 
channel arbitrated loop [FC-AL] and fibre-channel switch 
fabric [FC-SW]) that are used for communicating between 
the hardware parts, (3) hardware and software vendors, 
and (4) various computer applications that benefit from 
using SAN. A SAN can be viewed as a composition of three 
layers (see Figure 1): (1) host layer that includes host bus 
adaptors (HBAs), drivers, host operating systems, and 
interface software, (2) fabric layer (hubs, switches, fab¬ 
ric operating systems, and cabling, and (3) storage layer 
(disks, tapes, and advanced storage software). 

SANs are based on the storage-centric information¬ 
processing paradigm, which enables any-to-any connec¬ 
tivity of computers (servers) and storage devices over a 
high-speed enterprise network of interconnected fibre- 
channel switches that form the SAN fabric. The incidence 
of unconnected clusters of information is eliminated or 
significantly reduced by SANs. According to this con¬ 
cept, a SAN resides behind the server and provides any 
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users or devices on the enterprise network (“clients”) with 
fast access to an array of data-storage devices. Multiple 
servers and workstations from various vendors, running 
different operating systems, can all be connected to a SAN 
by using fiber-optic cabling (either a single or dual con¬ 
nection) and a special fibre-channel card called a "host 
bus adaptor” (HBA) (Anderson 2006). 

A SAN can be viewed as multihost connected- 
and-shared enterprise storage. Adding new storage de¬ 
vices and server elements resolves traditional network 
bottlenecks and small-scale problems of interfaces, such 
as SCSI and NAS, and can easily expand the scale of the 
SAN (Thornburgh and Schoenborn 2001). Another advan¬ 
tage of SAN technology is that backups can be made over 
the SAN fibre-channel subnet, and, in this case, backup 
traffic is totally removed from the enterprise network. 

SANs can offer high availability of operations because 
of a fully redundant architecture supported by three build¬ 
ing blocks: server clustering, multipathing, and storage 
replication (Anderson 2006). Server clustering, load bal¬ 
ancing, and autorecovering after a primary server failure 
are the principal elements of high-availability computing 
with a SAN. Multi-pathing uses redundant components to 
guard against failure of any connection component (HBA, 
switch, cable, or array controller) by rerouting traffic from 
one component to the other. Small enterprises widely use 
storage replication between servers connected to a SAN 
over an IP network. This enables one-to-one, one-to-many, 
and many-to-many replication, and data are synchronized 
in incremental blocks to minimize network traffic. 

The SAN represents a new segment of the information 
services industry called storage solution providers (SSP). 
However, isolated SANs cannot realize all SSP services, 
such as real-time data replication, storage hosting, and 
remote vaulting. A server cluster uses virtual servers to 
failover services from one server to another. A service runs 
on one server in the server cluster, and then if the server 
fails, another server loads the virtual server. The database 
must be located on shared storage that can be accessed by 
all servers in the server cluster. 

Benefits of SANs 

A SAN makes physical storage capacity a single, scalable 
resource and allows the flexible allocation of virtualized 
storage volumes (e.g., RAIDs, just a bunch of disks/drives 
[JBODs], and EMC, Sun, and Dell storage devices). Cen¬ 
tralization of data storage into a single pool allows stor¬ 
age resources and server resources to grow independently, 
and allows storage to be dynamically assigned from the 
pool. The SAN can manage backup tasks that were a huge 
administrative and computer-resource burden under old 
storage architectures. Common infrastructure for attach¬ 
ing storage allows a single common management model 
for configuration and deployment (Server Clusters 2003). 
The storage management cost savings can be higher than 
80%. A cost-effective, scalable SAN enhances overall sys¬ 
tem performance. It can integrate legacy SCSI devices, 
which allows increasing their systemwide effective usable 
capacity by up to 30% (InfraStor 2002). 

SANs are an integral part of large financial services en¬ 
terprises, Internet service providers (ISPs), government 


organization, research laboratories, electronic publishers, 
digital video production groups, TV-broadcasting sta¬ 
tions moving to digital services, educational institutions, 
or any organization with increasing data storage needs. 

There are several key reasons for implementing a SAN 
(InfraStor 2002). The first three concern business issues 
of return on the investment in data storage, as well as the 
protection of existing investments: 

• SANs are cost-effective (reduced cost of storage man¬ 
agement, including backup and recovery; increased 
user productivity; cost-effective implementations of 
high-availability disaster protection, using remote clus¬ 
ters and remote mirrored arrays). 

• SANs reduce business risk (faster disaster recovery; 
reduced revenue loss from down-time; reduced lost- 
opportunity costs). 

• Legacy investments are protected (SANs can be im¬ 
plemented without abandoning existing storage infra¬ 
structures such as devices using SCSI connections). 

The next four reasons for using SANs address critical 
technical issues that face data-center managers at a time 
when the volume of data to be managed and made availa¬ 
ble in many organizations is increasing at an annual rate 
of 60% (InfraStor 2002): 

• SANs provide scalability (add servers and storage inde¬ 
pendently). 

• SANs allow flexibility (reconfigure storage and servers 
dynamically without interrupting their services; load 
sharing and redistribution); any additional tape or disk 
storage subsystems can be added to the SAN fabric 
dynamically. 

• SANs enhance overall system performance (more ef¬ 
fective use of existing server compute cycles; real-time 
backup without impacting LAN/WAN; multiple server- 
to-storage paths; networked storage arrays that can 
outperform bus-attached storage; compatibility with 
parallelized database applications). 

• SANs are an integral part of any high-availability plan 
(facilitation of shared online spares and remote back¬ 
up or mirroring; reduced down-time requirements; 
storage independent of the application and accessible 
through alternative data paths such as found in clustered 
systems). 

With modern SAN architectures, enterprise data are 
available from 99.99% of the time to 99.999% of the time. 
This translates to down-time ranging from 53 minutes per 
year to 5 minutes per year. Also, the SAN implementation 
allows performing data replication to remote sites for sig¬ 
nificantly faster recovery in the event of a disaster. With 
SANs, data replication can be applied to storage at the 
controller, switch, or operating system level; this provides 
the capacity to create multiple copies of critical data and 
then move those copies to other parts of the SAN, or over 
a wide area network for remote protection (Storage Area 
Networks 2006). 

The implementation of a SAN can realize significant 
overall cost savings in data-center operations and can 
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increase user productivity. The opportunity to avoid 
escalating costs depends on decentralization of data 
and applications. A key element in the consolidation of 
data storage must include the implementation of a basic 
SAN infrastructure in order to provide the following 
(InfraStor 2002): 

• Bandwidth to service clients; 

• Maintenance of data availability without impacting 
LAN bandwidth; 

• Scalability for long-term, rapid growth with protection 
of legacy investments 

• Flexibility to provide optimal balance of server and 
storage capacity 

• Manageability for ease of installation and maintain¬ 
ability 

• Shared access to data resources for real-time backup 
and recovery 

• Administrators can support over 40% more storage in 
a SAN environment than in direct-attached environ¬ 
ments (Storage Area Networks 2006). 

Distributed environments require high-cost maintenance 
in terms of staff resources. The consolidation of distrib¬ 
uted NT-based storages to a virtualized SAN-based re¬ 
source can save 80% or more of the costs of management 
(InfraStor 2002). 

SAN Applications 

SAN applications cover the following areas of data trans¬ 
fer (Peterson 2006); (1) externalization of data storage out 
of the server—SAN-attached storage (SAS) and NAS-with- 
SAN-interconnects network architectures; (2) clustering, a 
redundant process that provides failover, high availability, 
performance, and scalability through the use of multiple 
servers as a data pipe and allows data storage resources 
to be shared; (3) data protection solutions for backup, re¬ 
mote clustering, file mirroring, and replicating and jour¬ 
naling hie systems by creating data storage redundancy 
on a dynamic basis; (4) data vaulting, which is the proc¬ 
ess of transferring archived data to less expensive media; 
(5) data interchange from one storage system to another 
or between different environments; and (6) disaster recov¬ 
ery, which is similar to data interchange, moving copies 
of data offsite, and is built on remote vaulting (backup) 
processes or on remote array mirroring or clustering. 

Several new applications benefit from 2 Gb/s fibre- 
channel SANs (Hammond-Doel 2001): multimedia audio/ 
video servers that provide the ability to stream higher- 
resolution hies, medical imaging, prepress that speeds up 
design and hie preparation, and video editing of uncom¬ 
pressed HDTV data. 

The hrst effective application of SANs has been server¬ 
less backup, which provides enterprises with full-time 
information availability. All backup-related tasks have 
been relegated to the SAN. Large enterprises can store and 
manage huge amounts of information (several terabytes 
or more) in the SAN high-performance environment. En¬ 
terprise servers are connected to storage devices (e.g., 
RAIDs) via a high-speed interconnection, such as a hbre 


channel. The SAN any-to-any communication principle 
provides the ability to share storage resources and alter¬ 
native paths from server to data storage device. A SAN is 
also able to share the resources among several consoli¬ 
dated servers (Riabov 2004). 

A cluster of interconnected servers may be connected 
to common storage devices in the SAN environment and 
be accessible to all clients. Modem enterprises use this 
clustering technology to resolve several challenging ap¬ 
plication problems (Barker and Massiglia 2001, 244)—i.e., 
providing customers, partners, and employees with con¬ 
tinuous application service, even if the enterprise systems 
fail, and supporting application performance growth as 
demand grows, without service disruption to customers. 
Clusters provide load balancing, high availability, and fault 
tolerance and support application scaling. In some imple¬ 
mentations, the clustered servers can be managed from a 
single console. Clustering methods are effectively used in 
e-commerce, online-transaction processing, and other Web 
applications, which handle a high volume of requests. 

SAN methods have their roots in two low-cost tech¬ 
nologies: SCSI-based storage and the NAS-based con¬ 
cept. They both successfully implement storage-network 
links, but are limited to a low volume of data flows and 
rates. SCSI still remains the most popular “bus-attached" 
server-storage connection in SAS systems, especially at 
the stage of transition from SCSI bus devices to fibre- 
channel switches using the SCSI-fiber protocol converter 
in a new enterprise storage (“data center") environment. 
In a NAS system, storage elements (i.e., a disk array) 
are attached directly to any type of network via a LAN 
interface (e.g., Ethernet) and provide Hie access services to 
computer systems. If the NAS elements are connected 
to SANs, they can be considered as members of the 
SAS system. The stored data may be accessed by a host 
computer system using file access protocols such as net¬ 
work file system (NFS) or common Internet file system 
(CIFS). 

SANs provide high-bandwidth block storage access 
over long distance via extended fibre-channel links. How¬ 
ever, such links are generally restricted to connections 
between data centers. NAS access is less restricted by 
physical distance because communications are via TCP/ 
IP (InfraStor 2001). NAS controls simple access to files 
via a standard TCP/IP link. A SAN provides storage access 
to client devices, but does not impose any inherent re¬ 
strictions on the operating system or file system that may 
be used. For this reason, SANs are well suited to high- 
bandwidth storage access by transaction-processing and 
database-management system (DBMS) applications that 
manage storage access by themselves. NAS, which has the 
inherent ability to provide shared file-level access to mul¬ 
tiple operating system (OS) environments, is well suited 
for requirements such as Web file services, computer-aided 
design (CAD) file access by combined WinNT/2000, 
UNIX, and LINUX devices, and wide-area streaming 
video distribution (InfraStor 2001). A balanced combi¬ 
nation of these approaches will dominate in the future. 
See chapter on Storage Area Networks: Architectures and 
Protocols. Also see chapters on Backup and Recovery 
System Requirements and Evaluating Storage Media 
Requirements. 
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SAN Architecture and Infrastructure 

SAN architectures have been changed evolutionarily, 
adapting to new application demands and expanding 
capacities. The original fibre-channel-based SANs were 
simple loop configurations based on the fibre-channel 
arbitrated loop (FC-AP) standard. Low-cost loops are 
easily expanded and combined with up to 126 hosts and 
devices, but they are difficult to deploy and have signifi¬ 
cant limitations on overall bandwidth. Requirements of 
scalability and new functionality had transformed SANs 
into fabric-based switching systems (fibre-channel switch 
fabric [FC-SW]) that could support up to 16 million hosts 
and devices. Numerous vendors offered different proprie¬ 
tary solutions of problems based on fabric switching. As a 
result, immature and competing standards created vari¬ 
ous interoperability problems. Homogeneous high-cost 
SANs were developed. Ottem (2001) refers to this phase 
as the “legacy proprietary fabric switch phase.’’ The mod¬ 
ern established architectural approach is associated with 
a standards-based “Open” 2-Gb fabric switch that pro¬ 
vides all the benefits of fabric switching, but is based on 
new industry standards (FC-SW-2) and an interoperabil¬ 
ity architecture that runs at twice the speed of legacy fab¬ 
ric. The standards-based switches provide heterogeneous 
capability, fault isolation, and rerouting. The introduc¬ 
tion of industry standards, as a substitute for proprietary 
standards, has reduced the price of SAN components and 
management costs of running a SAN. 

The Open 2-Gb fibre channel allows doubled SAN 
speeds, enables greater flexibility in configuring SANs for 
a wide range of applications, and is especially useful 
for managing 1.5-Gb high-definition video data. In HDTV 
applications, a single fiber can carry a full high-definition 
video stream without having to cache, buffer, or compress 
the data. Other examples (Ottem 2001) include storage 


service providers that must deliver block data from and 
to users at the highest possible speeds and e-commerce 
companies that have to minimize transaction times. 
The 2-Gb fibre channel provides the high-speed backbone 
capability for fibre-channel networks, which can be used 
to interconnect two SAN switches. This configuration in¬ 
creases overall data throughput across the SAN even if 
servers and disk subsystems continue to operate via 1-Gb 
channels. 

The fibre-channel (FC) data-storage industry has be¬ 
gun the transition to the 10-Gbps interface standard. The 
Technical Committee Til of the International Commit¬ 
tee for Information Technology Standards (INCITS) has 
developed the 10GFC project proposal (also known as 
FC-PI-2) that describes the fibre-channel physical layer 
for the transport of data at a rate of approximately 
10 Gbps (Technical Committee Til 2006). 

The new 4-Gbps technology for storage arrays has been 
announced (Lyon and Sturgeon 2006). It will significantly 
improve the sequential operations, such as database back¬ 
ups, long database loads, and streaming media. SAN im¬ 
plementations that make extensive use of interswitch links 
(ISLs) will also benefit from 4-Gbps technology (Business 
Brief 2006). It allows reducing the number of ISLs re¬ 
quired and freeing up ports otherwise used for bandwidth 
aggregation. 

Characteristics of four generations of SANs are sum¬ 
marized in Table 1. 

A SAN system consists of software and hardware com¬ 
ponents that establish logical and physical paths between 
stored data and applications that request them (Sheldon 
2001). The data transforms, which are located on the 
paths from storage device to application, are the four 
main abstract components (Barker and Massiglia 2001, 
128): the disks (viewed through ESCON, FCP, HIPPI, 


Table 1 : Four Generations of SANs 



Fabric 

Main Characteristics 

Applications 

First-Generation SANs 

1 -Gb loop 

FC-AL protocol; 

1 -Gb speed; 
enabled first SANs 

SCSI replacement 

Second-Generation SANs 

1 -Gb proprietary; 
legacy fabric 

FC-SW protocol; 

1 -Gb speed; 

proprietary switch-to-switch 
connections; 
expensive 

LAN-free backup; 
high-availability 
clustering 

Third-Generation SANs 

2-Gb open fabric 

Open FC-SW-2 protocol; 

2-Gb speed; 

standards-based switch-to-switch 
connections; 
competition-driven price 
reductions 

Serverless backup; 
heterogeneous storage 
consolidation; 
high-definition video data; 
virtualization 

Fourth-Generation SANs 

4-10-Gb fabric 

10GFC-IP-2 protocol; 

4-10-Gb speed 

Medical imaging; 
streaming video; 
data mining; 
database backups; 
long database loads 
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SCSI, and SSA interfaces as abstract entities), volumes 
(logical/virtual disk-like storage entities that provide their 
clients with identified storage blocks of persistent/re¬ 
trieved data), file systems, and application-independent 
database-management systems. In a system with a stor¬ 
age area network, five different combinations (Barker and 
Massiglia 2001) of these data transforms and correspond¬ 
ing transformation paths serve different applications 
and system architectures by various physical system ele¬ 
ments. The disk abstraction is actually the physical disk 
drive. The abstract volume entity is realized as an exter¬ 
nal or embedded RAID controller, as an out-of-band or 
in-band SAN appliance, or as a volume manager serving a 
database or an application. Storage servers (such as NAS 
devices), database servers, and application servers may 
contain the abstract file systems. These devices and servers 
can be clustered to increase scaling and application avail¬ 
ability. In that case, their volume file and management 
systems should be cluster-aware (Barker and Massiglia 
2001 ). 

Any SAN-based client-server system consists of three 
architectural components: interfaces, interconnects or 
network infrastructure components (switches, hubs, rout¬ 
ers, bridges, gateways, multiplexers, extenders, and direc¬ 
tors), and fabrics. The SAN interfaces are fibre channel, 
ESCON, HIPPI, SCSI, and SSA. The SAN interconnects 
link these storage interfaces together, making various net¬ 
work configurations. 

The SAN infrastructure (fabric) includes the hard¬ 
ware, cabling, and software components that transmit 
data within the SAN. Fibre-channel switches and host 
bus adapters (HBAs) form the foundation, enabling serv¬ 
ers and other storage devices to connect to one another 
(Anderson 2006). Since 1999, most HBAs support both FC- 
AL and FC-SW standards. However, HBAs configuration 
is not automatic in many cases, and it is important to ver¬ 
ify from the switch side that the hosts are operating in the 
appropriate mode (Server Clusters 2003). 

The fundamentally different fibre-channel topologies 
(point-to-point, FC-AL, and FC-SW) use different compo¬ 
nents to provide the infrastructure: (1) hubs, (2) switches, 
and (3) bridges and routers. Hubs are the simplest form 
of fibre-channel devices and are used to connect devices 
and hosts into arbitrated loop configurations. Hubs are 
typically half-duplex and have four, eight, twelve, or six¬ 
teen ports, allowing up to sixteen devices and hosts to 
be attached. However, the bandwidth on a hub is shared 
by all devices on the hub (Server Clusters 2003). Because 
of these performance constraints, hubs are used in small 
and/or low-bandwidth configurations. 

Switches increase the overall SAN bandwidth by 
connecting system elements for data transmission and 
provide the advantages of the centralized storage reposi¬ 
tories with shared applications and central management 
(IP Storage Area Networks 2006). A fabric switch pro¬ 
vides the full fibre-channel bandwidth to each port inde¬ 
pendently. Typical switches allow ports to be configured 
in either an arbitrated-loop or a switched-mode fabric. 
In an arbitrated-loop configuration, the ports are typi¬ 
cally full bandwidth and bidirectional, allowing devices 
and hosts to communicate at full fibre-channel speed in 
both directions simultaneously. Switches are the basic 


infrastructure used for large, point-to-point, switched fab¬ 
rics. In this mode, a switch allows any device to commu¬ 
nicate directly with any other device at full fibre-channel 
speed (1 Gbps or 2 Gbps) (Server Clusters 2003). Switches 
typically support 16, 32, 64, or even 128 ports. Switches 
can detect failed or congested connections and reroute 
data to the correct device. Linked (cascaded) switches 
increase the number of available SAN connections. This 
provides greater performance and resilience against indi¬ 
vidual connection failures (Anderson 2006). 

Routers and bridges perform protocol transformations 
in SANs that allow different interconnect technologies to 
interoperate. The most common SAN fabrics are switched 
fibre channel, switched SCSI, and switched SSA, all of 
which physically link the interconnects and determine 
the SAN’s performance and scalability (Simitci 2003). 
Some fabrics embed operating systems that provide for 
SAN security, monitoring, and management. Hosts are 
connected to the fibre-channel SAN through HBAs, which 
consist of hardware and interface drivers. Fibre-channel 
HBAs support negotiation with network-attached devices 
and switches and allow the host to minimize its CPU 
overhead. 

SAN architectures are of two types: (1) “proprietary," 
those that are sourced from a single manufacturer who 
serves as the single point of contact for SAN hardware, 
software, and services, and (2) “open” architectures that 
consist of hardware and software from more than one 
manufacturer (Storage Area Networks 2003). Proprietary 
SAN architectures are usually limited in flexibility, because 
a hardware manufacturer could have limited experience in 
some specialized areas, such as tape library, software con¬ 
figuration, or storage management. Open-SAN architec¬ 
tures are more flexible. The issue of SAN integration with 
multivendor technologies is critical to ensure functionality, 
interoperability, and optimal performance. Ensuring data 
integrity guarantees and enforcing security policies for ac¬ 
cess rights to a particular storage device is a core part of 
the infrastructure (Server Clusters 2003). See chapter on 
Storage Area Networks: Architectures and Protocols. 

SAN Design and Management Issues 

The main benefit of SANs is that storage can be man¬ 
aged as a centralized pool of resources. The data storage 
infrastructure must be designed to provide highly avail¬ 
able access so that the loss of one or more components in 
the storage fabric does not lead to servers being unable to 
access the application data. This principle is implemented 
in the following ways (Server Clusters 2003): 

• There is no single point of failure of cables or compo¬ 
nents such as HBAs, switches, or storage controllers. 

• Transparent and dynamic path detection and failover are 
implemented at the host. These features are supported 
by multipath drivers running on the host to present a 
single storage view to the application across multiple, 
independent HBAs. 

• Almost all components (HBAs, switches, and controllers) 
have built-in hot-swap and hot-plug utilities for adopt¬ 
ing interface cards, memory, CPUs, and disk drives. 
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Different SAN designs are based on the following 
topologies: (1) multiple independent fabrics, (2) federated 
fabrics, and (3) core backbone (Server Clusters 2003). 

In the case of a multiple fabric configuration, each host 
or device is connected to multiple fabrics, but switches 
are not linked. In the event of the failure of one fabric, 
hosts and devices can communicate using the remaining 
fabric. In this configuration, each fabric should have the 
same zoning and security information to ensure a consist¬ 
ent view of the fabric regardless of the chosen communi¬ 
cation port. Also, hosts and devices must have multiple 
adapters, which are treated as different storage buses. Ad¬ 
ditional multipathing software (e.g., EMC PowerPath™ or 
Compaq SecurePath™) is required to ensure that the host 
gets a single view of the devices across the two HBAs. 

In the case of a federated fabric, individual hosts and 
devices are connected to at least two switches, which are 
linked together. This configuration has many management 
advantages (e.g., only one set of zoning information and 
one set of security information is managed; fabric itself 
can route around various link failures and switch failures, 
etc.). However, a disadvantage of this approach means that 
management errors can propagate to the entire fabric. 

A core backbone configuration is frequently used 
(Server Clusters 2003). The core of the fabric is built us¬ 
ing highly scalable, high-performance switches where the 
interswitch connections provide high-performance com¬ 
munication (e.g., 8 to 10 Gbps). Redundant edge switches 
can be cascaded from the core infrastructure to provide 
high numbers of ports for storage and hosts devices. As 
in the two previous configuration cases, additional multi¬ 
pathing software is required to ensure that the host gets 
a single view of the devices across the two HBAs. Also, 
management errors can propagate to the entire fabric. 

SAN Operating System Software 
Components 

The SAN software plays an important role in providing an 
environment for various business and management ap¬ 
plications, called "system applications” (Barker and Mas- 
siglia 2001, 13). These include clustering, data replication, 
and data copying. The management applications (zoning, 
device discovery, allocation, RAID subsystems, and others) 
manage the complex environment of distributed systems. 
These applications can significantly reduce the cost and 
improve the quality of enterprise information services. 

In particular, SAN management software provides the 
following services (Anderson 2006): 

• Configuration and optimization of individual compo¬ 
nents of the best setup 

• Monitoring of the entire network for performance bot¬ 
tlenecks and areas of potential failure 

• Automation of time-consuming tasks such as data 
backup 

• Management of all available storage system compo¬ 
nents as one virtual pool 

• Statistics overview 

Microsoft Corp. has launched the Simple SAN Program 
(Storage Management 2006) to ensure that customers 


deploying Windows Server 2003-based SANs have the 
appropriate tools for a simplified installation and man¬ 
agement experience. 

SAN Security Issues 

The specific security issue of technology containment as¬ 
sociated with a SAN also has to be addressed (Storage 
Area Networks 2003). For example, Windows NT servers 
would claim every available logical unit number (LUN) 
visible to them. Technology containment keeps servers 
from gaining unauthorized or accidental access to un¬ 
designated areas, such as data access and fabric manage¬ 
ment security, within the SAN. 

The data access and security methodologies include: 
(1) fabric zoning, which provides a fabric port-and-host/ 
storage-level point of logical partitioning and can help 
ensure that different OS types or applications are parti¬ 
tioned on the SAN (Server Clusters 2003); (2) LUN Mask¬ 
ing, which is configured at the RAID storage subsystem 
level and helps ensure that only designated hosts assigned 
to that single storage port could access the specified RAID 
LUN; and (3) persistent binding, which forces a host to 
see a specific storage-subsystem port as a particular SCSI 
target and helps ensure that a specific storage-subsystem 
port on the SAN is always seen as the same SCSI target 
ID on the host, across the host and fabric, and through¬ 
out storage configuration changes. The advantages and 
disadvantages of these methods are described in Storage 
Area Network Security (2003). 

The zoning security mechanism and access control are 
implemented at the switch level in the fabric. A port (either 
a host adapter or a storage controller port) can be config¬ 
ured as part of a zone. Only ports in a given zone can com¬ 
municate with other ports in that zone. At the same time, 
the zoning mechanism also limits the traffic flow within a 
given SAN environment (Server Clusters 2003). 

The fabric protection and management security tech¬ 
nologies include: (1) fabric-to-fabric security technolo¬ 
gies, which allow access control lists (ACLs) to permit 
or deny the addition of new switches to the fabric. The 
identity of the new switch may be validated by public key 
infrastructure (PKI) methods; (2) host-to-fabric security 
technologies, which apply ACLs at the port-level on the 
fabric, and permit or deny a particular host’s FC HBA to 
attach to that port, and prevent an unauthorized intruder 
host from attaching to the fabric via any port; (3) man- 
agement-to-fabric technologies, which use PKI and other 
encryption methods and ensure secure management in 
console-to-fabric communication; and (4) configuration 
integrity technologies, which ensure that propagated fab¬ 
ric configuration changes only come from one location at 
a time, and are correctly propagated to all switches on 
the SAN fabric with integrity. SAN security issues are dis¬ 
cussed in Storage Area Network Security (2003) in detail. 

SAN TECHNOLOGIES AND 
SOLUTIONS 

The SAN infrastructures support multiple protocols, such 
as SCSI, simple network management protocol (SNMP), 
visual interface (VI), enterprise system connection/fiber 
connection (ESCON/FICON), TCP/IP, and session security 
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authentication and initialization protocol (SSAIP), over 
a single physical connection. This unique capability pro¬ 
vides the SAN system with the coupled functionality of an 
interface to storage devices and a server interconnect. 

In the early 1990s, fibre channel was developed by 
the Fibre Channel Systems Initiative (FCSI) and adopted 
later by the American National Standards Institute 
(ANSI) X3T11 Committee as a high-speed interface for 
connecting storage devices to servers and other network 
configurations. These interconnect standards (FC-PH 
2001) provide SANs with the vital properties of connec¬ 
tivity, bandwidth, interconnectivity, protocol efficiency, 
distance range, recoverability, failure tolerance, and cost 
options. The fibre-channel standards specify electrical 
and optical transmission media as well as conventions 
for signaling and transmission/functional protocols. Op¬ 
tical media (with SC, LC, and mechanical transfer regis¬ 
tered jack [MT-RJ] connectors) support reliable signaling 
over long distances. Fibre channel provides data rates in 


Table 2: Maximum Distance for Fibre-channel Media Types 


the range from 133 Mbps to 4 Gbps over low-cost copper 
cabling (shielded twisted-pair wire or coaxial cable with 
serial communications d-shell connector, 9 pins [DB-9] 
and high-speed serial data connector [HSSDC]) or higher- 
cost multimode fiber-optic cable. Fibre-channel fabrics 
have transceivers, called “gigabit interface converters" 
(GBICs), which convert optical to electrical signals to 
cable connectors. Fibre-channel technology supports dis¬ 
tances up to 10 km (see Table 2). 

Optical and copper media are used in various SAN 
fibre-channel infrastructure applications (FCIA Roadmap 
2006) including Inter Switch Links, SAN Edge Links, 
Back End Links, and Inter Device Links (see Table 3). 

Fibre-channel Topologies 

Fibre-channel methods have the means to implement 
three topologies: (1) point-to-point links, (2) shared band¬ 
width loop circuits known as fibre-channel arbitrated 


Data rate, MBps 

12.5 

25 

50 

100 

200 

400 

Nominal signaling rate, Gbaut 

0.133 

0.266 

0.531 

1.063 

2.126 

4.252 

Til Specification completed,Year 

1994 

1994 

1994 

1996 

2000 

2003 

Market availability, Year 

1994 

1994 

1995 

1997 

2001 

2005 

9-p.m single-mode fiber 

- 

- 

- 

10 km 

10 km 

HM 

50-p.m multimode fiber 

1.5 km 

1.5 km 

500 m 

500 m 

300 m 

m 

62.5-|jun multimode fiber 

1.5 km 

1.5 km 

350 m 

300 m 

150 m 

70 m 

Video coaxial cable 

100 m 

100 m 

71 m 

50 m 

- 

- 

Miniature coaxial cable 

42 m 

28 m 

19 m 

14 m 

- 

- 

Shielded twisted pair 

80 m 

57 m 

46 m 

28 m 

- 

- 

Twinax 

93 m 

66 m 

46 m 

33 m 

- 

- 


Sources: FC-PH (2001) and Stallings (2000). 


Table 3: Fibre-channel Infrastructure Applications 


Market 

Length 

Interswitch 

Link 

SAN Edge 
Link 

Back-End 

Link 

Interdevice 

Link 

Metropolitan 

Area Network [Fiber] 

5 km and up 

+ 




Multi Building (campus) 
[Fiber] 

300 m-5 km 

+ 




Single Building (Local) 
[Fiber] 

30 m-5 km 

+ 




Datacenter or Rack 
[Fiber] 

0 m-100 m 

+ 

+ 

+ 


Datacenter or Rack 
[Copper] 

0 m-1 5 m 

+ 

+ 

+ 


Backplane [Copper] 

0.6 m 




+ 


Source: FCIA Roadmap (2006). 
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loops (FC-ALs), and (3) bandwidth-switched fibre-channel 
fabrics (FC-SW) that provide SANs with the ability to 
do bandwidth multiplexing by supporting simultaneous 
data transmission between various pairs of devices. Any 
storage device on the loop can be accessed through a 
fibre-channel switch (FC-SW) or hub. The fibre-channel 
switch can support entry-level (8 to 16 ports) to enter¬ 
prise-level (64 to 128 ports) systems. Under ANSI X3T11 
standards, up to 126 storage devices (nodes) can be 
linked in the fibre-channel arbitrated loop (FC-AL) con¬ 
figuration, with the storage interface bandwidth about 
100 Mbps for transferring large hies. More than seventy 
companies, including industry-leading vendors of disk 
arrays and computer and networking systems, sup¬ 
port the FC-AL voluntary standards. FC-AL topology is 
used primarily to connect disk arrays and FC devices. 
Originally developed as the high-speed serial technol¬ 
ogy of choice for server-storage connectivity, the FC-AL 
method is extended to the FC-SL standard that supports 
isochronous and time-deterministic services, including 
methods of managing loop operational parameters and 
quality-of-service (QoS) definitions, as well as control. 
The FC-VI regulation establishes a fibre channel-virtual 
interface architecture (FC-VIA) mapping standard. 
See Fibre Channel for more information about various 
implementations of the technology in various network 
configurations, including SANs. 

Because of the high cost of the FC interconnect com¬ 
ponents and separation of storage and servers at the wide 
area network scale (resulting in slow capabilities of WAN- 
SANs with fibre channel), alternatives to FC technologies 
have been developed. The ipStorage technology (Barker 
and Massiglia 2001, 187) uses TCP/IP as a storage inter¬ 
connect. The Internet Engineering Task Force (IETF) has 
proposed the iSCSI (Internet SCSI) standards (Hufferd 
2002) that address the issues of long distances (WAN- 
scale), reducing the interconnect cost, high security, and 
complex storage network topologies. The iSCSI is layered 
on top of the TCP/IP protocol hierarchy and can instantly 
access all modern transmission media and topologies. 
TCP/IP and related protocols have been implemented in 
the server-based systems that allow the most general stor¬ 
age networks to be constructed with the iSCSI method 
(iSCSI and IP-SAN Solutions 2006). The main challenge 
is a reduction of the iSCSI processor overhead of operat¬ 
ing iSCSI packets below the fibre-channel overhead level. 
See more details in Storage Area Networks: Architectures 
and Protocols. 

InfiniBand Solutions 

InfiniBand is a new emerging interconnect technology, 
developed by the standards of the InfiniBand Trade 
Association (founded by Compaq, Dell, Hewlett-Packard, 
IBM, Intel, Microsoft, and Sun Microsystems) that offers 
the most general low-cost server system topologies 
(InfiniBand Trade Association 2006). It is expected 
that InfiniBand interfaces will be embedded into all Intel- 
based servers (Barker and Massiglia 2001, 188-92; Intel 
InfiniBand Architecture 2006) and will allow Windows 
and Linux servers to be available for resolving com¬ 
plex problems of data centers by adopting clusters and 


multiple-host enterprise RAID subsystems. InfiniBand 
technology implements a switched-fabric architecture 
with the packet-switching communication protocol 
(PSCP) that relates to the virtual interface (VI) architec¬ 
ture method. SANs, parallel processing systems, and sys¬ 
tems area networks can effectively use InfiniBand as a 
high-performance/low-latency interconnect. 

Crossroads Systems with a Storage Router 

InfiniBand technology has been successfully implemented 
by Crossroads Systems, Inc., which promotes storage so¬ 
lutions based on protocol-independent connectivity at 
speeds of gigabit per second and unparalleled manage¬ 
ability for various storage devices. Crossroads’ storage 
routers (e.g.. Crossroads™ 10000) support peer opera¬ 
tions between storage devices and multiprotocol servers 
on fibre-channel storage networks. 

Brocade's Configurations 

Brocade Communication Systems, Inc., has developed 
an intelligent fabric services architecture that creates a 
scalable and secure environment for enterprise mission- 
critical storage applications such as data backup and busi¬ 
ness continuity. The Brocade SANs (SilkWorm™ family 
of fabric switches and software) provide enterprises with 
any-server-to-any-storage-device connectivity and con¬ 
solidate storage resources and servers, as well as sharing 
backup resources (Beauchamp, Judd, and Kuo 2002). 

OTHER STORAGE NETWORKING 
TECHNOLOGIES 

The following emerging technologies introduce new 
system architectural approaches in storage networking. 
SAN developers and users are trying to adapt them to 
a new enterprise environment that is characterized by 
host-level heterogeneous complexity, management flex¬ 
ibility, new TCP/IP network communication services, file- 
access-protocol developments, and the repartitioning of 
the functionality of file management systems. 

VI (Virtual Interface) Architecture 

The virtual interface (VI) architecture is a midlayer pro¬ 
tocol specification that regulates virtual intercommunica¬ 
tion between applications running on different remote 
servers (i.e., in a cluster). This method significantly re¬ 
duces the latency and the volume of the system input/ 
output (I/O) operations by using message and data buffer 
pools that are insensitive to the heterogeneous operating 
environment or other applications. The reduction of the 
I/O-related interrupts increases the CPUs’ time for process¬ 
ing various other system tasks. Developers of the VIA 
technology (Compaq, Intel, Microsoft, etc.) use this ar¬ 
chitecture as an efficient way of message communication 
between the SAN nodes at the application level, creating 
only a small overhead of intercommunication between 
the remote applications. This method has been success¬ 
fully implemented in database managers and NAS de¬ 
vices (Barker and Massiglia 2001, 189-90). Several efforts 
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(i.e., the direct access file system and network file system 
initiatives) have been made to improve file system per¬ 
formance by using VIA-type advanced transport protocol 
features. The Emulex Corporation promotes the GN9000/ 
VI™ 1 Gbps VI/IP PCI host bus adapter, which is based on 
the virtual interface (version 1.0) architecture, supports 
standard TCP/IP-reliable data delivery, IP routing, and the 
direct access file system standard, and speeds data access 
over standard Gigabit Ethernet networks. 

Direct Access File System 

The direct access file system (DAFS) is a new hie access/ 
transfer protocol that is based on CIFS/NFS characteris¬ 
tics and VIA-type transport protocol features. DAFS/VIA 
technology supports direct hie transfer between the stor¬ 
age system and clients. In a SAN environment, data can 
be directly transferred among a number of servers. 

IP Storage Technologies 

Another block-mode data mechanism has been used by the 
IETF IP Storage Working Group in developing standards 
for a new IP-based transport-through-network technol¬ 
ogy that encapsulates fibre-channel and SCSI high-speed 
interfaces and provides direct access to data on disks, 
tapes, and optical storage devices. IP storage technology 
allows embedding low-cost SANs into IP-based enterprise 
infrastructures over existing Gigabit Ethernet networks. 
See chapter on Ethernet LANs. 

SANs over IP 

To avoid the distance limitation of the fibre-channel in¬ 
terconnects, enterprises build remote SANs that can be 
interconnected by means of the SAN-over-IP technology 
originally developed by the Computer Network Technol¬ 
ogy Corporation. The distant SANs appear as local storage 
entities. This technology improves enterprise management 
and data access, disaster recovery, business continuity, disk 
mirroring, electronic tape vaulting, and wide area cluster¬ 
ing. The Storage Networking Industry Association (SNIA) 
offers three technologies for integrating fibre-channel 
SANs into the IP backbone. These methods include fibre 
channel over IP (FCIP), Internet fibre channel over IP (iFCP), 
and Internet SCSI (iSCSI). The FCIP, iFCP, and iSCSI trans¬ 
port protocol descriptions are presented in Clark (2002). 

Fibre channel over IP (FCIP) 

FCIP is the simplest point-to-point IP tunneling solution 
for intercommunicating remote SANs with fibre-channel 
fabrics. The FCIP gateways establish TCP/IP connections 
over a WAN path to transport the fibre-channel encap¬ 
sulated frames. A typical discrepancy in data commu¬ 
nication rates between an FCIP-attached WAN link and 
fibre-channel fabric generates various flow control issues 
that can be resolved by TCP sliding-window algorithms. 
Several FC-FCIP management issues cannot be prop¬ 
erly determined for the FCIP pipes because the TCP/IP 
transport component ends at the external nodes of 
the fibre-channel network. These problems have been 


addressed and successfully resolved in the iFCP and iSCSI 
approaches. 

Internet Fibre-channel Protocol (iFCP) 

The gateway-to-gateway iFCP supports a means of inte¬ 
grating fibre-channel end devices into a single IP SAN. By 
using iFCP, the fibre-channel fabric services can be pro¬ 
vided to the remote FC devices over a TCP/IP network. The 
iFCP IP storage switches can directly connect fibre-channel 
storage arrays, HBAs, hubs, switches, and routers. The 
iFCP is a protocol stack that can be implemented in an 
IP storage controller interface or integrated into Gigabit 
Ethernet IP storage network interface card (NIC) (known 
as ANSI X3T10 and X3T11 Standards) (Clark 2002, 126- 
39). It supports any-to-any IP routing of storage data. 
A mismatch in data communication rates between an 
iFCP-attached WAN link and fibre-channel fabric gener¬ 
ates various flow-control issues that can be resolved by TCP 
sliding-window algorithms. The Internet protocol security 
(IPSec), public or private keys, and zoning methods can 
provide security across the Internet. One of the important 
applications of the iFCP technology is the support of 
multiple TCP/IP connections for concurrent storage 
transactions. 

Internet SCSI (iSCSI) 

In contrast to the FCIP concept, the iSCSI method, which 
follows the SCSI client/server model, is based on the imple¬ 
mentation of a light-switch technology in IP storage net¬ 
working (Clark 2002, 139-49) and excludes fibre-channel 
elements. The iSCSI servers (targets) are present in disk 
arrays and client nodes (initiators) that occupy host plat¬ 
forms. The iSCSI protocol over the TCP/IP layer is used 
for block data transport between these entities over the 
IP network. Data can be directly written into application 
memory through a steering and data synchronization 
layer located below the iSCSI sublayer. IPSec, Keyberos 
authentication, public key, and other methods can provide 
security across the Internet. SANs use the iSCSI adapters 
with TCP/IP offload engine (TOE) to minimize processing 
overhead and realize high-performance features of the 
iSCSI technology. The enterprise solutions with IP SANs 
can also support Gigabit and faster Ethernet on iSCSI- 
switch infrastructures (IP SAN Appliances 2006). 

Storage over IP (SolP) 

Based on the SolP remote storage technology, the Nishan 
Systems Corporation developed IP Storage switches of 
the IPS 4000 Series™ and a suite of storage management 
software that allows configuration and monitoring of 
large-scale storage networks. 

Fabric Shortest Path First (FSPF) 

FSPF is the open shortest path first (OSPF)-based stand¬ 
ard routing protocol for fibre channel that determines the 
next shortest route for data traffic, updates the routing 
table, and detects the failed routes (Vacca 2002, 152). Op¬ 
tical, link, or switch failures can be effectively handled by 
FSPF with minimal impact on the interconnected devices 
in the FC/SAN environment. 
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Adaptive Network Storage Architecture 
(ANSA) 

The Procom Technology Corporation has developed 
the ANSA approach, which delivers both block-level and 
file-level access to data. Procom’s NetFORCE 3000™ Se¬ 
ries provides filer functionality (together with advanced 
features of security, high stability, backup, and recovery) 
to enterprise storage that can result in high-performance 
information-management systems. The ANSA technology 
has been successfully applied to database management, 
data warehousing, e-mail delivering, and 24/7 rich-media 
applications. 

Storage Resource Management (SRM) 

The SRM technology provides applications for manag¬ 
ing logical and physical storage-system resources (virtual 
devices, disk volumes, file resources, storage devices and 
elements, and appliances). SRM tools allow storage- 
system administrators to configure and monitor SANs and 
other storage resources. During the administrative moni¬ 
toring, the transport or storage data remain unchanged. 
Vendors of the SRM tools, products, and services include 
SUN Microsystems (Sun StorEdge™), HighGround Sys¬ 
tems, Inc. (Storage Resource Manager, Media Mirror), and 
Storage Computer Corp. (Storage Administrator) (Toigo 
2001 ). 

STANDARDS 

American National Standards Institute 
(ANSI) 

ANSI coordinates SAN voluntary standards (ANSI 2006). 
The ANSI X3T10 and X3T11 working committees are as¬ 
sociated with storage networking issues, including SCSI 
I/O interface standards (X3T10) and fibre-channel inter¬ 
face standards (X3T11). The first set of fibre-channel stand¬ 
ards (ANSI X.3230-1994) (Vacca 2002, 75-8) describes 
standards for a switch fabric (FC-SW2), the interconnect 
that supports high volumes of throughput and bandwidth 
for disk output and input, as well as a management in¬ 
formation base (MIB) management standard that permits 
fibre-channel devices (switches) to be managed by any 
vendors software, which includes an implementation of 
the simple network management protocol (SNMP). SAN 
users can find a brief description of other X3T11 fibre- 
channel standards in Barker and Massiglia (2001, 384-6). 

Several FC SAN equipment vendors, including Brocade 
Communications Systems, have refined SAN standards 
in the areas of management, discovery, data transport, 
and WAN connectivity. This allows the fibre-channel SAN 
to become an integral part of the enterprise framework 
(Vacca 2002, 78-9). 

Distributed Management Task Force (DMTF) 

The DMTF has introduced management standards for 
computer systems and enterprise environment (DMTF 
2006). The SAN-related management standards (Barker 
and Massiglia 2001,386-7) cover a set of the Web-based en¬ 
terprise management (WBEM) XML-based technologies. 
They support an object-oriented approach in developing 


a business’s management environment, using the Com¬ 
mon Information Model; architectures and frameworks 
for desktop, laptop, and server management (desktop 
management interface); standard data models for a net¬ 
work, its elements, policies, and rules (directory-enabled 
networks); and functional calls for transaction monitor¬ 
ing (known as the application response measurement 
[ARM] standard). 

Storage Systems Standards Working 
Group (SSSWG) 

As a division of the Institute of Electrical and Electronics 
Engineers (IEEE), the SSSWG develops models and ar¬ 
chitectures of storage systems, including SANs (SSSWG 
2006). The SSSWG project authorization requests (Barker 
and Massiglia 2001, 387-8) include the "Guide to Storage 
System Design"; media management system (MMS) ar¬ 
chitecture; session security, authentication, initialization 
protocol (SSAIP) of the MMS; media management pro¬ 
tocol (MMP) for both client and administrative applica¬ 
tions; drive management protocol (DMP) of the MMS; li¬ 
brary management protocol (LMP) of the MMS; the media 
manager interchange protocol (MMIP) for information 
exchange between autonomous media managers; the 
media manager control interface protocol (MMCIP); 
the C language procedural interface for implementation 
of the MMS's components; MMS User mount commands 
for establishing "command line interfaces" (CLI); MMS 
standard administrative and operational commands for 
administering and operating an MMS; and “MOVER" 
specifications of a storage system data mover architecture 
and its interfaces. 

Internet Engineering Task Force (IETF) 

The IETF defines a variety of the transmission control pro¬ 
tocol/Internet protocol (TCP/IP) standards that are widely 
used in the enterprise environment with SANs (IETF 
2006). The IETF standards related to storage network¬ 
ing (Barker and Massiglia 2001, 388) include the simple 
network management protocol (SNMP) for managing and 
monitoring devices and systems in a network; the Internet 
protocol over fibre channel (IPoFC); and a policy for 
quality of services (QoS). 

STORAGE NETWORKING 
ASSOCIATIONS, INITIATIVES, 

FORUMS, AND COALITIONS 

The organizations discussed below promote storage net¬ 
working technologies and products, develop standards, 
undertake marketing activities in information technology 
industry, educate, train, and create the knowledge base 
for implementing SAN technology: 

SNIA (Storage Networking Industry 
Association) 

The SNIA, an international association of developers 
of storage and networking products, is focusing on the 
creation of a forum of IT companies, system integrators, 
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and application vendors for delivering architectures, edu¬ 
cation, and services in storage networking, as well as defin¬ 
ing the specifications and infrastructures, and proposing 
standards for storage networking systems, including 
SANs, SAN-attached storage (SAS), and network-attached 
storage (NAS) (SNIA 2006). 

Fibre Channel Industry Association (FCIA) 

The FCIA is an international organization of manufac¬ 
turers, systems integrators, developers, systems vendors, 
industry professionals, and end users. In June 2002, this 
organization included more than 190 members and affili¬ 
ates in the United States, Europe, and Japan. The FCIA is 
committed to delivering a broad base of fibre-channel in¬ 
frastructure to support a wide array of industry applica¬ 
tions within the mass storage and IT-based arenas. FCIA 
working groups focus on specific aspects of the technology 
that target markets, which include data storage network¬ 
ing and SAN management. The overview of fibre chan¬ 
nel’s SAN and networking applications and examples of 
fibre-channel solutions for high-performance networks 
of heterogeneous storage, server, and workstation re¬ 
sources can be found on the "technology” section of the 
FCIA Web site (FCIA 2006). 

Fibre Alliance (FA) 

The FA is the networking industry consortium originally 
founded by a group of storage networking companies, 
including EMC Corporation, to develop and implement 
standards for managing heterogeneous fibre-channel- 
based SANs. In collaboration with the IETF, this group 
develops the definition of simple network management 
protocol management information bases (SNMP MIB) 
for storage network and device management (Fibre 
Alliance 2006). 

JIRO 

Jiro is a Sun Microsystems technology that delivers intel¬ 
ligent management services for networked devices. Using 
the principles of Java and Jini platform-independent 
application development interfaces (Jini 2006), Jiro tech¬ 
nology provides the architecture for connecting and man¬ 
aging complex distributed environments such as storage 
area networks. The Jiro technology brings higher levels of 
interoperability, adaptability, and manageability to enter¬ 
prise networks with storage resources (Jiro 2002). 

National Storage Industry Consortium (NSIC) 

Since April 1991, the NSIC has consolidated the efforts 
of over fifty corporations, universities, and national labs 
in the field of digital information storage. The corporate 
members are major information storage manufacturers 
and companies from the storage industry infrastruc¬ 
ture, including SANs. As a nonprofit organization, NSIC 
supports precompetitive joint research projects, involv¬ 
ing collaboration among users and integrators of stor¬ 
age systems, storage system and device manufacturers, 
storage component and media manufacturers, suppliers, 
universities, and national laboratories (National Storage 
Industry Consortium 2006). 


THE SAN MARKET, VENDORS, 

AND SERVICE PROVIDERS 

Data storage management has become the primary issue 
for businesses in the past ten years. According to the In¬ 
ternational Data Corporation (IDC), the redundant array 
of independent disks (RAID) shipped in 2003 exceeded 
250 X 10 15 bytes (Storage Area Networks 2003). Data-rich 
businesses continue to seek effective data storage and 
management solutions to handle this data growth. SAN 
technologies allow existing enterprises to effectively man¬ 
age more transactions, customers, suppliers, and services. 
Company operations are significantly improved by provid¬ 
ing continuous high availability through uninterruptible 
access to data, increasing scalability through multiple- 
channel data transmission, and reducing the network and 
server’s CPU overhead. Additional opportunities for the IT 
enterprises are also associated with the Internet, which 
allows them to increase the volume of data and rates of 
their transmission. 

Evolution of the SAN Market 

According to the Gartner’s research study (Couture et al. 
2006), the worldwide storage service market will grow 
from more than $23 billion in 2004 to more than $31 bil¬ 
lion in 2009. The study conducted by the market research 
firm iSuppli Corporation (Gardner 2004) shows that the 
SAN enterprise market has been growing at an annual 
rate of 30% and promises to maintain that pace over the 
next five years. Among others, two growth factors will 
dominate: rapidly dropping prices on SAN solutions and 
better record-keeping practices mandated by federal leg¬ 
islation. By 2004, practically all large enterprises have 
installed SANs. Nowadays, SANs are being deployed by 
a growing number of midsized and smaller companies, 
including about 10% of enterprises with revenues of 
between $100 million and $300 million (Gardner 2004). 
Microsoft and other software providers have long viewed 
this market as a major growth opportunity, particularly for 
regulatory-compliant software packages that help protect 
confidentiality of patient records under the Health Insur¬ 
ance Portability and Accountability Act (HIPAA), which 
was introduced in April 2005 and requires the establish¬ 
ment of an IT infrastructure. Another factor of the future 
growing in the SAN installations is the Sarbanes-Oxley 
Act, which regulates how data are managed, archived, 
retrieved, and authenticated. 

According to the Jupiter Media Metrix Corporation 
(Market Forecast Report 2002), the growth in Internet 
commerce is attributed to the increase in the U.S. on¬ 
line population by nearly 50%, from 141.5 million in 
2001 to 210.8 million by 2006, as well as to the growth 
of U.S. online retail sales from $47.8 billion in 2002 to an 
estimated $130.3 billion in 2006. SANs have revolution¬ 
ized the IT enterprise's infrastructure and improved its 
e-business applications, including e-commerce, e-mail, 
online transaction processing, data replication, and enter¬ 
prise database management. Global continuous delivery 
of multimedia secured information has become the main 
service of modern e-business enterprises. 

By adding networking and intelligence features to 
data storage, fibre-channel SAN switches enable the 
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solution of several challenging e-business storage prob¬ 
lems, such as linking high-performance workstation clus¬ 
ters, connecting high-performance tape storage on disk 
farms, giving server farms a high-speed data-transmission 
pipe, clustering disk farms, and linking Ethernet, fiber 
distributed data interface (FDDI), asynchronous transfer 
mode (ATM), and token ring LANs to the backbone. Intel¬ 
ligent SAN systems allow improving enterprise perform¬ 
ance significantly, decreasing latency, supporting direct 
access to the storage shared by multiple servers, reducing 
network traffic on the front-end network, and removing 
storage management tasks from servers. 

A new SAN market is open for small to medium busi¬ 
nesses (SMBs) that need flexible and scalable storage sys¬ 
tems to ensure critical data that can be accessed quickly, 
securely, and cost effectively (Storage Management 2006). 


According to New York-based market research firm Ac¬ 
cess Markets International (AMI) Partners Inc., SMBs in 
the United States spent $443 million on SANs in 2003, 
and this figure is expected to grow to $1.5 billion by 2008. 
Microsoft Corporation, together with business partners, 
has developed the Simple SAN Program that supports the 
iSCSI protocol, which allows SANs to be accessed over 
IP-based networks. New storage management capabili¬ 
ties have been built into Windows Server 2003 (Storage 
Management 2006). 

SAN Vendors and Service Providers 

Table 4 shows a list of SAN vendors, storage-networking 
service providers, and their products. The complete list of 
SAN deployment companies can be found in (Vacca 2002, 


Table 4: SAN Vendors and Services 


Company 

Product Type 

Source 

ADVA Optical Storage 

Networking Technologies 

Fiber Service Platform (FSP); DWDM 
system 

(ADVA 2006) 

ATTO Technology, Inc. 

Fibre channel hub; Fibre channel, SCSI 
and IP storage solutions 

(ATTO 2006) 

Broadcom Corporation 

SAN system core logic input/output chips 

(Broadcom 2006) 

Brocade Communication Systems, Inc. 

Fabric switches; SAN solutions 

(Brocade 2006) 

Crossroads Systems, Inc. 

Modular storage router 

(Crossroads 2006) 

Cutting Edge 

Clustered failover; IP SAN solutions 

(Cutting Edge 2006) 

Dell Computer 

Enterprise storage solutions; RAIDs 

(Dell 2006) 

EMC Corporation 

Networked storage solutions 

(EMC 2006) 

Emulex Corporation 

VI/IP PCI host bus adapters; SAN 
storage switchers 

(Emulex 2006) 

FalconStor Software, Inc. 

Storage software; SAN infrastructure 

(FalconStor 2006) 

Fujitsu Ltd. 

RAIDs 

(Fujitsu 2006) 

Hewlett-Packard 

SAN management tools; storage systems 

(Hewlett-Packard 2006) 

Hitachi Data Systems/GST 

SAN solutions 

(Hitachi 2006) 

IBM 

Enterprise storage server; RAIDs; tape 
libraries; storage software 

(IBM 2006) 

Intel Corporation 

iSCSI HBAs; GBICs; RAID controllers 

(Intel Corporation 2006) 

LSI Logic Storage Systems, Inc. 

SAN solutions; RAID adapters 

(LSI 2006) 

Me DATA 

Enterprise FC management tools 

(McDATA 2006) 

Media Integration 

Fibre channel SAN; iSCSI backup 

(Media Integration 2006) 

Microsoft Corporation 

SAN management and backup software 

(Microsoft 2006) 

NEC Corporation 

SAN support products 

(NEC Corporation 2006) 

Nishan Systems 

IP storage switches 

(Nishan Systems 2006) 

QLogic Corp. 

SAN management software; HBAs 

(QLogic 2006) 

SANRAD 

iSCSI-SAN and IP-SAN solutions 

(SANRAD 2006) 

SUN Microsystems 

Storage systems; RAIDs; disk backup 

(Sun Microsystems 2006) 

Unisys 

SAN solutions 

(Unisys 2006) 

Xyratex 

RAID systems 

(Xyratex 2006) 
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Figure 2: Shares of leading companies in 
the SAN market. (Data source: Gardner 
2004) 


495-7) and on the Network Buyers Guide Web site (Net¬ 
work Buyers Guide 2006). 

The iSuppli survey (Gardner 2004) identifies seven 
leading providers of SAN solutions: EMC (26% of all 
shares), Hewlett-Packard (25%), IBM (18%), Hitachi (8%), 
LSI Storage (7%), Sun Microsystems (7%), and Dell (6%) 
(see Figure 2). The additional information (based on the 
revenue analyses) about the top 10 largest storage com¬ 
panies for the period from 1999 to 2005 can be found in 
(Kerekes 2005). 

CONCLUSION 

SANs, networked high-speed infrastructures, enable 
e-business enterprises to significantly improve their 24/7 
continuous scalable services. They have become a critical 
part of the enterprise network infrastructure. The above- 
considered technologies and effective SAN solutions 
allow companies to shift their focus from numerous IT 
infrastructure problems to the successful performance of 
their businesses and services. 


GLOSSARY 

CIFS: Common Internet file system, also known as the 
Microsoft server message block protocol; a network 
file system access protocol that is primarily used by 
Windows clients to communicate file access requests 
to Windows servers. 

CIM: Common information model; an object-oriented 
description of entities and relationships in the enter¬ 
prise management environment. 

DWDM: Dense wavelength division multiplexing; a 
method that allows more wavelengths to use the same 
fiber. 

FC-AL: Fibre channel-arbitrated loop transport 
protocol. 

FCSW: Fibre-channel switch. 

FC-VIA: Fibre channel-virtual interface architecture. 


FSPF : Fabric shortest path first; a routing protocol used 
by fibre-channel switches. 

High-availability cluster: Also known as failover 
cluster, this computer cluster is implemented for the 
purpose of improving the availability of services that 
the cluster provides. The cluster includes a redundant 
computer that is used to provide services when system 
components fail. 

IPoFC: Internet protocol over fibre channel. 

iSCSI: Internet small computer systems interface. 

JBOD: Just a bunch of disks; a term for a collection of 
disks configured as an arbitrated loop segment in a 
single chassis. 

LC Connector: A small form-factor fiber-optic connec¬ 
tor, which resembles a small SC connector. Lucent 
Technologies developed the LC connector for use in 
telecommunication environments. The LC connector 
has been standardized as FOCIS 10 (Fiber Optic Con¬ 
nector Intermateability Standards) in EIA/TIA-604-10. 

NAS: Network-attached storage. 

RAID: Redundant arrays of inexpensive disks; a tech¬ 
nology for managing multiple disks. 

SAN: Storage area network. 

SAS: SAN-attached storage. 

SC Connector: A fiber-optic connector with a push-pull 
latching mechanism that provides for quick insertion 
and removal while also ensuring a positive connection. 
The SC connector has been standardized as FOCIS 3 
(Fiber Optic Connector Intermateability Standards) in 
EIA/TIA-604-03. 

SoIP: Storage over IP; a storage technology developed 
by the Nishan Systems Corporation. 

SSA: Serial storage architecture. 

VI: Virtual interface architecture; a midlayer protocol 
specification. 

CROSS REFERENCES 

See Fibre Channel; Storage Area Networks: Architectures 

and Protocols. 
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INTRODUCTION TO FIBRE CHANNEL 

The small computer system interface (SCSI) has been 
used widely so far for connecting different storage devices 
to high-end computer systems to provide high-speed par¬ 
allel data transmission. The devices can be daisy-chained 
together with a terminator at both ends of the SCSI cable. 
However, the SCSI has the following limitations: (1) the 
maximum length of a SCSI bus is 25 m; (2) the maximum 
number of devices a SCSI bus can connect is 32; and (3) 
the maximum transmission bandwidth of a SCSI bus is 
80 MBps. As a result of the development of computer and 
multimedia technologies, a greater speed of data trans¬ 
mission among more devices over longer distances has 
been increasingly required. As a solution, a storage area 
network (SAN) can be used to connect with high-speed 
computers and storage devices. Two primary protocols 
for building SAN are fibre channel and SCSI over TCP/IP 
(also known as iSCSI [Hufferd 2003]). 

The iSCSI protocol enables a SAN solution whereby 
SCSI is transported over the top of TCP/IP. iSCSI uses TCP/ 
IP to establish sessions between iSCSI initiator and iSCSI 
targets. An iSCSI session may consist of multiple TCP con¬ 
nections. However, any given SCSI exchange must be 
conducted on one TCP connection. Because of the ubiquity 
of IP networks, iSCSI can be used to transmit data over 
local area networks (LANs), wide area networks (WANs), 
or the Internet and can enable location-independent data 
storage and retrieval. However, in this chapter, we will 
only discuss fibre channel. 

Fibre channel (FC), a highly reliable, one or more gigabit 
(10 Gb in the near future) serial interconnect technology, 
allows concurrent communications among worksta¬ 
tions, mainframes, servers, data storage systems, and 
other peripherals using SCSI, Internet protocol (IP) and a 
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wide range of other protocols to meet the needs of the 
data communication. Fibre channel was developed pri¬ 
marily to overcome the shortcomings of the current SCSI 
to provide higher speed and more scalable configuration. 
It turned out to be a technically attractive solution to the 
storage area network. Fibre channel can be used to im¬ 
plement SANs, to connect servers and high-performance 
workstations and mainframes, and to form the backbones 
between LANs. Currently, quite a number of manufactures 
provide various fibre-channel switches and end devices. 

In order to help readers to understand fibre-channel 
technology in the rest of the chapter, we will introduce 
fibre-channel protocol architecture, fibre-channel ele¬ 
ments, fibre-channel transmission media and topologies, 
fibre-channel addressing, fibre-channel information trans¬ 
mission hierarchy, fibre-channel fabric routing, fibre- 
channel classes of service, fibre-channel flow control, 
mapping from other protocols to fibre channel, and fibre- 
channel distributed fabric services. 


FIBRE-CHANNEL PROTOCOL 
ARCHITECTURE 

Fibre channel is structured as a set of hierarchical 
functions. The American National Standards Institute 
(ANSI) FC-PI (fibre-channel physical interface) and ANSI 
FC-FS (fibre-channel framing and signaling) specifications 
define the fibre-channel layered-services model shown in 
Figure 1. As illustrated in Figure 1, the fibre-channel pro¬ 
tocol consists of five layers: FC-0 (media and interface), 
FC-1 (transmission protocol), FC-2 (signaling protocol 
with link services), FC-3 (common services), and FC- 
4 (mapping from upper-layer protocols [ULPs] to fibre 
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Figure 1: Fibre-channel structure(SBCCS = 
single-byte command code set) 


channel). Each layer of this model provides services to 
the layer above and relies on the services provided by the 
layer below. 

A fibre-channel node is functionally configured as il¬ 
lustrated in Figure 2: A node may support one or more 
N_Ports and one or more FC-4s. Each N_Port contains 
FC-0, FC-1, and FC-2 functions. FC-3 optionally provides 
the common services to multiple N_Ports and FC-4s. 
(Thornburgh 1999) 

The following describes the layers in Figure 1 and 
Figure 2 (Ogletree 2003): 

• FC-0: The FC-0 layer specifies the link between two 
ports. This consists of a pair of either optical fiber or 
electrical cables with transmitter and receiver circuitry. 
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Figure 2: Node functional configuration 


which work together to convert a stream of bits at one 
end of the link to a stream of bits at the other end. The 
FC-0 describes various kinds of media allowed, includ¬ 
ing single-mode and multi-mode optical fiber, as well as 
coaxial and twisted cables for shorter-distance links. 

• FC-1: The FC-1 layer provides three primary functions: 
encoding and decoding data streams, managing ordered 
sets, and managing link-level protocols and states. The 
8B/10B encoding scheme is used at FC-1 layer, which 
converts each 8-bit value into one of two possible 10-bit 
values. Each of the two 10-bit products of this conver¬ 
sion should have no more than six total Is or 0’s, about 
half will have an equal number of Is and Os. The 8B/10B 
encoding scheme can improve transmission character¬ 
istics on the link, and help receiver to recover clock, de¬ 
tect bit errors, and distinguish data bits from control 
bits. See the section below on 8B/10B Encoding. 

• FC-2: The FC-2 layer is responsible for the functions 
associated with the establishment of communication 
between two ports. These functions include port log¬ 
in, the exchange, and associated frame sequences, flow 
control, and error control. The FC-2 layer also defined 
the fibre-channel frame format associated with all data 
and control frames. Link services defined in FC-2 are 
used to set up and manage links. 

• FC-3: FC-3 (common services) provides a set of services 
that are common across multiple N_Ports and/or NL_ 
Ports of a node. For example, services such as striping, 
hunt groups, and multicast are defined in FC-3. Strip¬ 
ing is to multiply bandwidth using multiple N_ports in 
parallel to transmit a single information unit across 
multiple links. Hunt groups is the ability for more than 
one port to respond to the same alias address. This im¬ 
proves efficiency by decreasing the chance of reaching 
a busy N_Port. Multicast delivers a single transmission 
to multiple destination ports. This includes sending to 
all N_Ports on a fabric (broadcast) or to only a subset 
of the N_Ports on a fabric. FC-3 is under development. 

• FC-4: The FC-4 layer defines how different higher-layer 
protocols are mapped to use fibre channel. The upper- 
layer protocols include intelligent peripheral interface 
(IPI), SCSI, high-performance parallel interface (HIPPI), 
IP, single-byte command code set (SBCCS) mapping, 
and others. Each of these protocols’ commands, data, 
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and status are mapped into information units that are 
then carried by fibre channel. 

FIBRE-CHANNEL ELEMENTS 

The key elements of a fibre-channel network are the 
end systems and the network itself. The end systems are 
called “nodes”. A fibre-channel network consists of one or 
more switching elements. A switch is the smallest entity 
that may function as a switch-based fibre-channel fabric. 
A switch is composed of two or more switch ports; a 
switch construct, capable of either multiplexed frame 
switching or circuit switching, or both; an address man¬ 
ager; a path selector; a router; and a fabric controller. The 
collection of switching elements is called a "fabric.” 
The following types of fibre-channel ports are defined 
in the Fibre channel standards: 

• N_Port: An N_Port exists in an end device that is con¬ 
nected to an N_Port on another end device to form a 
point-to-point topology or an F_Port on a switch to 
form a switched-fabric topology. Multiple N_Ports can 
exist in a single physical device. 

• NL_Port: An NL_Port exists in an end device attached 
to an NL_Port of another end device or a fibre-channel 
hub to form an arbitrated-loop topology. NL_Port can 
also connect to an FL_Port on a switch to form a public- 
loop topology. 


• F_Port: An F_Port exists in a switch that directly con¬ 
nects to the N_Port of an end device. 

• FL_Port: An FL_Port exists in a switched-fabric that di¬ 
rectly connects to the NL_Port of an end device to form 
a public arbitrated-loop topology. 

• E_Port: An E_Port, expansion port, exists in a switch 
that connects to an E_Port of another switch to form 
an interswitch link (ISL). In other words, switches are 
connected to form switched fabric through E_Ports. 

• B_Port: A B_Port, bridge port, exists in a switched fab¬ 
ric that extends a fibre-channel ISL over a non-fibre- 
channel port. 

• G_Port: A G_Port is a switch port that is capable of ei¬ 
ther operating as an E_Port or F_Port. A G_Port deter¬ 
mines through port initialization whether it operates as 
an E_Port or as an F_Port. 

• TL_Port: A TL_Port is a translative-loop port. It con¬ 
nects private loops to public loops or switches fabrics. 
A TL_Port acts as an address proxy for the private de¬ 
vices on the arbitrated loop. 

• GL_Port: A GL_Port is a G_Port that is also capable of 
operating as an FL_Port. 

Figure 3 illustrates how these types of ports can be used 

to connect switches and nodes to implement different 

possibilities (Cisco Systems 2004). 



Figure 3: Fibre-channel connection modes 













































208 


Fibre Channel 


Speed 


1200 

1200 

MBps 

800 

800 

MBps 

400 

400 

MBps 

200 

200 

MBps 

100 

100 

MBps 

50 

50 

MBps 

25 

25 

MBps 

12 

12 

MBps 


Octuple-speed 
Quadruple-speed 
Double-speed 
Full-speed 
Half-speed 
Quarter-speed 
Eighth-speed 


Distance 


Long 

Intermediate 
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100-SM-LL-L 
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SM Single mode fiber 
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M6 Multi-mode fiber (62.5 |im) 
TV Video cable 
MI Miniature coaxial cable 
TP Twisted-pair 
TW Twin axial 
LV Long video 


-Transmitter- 

LL Long-wave laser (1,300 nm) 

LC Low-cost long-wave laser 
SL Short-wave laser (780 nm) with 
OFC (Optical Fibre Control) 

SN Short-wave laser without OFC 

LE Long-wave LED (Light-Emitting Diode) 
EL Electrical 


Figure 4: Fibre-channel variant nomenclature 


FIBRE-CHANNEL TRANSMISSION 
MEDIA 

The basic data rate over the fibre-channel link is just over 
1 Gbps, with half-, quarter-, eighth-, double-, quadruple- 
speed and 10-Gbps links defined. The full-, double-, and 
quadruple-speed links are referred to as 1GFC, 2GFC, 
and 4GFC, which, respectively, provide a data-transmission 
bandwidth of about 100, 200, and 400 MBps. Using a differ¬ 
ent transmission code, the 10-Gbps link can provide about 
a 1200-MBps data-transmission bandwidth. To provide 
cost-effective fibre-channel migration, the Fibre Channel 
Industry Association (FCIA) introduced 8GFC, which pro¬ 
vides about 800-MBps data-transmission bandwidth and 
full backward compatibility. Although the fibre-channel 
protocol is configured to match the transmission and tech¬ 
nological characteristics of single- and multi-mode optical 
fibers, the physical medium used for transmission can also 
be copper twisted-pair, coaxial cable, or twin axial cable. 
For most of installations, the medium of choice is fiber¬ 
optic cable. Figure 4 illustrates the transmission speed, 
media, transmitter, and distance of fibre-channel technol¬ 
ogy (DeCusatis 2002). The fibre-channel standards define 
the maximum point-to-point transmission distance as 
30 m for copper, and 10 km for optical fiber (www.tll. 
org). However, the maximum point-to-point link distance 
available in the market is reported to be 100 km (www. 
cisco.com). In the laboratory, the distance has reached 
320 km while maintaining full throughput of the fibre 
channel at a 1-Gb line rate (www.cisco.com). Fibre-channel 
devices that support up to a 4-Gbps data rate are available 
in the market (www.cisco.com). Products with a bit rate 
of 8 or 10 Gbps are expected in the near future (www. 
fibrechannel. org). 


FIBRE-CHANNEL TOPOLOGIES 

Fibre channel is logically a bidirectional, point-to-point, 
serial data channel, structured for high-performance ca¬ 
pability. A fibre-channel network may be implemented 
using any combination of the three topologies discussed 
below (Cisco Systems 2004) (Clark 2003). 

Point-to-Point Topology 

Point-to-point topology is used to directly connect two 
ports. As shown in Figure 5, the two fibre-channel-enabled 
devices, D1 and D2, are directly connected through two 
N_Ports without using any switch. The transmission be¬ 
tween the two devices in the point-to-point topology is 
full-duplex, therefore point-to-point topology can be seen 
as a two-node loop topology. 

Arbitrated-Loop Topology 

Similar to token ring, arbitrated-loop topology is used 
to connected devices, each connected to two others by 
unidirectional transmission links to form a single closed 
path. As shown in Figure 6, the NL_Port of three end 
devices, Dl, D2, and D3, are connected to form a unidi¬ 
rectional loop. Up to 127 nodes, including one possible 
hub port, can be supported in this topology. The loop is 
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Figure 6: Arbitrated-loop topology 


generally implemented using a fibre-channel hub for cable 
management. 

Switched-Fabric Topology 

Switched-fabric topology is the most general topology 
supported by fibre channel. At least one fibre-channel 
switch is needed in this topology, as shown in Figure 7. 
The “fabric” in Figure 7 can be one switch or multiple 
switches connected by interswitch links. 

In applications, the three primary topologies (point-to- 
point, loop, and switched-fabric) can be connected to form 
a complex topology. For example, using a switch to connect 
multiple arbitrated loops allows one to bypass the 126-node 
limit that is inherent in using the single arbitrated-loop 
topology. Although each loop attached to a switch is still 
limited to 126 nodes, the switch makes a connection be¬ 
tween these loops so that devices can communicate with 
each other, no matter which loop each device is connected 
to. One can also link multiple switches that have arbitrated 
loops attached. See Figure 3 for a more complex network to¬ 
pology that consists of point-to-point topology, arbitrated- 
loop topology, and switched-fabric topology. 


FIBRE-CHANNEL ADDRESSING 

Fibre channel has two types of addresses that are used 
to identify a device or switch port. The first is a globally 
unique assigned address called the worldwide name 
(WWN). The WWN is assigned by the manufacturer and 
is guaranteed to be globally unique. 

The second type of address used in fibre channel is a 
dynamically assigned hierarchical address that lets frames 
be intelligently routed from one device to another. That is 
(called the “fibre-channel ID” [FC_ID]), the dynamic ad¬ 
dress contains information about where the device is con¬ 
nected to. In fibre-channel networks, the FC_ID is mapped 
to the WWN such that initiators can use the WWN to 
contact a device, and it will be translated to an FC_ID for 
communication. 

The FC_ID addresses assigned to devices depend on 
the type of topology: 

Point-to-Point: Point-to-point connections are actually 
implemented as a private loop with two devices. Because 
the devices are in a private loop, they use only an 8-bit 
arbitrated-loop physical address (AL_PA). The address is 
in the range of OxOOOOOlh to OxOOOOEFh. 

Private Arbitrated Loop: Arbitrated loops can be im¬ 
plemented as private or public loops that determine the 
type of addresses assigned. In a private-loop topology, a 
standard AL_PA is assigned in a fashion similar to that 
of point-to-point topology. Each device on a private loop 
is assigned an address in the range of OxOOOOOlh to 
0x0 0 0 OEFh (however only 126 devices may exist in a given 
arbitrated loop because of the 8B/10B encoding). 

Public Arbitrated Loop: A public loop contains one or 
more FL_Ports that act as gateways to a switched fabric. 
As such, the addresses assigned to devices on a public loop 
contain a full 24-bit address. The first byte is the Domain_ 
ID that is assigned to the switch. The second byte identifies 
the particular loop on the switch. The third byte is used for 
the AL_PA assigned to the devices on the loops. The FL_ 
Port always has an AL_PA of 0x0 Oh. Therefore, the valid 
FC_ID address range for devices on a public arbitrated 
loop are Oxddllaa 0 (Cisco Systems 2004) where dd is 
the Domain_ID of the attached switch in the range of 
0x0lh to OxEFh (1 to 239), 11 is the loop identifier in 
the range of 0x0 Oh to OxFFh, and aa is the AL_PA in the 



Figure 7: Switched-fabric topology 




















210 


Fibre Channel 


Table 1 : Fibre channel Addressing 



8 bits 

8 bits 

8bits 

Switch topology 

Domain (01 -EF) 

Area (00-FF) 

Device (00-FF) 

Private loop topology 

00 

00 

AL_PA (01 -EF) 

Public loop topology 

Domain (01 -EF) 

Area (00-FF) 

AL_PA (01 -EF) 


range of 0x0lh to OxEFh, where 0x0 Oh is reserved for 
the FL_Port. It is apparent that the format of the FC_ID, 
Oxddllaa, can be used for facilitating routing in a way 
similar to netmask-based routing in IP. 

Switched Fabric: A switched fabric address is based on 
FC_IDs that use the entire 24-bit address. Each switch 
within a switched fabric is assigned one or more Domain_ 
IDs. This Domain_ID can be thought of as a routing prefix 
that the switch uses to route frames to devices connected 
to other switches. The first byte of a switched fabric FC_ 
ID is the Domain_ID. It is in the range of 0x0 lh to OxEFh. 
The second and third byte of a switched fabric FC_ID are 
called the Area_ID and Port_ID, respectively. 

Table 1 gives the addressing ranges for the three different 
topologies. 

FIBRE-CHANNEL INFORMATION 
TRANSMISSION HIERARCHY 

The signaling-protocol (FC-2) level serves as the transport 
mechanism of fibre channel. To aid in the transport of 
data across the link, the following building blocks are de¬ 
fined by the FC-2 standard: ordered set, frame, sequence, 
and exchange. Figure 8 shows the relationship between 
frames, sequences, and exchanges. An exchange consists 
of one or more sequences, while a sequence in turn con¬ 
sists of one or more frames. A frame uses ordered sets to 
delimit its start and end. An ordered set consists of four 
8B/10B encoded transmission characters. In the follow¬ 
ing, we will introduce the 8B/10B encoding, ordered set, 
frame, sequence, and exchange. 


8B/10B Encoding 

At FC-1 layer, information to be transmitted over a fibre 
channel is encoded 8 bits at a time into a 10-bit trans¬ 
mission character using the 8B/10B encoding scheme and 
then sent serially bit by bit across the link. Information 
received over the link is collected 10 bits at a time. The 
transmission characters that are used for data, called "data 
characters,” are decoded into the correct 8-bit codes. 

The 8B/10B encoding starts off with a process of as¬ 
signing a letter to each bit in a single byte to be transmit¬ 
ted. As shown in Figure 9, letters H, G, F, E, D, C, B, and A 
are assigned to bits b 7 , b 6 , b 5 , b 4 , b 3 , b 2 , b,, and b 0 of the byte 
to encode, respectively. Then Zxx . y notation is formed by 
calculating the decimal value xx using the lower 5 bits of 
the byte (letters EDCBA) and calculating decimal value y 
using the higher 3 bits of the byte (letters HGF). In other 
words: 

xx = b 4 X 2 4 + bi X 2 3 + b 2 X 2 2 + b\ X 2 + bo 

while 

y = b 2 X 2 2 + b 6 X 2 + fo 5 

Let the letter K signify a special character and the letter D 
signify a data character. Then Kxx . y and Dxx . y represent 
a special character and a data character, respectively. 

Refer to Figure 10, as an example, take OxBCh as the 
byte to encode: the corresponding Zxx . y notation is 
Z28.5, the data character is D28.5, and the special char¬ 
acter is K2 8.5. Each transmission character (data or con¬ 
trol) can have one of two possible binary values. By looking 
up the encoding table, K2 8.5 has two possible 10-bit 
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Figure 8: Relationship between frames, sequences, and exchanges 
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Fibre-Channel Information Transmission Hierarchy 


211 
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Figure 10: Translation of K. 2 8.5 


values: 0011111010 (positive parity) and 1100000101 
(negative parity). Which of the two possible binary values 
is transmitted depends on the disparity of the previously 
transmitted character. If a positive disparity character 
is transmitted, the next character issues should have neg¬ 
ative parity. By monitoring the running disparity of the 
preceding event, the encoder can ensure that an overall 
balance of 1 ’s and 0's is maintained in the serial stream. 

The 10-bit transmission code supports all 256 eight- 
bit combinations. 12 of the remaining transmission char¬ 
acters, referred to as “special characters,” are defined by 
the 8B/10B encoding scheme. However, only the K. 28.5 
character is used in fibre channel, which is distinguish¬ 
able from the contents of a frame and therefore can assist 
a receiver in achieving word alignment on the incoming 
bit stream. 

The primary rationale for use of a transmission code 
is to improve the transmission characteristics of infor¬ 
mation to be transferred across a fibre channel. The en¬ 
codings defined by the transmission code ensure that 
sufficient transitions are present in the serial bit stream 
to make clock recovery possible at the receiver. Such en¬ 
coding also greatly increases the likelihood of detecting 
any single- or multiple-bit errors that may occur during 
transmission and reception of information. 

Ordered Set 

Ordered sets are a very important mechanism used in 
fibre-channel communications, and are used for many 
different purposes. An ordered set consists of four en¬ 
coded bytes, which means 40 bits, because each byte is 
encoded into 10 bits by using 8B/10B encoding. Ordered 
sets can be classified into three basic categories: 

• Start of frame and end of frame delimiters: Refer to 
Figure 11, one ordered set (SOF) is used to indicate the 
start of a frame, while another (EOF) is used to indicate 
the end of a frame. There are several different SOFs and 
EOFs defined in the fibre-channel standards. These SOF 
delimiters are also used to define the class of service to 
be used and whether the frame is the first in a series of 
frames. Like SOF, EOF can also be used to convey some 
other information about the frame. 


• Primitive signals: The primitive signals are used for 
various purposes to initiate certain events on the trans¬ 
port medium. For example, when the medium is not 
being used, IDLEs signals are generated. Another type 
of primitive signal is the R_RDY (receive ready), which 
is used in buffer-to-buffer credit operations. 

• Primitive sequences: The primitive sequences are used 
to control state changes on the fibre-channel link, such 
as initialization and recovery. An example of a primi¬ 
tive sequence is the set of LIP (loop initialization 
primitive) sequences used to initialize an arbitrated loop. 

Frame 

FC-2 framing protocol manages flow control so that data 
will be delivered with no collision or loss. This level de¬ 
fines the signaling protocol, including the frame and byte 
structure, which is the data-transport mechanism used 
by fibre channel. Frames transfer all information between 
nodes. The frames are normally constructed by the trans¬ 
mitting node’s N_Port. A frame is the smallest unit of 
information transfer across a link. The format of a fibre- 
channel frame is shown in Figure 11. 

It can be seen in Figure 11 that the size of a fibre-channel 
frame can be from 36 bytes to 2148 bytes, depending on 
the size of the data filed. IDLEs are used for synchroniza¬ 
tion and word alignment between transmitter and receiver. 
IDLEs indicate the readiness to transmit and are constantly 
transmitted when no other data are presented to send. An 
IDLE is actually a 4-byte ordered set. After the 4-byte SOF 
is the 24 byte frame header. The frame header includes 
fields such as the source FC_ID, destination FC_ID, and 
other necessary parameters. The data field consists of the 
actual upper-layer protocol data, which can range from 
0 to 2112 bytes. Calculated using the frame header and the 
data field, the 4-byte cyclic redundancy check (CRC) code 
is used to check the correctness of the frame. The CRC 
used in fibre channel is a 32-bit polynomial: 

x 32 + x 26 + x 23 + x 22 + ^16 + ^12 + ^11 + ^10 

+ X s + X 7 + X 5 + X 4 + X 2 + X + 1 

As shown in Figure 12, the 24-byte frame header is used 
to indicate the source and destination address of the 
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Figure 11: Fibre-channel frame format 
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Word 


FLCTL 

DJD 

CS_CTL 

S_ ID 

TYPE 

F_CTL 

SEQ _ID 

DF_CTL 

SEQ _CNT 

OX 

JD 

FtXJD 

Parameters 


Figure 12: Fibre-channel frame header format 


Table 2: Fields in Fibre channel Frame Header and Their Descriptions 


Field 

Length (bytes) 

Description 

R_CTL 

1 

Routing control contains routing bits and information bits to categorize the frame 
function. Routing bits differentiate frames based on function or service, such as data 
frames versus link control frames containing commands or status. 

DJD 

3 

Destination fibre-channel ID. 

CS_CTL 

1 

Class-specific control contains management information for the class of service 
identified by the SOF. The meaning of the CS_CTL field is dependent on the class of 
service. 

SJD 

3 

Source fibre-channel ID. 

Type 

1 

Type indicates the upper-level protocol carried in the frame payload, such as IP (TYPE is 
equal to 0x05h) and SCSI (TYPE is equal to OxOAh— OxOFh). 

F_CTL 

3 

Frame control contains a number of flags that control the flow of the sequence. 

SEQJD 

1 

Sequence identifier uniquely identifies a given sequence within an exchange. 

DF_CTL 

1 

Data field specifies the presence of optional headers at the beginning of the data field. 

SEQ_CNT 

2 

Sequence count identifies the order of the transmission of frames within a sequence. It is 
used by a sequence recipient to account for all transmitted frames. 

OXJD 

2 

Originator exchange identifies an individual exchange. This identity is set by the 
originator of exchange. 

RXJD 

2 

Responder exchange identifies an individual exchange. This identity is set by the 
responder to exchange. 

Parameters 

4 

The parameters field is dependent on the frame type, as identified in the R_CTL field. 


frame, and also contains fields that are used to describe 
the content of frame. Table 2 describes briefly each field 
in the fibre-channel header. 

Sequences and Exchanges 

An exchange, unidirectional or bidirectional, is the fun¬ 
damental mechanism for coordinating the interchange 
of information and data between two Nx_Ports. All data 
transmission is part of an exchange. An exchange is a 
set of one or more interrelated sequences, each of which 
flows unidirectionally between a pair of Nx_Ports. Within 


a single exchange, only one sequence will be active at any 
given time for a single initiating Nx_Port. A sequence is a 
data transmission that can contain one or more frames. 
The framing protocol is used to break sequences into 
individual frames for transmission, flow control, CRC 
generation, and various classes of service. As illustrated 
by Figure 8, by using the concept of an exchange, much 
of the overhead of setting up a connection—or terminat¬ 
ing the connection—between two devices is made much 
simpler. To enable each of the communicating devices to 
distinguish between multiple sequences, a sequence ID is 
used. To keep track of exchange, an exchange ID is used. 
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Thus, for two devices communicating on a fibre-channel 
network, multiple transmissions of data (sequences) can 
be in process at the same time, contained within a single 
exchange. 

Each frame is verified for validity during reception. The 
error recovery is done on the basis of sequence. Thus, if an 
error is detected with a sequence, then the entire sequence 
is retransmitted, without affecting other sequences in 
an exchange that are made up of multiple sequences. 
For classes of service that require an acknowledgment, 
the transmitter retransmits the sequence after a timer 
has expired, assuming that the sequence was not received 
intact. 

FIBRE-CHANNEL FABRIC ROUTING 

Routing is not needed for point-to-point topology and 
arbitrated-loop topology, since there exists only one pos¬ 
sible route between any two devices. 

In a switched-fabric topology, a dynamic routing pro¬ 
tocol, called fabric shortest path first (FSPF), is used to 
route frames through the connected fabric. The FSPF is 
based on the widely used TCP/IP dynamic routing proto¬ 
col open shortest path first (OSPF). The FSPF is a link- 
state protocol that requires all switches to exchange 
link-state information, including the operational state and 
routing metric for each direct ISL. The topology database 
is central to the operation of FSPF. It is a replicated da¬ 
tabase in which all switches in the fabric have the same 
exact copy of database at all times. Using this informa¬ 
tion stored in the local database, each switch performs 
the Dijkstra algorithm to compute the shortest path to 
every other Domain_ID, and then to build its own routing 
table. FSPF performs hop-by-hop routing, meaning that 
a switch only needs to know the next hop on the best path 
to the destination. A routing table entry minimally con¬ 
sists of a destination Domain ID, and an E_Port to which 
frames are forwarded to the destination switch. 

The FSPF has four major components: 

1. A Hello protocol, used to establish connectivity with a 
neighbor switch, to establish the identity of the neigh¬ 
bor switch, and to exchange FSPF parameters and 
capabilities 

2. A replicated topology database, with the protocols 
and mechanisms to keep the databases synchronized 
across the fabric 

3. A path computation algorithm (with Dijkstra’s algo¬ 
rithm being a possible candidate) 

4. A routing table update (which is straightforward once 
the shortest path tree is generated) 

The topology database synchronization in turn consists of 
two major components: an initial database synchroniza¬ 
tion and an update mechanism. The initial database syn¬ 
chronization is used when a switch is initialized, or when 
an ISL comes up. Reliable flooding is the mechanism by 
which topology changes are propagated throughout the 
fabric. Reliable flooding is used whenever any change of 
a switch link state occurs, but is not used for the initial 
database synchronization when an ISL between two 
switches initializes. 


FIBRE-CHANNEL MEDIA 
ACCESS CONTROL 

Fibre channel supports any combination of three primary 
topologies: point-to-point, arbitrated-loop, and switched 
fabric. Fibre channel uses a connection method that 
requires the setup of a channel between two devices before 
any data are exchanged. However, several steps must occur 
to establish a channel. After the channel has been estab¬ 
lished, communication between two end devices occurs 
according to a hierarchical model (see the section on Fibre- 
channel Information Transmission Hierarchy above). The 
following steps are required to establish communication 
between two devices using the different fibre-channel 
topologies discussed below. 

Point-to-Point 

Point-to-point topology is treated as an arbitrated-loop 
topology with two nodes in fibre channel. Devices con¬ 
nected point-to-point must first perform a loop initializa¬ 
tion procedure (LIP) to determine that they are in a point- 
to-point configuration rather than an arbitrated-loop. 

Arbitrated Loop 

For arbitrated-loop topology, arbitration is used instead 
of a token that is used in Institute of Electrical and Elec¬ 
tronics Engineers (IEEE) 802.5 protocol. Each device has 
a certain priority, based on its address. To gain access to 
the network, a device must "arbitrate” for it. If a loop is 
connected to a fabric switch port, then the FL_Port has 
the highest priority since it has the lowest AL_PA address 
(0x0 Oh). Therefore, it can always win the arbitration and 
gain access to the loop when it needs to send frames. 

Other devices must contend for loop access. They issue 
the arbitrate primitive, called arb (x) , where x is the port 
address of the requestor on the network. IDLE primitive 
sequence circles the loop after the initialization process. 
When one or more nodes on the network send out an 
arbitration frame, a comparison is made by the nodes 
based on the priority of the ARB (x) frame received. If a 
node wanting to transmit data at the same time receives 
an ARB (x) frame that has lower priority than its own, 
then it simply discards that frame and does not retrans¬ 
mit it to the next node on the loop. Instead, the node 
sends out its own arbitration frame so that any other 
node issuing ARB (x) frames will know that it has won 
the arbitration process. Then the winner of the arbitra¬ 
tion process receives the frame that it sent out, it knows it 
is the winner (because no other device wanting to trans¬ 
mit has a higher priority), and the node then transmits 
data frames on the loop. 

When a member of the loop receives its own arbitra¬ 
tion frame, it can then send an open frame onto the loop 
informing other nodes that it has arbitrated for access 
and wants to open a communication link with a specific 
target node. 

The arbitration process allows for a fair access mecha¬ 
nism so that even devices with a low priority can even¬ 
tually gain access to the loop. This is dependent on 
implementation. As far as the sender and receiver are 
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concerned, they are now in a point-to-point connection, 
though the frames may be traveling through other nodes 
on the loop that are in the monitoring state, simply for¬ 
warding the frames. However, in most cases, the sender 
also monitors other frames traveling the loop and can tell 
if another node is trying to gain access to the loop. Al¬ 
though there is no specified number of frames the sender 
and the receiver can exchange, most devices try not to 
take a long time. Instead, most devices play in a fair man¬ 
ner and, after transmitting a number of frames, release 
their exclusive access to the loop to allow other members 
to make use of the shared media. 

Switched Fabric 

In switched-fabric topology, a dedicated connection be¬ 
tween two connected ports is provided by switched fab¬ 
ric. Since bandwidth is not shared between ports, all ports 
can perform at full bidirectional speed for transmitting 
and receiving at all times. 

FIBRE-CHANNEL CLASSES OF SERVICE 

Fibre channel defines several classes of service. Each class 
of service is differentiated by its use of acknowledgment, 
flow control (refer to the section on Fibre-channel Flow 
Control below), and channel reservation: 

• Class 1 is a connection-oriented service with confirma¬ 
tion of delivery or notification of nondelivery. A dedicated 
channel must be established from source to destination 
before the connection is granted. Once established, the 
two N_Ports can communicate using the full bandwidth 
of the connection, and no other traffic affects this com¬ 
munication. All the frames will follow the same connec¬ 
tion. Because of this nature, frames are guaranteed to 
arrive in the order they were transmitted. Also, the me¬ 
dia speeds must be the same for all links along the dedi¬ 
cated connection. There is no need for buffer-to-buffer 
flow control. Therefore, only end-to-end flow control is 
used in class 1 (see the section on Fibre-channel Flow 
Control below). 

• Class 2 is a connectionless service between ports with 
confirmation of delivery or notification of nondelivery. 
A connectionless service does not need connection es¬ 
tablished. Instead, different frames may be sent through 
different paths depending on the present situation of 
the switched fabric. A port can transmit frames to and 
receive frames from more than one N_Port. As a result, 
the N_Ports share the bandwidth of the links with other 
network traffic. Multiplex may be involved in class 2 
service. Frames are not guaranteed to arrive in the or¬ 
der they were transmitted, except for the point-to-point 
or loop topologies. In addition, the media speeds may 
vary for different links that make up the path. Both 
buffer-to-buffer and end-to-end flow control are used in 
class 2 (see the section on Fibre-channel Flow Control 
below). 

• Class 3 is a connectionless service between ports with 
no confirmation of delivery or notification of nondeliv¬ 
ery. Class 3 is very similar to class 2 except that it only 
uses buffer-to-buffer flow control (see the section on 


Fibre-channel Flow Control below). It is referred to as 
a datagram service. 

• Class 4 provides fractional bandwidth allocation of re¬ 
sources of a path through a fabric that connects two 
N_Ports. This connection-oriented service provides a vir¬ 
tual circuit between N_Ports with confirmation of deliv¬ 
ery or notification of nondelivery and guaranteed band¬ 
width. One N_Port will set up a virtual circuit by sending 
a request to the fabric indicating the remote N_Port as 
well as quality-of-service parameters. The resulting class 
4 circuit will consist of two unidirectional virtual circuits 
between the two N_Ports. The virtual circuits need not 
have the same speed. 

• Class 6 is a multicast variant of class 1 providing one-to- 
many service with confirmation of delivery or notifica¬ 
tion of nondelivery and guaranteed bandwidth. A device 
wanting to transmit frames to more than one N_Port 
at a time sets up a class 1 dedicated connection with 
the multicast server within the fabric at the well-known 
address of OxFFFFSh. The multicast server sets up in¬ 
dividual dedicated connections between the original 
N_Port and the entire destination N_Ports. The multi¬ 
cast server is responsible for replicating and forwarding 
the frames to all other N_Ports in the multicast group. 
N_Ports become a member of a multicast group by reg¬ 
istering with the alias server at the well-known address 
of 0xFFFF8h. 

• Intermix is an option of class 1 in which class 2 and 
class 3 frames may be transmitted at times when class 
1 frames are not being transmitted. 

FIBRE-CHANNEL FLOW CONTROL 

Flow control is to ensure that the buffer of the recipient 
will not be overwhelmed by the initiator. Fibre-channel 
flow control is based on a permission system in which 
a device or port cannot transmit a frame unless it has a 
credit. Fibre channel as two flow control mechanisms— 
end-to-end and buffer-to-buffer. 

End-to-end flow control is used to pace traffic between 
two end devices and can be used in class 1 and class 2 
service. The end-to-end mechanism means that the inter¬ 
vening switches do not have to participate in the credit/ 
acknowledgment scheme. Instead, when a connection is 
being set up between the initiator and the target device, 
the value used for the credit system is decided. This is usu¬ 
ally based on the amount of buffer space that the recipient 
has installed on the adapter. When a frame is transmitted 
by an initiator, it subtracts one from the number of credits 
it has been granted. When an acknowledgment is received 
from the target device, the value of the credits is increased 
by one. This simple mechanism allows both ends of the 
connection to maintain a steady flow of data without over¬ 
whelming the recipient. 

Buffer-to-buffer flow control takes place between every 
adjacent pair of ports along any given path in a fibre- 
channel network or between two devices on an arbitrated 
loop. Buffer credits relate to the number of input buffers 
that exist on the connected port. During a fabric log¬ 
in procedure, the number of buffer credits available to 
adjacent devices is exchanged. When an input buffer is 



Fibre-Channel Distributed Services 


215 


emptied, a device generates a 4-byte R_RDY command 
and sends it to the neighboring feeder device, thereby in¬ 
crementing the credit. The buffer-to-buffer flow control 
algorithm used in fibre channel is simpler than the sliding 
windows used in TCP/IR 

MAPPING OTHER PROTOCOLS 
TO FIBRE CHANNEL 

Mapping is a set of rules that is defined to move informa¬ 
tion from ULP interfaces to the lower fibre-channel levels. 
The ULPs include IPI, SCSI, HIPPI, IP, SBCCS, and oth¬ 
ers. Each of these protocols’ commands, data, and status 
are mapped into information units that are then carried 
by fibre channel. In the following, only IP over fibre chan¬ 
nel and SCSI over fibre channel are introduced. 

IP over Fibre channel 

Establishing of IP communications with a remote node 
over fibre channel is accomplished by establishing an 
exchange. Each exchange established for IP is unidirec¬ 
tional. If two nodes wish to interchange IP datagrams, 
a separate exchange must be established for each direc¬ 
tion. A set of IP datagrams to be transmitted is handled at 
the fibre channel as a sequence. 

An address resolution protocol (ARP) server must be 
implemented to provide mapping between 4-byte IP ad¬ 
dresses and 3-byte fibre-channel IDs. Generally, this ARP 
server will be implemented at the fabric level at the ad¬ 
dress of OxFFFFFCh. 

SCSI over Fibre channel 

The fibre channel acts as a data-transport mechanism 
for transmitting control blocks and data blocks in the 
SCSI format. A fibre-channel N_Port can operate as 
a SCSI source and target, generating or accepting and 
servicing SCSI commands received over the fibre-channel 
link. The fibre-channel fabric topology is more flexible 
than the SCSI bus topology, since multiple operations 
can occur simultaneously. 

Each SCSI operation is mapped over the fibre channel 
as a bidirectional exchange. A SCSI operation requires sev¬ 
eral sequences. A read command, for example, requires: 
(1) a command from the source to the target, (2) possibly 
a message from the target to the source indicating that 
it is ready for the transfer, (3) a “data phase” set of data 
flowing from the target to the source, and (4) a status se¬ 
quence, indicating the completion status of the command. 
Under fibre channel, each of these messages of the SCSI 
operation is a sequence of the bidirectional exchange. 

FIBRE-CHANNEL DISTRIBUTED 
SERVICES 

A distributed-services model in fibre channel is used to 
allow a switched fabric to provide consistent services 
to all attached N_Ports, to aid in the management, configu¬ 
ration, and security of a fibre-channel fabric. The following 
introduces fabric log-in, directory services, zone services. 


management services, and state change notification 
services. 

Fabric Log-in 

Fibre channel defines two types of log-in procedures: fab¬ 
ric and N_Port. With the exception of private NL_Ports, 
all other node ports must attempt to log in with the fabric. 
This is done after the link or the loop has been initialized, 
A fabric log-in starts by sending a fabric log-in (FLOGI) 
frame to the well-known fabric address of OxFFFFFEh. 
The following things can be accomplished through port 
log-in: 

• It determines the presence or absence of a fabric. 

• If a fabric is present, it provides a specific set of oper¬ 
ating characteristics associated with the entire fabric, 
including which classes of service are supported. 

• If a fabric is present, the N_Port that initiated the login 
can receive a fibre-channel address (FC_ID). 

• If a fabric is present, it initializes the buffer-to-buffer 
credit. 

Before an N_Port communicates with another N_Port, it 
must first log in to that N_Port. The port log-in (PLOGI) 
procedure can accomplish the following things: 

• It provides a specific set of operating characteristics as¬ 
sociated with the destination N_Port, including which 
classes of service are supported. 

• It initializes the destination end-to-end credit. 

• In a point-to-point topology, it initializes the buffer-to- 
buffer credit. 

Both fabric log-in and N_Port log-in are intended to be 
long-lived. Once logged in, a device can stay logged in in¬ 
definitely, even if it has no further data to transmit at that 
time. 

Directory Services 

A fibre-channel switched fabric supports a distributed 
directory service called “name server.” Since the FC_ID 
assigned in a fibre-channel fabric is dynamic, a service 
that can map a device’s static WWN to its routable FC_ID 
is necessary. The name server is accessed by perform¬ 
ing a port log-in (PLOGI) to a well-known address of 
OxFFFFFCh. 

Zone Services 

A fibre-channel fabric provides zone services to restrict 
communication between attached devices. A fibre-channel 
zone is a logical grouping of devices that are permitted to 
communicate. Because these devices may be attached 
to different switches, the zoning configuration is distrib¬ 
uted between all switches in the fabric. 

Management Services 

The management service lets device attributes and con¬ 
figuration information be retrieved within the fabric. 





216 


Fibre Channel 


This information may include attributes such as software 
versions, hardware versions, device capabilities, logical 
device names, and device-management IP addresses. 

State-Change Notification Services 

Because fabrics are a dynamic environment and may un¬ 
dergo topology changes when new devices are attached 
or previously active devices are taken off, it is useful if 
notification of changes can be provided to other partici¬ 
pants. When events occur in the network, either acciden¬ 
tally or intentionally, registered state-change notifications 
(RSCNs) are generated to notify other devices of the event 
occurrence. Using the RSCN facility, devices can react 
much more quickly to failure events rather than waiting 
for timers to expire. RSCN is a voluntary function in that 
an N_Port or NL_Port must register its interest in being 
notified of network changes if another device alters state. 


CONCLUSION 

Fibre channel is backed by an industry group known as 
the Fibre Channel Association, and a variety of interface 
cards, storage devices, and switches for different applica¬ 
tions are available. Being the major force for SANs, fibre 
channel has been most widely accepted as an improved 
peripheral device interconnection. It is a technically at¬ 
tractive solution to general high-speed LAN requirements 
but must compete with Gigabit Ethernet and asynchro¬ 
nous transfer mode (ATM) LAN. For implementing stor¬ 
age network, fibre channel will have to compete with 
iSCSI (internet SCSI) that uses TCP/IP to establish SCSI 
sessions across a long distance (Stallings 2004). 


GLOSSARY 

8B/10B Encoding: 8B/10B is a line code used in fibre 
channel, which maps 8-bit symbols to 10-bit symbols 
to achieve DC (direct current) balance and bounded 
disparity, and yet provide enough state changes to al¬ 
low reasonable clock recovery. 

Arbitrated Loop: A fibre-channel interconnection to¬ 
pology in which each port is connected to the next, 
forming a loop. At any instant, only one port in a fibre- 
channel arbitrated loop can transmit data. Before 
transmitting data, a port in an arbitrated loop must 
participate with all other ports in the loop in an arbi¬ 
tration to gain the right to transmit data. 

Exchange: An exchange is a set of one or more noncon¬ 
current related sequences passing between a pair of 
fibre-channel ports. An exchange encapsulates a "con¬ 
versation” such as SCSI task or an IP exchange. An 
exchange may be bidirectional. 

Fibre Channel: Fibre channel is a gigabit enabling 
technology for SANs. An industry standard storage/ 
networking interface, it connects host systems, stor¬ 
age devices, and others by means of a point-to-point 
bidirectional serial interface. 


Frame: A frame, the basic unit of transmission on a net¬ 
work, is a collection of bits that contain both control 
information and data. A fibre-channel frame begins 
with a 4-bytes start of frame (SOF), ends with a 4-bytes 
end of frame (EOF), includes a 24-byte frame header 
and 4-byte Cyclic redundancy check (CRC), and can 
carry a variable data payload from 0 to 2112 bytes, the 
first 64 of which can be used for optional header. 

iSCSI: iSCSI is Internet SCSI (also known as SCSI over 
TCP/IP), an Internet protocol (IP)-based storage net¬ 
working standard for linking data storage facilities. By 
carrying SCSI commands over IP networks, iSCSI is 
used to facilitate data transfers over intranets and to 
manage storage over long distances. 

Port: The hardware entity that connects a device to a 
fibre-channel topology. A device can contain one or 
more ports. 

Private Loop: A fibre-channel arbitrated loop with no 
attachment to a switched fabric. 

Public Loop: A fibre-channel arbitrated loop with an 
attachment to a switched fabric. 

SCSI: Abbreviations for small computer system inter¬ 
face. It is a fast parallel bus structure for connecting 
a computer to peripheral devices such as disk drives, 
tape drives, CD-ROM drives, and printers. 

Sequence: A sequence is a set of fibre-channel data 
frames with a common sequence ID, corresponding 
to one message element. Sequences are transmitted 
unidirectionally from initiator to recipient, with an ac¬ 
knowledgment transmitted from recipient to initiator. 

Storage Area Network: A storage area network (SAN) 
is a high-speed dedicated network designed to connect 
computer storage devices to servers. 

Switched Fabric: Switched fabric is a set of one or more 
fibre-channel switches interconnected by interswitch 
links (ISLs). Data can be transmitted physically be¬ 
tween any two ports on any of the switches. 

CROSS REFERENCES 

See Storage Area Network Fundamentals; Storage Area 

Networks: Architectures and Protocols. 

REFERENCES 

Cisco Systems. 2004. Internetworking technologies hand¬ 
book. 4th ed. Indianapolis: Cisco Press. 

Clark, T. 2003. Designing storage area networks. 2nd ed. 
Upper Saddle River, NJ: Pearson Education. 

DeCusatis, C. 2002. Handbook of fiber optic data commu¬ 
nication. 2nd ed. New York: Academic Press. 

Hufferd, J. H. 2003. iSCSI: The universal storage connec¬ 
tion. Reading, MA: Addison-Wesley. 

Ogletree, T. W. 2003. Fundamentals of storage area net¬ 
works. Boston: Thomson Course Technology. 

Stallings, W. 2004. Data and computer communications. 
7th ed. Upper Saddle River, NJ: Prentice Hall. 

Thornburgh, R. H. 1999. Fibre channel for mass storage. 
Upper Saddle River, NY: Prentice Hall. 



Handbook of Computer Networks: Distributed Networks, Network Planning, 
Control, Management, and New Trends and Applications 

by Hossein Bidgoli 
Copyright © 2008 John Wiley & Sons, Inc. 


Storage Area Networks: Architectures 

and Protocols 


Nirwan Ansari and Si Yin, New Jersey Institute of Technology 


Introduction 217 

Direct Attached Storage and Network 
Attached Storage 217 

Fibre-Channel Storage Area Network Overview 218 
Architectures and Protocols 219 

FC Protocol Suite 219 

FC Topologies 220 

FC-0: Physical Layer Options 222 

FC-1: Data Encoding 222 

FC-2 Layer 222 

FC-3: Common Services 225 

FC-4: Interface Layer 225 

Applications, Challenges, and Solutions 226 

Fibre-Channel Storage Area Network 
Applications 226 


Challenges 227 

New Solutions 227 

Internet SCSI (iSCSI): An Emerging 

Technology for SAN 230 

iSCSI Network Architecture 230 

iSCSI Protocol-Layer Model 231 

iSCSI Address and Naming Conventions 231 

Session Management 232 

Error Handling 232 

Security 233 

Conclusion 233 

Glossary 233 

Cross References 234 

References 234 


INTRODUCTION 

The rapid growth of data-intensive applications, such as 
multimedia, e-business, e-leaming, and Internet protocol 
television (IPTV), is driving the demand for higher data¬ 
storage capacity. Companies and organizations want their 
data to be stored in such a way that the huge amount of data 
can be easily accessible and manageable. Furthermore, 
they also require the critical data to be securely transported, 
stored, and consolidated at high speeds (Ching 2000). 
Traditionally, on client/server systems, data are stored on 
devices either inside or directly attached to the server; this 
is thus known as direct attached storage (DAS). Next in the 
evolutionary scale comes network attached storage (NAS), 
which takes the storage devices away from the server and 
connects them directly to the network. Recently, storage 
area networks (SANs) push the network storage technol¬ 
ogy further by connecting storage devices into a separate 
network and allowing them to directly communicate with 
each other via a new protocol. SAN is emerging to become 
the choice of data-storage technology for its significant 
performance advantages, better scalability, and higher 
availability over the traditional SCSI buses, and DAS and 
NAS architecture (Phillips 1998; Farely 2001; Heath 2000; 
Clark 2003). 

This section briefly reviews the early storage technolo¬ 
gies, namely, DAS and NAS, and then provides an overview 
of fibre-channel (FC) SANs with regard to their concept, 
architecture, and characteristics. 

Direct Attached Storage and Network 
Attached Storage 

DAS is a traditional storage technology that uses a dedi¬ 
cated storage server that contains a file system to manage 
attached storage devices. It frees up the application server 


from storage management and allows users to share and 
back up important data. DAS does have drawbacks: first, it 
is likely to be a bottleneck if many servers and hosts ac¬ 
cess the same DAS simultaneously; second, data in a DAS 
system are accessed indirectly via the storage server; thus, 
DAS is not optimized for storage management. Figure 1 
illustrates the architecture of DAS. 

NAS, on the other hand, is a storage system directly 
connected to LAN and provides file-access services to the 
computer system. A NAS system usually includes a proc¬ 
essor, one or more storage devices containing data, and 
an interface to LAN. NAS functions like a server that has 
its own network address. It processes file input/output 
(I/O) requests via file-access protocols such as the com¬ 
mon Internet file system (CIFS) and network file system 
(NFS). NAS is normally used in enterprises where there is 
a need to manage a large amount of mission-critical data 
in a fast, efficient, and robust way. Figure 2 illustrates a 
typical architecture of NAS. 



Disk drivers 

Figure 1 : Illustration of direct attached storage 
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Windows workstation Linux workstation 



Windows NT server UNIX server 

Figure 2: Illustration of network attached storage 

Fibre-Channel Storage Area Network 
Overview 

SAN, defined by the Storage Networking Industry Associa¬ 
tion (SNIA), is "a network whose primary purpose is the 
transfer of data between computer systems and storage 
elements and among storage elements" (Storage Network¬ 
ing Industry Association 2005). Unlike the traditional stor¬ 
age technologies, SAN takes the principle one step further 
by allowing storage devices to exist on their own separate 
network and communicate directly with each other at a 
very high speed. In SAN, clients in LAN access storage de¬ 
vices through servers, whereas servers interact with storage 


devices over SAN. Neither of these interactions is required 
to share the LAN’s bandwidth, as was the case with earlier 
solutions such as DAS and NAS, thus greatly reducing the 
network traffic and congestion probability. SAN’s highly 
flexible and scalable architecture simplifies the manage¬ 
ment of the ever-increasing storage capacity and reduces 
various information technology (IT) operating costs such 
as labor, maintenance, and expansion. Furthermore, the FC 
infrastructure, which forms the basis of SAN, guarantees 
faster data-transfer rates (up to 4 Gbps) than that of LAN. 
This is especially beneficial to e-commerce, for which fast 
data transactions are important to online companies that 
are aiming to attract online customers. Figure 3 shows a 
typical SAN environment. 

Fibre channel is a generic name for the integrated set of 
standards developed by the American National Standard 
Institute (ANSI) (Technical Committee Til 2006). FC at¬ 
tempts to provide a means for the high-speed data transfer 
that supports several common transport protocols, includ¬ 
ing Internet protocol (IP), asynchronous transfer mode 
(ATM), and small computer system interface (SCSI). 

FC first appeared in enterprise networking applications, 
including redundant array of independent disks (RAID) 
devices and mass storage subsystems. By the late 1990s, FC 
was quickly becoming the new connectivity standard for 
high-speed storage access and server clustering. FC speci¬ 
fications accommodate 133-Mbps, 266-Mbps, 532-Mbps, 
and 1 Gbps bandwidth (ANSI 2003). However, 4-Gbps FC 
products are currently available in the market, such as the 
4-Gbps host bus adapters (HBAs) of LSI Logic Corpora¬ 
tion. FC is unique in its support of multiple interoperable 
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Figure 4: FC five-layer model 
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topologies, including point-to-point, arbitrated-loop, and 
switching, and it offers several classes of services (now six 
classes of services are defined in the new version of the FC 
standard) for network optimization. Furthermore, with 
its large frame sizes, FC is ideal for storage, video, graph¬ 
ics, and mass data-transfer applications (Benner 2001; 
Meggyesi 1994; Kembel 2000). 

To clearly illustrate the functionalities of FC, the five- 
layer concept model is usually used to demonstrate the 
characteristics of FC, as shown in Figure 4. 

This model is composed of five layers from FC-0 to 
FC-4, as detailed below: 

FC-0 —The lowest level, specifies the physical features of 
the media, including the cables, connectors, transmit¬ 
ter and receiver characteristics for a variety of data 
rates. 

FC-1 —Defines the transmission protocol, including the 
8B/10B encoding/decoding rules used to integrate data 
with clock information required by serial transmis¬ 
sion. In addition, error monitoring, link management, 
and low-level flow control are done at this layer. 

FC-2 —Defines the rules for data to be transferred 
between two ports, the format of FC frame, the mech¬ 
anisms for controlling the various service classes, and 
the means of managing the sequence and exchange of 
a data transfer. 

FC-3 —Provides common services required for advanced 
features, such as the ability for more than one port to 
respond to the same alias address. 

FC-4 —Provides a set of interface standards to map exist¬ 
ing protocols to FC layers. 

So far, FC has become the dominant industry standard 
for SAN, commonly referred to as “fibre-channel SAN’’ by 
the SNIA (2005). 

The rest of the chapter is organized as follows: in the sec¬ 
tion on Architectures and Protocols, we will discuss the 
FC protocol suite and its three typical topologies, in which 
detailed discussion regarding to characteristics and func¬ 
tionalities of FC layers will be presented. In the section 


on Applications, Challenges, and Solutions, we briefly 
introduce the applications of SAN and the challenges it 
faces. Subsequently, in the section on Internet SCSI (iSCSI), 
an emerging technology for SAN, iSCSI, is discussed in 
detail from its architecture to its security issues. Finally, 
we will draw conclusions and outline the future of SAN. 

ARCHITECTURES AND PROTOCOLS 

Fibre channel (FC) was developed as the first successful 
serial transport with gigabit-per-second rates to provide 
a practical, inexpensive, yet expandable way for quickly 
transferring data between workstations, mainframes, 
supercomputers, desktop computers, storage devices, 
displays, and other peripherals. Since the end of the past 
century, FC has been mainly adopted in block I/O applica¬ 
tions, especially for SAN. “Fiber” in “fibre channel” refers 
to the FC’s support for both fiber-optic and copper cabling. 
“Channel” refers to its role as a gigabit-per-second-rate, 
high-performance conduit to establish direct or switched 
point-to-point connection between the communicating 
devices. 

On the other hand, fibre channel is also the generic 
name of an integrated set of standards developed by 
ANSI, that will be discussed in detail next. 

FC Protocol Suite 

The basic fibre-channel standard, fibre-channel physical 
and signaling interface (FC-PH) (ANSI 1994), defines a 
point-to-point device interconnection through a switched 
fabric (Sacks and Varma 1996; Heath 2000). The FC-PH 
standard also defines the physical layer, transmission, 
signaling, and framing protocols. The fibre-channel 
arbitrated loop (FC-AL) standard extends the FC-PH trans¬ 
mission and signaling functions to define a loop inter¬ 
connection topology that does not require a fabric (ANSI, 
1996, Fibre channel arbitrated loop). 

In April 2003, ANSI approved fibre-channel framing 
and signaling (FC-FS) (ANSI 2003). Along with fibre- 
channel physical interface (FC-PI), the FC-FS standard 
combines FC-PH, its amendments 1 (ANSI 1996, Fibre 
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channel physical and signal interface ) and 2 (ANSI 1999), 
FC-PH-2 (ANSI 1996, Fibre channel physical and signal 
protoco/-2),andFC-PH-3(ANSI1997)standards.TheFC-FS 
standard deletes outdated functions and features from 
those standards and includes additional link services in 
support of new functions defined in the fibre-channel fam¬ 
ily of documents. FC-FS also includes new improvements 
and clarifications to the definitions of existing services, 
which are dictated by the experience of existing imple¬ 
mentations. Above the FC-FS and FC-AL protocols layers 
are FC layer-4 standards, which consist of a set of proto¬ 
cols that map application protocols to the fibre-channel 
service. Among them, the most widely used application 
interface is SCSI, which is defined in the fibre-channel 
protocol for SCSI (FCP) (INCITS T10 2004). The FCP 
standard describes the protocol for transmitting SCSI 
commands, data, and status using FC-FS exchange and 
information units. 

Currently, the fibre-channel community has circulated 
Request for Comment (RFC) documents regarding 
Internet fibre-channel protocol (Gibbons et al. 2006), 
fibre-channel management MIB (McCloghrie 2005), and 
securing block storage protocols over IP (Aboba et al. 
2004). Interested readers may refer to the references for 
more details. 

FC Topologies 

There are three physical topologies available for FC SAN, 
namely, point to point, arbitrated loop, and switched fab¬ 
ric. Since the majority of FC SAN configurations in the 
current market are based on fabric switching, we will 
focus on the requirements and characteristics of switched 
fabric while briefly introducing point-to-point and 
arbitrated-loop topologies. 

Point-to-Point Topology 

Point-to-point topology is built on a dedicated, point-to- 
point connection between N_ports of two nodes (Figure 
5). An FC port is the entity in the node or fabric of SAN that 
performs the data communication and transfer. It falls into 
several categories, including N_port, L_port, and F_port. 
N_port, known as “node port,” is the node connection 



Figure 5: Point-to-point configuration 


pertaining to hosts or storage devices in the point-to- 
point and fabric topology. L_port and F_port, on the other 
hand, are the entities that are used in the arbitrated loop 
and fabric loop, respectively. 

This topology creates dedicated bandwidth between 
the pair (normally, between a server and a storage device), 
with effective throughput of up to 1 Gbps in each direc¬ 
tion (ANSI 2003). Before data transactions can be carried 
out, the two N_ports must perform an N_port log-in to 
assign N_port addresses or N_port IDs. Thereafter, a per¬ 
sistent connection is maintained, with utilization of the 
dedicated link determined by the application. 

The scalability for the point-to-point topology is rather 
poor, and there is no resource sharing other than the two 
connected nodes. Currently, the point-to-point topology 
is adopted only for a very simple scenario. 

Arbitrated Loop 

Another way to connect FC nodes is by using an arbitrated 
loop (FC-AL) (ANSI 1996, Fibre channel arbitrated loop). 
Arbitrated loop allows more than two devices to commu¬ 
nicate over a loop ring or hub, as shown in Figure 6. 

In the daisy-chain type of an arbitrated loop ring, mes¬ 
sages are transmitted from node to node until they reach 
the appropriate end user, and a fairness algorithm is 
implemented in FC-AL to ensure that no L_port is blocked 
from accessing the loop. In this way, a continuous data 
path exists through all the ports of each node, allowing 
any node to access any other node on the loop. However, 
should any link in the loop fail, communication between 
all L_ports is terminated. The daisy-chain type of FC-AL 
topology is illustrated in Figure 6a. 



(a). Arbitrated loop ring (daisy chain) 



(b). Arbitrated loop ring with central hub 


Figure 6: Two primary FC-AL topologies 
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On the other hand, the arbitrated-loop hub helps con¬ 
tinuous data communication even when one or more 
nodes fail. The mechanism lies in the internal architec¬ 
ture of a hub, which connects nodes on a port-by-port 
basis. The loop hub performs its functionality to sustain 
the persistent data communication by circumventing the 
disabled/disconnected node through its bypass circuitry 
at each port. However, the loop hub is not truly “plug- 
and-play.” Any time a device is added or removed from 
the topology, the network must be reinitialized. Figure 6b 
illustrates the topology of an arbitrated-loop ring with 
loop hub. 

Switched Fabric 

The switched-fabric configuration of FC is a routing 
architecture that delivers the FC frame to the intended re¬ 
ceiver based on address information in the header of the 
FC frame. It provides multiple concurrent connections 
between any pair of devices using separate paths, thus 
efficiently reducing the congestion and enhancing 
the availability. Like a hub, an FC switch connects mul¬ 
tiple servers to one FC port on the storage subsystem. 
With the FC switch, each server shares the bandwidth by 
rapidly switching from one connection to another, rather 
than by arbitrating for control of a shared loop. The con¬ 
gestion is hence reduced. 

In the pure-loop topology, a host reset or device fail¬ 
ure causes a loop initialization that resets all the other 
devices on the loop; this interrupts the loop’s availability 
to other servers and storage devices. A switch can prevent 
this kind of error propagation and can also enable rapid 
isolation and repair of hardware device failures. Thus, 
the FC switch enhances availability. Figure 7 shows one 
possible switch configuration. 

The switching mechanism typically used in fabrics is 
called "cut-through,” which is used to speed packet rout¬ 
ing by examining only the link-level destination ID of the 
FC frame. Based on the destination ID, a routing deci¬ 
sion is made by its internal routing logic to switch the FC 



Figure 7: Switched-fabric topology 


frame to the appropriate port. The destination ID resides 
in the first 4 bytes of the FC frame header, thus allowing 
cut-through to be accomplished quickly, without inter¬ 
pretation of anything other than the 4 bytes. 

Another superior functionality for the FC switch is its 
capability to be cascaded to form a complex enterprise 
SAN, which supports a large number of system hosts and 
storage subsystems. When switches are connected, each 
switch’s configuration information is to be copied into all 
other participating switches. Cascading provides switch 
topology scalable performance and increased redun¬ 
dancy. Figure 8 illustrates a typical scenario of cascaded 
FC switches. 

All these superior characteristics popularize the 
switched fabric as the topology choice in the FC SAN 
industry. 
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FC-O: Physical Layer Options 

As mentioned above, fibre channel can be run over opti¬ 
cal or copper media. At the lowest level, FC-0 defines the 
physical link in the system, including the fiber, connectors, 
and optical and electrical parameters for various data 
rates. At the physical layer, transceivers are devices that 
have combined transmitters and receivers for deal¬ 
ing with gigabit stream on the circuit boards of HBAs 
or controller cards. Different types of transceivers are 
available for both copper and optical media. For copper, 
transceivers simply perform the function of "electrical 
in, and electrical out," whereas for optical media, it per¬ 
forms the function that converts optical pulses into elec¬ 
trical signals, and vice versa. In today’s market, the most 
widely used transceiver module is the gigabit interface 
converter (GBIC), which was developed by Compaq, Sun, 
Amp, and Vixel, and has become the de facto standard in 
the industry. GBICs are hot-swappable and can therefore 
be installed and removed while the card/shelf assembly 
is powered and running. There are two types of GBIC: 
optical and copper. Optical GBICs are classified into three 
categories: short-wave laser/multimode, with distance up 
to 500 m; long-wave laser/single mode, with distance up to 
10 km; and extended long-wave laser, with distance up 
to 80 km. Copper GBICs, on the other hand, are available in 
two versions: passive (up to 13 m) and active (up to 30 m), 
and use DB-9 (serial communications D-shell connector, 
9 pins) or HSSDC (high-speed serial direct connect) cable 
interfaces. 

FC-1: Data Encoding 

In FC, the encoding scheme is defined in the FC-1 layer, 
which prescribes the serial encoding and decoding rules, 
special characters, and error control. Owing to the giga¬ 
bit and multigigabit speed of the FC, an efficient encod¬ 
ing scheme is especially important to achieve DC (direct 
current) balance and provide enough transitions for clock 
recovery. Currently, the IBM 8B/10B algorithm is the most 
widely used encoding scheme for FC. The basic idea of the 
8B/10B encoding scheme is to convert every byte of data 
into one of two possible 10-bit values called “transmis¬ 
sion characters." According to ANSI (1994), each byte of 
data is denoted in the form of Dxx . y where D indicates 
the byte being a data byte, xx is the decimal value rang¬ 
ing from 0 to 31, and y is the decimal value ranging from 
0 to 7, before it is encoded. For example, Hex xB7, with 
the binary bit representation of 1011 0111 , is divided 

into the first 3 bits, 101 (decimal 5), followed by the byte’s 
last 5 bits 10111 (decimal 23). Consequently, the 8B/10B 
notation refers to xB7 as D2 3.5. This division illustrates 
the 8B/10B encoding scheme’s internal operation. 8B/10B 
is realized by processing smaller 3B/4B and 5B/6B mod¬ 
ules, followed by their combination to produce the 10-bit 
transmission character. ANSI (1994) also defines various 
command characters such as the K2 8.5 command char¬ 
acter, to be used exclusively for control purposes. 

Since each of the 256 possible 8-bit words can be en¬ 
coded in two different ways, the 8B/10B encoding scheme 
is able to achieve long-term DC balance in the data- 
stream transmission. The 8B/10B encoding scheme also 
prescribes benefits of simplifying the design of receivers 


and transmitters, distinguishing control characters and 
ordinary data characters, helping clock synchronization, 
and improving error detection. 

FC-2 Layer 

The signaling protocol (FC-2) level serves as the trans¬ 
port mechanism for the fibre channel. The framing rules 
of the data to be transferred between ports, the different 
mechanisms for controlling the six service classes (see 
the section on Class of Service below), and the means 
of managing the sequence of a data transfer are defined 
by FC-2 (ANSI 2003; Clark 2003). In this section, we will 
mainly focus on the following five aspects of FC-2: 

• Ordered sets 

• Framing protocol 

• Sequence and exchange 

• Flow control 

• Class of service 

Ordered Sets 

The ordered sets, with 40-bit-long command syntax, 
contain data and special characters that have a special 
meaning. Ordered sets are used to facilitate bit and word 
synchronization, as well as to establish word boundary 
alignment. The ordered sets fall into three general cat¬ 
egories: frame delimiters, primitive signals, and primitive 
sequences. 

The frame delimiters include start of frame (SOF) and 
end of frame (EOF) ordered sets. The SOF delimiter is 
used in a frame header to initiate a connectionless level of 
service. Following the SOF ordered set, up to 2112 bytes 
of data would compose the body of the frame. An EOF or¬ 
dered set is used to indicate that the frame transmission 
is complete. Fibre channel defines eleven types of SOF 
ordered sets, and eight types of EOF ordered sets (ANSI 
2003). 

Primitive signals are ordered sets designated by the 
standard to indicate actions or events on the transport, 
there are two ordered sets: idle primitive and receiver 
ready (R_RDY) primitive. An idle primitive is a primitive 
signal used as a fill word between two data frames during 
the inactivity period. The R_RDY primitive, on the other 
hand, is used to indicate that the interface buffer is avail¬ 
able for receiving further frames. 

Primitive sequences are a group of ordered sets used 
to indicate or initiate state change on the port. Unlike 
primitive signals, primitive sequences require consecutive 
detection of three words before any action is taken. When 
a primitive sequence is received and recognized, a corre¬ 
sponding primitive sequence or idle needs to be transmit¬ 
ted in response. The primitive sequences supported by 
the FC standard are offline (OLS), not operational (NOS), 
link reset (LR), and link reset response (LRR). 

Framing Protocol 

The data must be framed as separated data packets to 
be transported in FC. The data packets are referred to as 
“FC frames.” There are two types of frames in fibre chan¬ 
nel: data frames and link-control frames. The two types 
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Figure 9: FC frame format 
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of frames have the same header format. The difference 
between the two frames is that link-control frames have no 
data payload, whereas the data frames can have as many 
as 2112 bytes of data after the header. Figure 9 illustrates 
the format of a FC frame. 

As shown in Figure 9, frames are always started with 
an ordered set SOF. This is an encoded 4-byte word that 
defines the class of service and specifies whether or not 
the frame is the first in a series of related frames. Follow¬ 
ing the SOF, an encoded 24-byte frame header is used 
for link control and for detecting missing or out-of-order 
FC frames. Frame header contains eleven types of informa¬ 
tion, including destination identifier (D_ID), source iden¬ 
tifier (S_ID), class specific control (CS_CTL), sequence 
identifier (SEQ_ID), and sequence count (SEQ_CNT) 
(ANSI 2003). 

After the header, the data field varies from 0 to 2112 
bytes. The variable length of the data fields facilitates 
FC's various applications to achieve an optimal trade-off 
between the frame overhead and the data payload. Follow¬ 
ing the data field, cyclic redundancy check (CRC) is used 
to check the data integrity within the frame. An EOF or¬ 
dered set is finally appended to notify the recipients of the 
completion of the frame. 

After the frame is assembled, the frames are delivered 
via a protocol hierarchy of the sequence and exchange, as 
discussed below. 

Sequence and Exchange 

A sequence is formed by a set of FC frames with a common 
sequence ID (SEQ_ID), corresponding to one message ele¬ 
ment, EO block, or information unit. Sequences are trans¬ 
mitted from an initiator (usually an N_port) to a recipient, 
with an acknowledgment, if applicable. Error recovery is 
usually performed at the sequence level for efficiency. For 
example, if an FC frame fails the CRC check, it is more ef¬ 
ficient to recover the entire sequence at gigabit speed than 
to embed the logic required to track and recover individual 
frames. 

An exchange, on the other hand, is composed of one or 
more nonconcurrent sequences passing between two FC 
ports. An exchange usually corresponds to a single opera¬ 
tion such as a SCSI task or an IP exchange and may be 
unidirectional or bidirectional. Sequences in an exchange 
have a common originator exchange identifier (OX_ID) 
and a responder exchange identifier (RX_ID), and only 
one sequence can be active at any one time. However, 
sequences of different exchanges may be concurrently 
active. 

At the FC-2 layer, two nodes in the FC SAN system 
communicate with each other by establishing one or more 
exchanges simultaneously, with unique exchange IDs and 
sequence IDs registered in each FC frame. This nested 


structure maximizes the utilization of the link between 
two nodes, with minimal overhead for setting up and tear¬ 
ing down logical connections. 

Flow Control 

It takes finite time for a receiver to process incoming 
frames. If the second frame arrives while the receiver is 
still processing the first frame, it must be queued up in 
buffers. Since the amount of buffers is finite in each port 
of a receiver, the receiver must be able to regulate the rate 
at which frames are sent from the sender; otherwise, the 
port will be overwhelmed with frames. Thus, FC provides 
two flow-control mechanisms, buffer-to-buffer flow con¬ 
trol and end-to-end flow control, based on a system of 
credits. 

The concept of credits refers to the “permission" gran¬ 
ted by a receiving port to a sending port to send a speci¬ 
fied number of frames, and the number of frames that 
may be sent is referred to as the “available credit” of the 
receiving port. As long as a port has a nonzero available 
credit, it has permission to send a number of frames up 
to that of the available credit. When a frame is sent, the 
available credit is decremented by one. When a response 
is received, the available credit is incremented by one. 
If the available credit reaches zero, frame transmission 
is suspended until the available credit is refreshed to a 
nonzero value. 

Just as there are two types of flow control, there are 
two types of credits; buffer-to-buffer (BB_Credit) and end- 
to-end credit (EE_Credit). Credit is granted during the 
log-in process and is based on the resources available in 
the receiving port. 

Buffer-to-Buffer Flow Control. Buffer-to-buffer flow con¬ 
trol, referred to as BB_Credit, is used by class 2 and class 
3 services to ensure that the next node in the path has 
resources available to which it is attached. When one of the 
applicable frames is sent, the available BB_Credit is dec¬ 
remented by one, until the BB_Credit is exhausted to zero. 
The receiver will respond with the "receive ready” primi¬ 
tive R_RDY to the sender for every received FC frame. 
Accordingly, BB_Credit in the sender is incremented by 
one for each received R_RDY. However, the BB_Credit 
in no way guarantees that the final destination has the 
resources to process the frame; this task is fulfilled by end- 
to-end flow control. Figure 10 illustrates the scenario of 
buffer-to-buffer control for a pair of nearby nodes A and B 
with four available BB_credits. 

End-to-End Flow Control. "End-to-end flow control" 
refers to the flow control between a source-node port and 
a destination-node port. Much like buffer-to-buffer flow 
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Figure 10: BB_Credit control with four available BB credits. Nodes A and B are a pair of nodes next to each other with buffer-to- 
buffer flow control. After the log-in process, four available BB credits are allocated to node A, which permits A to send up to four 
data frames (frames 1, 2, 3, and 4 in the figure). Node A decrements its BB_Credit by one for each frame sent, and is suspended 
for transmission after all four BB credits are exhausted (i.e., the available credit = 0). Thereafter, node A becomes idle until its 
BB_Credit is replenished by receiving R_RDY from node B. 


control, during the log-in process, the destination node 
grants end-to-end credits (EE_Credit) to the source node. 
The EE_Credit is thereafter maintained by the source 
node for future communication. Unlike BB_Credit, 
the "Ready” signal in controlling EE_Credit is ACK, an FC 
frame with a full header and no data payload, rather than 
the R_RDY primitive. The source node decrements EE_ 
Credit by one for each FC frame sent and increments 
EE_Credit by one for each ACK received. EE_Credit 
is used by class 1 and class 2 services. Figure 11 illustrates 
the EE_Credit control between a pair of source/destina¬ 
tion nodes with four available credits. 

Class of Service 

A significant problem in designing a data communica¬ 
tion system is to ensure proper data transmission that 
requires different levels of delivery guarantees, bandwidth, 
and connectivity between communicators. The concept 
of class of service is therefore proposed as an indication of 
what kind of service communicators request from the 
network. To address this issue, the FC protocol specifies 
six classes of service, namely, Class i, with i = 1, 2,...,6. 
Different classes of services determine different types of 
flow control and resource for regulating transmission: 

Class 1 service —defines a dedicated connection between 
two devices with frame delivery acknowledgment. 


Because of the nature of the dedicated connection, 
there is no need for buffer-to-buffer flow control; the 
fabric does not need to buffer the frames as they are 
routed. Thus, only end-to-end flow control is used in 
class 1 and a heavy burden is placed on the FC switches. 
Furthermore, since class 1 is dedicated, established 
class 1 connections cannot be shared even when the 
connections are idle (i.e., no traffic). Thus, multiple con¬ 
nections of class 1 service would quickly consume the 
resource, and prevent the switch from serving other 
requests. 

Class 2 service —is a connectionless class of service with 
confirmation of delivery, or notification of nondeliv- 
erability of frames, and no bandwidth is allocated or 
guaranteed. In the switched-fabric environment, it is 
the responsibility of the fabric to provide appropri¬ 
ate congestion control to prevent bandwidth hogging 
and starvation of ports. Class 2 is suitable for mission- 
critical applications that need verification via frame 
acknowledgments to guarantee data integrity. 

Class 3 service —is a connectionless class of service pro¬ 
viding a datagram-like delivery service with no confir¬ 
mation of delivery and no notification when the frame 
is undeliverable. If a frame cannot be delivered or 
processed, it is discarded without notification. When 
such errors happen, class 3 relies on the upper level to 
recover the error. As compared with classes 1 and 2, 
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Figure 11 : EE_Credit control with four available EE credits. Nodes A and B are a pair of source/destination nodes with end-to-end 
flow control. After the log-in process, four available EE credits are allocated to node A, which permits A to send up to four data 
frames (frames 1, 2, 3, and 4 in the figure). Node A decrements its EE_Credit by one for each frame sent, and is suspended for 
transmission after all four EE credits are exhausted (i.e., the available credit = 0). Thereafter, node A becomes idle until its EE_Credit 
is replenished by receiving ACK from node B. 


class 3 provides the fastest transmission by sacrificing 
a certain degree of reliability. Class 3 service is best 
suited for time-critical applications such as real-time 
broadcasting. 

Class 4 service —introduces the concept of virtual circuits 
for the FC architecture. Like class 1, class 4 service is 
connection-oriented. The difference is that, unlike class 
1 service, which allocates the entire bandwidth to a 
communication pair, class 4 service provides fractional 
bandwidth as well as different quality of service (QoS) 
allocations. In addition, the multiple virtual circuits 
facilitate time-sensitive applications such as real-time 
videos. However, this functionality of class 4 service 
also poses challenges to the FC switch design, as 
the switch must maintain and monitor potentially hun¬ 
dreds of virtual circuits with variable QoS. The basic 
idea for Class 5 service is to provide isochronous, just- 
in-time service. However, it is still undefined, and pos¬ 
sibly may be scrapped altogether. It is not mentioned in 
any of the FC-PH documents. 

Class 6 service —provides support for multicast service 
with acknowledged delivery through a fabric. In the 
multicast scenario, if numerous target devices in 
the multicast group respond to the initiator with 
acknowledgments, thus flooding the initiator, the topol¬ 
ogy might be overwhelmed. Class 6 service alleviates 
this problem by placing a multicast server into the 


configuration. Class 6 service is also known as unidi¬ 
rectional dedicated connection service. 

Although class 4 and class 6 services are described in de¬ 
tail in FC documents, they are actually not widely adopted 
in FC products. Class 2 and class 3 services, on the other 
hand, are the most widely used services because of their 
simplicity and efficiency. FC switches, for example, typi¬ 
cally support only class 2 and class 3 services, an indica¬ 
tion of the predominant market trend of the technology. 

FC-3: Common Services 

The FC-3 layer of the FC standard is still under delibera¬ 
tion and intended to provide the common services for 
advanced features, including striping, multicast data en¬ 
cryption, and data compression. For example, striping is 
used to increase the transmission rate of the data stream 
by transmitting data out of all N_ports simultaneously. 

FC-4: Interface Layer 

FC-4 establishes the interface between fibre-channel 
and upper-level applications, and specifies the mapping 
rules for upper-layer protocols to use the FC levels below. 
Fibre channel's FC-4 level has been documented in several 
standards describing how different upper-level protocols 
can make good use of the transport services provided by 
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FC-2, FC-1, and FC-0. These standards define the map¬ 
ping of the following interface and protocols to FC: 

• small computer system interface (SCSI) 

• intelligent peripheral interface (IPI) 

• high-performance parallel interface (FIIPPI) framing 
protocol 

• Internet protocol (IP) 

• IEEE 802.2 

Among these, the SCSI fibre-channel protocol (FCP) is 
most widely used (INCITS T10 2004; Wang et al. 2003). 
We will take SCSI FCP as an example to illustrate how the 
mapping scheme works. 

The FCP initiator is responsible for mapping I/O 
traffic into FCP information units (IUs), and processes vari¬ 
ous IUs. The FCP-2 standard defines four FCP IUs: FCP_ 
CMND, FCP.DATA, FCP_XFER_RDY, and FCP_RSP. All, 
except FCP_DATA, have well-defined packet formats. 

When the SCSI request arrives at the FCP initiator, 
the FCP initiator fetches each coming request and en¬ 
capsulates it into FCP_CMND. The FCP_CMND is then 
sent through the HBA and FC port. After having received 
FCP_CMND, the PCP target de-encapsulates PCP_CMND 
and processes the SCSI command. 

In the case of the FCP read operation, the FCP target 
de-encapsulates the received FC frame into the SCSI re¬ 
quest, and prepares for the requested data. When the data 
are ready, the FCP target will continuously transmit the 
requested data back to the FCP initiator until all the data 
are transferred. The FCP target will then immediately 
issue the completion message FCP_RSP to the initiator. 
With a FCP write operation, the FCP target will send 
out FCP_XFER_RDY to the FCP initiator after allocating 
sufficient space for coming data. When FCP initiator re¬ 
ceives FCP_XFER_RDY, it will begin to transmit the write 
data until completion. Finally, when the target receives 
all the data successfully, it will send back FCP_RSP to the 
initiator indicating the completion of the FCP operation 
(Figure 12). 

APPLICATIONS, CHALLENGES, AND 
SOLUTIONS 

In this section, we will introduce some typical applica¬ 
tions for FC SAN such as data consolidation and disaster 
recovery as well as challenges faced by FC SAN; some 
recently proposed solutions to meet the challenges are 
discussed in more detail. 

Fibre-Channel Storage Area Network 
Applications 

Although storage networks share common components 
in the form of servers, storage, and interconnection devices, 
the configuration of a SAN is determined by the upper- 
layer applications it supports. Currently, FC SAN is widely 
used in various applications such as storage consolida¬ 
tion, disaster recovery, server clustering, and remote data 
replication. In this section, we will take storage consolida¬ 
tion and disaster recovery as examples for illustration. 


Initiator Target 



FCP operation 
Figure 12: FCP operation 


Storage Consolidation 

Storage consolidation is performed by SAN to combine 
and consolidate the direct storage resources by each 
server, so that the maintenance cost is reduced and stor¬ 
age investment is more efficiently used. Traditionally, 
when an individual file or application server exhausts its 
storage resources, the IT administrator is forced to pur¬ 
chase a new storage device for more storage space. Over 
time, a data center is accumulated, with hundreds of serv¬ 
ers, each with its own direct attached storage. This does 
not scale well, because a much larger IT staff is needed to 
maintain the servers for backups and updates. Moreover, 
since each servers utilization is not balanced, some may 
have a large percentage of free space while others may ex¬ 
ceed their capacities; SANs offer a powerful solution for 
consolidating storage resources to improve the efficiency 
of the business environment, by breaking the direct con¬ 
nection between servers and storage, and combines both 
on a common network. SANs link multiple storage sys¬ 
tems and servers over a high-speed network and allow the 
sharing of expensive tape devices and disk arrays. In this 
way, the storage devices can be constructed as separate, 
shared, and manageable resources (Figure 13). 

Disaster recovery 

Disaster recovery is the process of restoring operations of 
a business or organization in the event of a catastrophe. 
It is another important application of SAN. Tradition¬ 
ally, disaster recovery requires daily offsite backups. In 
a worst-case scenario, the offsite would be lagging by be¬ 
tween 24 and 48 hours. In today’s competitive economy, 
losing a day’s worth of transactions may cause bankruptcy. 
The time between the last-stage backup and the point of 
failure is called the “recovery point.” In contrast, recov¬ 
ery time includes the time elapsed from the time when 
the disaster occurs to the resumption of normal business 
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activities. Currently, many organizations and companies 
have placed disaster recovery at a high priority, with IT ad¬ 
ministrators scrambling to implement disaster-recovery 
strategies within the confines of budget and personnel 
limitations. 

Challenges 

After 9/11, disaster recovery is becoming a critical part 
of IT spending for many companies. It was observed that 
even though a server machine may be very robust and 
highly fault-tolerant, it was still vulnerable to an unex¬ 
pected catastrophe such as a natural disaster or a planned 
attack. All of the stored data and computing equipment 
could be wiped out instantly. Many companies have thus 
deployed FC SAN for data disaster recovery. Some of the 
applications currently supported by FC SAN, such as stor¬ 
age consolidation, data replication, backup, and recovery, 
have also been deployed. 

FC SANs were, however, originally designed to op¬ 
erate within a limited distance such as a campus. This 
is not sufficient to safeguard corporate data. Owing to 
widespread power outages, caused by natural calamities 
such as earthquakes and by terrorist attacks, the distance 
expansion needed for robust disaster recovery planning 
has skyrocketed. The primary and secondary sites have to 
be physically separated by up to hundreds or thousands 
of miles, so that only one site will be affected in the event of 
a disaster. 

The power-grid failure that occurred in Northeastern 
United States in August 2003 once again illustrates that 
a data disaster-recovery system within a small distance 
is not in keeping with business continuity. In this inci¬ 
dent, the total business loss was estimated to be 2 billion 
dollars; the loss is in million dollars per hour during the 
2 days’ down time. From this incident, for more reliable 


data storage, companies need data recovery over long dis¬ 
tances. Extending FC SAN over long distances (up to hun¬ 
dreds or thousands of miles) thus becomes the research 
focus of network storage. 

The distance constraint of FC SAN is attributed to 
many factors, such as the flow-control protocol and ap¬ 
plication sensitivity to the round-trip time. New solutions 
are urgently sought to extend SAN islands into longer 
distances. 

New Solutions 

As mentioned in the previous section, an essential step 
in disaster recovery is to create a secondary site with the 
same capacity and performance as the primary site, and 
to make sure that primary and secondary SAN sites are 
geographically dispersed by long distances (up to hun¬ 
dreds or thousands of miles), so that only one site will be 
affected in the event of a disaster. SAN extension is hence 
becoming a significant technology for enterprise business 
continuity. An extended SAN increases the geographic 
distance allowed for SAN storage operation, in particular, 
for data replication and backup. 

Consider further the requirements of FC SAN extension. 
For long-distance data replication and remote backup, 
there are a wide range of technologies involved, such as 
synchronous, asynchronous, and semisynchronous repli¬ 
cation (Telikepalli et al. 2004). Of these technologies, syn¬ 
chronous data replication has a limitation on the distance 
between SAN islands because of its low tolerance to de¬ 
lays. Since synchronous replication implies real-time rep¬ 
lication, the initiator must wait for an acknowledgment 
from the target in the remote site before the write opera¬ 
tion is complete. This will cause longer round-trip times 
and slow down the available speed of writing data to the 
local devices. In asynchronous replication, the local write 
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can be completed before receiving the acknowledgment 
from the remote site, thus making more efficient use of 
the available bandwidth. However, asynchronous replica¬ 
tion also needs to be completed within a specified window, 
in order to avoid queuing that results in long data trans¬ 
fer latencies or frame loss. A huge amount of data has to 
be replicated within a few hours. Thus, SAN extensions 
must have adequate transfer capability to transport such 
an amount of data within the given time limit. Therefore, 
high throughput and low latency become the key require¬ 
ments for the SAN extension solution. 

Some new solutions have been proposed for FC SAN 
extension, such as extending FC SAN over IP-based 
technology, FC SAN over synchronous optical network 
(SONET), and FC SAN over wavelength-division multi¬ 
plexing (WDM). 

FC SAN Extension over IP-Based Technologies 

IP-based extension solutions (Clark 2002) are emerging 
technologies that encapsulate SCSI and FC frames into 
standard IP frames to be transported over IP networks. 
Several protocols, including Internet SCSI (iSCSI), fibre 
channel over TCP/IP (FCIP), and Internet fibre-channel 
protocol (iFCP) have been introduced to transport the 
SCSI commands and responses, either by major vendors 
or the IP Storage Working Group of the Internet Engi¬ 
neering Task Force (IETF). 

Internet SCSI (iSCSI). iSCSI is based on the SCSI proto¬ 
col, which enables the host computer systems to perform 
data I/O operations with a variety of peripheral devices. 
iSCSI uses the TCP/IP suite for the transport of SCSI 
commands, and depends on a client/server architecture, 
with the clients being the SCSI initiators and the server 
being the SCSI target. The central mission of iSCSI is to 
encapsulate and reliably deliver data-block transactions 
between initiators and targets over TCP/IP networks. 

iSCSI is currently being standardized by IETF (Bakke 
et al. 2005), in which iSCSI sessions, session manage¬ 
ment, and other aspects of iSCSI are being defined. 


iSCSI is receiving more attention in recent years be¬ 
cause it changes the price point of SAN so dramatically. 
It is hard to overstate how much different the world of 
SANs will become as iSCSI SANs become more popular. 
As such, in the next section, on Internet SCSI, we will 
have a more detailed discussion of iSCSI regarding its 
architecture, protocol-layer model, session management, 
and other relative issues. 

Fibre Channel over TCP/IP. FCIP is a TCP/IP-based tun¬ 
neling protocol for connecting geographically distributed 
FC SANs transparently to both FC and IP. FCIP gate¬ 
ways are located at the interface of the FC fabric and IP 
network, and are responsible for encapsulating and de- 
encapsulating FC frames. Essentially, the goal of FCIP is 
to interconnect geographically dispersed SANs through 
reliable high-speed links. 

The first step of implementing FCIP is to encapsulate 
FC frames into IP packets and map FC fabric domains to 
IP addresses. Two sessions will be set up. One is an end-to- 
end session between FC devices that are based on the 
FC protocol. The other is the TCP/IP session between 
the gateways in the IP network. Unlike other IP-based 
technologies, which use native IP connections between 
individual storage devices, FCIP provides IP connections 
between FC SAN only at the FCIP tunneling devices at 
each end point of the IP network. The existence of the FCIP 
device and the IP network is transparent to the FC 
switches, whereas the FC connection buried in the IP da¬ 
tagram is transparent to the IP network. The FCIP pro¬ 
tocol is compatible with ANSI FC standards and is being 
defined in an IETF draft (Natarajan and Rijhsinghani 
2005). FCIP is illustrated in Figure 14. 

Internet Fibre-Channel Protocol. iFCP is a gateway-to- 
gateway protocol to transport FC frames over TCP/IP 
switching and routing elements. According to the IETF 
draft (Gibbons et al. 2005), the protocol enables attach¬ 
ment of existing FC storage products to an IP network. 



Figure 14: FCIP scenario 
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Figure 15: iFCP scenario 
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Figure 16: SAN extension over SONET 


An iFCP fabric supports only classes 2 and 3 FC transport 
services. 

iFCP assigns an IP address to each storage device in 
SAN. This allows communication between host and stor¬ 
age devices through standard IP switches and routers. In 
addition, iFCP provides flexible routing throughout the 
network, and servers from any locale can access storage 
resources on another. This facilitates remote mirroring 
and data-replication applications, as well as centralized 
backup and disaster recovery. The difference between 
FCIP and iFCP is that FC commands and data terminate 
in iFCP gateways, hence making the design of the iFCP 
gateway critical for achieving high application through¬ 
puts (Figure 15). 

FC SAN Extension over Synchronous Optical Network 

Synchronous optical network (SONET) is the trans¬ 
mission and multiplexing standard for high-speed traffic. 
SONET is mainly used in metro or backbone transport 
networks for transporting IP and ATM traffic. 

The basic idea of extending FC SAN over SONET is 
to map FC frames onto SONET tributaries for transport 
across metro/regional add-drop (ring) and switching gate¬ 
ways. Other schemes have also added an intermediate ATM 


layer, so that FC frames will first be mapped into ATM cells 
before mapping onto SONET tributaries for transmission. 
In SONET, data are passed through dedicated channels 
at rates from 155 Mbps up to 4 Gbps. Data paths are not 
changed rapidly, as they are with routed IP networks. In¬ 
stead, they are provisioned and remain rather static. Each 
dedicated channel is given a guaranteed fixed bandwidth 
for the data. SONET infrastructure is widely deployed, 
on top of which ATM and IP ride to provide voice and 
data transport, thus eliminating unnecessary overheads. 
Other advantages of the SONET-based extension solution 
include good availability and fast rebooting capability 
(Sorrento 2003; Helland 2002). Figure 16 illustrates the 
typical scenario of extending SAN over SONET. 

FC SAN Extension over Wavelength-Division 
Multiplexing 

Wavelength-division multiplexing (WDM) has emerged 
as a promising solution for the FC SAN extension. Com¬ 
pared with the existing technologies, extending FC SAN 
over WDM has the advantage of unsurpassed scalability, 
multiprotocol transparency, topological flexibility, and 
survivability (Murthy and Gurusamy 2001; Cisco Systems 
2001; Telikepalli et al. 2004). 


















230 


Storage Area Networks: Architectures and Protocols 



Figure 17: SAN extension over DWDM 
(GE = gigabit Ethernet; OEO = optical- 
electrical-optical; OADM = optical add/ 
drop multiplexer) 


WDM transmits multiple FC frame exchanges on a 
single fiber using different wavelengths. WDM is trans¬ 
parent because it will not change the original ways of 
transmission. Essentially, WDM provides virtual chan¬ 
nels for FC transmission with path protection. WDM 
divides bandwidth on a fiber into several nonoverlap¬ 
ping channels (wavelengths) and realizes simultaneous 
message transmissions on different wavelengths on the 
same fiber. There are two types of WDM technologies: 
dense wavelength-division multiplexing (DWDM) and 
coarse wavelength-division multiplexing (CWDM). 

FC extension over WDM can be used for either switch- 
to-switch or switch-to-node connectivity. As long as the 
link is stable, the connection presents no major difficulties. 
If the link fails, however, each node would undergo fabric 
reconfiguration, with all storage conversations suspended 
until each fabric is stabilized. Figure 17 illustrates FC 
SAN extension over a DWDM scenario. 

INTERNET SCSI (ISCSI): AN EMERGING 
TECHNOLOGY FOR SAN 

When we look at the various techniques for IP-based 
SANs, it is interesting to notice that FCIP is an extreme 


case of IP-based SANs, in the sense that it adopts many 
concepts of FC SAN and some from TCP/IP. In this sense, 
FCIP can be regarded as a simple extension of FC SAN, 
rather than a real migration from FC to IP-based storage. 
On the other hand, iSCSI protocol is another extreme 
case in the sense that it totally eliminates the FC concepts 
by replacing both FC fabrics and FC device interface with 
a native IP protocol. The development of iSCSI fulfills the 
market demand to leverage the available Ethernet and IP 
infrastructures, and has hence received much attention 
from all major storage and storage solutions providers 
(SNIA 2004; Zamer 2004; Clark 2003). 

iSCSI Network Architecture 

As illustrated by Figure 18, the goal of iSCSI is to establish 
SAN by using an initiator/target mechanism through IP 
networks. When an application or user issues a request for 
data, a file, or an application, the operating system gener¬ 
ates the SCSI commands or data request. The command 
and request are then encapsulated, and a packet header is 
added. The packets are transmitted over an Ethernet con¬ 
nection. At the receiving end, the packet is disassembled, 
separating the SCSI commands and data. Finally, the SCSI 
commands and data are sent to the SCSI storage device. 
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One of the fundamental problems that iSCSI has to 
solve is the storage-relative network intelligence (Clark 
2003). Unlike the FC SAN environment, in which FC de¬ 
vices provide network intelligence such as log in, device 
discovery, and state-change notification, iSCSI leverages 
on current Ethernet and IP infrastructures, which do not 
possess storage-specific intelligence. Therefore, an iSCSI 
device itself must install such intelligence to deal with all 
the storage relative requirements. 

iSCSI Protocol-Layer Model 

iSCSI uses TCP/IP for reliable data transmission over 
potentially unreliable networks. Figure 19 shows the iSCSI 
protocol-layer model, which provides an idea of an en¬ 
capsulation order of SCSI commands for their delivery 
through a physical carrier. As illustrated by Figure 19, 
an initiator (server or workstation) initiates requests for 
data reading or writing from a target (a data-storage sys¬ 
tem). These requests are sent through a SCSI commands 
set, command descriptor block (CDB), in SCSI layer (IN- 
CITS 2004). The iSCSI layer then provides interfaces to 
the standard SCSI commands set and encapsulated CDB 
with data and status-reporting capacity. Encapsulation 
and reliable delivery of CDB transactions between initia¬ 
tors and targets through the TCP/IP network is the main 
function of the iSCSI, which is to be implemented in the 
potentially unreliable medium of IP networks. 

The iSCSI protocol monitors the block data transfer 
and validates completion of the I/O operation. The data 
transfer is carried over one or more TCP connections be¬ 
tween the initiator and target. Even though a single TCP 
connection is sufficient to establish communication be¬ 
tween an initiator and a target, it is often advantageous 
to use multiple TCP connections (Meth and Satran 2003) 
for the following reasons: 

• A single TCP connection is often not possible to achieve 
the maximum bandwidth of the underlying physical in¬ 
terconnect. 


• A multiprocessor machine that allows separate threads 
running on the different processors may require simul¬ 
taneous utilization of different TCP connections. 

• When there are multiple target resources through dif¬ 
ferent physical interconnects, their bandwidth can be 
aggregated by spreading multiple TCP connections 
over all the possible physical interconnects. 

iSCSI Address and Naming Conventions 

Because the iSCSI devices are participants in an IP net¬ 
work, they have individual network entities to identify 
their assigned network addresses. Each network entity 
can have one or several iSCSI nodes (Figure 20). 

An iSCSI device is identified by a unique global iSCSI 
name. An iSCSI name is a 255-byte-long, human-readable 
identity for a storage device that is used to discover an I/O 
process and validate a device via the iSCSI log-in. An iSCSI 
name is usually composed of three parts: a type designa¬ 
tor, a naming authority, and a unique identifier assigned by 
the naming authority. For example, “fqn.com.njit.storage. 
itdepartment.100” is a typical iSCSI name with “fqn” the 
designator, "(reversed) njit.com’' the naming authority, and 
“storage.itdepartment.100” the unique identifier assigned 
by the naming authority. The iSCSI name is processed by 
the domain name system (DNS). 

The iSCSI name, however, is not used for routing be¬ 
cause its 255-byte length will greatly increase routers’ 
burden. Instead, the iSCSI network portal is used to per¬ 
form such a function. The iSCSI network portal is the com¬ 
bination of an iSCSI node's assigned IP address and TCP 
port number. Once the IP address and TCP port number 
are established for a specific iSCSI node, only the IP 
address/TCP port combination is required for handling 
data transfer. 

The separation of the iSCSI name from the iSCSI net¬ 
work portal provides a correct identification of an iSCSI 
device irrespective of its physical location. Even if a stor¬ 
age device is moved and given a different IP address and 
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Figure 19: iSCSI protocol model 
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Figure 20: iSCSI name entities 


TCP port number, its iSCSI name is always kept unal¬ 
tered, thus allowing itself to be rediscovered. Moreover, 
the iSCSI network protocol together with iSCSI names 
provide a support for aliases that are reflected in the ad¬ 
ministration systems for better identification and man¬ 
agement by system administrators. 

Session Management 

An iSCSI session is a collection of TCP connections be¬ 
tween an iSCSI initiator and an iSCSI target used to pass 
SCSI commands and data. It consists of a log-in phase 
and a full-feature phase, which is completed with a spe¬ 
cial command. 

In the log-in phase, the log-in negotiation is performed 
to exchange parameters and a corresponding range of val¬ 
ues. After successful log-in (if not, the log-in is rejected 
and TCP connections are closed), the initiator will gener¬ 
ate initiator session ID (ISID), which will be used together 
with its iSCSI name to uniquely identify this particular 
session. Likewise, the target will generate target session ID 


(TSID), together with its iSCSI name, to uniquely identify 
the session. Thereafter, one or multiple TCP connections 
will be set up for this ISID/TSID pair, which is illustrated 
in Figure 21. 

Once the log-in phase is complete, the iSCSI session 
turns to the full-feature phase. If multiple TCP connections 
have been set up for that session, individual command/ 
response pairs must flow over the same TCP connection, 
which is known as “connection allegiance.” Connection 
allegiance policy is adopted to avoid extra overhead to 
monitor multiple TCP connections and to enhance the 
bandwidth utilization. An iSCSI read command, for 
example, is transmitted through a single TCP connection, 
until the completion of this transaction. Note that iSCSI 
connection allegiance is per command, not per task. 

Error Handling 

Unlike the SCSI protocol, which assumes an error-free 
environment because of its utilization of a dedicated 
parallel bus, the iSCSI protocol provides a great number 



Figure 21: iSCSI session management 
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of measures for handling errors, owing to a high prob¬ 
ability of errors in data delivery in some IP networks, es¬ 
pecially WAN. 

As such, iSCSI requires both the initiator and the tar¬ 
get to have the ability to buffer commands and respond 
with acknowledgments. In case of protocol data units 
(PDUs) that are in error or are missing, the iSCSI end de¬ 
vice must be able to retransmit the missing or corrupted 
PDUs. 

iSCSI provisions a three-tier hierarchy of error han¬ 
dling and recovery. At the SCSI level, errors are recov¬ 
ered within a SCSI task, by repeating transfer of lost 
or damaged PDUs. Such errors occur infrequently be¬ 
cause of the use of a parallel bus at the SCSI level. At the 
TCPlevel,aTCPconnectionmayfail,inwhichcasetheTCP 
connection is recovered by a command restart. If mul¬ 
tiple TCP connections are used for an iSCSI session, 
the reconstruction of each individual connection is re¬ 
quired. Finally, the iSCSI session itself can be damaged. 
Termination and recovery of a session are usually not 
required unless both other levels fail to recover. Such 
a situation requires that all TCP connections be closed, 
all tasks terminated, and the session restarted via a 
repeated log-in. 

Security 

Because iSCSI data will go through WAN, the potentially 
insecure public IP network, data integrity and security 
become key issues. TCP itself can provide a basic level of 
end-to-end data integrity through the standard checksum. 
However, iSCSI will have to provide more data integrity 
and security options if stricter security requirements are 
needed. 

IP security (IPSec) is transparent to higher levels, in¬ 
cluding iSCSI. Hence, iSCSI can leverage on IPSec to 
perform authentication between the initiator and target, 
authentication and data integrity, and finally, data en¬ 
cryption. Various solutions can be used for authentica¬ 
tion, such as Kerberos or private keys exchange (Clark 
2003). 

CONCLUSION 

In this chapter, we have provided an overview of the 
evolution from DAS and NAS to SAN. We have described 
the fundamentals of SAN—i.e., fibre channel protocol 
and its five-layer model. Moreover, we have presented 
the iSCSI protocol as the emerging technology for the 
next-generation SAN. 

We first focused on the fibre channel by analyzing its 
protocol suite, topologies, and the five-layer model. We 
introduced the integrated set of FC standards defined 
by ANSI, and presented three types of FC topologies: 
point to point, arbitrated loop, and switched fabric. 
Thorough understanding of the five-layer model of the 
FC is essential for the study and design of SANs. We 
thus reviewed various aspects of the five-layer model, 
ranging from the physical-layer options of FC-0 to the 
mapping interface of FC-4.We then presented two typi¬ 
cal applications of FC SAN, namely, data consolidation 
and disaster recovery, and introduced several proposed 


solutions for FC SAN extensions to mitigate the dis¬ 
tance constraint. 

As the newly emerging protocol for SAN, iSCSI has 
drawn much attention from all major storage vendors and 
storage solution providers. We thus provided a detailed 
discussion of various aspects of iSCSI, from the iSCSI 
network architecture to iSCSI security. 

The future of SANs is being shaped by a spectrum 
of existing and emergent technologies, and the real- 
world applications they are designed to serve. We be¬ 
lieve that two trends for SANs are emerging: first, the 
IP-based SAN technologies, especially iSCSI will play 
an increasingly important role in network storage; 
secondly, SAN will eventually be integrated with the 
mainstream core networking, as the core value of SANs 
is based on affordable and supportable by mainstream 
technologies. 

GLOSSARY 

ANSI: American National Standards Institute. 

CIFS: Common Internet hie system. CIFS is a network 
hie system access protocol primarily used by Windows 
clients to communicate hie access requests to Win¬ 
dows servers. 

CRC: Cyclic redundancy check. CRC is used to check 
the correctness of transmitted data 
DAS: Direct attached storage. 

EOF: End of frame. EOF is used in the header of an FC 
frame to indicate the end of a FC frame. 

Exchange: A set of non-concurrent sequences for a sin¬ 
gle I/O operation. 

FC: Fibre Channel. FC is a collection of standards for 
high-speed data transmission. It supports point-to- 
point, arbitrated, and fabric topologies. 

FCIP: Fibre channel over TCP/IP. FCIP is a TCP/IP-based 
tunneling protocol for connecting geographically dis¬ 
tributed FC SANs transparently over IP. 

F_port: The “fabric” port within an FC fabric switch. 
GBIC: Gigabit interface converter. GBIC is the widely 
used transceiver to convert electrical signal in host bus 
adapters (HBAs) into optical or electrical signals for 
transmission. 

iFCP: Internet hbre-channel protocol (iFCP). iFCP is a 
gateway-to-gateway protocol to transport FC frames 
over TCP/IP switching and routing elements. 
iSCSI: Internet SCSI. iSCSI is based on the small com¬ 
puter systems interface (SCSI) protocol, which ena¬ 
bles the host computer systems to perform data I/O 
operations with a variety of peripheral devices. 
L_port: The “loop” port performing an arbitrated-loop 
function. 

NAS: Network attached storage. 

NFS: Network file system. NFS is a distributed file 
system originally developed by Sun Microsystems 
Computer Corporation. 

N_port: Node connection associated with hosts or stor¬ 
age devices in the point-to-point and fabric topologies. 
RAID: Redundant array of independent disks. RAID is 
a family of techniques for managing multiple disks to 
deliver desirable cost, data availability, and perform¬ 
ance characteristics to host environments. 
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SAN: Storage area network. 

Sequence: A set of related frames transmitted unidirec- 
tionally from one N_Port to another. 

SNIA: Storage Networking Industry Association. 

SOF: Start of frame. SOF is used in the header of a FC 
frame to indicate the start of a FC frame. 

SONET: Synchronous optical network. SONET is a 
widely used transmission and multiplexing standard 
for high-speed traffic in North America. 

WDM: Wavelength-division multiplexing. 

CROSS REFERENCES 

See Fibre Channel, Storage Area Network Fundamentals. 
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INTRODUCTION 

The public switched telephone network (PSTN) was 
originally modeled along two major principles: (1) the of¬ 
fering of a single-service voice communication, between 
two parties, and (2) the fact that this service would be 
offered by means of a complex network equipped with 
rather simple terminal devices. This model worked well 
until the 1960s. when major network companies real¬ 
ized that advances in information technology (IT) could 
create additional revenue streams via the provision of 
services other than voice communication. Initially, the de¬ 
ployment of these extended services, such as call waiting, 
took place using stored program control (SPC) switching 
systems. SPC was a monolithic architecture that required 
programming of services in the switch. 

In the mid 1970s, the common channel signaling net¬ 
work (CCSN)-more widely known as signaling system 
no. 7 (SS7)-was introduced. The CCSN architecture real¬ 
ized out-of-band signaling by providing separate network 
links for signaling and voice information. Also SS7 pro¬ 
vided for a standardized switching protocol suite effec¬ 
tively liberating telecom operators from their dependence 
on specific switching equipment manufacturers. The IN 
concept was born out of SS7 in the early 1980s and be¬ 
came a very cost-effective solution for service provision in 
telephony because it allowed for extended services with 
minimum modifications in the network architecture. 

From then on IN has successfully adapted to every ma¬ 
jor leap in either network or service provisioning technol¬ 
ogy. The following paragraphs detail the evolution from the 
original IN concept to the elaborate distributed intelligent 
broadband network (DIBN). Initially, the traditional IN 
model is presented in order to familiarize the reader with 
the relevant terminology as well as basic concepts. Conse¬ 
quently, the transition towards the intelligent broadband 
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network (IBN) architecture is briefly presented, followed 
by an analysis of the incorporation of distributed process¬ 
ing and mobile code technologies, common object request 
broker architecture (CORBA) and mobile agents, to IBN 
resulting in the DIBN. Moreover, various approaches for 
open service provision via DIBN are analyzed, focusing 
on the adoption of the parlay APIs. As a final step, we dis¬ 
cuss the gradual replacement of the IN concept in the con¬ 
text of the upcoming next generation networks (NGN). 

INTELLIGENT NETWORK BASICS 

The major innovation of IN was that it enabled opera¬ 
tors to move the main bulk of service execution out of the 
switching elements and into a dedicated service-execution 
node. This way an operator could have a central point for 
managing and deploying services that was decoupled, to 
a certain extent, from the switching infrastructure. 

Of course, for realizing the full potential of such a con¬ 
cept, certain international network standards had to be 
devised. An effort toward standardization was undertaken 
by the International Telecommunications Union (ITU) 
and the European Telecommunications Standards In¬ 
stitute (ETSI) and led to Intelligent Network Conceptual 
Model (INCM), which is described in the Q120x series of 
standards from the ITU. A similar effort was carried out 
in North America, resulting in the Advanced Intelligent 
Network (AIN) series of standards. 

INCM prescribes four planes, which relate to IN im¬ 
plementations as shown in Figure 1. The INCM adopts a 
service-oriented approach; thus, the top plane is the serv¬ 
ice plane (ITU-T [Telecommunication Standardization 
Sector of the International Telecommunication Union] 
1997 Q.1202). The service plane provides a view of the 
available IN services but with no implementation details. 
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Figure 1: 1NCM and IN implementation 
(CCF = call control function; IP = Internet 
protocol; SCF = service control function; 
SCP = service control point; SSF = service 
switching function; SSP = service switching 
point) 


Services are composed by service features (SFs), which 
are the smallest functions on this plane. The service plane 
is also concerned with the interaction between services 
as well as between service features as long as these in¬ 
teractions are implementation-independent. Avoiding un¬ 
desired effects due to service and feature interaction is a 
major issue in telecommunications (Zave 1993). 

SFs are mapped into Service independent Building 
blocks (SIBs), which are defined within the global func¬ 
tional plane (GFP) (ITU-T 1997, Q.1203). SIBs are the 
smallest building blocks in an IN, and are combined into 
concrete services or service logic programs (SLPs) by the 
global service logic (GSL). 

The SIBs in the GFP are part of functional entities 
(FEs) that reside in the distributed functional plane (DFP) 
(ITU-T 1993, Q.1204). A SIB can be found in more than 
one FE, but it must be present in at least one. FEs pro¬ 
vide the functional specifications that can be followed by 
specific IN implementations. Each FE may perform a va¬ 
riety of functional entity actions (FEAs), which, in turn, 
may be performed within different FEs. However, a given 
FEA may not be distributed across FEs. The communica¬ 
tions between FEs takes place via information flows (IFs). 
Functional entities in the DFP include, among others, 
functions well known in modem telecommunication net¬ 
works, such as the call control function (CCF), the serv¬ 
ice switching function (SSF), the service control function 
(SCF), the service data function (SDF) and the service 
resource function (SRF). The bottom plane of the INCM 
is the physical plane (ITU-T 1993, Q.1205) which models 
the physical aspects of an IN, including the detailed de¬ 
sign of physical network elements, Physical entities (PEs), 
and communication protocols. 

A short analysis of the CCF and SSF components is 
provided below, describing how IN functionality is imple¬ 
mented at the switching level. The basic call state model 
(BCSM) handles basic call state processing and provides 
a view of basic call states to the SSF. It includes points 
in call (PICs), which correspond to call states that might 
be of interest to an IN SLP, and detection points (DPs), 
which correspond to call states in which execution of 
a call can be transferred to an IN SLP. There is also 
a basic call unrelated state model (BCUSM), which mod¬ 
els the call unrelated switching function (CUSF), and is 


concerned with the call unrelated interaction between 
the user and the service logic. 

The SSF implements the switching state model (SSM), 
an object-oriented finite state machine that represents IN 
call control processing in terms of IN states. The SSM de¬ 
tects call-processing events that should be reported to ac¬ 
tive IN service logic instances or should trigger new ones. 
In addition, the SSM provides the SCF with a view of the 
SSF and CCF call-control activities. 

The IN Protocol Stack 

IN is implemented on top of the SS7 signaling network 
protocol stack. Figure 2 shows the relation between 
the open system interconnection (OSI) protocol layers 
and SS7. 

The three levels of the message transfer part (MTP) 
provide for reliable transfer of messages between signal¬ 
ing nodes. The basic telephony functionality with respect 
to signaling (establishment, supervision, and termination 
of switched network connections) is provided by the inte¬ 
grated services digital network (ISDN) user part (ISUP). 
Therefore, ISUP controls the circuits used to carry either 
voice or data traffic. 

IN related protocols sit on top of the MPT layer. The 
signaling connection control part (SCCP) enhances MTP 
level 3 with connection-oriented and connectionless net¬ 
work services as well as with address translation capa¬ 
bilities. Transaction capabilities application part (TCAP) 
makes use of SCCP functionality to support end-to-end 
transaction-based services between the various nodes in 
a network through a query/response interaction. In OSI 
terminology, TCAP is a remote operations service element 
(ROSE) protocol. 

The IN application protocol (INAP) defines the IN ap¬ 
plication layer messages exchanges between the func¬ 
tional entities of an IN (SSF, SCF, and SRF). INAP defines 
an operation type in relation to each information flow ex¬ 
changed between two communicating functional entities. 
The arguments of INAP operations are the information 
elements defined for the corresponding information flow. 

Although IN can be implemented in a variety of ar¬ 
chitectures, the next section describes the most typical 
IN implementation that can be found in the majority of 
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Figure 2: The IN protocol stack 


OSI layers SS7 



Figure 3: Typical IN architecture (SMS = 
service management system) 



modern networks. It involves a platform-based approach, 
in which the service control function (SCF) is imple¬ 
mented inside a dedicated network node known as serv¬ 
ice control point (SCP). 

Figure 2 contains the network-to-network interface 
(NNI) signaling protocols. There is also the user-to- 
network interface (UNI) signaling functionality, which 
includes the Q.931 and Q.2931 protocols for ISDN and 
broadband integrated services digital network (B-ISDN), 
respectively. Intelligent networking in mobile networks 
implements the customized application for the mobile 
network enhanced logic (CAMEL) standard, which is also 
based on the INCM. 

Physical Architecture 

The IN architecture separates service logic from switch¬ 
ing functionality; moreover, it realizes service provision 


by means of signaling only, before any end-to-end voice 
or data-related connections are established for a call. 

A typical IN architecture is shown in Figure 3. 

Within an SS7 network, several switches are upgraded 
to service switching points (SSPs). SSPs implement the 
service switching function (SSF) and the call control 
function (CCF). Therefore, SSPs perform basic call con¬ 
trol and, in addition, can distinguish between simple 
voice and IN-related calls. Once an IN-related call is 
detected, the SSP informs a dedicated node called serv¬ 
ice control point (SCP). The SCP implements the service 
control function (SCF), which is responsible for 
service logic execution. The SCP contains service logic 
programs (SLPs) appropriately composed of groups of 
SIBs. The respective SLP is invoked and, according to 
the service logic structure, the SCP instructs the service 
switching points (SSPs) on how to process the call. 
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The IN architecture also includes the intelligent 
peripheral. This is a node that implements the specialized 
resource function. The intelligent peripheral is respon¬ 
sible for the communication between the users and the 
service. It can be used for digit collection, message play¬ 
back, and voice recognition. 

The data needed by the service logic are stored in the 
service data point (SDP) which implements the service 
data function. Although the SDP was specified as an 
independent node, many commercial implementations 
integrate it with the SCP 

A typical IN architecture also includes nodes dedicated 
to service management and to service creation. The serv¬ 
ice creation environment (SCE) is a platform that ena¬ 
bles the graphical composition of IN services out of SIBs, 
which appear as visual components within the SCE. Sev¬ 
eral software engineering techniques can be applied for 
the design and verification of IN services, involving 
various methods of formal specification (Prezerakos, 
Anagnostakis, and Venieris 1999; Steffen and Margaria 
1999). A detailed discussion on the origins and the evo¬ 
lution of the IN concept and standards can be found in 
Magedanz and Popescu-Zeletin (1996). 

INs provide a vast variety of telephony services, such as 
free phone, localized weather forecast, televoting, routing 
by time/day/month, outgoing/incoming call restriction, 
do-not-disturb service, and many more. The free phone 
service constitutes a good example of the basic function¬ 
ality behind an IN service. Free phone services involve the 
dialing of a nationwide number, usually starting with 
the digits 800, which is consequently translated by the re¬ 
spective IN service to an ordinary telephone number. Ini¬ 
tially, a subscriber dials the free phone number. The call 
arrives at the SSP, which analyzes the called number and 
discovers that it starts with the digits 800, indicating that 
it is an IN call. Call execution is suspended and the SSP 
asks the SCP for instructions. The SCP analyzes the 
query and invokes the free phone SLP. The service logic 
translates the 800 number into the respective ordinary 
telephone number by querying a table in the SDP, which 
contains the associations between 800 and ordinary num¬ 
bers. Finally the SCP instructs the SSP to setup a connec¬ 
tion with that number, call processing is resumed, and 
the dialog between the two nodes ceases. 

Benefits and Limitations of the Traditional 
Intelligent Network Architecture 

The introduction of the intelligent network was regarded 
as a major step forward for telephony, since it provided 
network operators with several advantages, such as ven¬ 
dor independency, fast time to market, and easy service 
customization. But like every technological evolution, IN 
brought risks together with the advantages. 

First, IN gives the SCP a leading role in service execu¬ 
tion, effectively turning it into a single point of failure. 
If the SCP goes down, the services are unavailable to the 
entire network until the SCP is up again. Therefore, IN 
requires networks to provide for resilience mechanisms 
to the platform as well as to the network layer. Viewed from 
this angle, the IN concept is essentially non-distributed. 
Another IN shortcoming derived from its telephony 


heritage. IN was a concept well suited for networks 
providing voice and narrowband data transmission. Dur¬ 
ing the beginning of the 1990s technologies such as asyn¬ 
chronous transfer mode (ATM) and fiber optics provided 
sufficient bandwidth for the transport of richer forms 
of information. Video and digital audio were paving the 
way for what is now known as broadband multimedia 
services. Although improved resilience was an issue that 
the technology available at that time could deal with, 
multimedia communication in broadband networks re¬ 
quired an improved concept for service provisioning. An 
enhanced IN architecture was the evident candidate for 
such a purpose. 

BEYOND TRADITIONAL INTELLIGENT 
NETWORKS 

Intelligent Broadband Networks 

The rise of multimedia services requiring multiparty and 
multi-point connections created the need for an architec¬ 
ture that would facilitate the provision of such services. 
The state of ITU standardization at the time could not 
cope with these requirements—e.g. the signaling capabil¬ 
ity set (SCS) 2.1 (under approval as late as 1997), sup¬ 
ported only single connection, bidirectional point-to-point 
and unidirectional point-to-multipoint call/connections. 
Also, Intemet-like architectures lacked the mechanisms 
for guaranteeing the quality of service (QoS) required by 
these services in contrast to other transport technologies 
available at the time, such as ATM. Evidently, the IN con¬ 
cept was perceived as an overlay architecture that would 
complement B-ISDN in multimedia service provision. 

IN and B-ISDN integration was primarily investigated 
by the Advanced Communications Technologies and Serv¬ 
ices (ACTS) project INSIGNIA (IN and B-ISDN Signalling 
Integration on ATM Platforms). INSIGNIA (Prezerakos 
et al. 1998) was concerned with the definition and im¬ 
plementation of an intelligent broadband network (IBN) 
architecture by applying the IN concepts on top of the 
transport infrastructure provided by ATM technology 
using, where possible, standardized B-ISDN protocols. 
INSIGNIA replaced the functional entities in the distrib¬ 
uted functional plane of the IN conceptual model, SSF, 
SCF, SRF, and SDF with broadband versions, creating the 
B-SSF, B-SCF, B-SRF, and B-SDF, respectively (Figure 4). 



Figure 4: Functional entities of integrated IN/B-ISDN 
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The B-SSF also contains the broadband call control func¬ 
tion (B-CCF) as well as the broadband call unrelated serv¬ 
ice function (B-CUSF). 

Since IN services provided by this architecture were 
composed of multiple calls/connections and call unrelated 
associations (out-channel interaction between user termi¬ 
nal and service logic), a session management mechanism 
was imperative. To this end, INSIGNIA implemented an 
object-oriented session model for managing the complex 
topology of calls/connections and call unrelated asso¬ 
ciations. Session objects provided the B-SCF and B-SSF 
with a common view of each service instance. Moreover, 
the session model enabled the B-SCP to initiate call set¬ 
ups, a feature that was very useful for services such as 
multiparty broadband video-conferencing. It should be 
noted here that connection control in INSIGNIA involved 
the setup and termination of dynamic ATM connections. 
However, in the course of time, this has not been widely 
accepted, since ATM was ultimately perceived by the mar¬ 
ket mainly as a fast transport technology over permanent 
or semipermanent backbone network connections. 

INSIGNIA also specified and implemented a broad¬ 
band INAP (B-INAP) protocol for the communication 
between B-SSPs and B-SCPs and between B-SCPs and B- 
IPs. Broadband IN services were developed with the use 
of a commercial service creation environment enhanced 
with evolved versions of narrowband SIBs that were ap¬ 
propriately modified to support multimedia and multi¬ 
party requirements. 

INSIGNIA made an important contribution to IN ev¬ 
olution because it proved that the IN concept could be 
enhanced in a cost-effective manner to support the de¬ 
manding requirements posed by multimedia broadband 
services. It also introduced the term “intelligent broad¬ 
band networks” (Venieris and Hussmann 1998), which 
gradually replaced plain IN within the research commu¬ 
nity. In terms of service distribution however, INSIGNIA 
retained the B-SCP as the central point of service logic 
execution. The rest of the article uses the IN term to refer 
also to intelligent broadband networks (IBNs). 

Distributed Processing Technologies 

At the beginning of the 1990s the widespread adoption 
of new software engineering technologies such as object 
orientation (OO) and component distribution started to 
affect the design and deployment of telecom services. 
These technologies provided for code reusability through 
software components that, although being distributed 
over heterogeneous platforms, could, at the same time, 
interact in a transparent manner. They also aimed at pro¬ 
viding independence of application and service provision 
from specific hardware/software platforms. Two principal 
technologies in this area were the Common Object Re¬ 
quest Broker Architecture (CORBA) (Object Management 
Group 2005) and the mobile agent technology (MAT). 
Eventually other similar technologies emerged such as 
the Distributed Component Object Model (DCOM) from 
Microsoft and the Java Remote Method Invocation (RMI) 
from Sun Microsystems. Both CORBA and MAT were 
immediately perceived as facilitators for the design and 
implementation of advanced services in fixed as well as 


wireless networks (Venieris, Zizza, and Magedanz 2000). 
Evidently, the question arose about whether the IN model 
could be adapted in order to take advantage of both 
CORBA and MAT. Dynamically deploying mobile code 
into a network using agents was a concept well beyond 
the state of the art; therefore, the introduction of CORBA 
was perceived as a more conventional way forward. 

CORBA 

The CORBA standard was developed under the auspices 
of the Object Management Group (OMG) as a response 
to the requirement for a distributed object framework. 
CORBA specifies the rules and the architecture by which 
a system or an application can be created out of software 
components (or objects) distributed in multiple platforms 
that interoperate in a fashion that is transparent to both 
developers and users. 

Interoperability is ensured because CORBA objects 
are required to expose to client entities a standardized in¬ 
terface that is implementation-independent. Object inter¬ 
faces are defined with the interface definition language 
(IDL), and they are consequently compiled into the stub 
(or skeleton) interfaces, which is the actual code that de¬ 
scribes the objects methods. IDL can be mapped to a va¬ 
riety of programming languages, including C++, Java, 
C, Smalltalk, and others. Clients use this interface to re¬ 
quest services from objects or, in other words, to make 
calls to methods publicly available via the objects. Cli¬ 
ent requests specify a reference to the object, the name 
of the requested operation, and the respective operation 
parameters. 

CORBA provides for ways to discover objects at the 
network level, to standardize the format of object refer¬ 
ences, and to encode messages required for inter object 
communication. These features are the responsibility of 
the object request broker (ORB), which is a dedicated 
middleware present in every CORBA-compliant platform. 
ORBs work in conjunction with object adapters to deliver 
requests to objects and to activate objects. The process 
of object activation also makes use of the implementa¬ 
tion repository, which provides information such as the 
objects location and operating environment. 

Besides static invocation via IDL, CORBA also allows 
the dynamic (at run-time) invocation of objects without 
compile-time knowledge of the respective interfaces. This 
is accomplished via the dynamic invocation interface at 
the client side and the dynamic skeleton interface at the 
server side. In this case, the information required for 
forming as well as serving a request (such as reference 
to the object, the name of the requested operation and 
the respective operation parameters mentioned above) is 
retrieved from the interface repository. 

An overview of the CORBA architecture is presented 
in Figure 5. 

At the network level CORBA specifies the general inter- 
ORB protocol (GIOP) for transporting method invocations 
and replies through the network. In the same manner 
that IDL can be mapped to a variety of programming 
languages, GIOP can be mapped to a variety of network 
protocol suites. The proliferation of TCP/IP networks has 
made the respective GIOP mapping to IP, known as the 
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Figure 5: CORBA architecture 
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Figure 6: ACORBA-enabled IN architecture 
(DPE = distributed processing environment' 
SMF = service management framework) 


Internet inter-ORB protocol (HOP), the most popular 
inter-ORB protocol in the CORBA world. 

Introducing Common Object Request Broker 
Architecture to Intelligent Network 

The telecom industry saw in CORBA an interesting ena¬ 
bling technology for further IN enhancement. In particu¬ 
lar, during 1996 and 1997, OMG issued a series of requests 
with respect to intelligent networking with CORBA (OMG 
1996) as well as CORBA/IN interworking (OMG 1997). 


Blending the CORBA model into an IN architecture re¬ 
quires that the following three issues are challenged: 

• Interoperability with existing IN systems based on SS7 

• Mapping of the IN event/trigger model to a relevant 
computing paradigm based on CORBA 

• High performance, reliability and real-time support 

An ideal CORBA-compliant IN, depicted in Figure 6, was 
envisaged as based on a distributed middleware platform 
comprised of nodes (SSPs, SCPs, SRFs, etc.) built out of 
CORBA objects on top of respective ORBs. 
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The nodes would be connected via a resilient network 
similar to SS7 but based on some GIOP mapping. Serv¬ 
ice invocations would originate from terminals at the 
network edges (fixed and mobile phones, computing de¬ 
vices, etc.) using the typical user to UNI signaling proto¬ 
cols such Q.931 for N-ISDN or its broadband counterpart 
Q.2931 for B-ISDN. 

CORBA-enabled SSPs translate these messages into 
object methods’ invocations, which are consequently 
transferred to the CORBA-enabled IN nodes via IOP. The 
middleware architecture is complemented by several ge¬ 
neric CORBA services, such as a naming service, and the 
generic CORBA event service as well as telecom-specific 
CORBA services such as a session-management service to 
handle the sessions established for the execution of dif¬ 
ferent telecom services. 

CORBA-enabled nodes would be able to use the IOP 
directly to communicate with one another. Non-CORBA- 
enabled nodes such as narrowband and broadband IN 
SSPs and SCPs would require a form of protocol conver¬ 
sion for communicating with the CORBA-enabled nodes. 
This functionality is provided by a dedicated network 
node, the CORBA/SS7 gateway. Such a gateway can be 
implemented with one of the three following options 
(Magedanz 1999): 

1. INAP/CORBA gateway: In this case the gateway per¬ 
forms the conversion based on the mapping of INAP 
specifications into IDL-based interfaces. This map¬ 
ping involves only IN services on top of TCAP; how¬ 
ever, there are various INAP versions that deviate from 
the ITU-T standard. This is an interoperability prob¬ 
lem that CORBA-based networks inherit from tradi¬ 
tional IN. 

2. TCAP/CORBA gateway: This is a more general solu¬ 
tion for all TCAP/ROSE protocols (of which INAP is 
only one member along with e.g. MAP). The realiza¬ 
tion of a TCAP/CORBA gateway requires a conversion 
between resident operating system (ROS) constructs 
defined in abstract syntax notation One (ASN.l) and 
the corresponding CORBA structures expressed in 
IDL. This is a preferred solution, since it provides for 
CORBA interoperability with more application layer 
protocols than INAP. 

3. Using SS7 as an IOP: This type of interworking, also 
called a “kernel transport network" (EURESCOM, 
1997), allows distributed CORBA objects to communi¬ 
cate over the existing SS7 infrastructure by using SS7 
as a transport mechanism. In AT&T, GMD FOKUS, 
IONA Technologies Pic, Nortel, Teltec DCU (2001) a 
GIOP mapping onto the signaling connection control 
part (SCCP) protocol of SS7 is defined for this purpose, 
which is called SCCP inter-ORB Protocol (SIOP). 

The adoption of the distributed processing environment 
(DPE) principles in the telecoms world reached its peak 
with the consortium for a Telecommunications Informa¬ 
tion Networking Architecture (TINA). TINA (Barr, Boyd, 
and Inoue 1993) defined a framework for the develop¬ 
ment of service and network management applications in 
which service components are deployed on a distributed 


processing environment (DPE), which can be imple¬ 
mented on top of different network infrastructures. TINA 
services are provided by means of the interaction of com¬ 
putational objects (COs) that contain logic and data and 
offer specific operations. The communication between 
COs is supported by the DPE that allows the arbitrary 
distributions of COs. Migration from IN to TINA was ex¬ 
pected to take place gradually by “TINA-rising” the IN 
elements by means of COs on top of a DPE (Herzog and 
Magedanz 1997). Initially, the TINA DPE was based on 
the International Standards Organization (ISO) open 
distributed processing (ODP) framework (ISO/IEC 1996) 
and was later migrated to CORBA. 

Obviously the transition to TINA was expected to lead 
an intermediate state in which there would have been is¬ 
lands of TINA-rised networks in parallel to the traditional 
IN architecture. In the context of TINA/IN interwork¬ 
ing, the IBIS project (Listanti and Salsano 1998) imple¬ 
mented a gateway based on principles as similar to those 
of the INAP/CORBA gateway. The proposed gateway was 
called adaptation unit (AU) and contained the interwork¬ 
ing object (IwO). On the TINA side, the IwO interacted 
with the TINA user application (UAP) objects, while on 
the broadband IN side, the IwO interacted with a sim¬ 
plified B-SCF that handled the dialog with the B-SSFs, 
terminating the B-INAP protocol. For the services han¬ 
dled by the TINA service logic, the B-SCF could not make 
autonomous decisions, relaying all B-INAP messages to 
the IwO. Similar approaches involving TINA-endorsed 
AUs were discussed within OMG’s TINA-IN-Workgroup 
created in April 1998. 

Dynamic Code Deployment 

The intelligent network control architecture (INCA) dis¬ 
cussed in (Isaacs and Mortier 1999) moved one step fur¬ 
ther in terms of distributing processing. INCA exploited 
the features offered by the Tempest environment to pro¬ 
vide IN services that could not have existed in either nar¬ 
rowband or broadband IN architectures. 

The Tempest environment allows the partitioning of 
resources in the switching elements into one or more vir¬ 
tual networks managed by separate control architectures. 
INCA uses Tempest for realizing IN services that consist 
of dynamically loaded code in the form of service scripts. 
Service scripts are disseminated to the various parts of 
an active control architecture and cooperate for the pro¬ 
vision of a certain IN service. INCA introduced features 
from the domain of active networking to the IN concept. 
However, this happens in an architecture that used pro¬ 
prietary network interfaces to a significant extent. Similar 
approaches to the same problem adopted a more coher¬ 
ent approach by adopting an active networking technol¬ 
ogy known as mobile agent technology (MAT). 

INTELLIGENT BROADBAND 
NETWORKS AND MOBILE AGENTS 
Mobile Agents 

Although general consensus does not exist on a definition 
of the term "software agent” (Bradshaw 1997), one can say 
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that an agent is an integrated software entity including 
code as well as data, with its own state, behavior, and 
with the ability to interact with other entities—including 
people, other agents, and legacy systems. Agents can be 
static, spending their entire life cycle within the same plat¬ 
form, or mobile, hence the term “mobile agent technology” 
(MAT). Services designed according to the MAT paradigm 
are composed of a set of mobile agents (MAs) that move 
from node to node inside a network. MAs can visit a node, 
execute several tasks, and then suspend execution and mi¬ 
grate to a new node, where their execution is resumed. 

During service execution MAs can interact with other 
MAs in the same or a different node. MAT provides 
several benefits, such as autonomous task execution, reduc¬ 
tion in network traffic due to local processing, automa¬ 
tion of distributed processing, and increased resilience 
(Chess, Harrison, and Kershenbaum 1998). The most 
important aspect, though, with respect to service provi¬ 
sion, especially for distributed IN, is the flexibility that 
MAs provide for on-demand service provisioning. Mobile 
agents can be used for the instant download of service 
segments to client and server nodes. Downloading 
and execution of MAs, however, requires a dedicated agent 
execution environment (AEE) or “agency” to be installed 
in the respective network nodes. 

The obvious requirement for interoperability between 
agencies from different vendors as well as between agen¬ 
cies and several hardware/software combinations led to 
an international effort toward MAT standardization. This 
effort was undertaken by the Foundation for Intelligent 
Physical Agents (FIPA) as well as the OMG via a dedi¬ 
cated Agent Special Interest Group. 

MAT became the core technology for service provi¬ 
sion in wireline and wireless environments for numerous 
research projects (Raatikainen 1999). The following sec¬ 
tion discussed the results of the MARINE project, which 
combined MAT with CORBA to create a fully distributed 
intelligent broadband network (DIBN). 

A Reference Architecture for Distributed 
Broadband Intelligent Network 

MARINE (Faglia, Magedanz, and Papadakis 1999) ex¬ 
panded the broadband IN model in order to include the 
following innovations: 

• Functional entities that controlled the exchange of serv¬ 
ice-related information (M-CUSF, SSF, SCF, and SRF) 
were developed using CORBA as a distributed process¬ 
ing environment (DPE). 

• Several functionalities were consolidated in a single 
physical entity, thus creating a novel mapping of func¬ 
tional to physical entities. 

• A computational model was defined that allowed 
CORBA objects to support IN services. 

• Service logic programs (SLPs) at the SCP and at the 
intelligent peripheral level included service objects de¬ 
fined in the form of mobile agents. 

In MARINE, switching and control functions are com¬ 
bined into SSCPs (service switching and control points). 


which correspond to an integrated SSP/SCP and SENs 
(service nodes), which correspond to an integrated SSP/ 
SCP/IP. Therefore, MARINE abandons the concept of a 
centralized SCP and suggests the us of multiple small- 
scale SSCPs and/or SENs in parallel. MARINE connec¬ 
tion control also relied, like INSIGNIA, on dynamic ATM 
connection handling. 

Service logic programs ( SLPs) can be hosted either at the 
SCCPs or at the SENs. This is partly due to the fact that 
the SSF, SCF, SRF, and M-CUSF are CORBA compliant; 
therefore, communication between those FEs takes place 
via the IIOP (Internet inter-RB protocol) providing loca¬ 
tion transparency. No modifications are required at the 
terminals, since the MARINE architecture communicates 
with terminals via standardized user-to-network signaling. 

MARINE also defines objects belonging to the func¬ 
tional entities hosted on the DPE and specifies the infor¬ 
mation flows between them. This computational model 
allows an IDL (interface definition language) specification 
of single CORBA components, which are used to provide 
IN services. The model in question includes two broad 
categories of objects, service-specific objects (e.g., imple¬ 
menting specific service features in SLPs) and architecture- 
specific objects (e.g., the object that corresponds to the 
switching state model). 

A percentage of these service-specific objects exist in 
MARINE in the form of mobile agents. The use of mobile 
agents enables these objects to roam between the serv¬ 
ice execution nodes (e.g., from a B-SCCP to a SEN and 
vice versa), realizing in essence a dynamic deployment of 
services. The deployment of services can also take place 
via the download of service agents from a service crea¬ 
tion/management system to B-SCCPs and SENs. The use 
of mobile code in the form of agents requires the exist¬ 
ence of an AEE (agent execution environment) into the 
respective nodes of MARINE. The selected MA platform 
for MARINE was Grasshopper (Baumer and Magedanz 
1999). All AEEs form collectively a DAE (distributed agent 
environment) in which the service agents may roam. 

Service Execution 

The MARINE B-SS&CP 

The MARINE switching platform was an evolution of the 
INSIGNIA B-SSP, which has been enhanced to include 
a Java virtual machine, an agent execution platform and a 
DPE based on CORBA. 

Physically, the B-SSCP comprises two systems: A 
server that is in charge of handling the IN signaling and 
a switching ATM matrix for handling switched voice and 
data connections. An Ethernet bus connects the two sys¬ 
tems, allowing the server to request from the switch the 
establishment, modification, and release of switched con¬ 
nections according to the signaling information. 

Figure 7 presents the B-SSCP architecture; it is ob¬ 
vious that the base signaling stack (UNI, NNI, B-INAP, 
CUSM) has remained the same. In general, the MARINE 
B-SS&CP could communicate with a B-INAP-based 
B-SCP, allowing it to work with broadband IN. 

The DPE cooperates with the switching part of the 
B-SSCP via an appropriately modified switching state 
model (SSM). Moreover, a mobility basic call unrelated 
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Figure 7: The MARINE B-SS&CP 
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Figure 8: The MARINE service execution 
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state machine (M-BCUSM) has been introduced that 
detects triggers and events related to mobility functions 
such as user registration. 

The MARINE Service Execution Node 

The service execution node (SEN) resulted from the 
integration of the B-SCP and the B-IP used in INSIGNIA 
and EXODUS projects-EXODUS (Francis et al. 1998) 
was a project focused on the transition from second- 
generationto third-generation mobile networks, and as 
such it performed research on the specification and imple¬ 
mentation of IN functionalities that met third-generation 
requirements. 

Like the B-SCCP, the MARINE SEN has been en¬ 
hanced with both an AEE and a CORBA DPE. The SEN 


accommodates broadband IN functional entities (such 
as CCAF, B-SCF/SDF, B-SRF) as well as mobility-related 
functional entities (M-SCF/SDF). The SEN is shown in 
Figure 8, with the exception for the omission of the part 
that handles the communication with the subscriber’s 
terminals. 

The SEN establishes a switched connection with the 
terminal equipment (TE) in order to provide to the user 
the specialized resources required for the execution of 
a specific broadband service. The signaling communi¬ 
cation between the SEN and the B-SS&CP is based on 
CORBA, specifically IIOP, or on the SS7 signaling stack 
for backward compatibility. In the latter case, a B-INAP- 
CORBA bridge is used. The MARINE SEN supports a 
B-INAP-based B-SSP, allowing the ability to work with 
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broadband IN. Also the SEN communicates with the 
service management system (SMS) via HOP in order to 
serve management requests and service deployment—i.e. 
the downloading of agents from the SMS. 

The AEE in the SEN enables the local execution of the 
various mobile agents that are part of IN services. De¬ 
pending on various criteria that can be satisfied during 
service execution, agents can migrate to B-SCCPs or to 
other SENs. These criteria are monitored either by the 
SMS or by the agents themselves, which consequently 
may decide to migrate. Usually, agent migration takes 
place because of perceived performance degradation. For 
example, an agent executing within a certain SEN may 
experience performance degradation when several 
B-SCCPs attempt to access the same service at the SEN 
concurrently, thus inducing a high processing and com¬ 
munication overhead. Migration to a less-loaded node is 
the recommended solution in this case. Agents can also 
migrate in case of connectivity loss or when user mobility 
has to be accommodated. 

Beyond MAT 

MARINE realized the concept of the distributed intelli¬ 
gent broadband network by means of two core distrib¬ 
uted processing technologies, CORBA and mobile agents. 
As a result, almost every node in such an architecture 
(with the exception of terminals) was required to host an 
ORB as well as an agent execution environment. Espe¬ 
cially the latter was something quite uncommon to tel¬ 
ecom operators at that time. An answer to this problem 
was attempted by developing the service logic with con¬ 
ventional methods and using mobile agents only for the 
implementation of code mobility. 

DISTRIBUTED INTELLIGENT 
BROADBAND NETWORK IN THE 
ERA OF NETWORK AND SERVICE 
CONVERGENCE 

This approach taken by the IN concept and its various 
evolved forms (IBN, DIBN) seemed adequate up until the 
late 1990s, when the demand for a new service provision¬ 
ing model re-emerged for the following reasons: 

• Deregulation forced many operators to open up their 
networks to third-party service providers. 

• The foreseen saturation of the voice communication 
market (especially in mobile telephony) reinstated 
value-added service provision as a necessity for sus¬ 
tained revenue growth. 

• Technologies originating from the Internet became 
adopted by traditional networks and started to threaten 
long-established services (e.g., traditional voice calls) 
because of low cost and increased simplicity. 

The most immediate threat to traditional telephony orig¬ 
inated from the Voice over protocol (VoIP) technology. 
VoIP allows for the transport of packetized voice over 
the Internet’s network layer. VoIP implements its own 
call state model in the equivalent of traditional switches. 


which are called “soft switches,” since they are completely 
software-programmable. VoIP also incorporates signaling¬ 
like functionality by using dedicated application layer 
protocols. Recommendation H.323 (ITU-T 1998) and the 
session initiation protocol (SIP) (Schulzrinne and 
Rosenberg 2000) are two main frameworks regarding 
VoIP implementation and its interworking with PSTN. 
H.323 is a complex framework that specifies in detail a 
suite of protocols used for data, voice, audio, and video 
communication over IP. It also provides for specialized 
nodes, the gatekeepers, which map SS7 messages to 
the respective H.323 messages and vice versa. SIP, on the 
other hand, is an application-layer text-based protocol 
that is used only for session initiation, modification, and 
termination between two terminals. Again, when com¬ 
munication with the PSTN is required, a gateway is used 
for message translation. As of this writing, SIP seems to 
be gaining ground over H.323 because of SIP’s increased 
simplicity in implementation. 

This new reality called for a service provisioning frame¬ 
work that could satisfy the following requirements: 

• Design and deployment of services that could be 
offered over multiple network technologies (fixed, 
mobile, wireless, etc.) with minimum modifications. 

• Services should be offered either internally by the 
operator or externally by third-party providers without 
increased complexity in design and deployment. 

• The time to market for these services should be mini¬ 
mized even further compared with IN. 

• Services should be provided both via traditional net¬ 
works as well as via the Internet with identical func¬ 
tionality. 

• Services should be able to exploit both traditional net¬ 
works as well as Internet resources during the same 
session. 

Operators concluded that service provision would 
be simpler, cheaper, and faster if a high-level API could be 
offered to service providers that rendered the underlying 
network technologies transparent. Ideally, such an API 
would allow for one version of the service to be provided 
via any network or even across networks of different 
technologies. Such an API that stemmed from an inter¬ 
national standardization effort is Parlay. 

Introduction to Open Service 
Architecture/Parlay 

The first activities regarding Parlay took place in 1998 by 
a group of companies including BT, Microsoft, Nortel, 
Siemens, and Ulticom, known as the Parlay Group. Their 
goal was to devise an API that would provide third par¬ 
ties with access to the network functions required for the 
creation and deployment of value-added services. Over 
the years, the Parlay Group has grown in popularity, and 
it currently has enlisted more than 10 full and more than 
45 affiliate members. 

Parlay (Parlay Group 2005) provides third parties with 
programming interfaces that are open, are language- and 
platform-independent, and include security provisions. 
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Thus, Parlay APIs can be supported on top of various 
middleware technologies, such as CORBA, DCOM, RMI, 
and simple object access protocol (SOAP). Parlay defines 
two roles in the process of service provision: the network 
operator and the application service provider (ASP). The 
network operator is typically perceived as deploying 
and operating the actual network infrastructure—e.g., 
switching and transmission equipment, access networks, 
etc. The ASP provides numerous networks with value- 
added services by gaining access to the network provid¬ 
er’s resources via Parlay APIs. The services provided by 
the ASP are executed on respective application serers. The 
application servers become clients to one or more Parlay 
gateways, which reside at the network edge, offering service 
control functionality (SCF) to the client via the Parlay API. 
A high-level Parlay architecture is depicted in Figure 9. 

In 2001, the Parlay standard was aligned with similar 
standards on OSA from the Third-Generation Partner¬ 
ship Project (3GPP) and became officially known as OSA/ 
Parlay. The OSA/Parlay standard has currently reached 
version 5.0 and defines numerous APIs covering almost 
every aspect of mobile/fixed multimedia applications. 
The APIs that relate to call control and management, 
such as generic call control, multiparty call control, mul¬ 
timedia call control, and conference call control APIs 
are of particular importance for the provision of IN-like 
services. 

The Role of Parlay in a Distributed Intelligent 
Network Architecture 

Parlay in the context of the DIBN architecture was per¬ 
ceived as a solution for the provision of the so-called 
hybrid services—e.g., services originating from PSTN 
that require some sort of interaction with the Internet, 
or vice versa. A simple case of such a service is when 
a user would like to receive e-mails at his office about 
calls terminating at his home. This is not possible with 
any of the IN models presented so far; however, it can 
be achieved with Parlay. The following paragraphs de¬ 
scribe this effort, which was undertaken in the context of 
the STARLITE research project. 


The STARLITE Approach 

The research effort undertaken within STARLITE 
(Chaniotakis et al. 2002) had the following goals: 

• Retain the inherent flexibility of DIBN to move applica¬ 
tion code to various nodes in the network. 

• Integrate the Parlay APIs with the DIBN concept. 

• Exploit Parlay to realize service convergence between 
PSTN and the Internet by enabling the provision of "hy¬ 
brid" services. 

The STARLITE reference architecture is presented in 
Figure 10. It consists of the service creation environment 
(SCE), the service management system (SMS), the service 
switching and control points (SS&CP), and the Internet 
service node (ISN; not shown). The functionality of each 
entity is examined below. 

Service Creation 

Design, implementation, and testing of STARLITE service 
takes place via the SCE. Although the service provision 
models between PSTN and the Internet are significantly 
different, the SCE exploits the Parlay APIs in order to 
provide developers with a unified view of the network. The 
SCE consists of the SCE graphical user interface (SCE 
GUI) and the code generator. 

The SCE GUI has been based on the rational rose (RR), 
which is a tool that allows the creation of system models 
that are based on the unified modeling language (UML). 
The RR’s state diagram editor enables the initial descrip¬ 
tion of services as finite state machines. The RR state 
diagram editor has been enhanced with several service in¬ 
dependent building blocks (SIBs), which are represented 
within the GUI as shapes resembling specification and 
description language (SDL) constructs. The SIBs relate 
to the definition of methods that can be invoked from a 
service, to branching decisions as well as to the inclusion 
of Java code directly into an SLP. The SCE GUI produces 
a textual description of the service in XML, which is fed 
into the code generator. 
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Figure 9: High-level PARLAY architecture (POTS = plain old telephone service) 
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Figure 10: STARLITE reference architecture (CA = carrier agent; RA = receiver agent) 


The code generator is a Java utility that makes use 
of the SLP’s textual description to produce the final ver¬ 
sion of the service. The code generator provides its own 
GUI, which allows the developer to specify which service’s 
textual description should be processed, as well as the trig¬ 
gering criteria for that service. These criteria are incorpo¬ 
rated into the service code in the format of the appropriate 
Parlay data structure. Thus, the SCF components that are 
responsible for setting the triggers (detection points), can 
obtain this structure and arm the triggers via the invoca¬ 
tion of the Parlay enableCallNotification method on 
the SSF. The output of the code generator is a Java appli¬ 
cation that can be compiled via a standard Java compiler. 

Service Deployment 

STARLITE inherits from DIBN the ability of an active 
service instance to migrate to the various network nodes. 
In contrast to MARINE, however, service logic is not im¬ 
plemented in the form of mobile agents, because this 
would have required mobile agents to implement Parlay 
interfaces. Instead, mobile agents are used for provid¬ 
ing a carrier service for the uploading, transfer, and de¬ 
livery of service instances to the various service control 
points. 

Two types of agents are responsible for the implemen¬ 
tation of code mobility, the carrier agents (CAs) and the 
receiver agents (RAs). The CA takes hold of a service in¬ 
stance via a common interface provided by the service 
base class. It is, however, totally unaware of the specific 
logic implemented by each service. Either the SCE or the 


SCP (in the case of migration) can trigger the SMS to de¬ 
ploy a CA instance. Upon triggering, the CA is informed 
about the address of the node hosting the SLP to be trans¬ 
ported and the address of the node for which the SLP is 
destined. 

Consequently, the CA transfers the SLP from the host 
to the destination node. Upon arrival at the destination 
node, the CA has no means of unloading the service, since 
it cannot obtain references to the local DPE components. 
Instead it communicates with the RA, which is a station¬ 
ary agent, hosted in the destination node’s local AEE, 
with references to the local DPE objects. Therefore, the 
RA obtains the service instance from the CA and passes it 
for execution to the node’s components. 

Consequently, the service binds to network resources 
via the service logic manager (SLM), which obtains the 
service’s triggering criteria from the SLP and passes them 
to the network side managers in a structure compatible 
with Parlay specifications. This way, a service may receive 
events from the local SSP. 

In addition, the STARLITE architecture incorporates 
the Internet service node (Papadakis et al. 2004) which 
serves as a front-end for Internet users wishing to use 
PSTN services and for phone users wishing to invoke 
Internet services. 

One of the obvious advantages of using Parlay as an 
overlay to the DIBN architecture is the interoperability 
between Internet and PSTN-originating services. The 
same problem was tackled via SPIRITS, a similar ap¬ 
proach that will be detailed in the following section. 
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Figure It: SPIRITS/PINT (PSTN and Internet networking) architecture 


The Parlay/SPIRITS Approach 

SPIRITS stands for “Service in the PSTN/IN Requesting 
Internet Service’’ (Faynberg et al. 2002). It supports serv¬ 
ices originating from the PSTN that require interactions 
between the PSTN and the Internet. In essence, SPIRITS 
allows SCPs to request the processing of IN services to be 
carried out on the IP network. The SCP is informed of the 
processing result and instructs the SSP accordingly on 
how to process the call. 

The SPIRITS architecture consists of the SPIRITS 
client, the SPIRITS gateway, and the SPIRITS server. 
During an IN service invocation; the service request is 
transferred from the terminal to the SSF and from the 
SSF to the SCF. Consequently, the SCF forwards the re¬ 
quest to the SPIRITS client, which in turn conveys the 
request to the gateway. The gateway converts the request 
to the SPIRIT protocol and forwards to the server, which 
performs the actual processing. The result is conveyed 
back to the SCF in the same fashion. Service invocations 
originating from the Internet are handled by the PINT 
framework (Petrack and Conroy 2000), which follows a 
philosophy similar to that of SPIRITS, including servers 
and gateways (Figure 11). 

The Parlay/SPIRITS architecture proposed by Kozik, 
Unmehopa, and Vemuri (2003) replaces the SPIRITS 
server with a Parlay application server and turns the 
SPIRIT client into a Parlay-enabled node that can map 
INAP messages to Parlay-method invocations. Parlay pa¬ 
rameters and methods are encoded in XML-based format 
and are transported as the payload of a SIP message from 
the SPIRITS client to the SPIRITS gateway. This way. 


developers can code SPIRITS applications using Parlay 
APIs, thus liberating themselves from the complexities of 
the underlying network. The SPIRITS/Parlay approach, 
although it lacks the advantages provided by the mobile 
code capabilities, is an alternative to STARLITE in terms 
of “hybrid” service provision. 

Distributed Intelligent Network and Java 

Parlay did not constitute the only effort toward the stand¬ 
ardization of a high-level service-provision API. The 
wide adoption of Java as a programming language as well 
as an application development framework in conjunc¬ 
tion with its developers’ (Sun Microsystems) intention to 
promote it as a universal solution for both IT and Tel¬ 
ecom gave birth to the Java API for integrated networks 
(JAIN). 

JAIN (Tait, Keijzer, and Goedman 2000) defines a 
number of APIs for the provision of a wide range of value- 
added services over data, fixed, mobile, and wireless net¬ 
works. As is the case with Parlay, JAIN promises service 
portability, network independency, open development, 
and telephony support. The JAIN service logic execu¬ 
tion environment (JSLEE) constitutes the standard Java- 
based service platform. JSLEE exploits a set of JAIN APIs 
such as JSIP (Java SIP), JCC (Java call control), SAMS 
(server APIs for mobile systems), and mobile device man¬ 
agement and monitoring (DM), creating a framework for 
service deployment over practically any network technol¬ 
ogy. These APIs are also known as resource adaptors 3 
in JAIN terminology, since they interface the application 
logic with the underlying network resources. 
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JAIN can be viewed as a technology complimentary to 
OSA/Parlay. According to this perspective, the OSA/Parlay 
gateway is another JAIN resource adapter RA that inter¬ 
faces the JSLEE with the IN architecture. There is also 
the contrary viewO that JAIN could possibly replace OSA/ 
Parlay entirely as the framework of choice for open serv¬ 
ice provision. 

Service Provision in Next-Generation 
Networks 

In one of the first books on INAP-based Intelligent Net¬ 
works, Jan Thorner (1994) included a section “The Term 
Intelligent Network will not be used beyond the 1990s.” 
The reason given for this prediction was that by that 
time the IN concept would have become a commodity in 
commercial telecom networks. The author was correct 
in the sense that IN has indeed become a commodity, 
and therefore the term has ceased to become a buzzword 
when it comes to service provision. What could not have 
been predicted, however, was that widespread adoption 
of the Internet would initiate the process for the complete 
abolishment of IN as a service-provision architecture. 
Of course, IN represents a significant investment in 
networks today, and therefore it cannot be immediately 
replaced. But the time will come inevitably in the medium- 
term period. 

The Internet architecture, in contrast to telephony, 
requires relatively simple routers and expects the intel¬ 
ligence required for service provision to be provided 
by hosts at the network edge. Developments in the past 
decade in all the layers of network technology (from phy¬ 
sical up to the application) have initiated the gradual re¬ 
placement of complex architectures in fixed and mobile 
networks by new-generation networking (NGN) archi¬ 
tectures. There are several approaches to NGN by Open 
Mobile Alliance (OMA), 3GPP, W3C, the Parlay Group, 
and others. The common denominator in this transi¬ 
tion is the existence of the Internet protocol (IP) as the 
prevalent protocol at the network layer for voice, data, 
and control information. Although few aspects of NGN 
have been currently standardized, future service-provi¬ 
sion frameworks are expected to portray the following 
characteristics: 

• Use of packet-based transfer mechanisms especially 
over IP 

• Separated control functions for bearer resources, call/ 
sessions, and services/applications 

• Decoupling of service provisioning from specific net¬ 
work technologies via standardized APIs 

• Decoupling of third-party service provision from spe¬ 
cific operators via standardized APIs 

• Service provision will be realized via distributed com¬ 
ponents 

• Support for a wide range of services and information 
flows 

• Support of user and terminal mobility 

• Service-tailored QoS requirements 


• Services will be context-aware and highly personalized 

• New personalized services will be automatically com¬ 
posed out of existing services 

Currently the Web services standard (W3C 2005) is gain¬ 
ing momentum as the enabling technology for distributed 
service provision in NGN. The Parlay Group has crafted 
a new set of specifications, termed Parlay-X, which 
realizes the Parlay functionality with the use of Web 
services. Moreover all major telecom equipment vendors 
have unveiled plans to work toward a new service layer 
architecture. 

CONCLUSION 

The IN concept has its own unique place in telecom 
history as the first attempt for a standardized service- 
provision framework in telephony. During the decades, it 
has successfully undergone several evolutionary cycles to 
comply with the requirements for broadband and distrib¬ 
uted services. Distributed IN will continue to coexist with 
more modern service-provision frameworks until it will 
become obsolete as legacy architecture. In the meantime 
IN has managed to deliver the following very important 
lessons to the service engineering community: 

• Control information, either as out-of-band signaling or 
in the form of a dedicated control protocol, can be ex¬ 
ploited for service provision. 

• Service provision should be cross-network, cross¬ 
platform, and dissociated from the underlying infra¬ 
structure. 

• Service development is facilitated if service functional¬ 
ity can be grouped into high-level independent build¬ 
ing blocks (SIBs) that can be distributed transparently 
across the network infrastructure. 

• Code mobility can lead to increased performance and 
improve resource utilization in the network. 

Unless a drastically different technology emerges, 
next-generation networks will surely be fully aligned with 
the above principles, which constitute the IN legacy to 
future service-provision frameworks. 

GLOSSARY 

Common Object Request Broker Architecture 
(CORBA): A standardized framework endorsed by 
the OMG (Object Management Group) that specifies the 
interaction between software objects in a distributed 
computing environment. 

General Inter-Object Request Broker Protocol 
(GIOP): An abstract protocol for the communication 
of distributed objects in a CORBA architecture. GIOP 
can be mapped to various network layer protocols de¬ 
pending on the network technology used for connect¬ 
ing the distributed objects. 

Intelligent Network (IN): An architecture, initially for 
the telephone network, in which the service logic for a 
call is located in a dedicated node outside the switch, 
allowing services to be added or modified independ¬ 
ently of the switching equipment. 
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Intelligent Network Applications Part (INAP): The 

application layer protocol of the SS7 signaling stack. 
Used in the intelligent network architecture for the 
communication between service provisioning nodes. 

Mobile Agent (MA): A piece of computer software that 
is able to move from host to host autonomously and 
continue its execution on the destination host. 

Parlay: An open API for fixed and mobile voice and 

data networks. 

Service Control Point (SCP): A resilient computer 
that enables operators to offer enhanced services by 
executing service logic programs that manipulate call 
connections and call-routing information. SCPs con¬ 
nect to signaling nodes called SSPs. 

Service Switching Point (SSP): An enhanced switch 
that interoperates with SCPs for the provision of ad¬ 
vanced services in an IN architecture. 

Signaling System no. 7 (SS7): An international stand¬ 
ardized suite of protocols that provide out-of-band sig¬ 
naling in the digital public switched network. 

CROSS REFERENCES 

See Network Middleware', Web Services; Wireless Broad¬ 
band Access. 
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INTRODUCTION 

The sheer convenience of smart cards has contributed to 
their becoming more and more prevalent in a number of 
sectors today. We use them to withdraw money, to make 
telephone calls, to access buildings, to pay for goods, and 
to authenticate ourselves to a computer. 

The Arrival of Smart Cards 

Banking needs were the main driving force behind the 
introduction of the smart card's ancestor, the credit card 
(Rankl and Effing 2002). The main objective was to pro¬ 
tect payment systems against fraud. The first credit cards 
were quite simple, and only included information such 
as the card’s issuer and the cardholder’s name, and the 
card number was printed or embossed on the card. These 
systems relied on a visual verification for security (secu¬ 
rity printing and signature field, for example), and as a 
consequence, the security of the system relied mainly on 
the traders that accepted the card. Because of the pay¬ 
ment cards, increasing popularity, it became evident that 
this was not enough to prevent the system from being 
defrauded. The first improvement appeared with the ad¬ 
dition of a magnetic stripe on the back of the card. This 
allowed data storage in a machine-readable form, mak¬ 
ing it easier to process transactions. The identification of 
a cardholder was achieved either via a signature or a PIN 
(personal identification number). Even though magnetic 
stripe cards are still commonly used worldwide, they suf¬ 
fer from a crucial weakness: data stored on them can be 
read, deleted, copied, and replaced easily with appropriate 
equipment. One solution would be to allow payment only 
when transactions can be validated online, but this is not 
always possible because of the high cost of the necessary 
infrastructure and the low speed of such transactions. 

Patents were filed in several different countries at 
the end of the 1960 and the beginning of the 1970s on the 
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idea of using plastic cards to carry microchips (Jurgen 
Dethloff and Helmut Grotrupp in Germany, and Roland 
Moreno in France). In 1974, the first prototype appeared, 
which functioned as a memory card. Two years later, the 
first microprocessor card based on a Motorola chip was 
developed. However, many new problems had to be solved 
before manufacturing in large quantities with acceptable 
quality and prices enabled the smart card to become a 
viable product. 

The French telecommunications industry saw this new 
technology as an opportunity to reduce fraud and van¬ 
dalism in coin-based phone booths. In 1980, the French 
General Direction of Telecommunication replaced all 
French phone booths with new ones equipped with a smart 
card reader. To make a telephone call a “telecarte” was 
required. It was initially credited with a fixed number of 
units that were reduced depending on the cost of each 
call made. 

The telecartes success convinced banking organiza¬ 
tions that the smart card could be used in payment systems. 
In 1985, French banks agreed on a common payment sys¬ 
tem based on smart cards, resulting in the “Carte Bleu." 
The idea has since spread all around the world and was 
adopted by Europay, MasterCard, and Visa International 
in 1994. 

Smart cards have also been used in health care, trans¬ 
port, pay TV, access control, electronic purse, and identity 
applications, and the number of different uses is always 
increasing. 

More recent developments have introduced different 
types of embedded tokens that are based on the same 
technology as smart cards. Some examples of these are: 
RFID (ratio frequency identification) tags that are in¬ 
tended to act as a bar codes for commercial goods, and 
USB (universal serial bus) tokens (sometimes referred 
to as a “dongle”) based on a secure microcontroller. 
The protocols will be discussed in terms of smart cards, 
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as this is the predominant type of secure embedded 
token. 

The Different Types of Smart Card 

Since their first appearance smart cards have been com¬ 
pared with personal computers. In fact, the more compli¬ 
cated smart cards have a central processing unit (CPU), 
an operating system, and different types of memory, 
exactly like a computer. To satisfy the different require¬ 
ments of the various applications, a number of different 
types of smart cards are in common use. 

Memory-only cards: Memory cards consist of memory 
that can be written to once. These are mainly used to 
decrement units previously stored in memory—e.g. 
prepaid phone cards. 

Memory cards with logic: Data stored in this type of card 
are protected with some hardwired logic. Such cards 
can be reloaded with updated values, since they include 
a high counting capacity, and are commonly used for 
public telephony. The logic present in the smart card 
can have an embedded cryptographic algorithm with 
a state machine to control it. 

Microprocessor cards: In this case a microprocessor is 
embedded into the card to manage and compute data. 
Such cards contain a dedicated program, often referred 
to as an operating system (OS), in the read only mem¬ 
ory (ROM), which manages other memory areas, such 
as the random access memory (RAM) and non-volatile 
memory, or the EEPROM (electrically erasable pro¬ 
grammable read only memory), where personaliza¬ 
tion data is usually stored. The amount of ROM and 
EEPROM is very small and is usually expressed in 
kilobytes. The amount of memory available in smart 
cards is increasing all the time as advances in technol¬ 
ogy allow more transistors to be included in the same 
surface area. Some chip manufacturers also propose 
different types of memories, such as external RAM and 
Flash, granting extra data storage areas. 

Contactless smart cards: Such cards can be either based 
on a microcontroller or a memory chip. Communica¬ 
tion is performed via an antenna glued inside the 
card's plastic body, rather than directly via metal con¬ 
tacts. The different types of contactless smart card 
use various different radio frequencies and protocols, 
depending on the requirements of the application. For 
example, some frequencies require a card to be within 
10 cm and others allow a card to be a few meters from 
a reader. Contactless cards are usually used in applica¬ 
tions that require a high flow and low reader mainte¬ 
nance—e.g. transport or identification applications. 
Dual interface cards: These cards are able to communi¬ 
cate both in contact and contactless modes. Two types 
of product are available: 

1. Cards with two chips—one being a normal smart card 
chip and communicating via the normal contacts and 
the second a contactless chip with its own specific 
communication interface. These chips are independ¬ 
ent and are used for different applications. 


2. Cards with one chip that have both interfaces inte¬ 
grated on the silicon, although the interfaces may be 

separated logically within the chip. 

Dual interface cards are generally designed to support 
more than one application—e.g. access-control cards 
with transport ticketing or e-purse. 

Tamper Resistance 

One of the most important features of a smart card is 
its tamper resistance. This means that the secrets stored 
within the smart card—e.g. cryptographic/authentication 
keys—are protected from unauthorized access. There are 
various attack methods that can be used on smart cards, 
and other embedded devices, to attempt to access secret 
information. Some of these methods are described below. 

Hardware Attacks 

The chip used in a smart card can be removed from its 
packaging to allow access to the surface of the chip using 
hot, fuming nitric acid to remove the resin around the chip 
to be able to directly access the chip. The information held 
on the chip can then potentially be accessed by directly 
reading the values held in the chips, memory. In practice, 
this is only ever possible on the ROM values, and cur¬ 
rent countermeasures (both the technology used and the 
scrambling of the data addresses) render this method of 
attack nearly impossible. Other possible methods of at¬ 
tack include disabling chip features, such as a random 
number generator, or attempting to reverse-engineer pro¬ 
prietary parts of a chip. Some examples of this type of 
attack are described in Anderson and Kuhn (1996). 

Side Channel Analysis 

As the protocols and cryptographic algorithms that are 
generally implemented in smart cards have been subjected 
to peer review and rigorous mathematical analysis, other 
methods have been sought to extract key information. 
The first example of this was the use of the time taken to 
execute certain public key algorithms (Kocher 1996). 

This was followed by a method of deriving key infor¬ 
mation by performing a statistical analysis of the power 
consumption during the execution of an algorithm, called 
differential power analysis (DPA) (Kocher, Jaffe, and Jun 
1999), by exploiting the small variations in power con¬ 
sumption (shown in Figure 1). The different levels of 
power consumption correspond to different values of the 



Figure 1: Overlaid acquisitions of the current consumption 
produced by the same instruction but with varying data 
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Figure 2: An example DPA trace showing the data 
dependence of the current consumption over time 



m * 






Hamming weight of the data being manipulated by the 
chip under observation. 

To attack a cryptographic algorithm, hypotheses can 
be made on portions of the secret key and the values of 
individual bits are predicted for a series of acquisitions. If 
a bit is correctly guessed for every acquisition, this can be 
made visible by using a statistical treatment on the acqui¬ 
sitions acquired. Figure 2 shows the DPA trace produced 
by correctly predicting the behavior of 1 bit of the output 
of the first S-box used in the DES algorithm (data encryp¬ 
tion standard; Federal Information Processing Standards 
FIPS 46-3). The first peak corresponds to the output of 
the S-box; the four subsequent peaks correspond to the 
manipulation of the same bit during the P-permutation 
(a bitwise permutation used just after the S-boxes). An 
excellent tutorial on DPA can be found in Aigner and 
Oswald (2006). 

Another example of a side channel attack is simple 
power analysis (SPA), which observes one trace or sev¬ 
eral to try to derive information by direct observation 
of the power consumption. The most well known exam¬ 
ple of this is against RSA (Rivest, Shamir, and Adleman 
1978). If RSA is implemented using the square-and- 
multiply algorithm (Menezes, van Oorschot, and Vanstone, 
1997) it may be possible to distinguish between the two 
functions that make up the algorithm, and therefore 
derive information on the key used. Examples of this are 
given in Joye and Olivier (2005). 

Equivalent attacks can also be derived by observing the 
electromagnetic emanations generated by a chip while 
it is computing a cryptographic algorithm (Gandolfi, 
Mourtel, and Olivier 2001). Small probes can be used to 
acquire the electromagnetic emanations from a portion 
of a chip, allowing different results to be obtained. 

Fault Attacks 

Fault attacks are based on injecting a fault during the 
execution of a process in such a way that an attacker can 
derive information because of the effect of the fault. The 
first example of this type of attack was proposed against 
RSA when it is implemented using the Chinese remain¬ 
der theorem (CRT) (DeMillo, Boneh, and Lipton 1997). 
The calculation of RSA using CRT involves calculating 
two modular exponentiations, and combining the re¬ 
sults. This is a common optimization because it allows 
the calculation to take place about four times faster than 
directly calculating the modular exponentiation necessary 
for RSA. If a fault is injected in either of the exponen¬ 
tiations one of the primes used in RSA can be calcu¬ 
lated by the computation of a GCD (greatest common 


denominator). A report of an implementation of this 
attack and some countermeasures are presented in 
Aumuller et al. (2002). 

This was followed by fault attacks in secret key algo¬ 
rithms, where faults in DES can be treated in the same 
way that a differential cryptanalysis would be conducted 
(Biham and Shamir 1997). An implementation of this is 
discussed in Giraud and Thiebeauld (2004) and this prin¬ 
ciple has since been applied to other algorithms such as 
AES (Advanced Encryption Standard, FIPS 197), in which 
several different attacks have been proposed (Blomer and 
Seifert 2003; Giraud 2004). 

Software Attacks 

Initially, the embedded software on smart cards could not 
be modified (i.e., it did not allow code to be installed post¬ 
issuance). The potential for an attacker to mount a soft¬ 
ware attack was therefore limited. The attacks at the time 
were to try all the possible parameters for a service—i.e. 
to attempt all the possible valid application protocol data 
units (APDUs) for a given card. The aim was to try to 
find bugs, undocumented commands, or back doors that 
would allow an attack to be mounted. However, these 
kinds of attacks are quite inefficient because it is easy to 
remove the commands from an operating system (OS), 
and the number of possible commands is large. With 
modern smart cards it is possible to load software onto 
the smart card, in the form of applets, which has allowed 
for more aggressive software attacks. These are discussed 
in later sections of this chapter. 

Countermeasures 

There are numerous countermeasures that are used in 
embedded code to protect against the attacks outlined 
in this section. These vary from masking data to prevent 
the power consumption being visibly dependent with the 
values calculated (Chari et al. 1999), data randomization 
(Joye and Olivier 2005) to desynchronization techniques 
(Clavier, Coron, and Dabbous 2000). The design of new 
attacks and countermeasures for embedded devices is an 
area of vigorous research. 


COMMUNICATION PROTOCOLS 

There are various different communication protocols for 
the different types of smart card. This depends on the 
physical method used to communicate and the complex¬ 
ity of the device. All values given in this section are given 
in hexadecimal. 
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Smart Card Protocols 

A smart card has five contacts that it uses to communi¬ 
cate with the outside world, defined in the ISO/IEC 7816-2 
(International Organization for Standardization 1999). 
Two of these are taken by the power supply (usually 3 
or 5 volts), referred to as Vcc, and the ground used to 
power the chip. Another contact is used to supply a clock, 
which is allowed to vary between 1 and 5 MHz but is 
usually set to 3.57 MHz. The remaining two contacts are 
used to communicate with the card. A sixth contact was 
originally used to provide a higher voltage to program the 
EEPROM (referred to as Vpp). This contact is no longer 
used, as this presented security problems if a smart card 
was unable change the values held in EEPROM (e.g., to 
decrement PIN counters). The layout of these contacts is 
shown in Figure 3. 

One of the contacts used for communication is used to 
send commands to the chip in a smart card called the I/O. 
The protocols used to communicate with a smart cards 
are referred to as T = 0 and T = 1 and are defined in the 
ISO/IEC 7816-3 standard (International Organization for 
Standardization 1997). This section will describe both 
protocols, as they are nearly identical. The extra require¬ 
ments of T = 1 are detailed where relevant. 

The remaining contact is used to reset the smart card 
(there are two additional contacts defined in the ISO/IEC 
7816-3 standard, but they are not currently used). This is 
a physical event (i.e., moving the voltage applied to this 
contact from 0 to 1) that will always provoke a response 
from the smart card and can occur at any time. The smart 
card will respond by sending an answer to reset (ATR) to 
the I/O contact, which is a string of bytes that defines the 
protocols the smart card can use, the speeds at which 
the smart card can communicate and the order in 



Figure 3: The six different smart card contacts, only five of 
which are currently used (I/O = input/output) 


which bits are going to be sent during the session (i.e., 
most or least significant bit first). The smart card can also 
return up to fifteen historical bytes that have no impact on 
the protocol, but can be used to identify and distinguish 
one product from another. In the case of the T = 1 protocol, 
this is followed by a checksum on 1 byte that can be used 
to verify the integrity of the ATR. At this point the reader 
can change the protocol being used, within the bounds 
defined in the ATR, by sending a protocol type selection 
(PTS) to negotiate the parameters of the communication. 

Each byte sent to or from the smart card is com¬ 
prised of up to ten events on the I/O line—i.e. up to ten 
movements from 0 to 1 volts or vice versa, as shown in 
Figure 4. The voltage applied to the I/O line is set to 3 or 5 
volts by the smart card reader before the reset is applied, 
so that either the card or the reader can pull this down 
to zero by connecting it to ground. The process starts by 
either the card or the reader pulling the line to zero for 
one elementary time unit (ETU—a length of time defined 
in the ATR that by default is 372 clock cycles). The byte 
is then sent over the I/O, where each bit is present for 1 
ETU; whether the least or most significant bit is sent first 
is dictated by the ATR. This is followed by a parity bit that 
can be used to check the integrity of the byte sent. This 
is followed by at least 2 ETUs with no event on the I/O 
before the next byte can be sent. If the receiving party 
sends a signal of 1 or 2 ETUs on the line during the 2 
end ETUs, this means that the byte was not correctly 
received. The misunderstood byte can then be resent. 

The T = 0 and T = 1 protocols are half-duplex proto¬ 
cols, which means that data can flow in only one direction 
at a time. The reader initiates all the commands, and the 
smart card can only follow the instructions that it is sent. 
Each command consists of 5 bytes as shown in Table 1. 

Each command sent by the reader will provoke a mini¬ 
mum of a 2-byte response from the smart card within a 
certain time, called the “status word". If the command 
has executed correctly, the status word will be 90 00, oth¬ 
erwise a value signifying an error is sent as defined in 
the ISO/IEC 7816-3 standard. If a smart card requires 
more time to process the command that it has been sent, 
it sends the value 60 on the I/O, known as a time request, 
that informs the reader that more time is required before 
the command can be terminated. 

If data need to be sent to or from the smart card 
before the status word is sent, this is preceded by the pro¬ 
cedure byte. This is a byte sent by the smart card to the 
reader that is equal to the INS byte of the command that 
signals to the reader that the smart card is ready to send 
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Figure 4: The signals needed to send a 
byte on the I/O, where the voltage can 
take the value applied to the Vcc or 0 
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Table 1 : The Elements of an APDU Smart Card Command 


Byte 

Description 

CLA 

The first byte is the class of the command 
and defines the application. For example, the 
Global System for Mobile Communications 
(GSM) smart card application will always start 
with the CLA = AO. 

INS 

The second byte dictates the instruction being 
sent. 

PI 

A parameter byte that can be used to pass 
parameters for the command. 

P2 

A second byte that can be used to pass 
parameters. 

P3 

The last byte of the command is the number 
of bytes of data that will be sent or received 
by the smart card. The direction of the data is 
determined by the instruction that has been 
chosen. An alternative can be used in which 

2 bytes are used for the length value to allow 
more data to be transferred. 


or receive data. The data are then sent, and the card 
terminates the command with the status word. This is 
termed a transport protocol data unit (TPDU), and with 
the T = 1 protocol this process is followed by a checksum 
byte used for integrity purposes. 

In general, a high-level approach is taken, and a user 
will use an APDU. This allows a user to assume that data 
can be sent and received from the smart card in one com¬ 
mand. The bytes that can be sent to or from the smart 
card are summarized in Figure 5. The value for P3 is 
replaced with Lc (the number of inbound bytes) and Le 
(the number of outgoing bytes). 

This means that it is possible for a user to request 
incoming and outgoing data in the same command. This 


Reader command data: 


CLA 

INS 

PI 

P2 

Lc 

Inbound data 

Le 


Outgoing data sent by smart card: 


Outgoing data 


Status word 


Figure 5: The structure of an APDU as defined in the ISO/I EC 
781 6-3 standard 


is resolved at the TPDU level by breaking the APDU into 
two TPDUs. The first TPDU is a command that has data 
being sent from the reader to the smart card; the smart 
card then returns a status in which the first byte is equal 
to 65 (or 9F in the case of GSM cards) and the second 
byte is the amount of data waiting to be sent. This is fol¬ 
lowed by a get response (a specific TPDU in which the 
INS byte is set to CO) command that allows the data to be 
sent from the smart card to the reader. 

Contactless Protocols 

In a contactless device, a chip is embedded in a smart 
card or other device that contains an aerial that is used to 
communicate with a suitable reader. There is, therefore, 
only one path of communication between the chip and 
the outside world rather than one per contact. This aerial 
also needs to provide the clock and power supply to the 
embedded chip and enable the embedded chip to com¬ 
municate with a suitable reader. A reader achieves this 
by emitting a varying electromagnetic field (a sine wave, 
referred to as a “carrier wave”) that induces a current 
in the aerial of the smart card, which is used to power 
the chip and provide a clock. The communication relies 
on changing the modulation of the carrier wave used to 
power and clock the embedded chip. There are two types 
of contactless smart card, which are used for different 
purposes because of the different electrical properties of 
the cards. These are referred to as “proximity cards” and 
“vicinity cards". 

Proximity Cards 

The majority of contactless smart cards are proximity 
cards, which follow the ISO/IEC 14443 standard (Inter¬ 
national Organization for Standardization 2000). The 
signal used to communicate with the proximity card has 
a frequency of 13.56 MHz and a range of approximately 
10 cm, and there can be numerous different smart cards 
within this range. 

There are two types of card that can be used with this 
protocol, which are described as type A and type B. 
This determines the representation of data in the signal 
(i.e., the modulation) and the initialization method. The 
protocol for communicating with type A cards will be 
used as an example in this section. In contact protocols 
(see above) bits are sent across the I/O by changing the 
voltage from 0 to 1 or vice versa, but this is not possible 
with contactless cards. Instead the carrier wave emitted 
by the wave is modulated, as shown in Figure 6, although 
this does not represent a zero. Each bit is represented by 
the carrier wave being unmodulated and modulated for 


Figure 6: The change in the modulation 
of the carrier wave used to communicate 
with contactless smart cards 
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equal periods of time, where the order dictates whether a 
0 or 1 is being sent. This is used to detect collisions when 
several cards are trying to communicate at the same 
time. 

Because the reader does not know how many de¬ 
vices are present with the field, it needs to identify each 
device. This is achieved by emitting a request (REQA) that 
will be received by all devices in the readers field. Each de¬ 
vice will respond synchronously with an answer to request 
(ATQA) that will include 32 bits that uniquely identify each 
device. If two cards are trying to send different values, this 
can be detected, as, for a given bit, the modulation will 
last for the length of a whole bit rather than half a bit. The 
reader can deal with this by applying a mask to the number 
used to identify each smart card—e.g. it can ask that only 
cards whose most significant bit is equal to 1 to respond. 
This can be continued bit by bit to uniquely identify one 
of the smart cards present. The reader will then select this 
smart card (a SELECT command) and send a command 
to halt the smart card (a DESELECT command), which 
tells it to ignore all further REQA commands unless rese¬ 
lected or removed from the field and replaced. This proc¬ 
ess is then repeated for the remaining smart cards. Once 
all the smart cards have been identified one smart card 
can be selected for further communication. 

This process of identifying all the cards present within 
a readers field is universal for all cards of the correct type. 
After this, a smart card will either respond to a proprietary 
protocol or a protocol referred to as T = CL. Once a card 
has been selected, it is sent a request for answer to select 
(RATS) and responds with an answer to select (ATS). The 
ATS serves the same purpose as the ATR described in 
the previous section, and defines the parameters of the 
protocols that are supported by the device. This can be 
modified by a protocol and parameter selection (PPS) that 
is equivalent to the PTS used in T = 0 and T = 1. After this, 
the reader and the device can exchange information in 
a transparent manner with a small header and footer. 
After the reader and the device have finished exchang¬ 
ing information the session is ended with a DESELECT 
command. 

There are three predominant types of proximity card, 
as described below: 

Radio Frequency IDentification (RFID) —An RFID tag 

or transponder is an extremely small chip attached to an 
antenna. Unlike contactless smart cards the antenna is not 
set in a rigid plastic body, but is in a flexible sheet that can 
be stuck to any object. This tag responds to a contactless 
reader with an ID number than can be used to identify the 
object it is attached to. These data may also include other 
information, such as location information, product price, 
and date of purchase, etc. 

Memory Cards —This is the most common type of con¬ 
tactless card, as most systems that use contactless cards 
do not require a large amount of processing power. One 
of the most common implementations of a proximity 
card is a MIFARE smart card (MIFARE 2006). These 
cards follow the anti-collision protocol defined above, 
but do not implement T = CL. The reader accesses areas 
of the chips, memory in either user or supervisor mode 
(with different rights to update or read different areas) 
using a proprietary protocol. All communication between 


the reader and the MIFARE card is enciphered using a 
proprietary algorithm owned by Philips. These cards are 
often used in transport systems because of the low cost 
per card; some examples include the Octopus card in 
Hong Kong (Octopus 2006) and the Oyster card in London 
(Oyster 2006). 

Microcontroller Cards —If a microcontroller is present 
in the device, the T = CL is usually used as a wrapper to 
transport information. In the case of contactless smart 
card, the T = 0 or T = 1 protocol can be implemented 
within the payload of the T = CL protocol. In this case 
the ATS replaces the ATR required by the T = 0 and T = 1 
protocols. 

Vicinity Cards 

Another type of contactless device is known as a vicin¬ 
ity card, and is defined in ISO/IEC 15693 (International 
Organization for Standardization 2000). The difference 
between these and proximity cards is that the reader has 
a range of 1 to 1.5 m. These use a protocol similar to that 
of proximity cards, with anticollision and transmission 
routines, based on modulating the fluctuating electro¬ 
magnetic field. These are a common alternative for RFID 
tags, as they allow for lots of tags to be evaluated without 
having to move each tag. Another example of the use of 
vicinity cards is access control—e.g. SKIDATA (SKIDATA 
2006). 

INTERFACING WITH SMART CARD 
APPLICATIONS 

A user does not have to implement the protocols described 
in the previous section. Platforms have been developed 
that help a user by acting as intermediaries between an 
application and a terminal. Two examples of interoper¬ 
able smart card terminal specifications are the OpenCard 
Framework (OCF) (OpenCard Workgroup 2005) and the 
Personal Computer Smart Card (PC/SC) (PC/SC Work¬ 
group 2005). These proposals have reached a relatively 
mature state, but the market has not yet converged on a 
single proposal. Moreover, a new standard enabling access 
to smart cards on embedded devices, called JSR177, has 
appeared. In the following sections, an overview of these 
standards will be presented. 

Personal Computer Smart Card (PC/SC) 
Specification 

The PC/SC working group (PC/SC Workgroup) was 
formed in 1996 by a number of smart card companies in 
order to enhance the adoption of smart card technology. 
The main aim of the PC/SC group was the long-term im¬ 
provement of interoperability between smart cards and 
terminals, along with the smooth integration of terminals 
into PCs running the Windows operating system. The first 
documents became public in December 1996 and are for¬ 
mally known as “Interoperability Specifications for Inte¬ 
grated Circuit Cards (ICCs) and Personal Computers.” As 
a group these documents are referred to as PC/SC and are 
decomposed into ten parts (see Figure 7). 
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Figure 7: The PC/SC architecture Courtesy of PC/ 
SC Workgroup, http://www.pcscworkgroup.com/ 
specifications/overview, php) 



Part 1 provides a general introduction and an over¬ 
view of the overall PC/SC architecture. Part 2 provides 
characteristics and interoperability requirements for com¬ 
patible smart cards (defined as integrated circuit cards 
[ICCs]) and smart card readers (defined as Interface De¬ 
vices [IFDs]). For example, it describes the low-level char¬ 
acteristics of the smart card and reader in terms of the 
lower transport protocol and error-handling procedures. 
Part 3 describes the interface to, and required functional¬ 
ity for, compliant IFD devices. These components enable 
the higher layers (e.g., the Resource Manager) of PC/SC 
to communicate with smart card readers in a completely 
independent and transparent way. Part 4 provides other 
low-level design considerations—e.g. protocols for com¬ 
municating with PS/2 keyboards with integrated smart 
card readers. 

The main component of the PC/SC architecture is 
the Resource Manager (described in part 5). This is the 
most important component in the architecture and medi¬ 
ates access to the smart card and reader. In general, it is 
responsible for “ICC and IFD resources, controls shared 
access to these devices, and supports transaction man¬ 
agement primitives." 

Part 6 describes the service (e.g., ICC and Crypto) 
service provider models. The ICC service provider model 
offers all the necessary classes and context that will 
enable communication with a specific smart card. The 
optional Crypto service provider defines the necessary 
cryptographic functions that may be needed for accessing 
a smart card. Parts 7 and 8 contain advice on how to use 
the interface provided by the resource manager and how 
to handle information security operations (e.g., identifi¬ 
cation and secure storage) in a smart card solution. Parts 
9 and 10 are considered recent additions to the overall 
PC/SC specification and contain information regarding 
the management of smart card readers with keypads 


that can be used for PIN entry and secure PIN entry, 
respectively. 

Implementations 

Microsoft was the first member of the workgroup to 
develop an implementation of the PC/SC specifications 
for its operating systems. Initially, this was an exter¬ 
nal program that fulfilled the role of resource manager, 
described above, and a high level library, called the 
“SCard Application Programming Interface” (API). Now 
the resource manager is an integral part of all Microsoft’s 
operating systems (even Windows Mobile). 

In the year 2000, David Corcoran and his colleagues 
initiated an open source project called “pcsc-lite” to pro¬ 
vide better support for smart cards for the Unix-style oper¬ 
ating system. The goal was to provide an implementation 
of PC/SC, and their efforts are gathered within MUS¬ 
CLE (Movement for the Uses of Smart Card in A Linux 
Environment (MUSCLE)). In order to make transferring 
applications from Microsoft’s operating systems as easy 
as possible, the interface used for the SCard API was 
adopted. Today, "pcsc-lite” functions on a great number of 
platforms: Linux, Solaris, Mac OS X, BSD, HP-UX, etc. 

Wrappers 

In order to enable the programming of applications com¬ 
municating with the resource manager in languages other 
than C+ + , wrappers have been developed that allow PC/ 
SC functions to be called from other programming lan¬ 
guages. These wrappers use the FFI (Foreign Function 
Interfaces 2004) mechanisms of these various languages. 
These wrappers currently exist for Perl, Python, Prolog, 
Ruby, and Java. The wrapper for Java, referred to as JPC/ 
SC, is thus a direct competitor of the OpenCard Frame¬ 
work, which is discussed below. 
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The OpenCard Framework (OCF) 

The OpenCard consortium (OpenCard Workgroup) was 
founded in March 1997, predominantly by computer and 
smart card technology manufacturers. The main aim of 
the consortium, at an early stage, was to enable the use 
of smart card technology with networked computers. 
However, it was soon realized that the platform should 
not be dependent on the underlying operating system. 
OCF was therefore defined as an open standard that de¬ 
fines an architecture and a set of APIs that help applica¬ 
tion developers to implement smart card-based programs. 
OCF is written in Java to provide a platform-independent 
implementation. 

The reference implementation of OCF, as presented in 
Figure 8, includes a set of Java classes, Java packages, 
and an API that contains all the necessary functionality. 
An application provider can take advantage of the inter¬ 
face offered by the API and develop the necessary serv¬ 
ices, which are then plugged into the framework. The 
core architecture of OCF is divided into the CardService 
and the CardTerminal layers. 

The CardService layer makes it possible for OCF to 
incorporate a number of different smart card operating 
systems and the specific underlying technology they of¬ 
fer. “The core of the CardService component implements 
an API that maps smart card commands onto specific 
APDUs. A smart card’s file system is standardized in 
Kaiserswerth (1998), an example of which is included 
in OCF called the FileSystemCardService. This implies 
that smart card vendors that support OCF are obliged to 
implement the FileSystemCardService class for each of 
their products.” (Markantonakis 1999). 

The CardTerminal layer contains all the classes that 
allow access to smart card readers. For example, using 
certain classes of this component, smart card insertion 
or removal can be tracked. Among the main advantages 
of OCF, apart from platform independence, is that it sup¬ 
ports readers with multiple slots (a feature not available 
in PC/SC). The various classes within the CardTerminal 


are responsible for checking card presence or absence 
along with sending and receiving the commands in the 
form of APDUs. 

Requirements for PC/SC and OCF 

The goal of both PC/SC and OCF is to enhance the 
interoperability of smart cards, readers, and PC-based 
platforms and architectures. Most of the functionality is 
provided through the ICC service providers and Card- 
Service classes from within PC/SC and OCF, respectively. 
A relatively good overview of the similarities and differ¬ 
ences of the aforementioned architectures is provided in 
Seliger (2000). 

The main advantage of OCF is that it is completely 
independent of the underlying operating system and 
it can function on any system that supports Java. This 
makes OCF the preferred technology among the wide 
pool of Java programmers. On the other hand, PC/SC 
being integrated into Microsoft's operating system has 
aided its adoption. It is usually easy to find PC/SC drivers 
for a given smart card reader but this can be more dif¬ 
ficult for OCF. However, the architecture of OCF can use 
PC/SC drivers to communicate where necessary, although 
it cannot take advantage of the service providers because 
of the architecture of the central resource manager. 

JSR 1 77: The Security and Trust Services 
Application Programming Interface 

The security and trust services specification, referred to 
as JSR 177 (JSR 177 Expert Group 2004) for the J2ME 
platforms (Java 2 Micro Edition) proposes a collection 
of APIs that provide security and trust services. This is 
achieved by integrating a component into a J2ME device 
called a security element (SE) that provides the following 
benefits: 

• Secure storage of sensitive data—e.g. cryptographic 
keys, certificates, personal information, etc. 



Figure 8: The OpenCard Framework 
Architecture (Markantonakis 1999) 

























































Managing Multiple Applications 


259 


• Support for cryptographic operations to enable pay¬ 
ment protocols, data integrity, and data confidentiality 

• A secure execution environment to deploy custom secu¬ 
rity features 

An SE can be integrated into a variety of embedded 
devices. Smart cards provide a secure programmable 
environment and are the most widely deployed SE, and 
are used to deliver a broad range of security and trust 
services. These services can be continually upgraded with 
new and improved applications that can be installed on 
a smart card. They are widely deployed in mobile phones 
e.g. (SIM) cards in GSM phones. Alternatively, an SE may 
be entirely implemented in software on the J2ME device. 
The specification does not exclude any of the possible 
implementations of a SE, although some of the packages 
are optimized for implementation on a smart card. 

The API in this specification is defined in four optional 
packages that can be implemented independently: 

• SATSA-APDU —defines an API to support communica¬ 
tion with smart card applications using APDUs. 

• SATSA-JCRMI —defines a Java Card remote method in¬ 
vocation (RMI) client API that allows a J2ME applica¬ 
tion to invoke a method of a remote Java Card object. 

• SATSA-PKI —defines an API to support application level 
digital signatures (but not verification) and basic user 
credential management. 

• SATSA-CRYPTO —defines basic cryptographic opera¬ 
tions to support hashing, signature verification, encryp¬ 
tion, and decryption. 

In short the JSR 177 provides two smart card access meth¬ 
ods based on APDUs and a Java Card RMI protocol that 
allows a J2ME application to communicate with a smart 
card to leverage the security services deployed on it. 

Comparison of the Architectures 

The PC/SC architecture is the most deployed architec¬ 
ture across all the platforms. This is mainly because of 
the dominant position of Microsoft Windows, the open 
source implementation of PC/SC (pcsc-lite), and its adop¬ 
tion by Apple as reference implementation for their plat¬ 
forms. OCF is being used less and less, as the industrial 
consortium behind this standard no longer exists. How¬ 
ever, JSR177 is a popular choice for embedded platforms, 
where the use of Java is well established. Table 2 gives a 
summary of the different architectures and the systems 
that support them. 

Table 2: Architectures and the Systems That Support Them 


MANAGING MULTIPLE APPLICATIONS 

Multi-application smart cards are a relatively new devel¬ 
opment, and have made it possible to implement several 
applications and to dynamically load new ones during a 
card’s active life. These applications do not run simul¬ 
taneously, because the smart card operating system has 
only a single thread, but new standards are beginning to 
propose multithreading. 

Multi-Application Platforms 

The two main standards for multi-application smart 
cards are Java Card (Chen 2000; Sun Microsystems 
2006) and MULTOS (MAOSCO 2006). Two new technolo¬ 
gies have joined them with the birth of Smartcard.NET 
(Hive Minded 2006; SmartCard Trends 2004) and of the 
Multi-Application BasicCard ZC6.5 (ZeitControl 2006). 
Windows for Smart Cards (Jurgensen and Guthery 2002) 
by Microsoft can also be cited, although it appears to no 
longer be supported by Microsoft. 

The architecture of a smart card implementing these 
technologies consists of an embedded OS that supports 
the loading and the execution of different applications. The 
OS provides a run-time environment with a virtual ma¬ 
chine (VM) that provides security features (e.g., a firewall 
between applications and inter application data-sharing 
mechanisms). The applications are interpreted by the 
VM, which enables applications to be independent of the 
underlying hardware and thus promotes interoperability. 
The following sections provide an overview of the types 
of multi-application smart card. 

Java Card 

Java Card enables applications (so-called applets) written 
in the Java Card language (a subset of the Java program¬ 
ming language) to run on smart cards. This technology 
is standardized by Sun Microsystems and the Java Card 
Forum, who produce the Java Card specifications. 

Java Card is developed in the Java spirit of “write once, 
run anywhere.” Java Card can support primitive data 
types such as boolean, byte and short, but not large 
data types such as long, double and float. Java Card sup¬ 
ports one-dimensional arrays, packages, interfaces, and 
exceptions. Object-oriented programming paradigms are 
continued with support for inheritance, virtual methods, 
overloading, dynamic object creation, etc. However, not 
all the features are supported—e.g. strings, multi-dimen¬ 
sional arrays, dynamic class loading, security manager, 
and garbage collection. At the time of this writing, the 
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currently available Java Cards comply with version 2.2.2. 
In future versions, starting with Java Card 3.0, other 
features will be supported, such as multithreading and 
a TCP/IP stack. 

MULTOS 

The MULTOS operating system is mostly confidential, as 
it was developed from the Mondex system for electronic 
purses and is controlled by the industrial MAOSCO Con¬ 
sortium. For application development, MULTOS pro¬ 
poses MEL (MULTOS Executable Language), which is an 
optimized language for smart cards based on Pascal, and 
runs on a virtual machine described with a well-defined 
and fixed API (Watt and Brown 2000). Applications are 
typically developed in another language (e.g., C or Java) 
and then translated into MEL. 

Smartcard.NET 

Smartcard.NET was developed to support the .NET 
framework on smart cards. In the spirit of the .NET phi¬ 
losophy, the intention is to give the developer the freedom 
to select the most appropriate language for development 
while allowing different language applications to interact 
via a common library. Thus, the .NET applications can be 
written in C#, VB.NET, J#, Jscript.NET, J#, etc. The vir¬ 
tual machine supports all the types except floating-point 
numbers, code checking, 64-bit integers and remoting 
(called “RPC” in .NET). The API includes all the types and 
all the methods required by the language to support .NET 
(including strings). It also manages the I/O, cryptography, 
synchronization between threads, etc. 

Multi-Application BasicCard 

BasicCard has existed since 1996, although it is only 
since April 2004 that ZeitControl proposed its first multi¬ 
application card: Multi-Application BasicCard ZC6.5. 
Applications for this smart card are written in ZeitCon¬ 
trol BASIC, which contains the majority of commands 
present in the traditional BASIC language, such as strings 
and the functions to handle them, arrays, data struc¬ 
tures defined by the user, etc. One of the differences with the 
other technologies is that BasicCard is the only one that 
has native support for floating-point numbers. It also pro¬ 
poses a file system similar to FAT and an API to manipu¬ 
late the file structure. 

Windows for Smart Cards 

Windows for Smart Cards (WfSC) was proposed by Mi¬ 
crosoft (Jurgensen and Guthery 2002) in 1998 and is no 
longer in use; it is included here for completeness. This 
operating system had a real FAT file system and rule-based 
access control list. The proposed API was a considerably 
reduced version of the Windows (Win32) API. These cards 
could be used in a file system mode, with access via the 
standard ISO/IEC 7816 protocol, or a multi-application 
mode where applications could be downloaded. Applica¬ 
tions could be developed in Visual Basic or Visual C+ + 
using Microsoft Visual Studio. 

Multi-Application Platform Attacks 

A common problem of all open multi-application smart 
cards is the potential to load a malicious application that 


would attack the security of the smart card. Such an ap¬ 
plication may attempt to: 

• Identify available services on-card by collecting infor¬ 
mation and then trying to deduce the possible behavior 
of an official application (i.e., an application installed 
by some trustworthy organization, e.g. such as a bank¬ 
ing application). 

• Directly attack the VM and the firewall that is used to 
partition the resources between each applet. 

The following sections describe how an attacker could 
attempt to attack a multi-application smart card. 

Identification of Services and Collection of 
Information 

The preliminary fundamental steps required to attack a 
card are the identification of the services that it offers and 
the collection of information regarding the OS and appli¬ 
cations that have already been loaded. There are several 
ways that this can be achieved. 

To identify the services offered by the card, any docu¬ 
mentation is the first place to search for information. If 
this is not accessible, an attacker can try to load an appli¬ 
cation on the card to test every service defined in the spec¬ 
ifications of the technologies supported by the card. For 
example, to identify the cryptographic services of a Java 
Card, an application can be loaded that uses Cipher, 
getlnstance method (if the smart card supports the 
garbage-collection mechanism, this method can be called 
directly from anywhere in the code, otherwise the call 
should be inserted in the constructor). The application can 
be installed on the card and then be used to test wheth¬ 
er the service is available with all the valid parameters, and 
then be removed to avoid any problem with an overflow in 
the heap due to multiple instances of the Cipher class. 

If the smart card supports special mechanisms, simi¬ 
lar to the GlobalPlatform management functions (e.g. 
the Get Status APDU command), the simplest way to 
collect information is to send the APDUs that reveal the 
required information. The attacker can also load an appli¬ 
cation on to a smart card to achieve this task. For example, 
to detect all the available applications on a Java Card and 
to determine whether they offer a service through the 
Shareable interface, all the possible parameters to the 
JCSystem.getAppletShareablelnterfaceObject 
method can be exhausted. This particular method may 
return false negative results because of access control 
rules defined by the targeted application that determine 
whether services can be shared. If it is successful, and 
the attacker obtains Shareable interfaces, an attempt 
to apply illegal reference casting methods can be made 
(Montgomery and Krishna 1999). 

Attacks against the VM and the Firewall 

There exist many attacks directed against the VM and the 
firewall used in smart cards, but these are not covered 
here for brevity. Some attacks against the firewall mecha¬ 
nism, such as application identifier impersonation and 
illegal reference casting that provides access to all the 
interface methods of a class, are described in Montgomery 
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and Krishna (1999) and are based on type confusion. 
Some examples of attacks on the VM are described in 
Witteman (2003), and some attacks that are derived from 
problems in the specifications are presented in Betarte 
et al. (2002). 

Mixed Hardware and Software Attacks 

To improve the efficiency of attacks on a smart card, it 
is possible to combine fault and software attacks. Using 
one of the fault-injection methods, it would be potentially 
possible to create faults in the software running on the 
smart card (e.g., to bypass verification, or bypass fire¬ 
wall checks). These modifications of the normal behavior 
could also be exploited by a loaded application to access 
unauthorized services or information. 

One problem of this type of attack is the precision 
required to induce a usable faults—i.e. finding the pre¬ 
cise point during a command at which a fault could have 
the desired effect. To help in determining where a fault 
should be injected, some physical characterization meth¬ 
ods can be attempted, as described in Chaumette and 
Sauveron (2005). 

An actual implementation of this type of attack is pre¬ 
sented in Govindavajhala and Appel (2003), where an at¬ 
tack is conducted against the VM of a PC using a lamp 
to induce faults by raising the temperature of the RAM 
being used to execute the applet. This does not apply to 
smart cards, as this attack requires a strict control of the 
addressing of subfunctions in RAM that are then accessed 
when a fault is induced in a function call. 

Multi-Application Security Mechanisms 

A verifier is often not included because of the limited 
processing power and memory available in smart cards. 
Consequently, it is often not advisable to run uncerti¬ 
fied applications that may be provided by someone who 
wishes to attack the assets of a platform or the applica¬ 
tions being run on that platform. 

Verifier and Firewall 

Several examples of on-card verifiers have published 
(Cohen 1997; Rose and Rose 1998; Leroy 2001; Barthe 
et al. 2002; Casset, Burdy and Requet 2002; Deville and 
Grimaud 2002; Leroy 2002), and they are starting to be 
included in Java Cards. Three of the solutions that have 
been proposed (the defensive VM, the verifier based on 
code transformation, and the stand-alone verifier) allow 
an application to be loaded without requiring it to be 
signed by a third party without jeopardizing the card 
security. This can permit anyone to freely load their own 
applications—i.e. anyone can still load a rogue applica¬ 
tion but it will eventually be rejected by the verifier or 
blocked by the defensive VM. The verifier based on code 
transformations (Leroy 2001, 2002) requires an off-card 
program to normalize the application, whereas the other 
two (i.e., the defensive VM [Cohen 1997] and the stand¬ 
alone verifier [Deville and Grimaud 2002] is stand-alone. 
The two approaches are equivalent (Barthe et al. 2002), 
but the defensive VM dynamically checks each executed 
bytecode, whereas the stand-alone verifier statically checks 


the application once when the application is loaded, and 
it is associated with a VM that does not check the byte¬ 
code at execution time. 

To enforce the security of multi-application smart 
cards, some other mechanisms have been added—e.g. 
the Java Card firewall. This firewall guarantees that each 
application loaded on to a Java Card is associated with 
a unique execution context, so that another application 
cannot access the objects created in this context. Excep¬ 
tions can be created if explicitly stated in the application. 
This mechanism is orthogonal to the classical Java access 
rules. 

Nevertheless, even though it is possible to have a real 
open multi-application smart card, issuers prefer to con¬ 
tinue to support standards, such as GlobalPlatform (Glo- 
balPlatform 2006), that enable applications to be securely 
managed on a smart card (as a set of cryptographic keys 
are required to authenticate a user before an application 
can be installed). This is likely to continue until the multi¬ 
application technologies are proven to be completely se¬ 
cure by formal methods. An example of this approach is 
the InspireD European project (InspireD 2006), which 
proposes modeling and verification tools that allow ap¬ 
plication developers to specify and to verify customizable 
security policies. 

In the past, the FIPR (Foundation for Information 
Policy Research) thought that the multi-application cards 
were a bad idea, except in limited applications such as 
GSM SIM cards (Foundation for Information Policy Re¬ 
search 1999). Nevertheless, these cards are now a reality, 
even if they are currently available only as closed cards 
because of the constraints of GlobalPlatform. These open 
multi-application smart cards are not yet available on the 
market, but they are probably the future of smart cards 
because of the considerable amount of effort that is going 
into making them secure. 


GlobalPlatform 

International Visa initially developed the specifications 
of this standard within the Open Platform initiative, be¬ 
fore being transferred to the GlobalPlatform consortium, 
where it is also supported by members of the banking and 
communications industries. The goal of the GlobalPlat¬ 
form specifications is to bring a standard that, hitherto, 
was not present in the smart card arena: a specification 
to manage cards without any dependencies on hardware, 
manufacturers or applications. The actual GlobalPlat¬ 
form specifications are related to the smart cards, the 
smart card terminals, and the global management of sys¬ 
tems using smart cards. Only the on-card embedded Glo¬ 
balPlatform architecture is presented in this chapter. 

The GlobalPlatform card architecture is composed of a 
number of components that ensure hardware and vendor- 
neutral interfaces to applications and off-card man¬ 
agement systems. GlobalPlatform does not mandate a 
specific run-time environment (RTE) technology and can 
be implemented on any multi-application technology. 
A user needs to conduct a mutual authentication with a 
smart card before applications can be loaded, so applica¬ 
tions can be added only with the correct cryptographic 
keys for a given smart card. 
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Figure 9: The GlobalPlatform (GP) card architecture 


Figure 9 shows the components in an example card con¬ 
figuration, which includes one or more applications from 
the card issuer; one or more applications from one of the 
business partners of the card issuer (referred to as “appli¬ 
cation providers”), and one or more applications provid¬ 
ing global services (e.g., cardholder verification method 
services) to other applications. The card manager (a 
generic term for the card management entities of a Glo¬ 
balPlatform card) acts as the central administrator for a 
GlobalPlatform card. 

Security domains are important to the security of Glo¬ 
balPlatform, as security management applications are 
used that ensure complete separation of cryptographic 
keys between the card issuer and other security domains 
(generally owned by application providers). Security do¬ 
mains support security services such as key handling, 
encryption, decryption, digital-signature generation, and 
verification for their providers’ (card issuer or application 
provider) applications. Each security domain is established 
on behalf of a card issuer or an application provider when 
these off-card entities require the use of keys that are 
completely isolated from each other. The applications in¬ 
teract with their related security domain via the Global¬ 
Platform API, which provides the aforementioned services 
(e.g., cardholder verification, personalization, or security 
services). GlobalPlatform cards may contain one or more 
trusted frameworks, which provide interapplication com¬ 
munication services between applications depending on 
the multi-application technology that the RTE imple¬ 
ments (e.g., Sharing Interface Object of the Java Card 
technology). 

APPLICATION SECURITY 

The most common applications for smart cards are in 
the banking and telecommunications industries, where 


smart cards play an important role because of their secu¬ 
rity functionality, combined with tamper resistance. The 
following sections give details of Third Generation (3G) 
and EMV (Europay, Mastercard, Visa) standards for use 
in mobile networks and the role that is played by smart 
cards in these systems. In the case of 3G, a brief history 
of how the security of mobile telecommunications has 
evolved is also given. 


Third-Generation Network Security 

The requirement for an application security solution 
for 3G solutions suggests that the second- and first- 
generation solutions were not entirely satisfactory. This is 
not meant as a criticism of the legacy systems, as security 
solutions were implemented based on the needs and per¬ 
ceived threats at the time. If the old analog TACS (total ac¬ 
cess communication system) can be taken as an example 
of a first-generation system, then its goal was to ensure 
that only people with a valid account could make calls 
and when they did they would pay for them. The fact that 
TACS offered mobile communication was regarded as a 
wonder of radio engineering, and security was never the 
highest-priority topic. The outcome was that there was no 
encryption of call transmissions, and the caller’s ID was 
simply their telephone number, which was also transmit¬ 
ted in clear. Confidentiality was therefore non-existent, 
and this led to some eavesdropping problems. However, 
there was at least an authentication method based on a 
serial number stored in the phone. An obvious problem 
was that the caller's ID was transmitted by phone and so 
could not be regarded as a secret. The only defense was 
that a mobile phone’s serial number should only have been 
reprogrammed by authorized parties—but of course his¬ 
tory has shown that this was not the case. The resulting 
escalation of phone cloning threatened to undermine mo¬ 
bile communication, and in a painful and practical way, 
taught the industry the importance of tamper-resistant 
security and confidentiality. 

These lessons drove the European Technical Stand¬ 
ards Institute (ETSI) to develop an enhanced solution 
for the new digital GSM system (referred to as second- 
generation [2G]), based on a tamper-resistant subscriber 
identity module (SIM) in the form of a smart card. The 
new protocols, underpinned by the SIM, supported con¬ 
fidentiality by using radio transmission encryption and 
temporary identities. Authentication was safeguarded by 
storing both a secret key (Ki) and an associated algorithm 
securely within a tamper-resistant SIM. The GSM solu¬ 
tion has been very successful and has demonstrated the 
usefulness of tamper-resistant security modules; however, 
there are still some weaknesses. The priority with the 2G 
system was for users to reliably prove they had a valid 
account/SIM, so there was little consideration for the net¬ 
work to prove its authenticity to users. This led to the 
possibility of false-base-station or man-in-the-middle at¬ 
tacks that could also be used to turn off confidentiality 
measures. More widely known were attacks on the origi¬ 
nal authentication algorithm given as an example authen¬ 
tication algorithm called COMP128-1. It was a common 
misconception that COMP128-1 was “the” 2G authenti¬ 
cation algorithm, as operators were free to develop and 
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use their own designs. While the more technically compe¬ 
tent operators took this precaution, others opted for the 
example algorithm suggested by the GSM Association— 
i.e. COMP128-1. The algorithm was vulnerable to attack, 
and too much reliance was placed on keeping it secret. 
The outcome was that the design was leaked, vulner¬ 
abilities were discovered, and it became possible to clone 
some cards. This was exacerbated by the gradual emer¬ 
gence of low-cost but sophisticated side-channel attacks. 
The main lessons learned from the 2G-application expe¬ 
rience were that mutual authentication was needed, that 
algorithms should be robust even when exposed to public 
scrutiny, and that sophisticated attacks on tamper-resist¬ 
ant modules were practical and must be countered. A final 
but no less important lesson was that if there is a disaster 
scenario when things go badly wrong, it is very useful to 
have a back up authentication algorithm or mode plus 
the administrative means to select it. 

At the end of 1998 several working groups were 
launched to specify the security of the 3G system. The 
aim was to provide a replacement for the 2G GSM net¬ 
work protocols. Most documents issued by these work¬ 
groups are available online at the 3GPP Web site (3GPP 
2004) demonstrating a commitment to openness rather 
than reliance on secrecy of specifications. 

In a 3G network, mutual authentication is performed 
(i.e., both user and network have to authenticate to each 
other). This is the most sensitive operation in a 3G net¬ 
work, as it identifies the client for billing purposes. To ini¬ 
tiate an authentication handshake, a challenge is sent by 
the network (the operator) to the USIM (the smart card 
supporting the 3G standards, equivalent to the SIM used 
in GSM) via the phone, which is considered untrusted. 
The challenge consists of a random 128-bit random 
number (RAND) and an authentication token (AUTN). 
Figure 10 presents an overview of the handshake proto¬ 
col. The USIM will take the values supplied by the net¬ 
work and calculate a response (RES) and some session 
keys for ciphering and integrity (CK and IK, respectively) 
that are passed back to the mobile equipment (ME) and 


the network. These values depend on a 128-bit key that is 
stored in the USIM and is known by the network. The re¬ 
sponse will also state whether the USIM was prepared to 
authenticate the network based on credentials supplied 
in the AUTN value, and assuming that this is the case, the 
network will then go on to check that the value for RES is 
the correct for the USIM in question. 

The calculation of the RES value is done using an al¬ 
gorithm based on the AES (FIPS-197) called Milenage, 
although operators are free to replace this with a pro¬ 
prietary algorithm. The specification for this algorithm 
is also available on the 3GPP Web site, and the ETSI 
Security Algorithms Group of Experts (SAGE) group 
has made a “C” code version available. This represents 
a complete change in philosophy when compared to the 
2G algorithms, which are still kept secret. The reason 
behind this is that the problems caused by COMP128-1 
have left many network operators wary of trusting pro¬ 
prietary algorithms. However, each operator can custom¬ 
ize Milenage (in a manner defined in the 3GPP technical 
report on the algorithm) so that a different version of the 
algorithm can be derived. This customization ultimately 
relies on global secrets, but only account-specific versions 
are stored within individual USIMs, and the operator can 
vary the customization across batches of cards. 

Figure 11 shows the structure of the AUTN value sent 
by the network that contains the sequence number (SQN) 
(that may optionally be XOR (exclusive OR) -enciphered 
with the anonymity key [AK]), the 2-byte authentication 
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Figure 11: The authentication data sent to the USIM by the 
network 
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management field (AMF), and the 8-byte message authen¬ 
tication code (MAC) field. These data are used by the USIM 
to authenticate the network as presented in Figure 11. 

The AMF field is often overlooked, as it is not core 
to the description of the main 3G authentication process; 
however, it is important because it provides the means 
to control authentication. How it is used is not fully stand¬ 
ardized, but a network operator could use it to select a 
backup algorithm or perhaps make changes to sequence- 
number generation. The MAC value is critical because it 
used by the USIM to verify the authenticity and the in¬ 
tegrity of the network supplying the authentication chal¬ 
lenge. The algorithm for generating this depends on the 
values of RAND, SQN, AMF, and the secret key held in 
both the USIM and the network authentication center. 
This makes it difficult to trick the card into thinking 
that it is communicating with a valid network, unless 
the secret key is known. The SQN value is a sequence 
number that prevents message sequences being replayed, 
as the card will return an error unless a new SQN value is 
presented, and that varies according to parameters deter¬ 
mined by the network operator. 

The SQN generator scheme is not fixed, and it is pos¬ 
sible to have time-based and non-time-based methods, 
providing that both the network and USIM know which 
method is in use. The security benefit of using sequence 
numbers is well established; however, there are some 
management issues to deal with, particularly the case of 
lost synchronization between a network and a USIM. 
When challenged with an invalid SQN the USIM will re¬ 
spond with the AUTS field, which is basically the USIM 
suggested SQN plus a MAC to confirm the information 
is sourced by the USIM. When only one network entity is 
involved, a basic sequence number and resynchroniza¬ 
tion mechanism is quite adequate. However, 3G systems 
are a little more complex, the network may generate small 
batches of authentication challenges/vectors for distri¬ 
bution to regional subsystems. Within a region a USIM 
might simply check for an incrementing SQN, if there is 
a change of region, an older, yet valid, challenge may be 
presented and rejected because of the SQN. To overcome 
this, the 3G specifications define the use of an array of 
sequence number checkers that are indexed by the least 
significant bits (typically 5) of the SQN field. 

After an authentication algorithm has taken place, 
session keys (CK and IK) are used to provide confidenti¬ 
ality and integrity using an algorithm based on Kasumi 
(available in the 3GPP specifications). This algorithm is 
implemented in the mobile device, primarily for perform¬ 
ance reasons. Although the mobile device is not regarded 
as a trusted device, the exposed session keys only have 
short-term significance, as they are regularly refreshed 
by the network using the USIM-based tamper-resistant 
algorithms and secret keys. 

Because of the critical importance of the long-term 
secret key held in the USIM, the 3G standards also spec¬ 
ify that the smart card implementations of the Milenage 
algorithm must be resistant to side-channel analysis such 
as SPA or DPA. The underlying fear is that because side- 
channel attacks are low cost, they must not under any 
circumstances permit an attacker to clone client cards 
and then use or sell them. 


The 3G security application is interesting because of its 
sophistication and also because just about every feature 
is justified by the lessons learned from previous genera¬ 
tions. The USIM (smart card) is at the core because of its 
proven tamper-resistant storage and processing capabili¬ 
ties when compared with mobile devices. The resulting 
solution is a sophisticated example of a symmetric secu¬ 
rity application, with mutual authentication, confidenti¬ 
ality, and integrity protection. It combines the openness 
of good algorithm design with the customization and 
management functions needed by network operators. 

The smart cards also provide a mechanism of person¬ 
alizing mobile devices that is totally under the control of 
the network operator. This means that subscribers can be 
provided with mobile devices made in the same factory 
but that are made individual by smart cards owned and 
managed by the operator. USIM cards could in fact be 
used directly or as a model for nonmobile network ap¬ 
plications, as they provide proven methods for mutual 
authentication, personalization, and the distribution of 
session keys. 

Europay, Mastercard, Visa (EMV) 

The requirement for additional security, in the banking 
card industry, was realized in the mid-1990s when the 
three major financial institutions (Europay, Mastercard 
and Visa—hence the choice of the abbreviation EMV) 
decided to work together to capitalize on the underlying 
tamper-resistance benefits of smart card technology. The 
requirement for credit cad fraud reduction was further 
enhanced in July 1996 with the release of a set of specifi¬ 
cations, referred to as EMV 96 (EMV 1996). These stand¬ 
ards cover a broad range of card characteristics (e.g., 
physical characteristics of the card, electrical signals to 
and from the card, etc.) along with the overall behavior of 
the credit and debit card resident applications. One of the 
goals of EMV was to further enhance the already existing 
credit/debit card architectures with the added functional¬ 
ity of additional on-card memory, processing power, and 
therefore, better risk management through online/offline 
authentication and authorization. In particular, the fol¬ 
lowing processes are specified within the EMV standard: 

• Offline PIN management 

• Terminal/card risk management 

• Online processing 

• Card data authentication 

Offline PIN management implies that, since the card of¬ 
fers tamper resistance, the PIN number can be verified 
by the underlying smart card microprocessor prior to 
a transaction being authorized. Terminal and card risk 
management processes ensure that both entities are pro¬ 
vided with the necessary functionality that will enable it 
to decide when a transaction (e.g., high-value transac¬ 
tions or certain types of transactions) would go online 
for extra reassurance. For example, a card may decide to 
go online or even reject a transaction, always in line with 
the issuer’s risk management policies. This will not only 
reduce communication costs for low value, and perhaps 
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"less risky," transactions but at the same time offer the 
necessary reassurance. 

Online processing is often described as the equivalent 
of the processing of magnetic stripe card transactions. 
The main difference is that the terminal can request 
from the smart card an application cryptogram (AC), 
which can be forwarded to the issuer in an authorization 
request message in order to further enhance the transac¬ 
tion authorization process. 

With card data authentication the terminal verifies the 
authenticity of certain card resident data. The wo main 
processes described in the standard are tatic data authen¬ 
tication (SDA) and dynamic data authentication (DDA). 

The main aim of SDA is for the card to prove to the 
terminal that certain card resident data, and therefore 
the actual card, has not been changed. The whole process 
is fundamentally based on the existence of a certification 
authority (often run by the actual financial scheme—e.g. 
Visa, Mastercard, etc.). This entity maintains a highly 
secure cryptographic facility that is responsible for sign¬ 
ing, with the scheme’s private key, the issuer’s public 
key. The corresponding scheme’s public key is placed 
in every card terminal conforming to the specifications. 
Subsequently, the issuer signs the aforementioned card 
resident data using the corresponding private key and 


places this signature in the card during personalization. 
Subsequently, the scheme’s public key is used during 
verification to verify the issuer’s public key and to verify 
the card resident data. If the process is completed with 
no problems, the terminal obtains the necessary reassur¬ 
ance that the card data are genuine and have not been 
modified during the card’s lifetime. The actual process is 
described in Figure 12. 

The DDA process is summarized in Figure 13. An EMV 
card capable of DDA also offers the aforementioned SDA 
process. The former is achieved using a unique private 
key that can be validated through a chain of certificates. 
More specifically, the terminal can receive a copy of the 
scheme's (i.e., fulfilled by the role of the certification au¬ 
thority) public key, which is used in verify the issuer pub¬ 
lic key (contained within the issuer public key certificate). 
During the next step the terminal verifies the card’s public 
key by using the issuer public key (which is verified in 
the above step). The card’s public key is used in order to 
subsequently verify a challenge. During this process the 
terminal can challenge the card with some data and re¬ 
quest a signature as a response. By using the above proc¬ 
ess the terminal will be in a position to verify the actual 
signature through the verification of the aforementioned 
certificate chain. 
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It appears that the major financial institutions are fully 
committed to the EMV standards, and they provide fi¬ 
nancial, operational, and planning assistance to their 
member banks in order to migrate from magnetic-stripe 
card technology into chip card technology. The EMV 
standards indicate examples of cryptographic algorithms, 
cryptographic key lengths, and crypto periods, but the de¬ 
tails of the exact key-management processes are left en¬ 
tirely to the actual scheme operators. As a result, all major 
financial institutions provide their bank members with 
the necessary guidelines. However, the migration from 
a magnetic stripe card base to chip card technology is not 
a trivial step, and it requires thorough planning and imple¬ 
mentation. It is often the case that member banks do not 
posses the right skills and expertise to successfully quantify 
the potential benefits from such a migration. However, the 
smart card industry is also offering assistance to banks 
seeking to migrate. As a result, a large number of banks 
have gradually changed their credit cards to chip card 
technology. It remains to be seen whether the fraud levels 
have dropped to a level that will justify the investment. 

CONCLUSION 

An overview of the different protocols that exist for 
smart cards has been presented. There are also devices 
that function as secure tokens that have a USB interface. 
These devices are often used to provide copy protection 
for software, whereby, the software will not run without 
the device being present. These devices have not been cov¬ 
ered in detail, as the implementations are proprietary and 
the USB protocol is beyond the scope of this chapter. 

Some chip manufacturers also propose smart cards 
with a USB interface that will allow for a larger bandwidth 
between a smart card and reader (STmicroelectronics 
2002). These chips include a USB interface conform¬ 
ing to USB 1.1, which has taken the form of two extra 
contacts on the smart cards micromodule that handle 
the USB communication. The specification of an exam¬ 
ple smart card chip can be found at STmicroelectronics 
(2006) based on ST Microelectronics ST 19 chip family. 
This capability would allow smart cards to be more ver¬ 
satile because of the increased bandwidth offered by the 
USB protocol. However, industry has found these cards 
inadequate to increase the bandwidth between a smart 
card and reader because of the complexity of the host 
interface (Praca and Barral 2001), although advances in 
technology may have rendered this view invalid. 

A more recent initiative is the Secure MultiMediaC- 
ards (Secure-MMC) (Giesecke and Devrient 2005) that 
aims to blend smart card technology with MultiMedi- 
aCards (MultiMediaCard Association 2006). These chips 
aim to provide secure storage in devices, such as mobile 
phones, principally for digital rights management. The 
MMC standard allows for a bandwidth of up to 416 Mbps, 
depending on the clock frequency and the size of the bus 
used. It is assumed that a Secure-MMC will be able to 
decipher several megabytes per second on-the-fly (Praca 
2005). It will also be able to store large amounts of con¬ 
tent in a secure manner and provide the same protection 
that is currently seen in smart cards. The Secure-MMC is 
a relatively new technology, so no specifications are cur¬ 
rently available. 


Two of the most common uses for smart cards using 
the standards banking and telecommunications have 
been described, where the smart card acts as a secure to¬ 
ken. Another common use of smart card technology is in 
transport services (Oyster 2006; Octopus 2006), although 
the implementation on a smart card is simpler than the 
examples presented above. 

GLOSSARY 

APDU : Application protocol data unit. A command in the 
T=0 or T= 1 protocol that con consist of 1 or 2 TPDUs. 
API: Applications programming interface. A set of pre¬ 
written, and often standardized, functions that can be 
used by developers. 

EEPROM: Electrically erasable and programmable 
memory, used in smart cards to store data special to 
a particular smart card. This process is referred to as 
“personalization.” 

ETU: Elementary time unit. The number of clock cycles 
required tosend 1 bit of information in the T=0 or T=1 
protocol. 

FAT: File allocation table. A commonly supported file sys¬ 
tem for computers developed by Microsoft for MS-DOS. 
GSM: Global system for mobile communications. The 
most popular standard for mobile phones. 

Hamming Weight: The number of bits set to 1 in a 
given bit string. 

ICC: Integrated circuit card. A smart card. 

IFD: Interface device. A smart card reader. 

I/O: Input/output. Generally used to refer to the contact 
or pin used to pass information to or from a chip. 
Micromodule: Term used to describe the chip used in 
a smart card when it has been attached to the metal 
plates that provide the contacts for communication 
and power supply. 

PIN: Personal identification number. A four-digit number 
commonly used in smart cards to authenticate a user. 
RAM: Random access memory. A fast access memory 
used in computers and smart cards alike to store vari¬ 
ables and aid in calculation; it only holds its value 
while receiving power. 

RFID: Radio frequency identification. A method of au¬ 
tomatically identifying items by attaching a small tag 
or transponder that can communicate this identity us¬ 
ing a contactless protocol. 

RMI: Remote method invocation. A mechanism for 
invoking instance methods on objects located on re¬ 
mote virtual machines (i.e., a virtual machine other 
than that of the invoker). 

RPC: Remote procedure call. Allows an application 
running on one platform to cause code to be executed 
on another platform. 

RTE: Run-time environment. The implementation of a 
virtual machine that allows programs written for that 
virtual machine to run on a given platform. 

S-Box: Used to refer to a substitution table in a cryp¬ 
tographic algorithm; these are a common feature of 
block ciphers. 

TACS: Total access communication system. An early 
standard for mobile telecommunication. 

TPDU: Transport protocol data unit. The basic com¬ 
mand unit in the T = 0 or T = 1 protocol. 
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INTRODUCTION 

The need for fault tolerance is becoming more evident as 
the complexity of digital systems continues to grow, with 
more and more transistors integrated on a single chip. 
With this development, the probability that some failure 
will occur is rising. It is hard to guarantee that the system 
is fault-free after production and testing, and that such 
faults will not occur later. Availability is also becoming pro¬ 
gressively more important, as businesses continue to in¬ 
crease their reliance on information technology. Building 
fault-tolerant computer systems is now of paramount 
importance in many modern applications. In order for 
computers to reach a stage of acceptable dependability in 
the performance of modern applications, they must dem¬ 
onstrate the ability to produce correct results or actions in 
the presence of faults or other anomalous or unexpected 
conditions. Such fault-tolerant systems were first devel¬ 
oped for robotics, process control, aerospace, and other 
mission-critical applications, for which the consequences 
of device failure could be catastrophic. Today, computers 
are playing a bigger role in everyday life and have left the 
clean environment of computer rooms for industrial and 
normal environments. They have to function normally 
even under many different environmental factors, such 
as temperature, humidity, electromagnetic interference, 
power supply, etc. Therefore, these systems have to be more 
robust and at the same time tolerate inadvertent user 
abuse. This coupled with the increasing complexity of 
modern computer-automated services demonstrates the 
need for ultra-reliable, highlyavailable, fault-tolerant hard¬ 
ware and software. As hardware costs continue to decline 
and labor costs continue to escalate, the user cannot af¬ 
ford to have frequent service calls. To build fault-tolerant 
systems that can cope with the constant changes in envi¬ 
ronment and user requirements, it is essential to provide 
tools and techniques that enable developers to separate 
the concerns of fault-tolerant computing policies and 
mechanisms in applications. 

FAULT-TOLERANCE TERMINOLOGIES 

A computer system is generally constructed from a col¬ 
lection of software and hardware components, some of 
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which may fail from time to time. A fault is simply any 
physical defect, imperfection, or flaw that occurs in hard¬ 
ware or software. The fault is a source that has the poten¬ 
tial to generate errors. A fault may be dormant or active; 
a fault is active when it produces an error. An error is the 
manifestation of a fault within a program, a data struc¬ 
ture, a component, or a system. The error is part of the sys¬ 
tem state that is liable to lead to a failure. A failure occurs 
when the delivered services deviates from the specifica¬ 
tion. Failures are caused by errors. These concepts are 
very well defined in Nelson (1990) and Rennels (1984). 
Faults, errors, and failures can be further classified as 
permanent (continuous, stable, or simply an irreversible 
physical change), intermittent (occasionally present be¬ 
cause of unstable hardware or varying hardware or soft¬ 
ware state, such as a function of load or activity), and 
transient (resulting from temporary environmental condi¬ 
tions). A fault/error latency is the length of time between 
the occurrence of a fault/error and the appearance of an 
error/failure due to that fault/failure. Failures can be of 
different types: crash failure (in which the system simply 
halts, but was working correctly until that time), omission 
failure (in which the system fails to respond to a request), 
timing failure (in which the response lies outside an ac¬ 
ceptable time interval), response failure (in which the re¬ 
sponse is simply incorrect), or Byzantine failure (in which 
arbitrary responses are produced at arbitrary times). 

Fault tolerance is the attribute that enables a system to 
achieve fault-tolerant operation. It is the ability of a system 
to continue correct performance of its tasks and respond 
gracefully to an unexpected hardware or software failure. 
Afault-tolerant system is one that can continue to perform 
its specified tasks in the presence of hardware failures and 
software errors. The key to fault tolerance is redundancy. 
Redundancy is simply the addition of information, re¬ 
sources, or time beyond that needed for normal operation 
of the system. Many fault-tolerant computer systems mir¬ 
ror all operations; that is, every operation is performed 
on two or more duplicate systems, so if one fails the other 
can take over. Fault-tolerant computing describes the proc¬ 
ess of performing calculations, such as those performed 
by a computer, in a fault-tolerant manner. 

Dependability of a system is defined as the quality of serv¬ 
ice provided by the system (Laprie 1985). This definition 
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of dependability encompasses measures such as reliabil¬ 
ity and availability as distinct facets of a system specifica¬ 
tion. The reliability R(t) of a component or a system is the 
probability that the component or the system will be op¬ 
erating correctly without failure in the interval from time 
0 to f; that is, R(t) = PIT > t), t > 0. The component or sys¬ 
tem unreliability Q(t) is then 1 — Rft) = P(T < /). If the 
time to failure random variable T has the density func¬ 
tional), we can then compute the reliability R(t) from the 
failure density functional) as follows: 

R(t) = f f(x)dx 

t 


An important measure often used in maintenance studies 
is the mean time to repair (MTTR), or the mean downtime. 
MTTR is the expected value of the repair time, specified 
in terms of repair rate |x, which is the average number 
of repairs per unit time; that is, MTTR = 1/p. Another 
important measure in a repairable system is the mean 
time between failures (MTBF), which takes into account 
both MTTR and MTTF and can be computed as follows: 
MTBF = MTTR + MTTF. The maintainability Mft ) can 
be defined as the probability that the failed system can be 
restored to operation within time t. In terms of the repair 
rate, Mft) = 1 — e - ' 1 '. 

For a system with no possibility of repair, A(f) = Rft). 
But, for a system with the possibility of repair: 


The availability, A(f), of a system is defined as the proba¬ 
bility that the system is available at time t. Different from 
the reliability that focuses on a period when the system is 
free of failures, the availability is concerned with a point 
in time at which the system does not stay at the failed 
state. It can be viewed as the percentage of time the sys¬ 
tem is available to perform its expected task. A system 
can have low reliability but have high availability. 

The failure rate function z(t), or hazard function, 
specifies the rate of the system aging. The aging process 
of electronic components typically follows the so-called 
bathtub curve (burn-in phase, useful life, and burn-out 
phase) as shown in Figure 1. There is a period when the 
failure rate is approximately constant—what is consid¬ 
ered to be the useful life of the component. Intuitively, the 
failure rate is the expected number of failures of a type of 
device or system per a given time period. 

If f(t) follows an exponential distribution with parame¬ 
ter A, then the failure rate function is constant (i.e., z(t ) = A), 
which corresponds to the useful life of the component. 
Here, the parameter A is considered to be the failure rate. 
The reliability in this case is known to be an exponential 
function of A and is given by R{t) = e~ u . An important rela¬ 
tionship relating z(t), fft) and R(t) is that z(t) = f(t)/R{t). 

Usually, we are interested in the expected time to next 
failure, termed “mean time to failure.” The mean time to 
failure {MTTF) is defined as the expected value of the life¬ 
time before a failure occurs. The MTTF can be computed 
from the reliability function as follows: 


MTTF — J R(t)dt 
0 



Aft) = —- ^_ e -(A+^)f 
A + jji A + fji 


In fact, we are mainly concerned with systems running 
for a long time. Aft) has a simple steady-state or asymp¬ 
totic expression. The steady-state or asymptotic availabil¬ 
ity A ss is, therefore, given by 


A = limA(f) = ——— 
SS A + fJL 


MTTF 

MTTF + MTTR 


Coverage is defined as the ability of a system to perform 
fault detection, fault location, fault recovery, and fault 
containment. Coverage has two meanings: qualitative and 
quantitative. Quantitative coverage is concerned with how 
successful the recovery is from the specific type of failure, 
whereas qualitative coverage specifies the type of errors 
against which a particular scheme is meant. 

Fault avoidance, fault masking, and fault tolerance are 
three main design philosophies to combat faults. Fault 
avoidance deals with ways to prevent, by construction, 
fault occurrence. It includes design reviews, component 
screening, testing, and quality-control methods. 

Fault masking deals with ways to prevent faults from 
introducing errors. Triple modular redundancy (TMR) or 
majority voting and error correction in memory are some 
well-known fault masking techniques. Fault tolerance deals 
with ways to provide service complying with the speci¬ 
fication in the presence of faults. It is achieved through 
redundancy in hardware, software, information, and/or 
computations. Fault detection, fault location, fault con¬ 
tainment, fault recovery, and reconfiguration are typical 
methods. Fault detection is the process of recognizing that 
a fault has occurred. Fault location is the process of deter¬ 
mining the location of the fault. Fault containment is the 
process of preventing the fault from propagating through¬ 
out the system. Fault recovery is the process of regaining 
operational status after the fault has occurred. Reconfigu¬ 
ration deals with eliminating a faulty unit from the sys¬ 
tem and restoring the system to some operational state. 

MODELING FAULT-TOLERANT SYSTEMS 

The modeling of fault-tolerant systems is primarily con¬ 
cerned with predicting system reliability and availability. 
A reliability model represents a clear picture of functional 
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interdependencies, providing a means to trade off design 
alternatives and to identify areas for design improvement. 
System designers evaluate alternative architectures for 
their applications in terms of cost, performance, reliability, 
availability, or combinations of all of these. Reliability 
models can be used to help set and interpret system re¬ 
liability requirements, predict the reliability of different 
system configurations, identify reliability bottlenecks 
(weak points) early in the product life cycle, and deter¬ 
mine cost-effective sparing and maintenance strategies. 
Most reliability-modeling techniques are based on reli¬ 
ability block diagrams based on a combinatorial method, 
Markov chains, fault trees, etc. Detailed discussion on 
these models can be found in Shooman (2002) and 
Siewiorek and Swartz (1998). In this section, we will sim¬ 
ply review the two most popular methods: combinatorial 
and the Markov approach. 

Combinatorial Approach 

Combinatorial models use probabilistic techniques to 
enumerate the different ways in which a system can re¬ 
main operational. The reliability of a system is generally 
derived in terms of the reliability of the individual com¬ 
ponents of the system and the way the components are 
interconnected. Series and parallel systems are the two 
most commonly used models. 

Series System 

In a series system, each component of the system is 
required to operate correctly for the system to operate cor¬ 
rectly. The reliability of the series system can be calcu¬ 
lated as the probability that none of the components will 
fail. Another way to look at this is that the reliability of 
the series system is the probability that all of the elements 
are working properly. Consider the series system consist¬ 
ing of N components as shown in Figure 2. 

Suppose that each component i satisfies the exponen¬ 
tial failure law with failure rate A i( such that the reliability 
of each component is R t {t) = e“V. The reliability R s (t) of a 
series system is then 

N 

N E ty 

R(t) = R^O-R^t) ... R N (t ) = nW = e '~' 

i—i 

Note that the failure rate of a series system can be cal¬ 
culated by adding the failure rates of all the components 
that make up the series system. 

Parallel System 

In a parallel system, on the other hand, only one of sev¬ 
eral components must be operational for the system to be 
operational. Figure 3 shows the block diagram of a paral¬ 
lel system consisting of N components. 



Figure 3: A parallel system 


It is easier to compute the reliability of a parallel sys¬ 
tem by computing its unreliability first. The unreliability 
Q P (t) of a parallel system is the probability that all com¬ 
ponents will fail. In other words, Q P (t) = Qi(t). Q 2 (t)... 
Q N (t). The unreliability Q,(t) of the component i is simply 
1 - Rfy). Thus, the reliability R P (t) of a parallel system 
can be shown to be 

R P (t) = 1 - Q P (t ) = 1 - f[Q, it) = l - fl(i - Rf(t)) 

t=i £=i 

It should be noted that the equations for the parallel sys¬ 
tem assume that the failures of the individual elements 
that make up the parallel system are independent. 

The generalization of a parallel system is the M-of- 
N system, in which there are N identical modules out 
of which M modules are required to work correctly for 
the system to be operational. The reliability of the M-of-N 
system is given by 

N-M 

R^M N = E(^) R P r(o[i-Rjt)) 

i =0 

A good example of the M-ot-N system is the TMR system, 
which, in particular, is a 2-of-3 system with reliability 
RrMR^t ) = 3 R„,(t) 2R m (t )\ 

Combinatorial models are simple and can be used as 
long as the system block diagrams are in series or paral¬ 
lel form, for which we already have the reliability expres¬ 
sion. Computer systems, in general, are very complex. We 
rarely come across systems whose components are either 
in series or in parallel; rather they come in a combination 
of both (series-parallel or non-series-parallel), in which 
case the system block diagram needs to be broken down 
into smaller series and/or parallel systems before combi¬ 
natorial models can be applied. Combinatorial models 
are not suitable for modeling repair but it is possible to 
incorporate coverage. To see how coverage can be incor¬ 
porated, consider a simple parallel system with two iden¬ 
tical units U i and U 2 as shown in Figure 4. The secondary 
unit U 2 is switched on in the event of the failure of the 
primary U,, if the system is able to detect the fault in U 



Figure 2: A series system 
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Figure 4: A simple parallel system (standby sparing) 


Assuming that C) is the fault coverage of U x , the reliabil¬ 
ity of this parallel system is given by R P (t) = Ri(t) + C i 
(1 - Ri(t))R 2 (t), where R,(t) is the reliability of unit U,. 
Notice that in case of perfect coverage (C { = 1), we have 
Rp(t) = R,(t) + (1 - R i (t))R 2 (t) = 1 - (1 - R,(tmi ~ 
R 2 (t)), which is the expression for a perfect parallel system. 
If C| = 0, R P (t) reduces to the reliability of a single unit 
(i.e., a simplex system). 

Markov Approach 

Markov modeling provides a systematic means of inves¬ 
tigating system reliability for large and complex systems. 
One of the most significant advantages of the Markov 
models is that they allow us to model repair and coverage 
easily. Two main concepts of the Markov model are states 
and state transitions. The state describes the system at 
any given time with respect to component failures and the 
behavior of the system’s redundancy-management strat¬ 
egy. Transitions govern the changes in state that occur in 
a system. Transitions from one state to another occur at 
given transition rates, which reflect component failure 
and repair rates. In this model, we calculate the probabil¬ 
ity of the system being in various states as a function of 
time. These state probabilities are then used to compute 
performance measures such as reliability and availability. 
For reliability modeling, we can use a first-order Markov 
model in which the present state depends only on the pre¬ 
vious state and the state transition probability. Markov 
models can be of two types: discrete time and continuous 
time. 

A set of differential equations define what is called a 
“continuous-time Markov model” (which is commonly 
used). This model can be solved to find the state probabili¬ 
ties. One of the most significant advantages of the Markov 
models is that they allow us to model repair and cover¬ 
age easily. A major disadvantage is that the state space 
can grow exponentially with the number of components. 
We, therefore, need to find ways (such as grouping states, 
making assumptions, and/or simplifications) to render 
this problem tractable in many situations. 


To illustrate the use of continuous-time Markov model, 
consider a simple redundant system with two identical 
components with failure rate A and repair rate |l. The sys¬ 
tem is in operational state when both the components are 
operational, in half-operational state if one of the compo¬ 
nents has failed, and in failed state if both components 
have failed. Let P 0 , Ph, and P F denote the state probabili¬ 
ties; that is, the probability of the system is in operational 
state, half-operational state, and failed state, respectively. 
The state diagram for the Markov model is shown in 
Figure 5, assuming that we have perfect coverage and a 
single repair person. 

The set of simultaneous differential equations (also 
called Chapman-Kolmogorov equations) that describe 
the system are given by 


P o (0 - -2A P Q (t) + pP H (t ), 

P H ( t ) = 2A P Q (t) - (A + p)P H (t ) + ixP F (t), 
P F (t) = XP H (t) - pP F {t), 


These equations can be solved using LaPlace transform 
with initial conditions P 0 (0) = 1 , P H ( 0) = 0, and P H ( 0) = 0 
to obtain P G (f), Pn(t), and P F (t). To get steady-state prob¬ 
ability, we do not need to solve the differential equations. 
Instead, we solve the following equations to get P G , P H , 
and P F : 


2AP Q pP H , 

(A + p)P H = 2A P Q + pP F , 
/rP f = AP ff , 

+ ~ I' 


Thus, we have: 


° 2X 2 + 2Xp + /t 2 ' 

, = 2 Xp 

H 2X 2 + 2Xp + n 2 ’ 


F 2X 2 + 2A/t + p 2 

The Markov technique can be used to model imperfect 
coverage. If we consider a coverage factor of C for the 
above example, the state diagram takes the form shown 
in Figure 6, where the arc from “Operational” to “Failed" 
represents a single component failure for which the fault- 
tolerance features cannot successfully reconfigure. 
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Figure 6: Markov model with coverage for a 
redundant system 


2A(1 -Q 



FAULT-TOLERANCE TECHNIQUES 

The key ingredient in all fault-tolerance techniques is 
redundancy. The redundancy may take several forms, 
including redundancies in information, hardware, soft¬ 
ware, and time. These techniques are summarized in this 
section. Detailed descriptions of various fault tolerance 
techniques can be found in Johnson (1989), Lyu (1995), 
Guerraoui and Schipper (1997), Pradhan (2003), Randell 
and Xu (1995), Hecht and Hecht (2003), Koo and Toueg 
(1987), Avizienis (1985), Torres-Pomales (2000), Nelson 
(1990), and Rennels (1984). 

Hardware Redundancy 

Hardware redundancy is the physical replication of hard¬ 
ware for the purpose of detecting and tolerating faults. 
This is perhaps the most common form of fault tolerance 
used in systems. A common form of this redundancy is 
the triple modular redundancy (TMR). In the TMR sys¬ 
tem three identical units perform identical functions, and 
a majority vote is performed by a voter on the output with 
the purpose of masking any single fault, as illustrated in 
Figure 7. 

The general form of TMR is the N -modular redun¬ 
dancy (NMR). The voter in this scheme is, unfortunately, 
the single point of failure. In the case of NMR, N must be 
odd and such a system can tolerate (N - l)/2 faults. The 
primary trade-off in NMR is the fault tolerance versus 
the hardware required. Power weight, cost, and size limi¬ 
tations very often determine the value of N in the NMR 
system. Other forms of hardware redundancy involve 
incorporating fault detection and fault recovery into the 
system at the expense of eliminating fault-masking capa¬ 
bility. An example of this is the standby replacement. In 
this configuration, one unit is operational while one or 
more units are standbys. Various error-detection schemes 
are used to determine when the online unit has failed; if a 
failure is detected, the online unit is removed from opera¬ 
tion and replaced with a standby. Hardware redundancy 


can be categorized in three schemes: passive (static), ac¬ 
tive (dynamic), and hybrid. 

Passive (static) schemes use fault masking to hide the 
occurrence of faults and prevent the faults from resulting 
in errors. They rely on voting mechanism to mask the oc¬ 
currence of faults. Passive redundancy schemes instantly 
correct errors and do not require higher system-level in¬ 
tervention to do so. The TMR and error-correcting codes 
are some examples of the static redundancy scheme. 

Active (dynamic) schemes, on the other hand, achieve 
fault tolerance by detecting the existence of faults and 
performing some actions to remove the faulty hardware 
(using fault detection), fault location, and recovery. Active 
schemes require interruption of system availability while 
the fault is isolated. Once the fault is isolated, the redun¬ 
dant resource is switched on, and the system is recovered. 
For a real-time system, if the error occurs in the middle 
of an operation, some program rollback is necessary to 
discard the bad data and to recover as much good data as 
possible. The primary advantage of dynamic redundancy 
techniques is that they can be implemented with fewer 
resources. Examples of active redundancy are duplication 
with comparison, standby sparing, and watchdog timers. 
In duplication with comparison, if two processors disagree 
on the result found for the same job, obviously there is an 
error. The disadvantage of this technique is that if both 
results are incorrect, the error will go undetected. An¬ 
other disadvantage is that the comparator may be faulty 
and signal an error when both results are correct. 

In the standby sparing technique, one module is opera¬ 
tional with one or more modules used as spares. When an 
error is detected in the operational module, it is removed 
from operation and is replaced by one of the spares. In 
hot standby sparing, spare modules operate in synchrony 
and are prepared to take over at any time. In cold standby 
sparing, spare modules are not powered until needed to 
replace the faulty module. An example of standby spar¬ 
ing is illustrated in Figure 4. Watchdog timers are one 
form of active redundancy used for detecting faults in 
a system. The idea of watchdog timers is that a lack of 



Figure 7: ATMR system 
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Figure 8: N-modular redundancy with spares 


action indicates a fault. The timers may erroneously sig¬ 
nal a fault if the module is slower than usual. The reason 
is that watchdog timers do not see any incoming results. 

Hybrid schemes combine attractive features of both 
passive and active techniques. Static redundancy pro¬ 
vides error masking and detecting capability. Dynamic 
redundancy provides a set of spares and a switching net¬ 
work for reconfiguration. Fault masking is used in hybrid 
systems to prevent erroneous results from being gener¬ 
ated. Fault detection, location, and recovery are also used 
to improve fault tolerance by removing faulty hardware. 
This is a very expensive form of redundancy scheme to 
implement, and it is often used in critical applications, in 
which high reliability must be achieved. Examples of hy¬ 
brid redundancy are TV-modular redundancy with spares, 
self-purging redundancy, and triple-duplex architecture. 
The idea of TV-modular redundancy with spares is to pro¬ 
vide a core of TV modules arranged in a voting configu¬ 
ration with additional spares to replace faulty units. A 
frequent configuration is three (redundant) modules with 
one or two spares. Figure 8 illustrates the operation of 
TV-modular redundancy with spares. The self-purging 
redundancy approach is similar to the technique of TV- 
modular redundancy with spares. The difference is that all 
units are active (no spares) at the same time. In this tech¬ 
nique, each module can remove itself from the circuit if 
its output disagrees with the voted output of the system. 
This approach provides more fault tolerance but is more 
expensive as far as power consumption is concerned. 

Triple-duplex architecture combines duplication with 
comparison and TMR. The use of TMR provides fault 
masking. The use of duplication with comparison allows 
for faults to be detected and then have faulty units removed 
from the system. In this configuration, each module of the 
TMR is duplicated (with a comparison scheme). 

Information Redundancy 

Information redundancy is concerned with the addition 
of redundant information to allow fault detection, fault 
masking, or possibly fault tolerance. Error-detecting and 


error-correcting codes (ECC Page 2002; Lin and Costello 
1983) are good examples of information redundancy. 
Error-correcting codes enable data to be sent through 
a noisy communication channel without corruption. To 
accomplish this, the sender appends redundant informa¬ 
tion to the message, so that even if some of the original 
data are corrupted during transmission, the receiver can 
still recover the original message intact. Many comput¬ 
ers now have error-correcting capabilities built into their 
random access memories; it is less expensive to compen¬ 
sate for errors through the use of error-correcting codes 
than to build highly reliable integrated circuits. Storage 
devices (compact disk, random access memory, dynamic 
random access memory), mobile communication (cellular 
telephones, wireless, microwave links), satellite communi¬ 
cation, digital television, and high-speed modems (asym¬ 
metric digital subscriber line, x digital subscriber line) 
are other areas of computing in which error-correcting 
codes are used. 

Instead of transmitting raw digital information, the 
data are encoded in the form of a “code word” with re¬ 
dundant information using a well-defined set of rules at 
the source. The code word is then transmitted, and the 
receiver can decode it to retrieve the desired information 
while being able to detect and possibly correct any error. 
A code word is said to be valid if it adheres to all of the 
rules that define the code; otherwise, the code word is 
said to be invalid. The encoding process determines the 
corresponding code word for a given data item, whereas 
the decoding process recovers the original data from the 
code word. If the code words are formed correctly, errors 
that are introduced during transmission can be detected 
during the decoding process at the destination because 
the code word would be transformed into an invalid 
code word. This is the basic concept of the error-detecting 
codes. The basic concept of the error-correcting code is 
that the code word is structured such that it is possible to 
determine the correct code word from the corrupted, or 
erroneous, code word. A fundamental concept in the char¬ 
acterization of codes is the Hamming distance, in which 
the distance between any two binary words is the number 
of bit positions in which the two words differ. The Ham¬ 
ming distance gives insight into the requirements of er¬ 
ror-detecting codes and error-correcting codes. The code 
distance (Q) is the minimum Hamming distance between 
any two valid code words. For a binary code (consisting 
of digits 0 and 1) to be able to detect up to d bit errors 
and to correct up to c bit errors, the code distance must 
be at least d + 1 and 2c + 1, respectively. The same code 
can correct up to c bit errors and detect an additional d 
bit errors if and only if C d — 2c + d + 1. For example, a 
code with a distance of 2 cannot provide any error cor¬ 
rection but can detect single-bit errors. Similarly, a code 
with a distance of 3 can correct single-bit errors or detect 
a double-bit error. Separability is another fundamental 
concept in the characterization of codes. A code is separa¬ 
ble if the code words are formed by appending the check 
bits to the original information bits. A code is nonsepa- 
rable if the code words are not partitioned directly into 
information and check bits. 

The simplest form of error-detection coding is the 
single-bit parity check. Single-bit parity codes require 
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the addition of an extra bit to a binary word such that the 
resulting code word has either an even number of 1 s (even 
parity) or an odd number of Is (odd parity). The single¬ 
bit parity code (either odd or even) has a distance of 2; 
therefore, it allows any single-bit error to be detected but 
not corrected. Perhaps the most common extension of 
parity is the Hamming error-correcting code, which is de¬ 
signed to detect double errors and correct single errors. 
The Hamming code allows error correction because the 
minimum distance between any two valid code words is 
3. Hamming codes are widely used most to protect memo¬ 
ries. The reasons are that it is relatively inexpensive (10% 
to 40% of redundancy) and very efficient. The Hamming 
code is formed by partitioning information bits into par¬ 
ity groups. By overlapping the groups of bits, erroneous 
bits can be detected and corrected. Other forms of error 
detection coding are: checksums and arithmetic codes 
(Siewiorek and Swartz 1998). 

Checksums are most applicable when blocks of data 
are to be transferred from one point to another. These are 
separable codes and perform error detection by append¬ 
ing extra information to the original data. They are often 
simple to implement but do not provide good error cor¬ 
rection. The checksum is basically the sum of the original 
data and is appended to the original data. The checksum 
is then regenerated when the data are received at the des¬ 
tination. The original and the recomputed checksums are 
compared. An error is signaled if they differ. 

Arithmetic codes are very useful when it is desired to 
check arithmetic operations such as addition, multiplica¬ 
tion, and division. The data presented to the arithmetic op¬ 
eration are encoded before the operations are performed. 
After completing the arithmetic operations, the resulting 
code words are checked to make sure that they are valid. If 
the resulting code words are not valid, an error condition 
is signaled. The primary advantage of the arithmetic codes 
is that they allow hardware that performs arithmetic op¬ 
erations to be easily checked. The code must be invari¬ 
ant for a set of arithmetic operations. For instance, if an 
arithmetic code A is invariant for the multiplication, then 
A(xy) = A(x).A(y), wherex and y are operands, andA(x) and 
A(y) are the arithmetic code words for the operands x and 
y, respectively. The most common examples of arithme¬ 
tic codes are the AN codes, residue codes, and the inverse 
residue codes. The AN code is formed by multiplying each 
data point, N, by a constant A. The AN codes are invariant 
to addition and subtractions but not multiplication and 
division. The correctness of an operation performed us¬ 
ing an AN code can be checked by determining whether 
the result is evenly divisible by A; otherwise, it is signaled 
as an error. Selection of A is crucial to the effectiveness 
and efficiency of the resulting code. Moreover, the magni¬ 
tude of A determines extra bits required to represent code 
words and the error-detection capability. For binary codes, 
A must not be a power of 2. The residue codes are sepa¬ 
rable arithmetic codes formed by appending the residue 
r (where r is the residue of N modulo m) of a number N 
for a given modulus m to that number. Encoding process 
determines the residue and appends the residue to the orig¬ 
inal data. Decoding process simply removes the residue. 
The inverse-residue codes are like residue codes, but rather 
than appending the residue, the inverse residue tn-r 


(where r is the residue of N modulo m) is calculated and 
appended. 

Two other codes worth mentioning are m-of-n codes 
and Berger codes. The m-of-n codes are formed by creat¬ 
ing code words of size n bits in which there are exactly m 
number of Is. Any single-bit error forces the resulting er¬ 
roneous word to have either m+ 1 or m— 1 number of Is. 
Not only can the error be detected, but also the direction 
of error (0 to 1 or 1 to 0) can be found. The m-of-n codes 
are conceptually simple, but the encoding, decoding, and 
detection processes are often difficult to perform. The 
Berger codes are separable codes formed by appending a 
special set of bits (check bits) to each word of informa¬ 
tion. The check bits are created based on the number of Os 
in the original information. The code word is then formed 
by appending to the original information the binary rep¬ 
resentation of the number of Os found. In general, if we 
have k information bits then we need I log 2 (& + 1)1 check 
bits. The Berger codes use the fewest number of check bits 
of all separable codes. 

Time Redundancy 

Time redundancy uses additional time to provide fault 
detection and, sometimes, fault tolerance. It can be used 
to distinguish between permanent and transient failures. 
Time redundancy is extremely useful for detecting tran¬ 
sient faults but not permanent faults. Simple retries allow 
for transient fault detection as well as their correction. This 
method attempts to reduce the amount of extra hardware 
at the expense of using additional time if that is readily 
available. The basic concept of time redundancy is to per¬ 
form the same computation repeated times and compare 
the results to determine whether a discrepancy exists. If 
an error is detected, the computations can be performed 
again to see whether the disagreement remains or disap¬ 
pears. The processor performs the computations one or 
more times after detecting the first error; if the error con¬ 
dition clears, the processor can assume that the fault was 
transient. In another form of time redundancy, the same 
processor performs the same computations multiple times 
using different coding schemes in each case, with the as¬ 
sumption that the fault may manifest itself in different 
ways depending on the particular code being used. The 
main problem with many time-redundancy techniques is 
ensuring that the system has the same data to manipulate 
each time it redundantly performs a computation. 

Software Redundancy 

Unlike hardware, software is not subject to wear-out con¬ 
ditions that occur from aging, stress, or environmental 
factors. Thus, the only cause of software faults is im¬ 
proper specification or bad design and/or implementation 
of programs, which results in the inability of the software 
to meet its designed requirements or specifications under 
unforeseen circumstances or changes to the computing 
environment. Although, just like in fault-tolerant hard¬ 
ware, reliable software systems must be able to either 
eliminate or effectively tolerate and recover from faults. 
Because modern software systems are so complex, it is 
nearly impossible to eliminate all of the embedded faults; 
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therefore, development techniques that protect the entire 
system from incorrect operation should be used in cases 
in which program failure would have serious conse¬ 
quences. Like hardware, all software fault-tolerant tech¬ 
niques require redundancy to support the fault-tolerant 
features. Software redundancy is simply the addition of 
extra software to provide some fault-tolerance features. 
The type of redundancy may range from complete replica¬ 
tion of software to the addition of small programs to per¬ 
form validity checks, such as consistency and capability 
checks. A consistency check is based on prior knowledge 
of the computation results. If the result is not in a prede¬ 
fined range, then an error has occurred in the computa¬ 
tion process. The capability-check technique verifies that 
a system possesses the capability expected. Apart from 
the validity checks, there are two important approaches 
to software fault tolerance: recovery and redundancy. The 
recovery is normally achieved through recovery block 
mechanisms, whereas design diversity such as the N- 
version programming is used to provide redundancy. 

Error Recovery 

Error recovery is a process that brings the system back 
to an error-free state. It is probably the most important 
phase of any fault-tolerance technique. There are two 
approaches to recovery: backward recovery and forward 
recovery. 

Backward recovery restores the system to a previous 
safe state, which is referred to as a “recovery point." The 
act of establishing the recovery point is called “check¬ 
pointing,” which is a process of checking and saving the 
current system state for recovery. The advantage of back¬ 
ward recovery is that the erroneous state is cleared, and 
no effort is needed to find the location and cause of the 
fault. Therefore, this approach is ideal for recovering from 
unanticipated faults, including design faults. Rollback 
is one of the backward-recovery mechanisms. Rollback is 
often used by database systems to return the system state 
from the unfinished transaction to the previous consistent 
state by undoing all the steps that have been done since 
the transaction started. To be able to recover, it is needed 


to store the systems state at the recovery point to a sta¬ 
ble storage, such as a hard disk, so recovery needs space. 
Also, recovery takes time, and the whole process has to be 
prevented from proceeding by executing a recovery algo¬ 
rithm instead. In a real-time system, because of the tight 
time constraint to reach a certain state, recovery mecha¬ 
nisms might not be the possible solution to the detected 
errors. 

Forward recovery attempts to continue from an erro¬ 
neous state by making selective corrections to the system 
state. This includes making safe the controlled environ¬ 
ment, which may be hazardous or damaged because of 
the failure. Upon the detection of a failure, the system 
discards the current erroneous state and determines the 
correct state without any loss of computation. It is sys¬ 
tem-specific and depends on accurate predictions of the 
location and cause of the errors (i.e., damage assessment). 
Exception handling is a forward-recovery mechanism, as 
there is no rollback to a previous state involved; instead, 
control is passed to the exception handler so that the re¬ 
covery procedures can be initiated. There are two basic 
approaches to backward recovery: one that relies on hard¬ 
ware redundancy (both static and dynamic) and the other 
on software redundancy. Forward-recovery schemes based 
on static hardware redundancy mask the failures through 
redundancy and have very high hardware overhead, where¬ 
as forward recovery schemes that are based on dynamic 
redundancy and checkpointing have lower hardware over¬ 
head (Pradhan 2003). The software-redundancy-based 
approach for forward recovery requires a certain degree 
of software redundancy as well as hardware redundancy. 
Error detection is performed by acceptance tests, and 
the recovery is handled using the recovery block concept, 
described below. 

Recovery Block 

The recovery block (RB) mechanism (Randell and Xu 
1995) combines the basics of the checkpoint and restart 
approach with multiple versions of a software compo¬ 
nent such that a different version is tried after an error 
is detected (see Figure 9). It detects errors through the 
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Figure 10: /V-version programming 



acceptance test after running each alternative. Checkpoints 
are created before a version executes and are needed to 
recover the state after a version fails. The recovery blocks 
use temporal redundancy (i.e., execution of a different ver¬ 
sion of software after an error has been detected) and soft¬ 
ware standby sparing. This provides protection against 
software-induced errors and hardware transient faults. 
Software is partitioned into several self-contained versions 
called "recovery blocks.” Each recovery block is composed 
of a primary version, one or more alternative versions, and 
an acceptance test. The primary version contains the pre¬ 
ferred algorithm for the task. The secondary versions act 
as standby spares that are designed and coded independ¬ 
ently from the primary. The acceptance test is used to test 
whether the system is in an acceptable state after the first 
execution of the primary version. The failure of the ac¬ 
ceptance test results in the program being restored to the 
recovery point and the second alternative version is exe¬ 
cuted. If the second version also fails the acceptance test, 
then the program is restored to the recovery point and yet 
another alternative version is executed. If all the alterna¬ 
tives are exhausted, the system fails. 

Two issues must be considered when using the recov¬ 
ery-block mechanism (Torres-Pomales 2000): 

• Domino effect : For two concurrent processes interacting 
with each other, one process rolling back to its recovery 
point might cause the other to roll back to its recovery 
point as well. This procedure could go on until the whole 
system returns to its original state. This phenomenon is 
called the "domino effect.” The cause of this phenom¬ 
enon is that each process is designed to have its own 
recovery point that does not consider others’ recovery 
points. Carefully designing a consistent recovery point 
among all processes that are interacting with each other 
during execution could avoid this problem. 

• Logging: Logging is the way used to keep track of modi¬ 
fications since last checkpointing, so the system will 
be able to roll back to the latest consistent state. Logs 
need to be saved in persistent storage to survive any 
crash. 

N-Version Programming 

The objective of /V-version programming (NVP) is to pro¬ 
vide fault tolerance through software design diversity. 
Design diversity assumes that multiple versions of soft¬ 
ware exist for a particular task and that each of these 
versions has been designed and coded by people working 


independently. The idea is that although each program¬ 
mer is likely to make some error, all programmers will not 
make the same error. Hence, the results of running mul¬ 
tiple versions of software can be voted upon in the same 
way that voting is conducted in hardware NMR. The ra¬ 
tionale for the use of multiple versions is the expectation 
that components built differently should fail differently. 
The concept of NVP was developed by Algirdas Avizienis of 
UCLA (Avizienis 1985, 1995) to allow certain design flaws 
in software modules to be tolerated. In NVP, N versions of 
a software component are developed independently by dif¬ 
ferent individuals/teams with different algorithms, tech¬ 
niques, programming languages, environments, and tools 
to ensure independent program versions. The V-version 
programs then run concurrently with the same inputs, and 
a driver process compares their results. The NVP concept 
is illustrated in Figure 10. 

Another variation of multiversion programming is the 
V-self-checking programming (NSCP) (Lyu 1995), which 
is the use of multiple software versions combined with 
structural variations of RB and NVP. NSCP uses multiple 
versions of acceptance tests that are independently devel¬ 
oped from common requirements. The use of separate 
acceptance tests for each version is the main difference 
between RB and NSCP. Like NSCP, other variations of RB 
also exist, the consensus recovery block (CRB) being one 
such variation. The CRB approach combines NVP and 
RB to improve reliability over any of these individual ap¬ 
proaches. The CRB uses a decision algorithm similar to 
NVP as a first layer of decision. If the first layer declares 
a failure, a second layer using acceptance tests similar to 
those used in RB approach is used. 


Algorithm-Based Fault Tolerance 

Algorithm-based fault tolerance (ABFT) can be consid¬ 
ered another form of software redundancy. It is based on 
the use of fault-detection and fault-tolerance techniques 
specific to an algorithm, which allows for errors in com¬ 
putations to be detected and corrected (Nair, Abraham, 
and Banerjee 1996). The ABFT techniques have been pro¬ 
posed for various signal-processing computations, such 
as matrix operations, fast Fourier transforms, factoriza¬ 
tion, etc. (Huang and Abraham 1984). For example, in a 
matrix operation, each matrix can be augmented with a 
row or column checksum. If the checksum is erroneous, 
the error will be detected, the location of the error can be 
identified, and the erroneous entry can be corrected. This 
can be illustrated with the following example. 
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Example'. Suppose we want to multiply two 2X2 ma¬ 
trices A and B to get a 2 X 2 matrix C as given below: 


A = 



2 4 
6 7 


, C = AB = 


34 53' 
34 48/ 


Instead of multiplying A and B to get C, we multiply A rcs 
(the row checksum matrix of A) and B ccs (the column 
checksum matrix of B) to get C cs as shown below. C cs hap- 


pens to be the checksum matrix of C. 

(8 3) 1 

r 34 

53 

87 

A 

5 4 

,B = i 1 0 , c = 

34 

48 

82 

res 

[l3 1 1 

003 (6 7 13) cs 

68 

101 

169 


Now suppose that the (2,2) entry of C cs is incorrect (say, 
32 instead of 48). Not only can any single error be de¬ 
tected, the location of the error also be identified by tak¬ 
ing the intersection of the row and column in which the 
checksums are erroneous. In our case, both row 2 check¬ 
sum and column 2 checksum will signal an error, point¬ 
ing to the error location (2,2), since 34 + 32 ^ 82 and 53 
+ 32 ^ 101. The erroneous entry can also be corrected 
with the value that will give the correct checksum in row 
2 and column 2. 


Self-Checking Design 

As digital systems get more and more complex, it is be¬ 
coming highly desirable to have systems that have self¬ 
checking capability. A circuit is called "self-checking" if it 
has the ability to automatically detect the existence of a 
fault without the need for externally applied test stimuli 
(Lala 1985). Self-checking design uses the error-detecting 
codes to encode the output. The basic idea behind this 
design is that during fault-free operation, the output 
of such a circuit is always a code word, and hence, an 
invalid code word at the output will signal the existence 
of a fault. Two concepts that define self-checking design 
need to be discussed. A circuit is said to be fault-secure for 
a given set of faults, if for any fault in the set, the circuit 
never produces an incorrect code word for any valid in¬ 
put code word. In other words, a circuit is fault-secure if 
the fault either has no effect on the output, or the output 
is affected such that it becomes an invalid code word. A 
circuit is said to be self-testing, if there exists at least one 
valid input code word that will produce an invalid output 
code word when a single fault is present. A circuit is to¬ 
tally self-checking if it is both fault-secure and self-testing. 
A totally self-checking circuit will always produce either 
the correct code word at the output or an invalid code 
word, and there will be at least one valid input code word 
that will produce an invalid output code word when any 
single fault is present. If the circuit is self-testing for a set 
N of normal inputs and a set F of faults, and is fault- 
secure for a subset of inputs and a subset of faults, then 
this circuit is called partially self-checking. A circuit is 
called fail-safe if the output is either correct or belongs to 
the set of safe outputs. The traffic light with a fail-safe out¬ 
put as flashing red on all sides is a good example of a fail¬ 
safe circuit. An application of the self-checking technique 
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Figure 11 : Basic structure of a totally self-checking circuit 


is the programmable logic array, which is a common 
structure in very-large-scale integration (VLSI) designs. 
The basic structure of a totally self-checking circuit is 
shown in Figure 11. 

In this figure, the function of a checker is to determine 
whether the output of the functional circuit is a valid code 
word. In addition, the checker must indicate if any fault 
has occurred in the checker itself. To accomplish both 
tasks, the output of the checker is encoded to produce an 
error signal. The checker has two bits of output. The out¬ 
puts are complementary if the input to the checker is a 
valid code word and the checker is fault-free; otherwise, 
they are noncomplementary. The checker must possess 
code disjoint property, which means when the checker is 
fault-free, the valid code words on the checker’s input lines 
must be mapped into valid error codes (the checker’s out¬ 
puts are complementary) on a checker’s output lines. Like¬ 
wise, invalid code words on a checker’s input lines must 
be mapped into invalid error code words (the checker’s 
outputs are noncomplementary) on the checker’s output. 
There is no simple, systematic method to use in the de¬ 
sign of totally self-checking checkers. The most common 
totally self-checking checker is the two-rail checker, as 
shown in Figure 12. 

The two-rail checker is used to compare two words 
that should normally be complementary. It will pro¬ 
duce complementary error signals e, and e 2 if the inputs 
are complementary; otherwise, the error signals will be 
non-complementary. The two-rail checker satisfies the 
fault-secure property for the following reason. Both ei and 
e 2 are generated by two physically separate circuits. Be¬ 
cause the error signals are defined as complementary, any 
fault that affects one of the two signals will cause e, and e 2 
to be noncomplementary. A fault either does not impact 
error signals or it forces error signals to no longer remain 
complementary. Faults on primary input to the checker 
simply appear to the checker as invalid code words and 
result in noncomplementary outputs. Similarly, it can be 
shown that the two-rail checker also satisfies the self-testing 
property, making it a totally self-checking checker. Totally 
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Figure 13: The general structure of a 
totally self-checking checker for the Berger 
code 



self-checking checkers can be designed for any applica¬ 
tion. Figure 13 shows the general structure of a totally 
self-checking checker for the Berger code. 

Survey of Fault-Tolerant Systems 

Since the early 1950s, fault-tolerance techniques have been 
used to achieve highly reliable hardware operation. High 
reliability in computer design was first achieved through 
fault-avoidance techniques; these involved computer de¬ 
sign that used high-quality, thoroughly tested components. 
Simple redundancy techniques were used to achieve lim¬ 
ited fault tolerance. Examples of the first digital comput¬ 
ers to use error-detection and fault-tolerance techniques 
to overcome the low reliability of their basic components 
are: the Bell Relay Computer (BRC), which had two CPUs; 
the IBM 650 and UNIVAC, which incorporated parity to 
check results of data transfer; and EDVAC, which was the 
first computer to have two arithmetic logic units (ALUs). 
With the advent of transistors, the emphasis of fault-tol¬ 
erant computing decreased temporarily. It was not until 
computers began performing more critical tasks (for the 
U.S space program and in military applications) that fault 
tolerance again surfaced as a critical issue. Today, the in¬ 
creasing public dependence on automated services com¬ 
bined with the lower cost and increased performance of 
semiconductor technology has contributed to a renewed 
interest in fault-tolerant computing. 

The major thrusts behind the development of fault- 
tolerant computing have been high reliability, high avail¬ 
ability, reduced life-cycle cost, and long-life applications. 
Four major application areas of fault-tolerant systems 
are (ordered by increasingly stringent reliability re¬ 
quirements): general-purpose commercial applications, 
high-availability applications, long-life applications, and 
critical-computation applications. DEC VAX-11/780, IBM 
S/360-S/370-4300 family, Univac 1100/60 are some exam¬ 
ples of general-purpose commercial applications. Bank¬ 
ing and other time-shared systems are good examples of 
high-availability applications. Tandem (Dimmer 1985), 
Stratus (Webber and Beirne 1991), Pluribus (Katsuki et 
al. 1978), Electronic Switching System (ESS) (Toy 1978), 
and Intel 432 are some examples of high-availability ap¬ 
plications. Users of these systems want to have a high 
probability of receiving service when it is requested. The 
Tandem NonStop transaction processing system is a good 
example of a system designed for high availability. The 
Intel 432 processor system is an example developed to 
support high availability in many general-purpose pro¬ 
cessing applications. The most common examples of long¬ 
life applications are unmanned space flight and satellites. 
The self-testing and repairing (STAR) computer (Avizienis 


et al. 1971), Pioneer, Voyager, Galileo, the fault-tolerant 
spaceborne computer (FTSC) (Burchby, Kern, and Sturm 
1976), and the fault-tolerant building block computer 
(FTBBC) are some examples of long-life applications that 
have a system operating life over 5 years. These systems are 
highly redundant, with enough spares to survive the mis¬ 
sion with required computational power. Typical long-life 
applications are to have 0.95 probability of being opera¬ 
tional at the end of a 10-year period. Examples of critical- 
computation applications include aircraft flight-control 
systems, military systems, and certain types of industrial 
controllers. Examples of some critical-computation ap¬ 
plications are the space shuttle computer (Sklaroff 1976), 
C.vmp (Siewiorek et al. 1978), the software-implemented 
fault-tolerance (SIFT) computer (Wensly et al. 1978), 
the fault-tolerant multiprocessor (FTMP) (Hopkins, Smith, 
and Lala 1978), aircraft-control systems, military sys¬ 
tems, and industrial control systems. The design goal is the 
failure probability of less than 10“ 9 for a 10-hr mission. A 
typical requirement for a critical computation application 
is to have a reliability of 0.9999999 at the end of a 3-hr 
period. SIFT and FTMP are avionic computers designed 
to control dynamically unstable aircraft. In a critical com¬ 
putation application, computations must not only be cor¬ 
rect, but recovery time from faults must be minimized. 
Specially designed hardware is implemented with concur¬ 
rent error detection so that incorrect data never leave the 
faulty module. 

In the remainder of this section, we will briefly review 
the main features of some of these fault-tolerant sys¬ 
tems. Discussions on other fault-tolerant systems can be 
found in Pradhan (2003), Siewiorek and Swartz (1998), 
and Neil (2005). The features of a fault-tolerant storage 
device called the “redundant array of independent disks” 
(RAID), which uses multiple hard drives for sharing or 
replicating data among the drives to achieve fault toler¬ 
ance, are also described as a related topic. In recent years, 
computer networks and the Internet have played an im¬ 
portant role in modern society. Numerous network-based 
applications and services have made the availability and 
reliability of networks crucial. As a result, fault-tolerance 
ability is strongly needed by networks. This section will 
conclude with a discussion on fault tolerance in the con¬ 
text of networking and the Internet. 

Tandem 

Tandem computers (Dimmer 1985) were the early fault- 
tolerant computers built for high-availability applications 
to cope with the rising transaction-processing needs in 
banks, automatic teller machines (ATMs), stock exchanges, 
etc. The Tandem 16 NonStop System, built in 1976, 
supported up to sixteen processors in a multicomputer 
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Figure 14: Tandem architecture 


configuration. It was designed to provide autonomous I/O channel of two processor modules so that the device is 

fault detection, system reconfiguration, and system repair accessible even if the CPU fails. Memories in Tandem sys- 

without interrupting the fault-free components within terns use a modified Hamming code that allows for single- 

the system. The system contains a number of hardware- bit error correction and double-bit error detection. The 

implemented fault-detection features, such as checksums NonStop hardware architecture and the Guardian 90 op- 

on bus messages, parity error checking on data paths, er- erating system architecture prevent a single hardware or 

ror-correcting memories, and watchdog timers. The system software malfunction from disrupting system operations, 

eliminates single points of failure by means of dual paths In this parallel-processing architecture, the workload is 

to all system components, processor replication, redun- divided among the processors, which perform multiple 

dant power supplies, and mirrored disks (see Figure 14). tasks simultaneously. This system architecture provides 

The Tandem system contains multiple CPUs, each with its maximum throughput, since workloads are routed to the 

own private memory and multiplexed input/output (I/O) least congested processor. The key aspect of recovery in a 

channel. The processor modules communicate with one Tandem system is checkpointing. Every process executing 

another over a pair of high-speed buses (called “Dyna- in the Tandem machine has an identical backup process 

bus”). Peripheral-device controllers are connected to the (in standby mode) that resides in a different processor. 
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To guarantee that the backup process has the information 
to perform a required function, the primary process sends 
checkpoint messages to the backup process. The check¬ 
point messages specify the state of the primary process at 
certain critical points during the computation. If the pri¬ 
mary process fails, the backup process is started using the 
most recent checkpoint information. Tandem systems use 
retry extensively to access I/O devices. For the past two 
decades Tandem systems have evolved considerably, and 
have been under the ownership of Compaq since 1997. 

Space Shuttle Computer 

In 1976, the space shuttle computer was probably the 
most difficult and complex machine ever built for critical- 
computation applications. The space shuttle computer 
system is responsible for providing flight-critical functions 
during the ascent, reentry, and descent of the spacecraft. 
The computer system consists of five identical IBM 32-bit 
general-purpose computers, each capable of performing 
critical and noncritical functions. In 1990, the original 
computers were replaced with IBM’s upgraded model AP- 
10IS, which has about 2.5 times the memory capacity 
(about 1 Mb) and three times the processor speed (about 
1.2 million instructions per second). Each general-purpose 
computer consists of a CPU and an I/O processor. Four 
of these computers run a specialized software called the 
“primary avionics software set” (PASS) and are used as 
a redundant set during critical mission phases. The fifth 
computer, which acts as a backup to the primary system, 
runs a completely independent piece of software called 
the “backup flight software” (BFS) and performs noncriti¬ 
cal tasks such as communications control and display 
processing. It sits in a “listen” mode, monitoring what is 
going on, unless it is commanded by the crew to take over. 
The four primary computers form an NMR arrangement, 
receive the same input, and perform the same computa¬ 
tions. Each of these four computers listens to the out¬ 
put of the remaining three and compares those signals 
with its own. If one computer fails, the three functioning 
computers ’’vote" it out of the system. If a second of the 
three remaining computers fails, the system converts to 
a duplex system that can survive an additional computer 
failure by using comparison and self-tests to isolate 
the failure. The PASS was written by IBM, and the BFS was 
written by Rockwell International to minimize the prob¬ 
ability of a common software error (Sklaroff 1976). 

STAR 

The self-testing and repairing (STAR) computer (Avizienis 
et al. 1971) was developed by the Jet Propulsion Labora¬ 
tory (JPL), under the supervision of Algirdas Avizienis, 
for a 10-year mission to outer space. Although the de¬ 
sign is over 30 years old, many of the techniques in this 
system are applicable today. The STAR computer was de¬ 
signed to handle guidance, control, and data acquisition 
on unmanned missions. It was desired to achieve a prob¬ 
ability of 0.95 that the STAR computer would be com¬ 
pletely operational at the end of 10 years. The designers 
of the STAR computer selected the dynamic redundancy 
method for achieving fault tolerance. The STAR compu¬ 
ter uses cold standby sparing to achieve fault tolerance. 


Cold standby sparing incorporates active units with two 
spares. Error detection and reconfiguration are done by 
means of a special hardwired TMR test and repair proces¬ 
sor (TARP) computer. The TARP computer uses triplica¬ 
tion with voting and two spares to achieve fault masking 
and recovery. Each functional unit (control processor, logic 
processor, main arithmetic processor, and memory unit) 
performs its own fault detection. The TARP provides 
error checking on information transmitted over buses 
and reconfigures the system in the event of a unit failure. 
Error-detecting codes are used on all data and instruction 
words. The STAR system uses two primary types of error¬ 
detecting codes: the inverse residue code and the 2-of- 
4 code. However, the logic processor and the read/write 
memory use duplication and comparison for error detec¬ 
tion. This scheme is defined as either shadow memory 
or mirrored memory. The TARP unit also operates as a 
watchdog timer. If a unit fails to send its periodic signal, 
the TARP computer considers the signal as a faulty unit 
and replaces it with a spare. The design of the STAR 
computer has been successful. It achieved a reliability of 
greater than 0.95 after 10 years of operation. A significant 
result of the STAR computer design was that it paved 
the way for future research in fault-tolerant computing. 
Many of the approaches tried and proven in the STAR 
design remain valid today. 

Stratus 

Founded in 1980, Stratus Computers competed mostly 
with Tandem Computers in transaction-processing appli¬ 
cations. The Stratus systems are continuously checking 
between duplex components for detection of errors. The 
Stratus self-checking, duplicate-and-match architecture 
(see Figure 15) is composed of replicated power and back¬ 
plane buses (StrataBus) into which a variety of boards 
are inserted. A Stratus computer system consists of up to 
thirty-two modules connected through a Stratus interme¬ 
diate bus (StrataLink). Using StrataLink, the Stratus op¬ 
erating system provides a global system view of all devices 
in the system. The StrataLink consists of two independ¬ 
ent coaxial links, each link running at 1.4 Mbps. The two 
processor boards (each containing a pair of multiproces¬ 
sors) are self-checking modules used in a pair-and-spare 
configuration, each operating independently. Each half 
(A half or B half) of each board receives inputs from its 
own bus (bus A or bus B). The boards compare their two 
halves. Upon disagreement, a board signals malfunction 
and removes itself from service. The operating system 
executes diagnostics on the failed board to determine 
whether the error was due to a transient or a permanent 
fault. The Stratus hardware approach does not require on¬ 
line recovery from faults; the spare component continues 
processing until its faulty counterpart can be replaced. 
The fault-tolerant architecture isolates users from almost 
all hardware failures. System crashes are minimized with 
the use of software fault-recovery procedures. 

RAID 

RAID (redundant array of independent disks) is a 
family of techniques for managing multiple disks to pro¬ 
vide desirable cost, data availability, and performance 



282 


Fault-Tolerant Systems 


Power Bus A Bus B Power 



Figure 15: Stratus pair-and-spare architecture 

characteristics to host environments. A RAID appears as a 
single drive. In principle, the same data are stored in many 
places on multiple disks to protect the data in the event 
of disk failure. RAID uses the technique of disk striping, 
which involves partitioning each drive’s storage space into 
stripes that can be as small as one sector (a few bytes) or 
as large as several megabytes. The stripes of all the disks 
are interleaved in a round-robin fashion so that different 
stripes of the same file can reside in different physical 
drives. A disk controller in RAID manages the array of 
disk drives in such a way that data are protected. By map¬ 
ping segments or by generating parity bits and storing 
them on the array, data can be regenerated if a disk drive 
fails. The manner in which data are placed onto the ar¬ 
ray provides for increased performance in different data 
structure environments. 

There are many levels of RAID (AC&NC 2005; Chen 
et al. 1994), which are summarized below: 

• RAID-0: This is the most basic level of RAID, which 
comes with striping but no redundancy. It is not a true 
fault-tolerant configuration, but it offers the best per¬ 
formance. 

• RAID- 1: This type is also known as disk mirroring and 
consists of at least two drives that duplicate the storage 
of data without any striping (see Figure 16). Read per¬ 
formance is improved, since either disk can be read at 
the same time. Write performance is the same as for sin¬ 
gle disk storage. RAID-1 provides the best performance 
and the best fault tolerance in a multi-user system, but 
it is most costly in terms of required disk overhead. 

• RAID-2 : This type uses striping across disks and han¬ 
dles the failed components with much less cost than 
mirroring by using error-correcting codes (ECC). This 



Figure 16: RAID-1 mirroring 


type uses striping across disks, with some disks storing 
ECC information. It uses the storage more efficiently 
than mirroring. 

• RAID- 3: This type introduces a more efficient way of 
storing data while still providing error correction. It 
uses striping, uses byte interleaved parity, stores par¬ 
ity information on a separate drive, and performs error 
checking. Data recovery is accomplished by calculating 
the exclusive OR (XOR) of the information recorded 
on the other drives. Since an I/O operation addresses all 
drives at the same time, RAID-3 cannot overlap I/O. For 
this reason, RAID-3 is best for single-user systems with 
long record applications. 

• RAID-4: This type uses large stripes, which means one 
can read records from any single drive. This allows 
one to take advantage of overlapped I/O for read opera¬ 
tions. Since all write operations have to update the par¬ 
ity drive, no I/O overlapping is possible. 

• RAID- 5: This type eliminates the parity disk bottleneck 
present in RAID-4 by distributing the parity uniformly 
over all the disks (rotating parity). Thus, all read and 
write operations can be overlapped. RAID-5 stores par¬ 
ity information but not redundant data (parity infor¬ 
mation is used to reconstruct data). RAID-5 requires 
at least three and usually five disks for the array. It 
is best for multi-user systems in which performance is 
not critical or which do few write operations. 

• RAID- 6: This type is similar to RAID-5 but includes a 
second parity scheme that is distributed across different 
drives, and thus offers extremely high fault- and drive- 
failure tolerance. The extra cost of additional space for 
parity drives has made RAID-6 rather unpopular. 

• RAID-1: This type includes a real-time embedded operat¬ 
ing system as a controller, caching via a high-speed bus, 
and other characteristics of a stand-alone computer. 

• RAID- 10 (or RAID- 1+0): This hybrid configuration com¬ 
bines the best features of striping (RAID-0) and mirror¬ 
ing (RAID-1) to offer higher performance than RAID-1 
but at much higher cost. This configuration comes in 
two forms: (1) RAID-0+1, in which data are organized 
as stripes across multiple disks, and then the striped 
disk sets are mirrored; and (2) RAID-1 +0, in which the 
data are mirrored and the mirrors are striped. 

• RAID- 50 (or RAID-5+0 ): This type consists of a series 
of RAID-5 groups and striped in RAID-0 fashion to 
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improve RAID-5 performance without reducing data 
protection. 

• RAID-53 (or RAID-5+3 ): This type uses striping (in 
RAID-0 style) for RAID-3's virtual disk blocks. This offers 
higher performance than RAID-3 but at much higher 
cost. 

In summary, most RAID systems allow hot replacement of 
disks, which means that disks can be replaced while the 
system is running. When a disk is replaced, the parity in¬ 
formation is used to rebuild the data on the disk. Rebuild¬ 
ing occurs while the operating system continues handling 
other operations, so there is some loss of performance 
during the rebuilding operation. 

Fault-Tolerant Networking 

The Internet has revolutionized the way people work and 
communicate. It is, therefore, important to ensure that 
the Internet continues to function reliably in the event of 
attacks and errors. In early packet switched network de¬ 
signs, the focus was on handling physical failures, such as 
link or node failure. More recently, the focus has shifted 
toward protecting routing protocols against more com¬ 
plex faults to ensure uninterrupted packet delivery. Many 
network vendors have already integrated fault-tolerance 
techniques into their systems or equipment. 

A fundamental component of the Internet functional¬ 
ity is routing and therefore, it is critical to ensure its cor¬ 
rectness and reliability. The abnormal routing behavior 
can happen because of compromised routers or by human 
error. Routing can be interrupted because of physical fail¬ 
ures, operational faults, error in routing protocol design 
and/or implementation, compromised routers, and hu¬ 
man error. Network resource exhaustion, which can be 
caused by software viruses, may also affect routing opera¬ 
tion due to the in-line signaling nature of Internet routing 
protocols. Furthermore, malicious attacks can be directly 
aimed at routers, causing router overload and disrupting 
packet delivery. There are various defense schemes avail¬ 
able against these attacks. Pei, Massey, and Zhang (2004) 
described a framework that divides defenses into different 
classes: cryptographic schemes, statistical anomaly de¬ 
tection, protocol syntax checking, and protocol semantic 
checking. Cryptographic mechanisms primarily aim at 
locking out external attackers. Anomaly detection, syntax, 
and semantics checking primarily provide essential detec¬ 
tion mechanisms that notice when prevention has failed 
and also when unexpected faults occur. Secure neighbor- 
to-neighbor communication to prevent an outside entity 
from tampering with the messages exchanged between 
router, authentication to validate the identity of a legiti¬ 
mate router, and authorization to restrict the actions of a 
legitimate router are among the cryptographic protection 
schemes. These are all achieved through public-key cryp¬ 
tography. Statistical anomaly detection is based on statis¬ 
tical profiles to flag unexpected behavior. The abnormal 
routing behavior can happen because of compromised 
routers or by human error. Protocol syntax checking can 
be an effective means for detecting hardware faults 
and implementation error such as illegitimate message 
sequences. Protocol semantics checking can improve 


protocol behavior by monitoring the routing update mes¬ 
sages among the routers. 

The Internet was designed for fast packet delivery 
rather than reliability. The transmission in Internet is not 
fault-tolerant, but reliable delivery services are critical for 
certain applications, such as file transfer, database services, 
transaction processing, etc., which require every packet 
to be delivered. Though transport control protocol (TCP) 
provides reliable services, it depends on Internet protocol 
(IP) to deliver packets. IP sends and receives packets to 
and from IP addresses, but IP does not protect against 
data loss, data damage, packet out of order, or data du¬ 
plication. IP is inherently unreliable, so TCP has to be 
responsible for verifying the correct delivery of data and 
requesting retransmissions. Several alternatives have been 
proposed for making TCP fault-tolerant, some of which 
are discussed below. 

FT-TCP (fault-tolerant TCP) (Alvisi et al. 2001) allows 
the TCP connections to remain open until the faulty 
server recovers or is failed over to a backup, masking the 
failure from the client. To realize this, a wrapper software 
is used to surround the TCP layer and intercept all com¬ 
munication. Two wraps on both the IP and application 
sides communicate with a logger to record the state and 
cooperate to maintain or restore the TCP connection. 
FT-TCP does not need the modification of TCP protocol, 
nor does it affect the software running on a client, but the 
logger becomes a single point of failure. ST-TCP (server 
fault-tolerant TCP) (Marwah, Mishra, and Fetzer 2003) 
adopts the primary-backup approach, which uses an ac¬ 
tive backup server to tolerate TCP server failure by taking 
over the TCP connection. The backup server monitors the 
state of TCP connection between the client and the primary 
server and stores it as a replica of the primary application. 
No change or wrapper is required on the client machine, 
and the clients can connect to a ST-TCP server in the 
same way they connect to a standard TCP server. ST-TCP 
requires minor changes to the standard TCP server and 
can only tolerate single failure. 

HARTs (high availability with redundant TCP stacks) 
(Shao et al. 2003) uses two or more servers as the primary 
servers to maintain redundant TCP connection stacks and 
to improve availability of TCP connections. Therefore, 
any failure in one of the server nodes does not interrupt 
the TCP connections. HARTs makes the redundant TCP 
connections as single networking, but multiple servers 
must be synchronized. 

M-TCP (migratory TCP) (Sultan et al. 2002) also uses 
multiple servers. A client establishes a TCP connection 
with one of the servers, but the connection can migrate 
to another server depending on the migration policy used. 
The original server transfers the state of this connection to 
the new server, which starts a new TCP connection and re¬ 
stores the state, and then sends a message to the client to 
continue its operation. The migration is transparent to the 
client application. It may be triggered by conditions such 
as a server crash, network congestion, or degradation. 

CONCLUSION 

Fault-tolerant computing already has been playing a ma¬ 
jor role in communications, transportation, e-commerce, 
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space, and many other areas that impact our lives. Com¬ 
puter architecture is changing because of development 
in the computer hardware and software design, which 
presents new challenges to the fault-tolerant industry. 
Many of its next advances are seen in new state-of-the-art 
systems such as massively parallel scalable computing, 
promising new unconventional architectures such as 
system-on-chip, processor-in-memory, or reconfigurable 
computing, mobile computing, and the other exciting new 
things that lie around the corner. Lately, there has been 
increasing focus on making applications fault-tolerant. 
Emerging multicast applications such as videoconferenc¬ 
ing, distributed network games, telemedicine, distance 
learning, etc., need fault tolerance to ensure high levels of 
quality. Therefore, the interest in fault-tolerant systems, 
fault-tolerant computing, and fault-tolerant applications 
will keep increasing. 

GLOSSARY 

ABFT: Algorithm-based fault tolerance. 

Availability, A(f): The probability that a system is op¬ 
erating correctly and is available to perform its func¬ 
tions at the instant of time t. 

CRB: Consensus recovery block. 

Dependability: The quality of service provided by a 
particular system. 

Error: The occurrence of an incorrect value in some 
unit of information within a system. 

Failure: A deviation in the expected performance of a 
system. 

Fault: A physical defect, imperfection, or flaw that oc¬ 
curs in hardware or software. 

Fault avoidance: A technique that attempts to prevent 
hardware failures and software errors from occurring 
in a system. 

Fault Tolerance: The ability to continue the correct 
performance of functions in the presence of faults. 
Fault-Tolerant Computing: The process of performing 
calculations, such as those performed by a computer, 
in a fault-tolerant manner. 

Maintainability, M(f): The probability that the failed 
system can be restored to operation within time t. 
MTBF: Mean time between failures. 

MTTF: Mean time to failure. 

MTTR: Mean time to repair. 

NMR: N-modular redundancy. 

NSCP: N-self-checking programming. 

NVP: N-version programming. 

RAID: Redundant array of independent disks. 

RB: Recovery block. 

Reliability, R(t): The conditional probability that a sys¬ 
tem has functioned correctly throughout an interval 
of time, [0,f], given that the system was performing 
correctly at time 0. 

TMR: Triple modular redundancy. 

CROSS REFERENCES 

See Computer Network Management; Network Reliability 
and Fault Tolerance; Network Traffic Management. 
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In mechanics we used only one clock. But this 
was not very convenient, because we had to take 
all measurements in the vicinity of this one clock. 
Looking at the clock from a distance, ... we have 
always to remember that what we see now really 
happened earlier, just as we receive light from the 
sun eight minutes after it was emitted. We should 
have to make corrections, according to our dis¬ 
tance from the clock, in all our time readings. 

—Einstein and Infeld (1938) 

Now what does that mean? If we look at the situ¬ 
ation carefully we see that events that occur at 
two separated places at the same time, as seen 
by [an observer] in [a coordinate system], do not 
happen at the same time as viewed by [another 
observer] in [another coordinate system].... This 
circumstance is called “failure of simultaneity at 
a distance,”... 

—Feynman, Leighton, and Sands (1963) 


INTRODUCTION 

Let G be a connected undirected graph with n nodes and 
m edges. Each node in G stands for a sequential process¬ 
ing element and each edge represents a bidirectional 
communication channel that allows for the point-to-point 
exchange of messages between its end nodes. G is then 
representative of a multitude of distributed-memory sys¬ 
tems, such as computer networks and, more abstractly, 
systems of multiple agents that do not share memory. In 
this chapter, we understand a distributed algorithm to be 
any algorithm for execution by the nodes of G as con¬ 
current sequential threads that communicate with one 
another by passing messages over the edges of G. We let 
nodes be numbered 1 

The field of distributed algorithms is an outgrowth of the 
research on concurrent programming that some decades 
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ago was an essential part of the research on operating 
systems. The field evolved to encompass both the message¬ 
passing computations that are our subject matter in this 
chapter and computations on shared memory. Through the 
years, key representative problems have been identified, 
and a core collection of fundamental techniques has been 
put together for use in the design and analysis of the algo¬ 
rithms. In a space-constrained chapter such as this one, 
it is unavoidable that some topics be left out (such as the 
entire sub field of shared-memory computations) while 
others are only skimmed over (such as computations in the 
presence of faults, which we cover later only briefly). How¬ 
ever, we are at present fortunate to have several texts on 
distributed algorithms available for in-depth study. Of 
these, we single out the books by Barbosa (1996), Lynch 
(1996), Peleg (2000), Tel (2000), and Attiya and Welch 
(2004). Each favors a different approach to the subject and 
has its particular choice of topics. Combined, they offer a 
comprehensive body of knowledge on the field. 

Most of the research on distributed algorithms has had 
a strongly theoretical flavor and has striven for the rigorous 
establishment of correctness—and performance-related 
properties. As the reader will notice throughout the chap¬ 
ter, often the approach has been to concentrate efforts 
on a few paradigmatic problems whose definitions aim 
at capturing the practical issues pertaining to real-world 
problems. For readers of a handbook such as this, it is im¬ 
portant to realize that this approach has been very success¬ 
ful and that many practical solutions exist that implement 
what has been discovered. Two important examples are 
the applications of leader-election algorithms, particularly 
within the asynchronous transfer mode (ATM) layers that 
lie at the Internets backbone (Huang and McKinley 2000), 
and the use of algorithms to discover minimum-weight 
spanning trees on overlay networks for end-system mul¬ 
ticast (Chu et al. 2002). Even conceptual problems whose 
treatment is fraught with difficulties, such as reaching 
agreement in faulty environments, have influenced real- 
world decisions: the four-way handshake that implements 
the closing of TCP connections (Kurose and Ross 2005), 
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for example, is an attempt to handle the difficulties of 
such an agreement. 

The two quotations that open this chapter are meant 
to stress what we deem to be the most fundamental is¬ 
sue underlying the study of distributed algorithms—that 
is, the issue of how to represent time, how to account 
for its passage, and how to refer to global entities with¬ 
out breaching any causality principles. We deal with this 
issue in the section on “Models of Computation," albeit 
still somewhat superficially, with the introduction of the 
so-called synchronous and asynchronous models of com¬ 
putation that we use throughout the chapter. The section 
also contains representative distributed algorithms for 
each model. The asynchronous algorithms, in particular, 
are expanded and generalized in the section on “The Quin¬ 
tessential Asynchronous Algorithm" to yield a template 
for any asynchronous algorithm. We then continue in 
the section on “An Asynchronous Building Block” with the 
introduction of an important building block to be used in 
the construction of asynchronous algorithms. This build¬ 
ing block is intended for the asynchronous establishment 
on G of a rooted tree having certain desired properties. 

In the section on “Events and Global States,” we re¬ 
turn to time-related modeling issues and expand on the 
asynchronous model by introducing details that eventu¬ 
ally lead to the notion of a consistent global state of an 
asynchronous computation. This is followed by a section 
on “Other Asynchronous Building Blocks,” in which two 
additional building blocks for the construction of asyn¬ 
chronous algorithms are discussed, namely the election 
of a leader and the distributed recording of a global state. 
Provisioned now with three important building blocks, we 
move in the next section to the description of an asynchro¬ 
nous algorithm that can be built out of some of them. 

The issue of how to assess the computational complex¬ 
ity of a distributed algorithm is treated in the section on 
"Computational Complexity," in which we discuss both 
time- and communication-related measures. With these in 
hand, we are equipped not only to analyze the worst-case 
performance of the algorithms discussed up to that section, 
but mainly we can then return to the interplay between 
synchronism and asynchronism and describe how to safely 
translate a synchronous algorithm into an asynchronous 
one while being able to assess the unavoidable change in 
computational complexity. We do this in the next section, 
in which we discuss the so-called synchronizers. 

The section titled “Additional Topics” is devoted to brief 
discussions of further topics of interest within the field 
both from a theoretical perspective (viz. lower bounds 
and impossibility results, computing on anonymous sys¬ 
tems, topological awareness, self-stabilization, consensus 
problems, correctness proofs, and the emergence of an all- 
encompassing theory of distributed computing) and from 
an applications-related one (resource sharing and the 
design of asynchronous algorithms for wireless networks 
and for large unstructured networks of generally unknown 
topologies—the so-called complex networks). To finalize, 
we give conclusions and closing remarks. 

MODELS OF COMPUTATION 

We give each model of distributed computation by specify¬ 
ing how time elapses at each node of G, how the elapsing of 


time at one node relates to what happens at another node, 
and how the passing of messages relates to time. For most 
of the chapter we assume that nodes and edges never fail. 

The Synchronous Model 

The synchronous model of distributed computation 
is characterized by the existence of a single clock that 
makes all nodes work in lockstep at the occurrence of its 
pulses, numbered by the integer s a 0. The model also as¬ 
sumes that the local computation occurring at each node 
for each pulse takes no time, and also that messages sent 
between neighbors in G as part of the local computation 
for pulse .s' are delivered before the occurrence of pulse 
s + 1. The assumptions of the synchronous model are un¬ 
realistic, but allow for great simplifications in the design 
of distributed algorithms, as we exemplify next. 

Example: breadth-first numbering This problem asks that 
each node i in G be labeled with the integer /, such that the 
number of edges on the shortest path (i.e., the distance) 
from node i to node 1 is A synchronous algorithm to 
do this is initiated by node 1, which at pulse s = 0 lets 
U — 0 and sends a message to all its neighbors. For s > 0, 
any node i receiving a message for the first time lets /, = s 
and also sends a message to all its neighbors. Clearly, the 
problem can be solved within diam(G) + 1 pulses, where 
diam(G) is the diameter (greatest distance between two 
nodes) of G. The number of messages used is = 2m, 
where d, is the degree of node i. 

Example: leader election in a complete graph When node 
i has an identification id t that is distinct from all other 
nodes’ and all identifications are totally ordered by <, this 
problem asks that all nodes in G determine the node k for 
which id k = min, id,. A nontrivial synchronous algorithm 
to do this on a complete graph is the following (Afek and 
Gafni 1991). Initially all nodes are candidates. At each 
even pulse, a node i that remains a candidate sends id, 
to a new group of neighbors. At each odd pulse, every 
node compares all the identifications sent to it in the pre¬ 
vious pulse to the least identification it has ever seen and, 
correspondingly, sends out at most one positive reply (to 
the owner of the new least identification, if any). A node 
remains a candidate if it receives positive replies to all 
identifications it sent out. If at pulse s = 2z, z = 0,1,..., 
the group of neighbors to which a candidate’s identifica¬ 
tion is sent has size 2 Z , then clearly the number of pulses 
required to elect a leader is 0(log n). As for the number of 
messages, notice that the number of candidates remain¬ 
ing at pulse s = 2z for z > 0 is the number of nodes that 
were sent 2 Z_1 positive replies at pulse s — 1—that is, at 
most n/2 z ~'. The overall number of messages includes the 
initial n identifications, the ini 2 Z_1 )2 Z identifications sent 
for each z > 0, and finally the 0(« log n) positive replies. 
These add up to 0(n log n) messages. 

Both examples take explicit advantage of the assumptions 
of the synchronous model. In the case of breadth-first 
numbering, this is revealed in the one-to-one correspond¬ 
ence between a node's distance to node 1 and the earliest 
pulse at which it can be reached by a message initially 
propagated by node 1. In the case of leader election 
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when G is a complete graph, it is revealed in a subtler 
manner by the tacit information that, in the synchronous 
model, necessarily accompanies the absence of a message. 
The algorithm in the example exploits this by letting each 
node group all identifications sent to it before deciding 
whether to send out a positive reply, and also by dispens¬ 
ing with the need for negative replies. 

The Asynchronous Model 

In the asynchronous model, each node has its own local, in¬ 
dependent clock, and computes, possibly sending out mes¬ 
sages to its neighbors, upon the receipt of each message. 
Message delivery, even though guaranteed to occur, is in 
no way correlated to either the clock of the sender or of 
the receiver. The reactive response to an arriving message 
is always atomic—that is, it is never interrupted by the 
arrival of new messages, which are then queued up for 
future treatment. These assumptions, clearly, call for the 
existence of at least one initiator, that is, at least one node 
that performs some initial local computation, and sends 
out messages, without the need for an arriving message 
to respond to. We henceforth consider asynchronous 
algorithm nearly exclusively. They are in general more 
complex than synchronous algorithms; we start with very 
simple examples (Segall 1983). 

Example: flooding Let 7 be a piece of information to be 
disseminated through the nodes of G from a single initia¬ 
tor, say node 1. In the absence of any further structure 
on G, one solution is to flood the graph: node 1 sends 7 to 





Figure 1 In the G of part a, directed edges are used to indicate 
a tree rooted at node 1 that may result from flooding the graph 
with feedback. The events of a possible execution leading to 
this tree are shown as filled circles in part b, where dotted 
lines indicate the nodes' local time axes (time progresses from 
left to right) and arrows depict messages. The B relation that 
corresponds to this execution is the edge set of the precedence 
graph of part c. One of the execution's global states is shown 
in part d, where the dashed line is used to indicate the 
corresponding partition of the event set. The only messages to 
be sent in the future of this global state are the copies of / that 
traverse tree edges root-ward to implement feedback. 


all its neighbors; all other nodes, upon receiving 7 for the 
first time, do the same. Clearly, this requires 2m copies of 
7 to be sent out. 

Example: flooding with feedback Suppose that, in addition 
to disseminating I as in the previous example, we also want 
node 1 to be informed that all other nodes have already 
been reached by the dissemination when this happens. Let 
Pi be a variable local to node i. We use flooding with feed¬ 
back: node 1 sends I to all its neighbors; node i # 1, upon 
receiving I for the first time, say from node/, lets p, = j and 
sends I on to all its neighbors but /; node j is sent 7 back 
only when node i has received 7 from all its neighbors. 
The number of copies of 7 required is still 2m, but now a 
simple inductive argument on the spanning tree rooted at 
node 1 that the p, variables establish on G shows that node 
1, upon having received 7 from all its neighbors, is certain 
that the dissemination has finished (Figure 1(a)). 

The first example is valid for any number of concurrent 
initiators. The second one, with its inherent ability to an¬ 
chor the entire asynchronous computation, via the rooted 
tree, at the single initiator, gives rise to both a generic 
template for gracefully terminating asynchronous algo¬ 
rithms (cf. the section on “The Quintessential Asynchro¬ 
nous Algorithm”) and also a fundamental building block 
for the development of asynchronous algorthms (cf. the 
section on “An Asynchronous Building Block"). 

THE QUINTESSENTIAL 
ASYNCHRONOUS ALGORITHM 

Any asynchronous algorithm with one single initiator 
can be cast into the template we give in this section. In 
the case of algorithms that rely on the flexibility of mul¬ 
tiple concurrent initiators, the same property continues 
to be ultimately valid in its essence, since conceptually 
we can always add a new node to G, connect this node to 
the desired initiators, and then let it be the sole initiator 
instead. Our template is based on the elegant method laid 
down by Dijkstra and Scholten (1980) for detecting the 
termination of asynchronous computations that have one 
single initiator. 

We start with a generic template for an asynchronous 
computation with one single initiator that does not re¬ 
quire the initiator to be informed of termination. Such a 
template requires that the initial action to be performed 
by the initiator be specified, and also that for all nodes 
(including the initiator) a specification be given as to how 
to respond to the reception of each possible message type 
during the computation. As a shorthand, we refer to such 
messages generically as msg, always bearing in mind that 
msg may stand for several different message types, each 
requiring a different treatment when received. 

The generic template we seek in this section is an aug¬ 
mentation of the simple template we just outlined that aims 
at ensuring that the initiator be informed of termination 
when it occurs. It uses the same p, variables of the flood¬ 
ing with feedback algorithm for basically the same pur¬ 
pose. In addition, it is based on the premise that every msg 
message is explicitly acknowledged—that is, for every 
msg that node i sends node / there has to correspond an 
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acknowledgment message sent by node / to node i. We 
let such a message be genetically denoted by ack. Decid¬ 
ing when to send each ack is the crux of the underlying 
method. For node i, a counter c„ initially set to 0, is used to 
keep track of how many ack messages node i still expects 
to receive. 

The following three actions specify the template asyn¬ 
chronous algorithm. As before, we let node 1 be the algo¬ 
rithm’s sole initiator. 

1. Spontaneous initiation at node 1—Perform some local 
computation, possibly sending out msg messages and 
incrementing C\ by the number of messages sent. 

2. Upon the reception of msg from node j at node i —Per¬ 
form some local computation, possibly sending out 
msg messages and incrementing c ; by the number of 
messages sent. Then do one of the following: 

(a) If Ct = 0 held when msg was received and Ci > 0 
holds now, then let p, = /; 

(b) Otherwise, send ack to node /. 

3. Upon the reception of ack at node i —Decrement c, and 
check whether c, — 0. In the affirmative case, conclude 
that termination has occurred if i = 1, or send ack to p, 
if i > 1. 

Any asynchronous computation conforming to this tem¬ 
plate spreads out from node 1 and, if termination ever oc¬ 
curs, eventually contracts back onto it. In the meantime, 
the computation remains anchored at node 1 through the 
tree rooted at node 1 that the variables p, induce if c, > 0. 
This tree grows with the incorporation of node i > 1 
into it when in action 2(a) node i lets p, = j; likewise, it 
contracts by shedding node i > 1 when in action 3 node 
i sends ack to p,. As the computation progresses, such a 
node may enter and leave the tree several times, each time 
through a possibly different path from node 1 to it in G. 
For computations that do terminate, eventually the tree 
stops growing and then the same inductive argument 
used to demonstrate the correctness of flooding with 
feedback can be used. 

AN ASYNCHRONOUS BUILDING 
BLOCK 

This recurring idea that building trees on G asynchronously 
can be used to anchor asynchronous computations for 
proper termination signaling can be made more general 
and be applied to certain portions of the computation 
only. That is, it is possible to structure the tree-building 
procedure in such a way that it becomes a building block 
for the construction of more complex distributed algo¬ 
rithms. We specify such a building block now and use it 
to construct the algorithm in a later section as an example 
of its use. 

Let Nj denote the set of neighbors of node i in G. Let N~ 
be a subset of A/,-. Also, let Si and 7) be Boolean conditions 
relative to node i, used respectively to indicate, when they 
become true, that node i is to be the sole initiator of the 
construction of a tree rooted at it, and that node i, not be¬ 
ing the initiator, is to participate in such a construction as 
it is reached by its messages. The following three actions 


indicate how to grow and contract such a tree. We let 
node k be the assumed initiator of the algorithm and root 
of the tree. We use the same msg and ack messages as in 
the section on “The Quintessential Asynchronous Algo¬ 
rithm.” Counter c, is also used at each node i as in that 
section. 

4. Initiation at node k when Sk becomes true —If A /7 0, 

then send msg to all nodes in Nf and increment c k by 

m- 

5. Upon the reception of msg from node j at node i —If/ t 4 k 
and receiving msg has caused 7) to become true, and 
also N~ ¥= 0, then send msg to all nodes in A 7 ~ incre¬ 
ment c, by | ATI, and let p, = Otherwise, send ack to 
node j. 

6. Upon the reception of ack at node i —Decrement c ; and 
check whether c, = 0. In the affirmative case, conclude 
that the tree has contracted back onto its root if i = k, 
or send ack to p, if i ¥= k. 

Actions 4 to 6 promote the growth of a tree on G that is 
rooted at node k. Its creation starts when S, : becomes true 
and is joined by every node i + k for which 7) becomes 
true as msg messages arrive and A /7 A 0. Its contraction 
is started concurrently at every node i # k for which 7j 
never becomes true or N~ = 0, and also as nodes receive 
copies of msg other than the first, and continues with the 
ensuing sending of the ack messages. Obviously, letting 
N~ = Nj for all i and setting T ; to become true for all i > 1 
as the first msg arrives yields the asynchronous algorithm 
for flooding with feedback. In this case, msg = ack = 7 
and the flooding starts when S, becomes true. 


EVENTS AND GLOBAL STATES 

The design of an asynchronous algorithm must be resil¬ 
ient to any degree of the uncertainties that underlie the 
asynchronous model. Such uncertainties refer to the fact 
that local clocks are in no way correlated to one another, 
and also to the unpredictable delays that messages may 
undergo as they are transmitted on the edges of G. What 
this amounts to is that different executions of the same 
asynchronous algorithm may, from the local standpoint 
of a certain node, entail the reception of a different se¬ 
quence of messages for each execution and therefore a 
different sequence of actions as well. Characterizing what 
is meant by an execution precisely is then crucial, as it 
affects directly the conception of certain asynchronous 
building blocks and also allows complexity measures to 
be defined correctly. 

In what follows, and also in some of the forthcoming 
sections, we use a directed graph D in lieu of the undi¬ 
rected graph G we have been using. The nodes of D are 
the same as those of G, and its edges, by contrast, in¬ 
dicate the possibility of unidirectional communication 
between the nodes. We do this substitution for the sake 
of generality, since an undirected graph with the bidi¬ 
rectional-channel interpretation we have ascribed to the 
edges of G is equivalent to the particular case of D that 
has two directed edges between every two nodes that are 
neighbors in G, one in each direction. We let c denote the 
number of directed edges in D. 
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Our definition of an execution of an asynchronous 
algorithm is based on the seminal work of Lamport 
(1978). For an asynchronous algorithm A, we define an 
execution of A to be a set V A of so-called events (Figure 
1(b)). An event v is a sextuple containing the following 
elements: 


node(v) is the node of D at which v happens; 

timeiv) is the time, as given by the local clock of node(v), 

right after the occurrence of v; 

in_msg(v) is the message, if any, whose reception at 
node(v) triggers the occurrence of v; 

Ont_msgs(v ) is the set of the messages, if any, that nodelv) 
sends out as a consequence of the occurrence of v ; 
p_state(v) is the local state of nodelv) that precedes the 
occurrence of v; 

s_state(v) is the local state of nodelv) that succeeds the 
occurrence of v, that is, at time timeiv). 


Clearly, this definition of an event captures the essential 
nature of an asynchronous algorithm, allowing for the 
first actions of initiators and for the subsequent process¬ 
ing by all nodes as they react to the reception of indi¬ 
vidual messages. 

The events in V A are obviously not independent of one 
another. In fact, the definition of the following binary re¬ 
lation, denoted by B, is quite natural. For v, v' £ V A , we 
say that (v, v') € I? if one of the two following possibilities 
holds: either node{v) = nodelv') and time(v) < time(y') with 
no intervening events between them; or nodelv) + nodelv') 
and injnsglv') 6 Out_msgs(v). In other words, B charac¬ 
terizes the situations in which v is an immediate pred¬ 
ecessor of v', either occurring in immediate succession 
at the same node, or occurring at different nodes, pro¬ 
vided the message that triggers the occurrence of v' is 
sent as a consequence of the occurrence of v. 

This relation B gives rise to two important entities. The 
first is an acyclic directed graph, called the precedence 
graph of execution V A ; its node set is V A and its edge set is 
B (Figure 1(c)). The second important entity is the tran¬ 
sitive closure B 1 of B, which is known as the happened- 
before relation; B + is a partial order on V A and allows the 
precise definition of the past of an event v as Pastlv) = {V 
€ V A I (v', v) e -B + ] and of vs future as Futureiy) = (V € 14 
I (v, v') € _B + ). It also allows concurrent events in V A to be 
defined precisely: v, v' € V A are concurrent if neither (v, v') 
€ B + nor (v', v) £ B + . 

The asynchronous model, by definition, precludes the 
precise treatment of global properties in time-related terms. 
This, of course, is because of the absence of a global clock, 
but the need remains for us to be able to refer to global 
properties. For example, the termination property that is 
detected as, in the algorithm of the section on “The Quin¬ 
tessential Asynchronous Algorithm,” node 1 sets C\ to 0 is a 
global property that makes sense even if we eliminate all ack 
messages from that algorithm: all this elimination achieves 
is that node 1 is no longer capable of detecting termination, 
but the notion of termination remains valid, and it is legiti¬ 
mate for us to want to refer to it globally. The way to achieve 
this is by defining precisely what a global state of the execu¬ 
tion V A is. We present this definition in two stages. 


In the first stage, we first partition V A into the sets 
14(1),...,T4(n), where 14(0 is the set of events v for which 
node(v) = i. Then we further partition each 14(f) into 1 4(0 
and 14K0 in such a way that time(v) < timeiv’) for any 
v e V\li), v' £ Va( 0. If we now regroup these sets into 
V A = U;Va( 0 and V\ = U,V|(i), then the new partition of 14 
into V\ and V\ can be seen to define a global state of the 
system represented by the directed graph D. In this global 
state, the local state of node i is either its initial state (if 
V\(i) ¥= 0) or s_state(v), where v is the event in V\li) for 
which timeiv) is greatest. The global state also includes 
messages in transit on the edges of D; these are the mes¬ 
sages in_msg(v') such that v' £ V\ and injnsglv') £ Out_ 
msgslv) for some v £ Vi- 

Global states defined in this way can be easily seen 
to give rise to causal inconsistencies with respect to the 
partial order B + . In the definition’s second stage, we then 
complete it by requiring that Pastlv ) C V\ for all v £ V[ (an 
equivalent statement of this requirement is that Future(v) 
C V A for all v £ Vz). We sometimes refer to V\ as the global 
state’s past and to V\ as its future. Global states are illus¬ 
trated in Figure 1(d). 

Vector Clocks and Beyond 

This theory has been extended by the incorporation of sev¬ 
eral other time-related notions for asynchronous algorithms. 
These extensions can be found in the articles collected by 
Yang and Marsland (1994) and also elsewhere (e.g., Drum¬ 
mond and Barbosa 2003). One of the strongest motivations 
has been the design of algorithms for detecting various 
types of global predicates, such as the ones of Drummond 
and Barbosa (1996). We close this section by briefly discuss¬ 
ing the notion of a vector clock. The vector clock of node i 
at time timely), with v such that node(v) = i, is the size-M 
one-dimensional array K t whose ;th component is 

K [y] = \timely), if/ = i; 

1 \timelpredlv )), if/ ^ i, 


where predlv) is the latest predecessor of v at node /, that 
is, the event v' £ V A lj) such that (v',v) £ B + for which 
timeiv') is greatest (if no such event exists, then we as¬ 
sume timelpredlv)) = 0). It is easy to see that there exists 
a global state of 14 of which K, is the node-state part. Also, 
if every node attaches its current vector clock to all mes¬ 
sages it sends, and furthermore updates its vector clock, 
whenever it receives a message, to the component-wise 
maximum of the vector clock that comes in the message 
and its own, then the result remains a valid vector clock. 
The extension of vector clocks to higher-dimensional ma¬ 
trix clocks follows similar principles and allows for con¬ 
sistent local representations of arbitrary-depth portions 
of an event’s past in execution 14. 

OTHER ASYNCHRONOUS 
BUILDING BLOCKS 

In addition to the tree-constructing asynchronous build¬ 
ing block of the section on "An Asynchronous Building 
Block,” two others are generally regarded as being just as 
fundamental. We discuss them next. 
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Leader Election 

In the section on "Models of Computation," we intro¬ 
duced the leader-election problem as the problem of find¬ 
ing the node whose identification is the minimum. The 
problem is well posed, because we assumed that all nodes 
have distinct identifications totally ordered by < and that 
all nodes are candidates initially. In this section we con¬ 
sider a more general definition of the problem: not only is 
G no longer assumed to be a complete graph, but also not 
all nodes are candidates initially. In addition, the prob¬ 
lem does not ask for the candidate of least identification, 
but asks instead that all nodes agree on some candidate s 
identification. 

When posed like this, the problem is very closely related 
to the problem of finding a minimum-weight spanning 
tree on G when edge weights are all distinct and totally or¬ 
dered by < (and hence G has a unique minimum-weight 
spanning tree). The reason that the two problems are so 
close to each other is that, in several solutions of the latter 
problem (Gallager, Humblet, and Spira 1983; Chin and 
Ting 1990), when the minimum-weight spanning tree is 
finally obtained, we automatically have a core edge whose 
end nodes, having distinct identifications, can decide be¬ 
tween them which one becomes leader if at least one of 
them is a candidate. If neither is a candidate, then they 
can take upon themselves the task of deciding which of 
the candidates is to become leader. Obtaining their iden¬ 
tifications and disseminating through all nodes the lead¬ 
er’s identification is achieved rather simply by computing 
exclusively on the edges of the tree. The entire procedure, 
including finding the tree, can be designed so that the 
number of messages it requires is 0(m + n log n). 

It then remains for appropriate weights to be set for all 
edges of G. Any set of distinct weights ordered by < will 
do, including the adoption of the ordered pair (min[id,, 
id,]), ma x[id it id.,)) as the weight of the edge between nodes 
i and j. In this case, weights are ordered lexicographically 
by <, and this is how comparisons are to be made as the 
minimum-weight spanning tree is built. 

Global-State Recording 

Consider an arbitrary execution V A of an asynchronous 
algorithm A. Let X\, X\ and Y\, Y\ be distinct partitions 
of V A that define global states as explained in the section 
on “Events and Global States.” We say that the latter of 
these global states is in the future of the former one if 
X\ C Y\ (equivalently, if Y\ C X A ). Now let P be a global 
predicate on execution V A . We say that P is stable if P is 
true of all global states that are in the future of a global 
state of which P is true. One example of stable predicates 
is termination, which is true of a global state if and only 
if all nodes are idle and all edges are empty in that global 
state. 

One possible approach to the detection of stable predi¬ 
cates is to repeatedly record global states of V A until one is 
found of which the predicate is true. The ability to make 
such recordings is then crucial, and we now review an asyn¬ 
chronous algorithm to do it. As in the section on "Events 
and Global States,” for the remainder of this section 
we revert to using the directed graph D in lieu of the un¬ 
directed G. 


The algorithm we give is the one of Chandy and Lamport 
(1985). Like all algorithms for recording global states, it 
is to be viewed as a separate computation that is super¬ 
imposed on the computation whose execution is V A (this 
execution is then referred to as a substrate). Even though 
A and the recording algorithm are separate entities, it is 
the interaction between them that allows for the record¬ 
ing of global states of V A . So the two algorithms share 
the nodes of D (whose processing capabilities are split 
between the two as their actions are executed atomically) 
and also its edges. 

Similarly to our earlier practice, we refer to each mes¬ 
sage of the substrate generically as msg. The recording al¬ 
gorithm uses marker messages exclusively, even though it 
also handles, without interpreting them, the msg messages. 
During recording, each node is responsible for recording 
its own local state and also the states, in the form of se¬ 
quences of messages, of all edges that in D are directed 
toward it. We use MsgSiij) to denote the sequence, initially 
empty, into which node i records messages it receives from 
/ if (j, i ) is a directed edge of D. 

The recording admits any number of concurrent ini¬ 
tiators. An initiator records its own local state and sends 
marker on all its outgoing edges. Any other node, upon 
receiving the first marker, does the same. From then on, 
node i (initiator or otherwise) monitors the msg messages 
it receives: if (j, i) is an edge of D, then every msg received 
from node/ before a marker is received from that same node 
is appended to Msgs^j). 

This algorithm, evidently, is nothing but the obvious ex¬ 
tension to directed graphs of the flooding algorithm of the 
section on "Models of Computation,” naturally with 
the necessary provisions for node- and edge-state record¬ 
ing. If D is strongly connected, then assuredly all nodes 
participate in the recording and, overall, exactly c marker’s 
are sent. It is also possible to prove that, if in addition D’s 
edges deliver messages in the first-in, first-out (FIFO) or¬ 
der, then all the information the algorithm records does 
indeed constitute a global state. In this global state, all 
(and only) messages recorded in Msgs t (j) have the follow¬ 
ing property: they were sent before node j’s recording of its 
own local state and received after node i’s. This property is 
the key to extending the algorithm to the case of non-FIFO 
message delivery. 

AN EXAMPLE 

We draw this sections example from the area of distrib¬ 
uted computations for resource sharing. In this case, the 
nodes of G compete with one another for the use of shared 
resources, and we assume that the sharing policy they fol¬ 
low defines a dynamic subgraph of G that reflects, along 
the computations global states, the wait of nodes for one 
another. Even though G is an undirected graph, this sub¬ 
graph has directed edges: if the directed edge (i, j ) is part 
of it in a certain global state, then in that global state node 
i is blocked and waiting for a signal from node j to help re¬ 
lease it. We denote this subgraph of G by W. By the nature 
of W, its sinks (if any) are the only unblocked nodes, and 
the possibility of deadlocks is a reality. 

A rich set of graph-theoretic concepts exists for the treat¬ 
ment of deadlocks in W (Barbosa 2002). In particular, 
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since the existence of a deadlock in W is a stable property, 
recording a global state of the resource-sharing compu¬ 
tation and checking the corresponding (static) W for the 
occurrence of some sufficient condition for deadlocks 
to occur is a common approach (we refer the reader to the 
example given by Misra and Chandy (1982), which is a 
clever, albeit concise, application of the template of the sec¬ 
tion on “The Quintessential Asynchronous Algorithm”). 

One example that illustrates the use of the tree¬ 
constructing building block of the section on “An Asyn¬ 
chronous Building Block" is the following (Bracha and 
Toueg 1987). Suppose that the resource-sharing computa¬ 
tion is such that node i must receive at least x, signals from 
its out-neighbors in W to be released. In order for node 1 
to detect whether it is in deadlock according to a recorded 
W, it first builds a tree following actions 4 to 6 with: k = 1, 
Si becoming true when node 1 suspects it is in deadlock, 
Tj becoming true when node i ¥= k receives the first mes¬ 
sage, and finally N~ the set of out-neighbors of node i in W. 
This tree unfolds out from node 1 through the nodes’ out- 
neighbors. If any sinks are reached, then each one builds 
another tree concurrently with the other sinks, before 
allowing the original tree to contract. Each sink-rooted 
tree follows actions 4 to 6 with: k the corresponding sink’s 
number, Su becoming true when node k is reached by the 
messages constructing the original tree, 7) becoming true 
when (nonsink) node i # k has just received x, of the mes¬ 
sages used to expand the sink-rooted trees, and finally N~ 
the set of in-neighbors of node i in W. After the original 
tree contracts back on node 1, it decides for deadlock if 
and only if 7j is false (note that T , is defined only for the 
sink-initiated tree constructions). This algorithm requires 
no more messages than twice the number of edges in W. 
An illustration is given in Figure 2. 

COMPUTATIONAL COMPLEXITY 

So far we have only superficially touched the issue of com¬ 
putational complexity. In the field of distributed comput¬ 
ing, the complexity measures of interest are the time for 
completion of the algorithm and the overall number of mes¬ 
sages used. In previous sections we have only given com¬ 
plete complexity figures for the two simple synchronous 
algorithms of the section on "Models of Computation”; for 
all asynchronous algorithms, we limited ourselves to dis¬ 
cussing the number of messages used. We now give precise 
definitions in both cases; we concentrate on the case of 
worst-case figures, which is by far the most common, but 
it should become clear that extensions to average-case fig¬ 
ures are straightforward. In what follows, we let G denote 
the class of all graphs for which a certain algorithm is de¬ 
signed (e.g., all connected graphs, all rings, etc.). 

For an asynchronous algorithm A and a graph G e G, 
let V a {G) be the set of all possible executions of A on G. 
In the section on "Events and Global States,” we empha¬ 
sized the possibility of multiple distinct executions of A 
as they stem from the inherent unpredictability of the 
asynchronous model, but clearly there can be variation 
due to differences in initial local conditions and also to 
probabilistic decisions. We denote the number of mes¬ 
sages required for running A on G during execution V A by 
Messages(A,G, V A ). Clearly, assessing this number correctly 



Figure 2 In the M/ of part a, x, is equal to the number of 
out-neighbors of node i for / e {1,2,3,5,6}. Part b shows one 
possibility for the tree rooted at node 1, at the stage in which 
its leaves are the sinks of W (nodes 3 and 5). For x 4 = 2, parts c 
and d show, respectively, the edges of W traversed by messages 
of the tree-building procedures started by nodes 3 and 5 (we 
assume that timing is such that node 4 is reached by a message 
from node 5 before being reached by one from node 3, and 
likewise node 1 from node 6 before node 4). Node 1 is reached 
once in each case (hence x, times overall) and concludes that 
it is not in deadlock in W. For x 4 = 3, on the other hand, the 
traversed edges are those shown in parts e and f, respectively for 
the tree-building procedures started by nodes 3 and 5 (timing 
conditions are in this case irrelevant). Node 1 is only reached 
once, and only by the edges that correspond to the latter 
procedure (hence less than x, times overall), so it concludes 
that it is in deadlock in W. For the sake of clarity, we omit from 
parts c and e any indication of the trees rooted at node 3, and 
similarly for parts d and f with respect to node 5. 


is a matter of counting message exchanges during the ex¬ 
ecution. The worst-case message complexity of algorithm 
A, denoted by MCompl(A), is defined as 

MCompl(A)= max max Messages{A,G,V A ). 

GeC V,eV a (G) 

That is, for fixed G we first find the number of messages 
exchanged during the execution of A on G that requires 
the most messages. Then we take the greatest of these 
numbers over G. Naturally, the resulting figure depends 
on the parameters associated with at least one G e G, such 
as n, m, diam(G), or possibly others; here, and henceforth, 
we refrain from indicating this dependency explicitly for 
notational ease. All message complexities we have given 
heretofore in the chapter for asynchronous algorithms 
conform to this definition, as one may easily check. 
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A completely analogous definition can be given for 
the worst-case time complexity of A, which we denote by 
TCompl(A ): 

TCompl(A)= max max Time(A,G,V A ), 

GeC V A eV A ( G) 

where Time(A,G,V A ) is the time required for running A on 
G along execution V A . The absence of a global clock in the 
asynchronous model requires that we approach the defi¬ 
nition of this latter quantity with care. For cases in which 
the guarantee of a single initiator exists, a possibility one 
might think of would be to let this time be as given by 
the initiator’s local clock. But this approach is avoided in 
general, because it makes the eventual time complexity 
depend on a specific clock and on the rate at which time 
progresses according to that clock. 

A better approach is to recognize that the time expended 
by an asynchronous algorithm is determined primarily 
by the causal flow of messages on G during execution. 
For this reason, we assume local computation to take no 
time (just as in the synchronous model) and let Time(A, G, 
F a ) be given by the length of the longest causal chain in 
V A involving the reception of a message and the sending 
of another as a consequence. More precisely, we take the 
precedence graph of execution V A and assign weights to 
each of its edges: either 1 (if it is a message-related edge) 
or 0. Then we let TnneiA, G, V A ) be the length of the longest 
weighted directed path on the precedence graph of V A . 

As we look back on the asynchronous algorithms seen 
previously in the chapter, we see that the flooding-based 
ones (both the two of the section on “Models of Compu¬ 
tation” and the algorithm for global-state recording) all 
have an 0(n) worst-case time complexity. We also remark 
that it is possible to design an asynchronous algorithm for 
minimum-weight spanning trees that runs in 0(n log* n) 
time in the worst case (log* denotes the number of suc¬ 
cessive applications of the log operator required to yield 
a number less than 1). As for the deadlock detection 
algorithm of the section above in which we give an exam¬ 
ple, it runs in O(w) time in the worst case, where w is the 
number of nodes of W. 

We finalize by pointing out that the case of synchro¬ 
nous algorithms is entirely analogous, provided we under¬ 
stand that the possibility of multiple executions has now 
nothing to do with the model of computation. Further¬ 
more, the time required to run a synchronous algorithm 
S on G along a certain execution can be assessed by sim¬ 
ply counting pulses. Henceforth, we let MCompl{S) and 
TCompliS) denote, respectively, the worst-case message 
and time complexities of S. 

SYNCHRONIZERS 

As we remarked in the section on “Models of Computa¬ 
tion,” the synchronous model is unrealistic. The reason 
that it remains important despite this fact is that design¬ 
ing algorithms under its assumptions is often consider¬ 
ably simpler than designing for the asynchronous model. 
For example, the synchronous algorithm given in the 
previously mentioned section for numbering the nodes 
of G breadth-first is amazingly simple; an asynchronous 


algorithm, by comparison, would require considerable 
additional control and be significantly more complex. 

But what really guarantees the place of the synchronous 
model in the study of distributed algorithms is the cer¬ 
tainty that every synchronous algorithm can be correctly 
and automatically translated into an equivalent asynchro¬ 
nous one. This is achieved by transforming the operation 
of the synchronous algorithm at each pulse s a 0 into a 
fragment of an asynchronous algorithm. The desired asyn¬ 
chronous algorithm is obtained by piecing together these 
fragments for all values of 5. Such fragments are known as 
synchronizers (Awerbuch 1985). 

Let Sync be a synchronizer and suppose its worst- 
case message and time complexities (the latter in the 
asynchronous sense) per pulse are M{Sync) and T(Sync), 
respectively. Suppose also that initializing Sync requires 
M 0 {Sync ) messages and T 0 (Sync ) time at most. From the 
general description we have given so far of a synchronizer, 
it is clear that the asynchronous algorithm A resulting from 
transforming a synchronous algorithm S via synchronizer 
Sync has worst-case message and time complexities given, 
respectively, by 

MCompl(A) = MCompl{S ) + M Q {Sync) 

+ TCompl{S)M(Sync) 

and 

TCompl(A) = T 0 (Sync) + TCompl{S)T(Sync). 

The essential property that needs to be guaranteed before 
a node executes its portion of the synchronous algorithm 
corresponding to pulse s + 1 for s > 0 is that all messages 
sent to it at pulse s have reached it. This can be taken for 
granted when the assumptions of the synchronous model 
are in effect, but lifting them requires special actions to 
ensure that the property continues to hold. Let us call a 
node safe with respect to pulse s when all messages it 
sends during that pulse have reached their destinations. 
Clearly, in order for a node to proceed to pulse s + 1 it 
suffices that all its neighbors be safe with respect to pulse 
s. The task of a synchronizer is to convey this safety infor¬ 
mation to all nodes for each pulse. We start by having all 
messages of S explicitly acknowledged by an ack message; 
clearly, this has no effect on MCompl(S ) or, provided no 
ack is ever withheld for later transmittal, on TCompl(S). 

Basic Synchronizers 

The first basic synchronizer is called a and conveys the 
safety information directly between neighbors. When a 
node has received all ack messages corresponding to the 
messages it sent in pulse 5 it sends a safe(s) message to all 
its neighbors. Upon receiving a safe(s) message from 
all its neighbors, a node may proceed to pulse x + 1. We 
clearly have M(a) = 0(m) and T(a) = 0(1). Initializing 
synchronizer a requires that G be flooded with a signal for 
all nodes to start pulse 0, and so we have M 0 {a) = 0{m) 
and T 0 (a) = 0(n). Another basic synchronizer, called 
requires a rooted tree to have been built on G beforehand. 
The root floods the tree, with feedback, with successive 
signals for the nodes to execute the succession of pulses. 
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The feedback progresses past a node only when that node 
has received ack messages for all messages it sent dur¬ 
ing the current pulse. Clearly, M(/3 ) = T(/3) = 0{n). As 
for M 0 {j3) and T 0 (p), they depend on the complexities of 
electing a leader (cf. the section on “Other Asynchronous 
Building Blocks"). 

A Parameterized Synchronizer 

Synchronizers a and ji may be combined in a parameter¬ 
ized way to yield another synchronizer. This combination 
requires the establishment on G of a rooted forest with 
a number k of trees and of preferential edges between 
neighboring trees. Synchronization takes place at two lev¬ 
els: inside each tree it works as synchronizer p; at a higher 
level, at which we consider a graph whose nodes are the 
trees’ roots and whose edges join roots between which a 
simple path exists in G containing only tree edges and one 
preferential edge, it works as synchronizer a. If the largest 
tree has 0(f(G)) edges, the number of preferential edges is 
0(g(G)), and moreover the greatest tree height is 0(h(G)), 
then we have, letting y denote this hybrid synchronizer, 
M(y) = 0(kf(G) + g(G )) and T(y) = 0(/i(G)). The synchro¬ 
nizer y of Awerbuch (1985) has M{y) = 0(kn) and T(y) = 
Oflog n/log k). It also has M„(y) = 0(kn 2 ) and T 0 {y) = 0(n 
log n/log k). 

ADDITIONAL TOPICS 

So far in this chapter we have aimed at characterizing 
what we judge to be the core aspects of the design and 
analysis of distributed algorithms. But progress has also 
been made along several other important avenues that 
are relevant from both a theoretical and an applications- 
related perspective. We devote this section to highlighting 
some of them. 

Theoretical Aspects 

Lower Bounds and Impossibility Results 

An important issue that has persisted through the entire 
development of the field of distributed algorithms has been 
that of identifying what can and what cannot be computed 
distributedly, while asserting the minimum message and 
time complexities of the feasible computations whenever 
possible. Establishing such results depends on several fac¬ 
tors, including the model of distributed computing that is 
assumed, the system’s topology, the existence of distinct 
identifications for all nodes, and the possibility of fail¬ 
ures. We refer the reader to the survey article by Fich and 
Ruppert (2003) for a comprehensive treatment. 

Computing on Anonymous Systems 

Anonymity means that the assumption of distinct node 
identifications does not hold. Although it may be argued 
that studying distributed computations on anonymous sys¬ 
tems has in the past had little practical import, assuming 
anonymity is theoretically interesting because it highlights 
the influence of model- and topology-related characteristics 
on the possibilities of distributed computing. Electing a 
leader, for example, is naturally expected to be impossible 
under anonymity. What is curious, though, is that other 


problems that do not explicitly rely on node identifications 
also exist that cannot be solved distributedly if the system 
is anonymous. Several of the pertinent results refer to 
the consistent computation of functions from distributed 
inputs (Attiya, Snip and Warmuth 1988; Attiya and Snir 
1991; Yamashita and Kameda 1996), but there has also 
been recent interest in the impact of anonymity on other 
distributed tasks (e.g., routing in wireless sensor net¬ 
works; cf. Dutra and Barbosa 2006). 

Topological Awareness 

Whenever a distributed algorithm is given for a graph 
G of unrestricted topology, the prevailing assumption in 
the field is that no node has built-in information on the 
structure of G. Such information can come only at the ex¬ 
pense of messages and time, and this has to be weighed 
against any complexity-related advantage one may expect 
from knowing it locally. One interesting line of research 
has addressed the question of how to give nodes built- 
in information that, while still essentially local, has the 
potential of providing the desired topological awareness. 
Flocchini, Mans, and Santoro (2003) survey the success¬ 
ful approach known as sense of direction, which is based 
on labeling edges (locally at each node) in a globally con¬ 
sistent manner. 

Self-Stabilization 

Throughout the chapter we have concentrated solely on 
systems that do not fail. The study of failures, however, is 
an important part of the field of distributed algorithms. 
One aspect of it is the design and analysis of asynchro¬ 
nous algorithms that, regardless of how local variables 
are initialized, necessarily converge to some global state 
satisfying a preestablished property. These are then infi¬ 
nite computations that require no initialization and are 
resilient to local-state corruption to a certain degree. The 
characteristic of necessary convergence to a desired glo¬ 
bal state is called “self-stabilization." Its original introduc¬ 
tion and also the first known examples are due to Dijkstra 
(1974); since then, the field has undergone considerable 
development (Dolev 2000). 

Consensus Problems 

These problems have a paradigmatic status in the study 
of failure-prone systems and ask that all nodes that do not 
fail reach some sort of agreement. In the asynchronous 
model, and considering node failures of the crash type 
only, the very influential study of Fischer, Lynch, and 
Paterson (1985) establishes the impossibility of agreement 
even if communication is fully reliable. In the synchro¬ 
nous model, by contrast, agreement can be reached even 
if we allow for the malicious (so-called Byzantine) failures 
in which nodes may fail by behaving unreliably instead of 
crashing (Pease, Shostak, and Lamport 1980; Lamport, 
Shostack, and Pease 1982), provided at least 2;z/3 + 1 of the 
n nodes do not fail. The reason for such a wide gap between 
what happens in the two models is that failure detection 
is trivial in the synchronous model but unattainable in 
the asynchronous model. However, in many real-world 
systems that do not adhere to the synchronous model, 
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reaching agreement seems to be a definite possibility, as 
in fact demonstrated by the known solutions that adopt 
some sort of partially synchronous model or randomiza¬ 
tion (Gartner 1999). The current framework within which 
these issues are studied was inaugurated by the work of 
Chandra and Toueg (1996) and its precursors by the same 
authors, and is centered on the notion of a failure de¬ 
tector: an imperfect distributed oracle that embodies the 
desired assumptions of partial synchronism. An intro¬ 
duction to the subject has been given by Raynal (2005). 

Correctness Proofs 

Similarly to what happens in all algorithm-oriented 
research areas, many researchers in the field of distributed 
algorithms have striven for the definition of frameworks 
that may ultimately lead to automatic correctness proofs. 
Input/output (I/O) automata and the various abstract 
structures through which they are combined are an ex¬ 
ample (Lynch et al. 1994). Another example is Unity, 
originally introduced by Chandy and Misra (1988), com¬ 
prising a programming notation and an associated logic. 
Ongoing progress on Unity can be tracked through the 
PSP Group at UT Austin (2003), for example. 

A Unifying Theory 

As we generalize the synchronous and asynchronous mod¬ 
els to encompass the possibility of failures and also com¬ 
munication by shared memory, the question of whether 
a unifying theory of computability and complexity for 
distributed computing can be constructed arises natu¬ 
rally. The surveys by Lamport and Lynch (1990) and Gafni 
(1999) offer two views of the issue separated by nearly a 
decade. A reasonable conclusion from the evolution of the 
field in the meantime between the two surveys seems to 
be that a theory has begun to emerge that focuses on the 
properties of complete problems—in a sense similar to that 
in which certain decision problems are NP-complete— 
using the tools of combinatorial topology (cf. Rajsbaum 
2004 for the key references). Whether such a theory will 
be consolidated or remain a largely inchoate body of 
knowledge is yet to be seen. 

Applications 

Resource Sharing 

Resource-sharing computations such as the one we used 
as an example above not only raise the safety-related 
issues (such as deadlock) of that example, but also are a 
source of important questions related to liveness issues 
and to the essential nature of synchronization procedures 
other than the synchronization for safety of the section on 
“Synchronizers” (Barbosa 2002). Answering these ques¬ 
tions has led to the design of distributed schedulers tar¬ 
geted at deadlock- and lockout-free resource sharing. Such 
schedulers are rooted in the combinatorial properties that 
underlie all resource-sharing constraints, as can be seen, 
for example, in the seminal work of Chandy and Misra 
(1984) and in its further characterizations (Barbosa and 
Gafni 1989) and generalizations (Barbosa, Benevides, 
and Franca 2001). 


Computing on Wireless Networks 

The current ubiquity of wireless networks, including mo¬ 
bile ad hoc and sensor networks, has prompted researchers 
in the field to a whole new class of challenges. Depending 
on the nodes’ degree of mobility in the network, even the 
seemingly simple task of determining their locations has 
required careful attention and resulted in the development 
of a special theory (Aspnes et al. 2006) to support the crea¬ 
tion of location-independent algorithms, for example like 
the one for routing given by Fonseca et al. (2005). In a simi¬ 
lar vein, for many of the envisaged applications of sensor 
networks it is expected that nodes will have to synchronize 
their local views of real time, and again special distrib¬ 
uted algorithms, for which the works of Su and Akyildiz 
(2005) and Fan and Lynch (2006) provide the bases, will be 
needed. Of course, what prevents the direct use of the algo¬ 
rithms we have seen throughout the chapter is the dynamic 
character of G’s topology. In such circumstances, even 
well-understood problems like determining a minimum- 
weight spanning tree distributedly may be impossible to 
solve exactly, which has motivated the first steps toward 
a theory of distributed approximability (Elkin 2004). Fur¬ 
ther applications-related considerations, like noisy envi¬ 
ronments and severe memory and processing limitations, 
also seem to be bringing the issues of anonymity and self¬ 
stabilization back to the fore (Angluin et al. 2005, Stably 
computable properties of network graphs; Angluin et al. 
2005, Self-stabilizing population protocols). 

Computing on Complex Networks 

Networks like the Internet (and also several others; cf. 
Bornholdt and Schuster 2003 and Newman, Barabasi, 
and Watts 2006) are examples of what we call a “complex 
network,” that is, a large-scale, unstructured network of 
essentially unknown topology. Asynchronous algorithms 
designed to work on a generic graph G work also on 
such networks, but the networks’ massive scale may lead 
to unacceptable complexity figures in the case of some 
algorithms. However, since the discovery that the Internet 
may be an instance of a random graph with known degree 
distribution (Faloutsos, Faloutsos, and Faloutsos 1999), 
the possibility has been opened up of designing asynchro¬ 
nous algorithms that take such a distribution into account 
and produce less costly approximations of the algorithms 
for generic G. Recent examples include probabilistic ap¬ 
proximations of dissemination by flooding (Stauffer and 
Barbosa 2007), with applications (Stauffer and Barbosa 
2006a), and also the probabilistic algorithm of Stauffer 
and Barbosa (2006b) to approximate the construction of 
a spanner (Kortsarz and Peleg 1998). 

CONCLUSION 

This chapter has concentrated on discussing the field of 
distributed algorithms from two main perspectives. The 
first perspective has been that of how to handle the notion 
of time under full asynchronism, and consequently how 
to approach the treatment of global properties. The sec¬ 
ond perspective has been that of designing asynchronous 
algorithms up from its constituent building blocks. Our 
treatment has included a discussion of some fundamental 
building blocks and also examples of their use. 
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It is important for the reader to bear in mind that the 
field is much broader than our limited selection of topics 
may have implied. The main role of the section on “Addi¬ 
tional Topics” has been to single out and highlight some 
of the topics we have not treated in depth but are equally 
interesting and important. 
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GLOSSARY 

Asynchronous Algorithm: A distributed algorithm for 
the asynchronous model. 

Asynchronous Model: The model of distributed com¬ 
puting in which nodes are driven by independent, lo¬ 
cal clocks and messages suffer unpredictable, though 
finite, delays. 

Atomic Action: The uninterrupted first action of an ini¬ 
tiator, or the uninterrupted response to the arrival of a 
message, during a run of an asynchronous algorithm. 
Event: A sextuple characterizing each atomic action of 
a run of an asynchronous algorithm. 

Execution: A set of events characterizing a run of an 
asynchronous algorithm. 

Global State: A two-set partition of an execution that is 
consistent with the happened-before relation. 
Global-State Recording Algorithm: An asynchronous 
algorithm to record a global state. 

Happened-Before Relation: A binary relation that 
gives the causal precedence among the events of an 
execution. 

Initiator: A node that initiates a run of an asynchro¬ 
nous algorithm. 

Leader-Election Algorithm: A distributed algorithm 
that identifies a unique node on whose identification 
all nodes agree. 

Message Complexity: The worst-case number of mes¬ 
sages required during a run of a distributed algorithm. 
Synchronizer: An asynchronous-algorithm fragment 
for transforming a synchronous algorithm into an 
asynchronous one. 

Synchronous Algorithm: A distributed algorithm for 
the synchronous model. 

Synchronous Model: The model of distributed comput¬ 
ing in which all nodes operate in lockstep with a global 
clock and messages suffer delays that are bounded by 
the duration between successive clock pulses. 

Time Complexity: The worst-case time required for 
completion of a run of a distributed algorithm. 
Tree-Constructing Algorithm: A distributed algorithm 
that constructs a tree rooted on its initiator. 

CROSS REFERENCES 

See Fault Tolerant Systems; Principles and Applications of 
Ad Hoc and Sensor Networks. 
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INTRODUCTION 

A distributed database system (DDBS) considers inter¬ 
connected sites, each containing a local database manage¬ 
ment system (DBMS), which interacts with the other sites 
through well-defined interfaces provided by the distrib¬ 
uted database management system (DDBMS). It is widely 
recognized (Ozsu and Valduriez 1999) that a key goal for 
DDBMSs is transparency, users must be able to interact 
with the system as if it were one single logical system. 

Besides transparency, the expected benefits of DDBMSs 
compared to centralized DBMSs are the following: 

• Increased performance : Data can be moved nearer to the 
points where they are mostly used and queries can be 
parallelized among several nodes. 

• Improved scalability. When the amount of data in¬ 
creases, it can be easily further fragmented without 
having to change the rest of the system; moreover it is 
easier to integrate new databases. 

• Better reliability. A fault in a node affects only that node, 
rather than the entire system. 

• Organizational structure is accurately reflected: Data can 
be placed at the sites they relate to and be managed 
there, instead of being centrally managed. 

However a DDBMS does not automatically grant these 
advantages; to benefit from them a number of issues 
must be addressed: 

• Architectural issues: The component sites must be inte¬ 
grated into a single system. There are several options 
from which to choose in order to achieve this goal. 
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• Distributed database design: Additional issues are to 
be taken into account at the design stage with respect 
to central DBMSs. These include decisions about how 
relations should be partitioned (fragmentation) and 
where fragments should be stored (fragment alloca¬ 
tion). Such decisions have a critical impact on query- 
execution times and thus dictate whether the DDBS 
actually improves performance. 

• Distributed query processing: A DDBMS query proces¬ 
sor must take into account the distribution of the data. 
This impacts the computation of query execution plans 
as well as query optimization, for which additional fac¬ 
tors have to be considered (bandwidth, loads on the 
sites, etc.). 

• Reliability: A DDBMS can improve reliability only if 
specific procedures have been designed for the cases in 
which one or more sites fail during the processing of a 
transaction. 

• Interoperability: Such issues arise when the intercon¬ 
nected DBMSs are heterogeneous and/or have incom¬ 
patible schemas. 

The rest of this chapter is organized as follows. The 
next section describes the architectural alternatives for 
DDBMSs. Then we discuss the design issues specific to 
these systems. The following section outlines the topic 
of distributed query processing, and the next deals with 
the problem of reliability within DDBMSs, followed by a 
discussion of DDBMS interoperability. We then discuss 
Grid computing, more precisely Grid data management 
capabilities and the way they can be used to build and 
operate distributed databases. Finally, a summary of the 
subject is presented. 
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DISTRIBUTED DATABASE 
MANAGEMENT SYSTEMS 
ARCHITECTURES 
Typology of Architectures 

From an architectural point of view, DDBMSs can be 
characterized on the basis of three dimensions: 

1. Distribution of data in the global system 

2. Autonomy of the individual sites 

3. Heterogeneity of the sites comprising the system 

The resulting possibilities can be graphically displayed 
as a three-dimensional cube (see Figure 1). Each point 
corresponds to an architecture and represents its charac¬ 
teristics in the three dimensions. Let us first consider the 
alternatives for each dimension. 

The possible options with respect to autonomy are: 

1. No autonomy. The sites are tightly integrated and not 
capable of functioning independently. 

2. Partial autonomy : The sites can function independ¬ 
ently; however, the way they process queries is affected 
by cooperation. In this setting, the sites generally know 
about the existence of one another. 

3. Full autonomy: The sites are fully independent, una¬ 
ware of each other and unaffected by others. 

The possible options with respect to distribution are: 

• No distribution'. All the data are located at a single site. 

• Partial distribution : The data are distributed across 
some, but not all sites. Atypical case is whenparticipating 
machines are divided into servers, which hold data and 
process queries, and clients, which hold no data and 
access them only through queries to the servers. 

• Full distribution: The data are spread across all sites. 
There is no distinction between the sites. 


Distribution 



Figure 1 : Dimensions of DDBMSs architectures; adopted and 
modified from Oszu andValduriez (1999) 


The possible cases in terms of heterogeneity are: 

• Homogeneity. All machines and all sites are similar 
and connected through a homogeneous network. Mi¬ 
nor differences in features that do not directly affect 
query processing are nevertheless possible. 

• Heterogeneity. A system is considered heterogeneous 
when at least two sites differ in some characteristic that 
influences query processing. Heterogeneity factors in¬ 
clude hardware architectures, operating systems, data 
managers, query languages and network access charac¬ 
teristics. Another heterogeneity factor is the existence 
of incompatible schemas in the component databases. 

The main types of DDBS architectures with respect to 
these dimensions are: 

• Client/server. No autonomy, partial distribution, homo¬ 
geneity 

• Peer-to-peer: Partial autonomy, full distribution, homo¬ 
geneity 

• Multidatabases: Full autonomy, full distribution, het¬ 
erogeneity; federated databases are a semi-autonomous 
variant of multidatabases. 

An important feature of DDBMSs architectures is the 
way they integrate separate databases so that they can be 
presented to users as a single database. One possibility is 
to create a global schema (the global conceptual schema, 
GCS) out of the local schemas. This issue is discussed 
in more detail in the section "Distributed Databases 
Interoperability. ’’ 

Client/Server-Based Architectures 

Client/server architectures for DDBSs come in two vari¬ 
ants: multiple clients/single server, or multiple clients/ 
multiple servers. 

The single server architecture is similar to a centralized 
system. The only significant difference is that clients usu¬ 
ally access the server through a wide-area network instead 
of a local network, which puts more emphasis on the need 
for clients to process a part of the queries locally. 

The multiple servers/multiple clients architecture has 
two different configurations. In the first case, each client 
is tied to a “home server,” to which it sends its queries. 
This server acts as a gateway to the other servers. The 
servers are therefore not fully autonomous as they need to 
cooperate when queries involve multiple servers. The cli¬ 
ents are lightweight, because they can access their home 
server as in a single-server scenario. The communication 
between the servers is then of peer-to-peer nature, since 
each server can act both as a client (as a home server) 
and as a server (when processing queries from another 
server). 

In the second case, each client directly contacts all serv¬ 
ers involved in a query. In this case, the servers are fully 
autonomous, as they only receive queries. The clients are 
thick, because they need to have the capability to decom¬ 
pose queries into sub-queries (each sub-query being di¬ 
rected toward one server) and to reassemble the results. 
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Peer-to-Peer-Based Architectures 

A peer-to-peer (P2P) system is an open-ended network of 
distributed computational peers, in which each peer can 
be both a client and a server—that is, it can provide and 
consume services or resources (see Peer-to-Peer Network 
Architecture and Peer-to-Peer Network Applications for 
more detail on P2P computing). There is no central au¬ 
thority in the network. Peers are autonomous, as they can 
freely decide the amount of data they make available, and 
enter and leave the system as they see fit (Schoder, Fisch- 
bach, and Schmitt 2005). P2P technology is mostly known 
for its use for distributed object sharing; however, it can 
also be used to serve as a foundation for the architecture of 
a DDBMS. As noted above, the system is autonomous per 
P2P definition (but only partially autonomous, as query 
processing requires cooperation between the peers), fully 
distributed, and homogeneous (in the sense that all peers 
communicate through identical P2P software, possibly 
hiding lower-level heterogeneity between them). 

The mapping of P2P technology to DBMSs is not 
straightforward, as P2P systems lack a number of data 
management capabilities, such as managing complex 
data objects, content update, data semantics, and rela¬ 
tionships between data (Roshelova 2004). 

Especially, the existence of a global schema cannot be 
assumed because it would conflict with the autonomy of 
the peers. One solution to this problem is the mapping of 
local schemas on-the-fly during querying: query process¬ 
ing includes a schema-matching step in which schemas 
compatible with that of the query are looked for (Siong Ng, 
Ooi, and Zhou 2003). Alternatively, peers can coordinate 
themselves with their neighbors by mapping each others’ 
schemas, new mappings being discovered via transitive 
relationships (Serafini et al. 2003). 

Other problems related to peer-to-peer architectures 
include information redundancy, and the fact that the cor¬ 
rectness and completeness of query results cannot be guar¬ 
anteed (Ooi, Shu, and Tan 2003). At the time of the writing 
of this book, much of these remain open research issues, 
and productive peer-to-peer DBMSs are not available. 

Multidatabases 

Multidatabase systems correspond to the case in which a 
DDBMS is built on top of several existing DBMSs. In this 
case, heterogeneity is typically very high: operating sys¬ 
tems, data formats, query languages and database man¬ 
ager software can all be different. 

Given the nature of multidatabases, schema integration 
is a very important feature for allowing and optimizing 
query processing. This problem is described in more detail 
in the section on “Distributed Databases Interoperability”. 

Such systems can be further divided in two categories 
(Bright, Hurson, and Pakzadd 1992): 

• Global schema multidatabases: A GCS is created and 
maintained by the distributed system; local DBMSs are 
unaware of the existence of each other, remaining com¬ 
pletely autonomous. Queries are aimed at the GCS and 
translated into sub-queries, each of which concerning a 
single database. 

• Federated database systems: In a federated system, each 
DBMS defines an export schema which represents the 


structure of the data it makes available to others. The 
queries are defined with respect to an import schema 
created by integrating several export schemas. These 
systems do not make use of a permanent GCS. 

Comparison of the Architectures 

Client/server-based systems are very widely used. They 
have several advantages: 

• Users and database administrators are usually familiar 
with client/server technology. 

• The technology is mature, and performance is known 
to be good. 

• Many problems can be assimilated to similar ones of cen¬ 
tralized DBMSs for which good solutions are known. 

However: 

• Client/server-based solutions cannot be applied in cases 
of heterogeneity: the participating databases must be 
fully compatible. 

• A central point of administration is required. 

• Adding and deleting nodes is a complex task. 

• The participation to a client/server-based DDBMS has 
an influence on local query processing. The increased 
complexity might not be worth it for sites with mostly 
local queries. 

Peer-to-peer-based systems have the following 
advantages: 

• By design, there is no single point of failure. 

• Administrative tasks are delegated to each node in the 
absence of central control. This can, however, turn into 
a problem in some cases, such as when updating the 
P2P software. 

• Data are naturally replicated and cached locally, poten¬ 
tially improving performance. 

• P2P systems scale well, as adding new nodes when 
needed is straightforward. 

Their disadvantages are: 

• The dynamic nature of the peers can be problematic, 
as it cannot be guaranteed that a node is available at a 
given moment. 

• P2P systems are not adapted to all applications. For in¬ 
stance, when a node is not connected, its data are not 
available. This imposes limitations on the correctness 
and completeness of query results, which may be unac¬ 
ceptable for some applications. 

• P2P databases are still a work in progress. Currently, 
there is no proof that a P2P DDBMS can deliver a per¬ 
formance similar to that of other architectures. 

Multidatabase systems are difficult to compare with the 
other architectures because they provide solutions to 
cases in which other architectures cannot be used. These 
systems allow for the integration of very heterogeneous 
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databases without the need for modifying them. The 
main problem of these systems is that of schema integra¬ 
tion, which can be a very complex task. 

DISTRIBUTED DATABASE 
MANAGEMENT SYSTEMS DESIGN 
General Design Strategies 

Distributed database design strategics generally fall into 
two major categories (Ceri, Pernici, and Wiederhold, 
1987): top-down design and bottom-up design. 

The choice of a design strategy is usually mandated 
by context: a top-down approach can only be applied 
when building a DDBMS from scratch, while a bottom-up 
approach is required when legacy systems are to be 
integrated. 

The top-down design approach starts by identifying 
the system requirements (top-level goals). Two steps are 
then performed in parallel: view design, in which the 
required interfaces of the system are defined, and con¬ 
ceptual design, which identifies the basic elements of the 
schema. This results in a global conceptual schema. This 
global schema is then broken into a number of local con¬ 
ceptual schemas (distribution design), which in turn are 
mapped to physical storage (physical design). 

A significant disadvantage of this approach is that 
it is suitable only for DDBSs designed from scratch. 
Although this is probably the ideal case for designing 
optimal DDBSs, it is not so common: in many cases, 
the idea of a DDBMS comes as an afterthought in order 
to integrate already existing systems. The top-down ap¬ 
proach also makes it difficult to add new databases to 
the system. 

The bottom-up approach is very common in the case of 
multidatabases, in which a distributed database is to be 
built out of legacy systems that are already in use. Such a 
design starts by examining existing resources, especially 
the schemas of the databases to be integrated, in order to 
create a global conceptual schema out of them. The main 
issue here is that of database interoperability, discussed 
in more detail in its own section below. 

The bottom-up methods essentially build on the previ¬ 
ous design of the existing databases that they are willing 
to integrate. As such, they do not involve design deci¬ 
sions that are specific to distributed environments. Con¬ 
trary to the top-down approaches. In consequence, the 
remainder of this section describes issues and solutions 
in the context of a top-down design. 

Fragmentation 

Definition 

Fragmentation is the process of dividing a relation into 
subrelations. The rationale for fragmentation is that ap¬ 
plications generally deal with subsets of relations (views) 
rather than with entire relations. In the context of dis¬ 
tributed database systems, these substes are therefore 
more convenient units of distribution than whole rela¬ 
tions. More convenient units of distribution than whole 
relations (Ozsu and Valduriez 1999). Cleverly defined frag¬ 
ments should also increase global performance, as they 
reduce the amount of irrelevant data to be dealt with and 


transferred between sites, and allow parallel processing 
(Lim and Ng 1996). On the other hand, bad fragmentation 
design can lead to degraded performance if typical trans¬ 
actions make use of many fragments that are distributed 
over many different sites. 

There are three types of fragments: 

• Horizontal fragments are subsets of the tuples of a 
relation. 

• Vertical fragments are subsets of the attributes of a 
relation. 

• Mixed fragments are fragments that are both horizon¬ 
tally and vertically fragmented. 

All fragments are associated with a query that allows 
retrieval of their content when applied to the original 
relation. 

Rules of Correctness 

The fragmentation process should not change the seman¬ 
tic nature of the database. This can be ensured by check¬ 
ing that its result complies to a number of specific rules 
of correctness, which are defined below. All subsequent 
definitions assume that a relation R has been divided 
into a set of fragments F = [R1, R2,..., R n }. A data item 
is defined as a tuple for horizontal fragments and as a 
set of attributes for vertical fragments. The rules are the 
following: 

• Completeness : For each data item d found in R, there 
should exist at least one R, that contains d. 

• Reconstruction : It must be possible to build a relational 
operator A such that 

R=AR,,VR,eF 

where A is the relational additive union operator for 
horizontal fragmentation, and the relational binary join 
operator for vertical fragmentation. 

• Disjointness'. A data item contained in a fragment must 
not appear in other fragments. There is an exception 
in the case of vertical fragmentation, for which the 
disjointness property applies only to non-primary key 
attributes. This is because a relation broken down verti¬ 
cally can only be rebuilt correctly from the fragments if 
they all include the primary key. 

Horizontal Fragmentation Strategies 

The horizontal fragmentation design choice can be di¬ 
vided into two categories: 

• Primary horizontal fragmentation, in which tuples be¬ 
long to fragments based on a predicate defined on the 
relation. 

• Derived horizontal fragmentation, in which relations 
are partitioned with respect to the result of a predicate 
defined on another relation, e.g. the result of a join with 
another relation. 

A horizontal fragmentation strategy must identify the 
“chunks” of the database that are accessed as units by 
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applications; usually such chunks can be defined by a 
minterm predicate, which can be written as a conjunction 
of simple predicates of the form p : A&K, where A is a 
single attribute, K a value comprised in the domain over 
which A is defined and ® a comparison operator. Identify¬ 
ing such chunks and minterm predicates yields a list of 
candidates for horizontal fragmentation. 

The “optimal” fragmentation plan should then be cho¬ 
sen from among these candidates. Important criteria for 
this choice are completeness and minimality (Ceri, Negri, 
and Pelagatti, 1982). A set of simple predicates is com¬ 
plete if and only if the probability of access by all applica¬ 
tions is the same for each tuple belonging to any minterm 
fragment defined according to it. Minimality means that 
all fragments defined by the set of simple predicates are 
accessed differently If one of the simple predicates de¬ 
fines two fragments that are accessed exactly the same 
way by applications, then the fragmentation is not mini¬ 
mal, and this predicate should not be used as a basis for 
fragmentation. 

Vertical Fragmentation Strategy 

Vertical partitioning generally implies a very large 
number of alternatives, hence the use of heuristics rather 
than the search for optimal solutions. The main heuris¬ 
tics are variants of splitting, in which whole relations are 
considered one at a time in order to find a good fragmen¬ 
tation scheme with respect to previous access patterns 
(Navathe et al. 1984). 

In order to choose a vertical fragmentation plan, the 
sets of attributes queried by each application and the fre¬ 
quency of occurence of the corresponding queries must 
be considered. This information can be summarized in an 
attribute affinity matrix which to each couple of attributes 
(A, B) associates a relative measurement of how often 
A and B are used in conjunction in queries. This matrix 
constitutes the input of an algorithm that produces a 
fragmentation plan clustering attributes of high affinity. 

Fragment Allocation 

Fragment allocation is the choice of placement of the frag¬ 
ments on each site of the distributed system. In order to 
compute a proper allocation plan, the following informa¬ 
tion must be known beforehand: 

• Information about fragments: size and associated query 

• Information about applications: which fragments each 
application may access and/or update, number of read/ 
update to each fragment for each query 

• Information about sites: temporary and secondary 
storage and processing capacities 

• Information about the network: bandwidth, average 
latency, etc. 

Note that fragment allocation alternatives depend on the 
degree of replication allowed. The DDBMS can forbid 
replication, in which case each fragment resides at only 
one site, implement full replication, in which each frag¬ 
ment exists at each site, or more commonly, allow partial 
replication, in which replication is neither forbidden nor 
compulsory. 


The allocation process consists of defining binary 
values for x variables, where x if = 1 if fragment F ; is stored 
at site S, and 0 otherwise. 

An allocation model can then be defined. Such a model 
is defined by its goals; for example in the model detailed 
in Ozsu and Valduriez (1999), the main goal is to minimize 
processing and storage costs, with acceptable response 
time as a secondary objective. The goals are modeled as 
functions; in the example, a total cost function is defined, 
which outputs the sum of query processing and storage 
costs, themselves modeled as functions. Functions are 
further refined until functions depending on decisions of 
fragment allocation are identified. 

Such a model allows a quantitative evaluation of an 
allocation scenario, but does not directly give an “opti¬ 
mal” solution, as the problem is NP-complete (Ozsu and 
Valduriez 1999). Therefore heuristics methods based on 
plausible rules that produce nonoptimal but reasonably 
good results have to be used. 

DISTRIBUTED QUERY PROCESSING 

The query processing problem is more complicated in 
distributed environments than in centralized ones, as a 
larger number of factors can play a role. In particular, 
the relations of a DDBS are typically fragmented and 
distributed over distant sites, which may increase response 
times to queries involving several fragments; this also 
increases the number of possible execution strategies 
from which to choose. 

Planning a processing strategy for a distributed query 
is comprised of three steps, which are detailed in the next 
sections: 

1. Query decomposition: The high-level query submitted 
by the client is decomposed into a set of operations ex¬ 
pressed in the relational algebra (the algebraic query). 

2. Data localizatoin: The data that are accessed by the 
query is localized in the sites where they reside. The 
operations on global relations of the preceding step 
are transformed into operations on fragments. 

3. Query optimization: This phase mainly amounts to 
choose the best execution plan with respect to pre¬ 
defined criterias. 

Query Decomposition 

Query decomposition is applied to global relations of the 
schema of a DDBS, and not to fragments. Its principles 
are, as such, identical for centralized and distributed 
databases (Kossmann 2000). 

The process begins with the normalization of the high- 
level query. Usually, the submitted query is written in the 
structured query language (SQL); the main normaliza¬ 
tion operation is then the transformation of the WHERE 
clause. There are two types of normalized forms for such 
clauses, depending on whether precedence is awarded to 
the AND (a) or to the OR (v) logical operator: 

• The disjunctive normal form, where the clause is 
rewritten in the form: 

(PuApuA. . ,p 1 ,„)V...V(p r , 1 Ap r , 2 ...Ap r ,J 
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then's being simple predicates and r, n, m constants. 

• The conjunctive normal form, represented as follows 
using the same conventions: 

(PuYPuV. . . Pi, n )A...A(p r ,iVp r ,2...\/p r . m ) 

Rewriting a WHERE SQL clause in either form can be 
done easily using well-known transformation properties 
of the logical operators. 

After the initial normalization, the query is analyzed, 
mainly to determine whether it is incorrect. Incorrect 
queries can either be type-incorrect or semantically 
incorrect. Type-incorrect queries use variables (attribute 
or relation names) not defined in the schema, or apply 
operators to attributes with which they are not compat¬ 
ible (e.g., a "greater than" operator applied to textual 
attributes). A query is semantically incorrect if some of 
its components do not contribute to the generation of the 
result. A typical example is that of a query on several rela¬ 
tions in which no join clause has been specified. 

The query is then parsed in order to eliminate redun¬ 
dancy. Simple predicates may need to be transformed 
using well-known idempotency properties in order to 
identify redundent statements. 

The final step of the decomposition process consists of 
rewriting the query in the relational algebra—that is, in a 
form that uses only a set of operators (usually selection, 
projection, union, set difference anunion, set difference, 
and cartesian product) applied to relations. This query can 
be represented as an operator tree, with the relations in¬ 
volved in the query as leaves, and with internal nodes cor¬ 
responding to the relational operators; these operators are 
connected to their operands by edges. 

Data Localization 

The goal of the data localization process is to transform 
an algebraic query on relations into an algebraic query on 
fragments (Ceri and Pelagatti 1982). 

As discussed in the section on “Distributed Database 
Management Systems Design,” fragments can be derived 
from the relations by applying fragmentation rules to 
them. Such rules can be written as relational queries. The 
reverse process is called a “localization program." 

In this context, a simple method of data localization is 
to substitute each relation by its localization program in 
the input query. The result is called the "generic query.” 
Although correct, the generic query is generally inef¬ 
ficient, and it is better to transform it using techniques 
specific to the type of fragmentation. 

For horizontal fragments, the rules consist of identi¬ 
fying the parts of the generic query that produce empty 
relations. Typically, a selection or join operation applied 
to a fragment may contradict the fragmentation rule 
by which it is defined. Such operations can be written 
off the query. Similarly, in the case of vertical fragmenta¬ 
tion, the query can be reduced by removing intermediary 
relations formed of projections with which the fragment 
has no common attribute. 


Query Optimization 

Though the previous steps have eliminated some obvi¬ 
ously sub-optimal strategies, many query execution plans 
remain possible at this point. The goal of query optimi¬ 
zation is to select one using a cost function as a choice 
criterion. Distributed query optimization in general is an 
NP-hard problem in the number of relations (Wang and 
Chen 1996), hence the motivation for using heuristics 
for selecting non-optimal but good plans. 

At first a number of “good enough candidates” execu¬ 
tion plans are generated. A large number of algorithms 
for this enumeration process have been proposed by the 
database community (Steinbrunn, Moerkotte, and Kemper 
1997). Among them, the dynamic programming algorithm 
(Kossmann and Stocker 2000) is widely used, notably by 
popular commercial DBMSs. It consists in a dynamically 
pruning exhaustive search that constructs all alternative 
join trees by iterating on the number of relations joined so 
far. At each step, known rules are used in order to identify 
non-optimal trees and to prune them. The advantage of this 
algorithm is that it can guarantee to produce optimal or 
close-to-optimal plans with respect to the cost model that 
is used to assess the plans. Its problem is that it is of ex¬ 
ponential computation time and space complexity, which 
makes it unsuitable for complex queries such as most of 
those submitted to a DDBMS. It can, however, be extended 
to use a simpler process for queries that are above a com¬ 
plexity threshold, producing "as good as possible plans” for 
complex queries with a reasonable computation time. 

Choosing between the alternatives for the join trees in 
the query execution plan is a very important feature for a 
query optimizer. Indeed, the classical join operator being 
symmetrical, it is possible to permute the order of this 
join, and such permutations are known to have the most 
impact on the performance of the queries. In the case 
of DDBMSs, the normal way of processing a join be¬ 
tween fragment A of site ,S) and fragment B of site S 2 is to 
transmit either A or B so that they are on the same site. 
Given the nature of distributed systems, the goal of join¬ 
ordering based optimization is to transmit the smallest 
operands of joins so as to minimize the network costs. 
This means that for complex queries with several joins, 
the size of the intermediate results involved in further 
joins in the query must be computed beforehand, which 
is generally a difficult and costly operation. Join operand 
ordering was the basis of the query optimizers of early 
experimental DDBMSs R and Distributed INGRES. 

Semijoin programs were proposed as an alternative 
way of processing joins on fragments located on different 
sites (Bernstein et al. 1981). The semijoin of fragment A 
(of site 1) by fragment B (site 2) is defined as the subset 
of the tuples of A that participate in the join with B. The 
operator can be used to compute the join between A and 
B using the following sequences of operations: 

1. The columns of A needed for the evaluation of the join 
predicate are sent from site 1 to site 2. 

2. The set of tuples of B (noted Bj) that qualify the join is 
identified at site 2. 

3. B, is sent to site 1. 

4. A is matched with Bj. 
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The argument for using semijoins in query execution 
plans is that they can reduce the amount of data that must 
be transmitted over the network. On the other hand, they 
increase the costs of processing, so they are tradition¬ 
ally considered useful when they induce communication 
costs savings that exceed the processing overhead that 
they create. 

Candidate plans need to be evaluated using a cost model 
in order to determine the “best plan” with respect to prede¬ 
fined criteria. The main cost models for distributed queries 
are: the classic cost model and the response-time model. 

The principle of the classic cost model is to estimate the 
resource consumption cost of every individual operation 
in the query and to add these costs up. The cost of an 
operation is composed of CPU, disk I/Os, and network 
consumption costs. The basic cost of a plan as evaluated 
by this model is thus its total resource consumption cost. 
The costs can be weighted according to the characteristics 
of the system (in order to take into account factors such 
as the average load on a site or the congestion on certain 
network links). Because it selects plans that use the least 
amount of resources, this model tends to increase the 
number of queries that can be performed simultaneously, 
maximizing site throughput. 

The classic cost model does not favor intraquery par¬ 
allelism; thus, it does not guarantee a minimal response 
time. Indeed, a plan with an optimal response time may 
be discarded if it consumes more resources. If response 
time is an important factor, it is advisable to use a different 
specific cost model (Ganguly, Hasan, and Krishnamurthy 
1992). This model first computes the total resource con¬ 
sumption of each individual operation. Then, the total 
usage of every resource used by a group of operations 
that can be performed in parallel is calculated. The cost 
assigned to each group is defined as the maximum cost of 
all individual operations of the group. Intraquery paral¬ 
lelism is therefore taken into account, and the plan with 
the lowest expected time response should normally be 
selected. However, the model does not consider factors 
such as the load on each site, which may induce schedul¬ 
ing problems for heavily used sites and decrease the ac¬ 
tual response time. 

DISTRIBUTED DATABASE 
MANAGEMENT SYSTEMS RELIABILITY 

As explained in the introduction, a potential benefit of a 
distributed DBMS is improved reliability: when a compo¬ 
nent of the system fails, some or all queries may still be 
processed, as opposed to a centralized DBMS, in which 
the failure of the central server leads to failure of the 
whole system. Of course, this benefit will be effective only 
if specific steps have been taken at the design level so that 
the system can take advantage of its inherent distribution 
in order to improve its reliability. 

Typology of Failures in DDBMS 

The failures that can occur in a DDBMS can be put into 
four categories (Ozsu and Valduriez 1999): 

• Transaction failures: abnormal termination of a trans¬ 
action 


• System failures: either hardware (disk, memory) or 
software (OS or database server) failures. This means 
that the parts of the database that might have been in 
main memory, called the “volatile database” (typically 
the results uncommitted operations) are lost, while the 
database stored on secondary storage (stable database) 
remains correct (thouh out of date). 

• Media failures: a fault in secondary storage devices 
hosting a part of the database. 

• Network failures: all problems related to the communi¬ 
cation system. This type of failure is unique to DDBMSs 
with respect to centralized systems. Here we restrict 
ourselves to the network failures about which a DDBMS 
can take action as opposed to those that are the sole 
responsibility of the network. This means lost/undeliv¬ 
erable messages and line failures. 

Local Reliability 

One possibility to improve the reliability of a DDBMS is 
to use local a reliability manager (LRMs) on each DBMS 
comprising the system. The purpose of this component is 
to prevent the problems related to local system failures. 
As such, it is similar to its counterpart found in central¬ 
ized DBMSs. This technique is based on the logging of 
all database operations, so that when a system failure 
occurs, previous operations can either be redone or 
undone, depending on the point of the transactions in 
which the failure occurred. 

Media failures are another type of fatality that can be 
dealt with at the local level. Media failures are character¬ 
ized by the fact that they cause data losses in the stable 
database and/or log. To counter this, the LRM can manage 
a backup of the database, and the log can be stored on a 
different secondary storage device. Many techniques have 
been developed for creating and maintaining such backups 
efficiently without affecting the performance of the sta¬ 
ble database server (see Bhalla and Madnick 2004 for an 
overview). 

Distributed-Reliability Protocols 

The protocols relevant to reliability for DDBMSs are: 

• Commit : the general commit procedure 

• Termination : the action to be taken to terminate a trans¬ 
action when one of the participating sites failed 

• Recovery, how a site that failed in the middle of a dis¬ 
tributed transaction can return to a stable state 

Commit Protocols The two phase commit (2PC) (Lamp- 
son 1981) is meant to ensure the atomic commitment of 
distributed transactions—that is, the fact that a distrib¬ 
uted transaction must either succeed or fail (in which 
case, all its proposed changes are discarded), in a context 
in which system failures may occur at sites. 

2PC requires a central point of coordination (the coor¬ 
dinator) that can send sub transactions to each relevant 
site (the cohorts). Theoretically each site should answer 
to the coordinator that it will either commit or abort 
the transaction. Assuming that there is no site failure 
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(that is, that the coordinator does receive answers from 
each cohort in the system), there are two possibilities: 

• At least one site replied with an abort message: the dis¬ 
tributed transaction must be aborted. The coordinator 
sends a global-abort (rollback) message to the cohorts, 
which abort their subtransactions accordingly. 

• All sites replied with commit. The coordinator sends a 
global-commit message to the cohorts, which commit 
their corresponding subtransactions. 

In both cases, the cohorts send an acknowledgment mes¬ 
sage to the coordinator after having complied with the fi¬ 
nal decision. The 2PC protocol can be divided into a voting 
phase, in which cohorts "vote” for acception or rejection 
of the transaction, and a completion phase, in which 
the transaction is actually executed or rejected hence, the 
“two-phase” name. 

2PC has the drawback of inducing substantial cost 
overhead during normal transaction execution, because 
of its message complexity, as it requires a large number of 
messages between the coordinator and the cohorts, and 
because of the amount of log information that the coor¬ 
dinator and the cohorts must maintain during the trans¬ 
action. Therefore, many proposals have been made 
in the literature to either optimize or replace 2PC. For 
example, recent years have seen a renewed interest in 
one-phase-commit (1PC) protocols (Abdallah, Guerraoui, 
and Pucheral 2002). These protocols manage to have only 
one phase by discarding the voting phase, overlapping it 
with the execution of operations in the cohorts. 

While improving performance over 2PC, IPC protocols 
and other alternative distributed commit protocols usually 
make strong assumptions about how cohorts execute trans¬ 
actions and about the organization of the distributed sys¬ 
tem. This makes them impractical in several cases, which 
is probably the reason why 2PC remains the most widely 
used protocol despite its shortcomings: 2PC has been suc¬ 
cessfully used in large-scale distributed environments 
since the 1980s (Samaras et al. 1993) and is a universal 
feature of modem DBMSs (Greenwald, Stackowiak, and 
Stem 2004). Hence, we will assume 2PC to be the commit 
protocol for the remainder of this section. This is necessary 
because the termination and recovery protocols, which are 
described in the next paragraphs, are closely dependent on 
the commit protocol operated in the system. 

Termination Protocol The 2PC protocol being synchro¬ 
nous, it mandates the use of time-outs so that failures can 
be identified and action subsequently taken. The termina¬ 
tion protocols define what action to take in these cases. 
With 2PC there are two time-out cases to consider: time¬ 
outs at the coordinator and time-outs at a cohort. 

For a coordinator, the time-out can either occur when 
waiting for votes, in which case it globally aborts the 
transaction, or when waiting for the acknowledgment of a 
global commit or global abort. In this case the only option 
is to repeatedly resend the message to the failed site, since 
the other cohorts have already processed the transaction. 

For cohorts, the main problem is that of a time-out 
occurring while the site has already voted "commit" and is 
waiting for the decision of the coordinator. Because of the 
logic of 2PC, the site cannot decide to abort or commit 


the transaction on its own. If it can communicate only 
with the coordinator, it can only block indefinitely until the 
coordinator answers. As such it is desirable that cohorts have 
the possibility of communicating with one another. In this 
case, the site experiencing the time-out can query the other 
cohorts and take action depending on their responses. 

Recovery Protocol The recovery protocol defines what 
a node of a distributed system must do when it has man¬ 
aged to restore itself to a stable state after experienc¬ 
ing a failure. For a coordinator, the main cases are the 
following: 

• If it failed after sending an initial transaction message 
to the cohort, chances are it lost some answers and 
should therefore resend the message. 

• If it failed after sending its commit or abort decision to 
the cohorts, it generally does not have anything to do. 

For a cohort, the main cases are the following: 

• If the failure occurred after the cohort received a trans¬ 
action message from the coordinator but before it 
responded to it, it globally aborts the transaction. This 
is because of how coordinators handle time-outs in 
this case, as described in the preceding section. 

• If the failure occurred after the cohort responded 
“abort,” or after it received a global abort message, the 
site can resume normal operations, since it can assume 
that the transaction has been globally aborted. 

• If the failure occurred after the cohort voted “commit," 
the cohort can treat it as a time-out and launch the ter¬ 
mination protocol described in the previous section. 

DISTRIBUTED DATABASES 
INTEROPERABILITY 

Interoperability is a large problem, and a number of its 
aspects that are relevant to DDBMSs have solutions that 
are outside the scope of this chapter: standard network 
protocols allow heterogeneous operating systems to com¬ 
municate, a standardized query language such as SQL al¬ 
lows distributed queries to be valid across different types 
of component databases, etc. In this section, we focus on 
the interoperability problems that is the most specific to 
DDBMSs, that of the resolution of heterogeneity at the 
schema level. This places us in the "multidatabases" case, 
as defined previously in the “architecture” section. 

Schema Translation/Schema 
Integration 

The problem of heterogeneity at the schema level can 
be addressed by a database integration process, the 
goal of which is to create a global schema of the distrib¬ 
uted database. As previously explained, certain types of 
multidatabases do not necessarily need a global schema. 
Therefore, this process is relevant only to systems that do 
have one. 

Database integration comprises two steps: schema 
translation, and schema integration. 

Schema translation means transforming each com¬ 
ponent schema I to a common canonical representation. 
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This translation does not concern the semantics of the 
schemas, but the model in which they are expressed (such 
as relational, entity-relationship, object, ...). 

Many techniques of schema translation from one spe¬ 
cific data model to another have been developed. For a 
complete description of common cases of schema trans¬ 
lation, see Silberschatz, Korth, and Sudarshan (2006). 
These techniques are widely used, though research on 
model-independent translation—that is, techniques that 
can be used for any translation regardless of the origi¬ 
nal and target model types—remains active (Atzeni, 
Cappellari, and Bernstein 2006). 

Schema translation is followed by schema integration, 
which involves the following tasks: 

1. Identifying the components of a database which are 
related to others. 

2. Selecting an appropriate representation formalism for 
the global schema. 

3. Actually integrating the initial schemas into a global 
conceptual schema. 

Two types of approaches exist in terms of schema inte¬ 
gration: the binary approach and the n-ary approaches 
(Batini, Lenzirini, and Navathe 1986). 

In the binary approach, two different schemas are 
integrated into one at each step. This approach can either 
be balanced or stepwise. In balanced schema integration, 
schemas Si and S 2 are integrated into schema SI, schemas 
S 3 and S 4 are integrated into schema S 2 , and so on until all 
input schemas have been processed. The S/s schemas are 
themselves pairwise integrated; the process is repeated 
until only one schema remains. A stepwise schema inte¬ 
gration process starts by integrating two schemas. The 
resulting schema is then integrated with a third one, and 
so on until only one integrated schema remains. 

With n-ary schema integration, more than two sche¬ 
mas are integrated at each step. The process can be either 
single-pass or iterative. A single-pass process integrates 
all schemas at once. In iterative n-ary schema integration, 
variable numbers of schemas are integrated at each step. 
There should be more than one step (otherwise the pro¬ 
cess falls into the single-pass case), and one of the steps 
should involve more than two schemas (otherwise it is 
equivalent to a binary schema integration). 

Most available tools implement binary techniques, 
because they are easier to partly automate, while n-ary inte¬ 
gration typically involves more complex cases. N-ary is ad¬ 
vocated by researchers who argue that more information is 
available at each step, which can prevent poor intermediary 
decisions. To clarify matters, the next sections will assume a 
binary process applied to entity-relationship (ER) schemas. 

Semantic Heterogeneity 

A key issue in an integration process is that of the seman¬ 
tic heterogeneity. Although researchers do not agree on 
a precise definition of semantic heterogeneity, a gener¬ 
ally accepted framework is the following: “variations in 
the manner in which data is specified and structured 
in different components” (Hammer & McLeod, 1993). 
Semantic heterogeneity is characterized by the existence 


of semantic conflicts between schemas. Transforming one 
or all schema(s) to resolve these conflicts is called homog¬ 
enization. This process can be followed by integration, in 
which the homogenized schemas are combined. 

Hammer and McLeod (1993) include a detailed tax¬ 
onomy of semantic heterogeneity issues. The most promi¬ 
nent ones are naming conflicts, which can involve either 
homonyms or synonyms. Homonyms are database entities 
that have the same name but different meanings, while 
synonyms have different names but the same meaning. 

Homonymy issues are usually easy to address: having 
different meanings, homonyms only have to be differenti¬ 
ated and not integrated. A common solution is to prefix 
the entities with their site and/or original relation names. 

On the contrary, there exists no systematic way to 
resolve synonymy. In this context, ontologies have drawn 
much interest from the research community in the past 
few years (Wache et al. 2001), and have become the pre¬ 
ferred way to deal with synonyms. 

An ontology is basically a data model that represents 
a domain of knowledge. Ontologies are generally defined 
using four basic types: 

• Individuals: objects (or instances) 

• Classes: types of individuals. The notion is similar to 
that of object-oriented programming in particular 
inheritance is possible 

• Attributes : features, properties, characteristics or para¬ 
meters specific to an object 

• Relations: characterization of relationships between 
objects 

Ontologies provide a reference naming framework spe¬ 
cific to a domain. In the context of semantic heterogeneity 
between schemas, if all schemas conform to the ontology 
related to their domain, their entities are named consist¬ 
ently, and synonymy issues can be avoided. As such, on¬ 
tologies are the most useful when they are used at the de¬ 
sign stage; however, they can also help resolve semantic 
heterogeneity between “ordinary" (non-ontology-based) 
schemas by providing a point of reference to which the 
entities of the schemas can be manually translated. 

The problem of ontologies is that they are useful only if 
all experts of their domain agree on their content, a con¬ 
sensus that is generally hard to achieve. A typical exam¬ 
ple of this can be found in this very text: as noted above, 
experts do not agree on the exact definition of “semantic 
heterogeneity”! 

Another source of semantic heterogeneity is the prob¬ 
lem of structural conflicts between schemas. Four types 
of structural conflicts exist: 

1. Type conflicts: for instance an attribute in one schema 
being modeled as an entity in another 

2. Dependency conflict: identical relationships having 
different cardinalities 

3. Key conflicts: identical relationships with different sets 
of candidate keys or primary keys 

4. Behavioral conflicts: conflicts related to triggers, integ¬ 
rity constraints and other similar mechanisms 
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Methods of solving structural conflicts differ, depending 
on the data model in which the schemas are expressed 
(see, for example, Yang, Lee, and Ling 2003) for XML 
schemas). However, the idea is generally to transform 
entities, relationships, and attributes into one another. 
This generally requires human intervention to take the 
semantics of the schemas into account. 

Homogenization of two schemas can be performed 
only once the relationships between them have been 
precisely determined. There are four possible types of 
relationships between schemas: 

1. Identity: To each element of one schema corresponds 
one and only one element in the other schema. 

2. Inclusion: One schema is a subset of the other. 

3. Overlapping: Some elements of one schema are found 
in the other, but both have unique elements. 

4. Empty intersection : The schemas are strictly disjoints. 

As with many other parts of the homogenization process, 
identifying the relationship between two schemas requires 
human intervention, as the semantics of the schemas 
must be understood. 

After homogenization, the actual integration into a 
single schema can be performed. This integration is fairly 
straightforward once all the issues described above have 
been resolved. Three dimensions have been identified in 
order to measure the quality of the outcome of an inte¬ 
gration process (Batini et al. 1986): 

1. Completeness: The whole semantics of the input sche¬ 
mas is retained in the global conceptual schema. 

2. Minimality: The resulting schema should contain no 
redundant entity. 

3. Understandability: The final schema should be easy 
to understand for a reasonably qualified observer. 
This should ideally be the main criterion of quality 
of a GCS; however, it is difficult to evaluate precisely 
because of its subjective nature. 

DATAGRIDS 
Datagrid Basics 

Grid computing is an emerging computing model that was 
first formally introduced in 1998 by Foster and Kesselman 
(see Grid Computing Fundamentals and Grid Computing 
Implementation for more details on Grid computing). 
A Grid is a middleware system that takes advantage of the 
capabilities of a large number of heterogeneous intercon¬ 
nected computers in order to execute high performance 
computing applications. Typical Grid applications in¬ 
clude scientific applications (high-energy physics, biology, 
meteorology, etc.) and business-oriented applications 
(complex financial modeling, highly distributed engineer¬ 
ing projects, etc.). 

The original “Grid book” (Foster and Kesselman 1998) 
defined a computational Grid as "a hardware and soft¬ 
ware infrastructure that provides dependable, consistent, 
pervasive, and inexpensive access to high-end computa¬ 
tional capabilities.” This definition insisted on the sharing 
of the computing power of a large number of internet¬ 


worked devices. However, many computer scientists who 
followed up on the idea argued for a broader definition 
encompassing the sharing of resources in general, espe¬ 
cially including storage resources and data. This prompted 
the development of Grid systems mainly concerned about 
data sharing as opposed to computing power sharing 
called datagrids (Rajasekar et al. 2003). By allowing 
the sharing of large data sets distributed across a large 
number of computer facilities and multiple administrative 
domains (called virtual organizations in Grid context), 
the Grid paradigm is a means through which the promises 
of DDBMSs as defined in the introduction of this chap¬ 
ter can be fulfilled (Stockinger 2001). Datagrids even go 
beyond these promises, since their “resource-sharing” phi¬ 
losophy allows the integration not only of structured data 
stored in DBMSs but also of unstructured data found in 
other data sources (file systems, directories, archives...). 

Grid technology is a work in progress, with many prac¬ 
tical issues still within the realm of research; however, 
commercial applications have started to appear. This 
trend is outlined by the fact that major DBMS vendors 
have introduced Grid facilities in the latest versions of 
their software. 

Another important development in the Grid commu¬ 
nity is the introduction of Grid standards. With the large 
number of Grid projects springing up in the beginning 
of the 2000s, the need for Grid standards has quickly be¬ 
come obvious. This led to the foundation of the Global 
Grid Forum (GGF, www.gridforum.org), which issues 
standards for various aspects of Grid technology after 
extensive discussion in the community. Another major 
player in the Grid world is the Globus project (www.glo- 
bus.org), which developed a toolkit that has become a de 
facto standard for Grid systems and applications devel¬ 
opment, implementing some of the GGF standards. 

One very important trend in the latest Grid standards 
is their growing integration with Web services standards, 
in particular through the definition of the open Grid serv¬ 
ices architecture (OGSA, http://globus.org/ogsa). OGSA 
defines a service-oriented architecture through a set 
of core functionalities, including authentication, serv¬ 
ice discovery, service monitoring, etc. OGSA capabilities 
can be implemented as Web services with the Web Serv¬ 
ice Resource Framework (WSRF, www.globus.org/wsrf) 
specification. 

General Grid Data Management 
Techniques 

Datagrids need the following data management capabili¬ 
ties (Moore et al. 2004): 

• Data-transfer mechanisms between nodes 

• Replication mechanisms 

• Metadata support 

• Information repository abstraction for accessing multi¬ 
ple databases 

Additional mechanisms are, of course, required for typical 
Grid system functioning (security, service-management ca¬ 
pabilities, services related to distributed job execution, etc.) 



308 


Distributed Databases 


but will not be detailed here, as they are not specific to data 
management. 

Data Transfer 

Grid data management requires efficient data-transfer 
services over wide area networks. A typical Grid trans¬ 
fer service is GridFTP from Globus, which defines a file 
transfer protocol (FTP)-like protocol with extensions tak¬ 
ing advantage of the grid’s characteristics: parallel trans¬ 
fers, partial transfers, reusable transfer channels. Globus 
also provides the reliable file transfer (RFT) service, a 
WSRF service that basically adds high fault tolerance to 
a GridFTP-like service. 

Replica Management 

Replication is a key technique for the design of efficient 
datagrids, as it can dramatically improve their perform¬ 
ance: no matter how fast the network, strategically placed 
replica will always have a significant impact on query 
processing and retrieval times. Liberal replication also 
provides an additional level of fault tolerance: when 
a resource is unavailable, the data can still be accessed 
through its replicas. 

Replication requires mechanisms for the definition of 
logical file names (LFNs), which are identifiers of a file 
replicated across the system. All replicas of a specific 
file share the same LFN. LFNs are opposed to physical file 
names (PFNs), which uniquely identify each file available in 
the Grid. A PFN is typically composed of the concatena¬ 
tion of the address of a storage resource with an LFN. 

In this context, datagrids usually provide two replica 
management services: a replicator, which uses Grid data- 
transfer services to create copies of specified data at a 
specified location; and a replica location service (RLS), 
which can be queried to find the replicas of a given LFN. 
When creating replicas, the replicator registers them with 
the RLS. With current datagrids, replication is generally 
initiated by users; however, the transparency philosophy 
of the Grid should lead to the development of automatic 
replication by the middleware. 

Metadata-Related Functions 

Datagrids provide access to very large data sets. Many of 
these are described using metadata, implemented as a 
set of fields attached to data objects. Because the purpose 
of early datagrids was often to let members of a scientific 
community access large data resources relevant to their 
domain, the need for metadata integration arose quickly. 
This was usually performed with metadata catalogs. 
Grid metadata integration also first outlined the need for 
database integration into datagrids, as users needed to 
issue complex queries on metadata in order to discover 
interesting data. 

Metadata can generally be divided into two categories: 
domain-related metadata (information relevant to only 
the members of a community), and domain-independent 
metadata (e.g. data size, owner, etc.). Ontologies are often 
used in order to define a naming space in which such 
information can be expressed consistently. 


An example of a Grid metadata service is the Metadata 
Catalog Service (MCS) (Deelman et al. 2004), a Globus 
application built on top of OGSA-DAI (see below). Meta¬ 
data related to files or collections of files are stored in a 
database. MCS provides a query interface to this data¬ 
base. For file-related metadata, the result of a query is a 
set of logical file names, which can be sent to the RLS to 
locate them. Metadata attributes can also be dynamically 
added by users. 

Database Access 

Early Grid applications were concerned mainly with the 
processing of scientific data, often stored as collections of 
files. As Grid application domains broadened over time, 
the need for the support of more structured data such as 
DBMSs repositories became quickly obvious. 

This prompted much research in the field, mainly in 
two directions: providing a standard interface with which 
databases can be accessed through the Grid middleware, 
and defining an infrastructure using Grid resources in 
order to evaluate and execute distributed queries on grid- 
accessible DBMSs. This materialized with the OGSA-DAI 
(OGSA database access and integration [Antonioletti 
et al. 2005]) and OGSA-DQP (OGSA distributed guery 
processing [Alpdemir et al. 2003]) projects. 

The main goal of OGSA-DAI is to provide a common 
interface to various types of data resources available on a 
datagrid. Its architecture comprises three types of services: 
Service Consumers, GDSF/GDS (Grid data service fac- 
tories/Grid data services), DAISGR (DAI Service Group 
Registries). Service consumers are services trying to 
discover available data and to perform queries on them. 
A GDS service provides a data source abstraction, which 
allows access to data through consistent interfaces, re¬ 
gardless of their specific format. This is achieved thanks 
to plug-ins developped for each supported data-source 
type. There are plug-ins for all major DBMSs. A GDSF 
is responsible for creating a GDS when source appears 
and for publishing its availability to DAISGR services. 
The DAISGR services thus represent a directory of avail¬ 
able data resources, which can be queried by service con¬ 
sumers. 

OGSA-DQP is a framework for defining distributed 
query processors that can execute queries over data 
wrapped by OGSA-DAI. In accordance with the trans¬ 
parency philosophy of the Grid, the “orchestration” of 
the queries is left to the processor, which can have DQP 
services compile, optimize, and schedule queries. OGSA- 
DQP queries are written in object query language (OQL; 
Cattell et al. 2000). Client applications may use a trans¬ 
lation service to translate queries into OQL. A query is 
separated into a number of partitions, each of which 
encapsulates the role of an individual service in the query 
evaluation and corresponds to a query execution plan. 
Queries are sent to a “query statement activity” service. 
This service parses queries, divides them into partitions, 
optimizes them, schedules them, and sends each parti¬ 
tion to DQP evaluator services. These services can evalu¬ 
ate and execute a query plan provided as an input, and 
communicate with other evaluators for synchronization. 
These evaluators are included in “DQP resource,” which 
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encapsulate a distributed query management execution 
architecture: DQP evaluator, OGSA-DAI data services, 
etc. A DQP factor activity enables the creation and con¬ 
figuration of these resources so that a new infrastructure 
can easily be added. 

SUMMARY 

In this chapter, we have defined distributed database sys¬ 
tems and presented the related issues with their usual 
state-of-the-art solutions: the choice of an architecture, 
the main options being client/server, peer-to-peer, and 
multidatabase; the design methods, especially in terms of 
fragmentation and fragment allocation; distributed query 
processing, dealing with how execution plans are com¬ 
puted and queries are optimized; DDBS reliability issues, 
especially how transactions can be committed in cases 
of site failures; and DDBS interoperability, notably the 
resolution of semantic heterogeneity issues when a global 
conceptual schema of the whole distributed database is 
wanted. 

Distributed databases have been around for a long 
time. They represent a well-tested technology used daily 
by many large organizations. Despite this, research 
remains active in the field. One first type of research deals 
with specific issues of DDBMSs for which an optimal so¬ 
lution is not available (such as a number of NP-complete 
problems that were identified in this chapter). Perhaps 
most notably, the second type of research works results 
in introducing distributed databases in contexts in which 
they had not been used before: 

• Peer-to-peer technologies allow a DDBMS to be built by 
aggregating to build the information carried by a very 
large number of lightweight clients. 

• The Grid paradigm puts more power in the middle¬ 
ware, opening opportunities for an easier construction 
of DDBMSs, integrating various heterogeneous data 
sources. 

Indeed, these new applications are characterized by the 
large number and heterogeneity of the data they integrate, 
as opposed to the handful of database servers comprising 
traditional distributed systems; hence the activity in the re¬ 
search related to semantic heterogeneity, upon which the 
success of this new breed of DDBMSs largely depends. 

GLOSSARY 

Component Database: Database participating in a dis¬ 
tributed database system. 

Datagrid: Middleware system taking advantage of a large 
number of interconnected computing resources with a 
focus on using them for data management purposes. 
Fragmentation: Partitioning of a relation into sub¬ 
relations to be distributed across the participating 
sites of a DDBMS. Horizontal fragmentation partitions 
relations into subsets of tuples, while vertical frag¬ 
mentation divides them according to subsets of their 
attributes. 

Global Conceptual Schema: Database schema encom¬ 
passing a whole DDBMS even if it comprises component 


databases initially defined through their own independ¬ 
ent schemas. 

Localization: In the context of DDBMSs, localiza¬ 
tion is the process through which a distributed query 
expressed on global relations is translated to a 
query expressed on fragments. 

Multidatabase: Distributed database management sys¬ 
tem built out of several existing databases. 

Schema Integration: Process through which the sche¬ 
mas of several databases are combined into a single 
schema, that usually involves the resolution of seman¬ 
tic conflicts between the schemas to be combined. 

Schema Translation: Process through which a database 
schema is transformed from a formalism of represen¬ 
tation to another, with a view to a future integration 
with other schemas. 

Semijoin: Relational operator that selects the tuples of 
a relation that participate in the natural join of this re¬ 
lation with another one. Semijoin operators are widely 
used by distributed query optimizers. 

Transparency: Key feature of DDBMSs that allows us¬ 
ers to interact with the system as if it were a single 
centralized DBMS, unaware of the geographical loca¬ 
tion and distribution of the data. 

Two-Phase Commit Protocol: Distributed algorithm 
that ensures that all nodes of a DDBMS globally 
commit or globally abort a distributed transaction 
even in cases of failure of one or more participating 
node(s). 

CROSS REFERENCES 

See Fault Tolerant Systems; Grid Computing Fundamen¬ 
tals; Groupware. 

REFERENCES 

Abdallah, M., R. Guerraoui, and P. Pucheral. 2002. Dic¬ 
tatorial transaction processing: Atomic commitment 
without veto right. Distributed and Parallel Databases 
ll(3):239-68. 

Alpdemir, M. N., A. Mukherjee, N. W. Paton, P. Watson, 
A. A. Fernandes, A. Gouranis, etal. 2003. Service-based 
distributed querying on the grid. In First International 
Conference on Service Oriented Computing 467-82. 
Heidelberg, Germany: Springer-Verlag Lecture Notes 
in Computer Science, 2910. www.cs.man.ac.uk/ 
~alvaro/publications/soc2003.pdf (accessed November 
11, 2006). 

Antonioletti, M., M. Atkinson, R. Baxter, A. Borley, N. 
Chue Hong, B. Coilins, et al. 2005. The design and 
implementation of grid database services in OGSA- 
DAI. Concurrency and Computation: Practice and 
Experience 17(2-4):357-76. www3.interscience.wiley. 
com/cgi-bin/abstract/109896161/ABSTRACT (accessed 
November 11, 2006). 

Atzeni, P., P. Cappellari, and P. A. Bernstein. 2006. Model- 
independent schema and data translation. In Proceed¬ 
ings of Advances in Database Technology—EDBT 2006, 
10th International Conference on Extending Database 
Technology , 368-385. Heidelberg, Germany: Springer- 
Verlag Lecture Notes in Computer Science, 3896. 



310 


Distributed Databases 


Batini, C., M. Lenzirini, and S. B. Navathe. 1986. A com¬ 
parative analysis of methodologies for database schema 
integration. ACM Computer Surveys 18(4):323-64. 

Bernstein, P., N. Goodman, E. Wong, and J. Rothnie. 1981. 
Query processing in a system for distributed databases. 
ACM Transactions on Database Systems 6(4):602-25. 

Bhalla, S., and S. E. Madnick. 2004. Asynchronous 
backup and initialization of a database server for 
replicated database systems. The Journal of Super 
computing 27( 1 ):69—89. 

Bright, M., A. Hurson, and S. Pakzadd. 1992. A taxonomy 
and current issues in multidatabase systems. Compu¬ 
ter 25(3):50-60. 

Cattell, R., D. Barry, M. Berler, J. Eastman, D. Jordan, 
C. Russell et al. 2000. Object query language. In The 
object data standard: ODMG 3.0, edited by R. Cattell 
and D. Barry. San Francisco: Morgan Kaufmann. 

Ceri, S., M. Negri, and G. Pelagatti. 1982. Horizontal data 
partitioning in database design. In ACM SIGMOD 
International Conference on Data Management 128-36. 
New York: ACM Press. 

Ceri, S., and G. Pelagatti. 1982. A solution method for 
the non-additive resource allocation problem in dis¬ 
tributed system design. Information Processing Letters, 
15(4): 174—8. 

Ceri, S., B. Pemici, and G. Wiederhold. 1987. Distributed 
database design methodologies. Proceedings of the IEEE 
75(5):533—46 Deelman, E., G. Singh, M.P Atkinson, 
A. Chervenak, N.P Chue Hong, S. Patil. 

Foster, I., and C. Kesselman. 1998. Die Grid: Blueprint for 
a new computing infrastructure. San Francisco: Morgan 
Kaufmann. 

Ganguly, W., S. Hasan, and R. Krishnamurthy. 1992. Query 
optimization for parallel execution. In Proceedings 
of the ACM SIGMOD Conference on the Management of 
Data, San Diego, CA, USA, edited by M. Stonebraker, 
9-18. New York: ACM Press. 

Greenwald, R., R. Stackowiak, and J. Stem. 2004. Dis¬ 
tributed databases and distributed data. In Oracle 
essentials. 3rd ed., Chapter 12. Sebasopol, CA: O'Reilly. 

Hammer, J., and D. McLeod. 1993. An approach to resolving 
semantic heterogeneity in a federation of autonomous, 
heterogeneous database systems. Journal for Intelligent 
and Cooperative Information Systems 2( 1 ):51—83. 

Kossmann, D. 2000. The state of the art in distributed query 
processing. ACM Computer Surveys 32(4):422-69.http:// 
portal.acm.org/citation.cfm?doid=371578.371598 (ac¬ 
cessed November 11, 2006). 

Kossmann, D., and K. Stocker. 2000. Iterative dynamic 
programming: A new class of query optimization algo¬ 
rithms. ACM Transactions on Database Systems 25(1). 

Lampson, B. W. 1981. Atomic transactions. Distributed 
Systems: Architecture and Implementation-An Advanced 
Course 105:246-65. 

Lim, S. J., and Y.-K. Ng. 1996. A formal approach for 
horizontal fragmentation in distributed deductive 
database design. In Database and Expert Systems 
Applications, 7th International Conference, DEXA ’96, 
234. London: Springer-Verlag Lecture Notes in Com¬ 
puter Science, 1134. 

Moore, R., A. S. Jagatheesan, A. Rajasekar, M. Wan, and W. 
Schroeder. 2004. Data grid management systems. In 21st 


IEEE/NASA Goddard Conference on Mass Storage Systems 
and Technologies, College Park, MD, USA. http://romulus. 
gsfc.nasa.gov/msst/conf2004/Papers/MSST2004-01- 
Moore-a.pdf (accessed November 5, 2006). 

Navathe, S., S. Ceri, G. Wiederhold, and J. Dou. 1984. 
Vertical partitioning algorithms for database design. 
ACM Transactions on Database Systems 9(4):680-710. 

Ooi, B., Y. Shu, and K. Tan. 2003. Relational data sharing 
in peer-based data management systems. ACM SIG¬ 
MOD Record 32(3):59-64. 

Ozsu, T., and P. Valduriez, 1999. Distributed database 
systems. 2nd ed. Englewood Cliffs, NJ: Prentice Hall. 

Rajasekar, A., M. Wan, R. Moore, and T. Guptill. 2003. 
Data grids, collections and grid bricks. In 20th IEEE/ 
NASA Goddard Conference on Mass Storage Systems & 
Technologies, San Diego, CA, USA. http://storageconfer- 
ence.org/2003/papers/01-Rajasekar-Data.pdf (accessed 
July 27, 2006). 

Roshelova, A. 2004. A peer-to-peer database management 
system (Technical Report no. DIT-04-057). Informatica 
e Telecomunicazioni, University of Trento, Italy, http:// 
eprints.biblio.unitn.it/archive/00000585 (accessed 
November 18, 2006). 

Samaras, G., K. Britton, A. Citron, and C. Mohan. 1993. 
Two-phase commit optimizations and tradeoffs in the 
commercial environment. In Proceedings of the 9th 
IEEE International Conference on Data Engineering. 
Washington, DC: IEEE Computer Society Press. 

Schoder, D., K. Fischbach, and C. Schmitt. 2005. Core 
concepts in peer-to-peer technology. In Peer to peer com¬ 
puting: The evolution of a disruptive technology, edited 
by R. Subramanian and B. Goodman. Hershey, PA: 
Idea Group Inc. www.idea-group.com/books/additional. 
asp? id =4635&title=Book+ Excerpt&col=book_excerpt 
(accessed November 6, 2006). 

Serafini, L., F. Giunchiglia, J. Mylopoulos, and P. Bernstein. 
2003. Local relational model: A logical formalization 
of database coordination. In Modeling and Using Con¬ 
text: 4th International and Interdisciplinary Conference 
CONTEXT2003 Stanford, CA, USA, 286-99. Heidelberg, 
Germany: Springer-Verlag Lecture Notes in Com¬ 
puter Science, 2680. http://sra.itc.it/people/serafini/ 
distribution/lrm-context-03.pdf (accessed November 
11,2006). 

Silberschatz, A., H. Korth, and S. Sudarshan. 2006. Data¬ 
base system concepts. 5th ed. New York: McGraw-Hill. 

Siong Ng, W., B. Ooi, and A. Zhou. 2003. Peerdb: A P2P- 
based system for distributed data sharing. In Proceed¬ 
ings of the Nineteenth International Conference on Data 
Engineering (ICDE’03), Bangalore, India. Los Alami- 
tos, CA, USA: IEEE Computer Society Press, http:// 
xenal. ddns.comp .nus. edu. sg/p2p/peerdb .pdf (accessed 
November 10, 2006). 

Steinbrunn, M., G. Moerkotte, and A. Kemper. 1997. Heu¬ 
ristic and randomized optimization for the join order¬ 
ing problem. The VLDB Journal 6(3): 191—208. 

Stockinger, H. 2001. Distributed database management 
systems and the data grid. In Proceedings of the Eight¬ 
eenth IEEE Symposium on Mass Storage Systems and 
Technologies. Washington, DC: IEEE Computer Soci¬ 
ety Press. http://storageconference.org/2001/2001CD/ 
01stocki.pdf (accessed November 5, 2006). 



Further Reading 


311 


Wache, H., T. Voegele, U. Visser, H. Stuckenschmidt, 
G. Schuster, H. Neumann, et al. 2001. Ontology- 
based integration of information—a survey of existing 
approaches. In Proceedings of the Seventeenth Inter¬ 
national Joint Conference on Artificial Intelligence 
(IJCAI'01), Seattle, WA, USA, 108-117. San Francisco: 
Morgan Kaufmann. www.informatik.uni-bremen. 
de/agki/www/buster/papers/SURVE Y.pdf (accessed 

November 13, 2006). 

Wang, C, and M.-S. Chen. 1996. On the complexity of 
distributed query optimization. IEEE Transactions on 
Knowledge and Data Engineering, 8(4). 

Yang, X., M. L. Lee, and T. W. Ling. 2003. Resolving struc¬ 
tural conflicts in the integration of XML schemas: A 
semantic approach. In Conceptual Modeling—ER 2003, 
520-33. Heidelberg, Germany: Springer Verlag Lecture 
Notes in Computer Science, 2813. 


FURTHER READING 

The IEEE Computer Society offers in its distributed sys¬ 
tems online Web site (http://dsonline.computer.org) a 
section specific to distributed databases, which is a good 
starting point for monitoring state-of-the-art research 
activity in the field. Particularly interesting are the pages 
on people working in the field, projects, and reference 
material. The other main online source of reference ma¬ 
terial on distributed databases is the DBLP computer sci¬ 
ence bibliography (www.informatik.uni-trier.de/~ley/db/), 
in particular with its "Database Systems" and “Distrib¬ 
uted computing" entry points. 



Handbook of Computer Networks: Distributed Networks, Network Planning, 
Control, Management, and New Trends and Applications 

by Hossein Bidgoli 
Copyright © 2008 John Wiley & Sons, Inc. 


PART 2 

Network Planning, Control, 
and Management 



Handbook of Computer Networks: Distributed Networks, Network Planning, 
Control, Management, and New Trends and Applications 

by Hossein Bidgoli 
Copyright © 2008 John Wiley & Sons, Inc. 

Network Capacity Planning 


Priscilla Oppenheimer, Southern Oregon University 


Introduction 315 

Capacity-Planning Terminology 315 

Definitions of Capacity 315 

Network Capacity 316 

Capacity-Planning Process 316 

Gathering Information 316 


INTRODUCTION 

Network capacity planning is the process of determining 
the resources that will be needed for a network to sup¬ 
port the network traffic that is offered to it. Capacity plan¬ 
ning is challenging because network capacity is affected by 
many factors, including the bandwidth of network links, 
the capabilities of network servers, and the performance 
of internetworking devices. Capacity planning is also 
difficult because it involves predicting the future. To ac¬ 
curately provision capacity, network engineers must try 
to learn what users are doing now, what they will be do¬ 
ing in the near future, and what they will be doing in a 
few years. 

Despite the difficulties, capacity planning is one of the 
most important tasks an engineer will take on. Without 
enough capacity, a network experiences unwanted de¬ 
lay and errors, especially as load increases. Too much 
capacity wastes money and can result in problems in 
other parts of the network that cannot handle the extra 
traffic. The right amount of capacity, on the other hand, 
helps engineers meet current and future needs, achieve 
service-level objectives, minimize risks associated with 
unexpected traffic surges, and proactively identify bottle¬ 
necks. With a good plan, bottlenecks can be placed where 
they will cause the least disruption to the network, and 
internetworking devices can be configured to accurately 
prioritize traffic when there are bottlenecks. 

This chapter presents capacity-planning terminology 
and principles, as well as recommendations for capacity 
planning processes. Capacity planning processes include 
gathering information about requirements, analyzing 
potential solutions, reviewing constraints and trade-offs, 
testing solutions, and gathering requirements informa¬ 
tion again. Capacity planning is not a linear step-by-step 
process. Rather, it is a creative, recursive process, in 
which multiple solutions are envisioned and evaluated. 
This chapter suggests possible ingredients for a good so¬ 
lution, but leaves it up to the reader to creatively select 
the right solutions based on actual requirements and 
constraints. 

CAPACITY-PLANNING TERMINOLOGY 

Planning is the act of designing a realization of a goal. 
Capacity planning involves designing the capacity that 
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will be required of a network to meet the business and 
operational goals of the network users. Network capacity 
can be expressed in terms of network link bandwidth, net¬ 
work architecture and performance, server architecture 
and performance, router architecture and performance, 
application behavior, and so on. This section expands on 
these basic principles and defines capacity. 

Definitions of Capacity 

Capacity refers to the potential or suitability for holding, 
storing, or accommodating something. For example, the 
capacity of a bucket could be one gallon or the capacity of 
an auditorium could be 100 people. Networks hold (and 
convey) network traffic caused by network applications, 
such as Web browsing, file sharing, music downloading, 
video streaming, and searching for extraterrestrial intel¬ 
ligence (SETI). Network capacity is the potential for a 
network to accommodate the network traffic that is pre¬ 
sented to it by network applications. 

Sometimes the word capacity refers to the facility to 
produce something, such as the production capacity of 
a factory or the power-producing capacity of a generator. 
Networks do not really produce anything. Nonetheless, a 
network—and the networking devices that comprise it— 
does receive inputs and generate outputs (in the form of 
packets), and the rate at which it can do this has a major 
affect on network capacity. 

Shannon’s law, developed by Claude Shannon, a math¬ 
ematician who helped build the foundations for modern 
computers, expresses capacity in terms of the maximum 
bits per second that a channel can carry in the presence 
of electrical noise. Shannons law states that the high¬ 
est obtainable error-free data rate, expressed in bits per 
second, is a function of the bandwidth (in Hertz) of the 
channel and the signal-to-noise ratio. 

The broad concept to understand with Shannon’s law 
is that raw frequency is not the only ingredient of capac¬ 
ity. Electrical noise affects capacity. To carry that concept 
a step further, it is also important to realize that capacity, 
as measured in raw bits per second, is not the only ingre¬ 
dient of network capacity. Network capacity is affected by 
network topologies, link characteristics, servers, routers, 
switches, firewalls, operating systems, and applications. 

One final note with regard to definitions: Capacity 
should be distinguished from throughput. Throughput 
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is a measure of how much actual traffic can be passed 
across a network path in a stated period of time (whereas 
capacity is the potential for a network to accommodate 
network traffic). Throughput usually refers to user data 
and is lower than capacity because it is affected by net¬ 
work congestion, server congestion, framing overhead, 
packet overhead, background traffic, and errors. 

Network Capacity 

In summary, the capacity of a network is provided by the 
following: 

• The network topology 

• The bandwidth (data rate in Mbps or Gbps) of local 
area network (LAN) links 

• The bandwidth of wide area network (WAN) links 

• The bandwidth of metropolitan area network (MAN) 
links 

• The bandwidth, storage capacity, and disk access speed 
of storage area networks (SANs) 

• The features of network servers, including CPU power, 
the amount of random access memory (RAM) and disk 
storage, RAM and storage access speed, bus speed, and 
operating system and application software behavior 

• The features of internetworking devices (routers, 
bridges, switches, firewalls, wireless access points, con¬ 
centrators, multiplexers, content switches, and load 
balancers), including CPU power, the amount of RAM 
and disk storage, RAM and storage access speed, bus 
speed, operating system and application software be¬ 
havior, and packets-per-second (PPS) forwarding rate. 


CAPACITY-PLANNING PROCESS 

Capacity planning should be a structured, analytical 
process based on engineering design principles. Capacity 
planning requires gathering information about business 
and operational goals, applications, the current network’s 
infrastructure and performance, and network traffic. Af¬ 
ter information is gathered, potential solutions should be 
developed and tested. Finally, a solution that is based on 
analysis and testing, and that is also flexible and modular 
so that changing needs can be met, should be selected 
and implemented. After the solution is implemented, 
it should be continually monitored to determine whether it 
is still working and meeting user needs. The job of a net¬ 
work engineer is never finished. Figure 1 illustrates the 
capacity-planning process discussed in this section. 

Gathering Information 

The first step for most planning projects is to gather infor¬ 
mation. Determining how much capacity a network will 
need requires gathering information about business driv¬ 
ers, applications, the current network, and traffic classes 
and patterns. These details are inputs to the capacity¬ 
planning process. A plan for a network with sufficient 
capacity is the output of the capacity-planning process. 



Figure 1: A capacity-planning process 


Figure 2 shows the inputs and outputs of a capacity¬ 
planning process. 

Business Drivers 

Computer networks exist because they solve a business 
or operational problem. Network upgrades are made not 
because some new technology sounds cool to the network 
engineers, but because they help an organization achieve 
its goals, whether the goals are to increase profits, gain 
market share, improve worker productivity, streamline 
processes, or something else unique to the organization. 
An important aspect of capacity planning is an analysis 
of the business or operational goals of the network. Like¬ 
wise, an important aspect of a capacity-planning project 
is an analysis of the specific business or operational goals 
of the project. As part of this analysis, the engineer should 
gain an understanding of the scope of the capacity¬ 
planning project. Is the project related to a single net¬ 
work link, a set of LANs, a set of WANs or remote-access 
networks, or the entire internetwork? 

Applications 

Computer networks carry application data. While gather¬ 
ing information for a capacity plan, an engineer should 
identify user applications. Later, the engineer can charac¬ 
terize the applications' capacity requirements, as covered 
later in this chapter in the section on “Analyzing Network 
Traffic Patterns,” but at this point, the engineer should 
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Figure 2: Inputs and outputs of a capacity-planning process 


simply identify the major applications that offer traffic 
to the network, including e-mail, file-oriented applica¬ 
tions, database access and updating, Web browsing, re¬ 
mote terminals, voice, video, network games, and so on. 
The above list is for user applications, but the capacity 
of the network must also support network services such as 
dynamic addressing, naming and name resolution, user 
authentication and authorization, remote booting, direc¬ 
tory services, network backup, network management, 
software distribution, and so on. 

Current Network Structure 

An effective capacity-planning process starts with a char¬ 
acterization of the architecture of the current network. 
Engineers should learn the location of major network 
links, servers, server farms, and internetworking devices, 
and develop a set of detailed maps. If accurate maps 
already exist, they can be used, but often network docu¬ 
mentation is out of date and should not be trusted with¬ 
out additional investigation. 

While documenting the network structure, it is a good 
idea to take a step back from the detailed diagrams and 
try to characterize the logical topology of the network as 
well as its physical components. The logical topology de¬ 
picts the overall design of a network; it can affect the up¬ 
grade of a network. For example, a flat topology, with no 
modularity or hierarchy, is hard to upgrade. A modular 
design, on the other hand, allows parts of a network to be 
upgraded without affecting the entire network. 

Current Network Performance 

Before engineers can decide how much additional ca¬ 
pacity is needed for a network, they need to know how 
much it currently has, how much of that current amount 
is actually being used, and how well the network is per¬ 
forming with its current capacity. A baseline measure of 
the current performance of a network is an important 
input into the capacity-planning process. This measure 
should include information about bandwidth utiliza¬ 
tion, efficiency, availability, accuracy, response time and 
delay, and the status of major internetworking devices. 
(Oppenheimer 2004). 


Bandwidth utilization is a measure of how much band¬ 
width is in use during a given time interval, usually specified 
as a percentage of the maximum theoretical bandwidth. 
For example, a measuring tool might specify that traffic 
is using 70 Mbps on a 100-Mbps Ethernet link—in other 
words, 70%. (Some tools might call this 35% of a full- 
duplex Ethernet link.) 

Network monitoring tools use different time intervals 
for computing bandwidth utilization. Some tools let the 
user change the interval. Using a long interval (such as 
an hour or longer) can be useful for reducing the amount 
of data that the tool outputs, but granularity is sacrificed. 
Peaks in network traffic get averaged out. Using a time in¬ 
terval of a few minutes is a better plan, so that short-term 
peaks can be factored into the capacity-planning proc¬ 
ess. If practical, monitoring tools should run for at least a 
few days. If the project goals include improving perform¬ 
ance during the busiest times, utilization should be meas¬ 
ured during these times, not just on typical days. For 
example, an online store should measure utilization dur¬ 
ing the Christmas-shopping season. 

Sometimes bandwidth is used inefficiently. One aspect 
of capacity planning is to determine whether there are 
any optimizations that can be done so that bandwidth 
is not wasted. Bandwidth utilization is optimized for ef¬ 
ficiency when applications and protocols are configured 
to send large amounts of data per packet, thus minimiz¬ 
ing the number of packets and round-trip delays required 
for a transaction. The number of packets needed for each 
transaction can also be minimized if the receiver is con¬ 
figured with a large receive window, allowing it to accept 
multiple packets before it must send an acknowledgment. 
The goal is to maximize the number of application-layer 
data bytes compared to the number of bytes in head¬ 
ers, acknowledgments, and other overhead information. 
(Note that an exception to this is networks with voice 
traffic and slow links. Voice uses small packets and works 
best when other applications also use small packets, so 
that the transmission time for outputting large packets 
does not cause extra delay for the voice applications. This 
is especially true for slow links.) 

The availability of the network can be specified as a 
mean time between failures (MTBF) and a mean time 
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to repair (MTTR). A baseline analysis of the current net¬ 
work should also include information about the accuracy 
of the network in terms of bit-error rates on WAN links, 
cyclic redundancy check (CRC) errors on LAN links, and 
dropped packets. If bandwidth is being wasted by re¬ 
transmissions due to errors and dropped packets, these 
problems should be fixed, if possible, before more capac¬ 
ity is provided. 

It is important to measure response time before and 
after a new capacity plan is implemented. Response time 
can be measured from a user’s point of view by running 
representative applications on a user's workstation and 
measuring how long it takes to get a response. The time 
it takes to retrieve e-mail, send a file to a server, down¬ 
load a Web page, update a sales order, print a report, and 
so on, can be measured. In addition, the response time 
for network services should be measured. This includes 
measuring the time it takes to get an answer to a domain 
name system (DNS) query, a dynamic host configuration 
protocol (DHCP) request for an Internet protocol (IP) ad¬ 
dress, a user authentication request, and so on. 

Another way to estimate response time and delay in 
a network is to send ping packets and measure the aver¬ 
age round-trip time (RTT) to send a request and receive 
a response. Deviation from the average RTT can also be 
measured, which is important for applications that can¬ 
not tolerate jitter, such as voice and video. (Jitter in this 
context means a measure of the variability over time of 
the average delay across a network.) 

The final step in analyzing the performance of the 
current network is to check the status of the servers and 
internetworking devices in the internetwork. It is not nec¬ 
essary to check every LAN switch, but the major switches, 
routers, firewalls, and servers should be checked. Check¬ 
ing the status includes determining how busy the device 
is (CPU utilization), how many packets it can process 
in a given time, how many packets it has dropped, and 
how efficiently it is using, creating, and deleting memory 
buffers. Checking utilization of storage and RAM is also 
important on some devices. 

Analyzing Network Traffic Patterns 

As mentioned above, network capacity can be defined as 
the potential for a network to accommodate the network 
traffic that is presented to it. To plan how much capacity 
is needed, the traffic must be understood. Both current 
and future traffic should be classified and studied so that 
capacity planning can be based on traffic behavior, flow, 
and load. 

Network Traffic Classes 

A broad categorization of network traffic is background 
versus transactional. Background traffic is a by-product 
of the protocols that are used on networks. For example, 
in a Windows environment, when a user maps a drive to 
a network share, the server message block (SMB) keep¬ 
alive packets between the PC and server are background 
traffic. Transactional traffic is generated when a user per¬ 
forms a task. For example, when a bank teller enters a 
deposit for a customer, transactional traffic is generated 
(Baron 2005). 


SMB is one of many protocols that send keepalives. 
Several voice-over-IP (VoIP) implementations send con¬ 
stant keepalives as a way of making sure that a session is 
available when it becomes necessary to ring the phone. 
Background traffic other than keepalives includes ad¬ 
dress resolution protocol (ARP) traffic, routing table up¬ 
dates, bridge protocol data units (BPDUs) sent by bridges 
and switches, and network management traffic. Network 
services background traffic associated with DNS, DHCP, 
user authentication, directory services, and so on must 
also be accommodated by a capacity plan. 

Another categorization of network traffic is broadcast 
versus unicast. Broadcast traffic goes to all devices in the 
broadcast domain. It does not necessarily use more band¬ 
width than unicast traffic. (Broadcast packets are often 
smaller and less frequent than unicast packets.) However, 
broadcast traffic does disturb every station in the broad¬ 
cast domain, which reduces the processing capacity that 
is available for other traffic, which is especially a problem 
for low-end devices. Broadcast domains should be lim¬ 
ited in size, which can be accomplished with routers and 
virtual LANs (VLANs). 

Network traffic can also be characterized with regard 
to the quality of service (QoS) that it requires. For exam¬ 
ple, the traffic might be especially sensitive to dropped 
packets, as in a bank transaction; or the traffic might be 
especially sensitive to delay, as in voice and video traffic; 
or the traffic might need high throughput, as in a file- 
upload application. 

Some traffic requires a controlled-load service, as de¬ 
fined in RFC 2211 (Wroclawski 1997). With controlled- 
load service, the network provides a service that closely 
approximates the service that the traffic would receive 
on an unloaded network. The network is expected to ap¬ 
ply admission control to ensure that the sensitive traffic 
receives the service it needs, even when the network is 
overloaded. An application that requests controlled-load 
service assumes that a very high percentage of transmit¬ 
ted packets are delivered and the transit delay by a very 
high percentage of traffic does not greatly exceed the 
minimum transit delay experienced by any successfully 
delivered packet. The controlled-load service is intended 
for applications that are highly sensitive to overload con¬ 
ditions. Important members of this class are “adaptive 
real-time applications” (Wroclawski 1997). 

Some real-time applications are not adaptive and have 
stricter requirements with regard to delay and dropped 
packets than the controlled-load service can offer. The 
guaranteed service defined by RFC 2212 (Shenker, Par¬ 
tridge, and Guerin 1997) provides firm bounds on end-to- 
end packet-queuing delays. Guaranteed service is intended 
for applications that need a guarantee that a packet will 
arrive no later than a certain time after it was transmit¬ 
ted. With this service, the maximum queuing delay can be 
mathematically proven to be at a certain level. The guar¬ 
anteed service does not attempt to minimize jitter. It is 
also not concerned with fixed delay, such as propagation 
delay across a network path, since there is not much it can 
do about the speed of light. Instead, guaranteed service 
guarantees that packets arrive within a guaranteed de¬ 
livery time and that they are not discarded due to queue 
overflows. 
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According to RFC 2475 (Blake et al. 1998), IP packets 
can be marked with a differentiated services codepoint 
(DSCP) to influence queuing and packet-dropping deci¬ 
sions on an output interface of a router. The DSCP can 
have one of sixty-four possible values that specify how 
each router should handle the packet. Packets can be 
marked in such a way that a properly configured router 
implements controlled-load service, guaranteed services, 
and other QoS functionality. When conducting research 
for a capacity plan, if a network engineer discovers ap¬ 
plications that are sensitive to delay and load, the plan 
must specify a need to deploy routers that support QoS 
features. 

Network Traffic Behavior 

Using a protocol analyzer and network modeling tools, 
an engineer can learn how network applications and pro¬ 
tocols behave and use this information to plan capacity. 
How many and what types of packets do the applica¬ 
tions and protocols send? How big are the packets? How 
quickly are the packets sent, and if not acknowledged, 
how quickly are they resent? Are the packets sent in 
bursts? Do the packets include lots of overhead? 

As mentioned above, capacity planning should take 
into account network traffic that has not (or cannot be) 
optimized for packet-size efficiency. When network appli¬ 
cations send small packets, a lot of capacity is consumed 
by packet headers. When possible, applications should 
be tuned to use large packets. Another contributor to 
capacity-usage inefficiency is applications that send nu¬ 
merous acknowledgments (acks), sometimes at multiple 
layers. For example, some implementations of Windows 
hie sharing send acks at the SMB, NetBIOS, and trans¬ 
mission control protocol (TCP) layers. This may not be 
avoidable, but it is worth knowing about, as it affects ca¬ 
pacity usage. 

In some cases, capacity-usage inefficiencies can be 
avoided through the use of TCP extensions. For example, 
RFC 1323 (Jacobson, Braden, and Borman 1992) provides 
a method for scaling the TCP receive window beyond 
the maximum size that the 16-bit window size held in the 
TCP header nominally allows. As another example, 
RFC 2018 (Mathis et al. 1996) helps reduce capacity 
usage by optimizing error recovery and retransmission 
behavior. 

Without RFC 2018, TCP acks are cumulative up to the 
point at which a problem occurs. If TCP segments 
are lost, the ACK number is one more than the number of 
the last byte that was received before the loss, even if more 
segments arrived after the loss. In other words, there is 
no way for a receiver to report a hole in the received data. 
This causes the sender to either wait a round-trip time 
to Hnd out about each lost segment, or to unnecessarily 
retransmit segments that the recipient may have received 
correctly. With selective ACK, the TCP recipient fills in the 
selective ack option held in the TCP header to inform 
the sender of the noncontiguous blocks of data that have 
been received. The sender can then retransmit only the 
missing segments. 

A protocol analyzer can help an engineer determine 
whether selective ACK is in use. A protocol analyzer can 
also be used to study other aspects of traffic behavior. 


including packet sizes, excessive overhead traffic, win¬ 
dowing and flow control, error-recovery mechanisms, 
broadcast rates, and so on. This information can be input 
into the capacity-planning process to ensure that solu¬ 
tions are selected that accommodate this traffic behavior 
(if the behavior cannot be changed to be more optimal.) 

Network Traffic Flow 

Accurately provisioning network capacity requires an 
analysis of traffic flow. An identification of the major 
sources and destinations of network traffic, and an analy¬ 
sis of the direction and volume of data traveling between 
them, helps the engineer comprehend traffic flow and 
correctly provision capacity. 

To get a better understanding of traffic flow, network 
engineers should start with an analysis of the location 
and network-usage habits of user communities. A user 
community is a set of workers who use a particular ap¬ 
plication or set of applications. A user community could 
be a corporate department or a set of departments. How¬ 
ever, in many organizations, application usage crosses 
departmental boundaries. It is generally more effective to 
characterize user communities by application and pro¬ 
tocol usage, rather than by departmental boundary. User 
communities should be identified and located, and their 
applications should be analyzed for network traffic be¬ 
havior and flow. 

In addition to documenting user communities, charac¬ 
terizing traffic flow requires locating major data sources 
and sinks. A data source is a device, or group of devices, 
that mostly produces data. A data sink (sometimes called 
a “data store”) is a device that mostly accepts data, act¬ 
ing as a data repository (McCabe 2003). Examples of data 
sources are devices that do a lot of computing, such as 
servers, mainframes, and computing clusters. Other ex¬ 
amples, such as cameras, video-production equipment, 
and application servers, do not necessarily do a lot of 
computing, but can generate a lot of data. Data sinks in¬ 
clude disks, tape backup units, SANs, and video-editing 
devices. 

Analyzing traffic flow involves identifying and charac¬ 
terizing traffic flows between sources and sinks. In some 
cases, a traffic flow can be characterized as bidirectional 
and symmetric. Both ends of the flow send traffic at about 
the same rate. In other cases, a flow is bidirectional 
and asymmetric. Client stations send small queries and 
servers send large streams of data, for example. In a 
broadcast application, the flow is unidirectional and 
asymmetric. Figure 3 shows the differences between bi¬ 
directional, unidirectional, symmetric, and asymmetric 
traffic flows. 

Network applications tend to fall into broad categories 
that can be characterized in terms of traffic flow. When 
conducting a capacity-planning project, a network engi¬ 
neer can categorize applications as being one of the fol¬ 
lowing types: terminal/host, client/server, peer-to-peer, 
server/server, distributed computing, or broadcast. Once 
a high-level characterization is completed, a more de¬ 
tailed analysis of applications and their network traffic 
characteristics can be conducted using protocol analyz¬ 
ers and traffic modeling tools, but as a first step, Table 1 
can be used to classify typical network application types. 
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Network Traffic Load 

After traffic flows between sources and destinations have 
been identified, their size needs to be measured or pre¬ 
dicted, using protocol analyzers and traffic-modeling 
tools. In other words, the engineer has to analyze the vol¬ 
ume of network traffic caused by traffic flows and how 
much of a load they will put on the network. Traffic load 
estimates are unlikely to be precise, but they can be rea¬ 
sonably accurate if they are based on an analysis of meas¬ 
ured traffic and an extrapolation from the measurements 
for future requirements. 

Protocol analyzers and modeling tools can be used to 
study the traffic load caused by a single user of an appli¬ 
cation. After the load caused by a single user is analyzed, 
the load can be scaled by the number of users of the ap¬ 
plication to get a better idea of capacity needs for the 
application. The analysis of the location and size of user 
communities, and the identification of data sources and 
sinks, can help make these calculations more accurate. 
Traffic-modeling tools can be used to automate the ana¬ 
lyzing of traffic load. 
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Figure 3. Traffic-flow examples 


Developing Potential Solutions 

After engineers have analyzed business and operational 
goals, and gathered information about network traffic pat¬ 
terns (including traffic classes, behavior, flow, and load), 
they can start selecting capacity solutions. This section 
discusses options for network topology design, and LAN, 
WAN, MAN, and internetworking device capacity. 

Network Topologies 

Network topology is the arrangement of nodes and links 
in a network. A network’s topology depicts the intercon¬ 
nectivity of major LAN and WAN segments, internet¬ 
working devices, servers, and user communities. Once 
the steps of analyzing traffic flow and load are completed, 
a network engineer can design a network topology that 


Table 1: Types of Network Applications and Their Traffic Characteristics 


Type 

Flow 

Symmetry 

Comments 

Examples 

Terminal/host 

Bidirectional 

Asymmetric 

Terminal sends just a few 
characters 

Telnet, Secure Shell 

Client/server 

Bidirectional 

Asymmetric 

Clients send queries, servers 
send replies and bulk data 

Web browsing, e-mail, SMB, network 
file system (NFS), file transfer 
protocol (FTP), voice call setup 

Peer-to-peer 

Bidirectional 

Symmetric 

Participants may put a large 
load on network 

Small LANs in which every computer 
is a server, music and video sharing, 
real-time protocol for voice 

Server/server 

Bidirectional 

Symmetric 

Participants may put a large 
load on network 

Network management, directory 
services, caching, backup 

Distributed 

computing 

Bidirectional 

Asymmetric 

Task manager tells computing 
nodes what to do 

Graphics rendering, simulations, 
SETI@home 

Broadcast 

Unidirectional 

Asymmetric 

The flow of broadcasts can be 
contained through the use of 
routers and VLANs 

Service announcement, service 
discovery, address resolution 
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connects the right devices and sites, and offers sufficient 
capacity, redundancy, and load balancing. 

With complex networks, in which capacity planning is 
approached with some care, network engineers seek to 
design topologies that are modular so that parts of a net¬ 
work can be upgraded when needed without disrupting 
traffic flow on other parts of the network. Network solu¬ 
tions can be selected on a per-module basis, with obvious 
distinctions being made for different parts of the internet¬ 
work. These parts may include access networks in which 
users reside, server networks, e-commerce networks, net¬ 
work-management modules, campus backbones, remote- 
access networks, WANs, and so on. Modular network design 
helps minimize costs. A network engineer can purchase 
the appropriate internetworking devices for each module, 
thus avoiding spending money on unnecessary features. 
Modular design also makes testing easier, because there is 
clear and distinct functionality for each module. 

One of the best modular architectures is one that is 
built in a hierarchical topology that caters to flexible 
communications and can be replaced in layers over time 
(Spohn 1997). Hierarchical networks evolved from early 
telephone networks that were once designed in a mesh, 
star, or multiple-star topology. Hierarchical networks 
brought order out of chaos and reduced the inputs and 
outputs on switches, permitting the handling of high traf¬ 
fic on certain routes where necessary, and allowing over¬ 
flow and a means of recovery from problems (Freeman 
1996). 

With a hierarchical topology, instead of connecting nu¬ 
merous devices to each other in a mesh topology, or con¬ 
necting all devices to a center device in a star topology, 
devices are connected in a layered tree structure. Devices 
and links closest to the root of the tree are provided with 
more capacity. Traffic between layers is forwarded to¬ 
ward the root, although optional routes are also possible 
for handling overflow and recovery from broken paths. 
Figure 4 shows the differences between a star, mesh, and 
hierarchical topology. 


LAN Bandwidth 

The amount of LAN bandwidth provided to clients and 
servers plays a major role in network capacity. This sec¬ 
tion mentions the typical options that are available for 
planning LAN capacity, starting with the least capable 
and moving to the most capable wired technologies, and 
then covering wireless options. 

Half-duplex 10-Mbps Ethernet, using a hub or legacy 
bus topology, is obsolete and should not be recommended 
for a new network design, but it still exists in some net¬ 
works and should be considered in an overall capacity 
plan if it will not get upgraded for monetary or other 
reasons. Full-duplex Ethernet uses a switch and allows 
the connected computer and the switch port to send at the 
same time. Full duplex is standard these days and should 
be recommended. Servers, especially, benefit from full 
duplex because they need the ability to send a response to 
a client while receiving another client request. 10-Mbps 
full-duplex Ethernet is possible but 100-Mbps full-duplex 
Ethernet is the better option. 

Many computers are starting to support 1000-Mbps 
Ethernet (Gigabit Ethernet). Although most client 
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Figure 4. Network topologies 


computers do not need that much bandwidth yet, they 
will in the future, and many servers already do. 10-Gbps 
Ethernet is another option for servers, though it is rarely 
recommended for clients. As of this writing, 10-Gbps Eth¬ 
ernet uses only fiber-optic cabling, so it has not yet gained 
widespread popularity, though that will change. 

Another option for servers (and the switch ports to 
which they attach) is Ethernet link aggregation. Link 
aggregation allows several Ethernet adapters to be ag¬ 
gregated to form a single Ethernet interface. A server 
that supports link aggregation considers the aggregated 
adapters to be one adapter and assigns one Internet 
protocol (IP) and one media access control (MAC) address 
to them, so they are treated by remote systems as one 
adapter. Link aggregation is standardized by the IEEE 
802.3ad (IEEE P802.3ad Link Aggregation Task Force 
2000) document and supported by many vendors, includ¬ 
ing Cisco Systems with its EtherChannel switch option. 

The main benefit of link aggregation is that a server and 
switch can use the network bandwidth of all the connected 
adapters as one large pipe. So a single pipe could pro¬ 
vide 800 Mbps, for example, if four full-duplex 100-Mbps 
adapters were linked. Another benefit of link aggregation 
is that capacity is still available when failures occur. If one 
adapter fails, network traffic is automatically sent to the 
next available adapter without disruption of user traffic. 
The capacity of the pipe is reduced but not eliminated. 

The previous paragraphs discussed wired LAN tech¬ 
nologies. Another option for users who need mobility is 
wireless connectivity. Wireless LANs (WLANs) do not offer 
as much bandwidth as wired LANs and should not be 
recommended unless the need for mobility outweighs 
the need for bandwidth. The amount of bandwidth avail¬ 
able to a user depends on how many users are on the 
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wireless network (it is a shared network), as well as how 
far away the user is from the wireless access point and an¬ 
tennas. Wireless bandwidth is reduced by environmental 
obstacles, such as steel girders, shelving units, and metal 
doors that cause signal reflection. The bandwidth is also 
reduced if the signal is absorbed by objects with high wa¬ 
ter content, including trees, wooden structures, and even 
people! Nonetheless, wireless options are appropriate for 
environments where users roam (conference rooms, caf¬ 
eterias, lobbies) and where users deploy handheld units, 
such as on factory floors or in retail stores. 

The IEEE 802.11 Working Group has standardized the 
following WLAN options: 

• IEEE 802.11 supports 1 to 2 Mbps. 

• IEEE 802.11a supports 54Mbps. 

• IEEE 802.11b supports 1, 2, 5.5, and 11Mbps. 

• IEEE 802.11 g supports 54 Mbps and is backward- 
compatible with 802.1 lb. 

• IEEE 802.1 In (expected to be ratified in 2008) supports 
up to 540 Mbps, depending on the configuration. 

Today, most WLANs use 802.1 lg but 802.1 In is expected 
to catch on, as it will work across longer distances than 
the older standards and potentially support very high 
data throughput. 

WAN Bandwidth 

When connecting sites that are geographically dispersed, 
typical options include leased-line and frame relay cir¬ 
cuits, using copper cabling, and leased-line, frame relay, 
and asynchronous transfer mode (ATM) circuits, using 
fiber-optic cabling. Wireless WAN solutions may also catch 
on, as service providers scramble to offer new options to 
cost-conscious users and users who cannot be reached by 
cables. Wireless WANs use satellite, cellular, microwave, 
or radio frequency (RF) technologies. 

WAN bandwidth for copper cabling is specified in 
North America and other parts of the world using the North 
American Digital Hierarchy, which is shown in Table 2. 
A channel in the hierarchy is called a “digital stream” (DS). 
Digital streams are multiplexed together to form higher- 
speed WAN circuits. DS-1 and DS-3 are the most common 
capacities. 


Table 2: The North American Digital Hierarchy 


Signal 

Capacity 

Number 
of DS-Os 

Colloquial 

Name 

DS-0 

64 Kbps 

1 

Channel 

DS-1 

1,544 Mbps 

24 

Tl 

DS-1 C 

3.152 Mbps 

48 

TIC 

DS-2 

6.312 Mbps 

96 

T2 

DS-3 

44.736 Mbps 

672 

T3 

DS-4 

274.176Mbps 

4032 

T4 


In Europe, the Committee of European Postal and Tel¬ 
ephone (CEPT) standardizes the European Digital Hier¬ 
archy, which is shown in Table 3. 

The synchronous digital hierarchy (SDH) is an interna¬ 
tional standard for transmission over fiber-optic cabling. 
SDH defines a standard transmission rate of 51.84 Mbps, 
which is also called synchronous transport signal level 1, 
or STS-1. Higher rates of transmission are a multiple of 
the STS-1 rate. The STS rates are the same as the SONET 
optical carrier (OC) levels, which are shown in Table 4. 

MAN Bandwidth 

It is becoming common for companies to connect their 
sites to each other and to the Internet using an Ether¬ 
net link, rather than the WAN technologies mentioned in 
the previous section. Both new providers and traditional 
providers, who once offered only classic WAN options 
such as dial-up, Tl, and frame relay, now offer Ethernet 
connectivity, which is often called Metro Ethernet. Metro 
Ethernet blends the capabilities and behavior of WAN 
technologies with those of Ethernet. 

A Metro Ethernet customer can use a standard 10/100- 
Mbps Ethernet interface, or a Gigabit or 10-Gbps inter¬ 
face, to access the provider’s network. The customer can 
set up virtual circuits to reach other sites and to reach an 
Internet service provider (ISP). Metro Ethernet providers 
allow customers to add bandwidth as needed. Compared 
to adding WAN bandwidth, which can require months 
of negotiation with the provider, adding Metro Ether¬ 
net bandwidth often takes only a few minutes or hours. 
Metro Ethernet providers offer a wide range of bandwidth 


Table 3: The European Digital Hierarchy 


Signal 

Capacity 

Number of Els 

E0 

64 Kbps 

N/A 

El 

2.048 Mbps 

1 

E2 

8.448 Mbps 

4 

E3 

34.368 Mbps 

16 

E4 

139.264 Mbps 

64 


Table 4: The Synchronous Digital Hierarchy (SDH) 


STS Rate 

OC Level 

Speed 

STS-1 

OC-1 

51.84 Mbps 

STS-3 

OC-3 

155.52 Mbps 

STS-12 

OC-12 

622.08 Mbps 

STS-48 

OC-48 

2.488 Gbps 

STS-192 

OC-192 

9.953 Gbps 

STS-768 

OC-768 

39.813 Gbps 
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options. In addition to the standard Ethernet data rates, 
many providers offer a 1 -Mbps service and allow custom¬ 
ers to add bandwidth in 1-Mbps increments. 

Remote-Access Bandwidth 

Remote offices (branch offices and telecommuters) may 
connect to an enterprise network using various remote- 
access technologies. The amount of bandwidth that these 
technologies offer depends on the provider and how much 
the user pays. It can also depend on physical constraints, 
such as how far the user is from the providers central 
office and the condition of the wiring to the user’s home. 
The bandwidth is generally sufficient for typical office 
applications, but may not be sufficient for bandwidth¬ 
intensive applications such as streaming video. Typical 
options include: 

• A dial-up modem at 56 Kbps (a bad choice unless there 
is no other option) 

• A cable modem at 256 Kbps upstream and 1Mbps 
downstream 

• Asymmetric digital subscriber link (ADSL) at 128 Kbps 
upstream and 256Kbps downstream 

• Symmetric DSL at 1.5 Mbps upstream and downstream 

• Integrated services digital network basic rate interface 
(ISDN BRI) at 144-kbps upstream and downstream 

Remote offices should connect to corporate headquarters 
via a virtual private network (VPN). At headquarters, a 
VPN concentrator must be carefully selected so that it 
has enough capacity to terminate VPN tunnels. As is the 
case with most internetworking devices, engineers should 
evaluate CPU speed and RAM-access speed. VPN con¬ 
centrators can also benefit from specialized application 
specific integrated circuit (ASIC) hardware to speed up en¬ 
cryption and decryption of data sent across VPN tunnels. 

Internetworking Device Capacity 

The capacity of internetworking devices plays a major 
role in the overall capacity of a network. Internetworking 
devices include routers, bridges, switches, firewalls, wire¬ 
less access points, concentrators, multiplexers, content 
switches, and load balancers. The capacity of an internet¬ 
working device is usually measured in packets-per-second 
(PPS) and means the number of packets in a second that 
the device can forward. The capacity of an internetwork¬ 
ing device is affected by CPU power, the amount of RAM 
and disk storage, RAM and storage access speed, bus 
speed, and operating system and application software be¬ 
havior. (Note that many internetworking devices do not 
have storage, so it may not be relevant.) 

The software architecture of an internetworking de¬ 
vice also affects its capacity. The speeds at which a device 
can handle buffering, queuing, dequeuing, matching ad¬ 
dresses in tables such as routing tables, and applying dif¬ 
ferentiated services for high-priority traffic, all affect its 
capacity. The hardware architecture also affects capacity. 
For example, switches with a crossbar architecture are 
faster than older switches that used a shared bus. 

Switches that avoid head-of-line blocking have higher 
capacity than those that do not. Head-of-line blocking is 


a problem of input-queued switches that occurs when a 
packet waiting for a busy output interface delays packets 
behind it in the input queue, even when those other pack¬ 
ets are destined for an idle output interface. Head-of-line 
blocking is similar to a movie theatre complex that does 
not allow anyone into any theatre because the first person 
in line is waiting for a movie theatre that is not yet empty 
from the last showing. To avoid this problem, movie thea¬ 
tre complexes should let everyone in and shuffle the cus¬ 
tomers who cannot get into their movie yet to the candy 
and popcorn stands. Similarly, an internetworking device 
can have a buffer or a set of output queues in which it can 
place packets as they await the availability of their output 
interface. More advanced features for avoiding head-of- 
line blocking include parallel iterative matching (PIM), 
which schedules incoming packets using randomization, 
and iSLIP, which enhances PIM and avoids the need for 
generating numerous random numbers, which can be 
problematic at very high speeds (Varghese 2004). 

The PPS capacity for an internetworking device is the 
maximum rate at which the device can forward packets 
without dropping any. Vendors of internetworking de¬ 
vices often publish PPS ratings for their products, based 
on their own testing and independent tests. To test an 
internetworking device, testers place the device between 
traffic generators and a traffic checker. The generators 
send Ethernet packets ranging in size from 64 to 1518 
bytes. By running multiple generators, devices can be 
tested with multiple interfaces. In a typical testing sce¬ 
nario, the testers send bursts of traffic through the device 
at an initial rate that is half of what is theoretically pos¬ 
sible. If all packets are received, the rate is increased. If 
all packets are not received, the rate is decreased. This 
process is repeated until the highest rate at which packets 
can be forwarded without loss is determined. PPS values 
for small packets are much higher than those for large 
packets (simply because more small packets fit in a pe¬ 
riod of time than large packets do), so, of course, vendors 
usually publish a PPS rating that is based on the smallest 
packet size. 

High-end internetworking devices can often for¬ 
ward packets at the theoretical maximum rate for the 
types of links they connect. (This is called “wire-speed 
forwarding.”) The theoretical maximum rate is calculated 
by dividing bandwidth by packet size. The packet size 
includes headers and any protocol-required preambles, 
start/end frame delimiters, inter-packet gaps, and so on. 
Table 5 shows the theoretical maximum PPS for 100- 
Mbps Ethernet, based on packet size. 

Testing the Capacity Plan 

Capacity solutions should be tested. Testing should meas¬ 
ure functionality, response time, throughput, availability, 
errors, and dropped packets. Tests should be designed 
that will characterize network performance and behavior 
under normal loads and higher-than-normal loads. Test¬ 
ing can be accomplished with network modeling tools 
and by implementing a prototype or pilot project. A pro¬ 
totype can be implemented on a test network in a lab. 
A pilot project is usually implemented on a production 
network with real users—but not all users, in case there 
are problems. 
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Table 5: Theoretical Maximum Packets per Second (PPS) for 
100-Mbps Ethernet 


Packet Size (in bytes) 

Maximum PPS 

64 

148,800 

128 

84,450 

256 

45,280 

512 

23,490 

768 

15,860 

1,024 

11,970 

1,280 

9,610 

1,518 

8,120 


Engineers should develop test objectives, test methods 
and scripts, and acceptance criteria. The criteria for de¬ 
claring that a test has been passed or failed should be 
clear and accepted by the testers and users of the net¬ 
work. There is nothing worse than running tests, agree¬ 
ing on the results, but disagreeing on the interpretation 
of the results. The types of testing that should be con¬ 
ducted include application, throughput, availability, and 
regression testing. 

Application testing measures performance from a 
user’s point of view and verifies correct functionality and 
low response time as the user does typical tasks such as 
start an application, switch between screens, open and 
store hies, search for data, and so on. The tester can 
watch actual users or simulate users with a modeling 
tool. The testing should start with a set number of users, 
then gradually increase the number of users to expose 
any problems related to high network or server load. 

Throughput testing measures the bits- or bytes-per- 
second rate that applications can achieve with a new ca¬ 
pacity plan. As in application testing, throughput testing 
should start with a set number of users and then gradu¬ 
ally increase the number to analyze network and device 
behavior under load. 

Availability testing makes sure the network does not 
fail (become unavailable) because of the changes related 
to the new capacity plan. It can also test for bit errors on 
WAN links, CRC errors on LAN links, and dropped packets. 
Finally, regression testing is also important, whereby the 
engineer tries to makes sure the new implementation 
will not break applications or devices that were known to 
work before the new plan was developed. 

The results of testing the new capacity plan may call 
for some changes to the plan. If the plan was developed 
in a systematic way using the processes explained in this 
chapter, then it should not require major changes, but fine- 
tuning is often necessary. After the plan is implemented 
and users start maximizing their use of the network, then 
bigger changes may become necessary. Network capacity 
is like closet space—it is never enough. 

Planning for the Future 

After a capacity plan is implemented, it must be monitored. 
Network engineers need to be vigilant about measuring 


bandwidth utilization, throughput, availability, accuracy, 
delay and jitter, and response time. Engineers and their 
managers need to work with business and operational man¬ 
agers to learn about new applications and uses for the net¬ 
work that were not anticipated. 

Parkinson’s law applies to networks. Developed by 
C. Northcote Parkinson (1958), Parkinson’s law states 
that “work expands so as to fill the time available for 
its completion.” Parkinson based his law on his experi¬ 
ences in the British Civil Service, where he noted that 
the number of employees at the Colonial Office increased 
even though Britain’s empire was no longer growing. In 
a more general sense, Parkinson’s law means that the de¬ 
mand on a resource expands to match the supply of the 
resource. Parkinson’s law is often used in the computer 
industry to call attention to the fact that the amount of 
data tends to grow to the point at which it fills the space 
available for storage; CPU power is consumed by new 
applications; and network traffic expands to fill the ca¬ 
pacity available to it. 

CONCLUSION 

Capacity planning is the process of determining the re¬ 
sources that will be needed for a network to support the 
traffic that is offered to it. Resources include LAN and 
WAN bandwidth, server capacity, and internetworking 
device capacity. LAN and WAN bandwidth, as measured 
in bits-per-second rates, plays a major role in capacity 
planning, but it is not the only component of a good plan. 
Servers and internetworking devices also need sufficient 
CPU power, RAM and disk storage, and fast access to 
RAM and storage. They also need optimized architec¬ 
tures and the ability to process a high rate of packets per 
second. Capacity planning must take into account traffic 
behavior such as acknowledgments, broadcast packets, 
frame sizes, and windowing and flow-control mecha¬ 
nisms. Classifying network traffic as background versus 
transactional helps distinguish the types of traffic a net¬ 
work must carry. Classifying the service requirements of 
traffic helps determine the special processing that may be 
needed for some types of traffic. 

Capacity planning is not an easy task. For one thing, it 
requires anticipating what users will do with the network 
in the future. In addition, network systems are complex, 
with many different components that can affect capacity. 
Nonetheless, by following a structured, systematic proc¬ 
ess that is based on gathering information about business 
drivers, applications, network architecture and perform¬ 
ance, and the types of traffic and traffic patterns the net¬ 
work must support, effective capacity planning can be 
achieved. Capacity planning is also facilitated by a modu¬ 
lar, hierarchical network topology in which future needs 
can be met by changing one layer of the architecture, 
rather than the entire structure. 

Capacity planning does not stop with an implementa¬ 
tion of the plan. Network usage tends to increase until the 
capacity of the network is reached. As it was said about 
the baseball diamond in the middle of Iowa in the movie 
Field of Dreams, “if you build it, they will come.” Expect 
a well-functioning network to get used and overused to 
the point at which it needs more capacity. A network 
engineer’s job is never done. 
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GLOSSARY 

Bandwidth: The bits-per-second rate that a network 
can handle. 

Capacity: The potential for a network to accommodate 
the network traffic that is offered to it. 

Capacity Planning: The process of determining the re¬ 
sources that will be needed for a network to support 
the traffic that is offered to it. 

Head-of-Line Blocking: A problem of input-queued 
switches that occurs when a packet waiting for a busy 
output delays packets behind it in the input queue, 
even when those other packets are destined for an idle 
output. 

Jitter: A measure of the variability over time of the aver¬ 
age delay across a network. 

Packets per Second (PPS): The rate at which an inter¬ 
networking device can forward packets. 

Throughput: A measure of how much traffic can be 
passed across a network path in a stated period of 
time. 

Wire-Speed Forwarding: Relaying packets at the 
theoretical maximum rate for the type of connected 
network. 


CROSS REFERENCES 

See Computer Network Management; Network Reliability 
and Fault Tolerance; Network Security Risk Assessment 
and Management; Network Traffic Management; Network 
Traffic Modeling. 
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INTRODUCTION 

Teletraffic theory is the application of mathematics to 
the measurement, modeling, and control of traffic in tel¬ 
ecommunications networks (Willinger and Paxson 1998). 
The aim of traffic modeling is to find stochastic processes 
to represent the behavior of traffic. Working at the Co¬ 
penhagen Telephone Company in the 1910s, A. K. Erlang 
famously characterized telephone traffic at the call level 
by certain probability distributions for arrivals of new 
calls and their holding times. Erlang applied the traffic 
models to estimate the telephone switch capacity needed 
to achieve a given call-blocking probability. The Erlang 
blocking formulas had tremendous practical interest 
for public carriers because telephone facilities (switch¬ 
ing and transmission) involved considerable investments. 
Over several decades, Erlang’s work stimulated the use 
of queuing theory, and applied probability in general, to 
engineer the public switched telephone network. 

Packet-switched networks started to be deployed on a 
large scale in the 1970s. Like circuit-switched networks, 
packet networks are designed to handle a certain traffic 
capacity. Greater network capacity leads to better network 
performance and user satisfaction, but requires more 
investment by service providers. The network capacity 
is typically chosen to provide a target level of quality of 
service (QoS). QoS is the network performance seen by 
a packet flow, measured mainly in terms of end-to-end 
packet loss probability, maximum packet delay, and delay 
jitter or variation (Firoiu et al. 2002). The target QoS 
is derived from the requirements of applications. For 
example, a real-time application can tolerate end-to-end 
packet delays up to a maximum bound. 

Unfortunately, teletraffic theory from traditional 
circuit-switched networks could not be applied directly 
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to emerging packet-switched networks for a number 
of reasons. First, voice traffic is fairly consistent from 
call to call, and the aggregate behavior of telephone 
users does not vary much over time. However, packet 
networks carry more diverse data traffic, for example, 
e-mail, file transfers, remote log-in, and client/server 
transactions. Data applications are typically “bursty" 
(highly variable over time) and vary in behavior from 
one another. Also, the traffic diversity has increased 
with the growing number of multimedia applications. 
Second, traffic is controlled differently in circuit- and 
packet-switched networks. A circuit-switched telephone 
call proceeds at a constant bit rate after it is accepted by 
the network. It consumes a fixed amount of bandwidth 
at each telephone switch. In contrast, packet flows may 
be subjected to access control (rate enforcement at the 
network boundary); flow control (the destination slow¬ 
ing down the sender); congestion control (the network 
slowing down the sender); and contention within the 
network from other packet flows. Thus, packet traffic 
exhibits much more complex behavior than circuit- 
switched voice. 

Teletraffic theory for packet networks has seen con¬ 
siderable progress in recent decades (Adas 1997; Frost 
and Melamed 1994; Michiel and Laevens 1997; Park and 
Willinger 2000). Significant advances have been made 
in long-range dependence, wavelet, and multifractal ap¬ 
proaches. At the same time, traffic modeling continues to 
be challenged by evolving network technologies and new 
multimedia applications. For example, wireless technolo¬ 
gies allow greater mobility of users. Mobility must be an 
additional consideration for modeling traffic in wireless 
networks (Thajchayapong and Peha 2006; Wu, Lin, and 
Lan 2002). Traffic modeling is clearly an ongoing process 
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without a real end. Traffic models represent our best 
current understanding of traffic behavior, but our under¬ 
standing will change and grow over time. 

This chapter presents an overview of commonly used 
traffic models reflecting recent developments in the field. 
The first step in modeling is understanding the statistical 
characteristics of the traffic. The first section reviews com¬ 
mon statistical measures such as burstiness, long-range 
dependence, and frequency analysis. Next, we examine 
common continuous-time and discrete-time source mod¬ 
els. These models are sufficiently general to apply to any 
type of traffic, but application-specific models are tailored 
more closely to particular applications. We highlight stud¬ 
ies of the major Internet applications: World Wide Web, 
peer-to-peer file sharing, and streaming video. In the last 
section, we examine two major ways that the network 
affects the source traffic. First, traffic sources can be 
"policed” at the network access. Second, the dynamics of 
TCP flows (the majority of Internet traffic) are affected 
by network congestion and active queue-management 
schemes at network nodes. 

Packets, Flows, and Sessions 

Some terminology should be introduced at this point be¬ 
cause traffic can be viewed at different levels, as shown 
in Figure 1. When the need arises, a host will establish 
a session with another host. A session is associated with a 
human activity. For example, a client host will open a TCP 
connection to port 21 on a server to initiate a file transfer 
protocol (FTP) session. The TCP connection will be closed 
at the end of the FTP session. Or a session may be viewed 
as the time interval when a dial-up user is connected to an 
Internet service provider (ISP). For connection-oriented 
networks such as asynchronous transfer mode (ATM,) a 
session is a call established and terminated by signaling 
messages. Traffic modeling at the session (or call) level 
consists of characterizing the start times and duration of 
each session. 

During a session, each host may transmit one or more 
packet flows to the other host (Roberts 2004). Although the 
term is used inconsistently in the literature, a flow is com¬ 
monly considered to be a series of closely spaced packets 
in one direction between a specific pair of hosts. Packets in 
a flow usually have common packet header fields such as 
protocol ID and port numbers (in addition to source and 


destination addresses). For example, an FTP session in¬ 
volves two packet flows between a client and server: one 
flow is the control stream through TCP port 21, and the 
second flow is the data stream (through a negotiated TCP 
port). Traffic modeling at the flow level consists of charac¬ 
terizing the random start times and durations of each flow. 

TCP flows have been called “elephants” or “mice," 
depending on their size. An elephants duration is longer 
than the TCP slow start phase (the initial rate increase of 
a TCP connection until the first dropped packet). Because 
of their short duration, mice are subject to TCP's slow 
start but not to TCP’s congestion-avoidance algorithm. 
Less-common terms are dragonflies , flows shorter than 
2, and tortoises, flows longer than 15 minutes (Brownlee 
and Claffy 2002). Traffic measurements have suggested 
that 40 to 70% of Internet traffic consists of short flows, 
predominantly Web traffic. Long flows (mainly non-Web 
traffic) are a minority of the overall traffic, but have a sig¬ 
nificant effect because they can last hours to days. 

Viewed in more detail, a flow may be made up of in¬ 
termittent bursts, each burst consisting of consecutively 
transmitted packets. Bursts may arise in window-based 
protocols, in which a host is allowed to send a window of 
packets, then must wait to receive credit to send another 
window. Another example is an FTP session, in which a 
burst could result from each file transferred. If a hie is 
large, it will be segmented into multiple packets. A third 
example is a talkspurt in packet voice. In normal conver¬ 
sations, a person alternates between speaking and listen¬ 
ing. An interval of continuous talking is a talkspurt, which 
results in a burst of consecutive packets. 

Finally, traffic can be viewed at the level of individual 
packets. This level is concerned only with the arrival pro¬ 
cess of packets and ignores any higher structure in the 
traffic (bursts, flows, sessions). The majority of research 
(and this chapter) address traffic models mainly at the 
packet level. Studies at the packet level are relatively 
straightforward because packets can be easily captured 
for minutes or hours. 

Studies of traffic flows and sessions require collection 
and analysis of greater traffic volumes because flows and 
sessions change over minutes to hours, so hours or days 
of traffic need to be examined. For example, one anal¬ 
ysis involved a few packet traces of several hours each 
(Barakat et al. 2003). Another study collected eight days 
of traffic (Brownlee and Claffy 2002). 



Figure 1 : Levels of traffic 
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The Modeling Process 

Traffic models reflect our best knowledge of traffic behavior. 
Traffic is easier to characterize at sources than within the 
network because flows of traffic mix together randomly 
within the network. When flows contend for limited band¬ 
width and buffer space, their interactions can be complex 
to model. The “shape” of a traffic flow can change un- 
predictably as the flow progresses along its route. On the 
other hand, source traffic depends only on the rate of data 
generated by a host independent of other sources. 

Our knowledge is gained primarily from traces (meas¬ 
urements) of past traffic, consisting of packet arrival times, 
packet header fields, and packet sizes. A publicly avail¬ 
able trace of Ethernet traffic recorded in 1989 is shown in 
Figure 2. A trace of Star Wars IV encoded by MPEG (Mov¬ 
ing Picture Coding Experts Group) 4 at medium quality 
is shown in Figure 3 (data rate per frame). Traffic can be 
measured by packet sniffers or protocol analyzers, which 
are specialized pieces of hardware and software for record¬ 
ing packets at link rates (Thompson, Miller, and Wilder 
1997). Common sniffers are tcpdump, Snort, and Ethe¬ 
real. These can be easily connected to transmission links, 
local area networks, or mirrored ports on switches and 
routers. Also, traffic volume is routinely recorded by rout¬ 
ers as part of the simple network management protocol 
(SNMP). In addition, some NetFlow-capable routers are 
able to record simple flow information (e.g., flow start/stop 
times, number of bytes, and number of packets). 



2 3 

Time (sec) 

Figure 2: Ethernet traffic trace 


One of the practical difficulties in traffic modeling is 
collecting and analyzing large sets of traffic measurements. 
Traffic can be highly variable, even between two similar 
types of sources. For example, one video might have many 
scene changes, reflected by frequent spikes in the source 
rate, while another might have few scene changes, result¬ 
ing in a smoother source rate. Therefore, it is good prac¬ 
tice to collect measurements from many sources or over 
many time periods, and then look for common aspects 
in their behavior. In probabilistic terms, each traffic trace 
is a single realization or sample of the traffic behavior. 
A small sample set could give a misleading portrayal of 
the true traffic behavior. 

A good choice for a stochastic model should exhibit 
accuracy and universality. Accuracy refers to a close fit 
between the model and actual traffic traces in statistical 
terms. Sometimes accuracy is judged by the usefulness of 
a model to predict future behavior of a traffic source. Uni¬ 
versality refers to the suitability of a model for a wide range 
of sources. For example, an MPEG traffic model should 
be equally applicable to any particular video source, not 
just to Star Wars (although the parameter values of the 
model may need to change to fit different sources). 

Our knowledge of traffic is augmented from analyses 
and simulations of protocols. For example, we know that 
TCP sources are limited by the TCP congestion-avoidance 
algorithm. The TCP congestion-avoidance algorithm has 
been analyzed extensively, and TCP sources have been 
simulated to investigate the interactions between multi¬ 
ple TCP flows to verify the stability and fairness of the 
algorithm. 

Ultimately, a traffic model is a mathematical approxi¬ 
mation for real traffic behavior. There is typically more 
than one possible model for the same traffic source, 
and the choice depends somewhat on subjective judgment. 
The choice often lies between simple, less accurate models 
and more complex, accurate models. An ideal traffic 
model would be both simple to use and accurate, but 
there is usually a trade-off between simplicity and ac¬ 
curacy. For example, a common time series model is 
the p-order autoregressive model (discussed later). As the 
orderp increases, the autoregressive model can fit any data 
more accurately, but its complexity increases with the 
number of model parameters. 



Figure 3: Trace of Star Wars IV encoded at medium quality 
MPEG-4 


Uses of Traffic Models 

Given the capability to capture traffic traces, a natural 
question is why traffic models are needed. Would not 
traffic measurements be sufficient to design, control, and 
manage networks? Indeed, measurements are useful 
and necessary for verifying the actual network perform¬ 
ance. However, measurements do not have the level of ab¬ 
straction that makes traffic models useful. Traffic models 
can be used for hypothetical problem solving, whereas 
traffic measurements only reflect current reality. In prob¬ 
abilistic terms, a traffic trace is a realization of a random 
process, whereas a traffic model is a random process. 
Thus, traffic models have universality. A traffic trace gives 
insight about a particular traffic source, but a traffic model 
gives insight about all traffic sources of that type. 
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Traffic models have many uses, but at least three ma¬ 
jor ones. One important use of traffic models is to allow 
proper dimensions for network resources for a target level 
of QoS. It was mentioned above that Erlang developed 
models of voice calls to estimate telephone switch capac¬ 
ity to achieve a target call-blocking probability. Similarly, 
models of packet traffic are needed to estimate the band¬ 
width and buffer resources to provide acceptable packet 
delays and packet-loss probability. Knowledge of the av¬ 
erage traffic rate is not sufficient. It is known from queu¬ 
ing theory that queue lengths increase with the variability 
of traffic (Kleinrock 1976). Hence, an understanding of 
traffic burstiness or variability is needed to determine suf¬ 
ficient buffer sizes at nodes and link capacities (Barakat 
et al. 2003). 

A second important use of traffic models is to verify 
network performance under specific traffic controls. For 
example, given a packet-scheduling algorithm, it would 
be possible to evaluate the network performance resulting 
from different traffic scenarios. For another example, a 
popular area of research is new improvements to the TCP 
congestion-avoidance algorithm. It is critical that any 
algorithm is stable and allows multiple hosts to share 
bandwidth fairly, while sustaining a high throughput. Ef¬ 
fective evaluation of the stability, fairness, and throughput 
of new algorithms would not be possible without realistic 
source models. 

A third important use of traffic models is admission 
control. In particular, connection-oriented networks such 
as ATM depend on admission control to block new con¬ 
nections to maintain QoS guarantees. A simple admission 
strategy could be based on the peak rate of a new connec¬ 
tion; a new connection is admitted if the available band¬ 
width is greater than the peak rate. However, that strategy 
would be overly conservative because a variable bit-rate 
connection may need significantly less bandwidth than 
its peak rate. A more sophisticated admission strategy is 
based on effective bandwidths (Kelly 1996). The source 
traffic behavior is translated into an effective bandwidth 
between the peak rate and the average rate, which is the 
specific amount of bandwidth required to meet a given 
QoS constraint. The effective bandwidth depends on the 
variability of the source. 

SOURCE TRAFFIC STATISTICS 

This section gives an overview of general statistics to 
characterize source traffic. The traffic may be represented 
by its time-varying rate X(t) in continuous time, or X„ in 
discrete time. In practice, we are often measuring the 
amount of data generated over short periodic intervals, 
and then the traffic rate is the discrete-time process X„. A 
discrete-time process is also easier for computers to record 
and analyze (as a numerical vector) than a continuous¬ 
time process. On the other hand, it might be preferable 
to view the traffic rate as a continuous-time process X(t ) 
for analysis purposes, because the analysis in continuous 
time can be more elegant. For example, video source rates 
are usually characterized by the data per frame, so X n 
would represent the amount of data generated for the nth 
frame. But X„ could be closely approximated by a suitable 
continuous-time process X(t) for convenience, if analysis 


is easier in continuous time. Alternatively, traffic may be 
viewed as a point process defined by a set of packet arrival 
times [ti, f 2 ,...} or equivalently a set of interarrival times 

n Iff If; — 1 • 

When a traffic trace is examined, one of the first analy¬ 
sis steps is calculation of various statistics. Statistics can 
suggest an appropriate traffic model. For example, an ex¬ 
ponential autocorrelation function is suggestive of a first- 
order autoregressive process (discussed later). 

Simple Statistics 

The traffic rate is usually assumed to be a stationary or 
at least wide sense stationary (WSS) process for conven¬ 
ience, although stationarity of observed traffic is impos¬ 
sible to prove because it is a property over an infinite (and 
unobservable) time horizon. WSS means that the mean 
E(X t ) is constant over all time t, and the autocovariance 
function: 

R x ( t, s) = E\{X t - E(X t ))(X s - E(X s ))] (1) 

depends strictly on the lag It - 51 and can be written as 
Rx(t ~ s). 

First-order statistics such as peak rate and mean rate 
are easy to measure. The marginal probability distribu¬ 
tion function can be estimated by a histogram. Second- 
order statistics include the variance and autocorrelation 
function: 

p x (t -s) = R x {t - s)/R x (0). 

An example of the autocorrelation function estimated for 
the Ethernet traffic from Figure 2 is shown in Figure 4 (lag 
is in units of 10 ms). The variance indicates the degree of 
variability in the source rate, while the autocorrelation 
function gives an indication of the persistence of bursts 
(long-range dependence is discussed below). The shape 
of the autocorrelation function is informative about the 
choice of a suitable time-series model (discussed below). 
Equivalently, the power spectral density function, which 
is the Fourier transform of the autocorrelation function, is 
just as informative. 



Figure 4: Autocorrelation function for Ethernet traffic 
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Figure 5: Construction of rescaled process by aver¬ 
aging over blocks 


Burstiness Measures 

For variable bit-rate sources, “burstiness” is a quantity 
reflecting the source’s variability. While burstiness is easy 
to understand intuitively, there is unfortunately not a uni¬ 
versally agreed-on definition. The simplest definition of 
burstiness is the ratio of peak rate to mean rate. This does 
not reveal much information about the source because it 
does not capture how long the peak rate can be sustained 
(which would have the greatest effect on queuing). 

Another possibility is the squared coefficient of varia¬ 
tion, treating the traffic rate as samples of a random vari¬ 
able X. The squared coefficient of variation c 2 (X) = var(X)/ 
E 2 (X) is a normalized version of the variance of X 
(normalized by dividing by the squared mean). 

A related but more sophisticated measure is the index 
of dispersion of counts, or IDC, I c (t) = var(N(t))/E(N(t)), 
the variance of the number of arrivals up to time t nor¬ 
malized by the mean number of arrivals (Gusella 1991). 
The number of arrivals up to time t, N(t), is the number 
of interarrival times fitting in the interval (0 ,t). Thus, the 
IDC captures similar but more time-scale-dependent in¬ 
formation than the coefficient of variation c 2 (X). 

Perhaps a more accurate measure is the index of 
dispersion of workload (IDW), /„,(f) = var (Y(t))/E(Y(t)), 
where Y(t) is the total amount of data that has arrived up 
to time t. The workload takes into account the amount of 
data in packets, not only the number of packets (Fendick 
et al. 1991). 

Long-Range Dependence and 
Self-Similarity 

Measurements of Ethernet, MPEG video, and World 
Wide Web traffic have pointed out the importance of self¬ 
similarity in network traffic (Beran 1994; Crovella and 
Bestavros 1997; Erramilli et al. 2002; Leland et al. 1994; 
Paxson and Floyd 1995; Sahinoglu and Tekinay 1999). 
Suppose the traffic rate is a discrete-time WSS process X„ 
with mean X and autocorrelation function p x (k). For posi¬ 
tive integer m, a new process X ( „ m) is constructed as shown 


below by averaging the original process over nonoverlap¬ 
ping blocks of size m (Figure 5): 

X (m) = (X +--- + X + ,)hn. (3) 

n v nm nm+m—l' v 7 

The new process X 1 " 0 is WSS with mean X and autocor¬ 
relation function p ( "'\k). The process X„ is asymptotically 
second-order self-similar if p^\k) = p x {k) for large m 
and k. Essentially, self-similarity means that the rescaled 
process a~ H X an has the same statistical properties as the 
original process X„ over a wide range of scales a > 0 and 
some parameter 0 < H < l. This would not be true for a 
process such as the Poisson process, which tends to be¬ 
come smoother for large m. The Hurst parameter H is a 
measure of self-similarity. 

Self-similarity is manifested by a slowly decaying au¬ 
tocorrelation function: 

p x (k) ~ ck 2(H - |) (4) 

for some c > 0 as k —» Self-similarity implies long-range 
dependence, which is a property of the asymptotic rate of 
decay of the autocorrelation function. A short-range de¬ 
pendent (SRD) process has an autocorrelation function 
that decays at least as fast as exponentially: 


for large k and some constant y. Equivalently, the sum 
H,p x (k) is finite. A long-range dependent (LRD) process 
has an autocorrelation function that decays slower than 
exponentially—for example,, hyperbolically p k (k ) —> & 2<H-1) 
for 0.5 < El < 1. In this case, the sum ~%p x (k) is infinite. 

Self-similarity and long-range dependence are impor¬ 
tant statistical characteristics because they are believed 
to have a major effect on queuing performance (Erramilli 
et al. 2002). Essentially, bursts of LRD traffic tend to be 
more persistent, thereby causing longer queue lengths than 
estimated for traditional SRD traffic such as Poisson. 
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Multiresolution Time Scale 

The establishment of long-range dependence in network 
traffic prompted interest in the analysis of self-similar 
processes using time-scale methods, particularly wave¬ 
lets (Abry and Veitch 1998; Ma and Ji 2001). Wavelet 
transforms are a useful tool for examining processes with 
scaling behavior, referred to as multiresolution analysis. 
They are most easily approached and motivated from the 
familiar Fourier transform, which decomposes a process 
(or signal) into a weighted sum of sinusoids. That is, the 
Fourier transform gives information about the frequency 
components but not any time information (where the fre¬ 
quency components occur in time). This is well suited for 
stationary processes but not for nonstationary processes. 
In contrast, the wavelet transform gives both time and 
frequency information. The short-time Fourier transform 
can handle nonstationary processes by taking windows 
of the signal, but there is a trade-off between time and 
frequency resolution. 

A continuous wavelet transform decomposes a process 
into a weighted sum of wavelet functions. The wavelet 
functions are derived from a “mother wavelet” i)i(t )—for 
example, the Haar wavelet, Morlet wavelet, Mexican Hat, 
or Daubechies family of wavelets. The set of wavelets is 
generated by dilating the mother wavelet 





(6) 


where 5 is the scale parameter. Larger scales correspond to 
dilated signals and give a global view of the process (low 
frequencies), while the opposite holds for smaller scales. 
The continuous wavelet transform of a process X(t) is 



where b is the translation parameter. 

In order to facilitate computer processing, it is nec¬ 
essary to discretize the transform by sampling the time- 
frequency plane. The discrete wavelet transform (DWT) 
analyzes a process at dyadic scales using inner products at 
shifts equal to the length of the wavelet. It is computed by 
passing the process through a series or bank of filters. The 
first level consists of parallel low-pass and high-pass filters, 
followed by downsampling by two. The level 1 coefficients 
are output from the downsampled high-pass filter. The 
output of the low-pass filter goes again through another 
filter stage (with high- and low-pass filters, and downsam¬ 
pling) to increase the frequency resolution. The level 2 co¬ 
efficients are output from the high-pass filter in the second 
stage, and additional stages of filters can be used in the 
same manner. The result is a set of coefficients that rep¬ 
resent the process as a low-resolution approximation and 
additional approximations of increasing resolutions. 

An early use of the DWT was estimation of the Hurst 
parameter (Abry and Veitch 1998; Roughan, Veitch, and 
Abry 2000). Wavelet transforms have been used to analyze 
video and Ethernet traffic for the purpose of accurately 
synthesizing traffic with both long- and short-range de¬ 
pendence (Ma and Ji 2001). 


Scaling 

Recent studies of network traffic have found complex 
scaling behavior at small time scales (Riedi et al. 1999; 
Gilbert, Willinger, and Feldmann 1999; Abry et al. 2002). 
Previous studies had focused on monofractal models, 
such as self-similar processes. These show invariance 
across a wide range of scales and can be characterized by 
a single scaling law, for example, the Hurst parameter H. 

Multifractal models have been found to better explain 
scaling behavior at small time scales. Loosely speaking, 
multifractal models have local scaling properties depend¬ 
ent on a time-varying hit), the local Holder exponent, 
instead of a constant Hurst parameter. Intervals during 
which hit) < 1 show bursts, while intervals during which 
hit) > 1 correspond to small fluctuations. In traffic meas¬ 
urements, the local scaling hit) appears to change ran¬ 
domly in time. 


CONTINUOUS-TIME SOURCE 
MODELS 

Traffic models can be continuous-time or discrete-time. 
In continuous time, we are interested in a stochastic 
process to represent the time-varying source rate X(t) or 
the set of packet arrival times (ti, t 2 ,...}. 


Traditional Poisson Process 

In traditional queuing theory, the Poisson arrival pro¬ 
cess has been a favorite traffic model for data and voice. 
The traditional assumption of Poisson arrivals has often 
been justified by arguing that the aggregation of many in¬ 
dependent and identically distributed renewal processes 
tends to a Poisson process when the number increases 
(Sriram and Whitt 1986). Poisson arrivals with mean rate 
A are separated by interarrival times [t 1 ,t 2 ,. ..] that are i.i.d. 
(independent and identically distributed) according to an 
exponential probability distribution function p(r) = Ae _Ar , 
t — 0. Equivalently, the number of arrivals up to time t is 
a Markov birth process with all birth rates of A. 

The Poisson arrival process has several properties that 
make it appealing for analysis. 


• It is memoryless in the sense that, given that the previ¬ 
ous arrival occurred T time ago, the time to the next 
arrival will be exponentially distributed with mean 1/A, 
regardless of T. In other words, the waiting time for the 
next arrival is independent of the time of the previous 
arrival. This memoryless property simplifies analysis 
because future arrivals do not need to take into account 
the history of the arrival process. 

• The number of arrivals in any interval of length t will 
have a Poisson probability distribution with mean At. 

• The sum of two independent Poisson arrival processes 
withratesA] and A 2 is a Poisson process with rate A i + A 2 . 
This is convenient for analysis because traffic flows are 
multiplexed in a network. 

• Suppose a Poisson arrival process with rate A is ran¬ 
domly split, meaning that each arrival is diverted to 
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a first process with probability p or a second process 
with probability 1 — p. The first process is a Poisson 
arrival process with rate pX and the second process is 
another Poisson process with rate (1 — p) A. 

Despite the attractiveness of the Poisson model, its va¬ 
lidity for real traffic has often been questioned. Barakat 
et al. (2003) offered evidence that flow arrivals on Internet 
backbone links are well matched by a Poisson process. 

For large populations in which each user is independ¬ 
ently contributing a small portion of the overall traffic, 
user sessions can be assumed to follow a Poisson arrival 
process (Roberts 2004). Based on traces of wide area TCP 
traffic, Poisson arrivals appear to be suitable for traffic at 
the session level when sessions are human-initiated—for 
example, interactive TELNET and FTP sessions (Paxson 
and Floyd 1995). However, the Poisson model does not 
hold for machine-initiated sessions or for any packet-level 
traffic. 

Simple On/Off Model 

The simple on/off model is motivated by sources that 
alternate between active and idle periods. An obvious ex¬ 
ample is speech, during which a person is either talking 
or listening. The time in the active state is exponentially 
distributed with mean 1 la, and the time in the idle state is 
exponentially distributed with mean 1//3. The state of the 
source can be represented by the two-state continuous¬ 
time Markov chain shown in Figure 6. 

In the active state, the source is generating packets at 
a constant rate 1 IT —that is, interarrival times between 
packets are a constant T. In the idle state, no packets are 
generated. This on/off model can be considered a simple 
example of a modulated process, which is a combination 
of two processes. The basic process is a steady stream of 
packets at a constant rate 1 IT. The basic process is multi¬ 
plied by a modulating process, which is the Markov chain 
shown in Figure 6 (the active state is equivalent to 1, while 
the idle state is equivalent to 0). The modulation has the 
effect of canceling the packets during the idle state. 
The resulting on/off traffic is shown in Figure 7. 

Suppose that packets are generated as a Poisson process 
with rate A during active periods, instead of a constant 


rate process. This process is an interrupted Poisson pro¬ 
cess (IPP). The effect of the modulating process is to can¬ 
cel or "interrupt” a normal Poisson process during idle 
states. 

Markov Modulated Poisson Process 

Although the Poisson process is attractive as a traffic 
model, it is obviously unrealistic in one aspect: the arrival 
rate A is constant. If we consider the aggregate of multi¬ 
ple packet speech flows, the flow rate will not be constant 
because speech conversations are starting and terminat¬ 
ing at random times. The flow rate will drop whenever a 
speech conversation stops and will increase whenever 
a new conversation begins. 

Suppose N speech conversations are multiplexed, and 
each speech conversation is an IPP. The aggregate flow 
will be a Markov modulated Poisson process (MMPP) 
(Heffes and Lucantoni 1986). The basic process is a Pois¬ 
son process with rate A(f). The rate is modulated as A(f) = 
n(t) A, where n(t) is the number of speech conversations 
that are active at time t. In this case, n(t) is the state of a 
continuous-time Markov chain (specifically, a birth-death 
process) shown in Figure 8. The MMPP preserves some of 
the memoryless property of the Poisson process and can 
be analyzed by Markov theory. However, the complexity 
of the analysis increases with N, so the value of N is usu¬ 
ally small. 

Stochastic Fluid Model 

Fluid models depart from traditional point process mod¬ 
els by ignoring the discrete nature of packets. Consider 
again the MMPP model. The traffic rate is X(t) = n{t) A, 
where n(t) is again the number of active sources at time 
t represented by the birth-death process in Figure 8. The 
packet process is a complicated point process if one at¬ 
tempts to characterize the packet arrival times [t u / 2 ,... ) 
shown in Figure 9. 

Instead, it is easier to simply use the process X{t) as the 
traffic model for most purposes (Cassandras et al. 2002). 
According to the stochastic fluid model, an active source 
transmits data at a constant rate, A like a fluid flow, in¬ 
stead of in discrete packets. The stochastic fluid model 
is the aggregation of N such fluid sources. The stochastic 
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Figure 7: On/off traffic as example of a modulated process 
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fluid buffer is attractive for its simplicity and tractability 
for fluid buffer flow analysis (Anick, Mitra, and Sondhi 
1982). 

Fractional Brownian Motion 

The definition of fractional Brownian motion (FBM) is 
similar to the well-known Brownian motion except that it 
is generalized to depend on a Hurst parameter H. A frac¬ 
tional Brownian motion X(f) is a Gaussian continuous 
process starting at X(0) = 0, with zero mean and variance 
var(X(t)) = t 2H , and has stationary increments that are 
normally distributed with zero mean and variance cr 2 t 2H . 
Its autocorrelation function is 


of previous points and a random noise. The coefficients 
are found by linear regression, or fitting the exponential 
autocorrelation function to the observed autocorrelation 
function. 

AR models are particularly motivated by studies of 
packet video with low motion (e.g., videoconferencing), 
where X„ is the bit rate of the nth video frame (Maglaris 
et al. 1988). There is a strong correlation between the bit 
rates of successive frames because of the nature of low- 
motion video and interframe coding algorithms. 

An autoregressive moving average (ARMA) model of 
order (p,q), denoted ARMA(p,g), has a more general form 
than the AR process: 


R(s,t) = E(X(s)X(t)) = i(s 2 « + t 2H -\s- t| 2 "), (8) 

which shows that regular Brownian motion is a special 
case when H = 0.5. For 0.5 < H < 1, the autocorrelation 
function exhibits long-range dependence with Hurst pa¬ 
rameter H. 

Fractional Brownian motion has been proposed as a 
model for “free traffic” (unconstrained by network re¬ 
sources) aggregated from many independent sources 
(Norros 1995). The model is attractive because it is fairly 
straightforward for analysis and characterization of long- 
range dependence. It is also tractable for queuing (fluid 
buffer) analysis, unlike most discrete-time models. 

DISCRETE-TIME SOURCE MODELS 

In discrete time, we are interested in a stochastic process 
X„ to represent the source rate sampled at discrete times 
n = 1, 2,... . In a sense, there is little difference between 
continuous-time and discrete-time models because there 
are stochastic processes in continuous or discrete time 
that behave similarly to each other. Discrete-time proc¬ 
esses can be closely approximated by continuous-time 
processes, and vice versa. Discrete-time models may be 
preferred when analysis is easier in discrete time, or when 
network simulations are carried out in discrete time (ver¬ 
sus discrete-event simulations). 

Time series are commonly assumed to be consecutive 
measurements of some random phenomenon taken at 
equally spaced time intervals. Classical time-series analy¬ 
sis using ARIMA (autoregressive integrated moving aver¬ 
age) models largely follows the Box and Jenkins (1970) 
method. 


X = (a.X 

n v 1 n 
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where {a , 1 ,...,a p , j3 1 ,...,a q are coefficients. The moving aver¬ 
age terms constitute a linear combination of prior noise 
samples. The ARMA process has also been proposed for a 
video source model (Grunenfelder et al. 1991). 

The autoregressive integrated moving average process, 
denoted ARIMA(p,<7,g) with integer d, is a generaliza¬ 
tion of ARMA processes. Define B as the backward op¬ 
erator BX„ = X„-i. A succinct representation of an ARMA 
process is 


4>(B)X n =G(B)e n , (11) 

where the polynomials are <t>(B) = 1 — a,B - a,B r and 

6(B) = 1 + /3,B-\ -In addition, define the differ¬ 

ence operator VX„ = X n — X„_,. An ARIMA(p,c?,^) process 
has the form: 

<mv<‘X n = 0(B)e n (12) 

The parameter d is the number of times that the time se¬ 
ries is differenced (i.e., converting each ith element of the 
series into its difference from the (i-/')th element). 
The reason for differencing is usually to convert a nonsta¬ 
tionary time series into a stationary series by removing 
seasonal dependencies. The parameters of the autore¬ 
gressive and moving average components are computed 
for the series after the differencing is done. 

A fractional ARIMA, denoted F-ARIMA(p,c?,^), is a 
generalization of an ARIMA allowing noninteger values 
of d. With 0 < d < 0.5, the F-AR\MA(p,d,q) is station¬ 
ary with long-range dependence with Hurst parameter 
H = d + 0.5. 


Time Series 

The simplest time-series model is perhaps the autoregres¬ 
sive (AR) process. A pXh order autoregressive model, de¬ 
noted AR(p), has the form: 

X = (oi.X ,+••• + « X ) + e , (9) 

n v 1 n —1 p n—p' n’ 

where [a { ,.. ,,a p ) are coefficients and e„ is the residual proc¬ 
ess assumed to be i.i.d. zero-mean normal random vari¬ 
ables. Each point in the process is a linear combination 


Box-Jenkins Method 

The Box-Jenkins method proceeds in three stages: model 
identification, model estimation, and model validation. 
Model identification is perhaps the most challenging, and 
depends largely on the expert judgment of the analyst. 
The analyst needs to examine the stationarity of the time 
series, including seasonality (periodic components) and 
trends (nonperiodic linear or nonlinear components). 
Seasonality and trends are subtracted from the series 
in order to obtain a stationary process. Differencing is 
another technique to convert a nonstationary series into 



334 


Network Traffic Modeling 


a stationary one. After stationarity is achieved, the analyst 
must decide on the order (p,q) of the ARMA model, largely 
based on examination of the autocorrelation function. 

With the order of the ARMA process decided, the next 
step is estimation of the model parameters (coefficients). 
The most common methods are least squares regression 
or maximum likelihood estimation. 

The last step examines the validity of the chosen ARMA 
model. If the model was fitted properly, the residuals 
should appear like white noise. That is, residuals should 
be stationary, mutually independent, and normally dis¬ 
tributed. 

APPLICATION-SPECIFIC MODELS 

Network traffic is obviously driven by applications. The 
most common applications that come to mind might in¬ 
clude Web, e-mail, peer-to-peer file sharing, and multi- 
media streaming. One traffic study of Internet backbone 
traffic showed that Web traffic is the single largest type 
of traffic, on the average more than 40% of total traffic 
(Fraleigh et al. 2003). However, on a minority of links, peer- 
to-peer traffic was the heaviest type of traffic, indicating 
a growing trend. Streaming traffic (e.g., video and audio) 
constitute a smaller but stable portion of the overall traf¬ 
fic. E-mail is an even smaller portion of the traffic. 

It is possible to apply the general-purpose continuous¬ 
time and discrete-time traffic models from the previous 
section. However, it is logical that specialized traffic mod¬ 
els may work better for particular applications. Therefore, 
traffic analysts have attempted to search for models tai¬ 
lored to the most common Internet applications (Web, 
peer-to-peer, and video). 

Web Traffic 

The World Wide Web is a familiar client/server applica¬ 
tion. Most studies have indicated that Web traffic is the 
single largest portion of overall Internet traffic, which is 
not surprising, considering that the Web browser has be¬ 
come the preferred user-friendly interface for e-mail, file 
transfers, remote data processing, commercial transac¬ 
tions, instant messages, multimedia streaming, and other 
applications. 

An early study focused on the measurement of self¬ 
similarity in Web traffic (Crovella and Bestavros 1997). 
Self-similarity had already been found in Ethernet traffic. 
Based on days of traffic traces from hundreds of modified 
Mosaic Web browser clients, it was found that Web traffic 
exhibited self-similarity with the estimated Hurst param¬ 
eter H in the range 0.7 to 0.8. More interestingly, it was 
theorized that Web clients could be characterized as on/off 
sources with heavy-tailed on periods. In previous stud¬ 
ies, it had been demonstrated that self-similar traffic can 
arise from the aggregation of many on/off flows that have 
heavy-tailed on or off periods. A probability distribution 
is heavy-tailed if the asymptotic shape of the distribution is 
hyperbolic: 

Pr(X>x)~x-v ( 13 ) 

as x —> °°, for 0 < y < 2. Heavy tails imply that very large 
values have non-negligible probability. For Web clients. 


on periods represent active transmissions of Web hies, 
which were found to be heavy-tailed. The off periods 
were either "active off,” when a user is inspecting the Web 
browser but not transmitting data, or “inactive off,” when 
the user is not using the Web browser. Active off periods 
could be fit with a Weibull probability distribution, while 
inactive off periods could be fit by a Pareto probability 
distribution. The Pareto distribution is heavy-tailed. How¬ 
ever, the self-similarity in Web traffic was attributed 
mainly to the heavy-tailed on periods (or essentially, the 
heavy-tailed distribution of Web hies). 

A study of 1900 Web-browser clients also characterized 
Web traffic with an on/off model (Choi and Limb 1999). 
Off periods include the user viewing the browser or doing 
something else. Off periods were ht with a Weibull prob¬ 
ability distribution, consistent with earlier studies. The on 
period again represents a retrieved Web page, but the 
model was rehned with a more detailed view of a Web page, 
as shown in Figure 10. A Web page consists of a main 
object, which is an HTML document, and multiple in¬ 
line objects that are linked to the main object. Both main 
object sizes and in-line object sizes were ht with (differ¬ 
ent) log-normal probability distributions. The number of 
in-line objects associated with the same main object was 
found to follow a gamma probability distribution. In the 
same Web page, the intervals between the start times of 
consecutive in-line objects was ht with a gamma probabil¬ 
ity distribution. 

It has been argued that TCP how models are more nat¬ 
ural for Web traffic than are “page-based” models (Cao 
et al. 2004). Requests for TCP connections originate from 
a set of Web clients and go to one of multiple Web servers. 
A model parameter is the random time between new TCP 
connection requests. A TCP connection is held between a 
client and server for the duration of a random number of 
request/response transactions. Additional model param¬ 
eters include sizes of request messages, server response 
delay, sizes of response messages, and delay until the next 
request message. Statistics for these model parameters 
were collected from days of traffic traces on two high¬ 
speed Internet access links. 

Another study examined 24 hours of how records from 
NetFlow-capable routers in the Abilene backbone net¬ 
work (Meiss, Menczer, and Vespignani 2005). Web traffic 
composed 4% (319 million hows) of the total observed 
traffic. The Web traffic hows were mapped to a graph of 
18 million nodes (Web clients and servers) and 68 million 
links (hows between client/server pairs). The weight as¬ 
signed to a link reflects the aggregate amount of data 

On period Off 
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fin-line object 2 | 

| In-line object 3~| 
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Figure 10: On/off model with Web page consisting of a main 
object linked to multiple in-line objects 
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between the nodes. The traffic study examined the prob¬ 
ability distribution for number of servers contacted by a 
client, number of clients handled by a server, amount of 
data sent by a client, and amount of downloads handled 
by a server. One of the observations is that both client and 
server behaviors vary extremely widely, and therefore a 
“typical" client or server behavior is hard to characterize. 

Peer-to-Peer Traffic 

Peer-to-peer (P2P) traffic is often compared with Web 
traffic because P2P applications work in the opposite way 
from client/server applications, at least in theory. In actu¬ 
ality, P2P applications may use servers. P2P applications 
consist of a signaling scheme to query and search for file 
locations, and a data-transfer scheme to exchange data 
files. Whereas the data transfer is typically between peer 
and peer, sometimes the signaling is done in a client/server 
way (e.g., the original Napster kept a centralized index). 

Since P2P applications have emerged in only the past 
few years, there are few traffic studies to date. Studies have 
understandably focused more on collecting statistics than 
on the harder problem of stochastic modeling. One study 
examined the statistics of traffic on a university campus 
network (Saroiu et al. 2002). The observed P2P applica¬ 
tions were Kazaa and Gnutella. The bulk of P2P traffic was 
AVI (audio video interleaved) and MPEG video, and a 
small portion was MP3 audio. With this mix of traffic, the 
average P2P file was about 4 MB, three orders of magni¬ 
tude larger than the average Web document. A significant 
portion of P2P was dominated by a few very large ob¬ 
jects (around 700 MB) accessed ten to twenty times. In 
other words, a small number of P2P hosts are responsible 
for consuming a large portion of the total network band¬ 
width. 

Another study collected P2P traffic traces from NetFlow- 
capable routers in an ISP backbone network (Sen and 
Wang 2004). The observed P2P applications were Gnutella, 
Kazaa, Grokster, Morpheus, and DirectConnect. Again, an 
extreme skew in the traffic was observed; a small number 
of P2P hosts (called "heavy hitters”) accounted for much of 
the total traffic. The flow interarrival times, defined as the 
time between the host finishing one flow and then starting 
another flow, were found to be clustered at 1, 60, and 500 
seconds. The very short (1 second) interarrival time could 
be the result of programmed sequential downloading of 
multiple files. The reason for the 60- and 500-second in¬ 
terarrival times was not clear. 

Video 

The literature on video-traffic modeling is vast because the 
problem is very challenging. The characteristics of com¬ 
pressed video can vary greatly depending on the type of 
video, which determines the amount of motion (from 
low-motion videoconferencing to high-motion broadcast 
video) and frequency of scene changes, and the specific 
intraframe and interframe video coding algorithms. Gen¬ 
erally, interframe encoding takes the differences between 
consecutive frames, compensating for the estimated mo¬ 
tion of objects in the scene. Hence, more motion means 
that the video traffic rate is more dynamic, and more 


frequent scene changes manifest as more “spikes” in the 
traffic rate. 

Although many video coding algorithms exist, the great¬ 
est interest has been in the MPEG standards. Approved in 
1992, MPEG-1 video coding was designed for reasonable- 
quality video at low bit rates. MPEG-2 video encoding at 
higher bit rates (such as DVDs) was approved in 1994. 
MPEG-4 approved in 1998 is highly efficient video cod¬ 
ing for broadcast and interactive environments. In 2003, 
a more efficient coding method was approved jointly by 
the Telecommunication Standardization Sector of the In¬ 
ternational Telecommunication Union (ITU-T) as H.264 
and MPEG as MPEG-4 Part 10 (also known as “advanced 
video coding”). 

Video source rates are typically measured frame by 
frame (which are usually 1/30 second apart). That is, X n 
represents the bit rate of the Mth video frame. Video source 
models address at least these statistical characteristics: 
the probability distribution for the amount of data per 
frame, the correlation structure between frames, times 
between scene changes, and the probability distribution 
for the length of video files. 

Because of the wide range of video characteristics and 
available video coding techniques, it has seemed impossi¬ 
ble to find a single universal video traffic model (Heyman 
and Lakshman 1996). The best model varies from video 
file to video file. A summary of research findings: 

• The amount of data per frame have been fit to log normal, 
gamma, and Pareto probability distributions or combi¬ 
nations of them. 

• The autocorrelation function for low-motion video is 
roughly exponential (Maglaris et al. 1988). The autocor¬ 
relation function for broadcast video is more compli¬ 
cated, exhibiting both short-range dependence at short 
lags and long-range dependence at much longer lags 
(Ma and Ji 2001). Time-series, Markov-modulated, and 
wavelet models are popular for capturing the autocor¬ 
relation structure (Dai and Loguinov 2005). 

• The lengths of scenes usually follow Pareto, Weibull, or 
gamma probability distributions. 

• The amounts of data in scene change frames are uncor¬ 
related and follow Weibull, gamma, or unknown prob¬ 
ability distributions. 

• The lengths of streaming video found on the Web ap¬ 
pear to have a long-tailed Pareto probability distribu¬ 
tion (Li et al. 2005). 

ACCESS-REGULATED SOURCES 

Traffic sources cannot typically transmit data without 
any constraints. To be more realistic, traffic models must 
taking the limiting factors into account. For one thing, 
networks can regulate or “police” the rate of source traf¬ 
fic at the user-network interface in order to prevent con¬ 
gestion. Access policing is more common in networks in 
which connections are established by a signaling proto¬ 
col. Signaling messages inform the network about traffic 
characteristics (e.g., peak rate, mean rate) and request 
a QoS. If a connection is accepted, the QoS is guaran¬ 
teed as long as source traffic conforms to the given traffic 
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parameters. A policer enforces conformance to given traf¬ 
fic parameters by limiting the source traffic as necessary. 

Leaky-Bucket-Regulated Sources 

The simplest policer enforces a peak rate defined by the 
shortest allowable interanival time between two consec¬ 
utive packets. If packets are arriving too closely in time, 
the second packet is nonconforming and therefore dis¬ 
carded. However, a policer with more tolerance for minor 
deviations from the peak rate is preferred. 

The leaky-bucket algorithm is typically used for access 
policing because its enforcement is flexible, depending on 
the adjustment of two parameters: the bucket size B and 
a leak rate R. Packets are conforming and admitted into 
the network if they can increment the bucket contents by 
their payload size without overflowing. The contents of the 
bucket are emptied at the leak rate R. The leak rate R is 
the long-term average rate allowed. A larger bucket size 
allows greater variations from the rate R. A burst at a rate 
higher than R can still be conforming as long as the burst is 
not long enough to overflow the bucket. Hence, the maxi¬ 
mum burst length b is directly related to the bucket size. 

The maximum amount of traffic allowed by a leaky- 
bucket policer in an interval (0 ,t) is represented by the 
deterministic ( a, p) calculus (Cruz 1991). The allowable 
traffic is deterministically bounded by 

f X(s)ds £ cr + pt (14) 

Jo 

where cr > 0, p > 0. From equation (14), it is clear that p is 
the long-term average rate, while a is an allowable burst 
size. 

Bounding-Interval-Length-Dependent 

Model 

The deterministic bounding-interval-length-dependent 
(D-BIND) model characterizes traffic sources by multiple 
rate-interval pairs {R k , 4). Rk is the worst-case rate meas¬ 
ured over every interval of length I k . For practical appli¬ 
cations, only a limited number of pairs would be used to 
characterize a source (Knightly and Zhang 1997). 

S-BIND is a stochastic version in which a traffic source 
is similarly characterized by multiple pairs. In this case, 
R k is a random variable that is stochastically larger than 
the rate over any interval of length I k . Suppose r k is the 
traffic rate in interval 4, then Pr (R k > x) > Pr(r t > x ). 

CONGESTION-DEPENDENT 

FLOWS 

Traffic sources may be limited by access control or the level 
of network congestion. Some protocols limit the sending 
rates of hosts by means of sliding windows or closed- 
loop rate control. Clearly, traffic models must take such pro¬ 
tocols into account in order to be realistic. Here we focus 
on TCP because TCP traffic constitutes the vast major¬ 
ity of Internet traffic. TCP uses a congestion-avoidance 
algorithm that infers the level of network congestion and 
adjusts the transmission rate of hosts accordingly. Even 


other protocols should be “TCP friendly," meaning that 
they interact fairly with TCP flows. 

TCP Flows with Congestion Avoidance 

TCP senders follow a self-limiting congestion-avoidance 
algorithm that adjusts the size of a congestion window ac¬ 
cording to the inferred level of congestion in the network. 
The congestion window is adjusted by so-called additive 
increase multiplicative decrease (AIMD). In the absence of 
congestion when packets are acknowledged before their 
retransmission time-out, the congestion window is al¬ 
lowed to expand linearly. If a retransmission timer ex¬ 
pires, TCP assumes that the packet was lost and infers 
that the network is entering congestion. The congestion 
window is collapsed by a factor of a half. Thus, TCP flows 
generally have the classic "sawtooth" shape (Firoiu and 
Borden 2000; Paxson 1994). 

Accurate models of TCP dynamics are important be¬ 
cause of TCP’s dominant effect on Internet performance 
and stability. Hence, many studies have attempted to 
model TCP dynamics (Mathis et al. 1997; Padhye et al. 
2000; Barakat et al. 2003.) Simple equations for the aver¬ 
age throughput exist, but the problem of characterizing 
the time-varying flow dynamics is generally difficult be¬ 
cause of interdependence on many parameters, such as 
the TCP connection path length, round-trip time, proba¬ 
bility of packet loss, link bandwidths, buffer sizes, packet 
sizes, and number of interacting TCP connections. 

TCP Flows with Active Queue Management 

The TCP congestion-avoidance algorithm has an unfor¬ 
tunate behavior whereby TCP flows tend to become syn¬ 
chronized. When a buffer overflows, it takes some time 
for TCP sources to detect a packet loss. In the meantime, 
the buffer continues to overflow, and packets will be dis¬ 
carded from multiple TCP flows. Thus, many TCP sources 
will detect packet loss and slow down at the same time. 
The synchronization phenomenon causes underutiliza¬ 
tion and large queues. 

Active queue-management schemes, mainly random 
early detection (RED) and its many variants, eliminate the 
synchronization phenomenon and thereby try to achieve 
better utilization and shorter queue lengths (Floyd and 
Jacobson 1993; Firoiu and Borden 2000). Instead of wait¬ 
ing for the buffer to overflow, RED drops a packet ran¬ 
domly, with the goal of losing packets from multiple TCP 
flows at different times. Thus, TCP flows are unsynchro¬ 
nized, and their aggregate rate is smoother than before. 
From a queuing theory viewpoint, smooth traffic achieves 
the best utilization and shortest queue. 

Active queue management has stimulated a number 
of control-theory approaches to understanding the stabil¬ 
ity, fairness issues, and flow dynamics (Tan et al. 2006; 
Srikant 2004). 

CONCLUSION 

Proper network design requires an understanding of the 
source traffic entering the network. Many continuous-time 
and discrete-time traffic models have been developed 
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based on traffic-measurement data. The choice of traffic 
models involves at least two major considerations. The 
first is accuracy. Accurate traffic models should include 
not only source behavior but also possible policing or 
congestion avoidance. The second consideration is ease of 
queuing analysis. Traffic models are useful only if network 
performance can be evaluated. It is always possible to 
evaluate network performance via computer simulations, 
but analysis is preferred whenever analysis is tractable. 

GLOSSARY 

Access Policing: Regulation of ingress traffic at the 
user-network interface. 

Active Queue Management (AQM): Intelligent buffer 
management strategies, mainly random early detec¬ 
tion (RED) and its variants, enabling traffic sources to 
respond to congestion before buffers overflow. 
Autoregressive Moving Average (ARMA): A general 
type of time-series model, including linear depend¬ 
ence on previous data samples and linear dependence 
on noise samples. 

Burstiness: A measure of the variability of a traffic 
source rate. 

Fluid Model: A view of data traffic ignoring the discrete 
nature of packets. 

Fractional Brownian Motion (FBM): A long-range de¬ 
pendent Gaussian process with stationary increments 
including Brownian motion as a special case. 

Leaky Bucket: A flexible algorithm for policing a specific 
traffic rate with an adjustable tolerance for deviation 
from that rate. 

Long-Range Dependence (LRD): A property of sto¬ 
chastic processes with autocorrelation functions that 
decay more slowly than exponentially. 

Markov Modulated Poisson Process (MMPP): A Pois¬ 
son process in which the arrival rate varies according 
to a continuous-time Markov chain. 

On/Off Model: A stochastic process with alternating 
active and idle states. 

Poisson Process: A point process with interarrival 
times that are independent and identically distributed 
exponential random variables. 

Quality of Service (QoS): The end-to-end network per¬ 
formance defined from the perspective of a specific 
user’s connection. 

Self-Similarity: A property of stochastic processes that 
preserve statistical characteristics over different time 
scales. 

Time Series: A discrete-time stochastic process usually 
considered to represent measurements of a random 
phenomenon sampled at regularly spaced times. 
Transmission Control Protocol (TCP): A transport 
layer protocol used over IP to ensure reliable data de¬ 
livery between hosts. 

CROSS REFERENCES 

See Computer Network Management', Network Capacity 
Planning', Network Reliability and Fault Tolerance', Network 
Security Risk Assessment and Management; Network Traffic 
Management. 
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The literature on traffic models is quite extensive, in¬ 
cluding references in which traffic models are discussed 
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A variety of traffic traces are publicly available on the 
Web. These can easily be found by searching. Popular 
collections include: 
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html (accessed September 19, 2006). 

NLANR network traffic packet header traces. http://pma. 
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MPEG-4 and H.263 video traces. http://www-tkn. 
ee.tu-berlin.de/research/trace/trace.html (accessed 
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INTRODUCTION 

Although an analogy between computer networks and 
automobile highways is simplistic, the view of networks 
as a type of infrastructure points out the need for traffic 
control. Highways have a limited capacity, which can be 
exceeded when many people want to travel at the same 
time. Vehicles begin to slow down and back up in a con¬ 
gested area. The backup spreads if traffic approaches the 
congested area faster than traffic can leave it. Similarly, 
computer networks are designed to handle a certain 
amount of traffic with an acceptable level of network per¬ 
formance. Network performance will deteriorate if the 
offered traffic exceeds the given network capacity. 

Packets will suffer long queuing delays at congested 
nodes and possibly packet loss if buffers overflow. 

Traffic management refers to the set of traffic controls 
within the network that regulate traffic flows for the pur¬ 
pose of maintaining the usability of the network during 
conditions of congestion. Traffic management has multi¬ 
ple goals. First, it attempts to distinguish different types 
of traffic and handle each type in the appropriate way. 
For example, real-time traffic is forwarded with minimal 
delay, while best-effort traffic can afford to wait longer for 
any unused bandwidth. Second, traffic management re¬ 
sponds to the onset of congestion. TCP is an example of a 
protocol that adapts the rate of TCP sources to avoid seri¬ 
ous congestion. Third, traffic management seeks to main¬ 
tain an acceptable level of network performance under 
heavy traffic conditions. The primary means of protection 
are admission control and access regulation (or policing), 
which limit the rate of traffic entering the network. By 
restricting the total amount of carried traffic, congestion 
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will be avoided, and acceptable network performance will 
thus be sustained at the expense of blocking some amount 
of ingress traffic. 

Quality of Service 

Quality of service (QoS) is closely related to network per¬ 
formance, but QoS metrics are oriented toward a user's end- 
to-end experience (Gozdecki, Jajszczyk, and Stankiewicz 
2003). Network performance is measured mainly from 
the network provider’s viewpoint. Network performance 
metrics are defined to provide a meaningful portrait of 
network behavior to the network provider or network 
manager. Metrics can include end-to-end or hop-by-hop 
performance, and may be aggregated over the entire user 
population. Examples of network performance metrics 
may be average end-to-end packet delay or fraction of 
packets lost per hop observed over an interval of time. 
Although interesting to the network provider, these met¬ 
rics do not mean that a particular user will see this network 
performance. Therefore, they are not that meaningful to 
users concerned with their application’s requirements. 

In contrast, QoS is the end-to-end network performance 
seen from the viewpoint of a user’s particular connection. 
QoS parameters are defined to quantify the performance 
needed and experienced by a user's application. For exam¬ 
ple, a real-time application might require QoS guarantees 
such as an end-to-end packet delay of 10 msec and packet 
loss rate of 10~ 6 . The user would be assured that his 
or her application would see this level of performance. 
At the same time, a different user may require a different 
QoS from the same network. Ultimately, a certain amount 
of subjectivity is involved. A user will judge the QoS 
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provided by the network according to how well his or her 
application seems to work. 

QoS may not necessarily be quantified in specific terms. 
"Hard" QoS may refer to specific guarantees, whereas 
"soft” QoS involves specific parameters but no guaran¬ 
tees. An example of hard QoS is a guarantee that no more 
than 1% of packets will experience a delay of 100 msec. 
Hard QoS can be verifiable by measurements of the QoS 
parameters. Soft QoS may specify target QoS parameters 
but offers no guarantees that the QoS will be met; hence 
soft QoS is not verifiable by measurements. Soft QoS is 
often defined for one service relative to another service. 
An example is a high-priority service that is guaranteed 
to always have a shorter average packet delay than a low- 
priority service, but there are no absolute guarantees for 
either high- or low-priority service. 

ATM has taken the approach of hard QoS guarantees. 
Table 1 lists the ATM definitions of QoS parameters (ATM 
Forum 1996). Although guarantees are offered on all 
QoS parameters, not all guarantees need to be specified 
explicitly. For example, it is assumed implicitly that the bit 
error rate in ATM (asynchronous transfer mode) networks 
will be very low, so the cell error ratio will be very low and 
therefore unnecessary to negotiate explicitly. Likewise, 
misinserted cells are considered to be very rare and neg¬ 
ligible under normal operating conditions. The QoS pa¬ 
rameters that are explicitly negotiated are mainly the cell 
loss ratio, cell transfer delay, and cell delay variation. 


Similar QoS definitions have been standardized for 
IP (Internet protocol) networks (Seitz 2003). In the late 
1990s, the IETF (Internet Engineering Task Force) IP Per¬ 
formance Metrics (IPPM) Working Group documented 
a set of QoS metrics for IP networks including one-way 
packet delay, round-trip packet delay, and one-way packet 
loss. More recently, the ITU-T (International Telecommu¬ 
nication Union, Telecommunication Standardization Sec¬ 
tor) has standardized the set of IP performance metrics 
listed in Table 2 (ITU-T 1999). 

Service-Level Agreements 

Expectations for QoS may be specified in the form of a 
service-level agreement (SLA) between users and their 
network provider or between two network providers 
(Verma 2004). An SLA formally spells out expectations 
about the level of service in a way that allows monitoring 
and verification. SLAs often include terms for billing and 
financial compensation in case the received service level 
falls short of expectations. Hence, SLAs are legal contracts 
that must include clearly specified QoS metrics—typically 
availability, packet delay, jitter, packet loss, and through¬ 
put (Park, Baek, and Hong 2001). In common practice, 
SLAs are viewed more as insurance for unexpected lapses 
in network performance than as absolute guarantees, be¬ 
cause of the practical difficulties of measuring and verify¬ 
ing QoS metrics. 


Table 1: ATM Definitions of QoS Parameters 


Aspect 

Parameter 

Definition 

Accuracy 

Cell error ratio 

Fraction of cells delivered with bit errors 

Severely errored cell block ratio 

Fraction of N -cell blocks delivered with M or 
more errored cells 

Cell misinsertion rate 

Rate of appearance of misdirected cells from a 
different connection 

Dependability 

Cell loss ratio 

Fraction of cells not delivered 

Speed 

Cell transfer delay 

Maximum delay in delivering cells measured by 
p-percentile 

Cell delay variation (jitter) 

Range between maximum and minimum cell 
delays, or deviation of cell delivery times from a 
reference pattern 


Table 2: QoS Metrics for IP Networks 


Aspect 

Parameter 

Definition 

Accuracy 

IP packet error ratio 

Fraction of packets delivered with bit errors 

Spurious IP packet rate 

Rate of appearance of misdirected packets at a 
network egress 

Dependability 

IP packet loss ratio 

Fraction of packets not delivered 

Speed 

IP packet transfer delay 

Mean or maximum delay in delivering packets 

IP packet delay variation (jitter) 

Deviation in packet transfer delays from a 
reference packet transfer delay 
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SLAs typically share a few common elements: cri¬ 
teria to be used for measuring service levels; a method 
for reporting outages and service failures; timeframe for 
the network provider to respond to identified failures; a 
method for escalating network problems; and procedures 
for enforcement and compensation for failure to meet 
SLA goals. 

SLAs are typically limited to a single provider network. 
However, routes through the Internet can cross multiple 
networks. SLAs can be negotiated between network pro¬ 
viders, but the issue becomes how to guarantee the end- 
to-end QoS to users (Pongpaibool and Kim 2003). 

General Principles 

Traffic management is a difficult problem because it fun¬ 
damentally involves a balance between conflicting objec¬ 
tives: statistical sharing versus isolation. At one extreme, 
statistical sharing of network resources without reserva¬ 
tions is desirable to achieve a high efficiency. But since 
demand can exhaust resources, it is difficult (if not 
impossible) to guarantee QoS without reservations. At the 
other extreme, it is well known that QoS can be guaran¬ 
teed by reserving resources for each traffic flow. Reserva¬ 
tions isolate resources for each traffic flow so that flows 
do not have to compete for resources. 

Another general principle is that traffic controls can 
be exercised simultaneously at various levels. At the node 
level, routers and switches are responsible for packet 
scheduling and selective packet discarding. Ingress nodes 
can perform access policing. Nodes may be capable of 
explicit congestion notification. At the network level, the 
network makes admission control decisions to accept 
or block new packet flows. At the higher level, transport or 
application layer protocols can be adaptive to the conges¬ 
tion level in the network. 

Traffic control methods can be classified as preventive 
or reactive. Reactive methods are activated to ameliorate 
congestion after it is detected. For example, TCP reacts 
to congestion by reducing TCP source rates. A general 
principle is that prevention of congestion is preferred to 
reacting to congestion. If congestion occurs, packets will 
be lost, and it takes time to clear the queues in congested 
nodes. Preventive methods such as explicit congestion 
notification are preferred because congestion and packet 
loss may be avoided. 

Overview of Methods 

In practice, networks generally depend on a variety of 
traffic controls used at different points in the networks 
(El-Gendy, Bose, and Shin 2003). The main preventive traf¬ 
fic control is admission control. Admission control gives 
the network an opportunity to make a decision whether 
to accept or reject a new traffic flow before the flow be¬ 
gins. Admission control can be quite effective in protect¬ 
ing the network from congestion by blocking new traffic 
flows at the network ingress (Firoiu et al. 2002). Typically, 
admission control relies on a signaling protocol that al¬ 
lows applications to explicitly request a QoS or service 
class. Information about the new traffic flow (e.g., peak 
rate, average rate, burstiness) must be provided to the 
network at the same time so that sufficient resources can 


be allocated. A signaling protocol is not absolutely neces¬ 
sary if the required QoS can be inferred implicitly from 
knowledge about the traffic. For example, the telephone 
network uses admission control. Since every tele¬ 
phone call requires the same QoS, the required QoS does 
not have to be signaled explicitly. 

Access or ingress policing is another preventive traf¬ 
fic control that typically accompanies admission control. 
Since admission control decisions are based on informa¬ 
tion about the accepted new traffic, it is important that 
source traffic conforms to the given parameters because 
excessive traffic could degrade network performance to 
the point of violating QoS guarantees. The most widely 
used algorithm for access policing is the leaky bucket. 
The leaky-bucket algorithm is simple to implement with 
counters, and allows adjustable tolerance for bursty traf¬ 
fic sources. For conforming traffic, the access policing 
should be invisible and make no difference. For excess 
traffic, three actions are possible: the excess traffic is 
admitted; it is admitted but marked with lower priority; 
or it is discarded immediately. 

Packet scheduling is an essential traffic control 
because it recognizes that packets have different forward¬ 
ing requirements. Packet scheduling should recognize 
different service priorities and give preferential treatment 
to packets with more stringent delay requirements. 

Buffer management is a problem complementary to 
packet scheduling. Whereas packet scheduling deals with 
the order of packets to depart from a buffer, buffer man¬ 
agement dictates how incoming packets should fill up 
limited buffer space. Buffer management should recog¬ 
nize different loss priorities and selectively discard pack¬ 
ets of lower loss priority. In a way, loss priorities may be 
viewed as priorities related to space, while service pri¬ 
orities are related to time. In addition to simple loss 
priorities, packets may be discarded in coordination with 
higher-layer protocols. For example, random early detec¬ 
tion (RED) is a random packet discarding strategy that 
takes advantage of the congestion-control algorithm in 
TCP to improve network throughput and stability (Floyd 
and Jacobson 1993). 

Instead of simply discarding packets during conges¬ 
tion, it is better to avoid congestion entirely if possible. 
Congestion might be avoided by inferring the state of con¬ 
gestion in the network by watching for long packet delays 
and packet losses. This does not require the network to 
provide any congestion information. However, the most 
effective way to avoid congestion is explicit congestion 
notification by the network. Protocols such as ATM and 
frame relay allow switches to mark packets when con¬ 
gestion appears to be imminent. Traffic sources are given 
enough advance warning to slow down and prevent con¬ 
gestion. This so-called closed loop control works only for 
some adaptable applications that can adjust their trans¬ 
mission rate dynamically (in contrast, admission control 
is open loop control because sources are not controlled 
by feedback after they are accepted). 

ADMISSION CONTROL 

Admission control is one of the most effective means of 
congestion control. The objective is to prevent congestion 
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by blocking new packet flows before the flow begins. If a 
new flow is accepted, the network is explicitly or implic¬ 
itly agreeing to provide the required QoS for the duration 
of the flow. This agreement is explicit if the admission 
control is carried out with a signaling protocol. 

Many approaches to admission control can be found 
in the literature (Firoiu et al. 2002). As shown in Figure 1, 
approaches can be classified according to where the 
acceptance decision is made: hop-by-hop, end-point or 
edge router, or centralized bandwidth broker (BB). Hop-by- 
hop admission control follows the traditional approach 
of telecommunications networks. A signaling message 
requesting resources attempts to find a path through the 
network. Each router or switch along the path has an 
opportunity to accept and forward the request or to reject 
and block the request. Although this is a natural approach, 
the complexity required for routers limits the scalability 
to large networks. 

The second approach leaves the admission decision to 
the source end point (host) or an edge (ingress or egress) 
router (Elek, Karlsson, and Ronngre 2000). The decision 
can be based on data collected passively (without any 
extra effort) or actively by special probe packets. This ap¬ 
proach simplifies the role of the core network, resulting 
in better scalability. 

The third approach is also aimed at better scalabil¬ 
ity. Admission into each network domain is controlled 
by a centralized bandwidth broker (Zhang et al. 2000). 
The available resources of the domain are monitored 
by the BB, which makes all admission decisions and keeps 
track of accepted traffic flows. The BB concept has two 
potential advantages. It keeps the core network stateless 


Request 



Source 


for scalability. Also, it can make network-wide optimal 
resource allocation decisions. 

In order to make an acceptance or rejection decision, 
the network must estimate the amount of bandwidth 
and buffer resources needed for a new traffic flow. The 
required resources are compared with the available 
resources. The network also estimates the hypothetical 
impact of the new traffic flow on the current network per¬ 
formance. There must be assurance that the new flow will 
not cause the QoS for current traffic flows to fall below 
acceptable levels. 

Approaches for admission control can be alternatively 
classified by how the decision is made: deterministic, sto¬ 
chastic, or measurement-based (Perros and Elsayed 1996). 
Deterministic approaches use worst-case bounds. In 
contrast, stochastic approaches assume statistical char¬ 
acteristics of the traffic for more accurate estimation of 
required resources. However, the accuracy of stochastic 
approaches depends heavily on the choice of traffic mod¬ 
els. Traffic modeling is a difficult problem because of the 
dynamic nature of network traffic. Measurement-based 
approaches attempt to avoid the modeling problem by us¬ 
ing measurements of the actual traffic instead of assumed 
traffic models. 

Hop-by-Hop Admission Control 

As in traditional telecommunications networks, a signal¬ 
ing message is sent along a path to request resources. The 
signaling message carries information needed for routers 
and switches along the path to make decisions about 
whether sufficient resources are available. If a router or 
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Figure 1: Hop-by-hop admission; (b) end¬ 
point admission; (c) centralized bandwidth 
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Figure 2: RSVP messages 


switch has sufficient resources, it forwards the request 
to the next hop. If insufficient resources are available, 
it drops the request and notifies the source host by a 
"reject” signaling message. 

RSVP (resource reservation protocol) is a well-known 
signaling protocol for IP networks capable of unicast or 
multicast reservations (Braden et al. 1997). In the basic 
reservation setup, a source sends an RSVP PATH message 
that is forwarded by each router, according to its routing 
table, until it reaches the destination, as shown in Figure 2. 
The most important element is a TSpec object that pro¬ 
vides information about the source traffic characteristics. 
Traffic characteristics in the TSpec object are specified 
in token bucket parameters: token rate, token bucket 
size, peak rate, minimum policed unit, and maximum 
packet size. 

The RSVP RESV message is returned from the desti¬ 
nation to the source to request resources along the path 
traversed by the PATH message. In addition to a TSpec 
object, the RESV message can contain a controlled load 
or guaranteed load flow specification. Controlled load and 
guaranteed services are part of the IETF Integrated Serv¬ 
ices (IntServ) framework (Braden, Clark, and Shenker 
1994). Controlled load service is intended for real-time 
applications that can tolerate a limited amount of packet 
loss and excessive packet delay. It can be viewed as “bet¬ 
ter than best-effort" and equivalent to QoS seen from an 
unloaded network. The controlled load flow specification 
in the RESV message consists of the token bucket pa¬ 
rameters as in the TSpec object. Guaranteed service pro¬ 
vides "hard” and measurable QoS guarantees in terms of 
throughput and maximum packet delay. The controlled 
load flow specification in the RESV message consists of 
token bucket parameters and an RSpec object, which in¬ 
cludes a rate and a delay slack (delay variation) term. 

RSVP suffers from two serious drawbacks: complex¬ 
ity and scalability (El-Gendy et al. 2003). Routers must 
be programmed to understand the signaling protocol and 
perform packet classification, packet scheduling, and 
admission control. The scalability problem is caused by 
the need for traditionally stateless routers to keep state 
information for each flow. RSVP uses soft state, mean¬ 
ing that reservation states are automatically deleted if 
not refreshed after some time. However, it is clear that 
the number of flows in the Internet will only be increas¬ 
ing over time, necessitating more state information to be 
maintained by RSVP-capable routers. 

End-Point/Edge Admission Control 

Hop-by-hop admission control suffers from two draw¬ 
backs: the need for a signaling protocol and the need for 


all routers or switches to keep track of flow reservations. 
An alternative idea is that the source host could probe 
the network to determine whether it can accommo¬ 
date the new flow (Elek et al. 2000). For example, the 
source host (or ingress edge router) could inject a stream 
of probe packets at the same rate of the new flow and 
measure the packet delay and loss rate. This is a direct 
measurement of whether the new flow can be accommo¬ 
dated or not. The probe test may work better if routers 
along the path can mark the packets with congestion in¬ 
formation (Gibbens and Key, 2001; Ganesh et al. 2006). 

The probing method has been proposed for voice over 
IP (VoIP) calls (Mase 2004). It is claimed that the probing 
method over controls call admission, so the method is 
modified so that call requests failing the probe test can be 
accepted with some adjustable probability. 

Egress admission control places the decision at the 
egress edge router (Cetinkaya, Kanodia, and Knightly 
2001). The network is viewed as a black box, and the egress 
router just monitors data flows to infer the internal state 
of the network. The service capacity between ingress and 
egress end-points is estimated. If the new flow combined 
with the existing flows can be accommodated by the serv¬ 
ice capacity, the new flow is admitted. The advantage of 
the method is no need for probe packets. 


Bandwidth Brokers 

In differentiated services (Diffserv), the core routers 
are stateless for scalability, and complex traffic controls are 
pushed to the edge routers. Although ingress or egress 
routers could take responsibility for admission control, 
another idea is to centralize admission control in a BB en¬ 
tity (Nichols, Jacobson, and Zhang 1999). The BB keeps 
track of allocated and available resources in a Diffserv 
domain, makes all admission decisions, and configures 
the packet classifiers and traffic conditioners at the edges 
of the Diffserv domain to regulate incoming traffic. 

The major advantage is scalability, because core rout¬ 
ers are concerned only with packet forwarding. Another 
advantage is the network-wide view of the BB. This 
network-wide view should enable the BB to make optimal 
resource allocation decisions (e.g., balance traffic across 
the network). However, there may be a performance issue 
because the BB keeps all state information and makes 
all decisions. As a Diffserv domain grows larger, the BB 
could become a processing and communications bottle¬ 
neck. It is also a single point of failure. To alleviate this 
problem, a hierarchy of BBs may be possible. 

It is envisioned that bandwidth brokers in adjacent Diff¬ 
serv domains could negotiate with each other to establish 
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end-to-end services across multiple domains. However, an 
inter-BB protocol does not currently exist. 

Deterministic Bounds 

The deterministic approach to admission control as¬ 
sumes the worst-case traffic scenario, which is the peak 
rate for each traffic flow. A new flow is accepted if the 
sum of the peak rates for all flows is less than the physi¬ 
cal capacity. It is obvious that traffic flows may be well 
below the peak rates in actuality, leading to considerable 
underutilization of capacity. However, this approach has 
appealing advantages. First, admission control is a sim¬ 
ple decision. Second, the peak rate is always known, so 
the physical capacity will never be exceeded and QoS can 
be guaranteed. 

Stochastic Bounds 

For bursty traffic flows with random time-varying rates, it 
makes sense to allocate bandwidth less than the peak rates 
and assume that some capacity can be saved by statistical 
multiplexing (Firoiu et al. 2002). When a large number 
of flows are multiplexed, it is unlikely that all flows will 
be bursting at their peak rates simultaneously. Hence, 
an amount of bandwidth somewhat less than the sum of 
peak rates is needed. 

The savings from statistical multiplexing is usually 
estimated from a finite-size queuing model. The queue 
represents the buffer in the switch or router making the 
admission control decision. The input to the queue is a 
stochastic process representing the random behavior of 
traffic sources. A number of traffic models have been pro¬ 
posed in the literature based on studies of historical traf¬ 
fic measurements (Michiel and Laevens 1997). Common 
traffic models include the Poisson process, interrupted 
Poisson process, simple on-off model, Markov modulated 
processes (such as the Markov modulated Poisson proc¬ 
ess), and ARMA (autoregressive moving averages) time se¬ 
ries (Adas 1997). Due to the challenges of solving complex 
queueing systems, another popular model is the sto¬ 
chastic fluid buffer, where the input traffic is viewed as 
Markov modulated fluid flow instead of discrete packets. 
In any case, the delay through the queue and probability 
of buffer overflow are calculated for the hypothetical traf¬ 
fic. If the delay and buffer overflow probability meet the 
desired QoS, then the new traffic flow is accepted. 

A popular alternative approach is to calculate the 
equivalent capacity for each traffic flow (Kelly 1996). 
The appeal of equivalent capacity is a simple admission 
control decision. The equivalent capacity for the total traf¬ 
fic is compared with the available physical capacity. The 
equivalent capacity for a source is derived by imagining the 
source as input into a finite queue. The equivalent capac¬ 
ity is the service rate resulting in the target buffer overflow 
probability. There are different expressions for equivalent 
capacity, depending on the source traffic characteristics. 
The equivalent capacity for multiple sources is derived 
similarly, whereby the aggregate traffic from the sources 
is the input into a finite queue. Generally, the equivalent 
capacity for multiple sources will be less than the sum of 
their individual equivalent capacities, due to the savings 
from statistical multiplexing. 


Measurement-Based Admission Control 

The accuracy of statistical admission control depends 
on correct assumptions for the source traffic models. 
Measurement-based admission control is motivated by 
the difficulty of choosing a traffic model for a new packet 
flow based on limited information. A traffic source may 
provide descriptive parameters but they may be inaccu¬ 
rate or uncertain. Measurement-based admission control 
avoids the need to assume a traffic model by characterizing 
sources by statistics measured from the actual traffic 
instead. 

Several measurement-based methods have been pro¬ 
posed (Shiomoto, Yamanaka, and Takahashi 1999). The 
various methods all depend on measurements of the ac¬ 
tual traffic made during a recent time window but differ in 
their usage of the measurements. For example, the meas¬ 
urements can be used to derive a marginal probability dis¬ 
tribution for the source rates. The marginal probability 
distribution is then used to estimate the buffer overflow 
probability for a hypothetical finite queue. As a second ex¬ 
ample, the mean and variance of the source rates are meas¬ 
ured. The effective capacity of the sources is derived from 
the mean and variance. As a third example, a frequency 
analysis of the source rates reveals the low-frequency and 
high-frequency components. Queuing is considered to 
accommodate high-frequency variations, and admission 
control is based on the low-frequency components. 

ACCESS CONTROL 

Access control, or policing, refers to regulation of ingress 
traffic at the user-network interface. There are reasons 
for regulating traffic at the network edge and not inter¬ 
nally within the network. At the network boundary, exces¬ 
sive traffic can be blocked before consuming any network 
resources. Moreover, it is natural to verify conformance 
of the traffic as close to the source as possible before the 
traffic shape is affected by other packet flows. Finally, in¬ 
dividual packet flows at the network edge are slower than 
multiplexed flows in the core network. 

Traffic Contracts 

When an admission control decision is made, that deci¬ 
sion is based on traffic descriptors and QoS parameters 
provided by traffic sources. If the network admits a packet 
flow, it might be said that the user and network have 
agreed on a traffic contract. Unlike SLAs, traffic contracts 
are a misnomer because they are not legal agreements. A 
traffic contract is an implicit understanding between the 
network and sources that both sides are cooperating in 
admission control. Sources are obligated to conform to 
the traffic descriptors that they provided for the admis¬ 
sion decision. Excessive traffic will consume more net¬ 
work resources and deteriorate the QoS seen by all users. 
In accepting a new flow, the network is obligated to pro¬ 
vide and sustain the requested QoS. 

Traffic Classification 

Packets must be classified to determine their QoS re¬ 
quirements or which flow they belong to. In the Intserv 
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framework, reservations are made for individual flows. 
Packets belonging to the same flow can be identified by 
these IP header fields: source IP address, destination IP 
address, source port number, destination port number, 
and protocol. 

Packet classification is difficult for at least two reasons. 
First, routers must process terabytes of packets per second 
(Chao 2002). Thus, packet classification must be done 
very quickly and efficiently (Yu, Katz, and Lakshman 
2005). Second, there may be an enormous number of 
flows going through a router. Classification of a packet to a 
particular flow essentially involves a table search, but 
the table could be enormous. Packet classification is an 
ongoing research problem that is central to router design 
(Van Lunteren and Engbersen 2003; Wang et al. 2004; 
Baboescu and Varghese 2005). 

In the Diffserv framework, packets must be classi¬ 
fied at the ingress to the Diffserv network such that an 
appropriate Diffserv codepoint (DSCP) can be assigned 
(Carpenter and Nichols 2002). The DSCP is encoded in 
the first six bits of the type of service (ToS) field in the 
IPv4 packet header. The DSCP identifies the per-hop 
behavior (PHB) to be applied to the packet. 


Traffic Regulation 

The rate of traffic entering the network can be regulated 
as a means of enforcing the traffic contract. Since admis¬ 
sion control decisions are based on traffic parameters 
given for a packet flow, it is important that flows do not 
exceed their stated parameters because excessive traffic 
would deteriorate the network performance seen by all 
users. 

The goal of traffic regulation is to differentiate be¬ 
tween conforming and nonconforming packets (accord¬ 
ing to the traffic contract). Conforming packets should 
be allowed immediate entrance into the network as if the 
traffic policer was transparent. Nonconforming packets 
may be discarded immediately or allowed entrance with 
some kind of packet marking. The former is preferred if 
the network load is heavy, then it would be better to dis¬ 
card the nonconforming packets to avoid any wasted use 
of network resources. The idea behind packet marking is 
that the purpose of the network is to carry packets. If the 
network load is light, it does no harm to carry noncon¬ 
forming traffic. If congestion is encountered anywhere, 
the marked packets can be discarded first. 

In the Diffserv framework, packets may also be clas¬ 
sified into flows that are subject to policing and marking 
according to a traffic conditioning agreement (TCA). The 
TCA includes traffic characteristics (such as token bucket 
parameters) and performance metrics (delay, throughput) 
as actions required for dropping out-of-profile packets 
(Longsong, Tianji, and Lo 2000). Out-of-profile packets are 
nonconforming packets, and they are either dropped or 
marked with a lower priority level. 


Traffic Shaping 

Traffic shaping can be done at the source prior to entrance 
into the network or within the network. Traffic shaping 
at the source is a means of self-regulation in order to 


ensure conformance to the traffic contract. Conformance 
is desirable, to minimize the amount of traffic discarded 
at the network ingress. 

Traffic shaping within the network is not concerned 
with a traffic contract. The idea is that smooth traffic will 
cause smaller queues and hence incur shorter queuing 
delays and less delay jitter (Rexford et al. 1997). Since 
traffic shaping is done by buffering, some queuing delay 
is added by the traffic shaper, but then smooth traffic 
should flow more quickly along the rest of the path. Over¬ 
all, network performance is improved by keeping traffic 
smooth (Elwalid and Mitra 1997). 

Leaky-Bucket Algorithm 

The leaky-bucket algorithm is widely used for access con¬ 
trol. There are different versions. The basic version con¬ 
sists of a buffer (bucket) of size B and a leak rate R, as 
shown in Figure 3a. Packets are conforming if they can 
join the buffer without overflowing. The contents of the 
buffer are emptied at the leak rate R. A larger bucket size 
allows greater variations from the rate R. A burst at a 
higher rate can still be conforming as long as the burst is 
not long enough to overflow the bucket. Hence, the maxi¬ 
mum burst length is directly related to the bucket size. 

One variation is the token bucket. Tokens at some gen¬ 
eration rate R can collect in a bucket size of B, as shown 
in Figure 3b. A packet is conforming if it can find and 
consume a token waiting in the bucket. Again, a larger 
bucket allows longer bursts to be conforming. 

The leaky-bucket algorithm can be easily implemented 
by a counter. Another advantage is the simple use of dual 
leaky buckets in tandem to regulate both average rate and 
peak rate. For example, the first leaky bucket can regulate 
the peak rate, and the second leaky bucket can regulate the 
average rate. 

PACKET SCHEDULING 

Packet scheduling addresses the different needs of buff¬ 
ered packets contending for the same link bandwidth 
(El-Gendy et al. 2003). Packet scheduling should take 
into account the QoS requirements of each packet flow. 
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Figure 3: (a) Leaky-bucket policer; (b) token bucket 
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A packet flow may require a minimum throughput, maxi¬ 
mum end-to-end delay, or maximum packet delay jitter. 

A general principle of packet scheduling is that the av¬ 
erage waiting time for all packets does not change under 
different schedules. In other words, giving higher priority 
to transmit one packet earlier comes at the expense of 
making other packets wait longer. Benefits to one packet’s 
flow penalizes other packets. Hence, fairness is another 
issue when packet schedules are considered (Dua and 
Bambos 2005). 

Priorities 

A simple and intuitive packet schedule gives preferential 
treatment according to static priorities. Each packet be¬ 
longs to one of priority levels 1 to N, where priority 1 is 
always transmitted first, priority 2 is transmitted when 
there are no priority 1 packets, and so on. The priority is 
static in the sense that a packets priority never changes 
during its lifetime. 

The advantage of static priorities is straightforward im¬ 
plementation. Different-priority packets may be queued in 
separate buffers, as shown in Figure 4. The priority buff¬ 
ers may be implemented as physically separate buffers 
or a single physical buffer separated into multiple virtual 
buffers. 

A well-known disadvantage of static priorities is the 
possibility of starvation of low priorities. The high prior¬ 
ity packets can consume all of the bandwidth and prevent 
low priority packets from receiving service. A possible 
solution to the starvation problem is dynamic priorities. 
For example, the priority of a packet can increase with its 
waiting time. As a packet is waiting, it will eventually re¬ 
ceive service, ensuring some fairness. However, dynamic 
priorities are much more difficult to implement than sim¬ 
ple priorities because the waiting times must be tracked 
for each packet. 

Round Robin 

Round robin is another simple and intuitive schedul¬ 
ing algorithm. Each packet flow is queued in a separate 
buffer, and the head of line 1 is transmitted, then the head 
of line 2, and so on, eventually back to line 1, as shown in 
Figure 5. Empty queues are skipped over immediately to 
avoid wasting bandwidth. 

Round robin is intuitively fair because each packet flow 
takes equal turns during a round or cycle. However, it may 
not be entirely fair. First, packets may be unequal in size. 
If the packets of one flow are long, that flow will consume 
more bandwidth compared to flows with shorter packets. 
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Figure 5: Round-robin scheduling 


Second, certain flows may naturally require more band¬ 
width than other flows (e.g., video versus voice). 

A simple modification is weighted round robin. The 
packet flows are assigned weights w,, w?,.., w N . A higher 
weight means that more packets are transmitted from 
that buffer in each turn. For example, if Wi = 2w 2 , then 
twice as many packets are transmitted from queue 1 than 
from queue 2 in each turn. Sophisticated schemes 
can adapt the weights per flow based on the traffic behav¬ 
iors (Wang, Shen, and Shin 2001). 

Fair Queueing 

Fair queueing is closely related to round robin. Recall that 
a potential cause of unfairness in round-robin scheduling 
is unequal packet sizes. A logical modification is round 
robin on the basis of bits instead of packets. Fair queu¬ 
ing might be considered as an approximation to bit-by- 
bit round robin. It is obvious that bit-by-bit fair queuing 
cannot be implemented in actuality because packets 
must be transmitted in their entirety, not piecemeal as 
separate bits. 

In fair queuing, the hypothetical finishing time of each 
packet under bit-by-bit round robin is calculated and as¬ 
sociated with that packet (Demers, Keshav, and Shenker 
1989). The next packet chosen to transmit is always 
the packet waiting with the earliest hypothetical finish¬ 
ing time. 

Along the same idea, weighted fair queuing (WFQ) is 
a packet-by-packet approximation to bit-by-bit weighted 
round robin. It is so-called fair in the sense that the ith 
packet flow is guaranteed a fraction of bandwidth equal 
to at least w i /(w l + ... + kw w ). 

As a consequence of the guaranteed bandwidth, it may 
be expected that if a traffic source is rate-limited, then 
the delay through a queuing system with WFQ would 
be bounded (Parekh and Gallager 1993). Suppose each 
traffic flow is regulated by a token bucket with bucket 
size Bj and token rate R,. Furthermore, assume that WFQ 
is used with relative weights w, = for the flows. The 
maximum delay experienced by the ith flow through the 
node will be bounded by D, < B/R,. The bounded delay 
is an important advantage of WFQ because it means that 
admission control can guarantee a maximum end-to-end 
packet delay. 

Deadline Scheduling 

A widely studied class of scheduling algorithms is based 
on deadlines (Conway, Maxwell, and Miller 2003). When 
a packet arrives at the buffer, it is assigned a deadline 
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d, which is the time when it should be transmitted. For 
example, a real-time packet might have a deadline that 
is a short time after its arrival time a, whereas a non- 
real-time packet might have a deadline much farther in 
the future. The finishing time f of a packet is the sum 
f = a + w + x, where w is the waiting time before starting 
service, and x is its service time (i.e., transmission time). 
If a packet is transmitted by finishing time f, the packet’s 
lateness is / = f — d. A packet with positive lateness has 
not met its deadline, whereas a packet with negative late¬ 
ness is considered early. Typically, a penalty is associated 
with lateness but not with earliness. 

A number of optimal schedules are known, depend¬ 
ing on the criterion to optimize. The shortest processing 
time (SPT) discipline takes packets in order of increasing 
service time. That is, the next packet to transmit is always 
the packet waiting with the smallest service time. The 
SPT schedule is known to minimize the average waiting 
time and minimize the average lateness (averaged over 
all packets). 

In certain cases, the most late packet is more impor¬ 
tant than the packet of average lateness. Another well- 
known optimal schedule is the earliest due date (EDD) or 
earliest deadline first (EDF) discipline. The next packet 
to transmit is always the packet waiting with the earliest 
deadline. The EDD schedule is known to minimize the 
maximum lateness. Suppose the packet that is most late 
under any schedule has lateness Z max . EDD is optimal in 
the sense that no other schedule will realize a smaller Z max 
than the EDD schedule. 


BUFFER MANAGEMENT 

Buffer management deals with how packets are given 
preferential access to limited buffer space. If packets are 
allowed into a full buffer, then packets already waiting 
in the buffer must be discarded to make space available. 
Hence, buffer management is also the problem of selec¬ 
tive packet discarding (Labrador and Banerjee 1999). 

Loss Priorities 

In theory, packets may be marked with an explicit loss 
priority. ATM and frame relay are examples of protocols 
that include a bit in the packet header to indicate loss pri¬ 
ority. The ATM cell header has a cell loss priority (CLP) 
bit, and cells with CLP = 1 are dropped first at congested 
switches. The frame relay header has a discard eligibil¬ 
ity (DE) bit. Frames marked with DE = 1 are discarded 
before DE = 0 frames. 

Although the ToS field in the IP packet header has a 
bit to maximize reliability (or presumably minimize the 
likelihood of dropping), the ToS field has ambiguous in¬ 
terpretations and has been preempted by the Diffserv 
codepoint. Thus, IP does not allow explicit loss priori¬ 
ties. However, strategies for discarding IP packets are an 
active area of research because packet loss affects TCP 
performance. These strategies are usually called "ac¬ 
tive queue management” (AQM) (Ryu, Rump, and Qiao 
2003). The most important example, random early detec¬ 
tion (RED), is discussed later in this chapter. 


Push-Out Schemes 

The simplest packet-discarding strategy is tail drop. When 
a buffer is full, arriving packets are dropped. This strat¬ 
egy has a potential “lock-out” problem, in which a subset 
of flows can monopolize the buffer space and prevent other 
flows from gaining access. In fact, higher-rate flows will 
gain more buffer space at the expense of lower-rate flows. 
Another drawback is that buffer congestion can continue 
for a long time when the traffic is TCP. TCP slows down 
when a dropped packet is detected by a retransmission 
time-out. A packet at the queue tail was transmitted later 
than a packet at the head of the queue. Therefore, a packet 
dropped from the tail will time-out at a later time than a 
packet dropped from the head. TCP sources will continue 
to transmit for a longer time before slowing down. 

A third drawback is that simple tail drop does not rec¬ 
ognize that packets have different loss priorities. If an ar¬ 
riving packet has high loss priority, it should be able to 
access the buffer space by discarding a packet of lower 
priority already in the buffer. The packet of lower priority 
is said to be pushed out (Roy and Panwar 2002). There 
are basically three push-out strategies: dropping low- 
priority packets near the head first, near the tail first, or 
randomly from anywhere in the buffer. For TCP traffic, 
dropping from the head of the queue works better 
(Lakshman, Neidhardt, and Ott 1996). In general though, 
optimal push-out schemes are not known (Sharma and 
Viniotis 1999). 

Random Early Detection 

The simple tail-drop strategy causes the undesirable phe¬ 
nomenon of global synchronization of TCP flows. TCP 
sources search for the proper sending rate by essentially 
increasing the rate until a dropped packet is detected by a 
retransmission time-out. The details of the TCP congestion- 
avoidance algorithm are described below. When a buffer 
overflows, it takes some time for TCP sources to detect 
a packet loss. In the meantime, the buffer continues to 
overflow, and packets will be discarded from multiple TCP 
flows. Thus, many TCP sources will detect packet loss and 
slow down at the same time. Even if the TCP sources were 
initially out of phase, they will become synchronized. 
The synchronization phenomenon causes underutiliza¬ 
tion and large queues. Underutilization occurs when all 
sources slow down (in “slow start"), then large queues are 
accumulated when all sources simultaneously increase 
their transmission rates. 

RED eliminates the synchronization phenomenon and 
thereby achieves better utilization and smaller queues 
(Floyd and Jacobson 1993). A great advantage is that RED 
can be implemented as a buffer-management strategy with 
no change to the existing TCP protocol. Instead of waiting 
for the buffer to overflow, RED drops a packet randomly 
with the goal of losing packets from multiple TCP flows 
at different times. Therefore, the TCP flows slow down 
and ramp up at different times. Since they are unsynchro¬ 
nized, their aggregate rate is smoother than before. From 
a queue-theory viewpoint, smooth traffic achieves the best 
utilization and shortest queue. 

RED keeps track of the average queue length, calcu¬ 
lated as an exponentially weighted moving average of the 



Congestion Control 


349 



Average queue size 

Figure 6: RED probabilities of discarding 

instantaneous queue length. The average queue length is 
compared to a minimum threshold, T min , and a maximum 
threshold, T m „. The packet-drop probability is calculated 
with the help of an intermediate drop probability q shown 
in Figure 6. Below T mm , no packets are dropped because 
the short queue means no congestion. Above J max , all 
packets are discarded because the long queue is a sign of 
serious congestion. Between T min and T max , the intermedi¬ 
ate drop probability q increases linearly to a maximum 
probability P. The actual drop probability p drop is calcu¬ 
lated as: 

p d =- q - - 

dmp 1- q -count 

where count is the number of undropped packets since 
the last dropped packet. In this way, RED attempts to 
drop packets in proportion to the rates of connections. 

Since its introduction, RED has found wide commer¬ 
cial acceptance. Under certain traffic conditions, RED 
performs effectively if its parameters are properly tuned. 
However, it can be difficult to determine the proper param¬ 
eters. Moreover, several problems can arise, depending on 
the traffic, such as unfairness, lowered throughput, and 
increased delay. Consequently, numerous variations have 
been proposed, including flow RED (FRED), weighted 
RED (WRED), stabilized RED (SRED) (Ott, Lakshman, 
and Wong 1999), BLUE (Feng et al. 2002), PURPLE 


(Pletka, Waldvogel, and Mannal 2003), adaptive virtual 
queue (AVQ) (Kunniyur and Srikant 2004), and predictive 
AQM (PAQM) (Gao, He, and Hou 2002), just to name a few. 
RED continues to be an active subject of research (Zhu 
et al. 2002; Bohacek et al. 2004). 

CONGESTION CONTROL 

Congestion control is a very broad term that is sometimes 
used interchangeably with traffic control. Here, congestion 
control refers to actions taken by hosts to prevent serious 
congestion. Congestion control can be classified as reac¬ 
tive or predictive (proactive). Reactive congestion control 
ameliorates congestion after it occurs. Generally, hosts 
observe the symptoms of congestion (packet loss and 
long packet delays) and then slow down. Predictive con¬ 
gestion control attempts to avoid congestion altogether 
by slowing down before the onset of congestion. Avoid¬ 
ance of congestion is obviously preferable, but predictive 
congestion control usually depends on explicit congestion 
information provided from the network. 

Reactive Congestion Control 

Reactive congestion control takes action when conges¬ 
tion is detected. A prime example of this approach is the 
congestion-avoidance algorithm in TCP. TCP takes re¬ 
sponsibility for congestion control in the Internet because 
IP is too simple by design to handle congestion control. 
Strictly speaking, TCP does not actually avoid conges¬ 
tion. TCP pushes the network gently to the brink of con¬ 
gestion and then backs off. This is necessary because a 
TCP source does not know the appropriate transmission 
rate, and must search for it. 

A TCP source limits itself by means of a congestion 
window. The congestion window is adjusted dynamically 
to the level of network congestion by an AIMD (additive 
increase, multiplicative decrease) algorithm (Jacobson 
1988). The onset of congestion is detected by a retrans¬ 
mission time-out. As shown in Figure 7, a parameter 
ssthresh (slow start threshold) is set to half of the con¬ 
gestion window when congestion was encountered. The 
congestion window is closed to one TCP segment, and 


Retransmission time-out 
cwnd =10 

Retransmission time-out set ssthresh = 5 



Figure 7: TCP congestion-control algorithm 
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the congestion control algorithm goes into slow-start. 
In the slow-start phase, the congestion window can in¬ 
crease at an exponential rate as long as acknowledgments 
for packets are returned promptly. When the congestion 
window size reaches ssthresh, the congestion-control al¬ 
gorithm enters the congestion-avoidance algorithm. In 
this phase, the congestion window ( cwnd ) increases by 
one segment for every round-trip time until congestion is 
encountered again. The idea is that linear increase during 
congestion avoidance is a cautious approach to the previ¬ 
ous congestion point. When congestion is encountered, 
the ssthresh parameter is set to half of the congestion 
window, and the congestion-control algorithm repeats. 

Predictive Congestion Avoidance 

The congestion-avoidance algorithm in TCP is forced to 
probe for the appropriate transmission rate by pushing 
the network to the brink of congestion because the IP net¬ 
work is incapable of providing congestion information. 
A capability for explicit congestion notification is prefer¬ 
able as a method of “early warning." Protocols such as 
ATM and frame relay include explicit forward congestion 
indication (EFCI) and backward/forward explicit conges¬ 
tion notification (BECN/FECN), respectively. 

Explicit congestion notification allows routers and 
switchers to give early warning to sources before conges¬ 
tion occurs. This advance warning can give sufficient time 
for traffic sources to reduce their rates in time to avoid con¬ 
gestion. This is a proactive approach to avoiding congestion 
instead of a reactive approach to ameliorate congestion. It 
has been shown that explicit congestion notification im¬ 
proves the performance of TCP with active queue manage¬ 
ment (Yan, Gao and Ozbay, 2005). 

Explicit congestion notification in the forward direc¬ 
tion refers to marking packets as they pass through a 
router or switch. Packets in the forward direction are de¬ 
livered to the destination, and the destination must have 
a separate means of communicating congestion informa¬ 
tion to the source. The overall delay is one round-trip 
time. For efficiency, explicit congestion notification in the 
backward direction goes directly to the source. However, 
it is harder to implement because a router or switch must 
find and mark a packet going in the backward direction. 

The current version of IP does not include a capabil¬ 
ity for explicit congestion notification but an IETF pro¬ 
posal calls for using the last two bits from the TOS field 
in the IP packet header (Ramakrishnan and Floyd 1999). 
One bit for explicit congestion notification (ECN) capa¬ 
ble transport (ECT) would allow hosts to signal whether 
they are capable of making use of ECN. The second bit 
for congestion experienced (CE) would allow routers or 
switches to signal a state of congestion to hosts. An open 
research issue is how routers should choose packets to 
mark (Leung and Muppala 2001). 

QOS MONITORING 

Observability is a prerequisite for controllability. Measure¬ 
ments of QoS can verify the effectiveness of traffic man¬ 
agement and provide evidence to validate SLAs. In addi¬ 
tion, QoS monitoring can identify network performance 


problems and help to tune traffic controls (Jiang, Tham, 
and Ko 2000). 

Network-Layer Performance Monitoring 

Since the Internet has not historically supported QoS, 
there has not been a compelling need for sophisticated 
performance monitoring at the IP layer. By far, most meth¬ 
ods and tools at the IP layer are based on ping (ICMP [In¬ 
ternet Control Message Protocol] echo and echo response 
messages) or traceroute (which exploits the time-to-live 
field in the IP packet header). 

A few large-scale performance-monitoring projects 
use ping and traceroute to make regular measurements 
between multiple selected points in the Internet (Chen 
and Hu 2002). The basic idea is that performance meas¬ 
ured on these selected routes will reflect the overall per¬ 
formance of the entire Internet if the monitoring points 
are numerous and geographically distributed. Repeated 
pings are an easy way to obtain a sample distribution 
function of round-trip time and an estimate of the packet- 
loss ratio (reflected by the fraction of unreturned pings). 
Although round-trip times measured by ping are impor¬ 
tant, especially for adaptive protocols such as TCP, ping is 
unable to measure one-way packet delays without addi¬ 
tional means for clock synchronization among hosts such 
as a global positioning system (GPS). Another drawback 
to ping is the low priority or blocking given to pings by 
some networks, because pings are invasive and possibly 
involved in some types of security attacks. 

Transport/Application-Layer Performance 
Monitoring 

Another monitoring method is TCP bulk transfer between 
selected sites. One site acts as the source and another as 
the sink for TCP bulk transfer. The packets are recorded 
by tcpdump and analyzed for packet delay and loss. 

Measurements at the transport layer are appealing 
because they are closer to the application’s perspective. 
Moreover, they do not depend on ICMP or traceroute, 
which are not entirely reliable. At the transport layer, 
the idea is to run a program emulating a TCP session to 
send test traffic through the Internet. The performance of 
the TCP connection can be measured in terms of delay, 
loss, and throughput. 

For example, TReno (traceroute Reno) is an emulation 
of TCP to measure throughput or bulk transfer capabil¬ 
ity. It combines traceroute and an idealized version of the 
flow-control algorithm in Reno TCP. Other examples are 
ttcp (throughput TCP) and netperf. Ttcp is a client/server 
benchmarking program to measure throughput and re¬ 
transmissions. Netperf is a network performance bench¬ 
marking program for measuring bulk data transfer and 
request/response performance using TCP or UDP (user 
datagram protocol). One host runs netperf and another 
runs netserver. Tests can be a TCP stream performance 
test, UDP bulk transfer, or TCP request/response test. 

Similarly, network performance can be measured at the 
application layer. For example, NetIQ’s commercial Char¬ 
iot or Qcheck software agents are installed and configured 
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at hosts with scripts to emulate various applications 
and collect application-level performance (throughput, 
delay) measurements. Application-layer measurements 
have the advantage of measuring performance that is 
reflective of what applications are seeing. On the other 
hand, special software is needed at selected sites and it 
is an active monitoring method that adds traffic into the 
network. 

CONCLUSION 

As seen in this chapter, traffic management is a challeng¬ 
ing problem covering an impressive breadth and depth. 
The breadth is due to various traffic controls that should 
work together. Moreover, many details are involved in en¬ 
gineering each control to work effectively. 

Traffic management continues to be an active area of 
study, not because solutions are not possible but because 
many solutions are possible. The “optimal” solution contin¬ 
ues to be elusive because many factors (fairness, effective¬ 
ness, efficiency, practicality) usually need to be considered, 
allowing for different opinions of optimality. 

Even as next-generation networks provide more band¬ 
width, traffic management will still be an important 
problem. Next-generation networks will support a greater 
variety of applications. Different applications require dif¬ 
ferent treatment by the network. The intelligence to rec¬ 
ognize different traffic and their requirements implies the 
need for sophisticated traffic management. 


GLOSSARY 

Access Policing: Regulation of ingress traffic at the 
user-network interface. 

Active Queue Management (AQM): Intelligent buffer 
management strategies enabling traffic sources to re¬ 
spond to congestion before buffers overflow. 

Admission Control: An open loop control method to 
accept or block traffic flows before flows start. 

Differentiated Services (Diffserv): An IETF frame¬ 
work supporting QoS classes by means of Diffserv 
code point marking, per-hop behaviors, and stateless 
core routers. 

Explicit Congestion Notification: A proactive conges¬ 
tion-avoidance method involving routers or switches 
conveying congestion information to hosts. 

Integrated Services (Intserv): An IETF framework 
supporting QoS based on RSVP reservations per flow. 

Leaky Bucket: An algorithm for policing a specific 
traffic rate while allowing a limited variation around 
that rate. 

Quality of Service (QoS): The end-to-end network per¬ 
formance defined from the perspective of a specific 
user’s connection. 

Random Early Detection (RED): An active queue 
management approach for preventing synchroniza¬ 
tion of TCP connections. 

Resource Reservation Protocol (RSVP): An IETF 

standardized signaling protocol for IP networks. 

Service-Level Agreement (SLA): A contract between 
users and a network provider or between two network 


providers specifying expectations about the level 
of service in a way that allows monitoring and 
verification. 

Signaling Protocol: Rules for exchanging messages to 
request reservations of network resources. 

Traffic Contract: An implicit agreement between users 
and the network to meet QoS requirements as long 
as ingress traffic conforms to specified traffic 
descriptors. 

Traffic Shaping: Smoothing the traffic rate to improve 
network performance. 

CROSS REFERENCES 

See Computer Network Management ; Network Capacity 

Planning', Network Reliability and Fault Tolerance', Net¬ 
work Security Risk Assessment and Management', Network 

Traffic Modeling. 
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INTRODUCTION 

According to Williams, Pandelios, and Behrens (1999), 
“All projects have some level of risk associated with 
them." And as Carr et al. (1993) state, risks must be man¬ 
aged, and risk management must be part of any mature 
organization’s overall management practices and man¬ 
agement structure. They identify these primary activities 
for managing risk: 

Identify: Risks must first be identified before they can be 
managed. 

Analyze: Risks must be analyzed so that management can 
make prudent decisions about them. 

Plan: For information about a risk to be turned into ac¬ 
tion, a detailed plan, outlining both present and potential 
future actions, must be created. These actions may miti¬ 
gate the risk, avoid the risk, or even accept the risk. 
Track: Risks, whether they have been acted on or not, 
must be tracked, so that management can continue to 
exercise diligence. 

Control: Even if a risk has been identified and addressed, 
it must be continually controlled to monitor for any 
deviations. 

The key activity tying all of these activities together is as¬ 
sessment. Assessment is considered central to the risk man¬ 
agement process, underlying all of the other activities. 

For the purposes of exposition, we follow Boehm’s 
(1991) generic risk taxonomy, given in Figure 1. In this 
taxonomy, the activity of risk management has two major 
subactivities: risk assessment and risk control. Risk as¬ 
sessment is further divided into risk identification, risk 


analysis, and risk prioritization. Risk control is divided 
into risk-management planning, risk resolution, and risk 
monitoring. Although we broadly discuss several areas of 
risk management, our focus in this chapter is on risk as¬ 
sessment, as it applies to networking and, in particular, 
security issues in networking. Assessment is the start¬ 
ing point and forms the fundamental basis for all risk- 
management activities. Many risk-assessment methods 
and techniques have directly analogous application to risk 
control. In such cases we note this application without 
elaboration. 

The terminology used in the field of risk management 
varies somewhat among the different business and engi¬ 
neering areas in which it is used; for example, see Boehm 
(1991), Carr (1993), and Hall (1998). It even varies among 
writers in the field of risk management. Although most 
people are unaware that they are doing it, we all engage 
in risk management on a daily basis. Consider, as an ex¬ 
ample, a decision, made on the way out the door, whether 
or not to stuff an umbrella into an uncomfortably heavy 
bag that will be taken on a 30-minute train ride, followed 
by a 10-minute walk 1 to the office. The decision is based 
on a quick, often almost unconscious assessment of the 
risks involved and how to control them. 

On the one hand, there is the probability that the rain 
predicted by the TV forecaster will actually materialize, 
that it will be in progress during the drive to the train sta¬ 
tion and/or during the walk, and, if all goes as badly as it 
might, that it will cause damage, from the point of view 


1 This example, as well as a number of others in this section, is taken, 
albeit with considerably more detail, from National Institute of Standards 
and Technology (2002). 
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Figure 1 : Boehm's risk-management taxonomy 


of both walking in drenched clothing and possibly losing 
work time during the drying-out period. Balanced against 
all these risks, on the other hand, is the discomfort of 
carrying the extra weight, of the possibility of having the 
precariously situated umbrella drop out of the bag and, 
as it did last week, causing a spillage of hot coffee dur¬ 
ing the effort to pick it up. An additional consideration is 
the probability that carrying the umbrella will solve the 
problem, a consideration that depends on the expected 
strength of prevailing winds; if the wind proves to be too 
strong, the umbrella will provide no relief from the rain. 
An alternative possibility to consider, assuming it is an 
option, is to work at home all morning and to go to the 
office only after the rain or its unmaterialized threat has 
abated. 

Network Security Risk Assessment 

Networks run the modern business world. As such, net¬ 
works must provide a high degree of security if those 
businesses are to survive and prosper. But networks are 
confronted with many security risks. The following 
are examples of the consequences that can result from 
the materialization of network security risks in the spe¬ 
cific areas of confidentiality, integrity, and availability: 

• Loss of confidentiality: 

• Personal embarrassment resulting from theft and 
publication of personal financial, health, or other 


data and possible prosecution and fines for individu¬ 
als and the organization responsible for maintaining 
confidentiality 

• Corporate loss of earnings resulting from theft of pre¬ 
patent technical data 

• Loss of life of a covert intelligence agent resulting 
from theft and revelation of name and address 

• Loss of integrity: 

• Personal embarrassment and possibly fines and im¬ 
prisonment resulting from insertion into a database 
of false financial data, implicating the subject in fraud 
or embezzlement 

• Loss of corporate auditors’ ability to detect embez¬ 
zlement and the attendant loss of funds, resulting 
from deliberate corruption of financial data by an 
embezzler 

• Loss of life resulting from changes to a database indi¬ 
cating that a subject is a covert agent when he or she 
is not 

• Loss of availability: 

• Personal embarrassment caused by an inability to 
keep appointments resulting from temporary inabil¬ 
ity to use electronic calendar 

• Temporary inability of corporation to issue weekly 
paychecks to employees, with attendant anger and 
loss of productivity, resulting from temporary una¬ 
vailability of hours-worked data 
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• Loss of initiative, armaments, and lives resulting 
from battlefield commander’s inability to connect to 
field-support database 

The terms threat, threat source, vulnerability, impact, and 
risk exposure are in common use in the field of informa¬ 
tion security assessment. Their application to the trip-to- 
work scenario is as follows: 

• The threat, or threat source, is the onset of rain, at a suf¬ 
ficiently strong level, during an exposed part of the trip 
to work. 

• The vulnerability is the fact that the person involved will 
get drenched if the threat materializes and the person 
has no form of shelter (e.g., an umbrella). 

• The impact is the damage, measured in terms of dis¬ 
comfort and possibly of loss of productivity or even 
health, that will occur if the threat materializes. 

• The risk exposure is an assessment, on either a numeri¬ 
cal, perhaps monetary, scale or an ordinal scale (e.g., 
low, medium, or high), of the expected magnitude of 
the loss given the threat, the vulnerability to it, and its 
impact, should the threat materialize. In this example, 
the risk exposure might change if the person is wearing 
a water-resistant coat. 

The first step in risk assessment is risk identification — 
the identification of potential threats, vulnerabilities to 
those threats, and impacts that would result should they 
materialize—all of which we presented for the scenario 
under discussion. 

In the trip-to-work scenario, we are concerned with 
such intangibles as the threat of rain, the vulnerability to 
getting drenched, and the impact of discomfort, as well as 
with tangibles such as umbrellas. In the field of network¬ 
ing, we are concerned with systems that store, process, 
and transmit data/information. Information systems are 
sometimes localized and sometimes widely distributed; 
they involve computer hardware and software, as well as 
other physical and human assets. Tangibles include the 
various sorts of equipment and media and the sites in 
which they and staff are housed. Intangibles include no¬ 
tions such as organizational reputation, opportunity or 
loss of same, productivity or loss of same, etc. 

Threat sources are of at least three varieties: natural, 
human, and environmental: 

1. Natural, electrical storms, monsoons, hurricanes, tor¬ 
nadoes, floods, avalanches, volcanic eruptions 

2. Human : incorrect data entry (unintentional), forget¬ 
ting to lock door (unintentional), failure to unlock 
door to enable confederate to enter after hours (inten¬ 
tional), denial of service attack (intentional), creation 
and propagation of viruses (intentional) 

3. Environmental', failure of roof or wall caused by the 
use of bad construction materials, seepage of toxic 
chemicals through ceiling, power outage 

Vulnerabilities have various sources, including techni¬ 
cal failings such as those reported in the public and 


professional presses on a daily basis. 2 Fred Cohen (Fred 
Cohen & Associates 2004) provides an excellent extensive 
taxonomy of threats and vulnerabilities in his Security 
Database. One unique aspect of this database is that 
threats (or causes) are cross-referenced against attack 
mechanisms to provide a linkage between the cause and 
the mechanisms used. The attack mechanisms are also 
cross-referenced against defense mechanisms to indicate 
which such mechanisms might be effective in some cir¬ 
cumstances. 

The second step in risk assessment is risk analysis, the 
estimation and calculation of the risk likelihoods (i.e., 
probabilities), magnitudes, impacts, and dependencies. 
This analysis is easy in the case of monetary impacts aris¬ 
ing from threat-vulnerability pairs for which the prob¬ 
ability of materializing can reasonably be computed, but 
is considerably harder in most other cases. Special care 
must be taken when assigning likelihoods, as the quality 
of the entire risk assessment is strongly dependent on the 
accuracy and realism of the assigned probabilities. 

The final step in risk assessment is risk prioritization; 
that is, prioritizing all risks with respect to the organiza¬ 
tion’s relative exposures to them. It is typically necessary 
to use techniques that enable risk comparison, such 
as calculating risk exposure in terms of potential loss. 
In the trip-to-work scenario, risks other than the ones 
discussed above might include the risk associated with 
not buckling the seat belt during the drive to the station, 
the risk of an accident during the drive, the risk of miss¬ 
ing the train, etc. A meticulous person, one who always 
leaves the house earlier than necessary and who is very 
conscious of taking safety precautions, will likely rate 
these new risks as having far lower exposures than the 
rain risk: a less meticulous person might do otherwise. In 
a highly simplified version of a business situation, three 
threats might be volcanic eruption, late delivery of raw 
materials, and embezzlement. An organization located in 
Chicago would likely assign a lower priority to volcanic 
eruption than would one in southwestern Washington; an 
organization with suppliers that have never before been 
late would likely assign a lower priority to late delivery 
than would an organization using a supplier for the first 
time. Because there may be threats or vulnerabilities that 
you may not have included in your analysis, you should 
draw on the experiences of others to help build a library 
of threats and vulnerabilities. 

Network Security Risk Control 

During the risk control phase of the risk-management 
process, we are concerned with safeguards, also known 
as controls. Safeguards fit into at least three categories: 
technical, management, and operational: 

1. Technical', authentication (prevention), authorization 
(prevention), access control (prevention), intrusion 
detection (detection), audit (detection), automatic 
backup (recovery), etc. 


2 A compilation of technical threats may be found at http://icat.nist.gov 
or www.cert.org. 
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2. Management: assign guards to critical venues (preven¬ 
tion) and institute user account initiation and termi¬ 
nation procedures (prevention), need-to-know data 
access policy (prevention), periodic risk reassessment 
policy (prevention), and organizationwide security 
training (prevention and detection), etc. 

3. Operational: secure network hardware from access 
to any but authorized network administrators and/or 
service personnel (prevention); bolt desktop PCs to 
desks (prevention); screen outsiders before permitting 
entry (prevention); set up and monitor motion alarms, 
sensors, and closed-circuit TV (detection of physical 
threat); set up and monitor smoke detectors, gas detec¬ 
tors, fire alarms (detection of environmental threats) 

In the trip-to-work scenario, the safeguard that we have 
considered has a (fairly low-tech) technical component 
(i.e., the umbrella) and an operational component (i.e., 
carrying the umbrella). An alternative operational safe¬ 
guard would be to work at home all morning, if that is an 
option, and to go to the office only after the rain or the 
threat of rain has abated. 

During the risk-control phase of the risk-management 
process, we do the following: 

• consider alternative individual safeguards and/or com¬ 
plexes of safeguards that might be used to eliminate/ 
reduce/mitigate exposures to the various identified, 
analyzed, and prioritized threats (risk-management 
planning) 

• perform the cost-benefit analysis required to decide 
which specific safeguards to use, and institute the rel¬ 
evant safeguards (risk resolution) 

• institute a process for continuous monitoring of the 
network risk situation to detect and resolve problems 
as they arise and to decide, where and when neces¬ 
sary, to update or change the system of safeguards (risk 
monitoring) 

In business and government organizations, there may be 
many possible alternative safeguards, including different 
vendors’ hardware and/or software solutions to a particu¬ 
lar threat or cluster of threats, alternative management 
or procedural safeguards, and alternative combinations 
of technical, management, and procedural safeguards. 
Complicating matters is the likelihood that different 
combinations of safeguards address different, overlap¬ 
ping clusters of threats. 

Risk resolution begins with the cost-benefit analysis of 
the various possible safeguards and controls in lowering, 
to an acceptable level, the assessed risk exposures result¬ 
ing from the various identified threats, vulnerabilities, 
and the attendant impacts. Just as we had to consider 
threats, vulnerabilities, and impacts during risk assess¬ 
ment, we must consider safeguards, their costs, and their 
efficacies during risk resolution. In the trip-to-work sce¬ 
nario, the marginal cost of the technical component of 
the umbrella-carrying safeguard is likely nil, as most 
people already own umbrellas; the operational cost is the 
discomfort of carrying a heavier bag. Even in this simple 


example, the safeguard’s efficacy must be considered. For 
example, if the wind proves to be too strong, the umbrella 
will not reduce the exposure effectively. 

Risk Management in Practice 

The potential consequences of the materialization of a sig¬ 
nificant threat to a business or government organization 
and the obvious fact that risk management can greatly 
reduce those consequences make it eminently clear that 
organizations cannot afford not to engage in a serious 
risk-management effort. The smaller the organization and 
the simpler the threats, the less formal the organization’s 
risk-management effort need be. For the small organiza¬ 
tion, such as a single retail store belonging to a family, 
very informal risk management may suffice. In many 
situations, legal statutes and acquisition policies give an 
organization no choice. The Hawthorne Principle states 
that productivity increases as a result of simply paying 
attention to workers’ environments. It is likely, by analogy 
that a simple concern with risk management produces 
significant, though certainly not optimal, results. 

However, clearly risk management is rarely easy. 
In the case of the rare threat-vulnerability pair for 
which the probability can easily be assigned a numerical 
value, the impact can be assigned a precise monetary value, 
and there exists a safeguard with a cost and efficacy that 
can be pinned down numerically, there is no problem. In 
other cases, those in which one or more of the param¬ 
eters can at best be placed on an ordinal scale, matters 
are more complicated, and approximate methods must 
be used. Consider, as examples the quantification of the 
impact of the following: 

• personal embarrassment resulting from theft and pub¬ 
lication of personal financial, health, or other data; in¬ 
sertion into database of false financial data implicating 
the subject in fraud or embezzlement; inability to keep 
appointments resulting from temporary inability to use 
electronic calendar 

• corporate loss of earnings resulting from theft of pre¬ 
patent technical data 

• loss of corporate auditors’ ability to detect embezzle¬ 
ment and attendant loss of funds, resulting from delib¬ 
erate corruption of financial data by an embezzler 

• temporary inability of a corporation to issue weekly 
paychecks to employees, with attendant anger and 
loss of productivity resulting from temporary unavail¬ 
ability of hours-worked data 

• loss of life of covert intelligence agent resulting from 
theft and revelation of name and address caused by 
changes to the database indicating that subject is 
a covert agent when he or she is not or by the battlefield 
commander’s inability to connect to the field-support 
database 

To aid in the identification and management of risks, a 
number of risk-management methods and risk taxonomies 
have been created. The Software Engineering Institute’s 
(SEI) risk taxonomy for example, divides risk into three 
classes: product engineering, development environment, 
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Table 1: Taxonomy of Software Development Risks (from Carr et al., 1993) 


Product Engineering 

Development Environment 

1. Requirements 

a. Stability 

b. Completeness 

c. Clarity 

d. Validity 

e. Feasibility 

f. Precedent 

g. Scale 

1. Development process 

a. Formality 

b. Suitability 

c. Process control 

d. Familiarity 

e. Product Control 

2. Development system 

a. Capacity 

b. Suitability 

c. Usability 

d. Familiarity 

e. Reliability 

f. System support 

g. Deliverability 

2. Design 

a. Functionality 

b. Difficulty 

c. Interfaces 

d. Performance 

e. Testability 

f. Hardware constraints 

g. Non-developmental software 

3. Management process 

a. Planning 

b. Project organization 

c. Management experience 

d. Program interfaces 

3. Code and unit test 

a. Feasibility 

b. Testing 

c. Coding/implementation 

4. Management methods 

a. Monitoring 

b. Personnel management 

c. Quality assurance 

d. Configuration management 

4. Integration and test 

a. Environment 

b. Product 

c. System 

5. Engineering Specialties 

a. Maintainability 

b. Reliability 

c. Safety 

d. Security 

e. Human Factors 

f. Specifications 

5. Work environment 

a. Quality Attitude 

b. Cooperation 

c. Communication 

d. Morale 


Program Constraints 


1. Resources 

a. Schedule 

b. Staff 

c. Budget 

d. Facilities 


2. Contract 

a. Type of contract 

b. Restrictions 

c. Dependencies 


3. Program interfaces 

a. Customer 

b. Associate contractors 

c. Subcontractors 

d. Prime contractor 

e. Corporate management 

f. Vendors 

g. Politics 


and program constraints. The first level of decomposition 
of each of these classes is given in Table 1. 

This taxonomy is used to "drive” a risk-assessment 
method. For each class (such as product engineering), 
and for each element within that class (such as design) and 
for each attribute of that element (such as perform¬ 
ance), there are a set of questions that guide the risk ana¬ 
lyst. Depending on the answers to these questions, the 
analyst might be guided to still further questions that probe 
the nature of the risk. For example, an analyst looking at 
performance risks would first ask whether a performance 
analysis has been done. If the answer is "yes," a follow-up 
question would ask about the level of confidence in this 
analysis. Note that security is just one attribute, located 
under the engineering specialties element. Clearly, to 
be able to manage security risks we need to delve more 
deeply into the elements and attributes that are particular 
to security. We give some examples of risk-management 
methods tailored for security in the next section. 


NETWORK SECURITY RISK-ASSESSMENT 
METHODS 

Risk management is the process of identifying, control¬ 
ling, and minimizing or eliminating risks that may affect 
information systems, for an acceptable cost. This chapter 
has thus far addressed risk assessment. Now we turn to the 
broader topic of integrating risk assessment with risk 
management. The notion of risk management was briefly 
introduced in the previous section. In this section we ex¬ 
amine and compare some of the most common and widely 
used assessment methods for network security risk man¬ 
agement: the Operationally Critical Threat, Asset, and 
Vulnerability Evaluation (OCTAVE 2004) method, and the 
Survivable Network Analysis Method (Mead et al., 2000), 
both developed by the Computer Emergency Response 
Team (CERT) at Carnegie Mellon University (Alberts and 
Dorofee 2002); and the Facilitated Risk Assessment Proc¬ 
ess (FRAP), developed by Peltier and colleagues (2003). 
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There are other forms of risk assessment that may be ap¬ 
plied to understanding risks in networks, such as fault tree 
analysis, probabilistic risk assessment, event trees, and so 
forth, but we will restrict our attention in this chapter to 
looking at network security risk, since that is the largest 
source of risk exposure for most organizations. 

To facilitate comparison of these risk-assessment 
methods, we look at their steps and their organization, 
examining how they do the following: 

• establish context and goals for the analysis 

• focus the inquiry 

• perform the analysis 

• close the loop, tying analysis outcomes back to their 
original goals 

By examining each of the analysis methods in terms of 
these categories, we can see where each method places 
its emphasis. 

OCTAVE 

The OCTAVE (2004) approach describes a family of se¬ 
curity risk evaluation methods that, unlike many other 
security analysis methods, are aimed at finding organiza¬ 
tional risk factors and strategic risk issues by examining 
an organization's security practices (Alberts and Dorofee 
2002). Its focus is not on finding specific risks within 
specific systems, but rather to enable an organization to 
consider all dimensions of security risk so that it can de¬ 
termine strategic best practices. The OCTAVE approach 
thus needs to consider not only an organization’s as¬ 
sets, threats, and vulnerabilities, as any security method 
would, but it also asks the stakeholders to explicitly con¬ 
sider and evaluate the organizational impact of security 
policies and practices. For this reason, an organization’s 
evaluation team must be multidisciplinary, comprising 
both technical personnel and management. 

The OCTAVE process is organized into three phases 
that are carried out in a series of workshops. In Phase 1— 
Build Asset-Based Threat Profiles—the team first deter¬ 
mines the context and goals for the analysis by describing 


the information-related assets that it wants to protect. 
The team does this via a set of structured interviews with 
senior management, operational management, informa¬ 
tion technology (IT) staff, and general staff. The team 
then catalogs the current practices for protecting these 
assets. The OCTAVE approach then focuses the inquiry 
by selecting the most important of these assets as criti¬ 
cal assets, which are the subject of the remainder of the 
analysis. The evaluation team identifies a set of threats 
for each critical asset. 

In Phase 2—Identify Infrastructure Vulnerabilities— 
the analysis team performs the analysis by first identify¬ 
ing a set of components that are related to the critical 
assets and then determining the resistance (or vulnerabil¬ 
ity) of each component to being compromised. They do 
this analysis by running tools that probe the identified 
components for known vulnerabilities. 

Finally, in Phase 3—Develop Security Strategy and 
Plans—the team closes the loop. It examines the impact of 
the threats associated with each of the critical assets based 
on the Phase 2 analysis, using a common evaluation basis 
(for example, a determination of high, medium, or low im¬ 
pact). Based on these evaluations the team determines a 
course of action for each: a risk-mitigation plan. Instead of 
merely determining a tactical response to these risks, the 
goal of the OCTAVE analysis is to determine an organiza¬ 
tional “protection strategy” for the critical assets. 

As an approach that is aimed at strategic organization- 
wide risk reduction, OCTAVE also includes activities to 
ensure that the organization monitors and improves its 
processes. These risk reduction activities revolve around 
planning in detail how to implement the protection 
strategy, implementing the plans, monitoring the plans 
as they are being implemented to ensure that they are 
on schedule and are effective, and finally correcting any 
problems encountered. Thus, the three phases of the 
OCTAVE approach can be seen as part of a larger picture, 
encompassing the activities shown in Figure 2. 

The OCTAVE approach has been instantiated in 
two methods to date: OCTAVE and OCTAVE-S. OCTAVE 
is aimed at large organizations with large, complex in¬ 
formation security requirements and infrastructures. 
OCTAVE-S, on the other hand, is aimed more at smaller 


Figure 2: OCTAVE phases 
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organizations (or smaller subunits of large organizations) 
with simpler information security needs. 

SNAM/SSAM 

The SNAM (Survivable Network Analysis Method) (Mead 
et al. 2000), and its successor the SSAM (Survivable Sys¬ 
tems Analysis Method) were created to systematically as¬ 
sess the survivability properties of complex systems. The 
method consists of a series of working sessions, in which 
analysts meet with system stakeholders, and results in a 
briefing on findings and recommendations. 

The SNAM method is composed of four steps, as 
follows: 

• Step 2, System Definition: To start, the business goals 
and mission objectives of the system, current set of 
requirements, details on the system architecture, and 
known risks from the operational environment are elic¬ 
ited from the system stakeholders. The capabilities and 
locations of system users, and the types and volumes of 
system transactions are recorded. Known system risks 
are reviewed. 

• Step 2, Essential Capability Definition: Next, essential 
services and assets (assets whose integrity, confidenti¬ 
ality, availability, and other properties must be main¬ 
tained during attack) are identified. These essential 
services and assets are characterized as scenarios. The 
scenarios are traced through the architecture to iden¬ 
tify essential components whose survivability must be 
ensured. 

• Step 3, Compromisable Capability Definition: A set of 
representative intrusion scenarios are selected based 
on assessment of the environment: both known risks 
and intruder capabilities. These scenarios are mapped 
onto the system architecture and their execution is 
traced through the system’s representation as a means 
of identifying components that might be compromised 
(damaged by some intrusion). 

• Step 4, Survivability Analysis: Finally, “soft spot” com¬ 
ponents of the architecture—components that are both 
essential and compromisable (based on the outputs of 
steps 2 and 3)—are now analyzed. These components 
are examined in terms of their “survivability” proper¬ 
ties: resistance, recognition, and recovery. The analy¬ 
sis of these “three Rs” is summarized in a Survivability 
Map. The map enumerates, for every intrusion scenario 
and corresponding soft-spot effects, the current and 
recommended architecture strategies for resistance, 
recognition, and recovery. The Survivability Map pro¬ 
vides feedback to the original architecture and system 
requirements, and gives management a roadmap for 
survivability evaluation and improvement. 

The SNAM produces the following deliverable items for 
the system being analyzed: 

• A list of system business and mission goals and key 
requirements 

• An inventory of essential services and assets, and es¬ 
sential system architecture components 


• A set of scenarios describing potential intrusions 

• An identified set of compromisable system architecture 
components 

• A list of architecture vulnerabilities and soft spots 

• A determination of mitigation strategies for resistance, 
recognition, and recovery of each soft spot 

• A system survivability map 

These deliverables are provided in a final report and 
briefing, and provide a basis for risk analysis, cost-benefit 
trade-offs, and system improvement. 

The Survivable Network Analysis method has helped 
organizations be proactive in defining, designing, and im¬ 
plementing system improvements to deal with inevitable 
intrusions and compromises. The SNAM process raises 
awareness of survivability exposures in systems; it helps 
avoid “unpleasant surprises” by providing a management 
roadmap for addressing exposures before the fact. 

FRAP 

The Facilitated Risk Assessment Program (FRAP) is a 
qualitative process developed by Thomas Peltier and col¬ 
leagues (Peltier et al. 2003). In the FRAP, a system or a 
segment of a business process is examined by a team that 
includes both business/managerial and IT personnel. The 
FRAP guides them to brainstorm potential threats, vul¬ 
nerabilities, and the potential damages to data integrity, 
confidentiality, and availability. Based on this brainstorm¬ 
ing, the impacts to business operations are analyzed, 
and threats and risks are prioritized. The FRAP is purely 
qualitative, meaning that it makes no attempt to quantify 
risk probabilities and magnitudes. It has three phases, as 
discussed below. 

Phase 1:The Pre-FRAP Meeting 

In Phase 1, the initial team members are chosen, and the 
team determines the scope and mechanics of the review. 
This process establishes the context and goals of the in¬ 
quiry. The outputs of Phase 1 are a scope statement, an 
identification of the team members (typically between 7 
and 15 people), a visual model of the security process be¬ 
ing reviewed, and a set of definitions. These definitions 
serve as an anchor to the rest of the process. The FRAP 
recommends that the team agrees on the following terms: 
integrity, confidentiality, availability, risk, control, impact, 
and vulnerability. Finally, the mechanics of the meeting 
need to be agreed on: location, schedule, materials, etc. 

Phase 2: The FRAP Session 

Phase 2 is divided into three parts. These three parts 
serve as the focusing activity, as well as the front end of 
the analysis activity. The first activity is to establish the 
logistics for the meeting: who will take what role (owner, 
team leader, scribe, facilitator, team member). Once this 
is done, the team reviews the outputs from Phase 1—the 
definitions, scope statement, and so forth—to ensure that 
all team members start from a common basis of under¬ 
standing. The second activity is brainstorming, in which 
all of the team members contribute risks that are of con¬ 
cern to them. The third and final activity is prioritization. 
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Prioritization is ranked along two dimensions: vulner¬ 
ability (low to high) and impact (low to high). When the 
risks are documented, the team also contributes sug¬ 
gested controls for at least the high-priority risks. 

Phase 3: The Post-FRAP Meeting(s) 

Phase 3 may be a single meeting or may be a series of 
meetings over many days. In this phase the bulk of the 
analysis work is done, as well as closing the loop. The out¬ 
puts from the phase are a cross-reference sheet, an identi¬ 
fication of existing controls, a set of recommendations on 
open risks and their identified controls, and a final report. 
Producing the cross-reference sheet is the most time- 
consuming activity. This sheet shows all the risks affected 
by each control, as well as any trade-offs between con¬ 
trols that have been identified. In addition to document¬ 
ing everything that has been learned in the FRAP, the final 
report contains an action plan, describing the controls to 
implement. 

Quantitative versus Qualitative Approaches 

The security risk management methods described above 
differ in whether they attempt to quantify security risks 
or to assess and prioritize risks qualitatively. The OCTAVE 
process approaches the problem of identifying, analyzing, 
planning for, and managing security risks quantitatively 
(in the OCTAVE approach, quantitative analysis of risks 
is an optional element of phase 3). The FRAP, SNAM, 
and OCTAVE-S, on the other hand, are purely qualitative. 
What are the costs and benefits of each approach? 

Neither approach is obviously superior to the other. 
Quantitative methods tend to be more expensive and time 
consuming to apply and require more front-end work, 
but they can produce more precise results. Such methods 
tend to be associated with higher-process mature organi¬ 
zations. Qualitative methods, on the other hand, are less 
time consuming (and therefore more agile to apply) and 
require less documentation. In addition, specific loss es¬ 
timates are often not needed to make a determination to 
embark on a risk mitigation activity. 

In the section on "Practical Strategic Risk Models,” 
we will show how a quantitative security risk assessment 
practice can be implemented that is not unduly time or 
resource consuming. 

RISK MODELS 

At the start of this chapter the fundamental vocabulary 
and techniques of risk assessment and risk management 
were introduced. Now we discuss how risk assessment 
applies to risk management decision making. Our focus 
will be on “strategic” methods—methods that plan from 
the outset to achieve particular goals regardless of the cir¬ 
cumstances rather than “tactical” methods, which attempt 
to make the best response in a given circumstance. To do 
this, we need to take some of the terms that we defined 
informally above and give them more precise definitions. 

Definitions 

A risk, from the network security perspective, is the 
potential of loss or damage from some threat that 


successfully exploits a vulnerability of the network. Risk 
generally has two dimensions—likelihood and size. The 
higher the likelihood that a threat will succeed, and 
the greater the size of the potential loss, the greater the 
risk to the network. 

A threat, then, is a stimulus for a risk; it is any danger to 
the system; an undesirable event. A threat, however, might 
not be a person. The threat itself is not a risk, rather only 
the possible consequences of that threat incurs risk (i.e., 
empty threats have no risk). A “threat agent" is a person 
who initiates or instigates a threat. Typically a threat will 
take advantage of some network vulnerability —a condi¬ 
tion in which the system is missing or improperly apply¬ 
ing a safeguard or control. The vulnerability increases the 
likelihood of the threat or its impact, or possibly both. It 
is important to note that the "network" includes people, 
not just hardware and software. 

The net effect of a vulnerability being exploited by 
a threat agent is to expose the organizations network- 
accessible assets to a potential loss. This loss might be in 
the form of a loss or disclosure of private information, 
a corruption of the organization’s information (a loss of 
integrity), or a denial of services. 

In the language of risk, we need to consider simulta¬ 
neously the magnitude (size) and probability (likelihood) 
of a risk. A simple quantification of risk in terms of risk 
exposure (RE) (Boehm 1991) is: 

RE = probability(loss) * magnitude(loss) 

This is frequently written as RE = P(L) * S(L). For 
example, if organization A calculates the probability of a 
key server being down for 2 hours as 10% due to denial 
of service attacks, and the resulting loss due to the down 
time to be $20,000, then the risk exposure facing A due to 
this loss is $2,000 

Under general circumstances, we will see that the to¬ 
tal potential loss due to a combination of risks is simply 
the sum of the individual RE. This leads to the basic risk 
formula, which frequently is presented as a summation 
of all sources of loss to which a network is exposed, 
therefore: 

Total RE = EP(L,) * S(L,) 

where L, is the loss due to the ith risk. For example, if or¬ 
ganization A has two other risks that they are facing, one 
with a probability of 50% and a loss of $1,000 and an¬ 
other with a probability of 0.1% and a loss of $1,000,000 
then As Total RE is: 

.1 * $20,000 + ,5*$1,000 + 0.001 * $1,000,000 
= $2,000 + $500 + $1,000 
= $3,500 

Related to the notion of RE is risk reduction leverage 
(RRL). RRL is a way of gauging the effectiveness or de¬ 
sirability of a risk reduction technique. The formula for 
RRL is: 

RRL = (RE brfore - RE after )/RRCost, 
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where RRCost stands for risk reduction cost. A similar 
formula can be used to compare the relative effectiveness 
of technique A with respect to B: 

RRRL ab = (RE b - RE A )/(RRCost A — RRCost B ), 

where RE A and RE B are the risk exposures after using A 
and B, respectively (we assume that the RE before ap¬ 
plying the techniques is the same for both techniques). 
We see that when RRRL AB > 0, technique A is more cost- 
effective than technique B. 

Let us consider an example. Say an organization is 
considering ways of lowering its risk on a safety-critical 
network (such as an emergency communications net¬ 
work), and has identified a structured walkthrough or an 
IV&V (independent validation and verification) activity 
as two possible ways of finding vulnerabilities and hence 
reducing the risk. It may proceed as follows; first, it must 
establish a cost for each risk-reduction technique. Next, 
it must evaluate its current RE (which is its RE betore ) and 
the RE that will result from the application of the tech¬ 
nique (the RE after ). Let’s assume that the organization is 
interested in the risk involved with the safety-critical net¬ 
work failing. Such a failure would result in a loss to the 
organization of $10,000,000, and currently the organi¬ 
zation believes that there is a 5% likelihood of such an 
occurrence. Structured walkthroughs have, in the past, 
been shown to find 80% of the outstanding problems, 
reducing the probability of a loss to 1%. IV&V is even 
more effective at finding problems, and it is expected 
that this technique will reduce the probability of a loss 
to 0.01%. However, the structured walkthrough is rela¬ 
tively inexpensive, costing just $5,000 (the time of the 
employees involved). The IV&V, since it is independent, 
involves hiring a consultant, which will cost $100,000. 
The RRL for each technique can now be calculated as 
follows: 

RRLinspedoH = (.05*10,000,000 - .01*10,000,000)/5,000 
= (500,000 - 100,000)/5,000 
= 80 

RRLmtv = (0.5*10,000,000 - .0001*10,000,000)/ 

100,000 

= (500,000 - 1,000)/100,000 
= 4.99 

Clearly, in this case the organization will want to choose 
to do the inspection first, as its RRL is far greater than the 
IV&V activity. However this could also be directly seen 
using: 

RRRL inspe ctio n ,iv&v = (.0001*10,000,000 - .01*10,000,000)/ 
(5,000 - 100,000) 

= (1,000 - 100,000)/(-95,000) 

= (-99,000)/(-95,000) = 1.042 > 0 



Figure 3: An idealized risk-reduction profile 


It is often the case that a technique reduces only the like¬ 
lihood of a risk and not its magnitude. In this case, the 
RRL reduces to the cost-benefit (CB): 

CB = [P before (L) - P after (L)]*S(L)/RRCost = AP(L)*S(L)/ 
RRCost 

Finally, another thing we can do with RE is to develop 
a risk profile (or RE profile) with respect to some meas¬ 
ure of interest. For example, one can evaluate RE as a 
function of a monotonically increasing quantity such as 
elapsed time, cumulative effort, or cumulative cost. An 
illustrative risk profile is given in Figure 3. 

Given this basis of understanding, we are now in a po¬ 
sition to begin looking at specific techniques for strategic 
risk management. 

Strategic Risk Models 

Every network in operation will have some degree of se¬ 
curity risk. Recall that security risks are possible situa¬ 
tions or events that can cause a network harm and will 
incur some form of loss. Security risks range in impact 
from trivial to fatal and in likelihood from certain to 
improbable. Thus far we have only discussed risks that 
are either “identified,” in that they arise from antici¬ 
pated threats and known vulnerabilities; however, there 
are also unidentified risks, for which this is not the case. 
Similarly, the impact of an identified risk is either known, 
meaning the expected loss-potential has been assessed, or 
unknown, meaning the loss potential has not or cannot 
be assessed. Risks that are unidentified or have unknown 
impacts are sometimes loosely labeled as risks due to un¬ 
certainty. In the case of network security, risk considera¬ 
tions often must focus on uncertainty, since by design, 
identified known risks are either addressed or accepted 
as being within a “tolerable" level. Managing risks due to 
uncertainty is essentially the focus of sound risk manage¬ 
ment. Finally, note that a risk model describes risks and 
their impacts for a particular system. 

We consider risk-profile models because risks are gen¬ 
erally not static. Likelihoods and impacts change with a 
number of factors such as time, cost, network state, size, 
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number of users, and so forth. As a consequence it is of¬ 
ten desirable to consider risks with respect to a planned 
set of events such as assessment effort, network opera¬ 
tion time, number of nodes, development investment, 
etc. Representations of risks that dynamically change 
over planned activities are called “strategic risk models.” 
We would like to use these models to promote effective 
risk management. 

As introduced above, we will use risk profiling. Recall 
that RE is computed as the product of the probability 
of loss and the size of that loss summed over all sources 
for a particular risk. Since security risk considerations 
greatly affect a networks operational value, it is impor¬ 
tant that these risks be investigated candidly and com¬ 
pletely. Expressing network development and operation 
considerations in terms of risk profiles enables quantita¬ 
tive assessment of attributes that are typically specified 
only qualitatively. A useful property of RE is that if it is 
computed entirely within a particular system (i.e., no ex¬ 
ternal loss sources), we may assume that all RE sources 
are additive. This will be true regardless of any complex 
dependencies and is analogous to mathematical expecta¬ 
tion calculations within classic probability theory. 

The additivity of RE can be exploited to analyze strat¬ 
egies for managing risk profiles for network security. 
Such analyses enable cost, schedule, and risk trade-off 
considerations that help identify effective risk-manage¬ 
ment strategies. In particular, this approach can help 
answer difficult questions such as: What particular meth¬ 
ods should be used to assess these vulnerabilities? Which 
method should be used first? and How much is enough 
[risk assessment, risk mitigation, or risk control]? As in 
previous sections, our focus will be on risk assessment, 
noting that the methods presented often have analogous 
counterparts in risk control. 

Strategic Risk Management Methods 

The purpose of risk modeling is to aid in risk-management 
decision making. Management does not necessarily mean 
removing risk; this is not always possible or even practi¬ 
cal. For any risk, there is usually only a limited degree to 
which that risk can be avoided, controlled, or mitigated 
(i.e., expected loss reduced). As indicated earlier, there 
are risks due to uncertainty that cannot be mitigated or 
even assessed. As such, risk management is the collec¬ 
tion of activities used to address the identification, as¬ 
sessment, mitigation, avoidance, control, and continual 
reduction of risks within what is actually feasible under 
particular conditions and constraints. As such, the goal 
of risk management is one of “enlightened gambling,” in 
which we seek an expected outcome that is positive (or 
as low-risk as practical), regardless of the circumstances. 
Assessment is the key starting point and, as stated earlier, 
the focus of this chapter. This includes gaining insight 
into the following: 

• what the risks are and where there is risk due to uncer¬ 
tainty 

• differentiating between development risks and opera¬ 
tion risks 

• avoidable versus unavoidable risks 


• controllable versus uncontrollable risks 

• cost and benefits of risk mitigation, avoidance, and 
control 

Assessment enables a strategy to be chosen for the miti¬ 
gation and control of risk. However, it is not obvious 
from the outset that any given assessment strategy will 
be effective (or even feasible). In fact, a poorly chosen 
strategy may actually increase overall risk. A strategic 
risk management method is one that produces a risk- 
management strategy that reduces overall risk with respect 
to a particular goal (e.g., most risk reduction at lowest 
cost). Having a particular goal here is firmly predicated 
on having acceptable, well-defined strategic risk models, 
as described above. 

We will now describe models and methods for the stra¬ 
tegic risk management of IT system security. Such mod¬ 
els and methods will aid in making important “pre-crisis" 
risk-management decisions by determining how much 
effort (or time) should be invested assessing security risks 
with respect to project risk factors such as cost, schedule, 
launch (or operation) window, available skills and tech¬ 
nology, uncontrollable external events, and so forth. In 
this way, we lay the foundation for a practical, economi¬ 
cally feasible, empirically based approach for the strate¬ 
gic planning of risk-management efforts. 

The Need for Strategic Risk Management 
Methods 

To illustrate the need for strategic risk management we 
consider a general IT security risk assessment. The risk 
exposure corresponding to the cumulative potential loss 
from security violations in the operational network (e.g., 
intrusions) will be called RE security . In the case of network 
security risk assessment, the more assessment that is 
done, the lower RE secur i, y is that results from unforeseen 
or uncontrolled vulnerabilities (i.e., uncertainty) such as 
those listed in Table 1. Assessed security attributes reduce 
both the size of loss due to “surprises” and the probabil¬ 
ity that surprises still remain. Prior to embarking on a 
security risk assessment, the network will likely contain 
many potential vulnerabilities, either known or from un¬ 
certainties. This results in an initially high (relative to the 
project) probability of loss—P(L)—value. In this, some 
may be critical, and so S(L), the size of the loss, will be 
high. Thus, without any assessment RE security initially will 
be high. When assessment has been used, the likelihood 
of unidentified vulnerabilities will be reduced. If assess¬ 
ment is done thoroughly (and identified vulnerabilities 
are addressed), most of the vulnerabilities remaining are 
likely to be minor, and RE security will be low. 

It is generally not feasible to be totally exhaustive when 
performing a system assessment. As a result, the ideal as¬ 
sessment risk-reduction profile (as illustrated in Figure 3) 
is where RE security decreases as rapidly as possible at the be¬ 
ginning. This profile is ideal because it provides the maxi¬ 
mum risk reduction for an arbitrary amount of security 
assessment effort. As stated previously, most strategies are 
nonideal, and the ideal profile must be expressly sought. 

To give a concrete example of how a nonideal risk- 
reduction profile may occur, consider the data in Figure 4 
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Network Security Assessment Strategies 



—Ideal 

Arbitrary 

—Lowest cost 

Highest RE drop 


Figure 4: Example of RE security profiles 

taken from a space systems ground-control network. The 
data were generated by assessing each relevant security 
attribute in Table 2 for S(L), in terms of percentage of 
the project value lost that would result from the exploita¬ 
tion of a vulnerability in this attribute; and AP(L) for the 
corresponding change in probability (as a percentage) of 
an exploitation occurring. These, in turn, are used to cal¬ 
culate the corresponding RE reductions if the attribute is 
fully assessed. The RE has been normalized to the frac¬ 
tional portion of the total known RE that can be reduced 
through assessment. The cost is effort in hours used to 
perform the assessment of the attribute. Each attribute 
was assessed using an extensive security review checklist 
for that attribute. 

We see that some care must be taken in choosing the 
order (i.e., strategy) to perform the assessments to achieve 
the ideal risk reduction profile illustrated in Figure 3. 
Figure 4 compares the RE profiles of four strategies for 


Table 2: Examples of Network Security Attributes 


A1: Denial of service 

A8: File deletions 

A2: System crash 

A9: Access to private data 

A3: Message queue 
overflow 

A10: Hardware Failure 

A11: Access to code 

A4: System fault 

A12: Resource utilization 

A5: Misled operator 

A13: Requirement 
consistency and 
completeness 

A6: Unauthorized 

access 

A7: Unauthorized 
administrator 

A14: Understandability 


performing the assessments. Each tick mark on the graph 
for each RE profile corresponds to the assessment of a 
particular attribute. Note that if the attributes are as¬ 
sessed in an arbitrarily order (i.e. the “arbitrary strategy”), 
the curve will typically look like the approximately linear 
curve indicated in the top of Figure 4 and clearly does not 
achieve the ideal of Figure 3. Another strategy is simply 
to do the least-cost assessments first. This generally re¬ 
sults in the non-ideal RE security reduction profile indicated 
in the second to the top curve in Figure 4. A common rec¬ 
ommended strategy is to prioritize the assessments from 
highest RE reductions first. Indeed, this will deliver a sig¬ 
nificant improvement over the other strategies discussed 
as indicated in the third to the top RE profile in Figure 4, 
however it is still not ideal. It is seen that performing the 
assessments in the order of highest cost-benefit (CB) will 
archive the desired RE security reduction profile. It can be 
shown that under fairly general circumstances, this will 
always be true. 

We illustrated the strategic method with only risk as¬ 
sessment, but analogous methods exist for risk control. 
The important point here is that without a strategic 
approach, you are likely to end up with a less than ideal 
RE secunty reduction profile as indicated in Figure 4, result¬ 
ing in inefficient use of your risk-management resources. 
This should not be taken lightly because frequently all as¬ 
sessment tasks are not, or cannot be, performed. Typically, 
assessment efforts are terminated when an arbitrarily de¬ 
fined budget is expended (rather than completed assess¬ 
ments), or when people “feel” as though enough risk has 
been reduced, or more commonly, when higher priority is 
given to tasks other than risk management. The outcome 
is a network with a high degree of risk due to uncertainty, 
resulting in the predictable consequences for “blind” risk 
taking (Basili and Boehm 2001; Tran and Liu 1997). 

Practical Strategic Risk Models 

In this section we look at how strategic methods may be 
applied in practice. This includes using strategic models 
to help make complex planning decisions such as "How 
much is enough risk assessment?” and extending the stra¬ 
tegic method to account for multiple techniques. 

Multitechnique Strategic Methods 

To begin with, note that in our particular example the differ¬ 
ences between risk-reduction strategies do not appear very 
pronounced. One reason for this is purely an artifact of the 
normalization of the RE scale. If absolute RE is used (that 
is, the actual risk is removed rather than the relative risk 
reduced), the difference will become more pronounced. 
There is a small concern that the absolute risk-reduction 
profile may not be consistent with the relative-risk reduc¬ 
tion profile. However, under general circumstances it can 
be shown that an optimal relative risk-reduction implies 
an optimal absolute risk-reduction profile. 

The application of a strategic method assumes that 
we are able to generate practical strategic risk models. 
From the above discussion it is clear that we always 
want to apply the most appropriate and effective risk- 
management approach for each risk. Allowing for multiple 
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assessment techniques can greatly increase the risk- 
reduction cost-benefit ratio. How to do this in general is 
not entirely without complications. For example, in gen¬ 
erating a multiple-attribute strategy we must account 
for the possibility that for some attributes, a particular 
assessment technique may not apply (e.g., model check¬ 
ing for unauthorized administrator) or may not be cost- 
effective (e.g., prototyping for misled operator). We now 
present an algorithm that generates a practical, cost- 
effective strategy for multiple attributes and respective 
assessment techniques. We assume that each attribute is 
to be assessed only once by exactly one technique (i.e., we 
do not allow partial assessment with one technique then 
further assessment with another). Our goal here is to 
first choose which technique is best to use for each par¬ 
ticular attribute, then choose in which order to perform 
the techniques to achieve an ideal absolute risk reduction 
with respect to cost, as illustrated in Figure 3. The follow¬ 
ing algorithm will generate such a strategy: 

Step 1: Identify the most significant system assessment 
attributes. Label them A t ,. .., A„ 

Step 2: Identify the most significant assessment tech¬ 
niques (e.g., product testimonials, prototyping, etc.) ap¬ 
plicable to the project and available resources (e.g., staff 
skills, tools). Label them T h ..., T„ 

Step 3: Estimate the relative probabilities P(A,) and size 
S(A,) quantities for potential losses associated with at¬ 
tributes i = 1, ..., n before any assessment. If desired 
RE(Aj) can be estimated directly, perhaps from historical 
data. 

Step 4: Estimate the cost C(A„r,), size S(A„r,), and proba¬ 
bility P(A„r ; ) after assessment of A, with 7} and the change 
in risk exposures ARE (A,, 7)) = P(A,)*S(A,)-S(A„7' ; ) * 
P(A„P ; ) 

Step 5: Calculate the benefit matrixP(A,,P ; ) = ARE(A,,P,) - 
C(A„P ; ). For each A, find the T k where BfA,-,!*) is maxi¬ 
mum. Set C; = k. 

Step 6: Calculate the RRL list, RRL(A„7c,) = ARE(/1„7c,)/ 
C(A„7c,) for i = 1, ..., n. Let T{k) - ( r h c i) be the values for 
the corresponding attribute r h technique C\ of the &th larg¬ 
est element in the RRL list. That is, T(l) is the maximum 
RRL(A„7c,) and T (n) is the minimum. 

n 

Step 7: Graphthe cumulative RE drop, RE(n) = RE total - 

k =1 
n 

ARE r(<:) versus cumulative effort C(«) = T{k) . 

k=\ 


The preceding process produces an ideal RE security risk- 
reduction strategy as presented, and it easily general¬ 
izes to risk-control management activities. The strategy 
dictates to perform T(k) for k — 1,2,3,... until the cost 
outweighs the benefit (i.e. RRL m) < 1) unless other 
risk reduction goals are desired (this will be discussed 
further in the next section). The algorithm assumes 
that the entire effort allocated for each T(k) will be 
expended and then the attribute will not be assessed 
further. As a result, there may be more optimal strate¬ 
gies that allow for partial effort using multiple tech¬ 
niques per attribute. Multiple-attribute optimization 
techniques such as using simulated annealing could 
potentially be applied to find these but will not be dis¬ 
cussed further here. Since the algorithm is somewhat 
involved, an example to illustrate it is presented in 
Tables 2a, 2b, 2c, 2d, and 2e, resulting in the RE security 
reduction strategy displayed in Figure 5. For a tech¬ 
nique that is not applicable to a given attribute, an ‘X’ 
is placed in the relevant values and these are excluded 
from the calculations. 

Although this appears to be somewhat complex at 
first, the algorithm is actually fairly straightforward 
to implement and use. For example, the all analysis 
for this example could be done completely within a 
spreadsheet. 

Strategic Decision Making and 
Competing Risks 

With strategic risk models, the strategic method can be 
used to provide practical answers to difficult questions 
such as “how much is enough?” risk assessment, mitiga¬ 
tion, or control activities. This question is critically im¬ 
portant because in practice it is not feasible to implement 
exhaustive risk reduction due to constraints on resources 
(e.g., budget, personnel, schedule, technology limita¬ 
tions). Even without such constraints, it is frequently 
impossible to reduce a risk to zero or even to determine 
all possible risks for any given system. The best we can 
strive for is to reduce risk as much as possible within the 
given resources and uncertainties. 

Recall that as we saw in our example in Figure 4, in 
the single technique case ordering risk-reduction activ¬ 
ity from highest to lowest RRL results in the “ideal” risk- 
reduction profile. It can be shown that, with respect to cost 
considerations, this is the optimal ordering for reducing 
risk when only a fraction of the risk-reduction activi¬ 
ties will be performed. That is, if risk-reduction activity 


Table 2a: Attribute Size and Probability of Loss (Steps 1, 2, and 3) 



misop 

syscr 

sysft 

unacc 

denos 

REt 0 t a | 

S(L) 

500000 

50000 

20000 

250000 

90000 


P(L) 

0.8 

0.6 

0.3 

0.7 

0.9 


RE 

400000 

30000 

6000 

175000 

81000 

692000 


The following abbreviations are for all parts of Table 2: denos = denial of service; misop = misled operator; 
pdt = product testimonials; ppy = product prototyping; rvc = review checklist; syscr = system crash; 
sysft = system fault; unacc = unauthorized access. 
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Table 2b: (attribute /, technique j) Cost (step 4) 


C(A„r,) 

pdt 

rvc 

ppy 

mi sop 

1000 

3000 

X 

syscr 

2000 

10000 

20000 

sysft 

X 

6000 

20000 

unacc 

2000 

8000 

X 

denos 

1000 

4000 

22000 


Table 2c: (attribute /, technique j) RE Reduction (step 4) 


ARE 

pdt 

rev 

ppy 

misop 

100000 

150000 

X 

syscr 

5000 

10000 

25000 

sysft 

X 

2000 

4000 

unacc 

25000 

100000 

X 

denos 

18000 

9000 

45000 


Table 2d: (attribute /', technique j) Benefit (step 5) 



pdt 

rev 

ppy 

misop 

99000 

147000 

X 

syscr 

3000 

0 

5000 

sysft 

X 

-4000 

-16000 

unacc 

23000 

92000 

X 

denos 

17000 

5000 

23000 


Table 2e: (attribute /, technique j) Risk Reduction Leverage 
(step 6) 


RRMA^T,) 

pdt 

rev 

ppy 

misop 

100 

50 

X 

syscr 

2.5 

1 

1.25 

sysft 

X 

0.333 

0.2 

unacc 

12.5 

12.5 

X 

denos 

18 

2.25 

2.045 



Figure 5: RE security reduction T{k) (step 7) 


is stopped at any point, there is no other ordering that 
reduces more risk and leaves less total risk when the 
remaining activities are not done. The algorithm de¬ 
scribed above extends this to the use of multiple tech¬ 
niques. In the strategic model if cost is the only consid¬ 
eration, then a natural answer to how much is enough is 
when the cost exceeds the risk reduction benefit. Since 
the ordering of RRL is decreasing, there will be no activ¬ 
ity beyond this point that would decrease the risk more 
than the cost for any of the previous activities. 

The difficulty with using this stopping point is that it 
only accounts for cost with respect to the investment in 
security risk reduction activity. Furthermore, it assumes 
that cost and risk are equally exchangeable. In practice, 
this is not typical, and moreover, management activities 
always imply direct or collateral risks. For example, a 
system patch may do a marvelous job plugging a criti¬ 
cal network venerability for a type of operating system 
virus, but perhaps it also takes a long time to implement 
and disseminate, is difficult to install, and slows the 
system significantly or causes it to be unstable or keep 
important applications from running. The resulting loss 
in productivity to the installed base may prove signifi¬ 
cant. A more prudent action may be to quickly release a 
means of identifying and removing the particular virus 
threat at hand and perhaps delay the deployment of a 


Table 2f: Strategic Order (attribute /, technique j) (step 6) 


m 

Attribute 

Technique 

ARE r(t) 

Costj-(i) 

Bm 


^^total 

T (k) 

X)C0St T(k) 

Start 

None 

None 

None 

None 

None 

None 

692000 

0 

T_1 

misop 

rev 

150000 

3000 

147000 

50 

542000 

3000 

T_2 

unacc 

rev 

100000 

8000 

92000 

12.5 

442000 

11000 

T 3 

syscr 

pdt 

45000 

22000 

23000 

2.045 

397000 

33000 

T_4 

denos 

ppy 

25000 

20000 

5000 

1.25 

372000 

53000 

T_5 

sysft 

rev 

2000 

6000 

-4000 

0.333 

370000 

59000 
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patch. In this example, the risk-reduction activity of 
developing and disseminating a patch may indirectly but 
consequently increase the overall system risk despite the 
worthy, cost-effective investment in its deployment. 
The challenge here is of competing dependent risks. That 
is, while one activity is reducing risk, there is another 
(event or activity) simultaneously increasing risk, and it 
is unclear which could be the cause of a loss. What is 
clear is that the benefits of risk reduction investments 
are negated when an increasing risk is greater than 
the decreasing risk, since in such cases the overall risk 
increases. When a competing dependent risk is simply 
proportional to the cost, it can be easily accounted for 
in RE security as an additional factor in its computation. 
This is typically an unrealistic assumption to make given 
that in general, increasing security decreases access in 
a disproportionate way. Such decreases in access, while 
often important from a security perspective, may also 
negatively impact the usability of a network, as will be 
elaborated next. 

Usability Risk 

Our system patch example is only one indication of com¬ 
peting dependent risks. There are a host of others that as 
a group impact the ability of users to make effective use of 
a network. For this exposition, we refer to such considera¬ 
tions collectively as risk with respect to usability or RE usability 
and these risks are of a fundamentally different nature than 
REsecurity Such risks can negatively impact or even paralyze 
a system to the point that the system will fail to meet its in¬ 
tended operational goals. RE usabi i ity may result in losses due 
to nonuse of the system when required or expected, from 
dissatisfied customers and users, or from productivity 
losses when system functions are inaccessible or unreliable. 
RE usabi |„ y will monotonically increase since RE usability rep¬ 
resents the cumulative potential losses resulting from the 
inability to make effective use of a network system. We as¬ 
sume that a system starts out with no risk of usability and 
that any network security risk management effort expended 
contributes to the overall increase in usability risk. Calculat¬ 
ing RE usability can pose a considerable challenge, as usability 
concerns are often relative to the characteristics of the user 
(e.g., patience, attention to detail, urgency in job activities, 
etc.). Fortunately, for our needs a crude approximation of 
Rh-usabiiity will be sufficient. To address this, we note that 
it has been empirically suggested that because of com¬ 
pounding of factors, RE usability increases supralinearly (Platt 
1999). Owing to this, a reasonably good approximation 
of the RE usabi i ity risk profile can be generated through the 
identification of a few well-chosen successive data points. 
Here we consider the following three “critical points” to 
be relevant: 

Point 1: —Usability problems identified (or identifiable). 
During the analysis and design of network security 
efforts, usability problems may be identified, but the 
full impact of these has not yet been assessed or ex¬ 
perienced. This is early in the network security man¬ 
agement effort (small cost investment) and increases 
overall usability risk moderately, as losses are not 
widely being realized. 


Point 2: —Usability problems reported. After initial de¬ 
ployment of some network security measures, usability is 
notably impacted and losses are being realized. 

Point 3: —System is effectively unusable. When overly 
aggressive network security measures are taken, the 
network may become unstable, effectively inaccessible, 
or too cumbersome to use (e.g., draconian access poli¬ 
cies). The system no longer realizes its intended value 
by the users. When losses due to this are unrecoverable 
(e.g., corrupted data, shut-out users, missed business 
opportunities, etc.) then it is considered “effectively 
unusable." 

The schedule for points 1, 2, 3 are necessarily sequen¬ 
tial, and the amounts of time (in terms of effort or cost 
expended) to arrive at these points are cumulative; 
hence RE usabi]ity is successively nondecreasing at these 
points. Moreover, the change in RE usability between points 
1 and 2 can never be less than that between the start¬ 
ing point and point 1; similarly for points 2 and 3. The 
critical points for our example project are contained in 
Table 3 and the resulting RE usability profile is illustrated 
in Figure 6. 

As is evident in our example, creating appropriate risk 
models (e.g., RE security , RE usabiUty ) requires an organization 
to accumulate a fair amount of calibrated experience on 
the nature of the risks, their probabilities, and their mag¬ 
nitudes with respect to the risk-management effort (e.g., 
cost, duration). In general this can be challenging and 
costly; however, there are many practical approaches 
and software tools that address these topics specifically 


Table 3: Example of RE usabi | ity Critical Points 


Point 

S(L) 

P(L) 

RE 

Cost 

Identified 

138400 

0.15 

20760 

8850 

Exploited 

311400 

0.4 

124560 

29500 

Total loss 

622800 

0.9 

560520 

64900 


Usability Risk 
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(see, for example, Tran and Liu 1997; Ochs et al. 2001; 
Hall 1998; Boehm 1991). 

Balancing Competing Risks for Strategic 
Network Security Planning 

The general approach in answering a “how much is 
enough network security” question in the face of compet¬ 
ing dependent risks is to optimize RE security with respect 
to RE usability . Depending on the models used, this amounts 
to “balancing” the risk-reduction benefit of risk manage¬ 
ment and control activities with risk increases due to cost 
expenditures of dollars, effort, schedule, accessibility, 
and so forth. 

Consider again our risk assessment example. We have 
noted previously that it is important to have an efficient 
strategy for reducing RE security and that such a strategy 
may be generated by assessing the attribute-technique 
pairs and applying the strategic method described in 
the section on "Multitechnique Strategic Methods.” We 
have indicated that security measures reduce RE security by 
removing system vulnerabilities while simultaneously in¬ 
creasing RE usability due to their imposition on access. Too 
much security will put the system increasingly at risk, as 
it exceeds the RE usabi i ity critical points. However, too little 
security will leave the system with too much risk because 
of uncertainty within the vulnerabilities. The ideal secu¬ 
rity strategy decreases RE seculity but does not expend so 
much effort that this reduction is dominated by RE usability . 
This is a formal response to the “how much is enough?” 
question. This derives directly from the general (yet often 
misunderstood) risk management principle: 

If it's risky to not secure, DO secure (e.g., uncer¬ 
tain, high loss potential, unprecedented); 

If it's risky to secure, DO NOT secure (e.g., well- 

established, well-known, highly tested, robust). 

(Boehm 1991) 

The above principle provides a simple rationale for bal¬ 
ancing RE security and RE usabibty and determining an effec¬ 
tive amount of security before committing to a particular 
security strategy. Assuming we have generated a strate¬ 
gic REsecurity profile as described in the section on "Mul¬ 
titechnique Strategic Methods,” then the optimal effort 


to expend will be where REsecurity + RE US abiiit y is minimal. 
Although we know there are many dependencies among 
these risk factors, we are taking advantage of the remark¬ 
able previously mentioned fact that the REs are additive. 
As shown in Figure 7a, the decreasing RE seculity and in¬ 
creasing RE U s ab ii ity will have a minimum—the “sweet spot" 
at some intermediate point of effort. As a result of our 
risk-management principle, a strategic stopping point 
for the security effort is when this intermediate point has 
been reached. The sweet spot determination for the ex¬ 
amples discussed in Figure 5 and Figure 6 is shown in 
Figure 7b. In this case, the purely cost-benefit analysis 
would recommend stopping security efforts at step T_4, 
however, accounting for RE usability indicates that T_3 is a 
more strategic stopping point. 

The location of the sweet spot will vary by type of or¬ 
ganization. For example, for the network in an internet 
service provider (ISP) in which RE usability increases rapidly 
because of high usability needs (e.g., market pressures 
and demanding customers with diverse needs), results in 
a sweet spot pushed to the left, indicating that less se¬ 
curity effort should be expended. In contrast, a security- 
critical network, such as for a bank will have greater 
RE S ecurity because of larger potential losses. The sweet 
spot is pushed to the right, indicating that more security 
should be done. This is illustrated in Figure 7a. 

Unsuitable Sweet Spots 

There are situations in which the sweet spot is not an ac¬ 
ceptable determination of how much assessment to per¬ 
form. Acceptability is achieved only when (as indicated in 
Figure 7a) the RE at sweet spot is below a given risk toler¬ 
ance and the effort at the sweet spot is less than the effort 
at critical point 3. Although, ideally, the assessment effort 
should be less than the effort at point 1, for most projects 
the additional risk incurred by passing this point is toler¬ 
able (Basili and Boehm 2001). In our example in Figure 
7b we see the sweet spot is well past point 2. Because 
critical point 2 is where users have already begun report¬ 
ing usability issues, depending on an organization’s goals 
and policies, this may be unacceptable. 

In Figure 7a there is an indication of an acceptable risk 
tolerance level, and the sweet spot lies below this level. 
What can be done if it lies above the acceptable risk toler¬ 
ance level? There are two solutions: find another security 
approach (e.g., more cost-effective techniques) that can 



Security and Usability Risk 



Figure 7: (a) Balancing RE security and RE usabi | ity . 
(b) Sweet spot for example 
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lower RE security , or mitigate potential losses due to usabil¬ 
ity (e.g., user training, faster hardware) in order to lower 
Reusability It is best if both approaches are applied simul¬ 
taneously. If the sweet-spot effort exceeds the effort for 
point 2, the only reasonable approach is to find another 
security approach that can lower RE security more quickly 
or reconsider the organization’s policies. Paradoxically, 
if RE usabi iity were increased, say by imposing greater cost, 
schedule, or effort constraints, this too could potentially 
move the sweet-spot effort in front of point 2. However, 
the price to pay for this is a heavy increase in the overall 
risk, which likely will exceed the tolerable level. 

PRACTICAL RISK EXPOSURE 
ESTIMATION 

A risk-management program relies critically on the abil¬ 
ity to estimate representative risk exposures. It is tempt¬ 
ing to expend a large amount of effort to obtain precise 
results; however, this may prove untenable or impractical. 
Fortunately, for strategic method applications estimates 
do not have to be precise. In this section we will describe 
one practical approach to estimating risk exposures. 

Qualitative Methods 

Recall that calculating RE for a given risk involves esti¬ 
mating the probability of a potential loss P(L) and the 
size of that possible loss S(L). The challenge of estimat¬ 
ing S(L) lies in quantifying intangibles such as “loss of 
reputation." There are numerous techniques that claim 
the ability to address this challenge; however, we have 
found that estimating highly subjective loss potentials 
is best accomplished by choosing a tangible “standard” 
within the particular context at hand and then establish¬ 
ing the remaining values relative to this standard. For ex¬ 
ample, an organization determined that because of lost 
sales they lost $1,000 for every minute their central sales 
system was down. If the sales system was down for more 
than 4 hours, their reputation as an “easy to buy from” 
company would be degraded and fewer customers would 
return. The minimum loss of 4*60*$ 1,000 = $240,000 
was considered a “3” on a scale from 0 to 10 in terms of 
loss magnitude, and the loss of return customers was 
considered a 5 relative to this monetary loss. These size 
estimates can be used for RE calculations so long as all 
loss potentials are translated into loss magnitudes from 
0 to 10 relative to the system down time. 

In general it is difficult to calculate P(L) directly. This 
is primarily due to a lack of representative models that 
are able to generate an appropriate probability distribu¬ 
tion. Even though there are many wonderful candidate 
parameter-based models, frequently there is not enough 
available data to calibrate and validate them. 

One alternative to parametric models is to make use 
of a qualitative "betting analogy” as described in the fol¬ 
lowing steps: 

Step 1 : For the risk under consideration, define a “satis¬ 
factory" level. 

Step 2: Establish a personally meaningful amount of 
money, say, $100. 


Step 3: Determine how much money you would be willing 
to risk in betting on a satisfactory level. 

Step 4: Establish a proposition (e.g., Using a virus checker 
will avoid infection and loss of data). 

Step 5: Establish betting odds (e.g.. No loss of data: you 
win $100; infection and loss of data: you lose $500). 

Step 6: Determine willingness to bet: 

Willing: low probability 
Unwilling: high probability 

Not sure: there is risk due to uncertainty, so need to buy 
information 

Express your willingness to bet with respect to the risk 

under consideration 

e.g. We are likely to take this bet 

For whatever qualifies your willingness-to-bet statement 
(in our example the qualification is “likely,” use an adjec¬ 
tive calibration chart such as the one illustrated in Figure 8 
to get an estimate of the risk probability. 

Empirical Approaches 

Empirical methods rely on generating risk-exposure es¬ 
timates based on observations, historical data, or experi¬ 
ments. One of the attractive properties of risk exposure is 
that it represents the expectation (or mean value) of the 
potential losses associated with a risk event. Under quite 
general conditions, this value can be approximated with 
the sample mean. Sayyou have losses L l} L 2 , ...,L„ associ¬ 
ated with a particular risk area, then 


Consult any college-level statistics book for further details 
on this. We can make use of this result in several ways, 
depending on whether or not historical risk loss data and 
risk event models are available. Historical risk loss data 
is the recorded losses realized from actual projects that 
were exposed to the risk (i.e., the risk actually occurred) 
under consideration. A risk-event model is a dynamic 
representation of all the possible losses and conditions 
under which those losses would occur. 

Delphi Studies: No Historical Data, 

No Risk-Event Model 

You may have noticed that the betting analogy relies on 
having a credible adjective-calibration table. These ta¬ 
bles might have been based on surveying local experts. 
This technique can be used directly to estimate risk expo¬ 
sures. If a representative group of experts are available, a 
Delphi study (Helmer 1966) often provides workable risk- 
exposure estimates. Such a study would survey experts to 
estimate risk-exposure values and then calculate the sam¬ 
ple mean as an estimate for the actual risk exposure. To 
avoid getting erroneous results, Delphi studies should not 
be undertaken haphazardly. There are a variety of well 
documented methods for conducting Delphi studies that 
should be followed to ensure valid results. 
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Figure 8: Probability adjective calibration table (what uncertainty statements mean to different readers) 


Risk Sampling: Historical Data Available, 

No Risk-Event Model 

If there is a reasonable amount of historical loss data 
available that is representative (unbiased) then risk sam¬ 
pling may be an effective means of estimating risk expo¬ 
sures. Calculate the estimated risk exposure by taking the 
sample mean of the historical data. However, it is likely 
that the data set will be small and the estimate may be 
poor. Under these conditions, bootstrapping and jack¬ 
knifing methods (Effron and Gong 1983) may be used to 
improve estimates. 

Risk-Event Simulation: No Historical Data Available, 
Risk-Event Model Available 

When historical data are lacking (or nonexistent) and you 
are able to model the particular risk events under consid¬ 
eration, then risk-event simulation may provide a means 
of estimating risk exposures. Usually this amounts to cre¬ 
ating a series of random events to run through the risk 
model and then calculate the sample mean to estimate the 
risk exposure. The idea here is to create a dynamic simu¬ 
lation of the risk events and run a series of experiments 
to get a representative collection of loss values. There are 
a host of powerful tools that can be of great use in creat¬ 
ing and running these simulations. Two examples are the 
Simulink package for Matlab (www.mathworks.com) and 
also Modelica for Dymola (www.dynasim.com). 

Pitfalls to Avoid 

As indicated in the above discussions, there are many 
possible complications in estimating risk exposures, such 
as using insufficient or biased data. Of all the potential 
complications, perhaps the most common and trouble¬ 
some is the problem of compound risks —a dependent 
combination of risks. Some examples are: 

• Addressing more than one threat 

• Managing threats with key staff shortages 


• Vague vulnerability descriptions with ambitious secu¬ 
rity plans 

• Untried operating system patches with ambitious re¬ 
lease schedule 

You must watch out for compound risks. The problem 
is that the dependencies complicate the probabilities in 
difficult-to-determine ways. When you identify a com¬ 
pound risk, it is best to reduce it to a noncompound 
risk, if possible. If the dependencies are too strong or 
complex, then this may not be possible. In this case you 
should plan to devote extra attention to containing such 
risks. 

CONCLUSION 

In this chapter, we have shown a number of network risk 
assessment and management techniques. This is a rich and 
growing field of inquiry, and it reaches deep into technical 
as well as organizational and managerial practices. The 
key insights that the reader should take away from this 
chapter are that: (1) network risk management is effective 
only to the degree that risk assessment is effective; and (2) 
it is not obvious how to go about applying individual se¬ 
curity techniques (of which there are many) to ensure an 
optimal result at the level of the organization. 

To address these issues we have described and dem¬ 
onstrated a strategic method for quantitatively assessing 
network risk that is probably optimal with respect to cost- 
benefit. This gives a manager a powerful tool for manag¬ 
ing network risk. 

GLOSSARY 

FRAP: Facilitated Risk Assessment Program 
OCTAVE: Operationally Critical Threat, Asset, and Vul¬ 
nerability Evaluation 

Risk: Possibility of loss or injury; a situation or event 
that can cause a project to fail to meet its goals 
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Risk Assessment: A set of activities aimed at quantify¬ 
ing the level of risk, consisting of risk identification, 
risk analysis, and risk prioritization. 

Risk Control: A set of activities aimed at managing 
overall project risk, consisting of risk management 
planning, risk resolution, and risk monitoring 

Risk Exposure: A quantification of the damage due to 
a risk, calculated as the product of the probability of 
a loss and the size of the loss, e.g., RE = Prob(loss) * 
Size(loss) 

SNAM: Survivable Network Analysis Method 

SSAM: Survivable Systems Analysis Method 

CROSS REFERENCES 

See Computer Network Management', Network Capacity 

Planning ; Network Reliability and Fault Tolerance', Net¬ 
work Traffic Management; Network Traffic Modeling. 
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INTRODUCTION 

A computer network is deemed “reliable" when it has the 
ability to continue operations in spite of a disruption, 
regardless of the cause, while resources affected by the 
disruption are restored. Network reliability planning is 
the practice of prioritizing and assigning dollars to those 
portions of the network that are most mission-critical 
and whose interruption can directly affect service deliv¬ 
ery. If not done properly or done indiscriminately, net¬ 
work upgrades intended to improve reliability can in fact 
be wasteful and could lead to ineffective solutions that 
produce a false sense of security. This is why an under¬ 
standing of some basic reliability concepts is often the 
practitioners best tool in planning and designing net¬ 
work upgrades to improve survivability and performance, 
without becoming overwhelmed by todays vast array of 
network technologies. 

To this end, this chapter reviews some basic principles 
behind network reliability and fault tolerance. Although 
many of these concepts have been around for quite some 
time, in the past several years they have become more 
dominant in the planning and design of network infra¬ 
structure. Many of the concepts discussed here arose from 
developments in telecommunications, the space program, 
and the nuclear industry. They are applicable at almost 
any level of a network infrastructure—from component 
to network service, from software to hardware, from 
topology to operations. When used collectively and cou¬ 
pled with human judgment, these concepts can be an 
invaluable tool to characterize and understand network 
survivability and performance. More detailed discus¬ 
sions of many of these concepts can be found in Liotine 
(2003). 

FUNDAMENTAL PRINCIPLES 

Disruptions in a network operation occur mainly because 
of lack of preparation. Inadequacy in planning, infra¬ 
structure, enterprise-management tools, processes, sys¬ 
tems, staff, and resources typically fuel disruption. Poor 
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training or lack of expertise can lead to human error. 
Process errors result from poorly defined or documented 
procedures. System errors such as hardware faults, oper¬ 
ating system hangs , and application failures are inevita¬ 
ble, as well as power outages or environmental disasters. 
Disruptions produce down time or slow time —periods 
of unproductive time resulting in undue cost. The con¬ 
ditions that lead to disruption can comprise one or 
many unplanned circumstances that could ultimately 
degrade a system to the point at which its performance 
is no longer acceptable. Up time is the opposite of down 
time; it is the time when an operation is fully productive. 
The meanings of up time, down time, and slow time are 
a function of the context of the service being provided. 
Many e-businesses view up time from the end user’s 
perspective. Heavy-process businesses may view it in terms 
of production time, while financial firms view it in terms of 
transaction processing. 

When a disruption occurs, several activities must take 
place (see Wrobel 1997): 

• Detection is the process of discovering a fault, latent 
fault, or problem, after it happens or in advance. Quite 
often, a hidden problem can go undetected for a time, 
increasing the potential for damage. The longer it takes 
to discover a problem, the greater the possibility of 
extensive damage and increased recovery cost. Fault- 
detection mechanisms recognize certain behavioral pat¬ 
terns that forewarn that a fault has or is about to occur. 
Accurate fault detection involves reporting faults in a 
way that discriminates, classifies, and conveys priority. 
Valid faults should be distinguished from alerts stem¬ 
ming from nonfailing but affected devices. Although 
such accuracy may improve system reliability, it can 
also incur greater expense. 

• Containment is the process that controls the effects of 
a disruption so that other systems are unaffected and 
end-user impact is minimized. 

• Failover is the process of switching to a backup com¬ 
ponent, element, or operation while recovery from a 
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Network outage 
or slowdown 



Figure 1 : Network recovery processes 


disruption is undertaken. Hot or immediate failover 
normally requires a running duplicate of a backup 
system to provide immediate recovery. Cold failover, on 
the other hand, uses a backup element with little or no 
information about the state of the primary system and 
must begin processing as if it were a new system upon 
failover. Warm failover uses a preinitialized backup that 
is not necessarily provided with all of primary system 
state information until a failover takes place. 

• Repair is the activity of fixing a problematic component 
or system. Repair activity may not necessarily imply 
that the element has been returned to its operational 
state. 

• Contingency is the activation of a backup element or 
process upon failover from the primary failed element. 
It can represent a backup component, system, network 
link or path, service provider, recovery data center or 
hot site. 

• Resumption is the process of returning the repaired el¬ 
ement back into operational service. It is the process 
of transferring operations over to the restored element, 
either gradually or instantaneously. 

Figure 1 illustrates how these processes interact in rela¬ 
tion to an adverse event. A detection process will identify 
that a network outage has occurred, or is about to occur. 
Once this happens, a failover process is invoked to acti¬ 
vate and continue processing on a contingent network or 
system. While this is occurring, the process to contain 
and repair damaged systems is conducted. When this is 
completed, the resumption process gradually migrates 
the repaired components back into operation. 

NETWORK TOLERANCE 

Tolerance is the ability of an operation to withstand prob¬ 
lems, whether at the component, system, application, 
network, or management level. Tolerance is often con¬ 
veyed as availability , or the percentage of the time that a 
system or operation provides productive service. For ex¬ 
ample, a system with 99.9% (or three 9) availability will 
have about 8.8 hours of downtime per year. A system with 
99.99% (or four 9) availability will have about 52 minutes 
of downtime per year. (Availability is discussed later in 
this chapter.) There are three general classes of tolerance 


often used to characterize computing and communication 
platforms, and are applicable to almost any level of net¬ 
work operation: 

• Fault tolerance is a networks ability to automatically 
recover from problems. For this reason, it is usually 
associated with availability in the range of four to five 
9s (or 99.99% to 99.999%). Such systems are designed 
with hot failover mechanisms, so that a single fault will 
not cause a system failure, thereby allowing applica¬ 
tions to continue processing with virtually no transac¬ 
tion loss. It is typically achieved through component 
redundancy, continuous error checking, and automatic 
failover and recovery mechanisms. 

• Fault resilience is used to characterize systems with 
availability of about four 9s (or 99.99%). A fault-resilient 
operation does not necessarily guarantee no transac¬ 
tion loss. It is usually achieved through warm failover 
mechanisms. 

• High availability is typically associated with availability 
in the range of 99.5% to 99.9 %. Here, the expectation is 
that some transactional loss will occur during failover. 
Reliance on higher-level resources is typically expected 
to minimize disruptive impact. 

As one might expect, fault-tolerant systems and opera¬ 
tions are typically the most expensive to implement, and 
are usually found in mission-critical network applica¬ 
tions, such as those involved with telecommunication 
and military operations. Critical factors in deciding the 
appropriate level of tolerance for an implementation are 
often cost and how problem correction and resolution 
are automated and allocated across network components. 

NETWORK PROTECTION 

Network protection is generally achieved by establishing 
redundancy through design and operation. Although mul¬ 
tiple paths between critical network nodes could provide 
alternative routes for traffic to traverse if one path is con¬ 
gested or lost, the surviving path should have adequate 
capacity to handle the diverted traffic. Similarly, nodes 
or systems that are replicated for improved reliability but 
share common connectivity, infrastructure, or resources 
can be vulnerable to the same outage within those 
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elements. These scenarios typify false redundancies, which 
can artificially inflate network capital and operating costs 
while not providing additional levels of protection. In the 
end, protection must be applied appropriately and to those 
elements of the network infrastructure that are considered 
mission-critical. Concepts from graph theory such as two- 
terminal reliability, graph transformation, node-pair re¬ 
silience and spanning trees have been used to intensively 
model communication networks, fault tolerance, and reli¬ 
ability (see Shooman 2002). Such concepts form the basis 
for much of the discussion that follows. 
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Redundancy 

Redundancy is a network architectural feature in which 
multiple elements are used so that if one cannot pro¬ 
vide service, the other will. Redundancy can be realized 
at many levels of a network in order to achieve service 
continuity. Network access, service distribution, alterna¬ 
tive routing, system platforms, recovery data centers, and 
storage all can be instilled with some form of redundancy. 
It can also involve the use of redundant service providers, 
suppliers, staff, and even processes. Redundancy should 
be applied to critical resources required to run critical 
network operations. It should be introduced at multiple 
levels, including the network, device, system, and appli¬ 
cation levels. 

Redundancy is best used to eliminate single points of 
failure (SPOFs). These can be any single isolated network 
element or resource that upon failure can disrupt a net¬ 
work's productive service. Fundamentally, redundancy 
involves using multiple elements to perform the same 
function as the SPOF. There are two fundamental types 
of redundancy that are often used, depending on the cost 
and level of need, where N is the number of resources 
needed to provide acceptable performance: 

• kN redundancy, as illustrated in Figure 2, replicates N 
resources k times (i.e., 2N, 3N, 5N, etc.). For example, 
if one (N = 1) network switch is sufficient to handle all 
network traffic, then 2N redundant network switches 
allow one switch to continue switching traffic if the 
other fails or becomes isolated. 


• N + K redundancy, as illustrated in Figure 3, involves 
having K spare resources for a set of AT resources. If one 
of the N resources is removed, fails, or degrades, then 
one of the K spares takes over. For example, if a network 
requires 4 switches (N = 4) to process all traffic, then a 
network can be configured with 5 switches (K= 1) so 
that losing one switch does not affect service. 

kN redundancy enables concurrent error detection and 
possible correction versus N + K redundancy. N + K ar¬ 
rangements can also be used in conjunction with kN 
arrangements, offering different granularities of protection. 
A kN arrangement can have K sets of resources, each hav¬ 
ing an N+K arrangement to ensure a higher degree of reli¬ 
ability within a set. 

NETWORK FAILURE 

Networks are exposed to many types of threats. A threat 
can represent a broad range of adverse events that can 
produce damage, such as lost assets, productivity, or 
missed earnings or sales. Risk is the expected monetary 
loss or damage resulting from a particular threat. The 
greater the risk posed by a threat, the more important it 
becomes to mitigate that threat. A condition or event that 
could create much damage but has little chance of occur¬ 
ring can yet pose substantial risk if a network is not well 
protected against it. Threats can arise from all kinds of 
sources, typically human-made (e.g., mistakes, errors, 
design oversights, etc.), machine-made (e.g., breakdowns), 
and natural (e.g., weather, earthquakes, etc.). The nature 
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of potential failures posing threats must be well under¬ 
stood in order to assess the reliability of a network. 

Failures are adverse conditions that individually or 
collectively lead to delayed or immediate service disrup¬ 
tion. Self-healing failures are those that are immediately 
correctable and may not require intervention to repair. 
Although they may have no observable impact on a sys¬ 
tem or operation, it is still important to log such instances, 
since they could conceal a more serious problem. Inter¬ 
mittent failures are chronic errors that often require some 
repair action. Persistent intermittent errors usually signal 
the need for some type of upgrade or repair. 

Failures that occur in single isolated locations, compo¬ 
nents, connections, or some other piece of infrastructure 
are referred to as simplex failures. When not addressed, 
simplex failures can often create a chain reaction of 
additional failures, cascading into other network elements. 
These are referred to as rolling failures or cascading failures, 
often characterized by unsynchronized, out-of-sequence 
events that ultimately can be the most damaging. 

Identifying a fault or problem in a network service 
often requires correlating information across different 
events or conditions at different network levels. Alarms 
or alerts might arise from individual or several devices or 
nodes, or perhaps no information is conveyed from a fail¬ 
ing device. This latter case is sometimes referred to as a 
fail-silent fault model, in which a device will cease operat¬ 
ing without communicating failure information to other 
devices. In emerging networks, transmissive fault models 
have become more prevalent. These involve dissemina¬ 
tion of information among internal and external network 
devices. A symmetric fault is one that affects other devices 
in the same manner or conveys the same information to 
them. More common is the asymmetric fault, in which 
devices are not affected equally or are not given the same 
or correct information. Consequently, such faults are 
often more difficult to diagnose and require more infor¬ 
mation correlation. The following sections describe some 
fundamental parameters that are often used to character¬ 
ize network failures. 

Mean Time to Failure 

Mean time to failure (MTTF) is the average time between 
placing a system or component in service until it fails. 
Ideally, to calculate MTTF accurately requires a system 
to be monitored for its expected useful lifetime, which 
can be quite long. Whether estimation of the MTTF 
involves monitoring a system for several years or a hundred 
years, accurate MTTF computation is often impractical to 


obtain. MTTF is viewed as an elapsed time. If a network 
element or system is not used all the time, but say at a 
periodic rate (every day only during business hours, for 
example), then the percent of time it is in operational use 
(or duty cycle) should be factored into the estimation. 

Failure Rate 

A failure rate is defined as the frequency of failure in terms 
of failures per unit time. System vendors might often 
state failure rates in terms of percent failures per 1000 
hours, and will often use statistical sampling methods to 
estimate average failure rates over large populations of 
components. A failure rate can also be stated as 1/MTTF. 
In general, the failure rate conveys a system’s propensity 
for failure over its operational lifetime. Many failure- 
estimation techniques assume an exponential distribution, 
in which the failure rate is constant with time. 

Mean Time between Failures 

The mean time between failures (MTBF) is a metric that 
conveys the mean or average life of a system, based on 
the frequency of system failures (see McCabe 1998). It 
is the average time between failures over the system’s 
or network’s operational life. It is somewhat different 
from MTTF, although the two are quite often used inter¬ 
changeably. For example, if a system experiences 3 fail¬ 
ures in 1000 hours of operational time, then the MTBF 
is approximately 333 hours. However, each failure may 
have occurred after 330 hours of operation, assuming 
a mean time to recovery (MTTR) of 3 hours. Figure 4 
illustrates this relationship. MTTR is discussed further in 
this chapter. 

The MTBF for a system or network can be estimated 
in various ways. If the MTBF is estimated as an arith¬ 
metic mean of observed MTBF values across numerous 
network nodes or systems, one could assume that MTBF 
represents the point in time at which approximately half 
of the systems have had a failure, assuming failure times 
are normally distributed (see Dooley 2002). Figure 5 il¬ 
lustrates the use of this assumption. For a network with a 
population of N nodes or systems, the MTBF would repre¬ 
sent the median observed failure time. If the distribution 
of failure times is normal, this time would also convey 
the time corresponding to N/2 (or 50%) of the observed 
failure times. So, for example, in a large network with an 
estimated MTBF of 10 years, one would expect on average 
about half (or 50%) of the devices to have failed during 
that period, or 5% a year on average (50% - 10 years). 



Figure 4: Relationship between mean time to failure (MTTF),mean time to recovery (MTTR), and mean time between failures (MTBF) 
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Figure 5: Failure approximation using MTBF 


NETWORK RECOVERY 

Recovery is comprised of all the activities that must occur 
from the time of an outage to the time service is restored. 
These will vary among organizations and depending on 
the context of use within a network environment. General 
recovery activities include declaration that an adverse 
event has occurred (or is about to occur), initialization 
of a failover process, repair activities, system restart, 
cutover, and resumption of service. It is important to dis¬ 
tinguish between two types of recovery. Service recovery 
is the point at which a network continues to provide serv¬ 
ice, but not necessarily in the same way it did prior to an 
outage, yet in a manner that is satisfactory to end users. 
In this case, service is restored even if a problem has not 
been fixed. Operational recovery is the point at which a 
network delivers service in exactly the same fashion prior 
to the outage. The following sections describe some fun¬ 
damental parameters that are often used to characterize 
network recovery operations. 

Recovery Time Objective 

The recovery time objective (RTO) is a target measure 
of the elapsed time interval between the point at which a 
disruption occurs and the point at which service is resumed. 
RTO is typically specified in units of time (hours, minutes, 
seconds, etc.) and represents an acceptable recovery time. 
The RTO can be applied to any network component—from 
an individual system even to an entire data center, de¬ 
pending on the case at hand. To define an RTO, one must 
determine how much service interruption can be toler¬ 
ated. RTOs are usually in the range of 24 to 48 hours for 
large systems, but these numbers do not reflect any indus¬ 
try standard. Recovery cost is ultimately a deciding factor 
in determining an RTO objective. A high cost is required 
to achieve a low RTO for a particular process or operation. 
For example, to achieve an RTO close to zero would likely 
require expensive automated recovery and redundancy. As 
the RTO increases, the cost to achieve the RTO decreases. 
An RTO of long duration, while less expensive, invites 
greater transactional loss. 



This relationship is illustrated in Figure 6. Here, the 
cost curve represents the cost of implementing a recovery 
solution versus the target RTO. Although the technology 
and operations costs to produce a corresponding solution 
decrease as the target RTO grows in size, outage losses 
will tend to accumulate. The point at which the two 
curves intersect represents that at which the investment 
in solution costs would be completely recaptured by way 
of recovered losses. Investments made prior to that point 
could be viewed as overspent relative to the small amount 
of recovered monetary loss, while those made beyond 
that point might be considered underspent, unless the 
monetary loss entailed is acceptable to an organization. 

Specifying an RTO can be somewhat difficult, since 
a network recovery can involve many activities. An RTO 
specified for an entire network operation should account 
for all such activities. As an alternative, component activ¬ 
ities can each be assigned their own RTO. Nevertheless, 
an RTO should include the time to detect and declare an 
adverse event, as the detection time interval can play a 
major role in the overall recovery effort. 

It is important to distinguish between service and oper¬ 
ational recovery to better characterize and analyze recov- 
eiy viability. For this reason, recovery objectives should 
be specified at several levels. The recovery access objec¬ 
tive (RAO), for example, is the tolerable time interval for 
failover to a redundant resource that provides the same 
application or service. It will typically be much lower than 
an RTO, sometimes on the order of seconds. This is in 
effect the tolerable disruption time from the end user's 
perspective, and characterizes service recovery. This dis¬ 
tinction is important, since although failover mechanisms 
might enable reasonable continuation of service from the 
end user’s perspective, full recoveiy is not achieved until a 
downed resource is restored to operation. 

Recovery Point Objective 

The recoveiy point objective (RPO) is used as a target 
metric for data recovery. It is the maximum tolerable 
elapsed time between the last safe data backup and the 
time of resumption. It is measured in terms of time, and 
refers to the maximum age of data required to restore 
operation following an adverse event. Data, in this context, 
might also include information regarding transactions not 
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recorded or captured during the outage. Like RTO, the 
smaller the RPO, the higher the expected data recovery 
cost. The RPO is the point in time to which the data must 
be recovered—sometimes referred to as the “freshness 
window.” An organization that can tolerate no data loss 
(i.e., RPO = 0) requires their data to be restored instanta¬ 
neously following an adverse event, implying the need for 
some type of continuous backup system. 

RTO and RPO are loosely related to each other, as il¬ 
lustrated in Figure 7. Specifying an RTO that is short in 
duration does not necessarily imply a short RPO. For 
example, although a system can be restored with work¬ 
ing data within an RTO of an hour following an adverse 
event, it could yet be acceptable for data to have an RPO 
of, say, four hours. 

Mean Time to Recovery 

Mean time to recovery (MTTR) is sometimes referred to 
as mean time to repair or restore. In either case, it con¬ 
veys the average time required to restore operation in a 
network service or component that has stopped operat¬ 
ing, or is not operating to satisfactory performance levels. 
It includes the total time it takes to restore the compo¬ 
nent to full operation. It could include things such as 
diagnosing a problem, repairing or replacing a faulty el¬ 
ement, and system restart. MTTR is expressed in units 
of time. The time to diagnose can typically present the 
most uncertainty in estimating MTTR and can thus have 
a profound effect on MTTR, and ultimately, system avail¬ 
ability. When inverted, 1/MTTR can be used to charac¬ 
terize a restoration or recoverability rate of a service or 
operation. 

NETWORK RELIABILITY AND 
AVAILABILITY 

Reliability is the probability of failure over time. In 
some applications, it is often characterized conversely as 
the likelihood that a system will continue to provide serv¬ 
ice without failure. Reliability is often used interchange¬ 
ably with availability, but the two are quite different, as 
will be evident from the following discussion. Availability 
is concerned with the percent of time a network resource 
can provide operational service. So, for example, a net¬ 
work service that provides 99.99% availability may on 
the surface seem reliable. However, no implications can 


be made about the reliability of the service without con¬ 
sidering the amount of failures experienced. In this case, 
while this availability level implies about 52 minutes of 
cumulative down time per year, there is no information 
regarding the number of failures that comprise this down 
time. Thus, this down time could have been the result 
of 3120 failures or service interruptions of one second 
each. In todays real-time-data-driven environment, in¬ 
terruptions of such short duration and volume could be 
quite destructive. End users typically require continuous 
access to uninterrupted network services. The following 
sections discuss these concepts in greater depth. 

Reliability 

Reliability is the probability that a system will work for 
some time period t without failure (see Blanchard 1981). 
The classic expression for reliability is given by: 

R(t) = exp(-t/MTBF) (1) 

where R(f) is the reliability of a system at time t. This 
function assumes that the probability that a system will 
fail by a time t follows an exponential distribution. Al¬ 
though this assumption is commonly used in many sys¬ 
tem applications, there are a number of other well-known 
probability distributions that have been used to charac¬ 
terize system failures. Reliability at any point in time t 
is essentially the percent probability that a system with 
a particular MTBF will operate without a failure, or the 
percent of the systems that will still be operational at that 
point in time. Figure 8 illustrates the reliability function 
over time. The reliability, or probability that a system will 
not encounter a failure, decreases with time. As shown 
in Figure 8, this decrease is less pronounced for systems 
characterized by higher MTBFs. 

Reliability block diagrams (RBDs) are a tool used for 
computing the reliability of a complex system or network of 
systems. Applying the laws of probability, a serial relation¬ 
ship between system reliabilities in a network of systems, 
or components within a system, implies that the system is 
operational only when all components are operating. Con¬ 
sequently, an upgrade that places an additional network 
component in series with others can actually reduce over¬ 
all network reliability. When network components or plat¬ 
forms are connected in series, the overall system reliability 
could be reduced because it is the product of component 
system reliabilities (see Oggerino 2001). 
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Figure 10: Parallel relationship using reliability block diagrams 


Figure 8: Reliability function over time 

If the system or network is operational if either com¬ 
ponent is operating, then a parallel relationship is made. 
From the laws of probability, parallel reliability is ob¬ 
tained by subtracting from 1 the probability that all par¬ 
allel components fail. Mathematically, this is done by 
multiplying the unreliability of each parallel component 
and then subtracting the result from 1 to obtain the reli¬ 
ability (see Hecht 2004). The following are the general 
formulas used to convey both the serial and parallel rela¬ 
tionships for systems having N components: 


Although this approach can work fairly well to evaluate 
RBDs for a system or network in which the component 
interactions are clear, it can become impractical when 
trying to model very large complex systems with many 
interactions. Alternative approaches can involve using 
statistical models, such as Markov chain models. These 
models, however, can be limited also by the numbers 
of components and operational or failure states of the 
network. A more popular approach is network simula¬ 
tion, which requires building a computerized model of a 
network, reflecting the networks topology and operations. 

Availability 


Serial relationship (systems in series): 

R(t) = n R.(t) 

i=l 1 


Availability is the probability or percent time that a sys¬ 
tem or network can provide service. The availability. A, of 
a system or component is calculated by the following: 


Parallel relationship (systems in parallel): 

R(t) = l-n[l-R.(t)] (3) 

i=l ' 

Figures 9 and 10 illustrate example RBDs for these 
relationships. These relationships can also be used to as¬ 
sess the impact of kN and N+K arrangements as well. To 
calculate reliability for systems with components having 
a mix of parallel or series relationships, a recommended 
approach is to first calculate parallel reliability for the par¬ 
allel components, and then combine these results in se¬ 
rial to compute the reliability of the serial components. 


A = MTTF/(MTTF + MTTR) (4) 

Consequently, the unavailability of a system or component 
is given by 1 — A. As is often the case, obtaining the pre¬ 
cise MTTF from system vendors for a particular network 
device can be difficult. In some cases, the MTBF can be 
more obtainable from either system vendors or field data. 
In such instances the MTBF can be used instead of the 
MTTF. Although this may not be totally accurate, in 
the end it makes little difference in the availability calcu¬ 
lation (see Oggerino 2001). In this case, the expression to 
compute availability is: 


A B C 



R(f) = n R/(f) 


Logical system 



R(0 = Ra (0 Rb (t) Rc (0 


Equivalent RBD 

Figure 9: Serial relationship using reliability block diagrams 


A = MTBF/(MTBF + MTTR) (5) 

Figure 11 illustrates the effect of MTTR on availability. 
Availability is significantly affected by system or net¬ 
work recovery procedures. Since decreasing the MTTR 
can have a profound effect on improving availability, any 
improvement that can reduce the MTTR can in turn im¬ 
prove overall network availability. A high MTTR is usu¬ 
ally indicative of the need for some kind of network re¬ 
dundancy or back up system. 

Since the value A characterizes a probability, the serial 
and parallel relationship rules can be applied to multiple 
systems in the same fashion as calculating reliability. The 
relationship of availability among systems can be gen¬ 
eralized in the same way as was the case for reliability. 
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Figure 11 : Effect of MTTR on availability 
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Thus, for a network or system having N components, the 
following formulas can be used: 

Serial relationship (systems in series): 

N 

A = II A (6) 

1=1 1 

Parallel relationship (systems in parallel): 

N 

A = l-n(l-A.) (?) 

i=l 1 

Furthermore, for multiple systems or components, avail¬ 
ability block diagrams (ABDs) can be constructed in the 
same manner as RBDs. Figures 12 and 13 illustrate exam¬ 
ple ABDs for these relationships. Although these resem¬ 
ble the RBDs that were discussed earlier, the RBDs were 
shown as time-dependent relationships. 

Figure 14 shows a hypothetical example illustrating 
the effect of redundancy on availability. The example 
shows a Web site network configured with and without 
parallel server redundancy. By adding a second server 
in parallel to the first, as one might do in a cluster config¬ 
uration, down time is significantly improved. It should be 
stressed that adding parallel redundancy to systems with 
low availability rates has greater impact than adding 
redundancy to systems that already have high avail¬ 
ability. On the other hand, improving the availability of 


Equivalent ABD 

Figure 12: Serial relationship using availability block diagrams 
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Figure 13: Parallel relationship using availability block 
diagrams 
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Figure 14: Example of availability 
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individual parallel systems can only marginally improve 
overall network availability. 

Organizations will typically define their desired lev¬ 
els of availability according to the severity and impact 
on operations. The information technology industry has 
grown to recognize several known levels of availability. 
For example 99.999% availability is the typical standard 
for public switched telecommunication networks. This 
means, for example, that there could be one failure dur¬ 
ing a year that lasts just over five minutes, or there can 
be five failures that last one minute each; 99.5% is con¬ 
sidered high availability, while 99.9% is often used for 
storage systems. Availability at 99.99% is considered fault 
resilient for reasons cited earlier. 

Fundamental to achieving availability is the law of di¬ 
minishing returns. The higher the level of availability, the 
greater is the cost of achieving a small improvement. A 
general rule of thumb is that the cost doubles to achieve 
each additional nine after the second nine in an availabil¬ 
ity value. Thus, for example, if the cost to achieve 99.9% 
availability was $250,000, then the cost to achieve 
99.99% availability will likely be $500,000. As illustrated 
in Figure 15, improvements in availability diminish as 
one approaches 100%. Thus, achieving 100% availability 
is theoretically cost prohibitive—there is only so much 
availability that can be reasonably achieved. 

Network Design Considerations for 
Reliability 

Greater availability in a network can be achieved in sev¬ 
eral ways. First, improvement in recovery operations can 
help minimize down time, and consequently improve 
overall availability from the end user’s perspective. Sec¬ 
ond, the availability of individual systems in a network 
can be improved through system upgrades, possibly 
bringing them to the level of fault-tolerant systems, 
as in the case of telecommunication networks. A third 
approach, which can be used in combination with the 
previous approaches, is to strategically place redundant 
systems or elements in parallel operation within the same 
network. By doing so, the percent of time the network is 
available is then equivalent to the percent of time either 
or both systems are operating. In each case, the effect is 
to keep the duration of outages as short as possible and 
reduce the overall MTTR, so that end users have uninter¬ 
rupted access to service. 


In the sections that follow, we will address some ad¬ 
ditional things that should be considered when planning 
availability improvements within a computing network. 
Specifically, we will discuss how network architectures 
and protocols can be leveraged to improve overall net¬ 
work survivability. A network architecture defines the ways 
in which nodes or elements of a network are intercon¬ 
nected. The links between nodes are governed by layered 
communication protocols. Inadequate network design 
and protocol recovery processes could further promote 
the potential for outages. 

Network Architecture 

Additional reliability can be manifested within a com¬ 
puting network through its architecture. The topology 
should be such that redundant paths or links lie between 
critical network nodes, at both the logical and physi¬ 
cal layers. Even at this level of the network, the redun¬ 
dancy principles previously discussed can still apply. A 
redundant link design provides at least one alternative 
link between nodes so that information can be trans¬ 
ported between them if a primary link fails. The protec¬ 
tion can be achieved by duplicating the link over the same 
layer, creating a secondary link at a lower layer, or by cre¬ 
ating completely different links using different physical 
or logical layers. 

Protecting a path can be more complex than protecting 
a single link, since it implies more recovery intelligence in 
network elements. If a protection path is required, it is 
important to decide whether to define that path or route 
in real time (i.e., immediately after failure) or in advance. 
When paths are defined in real time, it implies that the 
network technology in use is focused primarily on main¬ 
taining connectivity in the event of a failure. An example 
of this is use of spanning tree protocols used in switches 
to compute multiple paths though a local area network 
(LAN), or open shortest path first (OSPF), used to com¬ 
pute multiple paths through a complex Internet proto¬ 
col (IP) network. In such cases, it can take an inordinate 
amount of time to compute alternative paths in real 
time, depending on the protocol in use. Using preconfig¬ 
ured paths can better ensure performance levels, since 
these paths can be traffic-engineered beforehand. The 
multiprotocol label switching (MPLS) protocol, in fact, 
makes use of this capability (see Xiao et al. 1999). 

The ability to define paths in a network, either stati¬ 
cally or dynamically, is premised on whether the network 
topology can facilitate alternative path arrangements. 
Multiple paths are often appealing to further ensure 
reliability. However, such redundancy comes at a price, 
requiring design trade-offs between complete network 
connectivity and a hub-like structure. Quite often, greater 
network path redundancy will entail greater costs. For 
example, well-known topologies such as the mesh and 
ring each have survivability and protection characteris¬ 
tics. Mesh topologies are the most robust in eliminating 
SPOFs, since every node is connected to every other node 
to some degree, so that many alternative traffic routes 
can be defined. However, mesh networks are typically the 
most expensive to build. Ring topologies, on the other 
hand, are used as a less expensive option since they can 
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Figure 16: Examples of network SPOFs 




protect against node and link failures as long as there 
is adequate link capacity to support redirected traffic. 
Figure 16 illustrates these points. Such is the case with 
synchronous optical network (SONET) and resilient 
packet ring (RPR) architectures. 

Most computing networks are made up in a tiered 
fashion, with each tier using different types of topologies. 
Figure 17 illustrates a common tiered architecture that is 
often used in constructing a reliable network infrastruc¬ 
ture. A sound approach to implementing network surviv¬ 
ability is to optimize each tier for reliability as well as the 
connectivity between tiers. As traffic is aggregated going 
up the tiers, switches grow larger in capacity and require 
greater port utilization. Consequently, failures in either 
switches or links in the higher tiers can have more far- 
reaching effects. As a general rule, network links should 
be engineered to accommodate both their working traffic 
as well as additional traffic that is displaced should an 
outage occur. 

The edge network is the access portion that connects 
remote end points, typically end users or other networks, 
to a main network. The edge network is usually the most 
vulnerable portion of a network. Efforts to improve the 
reliability of a network can be ineffective if the edge net¬ 
work is isolated in the event of a failure. Because edge 
nodes aggregate traffic onto a backbone network, they 
can be potential SPOFs if left unprotected. For exam¬ 
ple, if the edge network is home to a large number of 
LAN users who connect to a wide area network (WAN) or 
Internet through a switch or router, failure of that device 
or link can be catastrophic. Figure 18 illustrates this con¬ 
cept. A local network connecting to a WAN through one 


single device (a router) is immediately at risk, since that 
device is an SPOF. Failure of that device would prevent 
all local network user traffic from traversing the WAN. 

Network Protocols 

Computing networks rely on a multitude of protocols 
for their operation. There are numerous network proto¬ 
cols in use today, posing interoperability issues in using 
different systems and products. Extensive management 
coordination between the network protocol layers can 
introduce unwanted costs or resource consumption, as 
well as more network overhead. Network layer proto¬ 
cols usually have recovery features that come into play 
if a transmission link encounters high error rates or if a 
link or node fails. For example, reliability is important 
in each layer of open systems interconnection (OSI) and 
transmission control protocol/Intemet protocol (TCP/IP) 
models. One will find many protocols in use across these 
layers and within these layers as well. Recovery require¬ 
ments and inherent recovery mechanisms can vary widely 
across the many protocols and protocol layers depending 
on the type of network in which they are used. This phe¬ 
nomenon can often threaten interoperability and pose net¬ 
work vulnerability issues, raising the question as to how 
to provide proper protection at the right layers, yet avoid 
over protection or conflicting recovery mechanisms. 

Use of a parallel strategy, which is quite common, sim¬ 
ply allows every layer to apply its own protection or recov¬ 
ery mechanism. Although this can lead to overprotection, 
which can consume extra resources in other layers, it can 
also cause oscillations and unnecessarily throttle traffic. A 
general rule of thumb is to use a sequential strategy—that 
is, if a lower layer cannot provide needed protection, then 
apply protection at the next highest layer. Although this 
might seem like a sensible approach, survivability mecha¬ 
nisms between layers can yet create some undue prob¬ 
lems. For example, if a physical link is cut between two 
switches, it is likely that layer 3 IP routing is unaffected, 
since recent strides in protocols, such as rapid spanning 
tree, can quickly reconstruct a spanning tree at layer 2. 
However, as IP switching times continue to decrease with 
improvements in technology, route oscillations could 
take place unless state information is exchanged between 
layers. This represents a coordinated strategy, a feature 
found in multilayer switching. Although this might seem 
like a sensible approach, it often can be difficult to achieve 





















382 


Network Reliability and Fault Tolerance 


across different vendor products unless a single product 
line is used (see Breyer and Riley 1999). 

SUMMARY AND CONCLUSION 

Network recovery involves the specification of the RTO 
and RPO. The RTO is a target measure of the time inter¬ 
val between an outage and full restoration. The RPO, on 
the other hand, is used to specify the desired age of data 
required to restore operation following a service interrup¬ 
tion. The MTTR is an observed average measure of the 
time required to restore operation. Network and system 
failures are conveyed using the frequency of failures and 
the MTTF. The MTBF measures the average life of a net¬ 
work component. Thus, a low MTBF could imply greater 
maintenance costs. 

Network reliability conveys the ability to continue 
service even if a system or network resource becomes in¬ 
operable. It is best achieved using a mix of redundancy, re¬ 
liable systems, and good network management. Although 
adding redundant systems in parallel can significantly 
improve network reliability, adding components in series 
could actually reduce it. Availability is the proportion of 
time service is provided. Availability as a measure can 
conceal outage frequency, so it should be interpreted care¬ 
fully. Although reliability and availability are often used 
interchangeably, the two will differ slightly. Reliability is 
suggestive of failure frequency, whereas availability is in¬ 
dicative of service duration. The availability calculations 
presented can be used to estimate the contribution of each 
component or resource to the overall availability of a net¬ 
work. Although these estimates can never be precise, they 
can be used to evaluate the relative value of upgrade al¬ 
ternatives, and can help flag the areas of a network that 
require more attention. 

Network reliability is typically improved by eliminating 
SPOFs through system upgrades, network redundancy, 
and improved recovery practices. At the system level, 
upgrades can be made to improve both the reliability 
and availability of the individual systems that comprise 
network nodes. At the network level, redundancy can be 
added by placing redundant systems in operation and/ 
or establishing multiple paths between systems. This 
requires choosing appropriate network topologies and 
protocols to facilitate system failover and traffic redirec¬ 
tion. Finally, recovery practices should involve detection, 
containment, failover, repair, contingency, and resump¬ 
tion procedures that can respond to adverse network or 
system events. In the end, achieving network reliability is 
often more art than science, involving trade-offs between 
cost, systems, topologies, and protocols. 

GLOSSARY 

Asymmetric Fault: A malfunction that impacts other 
devices differently or conveys different or incorrect in¬ 
formation to them. 

Availability: The probability or percent time that a sys¬ 
tem or network can provide service. 

Containment: The process that controls the effects of 
a disruption so that other systems are unaffected and 
end-user impact is minimized. 


Contingency: The activity of activating a backup ele¬ 
ment or process upon failover from a primary failed 
element. 

Detection: The process of discovering a fault or prob¬ 
lem after it happens or in advance. 

Down Time: The period of time when a network service 
or element is unavailable. 

Fail-Silent Fault: A failure whereby a network device 
will cease operating without communicating malfunc¬ 
tion information to other devices. 

Failover: The process of switching to a backup com¬ 
ponent, element, or operation while recovery from a 
disruption is undertaken. 

Failure Rate: The frequency of failure in terms of fail¬ 
ures per unit time. 

Mean Time Between Failures (MTBF): The average 
time between failures over the system’s or network’s 
operational life. 

Mean Time to Failure (MTTF): The average amount 
of time between placing a system or component in 
service until it fails. 

Mean Time to Recovery (MTTR): The average time 
required to restore operation in a network component 
that has stopped operating, or that is not operating to 
a satisfactory performance level. 

Recovery: All the activities that must occur from the 
time of an outage to the time service is restored. 

Recovery Access Objective (RAO): The tolerable time 
interval for failover to a redundant resource that pro¬ 
vides the same application or service. 

Recovery Point Objective (RPO): A target metric re¬ 
ferring to the age of data required to restore operation 
following an adverse event. 

Recovery Time Objective (RTO): A target measure of 
the elapsed time interval between the point in time 
when a disruption occurs until service is resumed. 

Reliability: The probability that a system will work for 
a designated time period without failure. 

Repair: The activity of fixing a problematic component 
or system. 

Resumption: The process of returning a repaired 
element to operational service and transferring opera¬ 
tions over to that element, either gradually or instan¬ 
taneously. 

Self-Healing Failure: A failure that is immediately cor¬ 
rectable and may not require intervention to repair. 

Single Point of Failure (SPOF): Any single isolated 
network element, component, or connection that upon 
failure can disrupt a network's productive service. 

Slow Time: The period of time when a network service 
or element's performance is such that productivity is 
reduced to unacceptable levels. 

Symmetric Fault: A malfunction that impacts other 
devices in the same fashion, or conveys the same in¬ 
formation to them. 

CROSS REFERENCES 

See Computer Network Management', Fault Tolerant Sys¬ 
tems; Network Capacity Planning; Network Security Risk 

Assessment and Management; Network Traffic Manage¬ 
ment; Network Traffic Modeling. 
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INTRODUCTION 

Security is of prime importance for every business as se¬ 
curity breaches can affect both a company’s value and 
its reputation. The ever-rising need for business security 
leads to the development of new technological solutions 
on a regular basis. Companies often rely blindly on tech¬ 
nology to eliminate as many risks as possible that occur 
in their work environment. Technology, however, leaves 
a gap; technical solutions are made by humans and 
administered by humans. The output of technical solutions 
is interpreted by humans. The entirety of these factors 
describes the biggest security issue: “the human factor” 
(Maris 2005). 

Definition 

Social engineering is a practice that may be used to exploit 
this "weakest link” in the security chain of an organiza¬ 
tion (Allen 2001). There are various definitions of social 
engineering contributed by different authors. Most of 
them agree that social engineering is an act of deceiving 
people into revealing private or otherwise confidential 
information or providing access to outsiders, sometimes 
called "hackers” or “crackers" (Allen subscribes to the 
common definition of “hackers” as interested people who 
don’t intentionally inflict damage and “crackers” who set 
malicious actions). Social engineering can best be under¬ 
stood as "the art and science of getting people to comply 
to your wishes" (Harl 1997). 

Following this argument, social engineering is not 
necessarily tied to technological aspects and settings; 


salespersons and confidence men may be dubbed "social 
engineers” as well. 

Kevin Mitnick, a well-known hacker and cracker, pro¬ 
vides a more detailed definition: 

Social Engineering uses influence and persua¬ 
sion to deceive people by convincing them that 
the social engineer is someone she is not, or by 
manipulation. As a result, the social engineer is 
able to take advantage of people to obtain infor¬ 
mation with or without the use of technology. 
(Mitnick and Simon 2003) 

For many, social engineering has an aura of mystery. 
Unlike technological tricks and tools, it is limited only 
by the hacker’s imagination. The techniques take time to 
master and need a quick mind, practice, and intuition, 
especially when interacting directly with people. The ef¬ 
ficiency of social engineering lies within people's percep¬ 
tion that hackers master technology, not human behavior 
(Lafrance 2004). 

Denning (2000) draws a line between technology and 
social engineering: "When they can’t crack the technology, 
they use ‘social engineering’ to con employees into giving 
them access.” 

Motivation 

What is the motivation behind social engineering? Once 
mastered, social engineering can be used to gain access on 
any system independent of the platform or the quality of 
hardware and software present. This also makes it the most 
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difficult form of attack to defend against because hardware 
and software alone cannot stop it (Arthurs 2001). 

The danger of social engineering lies in peoples una¬ 
wareness concerning the topic. Even though more people 
are aware of “crackers” in the technological field, only few 
anticipate them to target human behavior (Lafrance 2004). 

PSYCHOLOGICAL BACKGROUND: 

WHY SOCIAL ENGINEERING WORKS 

Social engineering exploits human vulnerabilities, such as 
ignorance or naivete, and makes use of concepts such 
as authority, strong emotion, overloading, reciprocation, 
or deceptive relationships. Most attacks can be traced 
back to one of the six “weapons of influence” (reciproc¬ 
ity, commitment and consistency, social proof, linking, 
authority, and scarcity) that are used to motivate people 
(Cialdini 1993). 

Positive values such as integrity and consistency or 
natural behavior such as curiosity and an individual’s 
desire to be liked and helpful can be used against target 
persons to gain information (Arthurs 2001; Gragg 2003; 
Gulati 2003). It is a part of human nature that people 
usually trust easily and get satisfaction out of helping 
those in need (Dolan 2004). 

Understanding the social and psychological background 
of social engineering is of utter importance to be able to 
develop a defense strategy. Because social engineering 
targets people rather than technology, technological coun¬ 
termeasures may be of only limited use, as outlined in a 
separate section below on “Password Problems,” which 
may bring more problems than they can solve. 

This section focuses on peculiarities of human behav¬ 
ior that can be exploited in order to gain information the 
target usually would not give away. These soft facts stand 
in contrast to technical knowledge that may be used for 
information gathering. The following subsections show 
some of the psychological concepts that make social 
engineering work. 

Strong Emotion 

Strong emotion is just a collective term for the reaction to 
a multitude of factors that may raise people to a height¬ 
ened emotional state and thus make them more vulner¬ 
able to social-engineering attacks, as they will pay less 
attention to the “facts” or arguments presented. Strong 
emotion may be invoked by factors such as: 

• Anticipation, such as the prospect of money or a sub¬ 
stantial prize, makes people less suspicious. But it does 
not necessarily need a lot of cash. An example for a 
social-engineering attack abusing the trigger of antici¬ 
pation is discussed in the section below on “Password 
Problems,” where a survey is discussed that shows that 
people will reveal their passwords for a bar of chocolate 
or a cheap pen. 

Another example is “advanced fee fraud” mail scams. 
They involve requests for "up-front” money to secure 
your involvement in their transaction and promise 
great wealth in exchange. Nigeria gained notoriety in 


this area, the scheme is also known as “419,” named 
after the relevant section of Nigerian penal code. The 
U.S. Secret Service even runs a Web site 1 targeting this 
special kind of fraud. 

• Stress: Employees may be made to think that the deci¬ 
sions they have to make involve serious consequences. 
This leads to a high level of stress in the target that in 
turn, lowers the chance to notice false statements made 
by the attacker. 

• Other triggers, such as surprise, anger, fear, excitement, 
and panic, that also lead to a heightened emotional 
state and thus make the target more vulnerable to a 
social-engineering attack. 

The social engineer triggers strong emotion, which serves 
to interfere with the victims ability to analyze and think 
closely, thereby aiding the attacker to persuade the victim 
and to reach the desired goal (Gragg 2003; Rusch 1999). 

Overloading 

Human beings can process only a limited amount of in¬ 
formation at any given time. Even though the threshold 
may differ significantly among different persons it is only 
a matter of time and volume of data that has to be proc¬ 
essed until an overload occurs. 

The strategy of overloading works by simply providing 
more information to target persons than they can proc¬ 
ess in a timely manner. The rationale of this attack is that 
wrong statements are far less likely to be spotted when in¬ 
cluded with true ones. Another form of overloading can be 
stimulated through elements of surprise, such as bringing 
up arguments from an unexpected perspective. The target 
is not prepared for this new point of view and therefore 
needs time to think it through. Social engineers make sure 
this time is not available by continuing their strategy, thus 
reducing the target s ability to process or to analyze the re¬ 
ceived information. As a result, the target is more willing to 
accept opinions without questioning them (Gragg 2003). 

Reciprocation 

Reciprocation is most easily described as an automatic 
urge to respond to a gift or favor one receives. Individu¬ 
als are far more likely to comply with a request if they 
have received something of value beforehand. This could 
be money (from a small present to full-blown bribery) or 
even immaterial presents such as information, advice, 
or assistance. Most notably, the sheer promise of a present 
can lead us to reciprocate (Gragg 2003). 

Individuals may feel an urge to reciprocate if given or 
promised something. They may want to return the favor 
and often even want to “exceed” the original one. This also 
holds true for cases when the favor someone offers was 
not requested. Still, the person who is offered the favor 
may feel a strong obligation to comply with the favor the 
original person asks for in return. It is of capital impor¬ 
tance to note that the returned favor may even be more 
costly than the original one (Rusch 1999). Moreover, this 
also holds true for intimate self-disclosure. If people first 


1 U.S. Secret Service, Web site about 419 "advance fee fraud": http://www. 
dced.state.ak.us/bsc/pub/publicawareness.pdf. 
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become recipients of such disclosures—whether true or 
not—they feel obligated to respond with a personal dis¬ 
closure of equal intimacy (Nass and Moon 2000). 

Reciprocation can also be used in another way. Behav¬ 
ioral experiments show that when two people disagree, if 
one will yield on some point, the other will feel compelled 
to yield as well, no matter how small the compromise is. 
This is what makes a compromise possible. A cracker 
can exploit this behavior by making additional requests 
and then by drawing them back. As a result, the target 
may feel pressure to accede to the original request (Gragg 
2003). 

An example for social engineering through reciproca¬ 
tion is given by Mitnick. He states that members of the 
Hare Krishna substantially increased the donations re¬ 
ceived by first giving people a book or flower as a gift 
without taking it back (“It is our gift to you") (Mitnick 
and Simon 2003). 

The whole social system builds on the concept of giv¬ 
ing and taking—and giving more the more one gets. That 
is what makes human beings so vulnerable to this kind of 
social-engineering attack. Thinking about the strange na¬ 
ture of reciprocation, “Do unto others as you would have 
others do unto you” is a saying, that inevitably crosses 
one’s mind as well. 

The concept of “tit-for-tat” is also an accepted (and of¬ 
ten the best) strategy in games theory: some even call it 
"the only one Evolutionary Stable Strategy generated by 
cooperation within and between species.” 2 

The best defense against the exploitation of the ten¬ 
dency of reciprocation is to be aware of reciprocation as 
a social engineering scheme. As Mitnick states: 

If a stranger does you a favor, then asks you for 
a favor, don’t reciprocate without thinking care¬ 
fully about what he’s asking for. (Mitnick and 
Simon 2003) 

Deceptive Relationships 

The longer a relationship is established, the more trust 
the involved persons will express toward each other. 
If the goal seems worth it, social engineers may invest a 
lot of time and passion to reach it. Mitnick, for example, 
describes a “two-year hack” (Mitnick and Simon 2005). 
Thus, attackers may take the time to build and maintain 
a relationship with a target with the purpose of exploiting 
the other person. 

Ways of building deceptive relationships may be in¬ 
formation sharing or discussing a common enemy. Mit¬ 
nick even describes a plot in which he makes friends via 
e-mail under a false name with an employee who has al¬ 
ready become suspicious about him. Mitnick was sharing 
information and technology with the employee without 
asking for anything in return. One key element in bond¬ 
ing the relationship was talking negatively about "Kevin 
Mitnick” without the employee realizing that actually his 


2 Tit-for-tat, the “Only Evolutionary Stable Strategy,” which may be seen 
as a reason why social engineering through reciprocation is successful: 
www. abc. net. au/science/slab/tittat/story, htm. 


pen pal was Mitnick himself. Mitnick was able to success¬ 
fully exploit the established relationship by obtaining all 
kinds of information, essentially by simply badmouthing 
himself (Gragg 2003). 

The concepts of liking and similarity can be abused to 
build deceptive relationships as well. It is a normal fea¬ 
ture of human behavior to favor persons who have things 
in common with oneself. Examples are common places 
of birth, tastes in sports, music, art, and so on (Rusch 
1999). Thus, one may trust that person even without 
legitimate motivation (Gragg 2003). 

Authority 

Another concept that can be exploited for social engineer¬ 
ing purposes is authority. One's daily living and business 
in particular build on the notion of authority. People are 
far more likely to perform a certain action if the person 
asking them to do so is presumed to be in a position of 
authority (Gragg 2003; Rusch 1999). 

The Milgram experiment is a famous study on the 
obedience to authority. It was conducted by Stanley 
Milgram, a psychologist at Yale University. The study 
was published in the Journal of Abnormal and Social Psy¬ 
chology in 1963. The setup was as follows: A participant 
was asked to take place in a learning experiment. Failure 
should be punished by applying electric shocks of increas¬ 
ing power. The victim was actually an accomplice of the 
experimenter and was not really exposed to electric 
shocks. The participant and the accomplice drew slips of 
paper from a hat to determine who would be the teacher 
and who would be the learner in the experiment. The 
drawing was manipulated so that the participant was 
always the teacher and the accomplice always the learner. 
During the experiment, the participant and the accom¬ 
plice could not see each other as they were placed in dif¬ 
ferent rooms. Whenever the accomplice gave a wrong 
answer to one of the questions the participant had read, 
the participant had to apply an electric shock on the vic¬ 
tim. The voltage increased during the course of the experi¬ 
ment. There were thirty lever switches, labeled from 15 to 
450 volts. They were also labeled in clear words in groups 
of four. After the group labeled “Danger: Severe Shock" 
the last two steps only carried a label of “XXX.” When the 
voltage reached 300 volts, the accomplice would pound 
on the wall, which would be repeated at 315 volts. From 
this stage on, the learner would not react anymore at all. 
He would not answer the teacher's questions either. The 
experimenter would urge the participant to continue read¬ 
ing questions and applying shocks, though. He would, 
for example, assure the participant that the shocks would 
not cause “permanent tissue damage.” The goal of the ex¬ 
periment was to find out how many of the participants 
would apply the highest amount of voltage to the learner, 
with the experimenter acting as source of authority. The 
outcome of the experiment was unsuspected: 65% (26 of 
40) of experimental participants applied the final 450-volt 
shock, though many expressed being uncomfortable in 
doing so (Milgram 1963). The findings have been con¬ 
firmed by other researchers around the world and are not 
tied to a specific time or location (Blass 1999). The fact 
that people respond so well to the concept of authority 
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that they even do things they have initially disapproved 
can be abused by a social engineer. 

This also holds true for situations in which the person 
claiming to be in a position of authority is not physically 
present, as a study of three Midwestern hospitals shows 
(Rusch 1999). In the study, twenty-two nurses’ stations 
were contacted by a researcher who identified himself 
untruthfully as a hospital physician. He asked the answer¬ 
ing nurse to give a high dose of a prescription drug to a 
particular patient. The alarming result was that 95% of 
the nurses proceeded to carry out his instructions despite 
at least four factors should have kept them from doing so: 

1. The order came from a doctor they had never met or 
even heard from. 

2. It was communicated via telephone and not face-to- 
face, which is a clear violation of the hospital policy. 

3. The drug concerned was not authorized for use on the 
wards. 

4. The dosage indicated was much too high; almost 
double the usual daily dosage. 

The fact that people react so well to the concept of 
authority—even when the person stating to be in a position 
of authority is not physically present—emphasizes the 
importance of policies and guidelines. The implementa¬ 
tion of guidelines should go along with repetitive training 
of strict adherence, as discussed in a later section. 

Integrity and Consistency 

People have a tendency to believe others are articulating 
their true attitudes when they make a written statement 
unless there is strong evidence to the contrary. Further¬ 
more, if the receiver of such a statement responds by writ¬ 
ing a statement of one’s own, it makes the writer believe 
in what one has written as well. This results in a feeling 
that both parties have expressed their true beliefs (Rusch 
1999). Social-engineering attacks by means of written 
statements rely on this concept. 

Another aspect of integrity and consistency is that 
people have an inclination to go through with commit¬ 
ments in the workplace even though they may have been 
wrong in the first place. People will even carry out com¬ 
mitments they believe were made by fellow employees 
(Gragg 2003).' 

This is the reason why automatic out-of-office e-mail 
replies may not a good idea; it also highlights why “in¬ 
nocuous information” such as vacation schedules can be 
abused as well and should thus be treated confidentially, 
too. By acquiring sensitive information like this, a social 
engineer knows which employees are currently away 
from work. In the next step, the attacker may impersonate 
the affected employees and ask their fellow employees to 
carry out commitments. They may comply because they 
assume the requests come from their original colleagues. 

Social Proof 

Instead of developing an opinion all by themselves,people 
usually rely to a certain degree on what other peo¬ 
ple are doing or saying. Even actions against one’s 


self-interest may be taken if others do so as well without 
taking the time to properly think about them. Examples 
of this concept’s power are cults from the Jonestown Tem¬ 
ple to Heaven’s Gate (Rusch 1999), though peer pressure 
might only be a component in these cases. The concept 
of social proof is also closely linked to the one of integrity 
and consistency mentioned above. 

Mitnick instead uses the term social validation, which 
highlights one’s acceptance of the action of others as vali¬ 
dation that the behavior in question is the correct action 
(Mitnick and Simon 2003). 

Lack of Reporting Due to Fear or Disinterest 

Last but not least, one important, indirect cause of suc¬ 
cessful social engineering attacks is the lack of reporting 
of recognized or suspected attacks. An experiment among 
university students showed that they made little serious 
attempt to report incidents—some e-mails were even di¬ 
rected to the perpetrator himself (Greening 1996). These 
findings may stem from psychological concepts such as 
fear of punishment or exposure or plain disinterest. 

TECHNIQUES 

The following section provides an overview of some pop¬ 
ular social engineering techniques. It is not an exhaustive 
enumeration of all existing methods; rather it is a selec¬ 
tion of important ones. 

Social-engineering techniques can be subdivided in 
several ways. An accepted approach of categorization is 
the subdivision into the two main categories of human- 
based attacks and computer-based attacks. This chapter 
does not follow this argument, as a successful attack often 
comprises multiple ingredients, some of them human- 
based and others with a technological background. 

The following sections deal with some characteristic 
forms of social engineering. 

Gathering Information with Google 

An important step in the course of a social-engineering 
attack is gathering as much information as possible that 
can then be exploited in order to influence the target 
person or company. Gathering information is an area in 
which technical skills may come more into play than dur¬ 
ing the interaction with targets themselves. This section 
deals with Google 3 as an example of a search engine and 
the multitude of information it makes available to the ex¬ 
perienced researcher. 

The Internet 

It is amazing how much information is available through 
open sources, most notably, the Internet. Just using one’s 
favorite search engine, one can do a detailed survey on a 
target’s interests, relations, habits, political orientation, 
and a lot of other potentially interesting facts—all this 
while conveniently sitting on one’s sofa. Google, as the 
market leader, is the prime example and will therefore 


3 Google, worlds most used Internet search engine: www.google.com. 
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be addressed specifically. It makes enormous amounts of 
private information about people available to everybody 
with an Internet connection with no questions asked. 
Thus, Google can be used as a mighty tool to pry into 
people’s private lives, as more and more information 
becomes available online. 

In 2005, Elinor Mills of CNET 4 (News.com 5 ) showed 
exactly this when she researched and published personal 
information about Google CEO Eric Schmidt, including 
his salary, his hobby as an amateur pilot, his neighbor¬ 
hood, and his political donations (Mills 2005). Under¬ 
standably, Google was not amused, and reacted with 
an interview ban on CNET reporters (as reported by 
CNET themselves), thereby essentially blackballing CNET 
(Westhoven 2005). 

If used correctly, Google can be a powerful tool for 
gathering information relevant to social engineering. 
Sources to learn advanced search techniques are avail¬ 
able for everybody—for example, the excellent Google 
Hacks (Calishain and Dornfest 2004). But Google can 
also be (ab)used as a tool for penetration testers (Long, 
Skoudis, and van Eijkelenborg 2004)—and thus as an 
attack tool for social engineers. 

In the past few years, numerous news stories have been 
published about using Google to gain otherwise private 
information—for example, credit card data. 6 This could 
be accomplished through a simple trick, namely using a 
special operator Google provides for searching ranges of 
numbers. For example, "year numrange: 1990-2000” will 
find instances of “year 1990” to “year 2000,” a shortcut for 
the above shown numrange example is "year 1990..2000". 
Using the numrange operator, a multitude of valid credit 
card numbers was available online. This possibility may, 
of course, have existed before Google. 

Another story in the popular press pointed out the 
danger of known URLs Web cams use by default. 7 
Certain Web cam models use predefined URLs to make 
the images they record available online. If no precautions 
are taken and such a URL is accessible publicly from 
the Internet, Google’s robot will assimilate the informa¬ 
tion when it scans the site. Thus, by searching for parts 
of the known default URL used by Web cams, publicly- 
accessible ones can easily be found. Who needs blast- 
proof walls, bullet-proof windows, and high-security 
authentication if everybody around the world can peek 
over your shoulder with the click of a button? 

Newsgroups 

The Usenet is an Internet-based bulletin board system 
that allows reading and posting of “news” in different 
“newsgroups.” It is one of the largest and oldest coopera¬ 
tive networks, and it is still in heavy use today. 


4 CNET—Technology product reviews, price comparisons, tech video, and 
more: www.cnet.com. 

5 CNET News.com. News of change: www.news.com. 

6 CNET News.com. August 3, 2004. Google queries provide stolen credit 
cards: http ://news. com. com/Google+queries+provide+stolen+credit+ 
cards/ 2100-1029_3-5295661 .html. 

7 The Register. January 8, 2005: Google exposes web surveillance cams: 
www.theregister.com/2005/01/08/web_surveillance_cams_open_to_all. 


Google maintains archives of posts to newsgroups dat¬ 
ing back to 1981. Knowing a target’s e-mail address, the 
search engine can be used to gather information about 
a person’s or company’s interests. An example might be 
relations to other people, information about hobbies or 
even unlawful behavior, e.g. asking for a “crack” to an ap¬ 
plication in an adequate newsgroup. 

But it does not stop there. Finding a Usenet post by 
a certain person via Google groups provides potential 
attackers with information about the IP address of the 
computer the post was issued from via the header field 
“NNTP-Posting-Host” and thereby: 

• The target’s Internet provider (type “nslookup IP” in a 
command shell). 

• The geographical location the post originated from by 
tracing the route (“tracert” on Windows computers; 
may also be used as an alternative to “nslookup” on 
Windows 9x systems). 

• The newsreader client the target is using can easily be 
found investigating the "X-Newsreader” header field of 
the post. 

• Using the information about the newsreader, the oper¬ 
ating system of a target can be guessed. 

All of the above information may be fake, but most of the 
time, people either do not know or do not care about 
the risks arising from tracks they leave while surfing the 
Web or posting to newsgroups. In fact, a lot of people 
even consider it a good practice to use their real names in 
Usenet postings, which opens a point of attack for social 
engineers. 

On the other hand, it is a justified argument that most 
of the Usenet information is very old in many cases. 
Considering the age of posts Google may return (back to 
1981), it is likely that users may have changed addresses. 

Phone Listings 

The World Wide Web and Usenet are not the only sources 
of information Google provides. The “phonebook" opera¬ 
tor searches both business and residential phone listings. 
Using the “rphonebook” and "bphonebook” operators, 
only residential and business, respectively, listings are 
searched. Phone listings other than those provided by 
Google may be used as well, of course. 

If a social engineer knows the city a target lives in, 
phone listings provide a great opportunity to reveal not 
only the phone number but also, and more important, the 
target’s address. 

Google Maps 

Using Google's free online map service Google Maps, a 
social engineer is able to map acquired address informa¬ 
tion to visual information about the target’s surroundings. 
Given the target’s home and working address, an attacker 
can even use the service to calculate a route between 
the two. Google Maps is able to show satellite data of a 
region that can be of great use for a social engineer who 
is not familiar with the place. The satellite pictures vary 
in age and detail but can be taken as a good first guess, 
though. 
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Social and Business Networking Sites 

The growing popularity of MySpace.com 8 and other 
social networking sites is an acceptable gift to any 
potential attacker. MySpace.com hit the mark of 100 mil¬ 
lion accounts on August 9, 2006. On MySpace.com, users 
can create a profile for free in which they describe them¬ 
selves. The data is searchable and can provide a wealth of 
information about a person or organization that can be 
abused by a social engineer. People reveal all sorts of per¬ 
sonal information, such as age (sometimes birth dates), 
gender, location, marital status, education, sexual and 
political orientation, family/relatives, and preferences 
regarding books, music, movies, television, and so on. 
In addition, users can add other users to their “Friend 
Space,” thus revealing interpersonal relationships. There 
is also the opportunity to add pictures and videos. With 
a bit of luck, a social engineer can extract valuable 
information about people and organizations that can be 
abused in ensuing attacks. 

The fact that sites like MySpace “work” is confirmed 
by news stories that even police use the service success¬ 
fully to solve criminal cases—for example, a triple homi¬ 
cide case 9 and the case of probation violation by a sexual 
offender. 10 

According to MySpace.com, the service is also used by 
businesspeople and coworkers interested in networking. 
Other providers, like openBC, 11 specialize in business net¬ 
working. User profiles of business networking sites may 
provide information on current and previous compa¬ 
nies, job title, language abilities, affiliated organizations, 
detail on education, earned degrees and certifications 
and, most important, contacts. 

Zoomlnfo 12 is another service that can provide valuable 
information about people and companies to an attacker. 
In contrast to the aforementioned solutions, Zoomlnfo 
consists not only of a passive part (“BeFound”), where 
people can add their own profiles, but it actively searches 
and parses information from a wealth of sources, “such 
as Web sites, press releases, electronic news services and 
SEC filings." The service thus describes itself as “the 
premier summarization search engine” and promises 
comprehensive information on over 32 million business 
professionals and 2 million companies (September 2006). 
Information on people is often complete with portrait 
and details such as employment history, education, board 
membership and affiliations, and more. Information on 
companies contains key data such as address, telephone 
numbers, revenues, industry, and number of employees 
but also records on key people such CEOs, Chairpersons, 
and people with other important posts. Zoomlnfo also 
provides links to Web references that usually contain more 
data. An upgrade from the free service to “BeFound Pro” 


8 MySpace.com, a social networking site: www.myspace.com. 

9 Thenewstribune.com, a news site. March 12,2006. MySpace: Meet people, 
talk music, fight crime—Story about a triple homicide solved using 
MySpace: www.thenewstribune.com/news/story/5583466p-5021349c.html. 

10 MSNBC, news site. April 12, 2006. MySpace page puts teacher back in 
jail—Story about a sex offender arrested for probation violation caught 
using MySpace: www.msnbc.msn.com/id/12289591. 

11 openBC, a business networking site: www.openbc.com. 

12 Zoomlnfo. People, companies, relationships—A business search engine 
addressing business professionals and companies: www.zoominfo.com. 


enables even more sophisticated search opportunities— 
for example, all registered employees of a certain com¬ 
pany can be listed, which may be a great source of 
information for an attacker who wants to conduct an 
impersonation attack. In a test conducted by us, Zoom¬ 
lnfo yielded information not only on U.S. but also (big¬ 
ger) European and Asian companies. 

In the past, an attacker may have had to steal an organ¬ 
izational chart to gain insight into a company’s structure, 
However, nowadays a visit to Web sites such as openBC 
and Zoomlnfo can suffice. 

Social networking is a characteristic trait of human¬ 
kind and has thus always been a “risk" when considered 
from a social engineering point of view. However, there 
are special risks attached to online social networks: 

• Everyone can participate easily and within a short 
timeframe, no matter where one is located. 

• Information on networks by different people may be 
combined. Information gathered through online social 
networks can be compared to the “traditional way” of 
stealing someone’s address book—the combination 
of information from online networks of different people 
is equivalent to stealing the address books of all af¬ 
fected participants. 

• Online social networks “are both vaster and have more 
weaker ties, on average, than offline social networks” 
(Gross, Acquisti, and Heinz 2005). People grant access 
to their online networks to rather unknown people. 

On openBC, for example, there are users with several 
thousand confirmed direct (first-level) contacts. One may 
receive a “may i join?” message by such individuals min¬ 
utes after registering and many users seem to comply, 
otherwise such “harvesters” would not have so many con¬ 
tacts. One should think twice before adding such users 
to one’s “friends.” Many online social networks allow for 
“privacy” settings according to different levels of infor¬ 
mation protection—for example, information may be: 

• world-readable 

• readable only by friends and oneself 

• private: readable only by oneself. 

Allowing foreign individuals access to the “inner circle" 
of friends is thus a potential security leak when the secu¬ 
rity level is set to level 2 (readable only by friends). Even 
worse, few users make use of limiting privacy preferences 
at all (Gross et al. 2005). 

Weblogs, Blogs 

Weblogs, which are usually called “blogs," are sites where 
individuals publish information such as news or com¬ 
ments on recent events. In the past few years there has 
been a steep rise in the use of blogs. Blogging can evi¬ 
dently lead to the same revelation of personal informa¬ 
tion as participating in online networking sites, with the 
exception that blogs usually are publicly accessible by 
design, providing not even the possibility of privacy pref¬ 
erences. Blogs and all their variations—like photoblogs 
and moblogs (blogs composed using mobile devices like 
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PDAs)—may describe someone's life and social network 
(Nolan and Levesque 2005). 

Internet Relay Chat and Instant Messaging 

Other possible information sources are Internet relay chat 
(IRC) and instant messaging (IM) solutions. Both may 
disclose the IP of potential victims, for example. Tracking 
when a certain individual is "online" can be used to gen¬ 
erate timetables of people’s behavior. Information about 
when a certain employee is out of the office or at home 
may be used in impersonation attacks. 

Companies’ employees may gather in certain IRC 
channels, so that knowledge of one employee’s nickname 
can lead to the discovery of other employees and their 
information. The channels an individual joins may indi¬ 
cate personal preferences. The private information and 
social network of a person may be uncovered. 

Instant messaging solutions usually allow the creation 
of profiles, in which users can enter similar private infor¬ 
mation for those on online social networks, thus carrying 
the same risk. 

But IRC and IM solutions can also be abused actively, 
as described in a CERT Incident Note; attackers may 
trick users into downloading and executing malicious 
software, for example (CERT 2002). 

Spying and Eavesdropping 

Spying and eavesdropping constitute an important source 
for social engineers in gathering information, either 
to find out what they are after directly or to gain more 
knowledge about a situation, environment, or victim in 
order to have a firmer basis for a pending attack. 

The following discussion provides a brief overview of 
different technological and nontechnological approaches 
to spying and eavesdropping. Some of them are more 
obvious, some less: 

“Shoulder surfing" denotes the easiest form of spying. 
It refers to using direct observation techniques in order to 
obtain the information sought. Therefore, it is particularly 
effective in crowded places, where it is easy to stay un¬ 
noticed when looking over someone’s shoulder. A typical 
application for shoulder surfing attacks is when victims 
enter their pin code at an ATM and the attacker looks 
closely to remember the password. But it can also be done 
at a distance—using binoculars, for example—thus reduc¬ 
ing the chance of getting caught or looking suspicious. 

Shoulder surfing is an easy-to-conduct attack with a 
low risk attached to it. Countermeasures are as simple as 
they are effective: prying eyes are best fended off by sim¬ 
ply shielding the confidential information from view—for 
example, by placing yourself between a camera and the 
information to protect or cupping your hand to hide your 
pin code while entering it using a keypad. 

A study on shoulder surfing risks concerning graphical 
passwords (in this case, photos of faces have been used) 
shows differences in the vulnerability of the approach to 
shoulder surfing, compared to alphanumeric passwords. 
Graphical passwords that were entered via keyboard were 
significantly more difficult to spy on than those entered 
via mouse and both nondictionary and dictionary pass¬ 
words (Tari, Ozok, and Holden 2006). 


A more modern form of spying can be accomplished 
through technology such as miniature cameras, which 
can be hidden easily. Nowadays, tiny wireless spy cams 
are available online to everybody for as little as $50, 
complete with the option to record sound. Another kind 
of attack has already been mentioned, namely using an 
Internet search engine to find typical URLs of publicly 
available Web cams that have been placed by security- 
unaware people. 

Using a "key logger,” passwords can easily be spied 
on. They can be implemented as applications (software), 
which record the sequence of characters entered through 
the keyboard or as small devices (hardware), which are 
placed between the keyboard jack and the actual connec¬ 
tor and store the keystrokes on internal memory. 

Each of the approaches exhibits specific pros and cons. 
Software key loggers can be installed via malicious email 
attachments, for example, without the attacker needing 
to be physically present. Logs can be sent back via e-mail 
as well. On the other hand, they may easily be detected 
by security-aware users or antivirus scanners. Instead, 
hardware key loggers are absolutely invisible to software 
running on a computer and can therefore not be detected 
by antivirus scanners. But as they are hardware devices, 
they have to be planted in the first place and collected 
later for analysis, which makes access to the monitored 
system mandatory and thus poses a greater risk of discov¬ 
ery and punishment, if trespassing is involved. 

A lot of different types of key-logging applications 
are available and they can be augmented with screen¬ 
capturing functions, instant messenger logging, etc. A fa¬ 
mous representative is Spector 13 , which has, for example, 
been mentioned in the news as a tool to catch cheating 
spouses. 14 The same holds true for hardware key loggers, 
which are available for different interfaces. KeyGhost 15 
key-logger devices are available for PS2 and USB inter¬ 
faces, for example. 

Using a “sniffer” application, passwords and other con¬ 
fidential information can be extracted from the network 
environment. Access to the network is mandatory but can 
be gained through different measures—for example, by 
installing hidden software on a local PC or by hiding a 
“listening box” at the target site. 

Ethereal 16 (and its successor, Wireshark 17 ) is a free 
“protocol analyzer” that provides all the conveniences 
one can ask for of a good sniffer. It can capture data from 
many different interfaces, dissect more than 700 pro¬ 
tocols, and read capture files by other popular sniffers. 
Filters can be set and output can be saved in different 
formats. Last but not least, it optionally makes available 
a nice graphical user interface (GUI). 


13 Spectorsoft Spector Pro Key Logger & Computer Spy Software: www. 
spector.com. 

14 A transcript of a CNN interview in which the software Spector is men¬ 
tioned as a tool to catch cheating spouses: http://transcripts.cnn.com/ 
TRANSCRIPTS/0505/07/cp.01 .html. 

15 KeyGhost, key-logging hardware: www.keyghost.com. 

16 Ethereal, a free “protocol analyzer,” the best-known free network sniffer: 
www. ethereal. com. 

17 Wireshark, successor to Ethereal, a free “protocol analyzer”: 
www.wireshark.org. 
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Dsniff 18 takes the convenience one step further. It is a 
collection of tools for network auditing and penetration 
testing, which consists of several applications. 

dsniff, filesnarf, mailsnarf, msgsnarf, urlsnarf, 
and webspy passively monitor a network for 
interesting data (passwords, e-mail, files, etc.), 
arp-spoof, dnsspoof, and macof facilitate the in¬ 
terception of network traffic normally unavailable 
to an attacker (e.g., due to layer-2 switching), ssh- 
mitm and webmitm implement active monkey- 
in-the-middle attacks against redirected SSH and 
HTTPS sessions by exploiting weak bindings in 
ad-hoc PKI. (from the dsniff homepage) 

Insufficiently secured wireless networks make sniffing even 
easier, as all an intruder needs is the right kind of equip¬ 
ment and to be within range of a wireless transmission. 
The signal can be picked up from outside the building, 
driving, or walking by. “Wardriving” and “warwalking,” 
respectively, are coined from the term “wardialling” which 
refers to phoning lots of numbers in order to find out 
which ones did not answer with a dial but rather a data 
tone. If a target is not using wireless networking, an at¬ 
tacker can also gain access and plant a rogue wireless ac¬ 
cess point. Once installed, the intruder can attack safely 
from outside the building. The chance of discovery is low 
and even then, the wireless access point may be mistaken 
for a regular piece of hardware (Robinson 2002). 

Telephone 

Some kinds of social-engineering attacks are easier to 
pull off in person or via the telephone. The concept of 
overloading is much easier to apply and is far more likely 
to work when engaging someone in an oral debate than 
through an exchange of written e-mails, simply because the 
amount of information per time interval is higher in di¬ 
rect conversations. In addition, spoken words must be 
processed the instant they are received, whereas written 
messages can easily be skipped back on, in case some¬ 
thing was not clearly understood. Even a live text chat 
does not provide the same level of interaction and infor¬ 
mation richness (and therefore, the potential of overload¬ 
ing) a personal conversation does. 

One of hacker "Bernz’s Social Engineering Tips” is: 

Try to be a woman: It’s proven that women are 
more trusted over the phone. Use that to an 
advantage. Get a woman’s help if needed. It’s 
even better if you’re actually a woman (a rarity 
in our biz). (Bemz 1995, Bernz’s social engineer¬ 
ing tips) 

In another article, he even recommends voice changers in 
order to sound like a woman when on the phone. Because 
most people in the computer business are still men, pos¬ 
ing as a woman can help a male social engineer reach 
his goal. “Sound helpless, they love it. (...) If you pretend 


18 Dsniff, a collection of tools for network auditing and testing: 
www.monkey.org/~dugsong/dsniff. 


to be a woman, they’ll give you plenty of leeway” (Bernz 
1995, The complete social engineering faq). 

It is easy to pose as a woman in nonverbal 
conversation—for example via e-mail; however, it is dif¬ 
ficult to make people believe you really are a woman, if 
you are not. Contrarily, it is easy to “prove” that you are 
a woman when on the phone (with the right voice) and 
harder to pose as one, if you are not. 

Face-to-Face 

A social engineer who is a master of the trade succeeds 
at face-to-face social engineering. It requires both nerves 
of steel and a quick mind in order to always have an an¬ 
swer ready, especially to unpleasant questions. Imagine 
lying to people’s faces without showing the slightest hint 
of nervousness or scruples, against the background of the 
permanent danger of being caught, in person, on the spot. 
This may seem difficult to most people, but unfortunately 
there are many who are great at this. 

Face-to-face social engineering usually goes along 
with impersonation. The attacker may pose as a fellow 
employee, a repairperson, a superior from a distant sub¬ 
sidiary, information technology (IT) support personnel, 
or another trusted third party, such as the vice president’s 
secretary (Arthurs 2001). 

A common technique is the forgery of badges. These 
are quickly printed, and with today’s technology it is hard 
to tell the difference between an original and a fake if 
they are not secured in other ways (e.g., by incorporating 
a transponder chip). 

Successful social engineers have a significant advan¬ 
tage; they usually have very attractive personalities. They 
are characteristically fast on their feet and quite eloquent 
(Mitnick and Simon 2003). Part of such charisma is in¬ 
herent, part can be learned. 

Dumpster Diving 

“Dumpster diving” is a method used by intelligence 
agents and investigators all over the world. It is nothing 
more than the act of taking trash from dumpsters of an 
organization or individual in the hope of acquiring infor¬ 
mation. Dumpsters outside buildings are ideal targets, as 
they are usually far less secured than inside ones and no 
legal implications exist. 

Depending on the amount, the trash is usually col¬ 
lected from the dumpster and taken off site for investi¬ 
gation. That way, the act of dumpster diving itself can 
be limited to screening the trash for promising findings, 
which makes the process far less time consuming. At a 
later stage, information may be recovered by applying 
thorough analysis. 

Why would trash have value to anybody? It is amaz¬ 
ing what one can learn about target persons/companies 
by sifting through their waste. People mindlessly throw 
away all kinds of materials, including but not limited to: 

• bills 

• financial statements 

• credit card statements 

• old checks 
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• medical prescription bottles 

• work-related materials, such as memos, meeting agen¬ 
das, and letters revealing names, telephone numbers, 
and other information (Lively 2003, Mitnick and Simon 
2003) 

Take a second and think about what social engineers 
might find in your trash even if they picked it up only for a 
short time. Many details, which may seem unimportant to 
insiders, can be valuable information to a social engineer. 
Organizational charts, for example, are a great source of 
information for a social-engineering attack as they reveal 
hierarchies of authority throughout the organization. 

What is worse, and what makes dumpster diving an 
interesting form of acquiring knowledge about target 
persons or companies, is the low risk associated with it. It 
is not forbidden to search through someone else’s trash, 
as long as one is not trespassing or violating the law in 
other ways. As the Defense Security Services Employee’s 
Guide to Security Responsibilities puts it, dumpster diving 
is perfectly legal in the United States: 

Stealing trash is not illegal. The Supreme Court 
ruled in 1988 that once an item is left for trash 
pickup, there is no expectation of privacy or 
continued ownership. (Defense Security Service 
2002) 

Local cities and counties may have specific laws that for¬ 
bid dumpster diving, though. Circumventing a lock, tres¬ 
passing, and leaving a mess are illegal. 

A well-established countermeasure to dumpster diving 
is the practice of using shredders on classified documents 
before throwing them away. However, there are different 
ways shredders are built. Older and cheaper shredders cut 
documents only in one direction, resulting in spaghetti¬ 
like snippets. With enough time on hand (respectively, 
with the prospect of a positive cost-benefit equation) they 
can be reassembled quite easily. Crosscut shredders cut 
paper in two directions, vertically and horizontally. Still, 
this is no statement of quality on its own, as the residue 
may be of arbitrary size. This is why the National Indus¬ 
trial Security Program Operating Manual of the Depart¬ 
ment of Defense (DOD) demands a strict maximum size 
for the residue: 

Crosscut shredders shall be designed to produce 
residue particle size not exceeding 1/32 inch 
in width (with a 1/64 inch tolerance by 1/2 inch in 
length. (U.S. Department of Defense 1997, para¬ 
graph 5-705 "Methods of Destruction") 

In the United States there are several federal regulations 
governing the proper disposal of personally identifiable 
information—for example, the Family Educational Rights 
and Privacy Act of 1974 (FERPA), 19 the Health Insurance 
Portability and Accountability Act of 1996 (HIPAA), 20 and 


19 Family Educational Rights and Privacy Act (FERPA): www.ed.gov/ 
offices/OII/fpco/ferpa. 

20 Health Insurance Portability and Accountability Act of 1996 (HIPAA): 
www. hhs. gov/ocr/hipaa. 


the Gramm-Leach-Bliley Act of 1999 (GLBA). 21 FERPA 
covers the privacy of education and some medical records; 
HIPAA covers the privacy of personal health information; 
and GLBA covers the security of financial information. 

Phishing 

Phishing is most easily described as the practice of direct¬ 
ing users to fraudulent Web sites. It is a problem despite 
all efforts to fight it as it is estimated that some phishing 
attacks have persuaded up to 5% of their audience to pro¬ 
vide sensitive information to spoof Web sites (Dhamija, 
Tygar, and Hearst 2006). 

Big names like AOL 22 , eBay 23 , PayPal 24 and a large 
number of financial institutions have been and still are 
targets for phishing attacks. 

A social engineer phishing for passwords to bank 
accounts, for example, may imitate an e-mail by the vic¬ 
tims’ bank and ask them to log in as quickly as possible— 
for example, because of a fictitious "emergency.” The 
e-mail mimics the looks of “real" e-mail by the financial 
institution—for example, by using the same colors and 
logos. The attacker provides a link to the “bank’s Web 
site” inside the e-mail. However, the link only seems to 
point to the bank’s Web site, while in truth it leads to a 
Web site controlled by the social engineer. As soon as the 
victims try to log on using their credentials, they actually 
send the confidential data to the attacker, who now has 
reached the goal of stealing the password. To perfect the 
masquerading process, the attacker may now output an 
error message “sorry, wrong password” and then redirect 
the victims to the real original Web site with which they 
believed they were interacting. This way, the victims are 
less likely to discover the scam and may think they just 
accidentally typed their password wrong the first time. 
As a result, they will not be alarmed and change their 
password, which gives the attacker more time to abuse 
the acquired information. 

For example, phishing could be conducted by exploit¬ 
ing bugs or security holes in browsers and e-mail cli¬ 
ents, most notably but not limited to Microsoft’s Internet 
Explorer and Outlook and Outlook Express, as they are 
most commonly used today. Legitimate techniques such 
as JavaScript may be used in a malicious way. Because 
phishing relies on masquerading techniques, bugs that 
can be abused to cover the tracks of leading to Web site 
address other than the one of the real organization are 
popular among the phishing community. HTML e-mails 
(as opposed to plaintext e-mails) are a good example. If 
an e-mail is sent as HTML rather than plaintext, a link 
may show a different text than the address it is actually 
pointing to by using the “<A>” tag. This way, a link show¬ 
ing the text “www.myrealbank.com” may actually lead to 
the Web site “www.thefalsebank.com” when clicked on. 


21 Gramm-Leach-Bliley Act of 1999 (GLBA): www.ftc.gov/privacy/ 
privacyinitiatives/glbact.html. 

22 America Online (AOL), a well-known Internet service provider (ISP): 
www.aol.com. 

23 Ebay, a big Internet auction platform: www.ebay.com. 

24 Paypal, a simple way of sending and receiving payments online: 
https://www.paypal.com. 
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Usually, hovering above the link will show the real desti¬ 
nation in the status bar. A trick to spoof this occurrence 
as well may be of great use to attackers trying to deceive 
people. After clicking the link, a browser window may 
pop up and surf to the indicated address, thereby disclos¬ 
ing the false nature of the link. Again, a bug that allows 
hiding of the genuine events could be abused to cover the 
tracks of the attacker. 

One early trick involved use of the sign: a URL 
such as “www.thegoodurl.com@thebadurl.com” may trick 
people into believing they are visiting thegoodurl.com 
when actually everything before the is just understood 
as a username by the Web server. If user “www.thegooo- 
durl.com” does not exist, however, the page (“thebadurl. 
com”) will load just as well. Fortunately, this potential 
security hole no longer works for most new browsers. 
The following list provides an overview of browser-specific 
behavior: 

• The following browsers issue a security warning and 

asked the user if they should proceed: 

• Internet Explorer 6.x 

• Opera 8.x 

• Firefox 1.x 

• Netscape 8.x 

• The following browser proceeds without asking: 

• Safari 2.0.3 on Apple 

Currently, there are efforts to develop antiphishing tech¬ 
niques, in which one solution may be to detect phishing 
attacks by using fake responses that mimic real users 
(Chandrasekaran, Chinchani, and Upadhyaya 2006). 

New or Creative Methods 

Considering surprise and curiosity as two important con¬ 
cepts for successful social engineering attacks to rely on, 
the development of creative or new methods is a great 
opportunity for potential attackers. In June 2006, for 
example, a story on "Social Engineering, the USB Way” 
hit the news. 25 A security professional who had been 
hired for a security assessment described a new method 
to compromise companies’ networks; it works by scat¬ 
tering specially prepared USB drives in the parking lot, 
smoking areas, and other areas frequented by employees. 
Nested between a set of assorted pictures, a Trojan was 
hidden on the drive. The idea was that curious employ¬ 
ees who “found” the seeded devices would eventually plug 
them into their computers inside the company's network 
to watch the planted images, accidentally launching the 
Trojan that would phone home to the attacker. Fifteen of 
the twenty USB drives were found, and all of the found 
devices were plugged into employees’ computers. Thus, 
the idea turned out to be a big success that also came 
along with other benefits for potential attackers: Apart 
from seeding the USB drives, which can be conducted in 


25 Darkreading, a security news site. June 7, 2006. “Social Engineer¬ 
ing, the USB Way": http://www.darkreading.com/document.aspPdoc_ 
id=95556&WT.svl=columnl_l—additional comment by the author at 
www.darkreading.com/boards/message. asp?msg_id= 134658. 


a rather unobtrusive way (e.g. at 6 A.M., as the author of 
the original article describes) social engineers do not even 
have to go near the company’s building but can instead 
enjoy information sent out directly to their headquarters. 

Another surprisingly easy way to conduct a social- 
engineering attack is to let go of most cover-up efforts 
and just ask users for their usernames and passwords, as 
described in the section on "Password Problems,” below. 

Reverse Social Engineering 

Reverse social engineering (RSE) is an even more advanced 
form of social engineering. In contrast to traditional social 
engineering, in reverse social engineering, the cracker is 
thought to be on a higher level (e.g., a superior or admin¬ 
istrator) than the legitimate user (Allen 2001). An example 
of RSE is when crackers cause a problem on the target’s 
network or computer and then make themselves available 
to fix the problem. The trust they earn by helping the tar¬ 
get can then be abused to obtain the information they are 
after (Gragg 2003). But the problem does not even have to 
be real; it may be sufficient to just make the victim think 
there is a problem (Mitnick and Simon 2003). 

If the victim is the one acting and the actual attacker 
only reacts to a cry for help, the victim is a lot less likely 
to be suspicious. As Mitnick states: 

The attacker just sits and waits for the phone to 
ring, a tactic fondly known in the trade as re¬ 
verse social engineering. An attacker who can 
make the target call him gains instant credibil¬ 
ity: If I place a call to someone I think is on the 
help desk, I’m not going to start asking him to 
prove his identity. That’s when the attacker has it 
made. (Mitnick and Simon 2003) 

The victim asks the attacker for help, which the social en¬ 
gineer is able to provide easily, as the attacker has caused 
the incident. This leads the victim to trust the attacker, 
which is, in fact, nothing more than the acceptance of 
authority, which in this case (apparently) was confirmed 
by the demonstration of expertise. 

PASSWORD PROBLEMS 

A lot of social-engineering attacks try to steal passwords. 
This fact is rather unsurprising, as passwords are still the 
most commonly used authentication mechanism (Tari 
et al. 2006). 

This section shows problems passwords entail and 
why they are partially inherent to the system. 

The information presented stems from a survey 26 
undertaken by the organizers of Infosecurity Europe 27 
2004 to find out more about the security consciousness 
of workers concerning company information stored on 
computers. The survey was conducted at Liverpool Street 
Station in London and consisted of a series of questions 


26 Infosecurity Europe 2004 survey, results summarized in a mailing list 
thread: www.iwar.org.uk/pipermail/infocon/2004-April/001287.html. 

27 Homepage of Infosecurity Europe: www.infosec.co.uk. 
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that included the question “What is your password?” 
People were promised a chocolate bar for parting with 
their passwords (concept of anticipation). The results 
were quite alarming: 

• A total of 37% of the 172 workers surveyed immedi¬ 
ately gave their password when inquired about it. The 
number of people giving their password is alarming. It 
should be noted, though, that the sample size is small 
and it may thus be difficult to generalize the results. 

• Another 34% initially refused but gave their password 
when being applied simple social engineering tech¬ 
niques on—“I bet it’s to do with your pet or child's 
name.” 

This shows that social engineering can be easy at times; 
though some respondents may have cheated and it is hard 
to imagine that more than two thirds of people may give 
out their passwords so thoughtlessly, one can conclude 
that a considerable number of people do not require any 
social engineering at all. Just asking for their password— 
or promising them some chocolate might suffice. 

The most common password categories were 

• family names such as partners or children (15%) 

• football teams (11%) 

• and pets (8%) 

In the 2003 survey, the most common password had been 
“password" (12%) and the most popular category their 
own name (16%) followed by their football team (11%) 
and date of birth (8%). Respondents had been promised 
a cheap pen in exchange for their passwords (Leyden 
2003). 

These might be worth a try for any social engineer 
struggling to find out the password of a given person. The 
results also show why people should be (made) aware 
about the risks of thoughtlessly giving out personal 
information. Even facts that seem unimportant can be of 
value to an attacker. 

Only 53% of those surveyed said they would not give 
their password to someone calling from the IT depart¬ 
ment, as this could cause a security breach. This leaves 
more than half the workers vulnerable to one of the 
simplest (and thus most popular) social-engineering 
approach, the attacker pretending to be someone from 
the IT department and calling victims requesting their 
password in order to “solve a problem.” 

Four out of 10 colleagues knew their colleagues’ pass¬ 
words. This is an alarming finding as well, as many attacks 
originate from the inside of an organization. The 2005 
CSI/FBI Computer Crime and Security Survey states that 
incidents originating from outside and incidents originat¬ 
ing from inside are roughly balanced, which is contrary 
to the popular belief that most attacks do originate from 
inside (Computer Security Institute 2006). However, the 
remaining share of about 50% of incidents originating 
from inside an organization should make people wary of 
telling their passwords to colleagues. 

A total of 55% said they would give their password to 
their boss. The knowing reader immediately recognizes 


the concept of authority that was already mentioned 
in the section about the psychological background of 
social engineering. More than half the survey respondents 
would give their password to their boss—this underlines 
the danger posed by impersonating attackers. 

Two thirds of workers use the same password they 
use for access to their company information for personal 
access for operations such as online banking and Web 
site access. This result clearly originates from the diffi¬ 
culties people have remembering passwords. This finding 
calls attention to the annoying fact that attackers might 
get even more than they asked for. With two thirds of 
people using the same password for multiple purposes, a 
password acquired for a computer account may also be 
the key to other "advantages" for the social engineer. 

Respondents used an average of four passwords. This 
result shows that the problem of simple passwords is 
inherent to the system. The reason people choose simple 
passwords that present a security threat is because they 
have problems memorizing them. 

The following facts were gathered concerning the 
duration of password use: 

• A total of 51% of the passwords are changed monthly. 

• A total of 3% of the passwords are changed weekly. 

• A total of 2% of the workers change their passwords 
daily. 

• A total of 10% change them each quarter. 

• A total of 13% change them rarely. 

• A total of 20% never change their passwords. 

In addition, many workers who had to change their 
password on a regular basis wrote it down on a piece of 
paper or in a word-processing document in order not to 
forget it. Again, people’s difficulties in remembering pass¬ 
words make it simple for an attacker. With one fifth of 
them never changing their password, such targets repre¬ 
sent easy victims. 

The final finding to be mentioned here is the attitude 
toward passwords in general: 

• A total of 80% of workers were fed up with using 
passwords. 

• A total of 92% said they would prefer some sort of bio¬ 
metric technology to them, such as fingerprint and iris 
scanners, smartcards, or tokens. As pointed out later 
in this chapter, in Figure 3, in 2005 only 15% of the 
companies responding to a survey used biometrics. 
(Infosecurity Europe 2004) 

A study conducted by researchers at Brigham Young 
University led to similar results—80% of the participants 
gave their username and 60% gave their password. An 
auditor gained physical access to the audited company 
and introduced himself as “performing a survey to assess 
the security of our network" (Orgill et al. 2004). One rea¬ 
son for the success of the mentioned audit may be the 
factor of surprise: The first three questions of the survey 
asked for name, username, and password of the par¬ 
ticipating employee. Who would suspect such a blatant 
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approach to gain users’ passwords, especially if the at¬ 
tacker is already inside the building and wearing a valid 
badge? 

The difficulties in remembering multiple complicated 
passwords are usually described by basic human cogni¬ 
tive limitations from the psychology literature. A way 
to mitigate these problems may be the use of graphical 
passwords, which leads to an increase in memorability. 
Another surprising finding of the study is that dictionary 
passwords are less vulnerable to “shoulder surfing” (e.g., 
observation during password entry) than nondiction¬ 
ary passwords. This effect may be attributed to slower 
keyboard entry of nondictionary passwords (Tari et al. 
2006). 

In addition to people choosing weak passwords, there 
is always the risk of password-cracking tools, which can 
be used to find out passwords. Considering Microsoft 
Windows, for example, which is still by far the most used 
operating system for desktop computers, a multitude of 
tools is available. LOphtCrack 28 was the first well-known 
password cracker for Windows passwords and has since 
changed its image to an “award-winning password audit¬ 
ing and recovery application.” It allows dictionary (using 
a set of words to try as a password) and brute-force at¬ 
tacks (trying all possible combinations of a set of given 
characters). Precomputed hash tables can be used as well. 
A Project called RainbowCrack 29 takes this last idea one 
step further. Precomputed hash tables for a wide range of 
characters are available online for free. 

Considering the above-mentioned facts, it is no sur¬ 
prise even Bill Gates, founder of Microsoft, thinks the 
days of traditional passwords are numbered: 

There is no doubt that over time, people are go¬ 
ing to rely less and less on passwords. People use 
the same password on different systems, they 
write them down and they just don’t meet the 
challenge for anything you really want to secure. 
(Kotaida 2004) ' 

The aforementioned facts show that the attempt to pre¬ 
vent social-engineering attacks by establishing tech¬ 
nological countermeasures can lead to new, even more 
severe problems. 

AN EXAMPLE: THE POSTMAN AS 
SENIOR PHYSICIAN 

Well-trained social engineers have the potential to get 
almost everywhere they want. Some readers may not 
believe it. A trained postman posed as a doctor apply¬ 
ing for a job in a psychiatric hospital. He got the job and 
worked as a senior physician for one and a half years. 


28 LOphtCrack, an award-winning password auditing and recovery appli¬ 
cation for Microsoft Windows: www.atstake.com. 

29 RainbowCrack, a password cracker for Microsoft Windows (and other 
systems using vulnerable password hashes), which works by generating 
tables of precomputed passwords and then matching the encrypted pass¬ 
words against these, which is much faster than trying to encrypt password 
guesses and then comparing them to the encrypted one: www.antsight. 
com/zsl/rainbowcrack. 


He prescribed drugs, held seminars in front of hundreds 
of “colleagues," invented new terminology, which was ac¬ 
cepted without any doubt, and even appeared in court— 
not as a suspect but as an appraiser in more than twenty 
cases. He was awarded a professorship at a university, 
which he kindly turned down. This may sound impos¬ 
sible but it really happened. 

Gert Postel’s story sounds almost unbelievable—but it 
is true—a trained postman working as a senior physician 
in a Saxon psychiatric hospital for one and a half years. 
How did he manage to fool so many people, including 
doctors and politicians? The following section is based on 
an interview transcript provided on his homepage. 30 

Postel has a history of posing as a medical doctor, but 
this was his masterpiece, which ultimately got him four 
years in jail—but first things first. 

The position had been advertised in medical news¬ 
papers. Postel applied normally and was picked out 
of thirty candidates. He had gathered a huge amount of 
knowledge on psychology by self-education and through 
two former girlfriends who had been studying medi¬ 
cine. This way, he managed to convince the board with a 
paper he had written, which was ironically discussing 
Thomas Mann’s novel “Confessions of Felix Krull, Con¬ 
fidence Man,” about a young man who recognizes that 
having a good appearance and a convincing attitude 
more than compensates for lack of experience or ability. 
With his appearance and (false) references he outwitted 
even experienced physicians. 

Postel’s acting was so convincing that he managed to 
keep up the masquerade for one and a half years—and he 
was discovered only because the parents of an assistant 
remembered his name from a prior coup. He remembers 
thinking, “Who actually is the fraud, me or them?”—for 
example, he introduced new terminology, terms that do 
not exist. In front of a hundred psychiatrists he talked 
about the “Bipolar Depression of the Third Degree”—a 
supposed psychiatric term that does not exist. No one 
asked a single question about it as Postel cleverly abused 
the concept of authority through knowledge: every one 
who had asked about the term would have implied their 
own incompetence. He used the same trick when during 
the job interview he was asked what his doctorate was in: 
he answered "Cognitive-Induced Distortions in the Stere¬ 
otypical Formation of Judgment,” which, he admits, “is 
nothing else than the stringing together of meaningless 
words.” 

Postel highlighted the importance of mastering the 
psychiatric jargon for making his way up to the top. By 
using the jargon, Postel applied three concepts of social 
engineering at the same time; he not only gained author¬ 
ity/credibility through (false) expertise but also lowered 
the chance of suspicion by invoking a feeling of "having 
something in common” and used the concept of overload¬ 
ing by exploiting the fact that human beings can process 
only a limited amount of information at any given time. 


30 Homepage of Gert Postel, a trained postman successfully posing as 
a senior psychiatrist for one and a half years. English translation of a 
TV talk show: www.gert-postel.de/english.htm. Gert Postel’s home page 
(German): www.gert-postel.de. 
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He also describes an exceptionally well conducted im¬ 
personating attack when remembering calling the senior 
consultant at the hospital as “Director of the University 
Clinic of Neurology in Muenster” and recommending 
"his assistant. Dr. Postel,” for the position. Two hours 
later, the consultant was talking to "Dr. Postel” and re¬ 
ferred to the earlier telephone conversation and how full 
of praise it had been, which Postel saucily dismissed as 
exaggeration. 

Another anecdote concerns the police. When Postel 
had finally been unmasked and decided to flee from im¬ 
minent arrest, the police managed to track down his ex¬ 
act location in a flat. But Postel had somehow smelled 
a rat and therefore pinned a note to the door: “Dear Si¬ 
mone, I'm with Steffi in Bremen. Will be back in a week. 
See you, yours...” With Postel looking through the spy 
hole and only ten centimeters between him and the po¬ 
lice, they decided to leave again, as “he cannot be there if 
he is in Bremen.” This can be seen as social engineering 
through surprise: the trick worked because the situation 
developed in such an unexpected way. No one believed a 
wanted criminal could act so impertinently. 

But how did he manage to escape in the first place? 
Postel had built up a deceptive relationship with the sen¬ 
ior consultant, who helped him to get away. Postel, look¬ 
ing back, says: 

the senior consultant told me that I was sus¬ 
pected of a serious offence. I was suspended 
until the next day. With incredible logic I con¬ 
cluded that finally the cat was out of the bag and 
that I should terminate my stay immediately. In 
fact, the senior consultant acted as accomplice 
(Gert Postel on his homepage). 

The story even has a component of reverse social engi¬ 
neering in it: in the beginning, the hospital was searching 
for a senior physician. This can metaphorically be seen as 
a “cry for help," which Postel “answers” when he makes 
himself available after reading about the job advertise¬ 
ment in a medical newspaper. If you invite physicians you 
usually don’t expect con men, that’s another factor that 
made them so vulnerable to his attack. 

As Mitnick states: 

Manipulative people usually have very attractive 
personalities. They are typically fast on their feet 
and quite articulate (Mitnick and Simon 2003). 

This holds true for Postel, as a quote 31 in the German 
newspaper Die Welt 32 by his former boss shows: “The 
man immediately convinced me. His appearance, his 
references—I thought to myself, we cannot get a better 
physician." 

Though Gert Postel’s story is not specifically linked to 
computing, it illustrates a wealth of different social engi¬ 
neering attacks in just one real-world example. 


31 Die Welt, German newspaper. Article about the unbelievable story of 
Gert Postel, the trained postman posting as a senior psychiatrist: www. 
welt.de/data/1999/01/20/623409.html. 

32 Die Welt, German newspaper: www.welt.de. 


DEFENDING AGAINST SOCIAL 
ENGINEERING 

Because social engineering exploits the human factor as 
the weakest link in an organization’s security chain, the 
most effective defenses rely on educating people. None¬ 
theless, technological approaches also have to be consid¬ 
ered; phishing attacks, for example, might be a lot less 
successful if browsers and mail clients were designed in 
a more secure way. 

A Multilayered Defensive Approach 

In order to maximize abilities to prevent or detect social 
engineering attacks, a comprehensive approach is re¬ 
quired. Requiring employees to sign a security policy on 
entry to the organization, for example, will not per se 
lead to an increase in security, because policies have to 
be reinforced and maintained. Thus, multiple layers of 
security should be introduced (Gragg 2003; Thornburgh 
2004; Orgill et al. 2004). Gragg’s concept, A Multi-Level 
Defense against Social Engineering, consists of the follow¬ 
ing levels of security: 

• Foundational Level: Security policy addressing social 
engineering 

• Parameter Level: Security-awareness training for all 
users 

• Fortress Level : Resistance training for key personnel 

• Persistence Level: Ongoing reminders 

• Gotcha Level: Social engineering land mines (SELM) 

• Offensive Level: Incident response (Gragg 2003) 

The importance and roles of policies and security- 
awareness training will be highlighted in the following 
sections. Key personnel, such as helpdesk operators, who 
are likely to be targeted by social engineers should un¬ 
dergo resistance training in order to prepare for specific 
social engineering attacks. One of the essential features 
that should be instilled through resistance training is that 
employees must realize that they are personally vulner¬ 
able to such attacks. At the Persistence Level, personnel 
should regularly be reminded of the possibility of social 
engineering attacks. Social Engineering Land Mines 
(SELM) that are set at the Gotcha Level should assist in 
the defense against social engineering attempts. Examples 
for SELMs are callbacks by policy or bogus questions. 
Finally, there should be a well-defined process that em¬ 
ployees can initiate as soon as they suspect something 
is wrong (Offensive Level). Incidents should be logged, 
the information may be used at the Persistence Level to 
remind employees of the possibility of attackers conduct¬ 
ing social engineering attacks (Gragg 2003). 

Policies 

Security policies are the foundation of a successful 
defense strategy. In addition to a generic security policy, 
specific ones may be advisable, such as remote access. 
Employees are required to take note of the policies by 
acknowledging in written form, usually together with 
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signing their contract. Updates and enhancements have to 
be propagated in a correct manner so no one is missed. 

In order to generate a sound security policy and 
before putting procedures into place, risk identification 
and assessment must take place, which consists roughly 
of the following steps 33 : 

1. Identification of assets 

2. Identification of risks/threats 

3. Risk analysis—analysis of potential impact of the risks 
to the organization 

4. Prioritization of risks 

5. Planning and establishment of controls for risk 
mitigation 

6. Monitoring 

Policies have to target certain areas in order to pro¬ 
vide a defense against social engineering—for example, 
they should address information-access controls, es¬ 
tablishment and termination of accounts, management 
and approval of access rights, and password changes and 
complexity. However, physical security details such as 
locks, IDs, paper shredding (discussed in the section on 
“Dumpster Diving,” above), and escorting of visitors need 
to be addressed. To decrease the chance of a dumpster¬ 
diving attack, for example, trash bins should be kept out 
of public access. People have to know how to respond to 
unusual requests. They should not be put in the situation 
of having to decide themselves whether information is 
allowed to be handed out (Gragg 2003). 

Thus, a data-classification policy is of great impor¬ 
tance as well. It helps to implement controls with respect 
to disclosing information (Mitnick and Simon 2003). 
Data not explicitly classified must retain a default state of 
confidential to minimize risk. 

Security Awareness versus 
Technological Measures 

Because social engineering targets the weakest link in the 
security chain of an organization—human beings—this 
is what countermeasures mainly have to focus on. People 
are simply unaware of the risks and dangers, which arise 
from security breaches like, for example, the leaking of 
classified or personal information. This is where the con¬ 
cept of security awareness emerges. 

It is a widely accepted position that technological 
measures are of only very limited use against social 
engineering attacks. Even Gragg, in his Multi-Level 
Defense against Social Engineering, focuses only on policy 
and training issues (Gragg 2003). 

The truth is that there is no technology in the 
world that can prevent a social engineering 
attack (Mitnick and Simon 2003). 


33 Homepage of the Federal Financial Institutions Examination Council's 
(FFIEC). Information on Risk Identification and Assessment: www.ffiec. 
gov/ ffiecinfobase/booklets/mang/07. html. 


In short: Do not rely only on security devices. 

To neutralize such hacker’s techniques, one must 
use their own weapons against them: good old 
grey matter (Lafrance 2004). 

Security awareness is the process of making people re¬ 
alize the importance of security and the consequences of 
security failure. Training on policies and procedures is 
important, but people will pay far more attention and will 
be far more likely to follow security policies if they know 
about the risks, which are targeted. Constant remind¬ 
ers and training make employees effective in identifying 
attacks and responding in an appropriate manner (Kratt 
2005). That is why an ongoing awareness program is of 
great importance; some authorities recommend that 
40% of a company's overall security budget be spent on 
security-awareness training (Mitnick and Simon 2003). 

For example, it is a big problem that most people are 
not aware of the danger the exposure of personal informa¬ 
tion bears. “Tve got nothing to hide” is a sentence one can 
hear quite often when asking people about freely avail¬ 
able personal information about them. But each tiny bit 
of information can be abused for purposes of social engi¬ 
neering. A social engineer could call a target’s neighbors 
to collect more information or even trick them to give 
away the key to the target’s house they store for emer¬ 
gency cases. Names of family members and pets along 
with birth dates are often used as passwords, as surveys 
show (see section on "Password Problems,” above). In 
addition, all of the above-mentioned information can be 
used to impersonate the target. 

The Computer Security Institute (CSI) 34 conducts a 
yearly “Computer Crime and Security Survey” with the 
participation of the San Francisco Federal Bureau of 
Investigation’s (FBI) 35 Computer Intrusion Squad. The 
following figures are based on data published in the 2006 
survey and illustrate the significance of security aware¬ 
ness. Though the survey emphasizes computer security, 
and the term social engineering is used only with respect 
to information technology, the importance of security 
awareness holds true for other areas as well. 

Because social engineering targets the human being 
as the weakest link in information society, security- 
awareness training is a key point in developing a proper 
defense against social engineering. The figures below 
emphasize the importance of the concept of security- 
awareness training. They give an overview of the com¬ 
ponents of and show the status quo of the investments in 
security-awareness training. Finally, commonly used se¬ 
curity technologies are viewed from a social-engineering 
point of view. 

Figure 1 shows the importance of security-awareness 
training that the 599 responding computer security prac¬ 
titioners in U.S. corporations, government agencies, fin¬ 
ancial institutions, and medical institutions attribute to 
various areas of security. For seven of the eight areas, 
training was seen as very important. The results indi¬ 
cate an overall substantial increase in the perception of 


34 Home page of the Computer Security Institute (CSI): www.gocsi.com. 

35 Home page of the Federal Bureau of Investigation (FBI): www.fbi.gov. 
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Importance of security awareness training in 
specific areas 

Security policy 
Network security 
Security management 
Access control systems 
Security systems architecture 
Economics of computer security 
Investigations and legal issues 
Cryptography 
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■ Percentage of respondents identifying as important 

Figure 1 : Importance of security-awareness training in specific 
areas (599 respondents) (Computer Security Institute 2006) 

the importance of security-awareness training, compared 
to last year’s result. Figure 1 shows the current figures 
(Computer Security Institute 2006). 

Figure 2 gives a review of which organizations invest 
the most in security-awareness training. It is based on the 
replies of 483 respondents who were asked if their or¬ 
ganization invested sufficiently in security-awareness 
training. The interesting result is that, “on average, 
respondents from 10 out of the 15 sectors do not believe 
that their organization invests enough in security aware¬ 
ness.” The survey also presents numbers on the overall 
security operating expenditures and capital investment. 
In all but three sectors (federal government, utilities, and 
transportation), the perception that sufficient resources 
are being devoted to overall security and capital invest¬ 
ment is much higher than security-awareness training. 
Thus, security-awareness training once more appears to 

Consulting 
Utility 
Legal 

Information technology 
Federal government 
Telecommunications 
State government 
Financial 
Retail 
Educational 
Local government 
Medical 
Manufacturing 
Transportation 
Other 


be a prime area for additional funding (Computer Secu¬ 
rity Institute 2006). 

The alarming fact is that most security practitioners 
know about the lack of investment in security-awareness 
training in their organizations and no substantial improve¬ 
ment has taken place over the past two years. This is an 
important finding to remember when discussing social en¬ 
gineering. Security awareness is the most important coun¬ 
termeasure to social engineering; security practitioners 
know that their organization is not investing enough on 
security awareness; still, there is no improvement, because 
decision makers obviously do not recognize the threat. As 
a conclusion, this means the door to social-engineering 
attacks remains wide open. 

Figure 3 illustrates which security technologies are 
most commonly used. Compared to last year, the results 
shown in Figure 3 are approximately the same, apart 
from newly introduced categories. The use of biometrics 
increased from 15% to 20% compared to last year’s results. 
Although the reported use of encryption for data in tran¬ 
sit and reusable account/log-in passwords went down, the 
use of intrusion-prevention systems (IPSs) increased. 
The difference between IPSs and firewalls is the divergent 
approach: while firewalls use a so-called whitelist approach 
by blocking all traffic except the one they have a reason 
to pass, IPSs pass all traffic unless they have a reason to 
block it (Computer Security Institute 2006). 

It is easy see that none of the top-listed technologies— 
neither firewalls nor antivirus software—are able to 
fend off a (nontechnical) social-engineering attack. This 
holds true for the other entries as well, since the “human 
factor" is neglected by purely technological measures. 
Security technology raises overall security, but neither 
cryptography nor passwords or biometrics can keep an 
employee from simply giving out proprietary informa¬ 
tion when deceived by a social engineer. Passwords as a 


Figure 2: Responses of 483 security 
practitioners about whether their organiza¬ 
tion invests enough in security-awareness 
6 7 training (mean values reported on a seven- 

point scale) (Computer Security Institute 
2006) 
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Figure 3: Security technologies used (616 respondents) 
(Computer Security Institute 2006) 


special topic are discussed in the section on “Password 
Problems," above. 

The newly introduced category of antispyware soft¬ 
ware ranks third, though. Certain technical approaches 
that may be used by an attacker to gain information (e.g., 
the use of key loggers to get users’ passwords) may be 
tackled by technologies of this category, along with anti¬ 
virus software, which is ranked second. 

The following conclusion may be drawn from the 
above-mentioned information: Figure 3 points out that 
most respondents participating invest considerably in 
security technologies. Figure 1 illustrates that the per¬ 
ception of the importance of security-awareness training 
has increased in the past year, compared with last year’s 
results, while Figure 2 shows that most security practition¬ 
ers still sense a lack of investment in security-awareness 
training. As already stated, it is hardly possible to conquer 
social engineering using only technological measures. On 
the contrary, the findings show that organizations invest 
considerably in security technologies, while security 
practitioners sense a lack of security-awareness training, 
which most likely stems from decision makers’ lack of 
perception of the importance of this training. Thus, as 
a conclusion, management should be more aware of the 
possibility and dangers of attacks like social engineering 
in order to grant adequate funds for security-awareness 
training. 


Training 

Policies are worth only the paper they are printed on if 
they are not enforced. The most important concept in 
dealing with human beings as the weakest link in an 
organization’s security chain is education and train¬ 
ing. An employee who is regularly required to attend 


security-awareness trainings is far less likely to fall for 
social-engineering attacks, and the mere signing of 
a security policy does not make the person more security- 
aware. 

Incident Response 

The issue of incident response is closely linked to the topic 
of continuous training. If an employee has uncovered a 
social-engineering attack, there must be a defined process 
for how to deal with the situation. Incidents have to be 
communicated through the entire organization in a timely 
manner so that the attacker does not have the chance of 
just looking for another victim who is less security-aware. 
Incidents should be tracked in a centralized way by a 
responsible person or department (Gragg 2003). 


Termination Process 

An organizational measure against social engineering 
is the establishment of a well-functioning termination 
process. The termination process ensures that employees 
have their user accounts and access rights removed in 
a timely manner once they leave the organization. This 
is of prime importance, as attacks may be conducted by 
disgruntled former workers. In addition to the danger of 
former employees still having access to sensitive informa¬ 
tion, a social engineer could deliberately try to guess the 
credentials of laid-off personnel. 

While workers are on vacation their accounts could be 
locked instead of deleted in order to provide a higher level 
of security (Jones 2004). Locking instead of deletion makes 
sure there is no distraction from work once employees 
return, as the accounts can easily be unlocked again. 


Technological Countermeasures 

Although technological measures alone are not suf¬ 
ficient to provide a defense against social-engineering 
attacks, as discussed above, they can at least complicate 
an attack. The following list provides some examples; we 
will not discuss this topic in detail. 

• Network security. The network should be protected 
against "sniffing” to prohibit easy spying on the data. 
Switches, for example, provide higher security than 
hubs by sending traffic only to the concerned compu¬ 
ter (“unicast") rather than to all attached ones (“mul¬ 
ticast"). However, this protection can be circumvented 
as well, for example with “arpspoof,” which is part of 
the dsniff n package. A virtual private network (VPN) 
can add a layer of encryption in order to counter sniff¬ 
ing attacks. E-mails containing confidential informa¬ 
tion should be encrypted. 

• Virus scanners provide a basic protection against mali¬ 
cious applications such as viruses, worms, and Trojan 
horses. They are available for different operating sys¬ 
tems. There are also different types of virus scanners, 
which target servers, clients, and e-mail. Suspicious 
e-mail attachments can automatically be put in a vault 
and later released on request. Messages containing 
viruses can be deleted. 
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• Intrusion-detection systems (IDS) and intrusion- 
prevention systems (IPS): Intrusion-detection systems 
detect unusual manipulations to systems by analyzing 
certain parameters like network traffic (network IDS) 
or logs and system calls (host-based IDS) for suspicious 
patterns. IDSs only issue warnings, whereas IPSs proac¬ 
tively respond to the assumed threat—for example 
by logging a user off (Rash et al. 2005). However, both 
systems must be finely adjusted in order to keep false 
positive results at a low level. 

• Media containing confidential data must be handled 
suitably, which involves not only proper storage but 
also deletion processes. Data on magnetic storage me¬ 
dia should be erased in a proper way, which includes 
wiping (overwriting data) or the use of degaussers. 36 
Physical destruction like burning, grinding, or shred¬ 
ding should be considered for all media. 

TESTING COUNTERMEASURES 

Countermeasures and policies must be tested on an ongo¬ 
ing basis. They have to be maintained frequently; simu¬ 
lated attacks should be conducted regularly in order to 
find weak spots (Orgill et al. 2004, Allen 2001). 

An interesting problem arises if employees are told that 
the level of security is satisfactory, as they may become 
complacent. Thus, both administration and employees will 
let their guard down. In fact, increased security measures 
even make psychological attacks easier because people 
think their data are safe (Dubin 2002). This always has to 
be kept in mind when testing countermeasures: negative 
findings may and will happen; however, they should not 
produce a bitter aftertaste. Instead, a communicated con¬ 
clusion of “everything is great" may even lead to counter¬ 
productive results. Testing the compliance to the security 
policy and determining how vulnerable a company is to 
social engineering attacks is an important and complex 
topic. Hasle et al. (2005), for instance, propose a metric 
to measure the degree of vulnerability. 

GUIDELINES 

This section provides a brief set of guidelines (in random 
order) to identify and thus reduce the chance of a suc¬ 
cessful social-engineering attack. 

• Follow the security policy; by doing so, no one will be 
able to accuse you of doing something wrong. Do not 
make exceptions. 

• Know your fellow employees. By doing so, it is easy to 
spot suspicious unescorted visitors. 

• Allow yourself to be mistrustful. Although being mis¬ 
trustful complicates the process of making new friends, 
it may protect both you and them from damage and 
thus help in keeping old friends. 


36 Degaussers are able to completely erase all data from magnetic storage 
media, whereas overwriting does not erase all data. An example source for 
degaussers: www.veritysystems.com/degaussers/index.asp. 


• Do not reciprocate mindlessly. If strangers do you a fa¬ 
vor and then ask for a favor in return, think twice about 
what they are asking for. 

• Ask unpleasant questions. Do not be rude to strangers 
or fellow employees you do not know and who are 
requesting information from you, but do ask them to 
identify themselves clearly. Bogus questions are a great 
opportunity to identify attackers in an early stage; an 
example is provided by Gragg: 

“Oh Mr. Smith, how is your daughter? Is she get¬ 
ting better from the accident?” If the caller says, 

"My daughter wasn’t in an accident.” or “I don’t 
have a daughter," the caller has passed a single 
test. At this point the employee would apologize 
and explain that he or she must be mistaken. 
However, if the caller starts talking about the ac¬ 
cident or lets the target talk about the accident, 
then the hacker has been hooked. (Gragg 2003) 

• Take your time. Many social-engineering attacks work 
by applying some kind of pressure. Do not let an 
attacker fool you into revealing confidential informa¬ 
tion because of an “emergency case.” There always has 
to be the time to thoroughly check whether a request is 
justified and the acting persons are authorized. 

• Complying with authority is good; verification of 
authority is better. Though supervisors may react in an 
offended way when being asked for identification, it is 
even more important to do so. By strictly following the 
security policy even when “superiors” or their "secretar¬ 
ies" ask for information you demonstrate your correct 
understanding and awareness concerning security. 

• Report recognized or suspected social-engineering 
attacks immediately. 

CONCLUSION 

Social engineering is a kind of attack, which cannot 
be remedied by technological measures, as it targets 
the weakest link in an organization’s security chain, the 
human factor. You paradoxically fall for it because you 
believe in the good nature of human beings. It is a “soft" 
kind of attack and thus has to be countered by applying 
equivalent defense strategies. The most important step in 
doing so is to raise security awareness and keep it at a 
high level through continuous training, whereas purely 
technological countermeasures can be seen only as a 
supplement. 

GLOSSARY 

Dumpster Diving: The act of taking trash from dump¬ 
sters of an organization or individual in the hope of 
acquiring information. 

Phishing: Most easily described as the practice of 
directing users to fraudulent Web sites. 
Reciprocation: Most easily described as an automatic 
urge to respond to a gift or favor one receives. 
Shoulder Surfing: Observation during password 
entry. 
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Social Proof: Instead of developing an opinion by 
themselves, people usually rely to a certain degree on 
what other people are doing or saying. 

CROSS REFERENCES 

See Authentication', Computer Network Management', Net¬ 
work Attacks. 
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INTRODUCTION 

Intuitively, intrusions in an information system are the 
activities that violate the security policy of the system, 
and intrusion detection is the process used to identify in¬ 
trusions. Intrusion detection has been studied for over 
20 years, since Anderson’s (1980) report. It is based on 
the beliefs that an intruder’s behavior will be noticeably 
different from that of a legitimate user and that many 
unauthorized actions will be detectable. 

Intrusion-detection systems (IDSs) are usually deployed 
along with other preventive security mechanisms, such as 
access control and authentication, as a second line of de¬ 
fense that protects information systems. There are several 
reasons that make intrusion detection a necessary part of 
the entire defense system. First, many traditional systems 
and applications were developed without security in mind. 
In other cases, systems and applications were developed 
to work in a different environment and may become vul¬ 
nerable when deployed in the current environment. (For 
example, a system may be perfectly secure when it is iso¬ 
lated but become vulnerable when it is connected to the 
Internet.) Intrusion detection provides a way to identify 
and thus allow responses to attacks against these systems. 
Second, because of the limitations of information security 
and software engineering practice, computer systems and 
applications may have design flaws or bugs that could be 
used by an intruder to attack the systems or applications. 
As a result, certain preventive mechanisms (e.g., firewalls) 
may not be as effective as expected. 

Intrusion detection complements these protective 
mechanisms to improve system security. Even if the pre¬ 
ventive security mechanisms can protect information 
systems successfully, it is still desirable to know what 
intrusions have happened or are happening, so that we 
can understand the security threats and risks and thus 
be better prepared for future attacks. Ideally, intrusion de¬ 
tection can be used as the foundation for reactive meas¬ 
ures. For example, when a denial of service (DoS) attack 


Automatic Generation of Attack Signatures 411 

Limitation of Misuse Detection 413 

Intrusion-Detection Systems 413 

Host-Based Intrusion-Detection Systems 413 

Intrusion Detection in Distributed Systems 413 

Intrusion-Alert Correlation 415 

Intrusion-Alert Correlation Based on Prerequisites 
and Consequences of Attacks 416 

Conclusion 417 

Glossary 417 

Cross References 417 

References 417 

Further Reading 420 


is detected, a firewall may be reconfigured to filter out 
the attack traffic. Moreover, intrusion detection can also 
be used to enforce accountability and compliance with 
security policy. This is particularly important to deal with 
threats from inside attackers, who are authorized to ac¬ 
cess the information system but may misuse their privi¬ 
leges to perform actions that violate the security policy. 

In spite of their importance, IDSs are not replacements 
for preventive security mechanisms, such as access con¬ 
trol and authentication. Indeed, IDSs themselves cannot 
provide sufficient protection for information systems. 
As an extreme example, if an attacker erases all the data 
in an information system, detecting the attacks cannot 
reduce the damage. Thus, IDSs should be deployed along 
with other preventive security mechanisms as a part of a 
comprehensive defense system. 

Denning (1986) presented the first intrusion-detection 
model, which has six main components: subjects, objects, 
audit records, profiles, anomaly records, and activity 
rules. Subjects refer to the initiators of activity in an in¬ 
formation system; they are usually normal users. Objects 
are the resources managed by the information system, 
such as files, commands, and devices. Audit records are 
those generated by the information system in response to 
actions performed or attempted by subjects on objects. 
Examples include user log-in, command execution, etc. 
Profiles are structures that characterize the behavior of 
subjects with respect to objectives in terms of statistical 
metrics and models of observed activity. Anomaly records 
are indications of abnormal behaviors when they are de¬ 
tected. Finally, activity rules specify actions to take when 
some conditions are satisfied, which update profiles, de¬ 
tect abnormal behaviors, relate anomalies to suspected 
intrusions, and produce reports. 

Since Denning’s (1986) model, intrusion-detection 
techniques have evolved into two classes: anomaly de¬ 
tection and misuse detection. Anomaly detection is based 
on the normal behavior of a subject (e.g., a user or a 
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system); any action that significantly deviates from the 
normal behavior is considered intrusive. Denning’s intru¬ 
sion-detection model is an example of anomaly detection. 
Misuse detection catches intrusions in terms of the char¬ 
acteristics of known attacks or system vulnerabilities; 
any action that conforms to the pattern of a known attack 
or vulnerability is considered intrusive. The rationale of 
misuse detection is that with additional knowledge of 
known attacks or vulnerabilities, we can potentially de¬ 
tect these attacks more precisely and more quickly. 

Alternatively, IDSs may be classified into host-based 
IDSs, distributed IDSs, and network-based IDSs accord¬ 
ing to the sources of the audit information used by each 
IDS. Host-based IDSs get audit data from host audit trails 
and usually aim at detecting attacks against a single host; 
distributed IDSs gather audit data from multiple hosts, 
and possibly the network that connects the hosts, aiming 
at detecting attacks involving multiple hosts. Network- 
based IDSs use network traffic as the audit data source, 
relieving the burden on the hosts that provide normal 
computing services. 

This chapter starts with an overview of current 
intrusion-detection techniques. Next, it reviews the vari¬ 
ous types of anomaly-detection methods, such as statisti¬ 
cal models and machine learning methods, followed by 
an overview of misuse-detection methods, including rule- 
based languages, the colored Petri-net-based method, 
and the abstraction-based method. The section following 
that describes techniques for automatically generating 
attack signatures, including a data-mining framework 
for learning attack signatures and recent advances in the 
automatic generation of worm signatures. This chapter 
continues to discuss host-based IDSs as well as additional 
techniques for intrusion detection in distributed systems, 
including distributed IDSs, network-based IDSs, and in¬ 
teroperation between (heterogeneous) IDSs. Finally, this 
chapter reviews intrusion-alert correlation techniques. 

ANOMALY DETECTION 
Statistical Models 

Statistical modeling is among the earliest methods used 
for detecting intrusions in electronic information systems. 
It is assumed that an intruders behavior is noticeably dif¬ 
ferent from that of a normal user, and statistical models 
are used to aggregate the user’s behavior and distinguish 
an attacker from a normal user. The techniques are appli¬ 
cable to other subjects, such as user groups and programs. 
In some cases, a simple threshold value is used to indi¬ 
cate the distinction (as with the common rule of raising 
an alarm if the password is mistyped three times); alterna¬ 
tively, more complex statistical models may be used. Here, 
we discuss two statistical models that have been proposed 
for anomaly detection: NIDES/STAT and Haystack. 

NIDES/STAT 

The Stanford Research Institute’s next-generation real¬ 
time intrusion-detection expert system statistical compo¬ 
nent (NIDES/STAT) observes behaviors of subjects on a 
monitored computer system and adaptively learns what is 
normal for individual subjects, such as users and groups 


(Axelsson 1999). The observed behavior of a subject is 
flagged as a potential intrusion if it deviates significantly 
from the subject's expected behavior. 

The expected behavior of a subject is stored in the 
subject's profile. Various measures are used to evalu¬ 
ate different aspects of a subject’s behavior. When audit 
records are processed, the system periodically generates 
an overall statistic, F, that reflects the abnormality of the 
subject. This value is a function of the abnormality values 
of all the measures comprising the profile. Suppose that 
n measures M u M 2 , ..., M„ are used to model a subject’s 
behavior. If Si, S 2 , ..., S„ represent the abnormality values 
of Mi through M„, then the overall statistic T 2 is evaluated 
as follows, assuming that the n measures are independ¬ 
ent of each other: 

F = S, 2 + S 2 2 + ... +S„ 2 . 

The profile of a subject is updated to reflect the changes 
of the subject’s behavior. To have the most recently ob¬ 
served behaviors influence the profile more strongly, 
NIDES/STAT multiplies the frequency table in each pro¬ 
file by an exponential decay factor before incorporating 
the new audit data. Thus, NIDES/STAT adaptively learns 
a subject’s behavior patterns. This keeps human users 
from having to manually adjust the profiles; however, it 
also introduces the possibility of an attacker gradually 
“training” the profile to consider his/her intrusive activi¬ 
ties as normal behavior. 

Haystack 

Haystack used a different statistical anomaly-detection 
algorithm, which was adopted as the core of the host 
monitor in the distributed intrusion-detection system 
(DIDS) (Axelsson 1999). This algorithm analyzes a user’s 
activities according to a four-step process. 

First, the algorithm generates a session vector to repre¬ 
sent the activities of the user for a particular session. The 
session vector X = <x u x 2 , x„> represents the counts 

for various attributes used to represent a user's activities 
for a single session. Examples of the attributes include 
session duration and number of files opened for reading. 

Second, the algorithm generates a Bernoulli vector to 
represent the attributes that are out of range for a partic¬ 
ular session. A threshold vector T = <t\, t 2 , ..., t„>, where 
t, is a tuple of the form <t Umin , t i:nmx >, is used to assist this 
step. The threshold vector is stored in a user’s profile. The 
Bernoulli vector B = <b t , b 2 , ..., b n > is generated so that 
b { is set to 1 if x, falls outside the range t„ and fo, is set to 
0 otherwise. 

Third, the algorithm generates a weighted intrusion 
score, for a particular intrusion type, from the Bernoulli 
vector and a weighted intrusion vector. Each group 
and intrusion type pair has a weighted intrusion vector 
W = <W|, w 2 , ..., iv„>, in which each w, relates the impor¬ 
tance of the ith attribute in the Bernoulli vector to detect¬ 
ing the particular intrusion type. The weight intrusion 
score is simply the sum of all weights, w„ where the zth 
attribute falls outside the range That is, 

n 

the weighted intrusion score = ^ b { • w. • 

t=i 
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Finally, the algorithm generates a suspicion quotient 
to represent how suspicious this session is compared 
with all other sessions for a particular intrusion type. 
Specifically, the suspicion quotient is the probability that 
a random session’s weighted intrusion score is less than 
or equal to the weighted intrusion score computed in the 
previous step. 

Unlike NIDES/STAT, the Haystack algorithm has a 
step that determines resemblance to known attacks. The 
advantages are that more knowledge about the possible 
attacks can be derived from this step and better responses 
can follow the alarms. However, extra knowledge about 
possible intrusion types is required: We need to under¬ 
stand the impact of the intrusion types on the attributes 
of the session vectors and assign appropriate weights to 
these attributes to reflect the impact. In reality, the proc¬ 
ess of generating the weighted intrusion vectors is time 
consuming and error prone. 


Machine-Learning and Data-Mining 
Techniques 

A number of machine-learning and data-mining tech¬ 
niques have been investigated for the purpose of anom¬ 
aly detection. The focus of these approaches is to “learn” 
the normal behaviors of the system automatically from the 
historic normal data. Such normal behaviors are repre¬ 
sented in various forms and used as the basis for future 
anomaly detection. More of these approaches use "un¬ 
supervised” learning—that is, training anomaly detectors 
without requiring the training data be labeled. (By con¬ 
trast, a supervised learning approach requires that each 
training data entry be labeled as normal or intrusive (or 
as a specific intrusion). In this section, we discuss several 
approaches in this category. 

Time-Based Inductive Machine 

Teng, Chen, and Lu (1990) proposed the use of a time- 
based inductive machine (TIM) to capture a user’s be¬ 
havior pattern. As a general-purpose tool, TIM discovers 
temporal sequential patterns in a sequence of events. The 
sequential patterns represent highly repetitive activities 
and are expected to provide predication. The temporal 
patterns, which are represented in the form of rules, 
are generated and modified from the input data using a 
logical inference called “inductive generalization.” When 
applied to intrusion detection, the rules describe the be¬ 
havior patterns of either a user or a group of users based 
on past audit history. Each rule describes a sequential 
event pattern that predicts the next event from a given 
sequence of events. An example of a simplified rule pro¬ 
duced in TIM is 

El — E2 — E3 —> (E4 = 95%; E5 = 5%), 


generalized rules than the above. For example, it may 
produce a rule in the form 

£1 — * —> (E2 = 100%), 

where an asterisk matches any single event. Any number 
of asterisks is allowed in a rule. 

The limitation of TIM is that it considers only the im¬ 
mediately following relationship between the observed 
events. That is, the rules represent only the event patterns 
in which events are adjacent to each other. However, a 
user may perform multiple tasks at the same time. For 
example, a user may check his/her e-mail during the edit¬ 
ing of a document. The events involved in one applica¬ 
tion, which tend to have strong patterns embedded in the 
sequence of events, may be interleaved with events from 
other applications. As a result, it is very possible that the 
rules generated by TIM cannot precisely capture the us¬ 
er's behavior pattern. Nevertheless, TIM may be suitable 
for capturing the behavior patterns of entities such as 
programs that usually focus on single tasks. 

Instance-Based Learning 

Lane and Brodley (1998) applied instance-based learn¬ 
ing (IBL) to learn entities’ (e.g., users) normal behavior 
from temporal sequence data. IBL represents a concept 
of interest with a set of instances that exemplify the con¬ 
cept. The set of instances is called the “instance diction¬ 
ary.” A new instance is classified according to its relation 
to stored instances. IBL requires a notion of “distance" 
between the instances so that the similarity of differ¬ 
ent instances can be measured and used to classify the 
instances. 

Lane and Brodley did several things to adapt IBL to 
anomaly detection. First, they transformed the observed 
sequential data into fixed-length vectors (called “feature 
vectors”). Specifically, they segmented a sequence of events 
(e.g., a sequence of user commands) into all possible over¬ 
lapping sequences of length l, where / is an empirical pa¬ 
rameter. (Thus, each event is considered the starting point 
of a feature vector, and each event is replicated l times.) 
Second, they defined a similarity measure between the fea¬ 
ture vectors. For a length /, the similarity between feature 
vectors X — (x 0 , x,, ..., Xi_i) and Y = (y 0 , y h ..., yi-i) is de¬ 
fined by the functions 


w(X,Y, i ) 


I 0 if i < 0 orx ^ y ; 

jl + w(X,Y,i — 1), ifx i =y i 


and 


/-i 

Sim(X,Y) = Y J w(X,Y,i). 

i =0 


where El, E2, E3, E4, and E5 are security events. 

This rule says that if El is followed by E2, and E2 
is followed by E3, then there is a 95% chance (based 
on the previous observation) that E4 will follow, and a 
5% chance that E 5 will follow. TIM can produce more 


The converse measure, distance, is defined as 
Dist(X,y) = S im max -Sim(X,Y), where Sim^ = Sim(X,X ). 
Intuitively, the function w(X, Y, i ) accumulates weights 
from the most recently consecutively matched subse¬ 
quences between A and Y at position i, whereas Sim(X,Y) 
is the integral of total weights. 
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A user profile is built to contain a collection of sequences, 
D, selected from a user’s observed actions (e.g., com¬ 
mands). The similarity between the profile and a newly ob¬ 
served sequence, X, is defined as Sim D (X) = max YeD [Szm(F, 
X)]. That is, the similarity between X and D is defined as 
the similarity between X and a vector in D that is most 
similar to X. Then a threshold r is chosen. If the similar¬ 
ity between an observed sequence X and the profile D 
is greater than r, X is considered normal; otherwise, X is 
abnormal. 

To reduce the storage required by the profile, Lane and 
Brodley used the least-recently-used pruning strategy to 
keep the profile at a manageable size. As new instances 
are acquired and classification is performed, the profile 
instance selected as most similar is time stamped. Least- 
recently-used instances are removed when the profile is 
constrained to the desired size. In addition, they applied a 
clustering technique to group the instances in the profile, 
and they used a representative instance for each cluster. 

This attempt shares a problem similar to that of TIM— 
that is, it tries to find patterns from sequences of con¬ 
secutive events. As the authors have noted, a user may in¬ 
terrupt his/her normal work (e.g., programming) and do 
something different (e.g., answer an urgent e-mail) and 
thus yield a different sequence of actions from his/her 
profile. Lane and Brodley’s (1998) solution is to use a time 
average of the similarity signals; however, such a solution 
may make real anomalies unnoticeable. In addition, the 
least-recently-used pruning strategy gives an attacker a 
chance to train the profile slowly, so that intrusive activi¬ 
ties are considered normal ones. 


Neural Network 

Fox et al. (1990) were the first to attempt modeling system 
and user behaviors using neural networks. Their choice of 
neural network is Kohonen’s (1982) self-organizing map 
(SOM), which is a type of unsupervised learning technique 
that can discover underlying structures of the data without 
prior examples of intrusive and nonintrusive activities. 

They used SOM as a real-time background monitor that 
alerts a more complex expert system. In their proto¬ 
type system, eleven system parameters accessible from 
the system's statistical performance data are identified 
as the input to the SOM model. These parameters include: 
(a) central processing unit (CPU) usage, (b) paging activ¬ 
ity, (c) mailer activity, (d) disk accesses, (e) memory usage, 
(f) average session time, (g) number of users, (h) absentee 
jobs, (i) reads of “help” files, (j) failed log-ins, and (k) mul¬ 
tiple log-ins. However, their study showed the results of 
only one simulated virus attack, which is not sufficient to 
draw serious conclusions. 

In another attempt to apply neural network to anomaly 
detection, Ghosh, Wanken, and Charron (1998) proposed 
using a back-propagation network to monitor running 
programs. A back-propagation network is developed for 
supervised learning. That is, it needs examples of intru¬ 
sive and nonintrusive activities (called “training data”) to 
build the intrusion-detection model. Such a network con¬ 
sists of an input layer, at least one hidden layer (neurons 
that are not directly connected to the input or output 
nodes), and an output layer. Typically, there are no 


connections between neurons in the same layer or be¬ 
tween those in one layer and those in a previous layer. 

The training cycle of a back-propagation network 
works in two phases. In the first phase, the input is submit¬ 
ted to the network and propagated to the output through 
the network. In the second phase, the desired output is 
compared with the network’s output. If the vectors do not 
agree, the network updates the weights starting at the out¬ 
put neurons. Then the changes in weights are calculated 
for the previous layer and cascade through the layers of 
neurons toward the input neurons. 

Ghosh et al. proposed using program input and the pro¬ 
gram internal state as the input to the back-propagation 
network. One interesting result is that they improved the 
performance of detection by using randomly generated 
data as anomalous input. By considering randomly gen¬ 
erated data as anomalous, the network gets more training 
data that is complementary to the actual training data. 

Similarly to statistical anomaly detection models, de¬ 
ciding the input parameters for neural network anomaly 
detectors is a difficult problem. In addition, assigning 
the initial weights to the neural networks is also an unre¬ 
solved question. The experiments by Ghosh et al. (1998) 
showed that different initial weights could lead to anom¬ 
aly detectors with different performance. Nevertheless, 
research on applying neural networks to anomaly detec¬ 
tion is still preliminary; more work is needed to explore 
the capability of neural networks. 

Audit Data Analysis and Mining 

Audit data analysis and mining (ADAM) proposes apply¬ 
ing data-mining techniques to discover abnormal patterns 
in large amounts of audit data (e.g., network traffic col¬ 
lected by TCPdump, which is a program used to sniff and 
store packets transmitted in the network) (Barbara et al. 
2001, 2002). (Lee and Stolfo [2000] use data-mining tech¬ 
niques for automatically generating misuse models; we 
will discuss it in the section on “Misuse Detection" later in 
this chapter.) In particular, the existing research focuses 
on the analysis of network audit data, such as the trans¬ 
mission control protocol (TCP) connections. Using data- 
mining techniques, ADAM has the potential to provide a 
flexible representation of the network traffic pattern, un¬ 
cover some unknown patterns of attacks that cannot be 
detected by other techniques, and accommodate the large 
amount of network audit data that keeps growing in size. 

ADAM uses several data-mining-related techniques to 
help detect abnormal network activities. The first tech¬ 
nique ADAM uses is inspired by association rules. Given 
a set I of items, an association rule is a rule of the form 
X —> Y, where X and Y are subsets (called item sets) of I 
and X n Y = <|). Association rules are usually discovered 
from a set T of transactions, where each transaction is a 
subset of I. The rule X —> Y has a support s in the transac¬ 
tion set T if s% of the transactions in T contain X U Y, and 
it has a confidence c if c% of the transactions in T that 
contain X also contain Y. 

However, ADAM does not use association rules di¬ 
rectly; instead, it adopts the item sets that have large 
enough support (called "large item sets”) to represent the 
pattern of network traffic. Specifically, it assumes that 
each network event (e.g., a TCP connection) is described 
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by a set of attribute values and considers each event a 
transaction. The large item sets discovered from the net¬ 
work traffic then represent the frequent events in the 
network traffic. The power of such a mechanism lies in 
the flexible representation of events. 

ADAM builds a profile of normal network activities in 
which the frequent events (represented by large item sets) 
are stored. During the detection time, it adopts a sliding- 
window method to incrementally examine the network 
events. Within each window, ADAM looks for the large 
item sets that do not appear in the profile and considers 
them suspicious. 

The second technique ADAM uses is called “domain- 
level mining.” Intuitively, it tries to generalize the event 
attribute values used to describe a network event. For ex¬ 
ample, an IP address that belongs to the subnet ise.gmu. 
edu can be generalized to ise.gmu.edu, gmu.edu. and edu. 
Then it discovers large item sets using the generalized at¬ 
tribute values. An advantage of this approach is that it 
provides a way to aggregate the events that have some 
commonality and may discover more attacks. However, 
the scheme used to generalize the attribute values is ad 
hoc; only generalization from IP addresses to subnets and 
from smaller subnets to larger subnets are studied. 

The third technique ADAM uses is classification. 
ADAM is innovative in that classification is used to classify 
the output of the mining of large item sets. Four classi¬ 
fication algorithms have been studied to date: C4.5 deci¬ 
sion tree, naive Bayes, cascading classifier (which uses 
decision tree followed by naive Bayes and vice versa), and 
inductive rule learner. The results show that classification 
is quite effective in reducing false alarms. 

Finally, ADAM uses the pseudo-Bayes estimator to 
accommodate unknown attacks. It is assumed that un¬ 
known attacks are those that have not been observed. The 
training data are represented as a set of vectors, each of 
which corresponds to an event and is labeled as normal 
or as a known class of attacks. An additional class is then 
considered to represent the unknown attacks. Because 
the unknown attacks have not been observed in the train¬ 
ing data, the probability P(xlclass = unknown), where x 
is a training vector, is zero. The pseudo-Bayes estimator is 
used to smooth all the conditional probabilities Pfrlclass) 
so that P(xlclass = unknown) is assigned a (small) prob¬ 
ability. These conditional probabilities are then used to 
build a naive Bayes classifier. 

The limitation of ADAM is that it cannot detect stealthy 
attacks. In other words, it can detect an attack only when 
it involves a relatively large number of events during a 
short period of time. This limitation occurs because 
ADAM raises an alarm only when the support of an unex¬ 
pected rule (i.e., association of event attributes) exceeds a 
threshold. Indeed, this limitation is not unique to ADAM; 
most of the anomaly-detection models and many of the 
misuse-detection models suffer from the same problem. 

Computer Immunological Approach 

The computer immunological approach is based on an 
analogy of the immune system's capability of distinguish¬ 
ing self from non-self (Hofmeyr, Forrest, and Somayaji 
1998). This approach represents self as a collection of 


strings of length l, where l is a systemwide parameter. 
A string of length l is considered non-self if it does not 
match any string belonging to self. To generate detectors 
that can distinguish non-self from self, a naive approach 
is to randomly generate a string of length l and check 
whether it matches any self-string. If yes, the generated 
string is discarded; otherwise, it is used as a detector. How¬ 
ever, the naive approach takes time exponential to the 
number of self-strings. To address this problem, Forrest et 
al. proposed an “r-contiguous-bits” matching rule to dis¬ 
tinguish self from non-self: two /-bit strings match each 
other if they are identical in at least r contiguous posi¬ 
tions. As a result, detectors can be generated more effi¬ 
ciently for this particular matching rule. 

Hofmeyr et al. proposed using short sequences of sys¬ 
tem calls to distinguish self from non-self for anomaly 
detection. Given a program in a particular installation, 
the immunological approach collects a database of all 
unique system call sequences of a certain length made by 
the program over a period of normal operation. During the 
detection time, it monitors the system call sequences and 
compares them with the sequences in the aforementioned 
database. For an observed sequence of system calls, this 
approach extracts all sub-sequences of length / and com¬ 
putes the distance d min (i ) between each sub-sequence i and 
the normal database as c/ min (0 = min [d{i,j) for all sequences 
j in the normal database}, where d(i,j) is the Hamming dis¬ 
tance between sequences i and / (i.e., the number of dif¬ 
ferent bits in sequences i and;'). The anomaly score of the 
observed sequence of system calls is then the maximum 
dmm(0 normalized by dividing the length of the sequence. 
This approach raises an alarm if the anomaly score is 
above a certain threshold. 

The advantage of this approach is that it has a high 
probability of detecting anomalies using a small set of 
self-strings based on short sequences of system calls. In 
addition, it does not require any prior knowledge about at¬ 
tacks. The disadvantage is that it requires self to be well un¬ 
derstood. That is, it requires a complete set of self-strings 
in order not to mistake self for non-self. This requirement 
may be trivial for applications such as virus detection, but 
it is very difficult for intrusion detection, for which some 
normal behaviors cannot be foreseen when the detectors 
are being generated. 

Sekar et al. 2001 further improve the computer im¬ 
munological method by using an automaton to represent 
a program s normal behavior. The program counter is used 
as the state of the automaton, and the system calls made 
by the program are used as the events that cause the state 
transitions. As a result, the automaton representation can 
accommodate more information about the programs’ 
normal behavior and, thus, reduce the false-alert rate and 
improve the detection rate. In addition, the automaton 
representation is more compact than the previous alter¬ 
native. Consequently, such automata are easier to build 
and more efficient to use for intrusion detection. 

The research on the computer immunological method 
has led to the development of an anomaly-detection system 
called STIDE (sequence time-delay embedding). People 
have independently and consistently found that a sequence 
length of six makes STIDE capable of detecting anoma¬ 
lies. Tan and Maxion (2002) investigated this problem by 
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establishing a framework of three sequence types: rare, 
common, and foreign. A rare (or common) sequence is 
one that occurs infrequently (or frequently) in the training 
data that defines the normal behavior. A foreign sequence 
is one that never occurs in the training data. A minimal 
foreign sequence is a foreign sequence having the property 
that all of its proper subsequences already exist in the train¬ 
ing data. Tan and Maxion discovered that STIDE requires 
a sequence length of at least six because in all the data 
traces used for evaluating STIDE the length of the smallest 
minimal foreign sequence is six. 

Specification-Based Methods 

Ko, Ruschitzka, and Levitt (1997) proposed a specification- 
based approach for intrusion detection. The idea is to use 
traces, ordered sequences of execution events, to specify 
the intended behaviors of concurrent programs in dis¬ 
tributed system. A specification describes valid operation 
sequences of the execution of one or more programs, col¬ 
lectively called a “(monitored) subject.” A sequence of 
operations performed by the subject that does not con¬ 
form to the specification is considered a security violation. 
Each specification is called a “trace policy.” A grammar 
called “parallel environment grammars" (PE-grammars) 
was developed for specifying trace policies. 

The advantage of this approach is that in theory, it 
should be able to detect some types of attacks that in¬ 
truders will invent in the future. In particular, if a new 
attack causes a program to behave in a way outside the 
specification, then it will be flagged as a potential attack. 
The drawback of this approach is that substantial work is 
required to specify accurately the behavior of the many 
privileged system programs, and these specifications will 
be operating-system-specific. To address this issue, Ko 
(2000) proposed the use of inductive logic programming 
to synthesize specifications from valid traces. The auto¬ 
matically generated specifications may be combined with 
manual rules to reduce the work involved in specification 
of valid program behaviors. 

Wagner and Dean (2001) further advanced the specifi¬ 
cation-based approach. The basic idea is to automatically 
generate the specification of a program by deriving an ab¬ 
stract model of the programs from the source or binary 
code. Wagner and Dean studied several alternative mod¬ 
els, including the call-graph model and the abstract-stack 
model. Central to these models is the control how graph of 
a program; these models adopt different ways to represent 
the possible system call traces according to the control 
how graph. Attractive features of this approach are that 
it has the potential to detect unknown patterns of attacks 
and that it has no false alerts, although it may miss some 
attacks. Moreover, the specification-based methods also 
offer an opportunity to stop ongoing attacks. For example, 
it is possible to automatically embed code (e.g., embed¬ 
ded sensors by Zamboni [2001]) into an existing program, 
which forces the program to quit when certain specifica¬ 
tions are violated. 


of audit data and build anomaly-detection models. The 
well-known concept of entropy is the hrst information- 
theoretic measure. Given a set of classes C x and a data set 
X, where each data item belongs to a class x C x , the en¬ 
tropy of X relative to C x is defined as 


H{X) = p W lQ g 

xeC x 
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where P(x) is the probability of Jt in X. For anomaly de¬ 
tection, entropy reveals the regularity of audit data with 
respect to some given classes. 

The second information-theoretic measure is condi¬ 
tional entropy. The conditional entropy of X given Y is the 
entropy of the probability distribution P(x\y)-, that is, 
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where P(x,y) is the joint probability of x and y and P(x\y) 
is the conditional probability of x given y. The conditional 
entropy is proposed to measure the temporal or sequen¬ 
tial characteristics of audit data. Let X be a collection of 
sequences in which each is a sequence of n audit events 
and Y is the collection of prefixes of the sequences in X 
that are of length k. Then H(X I Y) indicates the uncertainty 
that remains for the rest of the audit events in a sequence 
x after we have seen the first k events of x. For anomaly 
detection, conditional entropy can be used as a measure 
of regularity of sequential dependencies. 

The limitation of conditional entropy is that it meas¬ 
ures only the sequential regularity of contiguous events. 
For example, a program may generate highly regular se¬ 
quences of events; however, if these events are interleaved 
with other sequences of events, the conditional entropy 
will be very high, failing to reflect the regularity embed¬ 
ded in the interleaved sequences. 

The third information-theoretic measure, relative en¬ 
tropy, measures the distance of the regularities between 
two data sets. The relative entropy between two probabil¬ 
ity distributions p(x) and q{x) that are defined over the 
same xeC A -is 


relEntropy(p I q) = ^ p(x)log 

x£C x 


p(x) 
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The fourth information-theoretic measure, relative 
conditional entropy, measures the distance of the regular¬ 
ities with respect to the sequential dependency between 
two data sets. The relative entropy between two probabil¬ 
ity distributions p(x\y) and q(x\y) that are defined over the 
same xeC x and y€C Y is 


relCondEntropyfp I q) = p(x)log ^— j ^ . 

x.y^Cy ?(x I y) 


Information-Theoretic Measures 

Lee and Xiang (2001) proposed the use of information- 
theoretic measures to help understand the characteristics 


Viewing intrusion detection as a classification problem, 
Lee and Xiang proposed the fifth information-theoretic 
measure, information gain, to measure the performance 



Misuse Detection 


409 


of using some features for classification. The information 
gain of attribute (i.e., feature) A on data set X is 

Gain(X, A) = H{X) - £ H(X y ), 

where Values(A) is the set of values of A and X v is the 
subset of X where A has value v. This measure can help 
choose the right features (i.e., the features that have high 
information gain) to build intrusion-detection models. 
The limitation of information gain is that it requires a 
relatively complete data set to help choose the right fea¬ 
tures for the classification model. Nevertheless, an intru¬ 
sion-detection model cannot be better than the data set 
from which it is built. 

Limitation of Anomaly Detection 

Although anomaly detection can accommodate unknown 
patterns of attacks, it also suffers from several limitations. 
A common problem of all anomaly-detection approaches, 
with the exception of the specification-based approach, 
is that the subjects normal behavior is modeled on the 
basis of the (audit) data collected over a period of normal 
operation. If undiscovered intrusive activities occur dur¬ 
ing this period, they will be considered normal activities. 
A relevant issue is the progression of anomaly-detection 
models. Because a subject’s normal behavior may change 
overtime (forexample, a user’s behavior may change when 
he moves from one project to another), the IDSs that use 
some of the above approaches may allow the subject's 
profile to change gradually. This may give an intruder 
the chance to gradually train the IDS and trick it into ac¬ 
cepting intrusive activities as normal. Thus, any profile 
change in an anomaly-detection system must be carefully 
performed to avoid such problems. Also, because these ap¬ 
proaches are all based on summarized information, they 
are insensitive to stealthy attacks. The specification-based 
approaches do not suffer from the problems in training 
datasets. However, they may also have problems due to 
mistakes in (manual) specifications, and in some cases, 
it is difficult to develop specifications that precisely char¬ 
acterize the normal behaviors. Finally, because of some 
technical reasons, most of the current anomaly-detection 
approaches suffer from a high false-alarm rate. 

Another difficult problem in building anomaly- 
detection models is how to decide the features to be used 
as the input of the models (e.g., the statistical models). In 
the existing models, the input parameters are usually de¬ 
cided by domain experts (e.g., network security experts) 
in ad hoc ways. It is not guaranteed that all and only the 
features related to intrusion detection will be selected as 
input parameters. Although missing important intrusion- 
related features makes it difficult to distinguish attacks 
from normal activities, having non-intrusion-related fea¬ 
tures could introduce “noise” into the models and thus 
affect the detection performance. 

MISUSE DETECTION 

Misuse detection is considered complementary to anom¬ 
aly detection. The rationale is that known attack patterns 


can be detected more effectively and efficiently by using 
explicit knowledge of them. Thus, misuse-detection sys¬ 
tems look for well-defined patterns of known attacks or 
vulnerabilities; they can catch an intrusive activity even if 
it is so negligible that the anomaly-detection approaches 
tend to ignore it. Commercial systems often combine 
both misuse- and anomaly-detection approaches. 

The major problems in misuse detection are the rep¬ 
resentation of known attack patterns and the difficulty 
of detecting new attacks. Another problem is an inherent 
limitation of misuse detection: While misuse-detection 
algorithms may sometimes detect variations of known 
attacks, they cannot identify truly new attacks since no 
pattern may be provided for them. Existing work on mis¬ 
use detection is mostly aimed at the first problem, the 
representation of known attacks. The detection algo¬ 
rithms usually follow directly from the representation 
mechanisms. In this section, we discuss the typical ways 
to represent attacks. 

Rule-Based Languages 

The rule-based expert system is the most widely used ap¬ 
proach for misuse detection. The patterns of known at¬ 
tacks are specified as rule sets, and a forward-chaining 
expert system is usually used to look for signs of intru¬ 
sions. Here we discuss two rule-based languages, rule- 
based sequence evaluation language (RUSSEL) (Mounji 
et al. 1995) and production-based expert system tool set 
(P-BEST) (Lindqvist and Porras 1999). Other rule-based 
languages exist, but they are all similar in the sense that 
they all specify known attack patterns as event patterns. 

RUSSEL 

RUSSEL is the language used in the advanced security 
audit trail analysis on UNIX (ASAX) project (Mounji et al. 
1995). It is a language specifically tailored to the problem 
of searching arbitrary patterns of records in sequential 
hies. The language provides common control structures, 
such as conditional, repetitive, and compound actions. 
Primitive actions include assignment, external routine 
call, and rule triggering. A RUSSEL program simply con¬ 
sists of a set of rule declarations that are made of a rule 
name, a list of formal parameters and local variables, and 
an action part. RUSSEL also supports modules sharing 
global variables and exported rule declarations. 

When intrusion detection is being enforced, the sys¬ 
tem analyzes the audit records one by one. For each audit 
record, the system executes all the active rules. The execu¬ 
tion of an active rule may trigger (activate) new rules, raise 
alarms, write report messages, or alter global variables, for 
example. A rule can be triggered to be active for the cur¬ 
rent or the next record. In general, a rule is active for the 
current record because a prefix of a particular sequence of 
audit records has been detected. When all the rules active 
for the current record have been executed, the next record 
is read and the rules triggered for it in the previous step 
are executed in turn. User-defined and built-in C-routines 
can be called from a rule body. 

RUSSEL is quite flexible in describing sequential 
event patterns and corresponding actions. The ability 
to work with user-defined C-routines gives the users the 
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power to describe almost anything that can be specified 
in a programming language. The disadvantage is that it is 
a low-level language. Specifying an attack pattern is simi¬ 
lar to writing a program, although it provides a general 
condition-trigger framework and is declarative in nature. 
The feature that rules can share global variables intro¬ 
duces the possibility of bugs along with the convenience 
of sharing information among different rules. 

P-Best 

P-BEST was developed for the multiplexed information 
and computing service (Multics) intrusion-detection and 
alerting system (MIDAS) and later used by the intrusion- 
detection expert system (IDES), NIDES, and the event 
monitoring enabling responses to anomalous live distur¬ 
bances (EMERALD) (Lindqvist and Porras 1999). The 
P-BEST toolset consists of a rule translator, a library of 
run-time routines, and a set of garbage-collection routines. 
Rules and facts in P-BEST are written in production-rule 
specification language. The rule translator is then used to 
translate the specification into an expert system program 
in C language, which can then be compiled into either 
a stand-alone, self-contained executable program or a set 
of library routines that can be linked to a larger software 
framework. 

The P-BEST language is quite small and intuitive. In 
P-BEST, the user specifies the structure of a fact (e.g., an 
audit record) through a template definition referred to as 
a pattern type. For example, an event consisting of four 
fields— event_type (an integer), return_code (an integer), 
username (a string), and hostname (a string)—can be de¬ 
fined as ptypefevent event_type: int, retum_code: int, user- 
name'. string, hostname: string]. 

Thus, P-BEST does not depend on the structure of the 
input data. One important advantage of P-BEST is that 
it is a language preprocessor (i.e., it generates a precom¬ 
piled expert system) and can extend its ability by invoking 
external C functions. However, it shares a similar problem 
with RUSSEL: It is a low-level language. Specification 
of attack patterns in P-BEST is time consuming. When 
many related rules are included in a system, correctness 
of the rules is difficult to check due to the interaction of 
these rules. 

State-Transition Analysis Toolkit 

Though rule-based languages are flexible and expressive 
in describing attack patterns for misuse detection, in 
practice, they are usually difficult to use. As observed 
in Ilgun, Kemmerer, and Porras (1995), “in general, expert 
rule-bases tend to be non-intuitive, requiring the skills 
of experienced rule-base programmers to update them.” 
STAT was developed to address this problem. 

In STAT, state-transition analysis technique was adopted 
to facilitate the specification of the patterns of known 
attacks (Ilgun et al. 1995). It is based on the assumption 
that all penetrations share two common features. First, 
penetrations require the attacker to possess some mini¬ 
mum prerequisite access to the target system. Second, all 
penetrations lead to the acquisition of some ability that 
the attacker does not have prior to the attacks. Thus, STAT 
views an attack as a sequence of actions performed by an 


attacker that leads from some initial state on a system to 
a target-compromised state, where a state is a snapshot 
of the system representing the values of all memory loca¬ 
tions on the system. Accordingly, STAT models attack as 
a series of state changes that lead from an initial secure 
state to a target-compromised state. 

To represent attacks, STAT requires some critical ac¬ 
tions to be identified. These signature actions refer to the 
actions that, if omitted from the execution of an attack 
scenario, would prevent the attack from successful com¬ 
pletion. With the series of state changes and the signature 
actions that cause the state changes, an attack scenario is 
then represented as a state-transition diagram, where the 
states in the diagram are specified by assertions of certain 
conditions and the signature actions are events observ¬ 
able from, for example, audit data. 

STAT has been applied for misuse detection in UNIX 
systems, distributed systems, and networks. USTAT is the 
first prototype of STAT, which is aimed at misuse detec¬ 
tion in UNIX systems (Ilgun et al. 1995). It relies on Sun 
Microsystems’ C2- Basic Security Module (BSM) to col¬ 
lect audit records. In addition to detecting attacks, USTAT 
is designed to be a real-time system that can preempt an 
attack before any damage can be done. USTAT was later 
extended to process audit data collected on multiple UNIX 
hosts. The resulting system is NSTAT, which runs multiple 
daemon programs on the hosts being protected to read 
and forward audit data to a centralized server, which per¬ 
forms STAT analysis on all data. 

A later application of STAT to network-based misuse 
detection resulted in another system, named NetSTAT 
(Vigna and Kemmerer 1999). In this work, the network 
topology is further modeled as a hypergraph. Network in¬ 
terfaces, hosts, and links are considered the constituent 
elements of hypergraphs, with interfaces as the nodes, 
and hosts and links as hyperedges. Using the network- 
topology model and the state-transition description of 
network-based attacks, NetSTAT can map intrusion sce¬ 
narios to specific network configurations and generate 
and distribute the activities to be monitored at certain 
places in a network. 

STAT was intended to be a high-level tool to help 
specify attack patterns. Using STAT, the task of describ¬ 
ing an attack scenario is expected to be easier than using 
rule-based languages, although the analysis required to 
understand the nature of attacks remains the same. In the 
implementations of STAT techniques (i.e., USTAT, NSTAT, 
and NetSTAT), the attack scenarios are transformed into 
rule bases, which are enforced by a forward-chaining in¬ 
ference engine. 

Colored Petri Automata 

Kumar and Spafford (1994) and Kumar (1995) viewed 
misuse detection as a pattern-matching process. They 
proposed an abstract hierarchy for classifying intrusion 
signatures (i.e., attack patterns) based on the structural 
interrelationships among the events that compose the sig¬ 
nature. Events in such a hierarchy are high-level events 
that can be defined in terms of low-level audit trail 
events and used to instantiate the abstract hierarchy into 
a concrete one. A benefit of this classification scheme is 
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that it clarifies the complexity of detecting the signatures 
in each level of the hierarchy. In addition, it also iden¬ 
tifies the requirements that patterns in all categories of 
the classification must meet to represent the full range 
of commonly occurring intrusions (i.e., the specification of 
context, actions, and invariants in intrusion patterns). 

Kumar and Spafford adopted colored Petri nets to 
represent attack signatures, with guards to represent sig¬ 
nature contexts and vertices to represent system states. 
User-specified actions (e.g., assignments to variables) may 
be associated with such patterns and then executed when 
patterns are matched. The adapted colored Petri nets are 
called “colored Petri automata" (CPA). A CPA represents 
the transition of system states along paths that lead to 
intruded states. A CPA is also associated with pre- and 
postconditions that must be satisfied before and after the 
match, as well as invariants (i.e., conditions) that must 
be satisfied while the pattern is being matched. CPA has 
been implemented in a prototype misuse-detection sys¬ 
tem called intrusion detection in our time (IDIOT). 

CPA is quite expressive; it provides the ability to specify 
partial orders, which in turn subsume sequences and reg¬ 
ular expressions. However, if improperly used, the expres¬ 
siveness may lead to potential problems: If the intrusions 
are described in every detail, the attacker may be able to 
change his/her attacking strategy and bypass the IDSs. 
Nevertheless, CPA is not the root of the problem. 

Abstraction-Based Intrusion Detection 

Many misuse-detection approaches share a common 
problem in their implementation: Each system is written 
for a single environment and has proved difficult to use 
in other environments that may have similar policies and 
concerns. The primary goal of abstraction-based intru¬ 
sion detection is to address this problem. 

The initial attempt of the abstraction-based approach is 
a misuse-detection system named the adaptable real-time 
misuse-detection system (ARMD) (Lin, Wang, and Jajodia 
1998). ARMD provides a high-level language for abstract 
misuse signatures, called MuSigs, and a mechanism to 
translate MuSigs into a monitoring program. With the no¬ 
tion of abstract events, the high-level language specifies 
a MuSig as a pattern over a sequence of abstract events, 
which is described as conditions that the abstract event at¬ 
tributes must satisfy. The gap between abstract events and 
audit records is bridged by an audit subsystem, which 
transforms the actual audit records into abstract events. 
In addition, on the basis of MuSigs, the available audit 
trail, and the strategy costs, ARMD uses a strategy gen¬ 
erator to automatically generate monitoring strategies to 
govern the misuse-detection process. 

ARMD is a host-based misuse-detection system. In 
addition to the features mentioned above, it also uses 
database query-optimization techniques to speed up the 
processing of audit events. The experiences with ARMD 
show that knowing the characteristics of the audit trail 
helps estimate the cost of performing misuse detection 
and gives the security officers the opportunity to tune the 
misuse-detection system. 

A limitation of ARMD is that it requires users to have a 
precise understanding of the attacks and to make careful 


plans for the abstraction of events. This planning is not 
an easy job, especially when a user does not know how 
his/her MuSigs may be used. In particular, unforeseen at¬ 
tacks may invalidate previously defined abstract events 
and MuSigs, thus forcing the redevelopment of some or 
all of the MuSigs. 

The work by Ning, Jajodia, and Wang (2001) further ex¬ 
tends the result in ARMD to address the aforementioned 
limitation. It provides a framework for distributed attack 
specification and event abstraction. In this framework, 
abstraction is considered an ongoing process. The struc¬ 
tures of abstract events are represented as system views, 
and attack signatures are represented as generic patterns 
on the basis of system views. This new approach allows 
the semantics of a system view to be modified by defining 
new signatures and view definitions without changing the 
specifications of the views or the signatures specified on 
the basis of the system views. As a result, signatures in 
this model can potentially accommodate unknown vari¬ 
ants of known attack patterns. Although the specification 
of attack signatures and the choice of right abstraction 
still partially depend on the users’ skill, this framework 
provides guidance and alleviates the burden of writing 
and maintaining signatures. 

Automatic Generation of Attack Signatures 

Most commercial IDSs are misuse-detection systems that 
rely on attack signatures to identify attacks. The ability of 
an IDS to detect attacks is highly affected by the quality of 
the attack signatures used for detection. Most signatures 
used in existing IDSs were manually crafted by human 
users after they understood the nature of the attacks. How¬ 
ever, it has been commonly agreed that manually generat¬ 
ing attacks signatures is time-consuming and error-prone. 
In particular, there is no hope of manually generating 
attack signatures for fast-spreading attacks such as worms 
to effectively detect and stop such attacks. In this section, 
we discuss several attempts to generate attack signatures 
automatically, starting with the influential work by Lee 
and Stolfo. 

Data Mining Framework for Building Attack Models 

Lee and Stolfo (2000) looked at intrusion detection as a 
data-analysis process and applied several data-mining 
techniques to build misuse-detection models. The re¬ 
search efforts were conducted under a project entitled 
JAM, the Java Agent for Meta-learning (meta-learning is a 
general strategy that provides the means of learning how 
to combine and integrate a number of separately learned 
classifiers or models). In particular, association rules and 
frequent episodes are used to automatically discover fea¬ 
tures that should be used to model a subject’s behavior, 
and the meta classification is used to combine the results 
of different classifiers to get better classification results. 
This framework uses a "supervised” learning approach 
to build attack models. In other words, it requires that 
records of the training datasets used for building attack 
modes be labeled as either normal or intrusive. 

Lee and Stolfo extended the original association rules 
to take into account the “order of importance” relations 
among the system features (the notion of an association 



412 


Intrusion-Detection Systems 


rule was discussed above regarding ADAM). Axis refers 
to the features that are important to intrusion detection; 
only the association rules involving axis features are con¬ 
sidered. For example, in the shell command records, the 
command is likely to reflect the intrusive activities and 
thus be identified as an axis feature. In some sense, axis 
features incorporate expert knowledge into the system 
and thus improve the effectiveness of association rules. 

To represent frequent sequential patterns of network 
events, Lee and Stolfo (2000) extended frequent episodes, 
which was originally proposed by Mannila, Toivonen, and 
Verkamo (1995), to represent the sequential interaudit 
record patterns. Their algorithm finds frequent sequential 
patterns in two phases. First, it finds the frequent associa¬ 
tions among event attributes using the axis attributes, and 
then it generates the frequent sequential patterns from 
these associations. The algorithm also takes advantage 
of the “reference” relations among the system features. 
That is, when forming an episode, the event records covered 
by the constituent item sets of the episode share the same 
value for a given feature attribute. The mined frequent epi¬ 
sodes are used to construct temporal statistical features, 
which are used to build classification models. Thus, new 
features can be derived from the training data set and then 
used for generating better intrusion-detection models. 

Another innovation of the JAM project is meta clas¬ 
sification, which combines the output of several base 
classifiers and generates the best results out of them. 
Specifically, from the predictions of base classifiers and 
the correct classes, a meta classifier learns which base 
classifier can make the best prediction for each type of 
input. It then chooses the prediction of the best base clas¬ 
sifier for different inputs and combines the powers of the 
base classifiers. 

Lee and Stolfo (2000) advanced state-of-the-art knowl¬ 
edge of intrusion detection by introducing the MAD AMID 
(mining audit data for automated models for intru¬ 
sion detection) framework that helps generate intrusion- 
detection models automatically. The limitation is that the 
framework depends on the volume of the evidences. That 
is, intrusive activities must generate a relatively notice¬ 
able set of events so the association of event attributes or 
frequent episodes can reflect them. Thus, the generated 
models must work with some other complementary sys¬ 
tems, such as STAT. 

Automatic Signature Generation and Intrusion 
Prevention 

Fast-spreading worms (e.g., Code Red, SQL Slammer, 
Blaster) motivated the investigation of more efficient 
and effective defense mechanisms that can stop such 
attacks. Initial attempts include Autograph (Kim and 
Karp 2004), EarlyBird (Singh et al. 2004), and Polygraph 
(Newsome, Karp, and Song 2005). One common goal of 
these approaches is to automatically and quickly gener¬ 
ate attack signatures from worm attack traffic, so that 
these attack signatures can be deployed at content-based 
firewalls elsewhere to stop the spread of (previously un¬ 
known) worm attacks. Despite the difference in technical 
details, these approaches share some common features. 
Given a set of worm traffic, all these approaches identify 
the byte sequences that are common to this type of traffic. 


and use such byte sequences as signatures for the worms. 
A limitation of these approaches is that they all extract 
signatures in a syntactic manner, while ignoring the se¬ 
mantics of the attacks. This limitation makes these ap¬ 
proaches vulnerable to polymorphic and metamorphic 
worms. Polymorphic worms change their binary repre¬ 
sentations while they spread through semantic manipula¬ 
tion of their code representation. Similarly, metamorphic 
worms evade detection via encryption (with different 
keys) while they spread. As a result, the worm traffic may 
not have common substrings that are good enough to 
distinguish them from normal traffic, thus making these 
syntactic approaches not as effective as expected. 

Several recent approaches attempt to generate attack 
signatures by exploiting the semantics of victim programs 
and attacks to address the aforementioned problem. A no¬ 
table approach is TaintCheck (Newsome, Karp, and Song 
2005), which performs dynamic taint analysis (via binary 
program emulation) to track the propagation of network 
input data, and raise alerts (and at the same time stop the 
attacks) when such data are directly or indirectly used il¬ 
legitimately (e.g., a network input is used as the target of a 
jump instruction). TaintCheck generates semantic-based 
attack signatures from the network input data that eventu¬ 
ally leads to an alert. Because TaintCheck has access to the 
history of the program execution, it has the information to 
pinpoint the invariable content (e.g., vulnerable memory 
address to be exploited) in attack packets, and thus can po¬ 
tentially generate attack signatures more precisely than the 
aforementioned syntactic approaches. Another example is 
the automatic diagnosis and response mechanism studied 
by Xu et al. 2005. This method is aimed at automatically 
identifying (unknown) memory corruption vulnerabilities, 
which are the dominant target of worm attacks. Based on 
the observation that a randomized program usually has an 
extremely high probability of crashing upon such attacks, 
this method uses a crash of a randomized program as a trig¬ 
ger to start the automatic diagnosis of memory corruption 
vulnerabilities, and traces back to the vulnerable instruc¬ 
tions that corrupts memory data upon a memory cor¬ 
ruption attack. The output of the diagnostic process 
includes the instruction exploited by the attacker to corrupt 
critical program data, the stack trace at the time of the 
memory corruption, the history that the corrupted data is 
propagated after the initial data corruption, and a signature 
of the attack exploiting the vulnerabilities. Such a signa¬ 
ture consists of the program state at the time of attack and 
the memory address values used in the attack, allowing 
efficient and effective protection of the vulnerable pro¬ 
gram by filtering out future attacks. Wang, Cretu, and 
Stolfo (2005) took a different approach to automatically 
generating attack signatures by correlating (and identify¬ 
ing the longest common subsequence of) ingress and egress 
malicious payloads. Though most of these approaches are 
still works in progress, they certainly have demonstrated 
the potential of semantic-based signatures. We expect to see 
substantial advances in this direction in the next few years. 

A closely related issue is evaluation of attack signa¬ 
tures. That is, how well can an attack signature detect 
attacks (including their variations)? Vigna et al. (2004) 
developed an approach to evaluating attack signatures by 
generating variations of known attacks (called "mutant 
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attacks”) through manipulating attack packets. Rubin, 
Jha, and Miller (2004) developed an approach to infer¬ 
ring all variations of an attack using language-based tech¬ 
niques. We refer readers to these papers. 

Limitation of Misuse Detection 

Current misuse-detection systems usually work better 
than anomaly-detection systems for known attacks. That 
is, misuse-detection systems detect patterns of known 
attacks more accurately and generate much fewer false 
alarms. This better performance occurs because misuse- 
detection systems take advantage of explicit knowledge 
of the attacks. 

The limitation of misuse detection is that it cannot de¬ 
tect novel or unknown attacks. As a result, the computer 
systems protected solely by misuse-detection systems face 
the risk of being compromised without detecting the at¬ 
tacks. In addition, because of the requirement of explicit 
representation of attacks, misuse detection requires the 
nature of the attacks to be well understood. This implies 
that human experts must work on the analysis and repre¬ 
sentation of attacks, which is usually time consuming and 
error prone. Several ongoing works (e.g., Lee and Stolfo 
2000; Newsome, Karp, and Song 2005; Xu et al. 2005) 
are targeting this problem by automatically generating 
attack signatures and preventing attacks in-progress. 

INTRUSION-DETECTION SYSTEMS 
Host-Based Intrusion-Detection Systems 

As discussed earlier in the chapter, host-based IDSs get 
security audit data from individual hosts, and usually are 
aimed at detecting attacks against a single host. Several 
techniques we have discussed in earlier sections can be 
used for host-based IDSs—for example, the statistical 
models, the specification-based method, and the computer 
immunological approach. There are both advantages and 
disadvantages of using host-based IDSs. On the positive 
side, host-based IDSs can access more information on the 
host, and thus can usually make more accurate decisions 
about attacks. On the negative side, running a host-based 
IDS on an operational machine that runs critical services 
will add performance overheads to the host, thus degrad¬ 
ing the performance. 

There have been a lot of debates about whether host- 
based IDSs should be adopted or entirely discarded. Ad¬ 
vances in attacks and detection techniques seem to indicate 
that host-based IDSs are necessary parts of a compre¬ 
hensive defense system. There are two reasons. First, as 
discussed earlier, worms have adopted polymorphic and 
metamorphic techniques to evade detection. In both cases, 
it is difficult to identify patterns of worm attack traffic that 
do not match normal network traffic. Second, protocols 
with encryption (such as secure socket shell [SSH] and 
secure sockets layer [SSL]) are more and more widely 
adopted by Internet users. It is impossible to detect attacks 
carried in encrypted payloads through network-based 
IDSs. In contrast, it is convenient for host-based IDSs to 
get precise information about attacks, including the se¬ 
mantics of the programs that are potentially attacked. 


Intrusion Detection in 
Distributed Systems 

The rapid growth of the Internet not only provides the 
means for resource and information sharing, but it also 
brings new challenges to the intrusion-detection com¬ 
munity. Because of the complexity and the amount of 
audit data generated by large-scale systems, host-based 
IDSs, though helpful for protecting large-scale systems 
through protection of individual hosts, are not sufficient 
by themselves. It is highly desirable to have complemen¬ 
tary techniques that can detect and respond to attacks 
against large-scale systems. 

Research on intrusion detection in distributed systems 
has been focused on two essential issues: scalability and 
heterogeneity. The IDSs in large distributed systems need 
to be scalable to accommodate the large amount of audit 
data in such systems. In addition, such IDSs must be able 
to deal with heterogeneous information from component 
systems of different types and that constitute large distrib¬ 
uted systems and can cooperate with other types of IDSs. 

Research on distributed intrusion detection is being 
conducted in three main areas. First, people are building 
scalable, distributed IDSs or are extending existing IDSs 
to make them capable of being scaled up for large sys¬ 
tems. Second, network-based IDSs are being developed 
to take advantage of the standard network protocols to 
avoid heterogeneous audit data from different platforms. 
Third, standards and techniques are being developed to 
facilitate information sharing among different, possibly 
heterogeneous IDSs. 

Distributed Intrusion Detection Systems 

Early distributed IDSs collect audit data in a distributed 
manner but analyze the data in a centralized place—for 
example DIDS (Snapp et al. 1991) and ASAX (Mounji et al. 
1995). Although audit data are usually reduced before 
being sent to the central analysis unit, the scalability of 
such systems is still limited. When the size of the dis¬ 
tributed system grows large, not only might audit data 
have to travel long distances before arriving at the central 
place, but the central analysis component of the IDS may 
be overwhelmed by large amounts of audit data being 
generated. 

Systems such as EMERALD (Lindqvist and Porras 
1999), GrlDS (graph-based intrusion detection systems; 
Axelsson 1999), and AAFID (the autonomous agents for 
intrusion detection system; Spafford and Zamboni 2000), 
pay more attention to the scalability issue. To scale up to 
large distributed systems, these systems place IDS com¬ 
ponents in various places in a distributed system. Each 
of these components receives audit data or alerts from 
a limited number of sources (e.g., hosts or other IDS 
components), so the system is not overwhelmed by large 
amounts of audit data. Different components are often or¬ 
ganized hierarchically in a tree structure; lower-level IDS 
components disseminate their detection results to higher- 
level components, so the intrusion-related information 
from different locations can be correlated together. 

Although most of the recent distributed IDSs are de¬ 
signed to be scalable, they provide only a partial solution 
to the scalability problem. The IDS components are either 
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coordinated in an ad hoc way or are organized hierarchi¬ 
cally. Although coordinating the IDS components in an 
ad hoc way is certainly not a general solution, organizing 
the components hierarchically does not always provide 
an efficient solution, especially when the suspicious ac¬ 
tivities are spread in different, unpredictable locations in 
a large system. In a hierarchical system, when the activi¬ 
ties involved in a distributed attack fall beyond the scope 
of one IDS component, the audit data possibly related 
to the attack will have to be forwarded to a higher-level 
IDS component to be correlated with data from other 
places. In a worst-case scenario, the audit data may have 
to be forwarded several times before arriving at a place 
where the data can finally be correlated with the related 
information. This process not only wastes the network’s 
bandwidth, it also limits the scalability of the detection of 
distributed attacks. 

Abstraction-based intrusion detection (Ning, Jajodia, 
and Wang 2001) addresses this problem by generating a 
hierarchy of IDS components dynamically rather than 
statically. Intuitively, this method defines attack signa¬ 
tures as generic patterns (called "generic signatures") of 
abstract events that may be observed in different places 
in a distributed system. When a particular type of attack 
is to be detected in a distributed system, the correspond¬ 
ing generic signature is mapped to the specific systems. 
The resulting signature is called a “specific signature.” 
This method then decomposes the specific signature into 
components called "detection tasks,” each of which cor¬ 
responds to the intrusion-detection activities required to 
process a type of event involved in the attack. A coordi¬ 
nation mechanism is developed to arrange the messages 
passing between the detection tasks, so the distributed 
detection of attacks is equivalent to having all events proc¬ 
essed in a central place. The abstraction-based method is 
more flexible and more efficient than the previous meth¬ 
ods; however, it is limited in that it is applicable only to 
misuse detection. 

Network-Based Intrusion-Detection Systems 

Network-based IDSs collect audit data from the net¬ 
work traffic, in contrast to host-based IDSs, which usu¬ 
ally collect audit data from host audit trails. Examples 
of network-based IDSs include NSM (Network Security 
Monitor; Axelsson 1999), NetSTAT (Vigna and Kemmerer 
1999), and Bro (Axelsson 1999). 

One challenge that network-based intrusion detection 
is facing is the speed of high-performance networks, 
which makes it very difficult to capture the network traffic, 
let alone perform intrusion detection in real time. Sev¬ 
eral efforts have addressed enabling intrusion detection 
in high-speed networks. Snort, an open source IDS that 
specializes in network intrusion detection (Snort 2002), 
was developed by Roesch (1999). It uses a fast pattern¬ 
matching algorithm to detect network misuse. However, 
early versions of Snort detected attacks individually, and 
its performance degrades when the number of attack sig¬ 
natures (rules) increases. Since version 1.9, Snort has in¬ 
corporated new pattern-matching algorithms to address 
this problem. 

Sekar et al. (1999) developed a high-performance 
network-IDS-based on an efficient pattern-matching 


algorithm. A distinguishing feature is that the perform¬ 
ance of the system is independent of the number of mis¬ 
use rules (signatures). 

Kruegel et al. (2002) proposed a partition approach 
to intrusion detection that supports misuse detection on 
high-speed network links. This approach is based on a 
slicing mechanism that divides the overall network traffic 
into subsets of manageable size. Thus, each subset can 
be processed by one or several misuse-detection systems. 
The traffic partitioning is done such that each subset of 
the network traffic contains all the evidence necessary to 
detect a specific attack. 

Network-based IDSs offer several advantages. First, 
network-based IDSs can take advantage of the standard 
structure of network protocols, such as TCP/IR This is a 
good way to avoid the confusion resulting from hetero¬ 
geneity in a distributed system. Second, network-based 
IDSs usually run on a separate (dedicated) computer; 
thus, they do not consume the resources of the comput¬ 
ers that are being protected. 

Conversely, network-based IDS are not silver bullets. 
First, because these IDSs do not use host-based infor¬ 
mation, they may miss the opportunity to detect some 
attacks. For example, network-based IDSs cannot detect 
an attack launched from a console. Second, the standard 
network protocols do not solve the entire problem related 
to the heterogeneity of distributed systems because of the 
variety of application protocols and systems that use 
these protocols. For example, network-based IDSs must 
understand the UNIX shell commands if their goal is to 
monitor intrusive remote log-ins. As another example, net¬ 
work-based IDSs usually describe the suspicious network 
activities using the structure of the packet that standard 
network protocols such as TCP/IP support, which makes 
the specification of the suspicious activities to be detected 
very difficult. 

Network-based IDSs have the same scalability prob¬ 
lem as do general distributed IDSs. For example, existing 
network-based IDSs analyze network traffic data in a cen¬ 
tralized place, as was done by the early distributed IDSs, 
although they may collect data from various places in the 
network. This structure limits the scale of the distributed 
systems that such IDSs can protect. 

Sharing Information among Intrusion-Detection 
Systems 

With the deployment of so many commercial IDSs, these 
IDSs must be able to share information so that they can 
interact and thus achieve better performance than if they 
were operating in isolation. Research and development 
activities are currently under way to enable different, 
possibly heterogeneous, IDSs to share information. 

The common intrusion-detection framework (CIDF) 
was developed to enable different intrusion detection and 
response (IDR) components to interoperate and share in¬ 
formation and resources (Porras et al. 1999). It began as 
a part of the Defense Advanced Research Project Agency 
(DARPA) Information Survivability program, with a fo¬ 
cus on allowing DARPA projects to work together. CIDF 
considers IDR systems as composed of four types of com¬ 
ponents that communicate via message passing: event 
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generators (E-boxes), event analyzers (A-boxes), event 
databases (D-boxes), and response units (R-boxes). A 
communication framework and a common intrusion- 
specification language are provided to assist the interop¬ 
eration among CIDF components. 

Researchers involved in CIDF started an Intrusion 
Detection Working Group (IDWG) in the Internet Engi¬ 
neering Task Force (IETF), trying to bring the impact of 
CIDF to a broader community. The IDWG has been work¬ 
ing to develop data formats and exchange procedures for 
sharing information among IDSs, response systems, and 
management systems. The extensible markup language 
(XML) has been chosen to provide the common format, 
and an intrusion-detection message exchange format 
(IDMEF) has been defined in an Internet draft. The IDWG 
uses the blocks extensible exchange protocol (BEEP) as 
the application protocol framework for exchanging intru¬ 
sion-detection messages between different systems; an 
intrusion-detection exchange protocol (IDXP) is speci¬ 
fied as a BEEP profile, and a tunnel profile is provided to 
enable different systems to exchange messages through 
hre walls. 

Another effort in sharing information among different 
IDSs is the Hummer project (Frincke et al. 1998). In par¬ 
ticular, the relationships among different IDSs (e.g., peer, 
friend, manager/subordinate) and policy issues (e.g., ac¬ 
cess-control policy, cooperation policy) were studied, and 
a prototype system, HummingBird, was developed to ad¬ 
dress these issues. A limitation of the Hummer project 
is that it addresses only the general data-sharing issue; 
what information needs to be shared and how the infor¬ 
mation would be used are out of its scope. Thus, it should 
be used along with mechanisms such as IDIAN (Feiertag 
et al. 2000) and the decentralized coordination mecha¬ 
nism in the abstraction-based approach (Ning, Jajodia, 
and Wang 2001). 

There are several ongoing efforts to facilitate the shar¬ 
ing of intrusion related data. Examples include DShield 
(http://www.dshield.org) and the PREDICT project (http:// 
www.predict.org). A common goal of these projects is to 
collect data about intrusions from different regions and 
different organizations to facilitate intrusion analysis. 
However, these activities also raised legal and privacy con¬ 
cerns of the organizations that provide such data. Several 
research groups have investigated techniques that can al¬ 
low access to the valuable information and at the same 
time can protect the privacy of the data providers (Lincoln 
et al. 2004; Xu and Ning 2005) 

INTRUSION-ALERT CORRELATION 

Traditional IDSs focus on low-level attacks or anoma¬ 
lies, and raise alerts independently, though there may be 
logical connections between them. In situations in which 
there are intensive attacks, not only will actual alerts be 
mixed with false alerts, but the number of alerts will also 
become unmanageable. As a result, it is difficult for hu¬ 
man users or intrusion-response systems to understand 
the alerts and take appropriate actions. Therefore, it 
is necessary to develop techniques to correlate IDS alerts 
and construct attack scenarios (i.e., steps that attackers 
use in their attacks) to facilitate intrusion analysis. 


In this section, we first give a brief overview of the tech¬ 
niques for intrusion-alert correlation, and then present 
in more detail one approach that correlates intrusion 
alerts based on prerequisites and consequences of known 
attacks. 

Techniques for intrusion-alert correlation can be di¬ 
vided into several classes. The first class of approaches 
(e.g.. Spice [Staniford, Hoagland, and McAlerney 2002] 
and probabilistic alert correlation [Valdes and Skinner 
2001]) correlates IDS alerts based on the similarities be¬ 
tween alert attributes. They usually require a distance 
function to measure the similarity between two IDS alerts 
based on the alert attribute values, and correlate two 
alerts together if the distance between them is less than a 
certain threshold. Though they are effective for clustering 
similar alerts (e.g., alerts with the same source and desti¬ 
nation IP addresses), they cannot fully discover the causal 
relationships between related alerts. 

The second class of methods (e.g., correlation based 
on STATL [Eckmann, Vigna, and Kemmerer, 2002]) per¬ 
forms alert correlation based on attack scenarios specified 
by human users, or learned from training data sets. Such 
methods are essentially extensions to misuse detection. 
Similar to misuse detection, intrusion-alert correlation 
based on known scenarios are effective in recognizing 
known attack scenarios, but are also restricted to known 
attack scenarios, or those that can be generalized from 
known scenarios. A variation in this class uses a conse¬ 
quence mechanism to specify what types of attacks may 
follow a given attack, partially addressing this problem 
(Debar and Wespi, 2001). 

The third class of methods (e.g., JIGSAW [Templeton and 
Levitt 2000], the MIRADOR correlation method [Cuppens 
and Miege 2002], and the correlation method based on 
prerequisites and consequences of attacks [Ning, Cui, and 
Reeves, 2002]) targets recognition of multistage attacks; it 
correlates alerts if the prerequisites of some later alerts are 
satisfied by the consequences of some earlier alerts. Such 
methods can potentially uncover the causal relationship 
between alerts, and are not restricted to known attack sce¬ 
narios. We will discuss one such method in detail later in 
this chapter. 

The fourth class of methods attempts to correlate 
alerts (including IDS alerts) from multiple sources, us¬ 
ing potentially complementary information to improve 
the understanding of possible intrusions. A formal model 
named M2D2 was proposed in Morin et al. (2002) to 
correlate alerts by using multiple information sources, 
including the characteristics of the monitored systems, 
the vulnerability information, the information about the 
monitoring tools, and information of the observed events. 
Because of the multiple information sources used in 
alert correlation, this method can potentially lead to bet¬ 
ter results than those simply looking at intrusion alerts. 
A mission-impact-based approach was proposed by Por- 
ras, Fong, and Valdes (2002) to correlate alerts raised 
by information security devices such as IDSs and fire¬ 
walls. A distinguishing feature of this approach is that 
it correlates the alerts with the importance of system 
assets so that attention can be focused on critical re¬ 
sources. Though methods in this class are still in their 
preliminary stage, we believe techniques in this class will 
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eventually provide the most support for intrusion-alert 
analysis. 

Intrusion-Alert Correlation Based on 
Prerequisites and Consequences of Attacks 

To further illustrate intrusion-alert correlation tech¬ 
niques, we give additional details about the alert correla¬ 
tion method based on prerequisites and consequences of 
attacks (Ning, Cui, & Reeves 2002), which one of us was 
involved in developing. 

The alert-correlation model is based on the observation 
that in series of attacks, the component attacks are usually 
not isolated, but related as different stages of the attacks, 
with the early ones preparing for the later ones. For exam¬ 
ple, an attacker has to install distributed denial of service 
(DDoS) daemon programs before he can launch a DDoS 
attack. To take advantage of this observation, it correlates 
alerts using prerequisites and consequences of the corre¬ 
sponding attacks. Intuitively, the prerequisite of an attack 
is the necessary condition for the attack to be successful. 
For example, the existence of a vulnerable service is the 
prerequisite of a remote buffer overflow attack against 
the service. Moreover, an attacker may make progress (e.g., 
install a Trojan horse program) as a result of an attack. In¬ 
formally, the possible outcome of an attack is called the 
consequence of the attack. In a series of attacks in which 
earlier ones are launched to prepare for later ones, there 
are usually connections between the consequences of the 
earlier attacks and the prerequisites of the later ones. Ac¬ 
cordingly, this method identifies the prerequisites (e.g., ex¬ 
istence of vulnerable services) and the consequences (e.g., 
discovery of vulnerable services) of attacks, and correlates 
detected attacks (i.e., alerts) by matching the consequences 
of previous alerts and the prerequisites of later ones. 

Predicates are used as basic constructs to represent 
prerequisites and consequences of attacks. For example, a 
scanning attack may discover UDP (user datagram proto¬ 
col) services vulnerable to certain buffer overflow attacks. 
We can use the predicate UDPVulnerableToBOF (VictimlP , 
VictimPort) to represent this discovery. In general, a logi¬ 
cal formula (i.e., a logical combination of predicates) is 
used to represent the prerequisite of an attack. Thus, we 
may have a prerequisite of the form UDPVulnerableTo¬ 
BOF (VictimlP , VictimPort ) Al UDPAccessibleViaFirewall 
( VictimlP, VictimPort). Similarly, a set of logical formulas 
is used to represent the consequence of an attack. 

With predicates as basic constructs, a hyper-alert type 
is used to encode our knowledge about each type of 


attack. A hyper-alert type T is a triple (fact, prerequisite, 
consequence) in which: (l)fact is a set of attribute names, 
each with an associated domain of values, (2) prerequisite 
is a logical formula whose free variables are all in fact, 
and (3) consequence is a set of logical formulas such that 
all the free variables in consequence are in fact. Intui¬ 
tively, the fact component of a hyper-alert type gives the 
information associated with the alert, prerequisite speci¬ 
fies what must be true for the attack to be successful, and 
consequence describes what could be true if the attack 
indeed happens. For brevity, we omit the domains as¬ 
sociated with attribute names when they are clear from 
context. 

Given a hyper-alert type T = (fact, prerequisite, conse¬ 
quence), a hyper-alert (instance) h of type T is a finite set 
of tuples on fact, where each tuple is associated with an 
interval-based timestamp [begin_time, end_time]. The hy¬ 
per-alert h implies that prerequisite must evaluate to True 
and all the logical formulas in consequence might evaluate 
to True for each of the tuples. The fact component of a 
hyper-alert type is essentially a relation schema (as in re¬ 
lational databases), and a hyper-alert is a relation instance 
of this schema. A hyper-alert instantiates its prerequisite 
and consequence by replacing the free variables in prereq¬ 
uisite and consequence with its specific values. Note that 
prerequisite and consequence can be instantiated multiple 
times if fact consists of multiple tuples. For example, if an 
IPSweep attack involves several IP addresses, the prereq¬ 
uisite and consequence of the corresponding hyper-alert 
type will be instantiated for each of these addresses. 

To correlate hyper-alerts, this method checks whether 
an earlier hyper-alert contributes to the prerequisite of 
a later one. Specifically, it decomposes the prerequisite 
of a hyper-alert into parts of predicates and tests whether 
the consequence of an earlier hyper-alert makes some 
parts of the prerequisite True (i.e., makes the prerequisite 
easier to satisfy). If the result is positive, then the hyper¬ 
alerts are correlated together. In the formal model, given 
an instance h of the hyper-alert type T = (fact, prerequisite, 
consequence), the prerequisite set (or consequence set) of 
h, denoted P(h) (or C(h)), is the set of all such predicates 
that appear in prerequisite (or consequence) whose argu¬ 
ments are replaced with the corresponding attribute val¬ 
ues of each tuple in h. Each element in P(h) (or C(h)) is 
associated with the timestamp of the corresponding tuple 
in h. A hyper-alert /z, prepares for hyper-alert h 2 if there ex¬ 
ist peP(h 2 ) and C QC(hf) such that for all ceC, c.end_time 
<p.begin_time and the conjunction of all the logical for¬ 
mulas in C implies p. 



Figure 1: A hyper-alert correlation graph 
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Given a sequence S of hyper-alerts, a hyper-alert h in 
S is a correlated hyper-alert if there exists another hyper¬ 
alert h’ such that either h prepares for h’ or h’ prepares 
for h. A hyper-alert correlation graph is used to represent 
a set of correlated hyper-alerts. Specifically, a hyper-alert 
correlation graph CG = (N, E) is a connected graph, where 
AT is a set of hyper-alerts and for each pair n u n 2 £N, there 
is a directed edge from npo n 2 in E if and only if n x pre¬ 
pares for 77 2 . 

Figure 1 shows one of the hyper-alert correlation graphs 
discovered in an experiment with the 2000 DARPA intru¬ 
sion-detection evaluation data sets. Each node in Figure 1 
represents a hyper-alert, where the label inside the node 
is the hyper-alert type followed by the hyper-alert ID. This 
hyper-alert correlation graph shows an attack scenario in 
which the attacker probes for vulnerable Sadmind serv¬ 
ice, compromises the vulnerable service using a buffer 
overflow attack, copies some file with Rsh, starts a DDoS 
daemon program named mstream, and finally launch a 
DDOS attack. 

CONCLUSION 

Intrusion detection continues to be an active research 
field, and it is undergoing a fast transition. Even after over 
20 years of research, the intrusion-detection community 
still faces several difficult problems. How to detect un¬ 
known patterns of attacks without generating too many 
false alerts remains an unresolved problem, although sev¬ 
eral results have shown there is a potential resolution to 
this problem. The evaluation and benchmarking of IDSs 
is also an important problem, which, once solved, may 
provide useful guidance for organizational decision mak¬ 
ers and end users. (Some results on evaluating IDSs can 
be found in McHugh [2000].) Reconstructing attack sce¬ 
narios from intrusion alerts and integration of IDSs will 
improve both the usability and the performance of IDSs. 
How to prevent attacks while detecting these attacks (i.e., 
intrusion prevention) is also a critical issue affecting the 
deployment of IDSs. Many researchers and practitioners 
are actively addressing these problems. We expect intru¬ 
sion detection to become a practical and effective solu¬ 
tion for protecting information systems. 

This chapter is by no means a complete reference for 
intrusion-detection systems; many important issues have 
not been included because of space constraints. Further 
readings are suggested at the end of this chapter. 

GLOSSARY 

Anomaly Detection: One of the two methods of intru¬ 
sion detection. Anomaly detection is based on the nor¬ 
mal behavior of a subject (e.g., a user or a system); 
any action that significantly deviates from the nor¬ 
mal behavior is considered intrusive. More generally, 
anomaly detection refers to identification of potential 
system security policy violations based on observation 
that some action or other characteristics deviate from 
normal. The underlying philosophy is that "normal” 
or acceptable behaviors and other features can be de¬ 
scribed, and deviations from them recognized. The 
other method is misuse detection. 


Audit Trail: Records a chronology of system-resource 
usage. This includes user log-in, file access, other vari¬ 
ous activities, and whether any actual or attempted 
security violations occurred. 

False Negative: An actual misuse action that the sys¬ 
tem allows to pass as non-misuse behavior. 

False Positive: Classification of an action as anomalous 
(a possible instance of misuse) when it is legitimate. 

IDS: Intrusion detection system. 

Intrusion: Any activity that violates the security policy 
of an information system, normally ascribed to a sys¬ 
tem outsider who “enters” the system to perform this 
behavior, but sometimes used more generally to cover 
any violation of policy. Also referred to as “misuse.” 

Intrusion Detection: The process of identifying intru¬ 
sions or other misuses by observing security logs, audit 
data, or other information available in computer sys¬ 
tems and/or networks. 

Intrusion-Alert Correlation: The process to identify 
related intrusion alerts and the relationship between 
them. The goal is often to reconstruct the attack sce¬ 
narios (i.e., steps of attacks) from the intrusion alerts 
reported by the IDS; alternatively, it may be used to 
recognize broad-based attacks even without regard 
to specific steps. 

Misuse Detection: One of the two methods of intru¬ 
sion detection, often but not necessarily used to scru¬ 
tinize representations of behavior. Catches intrusions 
in terms of the characteristics of known patterns of 
attacks or system vulnerabilities; any action that con¬ 
forms to the pattern of a known attack or vulnerability 
is considered intrusive. More generally, misuse detec¬ 
tion refers to identification of violations of system- 
security policy based on recognizing actions or other 
characteristics known to be associated with such viola¬ 
tions. The philosophy behind misuse detection is that 
inappropriate activities or behaviors can be character¬ 
ized, and used to detect policy violations. The other 
method is anomaly detection. 

Misuse Signature: A known pattern or attack or 
vulnerability, usually specified in a certain attack- 
specification language. 

Profile: A set of parameters used to represent the pat¬ 
tern of a subject’s (e.g., a user or a program) normal 
behavior. It is normally used to conduct anomaly de¬ 
tection. 

Security Policy: A set of rules and procedures regulat¬ 
ing the use of information, including its processing, 
storage, distribution, and presentation. 

CROSS REFERENCES 

See Authentication;Denial of Service Attacks ;Virtual Private 
Networks. 
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FURTHER READING 

This chapter serves as an introduction to intrusion 
detection. The reader may want to read more on this 
subject to gain a full picture of the state of the art of 
intrusion detection. A book titled Intrusion Detection 
(Bace 1999) gives a nice overview of intrusion-detection 
techniques and systems prior to the late 1990s. Another 
book, titled Network Intrusion Detection (Northcutt and 
Novak 2002) provides a wonderful guideline for practical 
network intrusion detection. DARPA (Defense Advanced 


Research Projects Agency) provided substantial sup¬ 
port for intrusion-detection research in the late 1990s 
and early 2000s, including the 1998 and 1999 DARPA 
Intrusion Detection Evaluation program led by research¬ 
ers at the MIT Lincoln Laboratory. DARPA-supported 
researchers made substantial progresses in intrusion 
detection, which were mostly reported in the Proceed¬ 
ings of DARPA Information Survivability Conference 
and Exposition (DISCEX) (http://csdl2.computer.org/ 
persagen/DLPublication.jsp?pubtype=p&acronym= 
DISCEX). Another good source for the recent advances 
in intrusion-detection research is the Proceedings of the 
International Symposia on Recent Advances in Intrusion 
Detection (RAID) (http://www.raid-symposium.org/). 
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INTRODUCTION 

The last decades of the twentieth century were character¬ 
ized by the rise of new technologies that support most 
of the strategic and critical activities. Energy, manufac¬ 
turing, water resources, geology, and press are just few 
applications that are evolving by leaps and bounds on 
the impulse of the computer and communication loco¬ 
motive. Having followed the mechanical and industrial 
revolutions, these developments have been so important 
that their traces are ever-present. The widespread use of 
advanced computer and network technologies has al¬ 
lowed the automation of certain key processes and the 
fast transmission of important data. Obviously, this has 
resulted in a noteworthy gain, especially in terms of time 
and effort, which magnifies productivity. Nevertheless, 
advances in these areas have also been linked to huge 
losses because of the improper use of the network com¬ 
puting infrastructure. The functionalities provided by 
the modern networked information systems have been 
exploited by attackers and victims alike. Even though 
the existing protection infrastructures are being continu¬ 
ously improved, they are overawed by the power of the 
attackers’ capabilities. 

The purpose of this chapter is to convey to the reader the 
problems of defining and modeling network attacks, 
the pervasiveness and impact of these attacks, and how 
one can develop a cost-effective security platform when 
encountering such security incidents. 

The remainder of this chapter is structured as follows. 
The section on security incidents introduces the basic 
terminology that is used throughout the chapter and 
points out the main features of network attacks. The next 
section reviews the importance of the attack outcome 
analysis. It also identifies several new attack trends. We 
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next focus on various attack techniques and discusses 
some useful attack taxonomies. The next section explains 
the need for building attack models to achieve different 
objectives (e.g., detection, prevention, reaction). And the 
subsequent section analyzes the features of two types of 
models: the preventive models and reactive models. Next, 
three major aspects of network attack response are cov¬ 
ered: building the security policy, monitoring the network 
state, and handling security incidents. A set of general 
guidelines to choose the more suitable security solutions 
is given in the section titled “Countermeasure-Selection 
Guidelines.” The final section examines the most relevant 
challenges faced by the security community. 

DESCRIPTION OF SECURITY 
INCIDENTS 

Intrusions, threats, and alerts are three concepts that are 
similar in the sense that they represent attacks; but they 
are also different because they actually refer to differ¬ 
ent aspects of the attack process. In this section, a set of 
definitions that highlight the slight differences between 
attacks, intrusions, threats, and alerts are proposed. In 
addition, the characteristics of the information conveyed 
by each of these terms are investigated. 

Threats, Alerts, and Intrusions 

A threat is any event that can result in a loss for the target 
system. It can be malevolent, accidental, or even due to a 
natural disaster. Threat modeling is an important practice 
that provides the capability to secure a network environ¬ 
ment. It is critical to be aware of the types of threats 
and how to reduce or mitigate the risk both in systems 
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and applications on network devices. In fact, reaching 
an accurate description of a specific threat clearly allows 
identifying the best techniques that protect the system 
against it. Modeling a threat mainly includes identifying 
the vulnerabilities to which it relates, and structur¬ 
ing incidents in a way that facilitates the communication 
of threat information throughout the network comput¬ 
ing environment. This turns out to be a difficult process 
because the security analyst should look for the events 
that might occur and anticipate how the malicious user 
could harm the protected system. Typically, the infor¬ 
mation that should be associated with a specific threat 
breaks into three components: probability, outcome, and 
exploited vulnerability. 

An alert can be loosely defined as a description of an 
attack that is achieved by monitoring several system pa¬ 
rameters. Alert generation is an event triggered by the 
occurrence of a network attack. The main role of alert 
generation is that it allows the security analyst to iden¬ 
tify the attacks that are carried out against the system to 
proceed to the appropriate reaction. However, the alert- 
attack association is never certain, and a single alert can 
be related to more than one attack. Hence, mechanisms 
to determine the most probable attack linked to a specific 
alert should be available. Generally, the decision errors 
that confuse the alert-based incident response break into 
two categories: (1) false positives (i.e., an alert is gener¬ 
ated in the absence of a network attack), and (2) false 
negatives (i.e., no alert is generated when an attack did 
occur). Obviously, both of these errors result in a loss, 
and their probability should be therefore minimized to 
enhance the efficiency of the intrusion-detection proc¬ 
ess. Probability defines the amount of uncertainty related 
to the attack event, and impact provides an idea about 
the severity of a specific threat. It is often assessed on the 
basis of the nature of the victim network asset. Generally, 
threats that are characterized by important probability 
and impact values are prioritized. The exploited vulner¬ 
ability should be included in the threat information to 
facilitate the countermeasure-selection process. 

To explain what an intrusion is, some fundamentals 
about security policy should be given. In its broadest defi¬ 
nition, a security policy consists of a set of rules that define 
how critical assets should be secured. Based on this defini¬ 
tion, an intrusion in an information system can be thought 
of as an activity that does not respect the system’s security 
policy. In other terms, an action that violates one or more 
security property (i.e., confidentiality, integrity, availabil¬ 
ity) of the protected system is considered as an intrusion. 
As an extension to this reasoning, an attack against a com¬ 
munication network is not perceived as an intrusion if it 
does not violate the security rules of the target system. In 
this case, the attack is not detected at the time and the 
only information available for the response team is the in¬ 
trusion outcome; consequently, novel rules should be ap¬ 
pended to the security policy to prevent future occurrences 
of the experienced attack. Typically, when a system experi¬ 
ences an attack that has not been noticed by the detection 
infrastructure, a forensic activity should be conducted in 
order to reconstitute the instruction scheme and decide 
the novel rules to append. 


Basic Attack Features 

It comes from the previous subsection that a network at¬ 
tack is rather an abstract concept, which is represented 
by some pieces of information that may vary according 
to the situation. For instance, in the context of threat 
analysis, the information one is seeking is the knowl¬ 
edge of whether a security breach has been experienced, 
and, if the answer is yes, what are the probability and the 
impact. Conversely, when studying an alert, the main con¬ 
cern is to identify the malicious action that is being car¬ 
ried out in order to react at the convenient moment and in 
a cost-effective manner. Despite the pervasiveness of net¬ 
work attacks, several fundamental characteristics should 
be taken into consideration independently from the way 
the attack is viewed. Analyzing those common features is 
helpful in the sense that it conveys a better understanding 
of both the attacker behavior and the defense capabilities. 
The most prominent attack characteristics can be sum¬ 
marized in the following points: 

Coordination 

To achieve a major objective, the attacker often com¬ 
bines multiple elementary attacks or uses several exter¬ 
nal resources. This is because organized attacks aiming 
at disrupting critical infrastructure are beyond the capa¬ 
bilities of a single attacker. Therefore, multiple attackers 
can cooperate by resource sharing, task allocation, and 
time synchronization. Obviously, such attacks are more 
difficult to detect and to counter. The most important 
problems associated with these attacks are given in the 
following: 

Coordinated attacks are difficult to detect : Many intrusion- 
detection systems (IDSs) can be defeated by coordinated 
attacks capable of breaking the attack scheme into many 
apparently inoffensive actions. For instance, if we con¬ 
sider a large set of users, hosts, processes, and threads 
with few attackers hiding a coordinated attack plan, it 
is practically impossible to discern individual attackers 
because of the huge amount of data that would be ana¬ 
lyzed. In addition, many of those attackers would appear 
to perform innocuous actions. 

Differentiating between decoy and actual attacks is difficult: 
Often, numerous attacks are conducted against a system 
in a nearly simultaneous manner. In order to mislead the 
IDS, all but a small number of these attacks are designed 
to be decoys, meaning that they are carried out for the 
sole purpose of distracting the intrusion-response system 
and consuming its resources. Decoy attacks may have 
different goals. They could: create simultaneous alerts in 
order to alter the efficiency of the intrusion response sys¬ 
tem; waste system response resources on decoy goals; or 
perform a denial-of-service attack on the IDS. 

There is a large variety of coordinated attacks : Intruders 
may attack single or multiple victims. Some attacks could 
be automatically replicated in order to accumulate more 
power. Other attacks may be carried out in parallel from 
multiple attackers (or network nodes that are under the 
control of the attacker) targeting a single victim. 
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Incomplete Knowledge 

Threats and alerts, which are often used to select the opti¬ 
mal set of countermeasures for a specific attack scenario, 
are characterized by an amount of uncertainty. This un¬ 
certainty should be taken into consideration when mak¬ 
ing decisions based on threat or alert representation of 
network attacks. Practically, threats and alerts are used 
to select the best set of countermeasures according to a 
cost-benefit balance. On the one hand, modeling a threat 
allows thwarting the attack before its occurrence by add¬ 
ing rules to the security policy. On the other hand, alerts 
provide a strong means for reacting against intrusions. 
Models used to represent threats and alerts should there¬ 
fore integrate uncertainty-handling mechanisms (e.g., 
probabilistic, fuzzy logic-based) to measure the lack of 
information about the original attack. Most of the algo¬ 
rithms proposed in the literature to deal with this aspect 
rely on uncertain decision making by associating a prob¬ 
ability of occurrence to a specific threat and a measure of 
efficiency to the intrusion-detection tool (Lee et al. 2002; 
Wei et al. 2001). 

Handling the Attack Information 

At this level, the reader may be wondering about the prac¬ 
tical use of the aforementioned attack-related concepts. 
Actually, threats and alerts are two key components of 
the risk-management framework, which consists of inte¬ 
grating security in the business process of the enterprise. 
Both threats and alerts are helpful for conducting an ef¬ 
ficient and cost-effective decision-making process. In the 
following, we underline the importance of threat and 
alert analysis in the risk-management process. 

Generally, risk analysis breaks into three elementary 
activities (Hamdi and Boudriga 2005, Computer and 
network security risk management): (1) threat analysis, 
which consists of estimating the probability, outcome, and 
exploited vulnerability associated with a threat, (2) busi¬ 
ness impact analysis (BIA), which consists of evaluating 
the effect of the occurrence an attack against a given as¬ 
set, and (3) cost-benefit analysis (CBA), which consists of 
comparing the cost and the benefit of the available coun¬ 
termeasures to select the most convenient ones. The two 
last aspects are beyond the scope of this chapter, and will 
not be detailed. 

Peltier (2001) affirmed that threat analysis should 
involve the examination of three basic elements: (1) the 
agent, which is the entity that carries out the attack, (2) 
the motive, which is the reason that causes the agent to 
act, and (3) the results, which are the outcomes of the oc¬ 
currence of the attack. Another element that can be added 
to the aforementioned ones is the attack mechanism. This 
key factor can serve to differentiate between threats that 
share the same agent, motive, and results by highlighting 
the weakness that would be exploited by the attacker. In 
addition, analyzing the steps to carry out a harmful ac¬ 
tion is helpful for automating several tasks, such as the 
selection of appropriate solutions. Threat modeling has 
often been linked to the vulnerability-analysis process, 
which consists of identifying the security breaches in a spe¬ 
cific system. This encompasses a security assessment that 


takes into account operating systems (OSs), applications, 
protocols, and network topologies. Consequently, a huge 
amount of data must be accurately collected and scanned. 
Unfortunately, most of the existing risk-management 
(RM) methods reduce vulnerability analysis to vulner¬ 
ability identification and thus subordinate many key is¬ 
sues. For example, OCTAVE (Alberts and Dorofee 2002) 
defines this activity as "running vulnerability evaluation 
tools on selected infrastructure components." A similar 
definition has been given by Ozier (1999): “This task in¬ 
cludes the qualitative identification of vulnerabilities that 
could increase the frequency or impact of threat event(s) 
affecting the target environment." It appears from these 
definitions that the goal of vulnerability analysis has been 
commonly viewed as ascertaining the existence of a set of 
vulnerabilities in several components of a given system. 
In other terms, the risk analyst has to map some elements 
of the vulnerability library to each asset of the studied 
system. Nevertheless, this task can be more skillfully ap¬ 
plied by considering the following concepts: 

Vulnerability-Detection Strategies 

Security specialists should be aware of the various test¬ 
ing methods that can be applied to detect vulnerabilities. 
The choice of a testing strategy depends on the nature of 
the weakness and the characteristics of the target system. 
Automated vulnerability testing strategies break into two 
categories: black-box testing and white-box testing. The 
former consists of evaluating the behavior of the system 
without having a precise idea about its constituency, 
while the latter presupposes that the source code of the 
tested entity (e.g., piece of software, OS, and commu¬ 
nication protocol) is available. Most of the existing 
vulnerability-detection methods belong to the black-box 
class (e.g., rule-based testing, penetration-based testing, 
and inference-based testing). 

Vulnerability-Identification Techniques 

Many vulnerability-detection mechanisms are available. 
Thus, the most convenient ones should be selected accord¬ 
ing to the need of the risk analyst. Many static white-box 
testing techniques have been evolved and discussed. The 
more basic one is related to the use of the gets() function 
within C programs. This function normally captures strings 
from the standard input, but it has been demonstrated to 
be vulnerable to buffer-overflow errors because it does not 
test the size of this input (Krsul, Spafford, and Tripunitara 
1998). Likewise, Bishop and Dilger (1996) focused on a 
specific type of software errors called “time-of-check-to- 
time-of-use” (TOCTTOU). These race-condition errors 
occur when a function or a piece of program is executed 
without checking to see whether it yields a secure state. 
A known example resides in set user ID (SUID)-root pro¬ 
grams in UNIX-based environments that check the access 
permissions to a file and modify it directly without check¬ 
ing to see whether this security property still holds after the 
modification. Viega et al. (2000) give 12 rules that prevent 
several errors in Java code. Ghosh et al. (1996) proposed 
a white-box dynamic security-testing technique that relies 
on two main principles: random input generation and fault 
injection. Input generation gives the risk analyst the ability 
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to generate a set of test values that will be submitted to the 
analyzed program as inputs in order to study its behavior. 
Fault injection is the process of perturbing the execution 
of a program by introducing several insecure states. 

Vulnerability-Library Structure 

The vulnerability library can contain thousands of se¬ 
curity weaknesses. Therefore, it must be structured in a 
manner to support various types of queries. Vulnerability 
information is customary structured in various manners, 
including traditional (i.e., relational) databases, mailing 
lists, and newsletters. The most important vulnerability 
databases (VDBs) are the following: 

The Computer Emergency Response Team (CERT) Adviso¬ 
ries'. CERTs publish warnings related to the most important, 
and most recent, vulnerabilities. They collect information 
about different types of security incidents. After analyzing 
these events, a report including the possible exploits and 
the related countermeasures is established. 

The MITRE Common Vulnerability and Exposures (CVE) 
list: CVE is defined as a “standardized list of names for 
vulnerabilities and other information security expo¬ 
sures.” Substantially, CVE is not a database; nevertheless, 
it is very helpful when the risk analyst uses data from 
different VDBs. Practically, within the risk-management 
framework, multiple vulnerability scanners are used for 
a more complete list of detected weaknesses. In this case, 
CVE can serve to fuse the data emanating from those 
tools into a unified list. 

The Bugtraq mailing list : This archive basically consists of 
a mailing list that allows security specialists to exchange 
information and to share their knowledge. Its main limi¬ 
tation is that the focused vulnerabilities and exploits con¬ 
cern only Windows-based operating systems. 

The NIST meta-base: The National Vulnerability Database 
is a CVE-based VDB that offers interesting search possi¬ 
bilities. It may link the user to other vulnerability data¬ 
bases where more detailed information can be found, or 
it can even redirect the user toward Web resources where 
accurate defense solutions can be found. ICAT is probably 
the most complete VDB, as it “indexes the information 
available in CERT advisories, ISS X-Force, Security Fo¬ 
cus, NTBugtraq, Bugtraq, and a variety of vendor security 
and patch bulletins.” Hence, it would be considered as a 
meta-base that can be use as a search engine rather than 
a VDB itself. 


ANALYZING THE ATTACKER'S 
OBJECTIVES 

The number of services that are (partially or completely) 
provided via modern communication infrastructures 
and information systems is growing explosively. Unfor¬ 
tunately, as these systems get more sophisticated, so do 
the attacks carried out against them. Effectively, it ap¬ 
pears that every attack is linked to one or more specific 
services. This section addresses the relationship between 
the attacker’s goals and the characteristics of the tar¬ 
get service. More precisely, several factors, such as the 


proportionality of the complexity of the attack process 
to the budget spent to conduct it will be investigated. Fi¬ 
nally, novel attack trends will be explored based on in¬ 
truder activity during recent years. 

The Attack/Service Relationship 

Several services offered by networked infrastructures are 
more vulnerable than others. This subsection provides a 
detailed discussion of the characteristics that might in¬ 
crease the attractiveness of a service to the attacker. 

First, the weakness of a service is linked to its scalabil¬ 
ity. In fact, if a service is intended for a large number of 
users, the authentication and access-control mechanisms 
that are used to protect are rarely strict. This is mainly 
for three reasons: 

1. When the number of users is important, the client 
community becomes heterogeneous and the enter¬ 
prise that manages the service should deal with a mix¬ 
ing of specialists and nonexperts And nonspecialists 
often feel reluctant to adhere to strong security poli¬ 
cies, especially when they there are additional costs 
involved as compared with the intrinsic cost of the 
service. The enterprise then chooses simple authenti¬ 
cation schemes, which are not necessarily in conform¬ 
ance with its security objectives. In addition, a wider 
and heterogeneous client community is more likely to 
include malicious users. 

2. The cost of handling the authentication credentials 
and the access-control system increases with respect 
to the size of the client population. In other words, the 
scalability of the security infrastructure itself should 
be considered. Hence, enterprises tend to avoid com¬ 
plex security mechanisms that become hard to admin¬ 
ister for a large network. 

3. If the service is distributed among multiple countries, 
the legal aspects should be discussed, and this some¬ 
times weakens the security level of the policy rules. For 
instance, consider the case in which a virtual private 
network (VPN) is used to interconnect internationally 
distributed subsidiary companies, and suppose that 
the VPN nodes are authenticated on the basis of dig¬ 
ital certificates. The problem that may arise in such 
situations is that a cross-certification agreement must 
exist between the certification authorities that gener¬ 
ate the different certificates. Such agreement is not 
usually easy to achieve because of the divergence of 
local certification laws, architectures, and policies. 

Furthermore, it appears that distributed services are more 
vulnerable to network attacks. This is due to the lack 
of security at the distributed-component level. Enterprises 
seldom dedicate additional security equipment or skilled 
staff to these components, which become key elements to 
launch various types of attacks. 

In the Arbor Worldwide ISP [Internet service provider] 
Security Survey (Arbor Networks 2005), the majority of 
respondents indicated that gambling and adult content 
Web sites are the most frequent targets of denial of serv¬ 
ice attacks. Internet relay chat (IRC) infrastructures are 
also often attacked. This means that the nature of the 
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population that connects to a specific Web site can also 
be an indicator of the threat likelihood. 

Correlating Attack Complexity and Attack 
Severity 

The Arbor Worldwide ISP Security Survey cited two ma¬ 
jor threats facing network operators: 

Distributed Denial of Service (DDoS) —The survey states 
that "Despite concern in the press and research com¬ 
munities about the evolving complexity of backbone 
attacks, most providers reported that the majority of 
DDoS attacks exhibited relatively simple brute-force 
attack vectors.” Effectively, more than 90 percent of 
the respondents reported that transmission control 
protocol (TCP) synchronization (SYN) and user da¬ 
tagram protocol (UDP) flooding attacks, which are 
among the simplest DoS techniques, are the primary 
source of threats against their infrastructures; 

Worms —Worms rank second in the list of the most re¬ 
ported attacks (Arbor Networks 2005). According to 
ISPs, the actual loss related to worms does not reside in 
their payload but rather in the network congestions they 
cause. It has been noticed that the flow corresponding 
to a single attack may range from 500 Mbps to 8 Gbps. 

Simple attacks continue to constitute the greatest source 
of damage, despite the appearance of sophisticated pro¬ 
tection tools. This idea is reinforced by the analysis of 
the dollar amount losses by type of attack reported in the 
2005 CSI/FBI threat report (Gordon et al. 2005). The 
results, which are summarized in Figure 1 show that 
viruses generated the most important losses during 2005. 
It should be also pointed out that "Unauthorized access” 
and "Proprietary information theft" have been the source 
of significant damages. 


Available protection strategies have not been very suc¬ 
cessful in limiting the impact of the attacks. One of the key 
factors is that multiple security mechanisms are needed 
to ensure an acceptable security level. These mechanisms 
should be distributed on all the network components. In 
fact, several attacks, such as worms, must be stopped at 
the client level (by installing patches and antivirus pro¬ 
grams) but also at the ISP level to avoid congestion. Secu¬ 
rity solutions should also be associated with strategies and 
guidelines that are necessary to promote the awareness of 
the enterprises' personnel. This view regarding security 
problems encompasses a division of the global networked 
infrastructure into domains that should be secured using 
different techniques. For instance, each enterprise would 
be responsible for the security of its domain, consisting of 
the assets belonging to its private network. 

Noteworthy Shifts in Network Attack 
Techniques 

In addition to the aforementioned surveys, other studies 
and surveys (Australian High Tech Crime Centre 2005; 
Department of Trade and Industry (UK) 2004) have 
shown that new trends are emerging with the appearance 
of novel attack categories and the decay of other catego¬ 
ries. In the following, six trends that have shaped the at¬ 
tackers’ behavior are discussed. 

Trend 1: Virus-Based Attacks Are Deceasing 

Figure 2 shows that the number of virus-based attacks 
has decreased considerably in the United States. This is 
confirmed by other surveys carried out in other countries 
(e.g., the United Kingdom and Australia). However, ma¬ 
licious codes, and worms in particular, have sustained 
the outcome of most of the remaining threats, especially 
from a network perspective. This means that antivirus 
programs are no longer sufficient to counter this type of 


Figure 1 : Dollar amount losses by threat type 
in the United States. Source: 2005 CSI/FBI 
threat annual report 
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Figure 2: Types of attacks experienced by U.S. enterprises. Source: CSI/FBI Annual Report, 2000-2005 


digital attack. Network-anomaly-based monitoring tools 
should be used to enhance defense capabilities. 

Trend 2: Attack Tools Are Increasingly Sophisticated 

The level of automation in attack tools continues to in¬ 
crease. Automated attacks commonly involve four phases, 
each of which is changing. 

1. Scanning for potential weaknesses. Widespread scan¬ 
ning has been common since 1997. Today, scanning 
tools are using more advanced scanning patterns to 
maximize impact and speed. 

2. Compromising vulnerable systems. Previously, the 
scanning activity was limited to vulnerability identifi¬ 
cation. To perform effective intrusions, attackers had 
to look for separate autonomous programs and scripts. 
Now, attack tools exploit vulnerabilities as a part of the 
scanning activity, which increases the speed of propa¬ 
gation. 

3. Propagating the outcome. Before 2000, attack tools 
required a person to initiate additional attack cy¬ 
cles. Today, attack tools can self-initiate new attack 
cycles. Tools like Code Red and Nimda, for example, 
self-propagate to a point of global saturation in less 
than 18 hours. 

4. Using composite attacks. Since 1999, with the advent 
of distributed attack tools, attackers have been able to 
manage and coordinate large numbers of deployed at¬ 
tack tools distributed across many Internet systems. 
Today, distributed attack tools are capable of launch¬ 
ing denial of service attacks more efficiently, scanning 
for potential victims and compromising vulnerable 
systems. Coordination functions now take advantage 
of readily available, public communications protocols 


such as Internet relay chat (IRC) and instant messag¬ 
ing (IM). 

Trend 3: Attacks Are Becoming More Robust against 
Detection Mechanisms 

Attack-tool developers are using more advanced tech¬ 
niques than previously. Attack-tool signatures are more 
difficult to discover through analysis and more difficult to 
detect through signature-based systems such as antivirus 
software and intrusion-detection systems. Three impor¬ 
tant characteristics are the antiforensic nature, dynamic 
behavior, and modularity of the tools. 

1. Antiforensics. Attackers use techniques that obfuscate 
the nature of attack tools. This makes it more difficult 
and time consuming for security experts to analyze 
new attack tools and to understand new and rapidly 
developing threats. Analysis often includes laboratory 
testing and reverse engineering. 

2. Dynamic behavior. Early attack tools performed at¬ 
tack steps in single defined sequences. Todays auto¬ 
mated attack tools can vary their patterns and behav¬ 
iors based on random selection, predefined decision 
paths, or through direct intruder management. 

3. Modularity of attack tools. Unlike early attack tools 
that implemented one type of attack, tools now can be 
changed quickly by upgrading or replacing portions 
of the tool. This causes rapidly evolving attacks and, 
at the extreme, polymorphic tools that self-evolve to be 
different in each instance. 

In addition, attack tools are more commonly being devel¬ 
oped to execute on multiple operating system platforms. As 
an example of the difficulties posed by sophisticated attack 
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tools, many common tools use protocols like IRC or HTTP 
(hypertext transfer protocol) to send data or commands 
from the intruder to compromised hosts. As a result, it has 
become increasingly difficult to distinguish attack signa¬ 
tures from normal, legitimate network traffic. 

Security of a networked system is, by nature, highly 
dependent on the security of the elementary components. 
Each Internet system’s exposure to attack depends on the 
state of security of the rest of the systems attached to 
the global Internet. Because of the advances in attack 
technology, a single attacker can relatively easily use a 
large number of distributed systems to launch devastating 
attacks against a single victim. As the automation of de¬ 
ployment and the sophistication of attack-tool manage¬ 
ment both increase, the asymmetric nature of the emerging 
threats will continue to grow. There are three basic types 
of asymmetric attacks: 

• consumption of computational resources, such as 
bandwidth, disk space, or CPU time 

• disruption of configuration information, such as rout¬ 
ing information 

• disruption of physical network components 

Trend 4: Firewalls and IDSs Are Increasingly 
Permeable 

Firewalls are often relied on to provide primary protec¬ 
tion from intruders. However, technologies are being 
designed to bypass typical firewall configurations; for 
example, IPP (the Internet printing protocol) and Web- 
DAV (Web-based distributed authoring and versioning). 
In addition, some protocols marketed as being “firewall- 
friendly” are, in reality, designed to bypass typical fire¬ 
wall configurations. 

Certain aspects of “mobile-code” (ActiveX controls, 
Java, and JavaScript) make it difficult for vulnerable sys¬ 
tems to be protected and malicious software to be discov¬ 
ered. Furthermore, IDSs are being continuously targeted 
by several evasive attacks. Evasion is not only the process 
of totally concealing an attack but it can also be a tech¬ 
nique to make an attack appear less threatening than it 
really is. Attacks based on basic string matching weak¬ 
nesses are among the easiest to implement and under¬ 
stand. Signature-based IDS devices rely almost entirely 
on string matching, and breaking the string match of a 
poorly written signature is trivial. Polymorphic shell code 
is a more dangerous, recently developed evasion tactic 
that IDS devices cannot so easily defend against. This 
technique is limited to buffer overflows, and is much more 
effective against signature-based systems than against 
anomaly-based or protocol analysis-based systems. 

Trend 5: Decreasing Threat from Internal Attacks 

Figure 3 shows that the number of attacks from outside 
the victim enterprises decreased in the United States dur¬ 
ing 2005. The Australian 2005 threat report corroborates 
this result, as the sources of 81 percent of attacks against 
Australian enterprises were external versus internal (37 
percent). Nonetheless, fewer respondents experienced 
external incidents as compared with 2004 and 2003 (88 
percent and 90 percent, respectively). 



Figure 3: Number of attacks from inside and outside sources 


Trend 6: Increasing Threat from Infrastructure Attacks 

Infrastructure attacks broadly affect key components 
of the Internet. They are of increasing concern because of 
the number of organizations and users on the Internet 
and their increasing dependency on the Internet to carry 
out day-to-day business. Four types of infrastructure 
attacks are described briefly below. 

Attack 1: Distributed denial of service. Denial-of-service 
attacks use multiple systems to attack one or more victim 
systems with the intent of denying service to legitimate 
users of those systems. The degree of automation in at¬ 
tack tools enables a single attacker to install their tools 
and control tens of thousands of compromised systems 
for use in attacks. 

Intruders often search address blocks known to con¬ 
tain high concentrations of vulnerable systems with high¬ 
speed connections. Cable modem, digital subscriber line 
(DSL), and university address blocks are increasingly tar¬ 
geted by intruders planning to install their attack tools. 
Denial-of-service attacks are effective because the Inter¬ 
net is composed of limited and consumable resources, 
and Internet security is highly interdependent. 

Attack 2: Worms. A worm is self-propagating malicious 
code. Unlike a virus, which requires a user to do some¬ 
thing to continue the propagation, a worm can propagate 
by itself. The highly automated nature of the worms cou¬ 
pled with the relatively widespread nature of the vulner¬ 
abilities they exploit allows a large number of systems to 
be compromised within a matter of hours (for example, 
Code Red infected more than 250,000 systems in just 9 
hours on July 19, 2001). Some worms include built-in 
denial-of-service attack payloads (e.g., Code Red) or Web¬ 
site defacement payloads (sadmind/IIS, Code Red); and 
others have dynamic configuration capabilities (W32/ 
Leaves). But the biggest impact of these worms is that 
their propagation effectively creates a denial of service in 
many parts of the Internet because of the huge amounts 
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of scan traffic generated, and they cause much collateral 
damage (examples include DSL routers that crash; cable 
modem ISPs whose networks are completely overloaded, 
not by the scanning itself but by the burst of underlying 
network-management traffic that the scanning triggers; 
and printers that crash or print reams of junk output). 

Attack 3: Attacks on the Internet Domain Name 
System (DNS). DNS is the distributed, hierarchical global 
directory that translates names (www.example.com) to 
numeric IP addresses (192.168.13.2). The top two layers 
of the hierarchy are critical to the operation of the Inter¬ 
net. In the top layer are thirteen root-name servers. Next 
are the top-level domain (TLD) servers, which are au¬ 
thoritative for .com, .net, etc., as well as the country code 
TLDs (ccTLDs—.us, .uk, .tn, etc). Threats to DNS include 
the following: 

Cache poisoning: If DNS is made to cache bogus infor¬ 
mation, the attacker can redirect traffic intended for a 
legitimate site to a site under the attacker’s control. A 
survey by the CERT/Coordination Center shows that over 
80 percent of the TLDs are running on servers that are 
potentially vulnerable to this form of attack. 
Compromised data'. Attackers compromise vulnerable 
DNS servers, giving the attackers the ability to modify 
the data served to users. Many of the TLD servers run a 
software program called Berkeley Internet Name Domain, 
in which vulnerabilities are discovered regularly. A 
CERT/Coordination Center survey indicates that at least 
20 percent of TLDs are running on vulnerable servers; 
another 70 percent are "status unknown.” 

Denial of sendee: A large denial-of-service attack on 
some of the name servers for a TLD (for example, .com) 
could cause widespread Internet slowdowns or effective 
outages. 

Domain hijacking: By leveraging insecure mechanisms 
used by customers to update their domain registration 
information, attackers can co-opt the domain registra¬ 
tion processes to take control of legitimate domains. 

Attack 4: Attacks Against or Using Routers. Routers are 
specialized computers that direct traffic on the Internet 
(similar to mail-routing facilities in the postal service). 
Threats fall into the following categories: 

Routers as attack platforms: Intruders use poorly secured 
routers as platforms for generating attack traffic at other 
sites, or for scanning or reconnaissance. 

Denial of sendee: Although routers are designed to pass 
large amounts of traffic through them, they often are not 
capable of handling the same amount of traffic directed at 
them. (Think of it as the difference between sorting mail 
and reading it.) Intruders take advantage of this char¬ 
acteristic by attacking the routers that lead into a net¬ 
work rather than attacking the systems on the network 
directly. 

Exploitation of trust relationship between routers: For 
routers to do their job, they have to know where to send 
the traffic they receive. They do this by sharing routing 
information between them, which requires the routers 


to trust the information they receive from their peers. 
As a result, it would be relatively easy for an attacker to 
modify, delete, or inject routes into the global Internet 
routing tables to redirect traffic destined for one network 
to another, effectively causing a denial of service to both 
(one because no traffic is being routed to it, and the other 
because it is getting more traffic than it should). Although 
the technology has been widely available for some time, 
many networks (ISPs and large corporations) do not pro¬ 
tect themselves with the strong encryption and authenti¬ 
cation features available on the routers. 


ATTACK TECHNIQUES 

This section discusses some of the most known attack 
schemes and shows, through concrete examples, how 
these attacks can be combined. For a more extensive idea 
about these attacks, the reader should refer to Anderson 
(2001) and Huang and Lee (2004). 

Most-Cited Attacks 

The most-cited attacks can be classified into six catego¬ 
ries based on the technique they use. 

Flooding Attacks 

These attacks use the nature of a communication proto¬ 
col and flood a target with a specific packet. Three flood¬ 
ing attacks can be considered: 

• SYN flood: The SYN flood attack consists simply of send¬ 
ing a large number of SYN packets and never acknowl¬ 
edging any of the replies (i.e., SYN-ACK). This violation 
of the TCP handshake leads the recipient to accumulate 
more records of SYN packets than the software (imple¬ 
menting the TCP/IP stack) can handle. The most popular 
version of the attack does not reveal the actual IP ad¬ 
dress of the hacker. In fact, the return address associated 
with the initial SYN packets is in this case not valid; there¬ 
fore, the victim would return the SYN-ACK packet to 
an address that does not respond or even does not exist. 
A technical fix, called SYNcookie, has been found and 
incorporated in the Linux OS in 1996 (since, it has been 
extended to some other OSs). Rather than keeping a 
copy of the incoming SYN packet, the victim simply 
uses a sequence number that is derived from the se¬ 
quence number of the attacker (i.e., the host that initi¬ 
ates the connection). 

• Smurf attack: This attack exploits the Internet control 
message protocol (ICMP), which enables users to send 
an echo packet to a remote host to check whether it is 
alive. The problem arises with broadcast addresses that 
correspond to more than one host. Some implementa¬ 
tions of the Internet protocols respond to pings to both 
the broadcast address and their local address (the idea 
was to test a local area network [LAN] to gather the hosts 
that are alive). The attack is to construct a packet with the 
source address forged to be that of the victim, and send 
it to a number of Smurf amplifiers that will each respond 
(if alive) by sending a packet to the target; this can swamp 
the target with more packets than it can cope with. 
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• Tribe Flood Network (TFN): TFN is made up of client 
and daemon programs, which implement a distributed 
network denial of service tool capable of waging ICMP 
flood, SYN flood, UDP flood, and Smurf style attacks. 
The attacker(s) control one or more clients, each of 
which can control many daemons. The daemons are all 
instructed to coordinate a packet-based attack against 
one or more victim systems by the client. This reduces 
the chances of the victim to “survive” the flooding at¬ 
tack because it would face hundreds (even thousands) 
of machines instead of a single attacker. This type of 
attack also hides the identity of the attack source. 

Buffer-Overflow Attacks 

The attacks exploit the procedure call flow to execute no- 
nauthorized commands. From one point of view, a pro¬ 
cedure call alters the flow of control just as a jump does, 
but unlike a jump, when finished performing its task, a 
function returns control to the statement or instruction 
following the call. Basically, a buffer overflow is the result 
of stuffing more data into a buffer than it can handle. It 
allows the attacker to change the return address of a func¬ 
tion so that the attacker can change the flow of execution 
of the program. Typically, the return pointer of a given 
function is replaced by the address of the nonauthorized 
process (or command) that the attacker wants to execute. 

Spoofing Attacks 

In a spooling attack, a user appears to be someone else— 
that is, the attacker fakes his identity to be that of a le¬ 
gitimate user. Because of spoofing, that attacker is able 
to manipulate packets so that they appear to come from 
another system or network. Thus, spoofing could include 
spoofing an internal network IP address or return e-mail 
address. This attack technique is customarily used to pre¬ 
pare for perpetrating flooding or other denial-of-service 
attacks. Spoofing covers a large category of computer at¬ 
tacks. It basically stands for identity falsification or mas¬ 
querading. This attack class includes IP address spoofing, 
session highjacking, DNS spoofing, sequence-number 
spoofing, and replay attacks. 

For example, in the case of sequence-number spoofing, 
the attacker must monitor the packets sent from A to B and 
then guess the sequence number of the packets. Then the 
attacker knocks out A with spoofed packets, claiming to 
have the address of A. As firewall can defend against spoof 
attacks when it has been configured with knowledge of 
all the IP addresses connected to each of its interfaces. It 
can then detect a spoofed packet if it arrives from an in¬ 
terface that is not known to be connected to that interface. 
Many carelessly designed protocols are subject to spoof at¬ 
tacks, including many of those used on the Internet. 

Another kind of spoofing is "Web page spoofing,” also 
known as phishing. In this attack, a Web page is made to 
look like a legitimate server, but is owned and operated 
by someone else. This attack is intended to make victims 
think that they are connected to a trusted site. Typically, a 
payment system’s log-in page might be spoofed, allowing 
the attacker to harvest user names and passwords. This is 
often performed with the aid of DNS cache poisoning in 
order to direct the user away from the legitimate site and 
to the false one. Once the user puts in her password, the 


attack-code reports a password error, and then redirects 
the user back to the legitimate site. 

Sniffing Attacks 

Sniffing attacks use protocol analyzers to capture net¬ 
work traffic for passwords and other confidential data. In 
many network setups, it is possible for any machine on a 
given network to hear the traffic for every machine on that 
network. This is true for most Ethernet-based networks, 
and Ethernet is by far the most common LAN technology 
in use today. This characteristic of Ethernet is especially 
dangerous, because most of the protocols in use today are 
unencrypted. As a result, the data sent and received are 
there for anybody to snoop on. These data include files 
accessed via network file systems, passwords sent to re¬ 
mote systems during Telnet, file transfer protocol (FTP), 
and rlogin sessions; e-mail sent and received; and so on. A 
password sniffer is a program that takes advantage of this 
characteristic to monitor all of the IP traffic on its part 
of the network. By capturing the first 128bytes of every 
FTP or Telnet session, for example, password sniffers can 
easily pick up your username and password as you type 
them. Password sniffers may use programs provided for 
network debugging as building blocks, or may be writ¬ 
ten to use the services directly. Special-purpose password 
sniffing toolkits are widely available to attackers. 

The danger of password sniffing attacks is in their 
rapid spread. Favorite targets for sniffers are network pro¬ 
viders and public access systems, in which the volume of 
Telnet and FTP connections is huge. One sniffer on large 
public access systems can collect thousands of sniffed ac¬ 
count names and passwords, and then compromise every 
system accessed. Even if your systems are as secure as 
possible and your user passwords are not guessable, you 
can be infected by a packet sniffer running at any site that 
your users can log in from, or at any site their packets will 
cross to get to you. 

Sniffing attacks are among the most difficult to handle 
because the use of sniffing software can seldom be pro¬ 
hibited. Sniffers have many legitimate uses that system 
administrators should be aware of. They can be used to 
find what computers on the network are causing prob¬ 
lems, such as using too much bandwidth, having the 
wrong network settings, or running malware. 

Scanning Attacks 

A port scan is one of the most popular reconnaissance 
techniques attackers use to discover services they can 
break into. All machines connected to a LAN or Internet 
run many services that listen at well-known and not-so- 
well-known ports. A port scan helps the attacker find 
which ports are available (i.e., what service might be list¬ 
ing to a port). Essentially, a port scan consists of sending a 
message to each port, one at a time. The kind of response 
received indicates whether the port is used and can there¬ 
fore be probed further for weakness. 

Routing Attacks in Mobile Ad Hoc Networks 

In an ad hoc network, a malicious node intentionally drops 
control packets, misroutes data, or disseminates incorrect 
information about its neighbors and/or its prediscovered 
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routing capabilities to particular destinations. An attacker 
might try to: 

• forge messages by spoofing originator or destination 
addresses 

• signal false route errors or modify route error messages 

• alter or replace originator, destination or sender ad¬ 
dresses in routed messages 

The attacker might also try to consume network re¬ 
sources by: 

• initiating large numbers of route requests to bogus 
destinations in order to exhaust the resources of the 
network 

• playing the “gray hole attack" or “selective dropping” 
of packets, resulting in increased numbers of route re¬ 
quests from neighbor nodes that have limited routing 
capabilities, exhausting neighbors’ resources 

Network Attack Taxonomies 

In the early security approaches, security incidents were 
broken into categories of disclosure of confidential in¬ 
formation (loss of confidentiality), loss of integrity, and 
denial-of-service (DoS [loss of availability]) attacks 
(Amoroso 1994). However, with the spread of sophisti¬ 
cated attack techniques, one could assert that some other 
form of taxonomies needed to be developed. This section 
will review the most important taxonomies in the litera¬ 
ture describing types of computer misuse and the per¬ 
petrators who perform that misuse. The taxonomies of 
Anderson (1980) and Neumann and Parker (1989) are 
covered; as well as the extension of Neumann and Parker 
made by Lindqvist and Jonsson (1998) and the network 
security taxonomy of Jayaram and Morse (1997). 

Anderson's Penetration Matrix 

This taxonomy develops a four-cell matrix that covers the 
types of penetrators, based on whether they are author¬ 
ized to use the computer and the data/program source. 
Relying on this idea, three major attack classes have been 
considered: 

Class A: External Penetration, referring to attacks that 
are sourced from the protected system itself 
Class B: Internal Penetration, referring to attacks that are 
sourced from outside the protected system: 

a. The masquerader (defeats procedural controls) 

b. The legitimate user 

c. The clandestine user (defeats logical controls) 

Class C: Misfeasance (authorized action in an improper 
way) 

Neumann and Parker's Method 

In 1989, Neumann and Parker published, “A Summary 
of Computer Misuse Techniques," in which they outlined 
a series of classes of computer misuse from their data of 
about 3000 cases over nearly twenty years. Nine catego¬ 
ries of computer misuse, referred to as NP1 to NP9 have 


been considered. They mainly address the source or tech¬ 
nique used to achieve a misuse: 

NP1: external 
NP2: hardware misuse 
NP3: masquerading 
NP4: pest programs 
NP5: bypasses 
NP6: active misuse 
NP7: passive misuse 
NP8: inactive misuse 
NP9: indirect misuse 

Lindqvist's Extension 

Lindqvist and Jonsson (1998) extended Neumann and 
Parker’s method by expanding categories NP5 (bypass¬ 
ing intended controls), NP6 (active misuse of resources), 
and NP7 (passive misuse of resources). They introduced 
the concept of dimension: attacks have certain intrusion 
techniques and certain intrusion results. Their extensions 
of Neumann and Parker’s categories NP5 to NP7, along 
with their intrusion techniques is given in Lindqvist and 
Johnsson (1997). 

Jayaram and Morse's Network Security Taxonomy 

Jayaram and Morse (1997) developed a taxonomy of se¬ 
curity threats to networks including five classes: 

Physical. Security breach arising from the theft of com¬ 
ponents and systems, often perpetrated through imper¬ 
sonation. 

System Weak Spots: Weak spots in operating systems or 
other system software that a perpetrator exploits for un¬ 
authorized access to the systems. 

Malign Programs: A perpetrator embeds malevolent pro¬ 
grams (viruses, for example) in a system with the inten¬ 
tion of causing destruction to the information carried by 
the system. 

Access Rights: Legitimate user’s identity usurped by “ac¬ 
quiring” user’s access rights through password traps, pass¬ 
word cracking, etc. to gain illegitimate access to system 
resources. 

Communication-based. Network connectivity opens up op¬ 
portunities for illegal information access through such 
means as eavesdropping, spoofing, etc. 

NEED FOR ATTACK MODELS 

Attack models are mainly needed to prevent the occur¬ 
rence of threats, to react against network intrusions, or 
to perform a digital investigation after an intrusion has 
occurred. These models should particularly allow: 

• Representing complex attacks by combining elemen¬ 
tary attacks and addressing the dependencies that may 
be noticed between the actions engaged by a complex 
attack. 

• Selecting the appropriate security decisions that pre¬ 
vent threats from occurring based on a decision¬ 
making process using various criteria. 
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• Identifying the reactions that make the system re¬ 
cover to its initial state after a security incident has 
occurred. 

• Detecting the occurrence of harmful events by allowing 
the management of metrics monitoring system activity 
and reasoning about sensor performances. 

• Proving evidence of harmful intrusions by tracing 
activities, marking activities, inspecting logs, storing 
appropriate events, and considering relations with legal 
issues. 

Representing attacks against computer networks is 
among the most challenging tasks of the risk analyst. The 
representation should cope with the nature of the link 
between the actions composing an attack, the number 
of actions, and the size of the target systems. This stems 
from the intrinsic complexity of these attacks, which can 
be reduced to the following points: 

1. A corresponding predictive model would be hard to 
evolve because network attacks are conducted by hu¬ 
mans. Unlike most of the natural behaviors, human 
thoughts cannot be easily translated into a formal 
representation. Most of the existing methods assume 
the existence of an attack database without addressing 
this issue. 

2. Attacks are seldom performed in a single step. Attack¬ 
ers often follow a structured method to achieve mali¬ 
cious acts. Hence, the risk analyst should establish 
various kinds of links between elementary threats (e.g., 
causality, time precedence). The major shortcoming of 
the traditional approaches is that they do not integrate 
security countermeasures and enterprise resources 
as a part of the expert knowledge related to attack 
scenarios. 

3. Attacks belonging to the same scenario could be spa¬ 
tially and temporally distributed. Some attacks that 
constitute part of a scenario will not be represented 
in the alert stream. This could be due to missing sen¬ 
sor coverage or because the attack—albeit part of an 
attack scenario—is indistinguishable from normal be¬ 
nign activity. 

Digital investigation is another challenging task that a 
security manager needs to face, since this manager’s 
objectives are to gather evidence and analyze it to appre¬ 
hend attackers. To build a strong link between the evidence 
and the attacker, the representation model should inte¬ 
grate enough knowledge of the applicable legal framework 
and the security policy enforced in the system to protect 
(Hamdi and Boudriga 2005, Security policy guidelines). 
Identification, for example, is a complex task to manage 
because of the huge volume of data that may need to be 
analyzed (Reith, Carr, and Gunch 2002). 

Correlation handling is a third primary concern that 
network attack modeling should address. To be able to 
secure assets, effective detection is needed. Most existing 
models on intrusion detection focus on activities gener¬ 
ated by a single source, which has resulted in many false 
positives and undetected attacks. Overcoming this re¬ 
quires correlating activities from all involved components 


and analyzing logs together. This is because an intrusion 
typically leaves multiple signs of presence that are cor¬ 
related somehow. 

STRUCTURAL MODELS 

A set of techniques modeling the structure of network at¬ 
tacks is presented in this section. The richness of each 
of these techniques is evaluated and some implementa¬ 
tion issues are also investigated. Two major attack model 
categories—preventive models and reactive models—will 
be considered to address risk management, protection 
mechanisms, and effective response to intrusions. 

Preventive Models 

Modeling attacks before their occurrence is a crucial task 
because a priori information about an adversary’s behav¬ 
ior is hard to obtain and because attacks are gaining in 
complexity and evolving tremendously. Particularly, the 
probability and the impact, which are among the most im¬ 
portant attack attributes, cannot be precisely determined. 

One of the most important issues is to model the grad¬ 
ual evolution of the attacker’s plan to reach the main ob¬ 
jective. It has been remarked that attackers often proceed 
through multiple steps in order to fulfill their malicious 
intentions. Tree structures have therefore been introduced 
to capture those steps. Indeed, fault trees, which have 
been used for a long time to analyze the failure condi¬ 
tions of complex systems, have been adapted to the com¬ 
puter network security context. Several risk-management 
approaches, such as CORAS (Stolen et al. 2003) rely on 
fault-tree analysis (FTA) to evaluate and prioritize risks. 
Two concepts have been especially focused: minimal 
cut sets and top event frequencies. The former identifies 
attack scenarios (or composite attacks) while the latter 
allows the computation of the frequency of the main at¬ 
tack with respect to the frequencies of the elementary 
threats. Helmer et al. (2006) also proposed using FTA to 
model attacks within the frame of an intrusion-detection 
approach. 

Attack trees, which were first introduced by Schneier 
(2001) and extended by Tidwell et al. (2001), can be seen 
as a transposition of FTA into the computer security field. 
Their purpose is to determine and assess the possible se¬ 
quences of events that would lead to the occurrence of a 
main attack. The root of a tree represents the main objec¬ 
tive of an attacker while the subordinate nodes represent 
the elementary attacks necessary to perform in order to 
achieve the global goal. Writing a global threat as the 
conjunction of multiple threat scenarios offers a useful 
tool to the risk analyst, who can henceforth describe the 
various manners for achieving the main attack. 

A substantial attack library has been proposed by 
Moore et al. (2001). This approach relies on attack pat¬ 
terns, which are essentially used to build generic rep¬ 
resentations of attack scenarios. The constituents of an 
attackpattern are mainly: (1) the goal of the attack, (2) a list 
of preconditions (i.e., hypotheses that should be verified 
by the system so that the attack succeeds), (3) the attack 
mechanism (i.e., the steps followed by the attacker to reach 
the objective), and (4) a list of postconditions (changes 
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to the system state resulting from the occurrence of the 
attack). Attack patterns are in turn organized into attack 
profiles that introduce variants (i.e., abstract parameters 
that can be instantiated with concrete values). Moreover, 
the approach develops the concept of attack tree refine¬ 
ment to enrich the library of a particular organization. 
Generic attack profiles are used to this purpose. If the 
analyzed system presents a set of values that match with 
several variants parameters, then the attack profile is said 
to be consistent with the system architecture. Then, the 
instantiation principle is applied to determine which at¬ 
tack pattern has the same goal as the identified attack. 
Based on this reasoning, three enriching mechanisms 
have been defined: (1) leaf-node application, (2) non-leaf- 
node application to OR-decomposition, and (3) non¬ 
leaf-node application to AND-decomposition. 

McDermott (2000) has presented Attack Net, an attack 
modeling approach relying on Petri nets. A Petri net is cus¬ 
tomarily composed of places, transitions, arcs, and tokens. 
Places are the equivalent of graph nodes while a transition 
is a token move between two places. According to this anal¬ 
ogy, attack steps are represented by places that are similar 
to nodes in attack trees. Basically, an attack net consists 
of a set of places and a set of transitions representing, re¬ 
spectively, the various states of the target system and the 
events that may trigger state changes. Moreover, tokens 
are used to evaluate the progression of a given attack 
through the study of a set of moves within the attack net. 
Attack nets combine the advantages of hypothetical flaws 
and attack trees. The main difference with these concepts 
is that attack events (i.e., transitions) are described sepa¬ 
rately from the system states (i.e., places). On the opposite 
side, attack trees merge the preconditions, the postcondi¬ 
tions, and the running steps of a given attack into a single 
node. McDermott asserts that "Attack nets are better than 
attack trees for top-down testing of poorly documented 
operational systems.”. Furthermore, transitions can catch 
a vast variety of relationships between system states. As a 
passing remark, transitions turn out to be more efficient 
than AND/OR operators to build attack libraries. In fact, 
these traditional logical operators exhibit some important 
limits, especially when enriching an existing state. For 
instance, adding an AND branch to a set of alternatives 
(OR node) cannot be achieved without restructuring the 
child nodes. 

Recently, more sophisticated models have been de¬ 
veloped. In Steffan and Schumacher (2002), attack nets 
have been combined with the WikiWeb system to enable 
knowledge sharing. Moreover, Wiki pages can contain 
customized descriptions of the formal objects (i.e., places, 
transitions, tokens). This gives more flexibility with re¬ 
spect to the rigorous attack nets. Particularly, this allows 
building attack libraries through a collaborative proc¬ 
ess that involves many security experts. Of course, this 
means that managing attack libraries using this frame¬ 
work (called AtiKi) makes them richer. 

Reactive Models 

When reacting to a security incident, the attack damages 
may inadvertently increase. Stopping a machine or coun¬ 
terattacking the attack source may worsen the system 


state. Hence, reactions should be selected according to 
a sound method. The most prominent criteria to model 
attacks in this context are given in the following: 

Detection cost : Prior to the generation of a security alert 
by an analyzer, the corresponding sensor should have 
captured the required parameters appropriately (e.g., 
metric value, packet header fields). Then, the analyzer 
inspects these data to decide whether an intrusion oc¬ 
curred. Both of these operations have a cost that must be 
taken into account when computing the total cost of the 
incident. That cost is often supposed to be intrinsic to 
the elementary IDS components (consisting of an ana¬ 
lyzer and a sensor); therefore, it does not depend on the 
nature of the generated alert. 

Cost of reaction : Each of the potential reactions has a cost 
that depends heavily on the reaction itself. This cost can 
be expressed in terms of different attributes such as mon¬ 
etary units, processing resources, or time to repair. 

Attack impact : Carrying out a malicious act on an in¬ 
formation system causes various kinds of undesir¬ 
able effects. To this purpose, the impact representing 
these effects should be represented by multiple attributes. 
Furthermore, a novel concept, called "progression factor," 
has been introduced in (Fessi et al. 2007) to have a more 
suitable representation of the benefit of a given reaction. 
In fact, the system can react before or after the attack 
occurs. Each of these reactions has a different benefit. 
The former aims at stopping the complete execution of 
the attack after receiving signals that reveal it, while the 
objective of the latter is to make the system recover at the 
right time. 

IDS efficiency: Efficiency represents a fundamental topic 
in reactive attack modeling. It should detect a substantial 
percentage of intrusion into the supervised system while 
still keeping the false alarm rate at an acceptable level. In 
our case, it relies on two factors: the alert and the related 
attack. 

TOWARD AN ATTACK-RESPONSE 
STRATEGY 

The available security surveys show that a wide propor¬ 
tion of the enterprises that have been subjected to security 
incidents did possess, at the moment they were attacked, 
some security components. Hence, firewalls, intrusion- 
detection systems (IDSs), and antivirus programs, to 
name just a few, are not sufficient to attain an acceptable 
security level. Consistent strategies should be built for 
this purpose. In particular, we will point out three com¬ 
ponents that are often missed by security officers. 

Security Policy 

The need of an enterprise for a security policy (SP) can 
be driven by various reasons, which depend essentially 
on the organization’s nature, the organization’s business, 
and the context in which it operates. They can be divided 
into two major categories: business-oriented objectives 
and regulatory objectives (Hamdi and Boudriga 2005, 
Forensic computing). 



Toward an Attack-Response Strategy 


433 


Business-Oriented Objectives 

The reasons beyond developing and implementing SPs 
should align with the basic organizational objectives. The 
benefits from having a SP can be either direct or indi¬ 
rect. Some can be easily assessed in monetary terms (e.g., 
preventing critical assets from being attacked) while the 
others are rather nonconcrete (e.g., preserving the repu¬ 
tation of the enterprise). The most important among the 
business-oriented objectives are: 

• The measures of the SP should maintain the security 
of critical components at an acceptable level. In other 
terms, the SP helps enterprises in reducing the amount 
of risk related to harmful adverse events, and augment 
employee awareness. 

• The SP must include some response schemes that make 
the system recover if an incident occurs (e.g., security 
attack, natural disaster). It also must develop appro¬ 
priate procedures in conformance with the enforced 
law and the risks related to the organization’s activity. 
Individual responsibilities and consequences must be 
defined in a SP. 

• The SP must, whenever an incident occurs, ensure the 
continuity of the critical processes conducted by an 
enterprise. It should contain recovery plans and be ac¬ 
companied by a set security guidelines to ensure effi¬ 
cient continuity and recovery. 

Regulatory Objectives 

The security measures of the SP are often developed as a 
regulatory obligation. Organizations that operate in sen¬ 
sitive sectors are particularly concerned with this issue. 
In the following, we will illustrate our reasoning by using 
two significant examples: banks and CAs (certification 
authorities). The former are accountable for the opera¬ 
tions they carry out while the latter handle various types 
of critical information (e.g., key pairs, private user infor¬ 
mation). Among others, the following principles have to 
be respected: 

• Duty of loyalty: When carrying her charges, an employee 
must place the employer’s interest above her own. 
The relationship between the enterprise and the em¬ 
ployee should be based on honesty and faith. 

• Conflict of interest: A conflict of interest occurs in a situ¬ 
ation in which the impact of a given action is positive 
for a category of employees and negative for others. 
The SP should guarantee that the security rules do not 
include such discriminatory clauses. 

• Duty of care: The employees should proceed with cau¬ 
tion when performing critical tasks. For example, the 
internal security auditing team should adequately pro¬ 
tect the resources to which it has access (e.g., log files, 
personal information) to avoid divulging confidential 
information. 

• Accountability: In order to be accounted for, employees 
should be uniquely identified and authenticated. When 
the responsibility of an employee has a legal aspect, 
which is often the case, the identification and authenti¬ 
cation have to be compliant with the regulation. More 
precisely, credentials used for authentication purposes 


must conform to legislation. For instance, when asym¬ 
metric cryptographic keys are of use in this context, SP 
developers should verify that protocols (e.g., genera¬ 
tion protocols, encryption protocols), format, and key 
lengths do not conflict with the regulatory framework. 

Monitoring 

This monitoring task is often reduced to a continuous 
control of the system state and the collection of simple 
events that the system triggers when specific things occur. 
However, it seems inadvisable to confine monitoring to 
its pure security facets. It should provide for an efficient 
analysis of collected events, rapid generation of alerts, 
enhanced capability of learning, and incidence response. 
Incident response, for instance, should be enriched by a 
set of models allowing the accurate measurement of an 
incident’s impact, and the selection of the appropriate re¬ 
actions. At least three reasons confirm this idea: 

• New vulnerabilities, exploits, and attack mechanisms 
can be discovered, 

• Violations can be detected at the right time, 

• Effective countermeasures can be reviewed to see 
whether they are as sufficient as they were thought to 
be at the design stage. 

Security monitoring is customarily performed through the 
use of IDSs using two detection techniques: pattern-based 
monitoring and behavior-based monitoring. Pattern- 
based monitoring, also referred to as “misuse detection," 
attempts to characterize known patterns of security viola¬ 
tions. This basically requires a sensor network, a signature 
database, and an analyzer. Sensors are deployed at the 
strategic segments of the monitored network to collect 
the needed data. Obviously, an engineering activity should 
be conducted before setting those sensors to ensure that 
the target information can be gathered without introduc¬ 
ing a considerable overhead at the communication flow 
level (i.e., without affecting the quality of service). Signa¬ 
tures consist of descriptions of the known intrusions. An 
appropriate language is always needed for this represen¬ 
tation. Finally, the analyzer matches the collected data 
with the existing signatures to decide whether an attack 
did occur. In addition to the description language, another 
important aspect that greatly affects the efficiency of 
pattern-based monitoring consists of identifying the pa¬ 
rameters that should be controlled by the sensors. Because 
it is not possible to specify the behavior of the system with 
full confidence, the security analyst should define exactly 
what should be monitored. Among the most relevant 
issues that should be taken into account when defining 
attack signatures are the following: 

Access to the information system objects: The access policy 
to the system assets (e.g., files, hosts) should be first ex¬ 
pressed in a machine language. Then, the access events to 
critical resources should be logged and checked. For in¬ 
stance, in UNIX-based operating systems, the execution 
of the system command Is from a user account into /root/ 
directory should be detected. Moreover, the access policy 
corresponding to a malicious action can be specified. 
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A relevant example is to associate the existence of a Tro¬ 
jan horse to an open port. 

Operations sequencing : The order in which some opera¬ 
tions are executed is sometimes a good indicator of the le¬ 
gitimacy of an access. For example, the execution of some 
critical commands after being logged in as a normal user 
is prohibited. This shows how a signature can be based on 
a sequence of two, or more, events. 

Protocol violation: Many signatures rely on detecting a 
communication flow that does not conform to the rules 
of a given protocol. For example, looking for IP packets 
in which the source and the destination addresses are the 
same permits the detection of a Land attack (which con¬ 
sists of sending a packet in which the source and destina¬ 
tion IP addresses are identical). Likewise, checking the 
conformance of the fragmentation fields with the corre¬ 
sponding requests for comments (RFCs) allows thwarting 
fragmentation attacks such as Teardrop (which con¬ 
sists of sending two or more interleaving fragmented IP 
packets). 

A behavior-based IDS, also referred to as an anomaly- 
based IDS, looks at actions, attempting to identify attacks 
by monitoring system or network activity and flagging 
any activity that does not seem to fit in. Anomaly detec¬ 
tors identify abnormal or unusual behavior (anomalies) 
on a host or network. They function on the assumption 
that attacks are different from “normal” (or legitimate) 
activity and can therefore be detected by systems that 
identify these differences. Anomaly detectors construct 
profiles representing normal behavior of users, hosts, 
or network connections. These profiles are constructed 
from historical data collected over a period of normal op¬ 
eration. The detectors then collect event data and use a 
variety of measures to determine when monitored activ¬ 
ity deviates from the norm. The most used techniques in 
anomaly detection include: 

Threshold detection, in which certain attributes of user 
and system behavior are expressed in terms of counts, 
with some level established as permissible. Such behav¬ 
ior attributes can include the number of files accessed by 
a user in a given period of time, the number of failed at¬ 
tempts to log in to the system, the amount of CPU space 
used by a process, etc. This level can be static or adaptive 
(i.e., designed to change with actual values observed over 
time). 

Statistical measures—both parametric, in which the 
distribution of the profiled attributes is assumed to fit a 
particular pattern, and nonparametric, in which the dis¬ 
tribution of the profiled attributes is “learned” from a set 
of historical values, observed over time. 

Rule-based measures, which are similar to nonparamet- 
ric statistical measures in that observed data define ac¬ 
ceptable usage patterns, but differ in that those patterns 
are specified as rules, not numeric quantities. 

Techniques belonging to the first class are categorized by 
two major shortcuts. First, they are not able to detect pre¬ 
viously unknown attacks because it is often impossible to 
map them to any existing signature. Second, as different 


manners can exist to carry out a specific attack, it might 
be difficult to build signatures that cover all the variants 
of such intrusions. 

Anomaly detectors often produce a large number of 
false alarms, as normal patterns of user and system behav¬ 
ior can vary wildly. Despite this shortcoming, researchers 
assert that anomaly-based IDSs are able to detect new 
attack forms, unlike signature-based IDSs, which rely on 
matching patterns of past attacks. Furthermore, some 
forms of anomaly detection produce output that can in 
turn be used as information sources for misuse detectors. 
For example, a threshold-based anomaly detector can 
generate a figure representing the “normal” number of 
files accessed by a particular user; the misuse detector 
can use this figure as part of a detection signature that 
says “if the number of files accessed by this user exceeds 
this “normal” figure by ten percent, trigger an alarm.” 

A significant problem with security-incident detection 
and response systems is the high number of false alarms. 
Various techniques are therefore developed to assist the 
security manager in understanding security faults and 
attacks. Visualization is perhaps the most renowned 
monitoring-assistance approach. It can be defined as a 
translation of the abstract data generated by the IDS to 
a visual interactive data set. Generally, the visualization 
process consists of three steps: 

1. Data transformation: Consists of mapping raw data gen¬ 
erated by the detection system to structured data, called 
“data tables.” This can range from relational description 
techniques to metadata extraction, 

2. Visual mapping: Extracts visual structures of the data 
tables based on spatial substrates, marks, and graphi¬ 
cal properties, 

3. Visual transformation: Allows building views by fixing 
graphical parameters (e.g., position, scaling, clipping). 

The reader can find more information about these tasks 
in Axelsson (2004). 

Another important aspect of security state monitoring 
is the use of honeypots, which are traps set to detect and 
trace attack-related activities. Honeypots also provide 
a useful tool to build accurate statistics about specific 
threats. Traditionally, they consist of isolated subnetworks 
that are seemingly important and sensitive. Therefore, they 
constitute good targets for malicious users. However, 
they are appropriately protected so that the attack dam¬ 
age is confined to the isolated perimeter. Honeypots have 
also been used to benchmark several detection mecha¬ 
nisms as in the DARPA-MIT Lincoln IDS evaluation 
project (www.ll.mit.edu/IST/ideval/index.html). 

Incident Response 

Accurate and fast response to attacks should be imple¬ 
mented. This process is hard to put in place because it 
is a hybrid, in the sense that it involves both human and 
automated reasoning. It is worth mentioning that the re¬ 
sponse strategy should be built based on the attacks that 
threaten the target system. 

When an incident has been detected and analyzed, it is 
important to contain it before the spread of the incident 
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overwhelms resources or the damage increases. Most in¬ 
cidents require containment, so it is important to con¬ 
sider it early in the course of handling each incident. An 
essential part of containment is decision making (e.g., 
shut down a system, disconnect it from a wired or wire¬ 
less network, disconnect its modem cable, disable certain 
functions). Such decisions are much easier to make if 
strategies and procedures for containing the incident 
have been predetermined. 

Another key task related to the incident-response proc¬ 
ess is evidence gathering and source tracing. Although the 
primary reason for gathering evidence during an incident 
is to resolve the incident, it may also be needed for legal 
proceedings. In such cases, it is important to clearly docu¬ 
ment how all evidence, including compromised systems, 
has been preserved. Evidence should be collected accord¬ 
ing to procedures that meet all applicable laws and regula¬ 
tions, developed from previous discussions with legal staff 
and appropriate law-enforcement agencies, so that it would 
be admissible in court. In addition, evidence should be ac¬ 
counted for at all times; whenever evidence is transferred 
from person to person, chain of custody forms should 
detail the transfer and include each party’s signature. 
A detailed log should be kept for all evidence, including 
the following: 

Identifying information (e.g., the location, serial number, 
model number, hostname, media access control (MAC) 
address, IP address of a computer) 

Name, title, and phone number of each individual who col¬ 
lected or handled the evidence during the investigation 
Time and date (including time zone) of each occurrence 
of evidence handling 
Locations where the evidence was stored 
Multiple techniques have been proposed by Casey (2001) 
to identify an attacker. Identifying the attacker can be a 
time-consuming and futile process that can prevent a team 
from achieving its primary goal—minimizing the business 
impact. The following items describe the most commonly 
performed activities for attacker identification: 

Validating the Attacker's IP Address 

New incident handlers often focus on the attacker’s IP ad¬ 
dress. The handler may attempt to validate that the 
address was not spoofed by using pings, traceroutes, or 
other methods of verifying connectivity. However, this is 
not helpful because at best it indicates that a host at that 
address responds to the requests. A failure to respond does 
not mean the address is not real—for example, a host may 
be configured to ignore pings and traceroutes. The at¬ 
tacker may have received a dynamic address (e.g., from a 
dial-up modem pool) that has already been reassigned to 
someone else. More importantly, if the IP address is real 
and the team pings it, the attacker may be tipped off that 
the organization has detected the activity. If this occurs 
before the incident has been fully contained, the attacker 
could cause additional damage, such as wiping out hard 
drives that contain evidence of the attack. The team should 
consider acquiring and using IP addresses from another 
organization (e.g., an ISP) when performing actions such 


as address validation so that the true origin of the activity 
is concealed from the attacker. 

Scanning the Attacker's System 

Some incident handlers do more than perform pings and 
traceroutes to check an attacking IP address. They may 
run port scanners, vulnerability scanners, and other tools 
to attempt to gather more information on the attacker. 
For example, the scans may indicate that Trojan horses 
are listening on the system, implying that the attacking 
host itself has been compromised. Incident handlers 
should discuss this issue with legal representatives before 
performing such scans because the scans may violate or¬ 
ganization policies or even break the law. 

Researching the Attacker through Search Engines 

In most attacks, incident handlers may have at least a 
few pieces of data regarding the possible identity of the 
attacker, such as a source IP address, an e-mail address, 
or an IRC nickname. Performing an Internet search us¬ 
ing these data may lead to more information on the at¬ 
tacker—for example, a mailing list message regarding a 
similar attack, or even the attacker’s Web site. Research 
such as this generally does not need to be performed be¬ 
fore the incident has been fully contained. 

Using Incident Databases 

Several groups collect and consolidate intrusion detection 
and firewall log data from various organizations into in¬ 
cident databases. Some of these databases allow people 
to search for records corresponding to a particular IP ad¬ 
dress. Incident handlers could use the databases to see if 
other organizations are reporting suspicious activity from 
the same source. The organization can also check its own 
incident-tracking system or database for related activity. 

Monitoring Possible Attacker Communication 
Channels 

Another method that some incident handlers use to iden¬ 
tify an attacker is to monitor communication channels 
that may be used by an attacker. For example, the attacker 
may congregate on certain IRC channels to brag about 
Web sites that they have defaced. However, incident han¬ 
dlers should treat any such information that they acquire 
only as a potential lead to be further investigated and 
verified, not as fact. 

COUNTERMEASURE-SELECTION 

GUIDELINES 

Practical measures (security solutions) are given in this 
section to maintain the protected system at an acceptable 
security level. These solutions will be either preventive or 
reactive. They can be implemented at the different vul¬ 
nerable points of the system. Mainly, the security of the 
assets listed below will be addressed: 

Desktop workstations 
Public and private servers 
Storage and archival servers 
Wireless LANs 
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Among others, the countermeasures presented in these 
guidelines will allow: 

The secure configuration of the crucial assets 
The accurate and fast detection of harmful events 
The efficient response to the detected incidents 
The precise identification of attack sources 

Most of the proposed guidelines have appeared in the 
CERT security guidelines series. 

Desktop Workstation Security 

Security of a desktop workstation is mainly the responsi¬ 
bility of users. Their daily work usually requires that pro¬ 
tected information resources be accessed, manipulated, 
modified, and transmitted across networks. However, it 
also requires considerable planning activity at the man¬ 
agement level. The following points (Allen 2001) highlight 
the most important actions that should be implemented 
to secure workstations: 

• Develop a computer deployment plan that includes se¬ 
curity issues. 

• Keep operating systems and applications software up 
to date. 

• Configure computers for user authentication. 

• Configure computer operating systems with appropri¬ 
ate object, device, and file access controls. 

• Identify data that characterize systems and aid in de¬ 
tecting signs of suspicious behavior. 

• Manage logging and other data-collection mecha¬ 
nisms. 

• Configure computers for file backups. 

• Protect computers from viruses and similar pro¬ 
grammed threats. 

• Configure computers for secure remote administration. 

• Configure computers to provide only selected network 
services. 

• Configure network service clients to enhance security. 

• Configure multiple computers using a tested model 
configuration and a secure replication procedure. 

• Allow only appropriate physical access to computers. 

Public and Private Server Security 

Public servers require special attention when being pro¬ 
tected because their security needs differ from normal 
network nodes. The following actions (Allen 2001) repre¬ 
sent the core of a set of recommended practices allowing 
securing public servers: 

• Isolate the server from public networks and your or¬ 
ganizations internal networks. 

• Configure the server with appropriate object, device, 
and file-access controls. 

• Identify and enable server-specific logging mechanisms. 

• Consider security implications before selecting pro¬ 
grams, scripts, and plug-ins for the public server. 


• Configure the server to minimize the functionality of 
programs, scripts, and plug-ins. 

• Configure the server to use authentication and encryp¬ 
tion technologies, where required. 

• Maintain the authoritative copy of your site content on 
a secure host. 

• Protect the public server against common attacks. 

Storage and Archival Server Security 

Because of their focal role, it is common for servers to 
store many of an organization’s most valuable and con¬ 
fidential information resources. They also are often de¬ 
ployed to provide a centralized capability for an entire 
organization, such as communication (e-mail) or user 
authentication. Security breaches on a network server 
can result in the disclosure of critical information or the 
loss of a capability that can affect the entire organization 
(Rekhis, Boudriga, and Obaidat 2005). Therefore, secur¬ 
ing network servers should be a significant part of the 
organization’s network and information security strategy. 
Several important guidelines for storage and archival 
servers are given below (Allen 2001): 

• Develop a computer deployment plan that includes se¬ 
curity issues. 

• Include explicit security requirements when selecting 
servers. 

• Keep operating systems and applications software up 
to date. 

• Offer only essential network services and operating sys¬ 
tem services on the server host machine. 

• Configure computers for user authentication. 

• Configure computer operating systems with appropri¬ 
ate object, device, and file access controls. 

• Identify data that characterize systems and aid in de¬ 
tecting signs of suspicious behavior. 

• Manage logging and other data-collection mechanisms. 

• Configure computers for file backups. 

• Protect computers from viruses and similar pro¬ 
grammed threats. 

• Configure computers for secure remote administration. 

• Allow only appropriate physical access to computers. 

Wireless LAN Security 

Wireless LANs (WLANs) are inherently less secure than 
wired networks because: 

The signal is broadcast, the network is shared, and any net¬ 
work device can listen to network traffic for any other 
network device in range, making privacy and authentica¬ 
tion difficult 

The signal spreads outside buildings, so physical secu¬ 
rity is ineffective and it could be very difficult to locate a 
rogue device 

Mistakes were made in designing wireless network stand¬ 
ards so that the built in WEP (wired equivalent privacy) is 
effectively useless—it gives no assurance of privacy; 



Glossary 


437 


Efficient operation of wireless networks depends on a 
planned approach to the allocation of the limited spec¬ 
trum available in the 2.4-Ghz band and rogue wireless 
equipment may interfere with and degrade the perform¬ 
ance of authorized services. 

There are different alternatives for securing a connection: 
end-to-end security at the application level, end-to-end 
security at the transport layer and link security at the link 
layer. Several useful protection techniques for wireless 
networks are listed in the following: 

Authentication : An authentication method for wireless 
networks has to be mutual, self-protecting, and immune 
to dictionary attacks. This means that it must: (1) provide 
mutual authentication—that is, the authenticator must 
authenticate the user, but the user must be able to au¬ 
thenticate the authenticator as well; (2) protect itself from 
eavesdropping since the physical medium is not secure; 
and (3) be robust against online or offline dictionary at¬ 
tacks. An online attack is one in which the imposter must 
make repeated tries against the authenticator "online.” 
These can be thwarted by limiting the number of failed 
authentication attempts a user can have. An offline attack 
is one in which attackers can make repeated tries on their 
own computers, very rapidly, and without the knowledge 
of the authenticator. Simple challenge/response methods 
are susceptible to offline attacks because if attackers cap¬ 
ture a single challenge/response pair, they can try all the 
passwords in the dictionary to see if one produces the 
desired response. 

Encryption: Encryption software can be used to protect 
the confidentiality of sensitive information stored on 
handheld devices and mirrored on the desktop PC. The 
information on add-on backup storage modules should 
also be encrypted and the modules securely stored when 
not in use. This additional level of security can be added 
to provide an extra layer of defense to further protect sen¬ 
sitive information stored on handheld devices. Many soft¬ 
ware programs are freely available to help users encrypt 
these types of files for an added layer of security. 
Antivirus software : Malicious codes are often used to 
compromise handled devices. Antivirus software should 
therefore be used to scan the content of the mobile de¬ 
vices and to remove harmful components. 

Public Key Infrastructures'. Using certified asymmetric 
keys to protect networks is among the most secure tech¬ 
niques. A certification authority is needed to achieve this 
task. A regulatory framework should also be available to 
set the dues of the different parties participating in the 
wireless electronic transactions. Wireless public key in¬ 
frastructure (PKI) should take into account the mobility 
of the handled devices. 

VPNs: A VPN creates a virtual private network between the 
handheld device and the organization’s network by shar¬ 
ing the public network infrastructure. VPN technology 
offers the security of a private network through access 
control and encryption, while taking advantage of the 
economies of scale and built-in management facilities 
of large public networks. This technique is widely used 
in wired networks and is being extended to wireless 


networks. A VPN can be used to authenticate access 
points at the network and link layers, and to encrypt the 
packets exchanged between handled devices. 


MAJOR CHALLENGES 

This section covers the most important challenges that 
are currently faced by the security community. Three 
main aspects are underlined: 

Need for new response methods'. Decision making to thwart 
security attacks is guided by many requirements (e.g., 
cost-effectiveness, real-time). Therefore, new security 
structures and processes are needed. Structured libraries 
seem to be an accurate choice to address this need. They 
allow to: (1) share the knowledge of security experts, (2) 
reuse security countermeasures that were implemented 
in the past, when similar security challenges are faced, 
and (3) make useful security-related information avail¬ 
able for different user categories. 

Secure protocol design: Most of the attacks discussed in 
the section on "Analyzing the Attacker’s Objectives” are 
due to several weaknesses characterizing most of the net¬ 
work protocols. This emphasizes the need for integrating 
security at the earliest phases of protocol design. To this 
end, risk-analysis step, allowing the selection of the most 
efficient security solutions, should be conducted. 

Quality of Service (QoS) versus security: Setting the QoS 
requirements for an application involving computing 
and communication infrastructures may turn out to 
conflict with the security objectives. Effectively, the ap¬ 
plication of strong security policies often induces delays 
and overhead. This renders QoS requirements hard to 
satisfy. 

Attacks against new-generation networks: Mobility, which 
is among the most important characteristics of the new- 
generation networks, has introduced some novel topolo¬ 
gies, in which some critical (from security point of view) 
tasks can be delegated by operators to normal users. This 
introduces some important security concerns that should 
be considered. 


GLOSSARY 

Alert: An alert is an attack description that is achieved 
by monitoring several system parameters. It provides 
the capability to detect and identify the potential in¬ 
trusions that are carried out on the victim assets. 

Attack: An attack is an action conducted in order to 
harm a networked system. Attackers’ objectives vary 
from disrupting a vital service to accessing private 
information. 

Firewall: Network firewalls are devices or systems that 
control the flow of network traffic between networks 
using differing security postures. In most modern 
applications, firewalls and firewall environments are 
discussed in the context of Internet connectivity and 
the TCP/IP suite. Firewalls are typically categorized 
into a few types: packet filters, stateful inspection fire¬ 
walls, and application proxies. 
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Incident Response: A process involving the actions 
that should be executed to limit the impact of an at¬ 
tack that has occurred. Time and cost-benefit are the 
most important parameters involved in this process. 

Intrusion: Any activity that violates the security policy 
can be qualified as an intrusion. Hence, an attack does 
not necessarily correspond to an intrusion. In fact, be¬ 
cause of some lacks at the security policy level, several 
attacks cannot be mapped to intrusion schemes. 

Intrusion-Detection System (IDS): Software or hard¬ 
ware systems that automate the process of monitoring 
the events occurring in a computer system or network, 
analyzing them for signs of security problems. 

Security Policy: A set of rules that define how critical 
assets should be secured within a networked system. 

System Monitoring: Monitoring consists of performing 
a continuous control of the systems security state. It 
allows detecting new vulnerabilities, detecting security 
policy violations, and reacting in a convenient manner. 

Threat: Any event that can result in a loss for a sensitive 
system. It can be malevolent, accidental, or even due 
to natural disaster. A threat is generally characterized 
by a probability of occurrence and an outcome. 

Virus: A program or piece of code that is introduced 
into a computer and runs against the security policy. 
Viruses have the ability to replicate themselves, they 
are therefore dangerous because they can use all avail¬ 
able disk and memory resources, bringing the system 
to a halt. 

Worm: A program or algorithm that replicates itself 
over a computer network and usually performs ma¬ 
licious actions. A worm is generally characterized by 
a payload defining the malicious action(s) that it can 
perform. 

CROSS REFERENCES 

See Computer Network Management; Denial of Service 

Attacks; E-Mail Threats and Vulnerabilities; Intrusion De¬ 
tection Systems; Social Engineering; Worms and Viruses. 
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INTRODUCTION 

Computer viruses are unique among the many security 
problems because the fact that someone else is infected 
increases the risk to you. However, viruses also seem to 
be surrounded by myths and misunderstandings. In this 
chapter we will help to set the record straight. 

History of Computer Viruses and Worms 

Many claims have been made for the existence of viruses 
prior to the 1980s, but so far these claims have not been 
accompanied by proof. The Core Wars programming 
contests, frequently cited as early examples of virus-like 
computer programs, did involve self-replicating code, but 
usually within a structured and artificial environment. 
Primarily on the basis of a “copyright” date of 1986 in¬ 
cluded in the code of the Brain virus, 2006 has been hailed 
as the 20th anniversary of computer viruses. 

The general perception of computer viruses, even 
among security professionals, has concentrated on 
their existence in personal computers, and particularly 
"Winter’- type systems. This is despite the fact that Fred 
Cohen’s (1984) seminal academic work took place on 
mainframe and minicomputers in the mid-1980s. The 
first e-mail virus was spread in 1987. The first virus hoax 
message (then termed a "metavirus") was proposed in 
1988. Even so, virus and malware research has been ne¬ 
glected, possibly because malware does not fit easily into 
the traditional access-control security models. 

At least two Apple II viruses are known to have been 
created in the early 1980s. However, it was not until the 
end of the decade (and 1987 in particular) that knowledge 
of real viruses became widespread, even among security 


experts. For many years boot-sector infectors and file 
infectors were the only types of common viruses. These 
programs spread relatively slowly, primarily distributed 
on floppy disks, and were thus slow to disseminate geo¬ 
graphically. However, these viruses tended to be very long 
lived. 

During the early 1990s virus writers started experi¬ 
menting with various functions intended to defeat detec¬ 
tion. (Some forms had seen limited trials earlier.) Among 
these were polymorphism (to change form in order to 
defeat scanners) and stealth (to attempt to confound any 
type of detection). None of these virus technologies had 
a significant impact. Most viruses using these "advanced" 
technologies were easier to detect because of a necessary 
increase in program size. (Although various detection- 
avoidance technologies may make detection of viruses 
difficult, and possibly computationally expensive, it is im¬ 
possible to make a virus that cannot be detected by some 
means. At the same time, Fred Cohen’s work, noted later 
in this article, has proven that a “perfect" antivirus, which 
can detect all possible viruses without ever making an er¬ 
ror, is not going to happen. Therefore, we are faced with 
a situation in which we cannot know, with complete as¬ 
surance, that all viruses have been found, but we likewise 
know that no virus can reliably evade detection.) 

Although demonstration programs had been created 
earlier, the mid-1990s saw the introduction of macro and 
script viruses in the wild. These were initially confined to 
word-processing files, particularly files associated with 
the Microsoft Office Suite. However, the inclusion of pro¬ 
gramming capabilities in office productivity applications 
eventually led to macro and script viruses in many objects 
that would normally be considered to contain data only, 
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such as Excel spreadsheets, PowerPoint presentation 
files, and e-mail messages. This fact led to greatly in¬ 
creased demands for computer resources among antivi¬ 
ral systems, since many more objects had to be tested, 
and Windows OLE (object linking and embedding) for¬ 
mat data files presented substantial complexity to scan¬ 
ners. Macro viruses also increase new variant forms very 
quickly, since the virus carries its own source code, and 
anyone who obtains a copy can generally modify it 
and create a new member of the virus family. 

E-mail viruses became the major new form in the late 
1990s and early 2000s. These viruses may use macro 
capabilities, scripting, or executable attachments to create 
e-mail messages or attachments send out to e-mail ad¬ 
dresses harvested from the infected machine. E-mail 
viruses spread extremely rapidly, distributing themselves 
worldwide in a matter of hours. Some versions create 
so many copies of themselves that corporate and even 
service provider mail servers become flooded and cease 
to function. E-mail viruses are very visible, and so tend to 
be identified within a short time, but many are macros or 
scripts, and so generate many variants. 

With the strong integration of the Microsoft Windows 
operating system with its Internet Explorer browser. 
Outlook mailer. Office suite, and system scripting, recent 
viruses have started to blur the normal distinctions. A doc¬ 
ument sent as an e-mail file attachment can make a call 
to a Web site that starts active content that installs a re¬ 
mote-access tool acting as a portal for the client portion of 
a distributed denial-of-service network. Indeed, not only 
are viruses starting to show characteristics that are simi¬ 
lar to each other, but functions from completely differ¬ 
ent types of malware are beginning to be found together 
in the same programs, leading to a type of malware 
convergence. 

Many security specialists have stated that the virus 
threat is decreasing, since, despite the total number of 
virus infections being seen, the prevalent viruses are now 
almost universally e-mail viruses, and therefore consti¬ 
tute a single threat with a single fix. This ignores the fact 
that, although almost all major viruses now use e-mail 
as a distribution and reproduction mechanism, there are 
a great many variations in the way e-mail is used. For 
example, many viruses use Microsoft Outlook mailer to 
spread, and reproduction can be prevented simply by 
removing Outlook from the system. However, other vi¬ 
ruses may make direct calls to the mail application pro¬ 
gramming interface (MAPI), which is used by a number 
of mail-user programs, while others carry the code for 
mail server functions within their own body. A number of 
e-mail viruses distribute themselves to e-mail addresses 
found in the Microsoft Outlook address book files, while 
others may harvest addresses from anywhere on the com¬ 
puter hard drive, or may actually take control of the In¬ 
ternet network connection and collect contact data from 
any source viewed online. 

Because virus research has had to deal with detailed 
analysis of low-level code, it has led to significant ad¬ 
vances in the field of forensic programming. However, 
to date computer forensic work has concentrated on file 
recovery and decryption, so the contributions in this area 
likely still lie in the future. 


With regard to current threat levels, a 2005 FBI com¬ 
puter crime survey (authored by Special Agent Bruce 
Verduyn and publicly posted on the Web, but no longer 
available on the Web at the time of writing) noted that 
not only were malware attacks the largest single class of 
computer crimes, but they were responsible for fully one- 
third of the financial damage resulting from all computer 
crime. According to the figures collected in the report, in 
2004/2005, malware attacks resulted in an estimated loss 
of six million dollars per hour in the United States alone. 
According to many other reports and studies, the threat 
continues to grow. 

Many computer pundits, as well as some security ex¬ 
perts, have proposed that computer viruses are a result of 
the fact that currently popular desktop operating systems 
have only nominal security provisions. They further suggest 
that viruses will disappear as security functions are added 
to operating systems. This thesis ignores the fact, well es¬ 
tablished by Cohen’s research and subsequently confirmed, 
that viruses use the most basic of computer functions, 
and that a perfect defense against viruses is impossible. 
This is not to say that an increase in security measures by 
operating-system vendors could not reduce the risk of vi¬ 
ruses: the current danger could be drastically reduced with 
relatively minor modifications to system functions. 

It is going too far to say (as some have) that the very 
existence of virus programs, and the fact that both viral 
strains and the numbers of individual infections are grow¬ 
ing, means that computers are finished. At the present 
time, the general public is not well informed about the 
virus threat, and so more copies of virus programs are 
being produced than are being destroyed. 

Indeed, no less an authority than Fred Cohen has 
championed the idea that virus programs can be used to 
great effect. An application using a viral form can improve 
performance in the same way that computer hardware 
benefits from parallel processors. It is, however, unlikely 
that virus programs can operate effectively and usefully 
in the current computer environment without substantial 
protective measures being built into them. A number of 
virus and worm programs have been written with the ob¬ 
vious intent of proving that viruses could carry a useful 
payload, and some have even had a payload that could be 
said to enhance security. Unfortunately, all such viruses 
have created serious problems themselves. 

Virus Definition 

A computer virus is a program written with functions 
and intent to copy and disperse itself without the knowl¬ 
edge and cooperation of the owner or user of the com¬ 
puter. A final definition has not yet been agreed on by 
all researchers. A common definition is, “a program that 
modifies other programs to contain a possibly altered ver¬ 
sion of itself.” This definition is generally attributed to 
Fred Cohen from his seminal research in the mid-1980s, 
although Dr. Cohen’s actual definition is in mathematical 
form. Another possible definition is “an entity that uses the 
resources of the host (system or computer) to reproduce 
itself and spread, without informed operator action.” 

Cohen is generally held to have defined the term 
computer virus in his thesis (published in 1984). (The 
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suggestion for the use of the term virus is credited to Len 
Adleman, his seminar advisor.) However, his original defi¬ 
nition covers only those sections of code that, when ac¬ 
tive, attach themselves to other programs. This, however, 
neglects many of the programs that have been most suc¬ 
cessful “in the wild”. 

Many researchers still insist on Cohen’s definition 
and use other terms such as "worm” and "bacterium” for 
virus programs that do not attack other programs. Cur¬ 
rently, viruses are generally held to attach themselves to 
some object, although the object may be a program, disk, 
document, e-mail message, computer system, or other in¬ 
formation entity. 

Computer virus programs are not a “natural" occur¬ 
rence. Viruses are programs written by programmers. 
They do not just appear through some kind of electronic 
evolution—they are written, deliberately, by people. How¬ 
ever, the definition of “program” may include many items 
not normally thought of in terms of programming, such 
as disk boot sectors, and Microsoft Office documents or 
data files that also contain macro programming. 

Many people have the impression that anything that 
goes wrong with a computer is caused by a virus. From 
hardware failures to errors in use, everything is blamed 
on a virus. A virus is not just any damaging condition. 
Similarly, it is now popularly believed that any program 
that may do damage to your data or your access to com¬ 
puting resources is a virus. Virus programs are not sim¬ 
ply programs that do damage. Indeed, virus programs are 
not always damaging, at least not in the sense of being 
deliberately designed to erase data or disrupt operations. 
Most virus programs seem to have been designed to be a 
kind of electronic graffiti: intended to make the writer’s 
mark in the world, if not with his or her name. In some 
cases a name is displayed, on occasion an address, phone 
number, company name, or political party. 


Is My Computer Infected? What 
Should I Do? 

In many books and articles you will find lists of symptoms 
to watch for in order to determine whether your compu¬ 
ter is infected. These signs include things like running 
out of memory space, running out of disk space, the com¬ 
puter operating more slowly than normal, files changing 
size, and so forth. In fact, many factors will create these 
same effects, and current viruses seldom do. The best 
way to determine whether your computer has been in¬ 
fected by a virus is to get and use an antivirus scanner. In 
fact, get more than one. With the rapid generation of 
new viruses these days, it is quite possible for a maker of 
antivirus software to make mistakes in updating signa¬ 
tures. Therefore, having a second check on a suspected 
virus is always a good idea. 

One scanner for the Wintel platform is F-PROT. It is 
available in a DOS version, free of charge from www. 
f-secure.com. (Look under “Downloads" and “Tools.”) Al¬ 
though a DOS scanner has some limitations in a Windows 
environment (particularly with an NTFS [new technology 
file system] in Windows XP), it will still be able to iden¬ 
tify infected files, and is quite good at picking out virus 


infections within e-mail system files (the files of messages 
held on your computer). 

Another scanner available free is AVG (antivirus 
Grisoft), from www.grisoft.com.. This one also does a 
good job of scanning, and will even update itself auto¬ 
matically (although that feature is problematic on some 
machines). 

The various commercial antivirus program producers 
generally release trial versions of their software, usually 
limited in some way. Sophos and Avast have been very 
good in this regard. 

Considering the suggestion to use more than one 
scanner, it should be noted that a number of successful 
software publishers have included functions that conflict 
with software from other vendors. These products should 
be avoided, because of the previously noted possibility of 
failure in a single protection program. The use of “free” 
software, and purchase of software from companies that 
provide such free versions, is recommended, since the ex¬ 
istence of these free scanners, and their use by other peo¬ 
ple, actually reduces your risk, since there will be fewer 
instances of viruses reproducing and trying to spread. 
(In this situation I am speaking of software for which no 
fee is charged, rather than specifically open source “free” 
software.) 

Readers may be surprised at the recommendation to 
use software that is free of charge: there is a general as¬ 
sumption that commercial software must be superior to 
that provided free. It should be noted that I am a spe¬ 
cialist in the evaluation of security and, particularly, anti¬ 
virus software, and I have published more reviews of 
antivirus software than any other individual. The reader 
can be assured that it can be proven that, in the case of 
antivirus software, free software is as effective, and in 
some cases superior to, many very expensive products. 

TROJAN HORSES, VIRUSES, WORMS, 
RATs, AND OTHER BEASTS 

Malware is a relatively new term in the security field. It 
was created to address the need to discuss software or 
programs that are intentionally designed to include func¬ 
tions for penetrating a system, breaking security policies, 
or carrying malicious or damaging payloads. Since this 
type of software has started to develop a bewildering vari¬ 
ety of forms—such as backdoors, data diddlers, DDoS (dis¬ 
tributed denial of service), hoax warnings, logic bombs, 
pranks, RATs (remote-access Trojans), Trojans, viruses, 
worms, zombies, etc.—the term has come to be used for 
the collective class of malicious software. The term is, 
however, often used very loosely simply as a synonym for 
virus, in the same way that virus is often used simply as 
a description of any type of computer problem. I will at¬ 
tempt to define the virus and worm problem more accu¬ 
rately, and to do this I need to describe the various other 
types of malware. 

Viruses are the largest class of malware, both in terms 
of numbers of known entities, and in impact in the cur¬ 
rent computing environment. Viruses, therefore, tend to 
be synonymous, in the public mind, with all forms of 
malware. Programming bugs or errors are generally not 
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included in the definition of malware, although it is some¬ 
times difficult to make a hard and fast distinction between 
malware and bugs. For example, if a programmer left a 
buffer overflow in a system and it creates a loophole that 
can be used as a backdoor or a maintenance hook, did 
he do it deliberately? This question cannot be answered 
technically, although we might be able to guess at it, given 
the relative ease of use of a given vulnerability. 

In addition, it should be noted that malware is not just 
a collection of utilities for the attacker. Once launched, 
malware can continue an attack without reference to the 
author or user, and in some cases will expand the attack 
to other systems. There is a qualitative difference between 
malware and the attack tools, kits, or scripts, that have to 
operate under an attacker’s control, and which are not 
considered to fall within the definition of malware. There 
are gray areas in this aspect as well, since RATs and DDoS 
zombies provide unattended access to systems, but need 
to be commanded in order to deliver a payload. 

Trojans 

Trojans, or Trojan horse programs, are the largest class 
of malware in terms of numbers of different entities pro¬ 
duced. However, the term is subject to much confusion, 
particularly in relation to computer viruses. 

A Trojan is a program that pretends to do one thing 
while performing another, unwanted action. The extent 
of the "pretense” may vary greatly. Many of the early PC 
Trojans relied merely on the filename and a description 
on a bulletin board. Log-in Trojans, popular among uni¬ 
versity student mainframe users, mimicked the screen 
display and the prompts of the normal log-in program 
and could, in fact, pass the username and password along 
to the valid log-in program at the same time as they stole 
the user data. Some Trojans may contain actual code that 
does what it is supposed to be doing while performing ad¬ 
ditional nasty acts that it does not tell you about. 

Another confusion with viruses involves Trojan horse 
programs that may be spread by e-mail. In years past, a 
Trojan program had to be posted on an electronic bulle¬ 
tin board system or a file archive site. Because of the static 
posting, a malicious program would soon be identified and 
eliminated. More recently, Trojan programs have been dis¬ 
tributed by mass e-mail campaigns, by posting on Usenet 
newsgroup discussion groups, or through automated distri¬ 
bution agents (bots) on Internet relay chat (IRC) channels. 
Since source identification in these communications chan¬ 
nels can be easily hidden, Trojan programs can be redistrib¬ 
uted in a number of disguises, and specific identification of 
a malicious program has become much more difficult. 

Some data security writers consider that a virus is 
simply a specific example of the class of Trojan horse pro¬ 
grams. There is some validity to this classification, since 
a virus is an unknown quantity that is hidden and trans¬ 
mitted along with a legitimate disk or program, and any 
program can be turned into a Trojan by infecting it with 
a virus. However, the term virus more properly refers to 
the added, infectious code rather than the virus/target 
combination. Therefore, the term Trojan refers to a de¬ 
liberately misleading or modified program that does not 
reproduce itself. 


A major aspect of Trojan design is the social engineer¬ 
ing (fraudulent or deceptive) component. Trojan programs 
are advertised (in some sense) as having a positive com¬ 
ponent. The term positive can be disputed, since a great 
many Trojans promise pornography or access to pornog¬ 
raphy, and this still seems to be depressingly effective. 

However, other promises can be made as well. A recent 
e-mail virus, in generating its messages, carried a list of 
a huge variety of subject lines, promising pornography, 
humor, virus information, an antivirus program, and in¬ 
formation about abuse of the recipients email account. 

Sometimes the message is simply vague, and relies on 
curiosity. Social engineering really is nothing more than a 
fancy name for the type of fraud and confidence games that 
have existed since snakes started selling apples. Security 
types tend to prefer a more academic-sounding defini¬ 
tion, such as the use of nontechnical means to circum¬ 
vent security policies and procedures. Social engineering 
can range from simple lying (such as a false description 
of the function of a file), to bullying and intimidation 
(in order to pressure a low-level employee into disclosing 
information), to association with a trusted source (such 
as the username from an infected machine). 

Worms 

A worm reproduces and spreads, like a virus, and un¬ 
like other forms of malware. Worms are distinct from vi¬ 
ruses, though they may have similar results. Most simply, 
a worm may be thought of as a virus with the capacity to 
propagate independently of user action. In other words, 
they do not rely on (usually) human-initiated transfer of 
data between systems for propagation, but instead spread 
across networks of their own accord, primarily by ex¬ 
ploiting known vulnerabilities (such as buffer overflows) 
in common software. 

Originally, the distinction was made that worms used 
networks and communications links to spread, and that 
a worm, unlike a virus, did not directly attach to an ex¬ 
ecutable file. In early research into computer viruses, the 
terms worm and virus tended to be used synonymously, 
it being felt that the technical distinction was unimpor¬ 
tant to most users. The technical origin of the term worm 
program matched that of modern distributed processing 
experiments: a program with "segments” working on 
different computers, all communicating over a network 
(Shoch and Hupp 1982). 

The first worm to garner significant attention was the 
Internet Worm of 1988, discussed in detail in the sec¬ 
tion on "Worms (First and Third Generation)." Recently, 
many of the most prolific virus infections have not been 
strictly viruses, but have used a combination of viral and 
worm techniques to spread more rapidly and effectively. 
LoveLetter was an example of this convergence of repro¬ 
ductive technologies. Although infected e-mail attach¬ 
ments were perhaps the most widely publicized vector 
of infection, LoveLetter also spread by actively scanning 
attached network drives, infecting a variety of common 
file types. This convergence of technologies will be an in¬ 
creasing problem in the future. Code Red and a number of 
Linux programs (such as Lion) are modern examples 
of worms. (Nimda is an example of a worm, but it also 
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spreads in a number of other ways, so it could be consid¬ 
ered to be an e-mail virus and multipartite as well.) 

Viruses 

A virus is defined by its ability to reproduce and spread. 
A virus is not just anything that goes wrong with a com¬ 
puter, and virus is not simply another name for malware. 
Trojan horse programs and logic bombs do not reproduce 
themselves. 

A worm, which is sometimes seen as a specialized type 
of virus, is currently distinguished from a virus since a 
virus generally requires an action on the part of the user 
to trigger or aid reproduction and spread. The action 
on the part of the user is generally a common function, 
and the user usually does not realize the danger of the ac¬ 
tion, or the fact that he or she is assisting the virus. 

The only requirement that defines a program as a vi¬ 
rus is that it reproduces. It is not necessary that the virus 
carry a payload, although a number of viruses do. In many 
cases (in most cases of “successful" viruses), the payload 
is limited to some kind of message. A deliberately damag¬ 
ing payload, such as erasure of the disk, or system files, 
usually restricts the ability of the virus to spread, since 
the virus uses the resources of the host system. In some 
cases, a virus may carry a logic bomb or time bomb that 
triggers a damaging payload on a certain date or under a 
specific, often delayed, condition. 

Because a virus spreads and uses the resources of the 
host, it affords a kind of power to software that paral¬ 
lel processors provide to hardware. Therefore, some have 
theorized that viral programs could be used for benefi¬ 
cial purposes, similar to the experiments in distributed 
processing that are testing the limits of cryptographic 
strength. (Various types of network-management func¬ 
tions, and updating of system software, are seen as candi¬ 
dates.) However, the fact that viruses change systems and 
applications is seen as problematic in its own right. Many 
viruses that carry no overtly damaging payload still create 
problems with systems. A number of virus and worm pro¬ 
grams have been written with the obvious intent of prov¬ 
ing that viruses could carry a useful payload, and some 
have even had a payload that could be said to enhance 
security. Unfortunately, all such viruses have created seri¬ 
ous problems themselves. The difficulties of controlling 
virus programs have been addressed in theory, but the 
solutions are also known to have faults and loopholes. 

Logic Bombs 

Logic bombs are software modules set up to run in a quies¬ 
cent state, but to monitor for a specific condition, or set of 
conditions, and to activate their payload under those con¬ 
ditions. A logic bomb is generally implanted in or coded 
as part of an application under development or mainte¬ 
nance. Unlike a RAT or Trojan it is difficult to implant a 
logic bomb after the fact. There are numerous examples 
of this type of activity, usually based on actions taken by a 
programmer to deprive a company of needed resources if 
the programmers employment is terminated. 

A Trojan or a virus may contain a logic bomb as part 
of the payload. A logic bomb involves no reproduction, 
no social engineering. A persistent legend with regard to 
logic bombs involves what is known as the salami scam. 


According to the story, this involves the siphoning off of 
small amounts on money (in some versions, fractions 
of a cent) credited to the account of the programmer, over 
a very large number of transactions. Despite the fact that 
these stories appear in a number of computer security 
texts, the author has a standing challenge to anyone to 
come up with a documented case of such a scam. Over 
a period of eight years, the closest anyone has come is a 
story about a fast-food clerk who diddled the display on 
a drive through window, and collected an extra dime or 
quarter from most customers. 

Other Related Terms 

Hoax virus warnings or alerts have an odd double rela¬ 
tion to viruses. First, hoaxes are usually warnings about 
"new” viruses: new viruses that do not, of course, exist. 
Second, hoaxes generally carry a directive to the user to 
forward the warning to all addresses available to them. 
Thus, these descendants of chain letters form a kind of 
self-perpetuating spam. 

Hoaxes use an odd kind of social engineering, rely¬ 
ing on people’s naturally gregarious nature and desire to 
communicate, and on a sense of urgency and importance, 
using the ambition that people have to be the first to pro¬ 
vide important new information. Hoaxes do, however, 
have common characteristics that can be used to deter¬ 
mine whether their warnings may or may not be valid: 

• Hoaxes generally ask the reader to forward the 
message. 

• Hoaxes make reference to false authorities such as Mi¬ 
crosoft, AOL, IBM, and the FCC (none of which issue 
virus alerts) or to completely false entities. 

• Hoaxes do not give specific information about the in¬ 
dividual or office responsible for analyzing the virus or 
issuing the alert. 

• Hoaxes generally state that the new virus is unknown to 
authorities or researchers. 

• Hoaxes often state that there is no means of detecting 
or removing the virus; many of the original hoax warn¬ 
ings stated only that you should not open a message 
with a certain phrase in the subject line. (The warning, 
of course, usually contained that phrase in the subject 
line. Subject-line filtering is known to be a very poor 
method of detecting malware.) 

• Hoaxes often state that the virus does tremendous dam¬ 
age, and is incredibly virulent. 

• Hoax warnings very often contain A LOT OF CAPI¬ 
TAL LETTER SHOUTING AND EXCLAMATION 
MARKS!!!!!!!!!! 

• Hoaxes often contain technical sounding nonsense 
(technobabble), such as references to nonexistent tech¬ 
nologies like “nth complexity binary loops.” 

It is wise, in the current environment, to doubt all virus 
warnings, unless they come from a known and historically 
accurate source, such as a vendor with a proven record of 
providing reliable and accurate virus alert information, 
or preferably an independent researcher or group. It is 
best to check any warnings received against known virus 
encyclopedia sites. It is best to check more than one such 
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site: in the initial phases of a “fast burner” attack some sites 
may not have had time to analyze samples to their own 
satisfaction, and the better sites will not post information 
they are not sure about. 

Remote-access Trojans (RATs) are programs designed 
to be installed, usually remotely, after systems are in¬ 
stalled and working (and not in development, as is the 
case with logic bombs and backdoors). Their authors 
would generally like to have the programs referred to as 
remote administration tools, in order to convey a sense 
of legitimacy. 

When a RAT program has been run on a computer, it 
will install itself in such a way as to be active every time 
the computer is started subsequent to the installation. 
Information is sent back to the controlling computer 
(sometimes via an anonymous channel such as IRC) not¬ 
ing that the system is active. The user of the command 
computer is now able to explore the target, escalate ac¬ 
cess to other resources, and install other software, such 
as DDoS zombies, if so desired. 

DDoS (distributed denial of service) is a modified de¬ 
nial of service (DoS) attack. DoS attacks do not attempt to 
destroy or corrupt data, but attempt to use up a comput¬ 
ing resource to the point at which normal work cannot 
proceed. The structure of a DDoS attack requires a mas¬ 
ter computer to control the attack, a target of the attack, 
and a number of computers in the middle that the master 
computer uses to generate the attack. These computers 
between the master and the target are variously called 
“agents” or “clients," but are usually referred to as run¬ 
ning “zombie" programs. The existence of a large number 
of agent computers in a DDoS attack acts to multiply the 
effect of the attack, and also helps to hide the identity of 
the originator of the attack. 

Closely related to RATs and DDoS zombie clients 
are hot clients. Originally hots were automated tools, 
frequently used on chat circuits for automatic admin¬ 
istrative functions. However, various functions have 
been coded into pieces of malware for distribution to 
a large number of computers. One of the largest classes 
of hots are spambots, used to subvert a number of nor¬ 
mal user computers into a spambotnet. As the name im¬ 
plies, these machines are used to generate and distribute 
spam. However, since the spambotnet is composed of a 
large number of disparate computers, it is much harder 
to isolate or shut down than a normal mail relay server. 
Many of these spambotnets are used to distribute ad¬ 
vance-fee fraud messages, identity-theft solicitations 
(usually known as phishing), and new versions of mal¬ 
ware and viruses. 

There is a lot of controversy over a number of tech¬ 
nologies generally described as adware or spyware. Most 
people would agree that the marketing functions are not 
specifically malicious, but what one person sees as “ag¬ 
gressive selling” another will see as an intrusion or inva¬ 
sion of privacy. 

Shareware or freeware programs may have advertis¬ 
ing for a commercial version or a related product, and 
users may be asked to provide some personal informa¬ 
tion for registration or to download the product. For 
example, an unregistered copy of the WinZip archiving 
program typically asks the user to register when the pro¬ 
gram is started, and the free version of the QuickTime 


video player asks the user to buy the commercial version 
every time the software is invoked. Adware, however, is 
generally a separate program installed at the same time 
as a given utility or package, and continues to advertise 
products even when the desired program is not running. 
Spyware is, again, a system distinct from the software 
the user installed, and passes more information than 
simply a username and address back to the vendor: often 
these packages will report on Web sites visited or other 
software installed on the computer, and possibly com¬ 
pile detailed inventories of the interests and activities of 
a user. 

The discussion of spyware often makes reference to 
cookies or Web bugs. Cookies are small pieces of infor¬ 
mation in regard to persistent transactions between the 
user and a Web site, but the information can be greater 
than the user realizes—for example, in the case of a com¬ 
pany that provides content, such as banner ads, to a large 
number of sites. Cookies, limited to text data, are not mal¬ 
ware, and can have no executable malicious content. Web 
bugs are links on Web pages or embedded in e-mail mes¬ 
sages that contain links to different Web sites. A Web bug, 
therefore, passes a call, and information, unknown to the 
user, to a remote site. Most commonly a Web bug is either 
invisible or unnoticeable (typically it is one pixel in size) 
in order not to alert the user to its presence. 

There is a persistent chain letter hoax that tells people 
to forward the message because it is part of a test of an 
e-mail tracking system. Although to date all such chain let¬ 
ter reports are false, such a system has been implemented 
and does use Web bug technology. The system is not reli¬ 
able: Web bugs in e-mail rely on an e-mail system calling 
a Web browser function, and, while this typically hap¬ 
pens automatically with systems like Microsoft Outlook 
and Internet Explorer, a mailer like Pegasus requires the 
function call to be established by the user, and warns 
the user when it is being invoked. 

On susceptible systems, however, a good deal of in¬ 
formation can be obtained: the mail system noted can 
frequently obtain the IP address of the user, the type and 
version of browser being used, the operating system of 
the computer, and the time the message was read. 

Pranks are very much a part of the computer culture. 
So much so that you can now buy commercially produced 
joke packages that allow you to perform “Stupid Mac (or 
PC, or Windows) Tricks." There are countless pranks 
available as shareware. Some make the computer appear 
to insult the user; some use sound effects or voices; some 
use special visual effects. A fairly common thread run¬ 
ning through most pranks is that the computer is, in some 
way, nonfunctional. Many pretend to have detected 
some kind of fault in the computer (and some pretend to 
rectify such faults, of course making things worse). One 
entry in the virus field is PARASCAN, the paranoid scan¬ 
ner. It pretends to find large numbers of infected files, 
although it does not actually check for any infections. 

Generally speaking, pranks that create some kind of 
announcement are not malware: viruses that generate a 
screen or audio display are actually quite rare. The dis¬ 
tinction between jokes and Trojans is harder to make, but 
pranks are intended for amusement. Joke programs may, 
of course, result in a denial of service if people find the 
prank message frightening. 
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One specific type of joke is the “easter egg,” a function 
hidden in a program, and generally accessible only by 
some arcane sequence of commands. These may be seen 
as harmless, but note that they do consume resources, 
even if only disk space, and also make the task of ensur¬ 
ing program integrity very much more difficult. 

FIRST-GENERATION VIRUSES 

Many of the books and articles that are currently avail¬ 
able to explain viruses were written based on the research 
that was done on the first generation of viruses. While 
these programs are still of interest to those who study the 
internal structures of operating systems, they operated 
much differently from the current crop of malicious 
software. First-generation viruses tended to spread very 
slowly, but to hang around in the environment for a long 
time. Later viruses tended to spread very rapidly, but also 
to die out relatively quickly. 

Boot-Sector Viruses 

Viruses are generally partly classified by the objects to 
which they attach. Worms may be seen as a type of virus 
that attaches to nothing. Most desktop computer oper¬ 
ating systems have some form of boot sector, a specific 
location on the hard disk that contains programming to 
bootstrap the startup of a computer. Boot-sector infec- 
tors (BSIs) replace or redirect this programming in order 
to have the virus invoked, usually as the first program¬ 
ming running on the computer. Because the minimal 
built-in programming of the computer simply starts to 
read and execute material from a specific location on the 
disk, any code that occupies this location is run. BSIs 
copy themselves onto this location whenever they en¬ 
counter any new disk. 

BSIs would not appear to fit the definition of a virus 
infecting another program, since BSIs can be spread by 
disks that do not contain any program files. However, the 
boot sector of a normal MS-DOS disk, whether or not it 
is a “system” or bootable disk, always contains a program 
(even if it only states that the disk is not bootable), and so 
it can be said that a BSI is a “true” virus. 

The terminology of BSIs comes from MS-DOS sys¬ 
tems, and this leads to some additional confusion. The 
physical "first sector" on a hard drive is not the operat¬ 
ing-system boot sector. On a hard drive the boot sector 
is the first “logical” sector. The number one position on 
a hard drive is the master boot record (MBR). Some vi¬ 
ral programs, such as the Stoned virus, always attack the 
physical first sector: the boot sector on floppy disks and 
the master boot record on hard disks. 

Thus, viral programs that always attack the boot sec¬ 
tor might be termed “pure" BSIs, whereas programs like 
Stoned might be referred to as an "MBR type” of BSI. The 
term boot-sector infector is used for all of them, though, 
since all of them infect the boot sector on floppy disks. 

File-Infecting Viruses 

A file infector infects program (object) files. System 
infectors that infect operating system program files 
(such as COMMAND.COM in DOS) are also file infec¬ 
tors. File infectors can attach to the front of the object hie 


(prependers), attach to the back of the hie and create a 
jump at the front of the hie to the virus code (appenders), 
or overwrite the hie or portions of it (overwriters). A clas¬ 
sic is Jerusalem. A bug in early versions caused it to add 
itself over and over again to hies, making the increase in 
hie length detectable. (This has given rise to the persist¬ 
ent myth that it is a characteristic of a virus that it will hll 
up all disk space eventually; however, by far, the majority 
of hie infectors add only minimally to hie lengths.) 

Polymorphic Viruses 

Polymorphism (literally “many forms") refers to a number 
of techniques that attempt to change the code string on 
each generation of a virus. These vary from using modules 
that can be rearranged to encrypting the virus code itself, 
leaving only a stub of code that can decrypt the body of 
the virus program when invoked. Polymorphism is some¬ 
times also known as "self-encryption” or "self-garbling," 
but these terms are imprecise and not recommended. 
Examples of viruses using polymorphism are Whale and 
Tremor. Many polymorphic viruses use standard “muta¬ 
tion engines” such as MtE. These pieces of code actually 
aid detection because they have a known signature. 

Some authors have demonstrated that, in theory, poly¬ 
morphic viruses cannot be perfectly detected. However, 
it is also theoretically true that no virus can be perfectly 
detected. In practical terms, polymorphic viruses present 
no particular problem, aside from the additional process¬ 
ing burden that algorithmic signature detection places on 
the scan. 

A number of viruses also demonstrate some form of 
active detection avoidance, which may range from dis¬ 
abling of on-access scanners in memory to deletion of 
antivirus and other security software (Zonealarm is a 
favorite target) from the disk. 

Virus-Creation Kits 

The term kit usually refers to a program used to produce 
a virus from a menu or a list of characteristics. Use of a 
virus kit involves no skill on the part of the user. Fortu¬ 
nately, most virus kits produce easily identifiable code. 
Packages of antiviral utilities are sometimes referred 
to as tool kits, occasionally leading to confusion of the 
terms. 

MACRO VIRUSES 

A macro virus uses macro programming of an application 
such as a word processor. (Most known macro viruses use 
Visual BASIC for Applications [VBA] in Microsoft Word: 
some are able to cross between applications and function 
in, for example, a PowerPoint presentation and a Word 
document, but this ability is rare.) Macro viruses infect 
data files, and tend to remain resident in the application 
itself by infecting a configuration template such as MS 
Word’s NORMAL.DOT. 

Although macro viruses infect data files, they are not 
generally considered to be hie infectors: a distinction 
is generally made between program and data hies. Macro 
viruses can operate across hardware or operating system 
platforms as long as the required application platform is 
present. (For example, many MS Word macro viruses can 
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operate on both the Windows and Macintosh versions of 
MS Word.) Examples are Concept and CAP. Melissa is 
also a macro virus, in addition to being an e-mail virus: it 
mailed itself around as an infected document. 

Viruses contained in test or data files had been both 
theorized and tested prior to the macro viruses that used 
VBA. DOS batch files had been created that would copy 
themselves onto other batch files, and self-reproducing 
code had been created with the macro capabilities of the 
Lotus 1-2-3 spreadsheet program, but these were prima¬ 
rily academic exercises. 

Macro viruses are not currently a major class of mal¬ 
ware, and are certainly nothing in comparison to e-mail 
viruses and network worms. However, increasing num¬ 
bers of applications have macro programming capabili¬ 
ties, and it is possible that macro viruses may become 
a problem again as the computing environment changes. 

What Is a Macro? 

As noted above, a macro is a small piece of programming 
contained in a larger data file. This differentiates it from 
a script virus that is usually a stand-alone file that can be 
executed by an interpreter, such as Microsoft Windows 
Script Host (.vbs files). A script virus file can be seen as a 
data file in that it is generally a simple text file, but it usu¬ 
ally does not contain other data, and generally has some 
indicator (such as the .vbs extension) that it is executable. 
LoveLetter is a script virus. 

Free Technology to Avoid Macro Viruses 

A recommended defense is MacroList, written by 
A. Padgett Peterson. This is a macro itself, available for 
both Wintel and Macintosh machines. It will list all the 
macros in a document. Since most documents should not 
contain macros, any document that does should either 
have a really good reason for it, or be looked at with 
suspicion. 

E-MAIL VIRUSES (THIRD GENERATION) 

With the addition of programmable functions to a stand¬ 
ard e-mail user agent (usually Microsoft Outlook), it be¬ 
came possible for viruses to spread worldwide in mere 
hours, as opposed to months. 

The "Start" of E-Mail Viruses: Melissa 

Melissa was far from the first e-mail virus. The first e-mail 
virus to successfully spread in the wild was CHRISTMA 
exec, in the fall of 1987. However, Melissa was certainly 
the first of the “fast burner” e-mail viruses, and the first to 
come to wide public attention. 

The virus, generally referred to as W97M.Melissa is a Mi¬ 
crosoft Word macro virus. The name Melissa comes from 
the class module that contains the virus. The name is also 
used in the registry flag set by the virus. The virus is spread, 
of course, by infected Word documents. What has made it 
the "bug du jour” is that it spreads itself via e-mail. 

Melissa was originally posted to the alt.sex newsgroup. 
At that time it was LIST.DOC, and purported to be a list of 
passwords for sex sites. If you get a message with a Melissa 


infected document, and do whatever you need to do to 
“invoke” the attachment, and have Word on your system 
as the default program for .doc files, Word starts up, reads in 
the document, and the macro is ready to start. Assuming 
that the macro starts executing, several things happen. The 
virus first checks to see if Word 97 (Word 8) or Word 2000 
(Word 9) is running. If so, it reduces the level of the secu¬ 
rity warnings on Word so that you will receive no future 
warnings. In Word97, the virus disables the Tools/Macro 
menu commands, the Confirm Conversions option, the MS 
Word macro virus protection, and the Save Normal Tem¬ 
plate prompt. It “upconverts” to Word 2000 quite nicely, 
and there disables the Tools/Macro/Security menu. 

Specifically, under Word 97 it blocks access to the Tools/ 
Macro menu item, meaning you cannot check any mac¬ 
ros. It also turns off the warnings for conversion, macro 
detection, and to save modifications to the NORMAL. 
DOT file. Under Word 2000 it blocks access to the menu 
item that allows you to raise your security level, and sets 
your macro virus detection to the lowest level—that is, 
none. Since the access to the macro security menu item 
is blocked, you must delete the infected NORMAL.DOT 
file in order to regain control of your security settings. 
Note that this will also lose all of your global templates 
and macros. Word users who make extensive use of mac¬ 
ros are advised to keep a separate backup copy of a clean 
NORMAL.DOT in some safe location to avoid problems 
with macro virus infections. 

After this, the virus checks for the HKEY_CURRENT_ 
USER\Software\Microsoff\Office\Melissa?\ registry key 
with a value of “... by Kwyjibo”. (The “kwyjibo" entry seems 
to be a reference to the “Bart the Genius” episode of the 
“Simpsons” television program where this word was used to 
win a Scrabble match.) If this is the first time you have been 
infected, then the macro starts up Outlook 98 or higher, in 
the background, and sends itself as an attachment to the 
“top” fifty names in each of your address lists. (Melissa will 
not use Outlook Express. Also, Outlook 97 will not work.) 
Most people have only one (the default is “Contacts"), but 
if you have more than one, then Out-look will send more 
than fifty copies of the message. Outlook also sorts address 
lists such that mailing lists are at the top of the list, so this 
can get a much wider dispersed than just fifty copies of the 
message/virus. 

Once the messages have been sent, the virus sets the 
Melissa flag in the registry, and looks for it to check whether 
to send itself out on subsequent infections. If the flag does 
not persist, then there will be subsequent mass mailings. 
Because the key is set in HKEY_CURRENT_USER, sys¬ 
tem administrators may have set permissions such that 
changes made are not saved, and thus the key will not per¬ 
sist. In addition, multiple users on the same machine will 
likely each trigger a separate mailout, and the probability 
of cross infection on a common machine is very high. 

Since it is a macro virus, Melissa will infect your NOR¬ 
MAL.DOT, and will infect all documents thereafter. The 
macro within NORMAL.DOT is “Document_Close()” so 
that any document that is worked on (or created) will be 
infected when it is closed. When a document is infected 
the macro inserted is “Document_Open()” so that the 
macro runs when the document is opened. 

Note that not using Outlook does not protect you from 
the virus, it only means that the fifty copies will not be 
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automatically sent out. If you use Word but not Outlook, 
you will still be infected, and may still send out infected 
documents on your own. Originally the virus would not in¬ 
voke the mailout on Macintosh systems. However, infected 
documents would be stored, and, recently, when Outlook 
became available for Macs, there was a second wave of 
Melissa mailings. 

The message appears to come from the person just in¬ 
fected, of course, since it really is sent from that machine. 
This means that when you get an “infected" message it 
will probably appear to come from someone you know 
and deal with. The subject line is “Important Message 
From: [name of sender]” with the name taken from the 
registration settings in Word. The text of the body states 
“Here is that document you asked for ... don’t show any¬ 
one else Thus, the message is easily identifiable: that 
subject line, the very brief message, and an attached Word 
document (file with a .doc extension to the filename). 

However, note that, as with any Microsoft Word macro 
virus, the source code travels with the infection, and it 
was very easy for people to create variations of Melissa. 
Within days of Melissa there was a similar Excel macro 
virus, called “Papa.” 

One rather important point: the document passed is 
the active document, not necessarily the original posted 
on alt.sex. So, for example, if I am infected, and prepare 
some confidential information for you in Word, and send 
you an attachment with the Word document, containing 
sensitive information that neither you nor I want made 
public and you read it in Word, and you have Outlook on 
your machine, then that document will be mailed out to 
the top fifty people in your address book, and so forth. 

How to Avoid E-Mail Viruses 

It really is very simple to avoid e-mail viruses: don’t dou¬ 
ble click on any attachments that come with your e-mail. 
We used to say not to run any programs that came from 
someone you do not know, but many e-mail viruses spread 
using the identity of the owner of the infected computer, so 
that is no longer any protection. Do not run anything you 
receive, unless you know, from some separate verification, 
that this person intended to send you something, and that 
it is something you need, and that the person sending it is 
capable of protecting themselves from infection. 

It is also somewhat safer to use a mail program other 
than Outlook, since some versions of Outlook allowed at¬ 
tachments to run even before the user reads the message 
to which they are attached. 

Worms (First and Third 
Generation) 

In autumn 1988, the Internet/UNIX/Morris Worm did 
not actually bring the Internet in general and email in 
particular to the proverbial grinding halt. It was able to 
run and propagate only on machines running specific 
versions of the UNIX operating system on specific hard¬ 
ware platforms. However, given that the machines that 
are connected to the Internet also comprise the transport 
mechanism for the Internet, a "minority group” of server- 
class machines, thus affected, degraded the perform¬ 
ance of the Net as a whole. Indeed, it can be argued that 


despite the greater volumes of mail generated by Melissa 
and LoveLetter and the tendency of some types of 
mail servers to achieve meltdown when faced with the 
consequent traffic, the Internet as a whole has proved to 
be somewhat more resilient in recent years. 

During the 1988 mailstorm, a sufficient number of ma¬ 
chines had been affected to impair e-mail and distribution- 
list mailings. Some mail was lost, either by mailers that 
could not handle the large volumes that “backed up,” or 
by mail queues being dumped in an effort to disinfect sys¬ 
tems. Most mail was substantially delayed. In some cases, 
mail would have been rerouted via a possibly less efficient 
path after a certain time. In other cases, backbone ma¬ 
chines, affected by the problem, were simply much slower 
at processing mail. In still others, mail-routing software 
would crash or be taken out of service, with a consequent 
delay in mail delivery. Ironically, electronic mail was the 
primary means that the various parties attempting to deal 
with the trouble were trying to use to contact each other. 

In many ways, the Internet Worm is the story of data 
security in miniature. The Worm used “trusted” links, 
password cracking, security “holes” in standard pro¬ 
grams, standard and default operations, and, of course, 
the power of virus replication. 

“Big Iron” mainframes and other multi-user server 
systems are generally designed to run constantly, and 
execute various types of programs and procedures in 
the absence of operator intervention. Many hundreds 
of functions and processes may be running all the time, 
expressly designed neither to require nor to report to 
an operator. Some such processes cooperate with each 
other; others run independently. 

In the UNIX world, such small utility programs are 
referred to as "daemons,” after the supposedly subordi¬ 
nate entities that take over mundane tasks and extend the 
power of the “wizard,” or skilled operator. Many of these 
utility programs deal with the communications between 
systems. “Mail,” in the network sense, covers much more 
than the delivery of text messages between users. Net¬ 
work mail between systems may deal with file transfers, 
the routing of information for reaching remote systems, 
or even upgrades and patches to system software. 

When the Internet Worm was well established on a 
machine, it would try to infect another. On many sys¬ 
tems, this attempt was all too easy, since computers 
on the Internet are meant to generate activity on each 
other, and some had no protection in terms of the type of 
access and activity allowed. 

The finger program is one that allows a user to obtain 
information about another user. The server program, fin- 
gerd, is the daemon that listens for calls from the finger 
client. The version of fingerd common at the time of the 
Internet Worm had a minor problem: it did not check 
how much information it was given. It would take as 
much as it could hold and leave the rest to overflow. “The 
rest,” unfortunately, could be used to start a process on 
the computer, and this process was used as part of the at¬ 
tack. This kind of buffer overflow attack continues to be 
very common, taking advantage of similar weaknesses in 
a wide range of applications and utilities. 

The sendmail program is the engine of most mail- 
oriented processes on UNIX systems connected to the 
Internet. In principle, it should only allow data received 
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from another system to be passed to a user address. How¬ 
ever, there is a debug mode, which allows commands to be 
passed to the system. Some versions of UNIX were shipped 
with the debug mode enabled by default. Even worse, the 
debug mode was often enabled during installation of send- 
mail for testing and then never turned off. 

When the Worm accessed a system, it was fed with the 
main program from the previously infected site. Two pro¬ 
grams were used, one for each infected platform. If nei¬ 
ther program could work, the Worm would erase itself. 
If the new host was suitable, the Worm looked for further 
hosts and connections. The program also tried to break 
into user accounts on the infected machine. It used stand¬ 
ard password-cracking techniques such as simple varia¬ 
tions on the name of the account and the user. It carried 
a dictionary of words likely to be used as passwords, and 
would also look for a dictionary on the new machine 
and attempt to use that as well. If an account was “cracked,” 
the Worm would look for accounts that this user had on 
other computers, using standard UNIX tools. 

Following the Internet Worm, and a few similar 
examples in late 1988 and early 1989, worm examples 
were very infrequent during the 1990s. By spring 2001, a 
number of examples of Linux malware had been seen. In¬ 
terestingly, while the Windows viruses generally followed 
the CHRISTMA exec style of having users run the scripts 
and programs, the new Linux worms were similar to the 
Internet/Morris/UNIX worm in that they rely primarily 
on bugs in automatic networking software. 

The Ramen worm makes use of security vulnerabilities 
in default installations of Red Hat Linux 6.2 and 7.0 us¬ 
ing specific versions of the wu-ftp, rpc.statd, and LPRng 
programs. The worm defaces Web servers by replacing 
index.html, and scans for other vulnerable systems. It does 
this initially by opening an ftp connection and checking 
the remote system’s ftp banner message. If the system is 
vulnerable, the worm uses one of the exploitable services 
to create a working directory, and then downloads a copy 
of itself from the local (attacking) system. 

Lion uses a buffer overflow vulnerability in the bind 
program to spread. When it infects, Lion sends a copy 
of output from the ifconfig command, /etc/passwd, and 
/etc/shadow to an e-mail address in the china.com do¬ 
main. Next the worm adds an entry to etc/inetd.conf and 
restarts inetd. This entry would allow Lion to download 
components from a (now closed) Web server located in 
China. Subsequently, Lion scans random class B subnets 
in much the same way as Ramen, looking for vulnerable 
hosts. The worm may install a rootkit onto infected sys¬ 
tems. This backdoor disables the syslogd daemon and 
adds a trojanized ssh (secure shell) daemon. 

Code Red uses a known vulnerability to target Microsoft 
IIS (Internet information server) Web servers. Despite the 
fact that a patch for the loophole had been available for 
five months prior to the release of Code Red, the worm 
managed to infect 350,000 servers within nine to thirteen 
hours. When a host is infected it starts to scan for other 
hosts to infect. It probes random IP addresses but the code 
is flawed by always using the same seed for the random 
number generator. Therefore, each infected server starts 
probing the same addresses that have been done before. 
(It was this bug that allowed the establishment of such 
a precise count for the number of infections.) During a 


certain period of time the worm only spreads, but then 
it initiates a DoS attack against wwwl.whitehouse.gov. 
However, since this particular machine name was only 
an overflow server, it was taken offline prior to the attack 
and no disruptions resulted. The worm changed the front 
page of an infected server to display certain text and a 
background color of red, hence the name of the worm. 

Code Red definitely became a media virus. Although 
it infected at least 350,000 machines within hours, it had 
probably almost exhausted its target population by that 
time. In spite of this, the FBI held a press conference 
to warn of the worm. Code Red seems to have spawned 
quite a family each variant improving slightly on the ran¬ 
dom probing mechanism. In fact, there is considerable 
evidence that Nimda is a descendent of Code Red. 

Nimda variants all use a number of means to spread. 
Like Code Red, Nimda searches random IP addresses 
for unpatched Microsoft IIS machines. Nimda will also 
alter Web pages in order to download and install itself on 
computers browsing an infected Web site using a known 
exploit in Microsoft Internet Explorers handling of Java. 
Nimda will also mail itself as a file attachment and will 
install itself on any computer on which the file attach¬ 
ment is executed. Nimda is normally e-mailed in HTML 
format, and may install automatically when viewed using 
a known exploit in Microsoft Internet Explorer. Nimda 
will also create e-mail and news files on network shares 
and will install itself if these files are opened. 

Although Nimda would attack both servers and desk¬ 
top machines, it did so through the use of a variety of 
vectors, and is known as a multipartite virus. The most 
successful “pure” worm was probably Blaster. It made a 
direct connection to any machine on the Internet, includ¬ 
ing desktops, since it used a vulnerability in Microsoft’s 
DCOM function, which was enabled by default on all ver¬ 
sions of Windows. At the height of the Blaster attacks, an 
unprotected machine exposed to the Internet would be 
infected within two minutes. 

DETECTION TECHNIQUES 

All antiviral technologies are based on the three classes 
outlined by Fred Cohen in his early research. The first type 
performs an ongoing assessment of the functions taking 
place in the computer, looking for operations known to 
be dangerous. The second checks regularly for changes in 
the computer system, where changes should occur only 
infrequently. The third examines files for known code 
found in previous viruses. 

Within these three basic types of antivirus software, 
implementation details vary greatly. Some systems are 
meant only for use on stand-alone systems, while oth¬ 
ers provide support for centralized operation on a net¬ 
work. With Internet connections being so important now, 
many packages can be run in conjunction with content 
scanning gateways or firewalls. 

String Search (Signature-Based) 

Scanners examine files, boot sectors and/or memory for 
evidence of viral infection. They generally look for viral 
signatures, sections of program code that are known 
to be in specific virus programs but not in most other 
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programs. Because of this, scanning software will gener¬ 
ally detect only known viruses and must be updated regu¬ 
larly. Some scanning software has resident versions that 
check each file as it is run. 

In years past, search strings were generally found dur¬ 
ing a general analysis of the code of the virus. Currently, 
most antivirus companies have automated systems that 
run suspected programs on “goat” machines, in order to 
assess changes made. Goat machines are sometimes cre¬ 
ated by running virtual machines inside other platforms, 
such as running an emulator of a Microsoft Windows com¬ 
puter on a Linux computer platform. In this case, even if a 
Windows-based virus escapes from the controls in the vir¬ 
tual machine, it will find itself in an unfamiliar platform, 
and is therefore unable to proceed further. 

Scanners have generally been the most popular form of 
antiviral software, probably because they make a specific 
identification. In fact, scanners offer somewhat weak protec¬ 
tion, since they require regular updating. Scanner identifica¬ 
tion of a virus may not always be dependable: a number of 
scanner products have been known to identify viruses based 
on common families rather than definitive signatures. 

Change Detection (Integrity Checking) 

Change detection software examines system and/or pro¬ 
gram files and configuration, stores the information, and 
compares it against the actual configuration at a later 
time. Most of these programs perform a checksum or 
cyclic redundancy check (CRC) that will detect changes to 
a file even if the length is unchanged. Some programs will 
even use sophisticated encryption techniques to generate 
a signature that is, if not absolutely immune to malicious 
attack, prohibitively expensive, in processing terms, from 
the point of view of a piece of malware. 

Change-detection software should also note the addi¬ 
tion of completely new entities to a system. It has been noted 
that some programs have not done this, and allowed the 
addition of virus infections or malware. Change-detection 
software is also often referred to as integrity-checking soft¬ 
ware, but this term may be somewhat misleading. The in¬ 
tegrity of a system may have been compromised before the 
establishment of the initial baseline of comparison. 

A sufficiently advanced change-detection system, 
which takes all factors including system areas of the disk 
and the computer memory into account, has the best 
chance of detecting all current and future viral strains. 
However, change detection also has the highest prob¬ 
ability of false alarms, since it will not know whether a 
change is viral or valid. The addition of intelligent analy¬ 
sis of the changes detected may assist with this failing. 

Most antivirus companies and vendors now use change- 
detection systems for automated assessment of viruses. 
The virus is allowed to run in a restricted environment 
such as a virtual machine, and modifications to the system 
are noted. Generally this information is used to create sig¬ 
natures for scanning programs. 

Real-Time Scanning 

Real-time, or on-access, scanning is not really a separate 
type of antivirus technology. It uses standard signature 


scanning, but attempts to deal with each file or object 
as it is accessed, or comes into the machine. Because on- 
access scanning can affect the performance of the ma¬ 
chine, vendors generally try to take shortcuts in order to 
reduce the delay when a file is read. Therefore, real-time 
scanning is significantly less effective at identifying virus 
infections than a normal signature scan of all files. 

Real-time scanning is one way to protect against 
viruses on an ongoing basis, but it should be backed up 
with regular full scans. 

Heuristic Scanning 

A recent addition to scanners is intelligent analysis of un¬ 
known code, currently referred to as “heuristic scanning." 
It should be noted that heuristic scanning does not repre¬ 
sent a new type of antivirus software. More closely akin 
to activity monitoring functions than traditional signature 
scanning, this looks for “suspicious” sections of code that 
are generally found in virus programs. Although it is pos¬ 
sible for normal programs to want to "go resident,” look for 
other program files, or even modify their own code, such 
activities are telltale signs that can help an informed user 
come to some decision about the advisability of running or 
installing a given new and unknown program. Heuristics, 
however, may generate a lot of false alarms, and may either 
scare novice users, or give them a false sense of security af¬ 
ter “wolf’ has been cried too often. 

Permanent Protection 

The ultimate object, for computer users, is to find some 
kind of antiviral system that you can set and forget: that 
will take care of the problem without further work or at¬ 
tention on your part. Unfortunately, as previously noted, 
it has been proved that such protection is impossible. 
On a more practical level, every new advance in compu¬ 
ter technology brings more opportunity for viruses and 
malicious software. As it has been said in political and so¬ 
cial terms, so too the price of safe computing is constant 
vigilance. 

Vaccination 

In the early days of antiviral technologies, some programs 
attempted to add change detection to every program on 
the disk. Unfortunately, these packages, frequently called 
“vaccines,” sometimes ran afoul of different functions 
within normal program which were designed to detect 
accidental corruption on a disk. No program has been 
found that can fully protect a computer system in more 
recent operating environments. 

Some vendors have experimented with an "autoim¬ 
mune” system, whereby an unknown program can be 
sent for assessment, and, if found to be malicious, a new 
set of signatures created and distributed automatically. 
This type of activity does show promise, but there are sig¬ 
nificant problems to be overcome. 

Activity Monitoring (Behavior-Based) 

An activity monitor performs a task very similar to an 
automated form of traditional auditing: it watches for 
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suspicious activity. It may, for example, check for any calls 
to format a disk or attempts to alter or delete a program 
file while a program other than the operating system is in 
control. It may be more sophisticated, and check for any 
program that performs “direct" activities with hardware, 
without using the standard system calls. 

Activity monitors represent some of the oldest ex¬ 
amples of antivirus software, and are usually effective 
against more than just viruses. Generally speaking, such 
programs followed in the footsteps of the earlier anti- 
Trojan software, such as BOMBSQAD and WORMCHEK 
in the MS-DOS arena, which used the same "check what 
the program tries to do" approach. This tactic can be star¬ 
tlingly effective, particularly given the fact that so much 
malware is slavishly derivative and tends to use the same 
functions over and over again. 

It is, however, very hard to tell the difference between 
a word processor updating a file and a virus infecting a 
file. Activity-monitoring programs may be more trouble 
than they are worth because they can continually ask for 
confirmation of valid activities. The annals of computer 
virus research are littered with suggestions for virusproof 
computers and systems that basically all boil down to the 
same thing: if the operations that a computer can perform 
are restricted, virus programs can be eliminated. Unfor¬ 
tunately, so is most of the usefulness of the computer. 

PREVENTION AND PROTECTION 
TECHNIQUES 

In regard to protection against viruses, it is germane to 
mention the legal situation with regard to viruses. Note 
that a virus may be created in one place and still spread 
worldwide, so issues of legal jurisdiction may be confused. 
In addition, specific activity may have a bearing: in the 
United States it may be legal to write a virus, but illegal to 
release it. However, in the first sixteen years of the exist¬ 
ence of viruses as a serious occurrence in the computing 
environment, only five people have been convicted of writ¬ 
ing computer viruses, and in all five cases the defendants 
entered guilty pleas. Therefore, it is as well not to rely on 
criminal prosecutions as a defense against viruses. 

The converse, however, is not true. If you are infected 
with a virus, and it can be demonstrated that your sys¬ 
tem subsequently sent a message that infected someone 
else, you may be legally liable. Thus, it is important to 
protect yourself from infection, even if the infection will 
not inconvenience you or cause loss to your business. 

Training and some basic policies can greatly reduce 
the danger of infection. A few guidelines that can really 
help in the current environment are: 

• Don’t double-click on attachments. 

• When sending attachments, be really specific when de¬ 
scribing them. 

• Do not blindly use Microsoft products as a company 
standard. 

• Disable Windows Script Host. 

• Disable ActiveX. 

• Disable VBScript. 


• Disable JavaScript. 

• Don’t send HTML-formatted e-mail. 

• Use more than one scanner, and scan everything. 

There are now companies that will provide insurance 
against virus attacks. This insurance is generally an ex¬ 
tensive of “business loss of use” insurance, and potential 
buyers would do well to examine the policies very closely 
to see the requirements for making a claim against it, and 
also conditions that may invalidate payment. 

Unfortunately, the price of safe computing is con¬ 
stant vigilance. Until 1995 it was thought that data hies 
could not be used to transport a virus. Until 1998 it was 
thought that e-mail could not be used to automatically 
infect a machine. Advances in technology are providing 
new viruses with new means of reproduction and spread. 
Two online virus encyclopedias (F-Secure/Data Fellows 
Virus Encyclopedia; Sophos Virus Encyclopedia) are in 
the reference list, and information about new viruses can 
be reliably determined at these sites. 

NON-PC-PLATFORM VIRUSES 

As noted, many see viruses only in terms of DOS or 
Windows-based programs on the Intel platform. Although 
there are many more PC viruses than on other platforms 
(primarily because there are more PCs in use than other 
computers), other platforms have many examples of vi¬ 
ruses. Indeed, I pointed out earlier that the first successful 
viruses were probably created on the Apple II computer. 

CHRISTMA exec, the Christmas Tree Virus/Worm, 
sometimes referred to as the “BITNET chain letter,” was 
probably the first major malware attack across networks. 
It was launched on December 9, 1987 and spread widely 
on BITNET, EARN, and IBM’s internal network (VNet). 
It has a number of claims to a small place in history. It 
was written, unusually, in REXX, a scripting system used 
to aid with automating of simple user processes. It was 
mainframe-hosted (on VM/CMS systems) rather than 
microcomputer-hosted, quaint though that distinction 
sounds nowadays when the humblest PC can run UNIX. 

CHRISTMA presented itself as a chain letter inviting 
the recipient to execute its code. This involvement of the 
user leads to the definition of the first e-mail virus, rather 
than a worm. When it was executed, the program drew a 
Christmas tree and mailed a copy of itself to everyone in 
the account holder’s equivalent to an address book, the 
user files NAMES and NETLOG. Conceptually, there is 
a direct line of succession from this worm to the social 
engineering worm/Trojan hybrids of today. 

In the beginning of the existence of computer viruses 
actually proliferating in the wild, the Macintosh com¬ 
puter seemed to have as many interesting viruses as 
those in the DOS world. The Brandau, or "Peace” virus, 
became the first to infect commercially distributed soft¬ 
ware, while the nVIR virus sometimes infected as many 
as 30 percent of the computers in a given area. However, 
over time it has become evident that any computer can be 
made to spread a virus, and the fact that certain systems 
have more than others seems to be simply a factor of the 
number of computers, of a given type, in use. 
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CONCLUSION 

Malware is a problem that is not going away. Unless sys¬ 
tems are designed with security as an explicit business 
requirement, which current businesses are not support¬ 
ing through their purchasing decisions, malware will 
be an increasingly significant problem for networked 
systems. 

It is the nature of networks that what is a problem for 
a neighboring machine may well become a problem 
for local systems. In order to prevent this, it is critical 
that the information security professional help busi¬ 
ness leaders recognize the risks incurred by their deci¬ 
sions, and help to mitigate those risks as effectively and 
economically as possible. With computer viruses and 
similar phenomena, each system that is inadequately 
protected increases the risk to all systems to which it 
is connected. Each system that is compromised can be¬ 
come a system that infects others. If you are not part 
of the solution, in the world of malware, you are most 
definitely part of the problem. 

GLOSSARY 

Terms derived from the “Glossary of Communications, 
Computer, Data, and Information Security Terms,” posted 
online at http://victoria.tc.CEi/techrev/secgloss.htm. 

Activity Monitor A type of antiviral software that checks 
for signs of suspicious activity, such as attempts to re¬ 
write program files, format disks, and so forth. Some 
versions of activity monitors will generate an alert for 
such operations, while others will block the behavior. 
Change Detection Antiviral software that looks for 
changes in the computer system. A virus must change 
something, and it is assumed that program files, disk 
system areas and certain areas of memory should 
not change. This software is very often referred to as 
"integrity-checking” software, but it does not neces¬ 
sarily protect the integrity of data, nor does it always 
assess the reasons for a possibly valid change. Change 
detection using strong encryption is sometimes also 
known as “authentication software.” 

False Negative There are two types of “false” reports 
from antiviral software. A false negative report is when 
an antivirus program reports no viral activity or pres¬ 
ence when a virus is present. References to false nega¬ 
tives are usually made only in technical reports. Most 
people simply refer to an antivirus program “missing” 
a virus. In general security terms, a false negative is 
called a "false acceptance," or “Type II error.” 

False Positive The second kind of false report that an 
antiviral can make is to report the activity or presence 
of a virus when there is, in fact, no virus. False posi¬ 
tive has come to be very widely used among those who 
know about virus and antivirus programs. Very few use 
the analogous term, “false alarm.” In general security 
terms, a false positive is known as a “false rejection,” 
or a “Type I error.” 

Heuristic In general, heuristic refer to trial-and-error 
or seat-of-the-pants thinking rather than formal rules. 
In antivirus jargon, however, the term has developed 
a specific meaning regarding the examination of pro¬ 
gram code for functions or opcode strings known to 


be associated with viral activity. In most cases this is 
similar to activity monitoring but without actually ex¬ 
ecuting the program; in other cases, code is run under 
some type of emulation. In recent years, the meaning 
has expanded to include generic signature scanning 
meant to catch a group of viruses without making defi¬ 
nite identifications. 

Macro Virus A macro is a small piece of programming 
in a simple language, used to perform a simple, re¬ 
petitive function. Microsoft’s Word Basic and Visual 
BASIC for Applications (VBA) macro languages can 
include macros in data files, and have sufficient func¬ 
tionality to write complete viruses. 

Malware A general term used to refer to all forms of 
malicious or damaging software, including virus pro¬ 
grams, Trojans, logic bombs and the like. 

Multipartite Formerly, a virus program that would in¬ 
fect both boot sectors and files; now refers to a virus 
that will infect multiple types of objects or that repro¬ 
duces in multiple ways. 

Payload Used to describe the code in a viral program 
that is not concerned with reproduction or detection 
avoidance. The payload is often a message but is some¬ 
times coded to corrupt or erase data. 

Polymorphism Techniques that use some system of 
changing the “form” of the virus on each infection to 
try to avoid detection by signature-scanning software. 
Less sophisticated systems are referred to as “self¬ 
encrypting." 

Rootkit A script, set of scripts, or package of modi¬ 
fied system programs used for gaining unauthorized 
root privileges (or equivalent supervisory powers) on 
a compromised system. Recently, media usage has ex¬ 
panded this definition to include any software that can 
hide software or processes on a system, but this usage 
is vague and should be avoided. 

Scanner A program that reads the contents of a file 
looking for code known to exist in specific virus pro¬ 
grams. Also known as a “signature scanner." 

Stealth Various technologies used by virus programs to 
avoid detection on disk. The term properly refers to 
the technology, and not a particular virus. 

Trojan Horse A program that either pretends to have or 
is described as having a (beneficial) set of features but 
that either instead of or in addition to that contains a 
damaging payload. Most frequently the usage is short¬ 
ened to Trojan. 

Virus A final definition has not yet been agreed on by all 
researchers. A common definition is, "a program that 
modifies other programs to contain a possibly altered 
version of itself.” This definition is generally attributed 
to Fred Cohen, although Dr. Cohen’s actual definition 
is in mathematical form. Another possible definition is, 
“an entity that uses the resources of the host (system 
or computer) to reproduce itself and spread, without 
informed operator action.” 

Wild, in the A jargon reference to virus programs that 
have been released into, and successfully spread in, the 
normal computer user community and environment. 
It is used to distinguish viral programs that are writ¬ 
ten and tested in a controlled research environment, 
without escaping, from those that are uncontrolled “in 
the wild." 
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Worm A self-reproducing program that is distinguished 
from a virus by copying itself without being attached 
to a program hie, or that spreads over computer net¬ 
works, particularly via e-mail. A recent refinement is 
the definition of a worm as spreading without user ac¬ 
tion, for example by taking advantage of loopholes and 
trapdoors in software. 
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INTRODUCTION 

Denial of service (DoS) attacks have become a major 
threat to current computer networks. Early DoS attacks 
were technical games played among underground attack¬ 
ers. For example, an attacker might want to get control of 
an Internet relay chat (IRC) channel by performing DoS 
attacks against the channel owner. Attackers could get rec¬ 
ognition in the underground community via taking down 
popular Web sites. Because easy-to-use DoS tools, such 
as Trinoo (Dittrich 1999), can be easily downloaded from 
the Internet, normal computer users can become DoS 
attackers as well. They sometime coordinately expressed 
their views by launching DoS attacks against organiza¬ 
tions whose policies they disagreed with. DoS attacks also 
appeared in illegal actions. Companies might use DoS 
attacks to knock off their competitors in the market. 
Extortion via DoS attacks were on rise in the past years 
(Pappalardo and Messmer 2005). Attackers threatened on¬ 
line businesses with DoS attacks and requested payments 
for protection. 

Known DoS attacks in the Internet generally conquer 
the target by exhausting its resources, which can be any¬ 
thing related to network computing and service perform¬ 
ance, such as link bandwidth, TCP connection buffers, 
application/service buffer, CPU cycles, etc. Individual at¬ 
tackers can also exploit vulnerability, break into target 
servers, and then bring down services. Because it is difficult 
for attackers to overload the target’s resource from a single 
computer, many recent DoS attacks have been launched 
via a large number of distributed attacking hosts in the 
Internet. These attacks are called “distributed denial of 
service” (DDoS) attacks. In a DDoS attack, because the ag¬ 
gregation of the attacking traffic can be tremendous com¬ 
pared with the victim’s resources, the attack can force the 
victim to significantly downgrade its service performance 
or even stop delivering any service. Compared with con¬ 
ventional DoS attacks that could be addressed by securing 
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service systems better prohibiting unauthorized remote or 
local access, DDoS attacks are more complex and harder 
to prevent. Since many unwitting hosts are involved in 
DDoS attacks, it is challenging to distinguish the attack¬ 
ing hosts and react against them. In recent years, DDoS 
attacks have increased in frequency, sophistication, and 
severity because computer vulnerabilities are increasing 
quickly (CERT 2006; Houle and Weaver 2001), which en¬ 
able attackers to break into and install various attacking 
tools in many computers. 

Wireless networks also suffer from DoS attacks because 
mobile nodes (such as laptops, cell phones, etc.) share the 
same physical media for transmitting and receiving sig¬ 
nals; and mobile computing resources (such as bandwidth, 
CPU, and power) are usually more constrained than those 
available to wired nodes. In a wireless network, a single at¬ 
tacker can easily forge, modify, or inject packets to disrupt 
connections between legitimate mobile nodes and cause 
DoS effects. 

In this chapter, we will provide an overview on existing 
DoS attacks and major defense technologies. The chapter 
is organized as follows. In the next section we present an 
overview of major DoS attack techniques on the Internet. 
We also discuss the reasons why a DoS attack can succeed 
and why defense is difficult. In the subsequent section, a 
taxonomy of DDoS attacks is discussed according to sev¬ 
eral major attack characteristics. Then we present an over¬ 
view of recent DDoS defense technologies according to 
their deployment locations. Then we discuss DoS attacks 
and defenses in wireless networks according to different 
network layers. Finally, we present our conclusions. 

OVERVIEW OF DOS ATTACKS 
ON THE INTERNET 

In this section, we overview the common DDoS attack tech¬ 
niques and discuss why attacks succeed fundamentally. 
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Attack Techniques 

Many attack techniques can be used for DoS purposes as 
long as they can disable service or downgrade service per¬ 
formance by exhausting resources for providing services. 
Although it is impossible to enumerate all existing attack 
techniques, we describe several representative network- 
based and host-based attacks in this section to illustrate 
attack principles. Readers can also find complementary 
information on DoS attacks in Handley and Rescorla 
(2006) and Mirkovic et al. (2005). 

Network-Based Attacks 

TCP SYN Flooding. DoS attacks often exploit stateful 
network protocols (Jian 2000; Shannon, Moore, and Claffy 
2002), because these protocols consume resources to main¬ 
tain states. TCP SYN flooding is one such attack and 
has had a wide impact on many systems. When a client 
attempts to establish a TCP connection to a server, the cli¬ 
ent first sends a SYN (synchronize) message to the server. 
The server then acknowledges by sending a SYN-ACK 
(synchronize-acknowledgment) message to the client. The 
client completes the establishment by responding with an 
ACK message. The connection between the client and the 
server is then opened, and the service-specific data can be 
exchanged. The abuse arises at the half-open state, when 
the server is waiting for the client’s ACK message after 
sending the SYN-ACK message to the client (CERT 1996). 
The server needs to allocate memory for storing the infor¬ 
mation of the half-open connection. The memory will not 
be released until either the server receives the final ACK 
message or the half-open connection expires. Attacking 
hosts can easily create half-open connections via spoofing 
source IPs in SYN messages or ignoring SYN-ACKs. The 
consequence is that the final ACK message will never be 
sent to the victim. Because the victim normally allocates 
only a limited space in its process table, too many half¬ 
open connections will soon fill the space. Even though the 
half-open connections will eventually expire because of 
the time-out, zombies can aggressively send spoofed TCP 
SYN packets requesting connections at a much higher 
rate than the expiration rate. Finally, the victim will be 
unable to accept any new incoming connection and thus 
cannot provide services. 

ICMP Smurf Flooding. ICMP (Internet control message 
protocol) is often used to determine whether a compu¬ 
ter on the Internet is responding. To achieve this task, an 
ICMP echo request packet is sent to a computer. If the 
computer receives the request packet, it will return an 
ICMP echo reply packet. In a smurf attack, attacking hosts 
forge ICMP echo requests having the victims address as 
the source address and the broadcast address of these re¬ 
mote networks as the destination address (CERT 1998). 
As depicted in Figure 1, if the firewall or router of the re¬ 
mote network does not filter the special crafted packets, 
they will be delivered (broadcast) to all computers on that 
network. These computers will then send ICMP echo reply 
packets back to the source (i.e., the victim) carried in the 
request packets. The victim’s network is thus congested. 

User Datagram (UDP) Flooding. By patching or rede¬ 
signing the implementation of TCP and ICMP protocols. 



-► Control traffic -► Attack traffic 

Figure 1 : ICMP smurf attack 


current networks and systems have incorporated new 
security features to prevent TCP and ICMP attacks. Nev¬ 
ertheless, attackers may simply send a large number of 
UDP packets toward a victim. Since an intermediate net¬ 
work can deliver higher traffic volume than the victim’s 
network can handle, the flooding traffic can exhaust the 
victim’s connection resources. Pure flooding can be done 
with any type of packets. Attackers can also choose to 
flood service requests so that the victim cannot handle 
all requests with its constrained resources (i.e., service 
memory or CPU cycles). Note that UDP flooding is simi¬ 
lar to flash crowds that occur when a large number of 
users try to access the same server simultaneously. How¬ 
ever, the intent and the triggering mechanisms for DDoS 
attacks and flash crowds are different. 

Intermittent Flooding. Attackers can further tune their 
flooding actions to reduce the average flooding rate to 
a very low level while achieving equivalent attack im¬ 
pacts on legitimate TCP connections. In shrew attacks 
(Kuzmanovic and Knightly 2003), attacking hosts can 
flood packets in a burst to congest and disrupt existing 
TCP connections. Since all disrupted TCP connections 
will wait a specific period (called "retransmission time 
out” [RTO]) to retransmit lost packets, attacking hosts can 
flood packets at the next RTO to disrupt retransmission. 
Thereby, attacking hosts can synchronize their flooding 
at the following RTOs and disable legitimate TCP connec¬ 
tions, as depicted in Figure 2. Such collaboration among 
attacking hosts not only reduces overall flooding traffic, 
but also helps avoid detection. Similar attack techniques 
targeting services with congestion control mechanisms 
for quality of service (QoS) have been discovered by 
Guirguis et al. (2005). When a QoS-enabled server receives 
a burst of service requests, it will temporarily throttle in¬ 
coming requests for a period until previous requests have 
been processed. Thus, attackers can flood requests at a 
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Figure 2: Low-rate intermittent flooding 
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Figure 3: An example of attack against application 
deficiency 


pace to keep the server throttling the incoming requests 
and achieve the DoS effect. Guirguis’s study showed that 
a burst of 800 requests can bring down a Web server for 
200 seconds, and thereby the average flooding rate could 
be as low as four requests per second. 

Host-Based Attacks 

In addition to misusing network protocols, attackers 
can also launch DoS attacks via exploiting vulnerabili¬ 
ties in targets applications and systems. Different from 
network-based attacks, this type of attack is application- 
specific—that is, it exploits particular algorithms (Crosby 
and Wallach 2003), memory structure (Cowan et al. 
2003), authentication protocols (Dean and Stubblefield 
2001, Zhang and Chen 2005), implementation (CERT 
1997), etc. Attacks can be launched either from a single 
host as a conventional intrusion or from a number of hosts 
as a network based-DDoS attack. The traffic of host-based 
attacks may not be as high as that of network-based at¬ 
tacks, because application flaws and deficiencies can eas¬ 
ily crash applications or consume a tremendous amount 
of computer resources. Several example attacks are de¬ 
scribed as follows. 

Dean and Stubblefield (2001) identified that attackers 
could easily arrange an attack such that e-commerce Web 
sites remain available, but clients are unable to complete 
any purchase. Such an attack is based on going after the 
secure server that processes credit card payments. In such 
e-commerce applications, the secure sockets layer/trans¬ 
port layer security (SSL/TLS) protocol is used to make 
secure connections between clients and servers. The pro¬ 
tocol allows a client to request the server to perform an 
RSA decryption. RSA decryption is an expensive opera¬ 
tion. For instance, a large secure Web site can process 
a few thousand RSA decryptions per second. If a secure 
sockets layer (SSL) handshake request takes 200 bytes 
and a server can process 5000 decryptions per second, 
1 MBps of requests is sufficient to paralyze an e-commerce 
site, which is a hard-to-notice small amount of traffic. 


Attackers can also send large modulo values via client 
certificates to increase the RSA computation per authen¬ 
tication. Consequently, mutual authentication cannot be 
done quickly and service performance is downgraded. 

Researchers also found that attackers could exploit al¬ 
gorithmic deficiencies in many applications’ data struc¬ 
tures to launch low-bandwidth DoS attacks (Crosby and 
Wallach 2003). Because many frequently used data struc¬ 
tures have an "average-case” expected running time that is 
far more efficient than the worst case, attackers can care¬ 
fully choose inputs to produce the worst scenario in data 
structures. Crosby and Wallach demonstrated this kind of 
DoS attack against the hash-table implementations. Nor¬ 
mally, inserting n inputs into a hash table requires O (n) 
computation on average (Figure 3a). However, inputs 
could collide if they have the same hash value. Then, some 
applications use open addressing to solve the collision fol¬ 
lowing a deterministic strategy to probe for empty hash- 
table entries. In the worst case, in which all n inputs collide, 
0(n 2 ) computation will be required (Figure 3b). Crosby 
and Wallach found that attackers can easily figure out 
such collision inputs in some hash algorithms, and dem¬ 
onstrated that attackers could bring down two versions 
of Perl, the Squid Web proxy, and the Bro intrusion- 
detection system via inputting strings that collide to crash 
the critical hash tables in these applications. 

Attack Network 

Many recent DoS attacks (also called "DDoS attacks”) 
were launched from distributed attacking hosts. A DDoS 
attack is launched in two phases. First, an attacker builds 
an attack network that is distributed and consists of thou¬ 
sands of compromised computers (called zombies, bots, 
or attacking hosts). Then, the attacking hosts flood a tre¬ 
mendous volume of traffic towards victims either under 
the command of the attacker or automatically. 

To build an attack network, the attacker looks for com¬ 
puters that are poorly secured, such as those not having 
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Figure 4: Attack network (botnet) 


been properly patched. In general, a vulnerable host can be 
compromised via two types of approaches. One is to entice 
users to run malicious programs, such as a virus, a spy- 
ware, or a Trojan horse carried in malicious e-mails, hies, 
or Web pages. The other approach is via automated mali¬ 
cious programs, such as worms that can automatically 
scan vulnerable remote computers. The vulnerability in 
these computers is then exploited to allow the attacker to 
break into and install DoS attacking programs that fur¬ 
ther scan other hosts, install backdoors, and hood packets. 
The attacker is thus called the master of these compro¬ 
mised computers (zombies). Some DoS programs have 
the ability to register the compromised computer as a 
member in the attack network controlled by the attacker. 
In addition, the newly compromised computers will au¬ 
tomatically repeat the scanning and exploiting process to 
look for other vulnerable computers. Because of the self¬ 
propagation, a large attack network can quickly be built 
to include hundreds or thousands of computers. 

A botnet (Honeynet 2005) is an example of attack net¬ 
works (depicted in Figure 4) in which an attacker controls 
a large number of zombies. In the attack network, zombies 
are called “bots.” They can be used to scan and subvert 
other vulnerable computers to new bots. They can com¬ 
municate with the attacker and synchronize their actions 
via covert channels. For instance, Internet relay chat (IRC) 
is a legitimate communication service, and the attacker 
sends commands via an IRC channel to control the zom¬ 
bies. Nevertheless, the attacker usually disguises his con¬ 
trol packets as legitimate chat traffic. The discovery of a 
zombie may not reveal the identification of other zombies 
or the attacker. To further avoid discovery, the attacker 
can frequently switch IRC channels. In addition, because 
IRC service is maintained in a distributed manner, an IRC 
server can host a particular IRC channel anywhere in the 
world. Investigation in the IRC channel thus faces many 
practical issues. 

MyDoom virus provides another example of building 
such a DoS attack network (CERT 2004). Different from 
botnets, the attack network was not solely built through 


technological vulnerabilities. One variant of MyDoom 
could coax computer users into executing a malicious pro¬ 
gram that was sent either as an e-mail attachment or as a 
hie downloaded from a peer-to-peer (P2P) network. The 
attacking program in compromised computers was de¬ 
signed to automatically and simultaneously flood toward 
www.sco.com on February 1, 2004, and www.microsoft. 
com on February 3, 2004. 

Why a DoS/DDoS Attack May Succeed 

The design of the Internet is one of the fundamental rea¬ 
sons for successful DoS attacks. The Internet is designed 
to run end-to-end applications. Routers are expected to 
provide the best-effort packet forwarding, while the sender 
and the receiver are responsible for achieving desired 
service guarantees such as quality of service and security. 
Accordingly, different amounts of resources are allocated 
to different roles. Routers are designed to handle large 
throughput that leads to the design of high-bandwidth 
pathways in the intermediate network. On the contrary, 
end hosts may be assigned only as much bandwidth as 
they need for their own applications. Consequently, each 
end host has less bandwidth than do routers. Attackers 
can misuse the abundant resources in routers for delivery 
of numerous packets to a target. 

The control and management of the Internet is dis¬ 
tributed. Each component network is run according to 
local policies designed by its owners. No deployment of 
security mechanisms or security policy can be globally 
enforced. Because DoS attacks are commonly launched 
from systems that are subverted through security-related 
compromises, the susceptibility of the victim to DoS at¬ 
tacks depends on the state of security on the rest of the 
global Internet, regardless of how well the victim may be 
secured. Furthermore, it is often impossible to investi¬ 
gate cross-network traffic behaviors in such a distributed 
management. If one party in a two-way communication 
(sender or receiver) misbehaves, it can cause arbitrary 
damage to its peer. No third party will step in to stop it. 

The design of the Internet also hinders the advancement 
of DDoS defenses. Many solutions have been proposed 
to require routers and source networks, together with 
victims, to participate in constructing a distributed and 
coordinated defense system. However, the Internet is ad¬ 
ministered in a distributed manner. Besides the difference 
of individual security policies, many entities (source net¬ 
works and routers) in the Internet may not directly suffer 
from DDoS attacks. Hence, they may not have enough in¬ 
centive to provide their own resources in the cooperative 
defense system. 

Finally, the scale of the Internet requires more effort to 
get a defense system benchmark and test bed to evaluate 
and compare proposed defense technologies. Defense sys¬ 
tems should be evaluated with large-scale experiments, 
data should be collected from extensive simulations, and 
cooperation is indispensable among different platforms 
and networks. Researchers, industries, and the U.S. gov¬ 
ernment are trying to develop a large-scale cyber security 
test bed (DETER 2005) and design benchmarking suites 
and measurement methods (EMIST 2005) for security 
systems evaluation. 
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TAXONOMY OF DOS/D DOS ATTACKS 
ON THE INTERNET 

In this section, DoS attacks are classified based on the 
material presented by Mirkovic and Reiher (2004). Inter¬ 
ested readers can obtain further information on DDoS 
attacks from Mirkovic et al.'s (2005) book. The classifi¬ 
cation is according to the major characteristics of DDoS 
attacks: (1) how attackers (or zombies) scan vulnerable 
computers, (2) how attack packets are spoofed, (3) what 
attack targets are, and (4) what attack impacts are. 

Scanning 

In the past, an attacker manually scanned remote comput¬ 
ers for vulnerability and installed attack programs. Now, 
the scanning has been automated by worms (Stamford, 
Paxson, and Weaver 2002) to help attackers quickly probe 
potentially vulnerable computers. Attackers can also con¬ 
trol the scanning behavior to find vulnerable computers 
in a slow and stealthy manner. Worm scanning may have 
secondary impacts on address resolution protocol (ARP) 
(CISCO 2001) and multicast (Hamadeh et al. 2005) because 
of high router CPU utilization and memory demand. 

Random Scanning 

In random scanning, each compromised computer probes 
random addresses in either global or local IP address 
space. Because scanning attempts are not synchronized 
among attacking hosts, there are often duplicate probes to 
the same addresses. Thereby, a high volume of scanning 
traffic may be present, especially when most of the vulner¬ 
able computers on the Internet are infected. 

Hitlist Scanning 

A compromised computer performs hitlist scanning ac¬ 
cording to an externally supplied list. When it detects a 
vulnerable computer, it sends a portion of the hitlist to the 
recipient. A complete hitlist allows an attacker to infect 
the entire susceptible population within 30 seconds 
(Stamford et al. 2002). Nevertheless, the hitlist needs to be 
assembled in advance via other reconnaissance and scan¬ 
ning approaches. In addition, the list might be long. Thus, 
the transmission of the hitlist between two hosts might 
create a high volume of traffic. 

Signpost Scanning 

Signpost scanning takes advantage of habitual communi¬ 
cation patterns of the compromised host to select new tar¬ 
gets. E-mail worms use the information from the address 
books of compromised machines for their propagation. A 
Web-based worm could be propagated by infecting every 
vulnerable client that clicks on the servers Web page. 
Signpost scanning does not generate a high traffic load. 
The drawback is that the propagation speed depends on 
user behavior and is not controllable by the attacker. 

Permutation Scanning 

This type of scanning requires all compromised com¬ 
puters to share a common pseudo-random permutation 
of the IP address space, and each IP address is mapped 
to an index in this permutation. Permutation scanning 
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Figure 5: Source-address spoofing 

is preceded by a small-hitlist scanning. A computer in¬ 
fected in the hitlist then scans through the permutation, 
starting with its IP address. A computer compromised 
by permutation scanning starts from a random point in the 
permutation. Whenever a scanning host sees an already- 
infected machine, it chooses a new random starting point. 
The scanning host will become dormant to avoid collision 
after encountering some threshold number of infected 
hosts. The analysis (Stamford et al. 2002) shows that the 
propagation speed could be on the order of 15 minutes if 
a 10,000-entiy hitlist is used and a worm generates 100 
scans per second. As infection progresses, a large percent¬ 
age of infected machines become dormant, which hinders 
detection because of the low duplicate scans. 

Spoofing 

Spoofing techniques define how the attacker chooses the 
spoofed source address in its attack packets. Spoofing at¬ 
tackers can choose one of three approaches, as depicted 
in Figure 5. 

Random Spoofing 

Attackers can spoof random source addresses in attack 
packets, since this can simply be achieved by generating 
random 32-bit numbers and stamping packets with them. 
Attackers may also choose more sophisticated spoof¬ 
ing techniques, such as subnet spoofing, to defeat some 
anti-spoofing firewalls and routers using ingress filtering 
(Ferguson and Senie 1998) and route-based filtering (Li 
et al. 2002). 

Subnet Spoofing 

In subnet spoofing, the attacker spoofs a random address 
within the address space of the sub-network. For exam¬ 
ple, a computer in a C-class network could spoof any ad¬ 
dress with the same prefix. It is impossible to detect this 
type of spoofing anywhere on the Internet. Subnet spoof¬ 
ing is useful for the attackers that compromise machines 
on networks running ingress filtering. A possible defense 
against this type of spoofing is to bind the IP address, 
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the media access control (MAC) address, and the network 
port of each computer in the subnetwork. 

Fixed Spoofing 

Different from the other two spoofing techniques, the 
spoofed address is the address of the target. For example, 
an attacker performing a smurf attack spoofs the victim’s 
address so that ICMP ECHO packets will be reflected to 
the victim. 

Target 

Although most DoS attacks work via exhausting re¬ 
sources, the actual target for which to deny services varies. 
The target could be the server application, the network 
access, or the network infrastructure. 

Server Application 

An application attack targets a given application on the 
victim (normally a server), thus disabling legitimate clients 
to use the service and possibly tying up resources of the 
host machine. Nevertheless, if the victim can well separate 
the resources for different applications, other applications 
and services in the victim should still be accessible to us¬ 
ers. For example, a signature attack on an authentication 
server can send a large volume of authentication requests 
to exhaust the victims resources of the signature verifica¬ 
tion and thus bring down the service. Nevertheless, if the 
victim can separate resources for applications, the victim 
can still have resources for other applications that do not 
require authenticated access. Consequently, the victim 
may need to enforce defense in each application, instead 
of only in its network access or its operating system. 

Network Access 

This type of attack disables access to the victim’s computer 
or network by crashing it or overloading its communica¬ 
tion mechanism. An example of this type of attack is the 
UDP flooding attack. All attack packets carry the desti¬ 
nation address of the target host without concerning the 
content of the target service. The high packet volume con¬ 
sumes network resources of the victim. At the same time, 
the attack traffic in fact facilitates detection, but the host 
cannot defend against these attacks alone. It must request 
help from some upstream routers and firewalls. 

Infrastructure 

Infrastructure attacks target some critical services that 
are crucial for global Internet operation. Examples in¬ 
clude the attacks on domain name servers, core routers, 
certificate servers, etc. The key feature of these attacks is 
not the attack mechanism, but the attack target and the 
attack impact. 

Impact 

Depending on the impact of a DDoS attack on the victim, 
the attacks are classified as disruptive and degrading. 

Disruptive 

The objective of disruptive attacks is to completely stall 
or crash the victim’s service. For instance, the victim 


network is completely congested under attack, or the vic¬ 
tim server crashes or halts under attack. Consequently, 
clients cannot access the service. 

Degrading 

The objective of degrading attacks is to consume some 
portion of a victim’s resources to seriously downgrade the 
service performance. For example, an attack sends a high 
volume of authentication requests that can significantly 
consume computing resources in the target server. This 
attack can slow down the service response to legitimate 
customers. If customers are dissatisfied with the service 
quality, they may change their service provider. 

DDOS DEFENSES ON THE INTERNET 

In this section, we provide an overview of products that 
have been deployed with an emphasis on their function¬ 
alities and principles. Then, we will focus our discussion 
on recent defense technologies proposed by researchers, 
and categorize them according to where they could be 
deployed. 

Defense Technologies in Deployment 

In response to DDoS attacks, a variety of commercial prod¬ 
ucts have been developed and deployed by networking 
and security manufacturers, mainly including intrusion- 
detection systems (IDSs), firewalls, and security-enhanced 
routers. These devices are normally deployed between the 
Internet and servers so that they can monitor incoming 
and outgoing traffic and take appropriate actions to 
protect servers. Fundamental technologies inside these 
devices include traffic analysis, access control, packet fil¬ 
tering, address blocking, redundancy, etc. 

IDSs typically log incoming traffic and make statistics 
from traffic traces. For example, CISCO IOS NetFlow 
(2006) can account for network traffic and usage and pro¬ 
vide valuable information about network users and appli¬ 
cations, peak usage times, and traffic routing. Traffic traces 
and statistics can be compared to baseline traffic profiles 
to identify potential DoS attacks. In the past, most DDoS 
attacks caught attention because of abnormal conditions 
of the victim network, such as high traffic volume targeting 
at a certain port, slowing down of target servers, or high 
dropping rates of service requests. In addition, well-known 
DoS attack signatures (e.g., TCP SYN flooding) can also 
be captured to raise alerts. 

Firewalls are widely deployed in the defense against 
DoS attacks. With correct configurations, firewalls are 
used to inspect ingress and egress packets and filter un¬ 
wanted packets. Firewalls allow or deny certain packets 
according to protocols, ports, IP addresses, payloads, con¬ 
nection states, etc. The information is usually defined in 
access-control lists and filtering rules in firewalls. Some 
firewalls and IDSs (CISCO PIX 500 Series Security Appli¬ 
ances 2006; Bro 2006) can conduct stateful inspection so 
that only legitimate packets for ongoing connections can 
be passed into networks, and only legitimate TCP connec¬ 
tions can be established and maintained. Firewalls can also 
create profiles (idle duration, data rate, etc.) for connec¬ 
tions and conduct real-time analysis to detect and forbid 
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malicious attempts (Thomas et al. 2003). Several products 
(MAZU 2006, CISCO Guard DDoS Mitigation Appliances 
2006) integrate intrusion detection and firewall functions, 
and give more DDoS-specific visibility of the network for 
administration. Security measures in routers can push 
the defense frontline further away from the target, so that 
internal networks will not be directly impacted by DDoS 
flooding traffic. Similar to firewalls, many routers have 
access-control lists, and can filter or rate-limit traffic. 
Routers can quickly filter packets having bogus and un¬ 
wanted IP addresses, while firewalls can more closely ex¬ 
amine packet payloads. 

Service providers can also increase redundancy of net¬ 
work and service infrastructure (Handley and Rescorla 
2006). Service content can be backed up in redundant 
servers. When a server fails, redundant servers can take it 
over. Failure due to DoS attacks, in this case, is the same 
as a regular failure. Service access points can be distrib¬ 
uted across network as well. Since DoS attacks may target 
only a single network link, redundant network accesses can 
alternatively provide services. Nevertheless, redundancy 
solutions may not be as effective as expected against DoS 
attacks. First, redundancy asks for additional computing 
resources to handle incoming traffic. It could be costly 
for service providers to maintain enough computing re¬ 
sources. Second, attackers can easily find a large number 
of attacking agents in the Internet (refer to the section 
on "Attack Techniques," above) to overwhelm the capa¬ 
bility of redundant equipments. 

Although a few practical solutions and products have 
been deployed, many problems still exist. First, it is hard 
to distinguish flash crowds from flooding traffic. For ex¬ 
ample, firewalls may not prevent attacks against port 80 
(Web service) of servers, because many packets are just 
surfing traffic to the Web sites hosted by the target servers. 
Second, when flooding traffic is mitigated through filter¬ 
ing and rate-limiting mechanisms, some portion of the 
legitimate traffic may also be discarded. Access-control 
lists may be set up on wrong information as well, be¬ 
cause flooding packets may spoof addresses. Third, fire¬ 
walls and routers can be easily overwhelmed under DDoS 
attack. They may be slowed down or congested. If they 
cannot forward incoming packets to servers, attackers also 
achieve DoS effects. Fourth, existing products act on their 
own without any control over other routers. Even if a bor¬ 
der router or firewall has identified the upstream routers 
from which flooding packets are coming, it is not easy to 
ask the owners of upstream routers (e.g., telecom compa¬ 
nies or Internet service providers) to throttle some spe¬ 
cific traffic flows. Observing these problems, researchers 
have proposed quite a few DDoS defense technologies. In 
the following, we present them according to the location 
where they could be deployed. 

Attacker-Side Defenses 

Since source address spoofing plays an important role in 
DDoS attacks, restricting the source address of the traffic 
to known prefixes is a straightforward idea. Ingress fil¬ 
tering is a representative technique (Ferguson and Senie 
1998) based on this idea. As depicted in Figure 5, an at¬ 
tacker resides within a C-class network 152.152.152.0/24. 


The gateway of the network, which provides connectivity 
to the attacker’s network, allows only traffic originating 
from source addresses with the 152.152.152.0/24 prefix, 
while prohibiting an attacker from using “invalid” source 
addresses that reside outside this prefix range (e.g., 
192.100.201.20). This technique can well prevent random 
address spoofing and fixed address spoofing. The idea of 
filtering packets according to their source addresses is also 
applicable in Internet routers (Li et al. 2002; Park and Lee 
2001). SAVE (Li et al. 2002) enforces routers to build and 
maintain an incoming table for verifying whether each 
packet arrives at the expected interface. Obviously, in¬ 
gress filtering does not preclude an attacker using a forged 
source address of another host within the permitted prefix 
filter range (i.e., subnet address spoofing). Nevertheless, 
when an attack of subnet address spoofing occurs, a net¬ 
work administrator can be sure that the attack is actually 
originating from within the known prefixes that are being 
advertised. 

D-WARD (Mirkovic, Prier, and Reiher 2002) is another 
technique on the attacker side that prevents the machines 
from participating in DDoS attacks. D-WARD monitors 
two-way traffic between the internal addresses and the rest 
of the Internet. Statistics of active traffic are kept in a con¬ 
nection hash table and compared to predefined models of 
normal traffic, and noncomplying flows are rate-limited. 
The imposed rate limit is dynamically adjusted as flow be¬ 
havior changes, in order to facilitate fast recovery of mis- 
classified legitimate flows and severely limit ill-behaved 
aggressive flows that are likely to be a part of an attack. 
Because of the limited size of the hash table, D-WARD 
can possibly discard packets of legitimate traffic during a 
DDoS attack in which many malicious flows are present. 
D-WARD also needs to be able to monitor traffic in both 
incoming and outgoing directions, which may be not real¬ 
istic when a network has several border routers. D-WARD, 
similar to other attacker-side defense systems, can limit 
attack traffic only from the networks from which it is 
deployed. Attackers can still perform successful DDoS 
attacks from networks that are not equipped with the 
D-WARD system. Because attacking sources are randomly 
distributed, it is thus necessary to deploy attack-side de¬ 
fense systems in as many networks as possible so that 
DDoS attacks can be fully controlled at the source. 

Victim-Side Defenses 

Many defense systems are proposed at the victim side (Gil 
and Poletter 2001, Wang, Zhang, and Shin 2002) since 
victims suffer the greatest impact of DoS attacks and are 
therefore most motivated to enforce defenses. Jin, Wang, 
and Shin (2003) proposed hop-count filtering based on the 
observation that most randomly spoofed packets do not 
cany hop-count values that are consistent with the spoofed 
addresses. Thereby, time-to-live (TTL) value in packets can 
be used to decide if a packet is spoofed. A router decreases 
the TTL value of an in-transit IP packet by one before for¬ 
warding it to the next-hop. The final TTL value when a 
packet reaches its destination is the initial TTL subtracted 
by the number of intermediate hops (i.e., hop-count). 
However, the final TTL value that the destination can see 
does not directly reveal the hop-count. Fortunately, most 
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modern OSs use only a few selected initial TTL values—30, 
32, 60, 64,128, and 255. This set of initial TTL values covers 
most of the popular OSs, such as Microsoft Windows, 
Linux, BSD, and many commercial Unix systems. In ad¬ 
dition, few Internet hosts are apart by more than 30 hops 
(Cheswick, Burch, and Branigan 2000). Hence, one can 
determine the initial TTL value of a packet by selecting 
the smallest initial value in the set that is larger than its 
final TTL. For example, if the final TTL value is 112, the 
initial TTL value is 128 (i.e., the smaller one of the two 
possible initial values, 128 and 255). A hop-count filtering 
system first builds an IP-to-hop-count mapping table, and 
clusters address prefixes based on hop-count. With the ta¬ 
ble, the system works in two running states: alert and ac¬ 
tion. Under normal condition, the system stays in alert state, 
watching for abnormal TTL behaviors without discarding 
any packet. Even if a legitimate packet is incorrectly iden¬ 
tified as a spoofed one, it will not be dropped. Therefore, 
there is no collateral damage in the alert state. Upon de¬ 
tection of an attack, the system switches to action state, in 
which the system discards IP packets with mismatching 
hop-counts. The inspection algorithm extracts the source 
IP address and the final TTL value from each IP packet. 
The algorithm infers the initial TTL value and subtracts 
the final TTL value to obtain the hop-count. The source 
IP address serves as the index into the table to retrieve 
the correct hop-count for this IP address. If the computed 
hop-count does not match the stored hop-count, the 
packet is classified as spoofed. 

Hop-count filtering cannot recognize forged packets 
whose source IP addresses have the same hop-count value 
as that of a zombie, a diverse hop-count distribution is 
critical to effective filtering. Jin et al. (2003) found that 
the Gaussian distribution is a good first-order approxima¬ 
tion. The largest percentage of IP addresses that have a 
common hop-count value is 10 perent. The analysis using 
network measurement data shows that hop-count-filtering 
can recognize nearly 90 percent of spoofed IP packets. The 
stability in hop-counts between a server and its clients is 
also crucial for hop-count filtering to work correctly and 
effectively. Frequent changes in the hop-count between the 
server and each of its clients can lead to excessive mapping 
updates. Paxson (1997) found that the Internet paths are 
dominated by a few prevalent routes, and about two thirds 
of them have routes persisting for either days or weeks. 
Jin et al. (2003) also made measurements and found that 
95 percent of paths had fewer than five observable daily 
changes. Hence, the hop-count filtering approach needs 
to update the IP-to-hop-count mapping table daily. Hop- 
count filtering is designed to filter spoofed packets. It does 
not prevent an attacker from flooding packets with true 
sources and correct TTL values. Hence, it cannot protect 
victims from recent DDoS attacks using hots that do not 
necessarily spoof source addresses. 

Defenses in Transit Networks 

DDoS defense mechanisms deployed at the intermedi¬ 
ate network provide infrastructural defense to a large 
number of Internet hosts. They usually ask routers to col- 
laboratively monitor and exchange certain information 
to defend against DDoS attacks. Distributed congestion 


puzzle (Wang and Reiter 2004), pushback (Mahajan et al. 
2002, Ioannidis and Bellovin 2002) and traceback (Yaar, 
Perrig, and Song 2005; Savage et al. 2000; Snoeren et al. 
2001), and capability filtering (Anderson et al. 2003, Yaar, 
Perrig, and Song 2004; Yang, Wetherall, and Anderson 
2005) techniques are representative intermediate net¬ 
work mechanisms. 

Defenses Using Puzzles 

Client puzzles have been proposed to defend against DoS 
attacks in TCP (Juels and Brainard 1999), SYN cookie 
(Bernstein 1996), authentication protocols (Aura, Nikander, 
and Leiwo 2000), TLS (Dean and Stubblefield 2001), 
graphic Turing test (Kandula et al. 2005), application traf¬ 
fic control (Walfish et al.2006), etc. In brief, when a client 
requests a service, the server first asks the client to solve 
a problem before accepting the service request. Then, the 
client needs to send an answer back to the server. Usually, 
solving the problem takes a certain amount of computing 
resources, while resource demand for verifying an answer 
is negligible. The server will discard service requests if ei¬ 
ther the client does not reply or the answer is incorrect. 
Most of these protocols involve only clients and servers 
in the puzzle-solving mechanisms. In contrast, Wang and 
Reiter (2004) proposed a distributed puzzle mechanism 
(DPM) to defend against bandwidth-exhaustion DDoS at¬ 
tacks in which routers take the main role in solving puzzles 
and verifying puzzle solutions. In DPM, a typical puzzle 
is composed of a moderately hard function (such as hash 
function MD5); solving the puzzle requires a brute-force 
search in the solution space. The hash takes three param¬ 
eters: a server nonce Ns created by the congested router, 
a client nonce Nc created by the client, and a solution X 
computed by the client. The solution of the puzzle satis¬ 
fies that the first d bits of /z(Ns,Nc,X) are zeros, d is called 
the puzzle difficulty. DPM requests routers on the puzzle 
distribution paths to generate their own path nonces and 
attach them to the congestion notification during the puz¬ 
zle distribution phase. By using path nonces, DPM gives 
different responders different puzzles (nonce sequences), 
thus preventing the adversary from replaying the solutions 
via different paths. For example, in Figure 6, R2 and R3 
treat NsNl as the server nonce and append their own non¬ 
ces to the nonce sequence; R1 treats N2Na and N3Nb as 
the client nonces from R2 and R3. Once a link adjacent to a 
router is congested, the router requires the clients to solve 
the puzzle and thereby imposes a computational burden 
on clients who transmit via this router. The computation 
demand is tied to the bandwidth consumed by a puzzle- 
based rate-limiter implemented in the router. 

DPM requires a participating router to keep puzzles 
for a period to verify solutions and prevent reusing puz¬ 
zles. Hence, it might be demanding for a high-throughput 
router to be equipped with a large memory for keeping 
nonces and a fast CPU for verifying solutions. Probabi¬ 
listic verification is applied to reduce the computational 
load of verification. Based on the arriving packet rate, a 
DPM router dynamically adjusts the sampling rate to se¬ 
lectively verify solution packets and prevents the router’s 
CPU from being overloaded. In addition, a DPM router 
uses bloom filters to reduce the memory demand from 
80 MB to 1 MB. Although DPM distributes computation 
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Figure 6: Distributed congestion puzzle 


loads to the clients via intermediate routers, it still causes 
unfairness among traffic because powerful clients need 
less time to solve a puzzle and make a DPM router pass 
more traffic. DPM routers may themselves suffer from DoS 
attacks, because they need to maintain puzzles and sta¬ 
tus of connections. Attackers can deplete the routers’ re¬ 
sources via flooding bogus puzzles. DPM, similar to other 
puzzle-solving defense approaches, is not effective in 
defending against connectionless flooding that does not 
need interaction between clients and servers. 

Pushback 

Mahajan et al. (2002) proposed an aggregate-based 
congestion-control (ACC) method that manages packet 
flows at a finer granularity. An aggregate is defined as a 
collection of packets that share some properties. ACC pro¬ 
vides a mechanism for detecting and controlling aggre¬ 
gates at a router using attack signatures and a pushback 
mechanism to propagate aggregate control requests (and 
attack signatures) to upstream routers. ACC mechanisms 
are triggered when a router experiences sustained conges¬ 
tion. The router first attempts to identify the aggregates 
responsible for the congestion. Then, the router asks its ad¬ 
jacent upstream routers to rate-limit the aggregates. Since 
the neighbors sending more traffic within the aggregate 
are more likely to be carrying attack traffic, this request is 
sent only to the neighbors that send a significant fraction 
of the aggregate traffic. The receiving routers can recur¬ 
sively propagate pushback further upstream. As illustrated 
in Figure 7, assuming L0 is highly congested because of a 
high-bandwidth aggregate, and R0 identifies the responsi¬ 
ble aggregate L2 and L3, R0 can then pushback to R2 and 



Victim 

... _ J Pushback routers Zombie Normal 

Figure 7: Aggregate-based congestion control 


R3 and subsequently to R4 and R7. Therefore, traffic from 
LI, L5, and L6 are protected. 

In pushback, the ACC mechanism divides the rate limit 
among the contributing neighbors. In general, the con¬ 
tributing neighbors do not contribute the same amount. It 
is challenging to determine which contributing neighbor 
should be rate-limited and by how much. The heuristic of 
ACC is that the link that carries more traffic in the aggre¬ 
gate is more likely to be sending attack traffic. Hence, more 
traffic should be dropped from it. After computing the 
limit for each contributing neighbor, a pushback request 
message is sent to them. The recipients begin rate-limiting 
the aggregate with the specified limit. Therefore, pushback 
not only saves upstream bandwidth through early dropping 
of packets that would be dropped downstream at the con¬ 
gested router, but also helps to focus rate-limiting on the 
attack traffic within the aggregate. Note that the enforce¬ 
ment of pushback will change the traffic distribution in 
upstream routers. Thereby, a dynamic adjustment of rate- 
limiting should be integrated into ACC. However, pushback 
routers need to be continuously deployed in the Internet. 
Rate-limit requests cannot be pushed back to legacy routers 
that do not understand the pushback approach. Pushback 
cannot protect legitimate traffic sharing the same path of 
attacking traffic either, because ACC does not distinguish 
traffic in the same path. 

IPTraceback 

Packets forwarded by routers can carry information to 
help victims reconstruct the attack path. Routers can add 
extra information as a header or an extra payload to pack¬ 
ets so that the border router of the victim can identify 
the routes close to the attacking sources and ask these 
routers to filter flooding packets (Argyraki and Cheriton 
2005). Routers can also embed information into IP 
headers (Dean, Franklin, and Stubblefield 2002, Savage 
et al. 2000, Snoeren et al. 2001, Song and Perrig 2001, Yaar, 
Perrig, and Song 2003, 2005; Aljifri, Smets, and Pons 
2003) to help victims trace back the true attacking sources. 
Fast Internet traceback (FIT) (Yaar et al. 2005) has been 
proposed as one of the probabilistic packet-marking trace- 
back schemes and consists of two major parts: a packet¬ 
marking scheme to be deployed at routers, and path 
reconstruction algorithms used by end hosts receiving 
packet markings. As other probabilistic marking schemes, 
FIT requires routers to mark the 16-bit IP Identification 
(IP ID) field of the IPv4 header of a small percentage of 
the packets that they forward. An FIT router marks a for¬ 
warded packet with a certain probability, q (0.04 for the 
best marking over 20 hops), which is a global constant 
among all FIT enabled routers. As depicted in Figure 8, 
FIT packet markings contain three elements: a fragment 
of the hash of the marking router’s IP address (hash_frag), 
the number of the hash fragment marked in the packet 
(frag#), and a distance field ( b ). Each FIT router pre¬ 
calculates a hash of its IP address and splits the hash into 
n fragment (e.g., n = 4 in Figure 8). When marking a 
packet, a router randomly selects a fragment of its IP ad¬ 
dress hash to mark into the hash_frag field, and its corre¬ 
sponding fragment number into the frag# field. Then, the 
router also sets the five least significant bits of the packet’s 
TTL to a global constant c, and stores the sixth bit of the 
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Figure 8: FIT packet marking 


TTL in the distance field b. Yaar et al. (2005) shows that 
c = 22 is the best parameter for traceback. This last step 
allows the next FIT-enabled router, or the packet receiver, 
to determine the distance from the routers mark. 

In FIT, an end host first computes hashes of all IP ad¬ 
dresses, which can be done in hours. Then, the end host 
obtains distances and IP hashes of upstream routers from 
marked packets. Therefore, the end host can set up a table 
(map) of IP, hash, and distance of upstream routers. The 
map is normally constructed prior to the attack and up¬ 
dated according to normal incoming traffic. When an at¬ 
tack occurs, the end host obtains the hash segment and the 
distance from a marked packet to determine from which 
router the packet comes. FIT uses node marking instead of 
the commonly used edge marking (Dean et al. 2002; Savage 
et al. 2000; Snoeren et al. 2001). Hence, FIT avoids incre¬ 
mentally reconstructing the attack paths. Node marking 
also enables the end host to reconstruct the attack paths 
from much fewer packets (hundreds in contrast to thou¬ 
sands in edge marking). Furthermore, an FIT router does 
not require the next router to be an FIT router. There¬ 
fore, FIT is an incrementally deployable scheme. How¬ 
ever, FIT does not stop an ongoing attack. When true 
attacking sources are identified, attacking traffic should 
be filtered. At the victim side, it is impossible to filter at¬ 
tacking packets, because they may not cany true sources. 
Hence, victims will need to ask routers closing to the true 
attacking sources to filter the attacking traffic or stop at¬ 
tacking hosts. Unfortunately, such a counterattack would 
need a complex and coordinated defense system deployed 
throughout the Internet. 


Capability Filtering 

The design principles of the Internet overlooked the re¬ 
ceivers' capability. In many cases, routers are designed to 
forward packets from senders, regardless of whether or 
not the packets are desired by receivers. Although several 
aforementioned approaches (Mahajan et al. 2002; Argyraki 
and Cheriton 2005; Li et al. 2002) have been proposed to fil¬ 
ter unwanted packets at upstream routers before they can 
consume the resources of destinations, these approaches 
act without knowing the allowance of destinations. As a 
consequence, these approaches may block legitimate traf¬ 
fic, because routers cannot discriminate attacking traffic 
from other traffic, especially when attackers can compose 
packets with contents of their choosing. To solve this prob¬ 
lem, researchers proposed the approach of putting a token 
of capability into each data packet to prove that packets 
were requested by receivers (Anderson et al. 2003; Yaar 
et al. 2004; Yang et al. 2005). This category of filtering ap¬ 
proaches takes two steps. First, a sender requests permis¬ 
sion to send; after verifying the sender is valid, the receiver 


provides a token of capability. Then, routers along the path 
from the sender to the receiver can verify packets carrying 
the token and forward the packets with valid tokens. 

In the first step (capability handshake), capabilities are 
obtained using request packets that do not have capabili¬ 
ties. A request is sent as a part of the TCP SYN packet. If 
the request is authorized, a token of capability is piggy¬ 
backed in the TCP SYN/ACK packet. Thereby, routers are 
also notified of the capability. Once the sender receives the 
capability, the communication is bootstrapped. To identify 
paths, each router at the ingress of a trust boundary tags 
requests with a unique value (flow nonce) derived from 
its incoming interface. Routers not at trust boundaries do 
not tag requests, but fair-queue requests using their tags as 
unique path identities. Thereby, an attacker that composes 
arbitrary requests can, at most, cause contention in one 
queue that is corresponding to the edge router of the at¬ 
tacker. At the same time, request packets compromise only 
a small fraction of traffic. Hence, it is difficult for attack¬ 
ers to manipulate the capability handshake step. 

Capability is bound to a specific network path, including 
source and destination addresses, in a specific duration. 
Each router that forwards a request packet generates its 
own precapability and attaches it to the packet. The pre¬ 
capability consists of a time stamp and a cryptographic 
hash of the time stamp, the source and destination IP 
addresses, and a secret known only to the router. Each 
router can verify for itself that a purported precapability 
attached to a packet is valid by recomputing the hash. The 
precapability is hard to forge without knowing the router 
secret. The destination receives an ordered list of pre¬ 
capabilities that corresponds to a specific network path 
with fixed source and destination IP end points. The des¬ 
tination adopts fine-grained capabilities that grant the 
right to send up to N bytes along a path within the next 
T seconds. The destination converts the precapabilities it 
receives from routers to full capabilities by hashing them 
with N and T. If the destination wishes to authorize the 
request, it returns the ordered list of full capability, to¬ 
gether with N and T, to the sender. Routers along the path 
verify their portion of the capabilities by recomputing 
the hashes and the validity of time. Routers cache their 
capabilities and the flow nonce for verification later. For 
longer flows, senders should renew these capabilities be¬ 
fore they reach their limits. Finally, all packets carry a ca¬ 
pability header that is implemented as a shim layer above 
IP so that there are no separate capability packets. Regu¬ 
lar packets have two formats: packets that carry both a 
flow nonce and a list of valid capabilities and packets that 
carry only a flow nonce. A regular packet with a list of ca¬ 
pabilities may be used to request a new set of capabilities. 
A few problems might exist because of the dynamic na¬ 
ture of the Internet. First, routes could change. Packets in 
this case are handled by demoting them to low priority as 
legacy traffic. These packets are likely to reach the desti¬ 
nation only when there is little congestion. Second, routes 
could be asymmetric, and thus capability handshake 
cannot be achieved and communication cannot be estab¬ 
lished. Third, the approach is not applicable when par¬ 
tially deployed on the Internet, because a router without 
implementing capability filtering still forwards as many 
packets as possible. 
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Defenses Using Overlay Networks 

Aforementioned defense technologies require homogene¬ 
ous system design. However, no single defense mechanism 
can guarantee wide deployment, as deployment depends on 
market conditions and social aspects. Therefore, Mirkovic 
et al. (2003) proposed defensive cooperative overlay mesh 
(DefCOM) as a new deployment paradigm, which uses a 
peer-to-peer network to integrate heterogeneous systems. 
Nodes in DefCOM are classified as three types: alert- 
generator nodes that detect attacks and deliver attack 
signatures to the rest of the peer network; core nodes that 
rate-limit high-volume transit traffic-matching signatures; 
and classifiers that perform selective rate-limiting, differen¬ 
tiate between legitimate flows and attack flows, and cooper¬ 
ate with other defense nodes to ensure preferential service 
for legitimate traffic. As demonstrated in Figure 9, alert- 
generator node R0 detects a DDoS attack on the victim, 
and informs all other defense nodes through the DefCOM 
network. The notified nodes then identify the upstream- 
downstream relationship between peers and cooperate 
to trace out the topology of the victim-rooted traffic tree. 
Knowing the tree, the classifiers can differentiate legiti¬ 
mate traffic from attack streams and devise the appropri¬ 
ate rate limits to restrain the attack traffic. DefCOM allows 
heterogeneous systems to cooperate to achieve a better 
overall defense, instead of every defense system operating 
in isolation. Each system would autonomously perform 
the defense functions that it is best at and compensate for 
its weaker traits through cooperation with other systems. 
Division of work would enable nodes to become more 
specialized, leading to better overall performance. The 
wide deployment necessary to handle diffuse attacks would 
be achieved by incorporating existing defense nodes in the 
framework. As the attacks evolve, new systems could join 
and either replace or enhance the functionality of the old 
ones. Nevertheless, the design of interface in the overlay 
network for different defense systems to cooperate is 
still open. 

Overlay network also provides an infrastructure to 
deploy distributed DDoS defense system. Secure over¬ 
lay services (SOS); (Keromytis, Misra, and Rubenstein 
2004) prevents DoS attacks on critical servers via an 


overlay network. In general, a defense system, such 
as a firewall, should be able to filter malicious traffic. 
To avoid the effects of a DoS attack against the firewall 
connectivity, expensive processing tasks of a firewall, 
such as access control and cryptographic protocol han¬ 
dling, are distributed to a large number of nodes in an 
overlay network. Thus, SOS becomes a large distributed 
firewall that distinguishes “good” (authorized) traffic 
from “bad” (unauthorized) traffic. Service requests from 
authenticated clients are routed to the protected servers 
via the overlay network, while nonauthenticated requests 
are filtered. Mayday (Andersen 2003) generalizes the idea 
of SOS and uses a distributed set of overlay nodes that are 
trusted (or semi-trusted) to distinguish legitimate traffic 
from attack traffic. To protect a server from DDoS traffic, 
Mayday prevents general Internet hosts from communi¬ 
cating directly with the server by imposing a router-based, 
network-layer filter ring around the server. Clients com¬ 
municate with overlay nodes that verify whether a client 
is permitted to use the service. These overlay nodes then 
use an easily implemented lightweight authenticator to 
get through the filter ring. Within this framework, SOS 
represents a particular choice of authenticator and over¬ 
lay routing, using distributed hash table lookups for rout¬ 
ing among overlay nodes and using the source address of 
the overlay node as the authenticator. Since these overlay- 
based defense techniques work at the application layer, 
their deployment requires client systems to modify the 
access model of applications so that client systems are 
aware of the overlay and use it to access the target. 

DOS ATTACKS AND DEFENSES IN 
WIRELESS NETWORKS 

Wireless networks are taking a more important role to¬ 
day. As these networks gain popularity, providing secu¬ 
rity and trustworthiness will become an issue of critical 
importance. In this section, we discuss DoS attacks and 
defense in wireless networks according to the three lower 
network layers. Attacks at and above the transport layer 
in wireless network are similar to attacks on the Internet. 
Note that our focus is on IEEE 802.11-based wireless net¬ 
works, which is a family of physical and MAC protocols 
used in many hotspot, ad hoc, and sensor networks. 

Physical-Layer Attacks and Defenses 

The shared nature of the wireless medium allows attackers 
to easily observe communications between wireless de¬ 
vices and launch simple DoS attacks against wireless net¬ 
works by jamming or interfering with communication. 
Such attacks in the physical layer cannot be addressed 
through conventional security mechanisms. An attacker 
can simply disregard the medium access protocol and con¬ 
tinually transmit in a wireless channel. By doing so, the 
attacker either prevents users from being able to commit 
legitimate MAC operations or introduces packet col¬ 
lisions that force repeated backoffs. Xu et al. (2005) 
studied four jamming attack models that can be used by an 
adversary to disable the operation of a wireless network 
and observed that signal strength and carrier sensing 
time are unable to conclusively detect the presence of 
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a jammer. It is also found that the packet-delivery ratio 
may help differentiate between congestion and jamming 
scenarios but cannot help defenders to conclude whether 
poor link utility is due to jamming or to the mobility of 
nodes. To address the jamming attacks, Xu et al. (2005) 
proposed two enhanced detection protocols. One scheme 
uses signal strength measurements as a reactive consist¬ 
ency check for poor packet-delivery ratios, and the other 
uses location information to serve as the consistency 
check. 

MAC-Layer Attacks and Defenses 

In the MAC layer, the defects of MAC protocol messages 
and procedures of a MAC protocol can be exploited by at¬ 
tackers. Bellardo and Savage (2003) discussed the vulner¬ 
abilities of authentication and carrier sense and showed 
that attackers can provide bogus information or misuse 
the carrier sense mechanism to deceive normal nodes. 
For example, attackers can forge deauthentication or 
disassociation packets to break the connections between 
nodes and access points or send ready-to send (RTS) and 
clear-to-send packets with a forged duration to suppress 
the transmission of nearby nodes. Attackers can diso¬ 
bey the backoff procedure so that they always get the first 
chance to send RTS right after the end of last transmis¬ 
sion. Gu, Liu, and Chu (2004) analyzed how the attackers 
can exhaust bandwidth by using large junk packets with¬ 
out breaking the MAC protocol. The attackers can use 
certain packet generation and transmission behavior 
to obtain more bandwidth than other normal nodes. 
Wullems et al. (2004) identified that attackers can exploit 
the Clear Channel Assessment function of the 802.11 pro¬ 
tocol to suppress other nodes with the illusion of a busy 
channel. Bellardo and Savage (2003) suggested that ex¬ 
tending explicit authentication to 802.11 control packets 
would be a solution to prevent attackers from easily forg¬ 
ing the protocol control packets. 

Networking-Layer Attacks and Defenses 

DoS attacks in the network layer focus mainly on exploit¬ 
ing routing and forwarding protocols in wireless networks. 
In particular, ad hoc and sensor networks are suscepti¬ 
ble to these attacks. It is also noticed that network-layer 
DoS attacks on wireless networks are very different from 
the attacks in the Internet. Because routers in wireless net¬ 
works are computers that could be compromised as end 
hosts, network-layer DoS attacks in wireless networks can 
be launched by any computer in the network. In addition, 
DoS defense techniques on the Internet that demand the 
cooperation of routers are no longer valid. 

Routing Attacks and Defenses 

Researchers have shown that attackers can manipulate 
ad hoc network routing protocols (such as DSR [Johnson, 
Maltz, and Hu 2002] and AODV [Perkins, Belding-Royer, 
and Das 2002]) to break valid routes and connections 
(Hu, Perrig, and Johnson 2002, 2003). For example, if 
attackers change the destination IP address in the route 
request message, the victim cannot establish a route to its 
destination and thus cannot access services. Hence, the 


security of routing protocols is the solution for defending 
routing-based DoS attacks. In order to prevent attackers 
from exploiting the security flaws in routing protocols, sev¬ 
eral secure routing protocols have been proposed to pro¬ 
tect the routing messages and thus prevent DoS attacks. 
For example, Hu et al. (2002) proposed to use TESLA 
(Perrig et al. 2002), which is a symmetric broadcast- 
authentication protocol, in routing discovery to secure 
routing protocols. When a source sends a route request, it 
authenticates the request with its own TESLA to prevent 
attackers from forging or modifying the request. 

Forwarding Attacks and Defenses 

Similar to routing attacks, attackers can also exploit 
forwarding behavior. Typical attacking approaches in¬ 
clude injecting junk packets, dropping packets, and dis¬ 
order packets in legitimate packets. Attackers can use 
spoofed packets to disguise their attacking behavior, or 
find partners to deceive defenders. The objective is to ex¬ 
haust bandwidth (Gu et al. 2005) or disrupt connection 
(Aad, Hubaux, and Knightly 2004) so that service cannot 
be delivered. 

To prevent attackers from spoofing and flooding packets 
in wireless networks, hop-by-hop source authentication is 
needed so that every node participates in the protection of 
the network. Ye et al. (2004) proposed a statistic filtering 
scheme that allows en route nodes to filter out false data 
packets with some probability. This approach will not fil¬ 
ter packets that do not carry keys that the en-route nodes 
have, but will discard them at the destination. Zhu et al. 
(2004) proposed an interleaved hop-by-hop authentica¬ 
tion scheme that guarantees that false data packets will 
be detected and dropped within a certain number of hops, 
although the scheme does not tolerate the change of rout¬ 
ers. Gu et al. (2005) proposed another hop-by-hop source 
authentication approach with a higher overhead to en¬ 
sure that a packet can be verified when a route is changed 
because of unreliability in wireless networks. In this ap¬ 
proach, the routing node at which a new route diverges 
from the old route takes the responsibility of authenticat¬ 
ing the packets. The routing nodes in the new route can 
then verify the packets based on the new authentication 
information. 


CONCLUSION 

In this chapter we presented an overview of existing DoS 
attacks and defense technologies on the Internet and on 
wireless networks. DoS attackers exploit flaws in proto¬ 
cols and systems to deny access of target services. Attack¬ 
ers also control a large number of compromised hosts to 
launch DDoS attacks. Simply securing servers is no longer 
enough to make service available under attack, since DoS 
attack techniques are more complicated and many unwit¬ 
ting hosts are involved in DoS attacks. By reviewing sev¬ 
eral existing DoS attack techniques and classifying them, 
this chapter highlighted challenges of DoS defense from 
characteristics of DoS attacks. For defenders, it is difficult 
to decide whether a packet is spoofed, to prevent a host 
from being compromised and controlled, to ask upstream 
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routers to filter unwanted traffic, and to keep defenders 
themselves from DoS attacks. 

This chapter reviewed current DoS defense solutions 
in deployment and in research. These solutions are trying 
to address one or several problems in DoS defense, for in¬ 
stance, how to distinguish legitimate traffic from flooding 
traffic, how to identify or trace true attacking hosts, how 
to filter or control flooding traffic as close as possible to at¬ 
tacking sources, and how to allow routers to collaborate in 
defense. These solutions can handle some but not all DoS 
attacks because of their design principles, deployment is¬ 
sues, etc. New DoS attack techniques may also invalidate 
these solutions. This chapter acknowledged these innova¬ 
tive ideas and provided a fundamental understanding for 
developing new solutions. 

Different from the Internet, wireless networks have 
their own unique DoS attacks because wireless is an open 
communication approach and mobile devices can func¬ 
tion as routers in wireless networks. DoS attacks in wire¬ 
less networks extend to a scope not viable on the Internet. 
The existing defense approaches illustrate that security 
countermeasures should be studied and incorporated 
into wireless protocols at lower layers, and mobile hosts 
should actively and collaboratively participate in protect¬ 
ing their wireless networks. 
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GLOSSARY 

Access control: A range of security methods to permit or 
deny the use of an object by a subject. An object refers 
to a resource in a system. A subject refers to an entity 
that performs actions. Access control methods decide 
whether a subject can access an object based on the sub¬ 
ject’s identity and a predefined access control matrix. 
Ad hoc network: A type of network that does not have an 
infrastructure. Normally, a host in the network should 
forward packets as a router even though the packets 
are neither originated nor destined to the host. The 
host can also ask other hosts to forward its packet via 
routing protocols. 

Bot: A type of malicious program that functions as a 
backdoor in the host and accepts commands from 
its master. It is more organized than other malicious 
programs in that many hots often form a network via 
certain communication mechanisms. Such a network 
is called BotNet. 

CTS: In an 802.11 network, a receiving computer sends 
a clear-to-send (CTS) packet to a sending computer 
to indicate the shared wireless channel is cleared for 
transmission and inform all other computers in the re¬ 
ceiver’s transmission range to suspend transmission to 
avoid collision. 

DoS: A type of attack that targets disabling service, de¬ 
nying service access, or downgrading service perform¬ 
ance. DoS attack techniques vary as long as the attack 
objective can be achieved. Many recent DoS attacks 
try to exhaust resources for providing services. 


MD5: A cryptographic hash function designed by 
Ronald Rivest in 1991. The algorithm processes a vari¬ 
able-length message and generates a fixed-length hash 
output of 128 bits. 

Overlay Network: A network that runs above the net¬ 
work layer and consists of end hosts forwarding pack¬ 
ets as routers. The underlying communication between 
end hosts is unicast, even when an end host commu¬ 
nicates with several other end hosts. The network is 
normally application-oriented. 

RSA: A public key encryption/decryption algorithm in¬ 
vented by Ron Rivest, Adi Shamir and Leonard Adle- 
man in 1977. RSA are the initials of their last names. 

RTS: In an 802.11 network, a sending computer sends a 
ready-to-send (RTS) packet to inform a receiving com¬ 
puter that a data packet is ready for transmission. The 
RTS packet is used for competing the wireless trans¬ 
mission channel that is shared with other computers. 

Scan: In a network, scanning refers to a technique in 
which a computer sends a number of packets with 
various destination addresses and then gathers infor¬ 
mation of computers at the destination addresses 
according to received response packets. 

Spoof: A technique to replace the originator’s identity 
with another identity. Normally, in a network attack, 
an attacker puts another (any) address as the source 
address field in the IP header of an attack packet. 

TTL: Time-To-Live field in the IP header of a packet. It is 
decremented by a router when the packet goes through 
it. It is used to prevent the packet from staying forever 
in the Internet because the packet will be discarded 
when its TTL is reduced to 0. 

Worm: A type of malicious program that can be propa¬ 
gated by itself from one infected host to another vul¬ 
nerable host. When a host is infected by a worm, the 
worm starts to scan other vulnerable hosts. Once a 
vulnerable host is found, it compromises the host by 
exploiting the vulnerability, and copies its code to the 
host. Then, the worm in the new infected host starts its 
own propagation. 

CROSS REFERENCES 

See Authentication-, Computer Network Management; Fire¬ 
walls; Intrusion Detection Systems; Network Attacks. 
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INTRODUCTION 

The classic IT (Information Technology) security tripod 
model (integrity, confidentiality, and availability) applies 
as much to e-mail as it does to other areas of information 
management, and the medium is subject to a range of secu¬ 
rity problems. Johnson (2000) categorizes these as follows: 

• Eavesdropping (susceptibility to network sniffing and 
other breaches of confidentiality) 

• Impersonation/Identity Theft. Even though well- 
managed organizations use authentication to regulate 
access to services, many e-mail-related Internet serv¬ 
ices such as Simple Mail Transfer Protocol (SMTP) are 
highly vulnerable to abuses such as impersonation by 
forging e-mail headers. Although identity theft is an 
ongoing and increasing problem, the rather less glam¬ 
orous problems of impersonation by spam, fraudulent 
e-mail such as phishing, and malware remain a constant 
drain on resources and patience. 

• Denial of service (DoS), either by deliberate action such 
as e-mail traffic volume attacks (mail bombing and sub¬ 
scription bombing, for example) or as an accidental re¬ 
sult of inappropriate action by legitimate software or 
authorized users (mail loops, poorly configured filters, 
inappropriate mass mailing), or incidental action such 
as direct harvesting attacks (DHA) by spamming soft¬ 
ware. In the latter case, the intention is not normally 
to bring down systems deliberately, but the sheer vol¬ 
ume of traffic may result in unavailability of services. 
At times, of course, there might be an intention to mount 
a secondary DoS attack from compromised systems, 
such as distributed denial of service (DDoS) attacks, 
often on sites with high profiles and low popularity: 
the W32/MyDoom@mm (Novarg) virus, for instance, 
attempted to launch attacks from infected machines 
on a number of vendor sites, including Microsoft and 
SCO (F-Secure 2004), and attacks on anti-spam sites are 
commonplace (Hypponen 2003). 

• Overzealous Domain Name System (DNS) blacklists (or 
blocklists or poor practice in the use of such blacklists 
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by end-sites) constitute a significant problem, amount¬ 
ing to a denial of e-mail service on some sites. Blacklists 
are a primitive form of reputation service (Harley 2006). 
IP addresses or ranges appear in such lists on a range of 
criteria: for instance, known open relays, known open 
proxies, sites deemed not to be compliant with RFCs 
(Requests For Comment), and so forth. Many sites block 
mail from any IP address found on blacklists to which 
they subscribe. However, while some blacklists are pro¬ 
fessionally conceived and administered, others are run 
by amateurs and vigilantes who have no particular incen¬ 
tive to take into account high volumes of false positives. 
One blacklist, for instance, has included all German ad¬ 
dresses with a .de suffix for over a year, and has refused 
to address the problem. Use of professional and well- 
conceived blacklist and reputation services reduces the 
problem, but some sites continue to prefer a free service, 
even one with a high volume of false positives. 

• System integrity may be impaired in a number of ways 
by e-mail attacks, notably by the transmission of and sub¬ 
sequent or consequent infection by malicious software. 

Johnson (2000) describes a number of technologies, such 
as encryption, authentication, anonymity protocols, and 
technologies that are considered elsewhere in this book. 
In this overview chapter, however, we deal primarily with 
technologies that address direct e-mail abuse such as ma¬ 
licious software and spam. 

SOCIAL AND ANTISOCIAL E-MAIL 
ISSUES 

As Michel Kabay (1996) points out, there are also a 
number of social issues associated with e-mail use and 
management: 

• “Flaming" (intemperate language in the heat of the mo¬ 
ment), inappropriately targeted humor or vulgarity, 
gossip and other indiscretions can result in bad feeling, 
communications breakdowns, and even implication of 
the employer in libel action. 
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• Careless targeting of e-mail responses can result in inap¬ 
propriate leakage of confidential and/or sensitive infor¬ 
mation inside and beyond the organizations perimeter. 

• Relations between the employer and the employed can 
be damaged by unclear policies and perceived rights to 
individual privacy. 

• End users can send unconsidered mail that puts them 
in breach of copyright, data protection, and other legis¬ 
lation that restricts how data can be used and re-used. 

Many of these problems are best dealt with on a policy 
level, and we include a consideration of e-mail-related 
policy management at the end of the chapter. 

Malware 

A full taxonomy of malware (Mfl/icious software) types is 
beyond the scope of this chapter, which considers them 
only in the context of e-mail transmission. Fuller taxonom- 
ical issues are addressed by Harley, Slade, and Gattiker 
(2001), while Thompson (2002) and Szor (2005) address 
specific virus taxonomies. Other chapters in this book also 
deal at length with other malware issues. 

E-Mail and Early Viruses 

Although e-mail as a virus vector is most popularly asso¬ 
ciated with recent mass mailer epidemics, viruses have 
actually been associated with e-mail almost since the first 
replicative malware. 

Boot Sector Infectors (BSIs) 

Most of the effective early viruses were boot sector infec¬ 
tors and master boot record (MBR) infectors. Some of 
these are still occasionally reported; however, they do not 
normally spread via e-mail, but when a system is booted 
with an infected diskette. However, it is possible to trans¬ 
port such viruses in dropper form or as a disk image. These 
methods are normally associated with intentional transfer 
by mutual consent, but it is not impossible or unknown 
for malware to use them as a direct propagation channel. 

File Viruses (Parasitic Viruses) 

File viruses infect files by attaching themselves to them 
in some way, so that when the file is run, the virus code 
is also run. They are far less common than in the early 
days, but are still found in the wild, and can be spread by 
e-mail. An interesting phenomenon sometimes reported 
is the infection of a modern mass mailer virus/worm by 
an older parasitic virus such as W95/CIH, perhaps better 
known but misleadingly renamed as Chernobyl (Symantec 
2004). (There is no evidence that the date of activation of 
some variants is intended to coincide with the anniver¬ 
sary of the Chernobyl disaster.) Some types of virus such 
as companion viruses and cluster viruses use somewhat 
different infection mechanisms, but the precise mechan¬ 
ics need not concern us here. 

File and Boot (Multipartite) Viruses 

File and boot viruses, since they use both methods of 
infection, in many cases can, in principle, be spread by 
e-mail. These are often referred to as multipartite viruses. 


though strictly speaking this term refers to a virus that 
uses more than one infection method, and is not restricted 
to viruses that infect program files and boot sectors only 
(Harley et al. 2001). 

Macro Viruses 

Macro viruses normally infect documents: technically, 
they might be regarded as a special case of file virus. 
Most macro viruses infect Microsoft Word or Excel docu¬ 
ments, but there are other vulnerable applications, not 
all of which are Microsoft Office applications. They can 
be multiplatform—most of the very few viruses to cause 
problems on Macintoshes in recent years have been macro 
viruses rather than Macintosh-specific malware (Harley 
1997)—and some can affect more than one application. 
Macro viruses are particularly likely to be a problem 
in relation to applications that, like most Microsoft Office 
applications, store macros in data files rather than in sep¬ 
arate macro files. Macro viruses are still commonly found 
transmitted by e-mail, but are much less prevalent than 
they were in the mid-to-late 1990s. However, it has been 
reported that targeted Trojan attacks of the kind reported 
in several CERT/CC advisories (CPNI 2005) frequently 
use attached Word documents containing malicious em¬ 
bedded executables. 

Script Viruses 

Script viruses are self-contained mini-programs in VB¬ 
Script, Javascript, and so on, and are often found as 
embedded scripts in some form of HTML (HyperText 
Markup Language) file (as well as in some types of for¬ 
matted e-mail). They may also be transmitted as e-mail 
attachments. 

Mass Mailers 

Mass mailers are a class of malware designed explicitly 
to spread via e-mail that maximize their own spread by 
seeking new target addresses from a victim’s address 
book, files on an infected system, and other sources such 
as Web pages; these are considered at length below. They 
generally rely on social engineering (a term applied to a 
variety of attacks exploiting human weakness and gullibil¬ 
ity rather than technological loopholes) to persuade the 
recipient to execute the malicious program. Recent exam¬ 
ples of social engineering in mass mailer dissemination 
are included in the next section, and involve a form of 
impersonation on the part of the virus (the real sender 
of the e-mail) to dupe the recipient into thinking the at¬ 
tachment is safe to open, or at least interesting enough to 
be worth the risk. 

Nearly all recent mass mailers are spoofing viruses: 
that is, they forge e-mail headers. 

Spoofing Viruses 

The term spoofing was formerly applied to viruses that 
exploit a characteristic of an antivirus program so as to 
hide their presence from that program. The term is now 
more often applied to e-mail viruses/worms that forge 
message headers (especially the "From:” and "Reply-to:" 
fields to obscure the real source of the viral e-mail, or to 
dupe the recipient into running the viral attachment. The 
term is often abbreviated to spoofer, and the antonym is 
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non-spoofer or non-spoofing virus. Spoofing viruses often 
insert addresses they find in the Windows address book or 
elsewhere on the infected hard disk, or an address from 
a list carried in the body of the virus, or an address sim¬ 
ply made up. Thus, the message arrives looking as if it 
were sent by person A, when it really comes from person 
B. This not only causes mischief by blaming the wrong 
person for having an infected PC, it also makes it harder 
to trace the owner of the system that is really infected. 
Sometimes, though, a different form of spoofing is used. 
A popular alternative form is for the message to masquer¬ 
ade as a message from a vendor (especially Microsoft!) or 
a system administrator, passing off the attachment as a 
systems or application patch, or as an important message. 
Yet another alternative is to disguise the message as being 
from someone the recipient does not know and being in¬ 
tended for a completely different recipient, but suggesting 
that the content of the attachment is something par¬ 
ticularly interesting or desirable. Popular forms of this 
particular trick include suggesting that the attachment 
consists of erotic photographs. It may also be suggested 
that the attachment is a returned message from the tar¬ 
geted recipient to the apparent, or that it contains infor¬ 
mation pertaining to their being investigated by a law 
enforcement agency, or a photograph of themselves, 
or password information, or a mail message to them 
received in error by the apparent sender. Although anti¬ 
virus vendor sites such as www.f-secure.com/v-descs/ (F- 
Secure), http://vil.nai.com/vil/ (McAfee/AVERT), and http:// 
securityresponse.symantec.com/ (Symantec) include infor¬ 
mation about specific forms of message used by individual 
mass mailers such as Sobig, MyDoom, Bagle, and Netsky 
in order to trick the recipient into opening the attach¬ 
ment, it is not feasible to address all the possible social 
engineering tricks available to an imaginative writer of 
viruses and other malware. 

“Traditional” mass mailers have declined in numbers 
in recent years. Indeed, replicative malware in general has 
declined in volume and impact since the beginning of the 
twenty-first century (Mashevsky 2005). In part, this is a 
consequence of the general professionalization of virus 
writing. Malicious software in general has become less the 
province of the “hobbyist” coder. Instead, it has become 
a major addition to the arsenal of the professional cyber¬ 
criminal. However, this class of malefactor is less likely 
to make use of the “pure” mass mailer, intended merely to 
self-propagate. Instead, mass mailers are used as a means 
of disseminating other malware, for example by installing 
other malicious programs on a compromised system, or 
by opening a channel between the compromised system 
and a system hosting such programs. Such a system might 
be a malicious Web site or another compromised system, 
for instance one of the bot-infested machines on a bot¬ 
net. Although botnets are not wholly or even primarily an 
e-mail security issue, they certainly affect messaging across 
several dimensions, and are discussed later in this chapter. 

Network Worms 

Network worms are usually distinguished from e-mail vi¬ 
ruses, as well as from conventional viruses, by the fact that 
they do not attach themselves to a legitimate program, 
though they do replicate across networks. However, this 


distinction is somewhat contentious. Network worms are 
usually self-launching—they do not require direct user 
action in order to execute—and do not spread by e-mail, 
or not only by e-mail. (Network worms that also spread 
by e-mail would be better described as hybrid.) Exam¬ 
ples include the Code Red family, Slammer, Blaster, and 
Welchia/Nachi. Mass mailers are also frequently referred 
to as worms, but are not usually self-launching, though 
some e-mail viruses do exploit misconfigured or unpatched 
mail software to execute without direct human interven¬ 
tion. They are, however, usually nonparasitic—that is, 
they do not attach to other programs, in the sense that 
file viruses do. 

Hybrid and Multipolar Malware 

Although Nimda is sometimes taken to be part of the 
Code Red family, it is actually a hybrid virus, a network 
worm that can also be spread by e-mail. Malware like 
this, combining multiple attack vectors, is sometimes re¬ 
ferred to as convergent, blended, or multipolar (Harley 
2002, The future of malicious code). Blended threats are 
a major factor in the current spread and impact of bots 
and botnets. 

E-Mail Viruses and Worms 

Most mass mailers—the type of virus most commonly 
encountered currently in the context of e-mail—occupy 
somewhat fuzzy middle ground between conventional vi¬ 
ruses (because they replicate), worms (because they do not 
attach themselves to a legitimate program), and Trojans 
(because they trick the recipient into running malicious 
programs, thinking they do something desirable). In fact, 
there can be considerable overlap between these types. 
(Trojans are considered in more detail below.) Melissa, for 
example, was a macro virus but also one of the first ef¬ 
fective e-mail worm/mass mailers (though claims that it 
was the first are untenable). It tricked the recipient into 
opening a document that then ran code, much as the 
CHRISTMA EXEC worm had in 1987 (Slade 1996). It in¬ 
fected other documents (and so can be described as a true 
virus), but also made use of e-mail to trick the recipient 
into furthering its spread. More recent mass mailers tend 
to rely on persuading the victim to run stand-alone code, 
but some also use software vulnerabilities as an additional 
entry point, and some mass mailers are also viruses, or 
drop viruses or other malware—especially Trojans such 
as keyloggers and backdoors—as part of the replicative 
mechanism. 

The mass mailer problem has been seriously com¬ 
pounded by the poor option sets or local configuration of 
some filtering and antivirus products and services, espe¬ 
cially gateway products. There are many circumstances 
under which generation of multiple alerts or any alert at 
all is incorrect behavior, most notably when the message 
that accompanies a mass mailer is known to forge mes¬ 
sage headers. An infected message should be returned to 
the sender only if it can be ascertained with reasonable 
certainty that the address in the From: and Reply-To: fields 
is not forged. Even then, it should not be returned with the 
uncleaned attachment, as often happens with filters that 
do not recognize specific viruses (either generic filters 
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or mail transfer agents (MTAs) bouncing an undeliver¬ 
able message). However, it is not possible for automated 
software to ascertain the real sender with this degree of 
confidence in the case of most modern spoofing viruses. 
Indeed, even inspection by eye often fails to do this reli¬ 
ably. As a result, poorly configured antivirus services may 
inform the wrong person that their system is infected, and 
similarly mislead the intended recipient, leading to panic 
on the part of the wrongly blamed systems owner, to ill- 
feeling between the apparent sender and intended recipi¬ 
ent, and maybe even to legal action (Harley 2003, Fact, 
fiction and managed anti-malware services). 

Fortunately, antivirus companies have become much 
more aware of these problems, and are less likely to 
configure such behavior as a default. However, they are 
often reluctant to remove these configuration options al¬ 
together, so customers who do not understand the prob¬ 
lem sometimes introduce inappropriate reconfigurations. 
Third-party managed e-mail antivirus providers may also 
reconfigure inappropriately, and may not have hooks to all 
the functionality of the core antivirus product. 

A very high proportion of current infected e-mail traf¬ 
fic carries spoofing malware, so while it is responsible 
behavior to advise someone with an infected system of 
the fact when there is no doubt about the correct identi¬ 
fication of the infected system, it is appropriate to do so 
only when the detected malware is known not to spoof 
headers. Many products and services cannot discrimi¬ 
nate between viruses in this sense, even though they can 
identify the actual name of the virus correctly. The re¬ 
cipient should receive a message only if the removal of 
the viral code leaves a disinfected and useful object to 
be forwarded (as is the case with macro viruses), or if 
the forwarded message is a legitimate and intended com¬ 
munication from the sender. Most e-mail-borne viruses 
are not “infective” in the sense of attaching to a legitimate 
object. The message is initiated and controlled by the 
virus (or, more correctly, by the virus author who coded 
the message-generation mechanism), not the owner of the 
infected system, who is usually unaware of the presence 
and transmission of the malware. The “infected” file con¬ 
tains no legitimate code, so disinfection is effectively the 
same as deletion. There is, therefore, no reason to for¬ 
ward the message and no point (except advertising the 
product) in advising the intended recipient of the inter¬ 
ception, certainly if the originating e-mail account can¬ 
not be accurately ascertained. 

Unfortunately, many scanning services cannot distin¬ 
guish cases in which it is not appropriate to send an alert 
or forward a message, or in which the malware is known 
to forge headers, and are not therefore able to modify their 
own behavior accordingly. In fact, some services cannot 
even be configured to stop alerts or forwarding at all. As a 
result, it can happen at times that the impact of secondary 
traffic from filtering and antivirus services vastly exceeds 
that of “real" mass-mailers and spam. (Harley 2004) 

The Malware Author's Dilemma 

The malware writer has a significant barrier to overcome if 
his program is to spread beyond his own development en¬ 
vironment. Malicious programs are harmless unless they 
are executed. How does he get his code to run on someone 


else s system? All malware exploits one or more vulnerabil¬ 
ities. These may consist of programming bugs and errors 
and other software vulnerabilities in a victim system, or of 
a lack of caution and skepticism in human victims, allow¬ 
ing them to be tricked into running unsafe programs, or in 
some cases, of a combination of the two. 

“Self-launching" code exploits bugs such as buffer 
overflows, which can allow code to be run where it should 
not be. No action from the victim is necessary (Harley et 
al. 2001). The "Internet Worm” or "Morris Worm" of 1988 
is as good an example as the far more recent MSBlaster 
or Code Red worms: possibly better, in that one of the 
vulnerabilities it exploited was in sendmail (Hruska 
1992), whereas recent network worms have tended to 
exploit vulnerabilities in nonmail applications, such as 
IIS or SQL-Server. Mass mailers, however, have in some 
cases exploited vulnerabilities in mail applications, nota¬ 
bly Outlook and Outlook Express (Microsoft 1999). There 
is a minor distinction to be drawn here between instances 
in which malware exploits miscoding and instances in 
which malware exploits (not necessarily intentionally) 
incautiously configured systems (as when office applica¬ 
tions are set to allow macros to auto-execute, or mail cli¬ 
ents are set to run attachments automatically). 

"User-launched” code relies on persuading the victim 
to execute a malicious program, using social engineer¬ 
ing in the general sense of psychological manipulation 
(Harley et al. 2001). Most e-mail-borne malware is user- 
launched or hybrid. Hybrid malware combines both the 
self-launching and user-launched approaches, thus maxi¬ 
mizing the potential for spread. E-mail-borne malware 
is sometimes hybrid: it uses a bug such as those in some 
versions of Outlook that allow code to be run just by 
previewing a message, or the facility for auto-executing 
macros in Word or Excel, and thus requiring no interven¬ 
tion from the victim, but also hedges its bets by using 
what is often called social engineering to persuade victims 
to conspire in their own downfall by running an attach¬ 
ment. Such manipulation might persuade an unwary or 
unsophisticated computer user to open an executable file 
under the impression that it is a game or screensaver or 
even a data file. Most data files cannot carry executable 
code but Microsoft Office documents can, in the form 
of macros, and a Postscript file contains both program¬ 
ming instructions and data. This issue has long been 
recognized in antivirus circles, but has recently been revis¬ 
ited in more general security circles, notably on some spe¬ 
cialist mailing lists. Not everyone realizes (for instance) 
that a screensaver (.SCR) is an executable program with 
the same format as an .EXE file, not a simple graphics 
hie, and there are a multitude of well-documented ways 
in which an executable hie might be "disguised” as a data 
hie. For example, by using the "double hlename extension” 
technique (examplehle.doc.scr) to hide the real hle-type, 
or by presenting it as a self-extracting or self-decrypting 
archive hie. 

Trojan Horses 

A Trojan horse (or simply a Trojan) tricks the victim into 
running its code by masquerading as something else 
(a desirable program). Most e-mail worms also do this, so 
they meet the dehnition of a Trojan, but they also replicate, 
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so they belong in the virus family. (In fact, there is an 
argument for claiming that viruses belong to the Trojan 
family, though to do so is not particularly helpful in prac¬ 
tical terms, since it tends to increase confusion among 
nonexperts.) 

Classic Trojans tend either to be destructive to data 
or to cause leakage of information (or both). They may 
include among other payloads: 

• Damage to or loss of files and file systems 

• Allowing access to the network via network shares 

• Opening ports to allow traffic through the Internet 
gateway 

• Sending passwords or data back to an unauthorized 
person 

• Altering the configuration of a victim system 

• Causing advertisements to pop up 

• “Recruiting” compromised systems for use in botnets 

• Track which Web sites victims visit, and which pass¬ 
words they use. 

Trojans’ main weakness as an e-mail-borne threat is that 
they are usually reliant on the quality of the social engi¬ 
neering in the accompanying message to gain a foothold 
into the system, and they cannot self-replicate even when 
they do gain a foothold (Harley 2002, Trojans). They in¬ 
clude a wide variety of subclasses according to function¬ 
ality, including among others: 

• Destructive (Trojans that trash or overwrite files or file 
systems, most commonly) 

• Backdoors (Trojans that attempt to open a connection 
to the victim computer from a remote system, for what¬ 
ever purpose) 

• Password stealers and keyloggers 

• Porndialers and other dialers (programs that use the 
modem on the infected machine to dial pornographic 
or other services, usually using premium rates and long¬ 
distance call charges). 

• Distributed denial of service (DDoS) agents 

• Rootkits (Trojanized versions of system files and other 
tools for concealing the presence of an intruder on a 
compromised system) 

• Bots (in the sense of backdoor Trojans linked in a "bot¬ 
net” that communicate and are controlled through 
Internet Relay Chat [IRC]). 

Grimes (2001) also considers a class of program he calls 
parasites. Although these include such privacy-invasive 
nuisances as programs that “call home” and pass mar¬ 
keter-friendly data (often installed as part of a more-or-less 
legitimate and authorized program installation), there is 
also an argument for including objects with similar po¬ 
tential functionality such as adware, single-pixel GIFs, 
malicious cookies, and web bugs that can be accessed via 
e-mail incorporating active-content (PC Mag, 2006). 

Bots and Botnets 

The term bot is an abbreviated version of “robot.” In the 
context of software, it usually refers to some kind of agent 


for remote control or information gathering (Overton 

2005) . In terms of e-mail threats, the term may be used 
to refer to “crawlers” that are used to seek out e-mail ad¬ 
dresses (James 2005). However, bots (usually in the form 
of scripts) have long been used to automate processes on 
IRC (Canavan 2005). Such agents have long been used 
for legitimate and for malicious purposes. However, since 
1999, when the PrettyPark worm used IRC as a channel 
for remote control and communication, and 2002, when 
SDbot and Agobot, among others, pioneered the emer¬ 
gence of binaries incorporating an IRC client (Harley 
and Bradley 2007), the impact of IRC bots on comput¬ 
ing in general and messaging (and other security threats) 
in particular has grown alarmingly (Schiller & Binkley 
2007). So-called zombie systems (PCs compromised by 
bot infestation), especially when combined into “botnets" 
under the control of a Bot Master (also known as a Zombie 
Master, Bot Herder, or Botmeister, among other terms), 
can be used for any number of malicious activities, from 
DDoS (distributed denial of service) attacks to spam, 
phish, and malware dissemination, updating of malware, 
hosting of blind drop servers (for the collection and stor¬ 
ing of phishing data), and so on. Similarly, bots can have a 
wide range of capabilities—vulnerability scanning; chan¬ 
nel, UDP (User Datagram Protocol) and ping flooding; 
rootkit functionality, and password sniffing, for instance. 
Bots may be disseminated as e-mail (as attachments or as 
malicious hyperlinks), but are often distributed by other 
means. Nevertheless, they have a considerable secondary 
effect on messaging security. 

Anti-Malware Solutions 

The most effective answer to viruses is, of course, antivi¬ 
rus software, deployed not only at the desktop, but also on 
Web servers, file servers, and, most relevantly to this chap¬ 
ter, at the e-mail gateway. Unfortunately, this rather glib 
statement does not take into account all the realities of 
twenty-first century malware management. Old-fashioned 
viruses have declined significantly in volume and impact, 
while Trojans and blended threats constitute an increas¬ 
ing proportion of current malware problems (Braverman 

2006) . Although virus detection using both proactive 
and reactive techniques has attained an impressive 
technical level, there are limitations on the detection of 
nonviral threats that affect all antivirus products that ex¬ 
tend their service to cover other forms of malware (nearly 
all of them, nowadays). These issues are considered fur¬ 
ther below. However, the virus threat has also changed, in 
that virus writers have moved away from hitting as many 
machines as possible and as quickly as possible with a 
single variant, to stealthier models of distribution (short 
spamming/seeding runs, frequent releases of repacked 
subvariants). 

There are two main approaches to e-mail gateway- 
hosted virus management: generic and virus-specific. Ge¬ 
neric virus management consists largely of discarding or 
quarantining objects that are capable of carrying or con¬ 
sisting entirely of a predetermined range of malicious code. 
In e-mail terms, this range usually consists of file attach¬ 
ments of file types often used by the writers of mass mailer 
viruses, including .PIF, .SCR, .VBS, .EXE, .BAT, .COM and 
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so on, though exactly which file types are blocked will de¬ 
pend partly on local usage. For instance, most sites do not 
block Microsoft Office documents, even though they are 
commonly associated with the passing of macro viruses, 
since legitimate business processes would suffer seriously 
from the blocking of legitimate documents. Table 1 classi¬ 
fies common attachment types by risk level (Harley 2004). 
Issues regarding the relative risks of common file types 
are also examined in considerably more detail in a Tech¬ 
nical Note published by the UK’s Centre for Protection of 
National Infrastructure (CPNI 2004). 

Virus-specific software detects (obviously) known, spe¬ 
cific viruses. A consideration of the precise mechanisms 
for such detection is beyond the scope of this chapter, 
but is based on a process of comparing code-bearing ob¬ 
jects to a database of definitions, so that (in principle) a 
new definition (or search string) is required for each new 
virus or variant. In practice, the use of augmented detec¬ 
tion by heuristic analysis and of generic drivers that are 
capable of catching some currently unknown variations 
and variants, sometimes lessens the impact of brand-new 
malware. However, the need still exists for updating an¬ 
tivirus software with the latest definitions (sometimes 
not altogether correctly referred to as signatures) as soon 
as they become available. Gateway systems and services 
should also be implemented with due regard to the need 
for configurability and appropriate alerting and forward¬ 
ing mechanisms arising from the increase in header- 
spoofing mass mailers and allied problems, as described 
above and (at far greater length) by Harley (2003, Fact, 
fiction and managed anti-malware services). Modern an¬ 
tivirus programs often use advanced heuristic technology 
capable of detecting a very high percentage of new, un¬ 
known viruses and worms. However, it can be much harder 
to detect related forms of malware (especially nonrepli- 
cative malware) heuristically. Unfortunately, although the 
major vendors do exchange samples in order to maximize 
detection of known malware, changes in malware dissem¬ 
ination patterns mean that it is possible for some variants 
to remain undetected for a considerable length of time, 
sometimes months (James 2005). 

The range and speed of spread of malicious code 
(e-mail-borne or not) also necessitates good systems and 
software patching practice at the server, desktop, and 
application levels and supplementary measures such as 
the blocking of vulnerable ports and services whenever 
possible and applicable; and it is no longer possible to 
consider virus management in complete isolation from 
other security technologies such as perimeter and desk¬ 
top firewalls, intrusion-detection systems, and intrusion- 
prevention software. Policy and education remain a 
sometimes neglected but nonetheless essential compo¬ 
nent of a holistic security posture. 

Although encryption is an essential adjunct to confi¬ 
dentiality in e-mail, it may also form part of the problem 
as regards the transfer of malicious code, and virus writ¬ 
ers have made frequent use of the popular confusion be¬ 
tween “encrypted” and "safe." The fact that a message or 
attachment is encrypted tells us nothing about whether 
it is infected. In most environments, encryption can be a 
barrier to effective gateway scanning, forcing the enter¬ 
prise to rely on desktop scanning as a last-ditch defense. 


notwithstanding the difficulties of maintaining desktop 
security products in large or fragmented corporate envi¬ 
ronments. Viruses such as Netsky and Bagle that present 
as encrypted .ZIP files indicate that even a comparatively 
trivial form of encryption can present challenges to con¬ 
ventional antivirus that have not yet been completely 
addressed. Indeed, generic filters that regulate the intro¬ 
duction of executable attachments can often be circum¬ 
vented simply by zipping the viral program. 

Public key infrastructure (PKI) can, if rigorously ap¬ 
plied, have benefits in terms of control of mass mailers 
and some forms of spam, by making it harder for a mes¬ 
sage using deception and forgery as a means of delivery 
to survive an authentication mechanism. Applied purely 
as a means of managing e-mail abuse, however, it con¬ 
stitutes a somewhat expensive form of whitelisting (i.e., 
allowing only mail from approved addresses to reach the 
protected mailbox). 

Anti-Trojan Software 

Most antivirus software detects a reasonable proportion of 
all Trojans, joke programs, and similar nuisances, but an¬ 
tivirus vendors are not usually brave enough to claim that 
they can detect all known Trojans. There are a number of 
reasons for this, including: 

• Difficulties in formal definition—the definition of a 
Trojan relies, in part, on the perception of the victim, 
a factor often not susceptible to automated code or text 
analysis. 

• The fact that it is immeasurably easier to write trivial 
nonreplicative malware and introduce minor variants. 

• The lack of a more-or-less universal Trojan-specific 
mechanism for sharing samples with trusted vendors 
and researchers comparable to those that exist for virus 
sample sharing. 

Unfortunately, the same caveats tend to apply to the pro¬ 
ducers of Trojan-specific scanners, and rivalry between 
some Trojan specialists and the antivirus industry further 
complicates the issue. Similar problems are encountered 
in the detection of specific forms of Trojan such as bots, 
spyware, and adware. 

SPAM AND RELATED E-MAIL ABUSE 

The name spam is applied to a number of abuses involv¬ 
ing the indiscriminate use of e-mail or newsgroup post¬ 
ings, though the use of the term as applied to newsgroup 
abuse is largely overlooked nowadays except by Usenet 
junkies. 

E-mail spam includes the following: 

• UCE—unsolicited commercial e-mail (junk mail): this 
term is applied to any unsolicited advertising. Most 
spam is disseminated with the intention of advertising 
a product or service, but other motivations may apply. 
Although the term can be and is applied to all unsolic¬ 
ited advertising, it is useful to discriminate between 
“honest” advertising (from more-or-less legitimate and 
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Table 1: Categorization of Attachment Types by Risk Level 


Risk Level 

Attachment Type 

Very high risk 

File types almost never exchanged legitimately by e-mail but are executable file types used 
by mail-borne malware: e.g. .PIF, .LNK, .BAT, .COM, .CMD, .SHS. These file types should, 
therefore, be blocked in all but the most exceptional circumstances. The .EXE file type is also 
heavily used by mass mailers and other malware, and is very frequently blocked by generic 
filters for this reason (and with good reason). However, it is included in the high-risk category 
rather than very-high-risk because it is possible and may be convenient for legitimate .EXE files 
to be exchanged, so blocking must remain a local decision. 

Filenames with double extensions, especially when one type is a nonexecutable and the last 
one(the one that matters) is executable: for instance, myfile.txt.pif. 

File types that do not match the filename extension, when the file type is more dangerous than 
the filename extension suggests 

Filenames with double or multiple extensions for which an attempt has been made to mask the 
presence of the real file type, for example by inserting several spaces between the penultimate 
extension and the real, final extension 

Files with a deceptive icon suggesting a nonexecutable file type 

Filenames that include the characters {}, suggesting an attempt to disguise an executable file 
type by using its CLSID (class ID extension) 

Medium high risk 

This category includes file types that are heavily used by mass mailers, but may also be 
exchanged legitimately (e.g., .EXE, .SCR, .VBS). It may be decided locally not to block these 
types for the following reasons: .EXE attachments may denote data rather than a "real" 
executable, but in the form of a program file—for example, self-decompressing archive files 
and self-decrypting files are often convenient because they do not oblige the recipient to 
own the archiving or encryption utility that generated them. It is hard to imagine that any 
organization still considers the attractions of exchanging fluffy screensavers to be worth the risk 
of allowing .SCR files, but again, the final decision must be local. Earlier mass mailers were 
very often VBScript files, and new .VBS mass mailers (and more current malware types) are 
still seen from time to time, but it can also happen that such scripts are used to install system 
patches, for example. Nonetheless, it is strongly recommended that if any of these file types 
must be allowed and exchanged by e-mail, that stringent precautions be taken to ensure that 
only trusted and trustworthy code is allowed through. 

Compressed archive files, especially the .ZIP file type characteristic of PKZip and WinZip, 
pose a significant risk, convenient as they are. Indeed, in the early years of the present decade, 
the use of encrypted .ZIPs and .RARs to transport mass mailers posed a major problem for 
mail administrators, though the problem has diminished as the mass mailer problem has 
diminished. Some generic filters are unable to check inside a compressed file for the presence 
of archived executables, though virus-specific software is almost always capable of scanning 
the contents of a .ZIP file (and a variety of other archive formats). However, virus-specific 
scanners are not able to scan the contents of encrypted archives in real time and have been 
forced to apply less satisfactory search criteria as more viruses have exploited this loophole. 

Also, multiply nested archives containing unusually large compressed files may constitute an 
effective denial of service attack on antivirus scanners and e-mail servers. 

Medium risk 

This class includes file types not frequently used by mass mailers, but capable of carrying 
executable/malicious code. Most file infectors, Trojans, etc. would be caught by the previous 
categories, but documents that can contain macros (especially Office documents) fall here. 

Note that exchange of some documents will often be seen as impacting too heavily on normal 
business practices to override the moderate increase in security (.DOC, .XLS), but others may 
be borderline high risk, such as those file types associated with Microsoft Access. People do 
not exchange full databases as often as they do more concise forms of data. Note, also, that 
the incidence of macro viruses has subsided. This trend may well be influenced by the fact that 
Microsoft applications no longer enable execution of unsigned macros by default. 

Medium-low risk 

This category includes executable files of types not currently associated with virus action, or 
only with extinct viruses, or zoo viruses (especially proof-of-concept viruses that exist only "to 
show it's possible") 


( continued ) 
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Table 1: ( continued ) 


Risk Level 

Attachment Type 

Low risk 

Nonexecutables. Technically, this should be "no risk." However, it is impractical to prove 
automatically that a file contains no executable code. 

Uncategorized 

Files whose executability or infective status is presently unknown, or cannot be determined or 
assumed 

Files of unknown file type (or no explicit file type: Macintosh users are frequently penalized by 
generic checkers for the fact that Mac data files are often not given a filename extension) 
Encrypted files 

Archives that cannot be unpacked (fully or at all) for scanning 

Note that the last two categories can be said to include some file types in preceding categories: 
however, no presumptions are made in this case about filename extensions. 


reputable organizations using more-or-less legitimate 
direct-marketing techniques) and advertising that in¬ 
cludes a degree of deception not only in the content, but in 
the delivery mechanism. Reputable organizations gener¬ 
ally conform to regulatory legislation. As well as being rea¬ 
sonably restrained in their claims regarding the products 
they are advertising, they obey (increasingly restrictive) 
laws. 

• UBE—unsolicited bulk e-mail—is sent in bulk to many 
addresses. It may be and often is commercial, so is essen¬ 
tially a superset of UCE. 

• NCE (nonresponsive commercial e-mail) is a term 
sometimes applied to spam sent by a company that fails 
to honor a user's request to unsubscribe (James 2005). 

The term is applied by many people to many divergent 
forms of unsolicited bulk e-mail. Most sources (especially 
antispam vendors!) suggest that well over 50 percent of 
all e-mail is now junk mail (some estimates suggest a 
much higher proportion, and almost all sources indicate 
continuing growth). 

The term is still applied to bulk postings to Internet 
newsgroups (Usenet), but is now most commonly applied 
to unsolicited commercial and other bulk e-mail. It often 
involves advertising products or services, but may also be 
applied to many other types of unsolicited mail, includ¬ 
ing the following (some of these categories often overlap 
with other categories of e-mail abuse considered below, 
and may not always be considered “real” spam): 

• Financial marketing messages that may or may not be 
genuine 

• Product-oriented messages (general goods or services 
ranging from antivirus products to fake diplomas and 
qualifications to septic tanks and timeshare apartments) 

• Illegal products or services (illicit drugs, pirated soft¬ 
ware etc.) 

• Pornographic spam: 

• Hardcore 

• Softcore 

• Deviant 


• Legal/illegal. The implications of legality may be far- 
reaching: for instance, processing of pedophilic con¬ 
tent can, if not conducted in accordance with law 
enforcement guidelines, expose the recipient of such 
material to legal action. 

• Offers of spamming software and services 

• Health (diet-related, “improvement” of physical assets, 
medical supplies) 

• “Spiritualist’Vorganized religion 

• Other “soapboxing" from individuals with bees in their 
bonnets, religious, moral or otherwise. 

• Fraud: 

• Pyramid and MLM (multilevel marketing) schemes 

• 419s (see below) 

• Credit card scams and other phishing attacks 

• Leisure messages (prizes, online games, electronic 
greetings cards using wormlike replicative techniques 
to spread) 

• Surveys 

• Begging letters 

Some find it useful to distinguish between “amateur" 
spam or unsolicited junk mail (commercial or otherwise) 
and “professional” or “hardcore” spam, which is not only 
unsolicited but includes a degree of deception, not only in 
its content, but as regards its origin. 

I have proposed the following definition of “profes¬ 
sional” spam elsewhere (Harley 2007) and will use it 
here, in the absence of a universally accepted standard: 
“Unsolicited and usually unwanted mail, often for adver¬ 
tising purposes, sometimes fraudulent, and generally in¬ 
cluding some degree of deception as to the source and 
purpose of the mail, such as forged From: fields, mislead¬ 
ing Subject: fields, fake ‘opt-out’ mechanisms that don’t 
work or are used only to validate the address as a poten¬ 
tial spam target, misleading pseudo-legal statements, and 
obfuscation of the originator of the spam mail.” Other 
commentators have made similar implicit assumptions 
about the nature of spam (Schwartz and Garfinkel 1998). 
Paul Vixie makes an excellent point—actually, several. 
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(see http://tqmcube.com/contrib.php). His definition has 
three dimensions to it: 

1. The recipient’s individual identity is irrelevant (the 

message is not personalized or significantly targeted). 

2. The message is completely unsolicited. 

3. From the recipient’s point of view, the message gives a 

“disproportionate benefit to the sender.” 

Vixie's definition requires all three dimensions to be 
present. 

Revenge spamming is a term sometimes applied to the 
implication of a disliked person (especially an antispam¬ 
mer) in spamming activities by using their site as a relay, 
fraudulently inserting their details into the mail headers, 
using their details in the body of the message, and so on. 
The victim of this sort of revenge spam subsequently be¬ 
comes the victim of various sanctions applied by groups 
and individuals who are violently opposed to spamming. 
This form of abuse is closely allied to other forms of im¬ 
personation in which offensive or inappropriate mail is 
manipulated to make it look as if it came from someone 
else. 

Some junk mail is clearly not expected to achieve any¬ 
thing other than to annoy or in some way distress the 
recipient, though in some instances it may be sent as 
a “probe” to test spamming software or to validate an 
address. 

Malware writers also make use of spamming tech¬ 
niques to inject viruses, worms, and Trojan horses into the 
wild. Not only do they use deceptive headers and content 
to trick the recipient into opening the mail and running 
the malicious program attached, but they use spammer¬ 
like forgery of mail headers to disguise the true where¬ 
abouts and ownership of the infected system. They also 
use built-in SMTP servers to cover their tracks and maxi¬ 
mize spread, in a manner highly reminiscent of some 
spamming tools, as well as using botnets. 

Spam and Malware 

A correlation has been noted between virus writing and 
spamming. (Hypponen 2003) Some mass mailers, bots, 
and other Trojans install software on infected systems 
that allow them to be used as open relays or open prox¬ 
ies by spammers, so that infected machines can be used 
to relay spam, increasing the potential spam-processing 
rate and the difficulty of tracing the real source of a 
spammed message. Since most corporate organizations 
nowadays maintain reasonable antivirus precautions—at 
least on the e-mail gateway, and hopefully on the desktop 
too—home computer systems are far more vulnerable to 
being exploited in this way. As long as most home com¬ 
puter users fail to install, configure, or maintain antivirus 
software correctly, it is probable that spammers will con¬ 
tinue to make use of this approach. In fact, although home 
users do seem to be more aware of the risks and to be 
making attempts to protect their systems properly, it is 
increasingly difficult for antivirus companies to maintain 
the near-100 percent protection, not only from viruses 
and worms but from all other forms of malware, that 
antivirus users often expect. 


Some malware is also known to install Web server proc¬ 
esses on infected home (and other vulnerable) machines 
for the distribution and advertising of products and serv¬ 
ices that in themselves are often illegal. There have also 
been reports of infected systems being used to mount DoS 
attacks against antispam sites. Some malware forwards 
e-mail addresses and other information that may be used 
subsequently for spamming purposes. 

However, mass-mailing malware also uses techniques 
analogous to those used by spambots to harvest target e- 
mail addresses not only from the victim’s Windows address 
book, but often from other files and system areas such 
as Word documents, HTML files, web caches and so on. 
Mass mailers often use header forgery to spoof addresses 
and disguise the source of the infected mail and avoid 
early detection by gateway filters by using varying (“poly¬ 
morphic”) subject lines, message content, and made-up 
source addresses. The use by mass-mailer viruses of their 
own internal SMTP engines or known relays to self-dis- 
seminate also makes it harder to trace the source of infec¬ 
tive mail or the footprint of the virus in the infected mail 
system. These spam-like techniques are symptomatic of 
increasing cross-pollination not only between virus/mal¬ 
ware technology and spamming technology, but between 
malware authors, spammer communities, and phishing 
gangs (EEMA 2003; F-Secure 2005). 

Chain Letters, Chain E-Mails, and Hoaxes 

A chain letter is, in its broadest sense, any message that 
includes a request for the recipient to forward it. Terres¬ 
trial chain letters usually ask the recipient to forward a 
set number of copies, but chain e-mail usually asks the 
recipient to forward to “everyone they know” or “every¬ 
one in their address book” or “everyone who might use 
the Internet.” The common denominator is that circula¬ 
tion increases in a geometric progression. 

Chain letters are not necessarily hoaxes, but frequently 
contain some deceptive content, either through a deliber¬ 
ate attempt to mislead or because of a misunderstanding 
of the issue in question. Very frequently, fact is mixed in 
with fiction to add circumstantial credibility. It is possible 
for purely factual material to be forwarded in this way, 
of course, but in general, responsible (or for-fee!) dis¬ 
tributors of quality information tend to use less intrusive 
forms of dissemination. The forwarding of messages by 
victims of pyramid scams is addressed in the later sec¬ 
tion on e-mail fraud, rather than as a form of chain letter, 
though there are certainly similarities between these two 
nuisances. 

On their Hoaxbusters Web site, CIAC (2004) describe 
the chain letter as having a tripartite structure: hook, 
threat, and request. Although it is not always straightfor¬ 
ward to separate these elements, they do seem to be com¬ 
mon to most chain letters, electronic or otherwise. 

The hook is there, like a riff in a popular song, to catch 
the recipient’s interest, and consists of an eye-catching tag 
like “Free trainers!” or “Virus alert,” and perhaps some 
expansion of the theme. It exploits some basic psycholog¬ 
ical issue like greed and self-interest, fear of technology 
and its consequences, or sympathy with the unfortunate 
(Harley 2000). 
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The threat pressures the recipient into passing on the 
message. Sometimes, the threat is simply that if the mark 
doesn’t forward the mail, they will miss out on some per¬ 
sonal advantage: for instance offers of free cell phones, 
sports gear, and so forth in return for meeting or exceeding 
a required number of forwardings. Less blatantly, a chain 
mail may exploit the desire to please or to earn brownie 
points or competitive advantage while doing something 
responsible and helpful, or the fear of being thought mean 
or uncharitable or unsympathetic (Harley and Gattiker 
2002 ). 

Direct threats may be used, somewhat in the fashion of 
older terrestrial chain mail that describe how recipients 
who did not forward met with misfortune or even death. 
More modern, less superstitious variations include threats 
to deluge the targets mailbox with spam or viruses. 

It is more common for chain e-mail to use indirect 
threats that are not necessarily explicitly stated. For in¬ 
stance, behind virus hoaxes, there is the implicit threat of 
widespread damage and inconvenience personally and to 
all Internet users. 

Some chain mail makes an overt emotional appeal such 
as that made by political petitions (such as those concern¬ 
ing the treatment of Afghan women under the Taliban, or 
opposing war with Iraq) or solicitations to forward e-mail 
to attract funding for cancer research. The threat is that if 
the mail is not forwarded, political injustice, cancer, or the 
suffering of an individual will continue unchecked, or a 
little boy’s dying wish will not be granted, or child victims 
of a natural disaster like the 2004 tsunami will remain 
isolated from their parents or other family members. The 
common denominator is that all representatives of this 
class of nuisance ask the recipient to keep the chain going 
by forwarding e-mail, so that some undesirable outcome 
will be avoided. 

The request expresses the “core function’’ of the chain 
letter: that is, to replicate by forwarding. The use of the term 
replicate is not accidental: chain letters, especially virus 
hoaxes, are sometimes considered to be "memetic viruses” 
(Gordon, Ford, and Wells 1997), or “viruses of the mind” 
(these commonly-used expressions and concepts largely 
originate in the writings and theories of biologist Richard 
Dawkins). Instead of the code used by computer viruses, 
which replicate by infection, chain letters rely on persuad¬ 
ing the recipient to pass the message on to others. They 
often have a “payload” that results in the useless con¬ 
sumption of bandwidth through the replication of hoax 
e-mail, personal fear caused by scare stories with no basis 
in fact, and in some instances the erasure of legitimate 
software incorrectly identified as “viruses.” However, they 
masquerade as an appeal to “help” others by disseminat¬ 
ing “information,” whereas cancer victim hoaxes ask you 
to generate money for medical research by forwarding 
identical messages, and others appeal to self-interest by 
offering money or free goods or services (clothes, cell 
phones, holidays, and so on). 

Chain letters can be said to fall into three main classes: 

• Pure fiction, intended to trick the victim into forward¬ 
ing a chain letter and bolster the self-image of the origi¬ 
nator by “proving" the stupidity of others. This class 
includes many virus hoaxes and other hoaxes related 


to security—sometimes to other aspects of information 
security, but often to personal security such as vulner¬ 
ability to robbery or personal attack. This latter class of 
hoax includes elements of the urban legend, especially 
those urban legends that have a gory or otherwise hor¬ 
rific element. 

• Some hoaxes might be better described as semi-hoaxes, 
as they may be based on misunderstanding a real issue. 
Some virus hoaxes may fall into this class, but so do 
other hoaxes, such as widespread stories about highway 
speed cameras, telephone scams, and tsunami victims. 
However, a hoax with no basis in fact may nevertheless 
acquire a patina of circumstantial support as it passes 
from person to person. Such messages often originate 
from or are perpetuated by (for example) consultants, 
journalists, and others who are perceived, often inaccu¬ 
rately, as speaking authoritatively or from a position of 
exceptional knowledge. Rosenberger and others some¬ 
times describe this as False Authority Syndrome, though 
this term is usually used in the context of virus hoaxes 
(Harley et al. 2001). 

• More rarely, a security alert or other form of chain letter 
may be reasonably accurate in its content, but the form 
of transmission is inappropriate. Hoaxes and chain let¬ 
ters are not easy to manage using automatic software, 
though some sites do attempt to manage it using key¬ 
word filtering and Bayesian and other analytical tech¬ 
niques. However, these can lead to an unacceptably high 
false positive rate. In general, this is an area in which 
good policy and education works best, with good infor¬ 
mation resources as backup. 

E-Mail Fraud 

The following subclassifications are by no means all- 
inclusive, but do include some major current abuses. 

Password Stealing 

Attempts to gain password information, either by social 
engineering, the enclosure of some form of Trojan horse, 
or a combination of both, have long been associated with 
e-mail (Gordon and Chess 1998) and the use of particular 
ISPs—AOL users have been particularly victimized. How¬ 
ever, this class of abuse is by no means ISP-specific, and 
can involve attempts to gain other types of information. 

Phishing 

This form of fraud, though it may be regarded in some in¬ 
stances as a special case of the preceding category, is also 
associated with malware distribution, and has become 
increasingly prevalent in recent years. In its most usual 
current form, it masquerades as a communication from a 
banking or other financial establishment (eBay and PayPal 
are very popular targets, but less obvious targets such as 
the IRS are increasingly exploited) asking the recipient to 
re-enter their banking details or other sensitive informa¬ 
tion into a form that appears to be generated at a legiti¬ 
mate Web site, or attaching (or persuading the recipient to 
download and run) malicious software such as keyloggers 
and hots. The scammer’s intentions may include directly 
plundering the victim’s bank or credit card account, but 
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may also be developed into more advanced forms of iden¬ 
tity theft, such as taking out loans and mortgages in the 
victim’s name. 

Refinements of phishing technique include the ex¬ 
ploitation of cross-site scripting vulnerabilities and set¬ 
ting up spoof Web sites. Spoofed Web sites and forms are 
often referenced by misleading and camouflaged Web 
links. Approaches involving the redirection of browser 
requests from legitimate to phish sites using DNS cache 
poisoning, corruption of the local "hosts” hie, and so on, 
is sometimes referred to as “pharming.” 

Although some definitions emphasize the element of 
Web-site spoofing, there is a certain amount of crossover 
here between several types of e-mail abuse. At the moment, 
the efficacy of such frauds is often diluted by ineffective tar¬ 
geting, but it would be naive to assume that fraudsters will 
not find ways of improving their credibility. Some reports 
(James 2005) suggest a much lower current response rate 
(between 0.01 percent and 0.1 percent), compared to that 
seen during the first half of the decade, but the return on 
investment (ROI) still provides massive incentive to phish¬ 
ing gangs to continue their activities. This type of identity 
fraud is extending into other business areas, and targets 
other types of data. Research by the Anti-Phishing Work¬ 
ing Group (APWG 2006) and others (James 2005) suggests 
that the volume of dissemination of phishing scams has 
risen very quickly indeed, and that targeting and presen¬ 
tation of phishing mails have improved dramatically. The 
transmission of highly targeted phishing mails is some¬ 
times termed "spear phishing.” 

Anti-phishing countermeasures include advanced con¬ 
tent filtering, two- and three-factor mutual authentication 
between the end user and legitimate Web sites, and im¬ 
proving the quality of legitimate communications from 
phished organizations, to make them less easy to spoof. 
Some links to organizations working on improving con¬ 
sumer education and incident response are included in 
the “Further Reading” section at the end of this chapter. 

Money Laundering and Mule Recruitment 

Phishing is often associated with money-laundering ac¬ 
tivities (Rivner 2006), and e-mails intended to offer “jobs" 
described as "financial management” or “financial opera¬ 
tions” usually turn out to be attempts to recruit "money 
mules" to sanitize funds stolen from phished accounts. 
Mules are needed to receive and forward money or goods 
acquired fraudulently from banks or credit card accounts. 
Like phishing mails, mule recruitment mails are often 
backed up by carefully constructed but fraudulent Web 
sites, and some mules do not realize that they are involved 
in money laundering until law enforcement agencies catch 
up with them. Unfortunately, this type of mail often man¬ 
ages to evade spam filters that are fairly effective at block¬ 
ing phish mails, and this problem remains somewhat un¬ 
derreported and underestimated. 

Pump and Dump Fraud 

Pump and Dump (Penny Stocks, Pennystox, Hype and 
Dump) spam, though it relates to a very American form of 
trading in shares worth up to $5 apiece, has been widely 
reported in the United Kingdom and elsewhere since about 
2004. An increasing proportion of this spam has proved to 


be intended to perpetuate stock fraud, to the benefit of 
organized crime (Wallener 2006; Harley and Lee 2007). 
These mails tend to use classic-spam-filter evasion tech¬ 
niques, such as image spam, with notable success. The 
basic spam is based on artificially inflating the price of 
low-priced stock the scammer holds by predicting a mas¬ 
sive upward movement. As the victims rush to buy in, the 
stock value does indeed climb. When the scammer sells, 
however, and stops hyping the stock, the price plummets. 

Pyramid Schemes and Multilevel Marketing 

Pyramid schemes are based on the principle that the re¬ 
cipient of the e-mail sends money to a number of peo¬ 
ple, who send money to more people, who send money to 
more people ad infinitum. The idea is that eventually the 
recipient’s name will rise to the top so that they too will 
receive money. They are generally associated with the sell¬ 
ing of some token product or service. However, they make 
a profit only for the originator of the scam. Such scams 
often claim to be more-or-less legitimate multilevel mar¬ 
keting (MLM) operations. Ponzi schemes are another type 
of fake "investment" widely advertised by e-mail. Note 
that scam e-mails of this sort are often widely spammed, 
though they will usually need to point to a temporary but 
legitimate mailbox somewhere to which the money is di¬ 
rected. The mathematical model of some pyramid schemes 
resembles the model for the distribution of chain letters, 
especially those that specify the number of addresses to 
which you should forward them. This class of abuse is 
considered at some length by Barrett (1996). 

Advance-Fee Fraud (419s) 

Advance-fee frauds, better known as 419s or Nigerian 
scams (the name 419 derives from the section of the 
Nigerian Criminal Code dealing with fraud) are a long¬ 
standing type of scam that can be disseminated by fax, 
letter, etc. but is nowadays most often seen as e-mail. They 
constitute the largest proportion of current e-mail fraud, 
and work, broadly, as follows. The target receives an un¬ 
solicited communication containing a business proposal 
that often involves some form of money laundering or 
similar illegal operation, though if the proposal is obvi¬ 
ously illegal, it often includes an attempt at moral jus¬ 
tification and a comical plea to the recipient to act with 
honesty and integrity. Variations are endless, but may 
include: 

• A request for help from a political refugee to get 
their family and their money out of a war-torn (usually 
African) country 

• A request for help with the distribution of money for 
charitable purposes 

• A request for assistance from a bank or other official 
with transferring money obtained more or less illicitly 
from the government 

• A request to stand as "next of kin” for the purposes of 
claiming the estate of a dead foreigner who has died 
intestate 

• Notification of a lottery win 

• Phish-influenced offers of “jobs” that are likely to be 
linked to money laundering. 
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At some point, the victim is asked to pay advance fees 
of some sort (for example, for taxes, legal fees, or bribes 
or as evidence of good faith) or to give sensitive informa¬ 
tion about their own financial accounts. Some individu¬ 
als have lost very large sums of money in this way. 

These communications often but by no means always 
derive from Nigeria or another African state, but may orig¬ 
inate or appear to originate from any part of the world. 
They often offer a URL pointing to a convincing but not 
necessarily relevant or genuine news item or other Web 
site, as circumstantial evidence. 

These 419s are often regarded as indistinguishable 
from spam, and there are indeed many points of similar¬ 
ity. Like spammers, 419 perpetrators use target addresses 
harvested directly or indirectly from Web sites, news- 
groups, mailing lists, and so on. However, they tend not 
to manipulate message headers so heavily, possibly be¬ 
cause they need to maintain some sort of contact with the 
victim, though the contact point may be buried in the body 
of the message rather than the header, which may contain 
a forged address. They also make heavy use of “disposable” 
free e-mail accounts from Web mail providers: these are 
easily blocked when complaints are received, but are also 
quite difficult to trace, and less susceptible to automatic 
detection by filters that rely on header anomalies. They 
are, however, fairly susceptible to detection by filtering 
on keywords and phrases. Address information, text, and 
scam ideas are heavily recycled and exchanged, and some 
kinds of stereotyped “business English,” names and event 
information are frequently re-encountered by the dedi¬ 
cated 419-trapper. 

Like spammers, 419 fraudsters generally use a scatter- 
gun approach. The messages are mailed to anyone whose 
address is harvested, irrespective of their likely interest, 
on the assumption that one or two potential victims will 
bite and make it worth the minimal initial investment re¬ 
quired from the perpetrator. 

However, there seem to be many "gangs,” individuals 
and countries operating this form of organized crime. It is 
strongly recommended that individuals, and the organiza¬ 
tions they belong to, should not respond directly to such 
communications unless asked to by law-enforcement 
agencies. 

There are a number of possibilities for dealing directly 
with 419s received. Individuals may be encouraged sim¬ 
ply to delete them, of course, or report them to their local 
IT helpdesk or security administrator, who may be au¬ 
thorized to take immediate action to block, send alerts, 
and advise law enforcement, as well as finding it useful to 
monitor incoming fraudulent mail in order to keep records 
and to track trends in 419 technology and psychology. If 
a reporting mechanism exists, it is useful to include the 
whole message and full headers, but the From:, To:, and 
Subject: fields are the minimum likely to be needed for 
reactive blocking by domain or sender. 

Possible direct action includes the following: 

• Forward the e-mail to the abuse@[domain] account for 
the domains mentioned in the e-mail headers and in 
the message body, including full message headers. 

• Forward to an appropriate law-enforcement agency: 
any local agency will give advice on how best to do this. 


but some national resources are included in the Fur¬ 
ther Reading section at the end of this chapter. The 419 
Coalition (2004) Web site includes contact addresses 
for several countries. 

• In the event of a 419 with a likely Nigerian connection, 
file a complaint with the Nigerian Embassy or High 
Commission and with the Central Bank of Nigeria 
(info@cenbank.org). 

• Where loss has occurred, a complaint can be filed with 
the Nigerian Economic and Financial Crimes Commis¬ 
sion (EFCC) (info@efccnigeria.org). In many countries, 
it is also possible to report cases of contact and actual 
loss to national law-enforcement agencies, as well as 
to the local police. However, the sheer scale of this 
problem means that none of these parties will neces¬ 
sarily take action in every case, and if there has been no 
return communication with the fraudster, it’s unlikely 
that there will be any direct response. 

Threats and Extortion 

There are as many possibilities for persuading or bullying 
an e-mail recipient into inappropriate and self-destructive 
behavior as human ingenuity and gullibility can accom¬ 
modate. A common attack on individuals (especially those 
within corporate environments) is to send mail claiming 
to be able to take over their system and threatening to 
delete files or to unleash viruses or pornographic e-mail 
onto the individual’s machine unless they pay a (some¬ 
times comparatively small) sum (CNN 2003). 

This form of attack is difficult to address by technical 
means, and is better addressed by corporate policy and 
education. It is noteworthy that the efficacy of this par¬ 
ticular attack relies implicitly on organizational security 
being draconian and blame-oriented. Security is often 
improved by encouraging the end user to report incidents 
and breaches without fear of unjust retribution (Harley 
1998). 

Mail Bombing 

This term is applied when an individual (or sometimes 
a site) is bombarded with e-mail messages, constituting a 
form of denial of service attack and invasion of privacy. 

Subscription Bombing 

This term is applied when rather than directly bombarding 
a target individual or site with e-mail, as in mail bombing, 
the target is subscribed to numerous mailing lists, espe¬ 
cially high-volume lists. List-processing software nowa¬ 
days includes a verification/confirmation mechanism by 
which an applicant subscriber is required to confirm their 
wish to subscribe. However, commercial mailing lists are 
not always so scrupulous. 

E-Mail Abuse and Policy-Based 
Solutions 

The following suggested policy outlines will not work for 
everyone in all respects, but highlight and to some extent 
address most of the core issues (Harley et al. 2001). 
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Acceptable Use of Facilities 
and Resources 

Policies addressing the use and abuse of company re¬ 
sources may cover the use of e-mail, instant messaging, 
and access to the World Wide Web and other resources 
owned by the employer, specifying that they are intended 
for work purposes only, or for non-work purposes in mod¬ 
eration, according to local practice. Access should not 
be permitted to resources that customarily carry porno¬ 
graphic material, pirated software, and other illegitimate 
information and resources, such as malicious software 
(binaries or source code), including viruses, Trojan horses, 
backdoor/remote access tools, password-cracking tools, 
and hacking tools. Special considerations may apply as 
regards the use of Web-hosted mail services (and related 
or somewhat similar services such as Usenet, IRC, etc.) 

All use of company facilities should be required to be 
in accordance with: 

• All binding laws, including but not restricted to: 

• Data-protection legislation 

• Copyright legislation 

• Legislation concerned with unauthorized access or 
modification to systems or data 

• Trade-secrets legislation 

• Antidiscrimination legislation 

• Obscenity/pornography legislation, especially legis¬ 
lation relating to child pornography and pedophilia. 
Reporting and processing of problems relating to 
pedophilia is likely to require careful and unambigu¬ 
ous guidance, in order to conform with what is often 
complex and contradictory legislation. 

• All internal policies 

• Other policies and agreements by which the company 

is bound. 

It might be considered appropriate here to proscribe the 
use of company resources for administration of private 
business ventures. 

Acceptable Use of E-Mail 

Staff using a company e-mail account, or other messag¬ 
ing facility, need to be aware that what they write will 
often be seen to represent the views and policies of the 
company. They should therefore be required to conform 
to appropriate standards of accuracy, courtesy, decency, 
and ethical behavior and to refrain from the dissemina¬ 
tion of inappropriate mail content. Sending of bulk e-mail 
within the company or beyond should be consistent with 
internal policy, ethical practice, and legal and mandatory 
requirements. 

Inappropriate behavior exposes the employee and 
the company to accusations of libel/defamation, harass¬ 
ment/discrimination, copyright infringement, invasion 
of privacy and so on. Employees are therefore required 
to act in accordance with the company’s published poli¬ 
cies as well as all applicable legislation and other binding 
agreements. 

The company is probably not able or obliged to main¬ 
tain constant surveillance of employees' use of its facilities. 


especially where use is not specifically authorized or is 
misused, but employees should not assume an automatic 
right to privacy. Mail may be monitored or checked from 
time to time for reasons of maintaining network support, 
security, or other reasons, as well as for ensuring that it 
meets prescribed standards of conduct. 

E-mail should not be used as if it were a secure com¬ 
munications channel for the transmission of sensitive 
information or messages. Use of encryption, however, 
should be in accordance with the company's policy and 
practice. 

There should be no sharing of games, joke programs, 
screensavers etc. Any attachment is potentially hostile, 
irrespective of what it is claimed to be or the perceived 
trustworthiness of the source. 

On no account should an end user be allowed to dis¬ 
able or reduce the functionality of security software with¬ 
out authorization. 

End users should be expected to use the corporate 
standard antivirus package. Systems running unsupported 
security packages and other applications should be re¬ 
garded as unprotected: this may have general support 
implications, as well as the obvious security implications. 

Anti-Hoax and Chain Mail Policy 

Chain e-mail is a drain on network resources, system 
resources, and support staff. Any mail that includes a re¬ 
quest to forward widely and inappropriately should be 
regarded with suspicion and promptly reported, espe¬ 
cially if it states or implies any sort of threat. Originat¬ 
ing or forwarding mail that carries some sort of threat 
against recipients who do not forward it in turn should 
be regarded as a disciplinable offense. On no account 
should mail that warns of viruses, Trojan horses, and 
other security threats be forwarded without checking and 
authorization from the local IT unit, however apparently 
trustworthy or senior the source, unless they are specifi¬ 
cally qualified and authorized to do so. Consider mandat¬ 
ing the digital signing of such warnings or authorization, 
given how easy it is to forge headers. A number of recent 
spear phishes are manipulated so that they appear to be 
sent internally. 

Some virus hoaxes may have been intended to dis¬ 
courage the forwarding of previously existing chain let¬ 
ters. This is not an acceptable reason for passing on a 
hoax or chain letter, and it may be worth addressing the 
issue specifically. 

Passing on warnings about hoax warnings can be a 
difficult area. Some individuals and groups have recom¬ 
mended passing on information about hoaxes and chain 
letters back to other recipients of a hoax or chain letter, 
and in some extreme instances, to everyone in the recipi¬ 
ent’s address book. 

• Passing on an anti-hoax message with instructions to 
the recipient to forward indiscriminately (or to a fixed 
number of people) is simply a chain letter, and should 
not be regarded as acceptable. 

• Passing back an anti-hoax message to other hoax recip¬ 
ients may be justifiable if there are only a few of them 
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and if it is reasonable to assume that they will receive 
more benefit than annoyance from the information. 
Even then, the information should be accurate and sub¬ 
ject to the approval of the appropriate manager. 

• Not all hoaxes are security-related. Appeals to forward 
mail to raise money for a worthy cause (for example), 
even if not actually a hoax, may not be an appropriate use 
of company resources. End users should be educated to 
be skeptical, rather than believing that everything heard 
from Web sites, colleagues, newsgroups, or the media is 
true, or completely true. 

Anti-Spam Policies 

Employees should be strictly forbidden to use company 
resources for the dissemination of inappropriate mass e- 
mail for private or work-related purposes. Mailing lists 
specifically set up for dissemination of particular types of 
work-related information are an exception, if the type 
of information broadcast is appropriate to the list. How¬ 
ever, spamming a mailing list should never be considered 
appropriate. Employees should be expected to react ap¬ 
propriately to spam and related nuisances. Advice should 
be available on when it is appropriate simply to trash 
messages and when it is required to report and (where 
appropriate) forwarding them to the appropriate quarter 
and following their advice on what further action to take, 
if any. Direct response to spam (including angry replies 
or following instructions to unsubscribe) can cause more 
damage than ignoring or simply deleting offending mes¬ 
sages, and should be discouraged or controlled, subject to 
local policy. Spam that may have pedophilic content, for 
instance, may be subject to special handling considera¬ 
tions, depending on local legal frameworks. 

"Spoofing,” “munging,” or forging mail headers in 
the headers of e-mail or news postings should be forbid¬ 
den, whether as a means of disguising the source of mass 
e-mail (there is no legitimate business reason for doing 
this) or as a means of making it more difficult for spammers 
to harvest an address. Exceptions may be made for ma¬ 
nipulating the address as in the interpolation of spaces or 
the substitution of AT and DOT for @ or the period char¬ 
acter to make it harder for automatic harvesting software 
to recognize a valid address. (However, the effectiveness 
of such trivial manipulations against modern harvesting 
tools is likely to be disappointing.) Spoofing likely to ease 
the spoofer s burden of junk mail at the expense of other 
legitimate users should be seriously discouraged. The use 
of anonymous e-mail should be considered specifically 
and according to local practice. 

Advice should be available to end users on minimizing 
exposure to junk mail. Some research (Centre for Democ¬ 
racy and Technology 2003) suggests that the most com¬ 
mon means for address harvesting is from the Web, so 
measures that might be explored include: 

• Not publishing e-mail addresses unnecessarily on the 
Web, and obfuscating addresses where they do need to 
be published on Web sites. (This is a measure to avoid 
the automated harvesting of e-mail addresses by spam¬ 
mers, and should not be confused with the forging of 
e-mail headers, which is generally deprecated.) 


• Restrictions on membership of and specific posts to 
newsgroups, Web forums and mailing-lists from work 
addresses except as required for work purposes. 

It also makes sense at an administrative and technical 
level to consider mitigating the impact of direct harvest¬ 
ing attacks by mandating account names that may be less 
susceptible to automated guessing (dictionary) attacks 
than obvious formats like [firstname][surname-initial]@ 
or [firstname-initial][surname]@, and by specifying ap¬ 
propriate Mail Transfer Agent (MTA) configurations to 
counteract brute-force guessing attacks (e.g., by flagging 
traffic patterns that suggest such an attack preparatory to 
blocking the domain). 

Codes of Conduct 

All staff should be required to meet prescribed ethical 
standards, but particular attention should be paid to staff 
with special skill sets and corresponding privileges (tech¬ 
nical management, MIS [Management Information Sys¬ 
tems] personnel). It might be specified that all staff are 
expected to conform with the following strictures, which 
are staples of many codes of conduct used by IT profes¬ 
sional peer organizations: 

• Promote public health and safety 

• Respect the legitimate rights of others—property rights, 
copyrights, intellectual property, and so on 

• Comply with and maintain knowledge of standards, 
policies, and legislation 

• Exert due care and diligence 

• Refuse inducements 

• Avoid disclosing confidential information 

• Avoid conflicts of interest 

• Conform to and maintain relevant professional stand¬ 
ards in e-mail 

• Advance public/customer knowledge 

• Support fellow professionals 

• Do not exceed their own expertise or authority 

• Upgrade skills when opportunities exist 

• Accept professional responsibility. Follow through and 
do not offload inappropriately or evade responsibility 
by blaming others. 

• Access systems, data, resources only when authorized 
and when appropriate. 

CONCLUSION 

Even as the rest of us have taken to the Internet in general 
and e-mail in particular, the bad guys have quickly spot¬ 
ted the potential for exploitation, to the point at which 
legitimate traffic is increasingly swamped by e-mail abuse. 
These problems are accentuated by the essential insecu¬ 
rity of core messaging protocols, though the impact of 
these vulnerabilities can be mitigated by the application 
of encryption and authentication protocols such as TLS 
(Transport Layer Security), further supported by abuse- 
specific technologies such as antivirus (in its many forms) 
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and anti-spam technologies such as those described in 
this article. However, it can be assumed that spammers, 
virus writers, scammers, and other undesirables will con¬ 
tinue to waste their energy and creativity on new ways to 
evade these technologies, at least as long as home users 
fail to protect themselves and businesses fail to supple¬ 
ment technical measures with education and policy. 


GLOSSARY 

419 (Nigerian Scam, Advance-Fee Fraud): A fraudu¬ 
lent communication, nowadays mostly e-mail, that at¬ 
tempts to persuade the target to take part in a (some¬ 
times frankly illegal) scheme to transfer large sums of 
money to an account in the targets country, in return 
for a percentage of those funds. However, the victim is 
persuaded to part with sensitive financial information 
or sizable funds up front for taxes, bribes etc. and never 
sees any return. A common variation is to persuade the 
victim that they have won a lottery, but are required to 
pay local taxes before they receive their “winnings.” 

AUP (Acceptable Use Policy): Guidelines for users on 
what constitutes acceptable usage of a system, net¬ 
work services, etc. 

Blacklisting: In spam management, the blocking or 
other special treatment of messages with particular at¬ 
tributes (e.g. originating from a known spam-friendly 
e-mail address or domain). A DNS blacklist (DNSBL) is 
a list of mail sources (usually IP addresses) associated 
with spam, and (ideally) continuously maintained by 
the addition and removal of addresses as appropriate, 
as a commercial or voluntary service. However, badly 
conceived and/or implemented blacklists can generate 
considerable false positive problems. (See also RBL). 

Chain Letter: Originally a letter promising good luck 
if you pass it on to others or misfortune if you do not, 
thus breaking the chain. Hoax virus alerts are a special 
case of electronic chain mail: the recipient is urged to 
pass on the warning to everyone he or she knows. 

Denial of Service (DoS) Attack: An attack that compro¬ 
mises the availability of system services and therefore 
data. DoS attacks in the e-mail context often consist of 
attempts to overwhelm a mail server or an individual’s 
ability to handle mail by sheer volume of traffic, or to 
exceed an individual’s quota of incoming e-mail (e.g. 
by mail-bombing or subscription bombing). When an 
attack is amplified by the use of many machines (as 
when linked in a botnet), the attack is referred to as a 
“distributed denial of service” (DDoS) attack. 

Direct Harvest Attack (DHA): An attempt to harvest 
target e-mail addresses for spam or virus dissemina¬ 
tion purposes, often by brute-force guessing of ac¬ 
count names. 

Ethics: Moral philosophy, dealing with human conduct 
and character. In the context of practical computer 
ethics, we are mostly concerned with "normative eth¬ 
ics,” the establishment of a code of values based on 
accepted social norms, but applied specifically to the 
use of computers. 

False Positive: Term used when software incorrectly di¬ 
agnoses the presence of malicious software. In anti-spam 


terms, it is usually applied to a message incorrectly iden¬ 
tified as spam—such messages are sometimes referred 
to as “ham." 

File Type: In the virus context, especially with reference 
to mass mailers, the important characteristic of a file 
type is whether it is executable—that is, whether it con¬ 
tains executable code, and that is the use of the term 
here. The file type may be indicated by the filename ex¬ 
tension, and much generic filtering is based on check¬ 
ing that attribute, but a virus writer can change the 
extension to mislead the target. Some filters check file 
headers, which is generally more accurate but requires 
considerably more work and maintenance. 

Hybrid Malware: Malware that can gain a foothold 
and execute on a target system both by exploiting a 
vulnerability in software and by using social engineer¬ 
ing to track the system user, thus combining both the 
self-launching and user-launched approaches. 

Malware: Malicious code (malicious software) such as 
viruses and Trojan horses. 

Mass Mailer: A malicious program whose main or only 
infection mechanism is to mail itself out to e-mail ad¬ 
dresses found on an infected system in the hope of 
persuading the recipient by social engineering into 
executing an attached copy of the mass mailer. (Some 
mass mailers may also use software vulnerabilities to 
force execution of embedded code without the inter¬ 
vention of the recipient.) 

Message Headers: The part of an e-mail message that 
contains information about the identities of the sender 
and the intended recipient, where replies should be 
sent, and information about the route the message has 
taken to get from one party to the other. However, a 
very high proportion of e-mail abuse is enabled by the 
ease with which headers can be forged (either manu¬ 
ally or automatically). 

Ponzi Schemes: A fraudulent scheme by which the 
victim is persuaded to “invest” money. As the number 
of participants increases, the fraudster uses money 
sent by later investors to pay off early investors and 
build up numbers and confidence in the scheme, un¬ 
til he chooses to disappear with the money. The In¬ 
ternet offers virtually cost-less administration of such 
schemes. 

POP: Post office protocol: allows a client machine to 
transfer e-mail from a server. Mail received via this 
protocol evades central anti-malware measures if ap¬ 
plied only to an SMTP service, and unless the client 
machine has an up-to-date desktop antivirus program, 
it becomes vulnerable to mass mailers and other in¬ 
coming e-mail abuse. Some organizations address 
this potential weakness by blocking port 110, thus dis¬ 
abling the service. 

Pyramid Schemes: An allegedly profitable scheme by 
which one person sends money to a number of people 
who send money to a number of people ad infinitum. 
A common variation is to disguise this (generally il¬ 
legal) scheme as a "legitimate” scheme to buy and sell 
mailing lists, software, t-shirts and so on. 

Realtime Blackhole List (RBL): RBL is actually a 
service mark of MAPS LLC, but the term is often ap¬ 
plied incorrectly to other DNS blacklists (DNSBLs). 
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Scam: An attempt to con money or services or informa¬ 
tion out of the victim. Scams always involve an ele¬ 
ment of deception, and may be distributed as a chain 
letter, among other means (including spam); 419s and 
phishing scams are particularly common at time of 
writing. 

Self-Launching Malware: Malware, especially a worm, 
that exploits a vulnerability in software or operating 
systems rather than social engineering to gain a foot¬ 
hold and execute on a target system. 

Signature: See “Virus Definition" 

SMTP: Simple Mail Transfer Protocol. A core e-mail 
standard that is not, in itself, significantly secured 
against header forgery or breaches of confidential¬ 
ity, and therefore open to a variety of forms of e-mail 
abuse. 

Social Engineering: A term applied to a variety of at¬ 
tacks that rely on exploiting human weakness rather 
than technological loopholes. Often specifically ap¬ 
plied to: (1) password stealing, and (2) manipulation 
of an e-mail recipient into running an attached mali¬ 
cious program, but has many other applications. 

Spam: Unsolicited e-mail, especially commercial/junk 
e-mail. Also applied to the practice of posting large 
numbers of identical messages to multiple news- 
groups. “Hardcore” or “professional” spam are terms 
sometimes applied to junk mail including a measure of 
deception (forged headers, misleading or even fraudu¬ 
lent content) and incorporates techniques intended to 
evade gateway filters and other anti-spam measures. 
The term derives, probably via a Monty Python sketch, 
from the canned meat marketed by Hormel who are 
understandably sensitive about the use of the name in 
the context of e-mail abuse. 

UBE: Unsolicited bulk e-mail. The term is sometimes 
used synonymously with “spam." 

UCE: Unsolicited commercial e-mail. Large subset of 
UBE with an overt commercial agenda. This term is 
also sometimes used synonymously with “spam." 

User-Launched Malware: Malware that relies on 
social engineering to persuade a human victim to 
execute it. 

Virus Definition: A scan string or algorithm used by 
a virus-specific scanner to recognize a known virus. 
Sometimes (but not altogether correctly) referred to as 
a signature, which in antivirus is usually taken to refer 
to matching a static string, a technique that has not 
been much used in that context for many years. 

Virus-Specific Scanner: An antivirus scanner that 
checks an infectable object for indications that it is 
infected by a known virus, rather than for generic in¬ 
dications of possible infection. Essentially, it looks for 
matches to a virus definitions database. Sometimes re¬ 
ferred to as a known virus scanner, or, less correctly, as 
a signature scanner. 

Vulnerability: Condition of an asset in which a risk- 
reducing safeguard has not been applied, or is not 
fully effective in reducing risk. Sometimes used less 
formally to refer simply to a flaw, especially a pro¬ 
gramming error, which may require application of a 
patch. 


Web Mail: A generic term applied to e-mail that, irre¬ 
spective of the underlying mail transfer protocol, is 
accessed via a Web interface. Some mail services 
are accessible only by this means (Hotmail, Bigfoot 
etc.), but many ISPs include an additional Web in¬ 
terface facility as a courtesy to allow their customers 
to access their mail on systems other than their own 
PCs. From a security standpoint, a major corporate 
problem with Web mail stems from the fact that it 
is less susceptible to central filtering for viruses and 
other forms of abuse. However, many of the bigger 
providers apply their own antivirus and/or anti-spam 
measures. 

Worm: A replicative, malicious program. The term is 
particularly applied to malware that spreads across 
networks and does not infect another program para- 
sitically (as opposed to “true” viruses). The term is also 
often applied to mass mailers. 

CROSS REFERENCES 

See Authentication ; Computer Network Management; Fire¬ 
walls; Intrusion Detection Systems; Worms and Viruses. 
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INTRODUCTION 

The best way to come up with a definition of the term 
virtual private network (VPN) is to analyze each word sep¬ 
arately. Having done that, Ferguson and Huston (1998) 
came up with the following definition: 

A VPN is a communications environment in 
which access is controlled to permit peer con¬ 
nections only within a defined community of 
interest, and is constructed through some form 
of partitioning of a common underlying commu¬ 
nications medium, where this underlying com¬ 
munications medium provides services to the 
network on a non-exclusive basis. 

Ferguson and Huston also provided a simpler and less 
formal description of a VPN as a private network con¬ 
structed within a public network infrastructure, such as 
the global Internet. Others define a VPN as a network that 
allows two or more private networks to be connected over 
a publicly accessed network. It is similar to wide area net¬ 
works (WANs) or a securely encrypted tunnel. The chief 
feature of VPNs is that they use public networks like the 
Internet rather than using expensive, private leased lines 
while having similar security and encryption features as 
a private network (Obaidat and Boudriga 2007). 

VPNs have evolved as a compromise for enterprises 
desiring the convenience and cost-effectiveness offered 
by shared networks, but requiring the strong security 
offered by private networks. Whereas closed WANs use 
isolation to ensure that data are secure, VPNs use a com¬ 
bination of encryption, authentication, access manage¬ 
ment and tunneling to provide access only to authorized 
parties and to protect data while in transit (Hunt and 
Rodgers 2003). To emulate a point-to-point link, data are 
encapsulated, or wrapped, with a header that provides 
routing information allowing it to traverse the shared or 
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public internetworks to reach its end point. To emulate a 
private link, the data being sent are encrypted for confi¬ 
dentiality. Packets that are intercepted on the shared or 
public network are indecipherable without the encryp¬ 
tion keys (Arora, Vemuganti, and Allani 2001). 

In order to enable the use of VPN functions, special 
software can be added on top of a general computing 
platform, such as a UNIX or Windows operating system. 
Alternatively, special hardware augmented with software 
can be used to provide VPN functions. Sometimes, VPN 
functions are added to a hardware-based network device 
such as a router or a firewall. In other cases, VPN func¬ 
tions are built from the ground up and routing and 
firewall capabilities are added. A corporation can either 
create and manage the VPN itself or purchase VPN serv¬ 
ices from a service provider (Strayer and Yuan 2001). 

VPNs first appeared in 1984, when the service was of¬ 
fered to U.S. users by Sprint, with MCI and AT&T produc¬ 
ing competing products soon after. In their initial form, 
VPNs were offered as a flexible, cost-effective approach 
to the problem of connecting large, dispersed groups of 
users. Private networks were the main alternative, and 
although equivalent functionality could be achieved via 
the public switched telephone network (PSTN), this was 
a limited solution because of the length of full national 
telephone numbers and the lack of in-dialing capabilities 
from the PSTN. Such a VPN acted as a PSTN emulation 
of a dedicated private network, using the resources of the 
PSTN in a time-sharing arrangement with other traffic 
(Hunt and Rodgers 2003). 

Many forms of VPNs have existed in the technology’s 
relatively short lifetime. The level of variety has resulted 
from the distinct domains of expertise of the companies 
developing and marketing VPN solutions. For example, 
hardware manufacturers may offer customer premise 
equipment-based solutions (i.e. devices installed at the 
company’s headquarters and subdivisions), whereas an 
Internet service provider (ISP) would be more likely to of¬ 
fer a network-based solution (Hunt and Rodgers 2003). 
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The level of confusion and lack of interoperability 
between competing products led to the submission of a 
VPN framework to the Internet Engineering Task Force 
(IETF) in 1999, which defined VPNs as “the emulation 
of a private WAN facility using IP facilities.” A number of 
VPN implementations have been proposed to operate 
over a variety of underlying infrastructures and protocols, 
including asynchronous transfer mode (ATM), multipro¬ 
tocol label switching (MPLS), Ethernet, IP, and heteroge¬ 
neous backbones (Hunt and Rodgers 2003). 

Traditional private networks facilitate connectivity 
among various network entities through a set of links com¬ 
prised of dedicated circuits. These may be leased from 
public telecommunication carriers or may be privately 
installed wiring. The capacity of these links is available at 
all times, albeit fixed and inflexible. The traffic on these 
private networks belongs only to the enterprise or com¬ 
pany deploying the network. Therefore, there is an as¬ 
sured level of performance associated with the network. 
Such assurances come with a price. 

The drawbacks of this approach are: 

Traditional private networks are not cheap to 
plan and deploy. The costs associated with dedi¬ 
cated links are especially high when they involve 
international locations [and security concerns 
are exacerbated due to the international trans¬ 
port of information]. The planning phase of such 
networks involves detailed estimates of the ap¬ 
plications, their traffic patterns and their growth 
rates. Also, the planning periods are long because 
of the work involved in calculating these esti¬ 
mates. (Arora et al. 2001) 

Further, dedicated links take time to install. It is not unu¬ 
sual that telecommunication carriers take sixty to ninety 
days to install and activate a dedicated link. Such a long 
waiting period adversely affects the company’s ability to re¬ 
act to the quick changes in these areas (Arora et al. 2001). 

Another trend is the mobility of today's workforce. Port¬ 
able computing facilities such as laptops and palm-based 
devices have made it easy for people to work without be¬ 
ing physically present in their offices. This also makes 
less investment into real estate (Arora et al. 2001). 

To support the increase in home offices, companies 
need to provide a reliable information technology (IT) 
infrastructure so that employees can access a company’s 
information from remote locations. This has resulted in 
large modem pools for employees to dial in. The cost keeps 
increasing because of the complexity of managing and 
maintaining the large modem pools. An additional cost 
with the mobile users is the long-distance calls or toll-free 
numbers paid for by the company. The costs are much 
higher if we consider international calling. For companies 
with a large mobile workforce, these expenses add up to 
significant numbers (Arora et al. 2001). 

In addition, in the case of the private network, the com¬ 
pany has to manage the network and all its associated ele¬ 
ments, invest capital in network switching infrastructure, 
hire trained staff, and assume complete responsibility for 
the provisioning and ongoing maintenance of the net¬ 
work service. Such a dedicated use of transport services. 


equipment, and staff is often difficult to justify for many 
small-to-medium-sized organizations, and while the func¬ 
tionality of a private network system is required, the ex¬ 
pressed desire is to reduce the cost of the service through 
the use of shared transport services, equipment, and man¬ 
agement (Ferguson and Huston 1998). 

In this direction, VPNs promise to help organizations 
support sales over the Internet more economically, tying 
business partners and suppliers together, linking branch 
offices, and supporting telecommuter access to corporate 
network resources. A VPN can reduce costs by replacing 
multiple communication links and legacy equipment with 
a single connection and one piece of equipment for each 
location (Younglove 2000). In order to extend the reach of 
a company’s intranet(s), a VPN over the Internet promises 
two benefits: cost efficiency and global reachability. How¬ 
ever there are three major concerns about VPN technology: 
security, manageability, and performance (Gunter 2001). 

Security 

In order for Virtual Private Networks to be private the trans¬ 
mitted data must be encrypted before entering the Inter¬ 
net, since the Internet is considered an untrusted network. 
Everybody can connect to the Internet and there is no guar¬ 
anty that participants stick to any policy or rule. However, 
protecting the traveling data will not protect the informa¬ 
tion inside the Intranet from unauthorized access (Obaidat 
and Boudriga 2007; Gunter 2001). 

Manageability of VPNs 

A company's telecommunication requirements and equip¬ 
ment evolve at a high speed. The VPN management must 
be able to cope with these changes while avoiding high ex¬ 
penses. VPNs are connected to many different entities that 
even by themselves are hard to manage and that constantly 
evolve. Such entities include the company's physical net¬ 
work (eventually featuring unregistered IP addresses), the 
company's security policy, the company’s electronic serv¬ 
ices, and the company’s ISPs (Gunter 2001). 

Performance of VPNs 

Since ISPs deliver IP packets still on a “best effort” basis, 
the transport performance of a VPN over the Internet 
cannot be predicted, it is variable. Furthermore, security 
measures (encryption and authentication) can decrease 
transport performance significantly. This also points out 
two management problems: The clients must be enabled to 
(a) measure the performance, and (b) customize the VPN 
(e.g., the security options) in order to optimize it (Gunter 
2001 ). 

A VPN solution consists of multiple, appropriately 
configured VPN devices that are placed in the appropriate 
locations within the network. As with any network, af¬ 
ter all the VPN devices are installed and configured, the 
network should be continually monitored and managed 
(Strayer and Yuan 2001). 

The most common VPN device is the VPN gateway, 
which acts as the gatekeeper for network traffic to and 
from protected resources. Tunnels are established from 
the VPN gateway to other appropriate VPN devices 
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serving as tunnel end points. A VPN gateway is usually 
located at the corporate network perimeter, and it acts on 
behalf of the protected network resources within the cor¬ 
porate intranet to negotiate and render security services. 
The gateway assembles the tunneling, authentication, 
access control, and data security functions into a single 
device. The details of how these functions are integrated 
within a VPN gateway are specific to a vendors imple¬ 
mentation. Sometimes these functions can be integrated 
into existing router or firewall products. Sometimes a 
VPN gateway can be a stand-alone device that performs 
pure VPN functions, without firewall or dynamic routing 
exchange capabilities (Strayer and Yuan 2001). 

The data traffic coming from the public interfaces (in¬ 
bound traffic) is thoroughly examined by the gateway ac¬ 
cording to the security policies. Usually, only the traffic 
from the established secure tunnels should be processed 
by the VPN gateway. If no secure tunnel is found, the traf¬ 
fic should be dropped immediately, unless its purpose is 
to negotiate and establish a secure tunnel. Depending on 
the implementation, an alert or alarm can be generated to 
notify the network management station (Strayer and 
Yuan 2001). 

The data traffic coming from the private interfaces 
and exiting to the public interface (outbound traffic) is 
deemed secure a priori, even though many network at¬ 
tacks are generated within a corporate network. The out¬ 
bound traffic is examined according to a set of policies 
on the gateway. If secure tunneling is required for the traf¬ 
fic, the VPN gateway first determines whether such a tun¬ 
nel is already in place. If it is not, the gateway attempts to 
establish a new tunnel with the intended device—either 
another VPN gateway or simply some other device with se¬ 
cure tunneling capabilities. After the tunnel is established, 
the traffic is processed according to the tunnel rules and is 
sent into the tunnel. The traffic from the private interface 
can also be dropped if a policy cannot be found. Depend¬ 
ing on how quickly a secure tunnel can be established, the 
VPN gateway may buffer the outbound packet before 
the secure tunnel is in place (Strayer and Yuan 2001). 

The VPN client is software used for remote VPN access 
for a single computer or user. Unlike the VPN gateway, 
which is a specialized device and can protect multiple 
network resources at the same time, the VPN client soft¬ 
ware is usually installed on an individual computer and 
serves that computer only. Generally, VPN client software 
creates a secure path from the client computer to a desig¬ 
nated VPN gateway. The secure tunnel enables the client 
computer to obtain IP connectivity to access the network 
resources protected by that particular VPN gateway. 

VPN client software also must implement the same 
functions as VPN gateways—tunneling, authentication, 
access control, and data security—although these imple¬ 
mentations may be simpler or have fewer options. For 
example, the VPN software usually implements only one 
of the tunneling protocols. Because the remote computer 
does not act on behalf of any other users or resources, the 
access control can also be less complex. 

Unlike the VPN gateway, in which all of the gateways 
hardware and software is geared toward the VPN function¬ 
ality, VPN client software is usually just an application run¬ 
ning on a general-purpose operating system on the remote 


computer. Consequently, the client software should care¬ 
fully consider its interactions with the operating system. 

One of the important concerns regarding VPN client 
software is the simplicity of installation and operation. 
Because client software is expected to be deployed widely 
on end users’ machines, it must be easily installed and 
easily operated by regular computer users who may not 
know much about the operating system, software com¬ 
patibility, remote access, or VPNs. A VPN gateway, on the 
other hand, is usually deployed on the company's corpo¬ 
rate network site and is managed by IT professionals. 

VPN client software must work within the constraints of 
host computers' operating systems, whether the software 
is deeply integrated with the operating system or runs as 
an application. Because networking is a major function of 
today’s computers, almost all modem operating systems 
have built-in networking functionality. However, few have 
strong support for VPN capabilities integrated into the op¬ 
erating system. As a result, separate VPN client software 
must be written for those operating systems that lack the 
VPN functionality. Furthermore, the same VPN client soft¬ 
ware may need to be ported to different operating systems, 
even for different release versions of the same operating 
system (Yuan 2002). 

There are two fundamental architectures for imple¬ 
menting network-based VPNs: virtual routers (VRs) and 
piggybacking. The main difference between the two archi¬ 
tectures resides in the model used to achieve VPN reach¬ 
ability and membership functions. In the VR model, each 
VR in the VPN domain is running an instance of routing 
protocol responsible for disseminating VPN reachability 
information between VRs. Therefore, VPN membership 
and VPN reachability are treated as separate functions, and 
separate mechanisms are used to implement these func¬ 
tions. VPN reachability is carried out by a per-VPN 
instance of routing, and a range of mechanisms is possi¬ 
ble for determining membership. In the piggyback model 
the VPN network layer is terminated at the edge of the 
backbone, and a backbone routing protocol (i.e., extended 
border gateway protocol-4, BGP-4) is responsible for dis¬ 
seminating the VPN membership and reachability infor¬ 
mation between provider edge (PE) routers for all the 
VPNs configured on the PE (Ould-Brahim et al. 2003). 


TYPES OF VPN SERVICES 

A variety of VPN implementations and configurations 
exists to cater to a variety of needs (Metz 2003). Organiza¬ 
tions may require their VPN to offer dial-up access or to 
allow third parties such as customers or suppliers to ac¬ 
cess specific components of their VPN (Hunt and Rodgers 
2003). VPNs can be classified into three broad categories: 
intranet, extranet, and remote-access VPNs. VPNs can be 
classified into three broad categories, which are illustrated 
in Figure 1: intranet, extranet and remote-access VPNs. 

Intranet VPNs 

An intranet VPN connects a number of local area net¬ 
works (intranets) located in multiple geographic areas 
over the shared network infrastructure (Venkateswaran 
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2001). Typically, this service is used to connect multiple 
geographic locations of a single company (Arora et al. 
2001). An intranet VPN enables the sharing of information 
and resources among dispersed employees. For example, 
branch offices can access the network at the head office, 
typically including key resources such as product or cus¬ 
tomer databases. Intranet access is strictly limited to 
these networks, and connections are authenticated. Dif¬ 
fering levels of access may be allocated to different sites 
on the intranet, depending on their purpose (Hunt and 
Rodgers 2003). Since an Intranet VPN is formed by con¬ 
necting two or more trusted sites (corporate LANs), which 
will certainly be protected by firewalls, most security con¬ 
cerns are alleviated. 

Extranet VPNs 

An extranet VPN extends limited access to corporate com¬ 
puting resources to business partners, such as custom¬ 
ers or suppliers, enabling access to shared information 
(Wright 2000). Such users are restricted to specific areas 
of the intranet, usually denoted as the demilitarized zone 
(DMZ). It is the responsibility of the firewall and authen¬ 
tication and access-management facilities to distinguish 
between company employees and other users, and dif¬ 
ferentiate their access privileges accordingly; employee 
connections should be directed to the company intranet, 
whereas recognized third-party connections should be di¬ 
rected to the DMZ (Hunt and Rodgers 2003). An extranet 
VPN helps provide connectivity to new external suppli¬ 
ers and customers within a short time. In addition, an 


extranet VPN supports a number of important e-com¬ 
merce initiatives, providing opportunities for significant 
cost savings and efficiency gains. 

A number of possible extranet configurations exist, 
which vary in their level of security and access. The most 
common examples, in order from most to least secure, 
are listed below (Hunt and Rodgers 2003). 


1. Private extranet. Access to a private Extranet is strictly 
for members only, with no use made of shared net¬ 
works. Such a configuration cannot be considered a 
VPN, as it is physically private. 

2. Hybrid extranet. A hybrid extranet is equivalent in op¬ 
eration to a private extranet, except that it uses one 
or more shared network to provide connectivity. Mem¬ 
bership is restricted, and access to private resources is 
limited to relevant resources only. 

3. Extranet service provider. This configuration is of¬ 
fered by an ISP, which builds extranet services based 
on its backbone network. This is a type of provider- 
provisioned VPN. 

4. Public extranet. A public extranet provides data that are 
globally accessible. An example is a company that pro¬ 
vides a public Web site and possibly a public FTP (hie 
transfer protocol) site that Web users are free to ac¬ 
cess. Such facilities are normally distinct and separate 
from private hie servers, so that public servers cannot 
be used as staging points for compromising the pri¬ 
vate component of the extranet. 



Figure 1: Types of VPN services 
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Remote-Access VPNs 

A remote-access VPN connects telecommuters and mobile 
users to corporate networks. An ideal VPN enables the re¬ 
mote user to work as if he or she were at a workstation in 
the office. Deployment of a remote-access VPN can result 
in considerable cost savings, eliminating the need for the 
company to manage large modem pools, and replacing 
the need for toll calls to these modems with calls to local 
ISP accounts. By taking advantage of a high-speed access 
infrastructure such as DSL (digital subscriber line), cable 
modem, or ISDN (integrated services digital network), 
some of the performance limitations typically associ¬ 
ated with remote access can be diminished (Hunt and 
Rodgers 2003). In addition, wireless networks enable 
computers to achieve network connectivity with a reason¬ 
able amount of bandwidth without a physical connection 
(Ribeiro, Silva, and Zuquete 2004). 

The deployment of remote-access VPNs also gives rise 
to several security concerns. Precautions must be taken to 
ensure that the corporate network is not compromised 
by an insecure remote user. The enforcement of company 
security policies on remote users is a necessary step in 
this direction, especially regarding virus protection. It 
must be noted that the increased flexibility of wireless 
networks raises additional security issues. On one hand, 
given the ubiquitous nature of the communication chan¬ 
nel, clients of the infrastructure must be authenticated, 
in order to avoid unauthorized users gaining access to 
network resources. On the other hand, since any wireless 
device may listen on the communication channel, data 
encryption must be enforced if some level of data protec¬ 
tion and confidentiality is desired. The security concerns 
relating to VPNs are discussed in more detail in the fol¬ 
lowing sections. 

Table 1 summarizes the characteristics of the types of 
VPNs that were discussed above. 


TUNNELING 

Tunneling is defined as the encapsulation of a certain 
data packet (the original or inner packet) into another data 
packet (the encapsulating, or outer packet) so that the in¬ 
ner packet is opaque to the network over which the outer 
packet is routed (Strayer and Yuan 2001). 


The need for tunneling arises when it is not appropriate 
for the inner packet to travel directly across the network for 
various reasons. For example, tunneling can be used to 
transport multiple protocols over a network based on 
some other protocol, or it can be used to hide source and 
destination addresses of the original packet. When tun¬ 
neling is used for security services, an unsecured packet is 
put into a secure, usually encrypted, packet (Strayer and 
Yuan 2001). 

Tunneling allows network traffic from many sources to 
travel via separate channels across the same infrastructure, 
and it enables network protocols to traverse incompatible 
infrastructures. Tunneling also allows traffic from many 
sources to be differentiated, so that it can be directed to 
specific destinations and receive specific levels of service 
(Wright 2000). Two components can uniquely determine a 
network tunnel: the end points of the tunnel and the en¬ 
capsulation protocol used to transport the original data 
packet within the tunnel (Strayer and Yuan 2001). 

Tunneling is the most important mechanism used by 
VPNs. The idea behind this concept is that a part of the 
route between the originator and the target of the packet 
is determined independently of the destination IP address. 
The importance of tunneling in the context of access VPNs 
in broadband access networks is twofold (Cohen 2003). 
First, the destination address field of a packet sent in an 
access VPN may indicate a non-globally-unique IP ad¬ 
dress of a corporate internal server. Such an address must 
not be exposed to the Internet routers because these rout¬ 
ers do not know how to route such packets. Second, very 
often a packet sent by a user of an access VPN should be 
forwarded first to the ISP of this user, and only then from 
the ISP toward the corporate network. In such a case, the 
first leg of the routing between the host and the ISP can¬ 
not be performed based on the destination IP address of 
the packet, even if this address is globally unique (Cohen 
2003). 

The devices at one or both ends of a tunnel could be 
network address translation (NAT) devices. NAT is an¬ 
other important mechanism used by VPNs. The need for 
IP address translation arises when a networks internal IP 
addresses cannot be used outside the network either 
because they are invalid for use outside or because the 
internal addressing must be kept private from the exter¬ 
nal network. Address translation allows hosts in a private 


Table 1: Types of VPN Services 



Intranet VPN 

Extranet VPN 

Remote-Access VPN 

Typical scenario 

Multiple geograhical locations 
of a single company 

Two or more companies have 
networked access to a limited 
amount of each other's 
corporate data 

Mobile users connecting to 
corporate networks 

Typical Users 

Employees working in branch 
offices 

Customers, suppliers 

Employees working at 
home or on the road 

Security Concerns 

Minor 

Medium 

Major 

Implementation 

Two or more connected LANs 

A company LAN connected 
to another company's DMZ 

Remote users dial up to 
the corporate network 
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network to transparently communicate with destinations 
on an external network and vice versa. NAT is a method by 
which IP addresses are mapped from one address realm 
(i.e., network domain) to another, providing transparent 
routing to end hosts (Srisuresh and Holdrege 1999). 

Two main types of tunneling techniques are used by 
VPNs (Hunt and Rodgers 2003): 

• End-to-end tunneling (also known as “transport model" 
tunneling). The VPN devices at each end of the connec¬ 
tion are responsible for tunnel creation and encryption 
of the data transferred between the two sites, so the tun¬ 
nel may extend through edge devices such as firewalls to 
the computers sending and receiving the traffic. Secure 
sockets layer/transaction layer security (SSL/TLS) is an 
example of a protocol that uses end-to-end tunneling. 
This solution is extremely secure, because the data never 
appear on the network in clear-text form. However, per¬ 
forming encryption at the end hosts increases the com¬ 
plexity of the process of enforcing security policies. The 
network gateways, which would normally be responsi¬ 
ble for enforcing security policy, are used only for for¬ 
warding the packets to their destination in this scenario, 
and as such, they possess no knowledge of the content 
or purpose of the traffic. This is particularly problematic 
for filtering programs installed at the gateway. 

• Node-to-node tunneling. Node-to-node tunnel creation 
and termination occurs at the gateway devices compris¬ 
ing the edge of the networks, which are typically fire¬ 
walls. In this model, transport within the LANs remains 
unchanged, as it is assumed that internal traffic is in¬ 
accessible from outside the LAN. Once traffic reaches 
the gateway, it is encrypted and sent via a dynami¬ 
cally established tunnel to the equivalent device on the 
receiving LAN, where the data are decrypted to recover 
their original format, and transmitted over the LAN to 
the intended recipient. This has an additional security 
advantage, in that an attacker operating a network an¬ 
alyzer at some point on the network between the two 
tunnel servers would see IP packets with the source 
and destination addresses corresponding to those two 
servers—the true source and destinations are hidden in 
the encrypted payload of these packets. Since this infor¬ 
mation is hidden, the would-be attacker does not gain 
any indication as to which traffic is heading to or from 
a particular machine, and so will not know which traffic 
is worth attempting to decrypt. This also eliminates 
the need for NAT to convert between public and pri¬ 
vate address spaces, and moves the responsibility for 


performing encryption to a central server, so intensive 
encryption work does not need to be performed by 
workstations. This is especially important when using 
costly encryption algorithms such as 3-DES (triple data 
encryption standard), which requires hardware encryp¬ 
tion support in order to operate without limiting the 
effective bandwidth. 

There are two main drawbacks associated with node-to- 
node tunneling (Hunt and Rodgers 2003): 

1. Poor scalability. The number of tunnels required for 
a VPN increases geometrically as the number of VPN 
nodes increases, and that has serious performance 
ramifications for large VPNs. 

2. Suboptimal routing. Since tunnels represent only the 
end points and not the path taken to reach the other end 
of the tunnel, the paths taken across the shared network 
may not be optimal, which may cause performance 
problems. 

One can also distinguish two different tunneling modes— 
that is, “voluntary" and “compulsory" tunneling. Voluntary 
tunneling is a method in which the tunnel is created at the 
request of the user for a specific purpose, while compulsory 
tunneling is when the tunnel is created without any action 
from the user, and without allowing the user any choice 
in the matter (Ferguson and Huston 1998). The concepts 
of compulsory and voluntary tunneling are illustrated in 
Figures 2 and 3, respectively. In both figures, a host is at¬ 
tempting to connect to a corporate network using a dial-up 
connection to a network access server. 

There are a number of desirable characteristics for a 
VPN tunneling mechanism. These include (Gleeson et al. 
2000; Rosenbaum, Lau, and Jha 2003): 

• Multiplexing. There are cases in which multiple VPN tun¬ 
nels may be needed between the same two IP end points. 
This may be needed, for instance, in cases in which the 
VPNs are network-based, and each end point supports 
multiple customers. Traffic for different customers trav¬ 
els over separate tunnels between the same two physi¬ 
cal devices. A multiplexing field is needed to distinguish 
which packets belong to which tunnel. Sharing a tunnel 
in this manner may also reduce the latency and process¬ 
ing burden of tunnel setup. 

• Signaling protocol. There is some configuration infor¬ 
mation that must be known by an end point in advance 
of the tunnel establishment, such as the IP address of 



Figure 2: Compulsory tunneling scenario 
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Figure 3: Voluntary tunneling scenario 


the remote end point, and any relevant tunnel attributes 
required, such as the level of security needed. Once 
this information is available, the actual tunnel estab¬ 
lishment can be completed in one of two ways—via a 
management operation or via a signaling protocol that 
allows tunnels to be established dynamically. Using a 
signaling protocol can significantly reduce the manage¬ 
ment burden, however, and as such, is essential in many 
deployment scenarios. It reduces the number of con¬ 
figurations needed, and also reduces the management 
coordination needed if a VPN spans multiple adminis¬ 
trative domains. 

• Data security. A VPN tunneling protocol must support 
mechanisms to allow for whatever level of security 
may be desired by customers, including authentication 
and/or encryption of various strengths. If some form of 
signaling mechanism is used by one VPN end point to 
dynamically establish a tunnel with another end point, 
then there is a requirement to be able to authenticate 
the party attempting the tunnel establishment. 

• Multiprotocol transport. In many applications of VPNs, 
the VPN may carry opaque, multiprotocol traffic. As 
such, the tunneling protocol used must also support 
multiprotocol transport. 

• Frame sequencing. Sequencing may be required for the 
efficient operation of particular end-to-end protocols or 
applications. In order to implement frame sequencing, 
the tunneling mechanism must support a sequencing 
field. 

• Tunnel maintenance. The VPN end points must monitor 
the operation of the VPN tunnels to ensure that con¬ 
nectivity has not been lost, and to take appropriate ac¬ 
tion, such as route recalculation, if there has been a 
failure. 

• Support for large maximum transmission units (MTUs). 
If the tunnel’s MTU is larger than the MTU of one or 
more individual hops along the path between tunnel end 
points, some form of frame fragmentation will be re¬ 
quired within the tunnel. If the frame to be transferred 
is mapped into one IP datagram, normal IP fragmenta¬ 
tion will occur when the IP datagram reaches a hop with 
an MTU smaller than the IP tunnel’s MTU. This can have 
undesirable performance implications at the router 
performing such midtunnel fragmentation. An alter¬ 
native approach is for the tunneling protocol itself to 
incorporate a segmentation and reassembly capability 
that operates at the tunnel level. This avoids IP level 
fragmentation within the tunnel itself. 


• Minimization of tunnel overhead. Minimizing the over¬ 
head of the tunneling mechanism is beneficial, partic¬ 
ularly for the transport of jitter and latency sensitive 
traffic such as packetized voice and video. On the other 
hand, the security mechanisms that are applied impose 
their own overhead; hence, the objective should be to 
minimize overhead over and above that needed for se¬ 
curity, and to not burden those tunnels in which secu¬ 
rity is not mandatory with unnecessary overhead. 

• Quality of service (QoS)Ztraffc management. Customers 
are expected to require that VPNs yield similar behavior 
to physical leased lines or dedicated connections with 
respect to QoS parameters such as loss rates, jitter, la¬ 
tency, and bandwidth guarantees. How such guarantees 
could be delivered will, in general, be a function of the 
traffic management characteristics of the VPN nodes 
themselves, and the access and backbone networks 
across which they are connected. 

Three major tunneling protocol suites have been devel¬ 
oped for building VPNs: point-to-point tunneling pro¬ 
tocol (PPTP), layer two tunneling protocol (L2TP), and 
Internet protocol security (IPSec). These protocols are 
discussed later in this chapter. 

SECURITY CONCERNS 

Security concerns that arise when transmitting data over 
shared networks can be divided into the following catego¬ 
ries (Hunt and Rodgers 2003): 

1. Privacy. Can unauthorized parties gain access to pri¬ 
vate VPN traffic? Privacy can be achieved through the 
use of encryption. 

2. Integrity. Can VPN traffic be altered without detec¬ 
tion? Integrity is generally achieved through the use of 
checksums. 

3. Authentication. Can I be certain that the sender or 
recipient is really who they claim to be? Authentica¬ 
tion is usually performed by confirming that the other 
party has knowledge of or is in possession of some 
shared secret or unique key. 

4. Nonrepudiation. Can the sender or receiver later deny 
their involvement in a transaction? Nonrepudiation, 
also known as data origin verification, is often achieved 
through the use of digital signatures. When nonrepudi¬ 
ation measures are in place, the recipient cannot deny 
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having received the transaction, nor can the sender 
deny having sent it (Hunt and Rodgers 2003). 

There are two main trust models applicable to the use of 
a shared backbone network (Hunt and Rodgers 2003): 

1. Untrusted service provider. In this scenario, the cus¬ 
tomer does not trust their service provider to provide 
security for VPN traffic, preferring instead to use de¬ 
vices that implement firewall functionality, passing 
data between these devices using secure tunnels. The 
role of the service provider in this scenario is solely 
that of a connectivity provider. 

2. Trusted sendee provider. In this scenario, the customer 
trusts the service provider to provide a secure, man¬ 
aged VPN service. Specifically, the customer trusts 
that VPN packets will not be misdirected, that their 
contents will not be inspected or modified while in 
transit, and that they will not be subjected to traffic 
analysis by unauthorized parties. 

Cryptography 

Cryptographic algorithms are essential for achieving se¬ 
cure communications over shared networks, as a would- 
be attacker may obtain and store all the packets of a 
data stream belonging to a specific communication as 
it traverses the shared network. There are a number of 
encryption algorithms available, many of which support 
varying levels of security. The algorithms most commonly 
applied to VPNs are the data encryption standard (DES) 
and triple DES (3-DES). DES has been the de facto stand¬ 
ard in data communications for a number of years, but 
the ever-increasing processing capacity of computers has 
reached the point at which only the larger key lengths 
supported by DES should be considered secure (Hunt 
and Rodgers 2003). 

Increased security generally comes at the cost of re¬ 
duced performance, so a balance between efficiency and 
security must be achieved when applying encryption; the 
expected time for an attacker to complete a brute-force 
cipher attack should exceed the length of time for which 
the data remain valuable. If this requirement cannot be 
met effectively, alternative options such as dynamic key 
renegotiation within a given data stream may improve 
security without necessarily having a significant impact 
on performance. Such a process forces an attacker to de¬ 
crypt small blocks of data at a time, dramatically increas¬ 
ing the difficulty of retrieving the clear-text for the entire 
message (Hunt and Rodgers 2003). 

Integrity Checksums 

A checksum is a series of bits of fixed length, whose value 
is derived from a given block of data. Checksums are 
often appended to a block of data prior to transmission, 
so that the receiver can verify that the data were received 
in the exact condition in which they were sent (Hunt and 
Rodgers 2003). Simple checksums are merely a count of 
the number of bits in a transmission unit, which is insuf¬ 
ficient for security purposes, as it provides no means of 
verifying the integrity of the received data, only that it 


is of the correct size. Hash functions introduce a greater 
computational overhead than a simple tally, but allow ver¬ 
ification that the transmission was received successfully, 
free from transmission errors or deliberate tampering en 
route. The hash value, also known as a message digest, 
concisely represents the longer message or document 
from which it was derived. A message digest acts as a form 
of “digital fingerprint” of the original document, and can 
be made public without revealing the contents of the cor¬ 
responding document (Hunt and Rodgers 2003). 

Authentication 

Authentication of VPN users is generally performed by 
confirming the knowledge of some shared secret. Pass¬ 
words are the most user-friendly option, although the proc¬ 
ess may incorporate tokens or smart cards if enhanced 
security is required. Digital certificates are a reliable way 
of providing strong authentication for large groups of us¬ 
ers (Hunt and Rodgers 2003). Because passwords can be 
cracked or sniffed, authentication methods that use static 
password authentication should be considered insecure, 
particularly if the authentication session is not encrypted 
(Hunt and Rodgers 2003). 

There are three distinct factors for authentication 
(Hunt and Rodgers 2003): 

1. What do you know? This fact should be known only by 
the user and the verifier, and should be infeasible to 
guess or derive. A common application of this factor in 
VPNs is an alphanumeric password, which is verified 
by an authentication server using an authentication 
protocol. 

2. What do you have? In VPNs, this factor will typically be 
some form of identification card, smart card, or token. 
Such items should be unique and difficult to forge. 

3. What you are. This refers to some unique attribute of 
the user, such as a fingerprint or voiceprint, that is 
impractical to forge or imitate. Such authentication 
methods are rarely used in VPNs at this time. 

Access Management 

It is not always sufficient merely to authenticate a user; 
too often it is assumed that once a user has been granted 
access, he or she should have widespread access to almost 
all resources on the VPN (Hunt and Rodgers 2003). This 
is a potentially dangerous assumption, since insiders can 
pose as great a threat to the security of an organization as 
outsiders; they may have various advantages beyond priv¬ 
ileges and access rights, such as a superior knowledge of 
system vulnerabilities and the whereabouts of sensitive 
information. Despite the risks involved, the problem of 
protecting a VPN and its resources from insiders is often 
assigned a relatively low priority, if it is not ignored alto¬ 
gether (Hunt and Rodgers 2003). 

This is where access management techniques can be 
a valuable tool. Using access management tools, such as 
Kerberos (a hardware and/or software implementation), 
an enterprise can ensure that insiders are granted access 
only to resources for which they have been explicitly as¬ 
signed access rights. Usually, the process of managing and 
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Table 2: VPN Security Concerns 


Security Concern 

Privacy 

Integrity 

Authentication 

Nonrepudiation 

Relevant Question 

Can unauthorized parties 
gain access to private 

VPN traffic? 

Can VPN tranffic be 
altered without 
detection? 

Can 1 be certain that 
the sender or recipient 
is really who they 
claim to be? 

Can the sender or 
receiver later deny 
their involvement in 
a transaction? 

Solution 

Encryption 

Checksums 

Possession of secret key 

Digital signatures 


restricting access to VPN resources involves maintaining 
an access control list (ACL) for each of the resources for 
which use is restricted to specific users or groups of users. 
When a user attempts to access a given resource, the ac¬ 
cess management tool consults the ACL for that resource, 
and will subsequently grant access only if that user is rep¬ 
resented in the list (Hunt and Rodgers 2003). 

Security concerns relating to VPNs are summarized 
in Table 2. 

VPN IMPLEMENTATIONS 

One can distinguish between two fundamental VPN mod¬ 
els, namely the peer and the overlay model. In the peer 
model, the network-layer forwarding path computation is 
implemented on a hop-by-hop basis, in which each node 
in the intermediate data transit path is a peer with a next- 
hop node. In contrast, in the overlay model, the network- 
layer forwarding path computation is not implemented on 
a hop-by-hop basis, but rather, the intermediate-link-layer 
network is used as a “cut-through" to another edge node 
on the other side of a large cloud (Ferguson and Huston 
1998). The overlay model introduces some serious scaling 
concerns in cases in which large numbers of egress peers 
are required. This is because the number of adjacencies 
increases in direct relationship with the number of peers; 
thus, the amount of computational and performance over¬ 
head required to maintain routing state, adjacency infor¬ 
mation, and other detailed packet forwarding and routing 
information for each peer becomes a liability in very large 
networks. If all egress nodes in a cut-through network 
become peers, in an effort to make all egress nodes one 
“layer 3” hop away from one another, this limits the 
scalability of the VPN overlay model quite remarkably 
(Ferguson and Huston 1998). 

A number of approaches may be taken to the problem 
of providing VPN links and services. In particular, a VPN 
may be implemented and secured at a number of layers of 
the TCP/IP protocol stack (Knight and Lewis, 2004). The 
most significant of the currently available approaches are 
described below. 

Network-layer VPNs (Hunt and Rodgers 2003): Network 
layer VPNs, based primarily on IP, are implemented us¬ 
ing network-layer encryption, and possibly tunneling. 
Packets entering the shared network are appended with 
an additional IP header containing a destination address, 
which corresponds to the other end of the tunnel. When 
this node receives the packet, the header is removed and 
the original packet, which is addressed to some location 


within the given network, is recovered. Because of this 
encapsulation, the original packets could be based on any 
network-layer protocol without affecting their transport 
across the shared network. 

Data-link-layer VPNs (Hunt and Rodgers 2003): Data- 
link-layer VPNs use a shared backbone network based 
on a switched-link-layer technology such as frame relay 
(FR) or ATM. Links between VPN nodes are implemented 
as virtual circuits, which are inexpensive, flexible, and 
can offer some level of ensured performance. Link-layer 
VPNs are most appropriate for providing intranet serv¬ 
ices; dial-up access is not well supported, as most ISPs 
provide connectivity using IP. Most of the cost savings 
associated with VPNs are the result of the use of ISPs. 
Therefore, IP-based network-layer VPNs are more attrac¬ 
tive than link-layer VPNs if dial-up access is required. 
Virtual-circuit based VPNs face scalability issues similar 
to those of node-to-node tunneled VPNs, so a full-mesh 
architecture may not be possible. Alternatives such as 
partial meshes or hub-and-spoke configurations address 
this limitation to some extent, but these solutions may 
produce suboptimal behavior, especially for routing, in¬ 
troducing performance concerns. 

Application-layer VPNs (Hunt and Rodgers 2003): 
Application-layer VPNs are implemented in software, 
whereby workstations and servers are required to per¬ 
form tasks such as encryption, rather than assigning these 
tasks to specialized hardware. As a result, software VPNs 
are inexpensive to implement but can have a significant 
impact on performance, limiting network throughput 
and producing high CPU usage, particularly over high- 
bandwidth connections. 

Non-IP VPNs (Ferguson and Huston 1998): It is widely 
recognized that multiprotocol networks may also have 
requirements for VPNs. The most pervasive method of 
constructing VPNs in multiprotocol networks is to rely on 
application-layer encryption, and as such, are generally 
vendor proprietary, although some would contend that 
one of the most pervasive examples of this approach was 
the mainstay of the emergent Internet in the 1970s and 
1980s—that of the UUCP (UNIX-to-UNIX copy protocol) 
network, which was (and remains) an open technology. 

Hardware Components 

A number of hardware devices are required to imple¬ 
ment the various types of VPNs discussed above. Many 
of these devices are common to standard networks, but 
some have additional burdens and responsibilities placed 
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on them when applied to VPNs and their specific require¬ 
ments. The main hardware devices used by VPNs, and the 
implications of any additional processing that they must 
perform are discussed below (Hunt and Rodgers 2003). 

Firewalls: VPNs must be protected from other users of the 
backbone network. This is typically achieved using a fire¬ 
wall, which provides critical services such as tunneling, 
cryptography, and route and content filtering (Hunt and 
Rodgers 2003). 

Routers: Adding VPN functionality to existing routers can 
have an unacceptable performance impact, particularly 
at network stress points. Specifically, multiprotocol label 
switching (MPLS) VPNs address this problem by making 
only the perimeter (PE) routers VPN-aware, so the core 
routers need not maintain the multiple routing tables that 
introduce so much overhead on PE routers (Hunt and 
Rodgers 2003). 

Switches: Some switches offer facilities for increased 
separation of traffic by allowing a physical network to be 
partitioned into a number of virtual LANs (V-LANs). On 
a normal switch, all ports are part of the same network, 
whereas a V-LAN switch can treat different ports as parts 
of different networks if desired (Hunt and Rodgers 2003). 
Tunnel servers: This service may be provided by a VPN 
router or a firewall. Assigning an existing network com¬ 
ponent this additional responsibility may have a serious 
impact on performance (Hunt and Rodgers 2003). 
Cryptocards: Encryption algorithms that provide strong 
encryption, such as 3-DES, are computationally expensive 
and can limit effective bandwidth to around 100 Mbps 
unless specialized cryptographic hardware is used. On a 
workstation, this specialized hardware is provided in the 
form of an expansion card, which may be separate or in¬ 
tegrated with the network interface card. Some firewalls 
also offer hardware support for various encryption algo¬ 
rithms (Hunt and Rodgers 2003). 


PROTOCOLS USED BY VPNs 

Point-to-Point Tunneling Protocol 

The point-to-point tunneling protocol (PPTP) (Pall et al. 
1999) allows the point-to-point protocol (PPP) (Network 
Working Group 1994), to be tunneled through an IP 
network. PPTP does not specify any changes to the PPP 
protocol, but rather describes a new vehicle for carrying 
PPP. The PPTP network server (PNS) is meant to run on a 
general-purpose operating system while the client, re¬ 
ferred to as a PPTP access concentrator (PAC), operates on 
a dial access platform. PPTP specifies a call control and 
management protocol that allows the server to control ac¬ 
cess for dial-in circuit switched calls originating from a 
PSTN or ISDN or to initiate outbound circuit-switched 
connections. A network access server (NAS) provides tem¬ 
porary, on-demand network access to users. This access is 
point-to-point using PSTN or ISDN lines. 

PPTP uses an extended version of the generic routing 
encapsulation mechanism (Hanks et al. 1994) to carry 
user PPP packets. These enhancements allow for low- 
level congestion and flow control to be provided on the 


tunnels used to carry user data between PAC and PNS. 
This mechanism allows for efficient use of the bandwidth 
available for the tunnels and avoids unnecessary retrans¬ 
missions and buffer overruns. PPTP does not dictate the 
particular algorithms to be used for this low-level control, 
but it does define the parameters that must be commu¬ 
nicated in order to allow such algorithms to work (Pall 
et al. 1999). PPTP allows existing NAS functions to be 
separated using a client/server architecture. Traditionally, 
the following functions are implemented by an NAS (Pall 
et al. 1999): 

1. Physical native interfacing to PSTN or ISDN and con¬ 
trol of external modems or terminal adapters 

2. Logical termination of a PPP link control protocol 
(LCP) session 

3. Participation in PPP authentication protocols 

4. Channel aggregation and bundle management for PPP 
multilink protocol 

5. Logical termination of various PPP network control 
protocols (NCPs) 

6. Multiprotocol routing and bridging between NAS in¬ 
terfaces 

PPTP divides these functions between the PPTP access 
concentrator (PAC) and the PNS. The PAC is responsible 
for functions 1, 2, and possibly 3. The PNS may be re¬ 
sponsible for function 3 and is responsible for functions 
4, 5, and 6. The decoupling of NAS functions offers the 
following benefits (Pall et al. 1999): 

• Flexible IP address management. Dial-in users may 
maintain a single IP address as they dial into different 
PACs as long as they are served from a common PNS. 

• Support of non-IP protocols for dial networks behind IP 
networks. 

• A solution to the ‘‘multilink hunt-group splitting” prob¬ 
lem. Multilink PPP, typically used to aggregate ISDN B 
channels, requires that all the channels composing 
a multi-link bundle be grouped at a single NAS. Since a 
multilink PPP bundle can be handled by a single PNS, 
the channels comprising the bundle may be spread 
across multiple PACs. 

The PPTP protocol is implemented only by the PAC and 
PNS. No other systems need to be aware of PPTP. Dial¬ 
up networks may be connected to a PAC without being 
aware of PPTP. Standard PPP client software should con¬ 
tinue to operate on tunneled PPP links. PPTP can also be 
used to tunnel a PPP session over an IP network. In this 
configuration the PPTP tunnel and the PPP session run 
between the same two machines with the caller acting as 
a PNS (Pall etal. 1999). 

A tunnel is defined by a PNS-PAC pair. The tunnel 
protocol is defined by a modified version of GRE. The 
tunnel carries PPP datagrams between the PAC and 
the PNS. Many sessions are multiplexed on a single tun¬ 
nel. A control connection operating over TCP controls the 
establishment, release, and maintenance of sessions and 
of the tunnel itself (Pall et al. 1999). 
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The security of user data passed over the tunneled PPP 
connection is addressed by PPP, as is authentication of 
the PPP peers. Because the PPTP control channel mes¬ 
sages are neither authenticated nor integrity-protected, it 
might be possible for an attacker to hijack the underlying 
TCP connection. It is also possible to manufacture false 
control channel messages and alter genuine messages 
in transit without detection. The GRE packets forming 
the tunnel itself are not cryptographically protected. Be¬ 
cause the PPP negotiations are carried out over the tunnel, 
it may be possible for an attacker to eavesdrop on and 
modify those negotiations. Unless the PPP payload data 
are cryptographically protected, it can be captured and 
read or modified (Pall et al. 1999). 

PPTP is limited in usage. It offers remote connections 
to a single point. It does not support multiple connec¬ 
tions, nor does it easily support network-to-network 
connections. PPTP’s security is also limited. It does not 
offer protection from substitution or playback attacks, 
nor does it provide perfect forward secrecy. PPTP has no 
clear mechanism for renegotiation if connectivity to the 
server is lost (Gunter 2001). 

Layer Two Tunneling Protocol 

Layer two tunneling protocol L2TP (Townsley et al. 1999) 
facilitates the tunneling of PPP packets across an inter¬ 
vening network in a way that is as transparent as possible 
to both end users and applications. PPP defines an encap¬ 
sulation mechanism for transporting multiprotocol pack¬ 
ets across layer two (L2) point-to-point links. Typically, a 
user obtains an L2 connection to an NAS using one of a 
number of techniques (e.g., dial-up through the telephone 
system, ISDN, asymmetric digital subscriber line [ADSL], 
etc.) and then runs PPP over that connection. In such a 
configuration, the L2 termination point and PPP session 
end point reside on the same physical device (i.e., the 
NAS) (Townsley et al. 1999). 

L2TP extends the PPP model by allowing the L2 and 
PPP endpoints to reside on different devices interconnected 
by a packet-switched network. With L2TP, a user has an L2 
connection to an access concentrator (e.g., modem bank, 
ADSL access multiplexer, etc.), and the concentrator then 
tunnels individual PPP frames to the NAS. This allows the 
actual processing of PPP packets to be divorced from the 
termination of the L2 circuit. One obvious benefit of such a 
separation is that instead of requiring the L2 connection ter¬ 
minate at the NAS (which may require a long-distance toll 
charge), the connection may terminate at a (local) circuit 
concentrator, which then extends the logical PPP session 
over a shared infrastructure such as frame relay circuit or 
the Internet. From the user's perspective, there is no func¬ 
tional difference between having the L2 circuit terminate in 
an NAS directly or using L2TP (Townsley et al. 1999). 

L2TP has inherent support for the multiplexing of multi¬ 
ple calls from different users over a single link. Between the 
same two IP end points, there can be multiple L2TP tun¬ 
nels, as identified by a tunnel-id, and multiple sessions 
within a tunnel, as identified by a session-id. Signaling 
is supported via the built-in control connection protocol, 
allowing both tunnels and sessions to be established dy¬ 
namically (Rosenbaum et al. 2003). 


L2TP transports PPP packets (and only PPP packets) 
and thus can be used to carry multiprotocol traffic, since 
PPP itself is multiprotocol. L2TP also supports sequenced 
delivery of packets. This is a capability that can be nego¬ 
tiated at session establishment, and that can be turned 
on and off during a session. Concerning tunnel mainte¬ 
nance, L2TP uses a keepalive protocol in order to distin¬ 
guish between a tunnel outage and prolonged periods of 
tunnel inactivity (Rosenbaum et al. 2003). 

L2TP as used over IP networks runs over UDP (user 
datagram protocol) and must be used to carry PPP traffic. 
This results in a significant amount of overhead both in 
the data plane, with UDP, L2TP and PPP headers, and 
in the control plane, with the L2TP and PPP control pro¬ 
tocols (Rosenbaum et al. 2003). An L2TP header contains 
a 1-bit priority field, which can be set for packets that 
may need preferential treatment during local queuing and 
transmission. Also by transparently extending PPP, L2TP 
has inherent support for PPP mechanisms such as multi¬ 
link PPP and its associated control protocols, which allow 
for bandwidth on demand to meet user requirements 
(Rosenbaum et al. 2003). 

Security Considerations 

The L2TP tunnel end points may optionally perform an 
authentication procedure of one another during tunnel 
establishment. This authentication provides reasonable 
protection against replay and snooping during the tunnel- 
establishment process. This mechanism is not designed to 
provide any authentication beyond tunnel establishment; 
it is fairly simple for a malicious user to inject packets once 
an authenticated tunnel has been established successfully 
(Obaidat and Boudriga 2007; Townsley et al. 1999). 

Securing L2TP (Patel et al. 2001) requires that the un¬ 
derlying transport make available encryption, integrity, 
and authentication services for all L2TP traffic. This se¬ 
cure transport operates on the entire L2TP packet and is 
functionally independent of PPP and the protocol being 
carried by PPP. As such, L2TP is concerned only with con¬ 
fidentiality, authenticity, and integrity of the L2TP packets 
between its tunnel end points. L2TP is similar to PPTP, 
and they both target the remote access scenario. L2TP 
delegates security features toward IP Security (IPsec), 
which is presented later in this chapter. Also, it suffers 
from the same drawbacks as PPTP (Gunter 2001). 

The choice between PPTP and L2TP for deployment in 
a VPN depends on whether the control needs to lie with 
the service provider or with the subscriber (Ferguson and 
Huston 1998). Indeed, the difference can be characterized 
as to the client of the VPN, in which the L2TP model is 
one of a “wholesale” access provider who has a number of 
configured client service providers who appear as VPNs 
on the common dial-up access system, while the PPTP 
model is one of distributed private access, in which the 
client is an individual end user and the VPN structure 
is that of end-to-end tunnels. One might also suggest 
that the difference is also a matter of economics, since 
the L2TP model allows the service provider to actually 
provide a value-added service, beyond basic IP-level con¬ 
nectivity, and charge their subscribers accordingly for the 
privilege of using it, thus creating new revenue streams. 
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On the other hand, the PPTP model enables distributed 
reach of the VPN at a much more atomic level, enabling 
corporate VPNs to extend access capabilities without the 
need for explicit service contracts with a multitude of net¬ 
work access providers (Ferguson and Huston 1998). 

IP Security 

IP security (IPSec) is an open architecture for IP-packet 
encryption and authentication, thus it is located in the 
network layer (Man 2003). IPSec adds further headers/ 
trailers to an IP packet and can encapsulate (tunnel) IP 
packets in new ones (Cohen 2003). A number of security 
services are provided by IPSec, including access con¬ 
trol, connectionless integrity, nonrepudiation, protection 
against replay attacks, confidentiality, and limited traffic 
flow confidentiality. These services are provided at the 
transport layer, offering protection for IP and upper-layer 
protocols (Hunt and Rodgers 2003). There are three main 
functionalities of IPSec, separated into three protocols— 
authentication through an authentication header (AH), 
encryption through an encapsulating security payload 
(ESP), and automated key management through the 
Internet key exchange (IKE) protocol. IPSec provides an 
architecture for key management, encryption, authentica¬ 
tion, and tunneling (Cohen 2003). IPSec was designed to 
be algorithm-independent. It supports several encryption 
and authentication algorithms, which allow the compa¬ 
nies using VPN to select the desired security level for each 
VPN (Obaidat and Boudriga 2007; Younglove 2000). 

IPSec is an optimal solution for trusted LAN-to-LAN 
VPNs (Gunter 2001). IPsec can ensure authentication, 
privacy, and data integrity. It is open to a wide variety 
of encryption mechanisms. It is application-transparent 
and a natural IP extension, thus ensuring interoperability 
among VPNs over the Internet. Router vendors and VPN 
hardware vendors support IPsec. Nevertheless, there are 
disadvantages of IPsec. It is bound to the TCP/IP stack. 
IP addressing is part of IPsec’s authentication algorithm. 
This is less secure than higher-layer approaches, and it is 
a problem in dynamic address environments, which are 
common to ISPs. Moreover, it requires a public key infra¬ 
structure, which is still subject to current research, and 
it does not specify a method for access control beyond 
simple packet filtering (Gunter 2001). 

The Encapsulating Security Payload 

The encapsulating security payload (ESP) protocol is 
responsible for packet encryption. An ESP header is in¬ 
serted into the packet between the IP header and the 
packet contents. The header contains a security param¬ 
eter index (SPI), which specifies to the receiver the appro¬ 
priate security association (SA) for processing the packet. 
Also included in the ESP header is a sequence number 
that is a counter that increases each time a packet is sent 
to the same address using the same SPI and that indicates 
the number of packets that have been sent with the same 
group of parameters. The sequence number provides pro¬ 
tection against replay attacks, in which an attacker copies 
a packet and sends it out of sequence to confuse commu¬ 
nicating nodes. Packet data are encrypted prior to trans¬ 
mission. ESP allows multiple methods of encryption. 


with DES as its default. ESP also can be used for data 
authentication. Included in the ESP header is an optional 
authentication field, which contains a cryptographic 
checksum that is computed over the ESP packet when en¬ 
cryption is complete. The ESP’s authentication services do 
not protect the IP header that precedes the ESP packet. 

ESP can be used in two different modes. In transport 
mode, the packet’s data, but not the IP header, are encrypted 
and, optionally, authenticated. Although transport-mode 
ESP is sufficient for protecting the contents of a packet 
against eavesdropping, it leaves the source and destination 
IP addresses open to modification if the packet is inter¬ 
cepted. In tunnel mode, the packet’s contents and the IP 
header are encrypted and, optionally, authenticated. Then, 
a new IP header is generated for routing the secured pack¬ 
ets from sender to receiver. Although tunnel-mode ESP 
provides more security than transport-mode ESP, some 
types of traffic analysis are still possible. For example, 
the IP addresses of the sending and receiving gateways 
could still be determined by examining the packet headers 
(Obaidat and Boudriga 2007). 

Key Management 

There are two ways to handle key management within 
IPSec’s architecture: manual keying and Internet key ex¬ 
change. Manual keying involves face-to-face key exchanges 
(e.g. trading keys on paper or magnetic disk) or sending 
keys via a bonded courier or e-mail. Although manual key¬ 
ing is suitable for a small number of sites, automated 
key management is required to accommodate on-demand 
creation of keys for SAs. IPSec’s default automated key 
management protocol is Internet key exchange (IKE), 
which was formed by combining the Internet security as¬ 
sociation key management protocol (ISAKMP), which de¬ 
fines procedures and packet formats to establish, negotiate, 
modify, and delete SAs, with the Oakley key determination 
protocol, which is a key exchange protocol based on the 
Diffie-Hellman algorithm (Diffie and Heilman 1976). 

Because key exchange is closely related to the manage¬ 
ment of SAs, part of the key-management procedure is 
handled by SAs, and the SPI values that refer to the SAs, 
in each IPSec packet. Whenever an SA is created, keys 
must be exchanged. IKE’s structure combines these func¬ 
tions by requiring the initiating node to specify: 

• an encryption algorithm to protect data 

• a hash algorithm to reduce data for signing 

• an authentication method for signing the data 

• information about the material needed to generate 
the keys, over which a Diffie-Hellman exchange is per¬ 
formed 

A pseudo-random function used to hash certain values 
during the key exchange for verification purposes may 
also be specified. 

Packet Authentication 

In IPSec’s architecture, the AH provides data integrity and 
authentication services for IP packets. The data integrity 
feature prevents the undetected modification of a packet’s 
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contents while the packet is in transit, and the authentica¬ 
tion feature prevents address spoofing and replay attacks, 
and enables the receiver to authenticate the applica¬ 
tion and filter traffic accordingly (Wright 2000). Like the 
ESP header, the AH is inserted into the packet between the 
IP header and the packet contents. The AH also contains 
an SPI, which specifies to the receiver the security proto¬ 
cols the sender is using for communications. The authen¬ 
tication provided by the AH differs from that provided by 
the ESP. AH services protect the external IP header that 
precedes the ESP header, along with the entire contents 
of the ESP packet. The AH contains authentication data, 
obtained by applying the hash algorithm defined by 
the SPI to the packets contents. Two algorithms are 
supported: hash-based message authentication code with 
message digest version 5 (HMAC-MD5) and secure hash 
algorithm version 1 (SHA-1) (Wright 2000). 

The AH can be used in the same two modes as ESP. 
In transport mode, the packet’s data and the original IP 
header are authenticated. In tunnel mode, the entire 
IP packet—data, original IP header, and outer IP header— 
are authenticated. In addition to applying either AH or 
ESP to an IP packet in transport or tunnel modes, IPSec 
supports combinations of these modes. Several combina¬ 
tions are possible, among them (Wright 2000): 

• ESP could be used in transport mode without the au¬ 
thentication option (to encrypt the packet’s data), then 
AH could be applied in transport mode (to authenticate 
the ESP header, the packet’s data, and the original IP 
header). 

• AH could be used in transport mode to authenticate 
the packets data and the original IP header, then ESP 
could be applied in tunnel mode to encrypt the entire, 
authenticated inner packet and to add a new IP header 
for routing the packet from sender to receiver. 

• ESP could be used in tunnel mode to encrypt and, 
optionally, authenticate a packet and its original header, 
then AH could be applied in transport mode to authen¬ 
ticate the packet’s data, original IP header, and outer 
IP header. 

User Authentication 

A VPN must be able to reliably authenticate users in or¬ 
der to control access to enterprise resources and keep 
unauthorized users out of corporate networks (Wright 
2000). Three protocols are described here: PAP, CHAP, 
and RADIUS. 

Password Authentication Protocol. The password au¬ 
thentication protocol (PAP) was originally designed as 
a simple way for one computer to authenticate itself to 
another computer when PPP is used as the communica¬ 
tion’s protocol. PAP is a two-way handshaking protocol. 
When the PPP link is established, the client system sends 
the plaintext user ID and password pair to the destina¬ 
tion system (the authenticator). The authenticator either 
accepts the pair or terminates the connection. PAP is not 
a secure means of user authentication. The authentica¬ 
tion information is transmitted in the clear, and there is 
nothing to protect against playback attacks or excessive 


attempts by attackers to guess valid user ID/password 
pairs (Wright 2000). 

Challenge Handshake Authentication Protocol. The 

challenge handshake authentication protocol (CHAP) is 
a more secure method for authenticating users. CHAP 
is a three-way handshaking protocol. Instead of the sim¬ 
ple, two-step user ID/password approval process used 
by PAP, CHAP uses a three-step process to produce a 
verified PPP link (Wright 2000): 

• The authenticator sends a challenge message to the cli¬ 
ent system. 

• The client system calculates a value using a one-way 
hash function and sends the value back to the authenti¬ 
cator. 

• The authenticator acknowledges authentication if the 
response matches the expected value. 

CHAP removes the possibility that an attacker can try re¬ 
peatedly to log in over the same connection (a weakness 
inherent in PAP). However, PAP and CHAP share some 
disadvantages. Both protocols rely on a secret password 
that must be stored on the remote user’s computer and 
the local computer. If either computer comes under the 
control of a network attacker, the password will be com¬ 
promised. Also, both PAP and CHAP allow only one set 
of privileges to be assigned to a specific computer. This 
prevents different network access privileges from being 
assigned to different remote users who use the same re¬ 
mote host (Wright 2000). 

Remote Authentication Dial-In User Service. The re¬ 
mote authentication dial-in user service (RADIUS) pro¬ 
tocol provides greater flexibility for administering remote 
network connection users and sessions. RADIUS uses a 
client/server model to authenticate users, determine access 
levels, and maintain all necessary auditing and accounting 
data. The RADIUS protocol uses an NAS to accept user 
connection requests, to obtain user ID and password in¬ 
formation, and to pass the encrypted information securely 
to the RADIUS server. The RADIUS server returns the au¬ 
thentication status (approved or denied), along with any 
configuration data required for the NAS to provide serv¬ 
ices to the user. User authentication and access to services 
are managed by the RADIUS server, enabling a remote 
user to gain access to the same services from any commu¬ 
nications server that can communicate with the RADIUS 
server (Obaidat and Boudriga 2007; Wright 2000). 

The services and protocols of IPSec are summarized 
in Figure 4. 

SOCKS v5 and Secure Sockets Layer 

SOCKS v5 was originally approved by the IETF as a 
standard protocol for authenticated firewall traversal 
(Gunter 2001). When combined with the secure sock¬ 
ets layer (SSL) it provides the foundation for build¬ 
ing highly secure VPNs that are compatible with any 
firewall. SOCKS v5’s strength is access control; it con¬ 
trols the flow of data at the session layer (open system 
interconnection [OSI] layer 5). It establishes a circuit 
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Figure 4: Summary of IPSec (MD-5 = message-digest algorithm 5; PAP = password authentication protocol; SHA = secure hash 
algorithm) 


between a client and a host on a session-by-session ba¬ 
sis. Thus, it can provide more detailed access control 
than protocols in the lower layers without the need to 
reconfigure each application. SOCKS v5 and SSL can 
interoperate on top of IPv4, IPsec, PPTP, L2TP, or any 
other lower-level VPN protocol. A session-layer solution 
does not have to interfere with the networking transport 
components; thus, the clients are nonintrusive. SOCKS 
v5 provides plug-and-play capabilities, including ac¬ 
cess control, protocol filtering, content filtering, traffic 
monitoring, reporting, and administration applications. 
On the minus side, SOCKS v5 decreases performance. 
Also, client software is required to build a connection 
through the firewall to transmit all TCP/IP data through 
the proxy server (Gunter 2001). 

Multiprotocol Label Switching 

Multiprotocol label switching (MPLS) is deployed in an 
ISP's IP backbone network that uses IP routers at the 
edges of the network and ATM switches controlled by an 
MPLS component in the inside (Gunter 2001). The basic 
idea is to do (intelligent) layer three routing at the edges of 
the backbone network and to do fast layer two forwarding 
inside the backbone network. Incoming IP packets get an 
attached MPLS header, they are labeled according to IP 
header information (mainly the target address, but also 
type of service and other fields). A label switched path is 
set up for each route or path through the network. Once 
this is done, all subsequent nodes may simply forward the 
packet along the label-switched path identified by the label 
at the front of the packet. Negotiations of labels between 
nodes are done by the label distribution protocol of MPLS. 
An ATM connection is set up for each label-switched path. 
Thus, MPLS can support quality of service. MPLS makes 
the underlying backbone infrastructure invisible to the 
layer three mechanisms. This lightweight tunneling pro¬ 
vides an extendable foundation that provides VPN and 
other service capabilities. Furthermore, the MPLS archi¬ 
tecture enables network operators to define explicit routes 


(Gunter 2001). MPLS technologies are useful for ISPs that 
want to offer their customers a wide band of IP services. 
The ISPs add value to their service, for example, by of¬ 
fering the complete management of the customers’ VPN. 
Obviously, the more the customers outsource their VPN 
management, the more crucial network management be¬ 
comes to the ISP (Gunter 2001). 

MPLS VPNs provide a highly scalable technology for 
ISPs that want to offer layer three VPN services to their 
customers (Chou 2004). BGP-4 (Rekhter, Watson and Li 
1995) is a scalable protocol and is widely accepted in the 
industry. Furthermore, it is also very well-suited to carry¬ 
ing additional information in its routing updates, which is 
required in the MPLS VPN architecture (Obaidat and 
Boudriga 2007; Tomsu and Wieser 2002). 

QUALITY-OF-SERVICE SUPPORT 

Apart from creating a segregated address environmentto 
allow private communications, there is also the expecta¬ 
tion that the VPN environment will be in a position to 
support a set of service levels (Zeng and Ansari 2003; 
Braun et al. 1999). Such per-VPN service levels may be 
specified either in terms of a defined service level on 
which the VPN can rely at all times, or in terms of a 
level of differentiation that ensures that the VPN can 
draw on the common platform resource with some level 
of priority of resource allocation (Ferguson and Huston 
1998). Efforts within the Integrated Services Working 
Group of the IETF have resulted in a set of specifications 
for the support of guaranteed and controlled load end-to- 
end traffic profiles using a mechanism that loads per-flow 
state into the switching elements of the network. There 
are a number of caveats regarding the use of these mech¬ 
anisms, in particular relating to the ability to support the 
number of flows that will be encountered on the public 
Internet. Such caveats tend to suggest that these mecha¬ 
nisms will not be the ones ultimately adopted to support 
service levels for VPNs in very large networking environ¬ 
ments (Ferguson and Huston 1998). 
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The differentiated services (DiffServ) approach tries to 
provide a solution for quality of service (QoS) support 
with better scalability than integrated services (IntServ). 
Differentiated services can provide two or more QoS 
levels without maintaining per-flow state at every router. 
The idea of the DiffServ approach is to use the DiffServ 
field in the IP header to designate the appropriate Diff¬ 
Serv level that the packet should receive. DiffServ can 
provide scalability by aggregating the flows into a small 
number of DiffServ classes and by implementing traffic 
conditioning at the boundary routers of a network or an 
administrative domain (Cohen 2003). 

It must be noted that QoS and VPN techniques in¬ 
troduce new challenges. They need extensive configura¬ 
tions in the routers. The local configurations have to be 
consistent across the network. Many companies may not 
have the knowledge and resources to deploy and man¬ 
age enhanced Internet services by themselves. Rather, 
they will outsource the service management to their ISP 
(Braun, Gunter, and Khalil, 2001). 

The traditional model for specifying QoS arrangements 
involves drawing a set of network service requirements be¬ 
tween ordered pair of customer sites. The ordered pair de¬ 
fines a direction of data flow, and the whole set is termed 
the "traffic matrices." The traffic matrices model gives the 
customer fine granularity of control over the traffic flows 
between customer sites, and the network provider can 
offer stringent service guarantee for each data flow. How¬ 
ever, maintaining the traffic matrices can become compli¬ 
cated as the VPN grows in size (Harding 2003). 

Recent developments in VPN technologies have intro¬ 
duced a new QoS specification model, called the “hose 
model,” that may be desirable to the VPN customers 
(Kumar et al. 2002). In this model, two hoses are given to 
the customer with one hose used for sending traffic out 
of the network and the other used for receiving traffic 
from the network. This means that the network provider 
offers aggregate traffic service in which all traffic going 
toward the customer site must fit within the receiving 
hose capacity and all the traffic going out of the customer 
site must be within the sending hose capacity (Harding 
2003). The hose specification contains the egress band¬ 
width (outbound traffic) and the ingress bandwidth (in¬ 
bound traffic) pair for every customer site that takes part 
in the VPN. The major advantages of this model from 
the customer’s perspective are that specification is made 
simple and there is a high potential for multiplexing 
gain for using aggregate requirements rather than traffic 
matrices. The simple specification allows changes to be 
made easily, including changes in the VPN membership. 
However, the customer in this model loses control of the 
data flow between sites, and the service guarantee is on 
an aggregate basis, resulting in a coarser service guar¬ 
antee level (Harding 2003). From a network provider’s 
perspective, the traffic matrices model specifies heavy 
constraints, which restrict the network optimization that 
can be achieved. The hose model specifies aggregate re¬ 
quirements that are lighter in constraints, thus giving the 
network provider more flexibility to perform network op¬ 
timization. Network optimization involves mechanisms 
to improve bandwidth efficiency, load balancing, and 
traffic multiplexing (Harding 2003). 


CONCLUSION 

People increasingly depend on remote access to do their 
jobs, and demand is growing for access to large vol¬ 
umes of corporate information. Moreover, the upsurge of 
e-commerce means that companies are implementing 
business applications that share information among 
sites, extending the reach of their business to part¬ 
ners, contractors, and supply chain. In all these areas, 
VPNs promise to reduce recurring telecommunications 
charges, minimize the amount of access equipment re¬ 
quired, and give managers better control over their net¬ 
works (Younglove 2000). Organizations are struggling 
to meet the escalating demand for remote connectivity, 
and they are having difficulty dealing with the resulting 
increase in network complexity and end-user support 
costs. VPNs offer a more affordable, scalable way to 
meet the demands of a growing community of remote 
users and to manage branch office connectivity. They 
can help to accommodate the pace and unpredictability 
of business by linking customers and business partners 
into extranets on an ad hoc basis. VPNs can provide 
access to networked resources without compromising 
security. Virtual private networking offers the capabil¬ 
ity of enhanced and secure corporate communications, 
with the promise of future cost savings (Wright 2000). 

The pertinent conclusion here is that while a VPN can 
take many forms, there are some basic common problems 
that a VPN is built to solve. These are virtualization of 
services and segregation of communications to a closed 
community of interest, while simultaneously exploiting 
the financial opportunity of economies of scale of the 
underlying common host communications system. Each 
solution has a number of strengths and also a number of 
weaknesses and vulnerabilities. There is no single mecha¬ 
nism for VPNs that will supplant all others in the months 
and years to come, but instead we will continue to see a 
diversity of technology choices in this area of VPN sup¬ 
port (Ferguson and Huston 1998). 

GLOSSARY 

Border Gateway Protocol (BGP): A routing protocol 
that facilitates the exchange of network reachability 
information between systems. 

Challenge Handshake Authentication Protocol 
(CHAP): A three-way handshaking authentication 
protocol that can be applied to produce a verified PPP 
link. CHAP is a more secure authentication protocol 
than PAP. 

Extranet VPN: A VPN that extends limited access to 
corporate computing resources to business partners, 
such as customers or suppliers. 

Generic Routing Encapsulation (GRE): A simple, 
general purpose encapsulation mechanism. 

Internet Key Exchange (IKE): The default automated 
key management protocol of IPSec. 

Intranet VPN: A VPN that connects a number of local 
area networks located in multiple geographic areas 
over a shared network infrastructure. 

IP Security (IPSec): An open architecture for IP-packet 
encryption and authentication, and key management. 



References 


503 


IPSec adds additional headers/trailers to an IP packet 
and can encapsulate (tunnel) IP packets in new ones. 

Layer Two Tunneling Protocol (L2TP): A tunneling 
protocol that facilitates the tunneling of PPP packets 
across an intervening network in a way that is as trans¬ 
parent as possible to both end users and applications. 

Network Address Translation (NAT): A method by 
which IP addresses are mapped from one address 
realm (i.e., network domain) to another, providing 
transparent routing to end hosts. 

Password Authentication Protocol (PAP): A simple 
two-way handshaking authentication protocol that 
allows one computer to authenticate itself to another 
computer when the point-to-point protocol is used as 
the communication’s protocol. 

Point-to-Point Protocol (PPP): A protocol that defines 
an encapsulation mechanism for transporting multi¬ 
protocol packets across layer two point-to-point links. 

Point-to-Point Tunneling Protocol (PPTP): A tun¬ 
neling protocol used by VPNs that allows the point-to- 
point protocol to be tunneled through an IP network. 

Remote-Access VPN: A VPN that connects telecom¬ 
muters and mobile users to corporate networks. 

Remote Authentication Dial-In User Service 
(RADIUS): A user authentication protocol that uses 
a client/server model to authenticate users, determine 
access levels, and maintain all necessary audit and ac¬ 
counting data. 

Virtual Private Network (VPN): A private network 
constructed within a public network infrastructure, 
such as the global Internet. 

CROSS REFERENCES 

See Access Control, Authentication-, Cryptography; Net¬ 
work QoS. 
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INTRODUCTION 

For most people, the word cryptography evokes one of two 
images. There is the classical, somewhat outdated idea of 
crabbed documents, full of symbols, tucked into books or 
carried by spies on microfiche. Then there is the updated 
notion of computers performing arcane calculations that 
protect everything from secrets of state to credit-card 
numbers. Both ideas have an element of truth. Indeed, 
the word cryptography derives from the Greek for "secret 
writing." Today, however, the science of cryptography has 
overflowed its etymological confines, and means much 
more than the mere transmission of secret messages and 
concealment of data. Cryptography, in its fullest con¬ 
temporary sense, is the science of communicating in the 
presence of adversaries. To put it another way, cryptogra¬ 
phy is about enforcing fair play in information exchange 
in potentially hostile environments. 

A couple of examples help illustrate the broad scope 
of the field. Consider two people, Alice and Bob. (Alice 
and Bob are the stock characters of storytelling among 
cryptographers—i.e., scientists who study cryptography.) 
Alice and Bob each have a list of favorite movies, denoted 
A and B, respectively. Together they would like to deter¬ 
mine which favorite movies they have in common—that is, 
the intersection A n B. They do not want to reveal their full 
lists to one another, however, as they consider these lists 
to be highly personal. Alice and Bob’s goal here is indeed to 
keep information hidden, as in the classical view of cryp¬ 
tography; however, they also want to reveal information 
to one another on a selective basis. If you take a moment to 
reflect on how Alice and Bob can together learn A IT B with¬ 
out revealing any other data to one another, you may well 
find it far from obvious. It may even seem impossible 
without outside help. Contemporary cryptographic tech¬ 
niques, however, make such tasks possible. In fact, tasks 
like privacy-preserving partial matching of lists are useful 
in a variety of fields. Health care is one example; a group 
of hospitals may wish to know the names of any patients 
making multiple (fraudulent) insurance claims, but are 
not at liberty to disclose their patient lists to one another. 
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Here is another example. Alice is sending e-mail to Bob 
regarding a large financial transaction. She is concerned 
that her e-mail could be altered in transit or by unscru¬ 
pulous people in Bob’s office. (Even the change of a single 
digit, e.g., a change from $100,000 to $1,000,000 could, of 
course, have very serious implications.) Alice would like 
to ensure that her message is secure against tampering. A 
cryptographic tool called a “digital signature”—supported, 
in fact, in many e-mail clients—can achieve exactly this 
goal, and ensure the integrity of Alice’s message to Bob. 

At a broader level, the design of electronic voting 
systems—polling-site machines and apparatus for central 
tabulation—poses an instructive collection of surprisingly 
formidable cryptographic challenges. The underlying goal 
is easy to state. A voting system should permit every regis¬ 
tered voter to cast a single, private vote, and should yield a 
certifiably correct tally. Mechanical systems to accomplish 
this goal have existed since the classical period of Greek 
history. In an electronic environment, however, many 
complications arise. For example, many polling sites today 
use computers that allow voters to input their choices on 
touch screens and output a local tally at the end of the 
voting period. But how can voters be assured that these 
machines operate correctly? It is easily conceivable that in 
a race between candidate A and candidate B that an elec¬ 
tronic voting machine could be programmed (either acci¬ 
dentally or with malicious intent) to discard half of the votes 
cast for candidate A. Indeed, experts have noted grave con¬ 
cerns about existing voting systems, and have proposed 
a range of cryptographic solutions. Here again, cryptog¬ 
raphy can achieve an almost paradoxical proposition. It 
permits the creation of a system in which voters’ choices 
remain anonymized, but the system yields a publicly veri¬ 
fiable, mathematical proof of correctness of a centralized 
tally. 

These examples illustrate the very broad purview of 
cryptography and its relevance not merely in military and 
diplomatic circles, but to everyday users of computing 
systems. As I explain, strong cryptographic algorithms are 
present in the basic software of nearly every computer sold 
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today, and play a large, if often hidden role, in e-commerce 
and basic computer security. Often without knowing it, 
active users of the Internet use encryption to conceal data 
on a regular basis. When accepting credit-card informa¬ 
tion or processing other financial transactions, most Web 
servers initiate encryption sessions with clients. The form 
of encryption used to support sessions of this kind on the 
Web is very strong—so strong that it is generally believed 
to be effectively unbreakable by even the most powerful 
computers. In most browsers, the appearance of an icon 
representing a closed padlock on the bottom of the screen 
indicates the use of encryption in a protocol known as SSL 
(secure sockets layer). By clicking on this padlock, a user 
can learn detailed information about the encryption ses¬ 
sion, much of which is explained in further depth in this 
chapter. 

Although the science of constructing systems to pro¬ 
tect data is called “cryptography,” the science of analyzing 
and attempting to find weaknesses in cryptographic sys¬ 
tems is called “cryptanalysis." Together, the two comple¬ 
mentary sciences are known as cryptology. In this chapter, 
I focus mainly on encryption, one of the most widespread 
applications of cryptography, and in many respects the 
most accessible. (I draw heavily on my chapter, entitled 
"Encryption,” published in the Handbook of Information 
Security [Juels 2006]). I also briefly discuss digital signa¬ 
tures and data integrity. For readers interested in more 
advanced applications of cryptography, I suggest the fur¬ 
ther readings at the end of this chapter. 

A Brief Historical Note 

An exciting subject of study in its own right, the history of 
cryptography—and cryptology—is also intimately associ¬ 
ated with the birth of the digital computer. During WWII, 
the efforts of British signals intelligence to break the 
German Enigma cipher led to the development of me¬ 
chanical devices known as "bombes,” so called because 
of the ticking sounds they made in testing possible cipher 
keys. The bombes and the later generation of Colossus 
machines arising from these efforts were important pre¬ 
cursors of the modern computer. Moreover, the man over¬ 
seeing the immensely successful Enigma break was Alan 
Turing, a progenitor of the field of computer science. 

SYMMETRIC-KEY CRYPTOGRAPHY 

Encryption is the most basic and historically important 
operation in the field of cryptography. It is the procedure 
of rendering a message into a concealed form so that it 
is decipherable exclusively by a particular recipient or re¬ 
cipients. The message in its original state is known as a 
plaintext (or cleartext)', in its encrypted form, it is known as 
a ciphertext. Historically, the aim of encryption has been 
to enable two parties to exchange messages confidentially, 
even in the presence of an eavesdropper capable of inter¬ 
cepting most or all of their communications. The use of 
encryption has been confined chiefly to diplomatic and 
military circles in the past, but its scope in everyday life 
has broadened enormously in recent years. Thanks to the 
rise of the Internet, it is estimated that over half a billion 
personal computers are equipped today with strong 


encryption capabilities in their Web-browsing software. 
This includes nearly every new computer sold today. 

An encryption algorithm is considered to be secure 
when an adversary—traditionally referred to in crypto¬ 
graphic circles as Eve—cannot feasibly distinguish be¬ 
tween the encryptions of two different plaintexts. This 
should hold even in cases in which Eve has the ability to 
manipulate the messages transmitted between Alice and 
Bob in various ways. For example, suppose that Eve can 
cause Alice to generate and reveal ciphertexts A and B 
computed on messages X and Y in a random order. Eve 
should nonetheless be unable to tell whether A is an en¬ 
cryption ofX or of Y. 

The operational basis of an encryption algorithm, or 
cipher, is a piece of information known as a key. A key 
serves as input to the encryption process that Alice and 
Bob have agreed to use. The encryption process consists of 
a series of instructions on how Alice, for instance, should 
convert a plaintext into a ciphertext. The key serves as a 
parameter guiding the instructions. The reverse process, 
whereby Bob converts a ciphertext back into a plaintext, 
is also guided by a key, one that may or may not be the 
same as Alice’s. The security of traditional ciphers—that 
is, the privacy of the messages they encrypt—depends on 
a shared key that is kept secret. For example, in one form 
of folklore encryption, Alice and Bob each have copies of 
the same edition of a particular novel. They share the iden¬ 
tity of this novel as a secret between them. Alice encrypts 
a plaintext by finding a random example of each letter of 
her message in the novel. She writes down the page, line, 
and ordinal position of each of these letters in turn. The 
result of this process constitutes the ciphertext. Bob, of 
course, can reverse the process and obtain the original 
plaintext by referring to his copy of the shared novel. In 
this case, the novel itself serves as a key—one that is quite 
long, of course, running potentially to hundreds of pages. 
In the forms of cryptography used on computers today, 
the key is much shorter, typically equivalent in length to 
several words or sentences. 

Symmetric-Key Encryption 

When Alice and Bob make use of the same key for en¬ 
cryption and decryption, as in our example above, this is 
referred to as symmetric encryption, or symmetric-key en¬ 
cryption. Figure 1 gives a basic operational schematic of 
symmetric-key encryption. 

Let us consider another folklore cipher, in which each 
letter of a message is replaced with another letter accord¬ 
ing to a fixed set of random, predetermined assignments. 
For example, the message, “MEET ME UNDER THE 
BRIDGE” might be encrypted as: ZKKO ZK BWIKQ OPK 
UQMIFK. 

This form of encryption is known as a substitution ci¬ 
pher. It is, in fact, quite easy for a skilled cryptanalyst—or 
even just a good puzzle solver—to break. Edgar Allen Poe, 
for instance, challenged readers of a newspaper in 1839 
to submit English-language ciphertexts produced by let¬ 
ter substitution. He published the plaintexts of many such 
challenge ciphertexts in subsequent issues of the newspa¬ 
per. Knowing, for example, that e is the most common let¬ 
ter in the English language, one would be tempted—quite 
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Figure 1: Symmetric-key encryption. Bob wishes to 
transmit plaintext message m securely to Alice over 
a channel subject to eavesdropping. He encrypts it 
under shared symmetric key k to obtain ciphertex 
c, and transmits c. Eavesdropper Eve learns the 
ciphertext c, but should not learn m if the cipher is 
constructed and used properly 



▼ 

Eve 


plaintext m 


correctly—to identify the letter K, which appears most 
frequently in the above ciphertext, with the letter e in the 
plaintext. More sophisticated cryptanalytic techniques 
for attacking substitution ciphers focus on the frequency 
statistics not just for single letters, but also for letter pairs 
and triples. 

Knowing that their cipher is subject to cryptanalytic 
attacks of this kind, Alice and Bob might be tempted to 
use a different, perhaps more complex cipher, and to hide 
from Eve not just their key, but also the workings of the 
cipher. This is equivalent in effect to making the choice 
of the cipher a part of the key itself. An important prin¬ 
ciple enunciated by the nineteenth-century cryptologist 
Auguste Kerckhoffs (1883) discourages this approach. 
Adhered to by contemporary cryptologists, this principle 
may be stated as follows: The security of a cipher should 
reside in the key alone, not in the secrecy of the process 
of encryption. The motivations behind Kerckhoffs s prin¬ 
ciple are several. First of all, widespread use of a good 
cipher requires that its workings be divulged in some 
form. Even if a cipher is disseminated only through 
software, for example, the underlying instructions can 
be reverse-engineered. Thus, it is fair to assume that an 
attacker can learn the mechanics of the cipher. Moreo¬ 
ver, despite the oft-demonstrated inventiveness of the 
cryptographic community, there is time enough to de¬ 
vise and refine only a limited number of basic techniques 
for strong new ciphers. A poorly designed cipher, even 
when its workings are hidden from view, is vulnerable 
to attack by means of an arsenal of analytic techniques 
refined by the cryptanalytic community over many years. 
These techniques are roughly analogous in spirit to the 
idea that leads to the discovery of the letter e in the ex¬ 
ample ciphertext above, but rely on more sophisticated 
forms of statistical analysis. 

The basic unit of information in the computer and the 
fundamental unit for the encoding of digital messages is 
not the letter, but the bit. For this reason, contemporary 
symmetric-key ciphers operate through the manipulation 
of bits, rather than lexicographic units. One of the earli¬ 
est ciphers designed from this perspective is known as the 
one-time pad. Invented during World War I, the one-time 
pad is also of interest as the only cipher whose security 
is provable in the strictest mathematical sense. Formal 
understanding of its properties emerged in 1948-1949, 
with the publication of seminal work by Claude Shannon 
(1948). (The security analysis of other ciphers, as I shall 
explain, has a strong, but less complete or rigorous math¬ 
ematical basis). 


A one-time pad is a key shared by Alice and Bob con¬ 
sisting of a perfectly random string of bits as long as the 
message that Alice wishes to transmit to Bob. To encrypt 
her message, Alice aligns the pad with the message so that 
there is a one-to-one correspondence between the bits in 
both. Where the pad contains a 1, Alice flips the corre¬ 
sponding bit in her plaintext. She leaves the other bits of 
the plaintext unchanged. This simple process yields the 
ciphertext. As may be proven mathematically—and per¬ 
haps grasped intuitively—this ciphertext is indistinguish¬ 
able to Eve from a completely random string. Indeed, from 
her perspective, it is a completely random string. This is 
to say that Eve can learn no information at all from the 
ciphertext, no matter how powerful her cryptanalytic ca¬ 
pabilities. Apart from its requirement of perfect random¬ 
ness, though, the one-time pad carries another strong 
caveat. The term one-time refers to the fact that if Alice 
uses the same key to encrypt more than one message, she 
loses the security properties of the cipher. This makes 
the one-time pad impractical for most purposes, as it re¬ 
quires that Alice and Bob generate, exchange, and store 
many random bits in advance of their communications. 
Nonetheless, the one-time pad has seen practical use. For 
example, the “hot-line” established between the United 
States and the Soviet Union in the wake of the Cuban 
missile crisis used a one-time pad system to ensure confi¬ 
dentiality, with tapes containing random keying material 
exchanged via the embassies of the two countries. 

Symmetric-Key Encryption 
in Practice 

The symmetric-key ciphers in common use today are 
designed to use relatively short keys, typically 128 to 
256 bits in length. Moreover, these ciphers retain their 
security properties even when individual keys are used 
to encrypt many messages over long periods. Indeed, a 
well-designed symmetric-key cipher should permit only 
one effective avenue of attack, described by cryptogra¬ 
phers as "exhaustive search” or “brute force." By this, it 
is meant that an attacker familiar with the cipher makes 
random guesses at the key until successful. If Eve wishes 
to mount a brute-force attack against a ciphertext sent 
by Alice to Bob, she will repeatedly guess their shared 
key and try to decrypt the message, until she obtains the 
correct plaintext. 

Given use of a 128-bit-long key. Eve will on average 
have to make well more than a trillion trillion trillion 
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guesses before she is successful! This is more, for exam¬ 
ple, than the total number of atoms composing all of the 
human beings in the world. The most powerful comput¬ 
ers available today could not be expected to mount a suc¬ 
cessful brute-force attack against a well-designed cipher 
using a key of this length, even over the course of many 
years. It should be observed that the difficulty of breaking 
a key doubles for every additional bit in length. Thus, for 
instance, a 128-bit key is not twice as hard to break as a 
64-bit key, but over a million trillion times harder. 

The first widely embraced cipher using the strong 
design principles in use today was the data encryption 
standard, or DES (pronounced "dehz”). Developed at 
IBM, the DES cipher was published as a federal standard 
in 1976 by what is now the National Institute of Stand¬ 
ards (NIST) of the U.S. government. DES and security- 
enhanced variants are still widely deployed, particularly 
in the banking industry. DES uses a 56-bit key, operating 
on a basic unit of encryption consisting of a 64-bit block. 
This is to say that in order to encrypt a long message us¬ 
ing DES, Alice first subdivides the message into 64-bit 
(i.e., 8-byte) blocks, each of which she enciphers individ¬ 
ually. Ciphers that operate in this fashion are referred to 
as block ciphers. 

Brute-force attack on a 56-bit key requires substan¬ 
tial computational effort, very likely beyond the reach 
of most organizations at the time of invention of DES. 
Today, however, such capability is attainable with networks 
of ordinary workstations. This was first demonstrated in 
1997, when a successful attack was mounted against a 
DES-encrypted ciphertext by a network of thousands of 
computers over the course of 39 days, and subsequently 
duplicated by a single, special-purpose computer in less 
than a day. (It should be noted that even today, DES is 
still not easy to break without considerable resources.) 
Earlier concerns about the strength of DES had already 
prompted many organizations to use a strengthened ver¬ 
sion involving application of DES operations not once, 
but three times to each input block, and typically using 
two distinct DES keys. Known as triple-DES (3-DES), this 
enhanced version offers considerably stronger security 
than DES, with what may be viewed as an effective key 
strength of up to 112 bits. 

With DES in its basic form approaching the end of its 
serviceable lifetime, the cryptographic community began 
in 1999 to lend its efforts to the development of a new 
standard cipher to serve as a successor. The advanced en¬ 
cryption standard, or AES (pronounced letter by letter), 
emerged as the result of an open competition conducted 
by NIST. After a period of rigorous scrutiny by the research 
community and government agencies, a cipher known as 
Rijndael (of which one recognized pronunciation is “Rhine 
dahl”) was selected as the AES. Designed by two Belgian 
researchers, Joan Daemen and Vincent Rijmen, the AES is 
seeing internationally widespread deployment. Rijndael 
is a block cipher designed to accommodate key lengths of 
128, 196, or 256 bits and operate on data blocks of 128, 
196, or 256 bits in any of the nine possible combinations. 
In its standardization as the AES, however, only a 128-bit 
data block size is accommodated. Rijndael, like many 
contemporary symmetric-key ciphers, is capable of very 
fast encryption—easily supporting broadband connection 


speeds on typical PCs. The code sizes for AES implemen¬ 
tations can be less than 1 kb. The size of a basic cipher- 
text yielded by AES, as with any block cipher, is roughly 
the size of the plaintext. A little extra space—less than the 
block size—may also be needed to accommodate added 
randomness and the fact the plaintext generally cannot be 
divided into data blocks of exactly the right size. 

Another symmetric-key cipher deserving discussion is 
RC4. RC4 was designed by Ronald L. Rivest, one of the 
co-inventors of the RSA cryptosystem, which I discuss 
later in this chapter. The letters RC stand for "Ron’s code," 
and the number 4 denotes Rivest’s fourth cipher design. 
In contrast to the block ciphers described above, RC4 is 
known as a stream cipher. It does not operate by encrypt¬ 
ing individual blocks of data. Rather, the only fixed-length 
input to RC4 is a key, typically 128 bits in length. The out¬ 
put of the cipher is a string of random-looking bits that 
serves to encrypt messages. This string may be made as 
long as desired by the user. In order to encrypt a message 
for Bob, Alice inputs a shared key to RC4 and generates 
a string as long as the message. Although not a one-time 
pad, this string is used by Alice to encrypt the message in 
exactly the same manner as a one-time pad—that is, using 
the same system of bit alignment and flipping. In addi¬ 
tion, the output string of RC4 for a particular key has the 
“one-time” restriction, which is to say that the string can 
be safely used for encryption only once. The fact that RC4 
can generate a string of arbitrary length, however, means 
that different portions of the string can be used for differ¬ 
ent messages. Also, encipherment under RC4 is naturally 
capable of yielding a ciphertext identical in length to the 
plaintext. 

This said, the output string of RC4 on a given key is 
not in fact a one-time pad, because it is not fully random. 
This may be seen in the fact that Alice and Bob know the 
process that generated the string, because they know their 
shared input key to RC4. In particular, they can write a 
short set of instructions describing to someone else how 
to generate exactly the same output string from RC4. If k 
denotes their shared key, these instructions would sim¬ 
ply say, “Give the key k as input to RC4.” They could not 
do this in the case of a truly random string. Suppose, for 
instance, that Alice and Bob generated a shared random 
string—that is, a one-time pad—by flipping a coin many 
times. If they gave the instructions “Flip a coin” to Carol, 
it is almost certain that Carol, in following the same in¬ 
structions, would generate a very different-looking string. 
Obviously, though, RC4 is much more convenient for Alice 
and Bob to use than a one-time pad, because it requires of 
them only that they share a key of, say, 128 bits in length. 
For all intents and purposes, this is true no matter how 
long the messages they wish to encrypt. 

The security of the RC4 cipher comes from the fact that 
from the perspective of Eve, who does not know the key, 
the output of RC4 is indistinguishable from a one-time 
pad. That is, if Alice were to give an RC4 output string to 
Eve (rather than using it for encipherment), and were also 
to give Eve a truly random string of the same length, Eve 
would not be able to tell the difference. Thus, as far as 
Eve is concerned, when Alice and Bob encrypt their 
messages using RC4, they might as well be using a one¬ 
time pad. This, at any rate, is a rough expression of the 
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conclusion that cryptanalysts have arrived at after many 
years of statistical study of the RC4 cipher. They express 
this belief by describing the output of RC4 as being 
pseudo-random. Strong block ciphers like AES are also 
believed to possess this property of pseudo-randomness, 
but in a different form. 

RC4 is of particular interest because it is one of the 
most commonly used ciphers in the world and included in 
the software of nearly every new PC sold today. It is gener¬ 
ally a component of the SSL encryption system used for 
secure credit-card transactions on the Internet. In other 
words, the closed padlock on a browser screen mentioned 
earlier in this chapter indicates that the RC4 cipher is 
being used. 

The design principal for RC4, like that of most sym¬ 
metric ciphers, is a delicate sequencing of a few very basic 
mathematical instructions. In RC4, the operations are the 
swapping of integer elements in a small array represent¬ 
ing a permutation and addition of small integers (in fact, 
modular addition, an operation explained later in this 
chapter). Others of Rivest s suite of cipher designs are also 
in common use, namely RC2, which forms the basis of 
many e-mail encryption programs, and also RC5. Apart 
from DES, 3-DES, AES, and the RC series, there are a 
number of other popular ciphers used in various systems 
today. These include IDEA, CAST-128, and Blowfish, to 
name just a few. 

Encryption and Passwords 

Symmetric-key ciphers are used not only to protect com¬ 
munications, but also commonly to protect files against 
unauthorized access. Many users rely on encryption soft¬ 
ware to protect files on their hard drives against exposure 
to hackers or to protect sensitive data in case of laptop 
theft. For these purposes, it is common for the user to use 
a password. The encryption software converts this pass¬ 
word into a key for use with a standard symmetric-key 
cipher such as AES. Because users typically use pass¬ 
words consisting of or closely related to words in their 
native languages, there is generally less randomness in 
the key generated by a password than in a randomly 
generated symmetric key. One well-known means for a 
hacker to attack password-encrypted hies in a particular 
encryption system, therefore, is to compile a large lexicon 
of common passwords. The hacker converts each entry 
in the lexicon into a symmetric key in the same manner 
as the encryption system and then uses each such key in 
a brute-force attack against individual users using that 
system. This is known as a dictionary attack. One way to 
reduce vulnerability to dictionary attacks is to use salt. 
This is a random string of bits generated for each pass¬ 
word individually and combined with the password in 
the generation of a symmetric key. The use of salt renders 
dictionary attacks more difficult, as it effectively forces 
an attacker to recompile the base lexicon for each target 
password. It should be understood nevertheless that salt 
is a limited countermeasure, and does not compensate 
for poor selection of passwords. 

Passwords are, of course, also the most common way 
for users to authenticate when logging into accounts 
over the Internet. In this context, however, the password is 


typically not used as an encryption key. Instead, the server 
to which the user is attempting to connect checks processed 
password information against a database entry for the 
requested account. 

Message Integrity: Hash Functions and 
Message Authentication Codes 

A critical problem that encryption alone does not solve is 
that of message integrity. When Bob sends a message to 
Alice encrypted using, for example, RC4, he may be rea¬ 
sonably well assured of the privacy of his communication 
if he uses the cipher correctly. When Alice receives his 
message, however, how does she know that Eve has not 
tampered with the message en route, by changing a few 
bits or words? Indeed, how does she even know that Bob is 
the one who sent the message? For this type of assurance, 
some additional cryptographic apparatus is required. 

One of the workhorses of the cryptographic world is 
an algorithm known as a hash function, which is a form 
of cryptographic compression algorithm. It takes as input 
a message m of arbitrary length and produces a message 
digest of fixed length—typically on the order of a few hun¬ 
dred bits. This message digest is essentially a kind of fin¬ 
gerprint or checksum for the message m. Modifying even 
a single bit of m renders the checksum invalid. Thus, a 
message digest can detect message transmission errors. 
As a cryptographic primitive, however, a hash function 
offers much stronger properties than the mere error de¬ 
tection afforded by a simple checksum. A well-designed 
hash function yields message digests that resist message 
modifications by sophisticated and powerful adversaries. 

A good hash function has the property of collision re¬ 
sistance, which means that it is infeasible—even using 
massive computing power—to find two messages, wz, and 
m 2 that have an identical message digest. (Since a hash 
function takes inputs of arbitrary length, but has a fixed- 
length output, a simple counting argument shows that 
message collisions do exist. They are just hard to find.) The 
property of collision resistance implies another, subtly 
different property called “preimage resistance.” Given a 
particular message mi, it is hard to find a second message 
m 2 with an identical message digest. 

Message digests can serve effectively as uniquely iden¬ 
tifying, compact digital tags for messages or documents. 
One application, for example, is integrity assurance for 
software. Suppose that Alice’s company wants to ensure 
that every new computer sent to an employee is config¬ 
ured in exactly the right way and contains no unauthor¬ 
ized programs, Trojans, or viruses. The IT (information 
technology) department might apply a hash function f to 
the hard-drive contents of an exemplar machine, obtain¬ 
ing a 256-bit message digest, which they publish on the 
company intranet. To inspect a new machine and ensure 
that it is configured identically with the exemplar, a com¬ 
pany employee can download its hard-drive contents onto 
a trusted computer, apply the hash function f, and check 
that the resulting message digest is the same as that pub¬ 
lished by the IT department. 

The most common hash functions in use today are 
MD5 (message digest 5), developed by Rivest, and SHA-1 
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(secure hash algorithm), developed by NIST. Recently un¬ 
covered, serious weaknesses in these two hash functions, 
however, are prompting industry migration to such hash 
functions as SHA-256 (so called because its digest length 
is 256 bits), a successor to SHA-1. 

Hash functions are unusual cryptographic algorithms 
in that they have no secret keys associated with them. 
Alice might think of appending a message digest z to her 
e-mail message m to Bob as a way of ensuring that Eve 
does not tamper with it. Eve, however, can simply swap 
in a new message m' of her choice, compute and append 
a new message digest z' , deceiving Bob into thinking that 
the message originates with Alice. 

It is possible, however, to combine a hash function with 
a secret key in precisely this setting so as to prevent mes¬ 
sage tampering. In particular, a tool known as a message 
authentication code (MAC) provides message integrity 
in symmetric-key settings. A MAC is essentially a hash 
function applied to a message with a secret key; viewed 
another way, it is like a cryptographically keyed check¬ 
sum. Making use of a shared secret key, Alice can append 
a MAC to her messages to Bob so as to enable Bob to be 
sure that Eve has not tampered with them. MACs can 
be combined with encryption to achieve message confi¬ 
dentiality and integrity simultaneously. 

In practice, naive ways of combining hash functions 
with secret keys to build MACs do not achieve the rig¬ 
orous technical assurances desired for well-designed 
cryptographic systems. Instead, well-designed industry 
applications today generally use HMAC, an algorithm de¬ 
veloped by Bellare, Canetti, and Krawczyk (1996), whose 
security is based on strong theoretical underpinnings. 

More on the Security of Symmetric-Key 
Cryptography 

As already explained, in the area of encryption, ciyptolo- 
gists know of a truly complete mathematical proof of se¬ 
curity only for the one-time pad. For DES, 3-DES, AES, 
RC4, and kindred ciphers, cryptographers have no such 
security proofs. Strong proof for these ciphers is not pos¬ 
sible at present; belief in their security, however, rests 
on fairly well-explored (if heuristic) mathematical foun¬ 
dations. The same lack of fundamental proof applies to 
other cryptographic algorithms, such as hash functions. 
In fact, as mentioned above, the most common hash func¬ 
tions in use today have been recently shown to contain 
design weaknesses. 

Shortly after the publication of DES, two cryptologists— 
Eli Biham and Adi Shamir (1991)—developed a technique 
called “differential cryptanalysis.” Roughly speaking, dif¬ 
ferential cryptanalysis involves statistical analysis of a 
cipher based on the way particular bits change (or do not 
change) in output ciphertexts when bits in certain posi¬ 
tions are flipped in input plaintexts. The technique of dif¬ 
ferential cryptanalysis helped to confirm the strength of 
DES and to inform the design of later ciphers. (Some time 
after the academic development of differential cryptanaly¬ 
sis, it was publicly revealed that the technique had already 
been familiar to the government intelligence community, 
and had indeed helped guide the design of DES.) 


Subsequently developed cryptanalytic techniques have 
further enhanced the collection of tools available to the 
cryptanalyst, influencing new designs for cryptographic 
algorithms in the process. 

In analyzing the security of a cipher or MAC, one 
might consider Eve as an inert eavesdropper, attempting 
to decipher or modify the messages sent between Alice to 
Bob by harvesting and analyzing the ciphertexts they 
exchange. In fact, cryptologists also consider a range of 
ways in which Eve might try to tamper with or otherwise 
influence what messages Alice and Bob exchange in the 
hope of learning additional information. For example, if 
Alice encrypts all of her e-mail, then Eve might send a note 
containing a petition to Alice, and ask Alice to forward it 
to her friends. If Alice sends the petition to Bob while Eve 
is eavesdropping, then Eve learns a ciphertext for which 
she herself has selected the corresponding plaintext. In 
other words, Eve is able to perform active experimenta¬ 
tion on the cipher. If Alice and Bob use a cipher that is 
poorly designed, then Eve may be able to gain informa¬ 
tion about their key in this way, or about messages they 
have exchanged with one another. This type of attack is 
known as a chosen-plaintext attack. It is an example of 
one of the types of attack against which cryptographers 
must ensure that their cipher designs are resistant. Anal¬ 
ogous attacks against MACs are possible. 

Even if a cryptographic primitive like a cipher is well 
designed, it must still be used with great care. Consider 
another example. Suppose that Alice and Bob always use 
a strong block cipher such as AES with a random 128-bit 
key to encrypt their communications. They perform en¬ 
cryption simply by dividing their messages into blocks 
and encrypting each block individually under their key. 
But suppose further that Eve knows that Alice and Bob 
exchange stock tips, and that these regularly take the form 
of simple buy and sell orders. Eve might then pass some 
stock tips to Alice, such as “Buy ABC, Inc.” and "Sell DEF 
Corp.,” and suggest that these be forwarded to Bob. If Eve 
eavesdrops while these stock tips are forwarded, then she 
learns what the corresponding ciphertexts look like. Thus, 
if Alice later sends the message “Buy ABC, Inc.” to Bob, 
Eve will be able to recognize the ciphertext and identify 
the corresponding buy or sell order. In other words, even 
though Alice and Bob are using a very strong cipher, Eve 
will be able to identify (and effectively, to decrypt) any of a 
small set of target messages! 

The way that Alice and Bob use a block cipher is 
known as a mode of operation. The naive example I just 
described is known as electronic code book (ECB) mode, 
a form whose use is avoided today in part because of 
the problem I have just described. To prevent Eve from 
learning what particular ciphertexts look like, Alice may 
adopt a mode of operation that involves the introduction 
of random bits into the message. One popular mode of 
operation today is known as cipher block chaining (CBC) 
mode. In this system, Alice divides her plaintext into 
blocks and inserts some freshly generated random bits at 
the beginning to serve as the first block. Alice then uses 
a principle of “chaining,” in which the encryption of 
one block is affected by the encryption of the previous one, 
thereby causing the randomness in the first block to prop¬ 
agate through the ciphertext. Although the architectural 



Public-Key Cryptography 


511 


motivations behind this mode are somewhat complex, its 
basic impact on message privacy is easy to understand. 
The fact that Alice introduces randomness into her ci¬ 
phertexts means that the same plaintext is not encrypted 
twice the same way, and thus that Eve cannot trick Alice 
so as to recognize the stock tips or other plaintexts that 
Alice encrypts. Other modes of encryption aim at formally 
achieving additional security aims like message authenti¬ 
cation. In particular, they enable Alice and Bob to ensure 
that the origin of messages is legitimate, and that the mes¬ 
sages do not include spurious insertions or modifications 
made by Eve. 

PUBLIC-KEY CRYPTOGRAPHY 

Many years of research have led to the widespread deploy¬ 
ment of strong symmetric-key ciphers and MACs capable 
of supporting high communication speeds. One might 
be tempted to believe that the basic problem of private 
communications has been solved and that the science of 
cryptology has run its course. Even if a symmetric-key 
cipher, hash function, or MAC is unbreakable, however, 
there remains a fundamental problem. I have assumed in 
this discussion that Alice and Bob share knowledge of a 
secret key. The question is: How do they obtain this key 
to begin with? 

If Alice and Bob can meet face to face, in the ab¬ 
sence of the eavesdropper Eve, then they may generate 
their shared key by repeatedly flipping a coin, or Alice 
may simply hand Bob a key written on a piece of paper 
or stored on a floppy disk. What if Alice and Bob wish to 
communicate privately over the Internet, however, with¬ 
out ever meeting? Alternatively, what if a commercial site 
on the Web wishes to enable any customer, new or old, to 
submit an order and credit-card number securely from 
anywhere in the world? The administrator of the Web site 
cannot possibly hope to communicate keys in private to 
all customers before they log in. To simplify the formi¬ 
dable difficulties that secure key distribution can pose, 
cryptographers have devised a form of mathematical 
magic known as public-key encryption or cryptography 
(also known as asymmetric-key cryptography, in contrast 
to symmetric-key cryptography). Using public-key cryp¬ 
tography, Alice and Bob can send each other encrypted 
messages securely, even if they have never met, and even 
if Eve has eavesdropped on all of their communications! 

In a public-key cryptosystem, Alice possesses not one, 
but two keys. The first is known as her public key. Alice 
makes this key known to everyone; she may publish it on 
her Web page, in Internet directories, or in any other public 
place. Her second, mathematically related key is known 
as a private key. Alice keeps this key secret. She does not 
divulge it to anyone else, even people with whom she 
wishes to communicate privately. Together, the public key 
and private key are referred to as a key pair. Bob sends 
a private message to Alice by performing a computation 
using her public key, and perhaps a private key of his own 
as well. 

Public-key cryptography is a powerful tool—indeed, 
one whose feasibility may at first seem counterintuitive. 
Even if Eve knows Alice and Bob’s public keys, it is pos¬ 
sible for Alice and Bob to communicate privately using 


public-key cryptography. Moreover, with public-key cryp¬ 
tography, not only Bob, but Carol or any other party can 
achieve private communication with Alice over a public 
communication medium like the Internet. 

Public-key cryptography can serve, moreover, not sim¬ 
ply for encryption, but also for data integrity. Alice can use 
her private key not only to decrypt messages that people 
send her, but also to create digital signatures on messages— 
encrypted or unencrypted—that she sends others. Using 
Alice’s public key, anyone can check the correctness of a 
message to which she has applied a digital signature. As 
I explain below, when a message bears a correct digital 
signature from Alice, it carries a very high assurance that 
not a single bit was modified by any other party subse¬ 
quent to Alice’s creation of the message. 

Diffie-Hellman Key Exchange 

Public-key encryption was the brainchild of Ralph Merkle, 
who in 1974 conceived a plausible, but somewhat imprac¬ 
tical initial scheme. The idea saw its first practical form 
in 1976 in a seminal paper by Whitfield Diffie and Martin 
Heilman entitled “New Directions in Cryptography." Diffie 
and Heilman proposed a system in which Alice can com¬ 
bine her private key with the public key of Bob, and vice 
versa, such that each of them obtains the same secret key. 
Eve cannot figure out this secret key, even with knowledge 
of the public keys of both Alice and Bob. This system has 
come to be known as Diffie-Hellman key exchange, ab¬ 
breviated D-H. 

D-H exploits a form of mathematics known as modu¬ 
lar arithmetic. Modular arithmetic is a way of restricting 
the outcome of basic mathematical operations to a set 
of integers with an upper bound. It is familiar to many 
schoolchildren as “clock arithmetic." Consider a clock on 
military time, by which hours are measured only in the 
range from zero to twenty-three, with zero corresponding 
to midnight and twenty-three to 11 o’clock at night. In 
this system, an advance of 25 hours on 3 o’clock brings us 
not to 28 o’clock, for example, but full circle to 4 o’clock 
(because 25 + 3 = 28 and 28 — 24 = 4). Similarly, an ad¬ 
vance of 55 hours on 1 o’clock brings us to 8 o’clock (be¬ 
cause 55 + 1 = 56 and 56 — (2 x 24) = 8). In this case, the 
number 24, an upper bound on operations involving 
the measurement of hours, is referred to as a modulus. 
When a calculation involving hours on a clock yields a 
large number, we subtract the number 24 until we obtain 
an integer between 0 and 23, a process known as modular 
reduction. This idea can be extended to moduli of different 
sizes. For example, in the modulus 10, the sum of 5 and 
7 would not be 12, which is larger than 10, but 2, be¬ 
cause modular reduction yields 12-10 = 2. We say that 
an arithmetic operation is modular when modular reduc¬ 
tion is applied to its result. For example, modular mul¬ 
tiplication is simply ordinary multiplication followed by 
modular reduction. We write mod p to denote reduction 
under modulus p. Thus, for example, it is easily seen that 
3x4 mod 10 = 2. 

Diffie and Heilman proposed a public-key cryptosys¬ 
tem based on modular multiplication, or more precisely, 
on modular exponentiation—that is, the repeated applica¬ 
tion of modular multiplication. Their scheme depends for 
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its security on the use of a modulus that is a very large 
number. In the systems used today, the modulus is typi¬ 
cally an integer that is 1024 bits in length—that is, a little 
more than 300 decimal digits. It is also generally prime, 
which is to say that apart from the number 1, it is not di¬ 
visible by any smaller integers. There are some additional, 
technical restrictions on the form of the modulus that I 
shall not explore here. 

The security of D-H is based on the following idea. Sup¬ 
pose thatp is a large modulus and g is an integer less than 
p (again, with some additional technical restrictions). 
Suppose that Alice selects a random integer a, also less 
than p. She then computes the integer y = g 1 mod p and 
gives the integers p, g, and y to Eve. It is believed by cryp- 
tologists that with this information alone, it is infeasible 
for Eve to figure out the value a. The task of figuring out a 
is known as the discrete logarithm problem, one that has 
been the subject of many years of study by mathemati¬ 
cians and cryptographers. Although the security of D-H is 
not directly based on the discrete logarithm problem, it is 
very closely related. 

In D-H, the values p and g are standard, public val¬ 
ues. They may be conveyed in some widely distributed 
piece of software, such as a browser. Alice selects a ran¬ 
dom integer a less than p as her private key and computes 
yAlice = g a mod p as her public key—that is, the key that 
she publishes. Bob similarly selects a random integer b, 
also less than p, as his own private key, and computes 
y Bob = g h mod p as his public key. Using her private key 
a, Alice can take the public key y Bob and compute a value 
k = (y Bo b) a modp. Bob, similarly, can compute exactly the 
same value k using y Alice in combination with his own pri¬ 
vate key b. In particular, it is also the case that k = (yAiice) b 
mod p (thanks to the commutative properties of modular 
exponentiation). Eve, however, cannot figure out the se¬ 
cret k. This, at least, is the belief of cryptologists, based 
on the idea that Eve knows neither of the private keys a 
and b and on the difficulty of the discrete logarithm prob¬ 
lem. Thus, if Alice and Bob use the secret k as the basis 
for private communication using a symmetric-key cipher 
like AES, Eve will be unable to eavesdrop successfully on 
their communications. This is a capsule summary of the 
idea behind the Diffie-Hellman cryptosystem. There are 
other details involved in making D-H a secure, workable 


system, which I gloss over in this description. I also note 
in passing that an attractive feature of D-H is the fact that 
variants may be implemented over algebraic structures 
known as elliptic curves. This results in more compact 
key lengths and faster running times. 

D-H is used, among other places, in some versions of 
PGP (pretty good privacy), a popular piece of encryption 
software used to secure Internet communications such as 
e-mail, and available as freeware in some versions. 

The RSA Cryptosystem 

A year after the publication of Diffie and Heilman's key 
exchange system, three faculty members at MIT pro¬ 
posed a new public-key cryptosystem. This cryptosystem 
is called RSA after its three inventors, Ronald Rivest, 
Adi Shamir, and Leonard Adleman. RSA is now the most 
widely deployed cryptosystem in the world (RSA Labora¬ 
tories 2007). 

Use of the RSA cryptosystem for encryption is very 
similar to the use of D-H. One superficial difference is 
that in the RSA cryptosystem, Bob can send an encrypted 
message to Alice without having a public key of his own. 
In particular, Bob can encrypt a message directly under 
Alice’s public key in such a way that Alice can decrypt 
the ciphertext using her private key. Figure 2 diagrams 
this operation of RSA and similar public-key encryption 
schemes. (Much the same functionality can be achieved 
with D-H by having Bob generate a temporary key pair 
on the fly and using this as the basis for encryption of a 
message for Alice.) 

There are two rather more important differences be¬ 
tween the two cryptosystems. The first lies in the speed of 
their respective operations. In RSA, encryption is a very 
fast operation; it generally requires less computational 
effort than a D-H key exchange. Decryption, however, is 
several times slower for RSA than for key exchange in 
D-H. Another important difference between the two is a 
feature present in RSA. RSA can also be used to perform 
digital signing, an operation not covered in this chapter, 
but of central importance in cryptography. Digital sign¬ 
ing achieves the goal of authenticating messages—that 
is, proving their origin, rather than concealing their 
contents. 


Alice 


Bob 



▼ 

Eve 


plaintext m 


Figure 2: Public-key encryption (e.g., RSA). Alice generates for herself a private key SK A and corresponding public key PK A . Suppose 
then that Bob wishes to transmit plaintext message m securely to Alice over a channel subject to eavesdropping. Bob encrypts m 
under public key PK A to obtain ciphertext c, which the transmits to Alice. Eavesdropper Eve learns the ciphertext c and may also 
learn PK A , as it is a public value. If the public-key encryption algorithm is well constructed and properly used, however, Eve should 
be unable to learn m 
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The RSA system uses modular arithmetic, the same 
type of mathematical basis as for Diffie-Hellman key ex¬ 
change. In D-H, the modulus is a published value that may 
be used by any party to construct his or her key pair. In 
RSA, however, every party uses a different modulus, pub¬ 
lished as part of his or her public key. Thus, if Bob wishes 
to encrypt a message for Alice, he uses a modulus N Aiice 
unique to the public key of Alice; if he wants to encrypt 
a message for Carol, he uses a different modulus, N Carol . 
The reason for the use of different moduli is the fact that 
the value of the modulus in the RSA cryptosystem relates 
directly to that of the private key. 

A modulus N in the RSA cryptosystem has a special 
form. It is the product of two large prime integers, gener¬ 
ally denoted by p and q. In other words, N = p X q. The 
pair of primes p and q are treated as private values in 
the RSA cryptosystem; they are used to compute the pri¬ 
vate key for the modulus N. Thus, the security of RSA is 
related very closely to the difficulty of determining the 
secret primes p and q given knowledge of the modulus N. 
This is known as the problem of factoring and is believed 
to be extremely difficult when p and q are large. In typical 
systems today, p and q are chosen to be primes of about 
512 bits in length, so that N is an integer of about 1024 
bits, the same length as generally selected for a Diffie- 
Hellman modulus. Factoring is the only effective method 
known for attacking RSA when the cryptosystem is used 
properly. 

Among its many other uses, the RSA cryptosystem 
(along with RC4) is used as the basis for SSL, the en¬ 
cryption system in most Web browsers today, and also in 
some versions of PGP software. 


More Technical Detail on RSA 

I now describe in more mathematical detail how the RSA 
cryptosystem works. Unable as we are to delve further 
into the underlying mathematics, I provide only prescrip¬ 
tive formulae, without explaining the rationale behind 
them. For further information, the reader is directed 
to a good textbook (e.g., Menezes, van Oorschot, and 
Vanstone 2001). 

To compute her public key, Alice selects two random 
primes, p Alice and ^Ai ice , both of roughly equal length in bits 
(e.g., 512 bits long). The product 

A^Alic /Alice X q Alice 

is the modulus used by Alice in her public key. She also se¬ 
lects a small odd integer e AJicc ; generally, this value is more 
or less standardized in a given system, the integer 65535 
being a common choice. An additional restriction on e Alice 
is that it must not have a factor in common with p Alice -1 
or q Mice — 1, a criterion considered in the selection of 
primes. Together, the pair of values (eAlice, AfAlice) constitutes 
Alices public key. Her private key is computed as follows. 
Let 4>(A , Aiice) = (pAi ic e - 1) X (< 5 / 41 ^-!)- Alice computes her 
private key, generally denoted by d Aics , in such a way that 
fiAiice Alice = 1 mod 4>(AfAlice). The bit-length of the private 
key dAlice here is typically quite close to that of 


A message in the RSA cryptosystem consists of a posi¬ 
tive integer m less than N Aii Ce . To encrypt m, Bob com¬ 
putes the ciphertext 

c = m AUce mod N Atice . 

As a technical restriction required to achieve good se¬ 
curity, the plaintext m is formatted so as to be about equal 
in length to the modulus, resulting in a ciphertext that is 
similarly so. To decrypt the ciphertext, Alice applies her 
private key and computes 

m = c dAhce mod N Mtce . 

An Example 

Let us consider a small example to provide some flavor 
of how the RSA cryptosystem works. For illustrative 
purposes, we consider integers much smaller than those 
needed for true, secure use of RSA. Suppose that p A iice and 
PAlice are 5 and 11, respectively. Then N A u ce = 5 X 11 = 55. 
Observe that eAi iC e — 3 does not divide pAi ice - 1 or g Alice — 1 • 
Thus, Alice can use (eAiice, A/Ai ice ) = (3,55) as her public key. 
A valid private key for Alice is d Ai iC e = 27, because 4 , (N A ii C e) 
= ( PAiice ~ 1) X (q AIice - 1) = (5 - 1) X (10 - 1) = 40, and 
s A Hce X 27 = 81 = 1 mod 40. 

To encrypt the message m = 7, Bob computes the 
ciphertext c = 7 3 mod 55 = 343 mod 55 = 13. Alice de¬ 
crypts the ciphertext c = 13 by computing 13 27 mod 55. 
Using a pocket calculator, the reader can easily verify that 
the result of this decryption operation is indeed the origi¬ 
nal plaintext m = 7. 

The security of RSA requires some special, techni¬ 
cal restrictions on the value of m. In fact, as the RSA 
cryptosystem is generally used, the message m is itself 
the key for a symmetric-key cryptosystem such as AES, 
and is specially formatted prior to encryption. Public- 
key cryptosystems are generally used in conjunction with 
symmetric-key cryptosystems, as discussed below. 

With a 1024-bit RSA modulus, a Pentium Celeron 
processor running at about 2 GHz can perform roughly 
150 RSA decryption operations per second, and about 
2250 encryption operations per second under the public 
exponent e = 65535. (These speeds, of course, can vary 
enormously depending on the particular software imple¬ 
mentation and system configuration.) 

As explained above, the security of the RSA cryptosys¬ 
tem is closely related to the difficulty of factoring the prod¬ 
uct of two large primes. Security guidelines for RSA thus 
depend on advances in the factoring problem made by 
researchers, as well as the cost and availability of comput¬ 
ing power to a potential attacker. According to guidelines 
issued in April 2005 by NIST, 1024-bit RSA moduli may 
be used for most data-security applications through 2009. 
For more sensitive data, or for security needs beyond that 
date, a 2048-bit RSA modulus is recommended instead. 
Although there is substantial debate and uncertainty 
among cryptographers as to the exact ongoing security 
level afforded by RSA, there is general agreement as to the 
rough accuracy of these predictive guidelines. To avoid a 
common misconception, it should be emphasized that the 
mathematical basis for the RSA cryptosystem means that 
the recommended modulus lengths, and thus the public 
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and private keys, are substantially longer than the 128- to 
256-bit key lengths prescribed for symmetric-key ciphers. 

How Public-Key Encryption Is Used 

Encryption of a large quantity of data is generally much 
slower using a public-key cryptosystem than using a 
symmetric-key cipher. On the other hand, public-key en¬ 
cryption offers an elegant approach to the problem of 
distributing keys that is unavailable in symmetric-key 
ciphers. It is common in practice, therefore, to combine 
the two types of encryption systems in order to obtain the 
best properties of both. This is achieved by use of a sim¬ 
ple principle known as enveloping. Enveloping involves 
use of a public-key cryptosystem such as RSA as a vehicle 
for transporting a secret key, which is itself then used for 
encryption with a symmetric-key cipher. To send a mega- 
byte-long file to Alice, for example, Bob might select a 
random 128-bit RC4 key k and encrypt the hie under k. He 
would then send this ciphertext of the hie to Alice, along 
with an RSA encryption of k under Alices public key. 
In effect, enveloping is a way of making a public-key cryp¬ 
tosystem faster. Enveloping yields much the same data 
hows as in Figure 2. The only difference is that a symmet¬ 
ric key k is encrypted rather than an ordinary plaintext m; 
in addition to the public-key ciphertext c, Bob also trans¬ 
mits a symmetric-key ciphertext c ', namely the message 
m encrypted under k using a symmetric-key cipher. 

As with symmetric-key ciphers, cryptologists aim to de¬ 
sign public-key cryptosystems to withstand a wide range of 
possible attacks, involving some very strong ones in which, 
for example, Eve can persuade Alice to decrypt a range of 
ciphertexts that Eve herself selects. Like symmetric-key 
block ciphers, when used in a naive manner, RSA has a 
limitation in that encryption of the same plaintext always 
yields the same ciphertext; it also has the additional weak¬ 
ness of leaking some bits of a plaintext. Prior to encryption 
under RSA, therefore, it is common practice to subject a 
message to a special type of formatting that involves the 
addition of random bits. Loosely speaking, this incorpora¬ 
tion of randomness serves much the same purpose as in 
the case of cipher-block chaining for symmetric-key block 
ciphers, as described above. Other aspects of the format¬ 
ting process permit the RSA cryptosystem to withstand 
other forms of attack, and to do so with guarantees that 
are subject to rigorous mathematical justification. 

Most public-key encryption systems have an additional 
advantage over symmetric-key systems, in that they per¬ 
mit a flexible approach to distributed storage of the private 
key, known as secret sharing. This is a way of mathemati¬ 
cally splitting a private key into a number of elements 
known as shares. To achieve a decryption operation, each 
of these shares may be applied individually to a ciphertext, 
without the need to assemble the shares themselves in a 
single place. Thus, a cryptosystem can be set up so that 
compromise of any one share does not expose the full de¬ 
cryption key itself. For example, Alice can divide her pri¬ 
vate key into, say, three shares, keeping one for herself and 
giving one each to her friends Bob and Carol. To decrypt 
a ciphertext, Alice can ask Bob and Carol to apply their 
shares and to send her the result. Alice can then complete 
the decryption with her own share, without Bob or Carol 


seeing the resulting plaintext. If an attacker breaks into 
Alices computer and obtains her share, the attacker will 
still be unable to decrypt ciphertexts directed to Alice 
(without also obtaining the assistance of Bob and Carol). 
The system can even be set up so that decryption is possi¬ 
ble given particular sets of shares. Thus, for example, Alice 
might be able to achieve decryption of her ciphertexts even 
if Bob or Carol is on vacation. 

Despite its great flexibility, public-key cryptography 
does not directly address all the challenges of key distribu¬ 
tion. For example, we have said that Alice can safely dis¬ 
seminate her public key as widely as she likes, publishing 
it in Internet directories and so forth. But when Bob ob¬ 
tains a copy of Alice s public key, how does he really know 
it belongs to Alice, and is not, for example, a spurious key 
published by Eve to entrap him? To solve problems of 
this kind, we appeal to a public-key infrastructure (PKI), 
as explained in detail in, for example, Perlman (2006) 
Another issue worth mentioning—and a pitfall for many 
system designers—is the problem of finding an appropri¬ 
ate source of randomness for generating keys. Good gen¬ 
eration of random bits is the cornerstone of cryptographic 
security and requires careful attention. 

DIGITAL SIGNATURES 

Public-key cryptography can be used not only for encryp¬ 
tion, but also for message integrity. A digital signature is 
the public-key analog of a message authentication code. 
In fact, the RSA cryptosystem itself can be used to per¬ 
form message signing, and is the most commonly used 
algorithm for that purpose. To apply a digital signature 
to a message m, Alice executes an RSA operation using 
her private key SK A . That is to say that (setting aside low- 
level differences) Alice performs a decryption operation 
on m —i.e., exponentiation by d A i ice —to produce a digital 
signature 2,„. Anyone with access to Alice’s public key 
PK a can verify the signature 2„, on m. The verification 
procedure is essentially like that of encryption—that is, it 
involves exponentiation by eAj ice . 

Of course, the need to apply digital signatures to long 
messages is as common as that of encrypting long mes¬ 
sages. Digital signing, therefore, requires a procedure 
analogous to enveloping so that a single application of 
the RSA algorithm suffices to sign a long message. In the 
case of digital signatures, messages are compressed prior 
to signing by means of a hash function. This is to say that 
in generating 2„„ Alice does not apply the RSA algorithm 
directly to m, but instead to a specially processed mes¬ 
sage digest m. 

A message digest is in fact padded prior to signing. Pad¬ 
ding is a randomized transform that meets the bit-length 
requirements of the RSA algorithm and also provides im¬ 
portant security assurances. The optimal asymmetric en¬ 
cryption padding (OAEP) of Bellare and Rogaway (1994) is 
the most common form of padding in use with RSA today. 

Certificates 

As explained above, public-key encryption addresses the 
problem of key management—that is, the distribution of 
secret keys between communicating parties. Simply by 
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exchanging their respective public keys, PK A and PK B , Al¬ 
ice and Bob can communicate privately without ever meet¬ 
ing in secret. But even public-key cryptography leaves an 
unresolved problem. When Bob receives a public key from 
Alice—via e-mail, for instance—how does he know that it is 
authentic? How does he know, for example, that Eve has not 
impersonated Alice and sent him her own public key PK V , so 
that she can decrypt messages that Bob sends to Alice? 

Digital signatures support a tool for secure distribution 
of public keys. Suppose that Alice and Bob both possess 
the public key PK T of a mutually trusted third party, Trent. 
Trent can help Alice and Bob exchange public keys by 
certifying their correctness. Suppose that Trent creates a 
digital signature 2 XA , on a message that includes Alice’s 
key PK a as well as her name, “Alice.” If Bob receives PK , 
along with Trent’s signature 2 :/;a , then by verifying the 
correctness of 2^, he can leverage his trust in Trent to 
assure himself that he has indeed received a correct key 
for Alice. The digital signature 2^, which binds Alice’s 
key to her name, is known as a certificate. 

Certificates are very flexible. They can support diverse 
sets of trust relationships. To assure Bob that PK T itself is 
valid, for example, Trent might obtain a certificate binding 
PK t to the name “Trent” from a trusted organization—for 
example, a town government. To provide further assur¬ 
ance, the town government might have its own certifi¬ 
cate digitally signed by a state government, and so forth. 
A sequence of certificates of this kind is called a "certifi¬ 
cate chain.” Bob’s trust in the certificate at the bottom of 
chain—Alice’s, in this example—relies on Bob’s trust of the 
public key (or certificate) at the top of the chain. Bob’s trust 
in the chain, therefore, depends on his preexisting trust in 
the certificate at the top of the chain. Thus, a network of 
certificates and public keys relies on a small set of univer¬ 
sally trusted public keys against which certificate chains 
may be anchored. These public keys are called "root keys.” 
A system of public-key cryptography with supporting cer¬ 
tificates is called a “public-key infrastructure" (PKI). 

Certificates play an important role in Web browser se¬ 
curity. Web sites that implement SSL present their public 
keys to the browsers of visiting users in the form of cer¬ 
tificates. (By clicking on the lock appearing in the browser 
during an SSL session, you can obtain information about 
the certificate, including the name of the entity that owns 
it, and various cryptographic characteristics, like the as¬ 
sociated RSA-key length.) Browser certificates bind public 
keys to the identities (domain names) of the sites that pos¬ 
sess them. To permit the verification of SSL certificates, 
browsers come with preinstalled set of root keys. 

CONCLUSION 

Encryption algorithms, hash functions, message authen¬ 
tication codes, and digital signatures, as described above, 
are the most commonly deployed cryptographic primi¬ 
tives, but are just the tip of the iceberg. Just a few other 
notable cryptographic tools are: 

Challenge-response authentication —A MAC or digital 
signature can serve not just to authenticate a message, 
but also to authenticate a device. For example, many 
automobile ignition keys today contain tiny wireless 


devices that perform a digital authentication protocol 
with a reader inside the vehicle. (This procedure serves as 
a countermeasure to hot-wiring and to undesirable copy¬ 
ing of keys.) The reader shares a secret key k with the ig¬ 
nition key. When the ignition key is placed in the key slot 
by the steering column, the reader transmits a random 
value c —referred to as a challenge—to the ignition key. 
The ignition key computes a MAC z on the challenge c, 
and returns z to the reader. Only if the MAC is correct 
does the automobile start. Many other wireless devices, 
like payment tokens, use similar protocols, and some de¬ 
vices use public-key variants involving digital signatures. 
Identity-based encryption (IBE) —IBE is a form of en¬ 
cryption developed by Boneh and Franklin in 2001 (Boneh 
and Franklin 2003). It permits the transmission of encrypted 
messages without the need for a sender to look up the pub¬ 
lic key or associated certificate of a receiver. In this system, 
the name of the receiver, or associated information like her 
e-mail address, is in fact her public key. (The system does re¬ 
quire distribution of a master key, however.) The mathemat¬ 
ics underlying IBE is quite elegant and useful for minimiz¬ 
ing communication in other cryptographic applications. 
Digital rights management (DRM) —Designers of sys¬ 
tems to restrict unauthorized dissemination of media have 
pressed a range of cryptographic tools into service. One 
example is broadcast encryption, a set of techniques that 
permits content to be encrypted for a dynamically chang¬ 
ing set of entities. For example, cable television providers 
wish to encrypt their broadcasts so as to prevent pirating 
of their content. They would like valid set-top boxes to be 
able to decrypt content, but would also like to be able to 
render content inaccessible to consumers whose subscrip¬ 
tions have lapsed or to pirated set-top boxes. Sophisticated 
schemes for distributing cryptographic keys can support 
the dynamic access privileges required in such an environ¬ 
ment. In addition, some broadcast encryption schemes 
support a complementary process of traitor tracing, namely 
the ability on examining a set-top box to determine which 
keys it contains and thereby implicate the sets of valid set¬ 
top boxes involved in the creation of pirate boxes. 

At the frontiers of cryptology are ideas beyond the tradi¬ 
tional conceptual and physical boundaries of computing 
systems. In some cases, for instance, a clever attacker can 
extract a secret key from a device by observing side in¬ 
formation, like computing time and power consumption. 
The field of side-channel analysis involves the develop¬ 
ment of countermeasures to these devious attacks. Some 
researchers are casting much farther afield, and consid¬ 
ering technologies that may play a role in cryptology in 
decades to come, such as computers and networks that 
operate on quantum-mechanical principles. 

GLOSSARY 

AES: The advanced encryption standard, a symmetric- 
key cipher known as Rijndael, serving as a successor 
to DES. 

Asymmetric: In the context of encryption, a type of cryp¬ 
tographic system in which a participant publishes an 
encryption key and keeps private a separate decryption 
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key. These keys are respectively referred to as public 
and private. RSA and D-H are examples of asymmetric 
systems. Asymmetric is synonymous with public-key. 

Certificate: A digitally signed public key and associated 
information; a certificate generally creates an authen¬ 
ticated binding of a key to an owner. 

Ciphertext: The data conveying an encrypted message. 

Cryptanalysis: The science of analyzing weaknesses in 
cryptographic systems. 

Cryptography: The science of constructing mathemati¬ 
cal systems for securing data. 

Cryptology: The combination of the complementary 
sciences of cryptography and cryptanalysis. 

Cryptosystem: A complete system of encryption and 
decryption, typically used to describe a public-key 
cryptographic system. 

Decryption: The process of obtaining a readable mes¬ 
sage (a plaintext) from an encrypted transformation of 
the message (a ciphertext). 

DES: The data encryption standard, an existing form 
of symmetric cipher in wide use today, often in a 
strengthened variant known as triple DES. 

Diffie-Hellman (D-H): A public-key cryptosystem used 
to exchange a secret (symmetric) key. 

Digital Signature: Information appended to a message 
that ensures its integrity and authenticity; generally 
used to describe information derived from a public- 
key cryptosystem. 

Encryption: The process of rendering a message 
(a plaintext) into a data string (a ciphertext) with 
the aim of transmitting it privately in a potentially 
hostile environment. 

Enveloping: A method for using a symmetric-key ci¬ 
pher in combination with a public-key cryptosystem 
to exploit simultaneously the advantages of the two 
respective systems. 

Hash Function: A cryptographic algorithm that com¬ 
presses a message of arbitrary length into a fixed- 
length message digest. 

HMAC: A commonly used MAC scheme. 

Key: A short data string parameterizing the operations 
within a cipher or cryptosystem, and whose distribu¬ 
tion determines relationships of privacy and integrity 
among communicating parties. 

Key Pair: The combination of a public and private key. 

Message Authentication Code (MAC): Information 
appended to a message that ensures its integrity 
and authenticity; generally used to describe infor¬ 
mation derived from a symmetric-key cryptographic 
algorithm. 

Message Digest: The output yielded by a hash function; 
a message digest serves as a cryptographic checksum 
or fingerprint on a digital message. 

Plaintext: A message in readable form, prior to encryp¬ 
tion or subsequent to successful decryption. 

Private Key: In an asymmetric or public-key crypto¬ 
system, the key that a communicating party holds pri¬ 
vately and uses for decryption or completion of a key 
exchange. 

Public Key: In an asymmetric or public-key cryptosys¬ 
tem, the key that a communicating party disseminates 
publicly. 


Public Key: In the context of encryption, a type of cryp¬ 
tographic system in which a participant publishes an 
encryption key and keeps private a separate decryption 
key. These keys are respectively referred to as public 
and private. RSA and D-H are examples of public-key 
systems. Public key is synonymous with asymmetric. 

RC4: A symmetric-key cipher of the type known as a 
stream cipher. Used widely in the SSL (secure sockets 
layer) protocol. 

RSA: A public-key cryptosystem in very wide use today, 
as in the SSL (secure sockets layer) protocol. RSA can 
also be used to create and verify digital signatures. 

Symmetric: A type of cryptographic system in which 
communicating parties use shared secret keys. The 
term is also used to refer to the keys used in such a 
system. 

CROSS REFERENCES 

See Access Control, Authentication', Biometrics. 
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FURTHER READING 

Two broad and accessible introductory books on the 
field of cryptology are Applied Cryptography, by Bruce 
Schneier (2002), and the online compendium Frequently 
Asked Questions about Today’s Cryptography (RSA Labo¬ 
ratories 2006). A more detailed technical treatment of 
cryptographic techniques and concepts, along with an 
extensive bibliography, may be found in the excellent 
Handbook of Applied Cryptography , by Alfred J. Menezes, 
Paul C. van Oorschot, and Scott A. Vanstone (2001). De¬ 
tailed information on the AES algorithm (Rijndael) is 
available in The Design of Rijndael, by Joan Daeman and 
Vincent Rijmen (2002). 

Readers interested in the practical application of 
cryptography in real-world systems may wish to consult 


Network Security: Private Communication in a Public 
World, by Charlie Kaufman, Radia Perlman, and Mike 
Speciner (2002) and Cryptography and Network Security: 
Principles and Practice, by William Stallings (2002). For 
a more comprehensive view of security engineering, an 
excellent work is Ross Anderson’s Security Engineering: A 
Guide to Building Dependable Distributed Systems (2001). 
Of similar interest is Bruce Schneier's Secrets and Lies 
(2004), which offers some caveats regarding the limita¬ 
tions of cryptography and other security tools. 

A good introductory textbook of a more academic flavor 
is Cryptography: Theory and Practice, by Douglas Stinson 
(2005). For information on the foundational mathemat¬ 
ics and theory of cryptology, an important work is Foun¬ 
dations of Cryptography by Oded Goldreich; this evolving 
series now includes two volumes: Foundations of Cryptog¬ 
raphy: Basic Tools (2000) and Foundations of Cryptogra¬ 
phy: Basic Applications (2004). For a historical overview 
of cryptology, the classic text is The Codebreakers, by David 
Kahn (1996). More up-to-date, although less exhaustive, 
is The Science of Secrecy from Ancient Egypt to Quantum 
Cryptography, by Simon Singh (2000). 

The use and export of products containing strong cryp¬ 
tographic algorithms were at one time strongly restricted 
by regulations of the U.S. government and other nations. 
The U.S. government dramatically relaxed its restrictions 
in 2000, however, as did many other nations at around 
the same time. Some countries, such as China, still retain 
strong regulations around both domestic use and import 
and export of cryptographically enabled products. While 
regulations treating the use of cryptography are in 
frequent flux, readers may refer to Electronic Privacy 
Information Center (2006) for historical and current in¬ 
formation on this topic. 

Many cryptologists are members of the International 
Association for Cryptologic Research (IACR), whose 
home page (IACR 2006) lists publications and confer¬ 
ences devoted to advanced research in cryptography and 
cryptanalysis. 
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INTRODUCTION 

An important requirement of any system is to protect its 
data and resources against unauthorized disclosure (se¬ 
crecy or confidentiality) and unauthorized or improper 
modifications (integrity), while at the same time ensuring 
their availability to legitimate users (no denial-of-service 
or availability) (Samarati and De Capitani di Vimercati 
2001). The problem of ensuring protection has existed 
since information has been managed. However, as tech¬ 
nology advances and information management systems 
become more and more powerful, the problem of en¬ 
forcing information security also becomes more critical. 
The development of information technology in the past 
few years has led to the widespread use of computer sys¬ 
tems to store and manipulate information and has greatly 
increased the availability, the processing power, and the 
storage power of information systems. However, it has 
also posed new serious security threats and has increased 
the potential damage that violations may cause. More than 
ever today, organizations depend on the information they 
manage. A violation to the security of the information may 
jeopardize the whole system and cause serious damages. 
Hospitals, banks, public administrations, private organi¬ 
zations—all of them depend on the accuracy, availability, 
and confidentiality of the information they manage. Just 
imagine what could happen, for example, if an organiza¬ 
tion’s data were improperly modified, were not available 
to the legitimate users because of a violation blocking ac¬ 
cess to the resources, or were disclosed to the public. For 
instance, imagine the damage that could be caused by the 
improper modification of a prescription for a medication. 

A fundamental component in enforcing protection 
is represented by the access control service whose task is 
to control every access to a system and its resources and 
ensure that all and only authorized accesses can take 
place. Access control usually requires authentication (i.e., 
the process of certifying the identity of one party to an¬ 
other) as a prerequisite. In general, when considering an 
access control system, it is necessary to make a distinc¬ 
tion among access control policies, access control mod¬ 
els, and access control mechanisms. A policy defines the 
(high-level) rules, expressed using an adequate language, 
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according to which access control must be regulated. 
A model provides a formal representation of the access 
control security policy and its working. The formalization 
allows the proof of properties of the security provided by 
the access control system being designed. A mechanism 
defines the low-level (software and hardware) functions 
that implement the controls imposed by the policy and 
formally stated in the model. Access control policies may 
be grouped into three main classes: discretionary, man¬ 
datory, and role-based (described in the section on “Ac¬ 
cess Control Policies”). 

In the remainder of this chapter, we start with a brief 
overview of the basic approaches to access control poli¬ 
cies, and continue with a discussion of the main desiderata 
for an access control system. We then survey the access 
control services provided by some of the most popular 
operating systems, database management systems, and 
network solutions. Although clearly their characteristics 
will vary from one class to the other as their focus is dif¬ 
ferent (e.g., database management systems focus on the 
data and rely on the operating systems for low-level sup¬ 
port), we will comment on how they accommodate (or do 
not accommodate) the features introduced in the section 
on desiderata. Also, while covering a feature in some way, 
some systems take unclear solutions that may have side 
effects in terms of security or applicability, aspects that 
should be taken into account when using the systems. We 
therefore present an overview of different access control 
solutions, outlining their strengths and limitations. This 
can serve as an interesting reference for readers involved 
in access control development and access control speci¬ 
fications. It is, however, important to highlight that no 
solution is more secure in absolute terms; each solution 
has to be evaluated depending on the specific context and 
protection requirements that need to be enforced. 

ACCESS CONTROL POLICIES 

Access control policies can be grouped into three main 
classes: discretionary, mandatory, and role-based (Castano 
et al. 1995). We now briefly describe the main character¬ 
istics of these policies. 
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Carol 


Own, Read, Write 



Figure 1 : Example of an access matrix 


The discretionary access control (DAC) policies con¬ 
trol access based on users’ identities and on a set of rules, 
called “authorizations,” explicitly stating which subjects 
can execute which actions on which resources. Early 
approaches to authorization specifications use authori¬ 
zation triples (s, o, a ) stating that user s can execute ac¬ 
tion a on object o. One of the first models that provided a 
framework for describing DAC policies is the access ma¬ 
trix model (Lampson 1974). In this model, the state of the 
system is represented through a triple (S, O, A), where S is 
the set of subjects, O is the set of objects, and A is a matrix 
with a row for each subject s e S and a column for each 
object o e O. Each entry A[s,o] contains the set of actions 
that subject 5 is allowed to perform over object o. Figure 1 
illustrates an example of access matrix. The access control 
matrix is usually not very suitable for direct implementa¬ 
tion because it is likely to be sparse. For this reason, the 
access matrix is typically implemented according to the 
following three mechanisms. 

• Authorization table. Nonempty entries in A are stored in 
a table with three columns: user, action, and object. 

• Capabilities. Capabilities correspond to rows of the ac¬ 
cess matrix. Each subject is associated with a list of ob¬ 
jects, together with the set of actions she can perform 
on each of them. 

• Access control lists (ACLs). ACLs correspond to columns 
of the access matrix. Each object is associated with a 
list of subjects, together with the set of actions they can 
perform on the object. 

Figure 2 shows the authorization table, capabilities, and 
access control lists, respectively, corresponding to the ac¬ 
cess matrix in Figure 1. Note, however, that recent access 
control approaches support authorizations more complex 
than the simple authorization triple (s, o, a). These ap¬ 
proaches allow conditions to be associated with authori¬ 
zations to restrict their validity, and support the concept 
of user groups, which greatly simplifies management of 
authorizations, since a single authorization granted to a 
group can be enjoyed by all its members. Also, since there 
will be many cases in which exceptions (i.e., authoriza¬ 
tions applicable to all members of a group but few) will 
need to be supported, modern access control solutions 
support both positive and negative authorizations 
(Samarati and De Capitani di Vimercati 2001). 

The main problem of DAC policies is that they ignore 
the distinction between a user (a human entity interact¬ 
ing with the system) and a subject (a process generated 
by a user). This implies that all requests submitted by a 
process running on behalf of some user are evaluated 


against the authorizations of the user. This aspect makes 
discretionary policies vulnerable to Trojan horses. A Tro¬ 
jan horse is a computer program with an apparently use¬ 
ful function, which contains a piece of malicious code. 
This piece of code is hidden to the user and exploits the 
authorizations of the invoking user to make actions it 
would not be allowed to. As an example, consider two us¬ 
ers, namely Alice and Bob, and suppose that Alice is the 
owner of a file, namely file A, that contains highly sensi¬ 
tive data and such that no users other than Alice are au¬ 
thorized to access the file. Bob wants to read the content 
of such a hie and implements a useful utility program. In 
this utility program, Bob embeds a hidden function that 
reads hie A and copies the contents into a hie, namely 
hie B. File B has an ACL associated with it that allows 
processes executing on Alice’s behalf to write to it, while 
allowing Bob's processes to read it. When Alice executes 
the utility program, it assumes her identity and thus her 
access rights to hie A. The utility program then copies the 
contents of hie A to hie B. This copying takes place within 
the constraints of the DAC policy, and Alice is unaware of 
what is happening. 

The problem of Trojan horses is solved by mandatory 
access control (MAC) policies. In general, these policies 
control access based on mandated regulations deter¬ 
mined by a central authority. The most common form of 
MAC policies is the multilevel security policy, based on 
classihcations associated with subjects and objects. An 
access class is usually composed of two elements: a secu¬ 
rity level and a set of categories. Security levels are an or¬ 
dered set of elements, while categories are an unordered 
set of elements that dehne the area of competence of us¬ 
ers and data. Consequently, access classes form a partially 
ordered set, in which the dominance relationship, which 
dehnes the partial order among access classes, is dehned 
as follows: class c { dominates class c 2 if the security level 
of Ci is greater than or equal to the security level of c 2 and 
the set of categories in c 2 is a subset of or is equal to the 
set of categories in ci. The set of access classes together 
with the dominance relationship form a lattice. 

For instance, consider a system with two security lev¬ 
els, Top Secret (TS) and Secret (S), where TS>S, and two 
categories. Economic and Financial. The corresponding 
lattice has eight access classes, as illustrated in Figure 3. 
The top element of the lattice is <TS, {Economic, Fi¬ 
nancial } >, while the bottom element is <S, {} >. Access 
requests are granted or denied on the basis of the relation¬ 
ship between the classes of the requesting subjects and of 
the requested objects. In particular, there are two kinds of 
multilevel mandatory security policy: secrecy-based (Bell 
and LaPadula 1973) and integrity-based (Biba 1977). 
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Figure 2: Authorization table (a), capabilities (b), and access control lists (c) corresponding to the access matrix in Figure 1 


The goal of a secrecy mandatory policy is to protect 
data confidentiality. The security level of the access class 
associated with an object reflects the sensitivity of the 
information it contains. The security level of the access 
class associated with a subject, called “clearance,” reflects 
the degree of trust placed in the subject not to disclose 


sensitive information to users not cleared to see it. This 
policy prevents flows of information from high- to low- 
level access classes by applying the no-read-up and no- 
write-down principles, first formulated by Bell and La 
Padula (1973). According to these two principles, a sub¬ 
ject can read objects with access classes dominated by her 
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TS,{Economic, Financial) 



TS,{Financial} S,{Economic, Financial) TS,{Economic} 



S,{Financial} TS,{} S,{Economic} 



S,{} 


Figure 3: Example of a security lattice 


classification and can write objects with access classes 
that dominate her classification. It is easy to see that the 
secrecy mandatory policy is robust against Trojan horse 
attacks. Consider the scenario previously described, and 
suppose that the system now implements a secrecy man¬ 
datory policy with two security levels, namely TS and S, 
with TS>S. For the sake of simplicity, we ignore the set 
of categories. Alice operates at level TS, and the security 
level associated with file A is TS. Bob operates at level S 
because he is not allowed to access sensitive data, and the 
security level associated with file B is S. As before, Bob’s 
Trojan horse program is executed by Alice. Within the 
constraints of the mandatory policy, the utility program 
reads file A. However, when the Trojan horse tries to write 
the sensitive data into file B, this operation is not allowed 
because it violates the no-write-down principle. 

The goal of an integrity mandatory policy is to protect 
data integrity. As for secrecy, each subject and object is as¬ 
sociated with an integrity class. The integrity classes and 
the dominance relationship are defined as before. In this 
case, the integrity level of the integrity class associated 
with an object reflects the degree of trust placed on the 
information stored in the object and the potential dam¬ 
age that could derive from unauthorized modifications. 
The integrity level of the integrity class associated with 
a subject reflects instead the degree of trust placed in the 
subject to manipulate sensitive objects. This policy pre¬ 
vents flows of information from low- to high-level access 
classes by applying the no-read-down and no-write-up 
principles. According to these two principles, a subject can 
read objects with access classes that dominate her clas¬ 
sification and can write objects with access classes domi¬ 
nated by her classification. 

Role-based access control (RBAC) policies (Sandhu 
et al. 1996) are based on the observation that access privi¬ 
leges are usually assigned to users not on the basis of their 
identity, but depending on the organizational activities 
and responsibility that the users have in the considered 
organization. The central notion of RBAC is therefore that 
authorizations are associated with roles and users are as¬ 
signed to appropriate roles. Roles are created for the vari¬ 
ous activities in the organization and users are assigned 
to roles according to their responsibilities (see Figure 4). 
This greatly simplifies the management of authorizations 
because the authorization specification task is partitioned 
into two subtasks: (1) assignment of roles to users, and (2) 
assignment of authorizations to roles. 

In general, a user can play different roles on different 
occasions, and a role can be played by different users. 
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Figure 4: Role-based access control 


possibly simultaneously. Sophisticated approaches for 
RBAC support the definition of relations between roles 
as well as between authorizations and roles and between 
users and roles. For instance, two roles can be defined 
as mutually exclusive; thus, the same user is not allowed 
to play both roles (separation of duties principle). RBAC 
also has other advantages. It can easily support the con¬ 
cept of least privilege, which requires the identification of 
the user’s job functions, the definition of the minimum set 
of privileges required to perform those functions, and the 
restriction for the user to play only the role with which 
those privileges are associated, and nothing more. In real 
applications, users who can play different roles may need 
to perform common operations. For instance, some gen¬ 
eral operations can be executed by all employees. In this 
situation, it would be inefficient to specify these general 
operations for each role. A role hierarchy can be then ex¬ 
ploited for authorization implication. Figure 5 illustrates 
an example of a role hierarchy, where each role is repre¬ 
sented as a node and there is an arc between a specialized 
role and its generalization. Authorizations granted to roles 
can be propagated to their specializations (e.g., the sec¬ 
retary role can be allowed all authorizations granted to 
admin_staff). Authorization implication can also be en¬ 
forced on role assignments, by allowing users to activate 
all generalizations of the roles assigned to them. 

RBAC represents therefore a useful paradigm for many 
commercial and governmental organizations. The strong 
interest in RBAC is also visible in the standard arena. 
For instance, roles are part of the SQL:2003 standard for 
database management systems (see section on “Access 
Control in Database Management Systems”). 
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Figure 5: Example of role hierarchy 
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DESIDERATA FOR AN ACCESS 
CONTROL SYSTEM 

The definition of access control policies to be fed into the 
access control system is far from being a trivial process. 
One of the major difficulties lies in the interpretation of 
often complex and sometimes ambiguous, real-world 
security policies and in their translation in well-defined 
unambiguous rules enforceable by the computer system. 
Many real-world situations have complex policies, in which 
access decisions depend on the application of different 
rules coming, for example, from law practices, and organi¬ 
zational regulations. A security policy must capture all the 
different regulations to be enforced and, in addition, must 
consider all possible additional threats due to the use of 
computer systems. Given the complexity of the scenario, it 
is therefore important that the access control service pro¬ 
vided by the computer system is expressive and flexible 
enough to accommodate all the different requirements that 
may need to be expressed, while at the same time it should 
be simple both in terms of use (so that specifications 
can be kept under control) and implementation (so to allow 
for its verification). 

An access control system should include support for 
the following concepts/features. 

• Accountability and reliable input. Access control must 
rely on a proper input. This simple principle is not al¬ 
ways obeyed by systems, allowing access control rules 
to be evaluated on the basis of possibly unreliable infor¬ 
mation. This is, for example, the case of location-based 
access control restrictions, in which the access decision 
may depend on the IP from which a request originates, 
information that can be easily faked in a local network, 
thus fooling access control (allowing nonlegitimate us¬ 
ers to acquire access despite the proper rule enforce¬ 
ment). This observation has been traditionally at the 
basis of requiring proper user authentication as a pre¬ 
requisite for access control enforcement (Sandhu and 
Samarati 1997). Although more recent approaches may 
remove the assumption that every user is authenticated 
(e.g., credential-based access control), the assumption 
that the information on which access decision is taken 
must be correct continues to hold. 

• Support for fine- and course-specifications. The access 
control system should allow rules to be referred to 
specific accesses, providing fine-grained reference to 
the subjects and objects in the system. However, fine¬ 
grained specifications should be supported, but not 
forced. In fact, requiring the specification of access 
rules with reference to every single user and object in 
the system would make the administrative task a heavy 
burden. Besides, groups of users and collections of ob¬ 
jects often share the same access control requirements. 
The access control system should then provide support 
for authorizations specified for groups of users, groups 
of objects, and possibly even groups of actions (Jajodia 
et al. 2001). Also, in many organizational scenarios, ac¬ 
cess needs may be naturally associated with organiza¬ 
tional activities; the access control system should then 
support authorizations reflecting organizational roles 
(Sandhu et al. 1996). 


• Conditional authorizations. Protection requirements may 
need to depend on the evaluation of some conditions 
(Samarati and De Capitani di Vimercati 2001). Condi¬ 
tions can be in the simple form of systems predicates, 
such as the date or the location of an access (e.g., “Em¬ 
ployee can access the system from 9 A.M. to 5 P.M.”). 
Conditions can also make access dependent on the infor¬ 
mation being accessed (e.g., "Managers can read payroll 
data of the employees they manage.”). 

• Least privilege. The least privilege principle mandates 
that every subject (active entity operating in the system) 
should always operate with the least possible set of priv¬ 
ileges needed to perform its task. Obedience of the least 
privilege principle requires both static (policy specifica¬ 
tion) and dynamic (policy enforcement) support from 
the access control system. At a static level, least privi¬ 
lege requires support of fine-grained authorizations, 
granting to each specific subject only those specific ac¬ 
cesses it needs. At a dynamic level, least privilege re¬ 
quires restricting processes to operate within a confined 
set of privileges. Least privilege is partially supported 
within the context of RBAC (see above). Authorizations 
granted to a role apply only when the role is active for a 
user (i.e., when needed to perform the tasks associated 
with the role) (Gong 1999). Hence, users authorized for 
powerful roles do not need to exercise them until those 
privileges are actually required. This minimizes the dan¬ 
ger of damages due to inadvertent errors or to intruders 
masquerading as legitimate users. Least privilege also 
requires the access control system to discriminate be¬ 
tween different processes, even if executed by the same 
user—for example, by supporting authorizations re¬ 
ferred to programs or applicable only within the execu¬ 
tion of specific programs. A robust implementation of the 
least privilege principle is needed in order to avoid 
the threat coming from privilege escalation, in which a 
user starts from a limited authorized access and obtains 
greater privileges, typically exploiting a vulnerability 
unavailable to outside users. 

• Separation of duty. Separation of duty refers to the 
principle that no user should be given enough privilege 
to misuse the system on her own (Sandhu 1990). 
While separation of duty is better classified as a pol¬ 
icy specification constraint (i.e., a guideline to be fol¬ 
lowed by those in charge of specifying access control 
rules), support of separation of duty requires the se¬ 
curity system to be expressive and flexible enough to 
enforce the constraints. At a minimum, fine-grained 
specifications and least privilege should be supported; 
history-based authorizations, making one’s ability to 
access a system dependent on previously executed ac¬ 
cesses, are also a convenient means to support sepa¬ 
ration of duty. 

• Multiple policies and exceptions. Traditionally, discre¬ 
tionary policies have been seen as distinguished into two 
classes: closed and open (Samarati and De Capitani di 
Vimercati 2001). In the most popular closed policy, only 
accesses to be authorized are specified; each request is 
controlled against the authorizations and allowed only 
if an authorization exists for it. By contrast, in the open 
policy, (negative) authorizations specify the accesses that 
should not be allowed. By default, all access requests 
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for which no negative authorization is specified are al¬ 
lowed. 

Policy combination and conflict-resolution. If multi¬ 
ple modules (e.g., for different authorities or different 
domains) exist for the specification of access control 
rules, the access control system should provide a means 
for users to specify how the different modules should 
interact—for example, if their union (maximum privi¬ 
lege) or their intersection (minimum privilege) should 
be considered. Also, when both permissions and de¬ 
nials can be specified, the problem naturally arises of 
how to deal with incompleteness (existence of accesses 
for which no rule is specified) and inconsistency (ex¬ 
istence of accesses for which both a denial and a per¬ 
mission are specified). Dealing with incompleteness— 
requiring the authorizations to be complete would be 
very impractical—requires support of a default policy 
either imposed by the system or specified by the users. 
Dealing with inconsistencies requires support of conflict- 
resolution policies. Different conflict-resolution ap¬ 
proaches can be taken, such as the simple denials take 
precedence (in the case of doubt, access is denied) or 
most specific criteria that make the authorization re¬ 
ferred to the more specific element (e.g., a user is more 
specific than a group, and a file is more specific than a 
directory) takes precedence. Although among the dif¬ 
ferent conflict-resolution policies that can be thought 
of (see Samarati and De Capitani di Vimercati 2001 for 
a deeper treatment), some solutions may appear more 
natural than others, none of them represents "the per¬ 
fect solution.” Whichever approach we take, we will 
always find one situation for which the approach does 
not fit. On the one side, support of negative authori¬ 
zations does not come free; there is a price to pay in 
terms of authorization management and less clarity 
of the specifications. On the other side, the complica¬ 
tions brought by negative authorizations are not due to 
negative authorizations themselves, but to the different 
semantics that the presence of permissions and deni¬ 
als can have—that is, to the complexity of the different 
real-world scenarios and requirements that may need 
to be captured. There is, therefore, a trade-off between 
expressiveness and simplicity. Consequently, current 
systems try to keep it simple by adopting negative au¬ 
thorizations for exception support, imposing specific 
conflict-resolution policies, or supporting a limited 
form of conflict resolution. 

Administrative policies. Because access control systems 
are based on access rules defining which accesses are 
(or are not) to be allowed, an administrative policy is 
needed to regulate the specification of such rules—that 
is, define who can add, delete, or modify them. Admin¬ 
istrative policies are one of the most important, though 
less understood, aspects in access control. Indeed, they 
have usually received little consideration, and, while it 
is true that a simple administrative policy would suffice 
for many applications, it is also true that new applica¬ 
tions (and organizational environments) would benefit 
from the enrichment of administrative policies. In the¬ 
ory, discretionary systems can support different kinds 
of administrative policies: centralized, in which a privi¬ 
leged user or group of users is reserved the privilege 


of granting and revoking authorizations; hierarchical/ 
cooperative, in which a set of authorized users is re¬ 
served the privilege of granting and revoking authori¬ 
zations; ownership, in which each object is associated 
with an owner (generally the object’s creator), who can 
grant to and revoke from others the authorizations on 
its objects; and decentralized, in which, extending the 
previous approaches, the owner of an object (or its ad¬ 
ministrators) can delegate to other users the privilege 
of specifying authorizations, possibly with the ability of 
further delegating it. For its simplicity and large ap¬ 
plicability the ownership policy is the most popular 
choice in today’s systems (see section on desiderata, 
above). Decentralized administration approaches can 
be instead found in the database management system 
contexts (see section on "Access Control in Database 
Management Systems”). Decentralized administration 
is convenient since it allows users to delegate adminis¬ 
trative privileges to others. Delegation, however, com¬ 
plicates the authorization management. In particular, 
it becomes more difficult for users to keep track of who 
can access their objects. Furthermore, revocation of au¬ 
thorizations becomes more complex. 

ACCESS CONTROL IN OPERATING 
SYSTEMS 

We describe access control services in two of the most 
popular operating systems: Linux (e.g., www.redhat.com, 
www.suse.com) and Microsoft Windows 2000/XP (www. 
microsoft.com). 

Access Control in Linux 

We use Linux as a modern representative of the large 
family of operating systems deriving from UNIX. We sig¬ 
nal the features of Linux that are absent in other operat¬ 
ing systems of the same family. 

Apart from specific privileges such as access to pro¬ 
tected TCP ports, the most significant access control serv¬ 
ices in Linux are the ones offered by the file system. The 
file system has a central role in all the operating systems 
of the UNIX family, as files are used as an abstraction for 
most of the system resources. 

User Identifiers and Group Identifiers 

Access control is based on a user identifier (UID) and 
group identifier (GID) associated with each process. A UID 
is an integer value unique for each username (log-in 
name), the associations between usernames and UIDs is 
described in file /etc/passwd. A user connecting to a Linux 
system is typically authenticated by the log-in process, in¬ 
voked by the program managing the communication line 
used to connect to the system (getty for serial lines, telnetd 
for remote telnet sessions). The log-in process asks the 
user for a username and a password and checks the pass¬ 
word with its hash stored in read-protected file /etc/shadow; 
a less secure and older alternative stores hashed password 
in the readable-by-all file /etc/passwd. When authentica¬ 
tion is successful, the login process sets the UID to that 
of the authenticated user, before starting an instance of 
the program listed in /etc/passwd and associated with the 
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specific user entry (typically the program is a shell, such 
as /bin/bash). Users in Linux are members of groups. Every 
time a user connects to the system, together with the UID, 
a primary GID is set. The value of the primary GID to use 
at log in is defined in hie /etc/passwd. Group names and 
additional memberships in groups are instead defined in 
hie /etc/group. Command newgrp allows users to switch 
to a new primary GID. If the user is listed in /etc/group as 
belonging to the group she chooses as the new primary 
GID, the request is immediately executed; otherwise, for 
groups having a hashed password stored in /etc/group, 
the primary GID can be changed after the password has 
been correctly returned. However, group passwords are 
deprecated, as they easily lead to lapses in password 
management. 

Processes are usually assigned the UIDs and GIDs of 
their parent processes, which implies that each process 
acquires the UID and GID associated with the log-in name 
with which the session was started. The process UID is the 
central piece of information for the evaluation of the per¬ 
mitted actions. There are many operations in the system 
that are allowed only to the root user, whose value of UID 
is equal to zero. The root user represents the owner of the 
system who supervises all the activities. For instance, 
the TCP implementation allows user root only to open 
ports below 1024. 

Files and Privileges 

In the Linux hie system, each hie is associated with a UID 
and a GID, which typically represent the UID and the pri¬ 
mary GID of the process that created the hie. UID and 
GID associated with a hie can be changed by commands 
chown and chgrp. The privileges associated with each hie 
are nine: three groups of three privileges each, that is 
read, write, and execute privileges are dehned at level of 
user, group, and other. The privileges dehned at the level 
of user are the actions that will be permitted to processes 
having the same UID as the hie; the privileges dehned at 
the level of group are granted to processes having the 
same GID as the hie; the privileges at the level of other 
are for processes that share neither the UID nor the GID 
with the hie. The privileges are commonly represented, in 
the result of Is -l command, as a string of nine characters 
(preceded by a character representing the hie type). The 
string presents hrst the three user privileges, then group, 
and finally other, in the order: read, write, and execute. 
Each privilege is represented by a single letter: r for read; 
w for write; and x for execute; the absence of the privilege is 
represented by character -. For instance, rwxr-xr— means 
that a process having as UID the same UID as the hie has 
all the three privileges, a process with the same GID can 
read and execute (but not write) the hie, and remaining 
processes can only read the hie. When a user belongs to 
many groups, all the corresponding GIDs are stored in a 
list in the process descriptor of her processes beside the 
primary GID. When the policy needs to be evaluated, all 
the groups in the list are considered: if the GID of the 
hie is the primary GID, or appears anywhere in the list, 
group access privileges apply. It is important to note that 
some operating systems of the UNIX family store only the 
primary GID within the process descriptor. 


The semantics of privileges may be different depend¬ 
ing on the type of the hie on which they are specihed. In 
particular, for directories, the execute privilege represents 
the privilege to access the directory; read and write privi¬ 
leges permit, respectively, to read the directory content 
and to modify it (adding, removing, and renaming hies). 
Privileges associated with a hie can be updated via the 
chmod command, which is usable by the hie owner and 
by user root. 

Additional Security Specifications 

The hie system offers three other privileges on hies: save 
text image (sticky bit), set user ID (setuid), and set group ID 
(setgid). The sticky bit privilege is useful only for directo¬ 
ries, and it allows only the owner of the hie, the owner of 
the directory, and the root to remove or rename the hies 
contained in the directory, even if the directory is writa¬ 
ble by all. The setuid and setgid privileges are particularly 
useful for executable hies, in which they permit setting 
the UID and the GID, respectively, of the process that ex¬ 
ecutes the Hie to that of the hie itself. These privileges are 
often used for applications that require a higher level of 
privileges to accomplish their task (e.g., users change their 
passwords with the passwd program, which needs read 
and write access on hie /etc/shadow). Without the use of 
these bits, enabling a process started by a normal user to 
change the user’s password would require explicitly grant¬ 
ing the user the write privilege on the hie /etc/shadow. Such 
a privilege could, however, be misused by users who could 
access the hie through different programs and tamper with 
it. The setuid and setgid bits, by allowing the passwd pro¬ 
gram to run with root privilege, avoid such a security expo¬ 
sure. It is worth noticing that, while providing a necessary 
security feature, the setuid and setgid solutions are them¬ 
selves vulnerable, as the specihed programs run with root 
privileges—in contrast to the least privilege principle, they 
are not conhned to the accesses needed to execute their 
task—and it is therefore important that these programs are 
trusted (Samarati and De Capitani di Vimercati 2001). 

The ext2 and ext3 hie systems, the most common ones 
in Linux implementations, offer additional Boolean at¬ 
tributes on hies. Among them, there are attributes fo¬ 
cused on low-level optimizations (e.g., a bit requiring a 
compressed representation of the hie on the disk) and two 
privileges that extend access control services: immuta¬ 
ble and append-only. The immutable bit specihes that no 
change is allowed on the hie; only the user root can set or 
clear this attribute. The append-only bit specihes that the 
hie can be extended only by additions at the end; this at¬ 
tribute can also be set only by root. Attributes are listed by 
command Isattr and can be modihed by command chattr. 


IP-Based Security 

Linux offers several utilities exploiting IP addresses for 
authentication purposes. All of these solutions should be 
used with care, as IP addresses can be easily spoofed in a 
local network (Fielding et al. 1999) and therefore fool the 
access control system. For this reason, they are not ena¬ 
bled by default. Among these utilities, rsh executes remote 
shells on behalf of users; rep executes copies involving 
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the file systems of machines in a network; and nfs permits 
sharing of portions of the hie system on the network. For 
these applications, access control typically is based on a 
few relatively simple text hies, which describe the comput¬ 
ers that can use the service and the scope of the service; 
patterns can be used to identify ranges of names or ad¬ 
dresses, and groups may be dehned, but overall the access 
control features are basic. Secure solutions of the above 
applications (like the ssh application and the scp program 
offered within the same package) offer a greater degree of 
security, at the expense of computational resources, con¬ 
figuration effort, and in general less availability. 

Security-Enhanced Linux 

An important initiative in the context of access control for 
Linux is the Security-Enhanced Linux (SELinux) kernel 
module (Loscocco and Smalley 2001). This component, 
originally developed within a project sponsored by the 
National Security Agency, aims at introducing the serv¬ 
ices of mandatory access control (MAC) within the Linux 
environment. Access control in SELinux is realized ex¬ 
tending the services of the traditional (DAC) Linux model, 
which uses the pair <UID, GID> of the process to evalu¬ 
ate the ACL of the requested resource; in SELinux, each 
access request, coming by a process characterized by its 
“process label” and operating on a resource characterized 
by its “resource label,” is allowed if it also satisfies the 
centralized mandatory policy (see the section on “Access 
Control Policies” for a brief overview on mandatory ac¬ 
cess control policies). 

The policy is composed of a set of rules, following a rel¬ 
atively rich syntax. Rules specify the set of labels and the 
initial assignment of labels to resources and processes; 
rules also specify how labels can be changed and which 
are the constraints that every operation has to satisfy. Us¬ 
ing the rule syntax, SELinux permits the specification of 
a fine-grained access control policy; in this way, Linux can 
adequately support the principle of “least privilege,” giv¬ 
ing each process access only to the set of resources that 
the process needs to execute its function. The policy usu¬ 
ally classifies applications into many distinct domains, 
each characterized by a label, providing to each applica¬ 
tion access only to the resources that are needed to fulfill 
its task. This is particularly important for the configura¬ 
tion of processes realizing network services, which are ex¬ 
posed to the input of external users and have often been 
used to gain access to a system, exploiting errors in the 
input processing functions. When a process managing a 
server is constrained to access only the resources that are 
needed to realize the service, the risk deriving from an 
error in the code is considerably reduced, and its exploita¬ 
tion by a malicious user is considerably more difficult. 

A few obstacles have slowed the adoption of SELinux. 
The most important current issue is the complexity of 
the policy-definition phase. Moreover, users are often 
surprised by the denial of requests that are legitimate in 
the DAC model, but that now violate MAC policy rules. 
In some cases the policy was too strict; in others, the user 
behavior did not take into account the features of the novel 
access control model. Fortunately, Linux distributions are 
providing continuously improved policies, which come 


preconfigured with the system in order to protect tradi¬ 
tional services, and users are acquiring familiarity with 
the system. In addition, SELinux is going to be enriched 
by tools that will allow relatively easy access and manipu¬ 
lation of policies, in order to facilitate the adaptation of 
a predefined policy to the specific needs of a given 
environment. 

In conclusion, SELinux is an interesting solution, 
which promises to have a significant impact on the se¬ 
curity of the Linux operating system, as is testified by its 
growing presence; several important Linux distributions 
already provide this kernel module, activated by default. 
Also, the SELinux model is flexible enough to permit the 
realization of sophisticated MAC solutions, such as mul¬ 
tilevel security, which can be of interest in several envi¬ 
ronments, such as databases (Jajodia and Sandhu 1991). 

Access Control in Windows 

We now describe the characteristics of the access con¬ 
trol model of the Microsoft Windows 2000/XP operating 
system (msdn.microsoft.com). Most of the features we 
present were already part of the design of Microsoft Win¬ 
dows NT; we will clarify the features that were not present 
in Windows NT and that were introduced in Windows 
2000. We use the term Windows to refer to this family of 
operating systems. We do not consider the family of Win¬ 
dows 95/98/ME operating systems. 

Security Descriptor 

One of the most important characteristics of the Win¬ 
dows operating system is its object-oriented design. Every 
component of the system is represented as an object, with 
attributes and methods. Any subject that can operate on 
an object (user, group, log-on session, and so on) is rep¬ 
resented in Windows by a security identifier (SID), with a 
rich structure that manages the variety of active entities. 
In this scheme, it is natural to base access control on the 
notion that objects can be securable—that is, they can 
be characterized by a security descriptor that specifies 
the security requirements for the object (this corresponds 
to implementing access control with an access control list 
approach [Samarati and De Capitani di Vimercati 2001]). 
The main components of the security descriptor are the 
SIDs of the owner and of the primary group of the object, 
a discretionary access control list (DACL), and a system 
access control list (SACL). Almost all of the system ob¬ 
jects are securable: files, processes, threads, named pipes, 
shared memory areas, registry entries, and so on. The 
same access control mechanism applies to all of them. 

Access Control Entry 

Each access control list consists of a sequence of access 
control entries (ACEs). An ACE is an elementary authori¬ 
zation on the object, with which it is associated by way 
of the ACL; the ACE describes the subject, the action, the 
type (allow, deny, or audit), and several flags (to specify 
the propagation and other ACE properties). The subject, 
called "trustee” in Windows, is represented by a SID. 
The action is specified by an access mask, a 32-bit vector 
(only part of the bits are currently used; many bits are left 
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unspecified for future extensions). Half of the bits are as¬ 
sociated with access rights that are the same for every 
object type; these access rights can be divided into three 
families: 

• generic : read, write, execute, and the union of all of 
them; 

• standard', delete, read_control (to read the security de¬ 
scriptor), synchronize (to wait on the object until a sig¬ 
nal is generated on it), write_dac (to change the DACL), 
and write_owner (to change the objects owner); 

• SACL: access_system_security (a single access right to 
modify the SACL; the right is not sufficient, as the sub¬ 
ject must also have the SE_SECURITY_NAME privi¬ 
lege). It cannot appear in a DACL. 

The remaining 16 bits are used to represent access rights 
specific for the object type (directory, file, process, thread, 
and so on). For instance, for directories, access rights 
open, create_child, delete_child, list, read_prop, and write_ 
prop apply. 

Access Token 

Each process or thread executed in the system is associ¬ 
ated with an access token—that is, an object describing 
the security context. An access token describing the user 
is created after the user has been authenticated and it is 
then associated with every process executed on behalf of 
the user. The access token contains: the SID of the user’s 
account; SIDs of the groups that have the user as a mem¬ 
ber; a log-on SID identifying the current logon session; a 
list of the privileges held by the user or by the groups; an 
owner SID; the SID of the primary group; and the default 
DACL, used when a process creates a new object with¬ 
out specifying a security descriptor. In addition, there are 
other components that are used for changing the identi¬ 
fiers associated with a process (called “impersonation” in 
Windows), and to apply restrictions. 

Evaluation of ACLs 

When a thread makes a request to access an object, its ac¬ 
cess token is compared with the DACL in the security de¬ 
scriptor of the resource. If the DACL is not present in the 
security descriptor, the system assumes that the object is 
accessible without restrictions. Otherwise, the ACEs in 
the DACL are considered one after the other, and for each 
one the user and group SIDs in the access token are com¬ 
pared with the one in the ACE. If there is a match, the 
ACE is applied. The order of ACEs in the DACL is ex¬ 
tremely important, in fact the first ACE that matches will 
allow or deny the access rights in it. The following match¬ 
ing ACEs will only be able to allow or deny the remaining 
access rights. If the analysis of the DACL terminates and 
no allow/deny result has been obtained for a given access 
right, the system assumes that the right is denied (closed 
policy). As an example, with reference to Figure 6, for user 
Bob the second ACE will apply (as it matches the group 
Nurse in the thread’s access token) denying Bob the execute 
and write accesses on object 1. The approach of apply¬ 
ing the first ACE encountered corresponds to the use of a 
“position-based" criterion for resolving possible conflicts 
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Figure 6: Access control in Windows 


(Samarati and De Capitani di Vimercati 2001). Although 
simple, this solution is quite limiting. First, it gives the us¬ 
ers specifying the policy the complete burden of solving 
each specific conflict that may arise (not allowing them to 
specify generic high-level rules for conflicts). Second, it is 
not suitable if a decentralized administration (where sev¬ 
eral users can specify authorizations) has to be accom¬ 
modated. Also, users should have explicit direct write 
privilege on the DACL to properly order the ACEs. How¬ 
ever, doing so it would be possible for them to abuse the 
privilege and set the ACL in an uncontrolled way. 

It is worth noting that an empty DACL (which returns 
no permissions) will deny all users the access to the ob¬ 
ject, whereas a null DACL (which returns no restrictions) 
would grant them all. Therefore, attention must be paid 
to the difference between the two. 

The DACL is set by the object creator. When no DACL 
is specified, the default DACL in the access token is used 
by the system. The SACL is a sequence of ACEs like the 
DACL, but it can be modified only by a user who has 
the administrative privilege SE_SECURITY_NAME, and 
describes the actions that have to be logged by the system 
(i.e., if the ACE for a given right and SID is positive, the 
action must be logged; if it is negative, no trace will be 
kept); the access control system records access requests 
that have been successful, rejected, or both, depending 
on the value of the flags in the ACE elements in the SACL. 
Each monitored access request produces a new entry in 
the security event log. 

System Privileges 

A system privilege in Windows is the right to execute priv¬ 
ileged operations, such as making a backup, debugging a 
process, increasing the priority of a process, increasing 
the storage quota, and creating accounts. All these op¬ 
erations are not directly associated with a specific system 
object, and they cannot conveniently be represented by 
ACEs in an object security descriptor. System privileges 
can be considered as authorizations without an explicit 
object. System privileges can be associated with user and 
group accounts. When a user is authenticated by the sys¬ 
tem, the access token is created; the access token contains 
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the system privileges of the user and of the groups in 
which the user is a member. Every time a user tries to ex¬ 
ecute a system’s privileged operation, the system checks 
whether the access token contains the adequate system 
privilege. System privileges are evaluated locally: a user 
can have different system privileges on different nodes of 
the network. 

Impersonation and Restricted Tokens 

Impersonation is a mechanism that permits threads to 
acquire the access rights of a different user. This feature 
is similar to the setuid and setgid services of Linux, in 
which the change in user and group identifiers permits 
programs invoked by a user to access protected resources. 
In Windows, impersonation is also an important tool for 
client/server architectures. The server uses impersona¬ 
tion to acquire the security context of the client when a 
request arrives. The advantage is that, in a network envi¬ 
ronment, a user will be able to consistently access the re¬ 
sources for which the user is authorized, and the system 
will be better protected from errors in the protocol used 
for service invocation or in the server application. 

Each process has an access token (created at log on) 
built from the profile of the authenticated user. An im¬ 
personating thread has two access tokens, the primary 
access token that describes the access token of the parent 
process, and the impersonation access token that repre¬ 
sents the security context of a different user. Impersona¬ 
tion requires an adequate system privilege and it can be 
a very useful tool; Windows Server 2003 has introduced 
the possibility for applications to set restrictions on del¬ 
egation, to minimize the risk that a server receiving the 
impersonation access token accidentally forwards it to 
another untrusted party, giving access to resources that 
would otherwise be protected. 

Windows 2000 introduced primitives for the creation of 
restricted tokens. A restricted token is an access token for 
which some privileges have been removed, or restricting 
SIDs have been added. A restricting SID is used to limit the 
capabilities of an access token. When an access request is 
made and the access token is compared with the ACEs in 
the ACL, each time there is a match between the restrict¬ 
ing SID in the token and the SID in an ACE, the ACE is 
considered only if it denies access rights on the object. 

Inheritance 

Some important securable objects contain other secur- 
able objects. As an example, folders in the New Technol¬ 
ogy File System (NTFS) file system contain files and other 
folders; registry keys contain subkeys. This containment 
hierarchy puts in the same container objects that are of¬ 
ten characterized by the same security requirements. The 
hierarchy results are then extremely convenient because 
they permit an automatic propagation of security descrip¬ 
tions from an object to all the objects contained within it 
(see the section on desiderata). This feature is realized in 
Windows by access control inheritance. 

A difference exists between Windows NT and Win¬ 
dows 2000 (and later) with respect to inheritance. In 
Windows NT there is no distinction between direct and 
inherited ACEs: inherited ACEs are directly copied into 
the objects ACL when the object is created or when a new 


ACL is applied to an object. The result is that a change in 
an object’s ACL is not propagated down the hierarchy to 
the objects that inherit it. In Windows 2000 (and later), 
ACL inheritance is managed “by reference,” obtaining an 
automatic propagation of ACL updates to the inheriting 
objects (as users would probably expect). Also, Windows 
2000 gives higher priority to ACEs directly defined on 
specific objects, by putting the inherited ACEs at the end 
of the DACL. 

In Windows 2000 (and later), every ACE is character¬ 
ized by three flags. The first flag is active if the ACE has 
to be propagated to descendant objects. The second and 
third flags are active only if the first flag is active. The sec¬ 
ond flag is active when the ACE is propagated to children 
objects without activating the first flag, thus blocking 
propagation to the first level. The third flag is active when 
the ACE is not applied to the object itself. In addition, 
in the security descriptor of a securable object there is a 
flag that permits the disabling of the application of inher¬ 
ited ACEs to the object. 

ACCESS CONTROL IN DATABASE 
MANAGEMENT SYSTEMS 

DataBase Management Systems (DBMSs) usually provide 
access control services in addition to those provided by 
the underlying operating systems (Bellovin 1989). DBMS 
access control allows references to the data model con¬ 
cepts and the consequent specification of authorizations 
dependent on the data and on the applications. Most of the 
existing DBMSs (e.g., Oracle Server, IBM DB2, Microsoft 
SQL Server, and PostgreSQL) are based on the relational 
data model and on the use of SQL (Structured Query Lan¬ 
guage) as the data definition and manipulation language 
(Bellovin 1989). The SQL standard provides commands for 
the specification of access restrictions on the objects man¬ 
aged by the DBMS. Here we illustrate the main SQL facili¬ 
ties with reference to the current version of the language, 
namely SQL:2003 (Database Language SQL 2003). 

Security Features of SQL 

SQL access control is based on user and role identifiers 
(Atzeni et al. 1999). User identifiers correspond to log-in 
names with which users open the DBMS sessions. DBMS 
users are defined by the DMBS in an implementation- 
dependent way and are usually independent from the user- 
names managed by the operating system; SQL does not 
define how OS users are mapped to SQL users. Roles, in¬ 
troduced in the SQL standard with SQL: 1999, are “named 
collections of privileges” (Sandhu, Ferraiolo, and Kuhn 
2000 )—that is, named virtual entities to which privileges 
are assigned. By activating a role, users are enabled to 
execute the privileges associated with the role. 

Users and roles can be granted authorizations on any 
object managed by the DBMS, namely: tables, views, col¬ 
umns of tables and views, domains, assertions, and user- 
defined constructs such as user-defined types, triggers, 
and SQL-invoked routines. Authorizations can also be 
granted to the public, meaning that they apply to all the user 
and role identifiers in the SQL environment. Apart from 
the drop and alter statements—which permit deletion and 
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modification of the schema of an object and whose execu¬ 
tion is reserved for the objects owner—authorizations can 
be specified for any of the commands supported by SQL, 
namely: select, insert, update, and delete for tables and 
views (where the first three can refer to specific columns), 
and execute for SQL-invoked routines. In addition, other 
actions allow controlling references to resources; they are: 
reference, usage, under, and trigger. The reference privilege, 
associated with tables or attributes within, allows referring 
to tables/attributes in an integrity constraint: a constraint 
cannot be checked unless the owner of the schema in which 
the constraint appears has the reference privilege for all 
the objects involved in the constraint. This is because con¬ 
straints may affect the availability of the objects on which 
they are defined, and therefore their specification should 
be reserved for those explicitly authorized. The usage priv¬ 
ilege, which can be applied to domains, user-defined types, 
character sets, collations, and translations, allows the use 
of the object in one’s own declarations. The under privi¬ 
lege can be applied to a user-defined type and allows sub¬ 
jects to define a subtype of the specified type. The trigger 
privilege, referring to a table, allows the definition of a 
trigger on the table. 

In addition to authorizations to execute privileges on 
the different objects of the database management system, 
SQL also supports authorizations for roles. In particular, 
roles can be granted to other users and roles. Granting 
a role to a user means allowing the user to activate the role. 
Granting a role r' to another role r means permitting r to 
enjoy the privileges granted to r'. Intuitively, authori¬ 
zations on roles granted to roles introduce chains of 
roles through which privileges can flow. For instance, con¬ 
sider the case in Figure 7, in which the rightmost three 
nodes are users, the remaining three nodes are roles, and 
an arc corresponds to an authorization of the incident 
node on the role source of the arc (e.g., Ann has an author¬ 
ization for the Admin_Supervisor role). Although each of 
the users will be allowed to activate the role for which Ann 
has the authorization (directly connected in our illustra¬ 
tion) she will enjoy the principles of all the roles reach¬ 
able through a chain. For instance, when activating role 
Admin_Supervisor, Ann will enjoy, in addition to the privi¬ 
leges granted to this role, also the privileges granted to 
roles Secretary and Accountant. 

Access Control Enforcement 

The subject making a request is always identified by a pair 
<uid, rid>, where uid is the SQL-session user identifier 
(which can never be null) and rid is a role name, whose 
value is initially null. Both the user identifier and the role 



Figure 7: An example of role chains in SQL 


identifier can be changed via the commands set session 
authorization and set role, respectively, whose successful 
execution depends on the specified authorizations. In par¬ 
ticular, enabling a role requires the current user to have 
the authorization for the role. The current pair <uid, rid> 
can also change on execution of a SQL-invoked routine, 
where it is set to the owner of the routine (see the section 
on “Views and Invoked Routines”). An authorization stack 
(maintained using a "last-in, first-out” strategy) keeps 
track of the sequence of pairs <uid, rid> for a session. 
Every request is controlled against the authorizations of 
the top element of the stack. Although the subject is a 
pair, like for authorizations and ownership, access con¬ 
trol always refers to either a user or a role identifier in 
mutual exclusion: it is performed against the authoriza¬ 
tions for uid if the rid is null; it is performed against the 
authorizations for rid, otherwise. In other words, by ac¬ 
tivating a role a user can enjoy the privileges of the role 
while disabling her own. Moreover, at most one role at a 
time can be active: the setting to a new role rewrites the 
rid element to be the new role specified. 

Administration 

Every object in SQL has an owner, typically its creator 
(which can be set to either the current_user or current_ 
role). The owner of an object can execute all privileges on 
it, or a subset of them in case of views and SQL-invoked 
routines (see the section on “Views and Invoked Rou¬ 
tines"). The owner is also reserved the privilege to drop 
the object and to alter (i.e., modify) it. Apart from the 
drop and alter privileges, the execution of which is reserved 
for the object’s owner, the owner can grant authoriza¬ 
tions for any privilege on its objects, together with the ability 
to pass such authorizations to others (grant option). 

A grant command, whose syntax is illustrated in 
Figure 8, allows the granting of new authorizations for 
roles (enabling their activation) or for privileges on objects. 
Successful execution of the command requires the gran¬ 
tor to be the owner of the object on which the privilege is 
granted, or to hold the grant option for it. The specifica¬ 
tion of all privileges, instead of an explicit privilege list, is 
equivalent to the specification of all the privileges, on the 
object, for which the grantor has the grant option. The with 
hierarchy option (possible only for the select privilege on 
tables) automatically implies granting the grantee the 
select privilege on all the (either existing or future) subta¬ 
bles of the table on which the privilege is granted. The with 
grant option clause (called with admin option for roles) 
allows the grantee to grant others the received authoriza¬ 
tion (as well as the grant option on it). No cycles of role 
grants are allowed. 

The revoke statement allows revocation of (administra¬ 
tive or access) privileges previously granted by the revoker 
(which can be set to the current_user or current_role). 
Because of the use of the grant option, and the existence 
of derived objects (see the section on "Views and Invoked 
Routines”), revocation of a privilege can possibly have side 
effects, since there may be other authorizations that de¬ 
pend on the one being revoked. The options cascade and 
restrict dictate how the revocation procedure should be¬ 
have in such a case: cascade recursively revokes all the au¬ 
thorizations that should not exist anymore if the requested 
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grant all privileges | <action> 

on [ table ] | domain | collation | character set | translation | type <object name> 
to <grantee> [{ <comma> <grantee>}...] 

[ with hierarchy option ] 

[ with grant option ] 

[ granted by <grantor> ] 

grant <role granted> [{<comma><role granted>}...] 
to <grantee> [{ <comma><grantee >}...] 

[ with admin option ] 

[ granted by <grantor>] 

revoke [ grant option for | hierarchy option for ] <action> 

on [ table ] | domain | collation | character set | translation | type <object name> 
from <grantee> [{ <commaXgrantee> }...] 

[ granted by <grantor> ] 
cascade | restrict 

revoke [ admin option for ] 

<role revoked> [{<comma><role revoked> }... ] 
from <grantee> [{<commaXgrantee> }... ] 

[ granted by <grantor> ] 
cascade | restrict 


Figure 8: Syntax of the grant and revoke SQL statements 



Figure 9: Authorizations before (a) and after (b) the cascade 
revocation of Bob's privilege 

privilege is revoked; restrict rejects the execution of the 
revoke operation if other authorizations depend on it. To 
illustrate, consider the case in which user Ann creates a ta¬ 
ble and grants the select privilege, and the grant option on 
it, to Bob and Carol. Bob grants it to David, who grants it to 
Ellen, who grants it to Gary. Carol also grants the authori¬ 
zation to Frank. Assume for simplicity that all these grant 
statements include the grant option. Figure 9a illustrates 
the resulting authorizations and their dependencies, with 
a node for every user and an arc from the grantor to the 
grantee for every authorization. Consider now a request 
by Ann to revoke the privilege from Bob. If the revoke is 
requested with the option cascade, also the authorizations 
granted by Bob (who would no longer hold the grant op¬ 
tion for the privilege) will be revoked, causing the revoca¬ 
tion of David’s authorization, which will recursively cause 
the revocation of the authorization David granted to Ellen. 
The resulting authorizations (and their dependencies) are 
illustrated in Figure 9b. Note that no recursive revocation 
is activated for Frank, because even if the authorization he 
received from Bob is deleted, Frank still holds the privilege 
with the grant option (received from Carol). By contrast. 


if Ann were to request the revoke operation with the re¬ 
strict option, the operation would be refused because of 
the authorizations dependent on it (those which would be 
revoked with the cascade option). 

Views and Invoked Routines 

Special consideration must be taken for authorizations 
for derived objects (views) and SQL-invoked routines, for 
which the owner creating them does not own the under¬ 
lying objects used in their definition. 

A view is a virtual table derived from base tables and/or 
other views. A view definition is an SQL statement whose 
result defines the content of the view. The view is virtual 
since its content is not explicitly stored, but it is derived, 
at the time the view is accessed, by executing the corre¬ 
sponding SQL statement on the underlying tables. A user/ 
role can create a view only if it has the necessary privilege 
on all the views, or base tables, directly referenced by the 
view. The creator receives on the view the privileges that 
it holds on all the tables directly referenced by the view. 
Also, it receives the grant option for a privilege only if it 
has the grant option for the privilege on all the tables di¬ 
rectly referenced by the view. If it holds a privilege on the 
view with the grant option, the creator can grant the privi¬ 
lege (and the grant option) to others. The grantees of such 
privileges need not hold the privileges on the underlying 
tables to access the view; access to the view requires only 
the existence of privileges on the view. Intuitively, the 
execution of the query computing the view is controlled 
against the authorizations of the view’s owner (similarly 
to what the suid bit does in UNIX). Also, views provide a 
way to enforce finer-grained access (on specific tuples). 
For instance, a user can define a view EU_Employees on 
table Employees containing only those rows for which the 
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value of attribute nationality is equal to EU. She can then 
grant other users the select privilege on the view, thus al¬ 
lowing (and restricting) them access to information on 
employees within the European Union. Views are the only 
means to bypass an all tuples or no tuple access on tables. 
Although convenient, views are simply a trick for enforc¬ 
ing content-dependent fine-grained access control (which 
is not the main reason why they were developed), and as 
such limit results for this purpose: a different view should 
be defined for any possible content-dependent access re¬ 
striction that should be enforced. 

An SQL-invoked routine is an SQL-invoked proce¬ 
dure, or an SQL-invoked function, characterized by a 
header and a body. The header consists of a name and 
a, possibly empty, list of parameters. The body may be 
specified in SQL or, in the case of external routines, writ¬ 
ten in a host programming language. At object creation 
time, a user is designated as the owner of the routine. 
Analogously to what is required for views, to create an 
SQL-invoked routine, the owner needs to have the neces¬ 
sary privileges for the successful execution of the routine. 
The routine is dropped if at any time the owner loses 
any of the privileges necessary to execute the body of the 
routine. When a routine is created, the creator receives 
the execute privilege on it, with the grant option if it has 
the grant option for all the privileges necessary for the 
routine to run. If the creator of a routine has the execute 
privilege with the grant option, she can grant such a priv¬ 
ilege, and the grant option on it, to other users/roles. The 
execute privilege on an SQL routine is sufficient for the 
users/roles gaining the privilege to run the routine (they 
need not have the privileges necessary for the routine 
to run; only the creator does). Intuitively, SQL routines 
provide a service similar to the setuidlsetgid privileges in 
Linux and impersonation in Windows (controlling privi¬ 
leges with respect to the owner instead of the caller of a 
procedure). 


ACCESS CONTROL FOR INTERNET- 
BASED SOLUTIONS 

We here survey the most common security features for 
Internet-based solutions. Again, we illustrate the most 
popular representative of the different families. We will 
therefore look at the XACML access control language for 
regulating information and e-service accesses; Apache for 
Web-based solutions; and the Java 2 security model. 


XML-Based Access Control Languages 

An essential requirement of new Internet-wide security 
standards is that they should be able to apply to con¬ 
tent created using also extensible Markup Language 
(XML) (Bradley 2002). XML has been adopted widely 
for a great variety of applications and types of content. 
Examples of XML-based markup languages are Secu¬ 
rity Assertion Markup Language (SAML) used to ex¬ 
change security credentials among different parties. 
Geography Markup Language (GML), Wireless Markup 
Language (WML), Physical Markup Language (PML), 


and Mathematical Markup Language (MathML), just to 
name a few. XML is also at the basis of interoperabil¬ 
ity protocols used to integrate applications across the 
Internet, such as Web Services protocols (e.g., SOAP 
[Simple Object Access Protocol], WSDL [Web Services 
Description Language], and UDDI [Universal Descrip¬ 
tion, Discovery, and Integration] [Newcomer 2002]). It is 
therefore of paramount importance to provide integrity, 
confidentiality and other security benefits to entire XML 
documents or portions of these documents in a way that 
does not prevent further processing by standard XML 
tools. 

Traditionally, XML security has developed along two 
distinct though related lines of research, correspond¬ 
ing to two facets of the XML security notion. The first 
facet defines XML security as a set of security techniques 
(access control [Samarati and De Capitani di Vimercati 
2001], differential encryption [XML Encryption Syntax 
and Processing, W3C Recommendation 2002], digital 
signature [XML-Signature Syntax and Processing, W3C 
Recommendation 2002]) tightly coupled with XML to 
maintain the main features of the XML semistructured 
data model while adding to it all the necessary security ca¬ 
pabilities. A second important facet of XML security deals 
with models and languages specifying and exchanging 
access control policies to generic resources, which may 
or may not comply with the XML data model. Initially, 
XML-based access control languages were introduced 
only for the protection of resources that were themselves 
XML files (Damiani et al. 2002; Gabillon 2004). Some 
proposals instead use XML to define languages for ex¬ 
pressing protection requirements on any kind of data/ 
resources (Ardagna et al. 2004; Godik and Moses 2004). 
One of the most relevant XML-based access control lan¬ 
guages is the extensible Access Control Markup Lan¬ 
guage (XACML) (Godik and Moses 2004; Moses 2005). 
XACML is the result of an OASIS standardization effort 
proposing an XML-based language to express and inter¬ 
change access control policies. XACML is designed to ex¬ 
press authorization policies in XML against objects that 
can themselves be identified in XML. 

XACML 

The main concepts of interest in the XACML policy lan¬ 
guage are: policy, policy set, and rule. 

Policy Syntax and Semantics. An XACML policy has, as 
the root element, either Policy or PolicySet. A PolicySet 
is a collection of Policy or PolicySet. An XACML policy 
consists of a target, a set of rules, a rule combining algo¬ 
rithm, and an optional set of obligations. A target consists 
of a simplified set of conditions for the subject, resource, 
and action that must be satisfied for a policy to be appli¬ 
cable to a given request. If a policy applies to all entities 
of a given type, that is, all subjects, actions, or resources, 
an empty element, named AnySubject, AnyAction, or 
AnyResource, respectively, is used. The components of 
a rule are target, effect, and condition. The optional tar¬ 
get element defines the set of resources, subjects, and 
actions to which the rule is intended to apply. The ef¬ 
fect of the rule can be permit or deny. The condition 
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represents a Boolean expression that may further refine 
the applicability of the rule. A rule-combining algorithm 
is used for reconciling the decisions each rule makes. The 
final decision value, called “authorization decision,” is 
the value of the policy as defined by the rule-combining 
algorithm. XACML defines the following different com¬ 
bining algorithms. 

• Deny overrides. It states that if there exists a rule that 
evaluates to deny or if all rules evaluate to not applica¬ 
ble, the result is deny. If all rules evaluate to permit, the 
result is permit. If some rules evaluate to permit and 
some evaluate to not applicable, the result is permit. 

• Permit overrides. It states that if there exists a rule that 
evaluates to permit, the result is permit. If all rules eval¬ 
uate to not applicable, the result is deny. If some rules 
evaluate to deny and some evaluate to not applicable, 
the result is deny. 

• First applicable. It states that each rule has to be evalu¬ 
ated in the order in which it appears in the policy. For 
each rule, if the target matches and the conditions eval¬ 
uate to true, the result is the effect (permit or deny) of 
such a rule. 

• Only-one-applicable. It states that if more than one 
rule applies, the result is indeterminate. If no rule ap¬ 
plies, the result is not applicable. If only one policy 
applies, the result coincides with the result of evaluat¬ 
ing that rule. 

According to the selected combining algorithm, the 
authorization decision can be permit, deny, not applica¬ 
ble (when no applicable policies or rules could be found), 
or indeterminate (when some errors occurred during the 
access control process). An obligation is an action that 
has to be performed in conjunction with the enforcement 
of an authorization decision. For instance, an obliga¬ 
tion can state that all accesses on medical data have to 
be logged. Note that only policies that are evaluated and 
have returned a response of permit or deny can return 
obligations. In other words, obligations associated with 
a policy that evaluates indeterminate or not applicable 
are ignored. 

An important feature of XACML is that a rule is based on 
the definition of attributes corresponding to specific char¬ 
acteristics of a subject, resource, action, or environment. 
Attributes are identified by the Subject Attribute Designa¬ 
tor, ResourceAttributeDesignator, Action Attribute Des¬ 
ignator, and EnvironmentAttributeDesignator elements. 
These elements use the AttributeValue element to define 
the requested value of a particular attribute. Alternatively, 
the AttributeSelector element can be used to specify where 
to retrieve a particular attribute. Note that both the at¬ 
tribute designator and AttributeSelector elements can 
return multiple values. For this reason, XACML provides 
an attribute type, called “bag,” corresponding to an unor¬ 
dered collection of values that can contain duplicated val¬ 
ues for a particular attribute. In addition, XACML defines 
other standard value types such as string, Boolean, inte¬ 
ger, time, and so on. Together with these attribute types, 
XACML also defines operations to be performed on the 


different types such as equality operation, comparison 
operation, string manipulation, and so on. 

Policy example. As an example of an XACML policy, 
suppose that an e-commerce site defines a high-level pol¬ 
icy stating that “any user playing the role Subscribers can 
read the discount_products if the Acme fidelity card is 
attached to the request.” Figure 10 illustrates the XACML 
policy corresponding to this high-level policy. The policy 
applies to requests on the www.example.com/products/ 
discount.html resource. The policy has one rule with a 
target that requires a read action, a subject with role Sub¬ 
scribers, and a condition that applies only if the subject 
has the Acme fidelity card. 

Apache Access Control 

The Apache HTTP server (www.apache.org) allows the 
specification of access control rules via a per-directory 
configuration file usually called .htaccess (Apache HTTP 
server version 1.3). The .htaccess file is a text file including 
access control rules (called “directives” in Apache) that af¬ 
fect the directory in which the .htaccess file is placed and, 
recursively, directories below it (see the section on “Evalu¬ 
ation of .htaccess Files” for more details). Figure 11 illus¬ 
trates a simple example of an .htaccess file. 

Access control directives, whose specification is ena¬ 
bled via module mod_access, can be either host-based 
(they can refer to the clients host name and IP address, or 
other characteristics of the request) or user-based (they 
can refer to usernames and groups thereof). We start by 
describing such directives and then we illustrate how the 
.htaccess files including them are evaluated. 

Host-Based Access Control 

Both permissions and denials can be specified, by using the 
Allow (for permissions) and Deny (for denials) directives, 
which can refer to location properties or environment 
variables of the request. Location-based specifications 
have the form: 

Allow from host-or-network/a\l 

Deny from host-or-networkl all 

where host-or-network can be: a domain name (e.g., acme, 
com); an IP address or IP pattern (e.g., 155.50.); a network/ 
netmask pair (e.g., 10.0.0.0/255.0.0.0); or a network/n 
CIDR mask size, where n is a number between 1 and 32 
specifying the number of high-order 1 bits in the net- 
mask. For instance, 10.0.0.0/8 is the same as 10.0.0.0/ 
255.0.0.0. Alternatively, value all denotes all hosts on the 
network. 

Variable-based specifications have the form; 

Allow from env = env-variable 

Deny from env =env-variable 

where env-variable denotes an environment variable. The 
semantics is that the directive (allow or deny) applies if 
env-variable exists. Apache permits the setting of environ¬ 
ment variables based on different attributes of the HTTP 
client request using the directives provided by module 
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<Policy PoIicyId="Po11 "RuleCombiningAlgld="urn:oasis:names:tc:xacml:1.0:rule-combining-algorithm:permit-overrides"> 
<Target> 

<Subjects> <AnySubject/> </Subjects> 

<Resources> 

<Resource> 

<ResourceMatch Matchld="urn:oasis:names:tc:xacml:1 .O:function:stringmatch"> 

<AttributeValue DataType="http://www.w3.Org/2001/XMLSchema#string"> 

http://www.example.com/products/discount.html 

</AttributeValue> 

<ResourceAttributeDesignator 

DataType="http://www.w3.Org/2001/XMLSchema#string" 

Attributeld="urn:oasis:names:tc:xacml:1.0:resource:target-namespace"/> 

</ResourceMatch> 

</Resource> 

</Resources> 

<Actions> <AnyAction/> </Actions> 

</Target> 

<Rule Ruleld="ReadRule" Effect="Permit"> 

<Target> 

<Subjects> 

<Subject> 

<SubjectMatch Matchld="urn:oasis:names:tc:xacml:1.0:function:string-equal"> 

<AttributeValue DataType="http://www.w3.Org/2001/XMLSchema#string"> 

Subscribers 

</AttributeValue> 

<SubjectAttributeDesignator Attributeld = 

"urn:oasis:names:tc:xacml:2.0:example:attribute:role" 

DataType="http://www.w3.org/2001/XMLSchema#string"/> 

</SubjectMatch> 

</Subject> 

</Subjects> 

<Resources> <AnyResource/> </Resources> 

<Actions> 

<Action> 

<ActionMatch Matchld="urn:oasis:names:tc:xacml:1.0:function:string-equal"> 

<AttributeValue DataType="http://www.w3.Org/2001/XMLSchema#string"> 
read 

</AttributeValue> 

<ActionAttributeDesignator 

DataType="http://www.w3.Org/2001/XMLSchema#string" 

Attributeld = "urn:oasis:names:tc:xacml:1.0:action:action-id"/> 

</ActionMatch> 

</Action> 

</Actions> 

</Target> 

<Condition Functionld="urn:oasis:names:tc:xacml:1.0:function:string-equal"> 

<SubjectAttributeDesignator 

DataType="http://www.w3.Org/2001/XMLSchema#string" 

Attributeld="urn:oasis:names:tc:xacml:1.0:subject:fidelitycard!D"/> 

<AttributeValue DataType="http://www.w3.org/2001/XMLSchema#string"> 

ACME 

</AttributeValue> 

</Condition> 

</Rule> 

</Policy> 

Figure 10: A simple example of an XACML policy 


mod_setenvif. The attributes may correspond to various 
HTTP request header fields (see RFC 2616 [Fielding et al. 
1999]) or to other aspects of the request. The most com¬ 
monly used request header field names include: User-Agent 


(the user agent originating the request) and Referer (the 
Uniform Resource Identifier [URI] of the document from 
which the URI in the request was obtained). For instance, 
in Figure 11, directive SetEnvIf sets “internal_site" if the 
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SetEnvIf Referer www.mydomain.org internal_site 
AuthName "user-based restriction" 

AuthType Basic 

AuthUserFile /home/mylogin/.htpasswd 

Au th G ro u p Fi I e /home/mylogin/. htgroup 

Order Deny,Allow 

Deny from all 

Allow from acme.com 

Allow from env= internal_site 

Require valid-user 

Satisfy any 

<FilesMatch public_access.html> 

Allow from all 
</FilesMatch> 

Figure 11 : A simple example of an .htaccess file 

referring page was in the www.mydomain.org Web site. 
The “Allow from env = internal_site” directive, then, per¬ 
mits access if the referring page matches the given URI. 

Access control evaluates the content of file .htaccess to 
determine whether a request should be granted or denied. 
The Order directive controls the order in which the Deny 
and Allow directives must be evaluated (thus allowing us¬ 
ers to dictate the conflict resolution policy to be applied) 
and defines the default access state. There are three pos¬ 
sible orderings: 

• Deny,Allow. The deny directives are evaluated first, and 
access is allowed by default (open policy). Any client 
that does not match a deny directive or matches an al¬ 
low directive is granted access. 

• Allow,Deny. The allow directives are evaluated first and 
access is denied by default (closed policy). Any client 
that does not match an allow directive or matches a 
deny directive is denied access. 

• Mutual-failure. Only clients that do not match any Deny 
directive and match an Allow directive are allowed 
access. 

For instance, the .htaccess file in Figure 11 states that all 
hosts in the acme.com domain and requests with a refer¬ 
ring page in the www.mydomain.org Web site are allowed 
access; all other hosts are denied access. 

User-Based Access Control 

Besides host-based access control rules, Apache includes a 
module, called mod_auth, that enables user authentication 
(based on usernames and passwords) and enforcement of 
user-based access control rules. Usernames and associated 
passwords are stored in a text user file, reporting pairs of 
the form “username:MD5-encrypted password.” Command 
htpasswd is used to modify the file (i.e., add new users or 
change passwords) as well as to create/rewrite it (a -c flag 
rewrites the file as new). The command has the form: 

htpasswd [-c] filename username 


where filename is the full path name of the user file and 
username is the name of the user we are creating. Upon 
entering the command, the system will ask to specify the 
password (as usual asking its input twice to avoid inser¬ 
tion errors). An alternative to the text user file provided 
by module mod_auth, is given by modules mod_auth_db 
and mod_auth_dbm. With these modules, the usernames 
and passwords are stored in Berkeley DB files and DBM 
type database files, respectively. 

To define user-based restrictions, a name can be given 
to the portion of the file system access that requires au¬ 
thentication. This portion, called “realm,” corresponds to 
the subtree rooted at the directory containing the .htac¬ 
cess file. 

The main directives to create realms are: 

• AuthName, to give a name to the realm. The realm 
name will be communicated to users when prompted 
for the log-in dialog. 

• AuthType, to specify the type of authentication to be 
used. The most common method, implemented by 
mod_auth is Basic, which sends the password from the 
client to the server unencrypted (with a base64-encod- 
ing). A more secure, but less common alternative is the 
Digest authentication method, implemented by module 
mod_auth_digest, which sends the server a one-way hash 
(MD5 digest) of the usemame:password pair, combined 
with a nonce provided by the server. This Digest authen¬ 
tication method is supported by all recent versions of 
common browsers (e.g., MS Internet Explorer, Mozilla 
Firefox, and Opera). 

• AuthUserFile, to specify the absolute path of the file that 
contains usernames and passwords. Note that the user 
file containing names and passwords does not need to 
be in the same directory as the .htaccess file. 

• AuthGroupFile, to specify the location of a group file, 
and therefore provide support for access rules speci¬ 
fied for groups. The group file is a list of entries of the 
form 

group-name: usernamel username2 username3. 

where group-name is the name associated with the group 
to which the specified usernames are declared to belong, 
and each of the usernames appearing in the list must be 
in the user file (i.e., be an existing username). 

The four directives above allow the server to know 
where to find the usernames and passwords and which 
authentication protocol has to be used. User-based access 
rules are specified with a directive “require" that can take 
three forms: 

• require user usernamel usemame2 ...usemameN —only 
usernames “usernamel username2...usemameN” are 
allowed access; 

• require group group 1 group2...groupM —only user- 
names in groups “ group 1 group2...groupM” are allowed 
access; 

• require valid-user—any username in the user file is al¬ 
lowed access. 
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Host-Based and User-Based Interactions and 
Finer-Grained Specifications 

Host- and user-based access directives are not mutually 
exclusive, and they can both be used to control access to 
the same resource. The directive satisfy allows the speci¬ 
fication of how the two sets of directives should interact. 
Satisfy takes one argument whose value can be either all 
or any. Value all requires both user-based and host-based 
directives to be satisfied for access to be granted, whereas 
for value any, it is sufficient that either one is satisfied for 
access to be granted. 

As already stated, all the directives specified in .htac- 
cess apply to the file system subtree rooted at the directory 
that contains the specific .htaccess file unless overridden. 
In other words, an .htaccess file in a directory applies to all 
the files directly contained in the directory and recursively 
propagates to all its subdirectories unless an .htaccess has 
been specified for them (most specific takes precedence). 
Apache 1.2 (and later) supports finer-grained rules allow¬ 
ing the specification of access directives on a per-file basis 
by including FilesMatch section of the form '^Files- 
Match reg-exp>directives</FilesMa.tch>,” with the 
semantics that the directives included in the FilesMatch 
section apply only to the files with a name matching the 
regular expression specified. Also, directives can be speci¬ 
fied on a per-method basis, by using a Limit section of the 
form "<Limit list of access methods>directives 
</Limit>," with the semantics that the directives in¬ 
cluded in the Limit section apply only to the accesses listed 
(again overriding the directives specified in the .htaccess 
file). As an example, directive 

<Limit get post put> 

require valid-user 

</Limit> 

would allow any authenticated user to execute methods 
get, post, and put. The directive does not apply to other 
operations. 

Evaluation of .htaccess Files 

As mentioned previously, the file .htaccess is used to con¬ 
trol accesses to the files in a directory. Therefore, whenever 
an access request to a file is submitted, the Apache HTTP 
server starts checking in the top directory for an .htaccess 
file, and then checks each subdirectory until it reaches the 
directory that contains the requested file appears (Coar 
2001). All .htaccess hies found during this process (called 
“directory walk”) are processed and merged, thus result¬ 
ing in a set of directives that apply to the requested hie. 
More precisely, the directives specihed in the .htaccess 
hies have to be processed if they belong to the categories 
(AuthConhg, Filelnfo, Indexes, Limit, and Options) listed 
in the AllowOverride list specihed in a server configura¬ 
tion hie. These directives are then merged according to 
the most specihc principle—that is, directives within 
.htaccess hies in subdirectories may change or nullify 
the effects of the directives within .htaccess hies of parent 
directories. As an example, suppose that the access re¬ 
quest for http://acme.com/Departmentl/welcome.html 
resolves to the hie /home/myaccount/www/Departmentl/ 
welcome and that statement AllowOverride All has been 


specihed. In this case, the Apache HTTP server merges 
all directives included in the .htaccess hies of directories: 
/; /home; /home/myaccount; /home/myaccount/www; and 
/home/myaccount/www/Department 1. 

Java 2 Security Model 

Java is both a modern object-oriented programming lan¬ 
guage and a complex software architecture. Java has been 
developed by Sun Microsystems and is currently one of 
the most important solutions for the construction of ap¬ 
plications in a network environment. Java offers sophis¬ 
ticated solutions for the design of distributed and mobile 
applications, in which the software can be partitioned on 
distinct nodes and downloaded from one node to be ex¬ 
ecuted on another. 

Since its introduction, Java designers have carefully 
considered the security implications of an architecture 
for which executable code could be downloaded from 
the network, possibly from untrusted hosts. The hrst 
security model of Java, the one associated with Java De¬ 
velopment Kit version 1.0 (JDK 1.0), was based on the 
construction of a sandbox, a restricted environment for 
the execution of downloaded code, with rigid restrictions 
on the set of local resources that could be used (e.g., with 
no access to the file system and with limits on network 
access). 

The main problem of the JDK 1.0 security model was 
the limited granularity and the availability of a single 
policy for all downloaded code. JDK 1.0 would let pro¬ 
grammers revise the access control services and imple¬ 
ment their own version; but the implementation of access 
control services is complex, expensive, and delicate, mak¬ 
ing it unfeasible for most applications. 

The evolution of Java to version 2 gave the opportunity 
to revise the security model and significantly improve it. 
We describe the Java 2 Security Architecture. A full and 
authoritative description of the architecture appears in 
(Gong 1999). 

We observe that the security services of Java are not 
related to the access control system of the host operating 
system. This design choice derives from the requirement 
to make Java a fully portable execution environment, 
which does not depend on the services of the underlying 
system. The Java environment will have to be properly 
protected on the host system, as write access to the im¬ 
plementation of the Java Virtual Machine, or to its con¬ 
figuration, would permit the bypassing of any security 
mechanism within the Java environment. 

We focus our presentation on the security model that 
associates permissions with pieces of Java code. This code¬ 
centric model adequately supports the security of mobile 
code. We do not describe the Java Authentication and Au¬ 
thorization Service (JAAS, since Java 2 v. 1.4 integrated 
with the JDK), a set of Java packages that offer services 
for user authentication and management of access con¬ 
trol rights. JAAS extends the native Java 2 security model, 
using all the mechanisms presented here. 

It is important to observe that the Microsoft .NET ar¬ 
chitecture presents many features that are similar to those 
offered by Java, with a standard virtual machine environ¬ 
ment (the common language runtime, CLR) responsible 



Access Control for Internet-Based Solutions 


535 


for the execution of portable code in a network-centered 
environment. In terms of security, the design of the .NET 
architecture has taken advantage of the experience in the 
design of Java and offers a security model that presents 
most of the functions appearing in the Java 2 model; a 
distinctive feature is the strong integration of the .NET 
security services with all the features of the Windows ac¬ 
cess control model. We refer the reader to the description 
available on the Microsoft Web site; the understanding 
of the services of the Java 2 model should greatly facili¬ 
tate the comprehension of the design of the .NET security 
model. 

Security Policy 

The security policy describes the behavior that a Java pro¬ 
gram should exhibit. Each security policy is composed of 
a list of entries (an access control list) that defines the 
permissions associated with Java classes and applica¬ 
tions. There is a standard security policy defined for the 
whole Java installation, and each user can personalize it 
extending the ACL in several ways—for example, writing 
a specific file in the personal home directory. The security 
policy is represented by a Policy object. 

Each entry in the security policy describes a piece of 
Java code and the permissions that are granted to it. Each 
piece of Java code is described by a URL and a list of 
signatures (represented in Java by a CodeSource object). 
The URL can be used to identify both local and remote 
code; with a single URL it is also possible to characterize 
single classes or complete collections (packages, Java Ar¬ 
chive [JAR] files, directory trees). The signatures may be 
applied on the complete URL or on a single class within 
a collection. Because URLs may identify collections, it is 
important to support implication among CodeSource ob¬ 
jects (e.g., www.xmlsec.org/classes/ implies www.xmlsec. 
org/classes/xml. j ar). 

Permissions 

Permissions describe the access rights that are granted 
to pieces of Java code. Each permission is represented by 
an instance of the abstract class Permission. Permissions 
are typically represented by a target and an action (e.g., 
file target /tmp/javaAppl/buffer and action write). There 
are permissions that are characterized only by the tar¬ 
get, with no action (e.g., target exitVM for the execution 
of System.exit). The Permission class is specialized by 
many concrete classes, which define a hierarchy. Direct 
descendants of Permission are FilePermission (used to 
represent access rights on files), SocketPermission (used 
to control access to network ports), AllPermission (used to 
represent with a single permission the collection of all 
permissions), and BasicPermission (typically used as the 
base class for permissions with no action). 

The current security model considers only positive 
authorizations. The rationale is that the evaluation is 
more efficient and the model is clearer for the program¬ 
mer. However, no fundamental restriction has been intro¬ 
duced, and the model could evolve to support negative 
authorizations (in a future version of Java, or in an ad 
hoc security mechanism built for a specific application). 

It is also interesting to note that permissions refer 
to classes and not to instance objects. A model granting 


permissions to objects would have offered finer granular¬ 
ity, but it would have also been more difficult to manage. 
Specifically objects exist only at run-time, whereas the 
security policy is static, and it is not convenient to specify 
in it permissions at the level of objects. 

To manage sets of permission, the Java model offers 
class PermissionCollection, which groups permissions of 
the same category (e.g., file permissions). Class Permis¬ 
sions represents collections of PermissionCollection ob¬ 
jects, that is, collections of Permission objects. 

Access Control 

In the Java 2 architecture, permissions, which are rep¬ 
resented by various Permission objects, are not directly 
associated with classes. Class ProtectionDomain realizes 
the link between classes and permissions. A protection 
domain contains classes and objects that inherit the per¬ 
missions granted to the domain itself. For instance, a 
protection domain can be defined as follows: 

ProtectionDomain domain = 

new ProtectionDomain(codesource,permissions); 

This piece of code creates a new ProtectionDomain with 
the given codesource and permissions. 

The security policy specifies permissions for a URL 
that may correspond to many classes; all the classes refer 
to the same protection domain. There is a predefined sys¬ 
tem domain that associates permission AllPermissions to 
all the classes in the core of the Java architecture. 

In Java 2, access control is realized at two levels: Se- 
curityManager and AccessController. At the higher level, 
class SecurityManager is responsible for evaluating ac¬ 
cess restrictions and is invoked whenever permissions 
have to be verified. In JDK 1.0 the class was abstract, 
forcing each Java implementation to provide its own re¬ 
alization. In Java 2 the class is concrete, and a standard 
implementation is part of the run-time environment. The 
main method of class SecurityManager is checkPermis- 
sion. In JDK 1.0 the check on permissions was realized 
by ad hoc methods (e.g., to check for read permission on 
a file, method checkRead was used). Java 2 maintains all 
the previous methods for backward compatibility, but it 
uses a single method, checkPermission, for every permis¬ 
sion type. This increases the flexibility of the security 
model, as the introduction of novel permissions can be 
managed with relative ease, without the need to modify 
the implementation of the SecurityManager. 

The method checkPermission determines whether 
the permission that appears as the first parameter of the 
method is granted. If the check is successful, the method 
returns the control to the caller, otherwise it generates a 
security exception. 

The method checkPermission in the standard Securi¬ 
tyManager immediately calls the method checkPermis¬ 
sion of the class AccessController. The class AccessCon¬ 
troller is a final (i.e., unmodifiable) class that represents 
the security policy that Java 2 supports by default. This 
distinction into two levels is motivated by two conflict¬ 
ing requirements, each managed at a separate level. On 
the one hand, there is the need for flexibility, for applica¬ 
tions that may need a different security policy; for these 
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applications it would be possible to realize a specialized im¬ 
plementation of the Security Manager class, which would 
then be automatically invoked for security checks by Java 
classes, that call the services of the SecurityManager. On 
the other hand, applications may prefer to have a guaran¬ 
tee that the security model used is the default one for Java 
2; in this case, applications may opt to refer directly to the 
services of the AccessController class. 

Access control is evaluated in the execution envi¬ 
ronment, which is characterized by an array of Pro- 
tectionDomain objects. There may be more than one 
ProtectionDomain object, as Java classes may invoke the 
services of classes that belong to different domains. 
The problem is then to decide how to consider the permis¬ 
sions of different domains in the execution environment. 
The solution used in Java 2 is to consider as applicable 
permissions only those that belong to the intersection 
of all the domains. Consequently, when checkPermission 
runs, it considers all the ProtectionDomain objects, and if 
there is at least one domain that has not been granted the 
permission being checked, a security exception is gener¬ 
ated. The rationale for this policy is that this is the safest 
approach, realizing the minimum privilege principle. 

There is an exception to the above behavior, which 
requires the use of the method doPrivileged of the class 
AccessController. The method doPrivileged creates a sep¬ 
arate execution environment, which considers only the 
permissions of the ProtectionDomain associated with the 
code itself. The goal of this method is analogous to that 
of the setuid mechanism in Linux, in which the privileges 
of the owner of the code are granted to the user executing 
it. For instance, a changePassword method that requires 
write permission on a password file can be realized within 
a doPrivileged method. The advantage of this mechanism 
with respect to the setuid mechanism is that in Java it is 
possible to restrict with a very fine granularity the Java 
statements that have to be executed in a privileged mode, 
whereas in Linux the privileges of the owner are available 
to the executor for the complete run of the program (in 
contrast to the least privilege). Finally, we consider how 
the security model integrates with the inheritance mech¬ 
anism that characterized the Java object model. Two 
classes, one of which is a specialization of the other may 
belong to distinct domains. When a method of a subclass 
is invoked, the effective ProtectionDomain is the one for 
which the method is implemented; if the method is sim¬ 
ply inherited from the superclass, with no redefinition, 
the domain of the superclass is considered; if the method 
is redefined in the subclass, the domain of the subclass is 
instead used by the checkPermission method. 

DISCUSSION AND CONCLUSION 

In this chapter, we discussed the basic concepts of ac¬ 
cess control and illustrated the main features of the 
access control services provided by some of the most pop¬ 
ular operating systems, database management systems, 
and network-based solutions. Recent proposals address¬ 
ing access control in open and dynamic environments 
take into consideration the fact that a server may receive 
requests not just from the local community of users, 
but also from remote, previously unknown users. The 


traditional separation between authentication and access 
control cannot be therefore applied in this context, and 
alternative access control solutions should be devised. 

To this purpose, trust management has received con¬ 
siderable attention in the research community. In this 
case, access control is no longer based on users’ identities, 
but on their attributes/properties (Bonatti and Samarati 
2002). These properties are typically represented through 
digital certificates (credentials). A digital certificate is ba¬ 
sically a statement certified by a given entity that can be 
used to establish properties of the certificate holder. Trust 
between two interacting parties is then established on the 
basis of parties’ properties, which are proven through the 
disclosure of digital certificates. 

To adopt digital certificates for access control, it is nec¬ 
essary to develop authorization languages and systems, 
for which parties must be able to state and enforce access 
rules based on credentials and communicate these rules 
to their counterpart to correctly establish a negotiation. 
The negotiation consists of a series of requests for cre¬ 
dentials and counter-requests on the basis of the parties’ 
policies. Different trust negotiation strategies have been 
proposed in the past few years, which try to balance two 
different needs (Seamons, Winslett, and Yu 2001). On the 
one hand, the user is willing not to release credentials 
to the remote and unknown server if it is not necessary 
for accessing the requested resource, as credentials may 
contain sensitive information. On the other hand, the 
server does not want to communicate to the unknown 
user the policies it is enforcing for granting access to the 
resources. It is therefore necessary to introduce the defi¬ 
nition of policies, both client and server side, to control 
the release of credentials, and to establish a negotiation 
process between the parties to gain an agreement. 

Although current solutions supporting credential- 
based policies are technically mature enough to be used 
in practical scenarios, there are still issues that need to be 
investigated to enable more complex applications such as 
(De Capitani di Vimercati and Samarati 2005): the defini¬ 
tion of common languages, dictionaries, and ontologies 
to provide parties with a means to understand each other 
with respect to the properties they enjoy (or request the 
counterpart to enjoy); the development of a mechanism 
that explains why access requests are eventually denied, 
or—better—how to obtain the desired permissions; and 
the development of a mechanism that returns the infor¬ 
mation about which conditions need to be satisfied for 
the access to be granted, without disclosing "too much" 
of the underlying security policy, which might also be re¬ 
garded as sensitive information. 


GLOSSARY 

Authentication: Means of establishing the validity of a 
claimed identity. 

Authorization: The right granted to a user to exercise 
an action (e.g., read, write, create, delete, and execute) 
on certain objects. 

Availability: A requirement intended to guarantee that 
information and system resources are accessible to au¬ 
thorized users when needed. 
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Confidentiality: The assurance that private or confi¬ 
dential information not be disclosed to unauthorized 
users. 

Credential: Certified property of the holder, issued by 
an authorized party. 

DAC: Discretionary Access Control. 

Data Integrity: A requirement that information is not 
modified improperly. 

Group: A set of users. 

Integrity: Information has integrity when it is accurate, 
complete, and consistent. (See Data Integrity and Sys¬ 
tem Integrity). 

MAC: Mandatory Access Control. 

RBAC: Role-Based Access Control. 

Role: A job function within an organization that de¬ 
scribes the authority and responsibility related to the 
execution of an activity. 

Secrecy: A requirement that released information be 
protected from improper or unauthorized release. 

Security: The combination of integrity, availability, and 
secrecy. 

Security Mechanism: Low-level software and/or hard¬ 
ware functions that implement security policies. 

Security Policy: High-level guidelines establishing 
rules that regulate access to resources. 

SELinux: Security-Enhanced Linux. 

Subject: An active entity that can exercise access to the 
resources of the system. 

User: A person who interacts directly with a system. 

XACML: extensible Access Control Markup Language. 

XML: extensible Markup Language. 


CROSS REFERENCES 

See Authentication ; Cryptography, Password Authentication. 
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INTRODUCTION 

The importance of data security in networked computer 
environments has been emphasized since the beginning 
of such networks (IBM 1970; National Bureau of Stand¬ 
ards 1977; Wasserman 1969). One long-recognized key to 
maintaining data security is the “consistent verification 
of both the identification and authorization of the indi¬ 
vidual subject and terminal, depending upon the degree 
of security required, each time an attempt is made to ac¬ 
cess restricted data” (IBM 1970). IBM listed “three basic 
ways to identify a terminal subject: 1) By something he 
knows or memorizes, ... 2) By something he carries, ... 3) 
By a personal physical characteristic.” The process of rec¬ 
ognizing subjects by personal physical characteristics is 
now referred to as "biometric authentication,” or more 
simply "biometrics.” These technologies have become far 
more available and practical since first being introduced 
in the 1960s and are now important alternatives to “some¬ 
thing he knows or memorizes” (personal identification 
numbers [PINs] and passwords) or “something he carries” 
(fob, key, or badge) for recognizing individual network 
subjects and connecting them with their authorizations. 
In this chapter, we will look at these technologies in gen¬ 
eral, and give case studies of some specific applications of 
biometrics to computer network security. 

FUNDAMENTAL CONCEPTS 

“Biometric authentication” can be defined as the auto¬ 
mated recognition of individual persons based on distin¬ 
guishing biological (usually anatomical) and behavioral 
traits. The field is a subset of the broader field of human 
identification science. At the current level of technology, 
DNA analysis is a laboratory technique not fully auto¬ 
mated and requiring human processing, so it is not con¬ 
sidered “biometric authentication” under this definition. 
Examples of technologies currently in use to control ac¬ 
cess to computer networks or physical spaces containing 
computer network hardware include: fingerprint, speaker. 
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face, hand geometry, hand vein, and iris recognition. Some 
techniques (such as iris recognition) are more biologically 
based, some (such as speaker recognition) are more be- 
haviorally based, but all techniques are influenced by both 
behavioral and biological elements. 

"Biometric authentication” is frequently referred to 
simply as “biometrics," although this word has historically 
been associated with the statistical analysis of general bi¬ 
ological data. Biometrics, like genetics, is usually treated 
as singular. It first appeared in the vocabulary of physical 
and information security around 1980 (Pollack 1981) as a 
substitute for the earlier descriptor, “automatic personal 
identification,” in use in the 1970s. Biometric systems rec¬ 
ognize “individual persons" by recognizing “bodies.” The 
distinction between person and body is subtle (Baker 2000; 
Martin and Barresi 2003), but it is of key importance in 
understanding the inherent capabilities and limitations of 
these technologies. In this chapter, we will adopt the con¬ 
ventional terms individual, person, and subject, although 
we really mean “body.” In our context, biometrics deals 
with computer recognition of signal patterns created by 
body behaviors and biological structures and is usually as¬ 
sociated more with the field of computer engineering and 
statistical pattern analysis than with the behavioral or bio¬ 
logical sciences. 

The perfect biometric measure for all applications 
would possess the following five properties: 

Distinctive: Different from individual to individual 
Repeatable: Similar across time for each individual 
Accessible: Easily displayed to a sensor 
Acceptable: Not objectionable to persons 
Universal: Possessed by and observable on all people 

Unfortunately, no biometric measure has all of the above 
properties: there are great similarities among the sensor 
patterns generated by different individuals; measures as¬ 
sociated with each individual change over time; some 
physical limitations prevent display; "acceptability” is in 
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the mind of the subject; not all people have all character¬ 
istics. Practical biometric technologies must compromise 
on every point. Consequently, the challenge of biometric 
deployments is to develop robust systems to deal with the 
vagaries and variations of discernible characteristics of 
human beings. 

All biometric systems verify claims (test hypotheses) 
regarding the source of a biometric pattern in the data¬ 
base. In application to computer network access control, 
the claim is a positive one, as in "I am the source of a bio¬ 
metric data record in the database,” and will be accompa¬ 
nied by the submission of a “live” sample of the biometric 
pattern to be compared to the stored biometric record. 
This stored record is called the “biometric reference.” 
Claims can be made specific, such as “I am the source of 
the biometric reference for subject A in the database,” or 
can remain unspecified, requiring the computer to search 
the database for a matching reference. Claims need not 
involve a person’s “real" name, so biometrics can be used 
anonymously. Implicit in the application of biometric 
recognition to computer network security is that the bio¬ 
metric data will be linked to a subject record, containing 
the network authorizations established at the time the 
biometric reference was created. Recognizing the person 
establishes a link to the authorizations and perhaps other 
data, such as a legal name, network usage records, and the 
like. In this chapter, we will call the subject data associ¬ 
ated with an enrollment record an “identity” and will use 
the terms identity and enrollment record interchangeably. 
There is no need, however, for this identity to correspond 
to any identity for the same person in any other system. 
Biometrics is agnostic as to whom a person "really is” 
and cannot resolve the philosophical and moral issues of 
who a person “should be”. 

This approach to person recognition can be contrasted 
with the use of "something he knows" or “something he 
carries” in that biometrics links recognition to the person’s 
body, not to knowledge or possessions, which are easily 
transferred (intentionally or unintentionally) to nonau- 
thorized persons. Consequently, biometrics can be consid¬ 
ered more secure than other forms of person recognition. 
But, in contrast to knowledge or possessions, biometric 
patterns cannot be replaced if compromised and are sub¬ 
ject, like other forms of person recognition, to forgery 
and replay attacks (Geller et al. 1999; van der Putte and 
Keuning 2000; Lewis and Statham 2004; Matsumoto et al. 
2002). Like “something he carries" biometrics will gener¬ 
ally require specialized collection hardware at each point 
of service (keystroke and speaker recognition being pos¬ 
sible exceptions). This is in contrast to “something he 
knows," which can be communicated to the network via 
an existing keyboard or numeric pad. 

More general applications of biometrics also include 
verification of negative claims, such as “I am not the 
source of any biometric reference in the database,” 
Social service and driver licensing systems make use of 
negative-claim biometric components to prevent multi¬ 
ple enrollments of a single individual. Whereas positive- 
claim systems can restrict each network identity to a 
single human subject, negative-claim systems can restrict 
each human subject to a single identity within the net¬ 
work, if that function is required. 


Systems requiring a positive subject claim to a specific 
identity treat the biometric reference as an attribute of the 
enrollment record. These systems "verify” that the biomet¬ 
ric reference in the claimed enrollment record matches 
the sample submitted by the subject and are called "veri¬ 
fication” systems. Some systems, such as those for social 
service and driver licensing, verify a negative claim by 
a subject of having no identity record already in the data¬ 
base by treating the biometric pattern as a record identifier 
or pointer. These systems search the database of biomet¬ 
ric pointers to find one matching the submitted sample 
and are called "identification” systems. However, the act 
of finding an identifier (or pointer) in a list of identifiers 
also verifies an unspecific claim of enrollment in the data¬ 
base, and not finding a pointer verifies a negative claim of 
no enrollment. Consequently, the differentiation between 
“identification” and “verification” systems is not always 
clear, and these terms are not mutually exclusive. 

In the simplest systems, “verification” of a positive 
claim to a specific identity in the network might require 
the comparison of submitted samples to only the biomet¬ 
ric references in the single claimed identity record. For 
example, a person might claim to be a specific, authorized 
network user. To prove this, she would type in an iden¬ 
tity record identifier (perhaps a name or ID number), then 
place her finger on a glass platen of an electronic imaging 
device. The system would compare the sample fingerprint 
against the fingerprint reference in the claimed identity 
record. If the two were reasonably close, the system would 
conclude that the subject is indeed connected to the iden¬ 
tity record and therefore should be afforded the rights and 
privileges associated with that identity. 

Simple identification, done without a specific claim 
by the subject to an enrolled identity record, might require 
the comparison of the submitted biometric samples to all 
of the biometric references stored in the database. A per¬ 
sonal computer log-on, for instance, can be implemented 
simply by the placement of the finger onto a scanner em¬ 
bedded in the keyboard. If the fingerprint matches any of 
those enrolled in the log-on database, that identity record 
is opened and its authorizations are granted. 

Other “identification” applications, however, are much 
more complex. The State of California requires applicants 
for social service benefits to verify the negative claim of no 
previous enrollment in the system by submitting finger¬ 
prints from both index fingers to the Statewide Finger Im¬ 
aging System. Depending on the specific automated search 
strategy, these fingerprints might be searched against the 
entire database of enrolled benefit recipients to verify that 
there are no matching fingerprints already in the system. If 
matching fingerprints are found, the enrollment record as¬ 
sociated with those fingerprints is returned to the system 
administrator to confirm the rejection of the applicant’s 
claim of no previous enrollment. 

These are examples of the simplest systems. More ad¬ 
vanced systems might use comparisons with multiple 
enrolled references for verification of linkage to a single, 
claimed identity or only a very limited number of compari¬ 
sons when there is no claim to a specific enrolled reference. 
There is no dependable relationship between “verification'’ 
or “identification” and the number of comparisons that the 
system is required to make. 
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Network security systems generally use biometrics to 
verify positive subject claims to a specific or nonspecific 
identity in the database. These systems are commonly 
called “verification” systems regardless of the search strat¬ 
egy or architecture used. If a claim to an enrolled iden¬ 
tity is verified, authorizations contained in the verified 
or identified enrollment record can then be applied with 
confidence to the requested activities, such as a computer 
log-on. Although hybrid systems are also possible, such 
as those that verify the negative claim that a subject does 
not already have an identity in the database at the time 
of enrollment and then verify in later encounters positive 
claims to an existing identity in the database, they are not 
currently widespread. 

Biometric technologies are playing a growing role in 
computer network security today to connect persons to 
system authorizations through verification of claims of 
enrolled identity. The argument can be made that biomet¬ 
ric measures more closely link the authentication process 
to the human network user than "what you have” or “what 
you know.” Biometric measures are not as easy to trans¬ 
fer, forget, or steal as PINs, passwords, and tokens, so 
they may increase the security level of systems using them. 
Biometrics can be combined with PINs and tokens into 
multifactor systems for added security should the PINs 
or tokens be stolen or compromised. 

A SHORT HISTORY 

The science of recognizing people based on physical 
measurements was invented by the French police clerk, 
Alphonse Bertillon, who began his work in the late 
1870s (Beavan 2001; Cole 2001). The Bertillon system 
involved multiple measurements, including height, 
weight, the length and width of the head, width of the 
cheeks, and the lengths of the trunk, feet, ears, fore¬ 
arms, and middle and little fingers. Categorization of iris 
color and pattern was also included in the system. By 
the 1880s, the Bertillon system was in use in France to 
identify repeat criminal offenders. Use of the system in 
the United States for the identification of prisoners began 
shortly thereafter and continued into the 1920s. 

Although research on fingerprinting by a British colo¬ 
nial magistrate in India, William Herschel, began in the 
late 1850s, knowledge of the technique did not become 
known in the Western world until the 1880s (Faulds 1880; 
Herschel, 1880) when it was popularized scientifically by 
Sir Francis Galton (1888) and in literature by Mark Twain 
(1893). Galton’s work also included the identification of 
persons from profile facial measurements. 

By the mid-1920s, fingerprinting had completely 
replaced the Bertillon system within the U.S. Bureau of 
Investigation (later to become the Federal Bureau of In¬ 
vestigation). Research on new methods of human iden¬ 
tification continued, however, in the scientific world. 
Handwriting analysis was recognized by 1929 (Osborn, 
1929) and retinal identification was suggested in 1935 
(Simon and Goldstein 1935). 

These techniques were not automatic, however, so none 
of them meets the definition of “biometric authentication” 
being used in this chapter. Automatic techniques require 
automatic computation. Work in automatic speaker 


recognition can be traced directly to experiments with 
analog filters conducted in the 1940s (Potter, Kopp, 
and Green 1947) and early 1950s (Chang, Pihl, and 
Essignmann 1951). With the increasing availability of in¬ 
dustrial and government computers in the 1960s, speech 
(Pruzansky 1963) and fingerprint (Trauring 1963, On the 
automatic comparison) pattern recognition were among 
the very first applications in automatic signal processing. 
By 1963, a “wide, diverse market” for automatic fingerprint 
recognition was identified, with potential applications 
in “credit systems” and “industrial and military security 
systems” and for “personal locks” (Trauring 1963, Auto¬ 
matic comparison). Computerized facial recognition re¬ 
search followed (Bledsoe 1966; Goldstein, Harmon, and 
Lesk 1971). In the 1970s, the first operational fingerprint 
and hand geometry systems were fielded, results from 
formal biometric system tests were reported (Wegstein 
1970), measures from multiple biometric devices were 
being combined (Messner et al. 1974; Fejfar 1978) and 
government testing guidelines were published (National 
Bureau of Standards 1977). In the 1980s, fingerprint scan¬ 
ners and speaker recognition systems were being con¬ 
nected to personal computers to control access to stored 
information. Based on a concept patented in the 1980s 
(Flom and Safir 1987), iris recognition systems became 
available in the mid-1990s (Daugman 1993; Siedlarz et 
al. 1995). Today there are over a dozen approaches used 
in commercially available systems, using hand and finger 
geometry, iris and fingerprint patterns, face images, voice 
and signature dynamics, computer keystroke, and hand 
vein patterns. 

SYSTEM DESCRIPTION 
Overview 

Given the variety of applications and technologies, it might 
seem difficult to draw any generalizations about biomet¬ 
ric systems. However, all such systems have many ele¬ 
ments in common. Biometric samples are acquired from 
a person (the “subject") by a sensor. During enrollment, 
these samples can be stored directly as the references for 
that subject. More commonly, the sensor output is sent 
to a processor, which extracts the distinctive but repeat- 
able measures of the signal (the “features”), discarding all 
other components. If the subject is claiming no previous 
enrollment, the features can be compared to references 
from all enrolled subjects to verify this claim before a new 
identity record is created and the features are accepted 
as the reference “template" for the new record. Features 
might be processed further to produce a more complex 
statistical “model” to be stored as the subject reference 
instead of a template. An enrolled subject seeking access 
to a network will generally submit biometric samples to 
be compared to an enrolled reference in a claimed iden¬ 
tity record linking the subject to network authorizations. 
The subject may identify the claimed identity record by 
entering a PIN, or through a token of some type, contain¬ 
ing a pointer to the centrally stored, claimed record and 
its biometric reference. Alternatively, the claimed identity 
and its biometric reference might be stored on a token in 
the subject’s possession so that the subject supplies both 
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a biometric sample to a sensor and a token from which the 
stored reference is read. Some highly distinctive biomet¬ 
ric patterns, such as those of fingerprints or irises, may 
be submitted without the claim to a specific enrollment 
reference, thus necessitating a search of all references in 
a centralized database to find a “match” and thereby link 
to the appropriate subject authorizations. 

Figure 1 illustrates this information flow, showing 
a general biometric system consisting of data collection, 
transmission, signal processing, reference storage, and 
decision subsystems. This diagram illustrates both en¬ 
rollment and operation of systems designed for verifying 
specific or unspecific, positive or negative claims of en¬ 
rollment. In the following sections, we will go through 
each of these subsystems in detail. 

Data Collection 

Biometric systems begin with the collection of a signal 
from a behavioral/biological characteristic. As data from 
a biometric sensor can be one-dimensional (speech), two- 
dimensional (fingerprint), or multidimensional (hand¬ 
writing dynamics), we are not generally dealing with 
“images.” To simplify our vocabulary, we refer to the sen¬ 
sor output simply as “samples.” 

Key to all systems is the underlying assumption that 
the signal from the biometric characteristic being ob¬ 
served is both distinctive between individuals and re¬ 
peatable over time for the same individual. Therefore, 
it is desirable that there be as much variation between 


individuals, and as little variation between multiple sam¬ 
ples from the same individual, as possible. The challenges 
of controlling these sample variations begin in the data- 
collection subsystem. 

The subject’s biometric characteristic must be observed 
by a sensor, such as a microphone, CCD (charge-coupled 
device)-based fingerprint scanning chip, or digital cam¬ 
era. In systems in which a subject seeks verification of 
a positive claim to an enrolled identity, the subject can 
cooperatively present the characteristic to the sensor. The 
act of presenting a biometric characteristic to a sensor 
introduces a behavioral component to every biometric 
method, as the subject must interact with the sensor in 
the collection environment. The output of the sensor is the 
combination of: (1) the biometric characteristic; (2) the 
way the characteristic is presented; and (3) the technical 
properties of the sensor. All measurements and decisions 
made by the system will be based on this sensor output. 
Both the repeatability and the distinctiveness of the meas¬ 
urement are negatively impacted by changes in any of 
these three factors. We must emphasize the importance 
of good ergonomic design on item 2, allowing users of the 
system to easily and quickly present biometric character¬ 
istics. If a system is to exchange data with other systems, 
the presentation constraints and sensor properties must 
be standardized (International Standards Organization 
2005, Parts 2, 4, 5, and 6) to ensure that biometric char¬ 
acteristics collected with one system will match those col¬ 
lected on the same individual by another system. 
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Transmission 

Some biometric systems collect samples at one location 
but process them at another. If a great amount of data is 
involved, data compression may be required to conserve 
transmission bandwidth. Systems storing unprocessed bi¬ 
ometric samples as the references do so in a compressed 
format. Figure 1 shows compression and transmission oc¬ 
curring before signal processing or sample storage. The 
transmitted or stored compressed data must be expanded 
before further use. The process of compression and expan¬ 
sion generally causes quality loss in the restored sample, 
with loss increasing with higher compression ratios. An 
interesting area of research is in finding, for a given bio¬ 
metric technique, compression methods with minimum 
negative impact on the subsequent signal-processing ac¬ 
tivities. Interestingly, limited compression has been ob¬ 
served, in many cases, to improve the performance of the 
pattern-recognition software (Watson and Wilson 2005), 
as information loss in the original signal is generally in the 
less repeatable high-frequency components. 

Signal Processing 

The biometrics signal-processing subsystem is composed 
of four modules: segmentation, feature extraction, quality 
control, and pattern matching. The segmentation module 
must determine whether any biometric signals exist in the 
received data stream (signal detection) and, if so, extract 
the signal from the surrounding noise. If the segmenta¬ 
tion module fails to properly detect or extract a biometric 
signal, we say that a “failure-to-acquire” has occurred. 

The feature-extraction module must process the sig¬ 
nal in some way to preserve or enhance the between- 
individual variation (distinctiveness) while minimizing the 
within-individual variation (nonrepeatability). The output 
of this module is numbers that, although called biometric 
“features,” may not have direct biological or behavioral in¬ 
terpretation. For example, the numerical values developed 
by a facial recognition system do not indicate the width 
of the lips, length of the nose, or the distance between the 
eyes and the mouth, but rather represent the face in a more 
abstract, mathematically based way, such as by "decom¬ 
posing” the face into “basis" faces. In this process, a preset 
collection (perhaps 128) of generic “basis” faces can be com¬ 
bined with determined intensities to approximate the face 
being decomposed. The values of these intensities are the 
numbers by which the face will be recognized. 

The quality-control module must do a statistical “sanity 
check” on the extracted features to make sure they are not 
outside population statistical norms. If the sanity check is 
not successfully passed, the system may be able to alert the 
subject to resubmit the biometric pattern. If the biometric 
system is ultimately unable to produce an acceptable fea¬ 
ture set from a subject, a “failure-to-enroll” or a “failure-to- 
acquire” will have occurred. Failure-to-enroll/acquire may 
be due to failure of the segmentation algorithm, in which 
case no feature set will be produced. The quality-control 
module might even impact the decision process, directing 
the decision subsystem to adopt higher requirements for 
matching a poor-quality input sample, for instance. 

The pattern-matching module compares sample feature 
data with previously enrolled feature data (“templates”) 


or feature data models (such as neural network or 
Gaussian mixture models) from the database and produces 
a numerical “comparison score." When both the reference 
and features are vectors, the comparison score may be as 
simple as a Euclidean distance. In more complex systems, 
statistical measures, such as likelihood ratios, might be 
used instead. Some pattern-matching modules may even 
direct the adaptive recomputation of features from the 
input data to see whether better matches might be made 
through small adjustments to the input data. Regardless 
of what pattern-matching technique is used, references 
and features from samples will never exactly match be¬ 
cause of the repeatability issues already discussed. Con¬ 
sequently, the comparison scores determined by the 
pattern-matching module will have to be interpreted by 
the decision subsystem. 

Decision 

The decision subsystem is considered separately from the 
pattern-matching module. The decision subsystem might 
make a simple “match” or "no match” determination by 
comparing the output score from the pattern-matching 
module against a predetermined threshold value. A sub¬ 
ject claim of an identity within a system will be accepted if 
a match is determined. A subject claim of no identity within 
a system will be rejected if a match is determined. Con¬ 
sequently, relating “match” and “no match” decisions to 
claim “acceptance” or "rejection" will depend on the claim 
being made. System policy may require that the ultimate 
“acceptance” or “rejection” of a subjects claim be based 
on multiple “match/no match” decisions from multiple 
measures or from some dynamically determined, subject- 
dependent or measure-dependent decision criterion. For 
instance, common decision policies will accept a subject 
claim to an identity record if a match occurs in any of three 
attempts or against any one of several stored references. 

The decision module might also direct operations to the 
stored database, storing features as reference templates 
during enrollment, updating references in the database 
after a successful transaction, calling up additional refer¬ 
ences for comparison in the pattern-matching module, or 
directing a database search. 

Because input samples and stored references will never 
exactly match, the decision modules will make mistakes— 
wrongly rejecting a correctly claimed identity of an 
enrolled subject or wrongly accepting the identity claim 
of an impostor. Thus, there are two types of errors: false 
rejection and false acceptance. In systems verifying posi¬ 
tive subject claims to identity, these errors can be traded 
off against one another to a limited extent: decreasing 
false rejections at the cost of increased false acceptances 
and vice versa. In practice, however, inherent within- 
individual variation (nonrepeatability) limits the extent to 
which false rejections can be reduced, short of accepting 
all comparisons. The decision policies regarding match/ 
no match and the accept/reject criteria are specific to the 
operational and security requirements of the system and 
reflect the ultimate cost and likelihood of errors of both 
types. These errors can be reduced if the sample size is 
increased—that is, a number of repeated data inputs are 
taken from the subject. 



544 


Biometrics 


Because of the inevitability of false rejections, all biomet¬ 
ric systems must have exception-handling mechanisms in 
place. If exception-handling mechanisms are not as strong 
as the basic biometric security system, vulnerability will 
result. High numbers of falsely rejected transactions may 
overload even strong exception-handling mechanisms and 
lower the responsiveness of system management to poten¬ 
tial attacks on the system. Consequently, a high false rejec¬ 
tion rate can lead not only to subject inconvenience and 
operational delays, but to a compromise in system security 
as well. 

In a system assessing a positive claim, the false accept¬ 
ance rate measures the percentage of “zero effort” impos¬ 
tor transactions that result in access to the system. The 
false acceptance rate should never be confused with the 
probability that a successful transaction is actually fraud¬ 
ulent. This latter probability depends on both the false 
acceptance rate and the percentage of all transaction at¬ 
tempts that are actually by impostors. Depending on the 
application and how alarms are handled, even a 20 percent 
false acceptance rate (which indicates an 80 percent prob¬ 
ability of intercepting an impostor) may be low enough 
to decrease the frequency of attacks on the biometric sys¬ 
tem to the point at which there are no successful impostor 
transactions. Truly determined fraudulent persons might 
find other entry points, including the exception-handling 
mechanism, more appealing than the biometric portal. 

Consequently, the security level provided by a biomet¬ 
ric system might be as sensitive to the false rejection rate 
as it is to the false acceptance rate. Sound practice would 
indicate that we do not rely only on a single biometric safe¬ 
guard to catch every impostor, do not place extreme em¬ 
phasis on attaining near-zero false acceptance rates, and 
continue to couple biometrics with other methods, such as 
PINs and passwords. 

Reference Storage 

The remaining subsystem to be considered is that of 
reference storage. Submitted samples, extracted features, 
or the feature-generated model of each enrolled subject 
is stored in an identity record in the database for future 
comparison by the pattern matcher to incoming samples. 
Systems for verifying negative claims of identity require a 
centralized database (or the equivalent—linked decentral¬ 
ized databases) of all enrolled references to verify a claim 
that a person does not have an identity in the system. Such 
systems generally return the records of any enrollments 
found, and so are called “identification” systems, as previ¬ 
ously discussed. Large-scale identification systems gener¬ 
ally partition the database using factors such as gender 
or age so that not all centrally stored references need be 
examined to establish that a person is not in the database. 
Such systems are sometimes loosely called "one-to-N” or 
“one-to-many” to indicate that a submitted sample must 
be compared to multiple identity records. 

For systems only verifying positive claims to a specific 
identity, the database of references may be distributed on 
magnetic stripe, optically read, or smart cards carried by 
each enrolled subject; no centralized database need exist. 
Such positive verification systems are sometimes loosely 
called “one-to-one,” to indicate that biometric samples 


might be compared to the references of only the single 
claimed identity. However, verification systems based on 
likelihood-estimation techniques compare samples not 
only to the claimed references, but also to the references 
of other subjects or to "background models,” and there¬ 
fore might not be strictly “one-to-one” with regard to the 
total number of comparisons required. 

Although distributed storage is possible, positive claim 
verification systems might use a centralized, encrypted 
database to prevent creation of counterfeit cards or to re¬ 
issue lost cards without re-collecting the biometric data. 

The original biometric measurement, such as a finger¬ 
print pattern, is generally not reconstructable from its 
stored reference, unless that reference is in the form of 
a compressed sample. However, if access can be had to 
unencrypted references of any type, it is quite possible 
for a knowledgeable hacker in possession of an identi¬ 
cal system to construct an artifact capable of matching 
the compromised reference. Unlike PINs and passwords, 
however, biometric data cannot be changed at the request 
of the subject. For this reason, biometric references must 
always be protected as sensitive data and will generally 
require encryption, even when stored on user-controlled 
cards. Several forms of encryption specific to biometric 
data have been proposed in the literature (Kumar, Khosla, 
and Sawides 2004; Ratha, Connell, and Bolle 2001; Hao, 
Anderson, and Daugman 2005). The decision to maintain 
a centralized reference database for verification applica¬ 
tions should be done with an assessment of the privacy 
and security risks should the database be compromised. 

Table 1 shows some examples of unencrypted template 
sizes for various biometric devices. 

PERFORMANCE TESTING 

Biometric devices and systems might be tested in many 
different ways. Types of testing include: 

Technical performance 

Reliability, availability, and maintainability (RAM) 

Vulnerability 

Security 

User acceptance 

Human factors 

Cost/benefit 

Privacy regulation compliance 


Table 1: Biometric Template Sizes 


Device 

Size in Bytes 

Fingerprint 

200-1000 

Speaker 

100-6000 

Finger geometry 

14-48 

Hand geometry 

9-72 

Face 

100-3500 

Iris 

512 
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Technical performance has been the most common form 
of testing in the past four decades. Technical tests are 
generally conducted with the goal of predicting system 
performance with a target population in a target environ¬ 
ment, but historically, extrapolation of results from a test 
environment to the “real world" has been difficult. This 
may be largely due to the variability of human perform¬ 
ance between the lab and the field. Ultimately "technical 
performance” is a measure of how well people perform 
when interacting with these technologies. 

Technical tests can be either “closed-set” or “open-set”. 
A “closed-set” test assumes that all subjects are enrolled in 
the system and does not acknowledge the existence of im¬ 
postors. A closed-set test returns the rank of the true com¬ 
parison when an input sample is compared to all of the 
enrolled patterns. Closed-set tests measure the probability 
that the true pattern was found at rank k or better in the 
search against the database of size N. In any test, the rank 
k probability is dependent on the database size, decreasing 
as the database size (i.e., number of references) increases. 

An “open-set” test does not require that all input sam¬ 
ples be represented by a reference in the enrolled database 
and measures all comparison scores against a score thresh¬ 
old. An open-set test returns, as a function of the threshold, 
the probability of either missing a true comparison (the 
false nonmatch rate) or matching on a wrong comparison 
(the false match rate). Open-set measures are independent 
of the size of the database searched, converging to the cor¬ 
rect estimator as the test size increases. Examples of both 
open-set and closed-set tests are found in the literature, 
but since most applications must acknowledge the poten¬ 
tial for impostors, open-set results are of greater practical 
value to the system designer or analyst. 

To make test results more predictive of real-world per¬ 
formance, testing "best practices” (Mansfield and Wayman 
2002) and standards (International Standards Organiza¬ 
tion 2006) have been developed. Metrics generally collected 
in open-set technical tests are: failure-to-enroll, failure-to- 
acquire, false nonmatch, false match, false acceptance, 
false rejection, and throughput rates. Failure-to-enroll rate 
is determined as the percentage of all persons presenting 
themselves to the system in “good faith” for enrollment 
who are unable to do so because of system or human fail¬ 
ure. Failure-to-acquire rate is determined as the percent¬ 
age of “good faith” presentations by all enrolled persons 
who are not acknowledged by the system. The false non¬ 
match rate is the probability that a single sample from 
a randomly chosen, “good faith" subject will not match his 
own reference. The false match rate is the probability that 
a single biometric sample from a randomly chosen subject 
(acting in “good faith" to match her own reference) will 
be wrongly matched to a single reference of a different, 
randomly chosen subject. 

In biometric systems in which subjects make a positive 
claim to linkage with an identity, such as access control to 
computer networks, the false rejection rate is the percent¬ 
age of all subjects whose claim to identity is not accepted 
by the system after some number of attempts. This will 
include failed enrollments and failed acquisitions, as well 
as false nonmatches against the subjects stored refer¬ 
ence. The false acceptance rate for positive claim systems 
is the rate at which “zero-effort” impostors making no 


attempt at impersonation are incorrectly matched, after 
some number of attempts, to a single, randomly chosen 
false identity. Because false acceptance/rejection (as well 
as false match/nonmatch rates) are competing measures, 
they can be displayed together on a “decision error trade¬ 
off” (DET) curve. 

The throughput rate is the number of persons proc¬ 
essed by the system per minute, and includes both the 
human-machine interaction time and the computational 
processing time of the system. Ultimately, the throughput 
and error rates will be dependent on the interaction of 
the humans with the technology. This implies that not 
only will good ergonomic design be of great importance, 
but so will subject attitudes and perceptions. 

Types of Technical Tests 

Three types of technical tests have been described: tech¬ 
nology, scenario, and operational (Phillips et al. 2000; 
International Standards Organization 2006; Wayman 
et al. 2005). 

Technology Test 

The goal of a technology test is to compare competing al¬ 
gorithms from a single technology, such as fingerprinting, 
against a standardized database collected with a “univer¬ 
sal” sensor. There are competitive, government-sponsored 
technology tests in speaker verification (Martin, Przybocki, 
and Campbell 2005; NIST 2006), facial recognition 
(Phillips et al. 2005), and fingerprinting (Maio et al. 2002; 
Wilson et al. 2004; Watson et al. 2005; Capelli et al. 2006). 

Scenario Test 

Whereas the goal of technology testing is to assess the al¬ 
gorithm, the goal of scenario testing is to assess the per¬ 
formance of the subjects as they interact with the complete 
system in an environment that models a “real-world” ap¬ 
plication. Each system tested will have its own acquisition 
sensor and so will receive slightly different data. Scenario 
testing has been performed by a number of groups, but 
few results have been published openly (Fejfar and Myers 
1977; Rodriguez, Bouchier, and Ruehie 1993; Bouchier, 
Ahrens, and Wells 1996; Mansfield et al. 2001). Scenarios 
may differ with regard to variables such as the level of sub¬ 
ject habituation, cooperation and supervision, the physi¬ 
cal environment of enrollment and collection (i.e., indoor/ 
outdoor), whether subjects are from the general or more 
restricted populations, and whether references are col¬ 
lected on the same system or collected elsewhere and 
imported. 

Operational Test 

The goal of operational testing is to determine the per¬ 
formance of a target population in a specific application 
environment with a complete biometric system. In gen¬ 
eral, operational test results will not be repeatable because 
of unknown and undocumented differences between op¬ 
erational environments. Further, "ground truth” (i.e., who 
was actually presenting a “good faith” biometric measure) 
will be difficult to ascertain. Because of the sensitivity of 
information regarding error rates of operational systems, 
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few results have been reported in the open literature 
(Wayman 2000). 

Regardless of the type of test, all biometric authentica¬ 
tion techniques require human interaction with a data- 
collection device, either standing alone (as in technology 
testing) or as part of an automatic system (as in scenario 
and operational testing). Consequently, humans are a key 
component in all system assessments. Error, failure-to- 
enroll/acquire, and throughput rates are determined by 
the human interaction, which in turn depends on the spe¬ 
cifics of the collection environment. Therefore, little can 
be said beyond the context of the test about the perform¬ 
ance of biometric systems, or more accurately, about the 
performance of the humans as they interact with biomet¬ 
rics systems. 

The National Physical Lab Tests 

A study by the U.K. National Physical Laboratory (Mansfield 
et al. 2001) looked at eight commercially available biomet¬ 
ric products in a scenario test designed to emulate access 
control to computer networks or physical spaces by scien¬ 
tific professionals in a quiet office environment. A more 
detailed description of the products, test environment and 
volunteer population is available in the original report. 

The false accept/false reject DET under a "three-tries” 
decision policy for this test is shown in Figure 2. The false 
rejection rate includes failure-to-enroll/acquire rates in 
its calculation. 

Figure 2 allows estimation of the false rejection rate 
for each of the tested products for any required false 
acceptance rate, but only for this test environment and 
this set of test subjects. The figure does not show the 
decision thresholds required to attain those false accept¬ 
ance rates. The tested products may not be representa¬ 
tive of the technology in general and it is not possible to 
extrapolate these results to any other application envi¬ 
ronment or set of test subjects. For example, the figure 
shows that it is possible for National Physical Laboratory 
subjects using hand geometry to attain a 1 percent false 
rejection rate at a 0.1 percent false acceptance rate in 
this environment. A failure-to-enroll was considered as a 
"false rejection” in the computation of this figure. These 


results relate to the average error rates over all subjects. 
Individuals may have error rates considerably above or 
below the averages. 

It is also important to note that the National Physi¬ 
cal Laboratory results do not tell us about the subject 
error rates with technologies such as PINs and tokens, 
generally thought to be competitors of biometrics. De¬ 
termining the strength of biometrics relative to the other 
mechanisms for personal identification is an unresolved 
research issue. 

The National Physical Laboratory study also estab¬ 
lished the access control transaction times for the above 
subjects with the various biometric devices in this office 
environment as shown in Table 2. 

In Table 2, the term “PIN?" indicates whether the 
transaction time included the manual entry of a four¬ 
digit identification number by the subject. These times 
referred only to the use of the biometric device and did 
not include actually accessing a restricted area. 

BIOMETRICS AND COMPUTER 
NETWORK SECURITY 

Biometrics can have an important role in computer net¬ 
work security, being much more closely linked to an indi¬ 
vidual and more difficult to forget, give away, or lose than 
a token, a PIN, or a password. Use of biometrics can pro¬ 
vide additional evidence that an authorization credential 
is being presented by the person to whom it was issued. 
However, biometric technologies do not represent a silver 
bullet, eliminating PINs, passwords, and tokens while re¬ 
solving all security issues. 

In devising a system architecture for verifying a posi¬ 
tive claim to identity, we must decide whether each 
biometric reference will be carried by the persons them¬ 
selves on a token, or whether all references will be stored 
centrally in a database linked to the point of service by a 
communications system. The former approach has posi¬ 
tive implications for privacy (Kent and Millett 2003), but 
will require some form of key, such as a PIN or a pass¬ 
word, to unlock the biometric measure that will be en¬ 
crypted on the token. Consequently, all the general issues 
regarding data security on tokens still exist. 



False Accept Rate 


Figure 2: Detection error trade-off curve: 
best of three attempts 
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Table 2: Transaction Times in Office Environment 


Device 

Transaction Time (seconds) 

PIN? 

Mean 

Median 

Minimum 

Face 

15 

14 

10 

No 

Fingerprint— optical 

9 

8 

2 

No 

Fingerprint—chip 

19 

15 

9 

No 

Hand 

10 

8 

4 

Yes 

Iris 

12 

10 

4 

Yes 

Vein 

18 

16 

11 

Yes 

Speaker 

12 

11 

10 

No 


If biometric references are stored centrally, several 
questions arise: 

1. Will the biometric sample be sent to the central sys¬ 
tem, or will the central system pass the reference to the 
point of service for processing? In either case, some 
strong form of encryption will be required to protect 
the data during transmission. 

2. if the input data is sent from the point of service to 
the central site, will it be in raw form or processed 
into features? If processed into features prior to trans¬ 
mission, computational power and knowledge of the 
feature extraction algorithm will be required at each 
point of service but transmission bandwidth will be 
reduced. 

3. How will the encrypted data be unencrypted when 
necessary for comparison? 

4. How will the subject judge the point of service to be le¬ 
gitimate and not to be storing the biometric data after 
transmission? 

Although these problems are not insurmountable, they 
demonstrate that use of biometrics does not eliminate 
the usual security issues. 

It has been well known since the 1970s that biometric 
devices can be fooled by forgeries (Lummis and Rosenberg, 
1972; Raphael and Young 1974; National Bureau of 
Standards 1977). In a system for verifying positive claims 
of identity, “spoofing” is the use of a forgery of another 
persons biometric measures. In a system for verifying 
a negative claim, spoofing is an attempt to disguise one’s 
own biometric measure. Forging biometric measures of 
another person is more difficult than disguising one’s own 
measures, but is quite possible nonetheless. Several stud¬ 
ies (Blackburn et al. 2000; van der Putte and Keuning 2000; 
Matsumoto et al. 2002; Thalheim, Krissler, and Ziegler 
2002) discuss ways by which facial, fingerprint, and iris 
biometrics can be forged. Speaker recognition systems 
can make forgery difficult by requesting the subject to 
say numbers randomly chosen by computer. However, the 
current state of technology does not provide reliable “live- 
ness testing” to ensure that the biometric measure is both 
from a living person and not a forgery. 


The use of biometrics does not reduce the need to 
fully scrutinize all applicants for authorizations. A bio¬ 
metric system can neither verify the external truth of 
the enrolled identity itself nor establish the link auto¬ 
matically to an identity record with complete certainty. 
Determining an individual’s “true" identity, if required, 
is done at the time of enrollment through trusted exter¬ 
nal documentation, such as a birth certificate or driver’s 
license. The biometric measures link the individual to an 
enrolled identity and associated authorizations that are 
only as valid as the original determination process. 

Not all systems, however, have a requirement to know 
an individual’s “true” name or identity. Biometric meas¬ 
ures can be used as anonymous and pseudo-anonymous 
identifiers, and consequently, have intriguing potential 
for privacy enhancement of authorization systems. 

All biometric measures may change over time, be¬ 
cause of aging, injury, or disease. Therefore, reenroll¬ 
ment may be required. If “true” identity or continuity 
of identity is required by the system, reenrollment must 
necessitate presentation of trusted external documen¬ 
tation. Both enrollment and reenrollment also require 
the physical presence of the enrolling person before the 
enrolling authority. Otherwise, there is no way to deter¬ 
mine that the enrolled biometric measure came from the 
body of the person presenting it. 

EXAMPLE APPLICATIONS 
San Jose State University 

San Jose State University has been using hand geometry 
readers for around-the-clock controlled, secure access 
to the Computer and Telecommunications Center since 
1993. About 125 employees are enrolled in the system 
and log a combined 500 entrance events each day at the 
three entrances. The system records all events on a cen¬ 
tral PC, allowing management to audit after-hours access 
to the Center. 

Employees enter a four-digit PIN into the system and 
place their right hand down on a reflective platen. Infra¬ 
red light reflects vertically off the platen, but not the skin, 
allowing a “shadow” of the hand without the skin texture 
information to be imaged. In addition, a mirror reflects 
light horizontally across the top of the hand, supplying 
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a second two-dimensional shadow of the side of the hand. 
Both of these two-dimensional images are reduced using 
image-processing techniques to a 9-byte feature vector, 
the values of which cannot be directly related to finger 
lengths, widths, or other anatomical measures. If the sam¬ 
ple is “close enough” in Euclidean distance to the 9-byte 
template stored at enrollment, the door strike opens and 
access is permitted. Upon successful use, the system au¬ 
tomatically updates the stored template by averaging in 
the newly acquired sample. The threshold used to deter¬ 
mine "close enough" can be set individually, if necessary, 
to accommodate anyone having unusual difficulty using 
the system. The entire access process takes just a few sec¬ 
onds and the false rejection of daily, habituated system 
users is exceedingly rare. 

Impostors would need both a valid PIN and the correct 
hand shape to gain access to the system. PIN guessing 
can be prevented by locking the system or sounding an 
alarm after some number of consecutive access failures. 

The hand readers at each door cost about $1,500 in 
2006. Some additional items, such as electrically acti¬ 
vated door strikes, cabling, and “request to exit” switches 
were purchased and installed, as well. The door strikes 
are controlled and powered directly from the hand reader 
unit. Although the units can stand alone, a central PC is 
used for event logging and for networking multiple units 
into a single reference database. University management 
has been quite pleased with the cost, efficiency, and secu¬ 
rity of the system. 

We can classify this as an application to verify a posi¬ 
tive claim of identity, with trained, habituated subjects in 
an unsupervised office environment. The system is used 
only by employees of the Computer and Telecommunica¬ 
tions Center, so is not a public application. It serves as 
a good cost, performance, and procedure model only for 
proposed applications with these same characteristics. 

Purdue Employees Federal Credit Union 

Since 1997, Purdue Employees Federal Credit Union 
(PEFCU) in West Lafayette, Indiana, has been using fin¬ 
gerprint verification to replace PINs at five automatic 
teller machine (ATM) kiosks. About 11,500 customers (20 
percent of the PEFCU membership) are enrolled in the 
system, generating about 28,000 biometrically enabled 
transactions per month. Customers electing to use finger¬ 
printing can enroll in the system at the central office by 
presenting any two fingers to an optical scanner. Custom¬ 
ers with poor fingerprints due to age or occupation, and 
customers not wishing to participate, can continue to use 
traditional PINs at all PEFCU ATMs. 

The scanner takes a digital image of the fingerprint, 
which is converted into "minutiae features,” a numerical 
structure based on the patterns in the fingerprint ridges. 
These features, but not the original fingerprint image, are 
stored in a central database. After enrollment, customers 
can withdraw or deposit cash or apply for loans present¬ 
ing their ATM card with either enrolled fingerprint to the 
kiosk scanner. No PIN entry is required. To guide cus¬ 
tomers in the proper placement of the finger, a display 
screen on the kiosk shows the customer the image of the 
presented fingerprint and an image of an ideally placed 


finger. The features extracted from the presented finger¬ 
print are compared to those in the reference stored in the 
central database under the entered customer name. Close 
similarity between the stored and presented features veri¬ 
fies that the customer is the source of the claimed enroll¬ 
ment record and is, therefore, the authorized ATM card 
holder. 

The fingerprinting technology is estimated to rep¬ 
resent only a small fraction of the total $70,000 cost of 
the ATM kiosk. No case of fraud owing to misuse of the 
fingerprinting system has ever been reported. Incidence 
of fraud originating from fingerprint-equipped ATMs is 
currently less than 5 percent of the fraud rate on other 
ATMs operated by PEFCU. The credit union is currently 
expanding the fingerprint system to traditional teller lines 
to eliminate the need for enrolled customers to present 
photo identification when making cash withdrawals. 

We can classify this use by PEFCU as an application 
to verify a positive claim of identity, with habituated and 
nonhabituated customers in an unsupervised indoor 
or outdoor environment. The system is used by a wide 
cross section of credit union customers, so can be called 
a public application. Consequently, we would expect the 
PEFCU application to be more challenging than the San 
Jose State University Computer Center application, with 
its more controlled population and environment. 


BIOMETRICS AND PRIVACY 

The concept of “privacy” is highly culturally dependent. 
Legal definitions vary from country to country and, in 
the United States, even from state to state (Alderman and 
Kennedy 1995). A classic definition is the intrinsic “right to 
be let alone” (Warren and Brandeis 1890), but more mod¬ 
em definitions include informational privacy: the right of 
individuals “to determine for themselves when, how and to 
what extent information about them is communicated 
to others" (Westin 1967). Both types of privacy can be im¬ 
pacted positively or negatively by biometric technology. 

Intrinsic (or Physical) Privacy 

Some people see the use of biometric devices as an in¬ 
trusion on intrinsic privacy. Touching a publicly used 
biometric device, such as a fingerprint or hand geometry 
reader, may seem physically intrusive, even though there 
is no evidence that disease can spread any more easily 
by these devices than by door handles. People may also 
object to being asked to look into cameras or to stand still 
while giving an iris or facial image. 

Not all biometric methods require physical contact. 
A biometric application that replaced the use of a keypad 
with the imaging of an iris, for instance, might be seen as 
an enhancement of physical privacy. 

If biometrics is used to limit access to private spaces, 
then biometrics can be more enhancing to intrinsic pri¬ 
vacy than other forms of access control, such as keys, 
which are not as closely linked to the holder. 

There are people who object to the use of biometrics 
on religious grounds: Some Muslim women object to dis¬ 
playing their face to a camera and some Christians ob¬ 
ject to hand biometrics as the Biblical “the sign of the 
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beast.” In response, it has been noted (Siedlarz 1998) that 
a theistic interpretation would more properly consider 
biometric patterns to be marks given by God. 

It can be argued (Locke 1690; Baker 2000) that a phys¬ 
ical body is not identical to the person that inhabits it. 
Whereas PINs and passwords identify persons, biomet¬ 
rics identifies the body. Some people are uncomfortable 
with biometrics because of this connection to the physical 
manifestation of human identity, the possibility of non- 
consensual collection, and the impossibility of changing 
biometric measures if stolen. Biometric measures could 
allow linking of the various “persons" or psychological 
identities that each of us choose to manifest in our sepa¬ 
rate dealings within our social structures. Biometrics, if 
universally collected without adequate controls, could aid 
in linking employment records to health history and 
church membership, for example. This leads us to the 
concept of “informational privacy.” 

Informational Privacy 

With notably minor qualifications, biometric features con¬ 
tain no personal information whatsoever about the sub¬ 
ject. This includes no information about health status, age, 
nationality, ethnicity, or gender. Consequently, this also 
limits the power of biometrics to prevent underage access 
to pornography on the Internet or to detect voting regis¬ 
tration by noncitizens. 

No single biometric measure has been demonstrated 
to be distinctive or repeatable enough to allow the 
selection of a single person out of a very large database. 
However, when aggregated with other data, such as name, 
telephone area code, or other even weakly identifying at¬ 
tributes, biometric measures can lead to unique identifica¬ 
tion within a large population. For this reason, databases 
of biometric information must be treated as personally 
identifiable information and protected accordingly. 

Biometrics can be directly used to enhance infor¬ 
mational privacy. Use to control access to and promote 
accountability with databases containing personal and 
personally identifiable data can enhance informational 
privacy. The use of biometric measures, in place of name 
or social security number, to make personal data anony¬ 
mous, enhances privacy. 

SUGGESTED RULES FOR SECURE USE 
OF BIOMETRICS 

From what has been discussed thus far, we can develop 
some reasonable rules for the use of biometrics for logi¬ 
cal and physical access control, and similar applications. 

1. Never participate in a biometric system that allows ei¬ 
ther remote enrollment or reenrollment. Such systems 
have no way of connecting a subject with the enrolled 
biometric data, so the purpose of using biometrics to 
connect the subject more closely to the authentication 
mechanism is lost. 

2. Biometric measures can reveal your “real” identity 
only if they are linked at enrollment to your name, 
social security number, or other closely identifying 


information. Without that linkage, your biometric 
measures are anonymous. 

3. Remember that biometric measures cannot be reis¬ 
sued if stolen or sold. Do not enroll in a biometric 
system unless you have complete trust in the system 
administration. 

4. All biometric access control systems must have 
exception-handling mechanisms for those that either 
cannot enroll or cannot reliably use the system. If you 
are uncomfortable with enrolling in a biometric sys¬ 
tem for verifying positive claims of identity, insist on 
routinely using the exception-handling mechanism in¬ 
stead. 

5. The most privacy-enhancing biometric systems are 
those in which each subject controls his/her own 
reference. 

6. Because biometric measures are not perfectly repeat- 
able, are not completely distinctive, and require spe¬ 
cialized data collection hardware, biometric systems 
are not useful for tracking people within large popu¬ 
lations. Anyone who really wants to physically track 
the movements of a person in a large population will 
use credit card or phone records or cell phone ema¬ 
nations instead. But over a small population, biomet¬ 
ric measures are distinctive and repeatable enough to 
provide accountability for activities such as accessing 
stored information. Consequently, the technology itself 
should not be feared. In the proper applications, bio¬ 
metrics can be used as a strongly privacy-enhancing 
technology. 

CONCLUSION 

Automated methods for human identification have a his¬ 
tory predating the digital computer age. For decades, 
mass adoption of biometric technologies has appeared 
to be just a few years away (Raphael and Young 1974), 
yet even today, difficulties remain in establishing a strong 
business case, in motivating consumer demand, and in 
creating a single system usable by all sizes and shapes of 
persons. Nonetheless, the biometric industry has grown 
at a steady pace as consumers, industry, and government 
have found appropriate applications for these technolo¬ 
gies, particularly in the area of computer security. Al¬ 
though the privacy implications continue to be debated, 
biometrics can be used in privacy-enhancing applica¬ 
tions. At the current level of development, biometric tech¬ 
nologies seem to be a reasonable alternative to PINs and 
passwords in some applications associated with compu¬ 
ter network security. 

GLOSSARY 

Biometric Reference: Stored biometric data used as 
a pointer to, or an attribute of, an enrollment record 
for an individual. Data can be in the form of a raw 
sample, a template consisting of mathematical fea¬ 
tures extracted from a sample(s), or as a model based 
on extracted features. 

Biometrics: The automatic recognition of individuals 
based on distinguishing biological and behavioral 
traits. 
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Comparison Score: A measure of similarity or dis¬ 
similarity between a presented sample and a stored 
biometric reference. 

Decision: A determination of probable validity of 

an individual’s claim to an identity or no identity in 
the system. 

Enrollment: The presentation of an individual to 

an biometric system for the first time, creating an iden¬ 
tity record within the system, and collecting biometric 
samples for the creation of a biometric reference to 
that identity. 

Failure-to-Acquire Rate: The percentage of transac¬ 
tions for which the system cannot obtain a usable bio¬ 
metric sample. 

Failure-to-Enroll Rate: The percentage of a potential 
system’s users for which the system cannot create a 
usable biometric reference. 

False Acceptance rate (FAR): The expected proportion 
of transactions with wrongful claims of identity (in a 
positive ID system) or nonidentity (in a negative ID sys¬ 
tem) that are incorrectly confirmed. In applications to 
verify positive claims, the FAR will depend on the false 
match rate and the system policy specifying how many 
attempts will be allowed to prove the claimed identity. 
In negative identification systems, the FAR may include 
the failure-to-acquire rate and the false nonmatch 
rate. 

False Match Rate (FMR): The false match rate is the 
expected probability that a sample acquired from a in¬ 
dividual will be falsely declared to match to a single ref¬ 
erence from a different, randomly selected individual. 

False Nonmatch Rate (FNMR): The false nonmatch 
rate is the expected probability that an acquired sam¬ 
ple will be falsely declared not to match a reference 
from the same individual. 

False Rejection Rate (FRR): The expected proportion 
of transactions with truthful claims of identity (in a 
positive ID system) or nonidentity (in a negative ID 
system) that are incorrectly denied. In positive iden¬ 
tification systems, the FRR will include the failure-to- 
enroll and the failure-to-acquire rates, as well as the 
false nonmatch rate. 

Features: A mathematical representation of the infor¬ 

mation extracted from the presented sample by the sig¬ 
nal processing subsystem that will be used to construct 
or compare against biometric references. Biometric 
features generally have no direct anatomical meaning. 

Identifier: An identity pointer, such as a biometric 
reference, a PIN (personal identification number) or 
a name. 

Identity: An information record about a person, per¬ 
haps including attributes or authorizations, or other 
pointers, such as names or identifying numbers. 

Models: Biometric references derived through further 
mathematical processing of biometric features, per¬ 
haps indicative of the feature-generating process. 

Negative Claim of Identity: The claim that an individ¬ 
ual is neither known to nor enrolled in the system. As 
an example, social service systems open only to those 
not already enrolled require all applicants to make 
negative claims to any existing identity in the system. 


Positive Claim of Identity: The claim that an individual 
is enrolled in or known to the system. A specific positive 
claim of identity will be accompanied by an identifier 
in the form of a name, PIN, or identification number. 
Common access control systems are an example. A non¬ 
specific positive claim of identity will not require any 
identifier be given other than the biometric sample. 
“PIN-less" verification systems are an example. 

Sample: A biometric signal derived from an individual 
and captured by the data collection subsystem. (Voice 
signals, fingerprints, and face images are samples) 

Template: A stored reference consisting of features ex¬ 
tracted from biometric samples. 

Transaction: An attempt by an individual to prove a 
claim of identity or nonidentity by consecutively sub¬ 
mitting one or more samples, as allowed by the system 
policy. 

Verification: Proving as truthful an individual’s claim 
to an identity in the system. 

Zero-Effort Impostor: A fraudulent or opportunistic 
an individual who submits their own biometric meas¬ 
ure without alteration in an attempt to make a positive 
claim to another, randomly chosen identity. 

CROSS REFERENCES 

See Authentication; Cryptography; Password Authen¬ 
tication; Smart Cards: Communication Protocols and 

Applications. 
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INTRODUCTION 

When an organization or individual links to the Internet, 
a two-way access point out of and in to their information 
systems is created. To prevent unauthorized activities be¬ 
tween the Internet and the private network, a specialized 
hardware, software, or software-hardware combination 
known as a firewall is often deployed. 

Overall Firewall Functionality 

Firewall software often runs on a dedicated server between 
the Internet and the protected network. Firmware-based 
firewalls and single-purpose dedicated firewall appliances 
are situated in a similar location on a network and pro¬ 
vide similar functionality to the software-based firewall. 
All network traffic entering the firewall is examined, and 
possibly filtered, to ensure that only authorized activi¬ 
ties take place. This process may be limited to verifying 
authorized access to requested files or services, or it may 
delve more deeply into content, location, time, date, day of 
week, participants, or other criteria of interest. Firewalls 
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usually provide a layer of isolation between the inside, 
sometimes referred to as the "clean” network, and the 
outside or “dirty” network. They are also used, although 
less frequently, to separate multiple subnetworks so as to 
control interactions between them. Figure 1 illustrates a 
typical installation of a firewall in a perimeter security 
configuration. 

A common underlying assumption in such a design 
scenario is that all of the threats come from outside the 
network or from the Internet, but many modern firewalls 
provide protection against insiders acting inappropriately 
and against accidental harm that could result from inter¬ 
nal configuration errors, viruses, or experimental imple¬ 
mentations. Research consistently indicates that 70 to 
80 percent of malicious activity originates from insiders 
who would normally have access to systems both inside 
and outside the firewall. In addition, outside threats 
may be able to circumvent the firewall entirely if dial-up 
modem access remains uncontrolled or unmonitored, if 
wireless LANs (local area networks) or similar wireless 
technology is used, or if other methods can be used to 
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co-opt an insider, to subvert the integrity of systems 
within the firewall, or to otherwise bypass the firewall as a 
route for communications. Incorrectly implemented fire¬ 
walls can exacerbate this situation by creating new, and 
sometimes undetected, security holes or by creating such 
an impediment to legitimate uses that insiders subvert its 
mechanisms intentionally. It is often said that an incor¬ 
rectly configured and maintained firewall is worse than 
no firewall at all because it gives a false sense of security. 

Advantages 

• When properly configured and monitored, firewalls can 
be an effective way to protect network and information 
resources. 

• Firewalls are often used to reduce the costs associated 
with protecting larger numbers of computers that are 
located inside it. 

• Firewalls provide a control point that can be used for 
other protective purposes. 

Disadvantages 

• Firewalls can be complex devices with complicated 
rule sets. 

• Firewalls must be configured, managed, and monitored 
by properly trained personnel. 

• A misconfigured firewall gives the illusion of security. 

• Even a properly configured firewall is not sufficient or 
complete as a perimeter security solution. A total secu¬ 
rity solution typically also includes intrusion-detection/ 
prevention systems, vulnerability assessment technol¬ 
ogy, and antivirus technology. Eighty percent of success¬ 
ful network attacks either penetrate or avoid firewall 
security. 

• The processing of packets by a firewall inevitably intro¬ 
duces latency that, in some cases, can be significant. 

• Firewalls often interfere with network applications that 
may expect direct connections to end user workstations 
such as voice over Internet protocol (VoIP) phones and 
VPNs (virtual private networks) as well as some collab¬ 
orative tools such as instant messenger and video and 
audio conferencing software. 

• The level to which firewalls inspect the data contained 
with packets varies widely. While some firewalls filter 
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Figure 1: Typical installation of a firewall in 
a perimeter security configuration 

packets based only on source and destination addresses, 
other firewalls perform much more comprehensive 
packet inspection on the contents of those packets. 

• Firewalls cannot prevent vulnerabilities introduced 
directly at client computers, such as malicious code, 
e-mail attacks, and Web-based Trojans. Trojan pro¬ 
grams can then launch attacks within the internal net¬ 
work, undetected by the perimeter-based firewall. 


FIREWALL FUNCTIONALITY 
Background 

Network communication between computers, whether 
or not that communication is through a firewall, is most 
often organized into layers according to the OSI (open 
systems interconnect) model. Figure 2 illustrates basic 
firewall functionality and technology categories in terms 
of the OSI model. 

Firewalls were initially introduced as application-level 
programs running over standard operating systems. As a 
result, these firewall programs were easily bypassed by 
directly attacking the vulnerabilities of the underlying 
TCP/IP (or network protocol) stack and native operat¬ 
ing system over which these firewall applications were 
executing. Such operating systems were often default in¬ 
stallations and were sometimes referred to as nonhard- 
ened operating systems. Firewall application software 
conforming to this type of configuration is sometimes 
referred to as first-generation firewalls. 

Today, most firewalls use hardened operating systems 
and are run as single programs on a dedicated comput¬ 
ing device or hardware firewall appliance. As a result, it is 
more difficult to attack firewalls through the underlying 
vulnerabilities of operating systems and network proto¬ 
cols. Firewalls conforming to this architecture are some¬ 
times referred to as second-generation firewalls. 

Firewalls basically act as filters. They either allow or 
disallow a given packet based on rules contained in a filter 
table. At the highest level, filtering is either positive or 
negative. Positive filters allow traffic to pass through 
the firewall if those packets meet the criteria listed in the 
filter table and block all traffic that does not. Negative fil¬ 
ters prevent any traffic that meets criteria on filter tables 
from passing through the firewall and allows all traffic to 
pass that does not. Firewall rules are processed in a serial 
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Figure 2: Basic firewall functionality and technology versus the OSI model 
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Figure 3: Positive filtering 
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Figure 4: Negative filtering 
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fashion. Initially, the first rule in a firewall is generally 
to block all traffic, followed by exception rules allowing 
through the packets specified in the filter table (positive 
filtering). Conversely, the first rule could be to allow all 
traffic to pass through the firewall, followed by excep¬ 
tion rules in a filter table specifying which traffic must 
be blocked (negative filtering). Filters can be applied as 
easily to traffic going from internal (secure) networks to 
the Internet (nonsecure) as they can be from the Internet 
into the secure internal networks. Which packets are al¬ 
lowed and disallowed in either direction can vary based 
on the order in which the firewall rules are processed. As 
a result, firewall rule logic can be extremely complicated 
and must be tested carefully. 

Figure 3 illustrates positive filtering, in which only 
packets meeting the criteria of the firewall’s filter tables 
are allowed through the firewall. Figure 4 illustrates neg¬ 
ative filtering, whereby any packet meeting the criteria 


of the firewall's filter table is blocked and prevented from 
passing through the firewall. 

A given firewall may, but does not necessarily, offer 
any or all of the functions discussed below. 

Bad-Packet Filtering 

The first type of filtering normally done is to remove bad 
packets, sometimes also referred to as misshapen packets. 
Such abnormal packets are often used to look for vulner¬ 
abilities or to launch attacks such as denial-of-service at¬ 
tacks or distributed-denial-of-service attacks. Bad packet 
filtering can be, and often is, implemented in an edge 
router, sometimes referred to as a filtering router, that 
faces the dirty network. However, it is highlighted here 
as an initial firewall function to ensure that it is not over¬ 
looked. More specific examples of bad packets are packet 
fragments, packets with abnormally set flags, time to live 
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(TTL) fields, abnormal packet length, or Internet control 
message protocol (ICMP) packets. The overall purpose 
in removing such “trash” initially is that the processing¬ 
intensive firewall can spend its time looking only at legiti¬ 
mate (although not necessarily authorized) packets. In 
this manner, bad packets are removed by the edge routers 
before reaching the firewall, thereby freeing the firewall 
from ever having to deal with these bad packets. 

Address Filtering 

This function can, and perhaps should, be performed by 
a device other than the firewall, such as a border router. 
Based on address filter tables containing allowed or disal¬ 
lowed individual or groups (subnets) or addresses, address 
filtering blocks all traffic that contains either disallowed 
source or destination addresses. Address filtering by itself 
may not provide adequate protection because it has too 
large a granularity for some protective requirements, but 
it does provide a first line of defense against attack tech¬ 
niques such as address spoofing. 

Port Filtering 

Port filtering goes beyond address filtering, examining to 
which function or program a given packet applies. For 
example, file transfer protocol (FTP) typically uses ports 
20 and 21, inbound electronic mail (simple mail transfer 
protocol, or SMTP) typically uses port 25, and inbound 
nonencrypted Web traffic (hypertext transfer protocol, or 
HTTP) typically uses port 80. Attacks are often targeted 
and designed for specific ports. Port filtering can be used 
to ensure that all ports are disabled except those that must 
remain open and active to support programs and proto¬ 
cols required by the owners of the inside network. Static 
port filtering leaves authorized ports open to all traffic all 
the time, whereas dynamic port filtering opens and closes 
portions of protocols associated with authorized ports 
over time as required for the specifics of the protocols. 

Domain Filtering 

Domain filtering applies to outbound traffic headed 
through the firewall to the Internet. It can block traffic 
with domains that are not authorized for communica¬ 
tions or can be designed to permit exchanges only with 
authorized “outside” domains. 

Network Address Translation 

When organizations connect to the Internet, the addresses 
they send out must be globally unique. In most cases, an 
organization’s Internet service provider specifies these glo¬ 
bally unique addresses. Most organizations have relatively 
few globally unique public addresses compared with the 
actual number of network nodes on their entire network. 

The Internet Assigned Numbers Authority has set aside 
the following private address ranges for use by private 
networks: 

10.0.0.0 to 10.255.255.255 
172.16.0.0 to 172. 31.255.255 
192.168.0.0 to 192.168.255.255 


Traffic using any of these “private" addresses must re¬ 
main on the organization’s private network to interoper¬ 
ate properly with the rest of the Internet. Because anyone 
is welcome to use these address ranges, they are not glo¬ 
bally unique and therefore cannot be used reliably over 
the Internet. Computers on a network using the private 
IP address space can still send and receive traffic to and 
from the Internet by using network address translation 
(NAT). An added benefit of NAT is that the organiza¬ 
tion’s private network is not as readily visible from the 
Internet. 

All of the workstations on a private network can share 
a single or small number of globally unique assigned pub¬ 
lic IP address(es) because the NAT mechanism maintains 
a table that provides for translation between internal ad¬ 
dresses and ports and external addresses and ports. The 
combination of the shared public IP address and a port 
number that is translated into internal address and 
port numbers via the translation table allows computers 
on the private network to communicate with the Inter¬ 
net through the firewall. NAT can also run on routers, 
dedicated servers, or other similar devices, and “gateway" 
computers often provide a similar function. 

Dynamic NAT entries are created automatically in 
the NAT table as the firewall or router receives pack¬ 
ets that require NAT translation. Dynamic NAT entries 
are purged after a preset period. For mapping addresses 
on a more permanent basis through the firewall, static 
NAT entries can be manually entered into the NAT table 
and must be manually removed as well. Most firewalls 
provide some type of NAT functionality as illustrated in 
Figure 5. 

Data Inspection 

The primary role of many firewalls is to inspect the data 
passing through it using a set of rules that define what 
is and is not allowed through the firewall and then to 
act appropriately on packets that meet required criteria. 
The various types of firewalls, described in the next sec¬ 
tion, differ primarily in what portions of the overall data 
packet are inspected, the types of inspections that can be 
done, and what sorts of actions are taken with respect to 
that data. Among the data elements that are commonly 
inspected are the following: 

• IP address 

• TCP port number 

• User datagram protocol port number 

• Data field contents 

Contents of specific protocol payloads, such as HTTP, 
can be inspected in order to subsequently filter out cer¬ 
tain classes of traffic (e.g., streaming video, voice, mu¬ 
sic, etc.). Other data-field content that can be checked for 
and filtered includes access requests to restricted Web 
sites, information with specific markings (e.g., propri¬ 
etary information), or content with certain words or page 
names. 
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Private Source IP Addres 

Private Source Assigned Port ID 



192.168.1.22 

61001 

192.168.1.23 

61002 

192.168.1.24 

61003 

192.168.1.25 

61004 

and so on... 

and so on... 


GOLDMAN & RAWLES: ADC3e 

Figure 5: NAT functionality fig. 09-13 


Virus Scanning and Intrusion Detection 

Some firewalls also offer functionality such as virus scan¬ 
ning and intrusion detection. Advantages of such firewalls 

include the following: 

• “One-stop shopping" for a wide range of requirements 

• Reduced overhead from centralization of services 

• Reduced training and maintenance 

Disadvantages include the following: 

• Increased processing load requirements 

• Single point of failure for security devices 

• Increased device complexity 

• Potential for reduced performance over customized 
subsolutions 

Other Functions 

Some firewalls also offer functions such as the following: 

• VPN (virtual private networks): VPN functionality, al¬ 
lowing secure communication over the Internet, was 
typically provided by separate, dedicated devices. VPN 
traffic would have to be decrypted from the VPN tunnel 
and then passed through a separate firewall for filtering. 
By combining the VPN functionality with the firewall 
functionality on a single box, the process is somewhat 
simplified. 

• Usage monitoring, traffic monitoring, and traffic log¬ 
ging: These functions provide usage statistics that 
can be valuable for capacity planning and also provide 


information to troubleshoot problems or spot potential 
abuse. 

• Protection against some forms of IP address spoofing 

• Protection against denial-of-service attacks 

• Quality of service (QoS): QoS management provides dif¬ 
ferentiated levels of service (bandwidth, delay, routes) 
for different types of network traffic 

FIREWALL TYPES 

Another difficulty with firewalls is that there are no stand¬ 
ards for firewall types, configuration, or interoperability. 
As a result, users must often be aware of how firewalls 
work to use them, and owners must be aware of these is¬ 
sues to evaluate potential firewall technology purchases. 
Many different devices can all be called firewalls, but that 
does not imply that these devices provide identical or 
even similar functionality. Firewall types and configura¬ 
tion are explained in the next few sections. 

Bastion Host 

Many firewalls, whether software- or hardware-based, 
include a bastion host—a specially hardened server or 
a trusted system designed so that the functionality of 
the device cannot be compromised by attacking vulner¬ 
abilities in the underlying operating system software over 
which its firewall application software runs. Specifically, 
the bastion host uses a secure version of the operating sys¬ 
tem with the most recent patches, security updates, and 
minimum number of applications to avoid known and un¬ 
known vulnerabilities. A bastion host is nothing more than 
the platform on which the firewall software is installed, 
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Figure 6: Bastion host 


configured, and executed. Once configured with firewall 
software, the bastion host sits between clean and dirty 
networks providing a perimeter defense, as illustrated in 
Figure 6. 

Bridging or Transparent Firewalls 

Typical firewalls are installed between two or more sub¬ 
networks in order to filter traffic between those networks. 
Multiple network interface cards reside in the firewall 
and have IP addresses that belong to the respective sub¬ 
networks connected to the firewall via a given network 
interface card. These typical, or layer three, firewalls al¬ 
ways must have network interface cards that are assigned 
IP addresses from surrounding networks. This presents a 
problem when a layer three firewall needs to be added to 
an existing network. Addressing schemes and routing 
tables must be adjusted in such a case. This can be a very 
time consuming and complex task. 

Fortunately, there is a simpler way to add a firewall to 
an existing network. A layer two or transparent or bridging 
firewall works at layer two of the OSI model. The network 
interface cards in a transparent firewall do not require 
IP addresses. As a result, the network interface cards in 
these firewalls cannot be accessed directly from the out¬ 
side, hence the term “transparent" firewall. Transparent or 
bridging firewalls can be created in at least two ways. 
Operating systems such as Linux and OpenBSD provide 
support for configuring a bridging firewall. Router-based 
or layer three firewalls also often can support transparent 
bridging firewalls in addition to layer three functionality. 
The key benefits of a bridging or transparent firewall are 
ease of installation and configuration, and the added secu¬ 
rity offered by the transparency of such devices. 

Packet-Filtering Firewalls or Layer Three 
Firewalls 

Every packet of data on the Internet can be identified by 
a source address (IP address) normally associated with 
the computer that issued the message and the destination 


address (IP address) normally associated with the com¬ 
puter to which the message is bound. These addresses are 
included in a portion of the packet called the header. 

A packet filter can be used to examine the source and 
destination address of every packet. Network access de¬ 
vices known as routers are among the commonly used 
devices capable of filtering data packets. Filter tables are 
lists of addresses with data packets and embedded mes¬ 
sages that are either allowed or prohibited from proceed¬ 
ing through the firewall. Filter tables may also limit the 
access of certain IP addresses to certain services and sub¬ 
services. This is how anonymous FTP users are restricted 
to only certain information resources. It takes time for a 
firewall server to examine the addresses of each packet and 
compare those addresses to filter table entries. This filter¬ 
ing time introduces latency to the overall transmission 
time and may create a bottleneck to high volumes of traf¬ 
fic. Hardware implementations of such filters are often 
used to provide low latency and high throughput. 

A filtering program that only examines source and des¬ 
tination addresses and determines access based on the 
entries in a filter table is known as a network-level filter 
or packet filter. The term network level or network layer in 
this case refers to the network layer or layer three of the 
OSI Model (see Figure 2), where IP addresses reside in 
the TCP/IP protocol stack. 

Packet-filter gateways can be implemented on routers. 
This means that an existing piece of technology can be 
used for dual purposes. Maintaining filter tables and access 
rules on multiple routers is not a simple task, and packet 
filtering of this sort is limited in what it can accomplish 
because it examines only certain areas of each packet. 
Dedicated packet-filtering firewalls are usually easier to 
configure and require less in-depth knowledge of proto¬ 
cols to be filtered or examined. One easy way that many 
packet filters can be defeated by attackers is a technique 
known as IP spoofing. Because these simple packet filters 
make all filtering decisions based on IP source and des¬ 
tination addresses, an attacker can often create a packet 
designed to appear to come from an authorized or trusted 
IP address, which will then pass through such a firewall 
unimpeded. 
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Circuit-Level Gateways and Proxies 

Circuit-level proxies, or circuit-level gateways, provide proxy 
services for transport layer (layer four) protocols such 
as TCP. Socks, an example of such a proxy server, cre¬ 
ates proxy data channels to application servers on behalf 
of the application client. Socks uniquely identifies and 
keeps track of individual connections between the client 
and server ends of an application communication over a 
network. Like other proxy servers, both a client and 
a server portion of the Socks proxy are required to create 
the Socks tunnel. Some Web browsers have the client 
portion of Socks included, whereas the server portion can 
be added as a further application to a server function¬ 
ing as a proxy server. The Socks server would be located 
inside an organizations firewall and can block or allow 
connection requests, based on the requested Internet 
destination, TCP port ID, or user identification. Once 
Socks approves and establishes the connection through 
the proxy server, it does not care which protocols flow 
through the established connection. This is in contrast to 
other more protocol-specific proxies such as Web proxy, 
which allows only HTTP to be transported, or WinSock 
Proxy, which allows only Windows application protocols 
to be transported. 

Because all data go through Socks, it can audit, screen, 
and filter all traffic in between the application client and 
server. Socks can control traffic by disabling or enabling 
communication according to TCP port numbers. Socks4 
allowed outgoing firewall applications, whereas Socks5 
supports both incoming and outgoing firewall applica¬ 
tions, as well as authentication. 

The key negative characteristic of Socks is that applica¬ 
tions must be “socksified” to communicate with the Socks 
protocol and server. In the case of Socks4, this meant that 
local applications had to be recompiled using a Socks li¬ 
brary that replaced its normal library functions. However, 
with Socks5, a launcher is used that avoids "socksifica- 
tion” and recompilation of client programs that in most 
cases do not natively support Socks. Socks5 also uses a 
private routing table and hides internal network addresses 
from outside networks. 

Application Gateways 

Application gateways are concerned with what services or 
applications a message is requesting in addition to who is 
making that request. Connections between requesting cli¬ 
ents and service providing servers are created only after 
the application gateway is satisfied as to the legitimacy 
of the request. Even once the legitimacy of the request 
has been established, only proxy clients and servers ac¬ 
tually communicate with each other. A gateway firewall 
does not allow actual internal IP addresses or names to 
be transported to the external nonsecure network, except 
as this information is contained within content that the 
proxy does not control. To the external network, the proxy 
application on the firewall appears to be the actual source 
or destination, as may be the case. 

Application-level filters, sometimes called “assured 
pipelines,” “application gateways,” or “proxy servers,” go 
beyond port-level filters in their attempts to control packet 
flows. Whereas port-level filters determine the legitimacy 


of the IP addresses and ports within packets, application- 
level filters are intended to provide increased assurance of 
the validity of packet content in context. Application-level 
filters typically examine the entire request for data rather 
than just the source and destination addresses. This ability 
to examine the entire contents of a data packet in the con¬ 
text of its intended application is sometimes referred to as 
deep packet inspection. Controlled files can be marked 
as such, and application-level filters can be designed to 
prevent those files from being transferred, even within 
packets authorized by port-level filters. Of course, this in¬ 
creased level of scrutiny comes at the cost of a slower or 
more expensive firewall. 

Proxies are also capable of approving or denying con¬ 
nections based on directionality. Users may be allowed 
to upload but not download files. Some application-level 
gateways have the ability to encrypt communications over 
these established connections. The level of difficulty as¬ 
sociated with configuring application-level gateways ver¬ 
sus router-based packet filters is debatable. Router-based 
gateways tend to require a more intimate knowledge of 
protocol behavior, whereas application-level gateways 
deal predominantly at the application layer of the protocol 
stack. Proxies tend to introduce increased latency com¬ 
pared with port-level filtering. The key weaknesses of an 
application-level gateway is their inability to detect em¬ 
bedded malicious code such as Trojan horse programs or 
macro viruses and the requirement of more complex and 
resource-intensive operation than lower-level filters. 

Certain application-level protocol commands that are 
typically used for probing or attacking systems can be 
identified, trapped, and removed. For example, SMTP is 
an e-mail interoperability protocol that is a member of 
the TCP/IP family and used widely over the Internet. It is 
often used to mask attacks or intrusions. Multipurpose 
Internet mail extension (MIME) is another method that 
is often used to hide or encapsulate malicious code such 
as Java applets or ActiveX components. Other application 
protocols that may require monitoring include but are 
not limited to World Wide Web protocols such as HTTP, 
telnet, FTP, gopher, and Real Audio. Each of these appli¬ 
cation protocols may require its own proxy, and each ap¬ 
plication-specific proxy must be designed to be intimately 
familiar with the commands within each application that 
will need to be trapped and examined. For example an 
SMTP proxy should be able to filter SMTP packets ac¬ 
cording to e-mail content, message length, and type of 
attachments. A given application gateway may not include 
proxies for all potential application-layer protocols. 

Trusted Gateway 

A trusted gateway or trusted application gateway seeks to 
relieve all the reliance on the application gateway for all 
communication, both inbound and outbound. In a trusted 
gateway, certain applications are identified as trusted and 
are able to bypass the application gateway entirely 
and are able to establish connections directly rather than 
be executed by proxy. In this way, outside users can access 
information servers and Web servers without tying up 
the proxy applications on the application gateway. These 
servers are typically placed in a demilitarized zone (DMZ) 
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Filtering takes place on network, transport, and application Figure 7: Stateful firewall 


so that any failures in the application servers will grant 
only limited additional access to other systems. 

Stateful Firewalls 

Rather than simply examining packets individually with¬ 
out the context of previously transmitted packets from 
the same source, stateful firewalls, sometimes referred 
to as stateful multi-layer inspection firewalls, store infor¬ 
mation about past activities and use this information to 
test future packets attempting to pass through. Stateful 
firewalls typically review the same packet information as 
normal simple packet filtering firewalls such as source ad¬ 
dress, destination address, protocol, port, and flags; how¬ 
ever, they also record this information in a connection 
state table, also referred to as a dynamic state table, be¬ 
fore sending the packet on. This table will have an entry 
for each valid connection established over a particular ref¬ 
erence frame. The multi-layer aspect of their functional¬ 
ity refers to the fact that they filter packets at the network, 
transport, session (connection), and application layers. 
Although stateful firewalls filter applications and evaluate 
application packet contents, they do not provide appli¬ 
cation-specific proxies. They combine the functionality 
of network packet filters, circuit-level gateways, and ap¬ 
plication-level gateways while adding the connection- 
oriented stateful inspection. 

Some stateful firewalls keep sequence number infor¬ 
mation to validate packets even further, so as to protect 
against some session-hijacking attacks. As each packet 
arrives to a stateful firewall, it is checked against the con¬ 
nection table to determine whether it is part of an exist¬ 
ing connection. The source address, destination address, 
source port, and destination port of the new packet must 
match the table entry. If the communication has already 
been authorized, there is no need to authorize it again and 
the packet is passed. If a packet can be confirmed to belong 
to an established connection, it is much less costly to send 
it on its way based on the connection table rather than to 
reexamine the entire firewall rule set. This makes a state¬ 
ful firewall faster than a simple packet-filtering firewall for 
certain types of traffic patterns, since the packet-filtering 
firewall treats each connection as a new connection. In 
addition, because there is a “history” in the state tables, 


flags can be analyzed to ensure the proper sequence as in 
the TCP connection handshake, and the stateful firewall 
can drop or return packets that are clearly not a genuine 
response to a request. 

As a result, stateful firewalls are better able to prevent 
some sorts of session hijacking and man-in-the-middle 
attacks. Session hijacking is very similar to IP spoofing, 
described earlier, except that it hijacks the session by send¬ 
ing forged acknowledgment (ack) packets so that the vic¬ 
timized computer still thinks it is talking to the legitimate 
intended recipient of the session. A man-in-the-middle 
attack could be seen as two simultaneous session hijack¬ 
ings. In this scenario, the hacker hijacks both sides of the 
session and keeps both sides active and appearing to talk 
directly to each other when, in fact, the man-in-the middle 
is examining and potentially modifying any packet that 
flows in either direction of the session. Figure 7 illustrates 
the basic functionality of a stateful firewall. 

Internal Firewalls 

Not all threats to a network are perpetrated from the In¬ 
ternet by anonymous attackers, and firewalls are not a 
stand-alone, technology-based quick fix for network secu¬ 
rity. In response to the reality that most losses due to com¬ 
puter crime involve someone with inside access, internal 
firewalls have been applied with increasing frequency. In¬ 
ternal firewalls include filters that work on the data-link, 
network, and application layers to examine communica¬ 
tions that occur only within internal networks. Internal 
firewalls also act as access control mechanisms, denying 
access to applications for which a user does not have spe¬ 
cific access approval. To ensure the confidentiality and 
integrity of private information, encryption and authen¬ 
tication may also be supported by firewalls, even during 
internal communications. 

Virtual Firewalls and Network Based 
Firewall Services 

Virtual firewalls, also known as virtual firewall systems, 
provide a single, centralized point of control over multiple 
distributed firewalls. As enterprise networks have grown 
in both scale and complexity, it has become more difficult 
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to manage increasing numbers of firewalls on an indi¬ 
vidual basis. As a result, centralized firewall-management 
systems have been developed. Each individual firewall is 
able to be configured uniquely with its own policies and 
rule sets. The area of protection provided by each firewall 
is referred to as its security domain or risk domain. All 
of the configuration for the distributed firewalls can be 
done from a single, centralized location. A third-party 
service provider, such as an Internet VPN provider, may 
provide virtual firewall services, otherwise known as net¬ 
work-based firewall services. 

SWITCHED FIREWALLS—AIR GAP 
TECHNOLOGY 

Some vendors try to assert the strength of their protection 
by using widely known terms such as switched firewalls 
and air gap to characterize their protective mechanisms. 
One example of such a technology provides the same 
separation of the clean and dirty networks as firewalls. 
A hardware-based network switch is at the heart of this 
technology. The premise of creating a physical discon¬ 
nection between the clean or secure network (intranet) 
and the nonsecure or dirty network (Internet) is accom¬ 
plished by connecting a server on the Internet connection 
that will receive all incoming requests. This server will 
connect to an electronic switch that strips the TCP head¬ 
ers and stores the packet in a memory bank, and then the 
switch disconnects from the external server and connects 
with the internal server. Once the connection is made, the 
internal server recreates the TCP header and transmits 
the packet to the intended server. Responses are made in the 
reverse order. The physical separation of the networks 
and the stripping of the TCP headers remove many of the 
vulnerabilities in the TCP connection-oriented protocol. 
Of course this provides little additional protection over 
other firewalls at the content level because content-level 
attacks are passed through the so-called air gap and re¬ 
sponses are returned. 

By using high-speed switches for rule checking and 
packet forwarding, switched firewalls, also known as 
switch-accelerated firewalls are able to filter and forward 
packets at multigigabit speeds. In some switched firewall 
architectures, separate dedicated devices, sometimes re¬ 
ferred to as switched firewall directors perform firewall 
control functions such as policy and session management, 
connection-table management, and packet-handling 
rules specification, thus freeing the dedicated separate 
switched firewall to perform only rule checking and 
packet forwarding. In some cases, application-specific 
filtering is provided on the air gap technology. Such 
devices may be referred to as application firewall appli¬ 
ances or air gap application firewalls. Figure 8 illustrates 
air gap functionality. 

A protective device that is highly effective at limiting 
information flow to one direction—so-called digital diode 
technology—is applied in situations in which the sole re¬ 
quirement is that no information be permitted to leak 
from one area to the other while information is permitted 
to flow in the other direction. An example would be the 
requirement for weather information to be available to 


military planning computers without the military plans 
being leaked to the weather stations. This sort of protec¬ 
tion typically uses a physical technology such as a fiber¬ 
optic device with only a transmitter on one end and a 
receiver on the other end to provide high assurance of 
traffic directionality. 


SMALL OFFICE, HOME OFFICE 
FIREWALLS 

As telecommuting has boomed and independent consult¬ 
ants have set up shop in home offices, the need for fire¬ 
walls for the small office, home office (SOHO) market has 
grown as well. These devices are often integrated with 
integrated services digital network-based multiprotocol 
routers that supply bandwidth on demand capabilities 
for Internet access. Some of these SOHO firewalls offer 
sophisticated features such as support for VPNs at a rea¬ 
sonable price. The most expensive of these costs less than 
$3,000 and some simpler filtering firewalls cost as little 
as $100. Some of these devices combine additional func¬ 
tionality such as NAT, built in hub and switch ports, and 
load balancing in a combined hardware-software device 
known as a security appliance. Often DSLs (digital sub¬ 
scriber lines) or cable modems include firewall function¬ 
ality because of their “always on” connection status. 

Software-only solutions are also available. These prod¬ 
ucts are installed on every computer and provide hrewall- 
like functionality to each workstation, thereby effectively 
eliminating client-side vulnerabilities that may bypass 
server-based or perimeter firewalls. Additional benefits are 
that each workstation has an extremely inexpensive solu¬ 
tion and that protection can be customized at the system 
level. A potential problem is that some software-only solu¬ 
tions require all users to be firewall administrators for 
their computers, losing the economy of scale that was one 
of the original benefits associated with firewalls, while in 
other cases, distributed desktop firewall configuration is 
handled from a centralized control point. 


FIREWALL FUNCTIONALITY AND 
TECHNOLOGY ANALYSIS 

Commercially available firewalls usually use either packet 
filtering or proxies as firewall architecture and add an 
easy-to-use graphical user interface (GUI) to ease the con¬ 
figuration and implementation tasks. Some firewalls even 
use industry standard Web browsers as their GUIs. Several 
certifying bodies and internationally accepted criteria are 
available to certify various aspects of firewall technology. 
Common Criteria Evaluation Assurance Level (EAL) 4 has 
been certified on some firewalls. These evaluation criteria 
are officially known as "Common Criteria for Information 
Technology Security Evaluation" ISO/IEC 15408 (National 
Security Agency and National Institute of Standards and 
Technology 2006). In addition, ICSA (International Com¬ 
puter Security Association) Labs, a division of TruSecure 
Corporation offers certification of a variety of security 
technology including firewalls. 
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In general, certification seeks to ensure the following: 

• That firewalls meet the minimum requirements for reli¬ 
able protection 

• That firewalls perform as advertised 

• That Internet applications perform as expected through 
the firewall 

Table 1 summarizes some of the key functional charac¬ 
teristics of firewall technology. 

ENTERPRISE FIREWALL ARCHITECTURES 
Conceptual Design Options of Firewall 
Architectures 

Firewalls, or any security technologies for that matter, are 
virtually useless without associated security policies and 
the requisite education and communication that are asso¬ 
ciated with those policies. Before considering alternative 
enterprise firewall architectures, the information security 


analyst must be sure that the policies to be implemented 
on that enterprise firewall architecture are clearly under¬ 
stood and rigorously enforced. 

Before the correct physical firewall architecture for 
a given situation can be determined, alternative concep¬ 
tual design options for firewall architectures must be 
analyzed. At a high level, there are really two alternative 
conceptual philosophies to firewall architecture design: 
(1) defense in depth security, and (2) perimeter security. 

Defense in Depth 

A defense in depth design philosophy proposes multiple 
levels of security devices such as firewalls and intrusion- 
detection devices. The greater the value of the informa¬ 
tion assets within a given risk domain, the greater the 
number of layers of security technology must be pene¬ 
trated in order to reach those information assets. Such a 
philosophy would seem to assume that intrusion or attack 
is as likely to come from someone inside a corporate net¬ 
work as from outside that network. Defense in depth at 
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Table 1: Sample Functional Characteristics of Firewall Technology 


FIREWALL FUNCTIONAL 
CHARACTERISTIC 

EXPLANATION/IMPORTANCE 

Encryption 

Allows secure communication through firewall 

Encryption schemes supported: DES, 3-DES, AES 

Encryption key length supported: 40, 56, 128, 168, and 256 bits. 

Virtual private network (VPN) 

Allows secure communication over the Internet in a VPN topology 

support 

VPN security protocols supported: IPSEC, SSL 

Application proxies supported 

How many application proxies are supported? Internet application protocols (HTTP, 
SMTP, FTP, telnet, NNTP, WAIS, SNMP, rlogin, ping traceroute)? Real Audio? 

How many controls or commands are supported for each application? 

Proxy isolation 

In some cases, proxies are executed in their own protected domains to prevent 
penetration of other proxies or the firewall operating system should a given proxy be 
breached. 

Operating systems supported 

UNIX and varieties; Windows NT, 2000, XP, 

Virus scanning included 

Because many viruses enter through Internet connections, the firewall is a logical 
place to scan for viruses. 

Web tracking 

To ensure compliance with corporate policy regarding use of the World Wide Web, 
some firewalls provide Web-tracking software. The placement of the software in the 
firewall makes sense because all Web access must pass through the firewall. Access 
to certain uniform resource locators (URLs) can be filtered. 

Violation notification 

How does the firewall react when access violations are detected? Options include 
SNMP traps, e-mail, pop-up windows, pagers, reports. 

Authentication supported 

As a major network access point, the firewall must support popular authentication 
protocols and technology. 

Network interfaces supported 

Which network interfaces and associated data-link-layer protocols are supported? 

System monitoring 

Are graphical systems monitoring utilities available to display statistics such as disk 
usage or network activity by interface? 

Auditing and logging 

Is auditing and logging supporting? 

How many types of events can be logged? 

Are user-defined events supported? 

Can logged events be sent to SNMP managers? 

Attack protection 

Following is a sample of the types of attacks that a firewall should be able to guard 
against: TCP denial-of-service attack, TCP sequence number prediction, source 
routing and RIP attacks, EGP infiltration and ICMP attacks, authentication server 
attacks, finger access, PCMAIL access, DNS access, FTP authentication attacks, 
anonymous FTP access, SNMP access, remote access, remote booting from outside 
networks; IP, MAC and ARP spoofing and broadcast storms; trivial FTP and filter to 
and from the firewall, reserved port attacks, TCP wrappers, gopher spoofing, and 

MIME spoofing. 

Attack reta 1 i ati o n/cou nterattack 

Some firewalls can launch specific counterattacks or investigative actions if the 
firewall detects specific types of intrusions. 

Administration interface 

Is the administration interface graphical in nature? Is it forms based? 


ARP = address resolution protocol; DNS = domain name server; EGP = exterior gateway protocol; DES = data encryption standard; FTP = file 
transfer protocol; HTTP = hypertext transfer protocol; ICMP = Internet control message protocol; IP = Internet protocol; MAC = media access control; 
MIME = multipurpose internet mail extension; NNTP = network news transfer protocol; RIP = routing information protocol; SMTP = simple mail 
transfer protocol; SNMP = simple network management protocol; TCP = transmission control protocol. WAIS = wide area information services. 


its extreme would propose server-specific firewalls pro¬ 
tecting individual servers. In a physical or building secu¬ 
rity metaphor, defense in depth would propose biometric 
locks on every door throughout a building, not just on the 
outside doors. 


Perimeter Security 

A perimeter security design philosophy draws an imaginary 
line, or moat, around the perimeter of the risk domain it 
is seeking to protect. An underlying design assumption in 
perimeter security is that threats to the information assets 
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within the protected risk domain are likely to come only 
from outside that risk domain. Individual servers within 
a risk domain are typically not specifically or individually 
protected. All of the emphasis is on building impenetrable 
perimeter security architecture. In a physical or building 
security metaphor, perimeter security would have biomet¬ 
ric access to the outside doors or armed guards protect¬ 
ing the entrance to the building, but no further security 
within the building. 

Firewall Architecture Design Elements 

Once an overall security or firewall philosophy has been 
determined, key decisions remain to be made regarding 
the number and location of these firewalls in relation 
to the Internet and a corporation’s public and private in¬ 
formation resources. Each of the alternative enterprise 
firewall architectures explored in this section attempt to 
segregate three distinct networks or risk domains: 

1. The Internet or other “dirty” networks: contain le¬ 
gitimate customers and business partners as well as 
hackers 

2. The DMZ(s), otherwise known as the screened subnet, 
neutral zone, or external private network: contains 
Web servers and mail servers among other informa¬ 
tion assets 

3. The internal private network, otherwise known as the 
secure network or intranet: contains most valuable 
corporate information 

The firewall architectures described in the following 
sections represent generalized designs or approaches to 
firewall architecture design. They are not necessarily mu¬ 
tually exclusive. Elements of various firewall architectures 
described below may be combined in order to properly 
meet the security requirements of a particular risk domain. 
For example, packet-filtering routers could easily, and cor¬ 
rectly, be added to any of the other firewall architectures 
described. Likewise, server- or host-specific firewalls could 
easily be added to other firewall architectures as well. 

PACKET-FILTERING ROUTERS 
Functionality 

Packets-filtering routers or border routers are often the 
first devices that face the Internet or dirty network from an 


organization network perspective. These packet-filtering 
routers first remove all types of traffic that should not even 
be passed to the firewalls. This process is typically fast and 
inexpensive because it involves only simple processes that 
are implemented in relatively low-cost hardware. Exam¬ 
ples of removed packets include packet fragments, packets 
with abnormally set flags, TTL, abnormal packet length, 
or ICMP packets, all of which could potentially be used 
for attacks or to exploit known vulnerabilities and pack¬ 
ets from or to unauthorized addresses and ports. Figure 9 
illustrates a packet-filtering router architecture. 

Advantages 

• Perimeter routers can easily perform this task. 

• Fast processing 

• No additional expense or specialized equipment 

• Filter tables listing bad packets to remove is relatively 
static; not a lot of maintenance involved. 

Disadvantages 

• Should not be mistaken as a replacement for a firewall 

• Processor speed and memory on the router must be 
properly sized to handle required throughput. 

• Filter tables must be manually maintained. 

PERIMETER FIREWALL ARCHITECTURE 
Functionality 

The perimeter firewall architecture represents the physi¬ 
cal implementation of the perimeter security conceptual 
design described previously. It was, and in some cases still 
is, the most commonly implemented firewall architecture. 
All rules processing and packet filtering is performed on 
the perimeter firewall. It is very important that firewall 
rules are carefully configured and tested, since there is 
no additional security provided once past the perimeter 
firewall. A perimeter firewall architecture implies that all 
information assets within a risk domain protected in this 
manner are of equal value and face equal risk. Figure 10 
illustrates a perimeter firewall architecture. 

Advantages 

• Relatively simple to configure and manage 
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Figure 9: Packet-filtering router architecture 
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Disadvantages 

• Single point of security implies a single point of failure. 

• All information assets within risk domain are at risk if 
perimeter security is breached. 

SERVER/HOST FIREWALL 

ARCHITECTURE 

Functionality 

The server/host firewall architecture is also known as 
a screened host architecture. This architecture can be 
used in combination with other architectures such as 
the perimeter, DMZ, and multitiered DMZ. A server/host 
firewall is often software-based and resides/executes on 
the application server that it is protecting. It is sort of a 
personal bodyguard for the application server within an 
otherwise secure environment. 

TCPWrapper is just one example of a UNIX-based pro¬ 
gram that could be considered a limited-function server/ 
host firewall software program. It is a utility that can in¬ 
tercept and log any requests for TCP services. It could be 
considered a "shim" program, much like a proxy server 
that sits between the computer connection requesting the 
service and the actual service itself on the server com¬ 
puter. Server/host firewall software programs such as 
TCPWrapper may provide some or all of the following 
functionality: 

• Attempts to detect IP address spoofing by performing 
what is known as a double-reverse lookup of the IP 
address to ensure that the IP address and hostname 
match the domain name service (DNS) entry. DNS is 
a service that translates between commonly remem¬ 
bered names such as www.wiley.com and an IP address 
such as 128.210.114.39. 

• Performs address and service filtering to be sure that 
the requested connection is allowed or authorized 

• Logs the connection 

• Completes the connection to the requested service 

Server/host firewalls such as TCPWrapper often run di¬ 
rectly on application servers. Microsoft’s ISA (Internet 


Security & Acceleration) server, formerly known as 
Microsoft Proxy Server, is another example of a software- 
based firewall package that can run on an application 
server. This makes them distinct from other software- 
based firewalls that require a dedicated server. Figure 11 
illustrates a server/host firewall architecture. 

Advantages 

• Relatively easy to install and configure 

• Adds server-specific incremental protection to other 
firewall architectures 

Disadvantages 

• Ongoing maintenance/management can become diffi¬ 
cult as the numbers of individual server/host firewalls 
are installed unless some type of centralized firewall 
management system is used. 

SCREENED SUBNET (DMZ) FIREWALL 

ARCHITECTURE 

Functionality 

Rather than using only the packet-filtering router as the 
front door to the DMZ, a second firewall is added behind 
the packet-filtering router to further inspect all traffic 
bound to or from the DMZ. The initial application gate¬ 
way or firewall still protects the perimeter between the 
DMZ and the intranet or secure internal network. 

A DMZ is considered a neutral or safe zone. Outbound 
communications from the clean network to the Internet 
can go through proxy servers in the DMZ. The general 
public accessing this network from the Internet would be 
able to access only servers located in the DMZ. The DMZ 
contains mail, Web, and often e-commerce servers. Serv¬ 
ers located behind the DMZ firewall on the clean network 
behind the DMZ would not be accessible by the general 
public from the Internet. Figure 12 illustrates a screened 
subnet (DMZ) firewall architecture. Although this logical 
diagram would suggest that multiple distinct firewalls are 
required to establish a DMZ, this is actually not the case. 
Numerous vendors sell “multilegged” (multiple interface) 
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firewalls that allow both DMZ or Internet-accessible net¬ 
works as well as clean or protected networks to be physi¬ 
cally attached to a single firewall device. 

Advantages 

• Provides flexibility especially for Internet-based appli¬ 
cations such as e-mail, Web services, and e-commerce 

• Allows servers that must be accessible to the Internet 
while still protecting back-office services on the secure 
internal network or Intranet 

Disadvantages 

• More complicated rule configuration means more like¬ 
lihood of errors. 

• Applications running in DMZ may still need access to 
servers/resources in the secure internal network. 

• Once through the server between the DMZ and the In¬ 
ternal network, there is no further protection or differ¬ 
entiated levels of security. 


MULTITIERED/DISTRIBUTED DMZ 

ARCHITECTURE 

Functionality 

As e-commerce and e-business have proliferated, the 
need for e-commerce servers to access more and more se¬ 
cure information from database and transaction servers 
within the secure intranet has increased proportionately. 
As a result, the number of connections allowed through 
firewalls into the most secure areas of corporate networks 
has increased dramatically. In response to this phenome¬ 
non, the model of a multitiered DMZ has developed. Such 
a scenario really builds on the screened subnet firewall 
(DMZ) architecture by adding additional tiers to the DMZ, 
each protected from other tiers by additional firewalls. 
Typically, the first tier of the DMZ closest to the Internet 
would contain only the presentation or Web portion of 
the e-commerce application running on Web servers. 

A firewall would separate that first tier of the DMZ 
from the second tier that would house the business logic 
and application portions of the e-commerce application 
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Figure 13: Multitiered/distributed DMZ architecture (DB 5 database) 


typically running on transaction servers. This firewall 
would have rules defined to allow only packets from cer¬ 
tain applications on certain servers with certain types of 
requests through from the first-tier DMZ to the second- 
tier DMZ. The third (most secure) tier of the DMZ is 
similarly protected from the second tier by a separate 
firewall. The servers in the third-tier DMZ would be data¬ 
base servers and should contain only the data necessary 
to complete requested e-commerce transactions. Finally, 
as in the screened subnet firewall architecture, a firewall 
would separate the third-tier DMZ from the intranet, or 
most secure corporate network. Figure 13 illustrates the 
multitiered/distributed firewall architecture. 

Advantages 

• When combined with screened host/server specific fire¬ 
walls, a multitiered DMZ firewall architecture provides 
good protection for back-office systems such as payroll 
and inventory servers. 

• A multitiered DMZ system provides the greatest level 
of flexibility and highest number of risk domains, thus 
providing the ability for optimal placement of informa¬ 
tion resources 

Disadvantages 

• Each additional level of firewalls adds a level of com¬ 
plexity in terms of rule configuration and opportu¬ 
nity for configuration errors that can lead to security 
breaches. 

• There is obviously a proportional increase in expense 
for each level of security/DMZ added. 

AIR GAP ARCHITECTURE 
Functionality 

A hardware-based network switch is at the heart of the 
air gap architecture. The premise of creating a physical 


disconnection between the clean or secure network (in¬ 
tranet) and the nonsecure or dirty network (Internet) is 
accomplished by placing a server on the Internet connec¬ 
tion that will receive all incoming requests. This server will 
connect to an electronic switch that strips the TCP head¬ 
ers and stores the packet in a memory bank, and then the 
switch disconnects from the external server and connects 
with the internal server. Once the connection is made, the 
internal server recreates the TCP header and transmits 
the packet to the intended server. Responses are made 
in the reverse order. The physical separation of the net¬ 
works and the stripping of the TCP headers remove many 
of the vulnerabilities in the TCP connection-oriented pro¬ 
tocol. Of course this provides little additional protection 
over other firewalls at the content level because content- 
level attacks are passed through the so-called air gap and 
responses are returned. 

By using high-speed switches for the rule checking 
and packet forwarding, switched firewalls, also known as 
switch-accelerated firewalls are able to filter and forward 
packets at multigigabit speeds. In some switched firewall 
architectures, separate dedicated devices, sometimes re¬ 
ferred to as switched firewall directors, perform firewall 
control functions such as policy and session management, 
connection-table management, and packet-handling rules 
specification, thus freeing the dedicated separate switched 
firewall to perform only rule checking and packet for¬ 
warding. In some cases, application-specific filtering is 
provided on the air gap technology. Such devices may 
be referred to as application firewall appliances or air 
gap application firewalls. Figure 14 illustrates an air gap 
architecture. 


Advantages 

• Provides switched connections between clean and dirty 
network thereby creating a physical gap or moat be¬ 
tween the two. 
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• High-speed network switches at the heart of the air gap 
architecture provide high throughput. 

Disadvantages 

• Effectiveness of the architecture is still dependent on 
the effectiveness of the packet filtering rules within the 
air gap device. 

• Deep packet inspection or content/application-specific 
inspection cannot be assumed. 

• Vendors loosely interpret the term air gap technology. 
Specific functionality of any given device should not be 
assumed. 

CONCLUSION 

Firewalls are an essential and basic element of many or¬ 
ganizations’ security architecture. Nonetheless, technol¬ 
ogy must be chosen carefully to ensure that it offers the 
required functionality, and firewalls must be arranged into 
properly designed enterprise firewall architectures and 
properly configured, maintained, and monitored. Even 
in the best circumstances, firewalls should be seen as a 
relatively small solution within the overall information- 
protection challenge and should not be considered suffi¬ 
cient on their own. 

There is no single firewall architecture that is the cor¬ 
rect choice for all security scenarios. Firewall architec¬ 
tures vary primarily in the number of firewalls used and 


the placement of those firewalls relative to each other, 
the information resources they are trying to protect, 
and the dirty networks or threats they are trying to 
protect the information resources from. A thorough 
security-requirements analysis is prerequisite to firewall 
architecture choice. Such an analysis must start with a 
detailed understanding of the applications that must be 
secured. Firewalls, and their arrangement in a particu¬ 
lar architecture, are just one piece of the overall security 
framework puzzle. 

GLOSSARY 

Address Filtering: A firewall’s ability to block or allow 
packets based on Internet protocol addresses. 

Air Gap Technology: Switched connections established 
to connect external and internal networks that are not 
otherwise physically connected. 

Application-Level Gateway: Application-level filters 
examine the entire request for data rather than only 
the source and destination addresses. 

Bastion Host: Hardened server with trusted operating 
system that serves as the basis of the firewall. 
Circuit-Level Proxies: Proxy servers that work at the 
circuit level by proxying protocols such as file transfer 
protocol. 

Demilitarized Zone (DMZ): A neutral zone between 
firewalls or between a packet filtering router and a fire¬ 
wall in which mail and Web servers are often located. 
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Domain Filtering: A firewall’s ability to block outbound 
access to restricted sites. 

Dual-Homed Host: A host firewall with two or more 
network interface cards with direct access to two or 
more networks. 

Ephemeral Ports: Port numbers that are temporarily 
assigned to client-side connections from a predeter¬ 
mined range of available port numbers. 

Firewall: A network device capable of filtering un¬ 
wanted traffic from a connection between networks. 

Internal Firewalls: Firewalls that include filters that 
work on the data-link, network, and application lay¬ 
ers to examine communications that occur only on an 
organization’s internal network, inside the reach of 
traditional firewalls. 

Multitiered DMZ: A DMZ that segments access areas 
with multiple layers of firewalls. 

Network Address Translation: A firewall’s ability to 
translate between private and public globally unique 
Internet protocol addresses. 

Packet-Filtering Gateway: A firewall that allows or 
blocks packet transmission based on source and desti¬ 
nation Internet protocol addresses. 

Port Filtering: A firewall’s ability to block or allow 
packets based on transmission control protocol port 
number. 

Proxy Server: Servers that break direct connections be¬ 
tween clients and servers and offer application- and 
circuit-layer-specific proxy services to inspect and con¬ 
trol such communications. 

Screened Subnet: Enterprise firewall architecture that 
creates a DMZ. 

Stateful Firewall: A firewall that monitors connections 
and records packet information in state tables to make 
forwarding decisions in the context of previous trans¬ 
mitted packets over a given connection. 

Trusted Gateway: In a trusted gateway, certain appli¬ 
cations are identified as trusted, are able to bypass the 
application gateway entirely, and are able to establish 
connections directly rather than by proxy. 
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INTRODUCTION 

An authentication process establishes the identity of some 
entity under scrutiny. For example, a traveler authenticates 
herself to a border guard by presenting a passport. Pos¬ 
session of the passport and resemblance to the attached 
photograph are deemed sufficient proof that the traveler is 
the identified person. The act of validating the passport (by 
checking a database of known passport serial numbers) 
and assessing the resemblance of the traveler to the photo¬ 
graph is a form of authentication. 

On the Internet, authentication is somewhat more 
complex; network entities do not typically have physical 
access to the parties they are authenticating. Malicious 
users or programs may attempt to obtain sensitive infor¬ 
mation, disrupt service, or forge data by impersonating 
valid entities. Distinguishing these malicious parties from 
valid entities is the role of authentication, and is essential 
to security. 

Successful authentication does not imply that the 
authenticated entity is given access. An authorization 
process uses authentication, possibly with other informa¬ 
tion, to make decisions about whom to give access. For 
example, not all authenticated travelers will be permit¬ 
ted to enter the country. Other factors, such as the exis¬ 
tence of visas, past criminal record, and political climate 
will determine which travelers are allowed to enter the 
country. 

Although the proceeding has focused on entity authentica¬ 
tion, it is important to note that other forms of authentication 
exist. In particular, message authentication is the process by 
which a particular message is associated with some sending 
entity. Message authentication is a continuous process, in 
which the sender of each new message must be constantly 
evaluated. Such evaluation is typically performed with re¬ 
spect to some identity previously authenticated—that is, 
through entity authentication. This chapter restricts itself to 
entity authentication, deferring discussion of forms to other 
entries in this book. 
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Introducing Alice and Bob 

Authentication is often illustrated through the introduction 
of two protagonists, Alice and Bob. In these descriptions, 
Alice attempts to authenticate herself to Bob. Note that 
in practice, Alice and Bob may not be users, but comput¬ 
ers. For example, a computer must authenticate itself to 
a hie server prior to being given access to its contents. 
Independent of whether Alice is a computer or person, 
she must present evidence of her identity. Bob evaluates 
this evidence, commonly referred to as a credential. Alice 
is deemed authentic (is authenticated) by Bob if the evi¬ 
dence is consistent with information associated with her 
claimed identity. The form of Alice’s credential determines 
the strength and semantics of authentication. 

The most widely used authentication credential is a 
password. To illustrate, UNIX passwords configured by 
system administrators reside in the /etc/passwd hie. Dur¬ 
ing the log-in process, Alice (a UNIX user) types her pass¬ 
word into the host console. Bob (the authenticating UNIX 
operating system) compares the input to the known pass¬ 
word. Bob assumes that Alice is the only entity in posses¬ 
sion of the password. Hence, Bob deems Alice authentic 
because she is the only one who could present the pass¬ 
word credential. 

Note that Bob’s assertion that Alice is the only entity 
who could have supplied the password is not strictly ac¬ 
curate. Passwords are subject to guessing attacks. Such 
an attack continually retries different passwords until the 
authentication is successful. Many systems combat this 
problem by disabling authentication of that identity after 
a threshold of failed authentication attempts. The more 
serious dictionary attack makes use of the UNIX pass¬ 
word hie itself. Passwords are not stored in their original 
form. The password and a random salt value are crypto¬ 
graphically hashed when the result is stored. Because the 
hash function is guaranteed to be noninvertible, some¬ 
one who gains access to the password hie cannot trivially 
recover the passwords. However, a malicious party who 
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obtains the password file can mount a dictionary attack by 
comparing hashed, salted password guesses against 
the password file's contents. Such an attack debilitates the 
authentication service, and hence is difficult to combat. 
Recent systems have sought to mitigate attacks on the 
password file by placing the password hash values in a 
highly restricted shadow password hie. 

Passwords are subject to more fundamental attacks. 
In one such attack, the adversary simply obtains the 
password from Alice directly. This can occur where Alice 
"shares" her password with others, or when she records 
it in some obvious place (e.g., on her PDA). Such attacks 
illustrate an axiom of security: a system is only as secure 
as the protection afforded to its secrets. In the case of 
authentication, failure to adequately protect credentials 
from misuse can result in compromise of the system. 

Particularly in cases in which the substance of the 
interaction has monetary value, it is important for Alice 
and Bob to perform mutual authentication: not only must 
Alice prove her identity to Bob, but Bob must also prove 
his identity to Alice. If this bidirectional authentication is 
not performed, any adversary can exploit Alice by pre¬ 
tending to be Bob. In fact, attacks on the lack of effective 
mutual authentication lie at the heart of one of the most 
dangerous and costly attacks on the Internet today, phish¬ 
ing. In a phishing attack, the adversary uses some me¬ 
dium, such as e-mail, to pose as some important entity, 
and then uses fake Web sites and other means to coerce 
the victim into exposing authenticating information such 
as passwords. Attacks in which the adversary interposes 
himself between the victim and the real authority fall into 
the class of man-in-the-middle attacks. 

The definition of identity has historically been controver¬ 
sial. This is largely because authentication does not truly 
identify physical entities, but associates some secret or 
(presumably) unforgeable information with a virtual iden¬ 
tity. Hence, for the purposes of authentication, any entity 
in possession of Alice’s password is Alice. The strength of 
authentication is determined by the difficulty with which 
a malicious party can circumvent the authentication pro¬ 
cess and incorrectly assume an identity. In our above ex¬ 
ample, the strength of the authentication process is largely 
determined by the difficulty of guessing Alices password. 
Note that other factors, such as whether Alice chooses a 
poor password or writes it on the front of the monitor, will 
determine the effectiveness of authentication. The lesson 
here is that authentication is as strong as the weakest link; 
failure to protect the password by either Alice or the host 
limits the effectiveness of the solution. 

Authentication on the Internet is often more complex 
than suggested by the previous example. Often, Alice and 
Bob are not physically colocated. Hence, both parties will 
wish to authenticate each other. In our above example, 
Alice will wish to ensure that she is communicating with 
Bob. However, no formal process is needed; because Alice 
is sitting at the terminal, she assumes that Bob (the host) 
is authentic. 

On the Internet, it is not always reasonable to assume 
that Alice and Bob have established (or can establish) 
some relationship prior to communication. For example, 
consider the case in which Alice is purchasing goods on 
the Internet. Alice goes to Bob’s Web server, identifies the 


goods she wishes to purchase, provides her credit card 
information, and submits the transaction. Alice, being a 
cautious customer, wants to ensure that this information 
is being given only to Bob’s Web server (i.e., she wants 
to authenticate the Web server). In general, however, re¬ 
quiring Alice to establish a direct relationship with each 
vendor from whom she may purchase goods is not feasi¬ 
ble (e.g., it is not feasible to establish passwords for each 
Web site out of band). 

Enter Trent, the trusted third party. Logically, Alice ap¬ 
peals to Trent for authentication information relating to 
Bob. Trent is trusted by Alice to assert Bob’s authenticity. 
Therefore, Bob need only establish a relationship with 
Trent to begin communicating with Alice—that is, Trent 
vouches for the identity of Bob. Because the number of 
widely used trusted third parties is small (on the order 
of tens), and every Web site establishes a relationship 
with at least one of them, Alice can authenticate virtually 
every vendor on the Internet. 

CREDENTIALS 

Authentication is performed by the evaluation of creden¬ 
tials supplied by the user (i.e., Alice). Such credentials can 
take the form of something you know (e.g., password), 
something you have (e.g., smart card), or something you 
are (e.g., fingerprint). The credential type is specific to the 
authentication service, and reflects some direct or indi¬ 
rect relationship between the user and the authentication 
service. 

Credentials often take the form of shared secret knowl¬ 
edge. Users authenticate themselves by proving knowledge 
of the secret. In the UNIX example above, knowledge of 
the password is deemed sufficient evidence to prove user 
identity. In general, such secrets need not be statically 
defined passwords. For example, users in one-time pass¬ 
word authentication systems do not present knowledge of 
secret text, but identify a numeric value valid only for a 
single authentication. Users need not present the secret 
directly, but demonstrate knowledge of it (e.g., by present¬ 
ing evidence that could only be derived from it). 

Secrets are often long random numbers, and thus can¬ 
not be easily remembered by users. For example, a typical 
RSA private key is a 1024-digit binary number. Requir¬ 
ing a user to remember this number is, at the very least, 
unreasonable. Such information is frequently stored in a 
hie on a user’s host computer, a PDA, or other nonvola¬ 
tile storage. The private key is used during authentication 
by accessing the appropriate hie. However, private keys 
can be considered "secret knowledge” because the user 
presents evidence external to the authentication system 
(e.g., from the hie system). 

Credentials may also be physical objects. For example, 
a smart card may be required to gain access to a host. 
Authenticity in these systems is inferred from possession, 
rather than from knowledge. Note that there is often a 
subtle difference between the knowledge- and possession- 
based credentials. For example, it is often the case that 
a user-specihc private key is stored on an authenticating 
smart card. In this case, however, the user has no ability to 
view or modify the private key. The user can be authenti¬ 
cated only via the smart card issued to the user. Hence, for 
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the purposes of authentication, the smart card is identity; 
no amount of effort can modify the identity encoded in 
the smart card. 1 

Biometric devices measure physical characteristics 
of the human body. An individual is deemed authentic if 
the measured aspect matches previously recorded data. 
The accuracy of matching determines the quality of au¬ 
thentication. Contemporary biometric devices include 
fingerprint, retina, or iris scanners, and face-recognition 
software. However, biometric devices are primarily useful 
only when the scanning device is trusted—that is, under 
control of the authentication service. Although biometric 
authentication has seen limited use in the Internet, it is in¬ 
creasingly used to support authentication associated with 
physical security (i.e., governing clean-room access). 

Credential use is subject to eavesdropping and replay. 
For example, any adversary can watch a user type a pass¬ 
word from across the room. The adversary later uses the 
password to gain access to the system. This problem only 
gets worse in networks: anyone who can get access to the 
messages used to authenticate users could potentially 
reuse the data to masquerade as a legitimate user. Such 
attacks are mitigated in authentication systems by requir¬ 
ing freshness. Freshness guarantees that the use of a cre¬ 
dential is bounded in time, and hence could not possibly 
be replayed. The following sections demonstrate several 
methods for achieving freshness. 

Multifactor authentication systems use more than one 
system to authenticate the user. For example, some sys¬ 
tems require both a password and a token to prove iden¬ 
tity. These systems can significantly increase the difficulty 
of attacks on the authentication. It is much harder to 
both eavesdrop a password and steal a token than it is 
to do only one or the other. Multifactor systems have been 
seen as a valuable way to increase security while main¬ 
taining the simplicity and ease of use of traditional au¬ 
thentication mechanisms, and have been widely adopted 
in corporate environments. However, these mechanisms 
are only as strong as the underlying systems—that is, if 
the underlying mechanisms are vulnerable, so is the mul¬ 
tifactor system. 

Credentials need not identify a particular entity, but 
can be used to prove some characteristic of a community. 
For example, a concert ticket serves as a credential that 
the owner has paid or received permission to attend the 
show. Reverse turning tests use tasks that cannot easily be 
performed by a computer, such as extracting text from 
complex images. The correct answer shows that a human 
was involved. Such tests are useful in preventing online 
"scripted” attacks. 

Authentication Services 

A number of general-purpose services have been devel¬ 
oped to support authentication, credential maintenance, 
access control, and accounting. For example, RADIUS, 
DIAMETER, and LDAP-based authentication services 
have been widely deployed on the Internet. Networks 


'In practice, contemporary smart cards can be modified or probed. How¬ 
ever, because such manipulation often takes considerable effort and so¬ 
phistication (e.g., use of an electron microscope), such attacks are beyond 
the abilities of the vast majority of attackers. 


subscribing to these services defer all authentication- 
related activities to these centralized services. Each such 
system can support a range of authentication services 
and protocols appropriate for the served environment. 

In addition to authentication, these services typically 
implement access control, which regulates access to valued 
infrastructure or data, for the controlled environment. 
For example, all users are authenticated when entering 
most networks. However, this (typically) does not give to¬ 
tal access to the entire network. An access control service 
determines, based on the identity established via authen¬ 
tication, which services that entity user has a right to ac¬ 
cess (e.g., file servers, printers, etc.). How access control 
is performed and results presented to the network is be¬ 
yond the scope of this chapter. 

Authentication services exist to simplify network man¬ 
agement. Because of the way technology has evolved, the 
diverse services comprising a network often require dif¬ 
ferent methods of authentication. Supporting the many 
authentication methods required by an environment (or 
many instantiations of a single authentication service) 
can be enormously costly. Administrators can vastly 
simplify the administrative process by managing a sin¬ 
gle database of identities in the authentication services. 
The services can use whatever credentials are deemed nec¬ 
essary so long as they are supported by the authentication 
service. Similarly new applications can be developed and 
easily integrated with the existing authentication service 
through well-defined interfaces. Existing authentication 
services (nearly) universally support the authen¬ 
tication services defined in this chapter. 

Biometrics 

Biometrics are a class of authentication systems that ex¬ 
ploit the unique physical or behavioral characteristics of 
users. These services measure characteristics such as fin¬ 
gerprints, hand measurements, face recognition, irises, 
(walking) gait, or others to determine their identity. The 
measurements are compared for similarity to previously 
recorded samples using apparatus specialized for the par¬ 
ticular biometric system—for example, fingerprint scan¬ 
ners and video cameras. People whose characteristics are 
“close enough” to the previously recorded measurement 
are deemed authentic and associated with the appropri¬ 
ate user identity. 

Biometrics are often referred to as "something you 
are” credentials. That is, the credential is an artifact of 
your person or behavior. This has the advantage that the 
user does not need to possess or remember the creden¬ 
tial, nor can it be lost. Biometrics are limited in the same 
way: once the characteristic is lost, it cannot be revoked. 
For example, unlike other credentials such as public keys, 
a user whose signature is forged cannot change it later. 
Hence, in practice it is essential to protect the measure¬ 
ments and apparatus from exposure to adversaries. 

In practice, the quality of the apparatus used to mea¬ 
sure biometric features varies widely. Hence, error is in¬ 
troduced into the process of measurement. For example, 
mood, lack of sleep, or aging can significantly affect the 
quality of measurement in a face-recognition system. 
The similarity of the measurements to the original is 
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used, rather than an exact match. Biometrics systems 
compare the measured distance or existence of features 
between the previously recorded and measured samples. 
The measured sample is authentic if the distance is small 
enough or the number of features is large enough based 
on a system-specific threshold. 

The quality of a biometric system is measured in the 
rate of false positives and false negatives. A false positive 
occurs when an inauthentic sample is deemed authentic, 
and a false negative occurs when a authentic sample is 
deemed inauthentic. These features are in direct propor¬ 
tion to each other and a direct reflection of the threshold 
value. A high threshold will prevent false positives but 
incur more false negatives. Conversely, a low threshold 
will prevent false negatives but incur more false positives. 
How one selects a threshold (and more broadly a type of 
biometric system) is dependent on the needs of the envi¬ 
ronment, the frequency of authentication, and the value 
of the protected system. 

WEB AUTHENTICATION 

One of the most prevalent uses of the Internet is Web 
browsing. Users access the Web via specialized protocols 
that communicate HTML and XML requests and content. 
The requesting user's Web browser renders received con¬ 
tent. However, it is often necessary to restrict access to Web 
content. Moreover, the interactions between the user and a 
Web server are often required to be private. One aspect of 
securing content is the use of authentication to establish 
the true or virtual identity of clients and Web servers. 

Password-Based Web Access 

Web servers initially adopted well-known technologies for 
user authentication. Foremost among these was the use 
of passwords. To illustrate the use of passwords on the 
Web, the following describes the configuration and use of 
basic authentication in the Apache Web server (Apache 
2002). Note that the use of basic authentication in other 
Web servers is largely similar. 

Access to content protected by basic authentication 
in the Apache Web server is indirectly governed by the 
password file. Web site administrators create the pass¬ 
word hie (whose location is defined by the Web site ad¬ 
ministrator) by entering user and password information 
using the htpasswd utility. It is assumed that the pass¬ 
words are given to the users using an out-of-band chan¬ 
nel (e.g., via e-mail, phone). 

In addition to specifying passwords, the Web server 
must identify the subset of Web content to be password- 
protected (e.g., set of protected URLs). This is commonly 
performed by creating an .htaccess hie in the directory to 
be protected. The .htaccess hie dehnes the authentication 
type and specihes the location of the relevant password 
hie. For example, located in the content root directory, 
the following .htaccess hie restricts access to users who 
are authenticated via password. 

AuthName “Restricted Area” 

AuthType Basic 

AuthUserFile /var/www/webaccess 
require valid-user 


Authentication Required 

Enter username and password for "TISSEC Editing Paper 
Status" at http://localhost 
User Name: 


Password: 


_Use Password Manager to remember this password. 

( Cancel ( OK ) 


Figure 1 : Password authentication on the Web 


Users accessing protected content (via a browser) are pre¬ 
sented with a password dialog (e.g., similar to the dialog 
depicted in Figure 1). The user enters the appropriate 
username and password, and if correct, is given access to 
the Web content. 

Because basic authentication sends passwords over the 
Internet in cleartext, it is relatively simple to recover them 
by eavesdropping on the HTTP communication. Hence, 
basic authentication is sufficient to protect content from 
casual misuse, but should not be used to protect valuable 
or sensitive data. However, as is commonly found on com¬ 
mercial Web sites, performing basic authentication over 
more secure protocols (e.g., secure sockets layer [SSL], 
see below) can mitigate or eliminate many of the negative 
properties of basic authentication. 

Many password-protected Web sites store user pass¬ 
words (in encrypted form) in cookies the hrst time a user 
is authenticated. In these cases, the browser automatically 
submits the cookie to the Web site with each request. This 
approach eliminates the need for the user to be authen¬ 
ticated every time she visits the Web site. However, this 
convenience has a price. In most single-user operating 
systems, any entity using the same host will be logged in as 
the user. Moreover, the cookies can be easily captured and 
replayed back to the Web site (Fu et al. 2001). 

Digest authentication uses challenges to mitigate the 
limitations of password-based authentication (Franks 
et al. 1999). Challenges allow authenticating parties to 
prove knowledge of secrets without exposing (trans¬ 
mitting) them. In digest authentication, Bob sends a 
random number (nonce) to Alice. Alice responds with 
a hash of the random number and her password. Bob 
uses Alice's password (which only he and Alice know) 
to compute the correct response, and compares it to the 
one received from Alice. Alice is deemed authentic if the 
computed and received responses match (because only 
Alice could have enerated the response). Because the 
hash, rather than the secret, is sent, no adversary can 
obtain Alice's password from the response. 

Single Sign-on 

Password authentication is the predominant authenti¬ 
cation method on the Web. Users register a username 
and password with each retailer or service provider with 
which they do business. Hence, users are often faced 
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with the difficult and error-prone task of maintaining a 
long list of usernames and passwords. In practice, users 
avoid this maintenance headache by using the same pass¬ 
words on all Web sites. However, this allows adversaries 
who gain access to the user information on one site to 
impersonate the user on many others. 

A single sign-on (SSO) system defers user authentica¬ 
tion to a single, universal authentication service. Users 
authenticate themselves to the SSO once per session. 
Subsequently, each service requiring user authentication 
is redirected to an SSO server that vouches for the user. 
Hence, the user is required to maintain only a single au¬ 
thentication credential (e.g., SSO password). Note that 
the services themselves do not possess user credentials 
(e.g., passwords), but simply trust the SSO to state which 
users are authentic. 

Although SSO services have been used for many years 
(e.g., see the section on “Kerberos” below), the lack of 
universal adoption and cost of integration has made their 
use in Web applications highly undesirable. These diffi¬ 
culties have led to the creation of SSO services targeted 
specifically to authentication on the Web. One of the most 
popular of these systems is the Microsoft Passport service 
(Microsoft 2002). Passport provides a single authentica¬ 
tion service and repository of user information. Web sites 
and users initially negotiate secrets during the Passport 
registration process (i.e., user passwords and Web site se¬ 
cret keys). In all cases, these secrets are known only to the 
Passport servers and the registering entity. 

Passport authentication proceeds as follows. Users re¬ 
questing a protected Web page (i.e., page that requires au¬ 
thentication) are redirected to a Passport server. The user 
is authenticated via a Passport-supplied log-in screen. If 
successful, the user is redirected back to the original Web 
site with an authentication cookie specific to that site. The 
cookie contains user information and site-specific infor¬ 
mation encrypted with a secret key known only to the site 
and the Passport server. The Web site decrypts and vali¬ 
dates the received cookie contents. If successful, the user 
is deemed authentic and the session proceeds. Subsequent 
user authentication (with other sites) proceeds similarly, 
except that the log-in step is avoided. Successful comple¬ 
tion of the initial log-in is noted in a session cookie stored 
at the user browser and presented to the Passport server 
with later authentication requests. 

Although SSO systems solve many of the problems of 
authentication on the Web, they are not a panacea. By 
definition, SSO systems introduce a single point of trust 
for all users in the system. Hence, ensuring that the SSO 
is not poorly implemented, poorly administered, or mali¬ 
cious is essential to its safe use. For example, Passport has 
been shown to have several crucial flaws (Kormann and 
Rubin 2000). Note that although existing Web-oriented 
SSO systems may be extended to support mutual authen¬ 
tication, the vast majority have yet to do so. 

Certificates 

Although passwords are appropriate for restricting access 
to Web content, they are not appropriate for more general 
Internet authentication needs. Consider the Web site for 
an online bookstore examplebooks.com. Users wishing to 


purchase books from this site must be able to determine 
that the Web site is authentic. If not authenticated, a mali¬ 
cious party may impersonate examplebooks.com and fool 
the user into exposing his credit card information. 

Note that most Web-enabled commercial transactions 
do not authenticate the user directly. The use of credit card 
information is deemed sufficient evidence of the user’s iden¬ 
tity. However, such evidence is typically evaluated through 
the credit card issuer service (e.g., checking that the credit 
card is valid and has not exceeded its spending limit) before 
the purchased goods are provided to the buyer. 

The dominant technology used for Internet Web site au¬ 
thentication is public key certificates. Certificates provide 
a convenient and scalable mechanism for authentication 
in large distributed environments (such as the Internet). 
Note that certificates are used to enable authentication 
of a vast array of other non-Web services. For exam¬ 
ple, certificates are often used to authenticate electronic 
mail messages (see the section on “Pretty Good Privacy," 
below). 

Certificates are used to document an association be¬ 
tween an identity and a cryptographic key. Keys in pub¬ 
lic key cryptography are generated in pairs; a public key 
and a private key (Diffie and Heilman 1976). As the name 
would suggest, the public key is distributed freely, and the 
private key is kept secret. To simplify, any data signed (us¬ 
ing a digital signature algorithm) by the private key can 
be validated using the public key. A valid digital signature 
can be mapped to exactly one private key. Therefore, any 
valid signature can be generated only by some entity in 
possession of the private key. Conversely, keys in secret 
cryptography use a single shared secret key. Although it 
is often more efficient than public key algorithms, secret 
key cryptography requires the communicating parties to 
negotiate a secret before communicating. 

Certificates are issued by certification authorities 
(CAs). The CA issues a certificate by signing an identity 
(e.g., domain name of the Web site), validity dates, and 
a Web site’s public key. The certificate is then freely dis¬ 
tributed. A user validates a received certificate by check¬ 
ing the CA’s digital signature. Note that most browsers 
are installed with a collection of CA certificates that are 
invariantly trusted (i.e., do not need to be validated). For 
example, many Web sites publish certificates issued by 
the VeriSign CA (VeriSign 2002), whose certificate is in¬ 
stalled with most browsers. In its most general form, a 
system used to distribute and validate certificates is called 
a "public key infrastructure” (PKI). 

Certificate technologies such as those supported by 
pretty good privacy (PGP) are the basis of secure mul¬ 
tipurpose Internet mail extension S/MIME standards 
(Dusse et al. 1998). S/MIME defines protocols, data struc¬ 
tures, and certificate management infrastructures for 
authentication and confidentiality of MIME data. These 
standards are being widely adopted as a means to secure 
personal and enterprise e-mail. 

Secure Sockets Layer 

Introduced by Netscape in 1994, the secure sockets layer 
(SSL) protocol uses certificates to authenticate Web con¬ 
tent. In addition to authenticating users and Web sites, 
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Figure 2: The SSL protocol: Alice (the client) and Bob (the server) exchange an initial handshake identifyingthe kind of authentication 
and configuration of the subsequent session security. As dictated by the authentication requirements identified in the handshake, 
Alice and Bob may exchange and authenticate certificates. The protocol completes by establishing a session-specific key used to 
secure (e.g., encrypt) later communication 


the SSL protocol negotiates an ephemeral secret key. This 
key is subsequently used to protect the integrity and con¬ 
fidentiality of all messages (e.g., by encrypting the mes¬ 
sages sent between the Web server and the client). SSL 
continues to evolve. For example, the standardized and 
widely deployed TLS (transport-layer security) protocol 
is directly derived from SSL version 3.0. 

The use of SSL is signaled to the browser and Web site 
through the https URL protocol identifier. For example, 
Alice enters the following URL to access a Web site of 
interest: 

https://www.example.com 

In response to this request, Alice’s browser will initiate an 
SSL handshake protocol. If the Web site is correctly au¬ 
thenticated via SSL, the browser will retrieve and render 
Web site content in a manner similar to HTTR Authenti¬ 
cation is achieved in SSL by validating statements signed 
by private keys associated with the authenticated party’s 
public key certificate. 

Figure 2 depicts the operation of the SSL authenti¬ 
cation and key agreement process. The SSL handshake 
protocol authenticates one or both parties, negotiates the 
cipher-suite policy for subsequent communication (e.g., 
selecting cryptographic algorithms and parameters), and 
establishes a master secret. All messages occurring after 
the initial handshake are protected using cryptographic 
keys derived from the master secret. 

The handshake protocol begins with both Alice (the 
end-user browser) and Bob (the Web server) identifying a 
cipher suite policy and session identifying information. In 
the second phase, Alice and Bob exchange certificates. Note 
that policy will determine which entities require authenti¬ 
cation: as dictated by policy, Alice and/or Bob will request 
an authenticating certificate. The certificate is validated 
on reception (e.g., issuance signature checked against CAs 
whose certificate is installed with the browser). Note that 
in almost all cases, Bob will be authenticated, but Alice 
will not. In these cases. Bob typically authenticates Alice 
using some external means (only when it becomes nec¬ 
essary). For example, online shopping Web sites will not 
authenticate Alice until she expresses a desire to purchase 
goods, and her credit card number is used to validate her 
identity at the point of purchase. 

Interleaved with the certificate requests and responses 
is the server and client key exchange. This process 
authenticates each side by signing information used to 


negotiate a session key. The signature is generated using 
the private key associated with the certificate of the party 
to be authenticated. A valid signature is deemed sufficient 
evidence because only an entity in possession of the pri¬ 
vate key could have generated it. Hence, signed data can 
be accepted as proof of authenticity. The session key is 
derived from the signed data, and the protocol completes 
with Alice and Bob sending finished messages. 

HOST AUTHENTICATION 

Most computers on the Internet provide some form of 
remote access, which access allows users or programs to 
access resources on a given computer from anywhere on 
the Internet. This access enables a promise of the Inter¬ 
net: independence from physical location. However, re¬ 
mote access has often been the source of many security 
vulnerabilities. Hence, protecting these computers from 
unauthorized use is essential. The means by which host 
authentication is performed in large part determines the 
degree to which an enterprise or user is protected from 
malicious parties lurking in the dark corners of the Inter¬ 
net. This section reviews the design and use of the pre¬ 
dominant methods providing host authentication. 

Remote Log-in 

Embodying the small, isolated UNIX networks of old, re¬ 
mote log-in utilities allow administrators to identify the 
set of hosts and users that are deemed “trusted." Trusted 
hosts are authenticated by source IP address, hostname, 
and/or username only. Hence, trusted users and hosts 
need not provide a username or password. 

The rlogin and rsh programs are used to access hosts. 
Configured by local administrators, the /etc/hosts.equiv 
hie enumerates hosts/users that are trusted. Similarly, the 
.rhosts hie contained in each user’s home directory iden¬ 
tifies the set of hosts trusted by an individual user. When 
a user connects to a remote host with a remote log-in 
utility, the remote log-in server (running on the accessed 
host) scans the hosts.equiv conhguration hie for the ad¬ 
dress and username of the connecting host. If found, the 
user is deemed authentic and allowed access. If not, 
the .rhosts hie of the accessing user (identihed in the con¬ 
nection request) is scanned, and access is granted where 
the source address and username are matched. 

The remote access utilities do not provide strong 
authentication. Malicious parties may trivially forge IP 
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addresses, domain name service (DNS) records, and user- 
names (called “spoofing”). Although attempts have been 
made to address the security limitations of the IP proto¬ 
col stack (e.g., IPsec, DNSsec), this information is widely 
accepted as untrustworthy. Remote access tools trade off 
security for ease of access. In practice, these tools often 
weaken the security of network environments by provid¬ 
ing a vulnerable authentication mechanism. Hence, the 
use of such tools in any environment connected to the 
Internet is considered extremely dangerous. 

Secure Shell 

The early standards for remote access—telnet and ftp— 
authenticated users by UNIX password. Although the 
means of authentication were similar to terminal log-in, 
their use on an open network introduces new vulnerabili¬ 
ties. Primarily, these utilities are vulnerable to password 
sniffing. Such attacks passively listen on the network for 
communication between the host and the remote user. 2 
Because passwords are sent in the clear (unencrypted), 
user-specific authentication information could be recov¬ 
ered. For this reason, the use of these utilities as a pri¬ 
mary means of user access has largely been abandoned. 3 

The secure shell (SSH) (Ylonen 1996) combats the 
limitations of standard tools by performing cryptographi¬ 
cally supported host and/or user authentication. Similar 
to SSL, a by-product of the authentication is a crypto¬ 
graphic key used to obscure and protect communication 
between the user and remote host. SSH is not vulnerable 
to sniffing attacks, and has been widely adopted as a re¬ 
placement for the standard remote access tools. 

SSH uses public key cryptography for authentication. 
Upon installation, each server host (host allowing remote 
access via SSH) generates a public key pair. The public 
key is manually stored at each initiating host (host from 
which a user will remotely connect). Note that unlike 
SSL, SSH uses public keys directly, rather than issued 
certificates. Hence, SSH authentication relies on the due 
diligence of host administrators to maintain the correct 
set of host keys. 

SSH initiates a session in two phases. In the first phase, 
the server host is authenticated. The initiating host cre¬ 
ates the SSH session by requesting remote access. To sim¬ 
plify, the requesting host generates a random session key, 
encrypts it with the received host public key of the server, 
and forwards it back to the server. 4 The server recovers 
the session key using its host private key. Subsequent 


2 The physical media over which many local network communication oc¬ 
curs is Ethernet. Because Ethernet is a broadcast technology all hosts on 
the local network (subnet) receive every bit of transmitted data. Obviously, 
this approach simplifies communication eavesdropping. Although eaves¬ 
dropping may be more difficult over nonbroadcast media (e.g., switched 
networks), it is by no means impossible. 

3 ftp is frequently used on the Web to transfer files. When used in this con¬ 
text, ftp generally operates in anonymous mode, ftp performs no authen¬ 
tication in this mode, and the users are often restricted to file retrieval 
only. 

4 In reality, the server initially transmits a short-term public key in ad¬ 
dition to the host key. The requesting host encrypts the random value 
response with both keys. The use of the short-term keys prevents adver¬ 
saries from recovering the content of past sessions should the host key 
become compromised. 


communication between the hosts is protected using 
the session key. Because only someone in possession of the 
host private key could have recovered the session key, 
the server is deemed authentic. 

The second phase of the SSH session initialization au¬ 
thenticates the user. Dictated by the configured policy, the 
server will use one of the following methods to authenti¬ 
cate the user: 

• .rhosts file\ As described for the remote access utilities 
above, simply tests whether the accessing user identi¬ 
fier is present in the .rhosts file located in the home di¬ 
rectory of the user. 

• .rhosts with RSA: Similar to above, but requires that the 
accessing host is authenticated via a known and trusted 
RSA public key. 

• password authentication: Prompts the user for a local 
system password. The strength of this approach is 
determined by the extent to which the user keeps the 
password private. 

• RSA user authentication: Authenticates via a user- 
specific RSA public key. Of course, this requires that 
the server be configured with the public key generated 
for each user. 

Note that it is not always feasible to obtain the public key 
of each host that a user will access. Host keys may change 
frequently (as based on an administrative policy), be com¬ 
promised, or be accidentally deleted. Hence, when the 
remote host key is not known (and the configured policy 
allows it), SSH will simply transmit it during session ini¬ 
tialization. The user is asked if the received key should be 
accepted. If accepted, the key is stored in the local environ¬ 
ment and is subsequently used to authenticate the host. 

Although the automated key distribution mode does 
provide additional protection over conventional remote 
access utilities (e.g., eavesdropping prevention), the au¬ 
thentication mechanism provides few guarantees. A user 
accepting the public key knows little about its origin (e.g., 
it may be subject to forgery, man-in-the-middle attacks, 
etc.). Hence, this mode may be undesirable for some en¬ 
vironments. 

One-Time Passwords 

In a very different approach to combating password sniff¬ 
ing, the S/Key system (Haller 1994) limits the usefulness 
of recovered passwords. Passwords in the S/Key system 
are valid only for a single authentication. Hence, a mali¬ 
cious party gains nothing by recovering a previous pass¬ 
word (e.g., via eavesdropping of a telnet log-in). Although 
on the surface the one-time password approach may 
seem to require that the password be changed following 
each log-in, the way in which passwords are generated 
alleviates the need for repeated coordination between the 
user and remote host. 

The S/Key system establishes an ordered list of pass¬ 
words. Each password is used in order and only once, 
then discarded. Although the maintenance of the pass¬ 
word list may seem like an unreasonable burden to place 
on a user, the way in which the passwords are generated 
makes it conceptually simple. Essentially, passwords are 
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created such that the knowledge of a past password pro¬ 
vides no information on future passwords. However, if 
one knows a secret value (called a “seed value”), then all 
passwords are easily computable. Hence, whereas an au¬ 
thentic user can supply passwords as they are needed, a 
malicious adversary can supply only passwords that have 
been previously used (and are no longer valid). 

In essence, the S/Key system allows the user to prove 
knowledge of the password without explicitly stating it. 
Over time, this relatively simple approach has been found 
to be extremely powerful, and is used as the basis of many 
authentication services. For example, RSA’s widely used 
SecurlD combines a physical token with one-time pass¬ 
word protocols to authenticate users (RSA 2002). 

Kerberos 

The Kerberos system (Neuman and Ts’o 1994) performs 
trusted third-party authentication. In Kerberos, users, 
host, and services defer authentication to a mutually 
trusted key distribution center (KDC). All users implic¬ 
itly trust the KDC to act in their best interest. Hence, 
this approach is appropriate for localized environments 
(e.g., campus, enterprise), but does not scale well to large, 
loosely coupled communities. Note that this is not just an 
artifact of the Kerberos system, but is true of any trusted 
third-party approach; loosely coupled communities are 
unlikely to universally trust any single authority. 

Depicted in Figure 3, the Kerberos system performs 
mediated authentication between Alice and Bob through 
a two-phase exchange with the KDC. When logging onto 
the system, Alice enters her username and password. 

Alice’s host sends the KDC her identity. In response, 
the KDC sends Alice information that can be understood 
only by someone in possession of the password—that is, 
it is encrypted with a key derived from the password. In¬ 
cluded in this information is a TGT used later by Alice 



Figure 3: Kerberos authentication: Alice receives a ticket¬ 
granting ticket (TGT) after successfully logging into the Kerberos 
KDC. Alice performs mutual authentication with Bob by 
presenting a ticket obtained from the KDC to Bob. Note that 
Bob need not communicate with the KDC directly; the contents 
of the ticket serve as proof of Alice's identity 


to initiate a session with Bob. Alice is deemed authentic 
because she is able to recover the TGT. 

At some later point, Alice wishes to perform mutual 
authentication with another entity, Bob. Alice informs 
the KDC of this desire by identifying Bob and present¬ 
ing the previously obtained TGT. Alice receives a message 
from the KDC containing the session key and a ticket for 
Bob. Encrypting the message with a key known only to 
Alice ensures that its contents remain confidential. 

Alice then presents the ticket included in the message 
to Bob. Note that the ticket returned to Alice is opaque; 
its contents are encrypted using a key derived from Bob’s 
password. Therefore, Bob is the only entity that can re¬ 
trieve the contents of the ticket. Because later communi¬ 
cation between Alice and Bob uses the session key (given 
to Alice and contained in the ticket presented to Bob), 
Alice is assured that Bob is authentic. Bob is assured 
that Alice is authentic because Bob’s ticket explicitly con¬ 
tains Alice's identity. 

One might ask why Kerberos uses a two-phase pro¬ 
cess. Over the course of a session, Alice may frequently 
need to authenticate a number of entities. In Kerberos, 
because Alice obtains a TGT at log-in, later authentica¬ 
tion can be performed automatically. Thus, the repeated 
authentication of users and services occurring over time 
does not require human intervention; Alice types in her 
password only once. 

Note that a KDC authenticates users only within its 
realm. Users and services in different realms would seem 
not to be able to authenticate each other. However, pro¬ 
tocol extensions allow interrealm authentication by cross 
registering KDCs. A user contacts its local KDC, which 
acts as an introducer to the foreign KDC, which in turn 
enables authentication of the entities as above. 

Because of its elegant design and technical maturity, 
the Kerberos system has been widely accepted in local 
environments. Historically common in UNIX environ¬ 
ments, it has recently been introduced into other operat¬ 
ing systems—for example, Windows 2000 and XR 

Pretty Good Privacy 

As indicated by the previous discussion of trusted third 
parties, it is often true that two parties on the Internet will 
not have a direct means of performing authentication. 
For example, a programmer in Great Britain may not 
have any formal relationship with a student in California. 
Hence, no trusted third party exists to which both can de¬ 
fer authentication. A number of attempts have been made 
to address this problem by establishing a single public 
key infrastructure spanning the Internet. However, these 
structures require users to directly or indirectly trust CAs 
whose operation they know nothing about. Such assump¬ 
tions are inherently dangerous, and have been largely re¬ 
jected by user communities. 

The pretty good privacy system (PGP; Zimmermann 
1994) takes advantage of social and organizational rela¬ 
tionships between users on the Internet. In PGP, each user 
creates a self-signed PGP certificate identifying a public 
key and identity information (e.g., e-mail address, phone 
number, name). Users use the key to sign the keys of users 
whom they trust. In addition, they obtain signatures from 
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users who trust them. The PGP signing process is not de¬ 
fined by PGP. Users commonly will exchange signatures 
with friends and colleagues. 

The keys and signatures defined for a set of users de¬ 
fines a web of trust. Upon reception of a key from a previ¬ 
ously unknown source, an entity will make a judgment of 
whether to accept the certificate based on the presence 
of signatures by known entities. A certificate will likely be 
accepted if a signature generated by a trusted party (with 
known and acceptable signing practices) is present. Such 
assessment can span multiple certificates, in which sig¬ 
natures create trusted linkage between acceptable certifi¬ 
cates. However, because trust is not frequently transitive, 
less trust is associated with long chains. PGP certificates 
are primarily used for e-mail and software distribution 
validation, but have been extended to support a wide range 
of data-exchange systems (e.g., Internet newsgroups). 

Internet Protocol Security 

Internet protocol security (IPsec; Kent and Atkinson 
1998) is emerging as an important service for providing 
security on the Internet. IPsec is not just an authentica¬ 
tion service, but provides a complete set of protocols and 
tools for securing IP-based communication. The IPsec 
suite of protocols provides host-to-host security within 
the operating system implementation of the IP protocol 
stack. This has the advantage of being transparent to ap¬ 
plications running on the hosts. A disadvantage of IPsec 
is that it does not differentiate between users on the host. 
Hence, while communication passing between the hosts 
is secure (as determined by policy), little can be ascer¬ 
tained as to the true identity of users on those hosts. 

The central goal of IPsec was the construction of a 
general-purpose security infrastructure supporting many 
network environments. Hence, IPsec supports the use of 
an array of authentication mechanisms. IPsec authentica¬ 
tion can be performed manually or automatically. Manu¬ 
ally authenticated hosts share secrets distributed via 
administrators (i.e., configured manually at each host). 
Identity is inferred from knowledge of the secret. Session 
keys are directly or indirectly derived from the configured 
secret. 

The Internet security association key management 
protocol (ISAKMP) defines an architecture for automatic 
authentication and key management used to support the 
IPsec suite of protocols. Built on ISAKMP, the Internet 
key exchange (IKE) protocol implements several proto¬ 
cols for authentication and session key negotiation. In 
these protocols, IKE negotiates a shared secret and policy 
between authenticated end points of an IPsec connection. 
The resulting IPsec security association (SA) records the 
result of IKE negotiation, and is used to drive later com¬ 
munication between the end points. 

The specifics of how authentication information is 
conveyed to a host are a matter of policy and implemen¬ 
tation. However, in all implementations, each host must 
identify the keys or certificates to be used by IKE authen¬ 
tication. For example, Windows XP provides dialogs used 
to enter preshared keys. These keys are stored in the Win¬ 
dows registry, and are later used by IKE for authentica¬ 
tion and session key negotiation. Note that how the host 


stores secrets is of paramount importance. As with any 
security solution, users should carefully read all docu¬ 
mentation and related security bulletins when using such 
interfaces. 

Wireless Networks 

Wireless networks are quickly becoming ubiquitous. The 
ability to get access to the Internet anywhere and at any 
time is permitting new applications and easing our online 
and physical lives. However, wireless networks introduce 
enormous security risks. The omnipresence of wireless 
permits anyone within range some level of access to sen¬ 
sitive assets. In short, the security perimeter upon which 
much of traditional network security is based has com¬ 
pletely disappeared. This has caused security personnel, 
developers, and researchers to reevaluate the methods 
and policies used to govern the digital domain. This is 
particularly true of authentication. 

Wireless networks are defined by the mode in which 
they operate. There are two predominant modes in use 
today: ad hoc and infrastructure. In an ad hoc mode, the 
hosts in the wireless network form a peer-to-peer physical 
routing infrastructure. That is, each host acts as a router 
for the other hosts in the network by passing packets be¬ 
tween themselves and local access points (devices that 
route packets between wireless and physical networks). 
In infrastructure mode, every host must communicate 
directly with an access point. Because it introduces fewer 
security and performance concerns and is generally sim¬ 
pler to administer, infrastructure mode is more popular. 
Independent of the mode, either the access points or peer 
hosts authenticate new hosts before they are allowed en¬ 
try into a secure wireless network. 

The simplest form of wireless authentication is MAC 
(media access control) authentication. Each physical net¬ 
work device (e.g., network card) is programmed with a 
unique MAC address. Because this is guaranteed to be 
unique, it can be used to identify the devices that should 
be allowed on the network (e.g., employee laptops). The 
authenticating device simply looks at the MAC address 
included in each packet. If it is on the list of approved 
devices, the packet is allowed. Note that this is not very 
secure, but it does prevent hosts from inadvertently gain¬ 
ing access to the network. MAC addresses can be trivially 
spoofed, and moderately sophisticated users easily bypass 
such authentication measures. 

The wired equivalent privacy (WEP) protocol was intro¬ 
duced to solve some of the security issues associated with 
wireless networks. The WEP protocol aims only to prevent 
unauthorized parties from gaining access to the network 
or manipulating packets on the network. WEP assumes 
that all authorized entities have access to a cryptographic 
key shared by all authorized parties. In practice, this key 
is typically generated from a password or pass-phrase en¬ 
tered into some host configuration dialog. WEP specifies 
how the key is used to encrypt and provide integrity checks 
for the packet payload. Hence, the WEP key (or password) 
is used as a credential—access to the password is deemed 
sufficient proof of identity as an authorized user. 

WEP suffers from two central limitations. First, the 
protocol has a critical design flaw that leaves the WEP 
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key vulnerable to exposure. This exploit is available in 
several widely available hacker tools, and has led to the 
decline of the protocol’s use. A second limitation is that 
the protocol does not identify a particular user or host. 
Hence, it is difficult to perform accounting and user log¬ 
ging in environments that use WEP as the sole authenti¬ 
cation mechanism. 

The 802.1 li (also known as WPA) standards are de¬ 
signed to address the security limitations of WEP. In ad¬ 
dition to addressing transport security (e.g., encryption 
key management), these standards define a framework 
for wireless authentication. The authentication frame¬ 
work standard, called 801. lx, provides an architecture in 
which centralized services authenticate hosts through ac¬ 
cess points. Existing authentication services can be used 
for authenticating the hosts (e.g., Kerberos, certificates, 
etc.), and the standard defines how these methods will be 
performed in the wireless network. 

The centerpiece of the 802.lx standard is the EAP 
(Extensible Authentication Protocol). EAP is a challenge- 
response protocol run over secured transport service such 
as TLS/SSL. Once the secure transport protocol is estab¬ 
lished, other authentication services such as Kerberos or 
RADIUS are used to complete authentication. Developed 
by the CISCO Corporation, LEAP is an instance of the EAP 
protocol. Wireless clients (e.g., laptops, PC, handhelds) 
use the LEAP protocol to communicate with RADIUS- 
enabled gateway devices. Typically, the gateway devices 
are wireless base stations that connect the wireless net¬ 
work to local wired networks. 

Interactive Media 

The growth of the Internet has spawned many new ways 
of communicating. Internet messaging, voice over IP, 
digital conferencing, collaborative tools, and other media 
have hastened changes in the way we interact with people 
all over the globe. However, with these new media comes 
the need for authentication: we must ensure that we are 
exposing our data and ourselves only to authenticated us¬ 
ers and services. 

The H.323 protocol is the dominant tool for interac¬ 
tive media on the Internet. H.323 is a suite of media pro¬ 
tocols that control the signaling and data transmission in 
media calls. The session initialization protocol (SIP) is 
an evolving framework for IP-based media signaling, and 
is seen as a replacement for much of H.323. Both H.323 
and SIP allow the gatekeeper servers to integrate external 
authentication services such as RADIUS (remote authen¬ 
tication dial-in user service). Hence, as is the trend on 
general computing systems, the media applications most 
frequently defer authentication to specialized services. 

CONCLUSION 

The preceding sections described but a small fraction 
of the vast array of available authentication services. 
Given the huge number of alternatives, one might ask, 
“which one of these systems is right for my environment?” 
The following presents several guidelines for the integra¬ 
tion of an authentication service with applications and 
environments. 


• Don’t try to build a custom authentication sendee. Design¬ 
ing and coding an authentication service is inherently 
difficult. This fact has been repeatedly demonstrated 
on the Internet; bugs and design flaws are occasionally 
found in widely deployed systems, and several custom 
authentication services have been broken in a matter of 
hours. It is highly likely that there exists an authentica¬ 
tion service that is appropriate for a given environment. 
For all these reasons, one should use services that have 
been time-tested. 

• Understand who is trusted by whom. Any authentication 
system should accurately reflect the trust held by all par¬ 
ties. For example, a system that authenticates students 
in a campus environment may take advantage of local 
authorities. In practice, such authorities are unlikely to 
be trusted by arbitrary end points in the Internet. Fail¬ 
ure to match the trust existing in the physical world has 
ultimately led to the failure of many services. 

• Evaluate the value of the resources being protected and 
the strength of the surrounding security infrastructure. 
Authentication is useful only when used to protect ac¬ 
cess to a resource of some value. Hence, the authen¬ 
tication service should accurately reflect the value of 
the resources being protected. Moreover, the strength 
of the surrounding security infrastructure should be 
matched by the authentication service. One wants to 
avoid "putting a steel door in a straw house.” Con¬ 
versely, a weak or flawed authentication service can be 
used to circumvent the protection afforded by the sur¬ 
rounding security infrastructure. 

• Understand who or what is being identified. Identity can 
mean many things to many people. Any authentication 
service should model identity as is appropriate for the 
target domain. For many applications, it is often not 
necessary to map a user to a physical person or com¬ 
puter, but may treat them as distinct, largely anony¬ 
mous entities. Such approaches are likely to simplify 
authentication, and provide opportunities for privacy 
protection. 

• Establish credentials securely. Credential establishment 
is often the weakest point of a security infrastructure. 
For example, many Web registration services establish 
passwords through unprotected forms (i.e., via HTTP). 
Malicious parties can trivially sniff such passwords and 
impersonate valid users. Hence, these sites are vulner¬ 
able even if every other aspect of security is correctly 
designed and implemented. Moreover, the limitations 
of many credential establishment mechanisms are of¬ 
ten subtle. One should be careful to understand the 
strengths, weaknesses, and applicability of any solution 
to the target environment. 

• Authenticate all hosts in wireless environments. Wireless 
networks vastly complicate network security. The loss 
of the traditional security perimeter caused by ubiqui¬ 
tous access mandates that strong protections be put in 
place to prevent authorized entities from gaining ac¬ 
cess. Authentication is a necessary component of such 
protections. 

In the end analysis, an authentication service is one as¬ 
pect of a larger framework for network security. Hence, it 
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is necessary to consider the many factors that contribute 
to the design of the security infrastructure. It is only from 
this larger view that the requirements, models, and de¬ 
sign of an authentication system emerge. 

GLOSSARY 

Authentication: The process of establishing the iden¬ 
tity of an online entity. 

Authorization: The process of establishing the set of 
rights associated with an entity. 

Certificate: A digitally signed statement associating 
a set of attributes with a public key. Most frequently 
used to associate a public key with a virtual or real 
identity (i.e., identity certificate). 

Credential: Evidence used to prove identity or access 
rights. 

Malicious Party: Entity on the Internet attempting to 
gain unauthorized access, disrupt service, or eaves¬ 
drop on sensitive communication (synonyms: adver¬ 
sary, hacker). 

Secret: Information known only to and accessible by a 
specified (and presumably small) set of entities (e.g., 
passwords, cryptographic keys). 

Trusted Third Party: An entity mutually trusted (typi¬ 
cally by two end points) to assert authenticity or au¬ 
thorization, or perform conflict resolution. Trusted 
third parties are also often used to aid in secret nego¬ 
tiation (e.g., cryptographic keys). 

Web of Trust: Self-regulated certification system con¬ 
structed through the creation of ad hoc relationships 
between members of a user community. Webs are typi¬ 
cally defined through the exchange of user certificates 
and signatures within the pretty good privacy (PGP) 
system. 

CROSS REFERENCES 

See Cryptography, Password Authentication', Smart Cards: 
Communication Protocols and Applications. 
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INTRODUCTION 

The ancient folk tale of Ali Baba and the Forty Thieves 
mentions the use of a password. In this story, Ali Baba 
finds that the phrase “Open Sesame" magically opens the 
entrance to a cave where the thieves have hidden their 
treasure. Similarly, modern computer systems use pass¬ 
words to authenticate users and allow them entrance to 
system resources and data shares on an automated basis. 
The use of passwords in computer systems can be traced 
to the earliest multi-user time-sharing and dial-up net¬ 
works. There is no evidence that passwords were used 
before this in purely batch-job systems. 

The security provided by a password system depends 
on the passwords being kept secret at all times. Thus, 
a password is vulnerable to compromise whenever it is 
used, stored, or even known. In a password-based authen¬ 
tication mechanism implemented on a computer system, 
passwords are vulnerable to compromise because of the 
following exposure areas (Brotman 1985): 

1. Passwords are initially assigned to users when they are 
enrolled on the system. The threat here is that a default 
password can be guessed and used by an attacker be¬ 
fore it is changed by the authorized user. In addition, 
an attacker could trick a system administrator or user 
to reset an account password to a default state, allow¬ 
ing an avenue for compromise. 

2. Passwords are stored in a "password database" by 
the system. If an attacker could access the database, 
he could compromise the security of the passwords 
stored in it. 

3. Users must remember their passwords. Because of 
the limitations of human memory, users are prone to 
choose weak or easily guessed passwords, or else they 
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write down their passwords. Either can lead to com¬ 
promise by attackers. 

4. Users must enter passwords into the system to authen¬ 
ticate. Whenever passwords are entered, an attacker 
could use a keystroke logger, sniffer, or other device to 
capture the password and perhaps replay it later. 

Because of these factors, a number of protection schemes 
have been developed for maintaining password security. 
These include implementing policies and mechanisms to 
ensure “strong” passwords, encrypting the password data¬ 
base, and simplifying the sign-on and password synchroni¬ 
zation processes. Without a “defense-in-depth” approach 
to securing passwords—that is, implementing all of these 
methods to provide several layers of security—security 
administrators will be leaving their systems at risk. 

TYPES OF IDENTIFICATION/ 
AUTHENTICATION 

There are three basic ways to verify the identity of users on 
a system: (1) what they have (e.g., smartcard or hardware 
token), (2) what they are (e.g., biometric fingerprint [see 
Figure 1] or iris pattern), and (3) what they know (e.g., 
personal identification number [PIN] or password). 

Of all identity verification methods, passwords are 
probably weakest because of the exposure factors enumer¬ 
ated above; yet they are still the most widely used method 
in systems today because password-verification schemes 
are easily programmed and maintained in automated sys¬ 
tems. In order to guarantee strong authentication, a system 
ought to combine two or more of the verification factors. 
For example, in order to access an ATM, someone must 
have a bank card and know her PIN. 
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Figure 1: A biometric fingerprint reader (photo courtesy of 
Biometric Access Company) 

The manner in which these verification methods are 
implemented in a system include hardware or software 
features, operating procedures, management procedures, 
or a combination of these. 

HISTORY OF PASSWORDS IN MODERN 
COMPUTING 

Conjecture as to which system was the first to incorporate 
passwords was discussed by several computing pioneers 
on the Cyberspace History List-Server (CYHIST), the 
archives of which are now maintained by West Virginia 
University (www.clc.wvu.edu). However, no one ever pro¬ 
vided any concrete evidence to support one system or 
another as being the progenitor. The consensus opinion 
favors the Compatible Time-Sharing System (CTSS) devel¬ 
oped at the Massachusetts Institute of Technology (MIT) 
Computation Center beginning in 1961. As part of Project 


MAC (multiple access computer) under the direction of 
Professor Fernando J. (“Corby”) Corbato, the system was 
implemented on an IBM 7094 and reportedly began using 
passwords by 1963. 

According to researcher Norman Hardy, who worked 
on the project, the security of passwords immediately 
became an issue as well: “I can vouch for some version 
of CTSS having passwords. It was in the second edition of 
the CTSS manual, I think, that illustrated the login com¬ 
mand. It had Corby’s user name and password. It worked— 
and he changed it the same day” (personal e-mail commu¬ 
nication to the author of this chapter). 

Passwords were widely in use by the early 1970s as the 
"hacker” culture began to develop, possibly in tacit op¬ 
position to the ARPANET (the precursor to the Internet). 
By the 1980s, there were published accounts of how pass¬ 
words had been used to access systems either by guessing 
or using system default passwords. In the 1990s, sophis¬ 
ticated password-cracking tools began to appear. Inciden¬ 
tally, the technical knowledge required to use such tools 
did not increase. On the contrary, these tools are simple 
to use and widely available for free on the Internet (see 
Figure 2). Now, with the explosion of the World Wide Web, 
the use of passwords and the quantity of confidential data 
that those passwords protect have grown exponentially. 

However, just as the forty thieves’ password protection 
system was breached (the cave could not differentiate be¬ 
tween Ali Baba’s voice and those of the thieves), computer 
password systems have also been plagued by a number of 
vulnerabilities. The history of password authentication 
is replete with examples of weak, easily compromised 
systems. In general, “weak” authentication systems are 
characterized by protocols that either leak the password 
directly over the network or leak sufficient information 
while performing authentication to allow intruders to de¬ 
duce or guess at the password. 



Figure 2: Proliferation of hacking tools 
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The U.S. Department of Defense Computer Security 
Center (CSC) recognized this problem and published 
the Password Management Guideline (also known as the 
"Green Book”) in 1985 “to assist in providing that much 
needed credibility of user identity by presenting a set of 
good practices related to the design, implementation and 
use of password-based user authentication mechanisms.” 
The Green Book outlined a number of steps that sys¬ 
tem security administrators should take to ensure pass¬ 
word security and suggests that, whenever possible, they 
be automated. These include the following “Ten Com¬ 
mandments” of passwords: 

1. System security administrators should change the 
passwords for all standard user IDs before allowing 
the general user population to access the system. 

2. A new user should always appear to the system as 
having an “expired password,” which will require the 
user to change the password by the usual procedure 
before receiving authorization to access the system. 

3. Each user ID should be assigned to only one person. 
No two people should ever have the same user ID at 
the same time, or even at different times. It should 
be considered a security violation when two or more 
people know the password for a user ID. 

4. Users need to be aware of their responsibility to keep 
passwords private and to report changes in their user 
status or suspected security violations. Users should 
also be required to sign a statement to acknowledge 
understanding of these responsibilities. 

5. Passwords should be changed on a periodic basis to 
counter the possibility of undetected password com¬ 
promise. 

6. Users should memorize their passwords and not write 
them on any medium. If passwords must be written. 


they should be protected in a manner that is consis¬ 
tent with the damage that could be caused by their 
compromise. 

7. Stored passwords should be protected by access con¬ 
trols provided by the system, by password encryp¬ 
tion, or by both. 

8. Passwords should be encrypted immediately after 
entry, and the memory containing the plaintext pass¬ 
word should be erased immediately after encryption. 

9. Only the encrypted password should be used in com¬ 
parisons. There is no need to be able to decrypt pass¬ 
words. Comparisons can be made by encrypting the 
password entered at log-in and comparing the en¬ 
crypted form with the encrypted password stored in 
the password database. 

10. The system should not echo passwords that users 
type in, or at least it should mask the entered pass¬ 
word (e.g., with asterisks). 

PASSWORD SECURITY—BACKGROUND 

Information Theory 

According to fundamental work in information theory 
performed by Claude Shannon (1948), we find that 
a password is only as good as its entropy, or apparent 
“randomness.” According to Shannon’s theorems, the 
quality of a password (i.e., that which keeps an attacker 
from guessing it) is not necessarily a function of the 
length of a password or the number of symbols used in it. 
Rather, it is determined by how many different possible 
passwords there are and how frequently each is used. The 
following illustrates this. 

Say a user is filling out a form on a Web page (see 
Figure 3). The form has a space for “Sex,” and leaves six 
characters for entering either “female” or “male” before 
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the entry is encrypted and sent to the server. If we consider 
each character is a byte (8 bits), then 6 x 8 = 48 bits will be 
sent for this response. Is this how much information is ac¬ 
tually contained in the field, though? Clearly, there is only 
1 bit of data represented by the entry—a binary value— 
either male or female. That means there is only 1 bit 
of entropy (or uncertainty), and there are 47 bits of re¬ 
dundancy in the field. This redundancy could be used by 
a ciyptanalyst (someone who analyzes crypto-systems) to 
find regularities between the unencrypted and encrypted 
text, perhaps allowing him to crack the key and reveal the 
entire entry. 

The same concept applies to password security. A longer 
password is not necessarily a better password. Rather, 
a password that is difficult to guess (i.e., one that has high 
entropy or appears random) is best. This usually comes 
from a combination of factors (see “Guidelines for Select¬ 
ing a Strong Password," below). The probability that any 
single attempt at guessing a password will be successful is 
one of the most critical factors in a password system. This 
probability depends on the size of the password space and 
the statistical distribution within that space of passwords 
that are actually used. 

However, over the past several decades, Moore’s law (see 
Glossary) has made it possible to use brute-force methods 
(i.e., trying all combinations a keyboard can provide) to 
crack password spaces of larger and larger entropy. This, 
combined with the fact that there is a limit to the entropy 
that the average user can remember, means that nowadays 
passwords are more at risk than ever. A user cannot typi¬ 
cally remember a completely random-looking 32-character 
password—but that is what is required to have the equiv¬ 
alent strength of a 128-bit (i.e., strong) encryption key. 
Password-cracking tools have advanced to the point of 
being able to crack nearly anything a system could rea¬ 
sonably expect a user to memorize (see "Password Length 
and Human Memory,” below). 

Cryptographic Protection of Passwords 

In early password systems, the most basic and least se¬ 
cure method of authentication was to store passwords in 
plaintext in a database on a server. During authentication, 
the client would send his or her password to the server, 
and the server would compare this against the stored 
value. Obviously, however, if the password file were ac¬ 
cessible to unauthorized users, the security of the system 
could easily be compromised. 

In later systems, developers discovered that a server 
did not need to store a user’s password in plaintext form 
in order to perform password authentication. Instead, 
the password could be transformed through a one-way 
function, such as a hash function, into a random-looking 
sequence of bytes. Such a function would be difficult to 
invert. In other words, given a password, it would be easy 
to compute its hash, but given a hash, it would be com¬ 
putationally infeasible to derive the password from it (see 
“Hashing," below). Authentication would consist merely 
of performing the hash function over the client's password 
and comparing it to the stored value. The password data¬ 
base itself could be made accessible to all users without 
fear of an intruder being able to steal passwords from it. 


According to Cambridge University professor of com¬ 
puting Roger Needham, the Cambridge Multiple Access 
System (CMAS), which was an integrated online-offline 
terminal or regular input-driven system, may have been 
among the earliest to implement such one-way functions. 
It first went online in 1967, and incorporated password 
protection. According to Needham: "In 1966, we conceived 
the use of one-way functions to protect the password file, 
and this was an implemented feature from day one” (per¬ 
sonal e-mail communication to the author of this article). 

Hashing 

A hash function is an algorithm that takes a variable-length 
string as input and produces a fixed-length value (the 
hash) as output. The challenge for a hashing algorithm is 
to make this process irreversible; that is, finding a string 
that produces a given hash value should be very difficult. 
It should also be difficult to find two arbitrary strings that 
produce the same hash value. This is called a “collision.” 

Also called “message digests” or “fingerprints,” several 
one-way hash functions are in common use today. Among 
these are Message Digest Algorithm 5 (MD5) and Secure 
Hash Algorithm 1 (SHA-1). The former was developed by 
Ron Rivest for RSA Security, Inc., and produces 128-bit 
hash values. See Table 1 for an example of output gener¬ 
ated by MD5. SHA-1 was developed by the U.S. National 
Institute of Standards and Technology (NIST) and the 
National Security Agency (NSA), and produces 160-bit 
hash values. SHA-1 is generally considered more secure 
than MD5 because of its longer hash value. The longer the 
output, the harder it is to find a collision. 

Microsoft Windows XP uses one-way hash functions to 
store password information in the security account man¬ 
ager (SAM). There are no Windows32 applications pro¬ 
gramming interface (API) function calls to retrieve user 
passwords because the system does not store them. It 
stores only hash values. However, even a hash-encrypted 
password in a database is not entirely secure. A crack¬ 
ing tool can compile a list of, say, the one million most 
commonly used passwords and compute hash functions 
from all of them. Then the tool can obtain the system ac¬ 
count database and compare the hashed passwords in the 
database with its own list to see what matches. This is 
called a “dictionary attack” (see “Password-Cracking 
Tools,” below). 

To make dictionary attacks more difficult, some sys¬ 
tems use what is called a “salt.” A salt is a random string 
that is concatenated with a password before it is operated 
on by the hashing function. The salt value is then stored 
in the user database, together with the result of the hash 
function. Using a salt makes dictionary attacks more dif¬ 
ficult, as a cracker would have to compute the hashes for 
all possible salt values. 

A simple example of a salt would be to add the time of 
day; for example, if a user logs in at noon using the pass¬ 
word "pass," the string that would be encrypted might be 
“Ip2a0s0s.” By adding this randomness to the password, 
the hash will actually be different every time the user logs 
in (unless he logs in at noon every day). Whether a salt is 
used and what the salt is depends on the operating system 
and the encryption algorithm being used. In the FreeBSD 
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Table 1 : Output from the MD5 Test Suite 


For the input string 

The output message digest is 

""(no password) 

d41 d8cd98f00b204e9800998ecf8427e 

"a" 

Occl 75b9c0f1 b6a831 c399e269772661 

"abc" 

900150983cd24fb0d6963f7d28e1 7f72 

"message digest" 

f96b697d7cb7938d525a2f31 aafl 61 dO 

"abcdefgh ij kl m nopqrstu vwxyz" 

c3fcd3d76192e4007dfb496cca67e13 b 

"ABCDEFGHIJKLMNOPQRSTUVWXYZab 
cdefghijklmnipqrstuvwxyzOI 23456789" 

dl 74ab98d277d9f5a5611 c2c9f419d9f 

"1234567890123456789012345678901234567 

8901234567890123456789012345678901234567890" 

57edf4a22be3c955ac49da2e2107b67a 


operating system, for example, there is a function called 
"crypt” that uses the DES (data encryption standard), 
MD5, or Blowfish algorithms to hash passwords and can 
also use three forms of salts. 

Hashing addresses the secure storage issue, but it 
does not address another weakness in a networked 
environment—it is difficult to transmit the password se¬ 
curely to the server for verification without it being cap¬ 
tured and reused, perhaps in a replay attack. To avoid 
revealing passwords directly over an untrusted network, 
computer scientists have developed “challenge and re¬ 
sponse” systems. At their simplest, the server sends the 
user some sort of challenge, which would typically be a 
random string of characters called a “nonce” (contraction 
of “number used once”) that changes with time. The user 
then computes a response, usually some function based 
on both the challenge and the password. This way, even 
if the intruder captured a valid challenge/response pair, 
it would not help her gain access to the system, because 
future challenges would be different and require different 
responses. 

These challenge/response systems are sometimes re¬ 
ferred to as one-time password (OTP) systems. Bellcore’s 
S/KEY is one such system in which a one-time password is 
calculated by combining a seed with a secret password 
known only to the user and then applying a secure hash¬ 
ing algorithm a number of times equal to the sequence 
number. Each time the user is authenticated, the se¬ 
quence number expected by the system is decremented, 
thus eliminating the possibility of an attacker trying a re¬ 
play attack using the same password again. 

PASSWORD-CRACKING TOOLS 
Password-Cracking Approaches 

As mentioned above, passwords are typically stored as val¬ 
ues hashed with one-way functions. In other words, this 
entire book could be hashed and represented as 8 bytes of 
gibberish. There would be no way to use these 8 bytes 
of data to obtain the original text. However, password 
crackers know that people do not use whole books as their 
passwords. The majority of passwords are four to twelve 
characters in length. Passwords are also, in general. 


not just random strings of symbols. Because users need to 
remember them, passwords are usually words or phrases 
of significance to the user. This is an opportunity for the 
attacker to reduce the search space. 

An attacker might steal a password file, or sniff the 
network segment and capture the user ID/password hash 
pairs during log-on, and then run a password-cracking 
tool on them. Because it is impossible to decrypt a hash 
back to a password, these programs will try a dictionary 
attack approach first. The program guesses a password; 
for instance, the word “Dilbert.” The program then hashes 
“Dilbert" and compares the hash to one of the hashed en¬ 
tries in the password file. If it matches, then that password 
hash represents the password “Dilbert.” If the hash does 
not match, the program takes another guess. Depending 
on the tool, a password cracker will try all the words in a 
dictionary, all the names in a phone book, and so on. Again, 
the attacker does not need to know the original password, 
just a password that hashes to the same value. 

This is analogous to the “birthday paradox,” which is 
an old parlor trick that says, "If you get 25 people together 
in a room, the odds are better than 50/50 that two of them 
will have the same birthday.” How does this work? Imag¬ 
ine a person meeting another on the street and asking 
him his birthday. The chances of the two having the same 
birthday are only 1/365 (0.27 percent). Even if one person 
asks 25 people, the probability is still low. But with 25 
people in a room together, each of the 25 is asking the 
other 24 about their birthdays. Each person only has a 
small (less than 5 percent) chance of success, but trying it 
25 times increases the probability significantly. 

In a room with 25 people, there are 300 possible 
pairs (25*24/2). Each pair has a probability of success 
of 1/365 = 0.27 percent, and a probability of failure of 
1 — 0.27 percent = 99.726 percent. Calculating the proba¬ 
bility of failure: 99.726 percent 300 = 44 percent. The prob¬ 
ability of success is then 100 percent - 44 percent = 56 
percent. So a birthday match will actually be found five 
out of nine times. In a room with 42 people, the odds of 
finding a birthday match rise to 9 out of 10. Thus, the 
birthday paradox is that it is much easier to find two arbi¬ 
trary values that match than it is to find a match to some 
particular value. 
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If the first wave of dictionary guesses fails to produce 
any passwords for the attacker, the cracking program will 
try a hybrid approach of different combinations, such as 
forward and backward spellings of dictionary words, ad¬ 
ditional numbers and special characters, or sequences of 
characters. The goal here again is to reduce the cracker’s 
search space by trying “likely” combinations of known 
words. Note that cracking programs are very clever about 
guessing hacker jargon; so, do not assume that "h@ckOrz” 
would be a sufficiently obscure form of "hackers,” if that 
were your password. 

After exhausting both of these avenues, the cracking 
program would start in on an exhaustive or “brute-force” 
attack on the entire password space. The program also 
remembers the passwords it has already tried and will 
not need to recheck these during the search. 

Rainbow Tables 

An alternative to cracking passwords is simply to know 
all of them ahead of time. Modem techniques make use 
of prodigiously large tables that list till possible pass¬ 
word hash values and allow quick lookup and retrieval. 
These are known as rainbow tables. The idea here is that 
you are trading space for time. You could implement a 
hash-and-check operation with a very small amount of 
memory; however, you are at the mercy of your processing 
speed. Conversely, with enough storage space, you could 
access a table of every possible hash value for passwords 
of a given length and on a particular system (for example, 
all of the older LanMan-type Windows passwords), and 
then processing speed would be inconsequential. There are 
techniques for looking up things very quickly in large ta¬ 
bles. Computer scientist Philippe Oechslin (2003) demon¬ 
strated this at the Crypto 2003 Conference. Using 1.4 GB of 
data (two CD-ROMs), he showed that he could crack 99.9 
percent of all alphanumerical Windows password hashes 
in 13.6 seconds. Subsequently, Zhu Shuanglei published 
code and a tool called RainbowCrack that allows anyone 
to generate his or her own rainbow tables for all sorts of 
hashing algorithms. There are Web sites where you can 
download the rainbow tables people have generated using 
RainbowCrack, and there are various forums where people 
trade rainbow tables they have custom-generated. 

Password-Retrieving Approaches 

Before password-cracking can commence, an attacker 
must first retrieve the password hashes for his program 
to decipher. Several programs, such as LOphtcrack, 1 have 
built-in mechanisms to do this. A sophisticated attacker 
will not try to guess passwords by entering them through 
the standard user interface, because the time to do so is 
prohibitive, and most systems can be configured to lock 
out a user after too many wrong guesses. 

On Microsoft Windows systems, obtaining the pass¬ 
word hashes requires the “Administrator” privilege to 


‘Note that Symantec stopped shipping its LOphtcrack product in March 
2006, and stopped supporting it as of December 16, 2006. www.eweek. 
com/article2/0,1895,1935696,00.asp. 


read them from the database in which they are stored. 
This is usually somewhere in the system registry. In order 
to access them, a cracking tool will attempt to dump the 
password hashes from the Windows registry on the lo¬ 
cal machine or over the network if the remote machine 
allows network registry access. The latter requires a tar¬ 
get Windows machine name or IP address. 

Another method is to access the password hashes di¬ 
rectly from the file system. On Microsoft Windows systems, 
this is the SAM. Because Windows locks the SAM file where 
the password hashes are stored in the file system with an 
encryption mechanism known as SYSKEY, it is impossible 
to read them from this file while the system is running. 
However, sometimes there is a backup of this file on tape, 
on an emergency repair disk (ERD), or in the repair direc¬ 
tory of the systems hard drive. Alternatively, a user may 
boot from a floppy disk running another operating system 
such as Linux and be able to read password hashes directly 
from the file system. This is why security administrators 
should never neglect the physical security of systems. If 
an attacker can physically access a machine, he or she can 
bypass the built-in file system security mechanisms (see 
“Bypassing Password Security"). 

Todd Sabin released a free utility called PWDUMP2 
that can dump the password hashes on a local machine if 
the SAM has been encrypted with the SYSKEY utility that 
was introduced in Windows NT Service Pack 3 and is also 
used in Windows 2000 and XP. Once a user downloads the 
utility, he or she can follow the instructions on the Web 
page to retrieve the password hashes, load the hashes into 
a tool such as LOphtcrack, and begin cracking them. 

Password Sniffing 

Instead of capturing the system user file (SAM on Windows 
or /etc/passwd or /etc/shadow on UNIX/Linux), another 
way of collecting user IDs and passwords is through sniff¬ 
ing network traffic. Sniffing uses some sort of software 
or hardware wiretap device to eavesdrop on network 
com- munications, usually by capturing and deciphering 
communications packets. According to Peiter “Mudge" 
Zatko (1999), who authored LOphtcrack: “Sniffing is 
slang for placing a network card into promiscuous mode 
so that it actually looks at all of the traffic coming along 
the line and not just the packets that are addressed to 
it. By doing this one can catch passwords, login names, 
confidential information, etc." 

LOphtcrack offers an "SMB Packet Capture" function 
to capture encrypted hashes transmitted over a Windows 
network segment. On a switched network, a cracker will 
be able to sniff only sessions originating from the local 
machine or connecting to that machine. As server message 
block (SMB) session authentication messages are cap¬ 
tured by the tool, they are displayed in the SMB Packet 
Capture window. The display shows the source and desti¬ 
nation IP addresses, the username, the SMB challenge, the 
encrypted LAN manager hash, and the encrypted NT LAN 
manager hash, if any. To crack these hashes, the tool saves 
the session and then works on the captured file. 

Note that the LOphtcrack application was acquired 
by Symantec Corporation in 2004. Symantec has 
since stopped selling this tool to new customers, citing 
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U.S. government export regulations, and announced that 
they have discontinued support as of the end of 2006 
(Narain 2006). 

Bypassing Password Security 

Limiting physical access to computer systems is still an 
important way to protect password-enabled systems. 
Norwegian software developer Petter Nordahl-Hagen de¬ 
veloped a tool called “The Offline NT Password Editor” 
for recovering Windows passwords on workstations. His 
approach bypasses the NTFS (new technology file system) 
file permissions of Windows NT, 2000, and XP by using a 
Linux boot disk that allows one to reset the Administra¬ 
tor password on a system by replacing the hash stored 
in the SAM with a user-selected hash. His program has 
even been shown to work on Windows XP systems with 
SYSKEY enabled. An MS-DOS version also exists, as do 
versions that boot either from a CD-ROM or USB thumb 
drive. Thus, physical access to the workstation can mean 
instant compromise, unless perhaps the system BIOS set¬ 
tings are also password-protected and do not allow a user 
to boot from floppy or CD-ROM. However, several attacks 
against BIOS settings have also been published. These in¬ 
clude the following (LabMice.net 2003): 

• Using a manufacturers backdoor password to access 
the BIOS 

• Using password-cracking software 

• Resetting the CMOS (complementary metal oxide semi¬ 
conductor) using the jumpers or solder beads 

• Removing the CMOS battery for at least 10 minutes 

• Overloading the keyboard buffer 

• Using a professional service 

Types of Password-Cracking Tools 

Password-cracking tools can be divided into two 
categories—those that attempt to retrieve system-level 
log-in passwords and those that attack the password- 
protection mechanisms of specific applications. The first 
type includes programs such as LOphtcrack, Cain & Abel, 
and John the Ripper. Some sites for obtaining password¬ 
cracking tools for various platforms, operating systems, 
and applications are included in the “Software Tool Ref¬ 
erences” section at the end of this chapter. 

The Russian company ElcomSoft has developed a range 
of programs that can crack application passwords for Mi¬ 
crosoft Office encrypted files, WinZip or PKZip archived 
files, or Adobe Acrobat (PDF) files. The U.S. government 
charged ElcomSoft with violating the Digital Millennium 
Copyright Act of 1998 for selling a program that allowed 
people to disable encryption software from Adobe Systems 
that is used to protect electronic books. The case drew at¬ 
tention after ElcomSoft programmer Dmitry Sklyarov 
was arrested at the DefCon 2001 convention in July 2001. 
A jury later acquitted Sklyarov and ElcomSoft. Although 
the jury agreed that ElcomSoft’s product was illegal, they 
decided to acquit because they believed the company did 
not mean to violate U.S. law. 


PASSWORD SECURITY ISSUES AND 
EFFECTIVE MANAGEMENT 
Enforcing Password Guidelines 

The FBI and the Systems Administration and Network¬ 
ing Security (SANS) Institute (2006) maintain a Web page 
summarizing the "Twenty Most Critical Internet Security 
Vulnerabilities.” The majority of successful attacks on 
computer systems via the Internet can be traced to exploi¬ 
tation of security flaws on this list. One of the items on this 
list is “accounts with no passwords or weak passwords." 
In general, these accounts should be removed or assigned 
stronger passwords. 

In addition, accounts with built-in or default passwords 
that have never been reconfigured create vulnerabilities 
because they usually have the same password across in¬ 
stallations of the software. Attackers will look for these 
accounts, having found the commonly known passwords 
published on hacking Web sites or some other public fo¬ 
rum. Therefore, any default or built-in accounts also need 
to be identified and removed from the system or reconfig¬ 
ured with stronger passwords. 

With the proliferation of wireless systems, the default 
configuration vulnerability has become an even bigger is¬ 
sue. For instance, a user who installs a new wireless router 
at her home and keeps the out-of-the-box settings is sus¬ 
ceptible to being compromised. The device will likely have 
a default service set identifier (SSID), which would at¬ 
tract would-be snoopers because it shows the system has 
not been customized. Next, after gaining access to the un¬ 
suspecting user's network, the interloper could point his 
browser to the default network address for configuring 
the router and use the default UserlD/Password that is 
published on the vendors Web site. Within moments, the 
attacker could have changed the router settings, created 
a denial of service, or performed other malicious acts be¬ 
cause the user never changed her default settings. 

The list of common vulnerabilities and exposures 
(CVEs) maintained by the MITRE Corporation (www. 
cve.mitre.org) provides a taxonomy for more than 3000 
well-known attacker exploits (and some 14,000 others 
that are currently under consideration). Among these, 
more than 1100 have to do with password insecurities. 
The following provides a few examples across many 
platforms: 

• CVE-1999-0366: “In some cases, Service Pack 4 for 
Windows NT 4.0 can allow access to network shares 
using a blank password, through a problem with a null 
NT hash value.” 

• CVE-1999-1104: “Windows 95 uses weak encryption 
for the password list (.pwl) file used when password 
caching is enabled, which allows local users to gain 
privileges by decrypting the passwords.” 

• CVE-1999-1298: “Sysinstall in FreeBSD 2.2.1 and ear¬ 
lier, when configuring anonymous FTP, creates the ftp 
user without a password and with/bin/date as the shell, 
which could allow attackers to gain access to certain 
system resources.” 

• CVE-2000-0267: "Cisco Catalyst 5.4.x allows a user to 
gain access to the ‘enable’ mode without a password." 



588 


Password Authentication 


• CVE-2000-0981: “MySQL Database Engine uses a 
weak authentication method which leaks information 
that could be used by a remote attacker to recover the 
password." 

• CVE-2001-0465: "TurboTax saves passwords in a tem¬ 
porary file when a user imports investment tax infor¬ 
mation from a financial institution, which could allow 
local users to obtain sensitive information." 

• CVE-2002-0911: “Caldera Volution Manager 1.1 stores 
the Directory Administrator password in cleartext in 
the slapd.conf file, which could allow local users to gain 
privileges.” 

• CVE-2003-0601: "Workgroup Manager in Apple Mac 
OS X Server 10.2 through 10.2.6 does not disable a 
password for a new account before it is saved for the 
first time, which allows remote attackers to gain unau¬ 
thorized access via the new account before it is saved." 

• CVE-2003-0745: “SNMPc 6.0.8 and earlier performs 
authentication to the server on the client side, which 
allows remote attackers to gain privileges by decrypting 
the password that is returned by the server.” 

• CVE-2004-0031: "PHPGEDVIEW 2.61 allows remote 
attackers to reinstall the software and change the ad¬ 
ministrator password via a direct HTTP request to edit- 
config.php." 

• CVE-2005-3595: "By default Microsoft Windows XP 
Home Edition installs with a blank password for the 
Administrator account, which allows remote attackers 
to gain control of the computer." 

• CVE-2006-2229: "OpenVPN 2.0.7 and earlier, when 
configured to use the management option with an IP 
that is not 127.0.0.1, uses a cleartext password for TCP 
sessions to the management interface, which might al¬ 
low remote attackers to view sensitive information or 
cause a denial of service.” 

SANS suggests that to determine whether your system is 
vulnerable to such attacks, you need to be cognizant of all 
the user accounts on the system. First, the system security 
administrator must inventory the accounts on the system 
and create a master list. This list should include even in¬ 
termediate systems, such as routers and gateways, as well 
as any Internet-connected printers and print controllers. 
Second, the administrator should develop procedures for 
adding authorized accounts to the list and for removing 
accounts when they are no longer in use. The master list 
should be validated on a regular basis. In addition, the ad¬ 
ministrator should run some password-strength-checking 
tool against the accounts to look for weak or nonexistent 
passwords. A sample of these tools is noted in the “Soft¬ 
ware Tool References” section at the end of this chapter. 

Many organizations supplement password-control pro¬ 
grams with procedural or administrative controls that en¬ 
sure that passwords are changed regularly and that old 
passwords are not reused. If password aging is used, the 
system should give users a warning and the opportunity 
to change their passwords before they expire. In addition, 
administrators should set account lockout policies that 
lock out a user after a number of unsuccessful log-in at¬ 
tempts, and cause him have his password reset. 


Microsoft Windows XP, Server 2003, and Vista include 
built-in password constraint options in the "Group Policy" 
settings. An administrator can configure the network so that 
user passwords must have a minimum length, complexity, 
minimum and maximum age, and other constraints. It is 
important to require a minimum age of a password. 

Guidelines for Selecting a Strong Password 

The following outlines the minimal criteria for selecting 
“strong” passwords: 

• The goal is to select something easily remembered but 
not easily guessed. 

• Length: 

• Windows systems: seven characters or longer 

• UNIX, Linux systems: eight characters or longer 

• Composition: 

• Mixture of alphabetic, numeric, and special charac¬ 
ters (e.g., #, @, or !) 

• Mixture of upper- and lower-case characters 

• No words found in a dictionary 

• No personal information about the user (e.g., any part 
of the user’s name, a family member's name, or the 
user’s date of birth, Social Security number, phone 
number, license plate number, etc.) 

• No information that is easily obtained about the user, 
especially any part of the user ID 

• No commonly used proper names such as local sports 
teams or celebrities 

• No easily recognized keyboard patterns such as 
12345, sssss, or qwerty 

• Try misspelling or abbreviating a word that has some 
meaning to the user (e.g., "How to select a good pass¬ 
word?” becomes “H2sagP?”) 

Password Aging and Reuse 

Users should be required to change their passwords 
regularly to limit the usefulness of compromised pass¬ 
words. Many systems force users to change their 
passwords when they log in for the first time, and again 
if they have not changed their passwords for an extended 
period (say, 90 days). In addition, users should not reuse 
previous passwords. Some systems support this by record¬ 
ing the old passwords, ensuring that users cannot change 
their passwords back to previously used values, and 
ensuring that the users’ new passwords are significantly 
different from their previous passwords. Unfortunately, 
such systems usually have a finite memory (say, the past 
10 passwords), and users can circumvent the filtering 
controls by changing their password 10 times in a row 
until it is the same as the previously used password. 

At a predetermined time prior to their password expira¬ 
tion, users should be notified by the system that they will 
need to change their password. A user who logs in with 
an ID having an expired password should be required to 
change the password before further access to the system 
is permitted. If a password is not changed before the end 
of its maximum lifetime, the user ID should be locked by 
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the system, and no log-in should be permitted until a sys¬ 
tem administrator unlocks it. After a password has been 
changed, the lifetime period for the password should be 
reset to the maximum value established by the system. 

Social Engineering 

Despite advances in technology, the oldest way to attack 
a password-based security system is still the easiest: coer¬ 
cion, bribery, or trickery against the users of the system. 
Social engineering is an attack against people, rather than 
machines. It is an outsiders use of psychological tricks on 
legitimate users of a computer system, usually to gain the 
information (e.g., user IDs and passwords) needed to ac¬ 
cess a system. The notorious “hacker” Kevin Mitnick, who 
was convicted on charges of computer and wire fraud and 
spent 59 months in federal prison, told a congressional 
panel that he rarely used technology to gain information; 
he used social engineering techniques almost exclusively. 

According to a study by British psychologists (Brown 
2002), people often base their passwords on something 
obvious and easily guessed by a social engineer. About 
50 percent of computer users base them on the name of 
a family member, a partner, or a pet. Another 30 percent 
use a pop idol or sporting hero. Another 10 percent of us¬ 
ers pick passwords that reflect some kind of fantasy, often 
containing some sexual reference. The study showed that 
only 10 percent use cryptic combinations that follow all 
the rules of “tough” passwords. 

The best countermeasures to social engineering at¬ 
tacks are education and awareness. Users should be 
instructed never to tell anyone their passwords; doing 
so destroys accountability. A system administrator should 
never need to know it either. In addition, users 
should never write down their passwords. A clever social 
engineer will find it if it is "hidden” under a mouse pad or 
inside a desk drawer. 

Some Examples of Social Engineering Attacks 
"Appeal to Authority" Attack. This is impersonating 
an authority figure or else identifying a key individual as 
a supposed acquaintance in order to demand informa¬ 
tion. For example: A secretary receives a phone call from 
someone claiming to be the “IT Manager.” He requests 
her user ID and password, or gives her a value to reset her 
password immediately because “there has been a server 
crash in the computer center and we need to reset 
everyone’s account.” Once she has complied, he now has 
a valid user ID and password to access the system. 

"Fake Web Site" Attack. The same password should not 
be used for multiple applications. Once a frequently used 
password is compromised, all of the user’s accounts could 
be compromised. A good social engineering attack might 
be to put up an attractive Web site with titillating con¬ 
tent, requiring users to register a username and password 
in order to access the “free” information. The attacker 
would record all passwords (even incorrect ones, which a 
user might have mistakenly entered thinking of another 
account), and then use those to attack the other systems 
frequented by the user. The Web site could even solicit 
information from the users about their accounts—for 


example, what online brokerage, banking, and e-mail ac¬ 
counts they use. Web-site operators can always keep a log 
of IP addresses used to access the site and could go back 
to attack the originating system directly. 

"Phishing" Attack. Similar to the fake Web site, phishing 
schemes typically send an official-looking e-mail to the 
victim informing him about a security problem with his 
bank or e-mail account, and asking him to reconfirm 
his personal data via a secure link. The URL appears as if it 
takes him to the correct Web site, but it actually redirects 
him to the ISP of the attacker, where the attacker collects 
his user id, password, and sometimes other private data 
such as credit card or Social Security numbers. 

In 2006, Bank of America implemented a user valida¬ 
tion system called SiteKey which was intended to protect 
people from phishing sites. SiteKey has users enroll by 
answering a series of challenge/response questions and 
selecting an image from a gallery. If the user logs on to a 
Web site purporting to be Bank of America, but he does 
not recognize his previously chosen picture, he should not 
proceed. It is likely a rogue site masquerading as the bank 
www.bankofamerica.com/privacy/sitekey). 

"Dumpster Diving" Attack. Many serious compromises 
are still caused by contractors and third parties throwing 
away draff instruction manuals or development notes with 
user IDs and passwords in them. Social engineers may 
use "dumpster diving”—digging through paper printouts 
in the trash looking for such significant information—to 
gain system access. 

Single Sign-on and Password Synchronization 

One issue that has irritated users in large secure environ¬ 
ments is the increasing number of passwords they have 
to remember to access various applications. A user might 
need one password to log in to her workstation, another 
to access the network, and yet another for a particular 
server. Ideally, a user should be able to sign on once, with 
a single password, and be able to access all the other sys¬ 
tems on which he or she has authorization. 

Some have called this notion of single sign-on the 
"Holy Grail” of computer security. The goal is admirable— 
to create a common enterprise security infrastructure to 
replace a heterogeneous one. It is currently being at¬ 
tempted by several vendors through technologies such as 
the Open Group’s Distributed Computing Environment 
(DCE), MIT’s Kerberos, Microsoft's Active Directory, and 
public key infrastructure (PKI)-based systems. However, 
few, if any, enterprises have actually achieved their goal. 
Unfortunately, the task of changing all existing applica¬ 
tions to use a common security infrastructure is very 
difficult, and this has further been hampered by a lack of 
consensus on a common security infrastructure. As a re¬ 
sult, the disparate proprietary and standards-based solu¬ 
tions cannot be applied to every system. In addition, there 
is a risk of a single point of failure. Should one user’s pass¬ 
word be compromised, it is not just his local system that 
can be breached but the entire enterprise. 

Password synchronization is another means of trying 
to help users maintain the passwords that they use to log 



590 


Password Authentication 


on to disparate systems. In this scheme, when users pe¬ 
riodically change their passwords, the new password is 
applied to every account the user has, rather than just 
one. The main objective of password synchronization is 
to help users remember a single, strong password. Pass¬ 
word synchronization purports to improve security be¬ 
cause synchronized passwords are subjected to a strong 
password policy, and users who remember their pass¬ 
words are less likely to write them down. 

The following guidelines should be used to mitigate 
the risk of a single system compromise being leveraged 
by an intruder into a network-wide attack: 

• Very insecure systems should not participate in a 
password-synchronization system. 

• Synchronized passwords should be changed regularly. 

• Users should be required to select strong (hard to guess) 
passwords when synchronization is introduced. 

UNIX/Linux-Specific Password Issues 

Traditionally, on UNIX and Linux platforms, user infor¬ 
mation (including passwords) was kept in a system file 
called /etc/passwd. The password for each user is stored 
as a hash value. Despite the password being encoded with 
a one-way hash function and a salt as described earlier, a 
password cracker could still compromise system security 
if he or she obtained access to the /etc/passwd file and 
used a successful dictionary attack. This vulnerability has 
been mitigated simply by moving the passwords in the 
/etc/passwd file to another file, usually named /etc/shadow, 
and making this file readable only by those who have ad¬ 
ministrator (also called “root”) access to the system. 

In addition, UNIX or Linux administrators should ex¬ 
amine their password file (as well as the shadow pass¬ 
word file when applicable) on a regular basis for potential 
account-level security problems. In particular, it should 
be examined for: 

• Accounts without passwords 

• User IDs of 0 for accounts other than root (which are 
also superuser accounts) 

• Group IDs of 0 for accounts other than root (Generally, 
users do not have group 0 as their primary group.) 

• Other types of invalid or improperly formatted entries 

Note: Usernames and group names in UNIX and Linux 
are mapped into numeric forms (UIDs and GIDs, respec¬ 
tively). All file ownership and processes use these numeri¬ 
cal names for access control and identity determination 
throughout the operating system kernel and drivers. 

Under many UNIX and Linux implementations (via a 
shadow package), the command pwck will perform some 
simple syntax checking on the password file and can 
identify some security problems with it. pwck will report 
invalid usernames, UIDs and GIDs, null or nonexistent 
home directories, invalid shells, and entries with the 
wrong number of fields (often indicating extra or missing 
colons and other typos). 

Since 2003, Linux has implemented a security service 
called “pluggable authentication module” (pam), which 


governs enforcement of password complexity, including 
length, and minimum number of upper and lower case let¬ 
ters, digits, and special characters. Whenever a password 
for a given user ID is set or changed, it is checked ver¬ 
sus the configuration settings in pam_cracklib to ensure 
it has the appropriate complexity and does not contain a 
dictionary word. 

Windows-Specific Password Issues 

Windows uses two password functions; a stronger one de¬ 
signed for Windows NT and later systems, and a weaker 
one, the LAN Manager hash, designed for backward com¬ 
patibility with older Windows 9X networking log-in pro¬ 
tocols. The latter is case-insensitive and does not allow 
passwords to be much stronger than seven characters, 
even though they may be much longer. These passwords 
are extremely vulnerable to cracking. There is an article 
on how to prevent Windows from storing a LAN manager 
hash of your password in Active Directory and local SAM 
databases (http://support.microsoft.com/?id=299656). 

On a standard desktop PC, for example, LOphtcrack can 
try every short alphanumeric password in a few minutes 
and every possible keyboard password (except for special 
ALT-characters) within a few days. Some security adminis¬ 
trators have dealt with this problem by requiring stronger 
and stronger passwords; however, this comes at a cost (see 
“An Argument for Simplified Passwords.” below). 

In addition to implementing policies that require users 
to choose strong passwords, the Computer Emergency 
Response Team (CERT) Coordination Center provides 
guidelines for securing passwords on Windows systems 
(CERT Coordination Center 2003): 

• Using SYSKEY enables the private password data stored 
in the registry to be encrypted using a 128-bit crypto¬ 
graphic key. This is a unique key for each system. How¬ 
ever, as mentioned in “Bypassing Password Security" 
above, physical access to the computer and an alternate 
boot disk can bypass this protection. 

• By default, the administrator account is never locked 
out; so it is generally a target for brute-force log-on at¬ 
tempts of intruders. It is recommended to rename the 
account in User Manager. It may also be desirable to lock 
out the administrator account after a set number of 
failed attempts over the network. The NT Resource Kit 
provides an application called “passprop.exe” that ena¬ 
bles Administrator account lockout except for interac¬ 
tive log-ons on a domain controller. 

• Another alternative that avoids all accounts belonging 
to the Administrator group being locked over the net¬ 
work is to create a local account that belongs to the Ad¬ 
ministrator group, but is not allowed to log on over the 
network. This account may then be used at the console 
to unlock the other accounts. 

• The Guest account should be disabled. If this account is 
enabled, anonymous connections can be made to Win¬ 
dows computers. 

• The emergency repair disk should be secured, as it con¬ 
tains a copy of the entire SAM database. If a malicious 
user has access to the disk, he or she may be able to 
launch a crack attack against it. 
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How Long Should Your Password Be? 

Say you use a typical password of six characters. When you 
enter this into your computers authentication mechanism, 
it is hashed and stored in a database. Because an attacker 
cannot try to guess passwords at a high rate through the 
standard user interface (the time to enter them is prohibi¬ 
tive, and most systems can be configured to lock the user 
out after a consecutive number of incorrect attempts), one 
may assume that the attacker will get them either by cap¬ 
turing the system password file or by sniffing the network 
to capture log-in packets. 

There are, of course, many other factors to be consid¬ 
ered here. What operating system is it? What algorithm is 
being used for the hash? Is there a salt? What characters 
will be used for inputting the password? None of these, 
however, will greatly affect the time needed for brute forc¬ 
ing all possible combinations of passwords. All an attacker 
really needs is one password to gain entry to a system. If 
there are 1000 users on the system, he needs only to cap¬ 
ture 0.1 percent of the passwords to gain entry. 

Nevertheless, let us make an assumption about 
which characters will be used as input for a password. 
Each character in a password is a byte. The keyboard has 
95 possible choices for each of the six password charac¬ 
ters; this makes the password space 95 6 = 735,091,890,625 
combinations. 

According to the Web site www.top500.org, several su¬ 
percomputer clusters in the world can perform in excess 
of teraflops; that is, a million million floating point opera¬ 
tions per second. That is only the publicized machines. It 
has been conjectured that agencies such as the National 
Security Agency (NSA) have code-breaking machines that 
could hash and check passwords at a rate in excess of 
1 billion per second, assuming there are 1000 floating point 
operations required to perform a hash-and-check opera¬ 
tion. The actual number, given an elegant implementation, 
could be somewhat lower than this. Note, as discussed in 
the “Rainbow Tables” section above, if it is possible to gen¬ 
erate a rainbow table for the hashes used in the system, the 
time to “crack” passwords will be an order of magnitude 
faster—perhaps only a few seconds. However, many sys¬ 
tems, such as Linux, use a salt to randomize the stored 
password hash. The time-memory trade-off technique 
used in generating rainbow tables is not practical when 
this type of hash is used. 

How fast could a high-powered attacker check every pos¬ 
sible combination of six-character passwords? 735,091,- 
890,625/1,000,000,000 = about 12 min (see Table 2). 

Keep in mind that this is the time needed to use brute 
force for every possible combination of passwords. As we 
said earlier, password crackers will first use dictionary 
and hybrid attacks before resorting to brute force. Thus, 
if your password is weak (that is, easily guessed and not 
sufficiently random), the time to crack it could be much 
shorter. 

What if the system forces users to have a seven- 
character password? Then it would take the attacker 
19 hours to use brute force for every possible password. 
Many Windows networks fall under this category because 
of backward-compatibility issues. Passwords on these 
systems cannot be much stronger than seven characters. 
Thus, it can be assumed that every password sent on 


Table 2: Password Cracking Times of a Mythical Teraflop 
Supercomputer* 


Chars 

Combinations 

Time to crack (hrs) 

0 

1 

0.0 

1 

95 

0.0 

2 

9025 

0.0 

3 

857375 

0.0 

4 

81450625 

0.0 

5 

7737809375 

0.0 

6 

735091890625 

0.2 

7 

69833729609375 

19.4 

8 

6634204312890620 

1842.8 

9 

6.E+17 

2.E+05 

10 

6.E+19 

2.E+07 

11 

6.E+21 

2.E+09 

12 

5.E+23 

2.E+11 

13 

5.E+25 

1.E+13 

14 

5.E+27 

1.E+15 

15 

5.E+29 

1.E+17 

16 

4.E+31 

1.E+19 


* Printable ASCII characters are in codes 32 through 126. ASCII codes 
0-31 and 127 are unprintable characters, and 128-255 are special ALT 
characters that are not generally used for passwords. This leaves 95 
printable ASCII characters that are usually used for password generation. 

a Windows system using the old LAN Manager hashes 
could be cracked within a day. 

What if the system enforces eight-character passwords? 
Then it would take the attacker 77 days to use brute- 
force to obtain them all. If a system’s standard policy is 
to require users to change passwords every 90 days, this 
would not be sufficient. So, it appears a nine-character 
password should be sufficient, for today. Fortunately this 
is still within the constraints of human memory. 

PASSWORD LENGTH AND HUMAN 
MEMORY 

Choosing a longer password does not help much on sys¬ 
tems with limitations such as the LAN Manager hash is¬ 
sue. It also does not help if a password is susceptible to a 
dictionary or hybrid attack. It only works if the password 
appears to be a random string of symbols, but this type of 
password can be difficult to remember. A classic study by 
psychologist George Miller (1956) showed that humans 
work best with the magic number 7 (plus or minus 2). 
So it stands to reason that once a password exceeds nine 
characters, the user is going to have a hard time remem¬ 
bering it. 

Here is one idea for remembering a longer password. 
Security professionals generally advise people never to 
write down their passwords. But the user could write 
down half of it—the part that looks like random letters 
and numbers—and keep it in a wallet or desk drawer. 
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The other part could be memorized—perhaps it could 
be a misspelled dictionary word or the initials for an ac¬ 
quaintance, or something similarly memorable. When 
concatenated together, the resulting password could be 
much longer than nine characters, and therefore presum¬ 
ably stronger. 

Some research has shown that the brain remembers im¬ 
ages more easily than letters or numbers. Thus, a number of 
new schemes use sequences of graphical symbols for pass¬ 
words. For example, a system called PassFaces replaces 
the letters and numbers in passwords with sequences or 
groups of human faces. It is one of several applications 
that rely on graphical images for the purpose of authenti¬ 
cation. Another company, Passlogix, has a system in which 
users can mix drinks in a virtual saloon or concoct chemi¬ 
cal compounds using an onscreen periodic table of ele¬ 
ments as a way to log on to computer networks. 

AN ARGUMENT FOR SIMPLIFIED 
PASSWORDS 

Using all of the guidelines for a strong password (length, 
mix of upper and lower case, numbers, punctuation, no 
dictionary words, no personal information, etc.) as out¬ 
lined in this chapter may not be necessary after all. 

According to security expert and TruSecure Chief Tech¬ 
nology Officer Peter Tippett (2001), statistics show that 
strong password policies only work for smaller organiza¬ 
tions. Suppose a 1000-user organization has implemented 
such a strong-password policy. On average, only half of 
the users will actually use passwords that satisfy the pol¬ 
icy. Perhaps if the organization frequently reminds its us¬ 
ers of the policy, and implements special software that will 
not allow users to have "weak” passwords, this figure can 
be increased to 90 percent. It is rare that such software 
can be deployed on all devices that use passwords for au¬ 
thentication; thus, there are always loopholes. Even with 
90 percent compliance, this still leaves 100 easily guessed 
user/ID password pairs. Is 100 better than 500? No, because 
either way, an attacker can gain access. When it comes 
to strong passwords, anything less than 100 percent com¬ 
pliance allows an attacker entry to the system. 

Second, with modern processing power, even strong 
passwords are no match for current password crackers. 
The combination of 2.5-gHz clock speed desktop comput¬ 
ers and constantly improving hash dictionaries and algo¬ 
rithms means that, even if 100 percent of the 1000 users 
had passwords that met the policy, a password cracker 
might still be able to defeat them. Although some user 
ID/password pairs may take days or weeks to crack, ap¬ 
proximately 150 of the 1000, or 15 percent, can usually be 
"brute-forced” in a few hours. 

In addition, strong passwords are expensive to main¬ 
tain. Organizations spend a great deal of money supporting 
strong passwords. One of the highest costs of maintaining 
IT help desks is related to resetting forgotten user pass¬ 
words. Typically, the stronger the password (i.e., the more 
random), the harder it is to remember. The harder it is 
to remember, the more help desk calls result. Help desk 
calls require staffing, and staffing costs money. According 
to estimates from technology analysts such as the Gartner 


Group and MetaGroup, the cost to businesses for resetting 
passwords is between $50 and $300 per computer user 
each year. 

So, for most organizations, the following might be a 
better idea than implementing a strong password policy: 
Simply recognize that 95 percent of users could use simple 
(but not basic) passwords—that is, good enough to keep 
a casual attacker (not a sophisticated password cracker) 
from guessing them within five attempts while sitting at 
a keyboard. These could be four or five characters (no 
names or initials) and changed perhaps once a year. In 
practical terms, this type of password is equivalent to the 
current “strong” passwords. The benefit is that it is much 
easier and cheaper to maintain. 

Under this scenario, a system could still reserve 
stronger passwords for the 5 percent of system adminis¬ 
trators who wield extensive control over many accounts 
or devices. In addition, a system should make the pass¬ 
word file very difficult to steal. Security administrators 
should also introduce measures to mitigate sniffing, such 
as network segmentation and desktop automated inven¬ 
tory for sniffers and other tools. Finally, for the strongest 
security, a system could encrypt all network traffic with 
IPSec on every desktop and server. 

Dr. Tippett states: “If the Promised Land is robust au¬ 
thentication, you can’t get there with passwords alone, no 
matter how ‘strong’ they are. If you want to cut costs and 
solve problems, think clearly about the vulnerability, threat 
and cost of each risk, as well as the costs of the purported 
mitigation. Then find a way to make mitigation cheaper 
with more of a security impact.” 

CONCLUSION 

Passwords have been widely used in computing systems 
since the 1960s, and password security issues have fol¬ 
lowed closely behind. Now, the increased and very real 
threat of cyber crime necessitates higher security for many 
networks that previously seemed safe. Guaranteeing ac¬ 
countability on networks—that is, uniquely identifying and 
authenticating users’ identities—is a fundamental need for 
modem e-commerce. Strengthening password security 
should be a major goal in an organization’s overall secu¬ 
rity framework. Basic precautions (policies, procedures, 
filtering mechanisms, encryption) can help reduce risks 
from password weaknesses. However, lack of user buy-in 
and the rapid growth of sophisticated cracking tools may 
make any measure taken short-lived. Additional measures, 
such as biometrics, certificates, tokens, smart cards, and 
other means can be very effective for strengthening au¬ 
thentication, but the tradeoff is additional financial bur¬ 
den and overhead. It is not always an easy task to convince 
management of inherent return on these technologies, 
relative to other system priorities. In these instances, or¬ 
ganizations must secure their passwords accordingly and 
do the best they can with available resources. 

GLOSSARY 

Access Control: The process of limiting access to sys¬ 
tem information or resources to authorized users. 
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Accountability: The property of systems security that 
enables activities on a system to be traced to individu¬ 
als who can then be held responsible for their actions. 

ARPANET: The network first constructed by the Ad¬ 
vanced Research Projects Agency of the U.S. Depart¬ 
ment of Defense (ARPA), which eventually developed 
into the Internet. 

Biometrics: Technologies for measuring and analyz¬ 
ing living human characteristics, such as fingerprints, 
especially for authentication purposes. Biometrics is 
seen as a replacement for or augmentation of pass¬ 
word security. 

Birthday Paradox: The concept that it is easier to find 
two unspecified values that match than it is to find a 
match to some particular value. For example, in a room 
of 25 people, if 1 person tried to find another person 
with the same birthday, there would be little chance 
of a match. However, there is a very good chance that 
some pair of people in the room will have the same 
birthday. 

Brute Force: A method of breaking decryption by try¬ 
ing every possible key. The feasibility of a brute-force 
attack depends on the key length of the cipher and 
on the amount of computational power available to 
the attacker. In password cracking, tools typically use 
brute force to crack password hashes after attempting 
dictionary and hybrid attacks to try every remaining 
possible combination of characters. 

Cipher: A cryptographic algorithm that encodes units 
of plaintext into encrypted text (or ciphertext ) through 
various methods of diffusion and substitution. 

Ciphertext: An encrypted file or message. After plain¬ 
text has undergone encryption to disguise its contents, 
it becomes ciphertext. 

Compatible Time-Sharing System: An IBM 7094 
time-sharing operating system created at MIT Project 
MAC and first demonstrated in 1961. May have been 
the first system to use passwords. 

Computer Emergency Response Team: An organiza¬ 
tion that provides Internet security expertise to the 
public. CERT is located at the Software Engineering 
Institute, a federally funded research and development 
center operated by Carnegie Mellon University. Its 
work includes handling computer security incidents 
and vulnerabilities and publishing security alerts. 

Crack, Cracking: Traditionally, using illicit (unauthor¬ 
ized) actions to break into a computer system for mali¬ 
cious purposes. More recently, either the art or science 
of trying to guess passwords or copying commercial 
software illegally by breaking its copy protection. 

Dictionary Attack: A password-cracking technique in 
which the cracker creates or obtains a list of words, 
names, and so on, derives hashes from the words in the 
list, and compares the hashes with those captured from 
a system user database or by sniffing. 

Entropy: In information theory, a measure of uncer¬ 
tainty or randomness. The work of Claude Shannon 
defines it in bits per symbol. 

Green Book: The 1985 U.S. Department of Defense 
CSC-STD-002-85 publication Password Management 
Guideline, which defines good practices for safe han¬ 
dling of passwords in a computer system. 


Hybrid Attack: A password-cracking technique that 
usually takes place after a dictionary attack. In this at¬ 
tack, a tool will typically iterate through its word list 
again, adding certain combinations of a few characters 
to the beginning and end of each word prior to hash¬ 
ing. This attempt gleans any passwords that a user has 
created by simply appending random characters to a 
common word. 

Kerberos: A network authentication protocol developed 
at MIT to provide strong authentication for client/ 
server applications using secret key cryptography. It 
keeps passwords from being sent in the clear during 
network communications and requires users to obtain 
“tickets” to use network services. 

Message Authentication Code: A small block of data 
derived by using a cryptographic algorithm and a se¬ 
cret key that provide a cryptographic checksum for the 
input data. MACs based on cryptographic hash func¬ 
tions are known as HMACs. 

Moore’s Law: An observation named for Intel cofounder 
Gordon Moore that the number of transistors per 
square inch of an integrated circuit has doubled every 
year since integrated circuits were invented. This “law" 
has also variously been applied to processor speed, 
memory size, and so on. 

Nonce: A random number that is used once in a 
challenge/response handshake and then discarded. 
The one-time use ensures that an attacker cannot in¬ 
ject messages from a previous exchange and appear to 
be a legitimate user (see Replay Attack). 

One-Way Hash: A fixed-sized string derived from some 
arbitrarily long string of text, generated by a formula 
in such a way that it is extremely unlikely that other 
texts will produce the same hash value. 

One-Time Password: Also called OTP. A system that 
requires authentication that is secure against pas¬ 
sive attacks based on replaying captured reusable 
passwords. In the modern sense, OTP evolved from 
Bellcore’s S/KEY and is described in RFC 1938. 

Orange Book: 1983 U.S. Department of Defense 5200. 
28-STD publication. Trusted Computer System Evalua¬ 
tion Criteria, which defined the assurance requirements 
for security protection of computer systems processing 
classified or other sensitive information. Superseded 
by the Common Criteria. 

Password Synchronization: A scheme to ensure that a 
known password is propagated to other target applica¬ 
tions. If a user's password changes for one application, 
it also changes for the other applications that the user 
is allowed to log on to. 

Phishing: A play on “fishing”; the idea that bait is thrown 
out in the hope that some victim will be tempted into 
biting. In a phishing scheme, an attacker sends an 
e-mail falsely claiming to be an established legitimate 
enterprise in an attempt to entice the user into provid¬ 
ing private information that will be used for identity 
theft. 

Plaintext: A message or file to be encrypted. After it is 
encrypted, it becomes ciphertext. 

Promiscuous Mode: A manner of running a network 
device (especially a monitoring device or sniffer) in 
such a way that it is able to intercept and read every 
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network packet, regardless of its destination address. 
Contrast with nonpromiscuous mode, in which a de¬ 
vice accepts and reads only packets that are addressed 
to it. 

Rainbow Table: Based on the work of Philippe Oechslin 
and Zhu Shuanglei, a lookup table that takes advan¬ 
tage of the time-memory trade-off to break passwords. 
In other words, by listing every possible hash value 
and providing a quick means for lookup/retrieval, it 
can break any possible password for a particular sys¬ 
tem and algorithm. 

Replay Attack: An attack in which a valid data trans¬ 
mission is captured and retransmitted in an attempt 
to circumvent an authentication protocol. 

Salt: A random string that is concatenated with a pass¬ 
word before it is operated on by a one-way hashing 
function. It can prevent collisions by uniquely identi¬ 
fying a user’s password, even if another user has the 
same password. It also makes hash-matching attack 
strategies more difficult because it prevents an attacker 
from testing known dictionary words across an entire 
system. 

Secure Shell: An application that allows users to log in 
to another computer over a network and execute re¬ 
mote commands (as in rlogin and rsh) and move files 
(as in FTP). It provides strong authentication and se¬ 
cure communications over unsecured channels. 

Secure Sockets Layer (SSL): A network-session-layer 
protocol developed by Netscape Communications 
Corp. to provide security and privacy over the Internet. 
It supports server and client authentication, primarily 
for HTTP communications. SSL is able to negotiate 
encryption keys as well as to authenticate the server to 
the client before data are exchanged. 

Security Account Manager (SAM): On Windows sys¬ 
tems, the secure portion of the system registry that 
stores user account information, including a hash of 
the user account password. The SAM is restricted via 
access control measures to administrators only and 
may be further protected using SYSKEY. 

Shadow Password File: In UNIX or Linux, a system 
file in which encrypted user passwords are stored so 
they are inaccessible to unauthorized users. 

Single Sign-on: A mechanism whereby a single action 
of user authentication and authorization can permit 
a user to access all computers and systems on which 
that user has access permission, without the need to 
enter multiple passwords. 

Sniffing: The process of monitoring communications 
on a network segment via a wire-tap device (either 
software or hardware). Typically, a sniffer also has 
some sort of “protocol analyzer” that allows it to de¬ 
code the computer traffic on which it is eavesdropping 
and make sense of it. 

Social Engineering: An outside hacker’s use of psycho¬ 
logical tricks on legitimate users of a computer system 
to obtain the information (e.g., user IDs and pass¬ 
words) needed to gain access to a system. 

SYSKEY: On Windows systems, a tool that provides 
encryption of account password hash information to 
prevent administrators from intentionally or uninten¬ 
tionally accessing these hashes using system registry 
programming interfaces. 
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INTRODUCTION 

The first concern of classical physical security was to 
preclude unauthorized access to fixed assets; it did so by 
enclosing the assets in layers: put the jewels in a safe, in 
a locked room, in a castle with guards outside, surrounded 
by a wall and then a moat. A second concern was to main¬ 
tain the assets in their desired state, protected from fire, 
flood, wind, mildew, and the like. As time went on, assets 
became more mobile, and the list of threats grew and be¬ 
came more diverse, including some, such as biological 
and radiological hazards, that are injurious primarily to 
people—the most valuable asset to be protected. When the 
asset is information, there is the further threat that the 
information may be appropriated and endlessly dupli¬ 
cated even while it remains in place. 

The physical assets associated with supporting net¬ 
work operations—storage media, information-processing 
equipment, facilities, personnel, and transmission me¬ 
dia—are not as easy to corral as jewels. Figure 1 illustrates 
in a “geographic Venn diagram” how these various assets 
may, in sixteen different combinations, be co-located. 
Facilities, once the universe of classical physical security 
concerns, no longer contain all the other assets, viz., the 
storage media, equipment, and personnel. For example, a 
company employee may carry beyond company premises 
storage media within a mobile computing device, as well 
as crucial personal knowledge capable of supporting or 
damaging network operations. The transmission media 
crucial to network operations may reach even where peo¬ 
ple cannot go, with wireless transmissions reaching vir¬ 
tually everywhere. 
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Not only has the perimeter to be guarded become more 
complex and indeterminate, the boundary between physi¬ 
cal security and cybersecurity is becoming increasingly 
blurred. Cybersecurity protects information assets in 
the form of ones and zeroes against threats that come 
in the form of other ones and zeroes designed to cause 
un-authorized changes in or to make unauthorized use of 
an information asset. A virus is an example of a cyber¬ 
threat, and virus-protection software is a correspond¬ 
ing cyberdefense. At some point, physical security ends 
and cyberdefenses such as encryption must take over. But 
the classic view (see, for example, Microsoft 2006) that 
physical security (itself multilayered) forms the "lowest" 
layer of defense in depth is now a bit simplistic. There are 
many points at which physical security and cybersecurity 
work together or converge. A password that should serve as 
a cyberdefense may be compromised if it is written down. 
Physical access can be controlled by biometrics and smart- 
cards. Tracking software can help recover a stolen laptop. 

As with cybersecurity, being "equipped” for physical 
security is not enough—faithful adherence to proper prac¬ 
tices is also required. Good behavior cannot replace ex¬ 
pensive security equipment, but bad behavior can render 
that equipment useless. Conduct conducive to physi¬ 
cal security begins with the establishment of policies, 
followed by appropriate education, enforcement, and 
communication of managements commitment to the im¬ 
portance of the policies. 

Unlike cybersecurity, physical security faces threats 
to which there are no adequate countermeasures. For in¬ 
stance, although one absolute defense against unauthorized 
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Figure 1: Co-location of resources 



modification of a file by a cyberattack is to store the file on a 
CD-ROM, we cannot stop a rocket-propelled grenade from 
destroying the disk; we could preemptively save a backup 
copy at a distant location, but if an employee is forced at 
gunpoint to turn it over, any confidential information on 
it will be irreversibly compromised. This illustrates that, 
while physical security may be better understood than cy- 
bersecurity, maintaining physical security is, in a way, an 
intractable problem. 

That being said, the prevention and mitigation of 
breaches of physical security are, nevertheless, deserving 
of investments of money and effort commensurate with 
the considerable potential benefits. Compromises of con¬ 
fidential customer information (that have come to light) 
have received much attention, and their financial impact 
has been analyzed; see, for example, Ponemon Institute 
(2006) for one study of the cost of data breaches. Given that 
a single patent-infringement judgment or settlement can 
run into hundreds of millions of dollars, the theft of trade 
secrets may easily erase a competitive advantage of com¬ 
parable magnitude, though such crimes are less likely to 
receive the attention that accompanies a breach of cus¬ 
tomer privacy. Even the premature release of information 
about or the public display of an invention intended to be 
patented can make it unpatentable in most jurisdictions, 
regardless of who is responsible for the revelation. 

PHYSICAL SECURITY FOR 
STORAGE MEDIA 

Networks exist to provide information and services across 
a distance. Those information and services depend on 


data and computer code, not all of which can reside in 
active computer memory at all times. Much of it must be 
saved to nonvolatile storage media at some point. 

Magnetic Storage Media 

For magnetic storage media such as tapes and disks, the 
most obvious threat is to the orientation of the ferromag¬ 
netic particles within the media. Although physical shocks 
can partially rearrange particles, a far more common cause 
for magnetic realignment is, of course, magnetic fields. 
The Earths magnetic field, averaging about 0.5 Gauss 
at the surface, is too weak to cause short-term or even long¬ 
term damage to magnetic media. Certain electrical devices 
pose hazards to magnetic media; among these are electro¬ 
magnets, motors, transformers, magnetic imaging devices, 
metal detectors, and devices for activating or deactivating 
inventory surveillance tags. (X-ray scanners and inventory 
surveillance antennae do not pose a threat.) Degaussers 
(bulk erasers) can produce fields in excess of 4000 Gauss, 
strong enough to affect nearby media not intended for eras¬ 
ure. Although the intensity of most magnetic fields decreases 
rapidly with distance, to shield against them requires a con¬ 
tainer made of a metal that is highly permeable (in the sense 
of being susceptible to magnetization). The container will 
attract lines of magnetic force, thereby protecting the mag¬ 
netic media within the container from an external magnetic 
field. Steel, cobalt, and certain alloys are such metals. 

Electrical currents and electrostatic discharge are 
a related threat to magnetic media. As a precaution against 
lightning, magnetic media (and sensitive equipment) should 
be kept away from metal objects, especially structural 
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Table 1: Temperature Thresholds for Damage to Computing Resources 


Component or Medium 

Sustained Ambient Temperature at Which 

Damage may Begin 

Flexible disks, magnetic tapes, etc. 

38°C (100°F) 

Optical media 

49°C (120°F) 

Hard-disk media 

66°C (150°F) 

Computer equipment 

79°C (1 75°F) 

Thermoplastic insulation on wires carrying 
hazardous voltage 

125°C (257°F) 

Paper products 

1 77°C (350°F) 


Source: Data taken from National Fire Protection Association (2003, Standard for the protection of electronic computer/data processing 
equipment). 


steel and the components of a lightning-arresting system. 
On the other hand, items within a metal container are 
protected by the skin effect, so called because the current 
passes only through the outer skin of the metal. 

High temperatures can affect magnetism, but damage 
to magnetic media occurs at much lower temperatures in 
the carrier and binding materials. See Table 1. 

Arguably the most prevalent threat to removable mag¬ 
netic media is humidity. Again, the carrier and binding 
materials are most at risk. Magnetic media deteriorate by 
hydrolysis, in which polymers "consume” water; the binder 
ceases to bind magnetic particles to the carrier and sheds 
a sticky material (which is particularly bad for tapes). Ob¬ 
viously, the rate of decay increases with humidity (and, as 
for any chemical process, temperature). If condensation 
forms, the damage is even worse. 

The reading of magnetic media can be adversely af¬ 
fected by dirt on the media, but read-write heads for mag¬ 
netic media typically need to be cleaned far more often 
than the media that moves by them. However, dirty mag¬ 
netic tape can actually stick and break. Magnetic tapes 
that are subjected to repeated reuse (say, for backing up 
data) should be periodically removed from service to be 
tested on a tape certifier, which writes sample data to the 
tape and reads it back to detect any errors; some models 
incorporate selective cleaning as an option. 

For long-term storage of data (e.g., vital statistics and 
legal records), the guidelines for acceptable humidity, 
temperature, and temperature changes are far stricter 
than for ordinary usage. Magnetic media, both tapes and 
disks, should be stored upright (i.e., with their axes of ro¬ 
tation horizontal) in containers that will not chemically 
interact with the media. Projected life spans (before any 
bit reversals) for properly archived magnetic media are 
considered to be 5 to 10 years for floppy diskettes and 
10 to 30 years for magnetic tapes. See International Ad¬ 
visory Committee for the UNESCO Memory of the World 
Programme (2000) for detailed preservation guidelines. 

Optical Storage Media 

The first concern with optical media is that they be read¬ 
able. Any scratches, cracks, dust, or dirt on the bottom 


side of a disk (the side facing the laser) will interfere with 
reading data. CDs are actually more easily damaged by 
scratching on the seemingly “safe” top side (where a label 
or marking might appear), since there is very little protect¬ 
ing the data layer from that side. Claims have been made 
that DVDs’ more robust error-correction schemes (with 
increased proportion of nondata bits) should, in theory, 
more than compensate for the increased data density (i.e., 
increased number of bits effected by a given scratch), 
making them more forgiving of a scratch than would be a 
CD. In practice, anecdotal experience of lending libraries 
seems to indicate that DVDs are more problematic with 
regard to scratching. 

There are commercial products and services for repair¬ 
ing scratched disks by polishing the bottom side. Likewise, 
there are products for cleaning optical media. Compressed 
air should not be used to remove dirt, as the resulting drop 
in temperature produces a thermal shock (rapid tempera¬ 
ture change) for the disk. 

Although some chemicals can be safely used to clean 
disks, others can have a detrimental effect on plastics. 
DVDs seem to be more sensitive to chemicals in the form 
of markers and label adhesives. If markers are used on 
the top side, they should be ones designed specifically for 
chemical compatibility with optical media. 

Attached labels are best avoided. A minute off-centering 
of an attached label may cause instability and, therefore, 
a greater likelihood of data error. This is more likely with 
a DVD than with a CD because of the formers higher ro¬ 
tational speed. The alternative is to use specialized equip¬ 
ment to print labels directly on DVDs. 

Optical media can be damaged by bending, even if 
they appear to return to their original shape, because of 
microscopic cracking or delamination (separation of lay¬ 
ers). Cracks or delamination may also allow the incursion 
of air and the subsequent deterioration of the reflective 
layer. In this regard, DVDs are more susceptible to flexing 
than are CDs; this is because DVDs have protective layers 
on both sides of the data layer whereas a CD has a single, 
sturdier protective layer (but little protection on the other 
side). Hence, DVDs should never be stored in CD cases, as 
they do not provide adequate support. Furthermore, care 
should be taken to fully depress the button of the hub 
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lock before attempting to remove a DVD from its case 
and to avoid any flexing of the disk. 

Both DVDs and CDs should be stored vertically and 
should not be stored in envelopes (especially ones with 
plastic windows). See Svensson (2004). 

High humidity can result in corrosion of the metallic re¬ 
flective layer of optical media, especially if there has been 
any cracking or delamination. High humidity can also 
promote the growth of mold and mildew, which can ob¬ 
struct reading from optical media. In tropical regions, 
there are even documented cases of fungi burrowing into 
CDs and corrupting data. 

Projected life spans for properly archived optical media 
are considered to be 20 to 30 years. However, since optical 
media are relatively new, this expectation is extrapolated 
from accelerated aging tests based on assumptions and 
end-of-life criteria that may be invalid. Numerous factors 
other than temperature and humidity influence longevity. 
Optical media incorporating dyes are also subject to deg¬ 
radation from exposure to light, even at safe temperatures. 
Write-once formats have greater life expectancies than re¬ 
writeable formats. It is known that the bit-encoding dye 
phthalocyanine (appearing gold or yellowish green) is less 
susceptible than cyanine (green or blue-green) to damage 
from light after data have been written. 

What appears to be a major determiner of longevity is 
the original quality of the stored data. This in turn depends 
on the quality of the blank disk (which can vary greatly), 
the quality of the machine writing the data, and the speed 
at which data was written. For example, recording data at 
a slower speed does not necessarily imply that a better 
job will be done; lasers calibrated for high-speed record¬ 
ing will “overburn” at a very low recording speed. Ac¬ 
tual testing is necessary to ensure that the machine and 
batch of media being used is producing a good represen¬ 
tation of the data. Hartke (1998, 2001) gives an enlighten¬ 
ing look at the complexities of this and related issues. 

Solid-State Storage Media 

Small solid-state forms of removable storage such as 
USB flash memory are becoming increasing popular. Al¬ 
though not a major locus of primary or backup storage of 
information needed for access by a network, removable 
solid-state storage media may one day take over some of 
the roles currently played by magnetic and optical media 
because of the apparently unlimited longevity of informa¬ 
tion stored in solid-state media. 

As the data density of removable storage media in¬ 
creases, so does the volume of information that can be 
stored on one item and, therefore, the ease with which a 
vast amount of information can be stolen or misplaced. 
Small, unattached items are the easiest to lose, either 
through theft or accident. In the information-processing 
domain, removable storage media fit this description. 
Particularly at risk to accidental loss are the tiny solid- 
state forms of removable storage, such as USB flash 
memory. 

Solid-state memory devices typically have cases that 
can easily admit water and other foreign substances. 
Some models of USB flash memory designed for resist¬ 
ance to crushing are now being produced. 


Nondigital Storage Media 

The loss of more old-fashioned forms of media can still 
affect operations. For instance, a map of an intranet’s to¬ 
pology may be easier to scan visually from a giant printout 
than from an electronic version. In some facilities, plastic 
photographic media such as microfiche still serve a pur¬ 
pose. In some cases, crucial information may have been 
written down and never stored online. Perhaps more im¬ 
portantly, for any information that is stored in “soft copy" 
(digitally), there may be a corresponding “hard copy" 
that could be subject to unauthorized access. This in turn 
could lead to theft or duplication of the information. In 
the case of a password written down, a larger breach of 
network security could result from someone seeing the 
password, memorizing it, and using it to obtain access to 
some resource. 

As with other media, nondigital storage media may be 
adversely affected by temperature and humidity. Forma¬ 
tion of mold and mildew can damage paper-based records 
and plastics. Water in particular is a threat to paper docu¬ 
ments, the most vulnerable being documents printed with 
water-soluble inks (the type more commonly used in ink¬ 
jet printers). Plastics may further be damaged by heat or 
light. Paper products actually are more resistant to heat 
than other forms of storage media (see Table 1). 

Physical Access Control for Storage Media 

Like most tangible assets, storage media can be stolen. 
Unlike most assets, information is also subject to theft 
by copying—the original copy remains, another copy is ex¬ 
propriated—making it a special security challenge. In par¬ 
ticular, a person who gains access to storage media of an 
organization may either copy information from the organi¬ 
zation’s media onto his/her own media on site or may tem¬ 
porarily borrow the organization’s media to make a copy 
elsewhere, retuning it later; in either case, there is likely no 
intrinsic evidence that the theft by copying took place. 

In a later section on “Physical Access Control for Equip¬ 
ment,” a number of strategies are enumerated, some 
of which could also apply to precluding unauthorized 
contact with storage media. For now, the discussion will 
be limited to controlling the physical movement of stor¬ 
age media. 

It is self-evident that the extreme physical portability of 
storage media, especially since the rise of solid-state stor¬ 
age media, works to the disadvantage of those protecting 
the physical security of those media. Controlling the move¬ 
ment of media owned by an organization can be tracked 
within a contiguous area physically controlled, for exam¬ 
ple, by the organization by the use of a radio-frequency 
identification (RFID) tag. A more “invasive” procedure— 
such as the use of an x-ray machine, a metal detector, or 
a manual search—would be needed to prevent the use of 
untagged media, camera phones, and the like from being 
brought in by an outsider or an insider to take away a copy 
of information. The motive of an insider may be benign 
(perhaps copying information for convenience, not subter¬ 
fuge), but the result may still pose a potential hazard. 

The extreme portability of data may be turned to an 
advantage, in the case of mobile devices, such as laptop 
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computers. If the loss of information within a computer 
is more devastating than the loss of the computer itself, 
one approach to safeguarding information is to “sacrifice” 
hardware but preserve the confidentiality of information 
by storing data only on removable storage media so that 
theft of the machine from a vehicle or room will not com¬ 
promise the data. There are several problems with this. 
First, it may be difficult to ensure that no remnant of the 
data is stored with or within the device, as operating sys¬ 
tems may create “echoes” of files. If there really is no copy 
of a file on a machine, then the machine is removed as a 
locus of backup data. 

The smallness that makes portable media so convenient 
to carry also makes them easy to lose. To counter this, some 
versions have been worn as a necklace or incorporated in 
larger items such as pens, watches, and Swiss Army knives, 
which makes them a little harder to misplace. 

Storage Media Disposal and Reuse 

At some time, every piece of storage media of every type 
will cease to play its current role. It may be reused to store 
new information, it may be recycled into a new object, or 
it may be "destroyed” in some sense (probably not as thor¬ 
oughly as by incineration). If it is to be used by another 
individual not authorized to access the old information 
stored within it, the user of that information may very well 
think to purge the information. If it is to be “recycled” or 
“destroyed,” its original user may assume that no attempt 
to access the old information will be made after it leaves 
his or her possession. This is a foolhardy assumption. 

The term dumpster diving usually refers to an outsider 
pillaging items that have been "thrown out” and are no 
longer in a secure area, although perhaps still on an or¬ 
ganization’s property. (The legal remedies with respect 
to dumpster diving will depend on local laws, legal prec¬ 
edents, and especially the circumstances under which an 
item was discarded and recovered.) However, a similar 
threat to data confidentiality can come from an insider 
scrounging within a trash receptacle within a building 
for discarded documents, media, and equipment to re¬ 
cover information. At the other extreme, recovery could, 
in theory, take place thousands of miles from the point at 
which an object was initially discarded. A large fraction 
of the purportedly "recycled” components from industri¬ 
alized countries actually end up in trash heaps in Third 
World countries. Thus, media must be carefully sanitized 
regardless of whether it is to be reused or discarded. The 
only difference is that care must be taken not to damage 
the media in the former case. 

For magnetic media, it is fairly well known that “delet¬ 
ing” a file really only changes a pointer to the file; the ones 
and zeroes of the file remain unchanged. There are com¬ 
mercial, shareware, and freeware tools for overwriting files 
so that all the bits are replaced with, for example, all ones, 
then all zeroes, than random bits. Echoes of the original 
information may remain in other system files, however. 
Another potential problem is that sectors that have been 
flagged as bad might not be susceptible to overwriting. 
Special, drive-specific software should be used to overwrite 
hard drives because each has its own way of using hidden 
and reserved sectors. 


Even after all sensitive bytes have been overwritten by 
software, there may still be recoverable data, termed “mag¬ 
netic remanence.” One reason is that write heads shift po¬ 
sition over time so that where new bytes are written does 
not perfectly match where the old bytes were written. 
Hence the use of a degausser is generally recommended. 
Some models can accommodate a wide range of magnetic 
media, including hard drives, reel or cartridge tape, and 
boxed diskettes. Degaussers are rated in Gauss (measuring 
the strength of the field they emit), in Oersteds (measuring 
the strength of the field within the media they can erase), 
or in dB (measuring on a logarithmic scale the ratio of 
the remaining signal to the original signal on the media). 
A degausser generates heat rapidly and cannot be oper¬ 
ated continuously for long periods; it should be equipped 
with an automatic shutoff feature to prevent overheating. 
Even degaussing may leave information retrievable by an 
adversary with special equipment. If a hard drive is not to 
be reused, then grinding off the surface is an option. For 
more information on magnetic remanence, see National 
Computer Security Center (1991). 

Guidelines for sanitizing write-once or rewritable opti¬ 
cal media are not as clear. In theory, even write-once disks 
can be overwritten. But from what has been said about 
magnetic media, it is inadvisable for any optical media 
to be erased for reuse. Two “folk remedies," breaking the 
disk or placing it in a microwave oven for two seconds, 
should not be used. Another suggestion, scratching, may 
be ineffective because there are commercial products and 
services for repairing scratched disks by polishing. There¬ 
fore, if complete destruction of the disk is not possible, it 
should be ground to the point of obliterating the layer on 
which the data are actually stored. 

For printed media holding sensitive information, reuse 
is not an option. Some shredders are worthless, slicing 
pages into parallel strips, which can be visually “reassem¬ 
bled.” At the other extreme is government equipment that 
liquefies documents to the point at which they cannot 
be recycled (because the paper fibers are destroyed). In 
between are crosscut shredders that produce tiny pieces 
of documents, a reasonable approach. 

An increasingly common practice is for an organiza¬ 
tion to outsource their shredding to a company special¬ 
izing in document disposal. It goes without saying that the 
organization is now dependent on the honesty and compe¬ 
tence of the document disposal company. Moreover, docu¬ 
ments destined to be picked up by the document disposal 
company are often deposited by organization personnel in 
centrally located boxes. The security of such a box, partic¬ 
ularly if documents remain there overnight (as is often the 
case), may be questionable. The construction may involve 
flimsy materials and locks, and the slot for allowing the 
insertion of documents may also allow retrieval of them if 
they stack up high enough within the boxes. 

Regardless of whether shredding is handled internally 
or outsourced, some personnel choose to accumulate sen¬ 
sitive documents in containers or in piles on desks with 
signage indicating “To be shredded.” This is an example 
of counterproductive security signage; to an attacker, the 
translation is: “This is the good stuff!" 

For maximum security in reusing or disposing of me¬ 
dia, learn to think forensically. If a government agency 
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could recover information from your media, so could a 
sufficiently sophisticated adversary. 

Redundancy of Storage Media 

Redundancy is the safety net for ensuring integrity and 
availability of resources. Confidentiality, on the other 
hand, cannot be “backed up"; some damage, such as the 
revelation of personal information, can never be repaired. 
Redundancy can be viewed as a preventive measure in that 
it prevents a permanent or extended loss of information 
and/or services. In fact, redundancy only pays dividends 
when other defenses have failed to prevent some calamity. 
In that sense, exploiting redundancy is a reactive meas¬ 
ure. Redundancy cannot succeed without a combination 
of foresight and discipline. An organization must envision 
the potential need for redundancy and must consistently 
adhere to proper practices. 

Perhaps the first type of redundancy that springs to 
mind is to back up data. If only a single copy of informa¬ 
tion exists, it may be difficult, if not impossible, to recon¬ 
struct it with complete confidence in its validity. Not to be 
overlooked are system software and configurations and 
any documents needed to restore systems expeditiously. 

There are a wide variety of schemes for creating back¬ 
ups. Many are based on some type of high-density tape. 
Capacities for some are measured in terabytes. The backup 
procedure can be either manual or automated. However, 
the former approach is subject to human error or simple 
neglect. The latter approach is safer, but should issue a 
notification if it encounters problems while performing its 
duties. Backups can be made, managed, and used remotely. 
Some systems allow access to other cartridges while one 
cartridge is receiving data. Reliability and scalability are 
important features to consider when choosing a system. 
As mentioned earlier, tapes that are subjected to repeated 
reuse should periodically be tested and, if necessary, 
cleaned by a tape certifier. 

Ideally, backups should be kept far enough away from 
the site of origin that a single storm, forest fire, earth¬ 
quake, or dirty bomb could not damage both locations. At 
a bare minimum, backups should be kept in a safe that is 
fireproof, explosion-resistant, and insulated so that heat 
is not conducted to its contents. Backups that are going 
off-site (perhaps via the Internet) should be encrypted. 
In all cases, access to backups should be restricted to au¬ 
thorized personnel. 

Point-in-time recovery requires not only periodic back¬ 
ups but also continual logging of changes to the data 
since the last complete backup so that files can be recon¬ 
structed to match their most recent version. Although the 
need to back up digital information is well recognized, 
essential printed documents are sometimes overlooked. 
These can be converted to a more compact medium (e.g., 
microfiche). 

See also “Backup and Recovery System Requirements” 
for more details. 

Time 

Time is the enemy of all things made by humans, and 
stored information is no exception. Time is the ally of all 


threats that have hidden, cumulative effects, especially 
inappropriate temperature and humidity. As has already 
been discussed, even atmospheric conditions that would 
be acceptable for day-to-day storage and usage of media 
in the short run will degrade media of all types in the 
long run. All archived data of critical importance should 
be sampled periodically and backed up well before the 
rate of correctable errors indicates that data might be un¬ 
recoverable at the next sampling. 

Although the physical degradation of information has 
been around since the days of cave art, a new threat has 
emerged now that the Information Age is decades old: tech¬ 
nological obsolescence. Even physically perfect data has 
been effectively lost because it outlived the software or hard¬ 
ware needed to read it. Successive generations of informa¬ 
tion storage technology have resulted in data lost because 
no one thought to convert the data to a new format when 
the hardware, supporting software, or human expertise as¬ 
sociated with the old storage format faded into oblivion. 
Therefore, before its storage format becomes obsolete, the 
data must be converted to an actively supported format. 

Official records of births, deaths, marriages, legal pro¬ 
ceedings, and transfers of property ownership, all of which 
should obviously be kept in perpetuity, are easy to keep in 
mind when a new storage format comes along; although the 
costs of converting to the new format may be high, 
there are always benefits in terms of storage space, access 
time, and possibly searching capabilities. Data gathered 
for other reasons, perhaps as part of a scientific or socio¬ 
economic study, are very susceptible to eventual loss be¬ 
cause of (temporary) disinterest. Human knowledge often 
follows a waterfall model, dropping from current/inter¬ 
esting to outdated/uninteresting to archaic/irretrievable. 
In many cases, the old information then becomes of in¬ 
terest again, precisely because it is old. Unfortunately, it 
is not always possible to anticipate which information 
will someday be useful, perhaps after being ignored for 
several techno-generations. 

PHYSICAL SECURITY FOR 

INFORMATION-PROCESSING 

EQUIPMENT 

Equipment for processing information has certain physi¬ 
cal requirements for its continued (unimpaired) function¬ 
ing. These include an appropriate supply of basic utilities 
(electrical power, telecommunications services, and wa¬ 
ter) and an environment free of inappropriate tempera¬ 
ture, humidity, substances, and forces. 

Physical security must not only ensure the availability 
of the equipment for legitimate use, but must also control 
physical access to the equipment to guard against dam¬ 
age, theft, and unauthorized usage of it. 

Utilities 

Sustaining information requires electrical power, tel¬ 
ecommunication services, and water. In most cases, an 
organization is at the mercy of one or more external agen¬ 
cies for these utilities. Each agency may be a cooperative 
venture, may be directly controlled by a government, may 
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be a corporate monopoly operating with government 
oversight, or may be one among many competing com¬ 
panies. The dependability of these agencies and the likeli¬ 
hood of interruptions due to forces of nature vary widely 
from region to region, even from neighborhood to neigh¬ 
borhood. Some elements of the worlds infrastructure— 
roads, bridges, railroads, and buildings—age in ways 
obvious to the casual observer. Others, such as water, 
sewer, telecommunications, and electrical networks, age 
more invisibly and often receive less attention as a result. 
In the United States, deregulation of and competition 
among electric companies has fostered the unwillingness 
of companies to upgrade transmission capacity that can 
be used by its competitors. 

Municipal 

Obviously, a complete loss of municipal power (discussed 
earlier) precludes the operation of electrical devices and 
causes the loss of any information stored in volatile mem¬ 
ory. Although a few electrical utilities are “islands,” most 
are tied into a massive grid. The conundrum is this: The 
large, interconnected networks fashioned to allow power 
demands to be met by sharing power resources are pre¬ 
cisely the same thing that allows one mountain climber to 
bring down all the other climbers roped together. The year 
2003 brought reminders of this when a massive power out¬ 
age in North America affecting 50 million people was fol¬ 
lowed soon afterward by blackouts in the United Kingdom 
and Italy. Many had thought power disruptions on this 
scale were no longer a threat. In fact, the strain placed on 
the world’s aging electrical systems seems only to worsen. 

In the case of the North American blackout, human 
errors have been well documented as a contributing fac¬ 
tor. (See U.S.-Canada Power System Outage Task Force 
2004.) Obviously, human error will never be eliminated; 
utilities can only strive to prevent, catch, or compensate 
for such errors. Perhaps the most important lesson to be 
learned is that there will always be some new combina¬ 
tion of circumstances that may fall outside the range of 
what the best system can handle. Deliberate sabotage, ei¬ 
ther by physical or computer attack, has long been feared 
as a possibility. Certainly, there are many natural events 
that can cause power failures on a variety of scales re¬ 
gardless of the system, including the following: 

• ice storms and snow storms 

• wind storms (including tornadoes and hurricanes) 

• earthquakes 

• fires 

• solar flares (see the section on “Electromagnetic Inter¬ 
ference,” below) 

A generalization that can be made is that large-scale 
outages tend to take longer to fix and, therefore, produce 
even more bad consequences. One is that battery-based 
backup power supplies (discussed below in the section on 
“Uninterruptible Power Supply") are more likely to fail 
before power is restored. If the outage lasts days, even 
backup generators may run out of fuel if it must be 
pumped from holding tanks to delivery trucks; generators 


fueled by piped-in natural gas are less susceptible to such 
a problem. 

There is, of course, no guarantee that a continuous 
supply of backup power will be enough to weather a wide¬ 
spread blackout. Just getting to work may be a challenge 
for employees who normally depend on electric trains or 
traffic signals. Therefore, it may be necessary to house 
critical employees on-site. Even if one company has done 
its part to stay operational, its continued functioning may 
be impossible or moot if another company has not had 
the same foresight. 

Telecommunications Service 

By definition, telecommunications service of some sort 
is an essential part of any computer network. Loss of 
telecommunications capabilities effectively nullifies any 
facility whose sole purpose is to provide information and 
service to the outside world. Although maintaining con¬ 
nectivity to perform that role is the highest priority, main¬ 
tenance of communications for voice and for external 
notification of alarm conditions is still necessary to sup¬ 
port that role. 

A telecommunication difficulty may originate inter¬ 
nally or externally. In the latter case, an organization must 
depend on the problem-solving efficiency of another com¬ 
pany. In situations in which voice and data are carried by 
two separate systems, each is a possible point of failure. 

Despite the interconnected nature of telecommunica¬ 
tion systems, problems typically do not cascade the way 
electrical problems do. Hence, they rarely strike an entire 
system. The exceptions (e.g., the loss of all toll-free serv¬ 
ice by one phone company) have tended to be the result 
of a software problem. On certain holidays (for example 
Mother’s Day in the United States), a spike in the number 
of calls taxes transmission capacity. 

Regional disruptions in telecommunications service 
can result from weather, at the surface or in space. It is 
not uncommon for large areas to experience lines downed 
by wind or ice storms. Satellite dishes may be damaged by 
wind or rendered temporarily inoperable by a thick blan¬ 
ket of snow or ice. Solar flares (discussed below) can af¬ 
fect satellite and radio communications, especially at high 
latitudes. A widespread disruption of Internet service in 
2001 resulted from such a train derailment and ensuing 
fire in a tunnel in Baltimore. 

On a local scale, service disruptions are frequently due 
to underground lines being accidentally dug up by con¬ 
struction workers. In local emergencies, phone lines typi¬ 
cally become clogged, and this can have a ripple effect as 
calls are rerouted. This applies even to cellular communica¬ 
tions. Or cellular services could be shut down, as occurred 
on September 11, 2001, for fear they might be used to trig¬ 
ger bombs (a technique used 2 V 2 years later in Madrid). 

Whereas the robustness of an intranet is often under 
an organization’s own control, communication beyond 
a single campus typically depends on an Internet service 
provider (ISP). Politically, operationally, and economi¬ 
cally, it may make sense to have a single ISP. From the 
standpoint of robustness, however, it is better to have 
at least two service providers and to have their respec¬ 
tive cables exit the organization’s physical perimeter by 
different routes (so that any careless excavation cannot 
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damage both lines). Internally, the organization must be 
able to switch critical services promptly from one pro¬ 
vider to the other. 

Less glamorous but also essential is basic voice com¬ 
munication. Even if network communication is entirely 
internal to an organization and not dependent on an ex¬ 
ternal provider of telecommunication services, the physical 
security of that internal network does not stop at the door. 
Events outside—riots, dust storms, rolling brownouts—can 
disturb operations inside. Physical security policies must 
provide for timely, two-way flow of information (e.g., moni¬ 
toring of weather forecasts and prompt reporting of inter¬ 
nal incidents to relevant authorities). Increasingly, voice 
communication may be handled by VoIP (voice over Inter¬ 
net protocol). Thus, a lack of Internet service automatically 
implies a lack of voice communication, a fact to be taken 
into consideration when weighing the benefits of VoIP. 

Phone service is a resource that may be misappro¬ 
priated on a large scale (as opposed to the occasional 
personal phone call). Although less common now, some 
types of PBX (private branch exchange) can be “hacked,” 
allowing an attacker to obtain free long-distance serv¬ 
ice or to mount modem-based attacks from a “spoofed” 
phone number. 

As already mentioned, cellular communications may 
also fail in an emergency. Another alternative emergency 
communication system would be a battery-powered, two- 
way radio that broadcasts on a frequency monitored by 
emergency agencies; this may require a governmental 
license. In any case, RF-emitting devices must not be 
active near equipment that could suffer from the emis¬ 
sions. Chapter 12 of Garcia (2001) discusses the use of 
radios as a standard tool of security guards and suggests 
a minimum of four to six channels as a defense against 
jamming. 

Water 

Although water is often looked on as a threat to com¬ 
puter network equipment, the lack of water can also be 
a threat. As was the case with storage media, information¬ 
processing equipment will suffer from excessively high 
temperatures. In some facilities, heating, ventilation, and 
air conditioning (HVAC) equipment is an essential sup¬ 
port component for information-processing equipment. 
After the attack on the Pentagon, the maintenance of 
computer operations hinged on stopping the hemorrhage 
of chilled water used for climate control. 

Water is also required for human sanitation needs and 
for many fire-suppression systems, even in areas with 
sensitive equipment (as will be detailed later). 

Electrical Anomalies 

As discussed earlier, electrical equipment cannot func¬ 
tion without power, but the quantity and quality of elec¬ 
tricity supplied to equipment are important, too. The 
term power conditioning refers to smoothing out the ir¬ 
regularities of the power supply. Although maintaining 
power is clearly the highest priority, we introduce power 
conditioning first, as power maintenance devices can 
also condition power. 


Electrical anomalies that affect equipment need not ar¬ 
rive via the power supply. Others result from the buildup 
and discharge of static electricity. Still others arise when 
one electrical device broadcasts "information” in conflict 
with the digital information being processed by another 
device. 

Power Conditioning 

Low-voltage equipment such as telephones, modems, and 
networks are susceptible to small changes in voltage. In¬ 
tegrated circuits operate on very low currents (measured 
in milliamps); they can be damaged by minute changes in 
current. Power fluctuations can have a cumulative effect 
on circuitry over time, termed “electronic rust." Of the 
data losses due to power fluctuations, about three-fourths 
of culpable events are drops in power. 

Even under normal conditions, the power grid will de¬ 
liver transients created as part of the continual balancing 
act performed in distributing power. Abnormalities in the 
power supply are also caused by loose connections, wind, 
tree limbs, and errant drivers. Another source of surges 
is lightning; even cloud-to-cloud bolts can induce voltage 
on power lines. 

Both the power grid and communications can be af¬ 
fected by so-called space weather. The Earths magnetic 
field captures high-energy particles from the solar wind, 
shielding most of the planet while focusing it near the 
magnetic poles. Communications satellites passing 
between oppositely charged “sheets” of particles (seen as the 
Aurorae Borealis and Australis) may suffer induced cur¬ 
rents, even arcing; one was permanently disabled in 1997. 
A surge (sudden increase in current) due to a 1989 geo¬ 
magnetic storm blew a transformer, which in turn brought 
down the entire HydroQuebec electric grid in 90 seconds. 
The periods of most intense solar activity generally co¬ 
incide with Solar Max, when the cycle of sunspot activ¬ 
ity peaks every 10.8 years (on the average). The most 
recent peak was in July 2000. That said, some of the largest 
flares ever recorded occurred in October 2003 (and did ad¬ 
versely affect air-traffic control at high latitudes). It should 
be noted that the span of recorded history of solar weather 
disrupting human activity is very short; a solar anomaly 
of unprecedented scale could blow out transformers at all 
latitudes. 

Although external sources are the obvious culprits, the 
reality is that most power fluctuations originate within 
a facility. A common circumstance is when a device that 
draws a large inductive load is turned off or on; thermo¬ 
statically controlled devices, such as fans and compressors 
for cooling equipment, may turn off and on frequently. 

Surge protection ideally has three layers: lightning ar¬ 
resters, circuit breakers, and surge protectors and/or line 
filters. Uninterruptible power supplies can also provide 
surge protection. 

Lightning Precautions. The most devastating form of 
power surge is from a direct or nearby lightning strike. In 
addition, the heat from lightning can ignite a fire or can 
physically destroy by explosive expansion. But few busi¬ 
nesses would be willing to disconnect from the municipal 
power supply whenever the potential for lightning exists. 
Nor would that prevent all problems. Lightning can be 
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surprisingly invasive, penetrating where rain and wind do 
not. In addition to direct hits on power lines or a build¬ 
ing, near misses can travel through the ground and enter 
a building via pipes, telecommunication lines, or nails in 
walls. Moreover, lightning does not always hit the most 
"logical” target, and it can arrive unexpectedly. 

Consequently, the first line of defense for a large build¬ 
ing should be a lightning protection system. Although 
properly a defense applied at the level of facilities, it is 
discussed here because of its relation to surge protection. 
See National Fire Protection Association (2000, Standard 
for installation of lightning protection systems ) and Inter¬ 
national Electrotechnical Commission (1993) for differ¬ 
ent viewpoints on lightning protection systems. 

For homes, there are surge protectors for power, tel¬ 
ephone, and cable TV lines; however, during an electrical 
storm, there is no substitute for disconnecting computers 
from both the electric grid and communication lines. 

Surge Protectors and Line Filters. A surge protector is 
designed to protect against sudden increases in current. 
Ideally, it forms a third line of defense, the circuit breaker 
being the second, and a lightning protection system the 
first. 

Surge protectors are currently based on four technolo¬ 
gies, described in Table 2. 

Metal oxide varistor (MOV), gas tube, and silicon ava¬ 
lanche diode (SAD) surge protectors short-out the surge 
and isolate it from the protected equipment. The reactive- 
circuit type uses a large inductance to spread a surge out 
over time. All should have lights to indicate whether they 
are in functioning order. MOVs and SADs are the types 
preferred for computing environments because of their 
reaction times. All surge protectors require a properly 
grounded electrical system in order to do their job. 

Line filters clean power at a finer level, removing elec¬ 
trical noise entering through the line power. Their con¬ 
cern is not extreme peaks and valleys in the alternating 
current (AC) sine wave, but modulation of that wave. 
Their goal is to restore the optimal sine shape. Power 
purity can also be fostered by adding circuits rather than 
filters. The most important precaution is to keep large ma¬ 
chinery off any circuit powering computing equipment. 
If possible, it is preferable to have each computer on a 
separate circuit. 


Uninterruptible Power Supply (UPS) 

An uninterruptible power supply counteracts a loss of 
power for equipment whose continued functioning is cru¬ 
cial. Often forgotten is that power supply is also crucial for 
support equipment, such as HVAC and some types of mon¬ 
itoring devices. For some equipment, power may need to 
be maintained only long enough for a graceful shutdown 
without loss of data. 

An uninterruptible power supply typically provides 
surge protection as well as power continuity. This is 
accomplished by means of separate input and output cir¬ 
cuits, the input circuit inducing current in the output 
circuit. A UPS may also incorporate noise filtering. UPS 
systems fall into three categories. 

An online system separates the input and output with 
a buffer, a battery that is constantly in use and (almost) 
constantly being charged. This is analogous to a water 
tank providing consistent water pressure, regardless of 
whether water is being added to it. This is the original 
and most reliable design for a UPS. In the strictest sense, 
this is the only truly uninterruptible power supply; its 
transfer time (defined below) is 0 msec. 

An offline system sends the primary current straight 
through in normal circumstances, but transfers to backup 
power if its detection circuit recognizes a problem with 
the primary power. The problem might be a complete 
drop in primary power, but it might also be a spike, 
a surge, a sag (drop in voltage), or electrical noise. 

A line interactive system is similar to an offline system, 
but its output waveform will be a sine wave (as is the in¬ 
put waveform) rather than a square or step wave. 

Aside from its basic type, the most important character¬ 
istics of a UPS are its 

• capacity—how much of a load it can support (meas¬ 
ured in volt-amps or watts) 

• voltage—the electromotive force with which the cur¬ 
rent is flowing (measured in volts) 

• efficiency—the ratio of output current to input current 
(expressed as a percentage) 

• backup time—the duration during which it can provide 
peak current (a few minutes to several hours) 

• transfer time—the time from the drop in primary power 
until the battery takes over (measured in milliseconds) 


Table 2: Comparison of Types of Surge Protectors 


Surge Protector Type 

Characteristics 

MOV (metal oxide varistor) 

Inexpensive, easy to use, but progressively degrades from even minor surges (possibly 
leading to a fiery demise) 

Gas tube 

Reacts quickly, can handle big surges, but may not deactivate until an alternating 
circuit polarity flip (which may mean the computer shuts down in the meantime) 

SAD (silicon avalanche diode) 

Faster than an MOV (1 nsec vs. 5 nsec), but has a limited power capacity 

Reactive circuit 

Also smoothes out noise but can only handle normal-mode surges (between hot and 
neutral lines) and may actually cause a common-mode surge (between neutral and 
ground lines), which is thought to be the more dangerous type of surge for desktop 
computers 
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• battery life span—how long it is rated to perform as 
advertised; 

• battery type—a small Ni-MH (nickel metal hydride) 
battery may support an individual machine, whereas 
lead-acid batteries for an entire facility may require a 
room of their own 

• output waveform—sine, square, or step (also known as 
a modified sine) wave 

Another consideration is the intended load: resistive (as 
a lamp), capacitive (as a computer), or inductive (as a mo¬ 
tor). Because of the high starting current of an inductive 
load, the components of an offline UPS (with its square or 
step wave output) would be severely damaged. Actually, 
an inductive load will have a similar but less severe effect 
on other types of UPS systems (with sine-wave output). 

Some UPS systems have features such as scalability, 
redundant batteries, or redundant circuitry. Especially 
important is interface software, which can do any or all 
of the following: 

• indicate the present condition of the battery and the 
main power source 

• alert users when backup power is in operation, so that 
they can shut down normally 

• actually initiate a controlled shutdown of equipment 
prior to exhaustion of backup power 

This last feature is critical on those occasions (e.g., fires 
and floods) when power must suddenly be cut; this in¬ 
cludes disconnecting a UPS from its load. (Emergency 
lighting and fire detection and suppression systems must, 
of course, have self-contained power sources and re¬ 
main on.). Any intentional disruption of power should be 
coordinated with computers via software to allow them 
to power down gracefully. 

The existence of any UPS becomes moot whenever 
someone accidentally flips the wrong switch. The low-cost, 
low-tech deterrent is switch covers, available in stock and 
custom sizes. 

Large battery systems may generate hydrogen gas, 
pose a fire hazard, or leak acid. Even a sealed, mainte¬ 
nance-free battery must be used correctly. It should never 
be fully discharged, it should always be recharged imme¬ 
diately after use, and it should be tested periodically. 

Many UPS systems have backup times designed only to 
allow controlled shutdown of the system so that no data 
are lost and no equipment is damaged. For continued op¬ 
eration during extended blackouts, a backup generator 
system will also be necessary. It is tempting to place large 
UPS systems and generators in a basement, but that can 
backfire if the power outage is concurrent with water en¬ 
tering the building. It is important to anticipate plausible 
combinations of calamities. 

A UPS should come with a warranty for equipment 
connected to it. However, the value of any lost data is 
typically not covered. 

When limited resources do not allow for all equipment 
to be on a UPS, the process of deciding which equipment is 
most critical and therefore most deserving of guaranteed 
power continuity should consider two questions. First, 


if power is lost, will appropriate personnel still receive 
automated notification of this event? Second, is the con¬ 
tinued functioning of one piece of equipment moot if an¬ 
other component loses power? 

See Kozierok (2004) for a sequence of Web pages in¬ 
troducing the various aspects of the subject. 

Electrostatic Discharge 

A type of electrical anomaly worthy of special note can 
be created on a very local scale. Triboelectricity (static 
electricity) results from the same segregation of positive 
and negative charges that spawns lightning. It typically 
is generated by friction. Among factors contributing to 
a static-prone environment are low relative humidity (pos¬ 
sibly a consequence of heating) and synthetic fibers in 
floor coverings, upholstery, and clothing. Even when not 
discharged, static electricity poses a risk because it can 
attract contaminants. 

An electrostatic discharge (ESD) of static electricity, 
though highly localized, is nevertheless a potentially seri¬ 
ous form of excess power. It can produce electromagnetic 
interference (see the next section) or a spike (momentary 
increase in voltage) of surprisingly high voltage. Espe¬ 
cially at risk is integrated circuitry that has been removed 
from its antistatic packaging just before installation. In 
actuality, just opening the cover of a computer increases 
the vulnerability of the components inside. Estimates 
on the voltage threshold at which damage to electronic 
circuitry can occur vary by an order of magnitude—not 
surprising given the variety of circuits in use. Intel (2003) 
says, “Many of the more sophisticated electronic com¬ 
ponents can be damaged by charges as low as 10 volts." 
Next-generation technology in development will be even 
more sensitive to discharges. At a few thousand volts, 
monitors, disk drives, and printers can malfunction and 
a computer system may shut down. 

There is more agreement on voltage thresholds that 
relate to human perception. The minimum voltages at 
which a discharge can be felt and heard are in the ranges 
of 1500 to 3000 and 3000 to 5000 volts, respectively. Hu¬ 
mans can generate over 10,000 volts, enough to produce 
a visible blue spark. The point is this: The most likely de¬ 
livery system for a discharge is a human, and a human 
may deliver a charge that is both damaging and imper¬ 
ceptible. See Electrostatic Discharge Association (2001) 
for a thorough introduction to ESD. 

The dangers of static electricity can be reduced by 
inhibiting its buildup, providing ways for it to dissipate 
gradually (rather than discharge suddenly), or insulating 
vulnerable items. General techniques for discouraging 
the buildup of static electricity include the following: 

• Properly bond components and ground equipment. 

• Keep the relative humidity from dropping too low (i.e., 
below 40 percent). 

• Avoid the use of carpets and upholstery with synthetic 
fibers, or spray them with antistatic sprays. 

• Use antistatic tiles or carpets on floors. 

• Do not wear synthetic clothing and shoes with soles 
prone to generating charges. 
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• Use an ionizer, which sends both positive and negative 
ions into the air as a neutralizing influence. 

It is also advisable to keep computers away from metal 
surfaces or to cover metal surfaces with dissipative mats 
or coverings. 

Electronic circuitry becomes exposed to a possible 
ESD from a human as soon as the case of a computer is 
open. It is most at risk when it is encased in neither a com¬ 
puter nor its antistatic shipping container. The following 
precautions should be taken when installing integrated 
circuits and cards: 

• Work on an antistatic mat. 

• Use an antistatic "garment” such as a bracelet or strap 
for wrists and ankles, glove, finger cot, or smock. 

• Attach the computer, antistatic mat, and antistatic gar¬ 
ment to a common, reliable ground. 

• Avoid touching any conducting surface of a card or 
chip. 

• Do not set a component on a synthetic or other static- 
prone surface. 

See Electrostatic Discharge Association (2001) for a se¬ 
quence of Web pages introducing ESD and its control. 

Electromagnetic Interference 

Digital and analog information is transmitted over con¬ 
ductive media by modulating an electrical current or is 
broadcast by modulating an electromagnetic wave. Even 
information intended to remain within one device, how¬ 
ever, may become electromagnetic interference (EMI) for 
another device. Any energized wire emits electromagnetic 
radiation, and any wire (energized or not) can act as an 
antenna. Thus, electrical devices have an inherent poten¬ 
tial to interfere with one another by broadcasting and 
receiving conflicting “information.” The “messages” may 
have no more meaning than the "snow" on a television 
screen. Even with millions of wireless communications 
devices on the loose, much of the “electromagnetic smog” 
is incidental, produced by devices not designed to broad¬ 
cast information. 

The terms EMI and RFI (radio-frequency interfer¬ 
ence) are used somewhat interchangeably. The term elec¬ 
trical noise usually indicates interference introduced via 
the power input, though radiated energy may have been 
among the original sources of the noise; this term is also 
used with regard to small spikes. EMC (electromagnetic 
compatibility) is a measure of a components ability nei¬ 
ther to radiate electromagnetic energy nor to be adversely 
affected by electromagnetic energy originating externally. 
Good EMC makes for good neighbors. The simplest ex¬ 
ample of incompatibility is cross talk, when information 
from one cable is picked up by another cable. By its na¬ 
ture, a digital signal is more likely to be received noise- 
free than an analog signal. 

EMI from natural sources is typically insignificant 
(background radiation) or sporadic (like the pop of dis¬ 
tant lightning heard on an amplitude-modulated radio). 
Occasionally, solar flares can muddle or even jam radio 
communications on a planetary scale, especially at Solar 


Max. Fortunately, a 12-hour window for such a disrup¬ 
tion can be predicted days in advance. It is now possible 
to receive automated alerts regarding impending adverse 
space weather—that is, electromagnetic anomalies orig¬ 
inating with solar flares and potentially disruptive of 
communications and power networks (especially at high 
latitudes). The service can be tailored with regard to the 
means of notification (e-mail, fax, or pager), the type of 
event expected (radio burst, geomagnetic impulse, and so 
forth), and the threshold at which a warning should be 
reported. See Space Environment Center (2002). 

Most EMI results from electrical devices or the 
wires between them. Modulating power supply lines to 
synchronize wall clocks within a facility can have the 
side effect of interfering with the proper functioning of 
computer systems. For radiated interference, mobile 
phones and other devices designed to transmit signals are 
a major hazard; according to Garfinkel (2002), they have 
triggered explosive charges in fire-extinguisher systems. 
Major high-voltage power lines generate fields so powerful 
that their potential impact on human health has been called 
into question. Motors are infamous sources of conducted 
noise, although they can radiate interference as well. 

Government regulations limit how much RF (radio¬ 
frequency) radiation computers and other electronic de¬ 
vices may emit and where they may be used. To achieve 
EMC in components, there are specially designed, conduc¬ 
tive enclosures, gaskets, meshes, pipes, tapes, and sprays. 
The simplest measure for achieving EMC is to use shielded 
cables and to keep them separated to prevent cross talk. 
Devices designed to be RF emitters, such as mobile phones, 
should be kept away from computers with sensitive data. 

For an annotated bibliography of EMC publications, 
see Gerke (2003). An especially important reference re¬ 
garding grounding and EMC is Institute of Electrical and 
Electronic Engineers (1999). 

On a related note, some equipment can also be dam¬ 
aged by strong magnetic fields. 

Environmental Conditions 

As with storage media, the physical security of network 
equipment includes maintaining an environment free of 
inappropriate temperature, humidity, substances, and 
forces. 

Temperature and Humidity 

Most individual pieces of electrical equipment have no 
control over humidity and possess merely a fan for tem¬ 
perature control. Thus, in many facilities, dedicated HVAC 
(heating, ventilation, and air-conditioning) equipment is an 
essential support component for maintaining the security 
of information. As mentioned earlier, after the attack on 
the Pentagon, continued computer operations hinged 
on stopping the hemorrhage of chilled water for climate 
control. Because HVAC systems generally serve rooms 
and buildings rather than individual pieces of equipment, 
discussion of HVAC will be deferred until the major sec¬ 
tion on facilities. For now, the focus is primarily on the 
threats to equipment. 

Most electrical equipment is designed for use at low 
to moderate humidity. High humidity has a long-term 
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corrosive effect. On the other hand, very low humidity 
may change the shape of some materials, thereby affect¬ 
ing performance. A more serious concern, noted earlier, 
is that static electricity is more likely to build up in a dry 
atmosphere. If not actively controlled, humidity tends to 
drop when air is heated. 

The internal temperature of equipment can be signifi¬ 
cantly higher than that of the room air. Although increas¬ 
ing densities have brought decreasing currents at the 
integrated-circuit level, dissipation of heat is still a major 
concern. If a cooling system fails, a vent is blocked, or 
moving parts create abnormal friction, temperature lev¬ 
els can rise rapidly. 

Well below the point at which permanent damage 
begins (see Table 1), high temperatures can decrease 
computer performance, sometimes in ways that are not 
immediately evident; the resources might continue to op¬ 
erate, but with unreliable results. The severity of perma¬ 
nent damage increases with temperature and exposure 
time. Silicon—the foundation of current integrated cir¬ 
cuitry—will lose its semiconductor properties at signifi¬ 
cantly lower temperatures than what it takes to melt the 
solder that connects a chip to the rest of the computer. 

For perspective, some heat-activated fire-suppression 
systems are triggered by ambient temperatures (at the 
sensor) as high as 71°C (160°F). Even in temperate cli¬ 
mates, the passenger compartment of a sealed automo¬ 
bile baking in sunlight can reach temperatures in excess 
of 60°C (140°F). If a mobile computer is directly in sun¬ 
light and absorbing radiant energy, the heating is more 
rapid and pronounced, especially if the encasing material 
is a dark color, which, in the shade, would help radiate 
heat. 

Although excessive heat is the more common culprit, 
computing equipment also has a minimum temperature 
for operation. Frigid temperatures can permanently dam¬ 
age mobile components (e.g., the rechargeable battery 
of a laptop computer), even (in fact, especially) when they 
are not in use. Plastics can also become more brittle and 
subject to cracking with little or no impact. 

Foreign Substances 

Foreign substances—those that do not belong in the 
information-processing environment—range from in¬ 
sects down to molecules. They can damage equipment 
and storage media in subtle, perhaps unseen, ways. 
Often damage results from the combination of a normal 
motion (e.g., rotation of a disk) and an inappropriate 
substance. 

The most prevalent threat is dust. Even fibers from 
fabric and paper are abrasive and slightly conductive. 
Worse are finer, granular dirt particles. Manufacturing by¬ 
products, especially metal particles with jagged shapes, are 
worse yet. Magnetic and optical storage media become 
a moving part when used in equipment. It is the combina¬ 
tion of motion with foreign particles that is particularly 
damaging. Rotating media can be ground repeatedly by 
a single particle; a hard-drive head crash is one possible 
outcome. 

A massive influx of foreign particles can overwhelm 
the air-filtering capability of HVAC systems, which can in 


turn result in adverse temperature and/or humidity. The 
potential causes include the following: 

• Controlled implosion of a nearby building 

• Catastrophic collapse (such as occurred near the World 
Trade Center) 

• Volcanic eruption 

• Dust storm 

• Massive wildfire 

• Wind storm carrying debris left over from a massive 
wildfire (as happened weeks after the major fires in 
California in 2003) 

Dust surges that originate within a facility because of con¬ 
struction or maintenance work are not only more likely 
than nearby catastrophes, they can also be more difficult 
to deal with because there may be no air filter between the 
source and the endangered equipment. A common prob¬ 
lem occurs when the panels of a suspended ceiling are 
lifted and particles rain down. 

Keyboards are convenient input devices—for dust and 
worse. The temptation to eat or drink while typing only 
grows as people increasingly multitask. Food crumbs are 
stickier and more difficult to remove than ordinary dust. 
Carbonated drinks are not only sticky, but also far more 
corrosive than water. In industrial contexts, other hand- 
borne substances may also enter. 

Smoke consists of gases, particulates, and possibly 
aerosols resulting from combustion (rapid oxidation, 
usually accompanied by glow or flame) or pyrolysis (heat- 
induced physicochemical transformation of material, 
often prior to combustion). The components of smoke, 
including that from tobacco products, pose all the haz¬ 
ards of dust and may be corrosive as well. 

Some airborne particles are liquid droplets, or aero¬ 
sols. Those produced by industrial processes may be 
highly corrosive. A more common and particularly perni¬ 
cious aerosol is grease particles from cooking, perhaps 
in an employee lunchroom; the resulting residue may be 
less obvious than dust and may cling more tenaciously. 

Water—whether it flows in (from below or above), 
waffs in (as an aerosol), or condenses (because of high 
humidity)—is a critical problem in energized electri¬ 
cal equipment. Water’s conductive nature (assuming, as 
is likely, that it is not distilled water) can cause a short 
circuit (a current that flows outside the intended path). 
When the improper route cannot handle the current, the 
result is heat, which will be intense if there is arcing (a 
luminous discharge from an electric current bridging 
a gap between objects). This may melt or damage items 
and may even spawn an electrical fire. 

Inappropriate Forces 

Although computers and their components have im¬ 
proved considerably in shock resistance, there are still 
many points of potential failure due to shock. Hard drives 
and laptop LCD (liquid crystal display) screens remain 
particularly susceptible. 

More insidious are protracted, chronic vibrations. 
These can occur if fixed equipment must be located 
near machinery, such as HVAC equipment or a printer. 
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If sensitive equipment cannot be located away from these 
sources of vibration, vibration-absorbing mats can be 
placed under the sensitive equipment or under the offend¬ 
ing device. Mobile equipment that is frequently in tran¬ 
sit is also at higher risk. Persistent vibrations can loosen 
things, notably screws, that would not be dislodged by 
a sharp blow. Even low-grade vibrations will eventually 
misalign read-write heads. 

With the upsurge in mobile computing has come an 
increased incidence of damage from shock, vibration, 
dust, water, and extremes of temperature and humidity. 
One survey found that 18 percent of corporate laptops in 
"/jourugged” applications had suffered substantial dam¬ 
age (averaging about half the purchase price). Several 
precautions that should be taken with a laptop are: 

• transporting it only in a case designed for that purpose 

• making sure it is off (not just in standby mode) when it 
is stored in its case (to avoid overheating) 

• avoiding leaving it where it is subjected to temperature 
extremes (such as an unoccupied car) 

• not subjecting it to moisture, dust, food, or drink 

• being careful not drop, bang, or jostle it 

Ruggedization of Equipment 

An alternative to pampering a device is to make it more 
resistant to hazards. Laptops and other mobile devices 
can be "ruggedized” by adding characteristics such as the 
following: 

• having an extra-sturdy metal chassis, possibly encased 
in rubber 

• being shock- and vibration-resistant (with a floating 
LCD panel or gel-mounted hard drive) 

• being rainproof, resistant to high humidity, and toler¬ 
ant of salt fog 

• being dustproof (with an overlay panel for the LCD 
screen) 

• being able to withstand temperature extremes and ther¬ 
mal shock 

• being able to operate at high altitude 

Touch screens, port replicators, glare-resistant coatings 
for the LCD screen, and modular components are avail¬ 
able on some models. Some portable ruggedized units re¬ 
semble a suitcase more than a modern laptop. 

Ruggedization techniques can also be used for any 
computer that must remain in areas where explosions or 
other harsh conditions may be encountered. Accessories 
available are ruggedized disk drives, mouse covers, trans¬ 
parent keyboard covers, and sealed keyboards (some of 
which can be rolled up). Some biometric devices can be 
used in demanding environments. 

The term industrial Ethernet refers to the use of Eth¬ 
ernet to connect factory floor operations with front-of¬ 
fice data systems. Ruggedization aspects associated 
with this include hardened cable systems, sealed RJ 45 
connectors, and M12-4 "D” connectors for tight spaces. 
Some equipment is designed to operate continuously at 
5 to 40°C (41 to 104°F) and 5 to 85 percent humidity and. 


for periods up to 72 hours, at even wider temperature 
and humidity ranges. Seismic racks are specially de¬ 
signed with internal bracing and/or shock absorption to 
hold servers as well as keyboards and monitors. A com¬ 
monly applied standard for ruggedization is Bellcore 
GR-63-CORE. 

Physical Access Control for Equipment 

It is self-evident that access to equipment must be limited 
to authorized personnel to prevent vandalism, theft, and 
inappropriate use. 

By comparison with stealing storage media, stealing 
hardware usually involves removing bigger, more obvi¬ 
ous objects, such as computers and peripherals, with the 
outcome being more apparent to the victim. Garfinkel 
(2002), however, reports thefts of random access memory 
(RAM). If not all the RAM is removed from a machine, the 
loss in performance might not be noticed immediately. 

At some facilities, only entrance to areas and/or con¬ 
tact with resources—equipment and storage media—is 
controlled. When removal of resources (or copies thereof) 
by persons authorized to have contact with them is a con¬ 
cern, control of egress should be equally important. (See 
also the comments on the need for and challenges of al¬ 
lowing emergency egress in the later section on “Fire Pre¬ 
paredness.") There are several philosophical approaches 
to controlling physical contact with and movement of re¬ 
sources. These methods can be used in combination with 
one another. 

• Physical contact with a resource is restricted by putting 
it in a locked cabinet, safe, or room; this would deter 
even vandalism. 

• A machine may be accessed, but it is secured (perhaps 
permanently bolted) to an object difficult to move; this 
would deter theft. In a variation of this, movement 
of an object is allowed, but a motion-sensored alarm 
sounds. 

• Contact with a machine is allowed, but a security de¬ 
vice controls the power switch. 

• A machine can be turned on, but logging on requires a 
user identification process, possibly involving a pass¬ 
word or a biometric device. Related to this is the idea 
of having the computer “locked” by software (perhaps 
a password-protected screensaver) while the user is 
away from the machine. 

• A resource is equipped with a tracking device, such as 
an RFID tag, so that a sensing portal can alert security 
personnel or trigger an automated barrier to prevent 
the object from being moved out of its proper security 
area. 

• An object, either a resource or a person, is equipped 
with a tracking device so that his, her, or its current 
position can be monitored continually. 

• Resources are merely checked in and out by employ¬ 
ees, for example by scanning barcodes on items and ID 
cards, so that administrators know at all times who has 
what, but not necessarily where they have it. 

Specific hardware for controlling physical access is dis¬ 
cussed in the major section on facilities because most 
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devices protect spaces rather than individual pieces of 
equipment. 

Worthy of note here, however, are laptop comput¬ 
ers. Because it is often beyond an organization’s ability 
to control access to the space it is in, a laptop provides 
increased opportunity for theft. According to Gordon 
et al. (2006), the third costliest category of computer crime 
for businesses is theft of laptop computers. Rittinghouse 
and Hancock (2003) suggest that employees sign an ac¬ 
knowledgment of additional precautions to be taken with 
off-site use of mobile devices. When a laptop must be left 
unattended, it should be kept it in a locked cabinet or car 
trunk or, at the very least, hidden from the view of pas- 
sersby. The suggestion to “disguise” a laptop by not car¬ 
rying it in a case designed for it runs contrary to proper 
practice for protecting the machine from accidental 
blows, etc. Some hardware devices specific to deterring 
laptop theft are security cables (for locking the laptop to 
a less movable object) and alarms. 

The prudent assumption is that a laptop will even¬ 
tually be accessed by an unauthorized person. In addi¬ 
tion to hardware and/or software controls for logging in, 
portable machines should have all stored sensitive data 
encrypted. There are also software products for helping 
recover or control stolen laptops. One application has the 
laptop periodically report its serial number to a central 
monitoring center. If necessary, the laptop can be traced 
to its current location. The software is supposed to re¬ 
main hidden and resident, even if a drive is formatted or 
the operating system is reinstalled. (See Absolute Soft¬ 
ware, 2003.) 

It is sometimes appropriate for an organization to al¬ 
low public physical access to some of its computers. In 
such case, certain cyberprecautions should be taken. Such 
computers should be on a separate LAN, isolated from 
sensitive resources. Furthermore, to avoid any liability 
issues, the public should not be afforded unrestricted ac¬ 
cess to the Internet. 

PHYSICAL SECURITY FOR FACILITIES 

Much of the control of physical security for the network 
resources already discussed—storage media and infor¬ 
mation-processing equipment—actually takes place at 
the level of facilities. In particular, control of physical ac¬ 
cess to spaces, most environmental controls, and most 
preparations for fire, flood, and damaging forces are done 
at this level. Each control put in place typically protects 
multiple pieces of equipment and storage media. 

Physical Access Control for Spaces 

Controlling physical access to buildings and rooms can 
be crudely broken down into three aspects: first, barri¬ 
ers and openings; second, lighting and surveillance; and 
third, detectors and alarms. 

Barriers and Openings 

The most fundamental protection against intruders is 
to put obstacles in their way. In doing so, we must not 
unreasonably impede authorized access or emergency 
egress. In theory, barriers are preventive measures. In 


reality, they are merely deterrents. To paraphrase Gen¬ 
eral George C. Patton, any security device designed by 
humans can be defeated by humans. Each has its own 
weaknesses to attacks by stealth or force. The context 
will determine which type of attack is more likely. Stealthy 
attacks usually require more expertise and time. Force¬ 
ful attacks are simpler, but typically are noisier and 
require larger tools. POA Publishing LLC (2003) has 
numerous comparisons (some the result of research at 
Sandia Laboratories) of the time required for and the noise 
produced by various types of attacks on different kinds 
of walls, doors, windows, and locks. 

The openings required for the passage of people, air, 
and utilities are the most obvious potential weak points 
where penetration by people, foreign particles, and fire is 
easier. In some cases, however, walls have turned out to 
be easier to breach than locked doors. Doors tend to get 
the most attention when it comes to protection, but win¬ 
dows, even if sealed shut, are relatively “open” compared 
to the more impermeable surrounding walls. Some of the 
unseen openings are easy to overlook, especially below 
raised floors (common in computing centers) and above 
suspended ceilings (common in many rooms). These 
include passages for power and communication lines, 
water and sewer lines, and ventilation. 

The barriers to intrusion form layers, from the cam¬ 
pus boundary to buildings to rooms to safes. Using each 
layer effectively to protect the information-processing en¬ 
vironment provides defense in depth. 

The outermost barrier can be established at the prop¬ 
erty line. The sensitivity of a facility may require a wall or 
fencing. If vehicles must be permitted on the property, the 
potential for car or truck bombs may require strict con¬ 
trol of which vehicles can drive or park where; permanent 
barriers, pop-up barriers, swing-down arms, “wrong-way" 
tire-puncturing spikes, and guard houses are possible 
traffic controls. 

The second barrier is buildings. Exterior architecture 
and landscaping should avoid providing easy access to 
windows and roofs or obscuring public view of entrances. 
Regional and seasonal considerations should influence 
grounds maintenance. In colder climes, security-aware 
architecture may be nullified if snow is allowed to drift up 
toward windows or near entrances. In all climates, exter¬ 
nal construction materials should inhibit ignition by ex¬ 
ternal fires. In dry regions, special care should be taken to 
keep away from buildings any vegetation with the poten¬ 
tial to fuel wildfires. Roofs often have service hatches—for 
example, to afford servicing of external components of an 
air-conditioning system. Any roof or windows that might 
reasonably be accessed via a portable ladder should be 
protected accordingly. 

The third barrier is the surfaces of individual rooms. 
Floors and ceilings are often forgotten. In the case of 
a dropped ceiling or a raised floor, the hidden space should 
not extend above or below multiple rooms if the intention 
is that access to each room be controlled separately. It is 
at the level of rooms or groups of rooms that fire divisions 
(discussed later) are created. 

The fourth barrier, within rooms, is vaults, safes, or 
locked cabinets for storing specific resources. Such con¬ 
tainers may serve double duty, providing not only safety 
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from unauthorized access, but also from certain envi¬ 
ronmental threats (fire, moisture, electrical fields, mag¬ 
netic fields, etc.). A safe typically has a combination lock, 
which may be either mechanical or electrical. The locking 
mechanism may be a time-delay lock (which cannot be 
opened until a fixed duration of time after the correct 
combination has been dialed or pressed) or a time lock 
(which cannot be opened except during certain predeter¬ 
mined periods). Although these theft-deterrent features 
are most common when protecting money, they may have 
wider application as well. Safes are rated by certification 
agencies (such as Underwriters Laboratories) based on 
the time it would take for a skilled and suitably equipped 
safe-cracker to compromise it; the safe, if not monitored 
remotely, should be visited by a guard patrol at intervals 
less than the rated time of the safe. 

These layers need not restrict access the same way. In 
some settings, stringent controls at the outermost layer 
may obviate the need to “recheck” people once they are 
inside. A more orthodox scheme is to tighten security 
closer to sensitive resources. 

There are a multitude of devices for keeping people 
out of areas or containers, ranging from padlocks to en¬ 
closures with two doors. Fundamental to most systems 
are the following: 

• an immovable barrier (e.g., a wall) with an opening 

• a door or comparable part that can be moved to block 
or to expose the opening 

• a way of securing the “door” to the barrier, typically 
with a bolt or latch 

The bolt used to secure a door is usually either a latchbolt 
or a deadbolt. The former provides greater convenience 
as it is spring-loaded and beveled, so it slides into the 
strike when the door is pulled closed. The latter provides 
greater security, as it requires an additional separate ac¬ 
tion after the door is closed to move the bolt into the 
strike. Bolts controlled electrically may be either fail-safe 
(opening if power fails) or fail-secure (remaining closed 
if power fails). 

Traditional mechanical locks using metal keys are still 
common and may be adequate in certain situations. They 
certainly are better than nothing (as is often the case with 
wiring cabinets). As with encryption, security is no better 
than key management. Policy guidelines in this connec¬ 
tion include the following: 

• special security for the key cabinet 

• logs of who has which key(s) 

• periodic inventories of keys, duplicates, and blanks 

• stampings of “Do not duplicate” on keys 

• the absence of room or name identification on keys 

Comparable precautions must be taken with combina¬ 
tions, personal identification numbers, badges, and cards 
of various types. 

Electronic access control (EAC) systems typically 
involve a central point of control and monitoring. EAC 


systems may provide the security practitioner the follow¬ 
ing capabilities: 

• being able to lock and unlock doors remotely 

• being able to log who has entered 

• being able to preclude access by specific persons (per¬ 
haps everyone) 

• knowing when a room is legitimately occupied so 
intrusion-detection devices can be deactivated (prefer¬ 
ably automatically) 

• knowing in times of emergency where people still 
remain 

The actual identification mechanism may be the use of 
some kind of card and/or PIN (personal identification 
number). The most promising new technology appears to 
be biometric devices. A major advantage of these is that 
they depend on a physiological or behavioral characteris¬ 
tic, which cannot be forgotten or lost and which is difficult 
to forge. There are a wide range of available technologies, 
which are the subject of the chapter “Biometrics;” con¬ 
sequently, we do not detail the many types of biometric 
devices in Table 3. 

Table 3 lists a selection of the more common compo¬ 
nents of physical access control systems. Some, such as 
door closers, must be used in combination with other 
things. 

It is not practical here to enumerate the various tech¬ 
niques for defeating each of the various access control 
devices listed in Table 3. POA Publishing LLC (2003, 
60) lists the average time it takes to surreptitiously neu¬ 
tralize several different kinds of standard locks via dif¬ 
ferent techniques. Whereas most of us probably think 
of picking a lock or shimming a latchbolt (stereotypi- 
cally, with a credit card) as the usual attacks on locks, 
most people do not have the right skills and/or tools 
for a stealthy attack. Consequently, most attacks are 
by force. The most vulnerable type of lock is the kind 
that incorporates the key mechanism in the door knob, 
common in residential use, as it can easily succumb to 
an attack by force. 

All parts of an opening and its closure are fair game 
for attacks. Exposed hinges are easy to remove. A strike 
that is weak or weakly attached will give way under the 
force of a quickly moving shoulder. The bolt can be ex¬ 
posed by prying a flimsy door jam or “peeling" poorly 
constructed doors or walls. The locking mechanism itself 
can succumb to particular types of drilling, punching, 
hammering, and wrenching. 

In assessing a candidate architecture with respect to 
barriers and openings, the time, resources, and sophisti¬ 
cation of a likely hypothetical attacker must be correlated 
with both the assets it protects (the bigger the prize, the 
greater the enticement to attack) and the overall security 
scheme. Of particular note with regard to that overall se¬ 
curity scheme is how the choice of openings and barriers 
should be made in concert with the choice of lighting and 
surveillance, discussed in the following section. A well-lit, 
well-observed point of potential attack may not need to 
be as resistant to the type of attack requiring privacy for 
an extended time. 
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Table 3: Physical Access Control Components 


Access Control Type 

Characteristics 

Badge, visitor's pass 

Worn by authorized persons, checked by security guards (and perhaps other 
employees). For employees, should feature a photograph. Features to prevent forgery 
should be incorporated. 

Mechanical key lock 

Requires inserting and turning a metal key with a specific configuration. Among 
various subtypes, pin-tumbler offers better protection than warded, wafer, or lever 
locks. 


Mechanical version involves turning a dial to certain positions. Electronic version 
requires typing a specific sequence on a keypad. 

Activated upon insertion of a smartcard or swiping of a card with a magnetic strip or 
bar code. May also incorporate a keypad for entering a personal identification number. 
Alternatively, may sense a proximity card without contact. 

Holes in card are read by passage of light or contact brushes. Now used only for hotel 
security. 

Slid through a reader. Can use a magnetic strip or a bar code. Can be used in 
conjunction with a personal identification number. Magnetic watermarked subtype 
has magnetic strip embedded, not added on to outside. Infrared shadow subtype is 
transparent to infrared light, has embedded bar code. 

Embedded circuitry emits frequencies that can be detected by a reader when the card 
is near. Reader can be hidden in a wall. Card can remain inside clothing. Suffers less 
wear than a swipe card. Same principle can be applied to automobile access. 

Contains memory circuitry to carry a user's identification information. Intelligent (or 
protected or segmented) subtype has logic to control memory access. 

Contains both memory for a user's identification information and processing power to 
run related security protocols. 

Many subtypes, exploiting physiological and/or behavioral characteristics of the user. 
(See "Biometrics".) 

Frame-mounted hybrid electric device. Allows door handle to operate if power fails. 
Designed for emergency egress. 

Electromagnet installed on door frame plus strike plate on door. Always a fail-safe 
device. Direct-hold subtype is surface-mounted on the secure side of door and door 
frame. Shear (or concealed) subtype in embedded within door and door frame. 

Solenoid moves a strike from door frame into door. No wiring in door required. Can be 
fail-safe or fail-secure, use a latch bolt or deadbolt. 

Similar to a mechanical lockset, but with solenoid action in place of key action. Can 
be fail-safe or fail-secure. 

Automatically pulls a door shut after it has been opened. 

Used as a choke point (possible with a programmed time delay and sensors in walls) to 
prevent entry by two people at once ("piggybacking" or "tailgating"). 


Mantrap (or double¬ 
vestibule portal) 

Glass enclosure with two doors that cannot be opened simultaneously. Prevents 
"piggybacking." 

Dispensable barriers 

Foam, fog, or entangling devices deployed when intrusion is detected. (A "reactive- 
preventive" measure.) 


With regard to the interplay between barriers and left unattended and insecure during the work day. Even 

surveillance, it is appropriate to single out for comment at the end of each day, it is more inconvenient (and per- 

one particular, common workplace design: a large room haps impractical) for a cubicle occupant to secure all sen- 

with numerous cubicles. The relatively open architecture sitive materials. Even if materials are secured, they may 

of cubicles discourages certain types of behavior. On the be in a type of cabinet offering little resistance to an at- 

other hand, the “space" of each cubicle is not lockable as tack. However, a locked door may give an office occupant 

a room is. Removable materials are thus more likely to be a false sense of security; cleaning staff will likely have 


Stairtower lock 
Magnetic lock 

Electric strike lock 
Electric lockset 
Door closer 

Turnstiles, revolving doors 


Memory card 
Smartcard 
Biometric device 


Combination lock 
Card reader 

Hollerith card 
Swipe card 

Proximity card 
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access to individual offices. Therefore, at least outside 
normal working hours, security within an office should 
be treated as if it were in a cubicle. 

Lighting and Surveillance 

Whereas barriers can be an obstacle to intrusion, they can 
also be an aid to it. If, for example, an entrance is shel¬ 
tered, an intruder has a better chance of picking a lock 
unobserved. Consequently, one of the principles of crime 
prevention through environmental design (CPTED) is to 
increase the perception of natural surveillance—that is, 
a clear line of sight between the honest and the dishon¬ 
est. There are several applications of this principle. Out¬ 
side, fences, doors, and windows should not be obscured 
by hedges. The architectural design should also present 
an unobstructed view of doors and windows. Within the 
workplace, an open design can discourage certain kinds 
of activities. See Crowe (2004) for a broader discussion 
of CPTED. 

Organized surveillance can be done in person (by sta¬ 
tioned or roving guards) or remotely (by camera). In any 
case, if potential perpetrators are aware of the surveil¬ 
lance, then it can serve as a deterrent, not just as a reac¬ 
tive measure. 

Closed-circuit television (CCTV) or digital cameras 
may or may not be monitored by humans in real time, 
but some form of recording should be done in any case 
(to preserve evidence, perhaps for legal proceedings). Re¬ 
cording can be done on analog tape or digitally on hard 
drives. Real-time monitoring in some form is necessary to 
interrupt malfeasance before it is completed. For digital 
cameras, the tedious task of monitoring cameras—per¬ 
haps many in number—can be aided by integrating the 
camera system with motion-detection software or even 
intelligent software that can recognize suspicious activity 
or “hot" license plates (of cars known to be stolen or as¬ 
sociated with criminals). See [U.K.] Department of Trade 
and Industry (2005). To the extent possible, care should 
be taken to install cameras in a way that makes it difficult 
to disable them or their communication link with a moni¬ 
tor or recorder. 

Lighting and surveillance go hand in hand. Whether 
achieved remotely by cameras or in person, surveillance 
is aided by lighting. Therefore, good lighting is a deter¬ 
rent to crime. Although continual illumination is gener¬ 
ally preferred, motion-triggered lighting may have more 
of a deterrent effect in situations in which its activation 
would be noticed by others more readily than would be 
the actions of an intruder; an example would be where 
there are rows of shelving or equipment racks blocking 
natural surveillance. The most effective type of lighting 
to support color CCTV cameras is metal halide lamps be¬ 
cause they imitate daylight well; however, they are the 
most expensive type to install and maintain. See Chapter 5 
of Cumming (1992) for a comprehensive introduction to 
CCTV and types of lighting. 

Even if surveillance is not a concern, to help prevent 
accidents, some lighting should remain on outside busi¬ 
ness hours; it should remain on even if the municipal 
power supply fails and should not be controllable by 
any publicly accessible switches. Moreover, additional 


lighting triggered by a fire or other emergency should aid 
escape despite the presence of smoke. 

Detectors and Alarms 

When prevention and deterrence fail, the next line of 
defense is to discover, report, and react to fire or unau¬ 
thorized access. Whether for intrusion or fire, all alarms 
systems should adhere to the following principles: 

• The functioning of detectors and alarms should not 
depend on the municipal power supply, which can be 
disrupted; the control unit should indicate the status of 
both municipal and backup power. 

• The remote reporting by detectors should not depend 
on exposed communication lines that can be cut; al¬ 
ternatives available include radio, microwave, cellular, 
and satellite communication links. 

• Sensing and reporting should be zoned, meaning that 
responders know an event’s location within a facility; 
ideally, the monitor panel should provide specific infor¬ 
mation, such as whether a door is still ajar. 

A wide variety of devices are available for detecting un¬ 
wanted intrusions in the form of unauthorized entry or ac¬ 
tivity. Table 4 outlines the basic characteristics of the main 
types. Devices should be chosen based on their reliability, 
features, and cost and on the kind of threat anticipated. 
The primary consideration, however, is the intended pro¬ 
tection pattern. Some devices are strictly for monitoring 
outdoor areas, perimeters, indoor areas, or items, whereas 
other types can be used in multiple applications. 

Not indicated in Table 4 is the full litany of strengths 
and weaknesses of the various types of sensors—that is, 
what causes them to issue false alarms or to ignore sus¬ 
pect events. A very thorough reference for explicit char¬ 
acteristics of sensors is Cumming (1992). Table 11-1 in 
Fennelly (2004) shows recommendations based on an 
extensive list of factors affecting sensor usage. 

Many sensors have added or optional features (not 
listed here) that improve their sophistication. It should 
be noted that the integration—not simply the usage—of 
two or more technologies can dramatically improve reli¬ 
ability—that is, the likelihood of detecting all and only 
unwanted intrusions. 

Security guards are not listed in Table 3 as an ac¬ 
cess control device (though they are often used to check 
badges) or in Table 4 as a detection device (though they of¬ 
ten search articles brought in or out). They can be used in 
both capacities and can also be used to respond to unau¬ 
thorized entry or behavior. In the present era of hypersen¬ 
sitivity to potential terrorism, behavior is now beginning 
to be monitored by specially trained security guards for 
possible indicators of hostile intent. This approach is new 
and still fraught with false positives (and ensuing indig¬ 
nant reactions by those erroneously suspected), especially 
in situations (such as in the travel industry) where people 
may already be under stress. 

Guard service is frequently outsourced, a practice that 
requires depending on the competence and trustworthi¬ 
ness of another organization. Choosing good security 
guards directly may be a riskier proposition, as determin¬ 
ing the reputation of an established security firm is easier 
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Table 4: Comparison of Types of Intrusion-Detection Sensors 


Sensor Type 

Characteristics 

PIR (passive infrared) 

"Sees" change in heat characteristic of human movement. Limited range. 

Glass break 

"Hears" 3- to 5-kHz sound frequencies and "feels" 200-Hz seismic shock frequencies 
characteristic of glass breaking; has replaced foil strips previously common on 
windows. 

Acoustic 

Microprocessor analyzes shapes of sound frequency to discriminate between breaking 
glass and other sounds. Best when placed opposite the window to be protected. 

Audio 

Reacts to and perhaps records the audible range (20-20,000 Hz). Can be attached to a 
fence to "hear" the sound of it being cut. 

Shock 

Attached directly to pane of glass. Subtype generating piezoelectric current can 
protect only one pane. Subtype in which a circuit is "shaken" open can protect nearby 
panes as well. 

Vibration 

Reacts to vibrations from forced entry (other than glass breaking). 

Electromechanical 

Motion breaks or completes an electrical circuit. Largely obsolete. Many subtypes, 
including pressure mats, metallic foil on windows, door or window switches, and 
window screens, wooden lattices, or door paneling incorporating fine, easily broken 
wires. 

Ultrasonic 

Uses the Doppler effect to detect motion by noting changes in reflections of 19.2-kHz 
sounds. Limited range. (Can be adjusted to detect air convection from fire, but may be 
triggered by ventilation system.) Not fooled by movement outside protected room. 

Microwave 

Similar in principle to an ultrasonic sensor, but using higher-frequency waves, which 
will penetrate nonmetallic construction. Can be used outside without being inhibited 
by weather. Can protect perimeters (narrow beam) or areas (wide beam). 

Capacitance 

Detects changes in capacitive coupling between a ground and an energy-radiating 
antenna. Very limited range, obsolete except for protecting an individual object. 

Photoelectric 

Reacts to interference with a beam of light, preferably infrared. Outdoors, weather can 
interfere with its proper operation. 

Chemical 

Detects human effluvia. Vapor trace analyzer subtype can test for explosives, 
inflammables, and drugs. 

Balanced pressure 

Notes changes in differential pressure in liquid-filled tubes buried under soil. Hard 
(e.g., frozen) soil may prevent triggering. Nearby traffic may cause false alarms. 

Leaky coax 

Detects changes in standing pattern of electronic signal emitted by a buried coaxial 
cable with (partially) stripped shielding. More reliable than balanced pressure sensor. 

Fiber-optic cable vibration 

Cable can be attached to fences, walls, rooftops, ducts, or pipes or can be buried in 
ground. Software monitoring changes in signal transmitted through the cable can be 
"tuned" to ignore certain types of vibrations. Protection extends the entire length of 
the cable. 


than checking the background of each applicant for a se¬ 
curity position. Moreover, agencies specializing in physi¬ 
cal security provide extensive experience and specialized 
knowledge, not just expediency. Rittinghouse and Han¬ 
cock (2003) report that it is “extremely rare” that an out¬ 
sourcing security company is the problem when there is 
an internal or external breach of security. 

The principle of natural surveillance effectively makes 
every employee (or, for that matter, helpful nonemployee) 
a quasi-guard. Those whose primary job function is not 
security can use a duress alarm to send a signal to a se¬ 
curity specialist or law enforcement agency to indicate 


that help is needed. This can be of a fixed nature, such 
as a hidden button a bank teller might use, or can be on 
a wearable, wireless device. All employees need to know 
how intruders might enter, how to recognize intruders, 
and how to react—whom to call and what to do until help 
arrives. Dealing with intruders is a lengthy subject in it¬ 
self. A comprehensive list of appropriate actions is given 
in Chapter 143 of Tyska and Fennelly (2000). 

Custodial personnel may need additional training and 
oversight. They often work at night, a time favored by 
certain types of intruders. Cleaning crews also are prone 
to breach security protocols to streamline their work, for 
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example, by leaving offices open and unattended for pe¬ 
riods of time. For this reason, education should be rein¬ 
forced by spot checks to see what is actually going on. 

Environmental Control 

As mentioned before, maintaining environmental control 
may be as critical as maintaining power or telecommuni¬ 
cation service. As such, if network equipment is to be kept 
running despite a loss of municipal power the continuity 
of HVAC systems’ own utilities—power and, if required, 
water—must be maintained. 

HVAC systems should have independently controlled 
temperature and relative humidity settings. Each varia¬ 
ble should be monitored by a system that can issue alerts 
when problems arise. Ideally, HVAC units should be in¬ 
stalled in pairs, with each unit being able to carry the 
load of the other should it malfunction. 

For large, critical facilities, HVAC should be protected 
from sabotage or “misappropriation” for nefarious ends. 
In particular, air intakes should be viewed as potential 
entry points for dangerous airborne substances. 

Keeping a computing area free of foreign particles ac¬ 
tually requires multiple defenses. Air biters should remove 
bne dust particles because outdoor dust is brought in on 
clothes and shoes. Filters must be cleaned or replaced 
on a regular schedule. Periodically, air-heating equipment 
should be turned on briefly even when not needed. This 
is to incrementally burn off dust that would otherwise 
accumulate and be converted to an appreciable amount 
of smoke when the equipment is activated for the first 
time after a long period of disuse. Vacuuming of rooms 
and equipment should also involve filters. Food, drink, and 
tobacco products should be banned from the computing 
area. Maintenance and construction workers (whether 
they are employees or not) must be made of aware of the 
dangers posed by dust, even from something as simple 
as accessing the space above a suspended ceiling. When 
dust-producing activities are anticipated, other employ¬ 
ees should know to take precautions, such as installing 
dust covers on equipment. 

Fire Preparedness 

Throughout history, fire has been one of the most impor¬ 
tant threats to human life, property, and activity when 
measured in terms of frequency, potential magnitude, and 
rapidity of spread. Fire presents a bundle of the previously 
mentioned environmental threats. By definition, combus¬ 
tion involves chemical and physical changes in matter, in 
other words, destruction of what was. Even away from 
the site of actual combustion, heat can do damage, as 
detailed earlier. If water is the suppressing agent, it can 
wreak havoc on adjacent rooms or lower floors that 
suffered no fire damage. Smoke can damage objects far 
from the site of combustion, even, in the case of wildfires, 
after traveling great distances. More critical are smoke’s 
irritant, toxic, asphyxia], and carcinogenic effects on hu¬ 
mans; smoke, not heat, is most often the killer in a fire. With 
the advent of modern synthetic materials, fires can now 
produce deadlier toxins. Hydrogen cyanide, for instance, 
is approximately twenty-five times more toxic than carbon 


monoxide. Some modern fire suppressants themselves de¬ 
compose into dangerous substances, as is discussed in the 
section on “Halon,” below. Even the smoke from a single 
fire has been responsible for chronic illness and cancer in 
firefighters. 

It follows that one of the oldest roles of physical se¬ 
curity has been to deal with the threat of fire. There are 
several sides to this issue: emergency egress, prevention, 
mitigation, detection, and suppression. Some aspects of 
fire control pertain specifically to the facilities housing 
information-processing equipment. Measures that might 
be adequate in a general setting would be inappropriate 
for the protection of delicate equipment and media. 

A comprehensive tome on fire is Cote (2003). 

Emergency Egress 

Preservation of human life is the highest priority in fire 
preparedness. Knowing how to escape from a fire is of 
the utmost importance because human life has greater 
value than any information assets. Fire evacuation maps 
and procedures should be posted and evacuation should 
be practiced. When the general power supply is cut, signs 
pointing toward exits must stay illuminated, and some 
of the lighting along escape routes should also stay on. 
Ideally, lighting should also come on when a fire has been 
detected to help evacuees see through smoke. 

Fire doors must be latched in fail-safe mode, require 
only a single action to use, and must incorporate door 
closers. In particular, emergency exits cannot consist of a 
sequence of two doors (as in a mantrap, for instance). 

Despite good design, instances continue to occur in 
which well-marked emergency exits have been found to 
be blocked or locked when the need for them arises. One 
reason for nullifying a door's panic hardware is that the 
doors were being used for other reasons, perhaps being 
propped open, thereby creating the threat of unauthor¬ 
ized entry. If emergency doors are alarmed, misuse of the 
doors should be rare. If misuse of the doors cannot be 
prevented by connecting them to alarms, then personnel 
must be educated as to the threats from misuse. In any 
case, all employees must know where the emergency exits 
are, and maintenance personnel must understand the im¬ 
portance of keeping those exits functional. 

Governmental regulations may mandate accommoda¬ 
tions for persons who have problems with mobility. In 
the United States, the Americans with Disabilities Act re¬ 
quires that sight-impaired people be able to understand 
what to do upon touching door hardware, that exit sig¬ 
nage meet certain visibility criteria, that exits be usable 
by weak and wheelchair-bound persons, and that door¬ 
ways provide at least 32 inches of clearance. 

It is possible to install a delayed-egress device on a fire 
door. The delay can be as long as 15 seconds. A CCTV and 
remote control of the exit by a guard can be implemented. 
In such case, the CCTV signal should not be delayed by 
transmission over low-bandwidth voice communication 
lines. See Konicek and Little (1997) and National Fire 
Protection Association (2003, Life safety code). 

To this point, we have dodged a ticklish issue: The 
same principles of controlling entrance to areas can be 
applied to controlling egress—except in times of fire or 
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other emergency. Allowing quick escape is inherently 
at odds with checking to see who and what is leaving 
a building. With an EAC, a person would not be required 
to use a swipe card to exit; therefore, there would be no 
record of precisely who exited. 

Fire Prevention 

In attempting to prevent an accidental fire from ever get¬ 
ting started, the two things best to avoid are high tem¬ 
peratures and low ignition points. It is usually possible to 
exclude highly flammable materials from the computing 
environment. Overheating, on the other hand, is a possi¬ 
bility in almost any electrical device and many mechani¬ 
cal devices. In some cases a cooling system has failed or 
has been handicapped. In other cases, a defective com¬ 
ponent generates abnormal friction. The biggest threat 
comes from short circuits; the resulting resistance may 
create a small electric heater or incite arcing. 

Some factors that may lead to a fire, such as short cir¬ 
cuits within a machine or a wall, are beyond our control. 
Yet many precautions can be taken to lessen the chances 
of a fire. Vents should be kept unobstructed and air filters 
clean. Power circuits should not be asked to carry loads 
in excess of their rated capacity. Whenever possible, wires 
should run below a raised floor rather than on top of it. If 
wires must lie on a floor where they could be stepped on, 
a sturdy protective cover must be installed. In any case, 
wires should be protected from fatiguing or fraying. See 
National Fire Protection Association (2003, Standard for 
the protection of electronic computer/data processing equip¬ 
ment) for fire prevention guidelines for the computing en¬ 
vironment. As of this writing, the newest electrical code 
pertaining specifically to computing equipment is from 
the International Electrotechnical Commission (2001). 


Many fires are actually the culmination of a protracted 
process. In some cases, a material smolders for hours be¬ 
fore the first flame appears. Therefore, another preventive 
measure is for employees to use their eyes, ears, noses, 
and brains. Damage to a power cord can be observed if po¬ 
tential trouble spots are checked. Uncharacteristic noises 
from a component may be symptomatic of a malfunction. 
The odor of baking thermoplastic insulation is a sign that 
things are heating up. 

A common, sudden cause of fire is lightning. See the 
section on “Lightning Precautions," above, for references 
on lightning-protection systems. 

Fire Detection 

Automatic fire detectors should be placed on the ceil¬ 
ings of rooms as well as in hidden spaces (e.g., be¬ 
low raised floors and above suspended ceilings). The 
number and positioning of detectors should take into 
account the location of critical items, the location of 
potential ignition sources, and the type of detector. Fire 
detectors are based on several technologies, outlined 
in Table 5. 

Of the technologies listed, the continuous air-sampling 
smoke detector is particularly appropriate for computing 
facilities, as it can detect very low smoke concentrations 
and report different alarm levels. 

For high-hazard areas, there are also automatic de¬ 
vices for detecting the presence of combustible vapors or 
abnormal operating conditions likely to produce fire. Said 
another way, they sound an alarm before a fire starts. 

Some fire detectors, especially the fusible type, are in¬ 
tegrated into an automatic fire-suppression system. This 
means that the first alarm could be the actual release of 
an extinguishing agent (hence the water-flow detector). 


Table 5: Comparison of Types of Fire-Detection Technology 


Detector Type 

Characteristics 

Fixed-temperature 

Triggered at a specific temperature. Fusible subtype has metal with a low melting 
temperature. Quartzoid bulb subtype completes an electrical circuit when a liquid- 
filled bulb breaks. Line subtype completes an electrical circuit when insulation melts. 
Bimetallic subtype completes a circuit by bending of bonded metals that expand 
differently. 

Rate-compensation 

Triggers at a lower temperature if the temperature rise is faster and at a higher 
temperature if the temperature rise is slower. 

Rate-of-rise 

Reacts to a rapid temperature rise, typically 7-8°C (12—15°F) per minute. 

Electronic spot type thermal 

Uses electronic circuitry to respond to a temperature rise. 

Flame 

"Sees" radiant energy. Good in high-hazard areas. Infrared subtype may be fooled by 
sunlight. Ultraviolet subtype may be affected by smoke. 

Smoke 

Usually detect fires more rapidly than heat detectors. Ionizing subtype uses a small 
radioactive source (common in residences). Photoelectric subtype detects obscuring 
or scattering of a light beam. Cloud chamber subtype detects formation of droplets 
around particles in high-humidity. Continuous air-sampling subtype can detect very 
low smoke concentrations. 

Water flow 

Reacts to the activation (or malfunction) of a sprinkler system. 
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Because an event triggering a fire may also disrupt the 
electrical supply, fire detectors must be able to function 
during a power outage. Many fire detectors are powered 
by small batteries, which should be replaced on a regu¬ 
lar schedule. Some components of detectors, such as the 
radioisotope in an ionizing smoke detector, have a finite 
life span; the viability of such a detector cannot be deter¬ 
mined by pushing the “test” button, which merely verifies 
the health of the battery. Such detectors must be replaced 
according to the manufacturer’s schedule. 

Fire Mitigation 

While fire prevention typically receives more attention 
in the media, fire mitigation is arguably more important. 
This is because, despite the best precautions to prevent 
the accidental ignition of a fire within a facility, a fire may 
have an external or deliberate origin. Mitigation requires 
greater planning and expense. The key ideas are to erect 
fire-resistant barriers and to limit fuel for the fire between 
the barriers. 

For computing environments, the choice of construction 
materials, design, and techniques for mitigating the spread 
of fire should exceed the minimum standards dictated by 
local building codes. Because fires can spread through 
unseen open spaces, including ventilation systems, a com¬ 
puting area is defined to be all spaces served by the same 
HVAC (heating, ventilation, and air-conditioning) system 
as a computing room. Air ducts within that system should 
have smoke dampers. The computing area must be isolated 
in a separate fire division. This means the walls must ex¬ 
tend from the structural floor to the structural ceiling of 
the computer area and have a 1-hour rating (resistance to 
an external fire for 1 hour). Care should be taken to ensure 
that openings where pipe and cables pass through the fire- 
resistant boundaries of the separate fire division are sealed 
with material that is equally fire-resistant. 

Many fires affecting a computer area do not actually 
originate in that area. Even if a fire does not technically 
spread into a computing area, its products—heat, smoke, 
and soot (carbon deposits)—may. Consequently, the level 
of fire protection beyond the computing area is still of 
critical concern. Fully sprinklered buildings (protected 
by sprinkler systems throughout) are recommended. 
Concern should extend beyond the building if it is located 
in an area with high hazards, such as chemical storage or 
periodically dry vegetation. In the latter case, an impor¬ 
tant barrier to fire is a firebreak around the building cre¬ 
ated by removal of any vegetation likely to fuel a fire. 

The standards prescribed by the National Fire Pro¬ 
tection Association (2003, Standard for the protection of 
electronic computer/data processing equipment) for fire 
protection of computing equipment put forth specifica¬ 
tions for wall coverings, carpet, and furnishings (which 
are relaxed in fully sprinklered buildings). Additional pre¬ 
scribed limitations on what other materials can be present 
in a computer area do not take into account that even 
high-hazard areas have computers present. In interpreting 
those standards, one should determine which danger¬ 
ous materials are absolutely essential for operations, and 
work to minimize any unnecessary hazards. Because 
of their potential contribution to fire (as well as being a 
more likely starting point for a fire), materials that could 


contribute to a Class B fire (including solvents, paints, 
etc.) should not be stored in a computing area except in 
a fireproof enclosure. Materials that could contribute to 
a Class A fire (including paper) should be kept to the mini¬ 
mum necessary. 

Raised floors are standard features of many computer 
facilities, allowing for cables to connect equipment with¬ 
out the need to cover cables to prevent fraying and elec¬ 
trical shorting. The use of junction boxes below the floor 
should be minimized, however. The needed equipment 
for lifting the heavy removable panels to gain access to 
the space between the raised floor and the structural floor 
must be easy to locate, even in the event of a fire. 

Fire Suppression 

The delicate nature of information resources presents spe¬ 
cial challenges for firefighting. It is preferable to extinguish 
a fire with specialized, on-site equipment rather than high- 
volume fire hoses. Local fire departments should always be 
informed of any special fire hazards they might encounter 
on a call. Likewise, they should be made aware of sensitive 
equipment and media, as well as the fire controls in place. 
(Newman 2003). Depending on how many operations 
are automatic, certain employees (enough so that an ad¬ 
equate number are always on duty) must be trained to 
perform extra duties, including: 

• calling emergency officials 

• shutting off electricity and natural gas 

• altering the air flow (if HVAC is powered from outside 
the immediate area) so that either smoke is exhausted 
or it is prevented from spreading inside 

• operating special fire systems (hoses, wheeled portable 
units, manually controlled sprinklers, etc.) 

Fire-suppression systems generally release water, dry 
chemical, or gaseous agents. The release can be from port¬ 
able devices, from a centralized distribution system of 
pipes (perhaps with hoses that will be manually directed), 
or from modular devices in fixed locations. Fire can be ex¬ 
tinguished by displacing oxygen, by breaking the chemical 
reaction, by cooling the fire’s fuel below its point of igni¬ 
tion, or by a combination of these. 

Any fire in a computing environment should be con¬ 
sidered a Class C fire because of the presence of electric¬ 
ity. Electrical power should be cut as soon as possible, 
regardless of whether a conductive fire-suppression agent 
is used, because any electrical shorting will work against 
the suppressant. Obviously, automatic fire-suppression 
systems must be able to function independently of the 
facility’s main power supply. 

When possible, it is preferable to extinguish a fire im¬ 
mediately with portable extinguishers aimed at the base 
of the fire before it can grow. Each device should have 
one or more letters on the label, indicating the class(es) of 
fires on which it can be used. For most computing facili¬ 
ties, a dry chemical extinguisher rated A-B-C will cover 
all situations. The dry chemical will leave a residue, but 
if the fire can be caught early, this is a small price to pay. 
All personnel should be acquainted with the location and 
proper use of portable fire-suppression devices. If more 



Physical Security for Facilities 


617 


than one type is available, they must know which type is 
suitable for which kinds of fires. 

Countermeasures must match the potential conflagra¬ 
tion, both in quantity and quality. The presence of flam¬ 
mable materials requires greater suppression capacity. 
In addition, special tools and techniques are needed for 
special fires. A Class D fire, involving combustible metals 
such as magnesium, requires the application of a metal- 
specific dry powder, so named to distinguish its purpose 
from that of ordinary dry chemical with B-C or A-B-C 
ratings. (Rechargeable batteries in laptops do not contain 
enough lithium to require special treatment in case of 
a fire.) Recently certified, specialized (wet chemical) ex¬ 
tinguishing equipment should be installed if there is the 
potential of a Class K fire, involving cooking equipment 
using oils and fats at high temperature. 

Total Flooding with Gaseous Agents 

Total flooding seeks to release enough of a gaseous agent 
to alter the entire atmosphere of a sealed area (with open¬ 
ings totaling no more than 1 percent of the total surface 
area of the enclosure). The term clean agent is often used 
to indicate that the gas itself leaves no residue (although 
its decomposition by-products will). Ordinarily, the air- 
agent mixture alone would be safe for humans, but fires 
always produce toxic smoke. 

Consequently, the best protocol is to have an alarm 
continuously announce the impending release of a flood¬ 
ing agent, allow a reasonable time period for personnel to 
evacuate and seal the area, and sound a second alarm 
to announce the actual release. Occupants of those areas 
must understand the different alarms, must know how to 
proceed when the first alarm sounds, and must appreci¬ 
ate the seriousness of that environment. (A short science 
lesson might help.) Doors must be self-closing and have 
“panic hardware” for easy exit. Warning signs must pro¬ 
claim the special nature of the area. Self-contained breath¬ 
ing equipment must be available for rescuing people. 

The sudden release of a highly pressurized gaseous 
agent has several side effects. The gas undergoes a dra¬ 
matic decrease in its temperature. Reportedly, skin in 
direct contact with a release could suffer frostbite. Equip¬ 
ment could suffer as well. The force of the exhaust is con¬ 
siderable and should be taken into account when placing 
the vents. The noise of a release is loud, but does not im¬ 
pair hearing. 

Gaseous fire-suppression systems can be either cen¬ 
tralized or decentralized. Centralized systems are gener¬ 
ally custom-fitted for a particular installation. A network 
of pipes delivers the suppressant from a single tank to 
multiple nozzles operating simultaneously. This is the 
more traditional and common approach. 

Decentralized systems are modular, so there is greater 
flexibility in placing the individual units or repositioning 
them (guided by expert advice) if the layout of a facility 
changes. Independent units each have a tank, triggering 
device, and nozzle; they can be equipped for remote trig¬ 
gering or monitoring. On the negative side, the individ¬ 
ual units, being self-contained, are heavier and bulkier 
than the outlets and pipes of a centralized system. There¬ 
fore, they must be supported from a structural ceiling 
rather than a suspended ceiling. Moreover, each cylinder 


must be anchored very securely to prevent the force of 
release from turning the cylinder into a projectile subse¬ 
quent to the release of gas. 

Gaseous agents that have been used in total flooding 
fire-suppression systems in computing facilities include 
carbon dioxide, argon, nitrogen, halogenated agents 
(halons), newer replacements for halons, and mixtures 
of these. (Pure C0 2 at the concentration needed for total 
flooding is hazardous to humans.) 

Halon. For decades, the fire-suppression technique of 
choice in computing facilities was total flooding with 
Halon 1301—also known as bromotrifluoromethane or 
CBrF 3 . (Halon 1211, a liquid streaming agent, was also 
used in portable extinguishers.) Because of their ozone- 
depleting nature, proportionally worse than chlorofluor- 
ocarbons (CFCs), halons were banned by the Montreal 
Protocol of 1987. Disposal and recycling of Halon 1301 
must be performed by experts, because it is contained 
under high pressure. Consult Halon Recycling Corpora¬ 
tion (HRC 2002) for advice and contacts. Although no 
new halons are being produced, existing systems may re¬ 
main in place, and the use of recycled Halon 1301 in new 
systems is still allowed by the protocol (on a case-by-case 
basis) for “essential” use (not synonymous with "critical” 
as used by the HRC). Because the world’s supply has been 
decreasing since 1994, a concern when relying on Halon 
1301 is its future availability. 

Halon 130l’s effectiveness is legendary. One factor is 
its high thermal capacity (ability to absorb heat). More 
important, it also appears to break the chemical chain re¬ 
action of combustion. Although the mechanism by which 
it does this is not perfectly understood (nor, for that mat¬ 
ter, is the chemistry of combustion), the dominant the¬ 
ory proposes that the toxins into which it decomposes at 
about 482°C (900°F) are essential for chemical inhibition. 
The chemistry and other aspects of halons are discussed 
in the chapter on Halogenated Agents and Systems in 
Cote (2003). 

In low-hazard environments, a concentration of ap¬ 
proximately 5 percent Halon 1301 by volume suffices. 
Short-term exposure at this level is considered safe but 
not recommended for humans; dizziness and tingling may 
result. An even lower concentration is adequate when the 
Halon 1301 is delivered with a dry chemical that inhibits 
reignition. Regardless of the concentration applied, im¬ 
mediately after exposure to Halon 1301 (perhaps from 
an accidental discharge), a victim should not be given 
adrenaline-like drugs because of possibly increased car- 
diosensitivity. The real risk comes when fire decomposes 
Halon 1301 into deadly hydrogen fluoride, hydrogen chlo¬ 
ride, and free bromine. Fortunately, these gases, being ex¬ 
tremely acrid, are easy to smell at concentrations of just a 
few parts per million. 

Gaseous Alternatives to Halon. In addition to the 
natural inert gases, there are numerous gaseous re¬ 
placements for Halon 1301 in the general category of 
halocarbon agents. Subcategories include: hydrofluoro¬ 
carbons (HFCs), hydrochlorofluorocarbons (HCFCs), per- 
fluorocarbons (PFCs and FCs), and fluoroiocarbons 
(FICs). None of these or blends of them seem to be as 
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effective as halons—that is, more of the substance is 
needed to achieve the same end. The search for better 
clean agents continues. See National Fire Protection As¬ 
sociation (2000, Standard for clean agent fire extinguishing 
systems) for guidelines regarding clean agents and [U.S.] 
Environmental Protection Agency (2003) for a listing of 
alternatives. 

Water-Based Suppression. Despite its reputation for do¬ 
ing as much damage as fire, water is coming back in fa¬ 
vor—more so in Europe than in North America—even for 
areas with computer equipment. (For areas without such 
equipment, water is still the preferred, cost-effective re¬ 
sponse.) Because water’s corrosive action (in the absence 
of other compounds) is slow, computer equipment that 
has been sprinkled is not necessarily damaged beyond 
repair. In fact, cleanup from water can be much simpler 
and more successful than from other agents. Water also 
has an outstanding thermal capacity. 

Misting with water is now used as an alternative to 
Halon 1301. The decreased droplet size in mists (com¬ 
pared to ordinary sprays) makes them more effective in 
extracting heat. The explosive expansion of the steam con¬ 
tributes to displacing oxygen at the place where the water 
is being converted to steam, namely, the fire. (Steam itself 
has been used as a suppressant.) See, for example, Flem¬ 
ing (1999). 

There has also been research with chemically en¬ 
hanced water mists, but this is not yet in common use. 

To reduce the risk of accidental leakage, recommen¬ 
dations have traditionally specified dry pipe systems, in 
which pipes for hose, sprinkler, or mist systems remain 
dry until needed. In fact, leakage from wet pipe systems is 
very rare; damage from washroom incidents is far more 
likely. See, for instance, Mangan (2002). 

Fire Recovery 

Even when a fire has been put out, new problems arise— 
and can intensify as time passes. By-products of the fire, 
perhaps because of the type of suppressant used, may 
be toxic to humans or corrosive to equipment. As soon 
as practical after a fire has been extinguished, thorough 
ventilation should take place. Only appropriately trained 
and equipped experts should enter to begin this dan¬ 
gerous procedure. Aside from the initial health hazard, 
improper procedures may worsen the situation. For 
example, active HVAC equipment and elevators might 
spread contamination to additional areas. 

Once air quality has returned to a safe level, resources 
should be rehabilitated. In some cases, equipment will 
never again be suitable for regular use; however, it may 
be brought to a condition from which any unique data 
can be backed up. The same is true of removable storage 
media. Paper documents can be restored provided they 
have not become brittle. 

The combustion by-products most devastating to elec¬ 
tronic equipment are corrosive chloride and sulfur com¬ 
pounds. These reside in particulate residue, regardless 
of whether dry chemical (which itself leaves a film) or 
a clean agent (a somewhat misleading term) was applied. 
In either case, time is of the essence in preventing the 


progression of damage. Some types of spray solvents may 
be used for preliminary cleanup. In the case of fire sup¬ 
pression by water, the procedures outlined below should 
be followed. 

Flood Preparedness 

As many have learned too late, much flood damage oc¬ 
curs in areas not considered flood-prone. Flooding, in the 
broad sense used here, is simply invasive water, whether 
rising from below, falling from above, or striking later¬ 
ally. It need not originate in a body of water, and it may 
be the result of nature or human action. Breaks in water 
mains can occur at any time, but especially during exca¬ 
vation or winter freeze-thaw cycles. Fire hydrants can be 
damaged by vehicles. Pipes can leak or commodes over¬ 
flow. Roofs can be damaged by wind, fallen trees, or snow 
overburden. Therefore, all facilities should take precau¬ 
tions against flooding from both rising and falling water. 

The force of moving water and debris can do struc¬ 
tural damage directly or indirectly, by eroding founda¬ 
tions. In some cases, natural gas lines are broken, thus 
feeding electrical fires started by short-circuiting. 

Most flood damage, however, comes from the water’s 
suspended load of particles. Whereas falling water, say 
from a water sprinkler or a leaking roof, is fairly pure and 
relatively easy to clean up, floodwater is almost always 
muddy. Fine particles (clays) cling tenaciously, making 
cleanup a nightmare. A dangerous biological component 
may be present if sewage removal or treatment systems 
back up or overflow or if initially safe water is not drained 
promptly. Another hazard is chemicals that may have es¬ 
caped containment far upstream. 

When flooding or subsequent fire has disabled HVAC 
systems in the winter, ice formation has sometimes added 
further complications. Freezing water wedges items apart. 
Obviously, recovery is delayed further by the need to first 
thaw the ice. 

Flood Anticipation 

Assessing flood risk is no mean task. Government maps 
depicting flood potential are not necessarily useful in as¬ 
sessing risk because they can quickly become outdated. 
One reason is construction in areas with no recorded flood 
history. Another is that urbanization itself changes drain¬ 
age patterns and reduces natural absorption of water. 

Small streams react first and most rapidly to rainfall 
or snowmelt. Even a very localized rain event can have 
a profound effect on an unnoticed creek. Perhaps the most 
dangerous situation is in arid regions, where an intermit¬ 
tent stream may be dry or nearly dry on the surface for 
much of the year. A year’s worth of rain may arrive in an 
hour. Because such flash floods may come decades apart, 
the threat may be unrecognized or cost-prohibitive to 
address. 

Usually, advance warning of floods along large rivers 
is better than for the small rivers that feed them. Because 
they have a larger watershed, large rivers react more 
slowly to excessive rain or rapidly melting snow. Forma¬ 
tion of ice jams, breaking of ice jams, structural failure 
of dams, and landslides or avalanches into lakes, how¬ 
ever, can cause a sudden, unexpected rise in the level of 
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a sizable river. People far inland have also been caught 
by surprise when the less-windy but still-moisture-laden 
remnant of a hurricane suddenly stalls and quickly inun¬ 
dates a region unaccustomed to or equipped to handle a 
tropical downpour. 

Coastal areas are occasionally subjected to two other 
types of flooding. The storm surge associated with a hurri¬ 
cane-like storm (in any season) can produce profound and 
widespread damage, but advance warning is usually good 
enough to allow for appropriate preparations. Moving at 
725 km (450 miles) per hour on the open ocean, tsunamis 
(seismic sea waves) caused by undersea earthquakes or 
landslides can be higher than storm surges. Monitors at 
sea together with computer modeling have aided in post¬ 
ing or canceling some tsunami warnings. However, near¬ 
shore events allow little time for warnings. Tsunamis most 
often strike coastlines on the Pacific Rim since the "Ring of 
Fire” is responsible for much of the Earth’s strongest 
seismic activity. However, the largest recorded tsunami 
occurred in the Indian Ocean on December 26, 2004. 
An even larger (and rarer) mega-tsunami would affect 
much of the Atlantic if a particular volcano in the Canary 
Islands collapses all at once. As the world learned in the 
2004 disaster, tsunami warning systems based on ocean 
buoys are not in place worldwide, and seismic monitor¬ 
ing stations are poorly equipped to alert authorities in all 
areas in imminent peril. Moreover, some submarine fault 
lines are so close to land that inhabitants would be inun¬ 
dated within 15 minutes of a quake. 

Any urban area is served by an artificial drainage sys¬ 
tem, the maintenance of which is often at the mercy of 
a municipality. A violent storm can itself create enough 
debris to greatly diminish the system’s drainage capacity. 

Flood Detection and Mitigation 

Water detectors should be placed above and below a 
raised floor to monitor the rise of water. A sensor that is 
lower than the lowest energized wire should trigger an 
automatic power shutdown. 

All facilities—but especially those in flood-prone 
areas—should keep critical resources out of the lowest 
level or any level below ground level or any known prior 
hood level. Although safest from rising water, the top floor 
is the first affected if the roof leaks, collapses, or is blown 
away. Likewise, the area near a window will be most af¬ 
fected by rain if the window is damaged during a storm. 

To mitigate damage from falling water, fitted covers for 
equipment can, if readily available, be quickly deployed 
in anticipation of or in immediate response to a damaged 
roof, overhead pipe leaks, or sprinkler systems. They can 
also be used as dust covers when equipment is moved 
or stored, during construction work, or when the panels 
of a suspended ceiling need to be lifted. 

Flood Recovery 

The first rule of rehabilitating electrical equipment ex¬ 
posed to water is to disconnect it from its power source. 
Energizing equipment before it is thoroughly dried may 
cause shorting, damage, and fire. The second rule is to 
expedite the drying process to prevent the onset of cor¬ 
rosion. Low ambient humidity speeds drying, whereas 


high humidity (and, even more so, dampness) speeds the 
corrosive action of any contaminants. If the HVAC sys¬ 
tem cannot (or should not) be used to achieve a relative 
humidity of 40 to 50 percent, then wet items should be 
moved to a location where this can be done. Actively ap¬ 
plying heat significantly above room temperature must 
be done with caution. (See the Table 1 for temperatures 
at which damage can occur to media and equipment.) 
Handheld dryers can be used on low settings. An alter¬ 
native is aerosol sprays that have a drying effect. Even 
room-temperature air moved by fans or compressed air at 
no more than 3.4 bar (50 psi) can be helpful. In any case, 
equipment should be opened up as much as possible for 
the greatest effect. Conversely, equipment should not be 
sealed, because this may cause condensation to develop 
inside. Low-lint cotton-tipped swabs may be used to dab 
water from hard-to-reach areas. 

Preparedness for Wind, Seismic, and 
Explosive Forces 

Both wind forces and seismic forces can damage facilities 
and what lies within them either directly or indirectly— 
that is, by impelling or toppling a "projectile.” Explosive 
forces can create both wind forces and seismic forces. 
Facilities located in regions prone to damaging winds 
or earthquakes, those that house or are near potentially 
explosive materials, and those that might invite deliber¬ 
ate acts of sabotage should be “hardened" against such 
threats. This can be done in a structural sense (preferably 
at the time of construction) and/or by internal design. 
In times of impending disaster, additional protective 
measures can be taken. To the extent practical, all fa¬ 
cilities should take similar measures. This is because 
earthquake-like force and destructive weather can oc¬ 
cur anywhere. For example, buildings have collapsed for 
a wide variety of reasons, ranging from snow accumula¬ 
tion above to water main breaks below; a nearby collapse 
has a seismic impact on the immediate vicinity. (Even the 
initial crashes into the World Trade Center registered on 
seismographs.) 

Many regions of the world are subject to seasons when 
monsoons, hurricanes (typhoons), tornadoes, damaging 
hail, ice storms, or blizzards are more likely to occur. But 
global climate change has already resulted in more fre¬ 
quent extreme weather events and more of them occur¬ 
ring outside their customary seasons and regions. 

Even if a weather event arrives in its proper season, 
that arrival may be unexpected. In general, the larger the 
scale of the weather event, the farther in advance it can 
be anticipated. Despite dramatic advances in the accu¬ 
racy and detail of regional forecasting, the granularity of 
current weather models does not allow precise forecast¬ 
ing of highly localized phenomena beyond saying, “Small 
bad things may happen within this larger area.” As the 
probability of any specific point in that area being hit 
with severe weather is small, such generalized warnings 
often go unheeded. Even if a warning is noted, there may 
not be time to "board up the windows.” 

Consequently, some standing precautions should be 
taken regardless of the severe-weather history of a locale. 
These precautions can serve in case of other disasters 
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as well. As stated before, fitted covers for equipment can 
be quickly deployed to protect against falling water from 
a damaged roof, overhead pipe leaks, or sprinkler systems. 
They can also be used as dust covers when equipment is 
moved or stored, during construction work, or when the 
panels of a suspended ceiling need to be lifted. Keeping 
critical resources away from windows and off top floors 
is a good precaution in any location, but particularly 
in areas where fierce winds could breach the windows, 
walls, or roofs. 

Hurricane-prone jurisdictions are increasingly re¬ 
quiring ever sturdier construction; design consideration 
should also be given to efficiently protecting windows in 
advance of an approaching storm. Advanced warning of 
hurricanes is now adequate to evacuate personnel, crucial 
media, and perhaps small equipment. In fact, one suite 
of hurricane-related commercial products can predict 
peak winds, wind direction, and the arrival time of dam¬ 
aging winds at specific locations. 

Facilities in tornado-prone regions should provide for 
emergency shelter. This involves two things. The first is to 
construct or at least identify a safe place within the facil¬ 
ity, preferably within each building, so people are not re¬ 
quired to walk far, especially outside. The other requisite 
is universal knowledge of where to go. Since tornadoes 
still, on occasion, arrive with little or no warning, every¬ 
one must be ready to move on a moment’s notice. 

The actual formation of small, intense weather events 
can be detected by modern radar, and warnings of po¬ 
tential and imminent danger can be obtained through 
a variety of means. There are radio receivers that respond 
specifically to warnings transmitted by meteorological 
agencies or civil authorities. The Internet itself can be the 
messenger. One mode of notification is e-mail. Other serv¬ 
ices run in the background on a client machine, check¬ 
ing with a specific site for the latest information. Some of 
these services are free (though accompanied by advertis¬ 
ing banners). 

Earthquakes can have widespread effects on infrastruc¬ 
ture. The damage to an individual structure may depend 
more on where it was built than on how. Buildings on fill 
dirt are at greater risk because of potential liquefaction, 
in which the ground behaves like a liquid. Earthquake 
predictions are currently vague as to time and location. 

In regions of the world having a well-known history 
of frequent earthquakes, planning for the inevitable is 
second nature. Complacency prevails where damaging 
earthquakes strike decades or centuries apart; earthquake 
survivability features may not be required by building 
codes or may not be calculated to be cost-effective. Fortu¬ 
nately, some cities in seismically dormant areas are wak¬ 
ing up to the importance of earthquake precautions. 

Regardless of construction techniques, how the occu¬ 
pants furnish buildings is largely their own responsibil¬ 
ity. Some precautions can be taken with relatively little 
expense or intrusion to normal operations. Following 
are three suggestions from Garfinkel (2002) based on the 
simple principle that objects will move and perhaps fall 
from high places to lower places: 

• Place computers under sturdy tables, not on high sur¬ 
faces or near windows. 


• Do not place heavy objects so that they could fall onto 
computers. 

• Restrain the possible movement of computers with 
bolts and other equipment. 

The first two recommendations also help in case damag¬ 
ing wind or the force of an external explosion blows out 
a window or damages a roof. The last could also serve as 
a theft deterrent, depending on the type of restraint used. 
There are also relatively easy ways to secure things other 
than computers. For example, bookcases can be bolted to 
walls so they cannot topple, and books can be restrained 
by removable bars or straps. In the newly opened Com¬ 
puter History Museum in Mountain View, CA (10 miles 
from the infamous San Andreas Fault), some fragile 
items are bolted down and others are prevented from 
shaking off shelves by fittings on the front of the shelves 
(Ward 2004). 

Currently, the forecasting of earthquakes is not well 
focused in space or time. The only certainty is that major 
shocks are always followed by aftershocks. Therefore, a 
partially damaged building should not be entered with¬ 
out professional advice on how it is likely to react to an 
aftershock that could be nearly as strong as the original 
quake. 

Preparedness for Other Disasters 

There are a multitude of assorted disasters other than 
those detailed already. Without attempting to be exhaus¬ 
tive, these include volcanic eruptions, landslides and mud¬ 
slides, and releases and spills of dangerous substances. 

Volcanic ash is one of the most abrasive substances 
in nature. It can occasionally be carried great distances 
and in great quantities. If it does not thoroughly clog up 
HVAC air filters between outside and inside air domains, 
it may still be tracked in by people. Most volcanic erup¬ 
tions can now be anticipated with some accuracy, and ad¬ 
vanced warning of eruptions has saved lives. Precautions 
to protect against an influx of ash may be required hun¬ 
dreds of kilometers downwind of an explosive eruption. 
The Japanese have had some success with constructing 
structures to divert lava flows, but this is a massive un¬ 
dertaking beyond the means of most organizations. In 
most areas that might be engulfed by lava, evacuation is 
the only defense. 

Landslides and mudslides may not have the heat 
(and eventual permanence) of lava, but they can move 
more rapidly, arrive with less warning, and occur in 
many more locations than lava. Landslides and mudslides 
are more common after earthquakes and rainstorms, but 
they can occur with no obvious triggering event. Often, 
there is evidence of slow, subtle movement before a col¬ 
lapse. Monitoring of weather, soil conditions, and any 
changes in potentially threatening slopes may give enough 
warning to evacuate. Anticipating where slides could 
occur in the future may require professional geological 
consultation. As an illustration, a cliff with layers of clay 
dipping toward the face of the cliff is an accident waiting 
to happen. 

Facilities housing hazardous materials are required to 
take extra precautions, not the least of which is training 
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personnel in handling the materials and dealing with mis¬ 
haps. Every organization should endeavor to determine 
what hazardous materials are located in nearby enter¬ 
prises so precautions can be taken as well. Unfortunately, 
any nearby major transportation route will likely carry 
a wider array of substances with toxic, corrosive, or ex¬ 
plosive potential, and it is impossible to know in advance 
what might leak or ignite in case of an accident. 

Because of the tremendous variety of characteristics 
of modern contaminants, a facility contaminated by 
chemical, biological, or radiological agents should not 
be reentered until local authorities and appropriately 
trained professionals give clearance. Some contaminants, 
such as sarin gas, dissipate on their own. Some, such as 
anthrax spores, require weeks of specialized decontami¬ 
nation. Others, such as radiation, effectively close down 
an area indefinitely. One helpful action that can be taken 
during egress or remotely as soon as possible is to shut 
down air-circulation equipment, as it will tend to distrib¬ 
ute airborne particles or molecules. 

PHYSICAL SECURITY FOR PERSONNEL 

Much of what was said with respect to physical access 
control for storage media, for information-processing 
equipment, and for facilities relates to keeping people— 
insiders and outsiders—from obtaining unauthorized 
access to information and services. Now we turn to the 
physical security issues related to personnel (in the broad 
sense—employees, contractors, and others with “insider” 
privileges) who have been granted access to information 
and services to achieve the goals of the organization. As 
such, they are often referred to as “the weak link." This 
usually laments the fact that humans are “human”—that 
is, fallible. But they can also be a deliberate adversary, 
potentially the most dangerous of all. 

Personnel as Resources 

Human beings are the ultimate reason we build net¬ 
works, and certain humans are employed for the express 
purpose of keeping those networks running; they are 
every bit as essential a resource as electrical power and 
telecommunications service. The protection of humans 
is mandated by laws, regulations, insurance companies, 
and basic economics. Even the temporary absence or 
decreased productivity of individuals soon adds up to a 
major business expense. For these reasons, employers are 
increasingly paying attention to environmental hazards 
and ergonomics in the workplace. 

Personnel Availability 

The value of human beings was once again evidenced by 
the fact that response to the New Orleans flood was more 
influenced by the actions of humans than by planning 
and equipment. See, for example, Denning (2006) with 
respect to human behavior in crises. 

Although personnel have always been recognized as 
an essential resource, before the attacks on New York and 
Washington, the sudden, permanent disappearance of 
personnel in large numbers was not generally anticipated. 
Now, business-continuity planners and disaster-recovery 


planners, whether focused on preservation of processes 
or assets, realize that such an occurrence is possible. 

Aside from mass slaughter, there are other circum¬ 
stances in which the availability of human resources may 
be lacking. Severe weather may preclude employees from 
getting to work. Labor disputes may result in strikes. 
These may be beyond the direct control of an organiza¬ 
tion if the problems are with a vendor from whom equip¬ 
ment has been bought or leased or with a contractor to 
whom services have been outsourced. A different kind of 
discontinuity in human expertise can come with a change 
of vendors or contractors or with the replacement of a 
large group of workers in one country with workers in 
another country. 

Environmental Hazards 

As with storage media and information-processing equip¬ 
ment, humans need reasonable environmental condi¬ 
tions, but humans have their own set of susceptibilities. 
Employers may be held responsible for a wide range of 
occupational health and safety issues. Some concerns are 
common to any indoor workplace. Sick building syndrome 
may be manifested by a variety of symptoms, including 
nausea, headaches, dizziness, fatigue, and irritations of 
the eyes, nose, and throat. The most common cause is 
poor ventilation combined with indoor air pollution from 
office supplies and equipment as well as furnishings and 
construction materials, notably insulation. Minimizing 
the sources of such pollution may not be as practical as 
improving ventilation and air filtration, either by means of 
the HVAC system or stand-alone devices. Another threat is 
the growth of bacteria or toxic mold from excessive hu¬ 
midity, possibly localized to areas such as washrooms. 
Eradication of toxic mold can be an expensive, disruptive 
process. On the other hand, maintaining the proper hu¬ 
midity and ventilation can result in Legionnaire’s disease, 
a form of pneumonia transmitted via mist and sometimes 
associated with large air conditioning systems; contami¬ 
nated water in these systems is the suspected source of the 
Legionella pneumophila bacteria. 

There is currently no consensus on the long-term ef¬ 
fects of extremely low-frequency (ELF) emissions (below 
300 Hz)—magnetic fields emitted by a variety of devices, 
including high-tension lines and cathode ray tube moni¬ 
tors (but not LCD displays). Laboratory tests with ani¬ 
mals have found that prolonged exposure to ELF fields 
may cause cancer or reproductive problems. Studies 
of pregnant CRT users have produced conflicting data. 
Pending conclusive evidence, some recommend keeping 
60 cm (2 ft) away from such monitors, which may not be 
practical. 

Health worries with regard to cellular phones had 
mostly been dispelled. But a report of the [U.K.] Health 
Protection Agency (2005) calls for caution and continued 
research. Specific concerns are: third-generation (3G) 
phones, which emit higher levels of radiation; greater 
sensitivity of children and other groups to radio waves; 
longer lifetime exposures for those who begin using cellu¬ 
lar phones in childhood; and a lack of very long-term data 
because of the newness of the technology. It has been 
suggested that children limit use of the devices for voice 
communication and rely primarily on text-messaging. 
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Although the World Health Organization acknowl¬ 
edges the need for continued research in certain areas, its 
latest position is that there is no evidence of health risks 
associated with exposures to electromagnetic fields be¬ 
low the levels set forth by the International Commission 
on Non-Ionizing Radiation Protection (1998). 

It is known that people with pacemakers should 
avoid devices creating strong magnetic fields, such as 
degaussers. 

The heat produced by a laptop computer is sufficient 
that warnings have been issued against using one on bare 
skin and against falling asleep while having one in a lap. 
One study done at the State University of New York in 
Stony Brook indicated that the heat could affect male fer¬ 
tility. (Human Reproduction 2004.) 

There is an ever-growing list of potential chemical, 
biological, and radiological contaminants—each posing 
its own set of dangers to humans. Most are eventually 
involved in storage or transportation mishaps. More and 
more are intentionally used in a destructive fashion. Even 
if humans are the only component of the computing envi¬ 
ronment that is threatened, normal operations at a facility 
must cease until any life- or health-threatening contami¬ 
nation is removed. 

Ergonomics 

It has been long recognized that the repetitive motions 
and static positions of workers in many occupations pose 
health risks. Ergonomically related hazards specific to 
the computing environment include: 

• carpal tunnel syndrome (from repetitive actions, nota¬ 
bly typing) 

• back and neck pain (from extended use of improper 
seating) 

• eye strain and headaches (from staring at a computer 
screen for long periods) 

• pooling of blood in the legs and increased intraspinal 
pressure (from sitting for extended periods) 

The defense against these is to combine proper equip¬ 
ment, proper relative positioning of equipment and body 
parts, and proper use of body parts. 

Human-friendly appointments pertinent to an infor¬ 
mation-processing facility include the following: 

• a negative-tilt platform for the keyboard and/or mouse 

• a specially shaped keyboard or mouse (preferably large 
and not curved) 

• a comfortable, adjustable chair with lumbar support 

• appropriately aimed or diffused lighting, a matted 
working surface, a monitor hood, and/or a screen cov¬ 
ering that reduce glare (and, therefore, eyestrain) 

• a working surface that can be moved (possibly by means 
of a motor) to various levels, even to allow use at a stand¬ 
ing position 

• a movable support to position the monitor 

• a document holder, positioned in line with the monitor 


Among behavior patterns beneficial to healthy computer 
usage are: 

• sitting at arms’ length from the monitor with feet flat 
on the floor and thighs parallel to the ground 

• dynamic sitting—that is, not staying in a fixed position 
for a long time 

• keeping shoulders, arms, hands, and fingers relaxed 

• using arm motion (from the elbow) rather than wrist 
motion to move a mouse 

• taking frequent microbreaks, resting on palm supports 

• proper relative positioning of chair, monitor, and input 
devices 

• perhaps most importantly, being continually aware of 
one’s own body 

Two extensive sources of information on computer work¬ 
station ergonomics can be found at the [U.S] Centers 
for Disease Control and Prevention (2000) and Cornell 
Human Factors and Ergonomics Research Group 
(2004). 

Personnel as Threats 

Obviously, many of the security threats discussed up un¬ 
til now can be mounted by human beings, and for most 
of those threats, personnel (employees, contractors, and 
others with “insider” access) are in a better position to 
mount the threats (intentionally or accidentally) than are 
outsiders. The focus now is on two additional areas in 
which personnel can threaten information and services 
as outsiders cannot. The first area deals with knowledge 
that personnel possess as a legitimate part of their job 
function. The second deals with services to which person¬ 
nel have access as a legitimate part of their job function. 

In numerous surveys, statistics on what percentages 
of information security incidents and monetary losses 
are due to insiders and to outsiders vary according to 
the country, the size, and the performance level (whether 
“best in class” or not) of the organizations surveyed—not 
to mention the way in which questions were asked in the 
various surveys. Moreover, not all studies on information 
security explicitly distinguish among purely physical at¬ 
tacks, cyberattacks based on physical access, and remote 
cyberattacks. For a “mid-Atlantic” perspective, compare 
the surveys by the [U.S.] Computer Security Institute/ 
Federal Bureau of Investigation (Gordon et al. 2006) and 
the [U.K.] Department of Trade and Industry (Pricewa- 
terhouseCoopers 2006), newer editions of which will 
exist subsequent to this writing. It is generally recognized 
that insiders are a major (and, by some accounts, the pre¬ 
dominant) source of breaches of physical security. While 
human error is often cited as the leading insider threat, 
misuse of confidential information and Internet access 
rank high. Clearly, authorized access to information re¬ 
sources not only increases the opportunity for attacks, 
but also allows for attacks requiring less sophistication, 
equipment, and daring. 

Mention was made earlier of attempts to gauge mali¬ 
cious intent by observing behavior at checkpoints. Even 
observing the overall behavior of an insider may be an 
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exercise in futility. Crume (2000) relates how the charac¬ 
teristics of a model employee may as easily be the char¬ 
acteristics of a corporate spy. 

For the threats arising from human failings, the ar¬ 
ticulation, implementation, and enforcement of a secu¬ 
rity policy and a thorough security awareness training 
program are essential. Smaller institutions in which eve¬ 
ryone knows everyone else are especially likely to have 
coworkers who are overly trusting of one another. The 
corporate culture should foster “collegial paranoia” with¬ 
out breeding mistrust among coworkers. Physical secu¬ 
rity is just another problem that needs to be attacked 
with teamwork—a highly valued corporate virtue. That 
means that everyone should expect cooperation from 
everyone else in adhering to physical security protocols. 
For instance, anyone asking to "borrow" someone else’s 
account should expect to be turned down. Policies must 
be communicated and justified. Policies that are consid¬ 
ered to be frivolous or unnecessarily restrictive tend to 
be ignored or circumvented. For instance, doors will be 
propped open when convenience is considered more im¬ 
portant than security. 

Human-borne Information 

Human knowledge is an asset less tangible than data on a 
disk, but potentially of great value to someone planning to 
mount a physical attack or a cyberattack. Human-borne 
information transcends space and time in the sense that 
personnel can carry potentially compromising knowl¬ 
edge within them to places where there are no corporate 
laptops or disks, and they may maintain that knowledge 
beyond their employment at (or even the existence of) an 
organization. 

Human-borne information can be roughly lumped 
into two categories. Primary information is the lifeblood 
of the organization, the information that is the main se¬ 
curity objective. Secondary information is that which re¬ 
lates to securing the primary information. 

Primary information may include customer informa¬ 
tion, confidentiality of which may be mandated by gov¬ 
ernment legislation and regulation, such as, in the United 
States, for example, the Sarbanes-Oxley (SOX) Act, the 
Gramm-Leach-Bliley Act, the Health Insurance Portabil¬ 
ity and Accountability Act (HIPAA), and California Sen¬ 
ate Bill 1386 (which governs persons or businesses that 
conduct business in California). Primary information 
may include product development and marketing plans, 
revelation of which might forfeit a competitive advan¬ 
tage. It may also include trade secrets. 

Secondary information may include passwords, but 
also information about how an internal network is con¬ 
figured, whether there are hidden cameras, when security 
guards make rounds, etc. Although not the focus of the 
security effort, a compromise of the secondary informa¬ 
tion could clearly lead to a compromise of the primary 
information. 

The threat of human-borne informations falling into 
the wrong hands can come in several forms. An employee 
may directly leak information by their willful or inad¬ 
vertent action or inaction. Or he or she may be duped 
or coerced by someone (not necessarily an outsider) into 
yielding information or access to services. In still other 


cases, it may be possible to glean from public sources in¬ 
formation that may aid an attack. 

Passwords 

Some of the best-known breaches of security involve 
network-access passwords. A password written down on 
paper invites a crime of opportunity to anyone who finds 
the paper. The same effect can be achieved by “shoulder 
surfing” even if the password is not written down. Em¬ 
ployee voice mail, even personal voice mail at home, has 
been compromised for the purpose of obtaining sensitive 
information such as reset passwords. A password that is 
predictable based on the life of the associated employee 
(birth date, spouse’s name, etc.) does not require physical 
access to a piece of paper, but rather personal acquaint¬ 
ance with the employee. Of course, if a computer has 
been left unattended while logged on, or if one employee 
willingly “shares” an account with someone else, no pass¬ 
word is needed for an attacker to establish a foothold. 

The defense is the establishment and enforcement of 
policies mandating strong passwords, banning the writing 
down of passwords, requiring “locking” a computer (by 
reverting to the password-protected log-in screen) when 
unattended, and prohibiting the sharing of an individual 
account or the assigning of a common account name and 
password to a group of people (because this complicates 
tracing malfeasance to a single person). This highlights 
the challenges of what is often called personnel security. 
Automatic, iron-clad cyberenforcement of policies dictat¬ 
ing the length, composition, or life span of passwords is 
trivial. On the other hand, enforcing a policy such as, “Eat 
it if you write it down,” is essentially impossible to en¬ 
force. At the same time, stringent password policies com¬ 
monly result in passwords that are hard to remember and 
short-lived, thereby provoking users to write them down. 

Social Engineering. A deliberate way of gaining unau¬ 
thorized access to resources is social engineering, the art 
of conning others into acting on one's behalf to achieve 
one’s own, illegitimate end. The victim usually realizes 
the information is privileged, but the perpetrator—who 
may or may not be an outsider—successfully imperson¬ 
ates an insider having some privileges (“I forgot my pass¬ 
word ...”). The request may be for privileged information 
(“Please remind me of my password...”) or for an ac¬ 
tion requiring greater privileges (“Please reset my pass¬ 
word...”). Of course, the information or action sought 
need not involve passwords. 

Larger organizations are more easily victimized by 
social engineering because no one knows everyone in the 
firm. Social engineering can be done in person, over 
the phone, or via the Internet. 

The defense is to institute social engineering aware¬ 
ness training that provides sample scenarios. Some in¬ 
teresting examples of engineering attacks both by phone 
and by e-mail can be found in the penetration testing 
checklist of Orrey and Lawson (2006). 

See also “Social Engineering” for a thorough treat¬ 
ment of this area. 

Information Mining. Less famous than social engineer¬ 
ing are methods of mining public information posted by 
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personnel, either in an official or an unofficial capacity. 
Some information must necessarily remain public, some 
should not be revealed, and some should be obfuscated. 

Domain name service information related to an organ¬ 
ization—domain names, IP (Internet protocol) addresses, 
and contact information for key information technology 
(IT) personnel—must be stored in an online “whois” data¬ 
base. If the name of a server is imprudently chosen, it may 
reveal the machine’s maker, software, or role. Such infor¬ 
mation makes the IP addresses more useful for cyberat¬ 
tacks. Knowing the key IT personnel may make it easier 
to pose as an insider for social engineering purposes. 

Currently, the most obvious place to look for public 
information is an organization’s own Web site. Unless 
access is controlled so that only specific users can view 
specific pages, anyone might learn about corporate hard¬ 
ware, software, vendors, and clients. The organizational 
chart and other, subtler clues about corporate culture 
may also aid a social engineering attack. Of course, this 
information and more may be available in print. 

Another dimension of the Internet in which one can 
snoop is newsgroup bulletin boards. By passively search¬ 
ing these public discussions (“lurking”), an attacker might 
infer which company is running which software on which 
hardware. He or she may instead fish actively for infor¬ 
mation. An even more active approach is to provide dis¬ 
information, leading someone to incorrectly configure a 
system. 

All employees who know anything that might be useful 
to a potential attacker should be given awareness train¬ 
ing with regard to indiscreet usage of newsgroup bulletin 
boards, etc. As with social engineering, sample scenarios 
should be described. 

Appropriate Use. An increasingly nagging and complex 
issue is the personal use of network resources by those who 
are authorized to use the resources as an essential part 
of their work-related duties. It is typically done without 
malice or any thought that it has any significant adverse 
impact on the organization. Current attitudes toward in¬ 
tellectual property rights are a major societal problem. 
A pilferer of “excess” computing power may view his or her 
actions as a “victimless crime.” 

Before the digital age, infractions would have been on 
the level of personal phone calls and photocopying. Now 
there are far more ways to misappropriate resources, and 
inappropriate use of network resources has far more legal 
and ethical implications than older forms of misbehavior. 
Acts of misappropriation by personnel may compromise 
confidentiality, authentication, and authorization and may 
even have impact on availability and integrity. 

Currently, one of the most pressing problems is 
how employees abuse Internet access in the workplace. 
Volonino and Robinson (2004) cite two studies that quan¬ 
tify the magnitude of the problem. One, by IDC Research, 
estimates that 30 to 40 percent of workplace Internet us¬ 
age in 2003 was not work-related. In another, Websence 
claims that cyberslacking costs U.S. businesses $85 billion 
per year in lost productivity. It should come as no 
surprise, then, that surveys of U.S. companies indicate 
the proportion monitoring employees’ Internet activities 
is about 63 percent, 80 percent for larger companies. 


Forms of inappropriate use of network resources 
include: 

• accessing confidential data for personal reasons 

• downloading pirated music or software 

• launching cyberattacks or enabling resources to be¬ 
come launching points for attacks by others 

• downloading child pornography 

• creating a hostile work environment because of down¬ 
loaded materials 

• exchanging information in connection with criminal 
activities—for example, fraud or money-laundering 

The consequences of these inappropriate uses include: 

• lost productivit.y due to time misspent 

• expended bandwidth and, therefore, reduced speed for 
appropriate, work-related actiivities 

• legal action based on employee claims of a hostile work 
environment 

• legal action based on violation of intellectual property 
rights 

• legal action based on the use of resources (even if by 
outsiders) in illegal activities 

• damage to an organization’s reputation 

Beyond the obvious waste of time for which employees 
are being compensated, there may also be a significant 
impact on an organization’s available bandwidth. In aca¬ 
demic institutions with lax controls over student usage, 
the (often illegal) downloading of entertainment media 
has, in some cases, exceeded the volume of all other In¬ 
ternet traffic. From a practical standpoint, inbound or 
outbound Internet traffic can be selectively blocked, fil¬ 
tered, or shaped; the last is the least intrusive because it 
limits the portion of bandwidth that can be consumed by 
certain services while not prohibiting them entirely. 

The direct impact on the bottom line is not the only 
consequence of improper use. Legal precedent has es¬ 
tablished that a company that does not actively prevent 
inappropriate behavior by its employees within the job’s 
time-space domain is seen as promoting that miscon¬ 
duct and may be held liable for it; this is the principle 
of respondeat superior. Violation of intellectual property 
rights is one concern. When the Internet activity of some 
employees offends other employees, a company is likely 
to incur legal action for neglecting its duty of care obliga¬ 
tions to employees by allowing the creation of a hostile 
work environment. 

PHYSICAL SECURITY FOR 
TRANSMISSION MEDIA 

Of the various resources critical to network communica¬ 
tion, the resource most far-flung and arguably hardest to 
secure is transmission media. It is often largely beyond 
the control of an individual organization. 

The availability of telecommunication service was 
dealt with earlier. The remaining issue is controlling 
physical access to transmission media at and between 



Physical Security for Transmission Media 


625 


standard access points. Unguided transmission media 
such as microwave (whether terrestrial or satellite), ra¬ 
dio (the easiest to intercept), and infrared (the hardest to 
intercept) should be considered fair game for outsiders 
to intercept at the air interface. Because of their inherent 
vulnerability to eavesdropping, wireless digital transmis¬ 
sions should be encrypted (a cyberdefense) and analog 
voice communication should be scrambled if confiden¬ 
tiality, integrity, or authentication is desired. Therefore, 
interception between standard access points will be con¬ 
sidered only for guided transmission media. 

Standard Access Points 

Connecting to a network, whether copper-based or fiber 
optic, is easiest at (unguarded) standard points of access. 
Examples are: a live, unused local area network (LAN) 
wall jack; a live, unused hub port; and a LAN-connected 
computer that no longer has a regular user. For the per¬ 
petrator, these approaches involve varying degrees of 
difficulty and risk. The second approach may be particu¬ 
larly easy, safe, and reliable if the hub is in an unsecured 
closet, the connection is used for sniffing only, and no one 
has the patience to check the haystack for one interloping 
needle. Defenses are to secure wiring cabinets and to es¬ 
tablish and enforce policies that remove or nullify access 
points as soon as they are not needed; computers that are 
no longer needed on the LAN should be locked away and 
have their hard drives sanitized. 

A slightly different issue is employees’ installing un¬ 
authorized modems, sometimes to facilitate work-related 
activities either at home or, in some cases, at the office 
(Skoudis 2000). These can provide entree to an outsider 
who would otherwise be stopped by a corporate firewall. 
Even IT administrators, who should know better, leave 
“back-door” modems in place, sometimes with trivial or 
no password protection. Checking for rogue modems can 
be done either by visually inspecting every computer or 
by “war-dialing” all possible company extensions. 

A related issue is the risk posed by broadband access 
by home users; depending on how the laptops access to 
the Internet and access to corporate information are con¬ 
trolled, a compromising of a laptop while used at home 
by an employee may lead to the compromising of corpo¬ 
rate information. 

Although more related to cybersecurity, it is worth not¬ 
ing in passing that a computer user may transform the 
nature of a standard access point by installing software 
(e.g., Skype) that uses a “rogue" VoIP protocol, which 
establishes a direct connection with other computers. 
Reconnex (2006) discusses the dangers of and solutions 
to this type of access. 

As mentioned above, a particularly easy attack is to use 
a computer to which an authorized user has already logged 
on or to which one has been able to learn the password. 
One way to learn a password or any other information 
typed on keyboard is with a keyboard monitor, a small 
device interposed between a computer and its keyboard 
that records all keystrokes. The attacker (or suspicious 
employer) must physically install the item and access it 
to retrieve stored data. (Hence, keyboard logging is more 
often accomplished by software.) 


Wiretapping Guided Transmission Media 

Aside from outright damage to guided transmission me¬ 
dia, typically via a construction misadventure, the pri¬ 
mary security concern associated with guided transmis¬ 
sion media is wiretapping. The term originally referred 
to making a surreptitious (perhaps legal) connection with 
telephone lines, often with a transmitting device. See the 
chapter "Voice Communication Systems.” We simply 
point out that more sophisticated equipment (e.g., a non¬ 
linear junction detector or a telephone analyzer) is gener¬ 
ally expensive. See Purpura (2002). In the more general 
sense intended here, wiretapping refers to making physi¬ 
cal contact with transmission media at points other than 
standard access points for the purposes of intercepting 
information. 

Copper-wired media are relatively easy to tap. Visual 
inspection of all exposed wires may be difficult. A more 
practical reactive measure is to detect a tap using time- 
domain reflectometry (sending a pulse down the wire and 
analyzing the signal that bounces back) together with a 
baseline reading of cable in an “inviolate” state. A preven¬ 
tive measure is to enclose in pipes all cables that are not 
in secured spaces; the pipes should themselves be pro¬ 
tected against tampering. 

According to Oyster Optics (2003), “Although it was 
initially thought that these optical fibre systems would be 
inherently secure, it has been discovered that the extrac¬ 
tion of information from optical fibers is relatively simple 
and is aided by the increasing sophistication and avail¬ 
ability of standard test and maintenance equipment," 
This can be accomplished by bleeding off less than 1 per¬ 
cent of the light, an amount less than normal operational 
variations. There are two ways to do this. Macro-bending 
involves flexing the cable in the way a road would curve, 
then suitably aligning an optical detector. Micro-bending 
consists of creating ripples in the surface of an otherwise 
straight (and perhaps fully coated) cable by clamping 
onto it a device with ridges; the optical detector is incor¬ 
porated into the clamp. 

One defense against this is to use optical time-domain 
reflectometry, which is analogous to the electronic ver¬ 
sion mentioned above. However, this may not be able to 
detect the small loss of light required to obtain meaning¬ 
ful information from a line. An alternative is a relatively 
new technique to detect physical disturbances in the ca¬ 
ble that do not even involve a loss of light. (The same 
principle can be used to protect a variety of items, even 
very large ones, by attaching a nondata fiber-optic cable; 
see the last line in Table 4.) This form of defense is de¬ 
scribed by Future Fibre Technologies™ (2005). 

Incidental Compromising Emissions 

As mentioned with respect to EMI, all electrical devices 
and wires emit electromagnetic radiation. Even elec¬ 
tronic equipment not designed to broadcast information 
may produce unintended emanations containing recover¬ 
able information. Unshielded twisted-pair cabling emits 
most readily. Fiber-optic cable stands alone for its inabil¬ 
ity to radiate or induce any signal detectable without con¬ 
tact. Mobile detectors have been used to locate radios and 
televisions (where licensing is required) or to determine 
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the stations to which they are tuned. Video displays (in¬ 
cluding those of laptops) are notorious emitters; inexpen¬ 
sive equipment can easily capture scan lines, even from 
the video cable to an inactive screen. 

Electronic emissions are considered "compromising” 
if they contain sensitive recoverable information. The 
term tempest originated as the codename for a U.S. gov¬ 
ernment program to prevent compromising emissions. 
(Governments are highly secretive in this area; contrac¬ 
tors need security clearance to learn the specifications for 
equipment to be tempest-certified.) Related compromis¬ 
ing phenomena are as follows: 

• hijack—signals conducted through wires (and perhaps 
the ground, as was noted during World War I) 

• teapot—emissions intentionally caused by an adversary 
(possibly by implanted software) 

• nonstop—emissions accidentally induced by nearby 
radio-frequency (RF) sources 

One attack is to irradiate a target to provoke resonant 
emissions—in other words, intentional nonstop. (This is 
analogous to how an infrared beam can expropriate acous¬ 
tic information.) Interestingly, equipment certified against 
passive tempest eavesdropping is not necessarily immune 
to this more active attack, Although these emissions were 
formerly the concern only of governments, increasingly 
less expensive and more sophisticated equipment is mak¬ 
ing corporate espionage a growing temptation and con¬ 
cern. An excellent introduction to this area is Chapter 15 
of Anderson (2001). A well-known portal for tempest in¬ 
formation is McNamara (2002). 

PHYSICAL SECURITY PLANNING 

Physical security planning involves gathering informa¬ 
tion about the assets to be protected and potential threats 
to them, determining and implementing appropriate pre¬ 
ventive practices, and planning for recovery if a disaster 
nevertheless occurs. 

Physical Asset Identification 

The first and most obvious question to pose during se¬ 
curity planning is: What are the assets to be guarded? 
Physical security seeks to protect the five major network¬ 
ing components featured in Figure 1: storage media, 
information-processing equipment, facilities, personnel, 
and transmission media. It will be appreciated that an at¬ 
tack on any of these that results in a breach of the confi¬ 
dentiality, integrity, availability, or usage authorization of 
information or services associated with an organization 
may also be an attack on other, less tangible assets, such 
as an organizations reputation, which in turn may ulti¬ 
mately be an attack on the organization’s bottom line and 
survival. Thus, a starting point may be to think backward, 
from the mission of the organization to the role network¬ 
ing resources play in achieving that mission. 

Formerly, to answer the question of what assets needed 
to be guarded, one relied entirely on a manual inventory. 
Now there are asset management tools that can track the 
location and migration of hardware and software. These 


can manage software licenses and monitor security pol¬ 
icy violations, such as unauthorized software or outdated 
virus definitions. See, for example, Absolute Software 
(2003). 

The natural follow-up or concurrent question is: Where 
are the assets located? Clearly, the location of any asset in¬ 
fluences which defenses can be put in place. For example, 
the options for guarding a laptop are different than for 
guarding a server. More important is how the location of 
an asset influences the risks associated with it and there¬ 
fore the defenses that should be used. 

Physical Threat Assessment 

Having determined what is to be protected, the logical 
question to answer is: What is likely to go wrong in the 
future? Unfortunately, it is human nature to dwell on an¬ 
swering a simpler question: What has gone wrong in the 
past? Since looking back in time is infinitely easier than 
looking forward, the temptation is to "fight the last war," 
a trap that has snared many a general; a reminder is the 
sequence of low-tech forms of attack mounted by Iraqis 
seeking to expel high-tech invaders. An understanding of 
past glitches and disasters is essential, but not sufficient. 
Not all that will happen (in your neighborhood or in the 
world) has happened. Many events are common enough 
that we can reasonably trust probability tables constructed 
for them. Others calamities have yet to be invented. To 
expand George Santayanas famous quote, those who are 
ignorant of history are doomed to repeat it, but those who 
live in the past are also doomed. 

The apocalypse in New Orleans is a reminder of an¬ 
other saying: “None are so blind as those who will not 
see.” Despite decades of dire predictions and days of fore¬ 
warning, officials at all levels stared at an oncoming Cat¬ 
egory 5 Hurricane Katrina (which was only at Category 
3 strength when its weaker side hit New Orleans) and re¬ 
fused to see that everyone, even those without cars, needed 
to be evacuated before the storm arrived. 

Similarly, there are large institutions that, despite 
abundant experience with blizzards, blackouts, and other 
calamities of regional scale, blindly insist on having their 
backup facilities in the same metropolitan area as their pri¬ 
mary facilities. 

The key to preventing physical breaches of confidenti¬ 
ality, integrity, and availability of network resources is to 
anticipate as many bad scenarios as possible. A common 
flaw is to overlook plausible combinations of concurrent 
problems, such as the incursion of water at the same time 
backup power is needed. Another error is to become fro¬ 
zen in time, forgetting that, to cite another cliche, nothing 
is constant except change. Periodically, the threat space 
(and, therefore, the assets) must be reassessed. 

Physical Security Practice 

Having determined the physical assets to be protected 
and the threats to those assets, physical security can be 
put into practice by identifying appropriate countermeas¬ 
ures and then establishing and implementing a preventive 
physical security policy for personnel. Periodically, the ef¬ 
fectiveness of the countermeasures chosen and the actual 
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implementation of the established policies by personnel 
must be tested. Terms such as computer security audit 
and penetration testing have come to be applied more to 
cybersecurity than to physical security, but the same gen¬ 
eral principles apply to each. Auditing is a more general 
term that can include interviews of personnel, analysis 
of systems, review of logged incidents, and testing. Black 
box, white box, and various levels of gray box testing are 
performed with no, complete, and partial information, 
respectively, of the security system in place. Audits and 
testing can be performed by regulatory agencies, special¬ 
ized security companies, or internal staff. 

Physical Security Measure Identification 

Determining the appropriate physical security precau¬ 
tions to take begins with the information obtained in the 
physical security audit, knowledge of the defensive coun¬ 
termeasures presented above and in other chapters, and 
a large dose of pragmatism. The past has taught us that 
preventing all bad events is impossible, regardless of the 
time, effort, and money invested in preventive measures. 
There will be failures. For integrity and availability of re¬ 
sources, redundancy can be used as a remedy when the 
worst-case scenario becomes reality, allowing one to “go 
back in time" to some extent. Unfortunately, there is no 
comparable way to undo a breach of confidentiality. 

The inherent intractability of physical security requires 
one to approach it in a pragmatic and fiscally responsi¬ 
ble way. This cannot be done without answering another 
question: What are the guarded assets worth? It may be 
natural to ask this question when the assets are identified, 
but it is mentioned here because the answer may depend 
on the particular threat to an asset. It is simplistic to say 
that the cost of protecting an asset should not exceed the 
value of the asset. It is more precise to say that the cost 
of protecting an asset against a particular type of attack 
should not exceed the liability if the attack succeeds. That 
liability may be many orders of magnitude greater than 
the cost of the asset. The marginal cost of creating a cus¬ 
tomer’s bank account may be relatively small. The impact 
could be huge if an unauthorized person were to drain 
the account or if sensitive financial information were re¬ 
vealed to the public. An organization failing to exercise 
due diligence may be subject to lawsuits, fines, and/or 
other legal sanctions. Even the financial losses directly 
related to a failure to maintain physical security may be 
small compared to the later consequences of a widespread 
loss of clients’ confidence in an organization. Admittedly, 
an estimation of an asset's value may be fairly unreliable, 
especially for a less tangible asset. But measuring a po¬ 
tential loss in monetary terms helps justify an investment 
in security measures. 

As a practical matter, the probability of each type of 
potential breach of physical security must also be fac¬ 
tored in when comparing the potential liability incurred 
by the breach and the expense of preventing that particu¬ 
lar event. This allows one to compute the (probabilisti¬ 
cally) expected benefit of adopting a security measure. As 
mentioned above, the probabilities of some events will 
be more difficult to estimate than others. According to 
Gordon (2006), most organizations use either return on 


investment (ROI), internal rate of return (IRR), or net 
present value (NPV) to evaluate the cost-effectiveness of 
security expenditures. 

Physical Security Policy for Personnel 

Physical security measures comprise two disparate com¬ 
ponents—suitable objects (perhaps incorporating soft¬ 
ware) and suitable practices by personnel. Action items 
in a physical security plan may be discrete events that 
support physical security measures, such as the instal¬ 
lation of a lock on a door or the instatement of a policy 
that the door should be locked. On the other hand, there 
is the continual vigilance needed to consistently abide by 
the policy and use the lock. A classical view is that corpo¬ 
rate respect for the importance of security must start at 
the top of the organization and be communicated down¬ 
ward through the chain of command. 

At its inception, a physical security policy is established 
and articulated through employee education. Thereafter, 
it must be implemented and enforced. Periodically, the 
policy must be reviewed and revised, with concomitant 
reeducation. 

A particularly tricky issue is establishment of an ac¬ 
ceptable-use policy that strikes the right balance. Some 
employers prohibit even personal e-mail to an employ¬ 
ee’s spouse saying, “I have to work late"—a practice this 
spouse has found to be both ironic and very inconven¬ 
ient. Others seem not to care about misuse of resources 
until glaring abuses arise. Neither policy extreme is opti¬ 
mal; research has shown that productivity is actually best 
when employees are allowed modest time for personal 
e-mail and Internet access. To install a favorite snapshot 
on an employee's computer desktop screen is considered 
a de facto right as much as to place a family photo on his/ 
her desk. A thorough introduction to the subject is con¬ 
tained in Chapter 6 (Acceptable-Use Policies) of Volonino 
and Robinson (2004). 

Depending on the jurisdiction and circumstances, 
companies may be required to announce monitoring of 
employees’ usage of their resources. For example, under 
the U.K. Data Protection Act of 1998, covert monitoring 
is allowed only if there are clear grounds for suspecting 
criminal activity. If activity monitoring is used, the no¬ 
tification of employees (whether legally required or not) 
may create some animosity, but much less so than when it 
is eventually discovered that secret monitoring has been in 
effect. It is best to spell out both what an employer expects 
in the way of behavior and what employees might expect 
with regard to what they may see as their “privacy.” In 
practice, monitoring should be used to control problems 
before they get out of hand, not to ambush employees. 

Corporations have taken a number of approaches to 
enhance security awareness, including the following: 

• publishing policies in handbooks, memos, etc. 

• requiring courses (perhaps self-study) before activating 
user accounts 

• periodically testing employees for knowledge of policies 

For physical security, implementation and enforcement 
of a policy is far more difficult than establishing the pol¬ 
icy and training personnel. 
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Checking on employees’ computer usage is easy. Best 
practices on choosing passwords can be rigidly enforced. 
Storage areas on workstations and on servers can be 
checked to see that all stored content is work-related. In 
addition to monitoring e-mail passing through their hard¬ 
ware, companies use activity monitors, software to record 
keystrokes, to capture screen displays, or log time spent 
on Internet chatting, game playing, etc. Some activity 
monitors can be set up to alert administrators to inappro¬ 
priate behavior or to block use of certain applications or 
Web sites. Some products claim they cannot be detected, 
located, deactivated, or removed, even by experienced us¬ 
ers. Other products exist to detect or even block any key¬ 
logging software. 

The problem is that computer usage monitoring as de¬ 
scribed actually covers a small fraction of the spectrum 
of security-related behavior. So much of physical secu¬ 
rity is not about keystrokes and mouse clicks. It is about 
not writing down passwords, not talking to strangers, not 
propping doors open, etc. 

Chapter 8 of Wylder (2004) discusses the various past 
approaches to enforcement and the problems each has 
encountered. He advocates and details a bottom-up ap¬ 
proach that emphasizes personal accountability; in a 
nutshell, a personal security plan is created and incorpo¬ 
rated into employee performance assessments. This ap¬ 
proach makes security more analogous to occupational 
health and safety, for which employers and employees 
share responsibility for maintaining an appropriate work 
environment. 

Ultimately, the employees’ competence and trustwor¬ 
thiness are invaluable defenses. The former is much eas¬ 
ier to ensure than the latter. Managers at all levels must 
appreciate the potential for attacks from within, under¬ 
stand the various motivations for such attacks, and guard 
against provoking negative attitudes toward the organi¬ 
zation either by how they treat subordinates or by how 
they themselves behave in the workplace. 

It goes without saying that once his or her employ¬ 
ment with an organization has ceased, an ex-employee is 
not under the same type of control by his or her former 
employer. But while admonitions and disciplinary ac¬ 
tions (even the threat of a pink slip) might no longer be 
available to the ex-employer as options for applying secu¬ 
rity-compliance leverage, the organization may still have 
legal recourse (and, therefore, a measure of leverage)— 
provided restrictive covenants were included in the em¬ 
ployment contract. See, for example, Ogilvy Renault (2006) 
for general guidelines for increasing the likelihood that a 
restrictive covenant will be legally enforceable. 

Along the same lines, “insiders" who are not 
employees—contractors, vendors, clients, corporate part¬ 
ners, and the like—are inherently more detached from 
an organization's control than is a full-fledged employee. 
Again, the organization must proactively use legal means 
to protect any of its intellectual property that must be re¬ 
vealed to said insiders. A nondisclosure agreement (NDA) 
between the organization on the one hand and the insider 
and/or the insider's employer on the other hand must be 
signed before the transfer to the insider of any confiden¬ 
tial materials or information to be covered by the NDA. 
NDAs should be drawn up by legal counsel cognizant of 


what intellectual property should be covered, who must 
sign, and what legal remedy may apply if the terms of the 
agreement are broken. Even when an NDA is in place, 
confidential information should be shared only on a need- 
to-know basis (a basic security principle that should apply 
even within an organization). 

Disaster Recovery Planning 

Disaster is in the eye of the beholder. If it is your hard drive 
that crashes while holding unique data, it is a disaster. 
Other events, such as the destruction of an entire build¬ 
ing, may be far more disastrous in one sense; yet, with the 
proper planning, an organization might continue to func¬ 
tion with no loss of data or services. 

Disaster recovery can take as many forms as the dis¬ 
asters themselves. A single event may be handled in dif¬ 
ferent ways or may require a combination of remedies. 
Data and services replicated elsewhere may be called into 
service. Media and equipment may be rehabilitated on- 
or off-site. Simultaneously, operations may be (partially) 
restored on-site or transferred off-site. In most disaster 
recovery planning, the first priority is maintaining opera¬ 
tions or restoring them as soon as possible. There are 
a variety of services that can be contracted to resume 
operations or to rehabilitate damaged media, equipment, 
and buildings. Some are mobile facilities. See the chapter 
“Business Continuity Planning.” 

We concentrate here on the physical aspects of reha¬ 
bilitating buildings, equipment, and media. Professional 
disaster-recovery services should always be used for this 
purpose. Because such specialized companies are not 
based in every city, however, their response time does 
not match that of emergency personnel. Yet for many phys¬ 
ical disasters, the first 24 hours are the most important in 
limiting progressive damage, for example, from water and 
smoke. Consequently, knowledge of what to do during that 
crucial time is essential. Good references in this regard are 
McDaniel (2001) and the three separate links on “What 
to do in the first 24 hours!” (for electronics; for magnetic, 
optical, information media; and for documents and vital 
records) at the press releases Website of BMS Catastrophe 
( 2002 ). 


CONCLUSION 

The scope of physical security is wider than is immedi¬ 
ately evident. It concerns an organization’s resources, 
wherever they go. An asset often forgotten is employ¬ 
ees’ knowledge. Equally important are their intentions. 
Thus, any employee has the potential to pose or mitigate 
a physical threat. 

In the realm of security for computer networks, physi¬ 
cal security tends to receive less attention than cyberse¬ 
curity. Yet the two sides of security must work together 
to defeat malicious insiders and outsiders. Ultimately, 
physical security is the greater challenge, because nature 
can be the biggest foe, and insiders with authorized ac¬ 
cess are the most prevalent threat. 

Physical security has grown from its simple, ancient 
roots into a modern, highly complex field involving 
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a broad range of topics outside the normal sphere of IT 
expertise. Consequently, to obtain the best protection, 
professionals in other fields should be consulted with 
regard to HVAC, fire detection and suppression, power 
maintenance and conditioning, physical access control, 
forensic science, managerial science, and disaster recov¬ 
ery. A basic understanding of how these areas relate to 
physical security facilitates communication with con¬ 
sultants. Combining knowledge with the imagination to 
expect the unexpected leads to better physical security 
planning and practice. 

GLOSSARY 

Bolt: A bar that slides into a strike to attach a mova¬ 
ble object (e.g., a door) to an immovable object (e.g., 
a door frame). 

Class A Fire: Fire involving ordinary combustibles (e.g., 
wood, paper, and some plastics). 

Class B Fire: Fire involving flammable or combustible 
liquid or gas (e.g., most solvents). 

Class C Fire: Class A or Class B fire amid energized 
electrical wiring or equipment, which precludes the 
use of extinguishing agents of a conductive nature 
(e.g., water or foam). 

Clean Agent: Gaseous fire suppressant that technically 
leaves no residue; residues will result when the agent 
breaks down under the heat of combustion. 
Combustible: Capable of burning at normal ambient 
temperature (perhaps without a flame). 

Degausser or Bulk Eraser: Alternating current- 
powered device for removing magnetism. ( Degausser 
is often applied specifically to wands that rid cathode- 
ray-tube monitors of problems displaying colors. The 
term bulk eraser indicates that data are wiped en masse 
rather than sequentially.) 

Electrical Noise: Electromagnetic interference, espe¬ 
cially interference conducted through the power in¬ 
put, or minor spikes. 

Electromagnetic Interference (EMI): Undesired elec¬ 
trical anomalies (imperfections in the desired wave¬ 
form) due to externally originating electromagnetic 
energy, either conducted or radiated. 

Flammable: Capable of burning with a flame; for liq¬ 
uids, having a flash point below 38°C (100°F). 

Halon or Halogenated Agent: Clean agent formed 
when one or more atoms of the halogen series (includ¬ 
ing bromine and fluorine) replace hydrogen atoms in 
a hydrocarbon (e.g., methane). 

Heating Ventilation Air Conditioning (HVAC): 
Equipment for maintaining environmental air charac¬ 
teristics suitable for humans and equipment. 

Line Filter: Device for “conditioning” a primary power 
source (i.e., removing electrical noise). 

Nondisclosure Agreement (NDA): Legal contract gov¬ 
erning the use and disclosure of one party’s confiden¬ 
tial information by another party. 

Radio-Frequency Interference (RFI): Sometimes used 
as a synonym for EMI, but technically the subset of 
EMI due to energy in the “radio" range (which includes 
frequencies also classified as microwave energy). 

Sag or Brownout: Drop in voltage. 


Smoke: Gaseous, particulate, and aerosol by-products 
of (imperfect) combustion. 

Spike or Transient or Transient Voltage Surge (TVS): 

Momentary (less than one cycle) increase in voltage. 

Strike: The socket into which a bolt slides when locking 
a door, etc. 

Surge: Sudden increase in electrical current; also used 
for spike, because the two often arrive together. 

Tempest or Compromising Emissions: Electro¬ 
magnetic emanations from electrical equipment that 
carry recoverable information, popularly referred 
to by the code word for a US government program to 
combat the problem. 

Uninterruptible Power Supply (UPS): Device to pro¬ 
vide battery power as a backup in case the primary 
source of power fails. 

CROSS REFERENCES 

See Access Control, Authentication ; Password Authentica¬ 
tion. 
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INTRODUCTION 

Almost all corporations today protect themselves with 
layered defenses consisting of firewalls, antivirus systems, 
hardened hosts, and other protections. Even so, secu¬ 
rity incidents (also called security breaches) sometimes 
occur. 

The firms on-duty staff may be tasked to handle minor 
incidents because they can respond immediately and gen¬ 
erally effectively. For major incidents, however, such as a 
major virus attack, a major denial-of-service attack, or the 
hacking (takeover) of important servers, the firm needs a 
team approach to stop the breach and get the firm back 
to normal. To handle major incidents, many firms create 
computer security incident response teams (CSIRTs), also 
known as computer emergency response teams (CERTs) 
and computer incident response teams (CIRTs). The term 
computer emergency response team (CERT) is a registered 
trademark of the CERT/Coordination Center at Carnegie- 
Mellon University (www.cert.org) and may be used only 
with permission. 

A critical success factor for any CSIRT is speed of re¬ 
sponse. During a major security breach, a corporation's 
operations are likely to be disrupted. This can result in the 
loss of immediate revenues and the imposition of penal¬ 
ties by business partners and regulators and by a loss in 
customer or investor confidence. 

During emergencies, human beings often are not at 
their best cognitively. Instead of ensuring that they under¬ 
stand the situation well, they often fixate on a single pos¬ 
sible solution that eventually turns out to be fatally flawed. 
They also tend to make mistakes and work slowly when 
they are handling complex and difficult tasks for the first 
time. In addition, teams with members who are unfamil¬ 
iar with the way their coworkers operate often have com¬ 
munication breakdowns. 

Consequently, it is extremely important for CSIRTs 
to be organized before an incident and to conduct live 
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rehearsals regularly. Although first attempts may not be 
satisfactory, live rehearsals will identify problems that 
can be corrected so that performance is good during real 
incidents. 

Once a real security breach occurs, the CSIRTs work 
must proceed through a series of well-considered steps 
(Panko 2004). These are the discovery of an incident and 
its escalation to the status of major incident, the analysis 
of the incident to understand it, the containment of the 
attack to stop the spread of damage, repair to get dam¬ 
aged systems cleaned up and operational, possible pun¬ 
ishment of the attacker, hardening of damaged systems 
against new attacks, and postmortem analysis. 

BEFORETHE INCIDENT 
Justifying the CSIRT 

CSIRTs are expensive. It is important to be able to jus¬ 
tify the cost of having one to senior management. It is 
also important to be able to justify requiring participa¬ 
tion from a number of departments, including during live 
rehearsals, which are very time-consuming. 

The normal way to justify a CSIRT is to collect data 
on the frequency of attacks and the damage caused by 
attacks. One excellent general source is the Computer 
Emergency Response Team/Coordination Center (www 
.cert.org). Other good general sources are SecurityFocus 
(www.securityfocus.com) and the SANS Institute (www 
.sans.org). The Federal Bureau of Investigation (FBI) and 
the Computer Security Institute conduct an annual sur¬ 
vey of corporations to assess the frequencies of various 
kinds of attacks (www.gocsi.com). A good source of data 
on viruses and spam is MessageLabs (www.messagelabs 
.com). In presenting summary information to top manage¬ 
ment, it is good to have data on both general trends and 
some examples of serious problems caused by incidents in 
specific corporations. 
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This information should be combined with estimates 
of how much major attacks of various types would cost 
the firm and, if possible, how having rapid detection and 
containment through the use of a CSIRT could reduce 
these costs. 

Organizing the CSIRT 

The first step is to create the CSIRT Information technol¬ 
ogy (IT) security incidents can affect several functional 
groups in a firm. It usually also takes the staff from several 
functional areas to handle major IT security incidents. 
Consequently, the CSIRT must draw on several functional 
areas for its membership (Panko 2004): the IT security 
staff, the IT staff, functional line managers, public rela¬ 
tions, the legal department, and external organizations, 
such as outsourcers and law enforcement agencies. 

The IT Security Staff 

Obviously, the IT security staff needs to be involved and 
may lead the CSIRT. Most firms have very small IT secu¬ 
rity staffs, and for these firms, it is normal for the entire 
IT security staff to be on the CSIRT. 

The IT Staff 

Sometimes, the IT security staff is under the information 
technology director. This arrangement is not ideal because 
a large fraction of all IT security breaches are committed 
by the IT staff. It is better for accountability if IT secu¬ 
rity is a parallel operation. Another reason for keeping the 
IT security staff separate is that the IT staff sometimes 
focuses primarily on technology, whereas the IT security 
staff must focus more broadly on organizational issues. 
On the negative side, separating IT security from IT can 
result in friction between the two groups in terms of the 
ownership of server logs and other important matters. In 
addition, a separated IT security staff cannot “order” the 
IT staff to take action, and separation frees the IT depart¬ 
ment from accountability for security. 

In CSIRTs, it is important to have members of the IT 
staff be involved, however IT security and IT relate organ¬ 
izationally. It is also important to have operational levels 
of IT represented as well as IT management because op¬ 
erational employees often have a better picture of what is 
happening at a detailed level, whereas IT managers have 
the broader perspective needed to understand what is 
happening across systems and needed to understand the 
corporate implications of IT security breaches and alter¬ 
native remedies. 

Functional Line Managers 

Fixing an IT security breach is not simply a technical 
matter. For example, the simplest and most effective way 
to contain a hacking intrusion is to terminate a victim 
computers network or Internet connection. The business 
implications of “pulling the plug” can be horrendous, 
however. Functional line managers in critical areas must 
be involved in and must approve the CSIRT’s actions. 

Public Relations 

One non-IT group that needs to be strongly involved 
in an adverse incident is the company’s public relations 


department. If there is a serious problem, the company will 
want to manage communication with the outside world 
to cause as little damage as possible to public relations. 
Under no circumstances should an IT or IT security em¬ 
ployee talk to the media directly. Many firms also work with 
external public relations companies, and there are even 
public relations companies that specialize in incident 
handling. 

Legal Department 

It is critical to have members of the legal department on 
the CSIRT. Lawyers have the specialized knowledge needed 
for prosecution and to defend the company against liabil¬ 
ity. (If an attacker compromises a corporate computer and 
uses it to attack another corporation, the company whose 
computer was compromised and used may be liable.) 

IT Outsourcers 

Most companies outsource at least some of their IT activ¬ 
ities, and many companies outsource most of their IT. In 
such cases, the IT outsourcing vendor will have to work 
closely with the CSIRT. Beyond that, the IT outsourcer 
must have good internal incident response capabilities, 
and expertise in incident handling may be a factor in se¬ 
lecting an outsourcer. 

Some firms turn to IT security outsourcers to detect 
problems in internal systems and to provide expertise and 
actual work in the case of security incidents. One advan¬ 
tage of using IT security outsourcers is that they have con¬ 
stant experience with handling attacks, whereas internal 
CSIRTs may handle only a handful of attacks each year. 

In any IT outsourcing, it is important to have out¬ 
sourcers intimately connected to the CSIRT, including 
participating in rehearsals for security incidents. 

Software Contractors 

Many information systems today are developed by con¬ 
tractors. In some cases, systems are custom-built. In other 
cases, they are commercial off-the-shelf (COTS) products. 
In many cases, they are COTS products customized to a 
corporation’s needs. During an incident, the CSIRT may 
need help from software developers. The CSIRT should 
have contact information for the contractors of all major 
systems, and in the case of pervasive organization-wide 
tools, such as enterprise resource planning (ERP) sys¬ 
tems, a contractor employee may rehearse with the CSIRT 
during major planning exercises. 

Law Enforcement Agencies 

Although law enforcement agencies will not actually be 
part of the CSIRT, their expertise is invaluable if action 
is to be taken against the attacker. It is important for the 
CSIRT to understand how to interact with law enforce¬ 
ment agencies and to know what services law enforcement 
agencies can provide, such as the copying and protection 
of evidence. Law enforcement officers may even partici¬ 
pate in CSIRT rehearsals. 

Live Rehearsals 

Once the CSIRT is formed, it must engage in rehearsals 
that take it through realistic emergencies. As noted earlier, 
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during crises, people are not at their best cognitively. Re¬ 
hearsals bring the practice needed for correct actions to 
become habitual so that they will be effective even during 
the stresses of crises. In addition, you would not expect a 
football team to execute plays without repetitive practice. 
In fact, the first time that teams try to execute a play in 
practice, it is usually painful to watch. 

The simplest way to rehearse is to conduct a desktop 
exercise. In this type of exercise, the CSIRT members sit 
around a table and are given a series of crisis situations 
to consider. They then describe each step they would take 
during each crisis. Desktop exercises are useful during 
the early stages of a CSIRT’s life. During these desk ex¬ 
ercises, the CSIRTs members may discover that they are 
missing representation from an important functional 
area, that their approaches to recovery are not viable, that 
they have misunderstandings about authority and termi¬ 
nology, and so forth. 

To really develop their skills, however, CSIRTs need to 
move to live rehearsals, in which they actually conduct 
the steps needed to address various types of incidents. 
Live rehearsals identify many problems that the best desk¬ 
top exercises cannot address. In addition, live rehearsals 
bring the practice needed for habituated responses and 
build confidence and speed. The military maintains the 
importance of “training the way you fight.” The same is 
true for CSIRTs. 

Technology Base 

The CSIRT will need some technology to do its job. 
Some of it the firm already has; some must be purchased 
separately. 

Protection Technology 

By definition, incidents occur when protection technology 
(firewalls, antivirus, server hardening, etc.) breaks down. 
Good protection technology may, however, be able to re¬ 
duce the severity of an attack. Protections are discussed 
extensively in other chapters in this book. 

Intrusion-Detection Systems (IDSs) 

Technologies can also help in the response phase of in¬ 
cidents. Most obviously, intrusion detection systems can 
alert firms to attacks. In addition, IDS log files can help 
the firm analyze what has happened during an attack. 
This chapter does not look at IDSs because they are cov¬ 
ered in detail elsewhere in this book. 

File-Integrity Checkers 

To respond to an incident involving a server compromise, 
it is important to be able to know what changes the at¬ 
tacker has made. File-integrity checkers periodically create 
message digests of important system programs. Tripwire 
is a popular file-integrity checker. After an attack, message 
digests are again computed and compared with mess¬ 
age digests before the attack to see which programs have 
been changed. Unfortunately, few firms use file-integrity 
checkers because they are difficult to use successfully. A se¬ 
rious problem with these tools is that many critical system 


files change during normal operation. Consequently, it 
takes a great deal of knowledge to select the specific system 
files to which file-integrity checkers should be applied. 

Evidence-Collection Technology 

Evidence-collection technology allows a firm to capture 
evidence during an attack. If evidence is not collected 
rapidly and carefully, it will become almost impossible to 
prosecute attackers or even to understand the attack well. 
One action is to back up the hard drive on the compro¬ 
mised computer. In addition, transient information stored 
in RAM (random access memory) during an attack may 
be crucial to understanding the attack and prosecuting 
attackers. Special-purpose software can handle backups 
and capture this transient information in ways that will 
preserve evidence for presentation in court if necessary. 
Again, this chapter does not discuss evidence-collection 
technology because this topic is covered in several chap¬ 
ters dealing with forensics in this book. 

The Problem of Communication 

One inevitable problem in CSIRTs is communication. Dur¬ 
ing an attack, e-mail may be compromised, and even if it 
is not, it is likely to be too slow for important functions. 
The CSIRT organizer must maintain up-to-date lists of of¬ 
fice telephone numbers, home telephone numbers, pager 
numbers, short message service cellular telephone num¬ 
bers, e-mail addresses, and other contact information for 
each member of the CSIRT. This contact information 
changes so rapidly that it must be updated frequently and 
aggressively. 

In the same vein, each CSIRT member must designate 
an alternate team member if he or she is unavailable. The 
CSIRT leader needs to maintain up-to-date contact in¬ 
formation for these alternates as well. Ideally, alternates 
should participate in tests. 

The Decision to Prosecute 

One issue should be considered carefully before any in¬ 
cident occurs: whether to attempt to punish the attacker. 
For internal employees, this usually is a fairly straight¬ 
forward decision because termination and lesser punish¬ 
ments are easy and usually legally safe to administer. 

For external hackers, however, prosecution is diffi¬ 
cult, especially if the attacker is a minor. Furthermore, 
pursuing prosecution may open up the firm to negative 
publicity and consequent losses in customer and investor 
confidence. Before attacks occur, the company should de¬ 
velop a policy regarding external (and internal) prosecu¬ 
tion with the aid of the corporate legal department and 
senior managers. 

One consideration in developing prosecution policies 
is that successful prosecution will require the CSIRT to 
take certain actions discussed later in this chapter. Evi¬ 
dence must be carefully protected and preserved. In ad¬ 
dition, during the attack, it may be necessary to allow 
the attack to continue long enough to gather sufficient 
evidence for conviction instead of cutting off the attacker 
as soon as possible. 
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DURING THE ATTACK 

Although preparation before a security incident is impor¬ 
tant, how well the CSIRT responds to actual security inci¬ 
dents is the litmus test for success. 

Discovery and Escalation 

First, the attack must be discovered. Often, the employee 
who discovers the attack is a low-level IT employee or 
an employee in a functional area such as marketing. A 
key question to ask any firm to assess its state of security 
is, “Do your employees know the telephone number for 
reporting security concerns?" A sticker with this number 
should be on every telephone in the organization. Often, 
this is the telephone number of the firm’s general security 
office. Delays in reporting suspected security breaches 
often result in severe damage before the CSIRT can even 
start its work. 

In other cases, someone on the IT security or general 
IT staff detects the incident. Often, the firm’s intrusion- 
detection system sets off an alarm when there is suspi¬ 
cious activity in the system. 

In addition, the IDS maintains log files of events rel¬ 
evant to security. During the later analysis phase, analyz¬ 
ing these log hies is crucial in understanding the nature 
of the incident. 

The on-duty IT and IT security staff members typi¬ 
cally handle small incidents. However, the on-duty staff 
manager must have clear guidelines for when to escalate 
an incident—that is, when to declare the situation suffi¬ 
ciently dangerous or damaging to convene the CSIRT. In 
particular, the firm must have good guidelines for classify¬ 
ing attacks as minor or major. 

Initial Analysis (Triage) 

The first action of the CSIRT must be to analyze the situ¬ 
ation. There is a tendency to act precipitously even when 
little information is available. A short initial period of in¬ 
cident analysis is critical for later success. This is similar 
to the medical concept of triage (the initial analysis of a 
patient's condition) and is, in fact, often called triage. 

The first step is to classify the security incident. 
Typically, there are three types of security incidents— 
widespread virus or worm outbreaks, denial-of-service 
attacks, and hacking attacks. Hacking is the access of a 
protected resource without authorization or in excess of 
authorization. Hacking, in other words, is breaking into a 
client, server, switch, router, or other computer. 

The second step is to understand the attack. What vul¬ 
nerability allowed the hacker to break into the compu¬ 
ter? What has he or she already done? How sophisticated 
does the attack appear to be? In the case of virus or worm 
outbreaks, how is the virus or worm propagating, and 
how rapidly is it propagating? 

Although analysis typically focuses on internal data 
in computer and intrusion-detection system log files, the 
CSIRT may also contact other organizations, including 
the Computer Emergency Response Team/Coordination 
Center (www.cert.org), which maintains information 
about common hacking breaches and virus attacks. There 
is a good chance that the current attack uses a method 


that has been common in recent attacks, that the method 
is well understood, and that there are good defenses and 
recovery techniques already known. 

Containment 

The next step is containment, which means stopping the 
attack. As noted earlier, the simplest approach to contain¬ 
ment is to unplug affected computers. Although this is 
effective and may even prove to be necessary, it is a dras¬ 
tic step that can have important implications for the firm 
as a whole if an affected server is vital to the firm’s 
operations. Effectively, unplugging a computer is a self- 
administered denial-of-service attack. 

In addition, it may be desirable to allow the attacker 
to continue working so that the attack can be better un¬ 
derstood. Containing attackers too soon may simply keep 
them out for a few minutes, after which they may be able 
to get back in using the same method they used to gain 
entry in the first place. In a virus or worm attack, con¬ 
tainment before understanding may result in immediate 
reinfection through the same vulnerability. 

If legal prosecution is a goal, furthermore, it may be 
important to continue gathering evidence. On the nega¬ 
tive side, if hackers are given sufficient time, they can 
scatter backdoor attack programs throughout a server’s 
directories, read sensitive information, and take steps to 
make themselves difficult to detect. Consequently, con¬ 
tainment should be initiated as soon as possible. 

Recovery 

Recovery, also called repair, means getting the computer 
system back to the state it was in before the attack. This 
means removing programs the attacker placed on the 
computer and cleaning up any altered data hies. 

Recovery usually focuses on program hies, because 
hackers and virus and worms often litter the computer 
with attack programs that must be rooted out. Attack¬ 
ers also Trojanize legitimate system programs by replac¬ 
ing them with an attack program but keeping the name 
the same. To recover the system of program hies on the 
computer, there are three main options: repair during 
continued operation, restoration from backup tapes, and 
reinstallation from original installation media. 

Repair during Continued Operation 

If a company has a good way to recognize attack pro¬ 
grams, it may be able to make program hie repairs while 
the computer is still operational. However, this presumes 
that the firm has done such things as keep message di¬ 
gests for all program hies so that changes can be detected. 
This seldom is done. 

Recovery from Backup Tapes 

It is more common to reinstall all system and other pro¬ 
gram hies from the last clean backup tape. This can be 
effective, but it is important to know when the attack be¬ 
gan, because the backup hies may themselves be suspect. 
In addition, the restoration of program hies from backup 
tapes often requires the system to be taken offline at least 
temporarily. 
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Reinstallation from Original Installation Media 

In the worst case, the computers software will have to be 
reinstalled using original software installation media. It is 
important to have these media readily available for such 
eventualities. It is also important to document all configu¬ 
ration changes made during and since the last installa¬ 
tion. For instance, patches frequently need to be applied 
to remove known vulnerabilities, and there usually are 
many company-specific and computer-specific configura¬ 
tion changes made for other reasons. Reinstallation from 
original media typically takes the computer down for sev¬ 
eral hours. 

Data Files 

The CSIRT will face special problems if the attack dam¬ 
aged data files. Although restoration from the last clean 
backup tape will work for older hies, all data entered since 
the last backup will be lost unless a real-time journal of 
changes has been maintained (which is rare). Laboriously, 
online hies can be compared with backup hies to identify 
safe hies and hies that must be looked at carefully. 

Protection against Subsequent Attacks 

The last action of any CSIRT during an attack is to protect 
the firm against subsequent attacks. Obviously, the spe¬ 
cific vulnerability that allowed the attack to succeed must 
be hxed. In addition, firewalls should be tuned to stop 
such attacks if possible, and intrusion-detection systems 
must get hlters to warn of subsequent attacks that are 
conducted in the way the current breach was created. 

Second, and more subtly, the server that was attacked 
must be especially hardened against reattacks. Harden¬ 
ing involves the application of all patches to the system 
and the general conhguring of the system for maximum 
security. 

Internet hackers, to demonstrate their successes, often 
invite other hackers to get into your system. For some pe¬ 
riod of time after an attack, your "famous" server will con¬ 
tinue to be attacked by hackers. If you repair the specific 
exploit used in the first place, hackers will attempt to find 
other vulnerabilities to prove that they could break into 
the server in ways that the original hacker could not. 

AFTER THE ATTACK 

Sanctions 

Sanctions are punishments that a firm directs at attack¬ 
ers. Although anger usually makes a firm eager to sanc¬ 
tion attackers, it is not always practical to do so. 

Punishing Employees 

If the attacker is a current employee, the firm must weigh 
the benefits of prosecution against the simple expedient 
of firing the employee. (For minor incidents, milder sanc¬ 
tions may be appropriate.) Firing an employee typically 
can be done with no publicity, especially if the employee 
agrees to either keep quiet or face legal prosecution. In 
addition, although prosecution is difficult, employment 
usually can be terminated fairly easily for attacking IT 
resources, and it usually is legally safe to terminate em¬ 
ployment (however, state laws differ in the United States, 


international laws vary greatly, and union agreements 
may make sanctions difficult to apply in some firms). 

Prosecuting Attackers 

Prosecuting employees, ex-employees, or other, outside, 
attackers in courts of law requires a firm to prove that a 
particular person committed the attack. This can be dif¬ 
ficult, especially if the attacker is using a spoofed IP ad¬ 
dress or attacked indirectly from a computer previously 
compromised instead of from his or her own computer. 

In addition, as noted earlier, the attacker must be traced 
doing a series of actions (individual actions may not con¬ 
vince a jury), and this may require allowing the attack 
to continue longer than it would if prosecution were not 
a goal. 

Successful prosecution will depend heavily on the qual¬ 
ity of evidence collected. As soon as possible, crucial infor¬ 
mation on the attacked computer must be documented or 
backed up. Otherwise, the defense will argue that the evi¬ 
dence is tainted and that many things could have caused 
later changes. 

In addition, the CSIRT needs to document carefully 
how and by whom evidence was collected. The firm also 
must maintain a clear chain-of-evidence documenting 
who had the evidence at all times and how it was col¬ 
lected and protected after collection. Any breakdown in 
documentation can ruin a case. Judges often will not even 
allow a jury to see evidence that does not meet strict legal 
evidence requirements. 

For prosecution, it is critical to train the CSIRT be¬ 
forehand in evidence collection and preservation. In fact, 
it is highly desirable to call in local authorities or the FBI. 
They can make backups of your hard drives and collect 
other information in a way likely to get a conviction. Other 
chapters in this book contain detailed discussions of 
forensic data collection. 

Lawsuits 

For attacks that produce only modest amounts of damage, 
the authorities often are reluctant to prosecute. A firm may 
still be able to act through the legal system by suing the 
attacker for actual damages and perhaps for punitive dam¬ 
ages as well. These damages and the attackers cost of legal 
defense may be a satisfactory way to exact some measure 
of revenge. However, lawsuits are expensive and reveal the 
attack to the public. In addition, if the hacker community 
views the lawsuit as “lame,” the firm may become a popular 
target of revenge attacks by other hackers. 

Reprisal Attacks 

One option is to attack the attacker in return—essentially, 
hacking the attackers computer. This may seem attrac¬ 
tive, but it is almost always a very bad idea. First, attack¬ 
ers often use intermediate victim computers to launch 
attacks. Reprisal attacks are likely to hurt an innocent 
victim. (If a firm feels that companies that allow their 
computers to be hacked are not innocent, it should keep 
in mind that it has just been hacked itself.) 

Of course, more fundamentally, reprisal attacks are al¬ 
most always illegal. The jailing of members of the CSIRT is 
not a goal of incident response. Also, a CSIRT is an official 



References 


637 


organization within the firm; liability for a reprisal attack 
is likely to extend to senior officers and even the board of 
directors. 

Postmortem Analysis 

After things have stabilized, it is important to conduct 
a postmortem analysis to review what happened during 
the incident. The goal is to improve future responses to 
incidents. Things that worked well should be noted, but 
problems also should be highlighted and fixes created 
for the future. After the exhaustion of an incident and 
the need to catch up on work postponed during the inci¬ 
dent, it is difficult to motivate the CSIRT team members 
to undertake a postmortem analysis. However, given the 
valuable information gained during the actual incident, 
as opposed to simple live rehearsals, the information 
gathered in the postmortem analysis can produce strong 
benefits. 

There should also be a follow-up analysis 1 to 6 months 
later to determine which recommendations made dur¬ 
ing a postmortem analysis have been implemented and 
which have not. 

CONCLUSION 

When major IT security incidents happen, companies 
cannot sit back and wonder what they should do. Before 
the attack, companies need to organize and train cross- 
disciplinary computer security incident response teams— 
also called computer emergency response teams. Training 
using realistic rehearsals is important for ensuring ade¬ 
quate and rapid CSIRT responses during an emergency. 

During an attack, once an incident is discovered and 
escalated by the on-duty staff to a major incident, the 
CSIRT is activated. The CSIRT analyzes the attack so that 
appropriate responses can be made, contains the attack to 
prevent further damage, recovers program files and per¬ 
haps data files, gathers information needed for internal 
punishment or legal prosecution, hardens the system to 
prevent reattacks, and conducts a postmortem analysis 
to refine its incident response abilities. 

GLOSSARY 

Analysis: Incident response phase just after discovery 
phase. The CSIRT determines how the attack was 
made and what was done to affected systems. 

Breach: Another name for a Security Incident. 
Computer Emergency Response Team (CERT): 
Another name for Computer Security Incident Response 
Team. 

Computer Incident Response Team (CIRT): Another 

name for Computer Security Incident Response Team. 

Computer Security Incident Response Team 
(CSIRT): Cross-disciplinary team created to respond 
to major security incidents. 

Containment: The phase in incident response in which 
the damage to systems is stopped. 

Desktop Exercise: A process in which the CSIRT mem¬ 
bers sit around a table and discuss in detail the steps 
each member would take during a response. 


Discovery: The phase in incident response in which a 
security incident is first discovered and reported. 

Escalation: The act of determining that a particular se¬ 
curity incident is a major breach and that the CSIRT 
must be activated. 

Forensics: The application of science to criminal inves¬ 
tigations. 

Hacking: Taking over a computer; intentionally using 
a computer without authorization or in excess of au¬ 
thorization. 

Hardening: Removing vulnerabilities from a host com¬ 
puter and configuring the computer for high security. 

Incident: Another name for a Security Incident. 

Incident Response: The multiphase process of re¬ 
sponding to a security incident. 

Information Technology (IT): Computer hardware, 
computer software, networking, and data. 

Intrusion-Detection System: Tool that signals that an 
attack appears to be underway and that collects data 
in log files for analysis during and after an incident. 

IT Security: Security of the IT function, as opposed to 
physical and building security. 

IT Security Staff: The IT staff given responsibility 
for IT security, as opposed to physical and building 
security. 

Live Rehearsal: An exercise in which the CSIRT team 
members go through a sample incident, implementing 
each step along the way. 

Outsourcer: External company that provides IT serv¬ 
ices to a firm. 

Postmortem Analysis: Assessment conducted after a 
security incident to determine how to respond better 
in the future. 

Prosecution: The attempt to convict an attacker in a 
court of law. 

Public Relations: Department in a firm charged with 
communicating with the public and the media on be¬ 
half of the firm. 

Punishment: Taking action against an attacker; both 
sanctioning employee attackers and prosecuting and 
suing external attackers. 

Repair: Phase in incident response in which the dam¬ 
aged system is brought back to correct operation. 

Reprisal Attack: Attacking the attacker (usually 
illegal). 

Security Breach: Another name for a Security Incident. 

Security Incident: A virus attack, denial-of-service at¬ 
tack, or hack (computer break-in). 

Trojanize: To replace a legitimate file by an attacker’s 
hie, giving the attacker’s hie the same name as the le¬ 
gitimate hie. 

CROSS REFERENCES 

See Business Continuity Planning', Cryptography, Denial 

of Service Attacks', Intrusion Detection Systems', Network 

Attacks. 
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INTRODUCTION 

As organizations work to determine how to protect their 
data, they face the challenge of quantifying the value of 
their data, then determining the most effective way to 
back up their data so that it can be restored in an accepta¬ 
ble time frame if a disaster occurs. This chapter addresses 
issues important to identifying backup and recovery re¬ 
quirements. 

GENERAL BACKUP AND RECOVERY 

REQUIREMENTS 

Requirements Planning Team 

Planning for backup and recovery activities is often done 
in the context of a disaster-recovery planning project. The 
requirements for backup and recovery systems have tech¬ 
nical, logistical, business, and operational components. 
Because the potential impact of any data loss is so broad, 
the planning for backup and recovery requirements should 
involve a cross-functional team. Candidates for the plan¬ 
ning team include computer operators, application de¬ 
velopers, key customer representatives, physical security 
personnel, database administrators, and stakeholders in 
the organization. As with any successful IT project, the 
support of an executive sponsor will greatly increase 
the likelihood of developing a robust backup and recovery 
system (Schiesser 2002, 300-4). 

Operating Systems 

One factor that influences every aspect of the backup 
and recovery process is the operating system. Operat¬ 
ing systems dictate the terminology, thought processes, 
and operating procedures used in any IT environment. 
The operating system is the foundation on which backup 
and recovery system requirements are built. 

There are a few areas in which the backup and recov¬ 
ery system requirements will be similar regardless of the 
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operating system in use. These areas include job sched¬ 
uling, scripting, and native backup utilities. Regardless of 
the operating system, most backup systems require a job 
scheduler to automate the backup process. This ensures 
that backups are done at the proper time and with the 
proper frequency. Job schedulers provide similar features 
across platforms and allow administrators to verify that 
backups are running on schedule. Every operating environ¬ 
ment provides a means for creating scripts or sequencing 
commands as part of a backup procedure. The terminol¬ 
ogy for this process may be a script, a job control language 
program, or a batch program, but in many operating envi¬ 
ronments, the script is used to start the backups. Another 
similarity among operating systems is that each provides 
the administrator with utilities or commands that are spe¬ 
cific to the operating system, and may be used for creat¬ 
ing backups. These operating-system-specific utilities are 
sometimes used by third-party vendors as the basis for 
creating backups. An example of this is AMANDA, the 
Advanced Maryland Automated Network Disk Archiver, 
a public domain utility developed at the University of 
Maryland. AMANDA uses the UNIX tar utility to facilitate 
partial backups on systems running UNIX (Preston 1999). 

Data Types 

Different types of data hold different levels of value for the 
organization. Mission-critical data should be backed up 
frequently, and other data vary in value from important 
to unnecessary and may require a lower backup frequency 
(McDowell 2001). To develop backup and recovery system 
requirements, it is essential to understand the value of dif¬ 
ferent data types. Assessing the current storage require¬ 
ments will help to determine backup needs, appropriate 
methods, and the most effective strategies for backup and 
recovery procedures. As various data types are evaluated, 
the amount of each type of data on the system, along with 
the volatility of the data type should be documented. Vol¬ 
atility refers to the frequency with which data change or 
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Table 1 : Data Type Assessment 


Data Type 

Size in Megabytes 

Volatility 

Value to Organization 

Operating system 


Low 

High 

Database 


Medium to high 

High 

Applications 


Low 

High 

E-mail 


High 

Medium to high 

User files 


Medium to high 

Low-medium to high 

Log files 


High 

Medium 

Other 





are added to or deleted from the database. Data that do 
not change frequently, such as archived files, could be 
described as having low volatility, while files that are up¬ 
dated hourly would be considered to have high volatility. 
Table 1 is representative of the types of data that could be 
considered in a storage requirements assessment. 

Another benefit of the storage requirements assess¬ 
ment is that obsolete data may be identified in any of the 
data types. Cleaning up obsolete data before determining 
backup requirements will provide a better picture of over¬ 
all backup needs (Barth 2004). Archiving data implies that 
data have been moved from dynamic production data¬ 
bases to a static system. The static system will require dif¬ 
ferent backup and recovery strategies because it changes 
less frequently (Mensching and Corbitt 2004). 

One way to estimate the value of data is to determine 
how much effort would be required to re-create the data if 
they were lost. A similar approach is to estimate how much 
time and effort has been spent to create the data that are 
stored on a given system. Either of these approaches can 
provide insight into the true value of a data set to the or¬ 
ganization (Wells 2003, 538). In addition to determining 
the value of data, one should also consider how critical 
certain systems are to ongoing operations. Data that may 
be easily created may appear to have a lower value, but 
if the data are critical to operations, the value increases 
(D’Amico 2004). 

Databases 

Most organizations consider the information stored in 
their databases to be among their most valuable assets. 
In some organizations, the database information is a key 
component of daily operations. Organizations such as fi¬ 
nancial institutions rely on their databases to provide crit¬ 
ical information for almost every transaction. The critical 
nature of this information store requires careful planning 
to mitigate the risk of loss of the data. The simplest way to 
backup databases is to copy the entire database to backup 
media; however, this method can be time-consuming and 
expensive for large databases. More frequently, databases 
are backed up using a full backup followed by incremen¬ 
tal backups or differential backups during a given period 
(Qian, Nakamura, and Nakagawa 2002). 

Security Data 

Different operating systems provide various capabilities 
for backing up sensitive information such as user IDs, 


passwords, permissions, and group memberships. Backing 
up these data is vital to the system backup, and some¬ 
times overlooked. A complete backup plan should in¬ 
clude provisions for backing up security data, along with 
guidelines about how the media should be handled, and 
how the restoration will be executed. Many organizations 
back up the security data in tandem with the operating 
system backup. 

E-Mail 

E-mail is an area in which backups are sometimes con¬ 
fused with archives. Archiving e-mail is the process of 
moving e-mail messages from the e-mail system to a record- 
retention system designed to archive electronic docu¬ 
ments and messages. This is in contrast to backups, which 
are created to mitigate the risk of the loss of the data in the 
event of a disaster. Some experts recommend that e-mail 
be kept in the e-mail system for a minimal amount of time, 
then moved to a permanent archival system (Stephens and 
Wallace 2000). One of the legal concerns of backing up 
e-mail is the potential for electronic discovery. Electronic 
discovery is a request from a court of law to produce elec¬ 
tronic documents for participants in a lawsuit. If an 
electronic discovery request is made, the company must 
make all e-mail messages available for inspection. The 
e-mail messages that exist on backup media are also sub¬ 
ject to an electronic discovery request (Lange 2002). 

User Files 

User files may be overlooked or ignored in the backup plan 
of a data center because they exist on computer hard drives 
in each user's machine. One approach to backing up user 
files is to make users responsible for their own backups. 
User files saved to a file server are more likely to be backed 
up on a regular basis because they are readily accessible 
via the network. The analysis of user files should include a 
review of the file types and age of the files. Most users do 
not delete files unless they are prompted to do so because 
of disk quotas or other policy requirements. Asking users 
to remove documents they do not need can streamline the 
backup process. User files should also be analyzed to de¬ 
termine whether their existence on the network complies 
with company policy. If company policy prohibits storage 
of music files such as MP3 files, then these files will only 
impede the backup and recovery process without add¬ 
ing value to the data backup and restore process (Barth 
2004). 
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Log Files 

When assessing data types in an information system, it 
may be difficult to assess the value of certain data types. 
Log files are a typical example. Log files that were pro¬ 
duced during a software installation process that occurred 
in the distant past may need to be purged from the system, 
while other log files should be treated with care and an eye 
toward preservation. In some cases, organizations may be 
required to analyze and retain log file data to comply with 
regulatory compliance rules such as the Sarbanes-Oxley 
Act (Zhen 2005). Log files are also variable in volatility. 
They may contain information about a single event, such 
as a software configuration change, or information that is 
updated by the system on a regular basis. Evaluating the 
backup requirements for log files is likely to require input 
from technically adept staff members. Finding the bal¬ 
ance between backing up all log files and backing up only 
the most critical log files is a challenge that should be ad¬ 
dressed in the context of a limited backup window and the 
need to meet the business and regulatory requirements of 
the environment. 

Configuration Data 

Many of the files on any computer specify how the com¬ 
puter functions. These files are normally backed up along 
with the operating system files or the security data. It is 
important to note that configuration files may also reside 
on network devices. Each piece of network hardware— 
such as switches, routers, and hubs—contain tables, con¬ 
figuration information, and security information that are 
critical to network operations. This configuration infor¬ 
mation is normally not highly volatile and may only be 
changed when new equipment is added or existing net¬ 
work configurations are updated. A system to back up 
these data should be considered as part of the overall dis¬ 
aster recovery plan, and the requirements for backup and 
recovery of network components are different from the 
requirements for other types of data. If an organization 
has previously ignored the backup and recovery issues 
for network devices, then the steps below may be used to 
develop an initial starting point for protecting this criti¬ 
cal data. 

1. Inventory network equipment: In many organizations 
an inventory of network components has already been 
done. Usually the purpose for such an inventory is to 
track the value of each component as a financial as¬ 
set, or to monitor network performance to aid in trou¬ 
bleshooting network problems. Using either of these 
types of inventories is an excellent starting place. 

2. Determine backup needs: The most important aspect 
of the inventory for backup and recovery requirements 
planning is to determine whether there are configura¬ 
tion data that need to be backed up on each device. 
The next most important piece of information is the 
actual function of the device. An Ethernet hub may not 
contain any special configuration data, but its exist¬ 
ence should be documented so that in the event it is 
destroyed, the physical network configuration can be re¬ 
created. A network switch is more likely to have specific 
information about network segments, Internet protocol 


(IP) addresses, and traffic routing that should be saved 
in the event that the switch is destroyed. 

3. Create initial backups: For devices that have custom 
configuration information, create initial backups. Many 
devices provide the ability to copy configuration infor¬ 
mation to a personal computer, where the configura¬ 
tion file can be modified, copied to external media, or 
printed. 

4. Specify backup format: One of the risks associated with 
network equipment is that a replacement unit may 
not use the exact same configuration format that the 
original unit used. In fact it is very likely that any re¬ 
placement for network equipment will be significantly 
different from an original unit. Network technology 
advances at high speed, and the improvements are in¬ 
corporated into new products frequently. Because of 
this risk, it is prudent to consider creating backup doc¬ 
umentation for certain network equipment other than 
simply backing up the configuration files. The mean¬ 
ing of the configuration parameters for a complicated 
switch should be committed to a designated format so 
that in the event the equipment is destroyed, and the 
replacement is significantly different, the new equip¬ 
ment can be configured to operate effectively in its 
new environment. 

5. Handle with care: Keeping a duplicate copy of the 
configuration files and associated documentation on a 
personal computer is a good first step. Backing up 
these configuration files and storing them in a second¬ 
ary location can further reduce the risk of loss. 

The requirements for continued backup and recovery of 
network devices should be determined based on the vola¬ 
tility of the configuration files. Two approaches to back¬ 
ing up this type of data are the periodic approach and 
the change trigger approach. In the periodic approach, 
backups are created based on set time periods. Weekly or 
monthly backups are created; documentation is updated, 
backed up, and stored in an alternate location. In the 
change trigger approach, any time a network device con¬ 
figuration is changed, or new equipment is installed, the 
backup process is triggered. 

It is difficult to plan all aspects of restoring data to net¬ 
work components. The major reason for the difficulty is 
that network components are frequently replaced by more 
advanced components with added features and different 
capabilities. The part of the plan that can be successfully 
created is the retrieval of all configuration information 
from the backup documentation. If the configuration files 
can be used by the new equipment, then the recovery will 
be faster, but if the replacement equipment requires infor¬ 
mation in a different format, or new specifications, then 
the alternate documentation must be used to initiate the 
new device. The Network Reliability and Interoperability 
Council (NRIC), an organization comprised of telecom¬ 
munications industry representatives, has developed over 
750 best practices that deal with backup and recovery of 
telecommunications equipment. These procedures ad¬ 
dress a variety of issues in network reliability and promote 
automated backup procedures for telecommunications 
equipment (Lennert et al. 2004). 
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Recovery Requirements 

Because backups usually occur frequently and recovery 
occurs much less frequently, many organizations put 
more effort into the backup process than into the plan¬ 
ning of the recovery process. Both are important. A poorly 
planned recovery process can make a great backup plan 
look terrible, because the backup is only half of the over¬ 
all process. To determine the requirements for the recov¬ 
ery system, some critical measures must be analyzed. 

The first is the recovery time objective (RTO). RTO is 
a measure of how long the organization can effectively 
function without the system. If the system is a conven¬ 
ience system that is only used for occasional reference, 
then the organization may be able to function for days or 
weeks without access. The RTO for such a system might 
be expressed in days. If the system is a mission-critical, 
real-time, transaction-oriented system that the organiza¬ 
tion relies on to do business 24 hours a day, then the RTO 
might be expressed in seconds. Determining the RTO for 
each system is important, because these numbers will ul¬ 
timately contribute to the recovery requirements for the 
organization. 

Another measure that should be determined for each 
system is the recovery-point objective (RPO). RPO is ex¬ 
pressed in terms of how much data the organization can 
afford to lose if the system fails. Less volatile systems 
generally have a higher RPO than more volatile systems. 
Mission-critical, online systems usually have an RPO that 
approaches zero (Preston 2005). Recovery issues need to 
be addressed in planning the backup strategy. RTO and 
RPO measures will influence the way backups are sched¬ 
uled and executed. 

A COMPARISON OF BACKUP 

METHODS 

Hot versus Cold 

The hot or cold approach to backups is directly related 
to the system availability requirement in the organization. 
Hot backups are those that take place while the system is 
operating; cold backups take place while the system has 
been made inaccessible to users. If an organization cannot 
tolerate any down time, then a hot backup scheme is usu¬ 
ally implemented. In a hot backup scenario, data may be 
copied to a fast tape drive or secondary disk while data files 
are actually in use. This may require data to be buffered 
and databases to take advantage of journaling, and it may 
slow down the overall performance of the system during 
the backup process. In a cold backup scenario, the backup 
window is normally defined as a time when minimal us¬ 
age is likely such as in the early hours of the morning—for 
example, 2:00 a.m. Shortly before the scheduled backup 
time a notice may be sent to any users logged on the sys¬ 
tem informing them that the system will be going down 
for scheduled backups. At the appointed time, interactive 
users are logged out of the system and batch programs 
are ended or suspended. When all interactive processes are 
stopped, the system is identified as a “quiet" system 
and can be backed up. The backup is then executed and 
verified before allowing users to log in to the system. This 
sequence is important because if one of the tapes cannot 


be verified, the backup set may be corrupt. The following 
checklist shows the correct sequence of events in a cold 
backup scenario: 

1. Notify any users on the system that the system will be 
unavailable beginning in a set amount of time (usually 
10 to 15 minutes). 

2. At the scheduled time, disable the ability for users to 
log into the system interactively. 

3. At the scheduled time, remove any users from the sys¬ 
tem who have not logged out. 

4. Start the backup job at the designated time and moni¬ 
tor the job for successful completion. 

5. Verify the readability of the tapes or other backup 
media. 

6. If the backup media prove to be readable, then allow 
users to log in. If the backup media fails, take action 
to redo the backup or log that the backup media failed. 
(McDowell 2001). 

Online versus Offline 

During recent years, changes in telecommunications tech¬ 
nology have allowed some new backup methods to thrive. 
Improvements in the quality of service, bandwidth, and 
cost of telecommunications have made it possible to 
backup computer systems over telecommunications links. 
This is referred to as an online backup. Online backups are 
becoming more cost-effective when compared to the tra¬ 
ditional method, in which all of the costs of the traditional 
method are considered. Traditional backup costs include 
tape drives, media, personnel, off-site courier expenses, 
and physical storage space. Expenses for online backups 
include the telecommunication link and associated hard¬ 
ware, along with a service providers software and service 
fees. In many cases an existing telecommunication link 
is used, provided there is enough available bandwidth. 
One concern that should be addressed is the security of 
sensitive data traveling over telecommunication lines. If 
data are encrypted before being sent, the security issue 
is handled, but encryption requires CPU cycles and will 
consume system resources on the system being backed up 
(Stoddard 2004). 

Backup Types 

There are several types of backups that can be performed 
with any data type. Three commonly used backup tech¬ 
niques are the full backup, the incremental backup, and 
the differential backup. The full backup captures all of the 
files specified in the system or subsystem. These files are 
stored on a single media set, and this type of backup pro¬ 
vides the fastest and cleanest restore scenario. The nega¬ 
tive aspects of the full backup are that it takes more time 
to perform than other types of backups and in some cases 
files are backed up that rarely or never change, resulting 
in unnecessary media storage requirements. 

An incremental backup establishes a repetitive cycle that 
begins with a full backup, then on subsequent periods (usu¬ 
ally days) backs up only the data that have changed since 
the last backup, including previous incremental backups. 
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The backups made after the full backup normally require 
fewer media, less time, and less computer resources than 
the full backup. The negative aspects of this strategy are 
that the restoration process may require multiple media 
sets, and the time to restore data will be longer than the 
full-backup method. For example, suppose a full backup 
is run on Monday, followed by incremental backups on 
Tuesday and Wednesday. On Thursday morning the server 
crashes, requiring a new disk to be installed. To restore 
the system the full backup set would have to be restored, 
then the media set created on Tuesday would have to be re¬ 
stored, followed by the Wednesday media set restoration. 
Therefore the time required for restoring the data increases 
as the time since the last full backup increases. 

A differential backup also begins with a full backup, 
then in subsequent periods, backups are run to back up 
any files that have been created or modified since the last 
full backup. This method may require fewer media sets to 
restore data because all changes since the last full backup 
are saved in each subsequent backup. In the scenario 
mentioned above, the Monday backup set would have to 
be restored, and then the most recent differential backup 
would have to be restored. This would result in a more 
streamlined restore process than used in the incremental 
strategy (Swanson et al. 2002). 

Generational backups refer to a system of media rota¬ 
tion in which three media sets (usually tapes) are used for 
backups. Typically the first set (set A) is referred to as the 
grandfather, the second set (set B) is referred to as the fa¬ 
ther, and the third set (set C) is referred to as the son. Set 
A normally consists of a full backup tape(s) and all incre¬ 
mental or differential tapes used until the next full backup 
is scheduled. When the time to create the next full back¬ 
up occurs, set A is set aside and set B is used for the next 
rotation. In the third cycle set C is used for the full and 
subsequent incremental or differential backups. In some 
cases, set A is then reused for the next cycle, and in 
some cases the grandfather (set A) is permanently retired 
and archived in an off-site location. One benefit of this 
practice is that if one media set is corrupted or damaged, 
then the previous media set still exists and can be used to 
recover the data, although it may not be as up to date as 
the most current media set (Marakas 2006, 303). 

SOLUTION OPTIONS 

Since the majority of computer systems are a mixture of 
heterogeneous systems, the requirements for any single 
organization are likely to be a mixture of methods and 
techniques that support the individual organization. In 
this section several issues are discussed that highlight 
concerns in diverse environment. 

Third-Party Backup and Recovery Product 
Requirements 

There are many backup and recovery tools on the market. 
Several of these tools provide the user with options that 
are beyond the capabilities of their operating systems and 
offer excellent value by improving the backup and recov¬ 
ery process. A complete evaluation of third-party backup 
software is beyond the scope of this chapter; however. 


a discussion of some of the important features that are 
available is in order to provide some insight into how to 
evaluate various backup and recovery packages. The fol¬ 
lowing checklist can be used to evaluate potential backup 
and recovery software. Requirements for specific organi¬ 
zations may be more or less rigorous than those listed, 
but this checklist should provide a good starting point for 
any product evaluation. 

1. Easy installation and configuration: The product should 
be easy to install and configure. If the configuration is 
overly complex, the risk of improper configuration 
rises and along with it, the risk of getting an incom¬ 
plete backup rises proportionally. This issue increases 
in importance when an entire system is lost and the 
backup software must be reinstalled to do a complete 
restore. If the installation process is complicated and 
lengthy, the recovery time will be extended. 

2. User interface: The user interface for a backup and re¬ 
covery tool should be easy enough for a user with lim¬ 
ited training to use. Some of the tools available allow the 
user to select wizards to streamline various processes, 
and others require a step-by-step sequence of menu op¬ 
tions. Remember that the recovery may be performed 
by someone other than the most highly trained opera¬ 
tions staff, and in some cases under difficult circum¬ 
stances. A simple user interface can make the restore 
process easier and increase the likelihood of success for 
a backup and disaster recovery team member. 

3. Support: Support for backup and recovery software 
may be available via online documentation, a built-in 
help facility, printed manuals, or via e-mail or telephone. 
One way to test the response of a vendor is to call the 
help line prior to buying the software and evaluate 
the response prior to purchasing the product. If you have 
to navigate complicated electronic response screening 
software before speaking to a live support person, you 
should know that before the purchase. Evaluating the 
overall help features of a product is important in deter¬ 
mining whether the product is well supported. 

4. Multiple device support: Many backup and restore 
products support specific drive types and not others. 
Another related issue is that you may be backing up 
on tape today and DVDs tomorrow. The best products 
support many backup devices and have the ability to 
span across multiple media to create a media set. 

5. Validation: Most backup products provide validation 
for the external media. An important consideration re¬ 
garding validation is the time required for the valida¬ 
tion process. Some organizations opt not to validate 
the backup media because of the time it takes. This 
risky behavior reduces the chances of a complete and 
accurate backup. The time required is a function of 
the speed of the backup device, but the software can 
function efficiently or poorly in validating the integrity 
of the media. 

6. Compression: Backup and restore software usually 
provides the ability to compress data before storing 
it on the backup media. This reduces the number of 
tapes required, but may extend the time required 
for the backup and slow down the system during the 
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backup process. This feature may be important de¬ 
pending on the backup method chosen and the speed 
of the processor. 

7. Encryption: The ability to encrypt data provides an ad¬ 
ditional layer of security for the organization’s data. 
Some organizations protect their computers effec¬ 
tively with authentication, physical security, and other 
safeguards, but do not consider security as important 
for their backup media. This mistake can be avoided 
by encrypting backup data. 

8. Reporting: Backup and restore software should pro¬ 
vide reporting for problems that occur during the 
backup or recovery process, successful operations, and 
configuration information. The reporting information 
should be easy to understand and as jargon-free as 
possible. A lack of robust reporting features is a good 
reason to avoid certain third-party backup products. 

9. Flexibility: Backup and restore software should allow 
hies to be backed up from selected locations, volumes, 
and in groups defined by the administrator. It should 
support full backups, incremental backups, differential 
backups, and on-demand or ad-hoc backups. The soft¬ 
ware should also support restoring single hies from a 
backup media set, and restoring hies to any location. 

Third-party backup and restore software vendors of¬ 
fer numerous products that will effectively manage the 
backup and restore process. It is important to evaluate an 
organization’s specihc needs to determine which product 
most closely meets those needs. In addition to evaluating 
product literature, the organization should evaluate inde¬ 
pendent product reviews that are frequently available in 
trade publications or magazines (Vella 2005). 

Media 

Regardless of the platform, operating system, or data type, 
when backups are performed on any removable media 
(such as magnetic tape or CDs) the procedures for han¬ 
dling the media should be documented. Removable media 
may be kept on-site or off-site. If the media are stored off¬ 
site, the storage facility needs to be physically secure, en¬ 
vironmentally controlled, and accessible during potential 


Table 2: Media Requirements Planning Checklist 


recovery windows. Contact information for the off-site 
storage facility should be available to IT staff who may 
require the media to restore hies during and after normal 
business hours. The off-site storage facility should be far 
enough away from the data center that potential weather 
or other disasters would not affect both locations and 
therefore reduce the potential for recovery. Table 2 is a 
planning checklist for media requirements. The checklist 
is designed to help determine how much media is required 
for individual backup situations. The checklist assumes a 
full backup weekly, followed by incremental backups on 
a daily basis. The table should be modihed to reflect spe¬ 
cihc backup strategies. 

Tape versus Disk 

Magnetic tape is still one of the most popular media 
for backing up information systems. It is relatively in¬ 
expensive, based on proven, stable technology and sup¬ 
ported by numerous hardware and software vendors as 
a viable backup technology. Magnetic tape also has some 
drawbacks. One of the primary drawbacks of using tape 
is that data recorded to tape is recorded and retrieved 
sequentially. This can extend the time required to hnd 
and retrieve single hies on a tape or tape set. Another 
drawback is that tapes tend to wear out with use, and 
a worn tape can be unreliable. Various vendors provide 
software to verify the contents of a tape after it is written, 
and this improves reliability, but errors may still occur. 
Even when a tape has been recorded and verified, a break 
in the tape can render the tape or the tape set useless. 
These are some of the disadvantages or risks of using 
tape, but with these risks noted, using tape is still a widely 
accepted method for backups. 

Another option for saving important data is to copy the 
data to disk-based storage on another system or subsystem. 
This may be accomplished using a variety of techniques 
such as network-attached storage (NAS) or storage area 
networks (SANs). These technologies are discussed later, 
but in contrast to using tape as a storage medium, their 
common advantages will be noted here. The most impor¬ 
tant advantage of storing the data to disk instead of tape is 
a faster rate of transfer. Transfer rates for disk-to-disk cop¬ 
ies are significantly faster than for disk-to-tape. This can 


A 

Total amount of data to be backed-up (full backup) 

115Gb 

B 

Capacity of individual media (assume tape) 

40Gb 

C 

Tapes required for full backup 

3 

D 

Tapes required for incremental backup 
(estimated average per day * 4 days) 

(1 * 4) = 4 

E 

Number of generations of tapes 

3 

F 

Total number of active tapes (C + D) * E 

(3 + 4) * 3 = 21 

G 

Tapes in reserve (in case of tape failure) 

4 

H 

Tapes required for monthly archive 

2 

1 

Total number of tapes for backup system (F + G + H) 

(21 + 4 + 2) = 27 
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reduce the amount of time required for both backup and 
recovery processes. Transfer rates are also impacted by 
the speed of communications between the source of the 
data and the target storage device. Most experts recom¬ 
mend that a dedicated network be used to transfer backup 
data between servers and backup devices. This allows 
maximum throughput and reduces the potential for slow¬ 
downs on networks that are used in normal work envi¬ 
ronments. Disk access is not limited to sequential access 
methods. Any file can be restored without having to read 
through other files in the backup set. This is significantly 
better than searching a ten-tape set for a file that may be 
located on the eighth tape in the set (Qu et al. 2004). A 
disadvantage of storing backup data on disk is that it is not 
usually practical to store the disk off-site. If the target stor¬ 
age disk is in the same physical data center, then some 
significant risks are still unaddressed. These risks include 
fire, tornado, flood, and other natural phenomena that can 
impact the data center. To address these risks, some organ¬ 
izations take advantage of both disk-to-disk backups and 
tape backups. This can be done by backing up the system 
using disk-to-disk technology and taking advantage of the 
shorter backup window, faster transfer rates, and more 
convenient restore methods, then backing up the target 
system to tape. The tapes can be made without interrupting 
online availability of the production system because they 
are backing up the backup system. The tapes can be moved 
off-site to mitigate the risk of natural disaster in the data 
center. 

Other Media 

Media other than disks and tapes are used in some backup 
scenarios. These include CD drives and flash drives. Or¬ 
ganizations must evaluate the cost and capacity of each 
of these media to determine whether they are viable op¬ 
tions for backup media. 

CD-ROM media is a type of CD that may be used as a 
backup media. ROM is an acronym for read-only memory. 
If CD-ROMs are used to backup data, then the media may 
be used only once. The CD-ROMs must then be stored 
and kept until it is determined that the data are no longer 
viable as a backup. A similar alternative is CD-RW (read/ 
write) technology, in which the CD may be used multiple 
times. Since the media can be used multiple times, the 
cost of this medium is much less than CD-ROM technol¬ 
ogy. Another alternative to CD technology is DVD, which 
is also available with read-only or read and write capabil¬ 
ities. DVD drives provide larger capacity than CD drives. 
DVD media may hold up to 50 Gb of data, whereas CD 
drives commonly hold 850 Mb of data. Flash drives (also 
called thumb drives or USB drives) may be used in certain 
cases for backups. These devices typically plug into an 
open USB port and appear to the system as a disk drive. 
The capacity for these devices is constantly increasing, 
and their potential for use in backup scenarios increases 
as the capacity increases. One advantage of a flash drive 
is that it has a small physical size and is therefore easily 
transported. Another advantage is that no special software 
is required to install the drive on a different machine in 
the event of the loss of a computer. These advantages also 
become disadvantages when considered in light of data 


security. The small size would potentially allow the data to 
be more easily stolen, and the ease of getting the data off 
of the flash drive by simply plugging it into another com¬ 
puter exposes the organization to increased risk of loss. 
These risks can be mitigated by using encryption, which 
is discussed in more detail later in this chapter. 

Desktop Computers 

There are some specific steps that can be taken to clarify the 
backup and recovery requirements for desktop systems. 
The first step is to encourage individual users to par¬ 
ticipate in a standardized scheme of file storage on their 
desktop computers. As an example, Microsoft has created 
standard folders for each user such as My Documents and 
My Pictures. If every user stores their documents under 
this (or another standard) scheme, then the backup proc¬ 
ess can be simplified. Desktop computers may be backed 
up via network connections, or by using removable media 
on each computer. Network backups are more consistent 
because they are usually administered by IT operations. 
If individuals are responsible for backing up their own 
desktop computer, they should be trained in the process 
and understand how to back up their files, along with be¬ 
ing told why it is important to do so. Another practice that 
streamlines the backup and recovery process is to stand¬ 
ardize hardware and software for the organization’s desk¬ 
tops. Most organizations attempt to standardize as much 
as possible, but inconsistencies in desktop computer mod¬ 
els and brands contribute to complexity in developing an 
effective backup and recovery system (Swanson et al. 
2002). The goals of an effective user training program 
should include providing the user with an understanding 
of the organization's approved backup and recovery meth¬ 
ods and tools, an introduction to the media supported by 
the organization's policies and procedures, and access to a 
list of parties to be notified in various cases of data loss. 

File and Application Servers 

Some of the same considerations for the desktop environ¬ 
ment apply to file and application servers. Standardiza¬ 
tion for hardware, software, and peripherals can reduce 
the time needed to recover from equipment failure. One 
of the key differences between the server and the desktop 
computer is that many servers are equipped with redun¬ 
dant components such as power supplies, disk arrays, 
and tape drives. Servers may also be configured with an 
uninterruptible power supply (UPS) to allow the system 
to operate during a power outage. 

A common redundant component is RAID technology. 
Using a redundant array of inexpensive disks (RAID) is a 
way to create real-time backups. Although a full discus¬ 
sion of various RAID levels is beyond the scope of this 
chapter, a brief description of RAID will help in under¬ 
standing how RAID may fulfill some of the organizations 
backup and recovery requirements. 

Mirroring 

Mirroring occurs when a system is equipped with two dif¬ 
ferent disk drives or disk arrays. When data are written to 
one disk, they are automatically and immediately written 
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to the other disk. This creates two copies of all data. If one 
disk fails, the other disk can provide access to the data. In 
many cases, mirrored drives are hot-swappable, meaning 
they can be removed and replaced without interrupting 
system activity. Once the new drive is installed, the two 
drives are automatically synchronized and no other inter¬ 
vention is needed. The danger of this type of technology 
is that it gives some IT managers a false sense of security. 
Since events may occur that can render the server inop¬ 
erable, a backup on removable media will further reduce 
the risk of losing the data. Mirroring is also referred to as 
RAID Level 1. 

Parity 

Parity is a technique that is used to determine whether data 
have been lost. Parity is created by summing the number 
of bits in a given data stream then adding a parity bit of 
1 or 0 to make the sum odd or even. A system may use even 
parity or odd parity. In even parity the bits are summed 
then, if the number is odd, 1 is added to the sum to cre¬ 
ate even parity. The RAID system can determine whether 
there is damage to the file if the parity is supposed to be 
even, but during recalculation, determines that the par¬ 
ity is odd. In a RAID configuration, several types of parity 
schemes are possible. Parity requires multiple drives and 
does not store a complete second copy of the data as mir¬ 
roring does (Dean 2006). This popular technique is a safe¬ 
guard against losing a single disk drive on the server. 

Striping 

Striping improves performance by distributing data 
across multiple drives. RAID techniques use a variety of 
striping and parity techniques to achieve different levels 
of speed and redundancy (Swanson et al. 2002). Strip¬ 
ing data across multiple drives is used in RAID Level 3 
(see Figure 1). RAID Level 3 uses a disk controller to write 


data for a given hie across multiple drives and then writes 
the parity information on a separate drive. The advantage 
of this technique is that it provides a high transfer rate 
and can automatically detect and correct errors related 
to data storage. 

RAID Level 5 is similar to RAID Level 3, but instead 
of storing the parity information on a separate drive, the 
parity information is stored on multiple disks in the disk 
array (see Figure 2). This technique provides a higher 
level of fault tolerance and is a popular technique for data 
protection. 

Outsourcing Backup and Recovery Functions 

Many organizations are looking for ways to streamline 
technical processes while continuing to meet their organ¬ 
izational objectives. An option that is popular for some 
organizations is to outsource certain IT functions to a 
third party. This is frequently done for Web-site hosting 
because of the intense requirements of the Web host¬ 
ing environment. Many of the requirements for backup 
and recovery functions can also be met with outsourc¬ 
ing. Foskett and Tobin (2005) describe three basic mech¬ 
anisms for outsourcing backups as insourcing, online 
backup, and hosted backup services. 

Insourcing refers to inviting a qualified vendor to man¬ 
age the backup process using the resources of the organi¬ 
zation. The benefits of this approach include maintaining 
physical control of the data and media and taking advan¬ 
tage of expertise in backup and recovery management 
without the overhead of having full-time operational em¬ 
ployees. This service is available with various amounts 
of actual on-site support and may include some remote 
monitoring of the backup process. 

Online backups are usually an effective choice for 
smaller organizations. In this scenario, the data are trans¬ 
ferred (in an encrypted format) via telecommunications 
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systems (usually the Internet) and stored in a remote 
location. This option is attractive for smaller organiza¬ 
tions because they can take advantage of professionally 
managed backup services without the investment in in¬ 
frastructure that might otherwise be required. The dis¬ 
advantage of this option is that when the time comes to 
restore the data, connectivity and coordination with the 
service provider must be fully in place. 

Hosted backup services are described as backup serv¬ 
ices for organizations in which most or all of the IT func¬ 
tions are already hosted by a third party. This option is 
easily selected when the majority of IT operations are 
hosted off-site because retaining this complex function 
in-house when the data are elsewhere is difficult to justify 
(Foskett and Tobin 2005). 

There are variations on each of these three themes, 
and when an organization is considering their options, 
each of these should be considered. Telecommunications 
technology advances continue to create new options for 
moving data from point A to point B, and improvements 
in outsourcing options are likely to make these and other 
techniques more attractive as technology improves. 

In the broader context of disaster recovery, whether 
an organization uses in-house employees or contracted 
third-party vendors for backup and recovery services, 
there are some services that will usually be performed by 
an outside company. These services include electrical con¬ 
tractors, water-removal specialists, tree-removal services, 
and data-recovery services. In documenting the backup 
and recovery requirements, a list of service providers and 
their contact information is an important part of the di¬ 
saster-recovery plan (Erbschloe 2003, 169). 

Snapshots 

When traditional methods of backup are no longer suf¬ 
ficient, there are some newer technologies that may pro¬ 
vide the necessary speed to restore large volumes of data 
without the expense of long backup windows. One such 
technology is the snapshot. A snapshot is a virtual copy of 
a file system that includes all the data in the given file sys¬ 
tem. The virtual copy of the file system must be backed 
up to recover from physical failures, but creating a snap¬ 
shot of a file system will allow for a very short recovery 
window in many types of failures. The network data man¬ 
agement protocol (NDMP) and Microsoft Corp.’s Volume 
Shadow Copy Service (VSS) are examples of products 
that support snapshot capabilities (Preston 2005). 

NAS and SANs 

During the early 1990s, organizations began adopting the 
client/server model of computing, in which desktop PCs 
were connected to file servers. This configuration allowed 
users to store important files on the server so that back¬ 
ups could be centralized and managed. The next step in 
storage innovation was the movement of storage devices 
onto specialized appliances directly attached to file serv¬ 
ers. This network-attached storage (NAS) took advantage 
of the widespread availability of various protocols such 
as Novell’s Network File System (NFS). NAS systems are 
normally deployed using tools and utilities supplied by 


the vendor (Morris and Truskowski 2003). NAS may also 
provide a centralized storage location from which back¬ 
ups can be completed. 

Advancements in storage technology have resulted in 
a system of hardware and software components that in¬ 
terconnect file servers and storage systems (Zheng, Wang, 
and Zhang 2003). This technology is referred to as a stor¬ 
age area network (SAN). The interconnection may be 
over an existing data network or via a separate physical 
network, but is usually high-speed and frequently based 
on fiber-optic connections. SANs take advantage of mul¬ 
tiple storage subsystems by pooling the storage area and 
allowing multiple file servers to use the free space avail¬ 
able on the SAN (Sarkar et al. 2003). Although SANs are 
sometimes touted as sophisticated storage solutions, the 
sophistication may also mean complexity. Radding (2005) 
cites issues such as interoperability problems, latency, and 
a lack of robust design tools on the market as reasons for 
SAN adoption roadblocks. Both NAS and SAN technology 
are attractive for purposes of identifying backup system 
requirements. The fewer physical data storage devices 
that contain data to be backed up, the easier it is to plan 
for how, when, and why the data will be backed up. 

Encryption 

Many organizations maintain information in their com¬ 
puter systems that represent large investments of time, 
money, and effort. In addition to the value of the infor¬ 
mation, some data may be sensitive in terms of Human 
Resources, or competitive strategies. Most organizations 
protect their information systems by granting access per¬ 
mission to those members who need access to perform 
their duties and denying access to everyone else. This ap¬ 
proach works well when the data are locked up in a secure 
data center with limited physical access. The authentica¬ 
tion process can break down when the organization’s val¬ 
uable data are stored on removable media such as tape. 
The size of a tape cartridge makes it easy to carry off-site, 
thus protecting the organization from the risk of loss due 
to fire, flood, or other natural disasters. This same fea¬ 
ture also provides an easy target for removing critical data 
from the organization for someone with sinister motives. 
In some cases, it is much easier to remove a backup 
tape from the company than to break into the computer 
system. 

One of the ways that some organizations have ad¬ 
dressed this risk is by encryption. If the data on a backup 
tape are encrypted, then in the event it is lost or stolen, the 
data will still be secure. The majority of organizations do 
not encrypt their backups, but a trend toward targeting 
backup tapes for theft is causing concern among those 
who are required by government regulators to protect 
their data (Lock 2005). Two of the methods used for en¬ 
cryption are encryption on the data as it resides on the sys¬ 
tem and encryption done at the time the backup is created 
through software or hardware. When data are encrypted 
on the system through database encryption or through an 
operating system utility, then the data will be encrypted 
on the tape, meeting the objective of a secure tape. 
This approach provides an additional layer of security 
during operation. A drawback of this approach is that 
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ongoing encryption of a database or data files can be ex¬ 
pensive in terms of CPU cycles. Some organizations do 
not want to encrypt their data on the system, but want 
to encrypt their backup tapes to reduce the risk of los¬ 
ing their data because of theft (Haber 2005). Encrypting 
the data on the tapes can be accomplished using software 
utilities, or hardware appliances. Many software utili¬ 
ties provide encryption capabilities. Third-party backup 
software may allow the administrator to select the type 
of encryption and key length among the options for en¬ 
cryption. This type of encryption may require significant 
computing resources, and it can potentially lengthen the 
backup and recovery time requirement. Another option is 
to include an encryption appliance in the system. The en¬ 
cryption appliance sits between the computer system and 
the tape drive, and encrypts (or decrypts) the data as they 
are passed from one device to the other. Since the data are 
encrypted by the appliance, fewer CPU cycles are required 
of the host system, speeding up the backup process. 

One reason that this approach is not widely used is 
that administrators are concerned about the possibility 
of not being able to restore the encrypted data. In the 
event that fire destroys the data center, careful planning 
must be in place to make sure that encryption keys are 
available to restore data from backup tapes. If an external 
appliance is used, then provision for replacing the device 
and its hardware key are important to recovery. These 
issues add complexity to the disaster-recovery require¬ 
ments and must be weighed against the risk of losing the 
information on backup tapes. 

CONCLUSION 

Many organizations rely on their data to effectively run 
daily operations. Because the value of data in most or¬ 
ganizations is so high, safeguarding the information is 
vital to the organization’s existence. One important as¬ 
pect of making sure information is available to users is 
the backup and recovery systems that ensure data avail¬ 
ability, even when computers or network hardware com¬ 
ponents fail. The requirements for an operational backup 
and recovery system are built on the foundation of a 
data and systems assessment. A data assessment identifies 
and documents various data types, the systems using the 
data, and other critical system elements such as the oper¬ 
ating system and security data. Once the data that need 
to be protected are identified, the method for backup and 
recovery can be selected from numerous technologies 
and procedures. Choices for backup and recovery tech¬ 
niques include third-party solutions or internal solutions, 
media determination, and frequency determination. Some 
areas that may be overlooked include backing up network 
hardware configuration and data residing on desktops 
throughout the organization. Determining the require¬ 
ments for backup and recovery systems will help mitigate 
the potential loss of data for many organizations relying 
on information to run operations. 

GLOSSARY 

Data Compression: Storing data in a format that takes 
less space than it would take under normal storage 
conditions. 


Differential Backup: A backup procedure that copies 
files that have changed since the last full backup. 

Encryption: The process of encoding or obscuring in¬ 
formation so only a person (or computer) with the key 
can decrypt the information. 

Full Backup: A backup procedure that copies every 
file on the system to another media or disk regardless 
of whether the files have changed since the previous 
backup. 

Incremental Backup: A backup procedure that copies 
files that have changed since the last backup (of any 
kind) to another media or disk. 

Job Scheduling: The IT function concerned with en¬ 
suring the efficient queuing and processing of data at 
a predetermined time. 

Media: Data storage technologies used to store backed- 
up data. Media may include floppy disks, magnetic tape, 
Compact disk (CD), or digital versatile disk (DVD). 

Parity: The characteristic of a number in which the sum 
of the digits is either odd or even. This characteristic is 
used in error checking in RAID drive configurations. 

RAID: An acronym for redundant array of inexpensive 
(or independent) disks. These disk drives are config¬ 
ured to use two or more drives in combination to im¬ 
prove fault tolerance and performance. 

Recovery-Point Objective (RPO): RPO is expressed in 
terms of how much data the organization can afford to 
lose if the system fails. For example, if backups were 
run each night, the recovery point objective would be 
the end of the previous day’s activity. In this case, any 
data that were entered or processed between the point 
of failure and the most recent backup would be lost. 

Recovery Time Objective (RTO): A measure of how 
long the organization can effectively function without 
the computer system. 

Striping: A technique for writing data onto multiple 
disk drives for improved fault tolerance and perform¬ 
ance. 

Volatility: The rate of change of the values of data in a 
database or file. 

CROSS REFERENCES 

See Business Continuity Planning', Business Requirements 

of Backup Systems', Evaluating Storage Media Require¬ 
ments. 
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INTRODUCTION 

As businesses across all industries grow more dependent 
on information technology (IT) infrastructure, high avail¬ 
ability and backup of IT systems becomes an increasingly 
strategic business concern. Having the right information 
at the right time can be the edge to make the difference 
between profits and losses. But, as the complexity of the 
IT infrastructure grows, so do the risks. Failures can incur 
high costs and damage a company’s reputation. Especially 
during unpredictable disruptions or disasters, critical sys¬ 
tem must be available to prevent the loss of competitive 
advantages. Therefore, high availability and backup aim at 
mitigating these risks to ensure continuous availability of 
critical systems. The mitigation of risks comprises the defi¬ 
nition of a business continuity strategy or what tradition¬ 
ally has been referred to as disaster recovery. The business 
continuity strategy should be aligned with the corporate 
strategy to allow the optimal consideration of the business 
requirements. Business requirements generally influence 
the backup strategy by defining how often specific data 
must be backed up, how many copies of the data must 
be retained, or how long different types of data must be 
stored. The main aim of business continuity is to minimize 
interruptions of the business processes due to technical 
difficulties. For achieving these goals, comprehensive plan¬ 
ning and commitment of resources are necessary. Typical 
risks of insufficient business continuity procedures and 
neglecting the appropriate definition of business require¬ 
ments include: 

• Interruption of critical business processes: Business 
processes allow the operationalization of the busi¬ 
ness strategy. Thus, the frictionless execution of business 
processes is the precondition for generating busi¬ 
ness value and competitive advantages. 

• Loss of corporate data: Often as a result of insufficient 
security measures or poor IT—or backup—systems the 
loss of data may result in severe financial or reputa¬ 
tional losses and thus in customer dissatisfaction. 

• Failure to meet regulatory or legal requirements: Re¬ 
cent corporate financial and reporting scandals (Enron, 
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WorldCom, ImClone) resulted in new regulations, such 
as SOX (Sarbanes-Oxley Act, July 30, 2002), HIPAA 
(Health Insurance Portability and Accountability Act of 
1996, Public Law 104-19), or Basel II will require or¬ 
ganizations to align their infrastructure with the ability 
of fulfilling these regulations. 

• Failure to meet service-level agreement and recovery 
time objectives as well as recovery point objectives: 
This aspect includes backup and recovery guarantees 
and the definition of times for recovery. 

As the saying “all business is local" has been made ob¬ 
solete by the ongoing revolution in IT, the new challenge 
facing IT managers is to interconnect previously local 
networks into one global one. Businesses operating on a 
global scale no longer have off-hours at night for perform¬ 
ing maintenance operations or for restoring backups un¬ 
noticed. Online businesses run around-the-clock. Taking 
all these aspects into account, what are the main concerns 
for IT managers when dealing with backup systems? Aside 
from the obvious technical aspects, the focus must be on 
business requirements such as legal, organizational, en¬ 
terprise risk management, and security aspects, because 
these have a strong influence on the definition of backup 
and restore strategies and the way that storage resources 
are structured and managed. 

OVERVIEW 

In this section, we clarify the meaning of certain terms 
that are related to backups. Figure 1 is a visual overview of 
all these terms. This initial, simplified overview is meant to 
foster understanding of the subsequent definitions and ex¬ 
planations. Some of the terms will be covered only in this 
section. They are mentioned to provide a semantic context 
for the actual key terms and, consequently, to define the 
topic of this article. Moreover, the descriptions serve as a 
starting point for exploring the terms in more detail. 

Business Continuity Management 

According to the Business Continuity Institute (www 
.thebci.org), business continuity management (BCM) 
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Figure 1 : Overview of terms 



"is a holistic management process that identifies poten¬ 
tial impacts that threaten an organization and provides a 
framework for building resilience and the capability for 
an effective response that safeguards the interests of its 
key stakeholders, reputation, brand, and value creating 
activities. BCM must be owned and fully integrated into 
the organization as an embedded management process.” 
In other words, the purpose of BCM is to guarantee that an 
organization can keep its business going at all times, even 
in cases of serious disruptions, which means that BCM 
is about the continuity of business processes. The most 
important element of BCM is business continuity plan¬ 
ning, which is covered briefly in the following section. 
Management, however, certainly involves more than just 
planning; the plan must also be executed and involves or¬ 
ganizing, leading, coordinating, and controlling. 

Risk management is the most important management 
aspect of BCM. This process begins in the planning phase 
as risk analysis, and it accompanies every business proc¬ 
ess through to completion. A short explanation of risk 
management can be found in the corresponding section 
below; the interdependence of risk analysis and backups 
will be covered in more detail in conjunction with the 
business continuity planning process. One of BCM’s ma¬ 
jor elements with regard to information systems is the 
backup process. Later in this chapter we will present a 
fairly detailed discussion of the backup function from 
a management point of view. Chapter 175 in this book 
provides a technical perspective on backups. 

A very important distinction must be made between 
the terms BCM, crisis management, and disaster recovery. 
The difference lies in the gravity of a given problem. If 
a business process is affected by a disturbance that was 
detected in advance and thus earmarked as a potential 
threat during the risk analysis process of the planning 
phase, it is regarded as a mere disruption and can be 
treated and neutralized within the boundaries of the BCM 
process, since appropriate countermeasures would have 
been developed and prepared; thus, recovery is relatively 
easy to achieve. This holds true even in cases in which 
the disturbance would usually be considered a disaster 
by common standards. 


In contrast, if a business process is affected by a dis¬ 
turbance that was not detected in the course of the risk 
analysis or, although aware of the threat, no precautions 
were taken for some reason (e.g., costs), the incident has 
to be regarded as a disaster for the organization, even if it 
would not be considered a disaster by common standards. 
In this case, the required reaction is no longer a matter 
concerning BCM. Instead, the BCM sphere is exited, and 
the first step is to conduct crisis management in order to 
survive the disaster or mitigate its effects. As soon as the 
situation is stabilized, the disaster recovery procedure is 
initiated for the purpose of returning to business as usual 
and moving back into the BCM sphere. These two topics, 
crisis management and disaster recovery, will be covered 
briefly at the end of this overview section. 

Business Continuity Planning 

Business continuity planning (BCP) is a process that in¬ 
tends to set the stage for a reduction of a company’s busi¬ 
ness risks resulting from disruptions of major IT system 
functions or operations. As already stated, it is the main 
element of the BCM process. The BCP process usually 
consists of the following planning steps, which will be 
covered in more detail later in this chapter: 

1. Initiation 

2. Business impact analysis 

3. Development of a business continuity plan 

4. Training and awareness program 

5. Implementing and testing the plan 

6. Monitoring and improving procedures 

Risk Management 

Risk management (RM) is a generic concept that can be 
applied in quite different contexts, such as, enterprise RM 
or project RM (see Peltier [2001] for a more detailed de¬ 
scription). The basic idea of RM is to deal with the given 
risks in a planned and controlled manner. Therefore, 
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a systematic approach should be pursued, which com¬ 
monly includes the following steps: 

1. Establishing the context: This step defines the scope 
and the focus of RM. These goals should reflect the 
business requirements for the continuity and informa¬ 
tion security of the main business functions relevant 
for information security. 

2. Risk identification: This is the process of identifying 
risks regarding the most critical business processes. 
Typical reasons for failure include sabotage, terror¬ 
ism, fire, accidents, IT failure, and power loss. 

3. Risk analysis (RA): This is the process determining 
how often the identified risks occur and estimating the 
magnitude of their likely consequences. 

4. Risk evaluation: This is the process of determining pri¬ 
orities by comparing the identified level of risk against 
target risk levels or predetermined standards. 

5. Risk treatment: According to Peltier (2001) risk can 
be treated in the following four ways: (a) Risk can 
be transferred to another party, typically by contract¬ 
ing insurance, (b) Risk can be avoided, which means 
that the probability that an unwanted incident 
occurs is systematically reduced, (c) The negative 
effect of an unwanted incident can be mitigated in 
advance, (d) The risk can be accepted without special 
precautions. 

Risk analysis will be discussed in more detail in this chap¬ 
ter, as part of the ’’Business Impact Analysis” phase in the 
section on "Business Continuity Planning.” 

Backup 

In the context of computer engineering, the term backup 
usually refers to data backup, which means copying data 
in order to have an additional instance of the original 
source. Backups are typically stored at a physical distance 
from operational data to protect them against events that 
destroy operational data. If the backup is done properly, 
loss of or damage to the original data can be neutralized 
or at least mitigated by copying back the data from the 
backup medium. The latter process is known as data re¬ 
covery, or data restoring. The data in question can either 
be data as such (text, image, or audio files, etc.) or stored 
program code. In both cases, the backup and recovery 
processes work the same way. The difference between a 
backup and an archive is that archiving data usually does 
not involve duplication, whereas backup does. 

Of course, the general term backup can have a much 
broader meaning than described above. In all kinds of or¬ 
ganizations, it is possible (and reasonable) to back up not 
only data but also other resources. For example, it is quite 
common to have backup hardware for critical parts of 
the system. Likewise, there can be backup provisions 
for especially important infrastructure elements, such 
as extra data transmission lines, power supply from an 
alternate substation, or emergency power supply. Apart 
from physical backups, it is also wise to define backups of 
organizational elements. Replacement policies within the 
staff are fairly common, for instance. Job rotation and 


mandatory vacation policies not only help to detect fraud 
but also enable employees to replace each other. It is also 
conceivable to set up alternative processes for certain 
essential business functions in order to compensate for 
a temporary failure of the primary processes caused by 
extraordinary external influences. In the case of a rather 
unstable procurement situation, the availability of proper 
backup providers for important externally purchased 
services must be granted. 

However, in most cases backup refers to data backup, 
whereas its wider meaning is covered by the expressions 
“business continuity management” and “business conti¬ 
nuity planning." Because backup refers to data backup in 
this chapter, the rest of this section will give an overview 
of the characteristics of data backup (for further reading 
see Bishop [2002]). 

Guidelines for Backup 

A thoroughly established backup strategy is more than 
just arbitrarily copying data from time to time. It takes 
careful planning and adherence to certain guidelines fo¬ 
cusing on the following aspects: 

• The responsibility to perform backups must be clearly 
assigned by defining an organizational role. 

• Backups must be carried out on a regular basis. To 
fulfill this requirement, backups should be automated 
(e.g., within a networked storage infrastructure) in or¬ 
der to require only minimal human intervention. Stor¬ 
age area networks (SANs) are replacing direct attached 
storage (DAS) because they allow the centralization of 
the storage systems and provide a higher security level. 
Furthermore, the regular verification of the backups 
must be ensured. 

• The backup medium should be kept at a different lo¬ 
cation from the original data. This secondary location 
should be as safe and as secure as the primary location. If 
removable media are used for backups, the availabil¬ 
ity of the corresponding drives has to be guaranteed. 
Therefore, data backup may demand hardware backup 
as well. 

• Backup media have to be tested at regular intervals to 
ensure that they are still readable. When the life cycle of 
the technology used is about to reach its end, the data 
should be transferred to a different medium. Further 
note that backups should use well-established standard 
formats. 

• The users of the system should be made aware of all rel¬ 
evant parameters of the backup process. In particular, 
they should know how to request the recovery of lost 
data. 

Apart from these minimum requirements, there are also 
other guidelines that should be followed to further improve 
the quality of the backup function. These measures might 
cause higher initial costs, but most could save a lot of time 
and money in the case of a more serious disruption: 

• The procedure of performing a backup should be de¬ 
fined as simply as possible. 
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• Carrying out a backup run should be possible without 
interrupting normal day-to-day business. 

• For each piece of data, at least two copies should be 
made. These copies should be stored on different media 
and kept at different locations. An effective backup ro¬ 
tation scheme should be applied, which means keeping 
backup images of several points in time of the recent 
past and gradually fewer of the older states. 

• The backup should have a certain degree of deliberate 
redundancy, such as checksums or hashes, in order to 
facilitate the validation of the copy’s integrity without 
needing the original data. 

• Different kinds of data usually have different update fre¬ 
quencies and should consequently have different backup 
frequencies as well. If a backup is distributed over 
multiple volumes, recovery should not need all volumes 
to be readable or present. 

Data Recovery 

The term data recovery refers to the process of restoring 
data from a backup medium in case the original source 
of data has been damaged or destroyed. Data recovery 
is not the same as data salvaging. The latter refers to 
the process of rescuing data directly from a damaged or 
destroyed storage medium. Every backup without an ap¬ 
propriate recovery strategy is practically useless. For ex¬ 
ample, if the software that is needed to read and restore 
the backup data is destroyed along with the original data, 
the copy is rendered worthless. 

In principle, there are two scenarios in which data re¬ 
covery might be necessary. First, in the more grave one, 
a complete data carrier, or a considerable part of it, is 
damaged or destroyed. Here, the backup usually has to be 
restored in order to bring the system back to an opera¬ 
tional state. Examples would be the loss of a hard disk or 
the file system getting corrupted so badly it can no longer 
be read. The second scenario, which is sometimes over¬ 
looked, although it is more common, is the need to re¬ 
cover a single file, directory or data set, lost by accidental 
deletion or corrupted by a program. 

Scope for Decisions 

In contrast to the guidelines above, which we suggest ap¬ 
plying in all cases, there are some important decisions 
about backup for which no general recommendations can 
be made. They simply depend on the situation and vari¬ 
ous environmental parameters. Two of the most relevant 
aspects involving more than cost alone will be presented 
in this section. The first is which type of media to use as 
backup data carrier. The possibilities are subject to change 
over time. In the late 1980s and the 1990s, floppy disks and 
magnetic tape were common. Nowadays, hard disks 
and optical disks serve as backup media. In areas (e.g. the 
health sector, digital libraries) for which terabytes and even 
petabytes must be saved, newer generations of tapes (such 
as digital linear tape [DLT] and linear tape-open [LTO]) are 
still one of the most reliable solutions. With widespread 
broadband network access, a new trend emerges: remote 
backup, also referred to as online backup or Internet- 
based backup. In this case, the customer of the backup 


service does not know the actual type of storage media 
used. 

The most appropriate medium depends on certain cri¬ 
teria. First of all, the price per gigabyte is a crucial aspect. 
Second, the specific technical properties of the medium, 
such as speed, reliability, and ease of use must be consid¬ 
ered. In the past a considerable disadvantage of magnetic 
tape was that it could be read only sequentially. Nowadays 
magnetic tape provides structures that allow fast recovery 
of single files. Also of particular relevance is whether a 
medium can be written on only once or many times. The 
advantage of a rewritable data carrier is that it can be 
reused, which saves costs and facilitates the implementa¬ 
tion of a proper rotation scheme. On the other hand, a 
write-once medium is better from a security perspective 
or when revision-proof archiving is needed, as the data 
cannot be manipulated later. Third, durability is an im¬ 
portant issue, because with new storage technologies one 
has to be aware that the life expectancy of the medium 
can only be estimated and is far from certain. Conven¬ 
tional magneto-optical WORM (write-once, read-many) 
disks guarantee readability for up to 40 years, but they 
are slow compared with magnetic tapes and several times 
more expensive. As previously stated, backups must be 
recopied to new types of storage media to avoid obsolete 
technology. 

Another important decision concerns whether or not to 
compress backup data. From the technical point of view 
it would be better not to compress the data, as uncom¬ 
pressed data can be recovered more easily in case of dam¬ 
age or corruption of the backup media. Considering the 
cost aspect and the increasing data volume, on the other 
hand, compression makes sense. Still, this decision is not 
just a matter of cost. It should be considered in connec¬ 
tion with the possible encryption of the backup data for 
security reasons, as this would also be some kind of ma¬ 
nipulation to the data. So, if the data need to be encrypted, 
it can also be compressed since todays block ciphers usu¬ 
ally operate in cipher block chaining (CBC) mode. The 
encryption of sensitive data should be an integral part of 
the security strategy, because the backup tape is a mirror 
of the server’s contents. The chronological order of en¬ 
crypting and compressing is important, as compression 
algorithms are not working effectively on encrypted data. 
In addition, key management should match the corporate 
business processes—for example, to grant that the keys 
expire when data expire. However, the total cost of en¬ 
cryption must be compared to potential risks and the like¬ 
lihood of a security breach to determine the cost-benefit 
ratio of encrypting backups. In addition, decision makers 
have to consider that it can take longer to complete an en¬ 
crypted backup than a comparable nonencrypted backup. 
The time needed for encryption depends on the type of 
data, the encryption algorithms, and the type of encryp¬ 
tion software or hardware as well as the underlying infra¬ 
structure such as disks, tapes, or processors. Today, many 
vendors of tape backups provide built-in encryption ca¬ 
pabilities in their products. This solution has additional 
overhead, and key management is very basic. The latest 
storage encryption methods use hardware-accelerated ap¬ 
pliances that are located in the SAN. They offer very good 
performance but have higher costs than other solutions. 
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The secret keys of the appliances can be stored on a set 
of smartcards that can be distributed to selected people. 
Encrypted data can be deleted by destroying selected en¬ 
cryption keys. 

Best Practices for High Availability 

Along with the gradually expanding availability require¬ 
ments of todays businesses, making backups is increas¬ 
ingly tricky. It is obvious that any kind of maintenance 
work, including backup, can be performed more easily 
if the corresponding business process is regularly halted 
for a certain amount of time, such as over the weekend. 
With the need for 24/7 availability, this so-called batch or 
backup window is no longer available. However, there are 
some techniques that help in carrying out backups even 
within a very small or (for the system as a whole) practi¬ 
cally nonexistent time frame: 

• Partitioning the source data, for example a large data¬ 
base, makes it possible to back up only a small part, an 
individual partition, of the source data at a time, thus 
providing increased operational flexibility. 

• Incremental backup is a technique in which only changes 
of the data via a certain base copy, the so-called deltas, 
are stored. Consequently, the elapsed time to complete 
a backup or recovery operation can be reduced in com¬ 
parison to full backup. 

• Parallel processing is a divide-and-conquer approach, 
in which backup is performed for multiple partitions 
of the source data at the same time. Naturally, for this 
technique, multiple data carriers need to be available in 
parallel, which usually means multiple drives of some 
kind. The advantage of parallel processing is an in¬ 
creased bandwidth of the backup (and restore) activity. 

• Concurrent backup is a technology offered by most da¬ 
tabase vendors that allows backup even of data struc¬ 
tures that are still online and in use. Consequently, no 


business process has to be interrupted, which leads to 
extended availability. 

BUSINESS CONTINUITY PLANNING 

This section describes the steps of the BCP process in 
detail (see Figure 2) and focuses on the business impact 
analysis as the most important element of the BCP proc¬ 
ess. Although the last three steps of the process are to be 
executed after the plan has been developed, their realiza¬ 
tion still needs to be planned beforehand, which is why 
they are covered as part of the planning process. Ana¬ 
lyzing business processes and the impact of nonavailable 
data is of paramount importance to implement a backup 
scheme that efficiently supports business objectives. 

Initiation 

First, the BCP project has to be initiated. Although it 
might appear somewhat trivial at first, this phase is very 
important. The following points must be considered 
when launching the project: 

• Support and involvement of the organizations senior 
management and board have to be obtained and con¬ 
firmed. 

• Senior staff support, especially from key business 
and technical stakeholders, has to be obtained and 
confirmed. 

• The BCP project team has to be formed. There should 
be representatives from all critical business functions, 
such as human resources, accounting, IT, etc. 

• Objectives and constraints of the project need to be de¬ 
fined and transformed into a roadmap with strategic 
milestones. 

• A draft version of the overall business continuity pol¬ 
icy has to be defined and communicated to the project 
staff. 


Initiation 

(Definition of Business 
Requirements) 


/ \ 


Monitoring and 
Maintenance 


Business Impact Analysis 


Implementation and Development of a Business 

Testing of the Plan Continuity Plan 




Figure 2: Business continuity planning life 
cycle 
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Business Impact Analysis 

Business impact analysis (BIA) comprises the assessment 
of each of the business requirements and their ranking 
according to their importance to the company. A typical 
business impact analysis will consist of the steps defined 
in the following sections. The BIA measures the sever¬ 
ity of the impact on the company according to multiple 
objectives such as operating costs, regulatory fines, and 
financial losses or loss of reputation if certain business 
functions become unavailable. 

Prior to implementing any backup solution, to ensure 
continuity a business case study must be made. Since 
simply backing up data cannot guarantee recovery of crit¬ 
ical data, many additional measures have to be consid¬ 
ered, such as testing of backups, establishing alternative 
processing sites, and security policies for offsite storage 
of backups. Moreover, one has to make sure that only 
truly necessary data are backed up. Storing and recover¬ 
ing unnecessary data adds additional costs and time for 
recovery. 

Business Process Analysis 

In this step, all business processes must be identified and 
then ranked according to how critical they are. Knowing 
how crucial processes are is important for determining 
the most appropriate backup scenario. For accurately 
categorizing the business processes the following ques¬ 
tions should be considered: 

• Are the processes main contributors to revenue? 

• What is the relationship between length of interruption 
of processes and consequences (loss of customers, loss 
of revenue, loss of reputation)? 

• Do the processes deal with sensitive data? 


• Are the processes related to safety or health of people 
(nuclear power plant maintenance, traffic control 
systems)? 

• Which legal requirements (SAS 70 [Statement on Au¬ 
diting Standards No. 70: Service Organizations], SOX) 
must be considered? 

IT Infrastructure Mapping 

In the penultimate step, the relationship between busi¬ 
ness processes and IT infrastructure must be established. 
Therefore the following question must be considered: 

• Which systems are necessary to execute certain core 
processes? 

• Which systems can go offline without interrupting nor¬ 
mal business process operations? 

This is the most important and most underappreciated 
step. In many cases, system functions that are not deemed 
critical may still have a negative influence on critical sys¬ 
tems in cases of system interruption. The most appropri¬ 
ate safeguard to alleviate this is an identical test system, 
which can be used to simulate various failures. Still, most 
test systems—especially in smaller companies—are not 
completely identical, because of cost restrictions. There¬ 
fore, the analysis of system interdependencies is crucial 
to ensure that business continuity scenarios are consist¬ 
ent with reality. The identified systems may be classified 
using the following framework shown in Table 1. 

Risk Analysis 

In companies that depend heavily on IT systems, at¬ 
taining security attributes (confidentiality, integrity, and 
availability) is a major goal of management. For example, 


Table 1: Analysis of System Interdependencies 


Classification 

Description 

Nonsensitive 

Even when interrupted for a prolonged time span or when done manually, the 
business impact is minimal. Resuming requires little or no catching up. 

Examples: very small companies, typical office application that can easily be 
relocated to other workstations 

Sensitive 

These functions can be done manually and for an extended period, though 
at considerably higher costs than normal operations. Additional staff may be 
required. 

Examples: mass mailings, computer-supported accounting for smaller 
companies 

Vital 

For a brief period, these services can be done manually. Usually, if operations 
are restored within a timeframe of up to 7 days, the costs are still within 
reasonable limits and much lower than for critical systems. 

Examples: access to central file servers, e-mail, or other resources 

Critical 

These services cannot be done manually and require virtually identical 
infrastructure capabilities. Tolerance to interruptions is low, cost of 
interruption is high. 

Examples: accounting systems of financial institutions, databases or Web 
servers of large Web stores 
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a hacker who attacks and crashes a server reduces the 
availability of this server. If there is no appropriate re¬ 
covery procedure, the server crash will have a major im¬ 
pact on the department’s or even the entire company’s 
efficiency. The loss caused by the resulting failure of a 
business process that requires the crashed server will af¬ 
fect the decision whether to buy a backup system or to 
implement mirror processing at a remote site. However, 
if the server is used for noncritical tasks and the business 
process can also be performed manually at a tolerable 
cost, expensive recovery mechanisms make little sense. 
In this case, the cost of implementing a backup system 
may exceed the potential benefits resulting from mini¬ 
mizing loss. 

Therefore, the process of risk analysis must focus on 
identifying risks that negatively affect the execution of 
critical and strategic business processes. A company must 
develop a clear understanding of potential threats caus¬ 
ing business process interruptions and their ramifications. 
Risks need to be sorted by impact and likelihood, and must 
also be categorized (see Neubauer, Stummer, and Weippl 
[2006] for a description of workshop-based risk analysis). 
The following risk categories must be considered in the 
process of risk analysis (Peltier 2001): 

• External factors: The interactions with clients, business 
partners, and environment are referred to as external 
factors. This also includes criminal activities—for ex¬ 
ample, by hackers—as well as services and deliveries 
provided by external partners. 

• People: The entire staff—from top management to the 
operational level—that are needed for the execution of 
the corporate business processes. 

• Systems: This area comprises the entire technical 
infrastructure—with a special focus on IT and telecom¬ 
munications—needed for the optimal execution of the 
critical business processes. 

There are various approaches for efficiently performing 
a risk analysis. Basically, all of these approaches can be 
divided into qualitative and quantitative approaches. 

Qualitative Risk Analysis 

Qualitative risk analysis uses relative values for evaluating 
potential threats. Methods such as questionnaires, check¬ 
lists, and workshops with experts from different depart¬ 
ments of the organization are commonly used. Therefore, 
this method strongly relies on people’s experience, opin¬ 
ions, and intuitions. The advantage of qualitative risk anal¬ 
ysis is that it is easier to reach consensus as compared with 
quantitative methods. Thus, results are available sooner 
and at lower cost. The drawback of qualitative methods is 
that the relative values are not applicable for (for example) 
conducting an accurate cost-benefit analysis. Commonly 
used techniques are the following: 

The Delphi technique —The Delphi technique (Gupta and 
Clarke 1996) is used for eliciting information and judg¬ 
ments from a small group of participants and achiev¬ 
ing consensus among these experts. This method is 
often used when there are insufficient or unreliable 


data. The objective of this method is to isolate the in¬ 
puts of each expert to prevent the influence of rank or 
of strong personalities. Therefore, there is no direct 
communication between the team members, and the 
participants do not sit together in a meeting. Instead, 
information is exchanged via mail, fax, or e-mail. The 
facilitator coordinates the whole process and provides 
support to the team members. The facilitator defines 
the issue and prepares and sends the first questionnaire 
to the participants. Each participant returns his or her 
ideas and thoughts to the facilitator, who compiles the 
ideas and sends a second questionnaire. The process 
continues until no new ideas emerge and all strengths, 
weaknesses, and opinions have been identified and dis¬ 
cussed. 

Risk (rating) matrix —The risk matrix is a table that 
shows the relationship between likelihood, impact, and 
level of risk. As stated before, the level of risk comprises 
the combination of the impact and the likelihood of the 
threat occurring. The matrix contains a description 
of the risk, a unique ID for each risk, a likelihood of oc¬ 
currence, an impact, and the risk that is the product of 
likelihood and impact. Therefore, levels of risk can be 
determined by using a risk matrix. To categorize likeli¬ 
hood, impact, and levels of risk, the National Institute 
of Standards and Technology (NIST) uses three terms 
(low, medium, and high). NZ(AS/NZS 4360, 1999, 2004) 
uses five levels of categorizing likelihood (almost cer¬ 
tain, likely, possible, unlikely, and rare/almost never), 
five levels of impact (catastrophic, major, severe, mod¬ 
erate, and minor), and four levels of risk (low, medium, 
high, and critical). The risk levels are prioritized in or¬ 
der of magnitude from low to high. 

Threat Trees 

Threat (or attack) trees (see Figure 3) provide a formal, 
methodical way of describing the security of systems, 
based on different attacks (Schneier 2000); the poten¬ 
tial threats to a system are described in a tree structure. 
The root node of the tree shows the goal of the attack, 
whereas leaves describe different ways of achieving the 
goal. These nodes can be defined as OR nodes for describ¬ 
ing alternatives or AND nodes for representing a state 
in which it is necessary to fulfill more than one subgoal in 
order to achieve the goal. An attack path is a route from 
a leaf to the root, taking AND nodes (and their subtrees) 
into account (Swiderski and Snyder 2004). 

Quantitative Risk Analysis. The goal of quantitative ap¬ 
proaches is to calculate numeric values for all assets and 
potential threats. Therefore, two fundamental key figures 
are used: First, the probability of the occurrence of an 
event and, second, the impact of its occurrence. 

For all identified threats, corporate decision makers 
have to assign reasonable values to both categories. More¬ 
over, they have to valuate the assets at risk. There are many 
ways to estimate the value of an asset, such as profit loss 
due to lost productivity or reputation, or cost to recover. 
The drawbacks of this approach are, on the one hand, that 
the so-called accuracy of the calculation hides the fact 
that the numbers are based solely on imprecise estimates. 
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Figure 3: Example of an attack tree (Schneier 2000) 


To partly overcome this weakness, historical data can be 
used, if available. On the other hand, the use of quanti¬ 
tative approaches can be very costly, involve many stake¬ 
holders, and take a long time. Nevertheless, the use of 
concrete numbers allows the objective comparison of re¬ 
sults, and thus serves as a basis for a cost-benefit analysis. 
Quantitative risk analysis is essential for decision making 
and must be based on financial figures. Examples for 
methods of quantitative risk analysis are the following: 

Annual loss expectancy —Annual loss expectancy (ALE) 
(Federal Information Processing Standard 1979) is a 
method for calculating a company’s potential losses 
caused by security breaches. Loss values are compared 
to the investments needed for their mitigation. ALE is 
calculated by multiplying the expected loss of an event 
with its rate of occurrence. The single loss expectancy 
(SLE) is the monetary value that is lost if the risk 
occurs once. This value includes the costs for fixing 
or replacing the asset, and, in addition, the wages for 
the person fixing the problem and for the employees 
who are unable to work during this time. Beside the 
impact of a security breach, the likelihood of a risk 
occurring within a year—the annualized rate of occur¬ 
rence (ARO)—must be determined. 

For example, a Web server hosting an e-commerce site 
that generates revenue of $ 20,000/hour is down for 
3 hours because of an attack by a hacker. (We assume 
that buyers do not return for the intended purchase if 
the site is not available, and that their choice of where to 
shop the next time is not influenced.) We assume that 
the rate of such an event is 0.5 (i.e., once in 2 years) 
and the costs for replacing the server are $5,000. So, 


the SLE of the risk is $65,000. ALE is calculated using 
this formula: ALE = SLE ARO. Thus, the ALE for the 
example with the Web server would be $32,500. Based 
on this value, decision makers can determine whether 
it is beneficial in terms of monetary value to pur¬ 
chase (for example) a firewall for protecting the Web 
server. 

Extended ALE approaches —In addition to the typical 
problems of quantitative approaches, a major draw¬ 
back of ALE is its combination of impact and rate of 
occurrence into a single number. That makes it im¬ 
possible to distinguish between events with high fre¬ 
quency and low impact and events with low frequency 
and high impact. Hoo (2000) uses an approach based 
on ALE to calculate the benefits of additional invest¬ 
ments in security safeguards. 

Multiobjective portfolio selection —Traditionally, secu¬ 
rity safeguards are evaluated through a single (aggre¬ 
gated) criterion, such as return on investment. These 
approaches may no longer be sufficient as economic 
and legal requirements force top management to con¬ 
sider security issues in a more differentiated way. Most 
real-life issues have multiple risks and uncertainties; 
multiple objectives need to be achieved, although they 
are often mutually exclusive, such as minimizing costs 
while enhancing protection. In addition, different and 
changing preferences of several stakeholders must be 
taken into account. Existing approaches stem from 
Guan et al. (2003), who apply methods from multicri¬ 
teria decision support to risk management. Gupta and 
Clarke (1996) propose a decision-support approach 
based on a genetic algorithm for security portfolio 
selection; Strauss and Stummer (2002) introduce a 
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Figure 4: Multistep approach to addressing 
risks 


two-step interactive multiobjective decision support 
approach for selecting portfolios of measures in IT 
risk management. Their approach interactively assists 
IT managers in reducing a given risk by evaluating 
and selecting pareto-optimal (an allocation in which 
there is no feasible reallocation that would be strictly 
preferred by all agents [http://en.wikipedia.org/wiki/ 
Pareto_efficiency]) portfolios of security measures. 
This approach is extended in Neubauer et al. (2006) by 
defining a workshop environment for the multiobjec¬ 
tive selection of security safeguards. 

Risk Evaluation 

Once all risks have been identified, they need to be ad¬ 
dressed in a step-by-step process. Figure 4 shows an it¬ 
erative approach for addressing risks that comprise the 

following steps: 

1 . Scope definition: First, the scope of the risk analysis 
must be established. Some major catastrophic events, 
such as nuclear fallout or a hit from a meteor, might 
be considered out of scope and therefore discarded. 

2. Identification: In the next step, a list of potential risks 
is created. Popular methods are questionnaires, inter¬ 
views, and workshops. 

3. Avoidance: Some risks might simply be avoided. This 
might reduce or limit business to a certain degree, but 
usually does not generate any additional costs. 

4. Reducing frequency: In IT, reducing the frequency 
of major risks usually implies improving the hard¬ 
ware equipment by investing in redundancy or high- 
availability (HA) systems. 

5. Reducing impact: In the case of business continuity 
planning, backup procedures are the most common 
way to reduce the impact of all kinds of risks resulting 
in data loss. 

6. Transferring risks: Typically, risks that cannot be 
avoided or reduced are mitigated by contracting the 
appropriate insurance. 


7. Accepting risks: In some cases, all available options to 
avoid, reduce, or mitigate a risk might be unacceptably 
expensive. In these cases, the risks are accepted, though 
not covered. 

Development of a Business 
Continuity Plan 

By correlating the business requirements with the cur¬ 
rent IT infrastructure and combining it with the results 
of the risk analysis, a first outline of the business continu¬ 
ity plan becomes apparent. The plan has to be elaborated 
in more detail by developing policies and procedures for 
each of the critical business functions. In the first step, the 
preferred business continuity service levels must be de¬ 
fined for every important business process. This measure 
includes establishing profiles for continuity and recovery. 
The recovery objectives must be quantified in terms of 
recovery time objectives (RTOs) and recovery point ob¬ 
jectives (RPOs). RTOs define the time it takes to restore 
the business function to an operational level. RPOs define 
the specific point in time to which the data need to be 
restored in order to effect a successful recovery A more 
detailed discussion of recovery objectives can be found 
below. 

The second step includes the development of possible 
continuity approaches for each threat, according to the con¬ 
tinuity service levels set before. The threats are those that 
have been identified in the course of the business impact 
analysis. Now, the available approaches must be evaluated 
in terms of time, cost, and benefits. After the best approach 
for each threat has been determined, corresponding con¬ 
tinuity procedures can be worked out in detail. In princi¬ 
ple, the plan comprises the entire collection of policies and 
procedures. 

Recovery Objectives 

A major step when designing and implementing backup 
systems is the identification of various recovery strate¬ 
gies and available alternatives for recovering from an 
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interruption. The selection of the appropriate strategy is 
based on the business impact analysis and criticality anal¬ 
ysis. There are two metrics that help identify and deter¬ 
mine the recovery strategies; the recovery point objective 
(RPO) and the recovery time objective (RTO). The RPO is 
determined based on the acceptable data loss in case of 
disruption of operations. It indicates the earliest point in 
time at which it is acceptable to recover the data. For ex¬ 
ample, if losing the data up to 12 hours prior to the disrup¬ 
tion can be afforded, then a backup no older than 12 hours 
must be available. The transactions between the RPO and 
the interruption need to be entered manually after recov¬ 
ery or may be omitted entirely. Moreover, the RPO clearly 
quantifies the amount of accepted data loss in case of 
interruption. 

Unlike RPO, the RTO is based on the acceptable down 
time in case of a disruption of operations. This value in¬ 
dicates the latest point in time at which the business op¬ 
erations must be resumed after an interruption. However, 
both metrics are based on time parameters. The lower 
the time requirements, the higher the cost of recovery 
strategies,; for example, if the RPO is a matter of minutes, 
then data mirroring or duplexing should be implemented 
as the recovery strategy. If the RTO is less, then an alter¬ 
native site might be preferred over a hot site 1 contract. 
The lower the RTO, the lower the interruption tolerance. 
Interruption tolerance is the time gap within which the 
business can accept nonavailability of IT facilities. 

In order to ensure an effective recovery, a recovery 
strategy should be established by the organization. A re¬ 
covery strategy combines preventive, detective, and cor¬ 
rective measures. The main actions are as follows: 

• Remove all possible threats 

• Minimize the likelihood of occurrence 

• Minimize the effect of occurrence 

Removing threats and minimizing the risk of occurrence 
can be addressed through implementing physical and en¬ 
vironmental security measures. Minimizing the effect can 
be achieved by implementing built-in resilience through 
alternative routing and redundancy. In the first step of 
creating a recovery strategy, prospective resilience mech¬ 
anisms should be evaluated by taking built-in solutions 
into account. The future disruption recovery procedure 
will address the restoration of affected facilities that are 
obviously not covered by resilience concepts but are iden¬ 
tified as significant for business functionality by senior 
management. 

The recovery strategy identifies and describes the best 
ways to recover a system in case of interruption or failure. It 


““A hot site is a commercial disaster recovery service that allows a business 
to continue computer and network operations in the event of a compu¬ 
ter or equipment disaster. For example, if an enterprises data process¬ 
ing center becomes inoperable, that enterprise can move all data processing 
operations to a hot site. A hot site has all the equipment needed for the 
enterprise to continue operation, including office space and furniture, 
telephone jacks, and computer equipment.” Verbatim quote from http:// 
searchcio.techtarget.com/sDefinition/0,290660,sidl9_gci557324,00.html. 


can be seen as a guidance document that includes detailed 
recovery procedures that can be used in different strate¬ 
gies, including alternatives. The alternatives should be doc¬ 
umented and presented to senior management. Finally, it 
is a management responsibility to identify the most appro¬ 
priate strategy from the alternatives provided. The selected 
strategy should be used to further develop the detailed busi¬ 
ness continuity plan. When senior management decides 
which alternative to identify, the selection of the strategy 
depends on the following four criteria: 

• Criticality of the business process and the correspond¬ 
ing application 

• Cost of the recovery solution 

• Time required to recover the service 

• Security considerations when compromising the es¬ 
tablished security architecture by implementing new 
systems 

Of course, there will be various strategies for recovering 
critical information resources. However, the appropriate 
strategy is the one with a reasonable cost for an accept¬ 
able recovery time as compared with the impact and the 
likelihood of occurrence as determined in the business 
impact analysis. The cost factors also have an impact on 
senior management’s decision. The cost of recovery is the 
cost of preparing for possible disruptions (e.g., purchas¬ 
ing, maintaining, and testing all duplicate and redundant 
facilities and systems), as well as the cost of putting these 
into use in the event of a disruption. The latter costs can 
often be insured against, but the former generally can¬ 
not. The premiums for disaster insurance will usually be 
lower for an organization with an appropriate plan. 

Every platform that runs and supports a business- 
critical application (i.e., one that is required for a criti¬ 
cal business process or function) will need a documented 
and approved recovery strategy. Strategies would need to 
be developed for facilities such as the following: 

• Hot site 

• Warm site 

• Cold site 

• Duplicate site 

• Mobile site 

Training and Awareness Program 

In order for a business continuity plan (BC plan) to work 
effectively in an organization, staff must receive the ap¬ 
propriate instructions. Consequently, thoroughly plan¬ 
ning and realizing a training and awareness program for 
business continuity is an imperative step in the process. 
However, the inspiration of a continuity culture within the 
organization is not without obstacles, as organizational 
priorities of day-to-day business usually appear more im¬ 
portant to the employees. It is therefore fairly difficult to 
maintain a high level of awareness if no major business 
disruptions occur. Therefore, BCP exercises need to be 
conducted on a regular basis in order to establish this is¬ 
sue as a high organizational priority. Another means to 
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raise awareness is the frequent involvement of employ¬ 
ees in periodic review and evaluation of the policies and 
procedures of the BC plan. One might even try to inspire 
people to transfer the basic ideas of BCP to their personal 
lives, thus stimulating intrinsic interest in the subject. 

Implementing and Testing the Plan 

Unlike newly developed software, in the case of BCP, it is 
not feasible to set up a complete test environment, as this 
would mean duplicating the entire organization. There¬ 
fore, before testing, the plan needs to be implemented, at 
least in some small sector of the organization. The easiest 
way to implement the plan, from the point of view of the 
BCP responsible, is to distribute the BC plan to all de¬ 
partment managers and then hold them responsible for 
its realization in their particular areas of competence. Of 
course, proper support must be provided along with this 
measure. 

After implementation, the plan must be tested. Since 
acceptance criteria are basically defined by the required 
service levels of the BC plan, formulation of a matching 
test schedule with major testing milestones is all that is 
necessary. Basically, testing the BC plan involves simu¬ 
lating possible disruptions and documenting the results 
of the corresponding continuity measures. Finally, the 
test run has to be evaluated; this is the next step in the 
process. 

Monitoring and Improving the Procedures 

Every plan should be reviewed from time to time. Natu¬ 
rally, the same is true for a BC plan. The first occasion for 
reviewing the BC plan is the initial test run. Depend¬ 
ing on the acquired results, necessary improvements to 
the plan should be carried out and communicated to the 
employees. After this first review, an iterative monitoring- 
and-improving cycle must be set up as a permanent 
facility. This way, changes in the contexts or properties 
of the critical business processes, which can very well be 
anticipated in todays dynamic world, can be detected in 
due time, making it possible to formulate appropriate 
changes to the BC plan before a disruption. In addition, 
there are certain occasions when special reviews of the 
plan are highly recommended: following a BCP exercise 
by the regular staff training program and, even more, af¬ 
ter a real disruption or disaster. 

CONCLUSION 

The general public may see backup of data as the solution 
to availability requirements. There is, however, no busi¬ 
ness requirement for backups—it is the successful recov¬ 
ery of business-relevant data after disruptions that should 
interest management. Preparing for complex recovery 
procedures adds considerable costs to the operation of 
the IT infrastructure. It is therefore essential to apply due 
diligence in the planning process in order to identify criti¬ 
cal data and critical systems, as well as to estimate ac¬ 
ceptable RPOs and RTOs. The planning has to start with 
the business strategy that serves as the basis for defin¬ 
ing the business requirements of the backup strategy. For 


defining business requirements decision makers have to 
focus on business processes, regulatory and legal require¬ 
ments, or service-level agreements. This chapter defines 
the major parts of business continuity management and 
describes the process of business continuity planning as 
an integral part of business continuity management in 
detail. 


GLOSSARY 

Business Continuity Management (BCM): The pur¬ 
pose of BCM is to guarantee that an organization can 
keep its business going even in cases of serious disrup¬ 
tions. 

Business Continuity Planning (BCP): BCP is a proc¬ 
ess that intends to set the stage for lowering a compa¬ 
ny’s business risks resulting from disruptions of major 
IT system functions or operations. It is the main ele¬ 
ment of the BCM process. 

Risk Management (RM): The most important man¬ 
agement aspect of BCM is risk management. The basic 
idea of RM is to deal with the given risks in a planned 
and controlled manner. 

Recovery Point Objective (RPO): The earliest point in 
time at which it is acceptable to recover the data. 

Recovery Time Objective (RTO): This value indicates 
the latest point in time at which the business opera¬ 
tions must be resumed after an interruption. 


CROSS REFERENCES 

See Backup and Recovery System Requirements', Busi¬ 
ness Continuity Planning', Evaluating Storage Media 
Requirements. 


REFERENCES 

AS/NZS 4360. 1999. AS/NZS 4360:1999: Risk manage¬ 
ment. April 1999. 

AS/NZS 4360. 2004. Risk management, OB-007. August 
2004, 3rd ed. 

Federal Information Processing Standard (FIPS). 1979. 
Guideline for automatic data processing risk analysis 
(withdrawn in 1995). Gaithersburg, MD: National In¬ 
stitute of Standards and Technology. 

Guan, B.-C., C.-C. Lo, W. Ping, J.-S. Hwang. 2003. 
Evaluation of information security related risk of an 
organization: The application of the MCDM method. 
Proceedings IEEE 37th Annual 2003 International 
Carnahan Conference, pp. 168-175. 

Gupta, U. G., and R. E. Clarke. 1996. Theory and applica¬ 
tions of the Delphi technique: A bibliography (1975— 
1994). Technological Forecasting and Social Change 
53(2): 185—211. 

Hoo, K. J. S. 2000. How much is enough? A risk- 
management approach to computer security. Working 
Paper. Stanford, CA: Consortium for Research on In¬ 
formation Security and Policy (CRISP). http://iis-db. 
stanford.edu/pubs/11900/soohoo.pdf 



Further Reading 


661 


Neubauer, T., C. Stummer, and E. Weippl. 2006. Workshop- 
based multiobjective security safeguard selection. 
In Proceedings of the First International Conference 
on Availability, Reliability and Security ARES 2006. 
IEEE CS. 

Peltier, T. R. 2001. Information security risk analysis. Boca 
Raton, FL: Auerbach. 

Schneier, B. 2000. Secrets and lies: Digital security in a 
networked world. New York: Wiley. 

Strauss, C., and C. Stummer. 2002. Multiobjective de¬ 
cision support in it-risk management. International 


Journal of Information Technology & Decision Making 
1 (2):251—68. 

Swiderski, F., and W. Snyder. 2004. Threat modeling. 
Redmond, WA: Microsoft Press. 

FURTHER READING 

Bishop, M. 2002. Computer security: Art and science. Read¬ 
ing, MA: Addison-Wesley-Longman. 



Handbook of Computer Networks: Distributed Networks, Network Planning, 
Control, Management, and New Trends and Applications 

by Hossein Bidgoli 
Copyright © 2008 John Wiley & Sons, Inc. 


Evaluating Storage Media Requirements 



David R. Reavis, Texas 

A&M University, Texarkana 


Introduction 

662 

Optical Disks 

665 

Selection Issues 

662 

Hard Disks 

666 

Longevity 

662 

Removable Disks 

667 

Capacity 

662 

Static Memory 

667 

Data Growth 

663 

Summary 

668 

Data Transfer Rate 

663 

Handling Removable Media 

668 

Integrity 

663 

Recommendations 

668 

Reliability 

663 

Media Rotation 

668 

Obsolescence 

664 

Security 

668 

Cost 

664 

Glossary 

669 

Access Methods 

664 

Cross References 

669 

Summary 

664 

References 

669 

Media Options 

665 



Magnetic Tape 

665 




INTRODUCTION 

As technology advances, some improvements provide a 
greater positive impact than do others. The improvements 
in electronic storage media, such as magnetic tape, hard 
disks, and flash drives are allowing organizations to be 
more flexible in choosing the media for various applica¬ 
tions such as daily backups, disaster recovery, and long¬ 
term data archiving. This chapter discusses the issues that 
are important to consider when evaluating media options 
for electronic data storage. While capacity (the amount of 
data that a particular medium will hold) is usually the first 
consideration, other factors—such as longevity, reusabil¬ 
ity, and cost—should also be determined before making a 
choice. Evaluating each of the characteristics discussed in 
this chapter with organizational goals in mind will help 
in selecting the optimal medium for any application. 


SELECTION ISSUES 
Longevity 

When selecting media for storing electronic data, one of 
the important considerations is determining how long the 
media will be viable. Certain storage media, such as mag¬ 
netic tape, are frequently warranted for 10 years or longer, 
but usage factors—including frequency of use, storage 
conditions, and condition of the drive in which the 
tape is used—can dramatically alter the usable life of in¬ 
dividual tapes. The same caution is true for other media. 
In most cases, the longevity of the medium is related to 
the conditions in which it is used and stored. 

Longevity should be viewed in the long term for archi¬ 
val purposes, and in the short term for backup purposes. 
If the purpose of storing data is to maintain a long-term 
archive so that the data may be (accessed years after it was 
initially created, then the user should consider the like¬ 
lihood that the technology used to read and write the 
media will be available years in the future. In long-term 


data archives, the drives used to record data may become 
obsolete before the physical deterioration of the storage 
media (Brown 2003). 

If the purpose of storing data is to mitigate the risk of 
data loss due to system failure, as in the case of periodic 
backups, more consideration should be given to usage is¬ 
sues such as whether the medium is reusable or prone to 
physical damage or failure as a result of environmental 
conditions. Media life may be extended by adopting tech¬ 
niques that prescribe frequent media rotation. For ex¬ 
ample, rotating through a set of five daily backup tapes 
(one for each business day) would extend the usable life 
of each tape over rotating through three backup tapes. 
During a normal month, a single tape would be used four 
times as part of a five-tape set versus seven times as part 
of a three-tape set. 

When comparing longevity among various technolo¬ 
gies, it is important to note the rate of improvement for 
every aspect of technology. As with all the characteristics 
described in this chapter, comparisons among different 
options should be viewed as relative to one another and 
not absolute. Kryder’s law states that hard disk drives are 
improving in the density of information at an exponen¬ 
tial rate (Walter 2005). Although this phenomenon is not 
consistent among all types of storage, it demonstrates the 
rapid pace of change in storage technology. Comparisons 
of various storage characteristics in this chapter repre¬ 
sent the relative capabilities of different media options, 
and will likely change as technology improves. The com¬ 
parisons are presented (in as up-to-date terms as pos¬ 
sible) so that the user can identify key benchmarks for 
various media choices. 

Capacity 

The amount of data that can be stored on a particular 
device such as a disk or tape defines its capacity. When 
choosing the media for backups or archives, fewer media 
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Table 1: Removable Media Capacity 


Media 

Estimated Capacity 

Floppy disk 

1.44 Mb 

Removable disk 

100 Mb to 35 Gb 

Compact disk (CD) 

184 to 870 Mb 

Digital video disk (DVD) 

1.46 to 4.7 Gb (per side) 

Magnetic tape 

20 to 800+ Gb 

USB flash drive 

128 Mb to 64 Gb 


per session is more efficient. Table 1 shows some relative 
capacities for removable media that could potentially be 
used for backups. 

The capacity of a removable medium is more impor¬ 
tant when a backup of large amounts of data is necessary. 
If the amount of data being backed up exceeds the capac¬ 
ity of a single medium, then multiple media sets (i.e., two 
or more tapes) must be used. This requires human in¬ 
tervention to remove one medium and insert subsequent 
media, or the use of an automated loader. Automatic tape 
loaders are readily available and widely used for manag¬ 
ing large backup jobs. A drawback to using an automated 
loader is that the device adds a level of complexity to the 
process and provides another risk of failure to the backup 
and recovery system. 

Data Growth 

A careful assessment of capacity needs should include an 
analysis of the growth rate for data created by the organi¬ 
zation. Some obvious areas in which the amount of data 
increases consistently may include transactional databases 
or operational data. Growth in other areas, such as e-mail 
and e-commerce data, may outpace these traditional data 
sources. Growth in the context of media capacity may be 
defined as the increase in capacity required to store elec¬ 
tronic data. As more data are entered, generated, or ac¬ 
quired by the system, more storage capacity is required. 
The storage requirements for e-mail and e-commerce ap¬ 
plications generally increase at a faster pace than that of 
some other applications (Lee 2002). When determining 
the most effective medium for archiving data, growth is 
an important consideration. Ignoring the increase in data 
over time could lead to excessive wear on removable me¬ 
dia, added complexity in managing and storing media, 
and loss of efficiency in backup operations. 

Data Transfer Rate 

The transfer rate refers to the amount of data that can be 
transferred from one location (usually the primary me¬ 
dium, such as a hard drive) to another location (usually a 
secondary medium such as tape) in a given period of time. 
Some estimates for data transfer rates for tape drives 
range from below 10 Gb/hour up to over 300 Gb/hour. 
The transfer rate of the device used for backups and ar¬ 
chiving is important, because with a fast transfer rate, the 


backup can be completed in less time, and the system will 
return to full operation sooner. For example, if the size 
of the data set to be backed up is 100 Gb and the tape drive 
is able to transfer the data at 300 gigabits per hour (Gbph), 
then the backup can be completed in 20 minutes. If the 
tape drive is slower, and can transfer data at only 10 Gbph 
the same data set would require 10 hours to back up. 
Another issue that should be considered is how fast the 
data can be supplied to the backup device. If the data are 
being backed up via a lOBaseT Ethernet network, then 
the maximum throughput could not exceed 10 megabits 
per second (Mbps). In this application, using a tape drive 
that is capable of a 30-Mbps transfer rate would not be 
supplied with data at a rate fast enough to run continu¬ 
ously. The drive may start the tape, empty its buffer (to 
the tape), then stop the tape while waiting for more data 
from the Ethernet network. This start-stop-start action 
would significantly reduce the life span and reliability of 
the tapes (Yamagaki, Tode, and Murakami 2005). Trans¬ 
fer rates that could “starve" the device are not generally a 
problem for nontape media. Optical media such as CDs or 
DVDs can buffer the data, and not experience significant 
problems when transfer capacity exceeds the system’s 
ability to supply data. 

Integrity 

Data integrity implies that the data stored on a particu¬ 
lar medium is correct. When data are corrupted during 
transfer from one storage medium to another, an integrity 
violation occurs. Integrity violations can occur because of 
hardware malfunction, software errors, or physical me¬ 
dia problems. Methods used to reduce the risk of integrity 
violations include checksumming, cyclical redundancy 
checks, and error correction code (Sivathanu, Wright, and 
Zadok 2005). Most backup and archival software provides 
features to test media immediately after a backup using 
one or more of these techniques. If an error is detected, 
then the data is rewritten and tested again, or a message is 
generated to inform the user of the error. Testing the me¬ 
dium after a backup process is sometimes optional, and 
adds additional time to the overall backup process, but 
skipping the verification step adds to the potential risk of 
having an unusable backup medium. 

Reliability 

This chapter is concerned primarily with media, but most 
media are closely tied to the drive from which the media 
are read and written. Tape and disk drives vary in 
their ability to operate effectively over time. To quantify this 
ability, manufacturers have developed two measures of 
product reliability. The first is mean-time-between-failures 
(MTBF). This is a number, frequently expressed in hours, 
that indicates the average time that a drive will operate 
without failing. The second measure, the annualized fail¬ 
ure rate (AFR) is a measure of the probable percentage 
of failures per year when compared to the total number of 
installed drives of the same type and same manufacturer. 

It is important to identify the duty cycle for any reli¬ 
ability measure. The duty cycle generally describes how 
much of the time a drive operates during a given period. 
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If a tape drive were used only for backups, which take 
2 hours per day, then the duty cycle would be about 8 
percent. When describing various drives, manufacturer’s 
claims of reliability should be examined to determine the 
duty cycle of the product. Manufacturers' MTBF claims 
can range from a 10 percent to a 100 percent duty cycle. 

Other factors that may affect reliability include op¬ 
erating conditions such as temperature and humid¬ 
ity, frequency of cleaning the drive (in the case of tape 
drives), and the quality of the medium used in the drive 
(De Graaf 2001). 

Obsolescence 

Media used for data storage and its supporting hardware 
should be based on mature technology. Mature technology 
is more likely to be supported by open standards, multiple 
vendors, and a sustainable marketplace for support and 
supplies (Brown 2003). As changes in technology occur, 
some methods and products will experience brief success 
then vanish from the market. It is important to attempt to 
quantify the lifespan of the media and drive technology 
under consideration before adopting any specific solution. 
In many cases the drive technology will become obsolete 
before the media itself becomes unusable. In his article ti¬ 
tled "The Digital Dark Age,” John Huxley (2005) describes 
a scenario in which 50 years in the future, two children 
discover a CD-ROM along with a letter explaining the data 
it contains. The children have never seen a CD-ROM and 
have no way of retrieving the data. Although a 50-year 
window may be a long time for backups or most archival 
purposes, the scenario may prompt one to consider what 
the realistic operational life span may be for the technol¬ 
ogy used to preserve company data. Another way to gain 
perspective on the potential problem of obsolescence is 
to try to find a computer that will allow you to retrieve 
data from a 5.25-inch floppy disk or listen to your favorite 
8-track audio tape. 

Cost 

The total cost of ownership (TCO) for various media 
must be calculated for several potential areas. The first is 
the medium itself. Media costs include media that will be 
used in a rotational scheme, such as daily backups, and 
media that will be used for archival purposes, such as 
monthly, quarterly, or annual backups. Purchasing media 
in bulk quantities may provide some cost savings. The po¬ 
tential for damaged media (i.e., broken tapes or scratched 
CDs) should be considered, so that enough media are on 
hand to perform the required tasks. 

Another cost associated with media is the hardware 
or device used to access it. Hardware costs for various 
drives should include the cost of the device and the cost 
of maintenance for the device. Maintenance should take 
into account supplies such as cleaning kits or cartridges 
and contracts for repair. Any special software used in 
backups and archiving should be evaluated, along with 
software maintenance fees. 

Media must be stored in a climatically controlled envi¬ 
ronment to continue to be viable over time. Climatically 
controlled floor space costs should be determined and 


Table 2: Media Cost Comparison 


Cost Factor 

4 mm Tape 
Cartridge 

CD-ROM 

Media cost/year 

$289.00 

$236.00 

Hardware 

800.00 

300.00 

Hardware maintenance 

180.00 

65.00 

Software 

625.00 

425.00 

Software maintenance 

50.00 

30.00 

Floor space cost/year 

680.00 

600.00 

Operational costs/year 

800.00 

1030.00 

Total 

$3424.00 

$2686.00 


the amount of space required should be part of the cost 
of choosing a given medium. Options such as robotic 
tape-manipulation devices, which maintain large tape 
libraries with near-online access require much more floor 
space than optical disk technologies. These costs may be 
significant or insignificant based on the cost of the build¬ 
ing, rent, or other floor space costs. 

Finally, the cost of using one medium over another is 
influenced by operational costs. Operational costs may 
include the time required to load and unload media, time 
to configure and administer the software operations, and 
time required to restore backups or retrieve information 
from archives. Additional time may be required to label 
media and format media for use. Table 2 provides a simple 
worksheet that demonstrates a cost comparison between 
4-mm tape cartridges and CD-ROM disks, for an example. 
The costs given in the table are for demonstration only. 

Access Methods 

Tape drives access data sequentially. This means that data 
are written to the tape and read from the tape as the tape 
passes the read/write heads on the device. To retrieve data 
from the tape, the drive must read the tape sequentially 
to find specific records for retrieval. This means that if a 
certain file or record is stored near the end of the tape, 
the access time will be longer than that for a file or record 
stored near the beginning of the tape. 

Other storage media, such as disk drives, flash drives, 
and Zip drives store files in a way that allows random 
access. This means that a catalog is kept on the disk 
and the operating system can access the catalog to deter¬ 
mine the exact location of the hie so that retrieval time is 
minimized. 

Summary 

Some criteria for selecting storage media are more impor¬ 
tant than others. As an example, many organizations tend 
to focus on cost issues, but in some organizations, better 
operational reliability may be a more important factor 
than cost. Each of the criteria listed above should be con¬ 
sidered with the perspective of the organization and its 
goals, to determine the weight of each factor on the ulti¬ 
mate decision. 
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MEDIA OPTIONS 
Magnetic Tape 

Technology breakthroughs in storage density and improve¬ 
ments in capacity occur frequently. Magnetic tape has 
been a reliable alternative for backups for many years, and 
despite improvement in other storage alternatives, tape 
continues to provide high-capacity, cost-effective, secure, 
easily portable data storage that meets the requirements 
for backup storage media in many organizations (Hein 
2005). 

Tape has the benefit of being a mature technology. 
As such, it is defined by industry standards such as the 
International Organization for Standardization (ISO) 
1001:1986, which specifies volume and file structures, ba¬ 
sic characteristics of blocks with records forming a file, re¬ 
corded labels for files, and conditions for processes within 
information systems using recorded magnetic tapes. Tape 
is also available in a variety of formats, which are sup¬ 
ported by multiple vendors, in several capacity and price 
ranges. Table 3 lists some of the tape formats available. 
The list is not exhaustive, but it shows some of the variety 
of options available. 

Magnetic tape drives must be cleaned regularly. Each 
manufacturer provides guidelines for cleaning their drives. 
Normally the cleaning requires a special tape-cleaning 
cartridge and may require cleaning fluids as well. Tape car¬ 
tridges are also susceptible to data loss if they are exposed 
to a magnetic field. Magnetic fields are generated by a 
variety of appliances, computer monitors, clocks, and 
desk lamps. It is important to store tapes in an environ¬ 
ment away from magnetic fields, in a temperature- and 
humidity-controlled storage area (IBM 2003). 


Optical Disks 

Optical disks are manufactured in a variety of formats. Ini¬ 
tially, optical disks allowed only one write operation, with 
the media being read as many times as necessary. This 
is referred to as write-once-read-many, or WORM, tech¬ 
nology. Further developments in optical drives and media 
have produced optical devices that can be used multiple 
times. 

Two popular formats for optical drives are compact 
disk (CD) and digital versatile disk (DVD). Both of these 
optical disk types are available in write-once and rewri¬ 
table media. 

The technology used in writing data to an optical disk 
incorporates some reflective media upon which a laser acts 
to change the reflectivity of the media. The reflective com¬ 
ponent of a CD-R disk is usually a silver, gold, or platinum 
alloy. The reflective element is coated with a dye, which 
changes the amount of light reflected by the laser, thus 
representing digital data. Dyes currently in use include 
cyanine, phthalocyanine, metalized azo, and hybrid dyes 
made from these three basic types. Each of these dyes has 
a different color characteristic when “burned” by the re¬ 
cording laser light and are patented by various companies 
that produce the media (McFadden 2006). 

Media used in optical disk burners are different from 
media used in software or movie distribution. Media used 
to distribute software are created by mechanically press¬ 
ing an image onto the media. This process is much more 
precise and accurate than the laser burning method used 
in current systems. 

Optical media products vary in quality and reliability. 
One of the major differences in determining the quality of 


Table 3: Magnetic Tape Format Options 


Format 

Brief Description 

9-Track open reel tape 

Virtually obsolete '/ 2 -inch tape 

'/ 2 -Inch data cartridge 

Includes IBM 3480, Imation 9940, and other products 

DLT (digital linear tape) cartridge 

DLT tape is advertised to safely archive data for up to 30 years. DLT data cartridges 
hold up to 160 GB of data 

SDLT (super digital linear tape) 

SDLT storage media is ideally suited for data center and departmental backups for 
which capacity, performance and cost are critical. SDLT technology offers up to 300 

GB of native storage capacity 

LTO (linear tape-open) cartridge, 

— 1, —2, and —3 

LTO cartridges use linear multichannel, bidirectional formats with data 
compression, track layout and error correction code to optimize capacity, speed, and 
reliability. Storage capacity is generally rated up to 800 GB 

DAT (digital audio tape) 

Available from 12 GB up to 36 GB native capacity.ldeally suited for backup 
operations in small and medium-sized systems. DAT is a popular 4-mm helical scan 
medium for network and other backups. The DAT format supports random data reads 
and writes 

Travan 

Travan uses linear recording technology. Data tracks are recorded longitudinally in 
the direction of tape movement; this is the same technology as used by DLT tape 
drives. Only one motor is required to drive the tape, and the head moves only to 
change tracks at the beginning and end of the multiple recording passes. Capacity is 
rated up to 40 GB 
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the media is the quality of the dye used in the manufactur¬ 
ing process. Better dyes tend to be more stable over time, 
and provide a longer life for the media. Less expensive dyes 
result in a shorter life span and produce a larger percent¬ 
age of rejected or unusable media (Laskey 2004). In addi¬ 
tion to the initial quality of the dye, imperfections in the 
way the dye was applied to the medium during manufac¬ 
turing can cause quality issues. If the dye was not spread 
uniformly over the medium, a condition known as dye 
thinning may occur. When the dye is not applied all the way 
to the edge of the medium (short spreading) the outer 
edges of the medium do not work properly. These dye- 
related problems usually cause the medium to be rejected 
during the recording or verifying stage, but may be real¬ 
ized only upon attempting to read the data later. Another 
problem with some poor-quality media is that some dyes 
cannot handle high-speed burns, and immediately dete¬ 
riorate. Many of these problems can be avoided by using 
high-quality, branded optical disks for data storage 
(DigitalFAQ 2005). Fake, generic, and low-quality opti¬ 
cal media are available from numerous sources, but the 
increased risk of losing data or monitoring every record¬ 
ing session for bad media frequently justifies the cost of 
first-class media. 

Optical media should be stored in a temperature- 
controlled environment to prevent the deterioration of 
the dyes used in the media. Most manufacturers recom¬ 
mend temperatures between 20°C (68°F) and 4°C (39°F). 
Recordable optical media should be labeled using a non- 
solvent-based permanent marker, since adding paper la¬ 
bels to a medium can affect the balance of the medium 
and cause vibration and potential read errors when the 
medium is read. Bending or flexing optical disks can form 
stress patterns in the polycarbonate and may deform the 
reflective or recording layer of the disk, so care should be 
taken when removing the disk from a protective sleeve or 
jewel case (McFadden 2006). 

Optical technology, like magnetic tape, is a relatively 
mature technology. It is also an evolving technology with 
advances in capacity, speed, and life span occurring regu¬ 
larly. When selecting any optical technology, it is impor¬ 
tant to consider how long the media will be stored. For 
example, daily backups are viable for only a short time, 
while archived information may need to be accessible for 
several years. As with any storage technology, as improve¬ 
ments are made, current practices should be evaluated 
in light of the availability of support for existing prod¬ 
ucts. When newer products become more widely used, 
a migration strategy to the newer technology should be 
developed and implemented. 

Hard Disks 

Hard disk technology was originally developed in the 
1950s. Since that time, the capacity and performance of 
hard disks has improved dramatically, and although the 
technology is mature, improvements are still occurring. 
Data are stored on a hard disk by dividing the disk into 
sections, then magnetically charging tiny segments of the 
disk surface. The magnetic charges represent digital data. 
There are some specific terms used to describe how a disk is 
divided. A hard disk contains multiple platters. Each platter 
is a thin, circular surface that is logically divided into 



Figure 1: Hard-disk platter 


concentric circles, or sectors. Each sector is divided 
into smaller units called tracks. Each track is formatted 
to hold a specific number of bytes of data. Figure 1 illus¬ 
trates the sector and track concept. 

Two of the important characteristics of hard disks are 
capacity and performance. Capacity is currently measured 
in gigabytes. Desktop computers are commonly available 
with hard disks ranging from 80 to 500 Gb per drive. 
Servers and large multi-user systems may have access to 
hard-disk capacity up to several terabytes of data. Hard¬ 
disk performance is based on the ability of the drive to 
transfer data to and from the disk to the computer. High- 
performance drives can transfer data at speeds of 80 Mbps 
and faster using data caches and wide data channels. The 
major limiting factor in data transfer speed is the rota¬ 
tional speed of the disk platter. The data can only be read 
from or written to the disk as the platter spins. Drive rota¬ 
tional speed is measured in revolutions per minute (RPM), 
and disks are currently available with speeds between 
7200 and 15,000 rpm. Hard disks can be arranged in 
various configurations that provide fault tolerance, high 
capacity, and high performance. Some of the techniques 
for these arrangements are discussed in “Storage Area 
Networks Fundamentals” and “Storage Area Networks: 
Architectures and Protocols.” A discussion of fault-tolerant 
technology for disk drives is in “Backup and Recovery 
System Requirements.” 

Hard disks are very reliable. A common measure of reli¬ 
ability for hard disks is mean (average) time between fail¬ 
ures (MTBF). MTBF is calculated using one of two widely 
accepted standards. Most government programs use 
the MIL-HDBK (Military Handbook for Reliability Predic¬ 
tion of Electronic Equipment)-217 standard, developed 
by the military, and the Bellcore standard, which is based 
on the MIL-HDBK-217 standard, is used for other drive 
reliability predictions. MTBF calculations are based on 
predictions of failures of the components of a hard disk, 
not on actual failures (Case 2000). 

Another aspect of hard-disk technology is that the disk 
must be formatted for use in a way that is compatible 
with the operating system. Part of the formatting process 
is determining which file system will be used by the disk. 
Some of the choices are listed in Table 4, with a brief 
description of each. 

File systems provide several functions that make hard 
disks usable. One of the functions of a file system is user 
access. The file system works with the operating system 
to allow or deny access to files on the disk. Different 
operating system/file system combinations provide differ¬ 
ent levels of security, but the file system is an integral part 
of data security. Another function of the file system is that 
the file system determines the logical characteristics of 
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Table 4: File Systems for Hard Disks 


File System 

Brief Description 

FAT32 

File allocation table 32. Older file system for Microsoft Windows 

NTFS 

New Technology File System for Windows. Supports more security features, disk quotas, and larger 
volumes than FAT32 

Ext2 

Second Extended File System. Used in Linux systems 

Ext3 

Third Extended File System. Used in Linux systems. Provides support for journaling 

GPFS 

General Parallel File System. Proprietary to IBM. Scalable high-performance parallel file system for 

AIX 5L and Linux clusters 


the disk. These logical characteristics include the maxi¬ 
mum volume size, partition size, and number of levels of 
hierarchical structure that are supported by the disk. The 
file system may also handle read/write errors on the disk, 
and manage user quotas with information provided by 
the operating system (Shah 2001, 195). 

Hard disks are used to store data from a variety of ap¬ 
plications. In the desktop environment, personal computer 
applications and files are stored on the personal compu¬ 
ter hard disk along with the operating system and utility 
programs. Organizations frequently use hard disks on a 
Hie server to store enterprise data such as databases and 
mission-critical application data (i.e., spreadsheets and pol¬ 
icy documents). Larger computer systems store data on 
hard disks, including all of the previously listed files, and 
often use large disks for archived purposes. 

Hard disks may also be used as a target medium for 
backing up large data sets. The advantage of using hard 
disks for backups is that transferring data between two 
hard drives is fast. The high throughput available by copy¬ 
ing data from one hard disk to another hard disk tends 
to minimize the amount of time needed to complete the 
backup. Hard disks are also very reliable, and the risk of 
losing data because of media failure is minute. A disad¬ 
vantage of using a hard disk for backups is that hard disks 
are less portable than other media. Disks with the fastest 
transfer rates and largest capacity are usually mounted in 
a computer or special appliance that is not easily trans¬ 
ported offsite. This disadvantage may be overcome by 
transferring the data over a network to a remote site. 

One of the choices available for remote storage, in a 
data storage or backup scenario is subscribing to data 
storage services from a storage service provider (SSP). An 
SSP provides remote disk space to an organization for a 
fee. SSPs offer security through encryption, guaranteed 
up-time, recovery services in case of disaster at the cli¬ 
ent site, and archiving services. Other advantages include 
not having to incur the overhead associated with having 
the actual disk drives on site, such as power consump¬ 
tion, hardware maintenance, space considerations, and 
human resource costs (Cummings 2006). 

Removable Disks 

This discussion of removable disks will be broken into three 
categories. The first category is the Zip disk. Introduced 
by Iomega in 1994, the Zip disk works like a floppy disk, 
but has a much larger capacity. Zip disks are available in 
100-, 250-, and 750-Mb capacities. The disk requires a Zip 


drive, which can be permanently installed in the compu¬ 
ter or can be attached via a universal serial bus (USB) 
port (Delaney 2002). Iomega currently markets REV 
drives with removable disks rated at 35 Gb. These disks 
are frequently used for backups. The benefit of this tech¬ 
nology is that the disks have a large capacity (up to 90 Gb 
when compression is used) and are easily transportable. 

Another category of removable disk is a configuration 
in which a bay to receive the disk drive is installed into a 
computer or peripheral device, and the drive can be re¬ 
moved from the bay and reinserted without shutting down 
the computer (Miles 2003). This is also referred to as a 
hot-swappable drive configuration. This type of removable 
drive is frequently used in a RAID configuration. (RAID 
is discussed in more detail in Chapter 175, “Backup and 
Recovery System Requirements.") This category of remov¬ 
able drive is not usually used for backup and recovery pur¬ 
poses. The benefit of the device is that when a single drive 
fails, it can be replaced with a similar drive without inter¬ 
rupting system functions. 

The third category of removable drives is the external 
disk drive. This drive is attached to the computer via a 
USB port or FireWire connection. Capacities for these ex¬ 
ternal drives are comparable to those of internal drives. 
Although this type of drive could be used for disaster re¬ 
covery, backups, and archives, many manufacturers mar¬ 
ket this category of drives as a medium for storing music, 
photos, computer games, and videos (Shaw 2006). 

Static Memory 

One of the most recent developments in data storage is 
the flash drive. This device is also known as a memory 
stick, USB drive, JumpDrive, Pocket drive, Pen drive, and 
Thumb drive. Flash drives are currently available in ca¬ 
pacities up to 2 Gb. An advantage of a flash drive is that it 
can be used on any computer that is equipped with a USB 
port. Most computers sold today are manufactured with 
several USB ports. This means that the flash drive can 
be used on most computers, without the need for a drive 
such as a floppy disk drive or a removable hard disk 
drive. The device is about the same size as a car key and 
some users carry their flash drive on their key ring. 

Some of the features provided in flash drives include 
a strap for carrying the device, a write protect switch 
(similar to the write protect switch on a floppy disk), 
and support to make the device bootable. Some flash 
drives also include encryption software. Most manu¬ 
facturers do not specify an MTBF for their products, 
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but offer warranties ranging from 1 year to a lifetime 
(Woodward 2005). 

Some of the common uses for flash drives are storing 
data that need to be accessed from multiple computers, 
backing up small amounts of data, and storing data that 
may not be allowed (because of policy or space restric¬ 
tions) on a user’s desktop computer. Users frequently use 
a flash drive for storing files that they need to access from 
multiple computers. If someone needs to take a spread¬ 
sheet home from work, a flash drive is a convenient way 
to transport the file home, and then bring the updated 
file back to work the next day. Flash drives are an effective 
backup device for small backup jobs. They are relatively 
inexpensive, fast, and easily transportable. In some organ¬ 
izations, certain files, such as music hies are not allowed 
on employees’ computers. In some cases, the organization 
may allow music hies to be accessed from hash drives be¬ 
cause this does not use up the hard disk storage space on 
the employee’s personal computer. 

Two of the security issues for hash drives are that the 
small size provides an easy method for stealing data, and 
the data on the drive itself may be accessed by anyone in 
possession of the drive. The hrst issue must be addressed 
by safeguards in the organization similar to safeguards 
used to protect data against theft from a hoppy disk. These 
safeguards include hiring reliable employees, protect¬ 
ing access to data by requiring passwords, and encrypt¬ 
ing data when necessary. It is also possible to reduce the 
risk of data loss by “locking down” USB ports on personal 
computers through operating-system-based security tools 
(Mellor 2005). Some manufacturers have addressed the 
second issue by password-protecting access to the data 
on the hash drive. In some hash drives, there is an area 
for storage on the drive that cannot be accessed without 
a password. Data may also be encrypted when stored on a 
hash drive for additional protection. Flash drives may also 
be a source of computer virus infection. One method that 
has been successful is to put a virus on a hash drive, then 
leave the drive in an area where it can be easily found. 
The natural response is for someone to plug the drive into 
their computer to see if they can identify the owner of the 
device. Opening a document on the device can spread a 
virus and the computer user could then spread the virus 
throughout the organization (Mullins 2005). 

Summary 

Each of the media options discussed above is suitable 
for different applications. Large data sets can be backed 
up using hard disks, or tape, and smaller data sets could 
use other options such as a hash drive or removable disk. 
When determining the best alternative, each of the selec¬ 
tion issues discussed in the hrst section of this chapter 
should be considered. 

HANDLING REMOVABLE MEDIA 

The physical environment where media, particularly re¬ 
movable media such as tape and hoppy disks are stored, 
can affect the viability of the media and the length of time 
the media can reliably store data. 


Recommendations 

The following guidelines may be helpful in getting the 
maximum life and reliability from removable media. Each 
media type has specific requirements, and the packaging 
should be consulted for recommended storage tempera¬ 
tures and operating conditions, but the following general 
guidelines apply to most removable media: 

1. Store the media in a controlled environment. The ideal 
area is temperature- and humidity-controlled accord¬ 
ing to the specifications from the media manufacturer. 
For optical media, avoid sunlight and ultraviolet light, 
and store the disks in a dark area. 

2. Return the medium to its storage case or container im¬ 
mediately after use. This helps keep the surface clean 
and free of dust and other matter that could damage 
the recording surface or drive. 

3. Leave new media in the original packaging until it is 
needed. This protects the media from contamination 
from foreign objects or materials. 

4. Avoid storing media near devices that might emit a 
magnetic field. 

5. Before using a tape or disk, inspect it to make sure 
that there is no dust or dirt on the recording surface. If 
contamination is found, clean it according to the man¬ 
ufacturer’s instructions before use. 

6. Label the medium so that it can be easily found if 
needed. Special care must be taken with optical media 
(Byers 2003). 

Media Rotation 

Media used for backup or archival purposes should be 
evaluated periodically so that it is not kept in service past 
its ability to provide reliable data retention. In the case 
of a backup medium, it is common to reuse it several 
times, overwriting the existing data each time. This prac¬ 
tice saves time and money, but if the medium is used re¬ 
peatedly, it will eventually wear out or become unstable. 
Some backup software provides error logging, which can 
be useful in evaluating media. One option to consider is a 
planned number of passes or uses for a given medium. As 
an example, suppose the backup system for an organiza¬ 
tion uses tape cartridges. The manager, after consulting 
the manufacturer’s specifications, might decide to desig¬ 
nate five tapes for daily backups, one for each day of the 
work week. In order to provide an extra level of reliability, 
the manager may designate that the five-tape set will be 
totally replaced two times each year and the old tapes 
will be removed from service. This practice increases the 
probability that the tapes in service are viable. Other me¬ 
dia rotation planning options should be considered based 
on the media used. 

Security 

One of the major advantages of removable media is that 
it can be easily transported. This advantage also increases 
the risk that valuable data might be compromised. Since 
it is very difficult to ensure that valuable data are not 
transported away from authorized areas, many security 
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specialists recommend that data be encrypted when stored 
on removable media. Of course, the encryption is useless 
if the perpetrator is able to obtain the encryption key, 
but this added level of security will protect against the 
loss of data from many potential threats. For a complete 
discussion of physical security, see “Physical Security 
Threats and Measures.” 

GLOSSARY 

Checksumming: A mechanism that computes a value 
for a message packet, based on the data it contains, 
and passes it along with the data to authenticate that 
the data have not been tampered with. The recipient 
of the data recomputes the cryptographic checksum 
and compares it with the cryptographic check¬ 
sum passed with the data; if they match, it is “prob¬ 
abilistic” proof the data were not tampered with 
during transmission. The important property of a 
cryptographic checksum is that, without knowing 
the secret key, a malicious interceptor has only an 
infinitesimally small chance of being able to con¬ 
struct an altered message with a valid corresponding 
checksum (Smith 1999, 270). 

Cyclical Redundancy Check (CRC): A method of detect¬ 
ing errors in the transmission of data between two de¬ 
vices. A value is calculated for each block of data before 
it is sent and then the value is sent along with the data. 
A new value is calculated on the receiving device for the 
data. If the new value does not match the one that has 
been sent with the data, then a CRC error is reported. 
Data Transfer Rate: The speed at which a device can 
write digital data to another storage device. The data 
transfer rates represent the highest maintainable speed 
at which the storage device can move data to the target 
media. 

Disk Volume: A logical division of a physical disk. Usu¬ 
ally a partition contains one volume. See Partition. 
Duty Cycle: The proportion of time during which a device 
or system is used. The duty cycle may be expressed as a 
ratio (i.e., 2 hr/24 hr) or as a percentage (i.e., 20%). 
FireWire: FireWire is Apple Computer’s version of the 
IEEE 1394 standard for a high-performance serial bus, 
used in connecting devices to a computer. FireWire pro¬ 
vides a single plug-and-socket connection on which up 
to sixty-three devices can be attached with data trans¬ 
fer speeds up to 800 Mbps (megabits per second). The 
standard describes a serial bus or pathway between 
one or more peripheral devices and your computers 
microprocessor. Many peripheral devices now come 
equipped to meet IEEE 1394 (Sabetti 2003). 

Partition: A logical division of a physical disk. In cases 
in which the user needs to organize his data into sepa¬ 
rate spaces, a hard disk can be set up to contain multi¬ 
ple partitions. In many cases, a hard disk is set up with 
a single partition. 

CROSS REFERENCES 

See Backup and Recovery System Requirements; Business 
Continuity Planning; Business Requirements of Backup 
Systems. 
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INTRODUCTION 

The concept of business continuity planning (BCP) identi¬ 
fies a set of technical, administrative, and management ac¬ 
tivities aimed at planning the steps to recover and restore 
critical business assets after an unforeseen event has im¬ 
paired corporate functions. The BCP field has its roots in 
the 1970s, when mainframes and centralized data centers 
were designed so that the environment, access, and secu¬ 
rity could be controlled. Another advantage of this central¬ 
ized approach provided a central environment that could 
be managed in such a way as to mitigate the consequences 
of external catastrophes (e.g., floods, fires, or earthquakes). 
For a couple of decades, such procedures and techniques 
took the name of disaster recovery (DR), emphasizing the 
fact that recovery and restoration activities were mostly 
focused on information technology (IT) physical facilities 
and assets that could have been damaged. 

In the past decade, however, the way in which compa¬ 
nies are organized and managed has changed dramatically, 
and DR requirements have changed accordingly to meet 
the new business requirements. In particular, the very na¬ 
ture of business assets has changed, first with the advent 
of personal computers and distributed systems, then with 
the expansion of Internet-based service-oriented compa¬ 
nies, shifting from the provision of physical tangible goods 
alone to providing functions and services that could be 
operated in a wide range of different ways. Consequently, 
the former field of DR has grown in complexity to handle 
both old and new requirements and to comply with newer 
business models. For these reasons, since the focus has 
shifted from techniques solely to secure IT physical assets 
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to procedures and management strategies for ensuring 
the continuation of the business in its entirety, BCP has 
replaced DR as the discipline that describes how to face 
those unforeseen events that may impair the functions of 
modern networked organizations. 

The goal today is the continuous availability of the busi¬ 
ness and its processes in its entirety—with the technology 
infrastructure taking a critical but no longer exclusive 
role—which gives an enormous importance to the time 
factor. That is, if down-time periods must be the shortest 
possible, then recovery and restoration must be as quick 
as possible. 

This chapter is organized as follows. First, we discuss 
how the growing dependence of business-critical activi¬ 
ties on the IT infrastructure affects BCP. The causes of 
down time are then explored, and in particular, we point 
out that modem organizations continue to be concerned 
with so-called small disasters (e.g., system failures, power 
outages, telecommunication interruption, and so on) and 
their management, which has modified the BCP focus in 
most cases. We then present the main characteristics of 
BCP and introduce the importance of a business impact 
analysis (BIA) as a fundamental activity for understanding 
the business needs of an organization and thus providing 
sound technical measures for recovering from disasters. In 
the context of BCP, we introduce the notion of risk manage¬ 
ment, which includes the need for analyzing and mitigating 
risks. We then present backups and alternate sites as the 
traditional techniques for data recovery and business con¬ 
tinuity after the advent of failures. Emerging technologies 
like disk-to-disk backups and iSCSI (Internet SCSI [small 
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computer system interface]) are also discussed. Important 
laws and regulations in the field of BCP are introduced. 
Finally, we discuss how BCP is evolving toward the more 
comprehensive notion of business resilience. 

FROM DISASTER RECOVERY TO 
BUSINESS CONTINUITY PLANNING 

For many years, corporations have placed most of their 
critical information assets into automated systems, and 
more recently, they have adopted business models largely 
based on the Internet. Although they provide more effi¬ 
ciency, cost reduction, and competitive advantage, these 
developments have also increased corporations’ depen¬ 
dence on the IT infrastructure and therefore increased the 
potential economic losses caused by its failure. More than 
ever, a loss of access to the IT infrastructure will prove to 
be, in many cases, fatal for the business of affected compa¬ 
nies. It is therefore crucial for companies to consider pre¬ 
cise plans for counteracting possible events that may cause 
such interruptions. Examples of companies that failed 
to recover their businesses after a prolonged interruption 
of IT functions, caused by floods or fires, for example, 
are well known and documented (Hiles 2002; Kaye 2001; 
Noakes-Fry and Diamond 2001; Toigo 1999, 2001, Fight¬ 
ing fires on the Web). 

E-business and Internet connections are shortening re¬ 
covery time objectives (RTOs) and changing the way we 
think about DR planning; full 24/7 operations and zero 
down time are now commonly seen as business necessities. 
Although traditional countermeasures to natural disasters 
should still be provided (e.g., keeping backup data in loca¬ 
tions out of the area possibly affected by natural disasters), 
a wide spectrum of other risks (e.g., cyberattacks) have 
to be considered. In addition, critical business processes 
must be analyzed and recovered much faster than in the 
past: down times of days (the usual time window for natu¬ 
ral disasters) are definitely no longer sustainable for any 
company in general, and Internet-based businesses in 
particular. 

Nevertheless, many enterprises still have minimal 
contingency plans in place to ensure business continuity 
for their business requirements. Managers fail to plan for 
DR in the new project development life cycle, which re¬ 
sults in more risks and exposures than in the past. From 
a technological standpoint, some managers and planners 
still do not understand the intrinsic fragility of the new 
architectures for the e-commerce business to which they 
are migrating. Consequently, they do not understand fully 
the increased requirements for business continuity, do not 
plan for the inevitable failures, do not mitigate the risks, 
and are not prepared to sustain the consequences. 

Downtimes in Business Services 

Down times in business services might be caused by several 
things: equipment failure (e.g., disk crashes); disruption 
of power supply or telecommunications (e.g., blackouts, 
brownouts, or digging in areas where telecommunications/ 
electrical lines are located); application failures or database 
corruption (e.g., inaccurate configurations or improper 
maintenance); human error (e.g., improper technical 


actions); insufficient technical staff (e.g., strikes or coin¬ 
cident emergencies); malicious software (e.g., viruses or 
worms); hacking and Internet intrusions (e.g., random 
targets or specifically selected targets); fire; natural disas¬ 
ters (e.g., floods, earthquakes, or hurricanes). 

Clearly, down times might be the effect of or worsened 
by a combination of causes. For instance, an emergency 
that could have been managed well without losses for the 
company may become catastrophic if it happens when 
key technical personnel are unavailable or are already 
busy solving another failure and recovery plans are non¬ 
existent. Problems may even arise as a side effect of events 
that do not affect a company directly. For instance, if a 
nearby company has an emergency, this event may impair 
the proper functioning or physical access to all locations 
in a certain area (e.g., incidents in chemical plants); this 
is called a “regional disaster.” 

Causes of failure can be characterized further based on 
two aspects: (1) the likelihood of occurrence and (2) the 
potential damage that they can provoke. These two prop¬ 
erties reflect, respectively, a probabilistic and a quantita¬ 
tive description. For instance, events such as sabotage, 
floods, or fire, which are usually considered in traditional 
DR plans, are rare, but when they happen, they are often 
catastrophic. On the other hand, events such as equip¬ 
ment failures or software errors are less catastrophic in 
nature, but occur more frequently and represent almost 
day-to-day problems for system administrators. 

Usually, these failures are not devastating for a com¬ 
pany, and in the past (in the pre-Internet age), they were 
not included in DR planning. However, with todays com¬ 
panies relying more and more on networked systems, 
complex distributed multicomponent architectures, and 
the Internet as a primary business enabler, short but fre¬ 
quent down-time periods can become a major problem 
in terms of competition, reputation, and revenue losses 
(Bounds 2003; Toigo 2001, Storage disaster). 

How to strike a balance in investing decisions between 
prevention measures focused on rare but catastrophic 
events and those focused on frequent but less severe fail¬ 
ures is one of the most difficult challenges faced by mod¬ 
ern BCR In the old days, DR was focused only on the 
former; modern information security and system/network 
administration techniques are focused only on the lat¬ 
ter. BCP should encompass both, thereby planning for all 
risks that may affect a company. 

According to a study by the Gartner Group (Scott and 
Natis 2000), only 20 percent of down time is caused by 
technology failures including hardware (servers and net¬ 
work devices), environmental factors (e.g., cooling and 
power outages), and natural disasters. By contrast, 40 per¬ 
cent of down time is caused by application failures, which 
include software bugs, operating system crashes, per¬ 
formance slowdowns, incorrect updates, and changes 
to software. The remaining 40 percent of failures are due to 
human errors. In other words, according to these results, 
failures are mainly due to people and process issues, in¬ 
cluding software, whereas infrastructural components 
are more robust and reliable (Kaye 2001; Noakes-Fiy and 
Diamond 2001, 2002). 

These results should come as no surprise, actu¬ 
ally. Applications frequently fail because of all sorts of 
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problems, including code bugs, bad design, weak require¬ 
ment analysis, inconsistent tests, misconfigurations, erro¬ 
neous installation or deployment, incompatibility with the 
run-time environment, and conflicts with other applica¬ 
tions. Connectivity instead fails because of misconhgura- 
tion of devices such as routers, switches, or domain name 
systems (DNSs), sometimes caused by the company’s staff 
and other times by Internet service providers (ISPs) and 
application service providers (ASPs). 

Based on these figures, many experienced business con¬ 
tinuity planners suggest that organizations select products 
and vendors with a good reputation of robustness and be 
skeptical about the latest products, because these products 
often provide exciting new features but at the price of less 
reliability and are less able to be recovered if a disruption 
occurs. Adopting a prudent approach is important for soft¬ 
ware products because they have been one of the principal 
causes of small disasters, but is of particular significance 
for infrastructural hardware components whose robust¬ 
ness and reliability impact on the whole organization. 


BUSINESS CONTINUITY MANAGEMENT 

Business continuity management (BCM) consists of a set 
of activities aimed at identifying the impact of potential 
losses, defining and realizing viable recovery strategies, 
and developing recovery plans for ensuring the continu¬ 
ity of business services. Disaster recovery planning is 
one of the components of a BCM plan and encompasses 
a set of activities aimed at reducing the likelihood and 
the impact of disaster events on critical business assets 
(NIST 2002; Toigo 1999; Wold 2002, Disaster recovery 
planning process—Parts I, II, and III). BCM planning is 
as complicated as any major system development project, 
with many stages of analysis and an overall activity set 
encompassing all critical assets, business functions, and 
technological solutions. 

Convincing corporate management to invest in BCM 
planning is often a challenge greater than dealing with the 
technical problems of backing up critical systems, mini¬ 
mizing down time, and maintaining network connectivity. 
To complicate matters, investing in BCM capabilities is not 
a one-time event, but must be sustained over time, because 
every BCM plan needs to be tested, reviewed, and updated 
regularly to be effective. In addition, BCM planning needs 
to be managed, improved, and updated in synch with mod¬ 
ifications to the company, its business environment, its IT 
infrastructure and critical assets, government and industry 
requirements, as well as personnel changes. For these rea¬ 
sons, management consensus is vital for every BCM plan 
that, in the best of circumstances, will enable failure avoid¬ 
ance, detecting and reacting to potential problems before 
they become disasters. 

BCM plans should be documented adequately with an 
in-depth analysis of the risks addressed in the plan, the 
benefits for the corporation, the possible impact on 
revenues of an insufficient BCM plan, the estimates of 
the cost of down time, and the possible savings on insur¬ 
ance costs (Kaye 2001; Toigo 1999). 

The process of managing business continuity, in a 
classification scheme inspired by the Business Continuity 


Management—Good Practice Guidelines (BCI 2005) of the 
Business Continuity Institute, has these five phases: 

1. understanding the company’s business 

2. recognizing the risks to business activities 

3. developing recovery strategies, such as backup, alter¬ 
nate site, or replication 

4. exercising, rehearsing, and periodically reviewing the 
DR-BC plan 

5. creating a BCM plan 

Understanding the Company's Business 

Understanding a company's business requires an analysis 
of the operational aspects of the company. This analy¬ 
sis should determine what are the key business objectives 
and the products or services of the business objectives, 
when the business objectives should be achieved, who is 
involved in the achievement of business objectives, and 
how the business objectives are achieved. This analysis 
should result in the clear identification of mission-critical 
activities. Elements of mission-critical activities are human 
resources, stakeholders, suppliers, customers, facilities, 
functions, processes, materials, technology, telecommu¬ 
nications, and data. In addition, for each mission-critical 
activity, it is necessaiy to identify single points of failure— 
elements or components for which no alternatives exist. 

The business impact analysis (BIA) and the risk assess¬ 
ment and analysis (RA) jointly address all these issues. 

Business Impact Analysis 

The BIA encompasses activities aimed at identifying, 
quantifying, and qualifying the business impact and other 
effects of a mission-critical activity failure on a company. 
The fundamental outcome of the BIA is the identification 
of the minimum level of resources needed to accomplish 
the company’s business objectives in terms of an accept¬ 
able recovery time—recovery time objectives (RTO)—and 
an acceptable recovery status of assets: recovery point 
objectives (RPO). The outcomes of the BIA can then be 
summarized as follows: 

• Identification of mission-critical activities, along with 
their dependencies and single points of failure 

• Financial and nonhnancial impacts of a disruption, 
failure, or loss of one or more mission-critical activities 
for a given time frame 

• Recovery priorities for each mission-critical activity 
based on the criticality of resources and on the associ¬ 
ated sustainable time window and cost considerations 
(Prioritizing recovery strategies can optimize alloca¬ 
tions and expenditures for the recovery process.) 

• Recovery objectives in terms of RTOs, RPOs, and the 
minimum level of acceptable business continuity to 
sustain the company’s operations 

• Work area recovery, the minimum level of resources nec¬ 
essary to achieve the recovery objectives according to 
the resource recovery objectives of each mission-critical 
activity 
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The BIA should involve staff members from most, if not 
all, areas of the company. For instance, business man¬ 
agers are better able to analyze business impacts, either 
financial or nonfinancial, and should provide initial input 
as to the recovery priorities required by their business 
areas. Senior management should be involved in making 
the final determination of the recovery priorities among 
mission-critical activities. 

Evaluation of Losses: Tangible and 
Intangible Costs 

To evaluate how much down-time periods may cost, com¬ 
panies must consider all the components that comprise 
their business and how each may be affected by system 
failures, including not only lost current revenues but 
also the loss of any future or potential revenues. Because 
many companies today have structured their organization 
across interdependent business units and have extended 
their supply chains, the impact of down time may spread 
through many interconnections, and hence grow rapidly. 
No longer restricted to a core business, businesses may 
experience the effects of down time on related businesses, 
partners, and customers all along the value chain. 

Moreover, companies’ increasing reliance on a few 
business-critical technologies is another aspect that 
increases the severity of the impact of down time. Internet- 
based companies, which require connectivity and avail¬ 
ability of their Web sites 24 hours a day, 7 days a week, 
365 days a year, are in such a situation—they are com¬ 
pletely based on Internet connectivity for their business, 
which has made them the victim of unforeseen problems. 
In the past few years they have suffered all sorts of sys¬ 
tem and/or network outages and have been threatened by 
distributed denial-of-service attacks. A classification of 
costs should divide them into tangible and intangible costs 
(Merchantz 2002), which we discuss next. 

Tangible Costs 

Tangible costs are easily identified and are often (though 
not always) easily measured, and may include the 
following: 

• Lost revenue : This is the most obvious cost, as the com¬ 
pany cannot conduct business, and balance sheets state 
that unmistakably. Just looking at normal hourly sales 
and then multiplying that figure by the number of hours 
of down time provides a good estimate of lost revenues. 
However, this must be regarded as only one component 
of the total cost of down time and, taken singularly, nor¬ 
mally underestimates the true loss greatly. E-commerce 
companies amplify the problem because a company 
normally has no alternative way of conducting business 
and depends entirely on system availability. 

• Lost productivity: During down time, production is 
blocked, and productivity lowers to zero. The same ap¬ 
plies even when production is not blocked completely, 
but is just impaired, because employee productivity is 
still affected. Evaluating lost productivity is difficult 
because production normally does not stop completely 


and employees might then engage in different duties. 
One way to obtain an estimate is to compute the cost of 
salaries and wages for the time frame of the down-time. 
Productivity value is normally higher than labor costs; 
hence, this figure represents a conservative evaluation of 
what a company has lost during down time. In addition 
to pure labor costs during down-time hours, one should 
consider that, after the recovery effort is completed, 
employees will not simply go back to their normal du¬ 
ties, but some will probably be in charge of other recov¬ 
ery actions (e.g., data reentry). This represents either 
additional costs (e.g., if done on an overtime basis) or 
less productivity (e.g., if done by taking time away from 
usual work). 

• Late fees and penalties : Some companies work under 
contracts, normally called “service-level agreements," 
that include penalties for late deliveries. If system down 
time causes these companies to miss their contracted de¬ 
livery dates or users cannot access data made available 
by an Internet-based company, the penalties incurred 
are another cost of down time. 

• Legal costs: Depending on the nature of the affected sys¬ 
tems, there could be legal costs associated with down 
time. For example, a drop in the share price may induce 
shareholders to initiate a class-action suit if they believe 
that management was negligent in protecting vital as¬ 
sets. Other examples of legal costs are cases of business 
partnerships in which the failure of one company af¬ 
fects the business of the others or of defective products 
delivered as a consequence of a system failure. In ad¬ 
dition, some public utility companies could be consid¬ 
ered legally responsible for the suspension of a public 
service because of a lack of sufficient precautions and 
failure prevention. Evaluating possible legal costs is ex¬ 
tremely difficult because legal aspects are complex and 
are strictly related to the specificities of any single case. 
Experiences or historical data from companies in the 
same business sector could give a broad estimate. For a 
more specific evaluation, a legal consultant should ana¬ 
lyze in detail the risks the company may face. 

• Other costs: Many other costs could arise, which are 
often specific to the particular industrial sector. For ex¬ 
ample, a fresh food producer could be forced to discard 
perishable goods, a manufacturer may incur costs when 
restarting automatic machines, a construction com¬ 
pany may have leased machines for which the leasing 
period must be prolonged, and so forth. 

Intangible Costs 

Intangible costs, by nature, are neither easy to identify 
nor easy to measure, but they affect the business just like 
tangible ones and have been the most critical cost factor 
in recent years in the BCM field. Think, for instance, about 
the impact of a system failure on the company’s brand 
and reputation. The brand value does not appear in any 
balance sheet, but it is often one of a business’s most valu¬ 
able assets. There are statistics and analyses (Hiles 2002) 
that correlate how the devaluation of a reputation of a 
company suffering a disaster affects the share price. Ac¬ 
cording to these studies, the share price of a corporation 
suffering a disaster falls by about 5 to 8 percent within the 
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first few days after a disaster. This decline is reasonable, 
because stakeholders may consider their investments to 
be in danger. 

What is interesting is how recovery of the share price 
depends on the efficiency in recovering critical business 
functions. Past cases have shown that efficient recovery 
has enabled companies to regain the confidence of finan¬ 
cial analysts quickly, and their share values have climbed 
back to the prices preceding the disaster, even increasing 
by 10 to 15 percent in the following 100 days. Companies 
that recovered with many difficulties, instead, were pe¬ 
nalized with declining share values, about 15 percent on 
average (Hiles 2002). These facts demonstrate how a com¬ 
pany’s reputation affects tangible items such as the share 
price, not only permitting a company to rapidly regain 
share prices held before a disaster but even improving on 
those quotes. An inefficient recovery, in contrast, harms 
the company’s reputation, which may have a perverse ef¬ 
fect on share prices. 

Another intangible cost is lost opportunities. During a 
down-time period, potential customers who would have 
been conducting business with the company suffering the 
failure may choose a competitor. This lost opportunity 
not only causes an immediate loss but also may have per¬ 
sistent negative effects because those customers could be 
lost forever. Calculating such loss of future revenue is very 
difficult. Historical data showing the rate of new custom¬ 
ers in a given period could provide a broad estimate. 

After recovery, the company's management might 
be forced to initiate an expensive corporate image and 
marketing campaign and a promotional campaign with 
significant price discounts to regain the confidence of 
customers and rebuild its reputation. The cost of such 
promotional and marketing campaigns can be evaluated 
precisely and must be taken into account as possible ad¬ 
ditional costs of down time. 


RISK MANAGEMENT 

Risk is defined as the possibility of suffering harm or loss, 
and risk management is the process of planning for such 
eventuality (Wold and Shriver 2002). The goal of risk 
management is not to eliminate all risks (which would be 
impossible in practice), but rather to find an acceptable 
balance between reducing risk and preparing the organi¬ 
zation for losses. The risk management process has three 
steps: 

1. Risk analysis: Identify the types of losses that may oc¬ 
cur, determine the causes and the likelihood that a loss 
will occur, and estimate the resulting cost for the or¬ 
ganization. 

2. Risk mitigation : Identify actions to reduce or eliminate 
the likelihood of occurrence of each risk, determine the 
cost of those actions, and produce a cost-benefit analy¬ 
sis of the actions for each risk and loss. 

3. Risk transfer. Address the losses that may occur de¬ 
spite preventive actions and consider transferring 
those losses to insurers or third parties, such as service 
providers, vendors, or outsourcers in general. 


Risk Analysis 

A risk analysis includes these activities: 

• Identify existing risks to mission-critical activities re¬ 
sulting from the BIA. For each mission-critical activity, 
threats and their possible sources should be identified. 

• Establish the likelihood and impact of each possible 
threat. This analysis is needed for defining priorities 
and planning for preventive measures and recovery 
actions. The clear identification of the relationship be¬ 
tween the likelihood and the impact of each risk is a key 
component. 

Define BCM strategies for each failure cause, which 
means that the BCM planner must define approaches to 
manage the risk and estimate the trade-off between sus¬ 
taining the possible losses and implementing a preventive 
strategy. 

Risk Mitigation 

Risk mitigation is a process aimed at limiting the like¬ 
lihood of risks and the potential losses those risks can 
cause (Kaye 2001). The process of mitigating risks can be 
summarized as follows: 

• Avoid the causes. Make conservative and prudent tech¬ 
nology choices for critical assets: avoid technology 
risks by developing services in a robust manner and 
with the support of reliable platforms instead of adopt¬ 
ing the latest technology without testing it for reliabil¬ 
ity (which is usually riskier), unless it has been proven 
to give a sensible competitive advantage. 

• Reduce the frequency. All IT infrastructure components 
should be chosen based on their ability to ensure a low 
rate of failure. Operating systems and soft ware/hardware 
platforms of different vendors (or different versions pro¬ 
duced by the same vendor) often have different failure 
frequencies. To enforce the risk-management strategy, 
reliability, and not just performance and features, should 
be evaluated carefully when purchasing technology. 

• Minimize the impact. Because the frequency of fail¬ 
ures and outages can never be reduced to zero, a risk- 
mitigation strategy should analyze all the possible 
single points of failure, the failure of which may cause 
major losses in terms of down time and extent of ser¬ 
vice interruption. Redundancy is the typical strategy 
that can be applied to servers, network devices, and 
internal components. 

• Reduce the duration. Minimizing the duration of down 
time is the ultimate goal of every DR plan—the longer 
the down time, the greater the loss of revenue. Many 
strategies can be adopted to speed up the recovery of 
data and functions. These may involve onsite hardware 
spares, onsite staff, efficient backup solutions, and al¬ 
ternative operating locations. 

Risk Transfer 

Risks that cannot be sustained by a company can be 
transferred to a third party that then assumes the risks in 
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exchange for a service fee (Kaye 2001). Hiles (2002) esti¬ 
mated that, on average, up to 40 percent of actual losses 
could be transferred, but no more than that. Risk transfer 
can assume two forms: insurance or outsourcing. 

Insurance is the traditional way of transferring risks 
that cannot be mitigated with in-house solutions or trans¬ 
ferred by purchasing the service outside. Most insurers 
offer coverage even for risks related to Internet-based 
threats, such as intrusions or denial-of-service attacks. 

With outsourcing, a third party provides a specific serv¬ 
ice in place of an in-house solution. This third party can 
then assume the risk of losses that the company may incur, 
either by refunding the fee paid by the company (as in the 
case of Web-hosting services) or reimbursing the losses 
(as in the case of vendors). Risk transfer is established via 
a contract that usually includes a service-level agreement 
(SLA) that should guarantee a minimum level of service to 
the company that purchases the service. 

Risk transfer is a suitable solution in many situations, 
but the trade-off between the cost of possible down time, 
if the service is realized in-house, and the cost of the pur¬ 
chased service with a certain quality level should be eval¬ 
uated carefully. A careful evaluation of the return on the 
outsourcing investment should therefore be completed to 
determine whether the strategy is convenient (down-time 
costs versus service fees). Consider, for example, net¬ 
worked services, Web hosting, and mainframe hosting, 
for which outsourcing is the common choice today. 

When purchasing a critical service from a vendor instead 
of managing it in-house, the company signs an agreement 
concerning the level of service guaranteed. The parties 
agree on a certain up-time guarantee, expressed as a per¬ 
centage of time of availability (usually a value between 
99 and 100 percent) of the purchased service. Clearly, the 
higher the up-time guarantee, the more costly the service, 
and after a certain percentage of up-time guarantee, the 
cost that a company would pay for a given service level is 
not worth the benefit gained. Penalty clauses are normally 
defined in the SLA, which charges the ISP with monetary 
fines if it is unable to comply with the up-time guarantee. 
However, because there are loopholes in SLAs that can 
be exploited for the benefit of the service provider, legal 
clauses defined in the SLA should be reviewed carefully. 
Many ISPs promise an up time of 99.99 percent, but do 
not actually comply with their claim because of a host of 
limitations related to infrastructure, government policies, 
inefficient resources, etc. 

BACKUP, RECOVERY STRATEGIES, AND 
CONTINUOUS DATA PROTECTION 

Traditionally, backup has been seen as a batch process, 
running during night hours, which stores on tapes all rele¬ 
vant information produced during that workday. Although 
this process is still used and is necessary for the majority 
of organizations, in many other cases it is now outdated. 
With the increase in Web-based services and service- 
oriented architectures (SOAs), applications and business 
processes tend to be active on a 24/7 basis. Therefore, 
there is no longer the notion of “night hours,’’ which was 
meant to be that window of inactivity of business transac¬ 
tions perfectly suited to take a snapshot of data. In many 


real-world scenarios, transactions are always running, 
and information is always accessed and possibly updated. 
In addition, the amount of data to be managed is growing 
every year at a terrific rate. Many commentators refer to 
the ever-growing amount of data that need to be managed, 
backed up, and restored as “the explosion of data,” to 
emphasize both its impressive growth and chaotic nature 
(Campbell 2000; Kaye 2001; Nicolett and Berg, 1999; Toigo 
2001, Fighting fires on the Web). 

Recovery strategies are one of the most dynamic 
areas of BCP Beyond traditional backup and recovery 
solutions, more sophisticated data storage and network 
recovery technologies are emerging, pushed by recovery 
speed and data availability requirements that are becom¬ 
ing increasingly severe. Continuous data protection (CDP) 
is the newest concept and most ambitious goal of BCP for 
what concerns data availability and recovery strategies. 
Despite the lack of a rigorous definition of CDP and for¬ 
mal standards—the Storage Networking Industry Asso¬ 
ciation’s (SNIA) Data Management Forum (DMF) is still 
working on such a definition—vendors are stressing CDP 
as an essential BCP practice for modern enterprises. For 
example, CDP has been described as “fine-grain, point- 
in-time views of data and applications for the purposes 
of data recovery,” or as a function that lets “data [be] 
protected as close to instantaneously as [possible] after 
creation, and should the primary copy become unavail¬ 
able, the system needs to automatically and transparently 
fetch one or more copies of that data” (Kerner 2005). The 
purpose of CDP is evident from these two statements: 
the highest granularity, both in time and in content, in the 
selection of data to be recovered; and the immediate 
availability of data when needed, achieved with the high¬ 
est degree of automation and transparency. In more de¬ 
tail, what makes CDP different from previous recovery 
strategies is that CDP should provide continuous recov¬ 
ery points, so that it should be possible to roll back from 
any point in time, instead of from a single point in time as 
for traditional recovery technologies. Considering technol¬ 
ogies, CDP is not seen as a revolutionary idea that would 
bring solution alternatives to the current ones. Instead, 
it is perceived as the concept that could drive the devel¬ 
opment of the next generation of recovery technologies, 
incrementally enhancing current solutions, like data snap¬ 
shots and virtual tapes, and integrating them in coherent 
CDP-oriented data-protection frameworks. By means of 
such frameworks, the traditional batch-mode way of deal¬ 
ing with data recovery should be abandoned in favor of 
more proactive systems able to meet those data availabil¬ 
ity requirements needed by modern business models. The 
CDP’s goal is ambitious, indeed, and although it is still not 
clear how achievable it will be, for which contexts it will 
be well suited (business categories, enterprise types, etc.), 
and to what extent it will be worth it (in particular, analy¬ 
ses investigating the economic and financial basis of such 
recovery solutions are yet to come), most of the advances 
in storage technologies are based on CDP premises. 

Fundamentals of Backup and Recovery 

Key to an effective recovery of business functions is the 
availability of all the company’s data, as well as 
the reconfiguration of all critical components of the IT 
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infrastructure (e.g., backup of servers and network de¬ 
vices configuration, patches, passwords, routing tables, 
and firewall rules). 

Backup and recovery of data should achieve two fun¬ 
damental goals: 

• Backup should be completed with a minimal impact 
on the production environment and, ideally, should be 
performed without blocking transaction execution. 

• Recovery should be efficient, so as to minimize the time 
necessary to restore the data and bring the system back 
to its operational state. The efficiency of the recovery 
process is a key factor for the effective restoration of 
the company's business functions, as a delay in recov¬ 
ery could cause a severe loss of market share. 

Although the need to maintain backup copies of data is 
well recognized, many companies overlook the need to 
make a copy of system configurations. This requirement 
is overlooked so frequently because of its intrinsic or¬ 
ganizational nature: system management and day-to-day 
administration of the IT infrastructure, such as a change 
in routing tables or firewall rules, installation of patches, 
or the like, must always be documented fully to be backed 
up. In addition, procedures should be put in place to make 
sure that every modification to system components—the 
ones needed by mission-critical activities, at least—is 
reported in backup copies. 

Some consideration should be devoted to the particu¬ 
lar backup requirements of desktop computers and por¬ 
table systems, which have some peculiarities with respect 
to servers. Often the data backup process for these sys¬ 
tems is not automated (e.g., saving data on backed-up file 
servers), so it is a duty of users to manually save critical 
data on backed-up servers. This good practice should be 
governed by an appropriate usage policy (i.e., a documen¬ 
tation possibly subscribed to by each user stating, among 
other things, that each user should take care of saving his 
or her critical data on a backed-up server and not locally). 
Intermediate managers should enforce this policy, devot¬ 
ing particular attention to having training sessions during 
which users should be instructed about the importance of 
this recovery requirement. Providing an automatic backup 
and restoration process for personal computers requires 
interoperability and platform standardization. Usually rec¬ 
ommended are homogeneous platform operating systems, 
configurations, and applications among the organizations 
personal computers and portable devices (NIST 2002). 

Alternate Sites Strategy 

In addition to the safe storage of data backups, it is nec¬ 
essary to provide an organization with a plan for the 
continuation of its business functions if its primary site 
suffers severe damage. A DR plan should then include a 
strategy to recover and perform system operations at an 
alternate facility. Generally, three types of alternate site 
strategies are possible (NIST 2002): 

• dedicated site owned or operated by the organization 

• reciprocal agreement with an external entity (e.g., a 
business partner) 

• commercial leased facility 


As prospective alternate sites are evaluated, the DR plan¬ 
ner should ensure that the system’s security, management, 
operational, and technical controls are compatible with 
the prospective site. Controls may include measures for 
network security, such as firewalls and intrusion-detection 
systems, and physical access controls. If the service is pur¬ 
chased from a vendor, an SLA must be negotiated care¬ 
fully. It must clearly state all conditions, such as testing 
time; workspace; security, hardware, and telecommunica¬ 
tion requirements; locations of facilities; support services; 
declaration procedures; and recovery time frame. 

The DR planners should be aware that a commercial 
facility usually hosts many customers, which may all be af¬ 
fected by the same natural disaster simultaneously. Hence, 
the commercial facility could be asked to recover several 
customers simultaneously, but might not have enough 
resources to do so properly. In that case, the commercial 
facility would tend to set priorities among its customers 
and not treat all of them at the same level of service. Un¬ 
fortunately, this scenario is realistic, and for this reason it 
is extremely important to negotiate a clear and extremely 
detailed SLA with the commercial vendor, with defined le¬ 
gal and penalty clauses that address how possible disasters 
will be handled and how priority status is determined. 

Regardless of the type of alternate site strategy used, 
commercial facilities provide different services and have 
different levels of readiness with respect to the goal of 
immediate resumption of all business functions. The fol¬ 
lowing classification of facilities also reflects the different 
commercial services offered on the market (NIST 2002; 
Nicolett and Berg 1999; Toigo 1999): 

• A cold site typically consists of a facility with adequate 
space and infrastructure (electric power, telecommunica¬ 
tion connections, and environmental control) to support 
the IT infrastructure. However, the cold site contains 
neither IT equipment nor office automation equipment, 
such as telephones, fax machines, or copiers. The organi¬ 
zation leasing a cold site needs to provide all the neces¬ 
sary equipment. 

• A warm site is a partially equipped office space con¬ 
taining some hardware, software, telecommunication 
connections, and power sources. The warm site is kept 
in an operational state so it can be promptly made fully 
operative in the event of a disaster at the company’s 
main site. 

• A hot site is a fully functional and immediately ready fa¬ 
cility equipped with all the needed hardware, software, 
telecommunication connections and equipment, and 
power sources. Hot sites are usually staffed 24 hours 
a day, 7 days a week. Recovery of business functions is 
guaranteed to be extremely fast. 

• A mobile site is a self-contained, transportable shell 
equipped to restore immediately the subset of the most 
critical business functions, including telecommunication 
facilities. Major commercial vendors lease these mobile 
sites and keep them located in strategic places to enable 
them to reach most of the industrial plants in a relatively 
short time. However, to guarantee an on-time recovery, 
a company should sign agreements with vendors to have 
the mobile site ready in a time frame compatible with its 
business requirements. 
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• A mirrored site maintains an almost exact replica of the 
IT infrastructure of the company’s main site and is al¬ 
ways ready to recover all the business functions. Recov¬ 
ery is almost immediate through a mirrored site. It is 
usually owned and operated by the company, given the 
high degree of customization and specificity required. 

The above solutions differ in terms of their cost and timeli¬ 
ness. Cold sites are less expensive to maintain, but require 
that the business expend considerable time to acquire and 
install the necessary equipment. Going down the list, we 
find solutions that are more expensive, but provide greater 
availability. 

Trade-offs in the Offsite Location Choice 

Backups should be kept in a safe place, where they can¬ 
not be affected by the consequences of a disaster; doing 
so enables their recovery in the event of a disaster that 
compromises or makes their original data unavailable. 
This has been for decades DR's golden rule, especially for 
mainframe-centric IT infrastructures. Effective recovery 
requires that in addition to data, even media for custom 
and purchased software together with their license infor¬ 
mation be kept offsite. Last, but not least, all documenta¬ 
tion related to the BCM and DR plan should be backed 
up. It may seem obvious that BCM documentation and 
plans need to be available when an emergency calls for 
its activation, but this might not be the case if they are 
not kept in a safe and reachable place (e.g., offline at an 
alternate site). 

However, although the necessity of maintaining backed 
up assets in a safe place is unanimously recognized, how 
to evaluate the safety of the offsite location, and in particu¬ 
lar how to balance the trade-off between safety of the al¬ 
ternate location and physical availability of recovery data, 
accessibility of the secondary site, and costs of the offsite 
setup has proved to be not that clear. Anecdotal experi¬ 
ence shows that it is easy to find apparently illogical situ¬ 
ations like, for example, secondary sites two blocks away 
from the primary site—and likely to be affected by the 
same consequences in case of disasters—or offsite loca¬ 
tions hundreds of miles far from the main one or in 
locations difficult to reach and poor of IT infrastructures, 
so that while safety is achieved in case of a disaster, the 
same cannot be said about the ability to effectively re¬ 
store business operations at the secondary location. 

There is not an unanimously recognized standard; 
however, as a rule of thumb, a distance of about 35 miles 
between the primary and the secondary sites—which is 
almost the size of an MAN (metropolitan area network)— 
is a reference value accepted by many (Robb 2005). That 
reference value should, of course, be considered as a 
gross estimation of the needed distance, which could 
vary considerably according to the risks that are taken 
into account. For instance, if risks are those derived by 
small disasters, that distance could be greatly reduced be¬ 
cause it is extremely unlikely that the same small disaster 
is able to hit both sites at the same time. More in general, 
and considering especially those risks typical of disas¬ 
ter recovery situations, there could be cases in which a 
distance of about 35 miles is not sufficient. Devastation 


provoked by Hurricane Katrina is only the latest example 
of a disaster that hit an area much larger than 35 miles. 
Another documented case was when after the events of 
September 11, 2001, several U.S. agencies suggested a 
200-mile plus separation between the primary and sec¬ 
ondary facilities. 

Despite these counterexamples, the point that must be 
stressed once again is that safety is not the only require¬ 
ment. Availability, costs, and technological limitations 
must be taken into account. For instance, about the 
200-mile plus recommendation, there was an inescapa¬ 
ble problem in complying with it because of the fact that 
there were no technological solutions able to support 
such a distance—or if a few could be close by, they came 
at enormous costs—providing not simply backup copies’ 
safety but also backup efficiency, recovery availability, and 
synchronous updates of large-scale transactional data¬ 
bases and other applications without a large performance 
hit. Only very recently have advances in IP SAN (Internet 
protocol storage area network), which we will discuss in 
the following, have been able to reach distances of sev¬ 
eral hundred miles, providing, at the same time, good ef¬ 
ficiency. Costs for such solutions are, however, still very 
high. This simple case witnesses one of the biggest dif¬ 
ficulties of modern BCP: solutions are no longer specific 
for a single requirement (e.g., data safety) as they were, 
sometimes, for DR in the past. On the contrary, BCP must 
strike a balance between many different and often contra¬ 
dictory requirements, maximum safety and easy acces¬ 
sibility, immediate availability and affordable costs, and 
best efficiency and high level of integration, to name just 
the main ones. BCP solutions inevitably have to accom¬ 
modate all these needs, and from here it is easy to see why 
in the BCP field, more and more people stress the fact 
that there are no “one-size-fits-all” solutions (solutions 
not tailored to the needs of the specific context in which 
they will be applied). This way, all the trade-offs between 
different requirements are resolved without taking into 
account the peculiarities of the business, of the organiza¬ 
tion, of the market, and of the environment, leading to a 
BCP solution that inevitably does not fit with the context 
to which it will be applied. 

STORAGE TECHNOLOGIES FOR DATA 
BACKUP AND RECOVERY 
Well-Established Technologies 

Some of the conventional, well-established, and experi¬ 
mental technologies for backing up data are summarized 
by Toigo (1999) as follows: 

• Server image backup: Image backup creates a physical 
image of an entire disk. It operates at the physical disk 
level by transferring sectors of physical data storage 
blocks from hard disk to tape. It has fast transfer rates 
and provides complete server backup by transferring 
the entire contents of the hard disk as a single unit. 
This technology requires the system to be inactive dur¬ 
ing the backup. 

• Snapshot or versioning backup: This technique is 
fast because, after an initial complete image backup, 
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it proceeds incrementally by backing up the modifica¬ 
tions only. It works with block-level copies on a parti¬ 
tion basis. It is widely used in traditional tape-based 
backup systems. 

• Full volume backup on a file-by-file basis: Complete data 
sets are copied over the production network to backup 
devices. A process controlled by the server initiates the 
transfer to backup devices. 

• Incremental or differential file backup: Files are com¬ 
pared with their version in the preceding backup, and 
only the changed files are backed up again. Differential 
backup keeps separate versions of the same backed-up 
files, whereas incremental backup keeps just the newer 
version. 

• Backup using object replication: Software defines logi¬ 
cal objects, including disk partition tables, boot volume, 
security information, system volume, and user data vol¬ 
umes. Logical objects are regarded as a single logical 
unit, and all data can be copied at once. 

• Electronic tape vaulting: This process replaces the man¬ 
ual procedures for handling tapes stored in off-site stor¬ 
age facilities and for moving tapes between locations. To 
provide for immediate access to data stored on tapes, it 
exploits a wide area network (WAN) connection between 
the company facility and the offsite facility where the 
tapes are stored. Technologies such as shadowing and 
multiplexing controllers allow the simultaneous duplica¬ 
tion of backup data streams in two or more tape devices. 
This way a company could make both a local backup 
(for complete recovery in the event of a disaster) and an 
electronic vaulting on a remote storage facility (to pre¬ 
serve data from a disaster, such as a flood or fire that 
affects the company site). 

• Remote disk mirroring: This is another alternative to 
handling tapes physically. The content of disks is du¬ 
plicated in near real time to a remote disk volume. The 
same concept is applied to redundant array of inexpen¬ 
sive disks (RAID) technology as a means of fault toler¬ 
ance, rather than disaster recovery. 

Making use of an offsite storage facility is the safest choice 
for preserving backups. The remote storage facility should 
be in a location that is unlikely to be affected by the same 
disasters that might affect the main company site. It could 
be a branch of the company or a commercial system re¬ 
covery facility offering this service. Although companies 
with decentralized sites could choose to keep backups in 
their different sites, commercial storage facilities offer 
backup storage as a service, including media transporta¬ 
tion, safe storage, and recovery (Nicolett and Berg 1999; 
NIST 2002; Toigo 1999). 

Remote Mirroring 

Remote mirroring techniques form the basis of many 
commercial systems aiming at safeguarding corporate 
data and providing fast recovery. However, sometimes the 
expectations that planners place on remote mirroring so¬ 
lutions are not realistic. In addition, solutions based on 
remote mirroring tend to be complex, both architecturally 
and in data management, so that they can satisfy the high 


requirements from companies. This complexity may lead 
to a lack of robustness of the recovery system, incorrect 
configuration, and improper array maintenance. The con¬ 
sequence could be the loss of synchrony between arrays 
or the storage of corrupted data. If this happens, a recov¬ 
ery could result in a multiplication of the disaster because 
it runs the risk of recovering corrupted or incoherent 
data (Kaye 2001; Toigo 2001, Fighting fires on the Web, 
2001, Storage disaster). In addition, remote mirroring 
does not allow zero down time, which is considered a re¬ 
quirement by some senior managers. Remote mirroring, 
if configured properly and implemented with high-level 
technology, can be much faster than many other recovery 
alternatives, but it cannot reduce the down time to zero. 
Hence, remote mirroring is not the panacea that makes 
the nightmare of down time disappear: risk management 
and DR planning are still mandatory. Moreover, remote 
mirroring is subject to data gaps, because some sort of 
asynchrony is usually implemented (e.g., the mirroring 
between the secondary and the tertiary arrays of Figure 1). 
Possible consequences of incoherent recovered data should 
be analyzed carefully in the planning stage. Such data may 
provoke the loss of commercial orders, payments, or ship¬ 
ments, if data gaps are not identified and handled properly. 
Solutions designed to be completely synchronous do ex¬ 
ist, but come at high prices in terms of performances and 
system latency. In fact, the problem in remote mirroring 
has traditionally been the latency caused by the distance, 
possibly many hundreds of miles, between the sites, in par¬ 
ticular when the mirroring is synchronous (i.e., writes to 
production disks wait for the mirrored writes to be com¬ 
pleted and acknowledged). 

Starting from the mid-1990s, the cost of high-speed 
bandwidth WAN decreased and vendors realized archi¬ 
tectures that made remote mirroring one of the best so¬ 
lutions at an affordable cost for many companies. The 
typical improvement provided for three arrays, adding an 
intermediate site between the company and the final re¬ 
mote storage facility (Toigo 1999). Figure 1 shows the tra¬ 
ditional and the enhanced schema for remote mirroring. 
The benefit of the enhanced schema is twofold. First, the 
link between the company site and the secondary array 
could be a high-speed serial one, thus reducing the latency 
in synchronous mirroring. Second, the mirroring between 
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Figure 1: Remote mirroring configurations 
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the secondary and the final arrays, connected with a WAN, 
could be realized asynchronously, hence optimizing the 
mirror operation while not affecting the robustness of 
the DR solution. 

Disk-to-Disk Backup 

Disk-to-disk (D2D) backup technology is fast, efficient, 
and automatic and is able to respond to most of the cur¬ 
rent need for speed in terms of business continuance. D2D 
is the practice of protecting data using hard disk as a pri¬ 
mary backup medium rather than tape technology. This 
contrasts with traditional approaches to backup that con¬ 
sist of a backup application, a backup server, tape libraries, 
tape drives, and media. D2D backup solutions, instead, in¬ 
tegrate hard-disk technology and systems into the backup 
function to serve as the primary target of the backup ap¬ 
plication, complementing tape drives and libraries that 
focus on the archive function. The performance advantage 
is evident in terms of speed of backup and speed of res¬ 
toration of backed-up data. It should be noted, however, 
that D2D technologies are not really new, because hard 
disks, the serial advanced technology attachment (ATA), 
and tape emulation have been IT tools at least since 1992, 
with products designed for block-level mirroring for quick 
restore and incremental backup. What makes today’s D2D 
solutions attractive is the new emphasis on BCP and the 
ever-growing call for more speed and cost containment. 
D2D integrates tape-based backup architectures by insert¬ 
ing a new level of backup that fosters speed in storage and 
recovery. Then, on the backup disk, data can be filtered 
and managed so that only selected information, for in¬ 
stance, is then subsequently moved to tapes. 

Cost of D2D solutions is the other motivating factor. In 
fact, the major complaint about D2D—its expense—has 
no more reason to hold with the advent of increasingly 
resilient and decreasingly expensive ATA and serial ATA 
arrays. Decreasing costs combined with innovative fea¬ 
tures of D2D technologies benefit from new algorithms 
that factor out replicated data on multiple primary disk 
platforms, copying only one occurrence of the data and 
thereby reducing the size of the data set that needs pro¬ 
tection. A metadata repository of the data that is mir¬ 
rored is normally maintained so that it becomes possible 
to roll back to any point in time and to return data to a 
usable form. 

In a sense, the D2D approach, especially when com¬ 
bined with technology to replicate data in caching appli¬ 
ances at multiple locations within the enterprise network, 
represents the new generation of remote mirroring solu¬ 
tions, in which the very concept of mirroring is surpassed 
in favor of a vision of systems as synchronized caches 
that afford fault tolerance to the entire enterprise envi¬ 
ronment. 

However, D2D solutions have not yet come into the 
mainstream, and the many promised benefits still have 
to be demonstrated. In particular, D2D technology must 
be tested in complex and critical scenarios in order to 
prove not just their speed but also their reliability and 
robustness. 

To this end, what happened in 2002 is not encourag¬ 
ing. Vendors concerned with the many configurations of 


D2D founded the EBSI (Enhanced Backup Solutions Ini¬ 
tiative). EBSI gained wide consensus among consumers, 
but was first blocked, then absorbed, by SNIA. Little has 
been done since to evaluate and compare data-protection 
solutions appearing in the market. 

Storage Area Networking 

Let us introduce some basic definitions of the key 
network-based storage technologies (Steinberg 2002, 
Kaye 2001): 

• Direct Attached Storage (DAS): DAS requires that all stor¬ 
age access methods involve a central processing unit 
(CPU)/server, with requests sent over an input/output 
(I/O) bus such as SCSI or integrated device electronics 
(IDE). As a result, DAS storage devices are tightly cou¬ 
pled with the host computer’s operating system, and 
distance limitations come into play. DAS devices can be 
physically inside a server or external to it. 

• Network Attached Storage (NAS): NAS describes a spe¬ 
cialized file server and storage device connected to a lo¬ 
cal area network (LAN) hub or switch. Client machines 
mount volumes (i.e., disks of the server) to transfer data 
files to local machines. 

• Storage Area Network (SAN): A SAN is a dedicated, high- 
performance network infrastructure optimized to move 
large amounts of data for applications that require op¬ 
timal performance, redundancy, and availability. SANs 
provides scalability, accessibility, manageability, and 
fine-grained data selection. Most of all, SANs greatly 
extend the distance of a peripheral channel with re¬ 
spect to NASs that are bounded to LANs. 

Among storage technologies, the SANs in particular have 
gained wide acceptance—SANs amount to almost 50 
percent of the current storage solutions on the market. 
A SAN is a specialized, high-speed network attaching 
servers and storage devices using network devices, such 
as routers, gateways, hubs, and switches. Its main benefit 
is that it eliminates dedicated connections between serv¬ 
ers and storage devices. The most common SAN technol¬ 
ogy is fibre-channel networking with the SCSI command 
set. A typical fibre-channel SAN is made up of a number of 
fibre-channel switches that are connected together to 
form a fabric or network. Moreover, a SAN also elimi¬ 
nates all restrictions on the amount of data that a server 
can access. A server is enabled to share a common storage 
environment, which may comprise many storage devices, 
including disk, tape, and optical storage. SAN solutions 
often use a dedicated network behind the servers, based 
primarily on fiber-channel architecture. Fiber channel 
provides a highly scalable bandwidth over long distances 
with the ability to offer full redundancy, high availability, 
and high performance. A SAN normally supports direct 
high-speed transfers between servers and storage devices 
in the following ways: 

• Server to storage: This is the common method of inter¬ 
action with storage devices. The SAN advantage is that 
the same storage device may be accessed serially or 
concurrently by multiple servers. 
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LAN/WAN 



Figure 2: Storage area network (SAN) reference architecture 


• Server to server: In this case, a SAN is used to enable 
high-speed and high-volume communications between 
servers. 

• Storage to storage: With this configuration, a disk array 
could back up its data directly to tape across the SAN 
without processor intervention. Alternatively, a device 
could be mirrored remotely across the SAN. 

Figure 2 shows the typical SAN architecture. 

However, even SANs do not come without problems 
and limitations. For instance, network managers are 
often concerned with interoperability because vendors 
have designed proprietary products to maintain a com¬ 
petitive advantage. Despite the promise of interoperability, 
there are no standards for a heterogeneous storage envi¬ 
ronment, and this on the one side introduces restrictions in 
the technology choice, while on the other it often leads to 
less-than-optimal solutions, either for functionalities or 
for costs. Other factors that affect interoperability of SANs 
are related to the difficulty in making use of efficient man¬ 
agement software and diagnostic tools. Some of the main 
vendors, like IBM and HP, are offering complete SAN 
frameworks, in which the storage technology is integrated 
with management and diagnostic tools provided by the 
vendor. However, these solutions often look like the one- 
size-fits-all solutions that we previously mentioned, most 
of the time tailored for large network infrastructures, dif¬ 
ficult if not impossible to integrate with existing technolo¬ 
gies, limited to a single family line of products and one 
single vendor, and usually extremely expensive. 

SAN Security Issues 

Another issue that is often disregarded when SANs are de¬ 
ployed is security (Rhodes 2005). As Haron (2002) points 
out, since SAN is usually used in highly critical systems 
that require high availability, confidentiality, and integ¬ 
rity, organizations must be aware of all potential points 
at which a security breach might occur and include these 
considerations when designing SAN security solutions. 


In other terms, this observation means that all the usual 
security problems, risks, threats, and countermeasures 
apply to SANs too, despite the fact that the adoption of 
consolidated security solutions is still not so common in 
the BCP field. 

In addition to security considerations based on the 
networked nature of SANs and the value of information 
usually transmitted on SAN infrastructures, laws such as 
the Sarbanes-Oxley Act of 2002 and the Health Insurance 
Portability and Accountability Act of 1996 (HIPAA)—to 
name the main U.S. related laws; similar laws have 
been promulgated in the European Union and in other 
countries—make an organization accountable for how 
information is processed and stored. 

Threats to SANs can be summarized in three basic cat¬ 
egories: 

• Unintentional and due to accidents or mistakes: These 
are what we have called small disasters, which can hap¬ 
pen often, may have limited consequences when consid¬ 
ered singularly, but may become one of the most serious 
causes of down time because of their frequency. Precau¬ 
tions must be taken as for all critical network compo¬ 
nents. For instance, SAN switches have ports that can be 
restricted to management purposes only. Next, the phys¬ 
ical access to the SAN can be restricted by configuring 
dedicated management networks—a common design 
choice in modern network layouts. Access to the man¬ 
agement network can be controlled by means of cor¬ 
porate firewalls and virtual private networks. Finally, 
access control lists at the application level should be used 
to authenticate and authorize users accessing the SAN 
configuration. In short, all common solutions for the 
correct management of a critical IT asset, as a SAN is, 
should be put in place. Finally, encryption for both data 
in transit and data kept in storage must be used. 

• Simple malicious attack that uses existing equipment and 
possibly some easily obtained information: These attacks 
usually come from internal sources, such as disgruntled 
employees looking to destroy information or someone 
looking to gain profit or an advantage from the informa¬ 
tion obtained. Security measures applied to address the 
previous point are effective here too, but often are not 
sufficient. There are numerous ways an internal source 
can obtain sensitive information under false pretenses— 
the main one is posing as an authorized user or device— 
and could result in gaining access to the SAN. To counter 
these risks, authentication requirements should apply 
to users, to the devices, and to applications. However, 
although authentication is the main mechanism for 
preventing the impersonation of other identities, it has 
limitations, mostly related to the quality of the implemen¬ 
tation and the strength of credentials. If the credentials 
are weak, or if authentication data are exposed because 
of faulty implementation, the mechanism itself can 
and will be defeated. For these reasons, architectural 
countermeasures are normally adopted. These rely on 
the fact that the networked architecture must be de¬ 
signed to minimize the possibility of spreading an intru¬ 
sion into the network. The basic means to achieve this 
goal is zoning, which is a method of arranging SAN de¬ 
vices into logical groups over the physical configuration 
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of the fabric. Zoning adds another level of security to 
a SAN because it controls access to a SAN from a host 
device. Only devices that are authorized to access a par¬ 
ticular storage resource are allowed to do so. 

• Large-scale attack on SAN infrastructures: Although at¬ 
tacks of this type have been extremely rare in SANs 
today, with the increasingly diffusion of SANs and the 
augmented value of information traversing and stored 
on SANs, it is likely that even SANs will become tar¬ 
gets of external attacks, as many of the network compo¬ 
nents of an IT infrastructure currently are. Solutions to 
be applied are the ones studied and adopted to protect 
large and complex IT networks. SANs must be consid¬ 
ered as other critical assets, just as corporate databases 
or application servers. This is a strong reason for a 
better and enlarged convergence between BCP and se¬ 
curity planning. 

Internet SCSI 

An alternative, and more recent (Satran et al. 2004), SAN 
protocol is iSCSI, which uses the same SCSI command 
set over TCP/IP (and, typically, Ethernet). In this case, the 
switches are Ethernet switches and the network is not 
referred to as a fabric. The iSCSI protocol uses TCP/IP for 
its data transfer. Unlike other network storage protocols, 
such as fibre channel (which is the foundation of most 
SANs), it requires only the simple and ubiquitous Eth¬ 
ernet interface (or any other TCP/IP-capable network) to 
operate. This enables low-cost centralization of storage 
without all of the expense and incompatibility normally 
associated with fibre-channel storage area networks. The 
other benefit that iSCSI promises to bring is a lower im¬ 
plementation and management complexity with respect 
to fiber-channel SANs. 

However, again, as already seen for other emergent 
technologies, the early hype faded and problems emerged 
to slow down the adoption. Critics noted that one mis¬ 
guided expectation about iSCSI was that it could be the 
SAN protocol that would quickly replace fiber channel. 
This did not happen, and vendors, such as IBM, that ini¬ 
tially targeted the same market segment of fiber-channel 
SAN, have modified their offering of iSCSI solutions from 
big high-end premium products to entry-level storage 
devices for mid-sized businesses. According to these indi¬ 
cations, iSCSI seems to find its place as a solution aimed 
at those companies that could not afford the enormous 
costs of high-end fiber-channel SANs. There are actually 
signs that the shift of iSCSI from a competitor of fiber- 
channel SAN to a complementary solution able to lower 
the entry barrier has been the right move. IDC, a leading 
provider of global IT research and advice, has forecast 
that by 2009, over 30 percent of all SAN disk storage sys¬ 
tems revenue and almost 50 percent of SAN revenue in 
price bands 1 to 4 (systems with average selling price of 
$1 to $49,900) will be generated from storage systems 
based on iSCSI technology. From 2004 to 2009, the iSCSI 
SAN market will grow at a compound annual growth 
rate of 107 percent. If this trend is confirmed, it can be 
welcomed as an efficient, sophisticated, and reasonably 
priced SAN solution for mid-sized enterprises that have 
so far been excluded from adopting SAN technology. 


TRAINING AND TESTING 
Business Continuity Training 

Operational continuity, emergency response, and security 
plans should be exercised twice a year. For example, many 
companies, such as Texas Instruments and Hewlett Pack¬ 
ard, operate out of their backup data centers periodically, 
so that security experts are prepared for any disasters that 
may hamper normal business operations. Updated plans 
alone are not enough to ensure continuity if recovery team 
members do not exercise them and therefore do not know 
exactly what they are supposed to do. Team members 
should receive training in recovery concepts in general 
and their team's functions in particular. This way, needed 
improvements in strategies and plans are discovered, and 
team members may acquire valuable experience in deal¬ 
ing with their duties in the event of a recovery scenario. 

An organization should review the following plan ele¬ 
ments during the exercise: 

• Recovery team alert list: Commonly known as a “call¬ 
ing tree,” this is contact information for all personnel 
assigned to the team. Because this list can change fre¬ 
quently, team leaders should update it regularly and 
communicate changes to each team member. 

• Critical functions list: This is a list of critical functions 
that each team must accomplish in a recovery sce¬ 
nario. 

• Team recovery steps: Strategies for recovery of critical 
functions must be reviewed to ensure that they meet 
the objectives stated in the BIA. 

• Functional recovery steps: Procedures to complete all 
operational recoveries must be reviewed and validated 
to determine effectiveness and efficiency. 

• Vendor and customer list: This contact information for 
critical vendors and customers must be reviewed to de¬ 
termine its accuracy and completeness. 

• Offsite storage list: Critical facilities or resources stored 
offsite must be reviewed to determine their operational 
status and completeness. 

Testing Processes and Procedures 

To determine which business processes to test and in 
which order, the BIA analysis should be at hand, because 
it is the BIA that states mission-critical activities and de¬ 
fines recovery requirements, such as the RTO and RPO. 
The most challenging aspect of exercising and testing a 
BCM plan is devising a testing method and implementa¬ 
tion schedule such that the following occur: 

• The BCM and DR plans are tested to the fullest extent 
possible, according to the BIA. 

• The costs are sustainable and well documented. 

• Interruptions of normal business operations are mini¬ 
mal or nonexistent. 

• The tests provide a high degree of assurance in recovery 
capability. 

• Evaluation of test results provide quality feedback for 
maintaining BCM and DR plans. 
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One of the most common methods for testing BCM and 
DR plans involves using checklists, performing simula¬ 
tions, tabletop exercises, checking the procedures in par¬ 
allel between the main and an alternate site, and fully 
testing the DR plan by interrupting operations. 

Checklist Testing 

Checklists are the primary tools for testing a plan, because 
they are inexpensive to implement and maintain. A check¬ 
list should be subdivided into groups of checklists dedi¬ 
cated to the different business units or organization areas 
involved in the DR plan. They should be specific and 
appropriate for each business unit and for the phases of 
mission-critical activities in which they are involved. In ad¬ 
dition, the experience of each business unit should be used 
in preparing and updating checklists. A checklist test can 
be used to validate multiple components of the DR plan; 
for example, key procedures validation, hardware and 
software configuration, documentation completeness 
and update status, availability of process-specific re¬ 
sources, and data backup correctness and reliability. 

Simulation Testing 

The purpose of simulating a failure is to evaluate the ef¬ 
fectiveness of the BCM plan without interfering with nor¬ 
mal business operations. Hardware, software, personnel, 
communications, procedures, documentation, transpor¬ 
tation, utilities, and alternate site processing should be 
included in a simulation test. Factors such as traveling, 
moving equipment, or coordinating activities with exter¬ 
nal agencies may not be feasible during a simulated test. 
However, checklists can provide a reasonable level of as¬ 
surance for many of these scenarios. 

Tabletop Exercise 

According to the Disaster Recovery Institute International 
(DRII), a tabletop exercise is “one method of exercising 
teams in which participants review and discuss the actions 
they would take per their plans, but do not perform any 
of these actions. The exercise can be conducted with a single 
team, or multiple teams, typically under the guidance of ex¬ 
ercise facilitators.” A tabletop exercise is a convenient way 
of testing a BCM plan; however, to be effective, it requires 
careful planning. First, the BCP or BCP sections that are to 
be tested must be identified. Then, members of the recov¬ 
ery team, those responsible for business processes whose 
BCP will be exercised and observers (e.g., senior manag¬ 
ers, auditors, etc.) are called to participate. The tabletop 
exercise must then be focused on one or two disruption 
scenarios, such as failures to support services, to the IT in¬ 
frastructure, or to key software applications (Hayes 2000). 

Parallel Testing 

In parallel tests, historical transactions, such as the prior 
business day’s transactions, are processed against the pre¬ 
ceding day’s backup hies at the replicated or hot site. All 
reports produced at the alternate site should agree with 
those produced at the main site. 

Full-Interruption Testing 

A full-interruption test activates the DR plan in its en¬ 
tirety. It is clearly the most meaningful test and also the 


most expensive and intrusive. It could disrupt normal op¬ 
erations and result in losses to the company. 

BUSINESS CONTINUITY LAWS AND 
REGULATIONS 

The matter of BCM has been the subject of several laws 
and regulations in the past decade. Such laws and regula¬ 
tions are often specific to an industry sector, and specify 
requirements for business continuity and disaster recov¬ 
ery planning. Requirements vary among industry sectors, 
although they all seem to be inspired by general best prac¬ 
tices and guidelines—similar to the ones described in this 
chapter—developed over the past decade. The bottom line 
for all these laws and regulations is to force organizations 
to exercise due care to ensure that necessary data are avail¬ 
able. Noakes-Fry, Baum, and Runyon (2005) presented a 
comprehensive list of BCM/DR related laws and regulation 
for the four key industry sectors: health care, government, 
finance, and utilities. Table 1 lists the main U.S. laws and 
regulations. 

BUSINESS CONTINUITY AND 
INVESTMENT DECISIONS 

BCM and DR solutions are usually expensive. For compre¬ 
hensive solutions, costs were high in the old days of data 
centers and continue to be high today in the world of net¬ 
worked resources, replicated servers, and mirrored sites. 
A review by Toigo (2004) in Network Computing presented 
solutions from some vendors that address the needs of a 
reference fictional retailer taken as the test case. Costs for 
those solutions began at approximately $300,000, rose to 
$700,000, surpassed $1 million, and reached $6 million 
for the most expensive. Indeed, business continuity is not 
compatible with low budgets, especially because by its 
nature business continuity is organization-wide and not 
modular. 

Widup (2003) raises an interesting question in her 
SANS Institute GSEC Practical: because economic dif¬ 
ficulties have severely affected the development of BCM 
plans, why is BCM still proposed as an organization- 
wide plan instead of developing less monolithic and more 
modular approaches and less comprehensive and 
more affordable projects to comply with reduced 
investments? This is more a business than a technical 
trade-off that is rarely addressed in the BCM literature 
and online publications. Often statistics are presented 
about the percentage of companies that do not have any 
kind of BCM plan in place, do not perform any kind of 
testing and maintenance of plans, or do not invest in BCM 
planning. This is evidence that the perceived importance 
of BCM has diminished rather than increased. For in¬ 
stance, Widup (2003) discussed the results of a poll con¬ 
ducted by InformationWeek (D’Antoni 2003), that of the 
300 business technology executives interviewed about 
their 2003 budget plans and IT strategies, 65 percent said 
that BCM planning and improved disaster preparedness 
are priorities. This is a decrease from 77 percent the pre¬ 
vious year. Moreover, some 61 percent of executives at 
small companies reported a continued commitment to 
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Table 1: BCM/DR-Related Laws and Regulations 


Industry Sector 

Laws and Regulations 

Requirements for BCM 

Health care 

Health Insurance Portability and 

Accountability Act (HIPAA) of 1 996 

Requires data backup plan, DR plan, and 
emergency-mode operation plan, as well as 
appropriate measures relative to the size, 
complexity, and resources of the organization. 


Food and Drug Administration (FDA) 

Code of Federal Regulations (CFR), 

Title XXI, 1999 

Requires electronic records and electronic 
signatures. 

Government 

Federal Information Security Act (FISMA) 
of 2002, Title III of the E-Government 

Act of 2002 (PL 107-347, 

December 2002) 

Mostly focused on data security rather than 
BCM/DR. 


Continuity of Operations (COOP) and 
Continuity of Government (COG). Federal 
Preparedness Circular 69, July 26, 1999 

Requires planning considerations for federal 
government operations. BCP must be 
implemented even without warning and 
operational no more than 12 hours after 
activation, and sustainable for up to 30 days. 


National Institute of Standards and 

Technology (NIST) Special Publication 
(SP) 800-34, Contingency Planning 

Guide for Information Technology 

Systems, 2002 

Specifies detailed recommendations from NIST, 
requiring contingency, DR, and COOP plans. 


NIST 800-53, Recommended Security 

Controls for Federal Information Systems, 
February 2005 

Provides guidelines and requirements for BC 
planning policy and procedures, plan, training, 
plan testing, and updating. 

Finance 

Federal Financial Institutions Examination 
Council (FFIEC) Handbook, 2003-2004 
(Chapter 10) 

Requires managers to be accountable for 
organization-wide contingency planning and for 
timely resumption of operations in the event of a 
disaster. 


Basel II, Basel Committee on Banking 
Supervision, Sound Practices for 

Management and Supervision, 2003 

Requires banks to put in place BC and DR plans 
to ensure continuous operation and to limit 
losses. 


Interagency Paper on Sound Practices 
to Strengthen the Resilience of the 

U.S. Financial System, 2003 

Focused on systemic risk as a result of the World 
Trade Center disaster. Requires BCPs to be 
upgraded and tested to incorporate new risk 
categories. Authorizes actions against banks that 
fail to comply with specified requirements. 

Utilities 

Governmental Accounting Standards 

Board (GASB) Statement No. 34, 

June 1 999 

Requires a BCP to ensure that an agency's 
mission continues in a time of crisis. Applies to 
all government entities that operate utilities. 


North American Electric Reliability 

Council (NERC) Cyber Security 

Standards, 2006 

Formerly NERC 1300, replaces NERC 1200. 
Defines mandatory obligations for recovery 
plans. 


Federal Energy Regulatory Commission 
(FERC) RM01-12-00 (Appendix G), 2003 

Mandates recovery plans. Does not apply to 

Rural Utilities Service (RUS) borrowers and 
limited distribution cooperatives. 


RUS 7 CFR Part 1730, 2005 

Emergency restoration plan required 
as condition of continued borrowing. 

Applies to all rural utility borrowers. 


Telecommunications Act of 1996, 

Section 256, Coordination for 

Interconnectivity 

Requires the Federal Communications 

Commission (FCC) to establish procedures to 
oversee coordinated network planning by 
carriers and other providers. 
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BCM planning, a drop of 14 percent compared with the 
year before. Responses among managers at mid-sized 
companies showed a similar decline, and larger sites 
were down 7 percent from the previous year. 

Given the costs presented in Toigo (2004) and the cur¬ 
rent economic difficulties, it is no surprise that small and 
mid-sized companies have severely cut spending on BCM 
plans. Nevertheless, the BCM field seems to have no ad¬ 
equate proposal to face this situation. This demonstrates 
a weakness of BCM planning, which has made it very 
difficult to formulate proposals well suited for small and 
mid-sized companies, which often simply rely on basic 
tape-based backups and other low-cost precautions. 

One way to make BCM solutions more attractive to 
small and mid-sized companies is to make them more mod¬ 
ular; for example, there should be different modules for 
different business functions, instead of imposing an or¬ 
ganization-wide approach. Modular solutions are easier 
to integrate with existing infrastructures and technology. 
Most of the expense of BCM solutions comes from the 
purchase of dedicated equipment, substitution of exist¬ 
ing technology/components, and the impossibility of pre¬ 
serving previous IT investments that often cannot be 
integrated or reused with BCM solutions. Moreover, ini¬ 
tial expenditures are not the only barrier to adopting BCM 
solutions. If those solutions are not made less expensive to 
maintain and update, the natural consequence of each pe¬ 
riod of economic difficulty will be the reduction of invest¬ 
ments in BCM and in the maintenance and development 
of existing plans. Floods, fire, and power outages become 
secondary thoughts, and BCM budgets get smaller. We 
should admit openly that from a risk-management per¬ 
spective it does make sense. 

However, it is clear that modularizing a BCM plan and 
supporting only some functions instead of all mission- 
critical functions means having plans that are generally 
inadequate to sustain business continuity in the event of 
severe disasters. The coherence of an enterprise-wide plan, 
based on enterprise-wide analyses, developments, and 
tests, would be lost, as well as the performance and ef¬ 
fectiveness of the more sophisticated technology in place 
today that is able to satisfy continuous-availability require¬ 
ments. Nevertheless, BCM analysts should consider that 
in most cases, cutting expenditures on BCM is not merely 
done because of the shortsightedness of a company’s man¬ 
agement; instead it may be the result of a realistic calcu¬ 
lation in situations in which financial shortages are the 
primary reason why a company goes out of business. 

In these situations, BCM analysts and vendors should 
make efforts to demonstrate the cost-effectiveness of solu¬ 
tions, to consider the trade-off between BCM investments 
and other technologies from the perspective of corporate 
management, and to be able to scale down solutions when 
circumstances need it. 

Finally, to foster the adoption of complex BCM solu¬ 
tions, some BCM literature, especially online literature 
and marketing communications, seems sometimes to 
stress excessively the potential consequences of cata¬ 
strophic and tragic events on business. Unfortunately, 
these consequences are sometimes presented without a 
corresponding realistic analysis of the likelihood of oc¬ 
currence of those events, which actually is extremely low 


for the great majority of organizations. This literature 
has much in common with many marketing campaigns 
about cyberattacks in the information security area: both 
tend to focus on short-term emotional reactions instead 
of demonstrating cost-effectiveness and the technical 
soundness of solutions. Information to enable a correct 
cost-benefit analysis is not provided to the customers, 
which turns out to be a shortsighted strategy in the mid- to 
long-term period when economic considerations become 
paramount for investment decisions. 

BEYOND BUSINESS CONTINUITY: 
BUSINESS RESILIENCE 

The world of business continuity is a lively world, indeed. 
We have just moved from disaster recovery to business 
continuity management, considerably enlarging the scope 
of the discipline, and many are already calling for a new 
step ahead (critics would say that yet another buzzword is 
taking the scene). Business resilience (BR) is the new goal. 
Before introducing a definition, we cannot avoid observing 
that literally, resilience means “an ability to recover from or 
adjust easily to misfortune or change’’ (from the Merriam- 
Webster Dictionary), which looks exactly like what we have 
discussed in BCM. Apparently, critics are not without 
their arguments. However, the notion of BR is the topic of 
many new publications in the BCM field (Cocchiara 2005; 
Owens 2004; Ross 2004) and has been emphasized in the 
last BCM (Business Continuity Management) World 2005 
Conference, whose Web page (www.bcmworld.net/confer- 
ence.htm) states: “Business resilience [can be defined] as 
the ability of an organizations business operations to rap¬ 
idly adapt and respond to internal and external dynamic 
changes and continue operations with limited impact to 
business." It is hard to distinguish BR from BC reading this 
definition, but luckily the same Web page specifies that 
“Business Continuity has evolved over the years, taking 
shape under the influence of many parts including IT 
disaster recovery (DR), contingency planning, crisis and 
emergency management to name a few. Today, the scope 
of business and continuity management has broadened 
in discipline to encompass ‘Business Resilience.’ Busi¬ 
ness resilience moves us forward along the continuum of 
business continuity planning from the sense of reacting to 
recover from an event to becoming immune to the event.” 
Thus, BR is about assuming an aggressive, offensive pos¬ 
ture toward events that may impair business operations, 
in contrast to the defensive approach assumed so far. 

Although the definition still seems a little too vague 
to be operational, some consequences can be derived. An 
“offensive posture" translates into more planning, more or¬ 
ganization, and more readiness. If an organization wants 
to become immune to events that may provoke failures, 
then mitigation and recovery strategies are no longer the 
focus of the process because the goal shifts from deploying 
the fastest and most effective recovery strategies to orga¬ 
nizing the whole business and infrastructure to not require 
any recovery at all. The change in the perspective could be 
enormous, as well as the efforts and investments required 
to achieve it. That is probably even the best argument for 
critics: whether achieving a real business resilience will 
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require such an amount of work, time, and money, it is 
likely that very few will be able to do that, while for the 
great majority, business resilience will simply turn into the 
new buzzword used in revamping old solutions. 

Principles of Business Resilience 

A better definition of BR’s goal can be found in Owens 
(2004). Key to BR seems to be that it is not just about sur¬ 
viving a disaster or recovery from a failure. The perspective 
is larger than that because at the core, BR is about the 
ability to deal with sudden change. It is impossible to ac¬ 
count for and prepare for every possible eventuality, of 
course; it is nevertheless possible to design for resilience 
and to train for dealing with disruption. Thus, BR is about 
dealing with sudden change, which may or may not be 
negative or destructive change. They could be positive 
changes, as well, such as technological improvements, 
reorganizations, and so forth. This represents the en¬ 
larged perspective and the most challenging goal, because 
ultimately BR represents a shift from the traditional field 
of disaster recovery and business continuity, which are 
about system failures and business losses, to change 
management, agile organizations, and preparedness in a 
dynamic context. 

Ingredients proposed for an effective BR stem from ef¬ 
ficient communication and collaboration among people, 
strict dependency from the “weakest link" (i.e., the weak¬ 
est component in the organization is likely to provoke the 
failure), profound knowledge and in-depth analysis of 
the context in which a business is operated (this because 
failures most of the time do not happen randomly), ac¬ 
tual measures of key factors (characteristics such as the 
availability of a critical system must be measured with 
precise metrics, not by means of gross, subjective esti¬ 
mates), and interchangeability of infrastructural compo¬ 
nents. Finally, BR must be an approach, so training is of 
fundamental importance. 

A Business Resilience Framework 

IBM, for example, has proposed a framework for BR that 
includes five major attribute classes associated with im¬ 
proved business resilience: 

• Control and comply, the attributes necessary to antici¬ 
pate, evaluate, and control risks associated with comply¬ 
ing with industry and government regulations, as well as 
those risks associated with environmental, social, tech¬ 
nical, and economic factors 

• Predict and detect: the attributes necessary to predict, 
detect, estimate, measure, and report events to ensure 
security, privacy, and protection of critical data, enabling 
the business to respond to any threats that may jeopar¬ 
dize business operations 

• Deflect and solidify: the attributes necessary to create a 
solid physical and logical topology to deflect problems 
and ensure continuity of operations through reliability, 
redundancy, and failover 

• Adapt and optimize: the attributes necessary to en¬ 
sure adaptable, efficient, and flexible integrated risk- 
mitigation strategies, technologies, and processes 


• Protect and preserve: the attributes necessary to ensure 
that the business is preserved and protected against ac¬ 
cidental and intentional damage, alteration, or misuse. 

Together with the five attribute classes, the IBM frame¬ 
work identifies six object layers related to the business 
resilience. Those layers model the corresponding layers 
of most business organizations. They are: 

• Strategy: objects related to the strategies used by the 
business to complete day-to-day activities while ensur¬ 
ing continuous operations, such as financial, manufac¬ 
turing, and disaster recovery strategies 

• Organization: objects related to the structure, skills, 
communications, and responsibilities of your employ¬ 
ees (Examples include human resources, training, and 
internal and external communications.) 

• Applications and data: objects related to the software 
necessary to enable business operations, as well as 
the method used to develop that software (Examples 
include customer relationship management (CRM) ap¬ 
plications, enterprise resource planning (ERP) applica¬ 
tions, databases, and transaction processors.) 

• Processes: objects related to the critical business pro¬ 
cesses necessary to run the business, as well as the IT 
processes used to ensure smooth operations (Examples 
include accounts receivable, accounts payable, change 
management, and problem management.) 

• Technology: objects related to the systems, network, and 
industry-specific technology necessary to enable your 
applications and data (Examples include host systems, 
workstations, and IP networks.) 

• Facilities: objects related to the buildings, factories, and 
offices necessary to house your organization and your 
production or service technologies (Examples include 
data centers, office buildings, and physical security 
operations.) 

IBM uses its business resilience framework as a logical 
representation that provides an examination of a busi¬ 
ness that is both comprehensive and modular. The six 
object layers expand into more than 140 objects exam¬ 
ined by means of the five attribute classes for a complete 
analysis of resilience capabilities. 

It must be noted, however, that the framework for BR 
has many similarities with traditional risk management 
and BC/DR plans. For instance, considering the attribute 
classes, “Control and comply” are issues that a risk anal¬ 
ysis takes into account, as well as “Predict and detect," 
which is partially covered by a BIA, too. Next, "Deflect and 
solidify" looks like a different way to name recovery so¬ 
lutions. Considering the six object layers, instead, it is 
evident that they identify subjects that have always been 
considered in BCM. 

In this regard, it seems that criticisms concerning the 
difficulty of clearly identifying the innovative nature of 
BR are confirmed. 

CONCLUSION 

Internet connections have driven the development of new 
business models that have enlarged and modified the 
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scope of DR since the days of mainframe-based data cen¬ 
ters. This amplified discipline has taken the name of busi¬ 
ness continuity management, of which DR is today one 
aspect of a greater process aimed at ensuring the continu¬ 
ity of mission-critical business activities. A requirement 
that follows this evolution in business models is the need 
for immediate recovery and continuous operations with 
zero down time as their ultimate goal. Although the zero- 
down-time goal is still extremely difficult to achieve, and 
this should be stated clearly in each BCM project, the BCM 
held has developed new planning methods and tech¬ 
niques to match these requirements. As a consequence, 
the process of putting in place an effective BCM plan 
uses sophisticated technologies, but the many intercon¬ 
nections with both the IT infrastructure and the business 
functions of a company make it more complex. Compa¬ 
nies could suffer severe losses if they experience one of 
the many risks, not just traditional disasters, but even 
so-called small disasters, which include failures of the 
IT infrastructure, telecommunications, power outages, 
and human errors. E-commerce business models can no 
longer sustain those frequent downtimes or network out¬ 
ages as in the past, when companies accepted RTOs of 
some days in the event of an IT failure and RPOs that 
restored resources to the previous status. 

Processes that enable a more efficient recovery phase 
in the event of a disaster, such as the business impact 
analysis, the work area recovery, risk analysis, and the 
innovative backup and recovery techniques, therefore as¬ 
sume great importance. 

GLOSSARY 

Activation: The implementation of business continu¬ 
ity procedures, activities, and plans in response to an 
emergency, disaster, or incident. 

Alternate Site: A location, other than the normal facil¬ 
ity, used to process data and conduct critical business 
functions in the event of a disaster. 

Backup: The process of copying data (paper-based or 
electronic) so as to make the data available for use if 
the original data are lost, destroyed, or corrupted. 
Business Continuity Management (BCM): A man¬ 
agement process that identifies potential impacts that 
threaten an organization and provides a framework 
for ensuring the continuity of business operations in 
the event of a disaster, failure, or unplanned incident. 
Business Continuity Plan: A clearly and formally de¬ 
fined plan to use in the event of an emergency, incident, 
or failure. Typically, it includes the description of all key 
personnel, resources, services, and actions required to 
manage a BCM process. 

Business Continuity Planning: The process of plan¬ 
ning for the identification of potential losses, preven¬ 
tion measures, viable recovery strategies, and training/ 
testing/maintenance activities provided by the BCM 
process. 

Business Impact Analysis (BIA): The management 
analysis that addresses financial and nonhnancial 
effects that might result in the event of a disaster or 
failure. The BIA represents the basis for every BCM 
strategy and solution. 


Data Mirroring: A process that permits the copying of 
data instantaneously to another location. 

Disaster: Any event that can cause an organization to 
be unable to provide critical business functions for a 
certain period of time. Also commonly known as a Dis¬ 
ruption. 

Disaster Recovery: An integral part of the BCM plan 
aimed at recovering and restoring an organization’s 
capabilities (e.g., IT and telecommunications) after a 
disaster. 

Electronic Vaulting: Transfer of data to an off-site 
storage facility via a communication link or a different 
portable medium. 

Facility: Location containing equipment and infra¬ 
structure to perform normal business functions. 

Loss: The financial or nonhnancial consequence result¬ 
ing from a disaster/failure. 

Mission-Critical Activities: The critical operational or 
business activities necessary to the organization’s abil¬ 
ity to achieve its business objectives. 

Network Outage: The interruption of system availabil¬ 
ity as a result of a communication failure affecting a 
network. 

Offsite Storage Facility: A secure and remote location 
where backups of hardware, software, data hies, docu¬ 
ments, or equipment are stored. 

Risk Assessment: The overall process of risk identifica¬ 
tion, analysis, and evaluation. 

Risk Management: The processes and structures put 
in place to effectively manage negative events to mini¬ 
mize adverse effects and reduce damages or losses to 
an acceptable level. 

Service-Level Agreement (SLA): A formal agreement 
between a service provider and the client that specihes 
all conditions of service provision. 

System Outage: An unplanned interruption in system 
availability resulting from operational problems or 
hardware/software failures. 

Work Area Recovery: The identihcation of the minimum 
level of resources (e.g., personnel, hardware, software, 
data, or telecommunications) required after a failure 
that permits an organization to conduct its mission- 
critical activities at a minimum level of service. 


CROSS REFERENCES 

See Backup and Recovery System Requirements', Business 
Requirements of Backup Systems', Computer Security Inci¬ 
dent Response Teams (CSIRTs ); Evaluating Storage Media 
Requirements. 
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INTRODUCTION 

Surveys highlight for employers the importance of hav¬ 
ing a well-drafted e-mail and Internet use policy. These 
surveys show that the majority of employers adopt e-mail 
and Internet use policies for important business reasons 
that range from addressing employee productivity to 
preventing hostile work environments. For example, the 
American Management Association’s Electronic Monitor¬ 
ing & Surveillance Survey (2005) (hereafter referred to as the 
2005 AMA Survey) reported that 84 percent of the organi¬ 
zations in their survey had written policies concerning 
personal e-mail use and 81 percent had written policies 
concerning personal Internet use. Although less common, 
organizations also reported they had written policies cov¬ 
ering personal instant messenger (IM) use (42 percent), 
operation of personal Web sites on company time (34 
percent), personal postings on corporate blogs (23 per¬ 
cent), operation of personal blogs on company time (20 
percent), and use of cell phones in the office (27 percent). 


In its 2003 E-Mail Rules, Policies and Practices Survey (here¬ 
after referred to as the 2003 AMA Survey), the American 
Management Association reported that more than one 
third of respondents had experienced problems related 
to their e-mail systems, including having their computer 
systems disabled for a time, having their businesses in¬ 
terrupted for a time, and having computer viruses enter 
their systems through e-mail. Other surveys have demon¬ 
strated that employees’ misuse of Internet access may also 
be a serious business concern for employers. It has been 
reported that many employees use the Internet at work 
for nonbusiness reasons such as viewing pornography, 
analyzing their investment portfolios, making personal 
travel arrangements, locating friends, following sports 
teams, and shopping for merchandise (Burgunder 2004). 
Clearly the use of e-mail and Internet access by employ¬ 
ees in the workplace calls for well-designed e-mail and 
Internet policies to prevent abuse of work time and to 
minimize other business and legal risks. 
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Although there are valid business reasons for employers 
to carefully craft e-mail and Internet use policies to avert 
abuses by some employees, it is likely that the vast major¬ 
ity of employees do not engage in misconduct or abuse the 
privilege of using the employers’ communications equip¬ 
ment. Furthermore, employers benefit from employees’ 
enhanced productivity made possible by e-mail and Inter¬ 
net access in the workplace. In addition, employees have 
legal rights related to the workplace that need to be con¬ 
sidered when employers draft e-mail and Internet use 
policies. This chapter endeavors to help employers draft 
and enforce e-mail and Internet use policies that achieve 
an appropriate balance between preventing abuses and 
protecting employees’ rights in the workplace. 

PURPOSE AND FUNCTION OF E-MAIL 
AND INTERNET USE POLICIES 

An employer’s policy covering e-mail and Internet use 
is a key workplace management tool. When the policy is 
properly drafted, effectively communicated to employ¬ 
ees, and consistently enforced, it enables the employer 
to establish guidelines for acceptable and unacceptable 


workplace behavior involving the use of e-mail and Inter¬ 
net access (Page 2002). An employer’s e-mail and Internet 
access policy should notify employees of acceptable and 
unacceptable workplace behavior (Page 2002). Another 
advantage of an effective policy is that it may prevent 
losses to the employer that may result from employees 
deliberately or carelessly misusing e-mail and Internet ac¬ 
cess. These losses may include misappropriations of intel¬ 
lectual property and employer liability for civil damages 
or criminal sanctions. An effective e-mail and Internet use 
policy helps an employer achieve legal compliance with 
myriad workplace laws that protect employees’ rights and 
restrict the employer’s and employees’ actions related to 
e-mail and Internet systems, provided the employer follows 
the policy, applies it fairly, and trains its managers on im¬ 
plementation of the policy (Harmon 1982, 23). Finally, an 
effective e-mail and Internet use policy reserves the em¬ 
ployer’s property and management rights, including the 
right to monitor the employer’s equipment and systems 
for a variety of business reasons and the right to discipline 
or terminate employees for violating the policy (Harper 
Business 1990, 340-2). See Table 1 for a description of im¬ 
portant policy issues and drafting suggestions. 


Table 1: Drafting E-Mail and Internet Use Policies 


Important Policy Issues 

Drafting Suggestions 

Establishing the purpose of providing employee 
use of company-provided e-mail and 

Internet access 

Company-provided e-mail and Internet access and related systems 
and equipment are provided to employees for the purpose of 
conducting company business. 

Defining the scope of the e-mail and Internet 
use policy broadly 

This policy covers e-mail access and the contents of e-mail 
messages, Internet or intranet communications, records of Internet 
or intranet access, and other electronic communications, files, and 
data of any kind stored or transmitted by or on company-owned or 
leased systems or equipment. The policy covers wireless access to the 
company's equipment and systems. It also covers remote access to 
company systems and equipment. 

Establishing company ownership of electronic 
communications, files, and data 

Electronic communications, files, and data covered by this policy 
remain company property even when transferred to equipment that is 
not owned by the company. 

Clarifying that employees have no expectation 
of privacy in their use of company-provided e-mail 
or Internet access and that all information 
communicated on the company's systems is 
company property 

Employees should not consider any communications made using 
company-provided e-mail or Internet access to be private, even if 
those communications are personal in nature. Except as provided 
by law, all information communicated on any of the company's 
systems or equipment, including e-mail or use of Internet access, is 
company property. 

Establishing a standard for employees' use of 
company-provided e-mail and Internet access 

Employees are authorized to use e-mail and Internet access for 
company work-related purposes and consistent with company 
policies and procedures. Employees are expected to use good 
judgment and act courteously and professionally when using 
company-provided e-mail and Internet access. 

Permitting employees to make reasonable 
personal use of company-provided e-mail and 

Internet access while protecting company 
business interests 

Employees may make reasonable personal use of 
company-provided e-mail and Internet access so long as the 
use does not interfere with the work duties of any employee, violate 
company policy, or unduly burden the company's equipment or 
systems, and does not undermine the company's business interests. 


(continued) 
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Table 1: ( Continued ) 


Important Policy Issues 

Drafting Suggestions 


The permission to make reasonable personal use of company- 
provided e-mail and Internet systems may be revoked or revised at 
any time. 

Prohibiting employees from using company- 
provided e-mail and Internet access for unlawful 
reasons 

Employees may not use company-provided e-mail and Internet 
access for any illegal purpose. Uses that are illegal include violating 
copyright or trade secret laws; spam laws; child pornography laws; 
antitrust laws; laws restricting exports of information or other products 
for national security reasons; laws prohibiting online gambling, 
etc. Unauthorized installation of adware or spyware on another's 
computer, unauthorized access of another's computer, and improper 
acquisition, use, or disclosure of personally identifying information 
related to customers, employees, or other persons may also be 
unlawful and/or in violation of company policy. Be aware of special 
restrictions on access, use, or disclosure of personally identifying 
information related to children, especially those under 13 years of age. 

Requiring employees to follow security procedures 
regarding use of e-mail and Internet access 

Employees must follow security procedures established by the 
company related to the use of company-provided information 
systems and equipment including e-mail and Internet access. No 
person shall use any other user's identification or password or 
attempt to bypass security features to access information that the 
person is not authorized to access. 

Prohibiting employees from using company- 
provided e-mail and Internet access for reasons 
that violate company policy 

Employees may not use company-provided e-mail and Internet 
access for any reason that violates company policy. Company policy 
prohibits viewing, storing, or distributing pornography, sexually 
offensive materials, or other materials inappropriate for the 
workplace. It is also a violation of company policy to make or 
distribute harassing or discriminatory communications related to 
sex, gender, race, religion, national origin, age, or disability. In all 
communications, including e-mail and Internet chat, employees must 
follow company policies regarding improper disclosures of trade 
secrets and confidential or proprietary information. 

Requiring employees who make electronic 
communications about the company or work- 
related matters in blogs, Internet chat rooms, 
instant messages, or by e-mail, etc. to clarify the 
personal nature of their comments and not to 
disclose confidential company information 

Employees must exercise caution and protect company interests in 
all communications they make with persons outside the company 
that are made outside their job responsibilities (personal 
communications). For example, employees who participate in instant 
messaging, e-mails, Internet chats, and blog postings, etc. must state 
that any opinions expressed in such communications about 
work-related matters are the employees' own and have not been 
reviewed or approved by the company. In such communications, 
employees are prohibited from disclosing company trade secrets and 
confidential or proprietary information of the company. Employees 
may not disclose insider information that may violate securities laws 
and regulations. Employees may not post copyrighted material in 
such communications without authorization of the copyright holder, 
and should be aware that doing so may lead to civil and criminal 
penalties. Company logos and trademarks may not be reproduced 
within employees' personal communications as described above. In 
addition, employees should be respectful in their communications 
with persons outside the company and must consider the impact 
of their statements on others including the company, its products, 
company managers and supervisors, the employees' coworkers, and 
the company's competitors. Employees' communications are subject 
to these rules even if the employee uses no company-provided 
equipment and is not communicating on company time. 
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Table 1: (Continued) 


Important Policy Issues 

Drafting Suggestions 

Prohibiting employees from sending mass e-mail 
for personal reasons that may burden the 
company's information technology systems 

Employees may not send spam or other mass e-mails for personal 
reasons that are not related to their work. A mass e-mail is a message 
sent simultaneously to more than recipients (enter employer's 

threshold, e.g., 50). 

Reserving the company's right to access or to 
retrieve communications, files, and other 
electronic data, use of computer forensics, or 
use of blocking software 

The company may access, monitor, intercept, block access, inspect, 
copy, disclose, use, destroy, delete, recover using computer forensics 
or other techniques, and/or retain any communications, files, or other 
data covered by this policy, except as required by law. Such 
company actions may occur at any time and with no advance notice. 
Employees are required to provide passwords requested by the 
company to enable access to company property. 

Anticipating the company's obligations to 

respond to government requests for electronic 
communications and other documents 

The company may access, monitor, intercept, and/or disclose 
communications, files, or other data covered by this policy in relation 
to government investigations for national security or law enforcement 
purposes, without further notice. 

Reserving the company's right to discipline or 
terminate employees for violations of the e-mail 
and Internet use policy. 

Violations of this policy may result in immediate termination of 
employment or other discipline that the company determines is 
appropriate under the circumstances. 

Reserving the right to take action against company 
contractors whose employees violate this policy 

This policy applies to the employees of contractors who are 
authorized by the company to use company-provided e-mail and 
Internet access. Contractors are responsible for ensuring compliance 
with this policy by their employees. The company reserves the right 
to exclude contractor's employees who violate this policy from 
further dealings with the company. 


Note: This table has been prepared from the perspective of a private-sector, nonunion employer in the United States that employs at-will employees, 
referred to here as “the company.” The information in the table does not provide legal advice for policy drafters. All workplace policies should be 
reviewed by the organization s legal counsel. 


BALANCING BUSINESSES' NEEDS AND 
EMPLOYEES' PRIVACY RIGHTS 

A well-drafted policy serves as a legal compliance mech¬ 
anism for management, such that following the policy 
will avoid violating laws that protect employee rights. A 
well-drafted policy will be enforceable legally because it will 
at least provide the minimum protection for an employee 
that is required by a multitude of laws regulating the em¬ 
ployment relationship. Today, one of the greatest chal¬ 
lenges for employers is to draft an e-mail and Internet 
use policy that balances the business’s needs with employ¬ 
ees’ privacy rights consistent with applicable privacy and 
data protection laws. Given the different regulatory ap¬ 
proaches for workplace privacy and data protection, this 
is not an easy task. 

The Global Perspective 

When drafting e-mail and Internet use policies, employ¬ 
ers with employees outside the United States need to be 
aware of privacy and data protection laws in other coun¬ 
tries that may be far more protective of employees’ rights 
than U.S. laws. For example, in the twenty-seven member 
countries of the European Union, privacy and data protec¬ 
tion are considered to be fundamental rights of individuals 
(Lasprogata, King, and Pillay 2004). These countries have 
laws that afford individuals residing in these countries 


significantly heightened privacy and data protection rights. 
In addition, even if a company has only U.S. employees, 
multinational companies need to be aware that the same 
privacy and data protection laws may apply to customer 
communications and restrict the company’s ability to col¬ 
lect, use, or disclose personally identifying information 
about their international customers. 

Europe has a long history of treating personal privacy 
as a fundamental right. As Article 8 of the European Con¬ 
vention for the Protection of Human Rights and Funda¬ 
mental Freedoms (1950) (ECHR) provides: “Everyone 
has the right to respect for his private and family life, his 
home and his correspondence.” The Treaty of the Euro¬ 
pean Union recognizes the ECHR and requires members 
of the European Union to respect the fundamental rights 
guaranteed by the Convention (Treaty Establishing the 
European Community 1992). Electronic communications 
are a form of personal correspondence. For example, peo¬ 
ple in Europe have fundamental rights to privacy in their 
e-mail communications, even when the communications 
are made using the employer’s e-mail system (Halford v. 
United Kingdom 1997). 

More recently, personal data protection has also been 
recognized as separate but related fundamental right in 
the European Union. The Charter of Fundamental Rights 
of the European Union (2000) (EU Charter 2000) provides: 
“Everyone has the right to the protection of personal data 
concerning him or her.” Further, the European Union’s 
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Data Protection Directive (Directive 95/46/EC 1995) re¬ 
quires EU member states to adopt data protection legis¬ 
lation regulating the processing of personal data and the 
free movement of such data (Directive 95/46/EC 1995). 
The Data Protection Directive expressly refers to the fun¬ 
damental rights of privacy that are contained in the above- 
mentioned conventions and treaties and states the 
intention to regulate the processing of personal data con¬ 
sistent with these fundamental rights (Directive 95/46/EC 
1995, preamble, p. 10). The Data Protection Directive de¬ 
fines personal data as information relating to an identified 
or identifiable natural person (Directive 95/46/EC 1995, 
article 2a). Examples of personal data related to e-mail 
and Internet communications include the sender’s and re¬ 
ceiver's names, as well as their e-mail or Internet addresses, 
postal addresses, phone numbers, etc. Although privacy 
as a fundamental right is also recognized in international 
law, there is no specific recognition in international law 
of data protection as a fundamental right similar to that 
found in the European Union (International Covenant on 
Civil and Political Rights 1966, article 17). 

There is no universally recognized standard for protect¬ 
ing personal data as a fundamental human right. How¬ 
ever, the EU approach provides a system that comprehen¬ 
sively regulates the processing of personal data consistent 
with fair information practices (EU Charter 2000, article 
8(2)). Fair information practices include: (1) defining the 
obligations of those using personal data and limiting 
the use of personal data; (2) mandating transparent 
data-processing systems; (3) providing at least minimum 
procedural and substantive rights for data subjects; and 
(4) providing external oversight of data-processing ac¬ 
tivities by a governmental or other independent body 
(Schwartz 1999). 

The EU Model of Workplace Privacy Rights 

In the European Union, employees have privacy and data 
protection rights according to the national laws of the 
country in which they live, including workplace-specific 
laws and personal data protection legislation implement¬ 
ing the EU’s Data Protection Directive (Delbar, Mormont, 
and Schots 2003; Lasprogata, King, and Pillay 2004). 
Workplace-specific laws in EU member countries that 
protect the privacy of employees’ e-mail and Internet 
communications are found in: 

• labor statutes 

• labor agreements (which may be national in scope) 

• criminal statutes that protect the secrecy of private 
e-mail messages (as opposed to business enterprise- 
related messages) and may require consent for moni¬ 
toring 

• civil statutes that apply when an employer has permit¬ 
ted private e-mail and Internet use by employees 

• court decisions (including those requiring employers to 
have issued clear policies or instructions on e-mail and 
Internet use before disciplining employees for misuse) 

In some countries, works councils and other employee 
representatives may have legal rights to agree to or to be 
informed and consulted about workplace privacy policies 


and procedures, including the right to be consulted be¬ 
fore new technology such as e-mail or Internet monitor¬ 
ing equipment is introduced in a workplace. 

Each country in the European Union is also required 
to adopt legislation to implement the EU Data Protection 
Directive. This Directive protects the privacy of individu¬ 
als (referred to as “data subjects”) when their personal 
data are processed. The EU Data Protection Directive 
regulates the quality of personal data, requiring that it be 
processed fairly and lawfully, be collected for legitimate 
purposes, be relevant, be accurate, and be kept in a form 
that permits identification of data subjects for no longer 
than is necessary for the purposes of the collection 
(George, Lynch, and Marsnik 2001). The EU Data Protec¬ 
tion Directive also sets criteria for legitimate processing 
of personal data. To process personal data of employees or 
customers, in some cases employers are required to 
obtain consent from the data subject. In other cases, con¬ 
sent is not required, but the employer may process per¬ 
sonal data only when it is necessary for performance of a 
contract with the data subject, necessary for the control¬ 
ler of the personal data to meet its legal obligations, or 
allowed for other specified reasons. There are special rules 
that severely limit the processing of special categories 
of personal data that would reveal race, ethnic origin, po¬ 
litical opinions, religious or philosophical beliefs, trade 
union membership, health, or sex life. The EU Data Pro¬ 
tection Directive requires collectors of personal data to 
inform the data subject about the processing of data and 
to give the person access to data about themselves. The 
party responsible for processing personal data must make 
sure the processing is confidential and secure and notify 
a designated government monitoring authority prior to 
processing. 

In the EU there are restrictions on the transfer of per¬ 
sonal data outside the EU that impact e-mail and Inter¬ 
net use policies. For example, General Motors Company 
("GMC”) found that its plan to update its electronic com¬ 
pany phone book to include office phone numbers for 
employees around the world was covered by the EU Data 
Protection Directive because it involved sending the em¬ 
ployees' office phone numbers outside the EU (Scheer 
2003). To comply with the EU Data Protection Directive, 
GMC was required to get the approval of the government 
privacy agency in the European countries where its employ¬ 
ees worked and to satisfy rigorous personal data transfer 
rules before issuing the global phone book. Among other 
obligations under the EU Data Protection Directive, GMC 
was required to make disclosures to employees whose per¬ 
sonal data would be included in the phone book and to 
consult with employees’ labor representatives where ap¬ 
propriate. There is no reason to believe that employees’ 
e-mail addresses would be treated differently than their 
office phone numbers, so the EU Directive would apply to 
global e-mail directories as well. 

Since the EU has determined that the laws of the United 
States do not provide an adequate level of privacy protec¬ 
tion consistent with the Data Protection Directive, transfer 
of personal data about customers or employees from the 
European Union to the United States is severely restricted. 
Generally, to make such a transfer, the recipient in the 
United States must make a commitment to follow the Safe 
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Harbor Agreement of the U.S. Department of Commerce 
(U.S. Department of Commerce 2000). Alternatively, the 
transfer of data from the European Union must be subject 
to a contract that includes EU-approved model contractual 
clauses designed to provide an adequate level of privacy 
protection for the personal data of EU residents. 

Despite the existence of comprehensive privacy and 
data protection rules in the European Union, there is lit¬ 
tle employment-specific legislation related to policies and 
practices covering workplace privacy and e-mail or Inter¬ 
net use. For more specific guidance, employers drafting 
workplace e-mail or Internet use policies may also con¬ 
sult guidance and opinions issued by government bodies 
in the European Union on privacy in the workplace and 
employees’ e-mail and Internet use (Lasprogata, King, and 
Pillay 2004). For example, the Information Commissioner 
in the United Kingdom published The Employment Prac¬ 
tices Data Protection Code to provide guidance to employ¬ 
ers on the process of complying with the United Kingdom's 
personal data protection act and offers good practice rec¬ 
ommendations for employers (United Kingdom Informa¬ 
tion Commissioner 2006). 

The U.S. Perspective on Workplace 
Privacy 

Unlike the European approach, the U.S. has no compre¬ 
hensive privacy or data protection regulation that applies 
to workplace privacy. When drafting an e-mail or Internet 
use policy for employees in the United States, employ¬ 
ers need to be aware of myriad laws, including common 
law privacy tort law, laws related to employment relation¬ 
ships, and federal and state privacy legislation. However, 
taking all these laws into account, U.S. employees have 
significantly fewer workplace privacy and data protection 
rights than their European counterparts. 

U.S. tort law gives employees working in the private 
sector only limited privacy rights. The privacy tort that 
is most frequently applied to workplace privacy issues is 
the tort of intrusion into seclusion, which covers employ¬ 
ers’ intrusions into employees’ private affairs (Rothstein 
2000). If an employer intentionally intrudes, physically 
or otherwise, upon the solitude or seclusion of the em¬ 
ployee in her private affairs or concerns, and a reason¬ 
able person would find the intrusion highly offensive, the 
employee may be able to recover damages for invasion of 
privacy under tort law (Rothstein 2000). However, courts 
have generally found that private-sector employees in the 
United States have no reasonable expectation of privacy 
that prevents their employers from engaging in intrusive 
behavior in the workplace, such as monitoring and other 
surveillance. The rationale of courts is that employees 
give up workplace privacy rights by agreeing to work for 
their employers. Also, sound business reasons often are 
found to justify actions by employers that are viewed by 
employees as invasions of privacy, such as the need to in¬ 
vestigate complaints that employees have used employers’ 
e-mail systems to harass other employees. When an em¬ 
ployer has a company policy that prohibits misuse of its 
e-mail or Internet system, the policy may serve to reduce 
expectations of privacy by employees in their use of e-mail 


or Internet systems, thus helping the employer defend pri¬ 
vacy tort cases. For example, in Garrity v. John Hancock 
Mutual Life Insurance Company (2002) the court dis¬ 
missed employees’ claims of invasion of privacy based on 
their employers reading of their e-mail on the employ¬ 
er’s computer system. The court held that the employer’s 
policy prohibited employees from using the employ¬ 
er’s e-mail system to send or receive sexually explicit 
material and the employees had violated the employer’s 
policy by sending and receiving sexually explicit e-mail 
messages; thus the employees had no reasonable expecta¬ 
tion of privacy in their office e-mail. 

The laws governing employment relationships also 
provide U.S. employees with few workplace privacy rights 
related to e-mail and Internet use policies. The basic rule 
is that unless private-sector employees have statutory or 
contractual rights to privacy, they have no privacy rights 
that limit their employer’s ability to impose e-mail or 
Internet use policies or to engage in electronic monitor¬ 
ing of e-mail and Internet use in the workplace (Cottone 
2002). In contrast, employees covered by collective bar¬ 
gaining agreements may have contractual rights to privacy 
that arise from those agreements. Collective-bargaining 
agreements may also restrict employers’ rights to termi¬ 
nate employees without just cause, notice, and procedural 
process (Cottone 2002; National Labor Relations Act of 
1935). Also in contrast to private-sector employees, pub¬ 
lic employees may have rights to privacy and protections 
from arbitrary termination that are based on civil serv¬ 
ice legislation and state or federal constitutions (Cottone 
2002; U.S. v. Simmons 2000). 

Unlike employees in most other countries, employees in 
the United States are often employed “at will.” Under em¬ 
ployment at will, employers may discipline or discharge 
an employee for almost any reason or for no reason, as 
long as the discharge is not contrary to law (including law 
established by statutes, court decision, and/or contracts) 
(Cottone 2002). Many exceptions to at-will employment 
have been developed in statutes or by the courts, and these 
exceptions limit an employer’s prerogatives to discipline 
employees and terminate their employment. For example, it 
is unlawful under federal discrimination statutes for an 
employer to treat employees differently with respect to 
terms and conditions of employment based on their sex, 
race, color, national origin, religion, age, or disability (Title 
VII of the Civil Rights Act of 1964; Age Discrimination 
in Employment Act of 1967; Americans with Disabilities 
Act of 1990). At-will employees are also protected from 
wrongful discharge for reasons that violate public policy, 
such as exercising a legal right to hie a workers’ compen¬ 
sation claim, to serve jury duty, or to come to the aid of a 
person known to be in serious danger ( Frampton v. Cen¬ 
tral Indiana Gas Co. 1973; Gamer v. Loomis Armored, Inc. 
1996). Another exception to at-will employment protects 
employees covered by individual employment contracts 
that provide contractual rights greater than at-will em¬ 
ployment, such as a right to be discharged only for just 
cause (Cottone 2002; Leonard 1988). 

Typically, at-will employees have no privacy or other 
employment rights that limit their employers' ability to im¬ 
pose and enforce e-mail or Internet use policies or engage 
in electronic monitoring of the workplace (Cottone 2002). 
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In contrast, in unionized workplaces in the United States, 
where employers generally have an obligation to bargain 
over terms and conditions of employment, employers 
may not be able to unilaterally impose e-mail or Inter¬ 
net use policies, at least if unionized employees may be 
disciplined for violations of the policy. In addition, once 
collective bargaining agreements are in place, unionized 
employees may have contractual rights to privacy that 
arise from the collective bargaining agreements, and their 
collective bargaining agreements may also restrict em¬ 
ployers’ rights to terminate employees without just cause, 
notice, and procedural process, including arbitration to 
resolve any disputes (Cottone 2002; National Labor Rela¬ 
tions Act of 1935). Also, in contrast to at-will employees, 
public employees (those working for government em¬ 
ployers) may have rights to privacy and protections from 
arbitrary termination that are based on civil service leg¬ 
islation and state or federal constitutions (Cottone 2002; 
U.S. v. Simmons 2000). 

When drafting e-mail and Internet use policies, at-will 
employers often document the at-will employment rela¬ 
tionships they have with employees in policy language and 
will include disclaimers designed to limit the likelihood 
that courts will interpret the policies to create contractual 
obligations other than at-will employment. Sometimes, 
at-will language and disclaimers will be included in the 
body of e-mail and Internet use policies. In other cases, 
when employers’ e-mail and Internet use policies are in¬ 
cluded in employee handbooks containing other policies, 
at-will language and disclaimers will often be found in the 
introductory sections of the handbooks to avoid repeti¬ 
tion in individual policies. At-will language typically states 
that employment at a company is at will and clarifies that 
either employers or employees may terminate the em¬ 
ployment relationship at any time, without advance no¬ 
tice, and for any reason except one prohibited by law. 
Disclaimer statements for at-will employees generally state 
that policies and/or handbooks are only a guideline for 
employees and supervisors and do not create contractual 
relationships that differ from at-will employment. 

Whether employees in the United States are at will, 
covered by a collective-bargaining agreement or other 
employment contract, or working for public employers, 
federal and state privacy statutes may impose privacy re¬ 
quirements on employers that are related to drafting e-mail 
and Internet use policies. However, federal statutes de¬ 
signed to protect the privacy of electronic communications 
provide only limited privacy protection for employees in 
the context of e-mail and Internet communications in the 
workplace (Lasprogata, King, and Pillay 2004). The Elec¬ 
tronic Communications Privacy Act of 1986 (ECPA) is the 
primary federal law that protects the privacy of electronic 
communications, including the contents of e-mail and 
Internet chat. The ECPA prohibits wiretapping and unau¬ 
thorized access to communications in electronic storage 
(Konop v. Hawaiian Airlines 2002). Under these federal pri¬ 
vacy statutes, it is unlawful for anyone, including an em¬ 
ployer, to intentionally “intercept” the content of a wire, 
oral, or electronic communication (Title I violations) (ECPA 
1986). It is also a federal crime for anyone to “access" a 
facility providing electronic communication service with¬ 
out “authorization” and thereby obtain access to a wire or 


electronic communication while it is in electronic storage 
(Title II violations) (ECPA 1986). 

Unless the interception or unauthorized access of a 
wire, oral, or electronic communication is covered by one 
of several statutory exemptions or authorized or required 
by law or a government order, violation of these statutes is 
a federal crime. Fortunately for employers, there are many 
exceptions to the ECPA that permit employers to adopt 
e-mail and Internet use policies and reserve the right to 
monitor the use of their equipment and systems. For ex¬ 
ample, Title I contains exceptions for “business use in the 
ordinary course of business,” “providers of communication 
systems," and "consent” (Kesan 2002; Sidbury 2001). Title II 
contains exceptions for "providers of communications" 
and "authorization by users of communications systems" 
(Kesan 2002; Sidbury 2001). Employers who want to re¬ 
serve the right to monitor their employees’ use of e-mail and 
Internet access systems need to consider the ECPA and its 
exemptions when drafting their policies. 

Although the ECPA restricts access only to the con¬ 
tents of electronic communications, the distinction be¬ 
tween the contents of an e-mail and other information 
related to the e-mail communication may not be obvious. 
The ECPA does not restrict the employer’s access to infor¬ 
mation about e-mail or Internet communications that is 
analogous to the addressing information on the outside of 
a letter sent through the U.S. mail. But is the subject line 
of an e-mail content or addressing information? A Fed¬ 
eral Circuit Court of Appeals recently held that intercep¬ 
tion of Internet search queries was covered by the ECPA 
(In re Pharmatrak, Inc. Privacy Litigation 2002). For ex¬ 
ample, an Internet search query containing the key word 
“breast cancer" may reveal a lot about the subject of an 
employee’s Internet search, particularly if it is captured 
along with personally identifying information about the 
sender of the query, like the sender’s name. Fortunately for 
Pharmatrak, the case was remanded to the district court 
to determine whether Pharmatrak intended to intercept 
the contents of electronic communications, a necessary 
element of an ECPA violation. The court found there was 
no evidence that Pharmatrak intentionally intercepted the 
electronic communications, and dismissed the case. Based 
on the In re Pharmatrak, Inc. Privacy Litigation, employ¬ 
ers would be wise to view personal information contained 
in Internet queries as contents of employees’ communi¬ 
cations, rather than mere addressing information that 
would not be covered by the ECPA. 

In addition, employers who adopt e-mail and Internet 
use policies and communicate those policies to employees 
may qualify for the ECPA’s exemptions covering intercep¬ 
tion or access to electronic communications with em¬ 
ployees’ consent. Additional tips for compliance with the 
ECPA exemptions are found later in this chapter in 
the section on "Reserving the Employer’s Right to Conduct 
Electronic Monitoring.” Finally, the exemption for inter¬ 
ceptions of electronic communications in the ordinary 
course of business also permits some employer monitor¬ 
ing of e-mail and Internet access. However, in the con¬ 
text of telephone communications, courts have held that 
this exemption does not permit the employer to listen to 
personal conversations, and the employer must stop lis¬ 
tening when a communication is found to be personal 
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(Fischer v. Mt. Olive Lutheran Church 2002). In Fischer, 
the court held that once the employer became aware that 
an employee, a youth counselor, was having a sexually ex¬ 
plicit conversation with another adult and not a minor, 
the employer should have known the employee’s conver¬ 
sation was not job-related. At that point, listening in on 
the employee's conversation was no longer covered by the 
ECPA's exemption for interceptions in the ordinary course 
of business and was therefore a violation of the ECPA. 

The ECPA sets a minimum privacy protection for elec¬ 
tronic communications, including those of employees. 
However, state wire-tapping statutes may be more protec¬ 
tive of electronic communications privacy rights (United 
States Government Accounting Office 2002) and should 
also be reviewed when drafting a policy. For example, 
Florida’s Security of Communications Act is stricter than 
the ECPA and prohibits intercepting or disclosing the 
contents of any electronic communication without ob¬ 
taining the consent of both the sender and the recipient. 
The Florida statute covers interceptions and disclosures 
of workplace communications even when the employer 
provides the e-mail system (Florida Statute 2005 §934.01 
et seq .; Safon 2000). In addition, some states have statutes 
that specifically restrict the employer’s ability to monitor 
e-mail without employee consent (Burgunder 2004; Safon 
2000). These workplace-specific laws are discussed next. 

In addition to state tort laws related to privacy and state 
wiretapping statutes similar to the ECPA, some states 
have specific statutes that affect employment poli¬ 
cies such as e-mail and Internet policies. For example, 
Connecticut has a statute that prohibits employers from 
electronically monitoring employees’ e-mail without giv¬ 
ing employees prior written notice, except in certain cir¬ 
cumstances. One of the exceptions allows employers to 
electronically monitor employees’ e-mail when there are 
reasonable grounds to believe an employee has violated 
the law or engaged in conduct that creates a hostile work 
environment (Connecticut General Statutes 2005). Other 
states have statutes that prohibit monitoring e-mail with¬ 
out employee consent (Burgunder 2004; Safon 2000, 101, 
102). Finally, some states have statutes that prohibit em¬ 
ployers from using employees’ lawful, off-duty conduct as 
a reason for termination (see, e.g., Cardi 2004). It is not a 
far stretch to imagine a court interpreting state laws that 
protect employees’ lawful, off-duty conduct from invali¬ 
dating discipline or discharge of employees for violating 
an employer’s e-mail and Internet use policy when that 
policy seeks to regulate the employees’ off-duty use of 
e-mail and Internet access. Under these statutes, employ¬ 
ees discharged for off-duty conduct that violates employers’ 
e-mail and Internet use policies may have a remedy for 
wrongful termination. 

Designing Global Policies for Multinational 
Employers 

Multinational employers face special challenges when 
designing e-mail and Internet use policies. Outside the 
United States, employment at will is less likely to be a 
legally recognized employment relationship—even if em¬ 
ployment at will is lawful, employees often have height¬ 
ened privacy and data protection rights under national 


laws and regional agreements. One of the challenges for 
private businesses that are multinational employers is 
designing e-mail and Internet use policies that are con¬ 
sistent with employees' privacy and data protection rights 
in countries other than the United States. The European 
Union is recognized as the leader in providing the great¬ 
est level of privacy and data protection for employees 
in the workplace (George, Lynch, and Marsnik 2001). Be¬ 
cause the European Union has the most rigorous privacy 
and personal data protection laws, multinational employ¬ 
ers may choose to comply with EU rules when drafting 
e-mail and Internet use policies in order to have uniform 
global policies. For an example of a global privacy policy 
adopted by a multinational company with operations 
in the EU, see Hewlett-Packard's global master privacy 
policy (Hewlett-Packard 2006) (this global privacy policy 
is not specific to the context of e-mail and Internet use). 
Because of the increasingly global nature of business 
today, employers in the United States may eventually be 
subject to regulations that require providing privacy and 
personal data protections for workplace communica¬ 
tions consistent with the principles found in EU law. In 
addition, adopting a global e-mail and Internet use policy 
consistent with EU privacy protections may make sense 
for many multinational companies because other coun¬ 
tries are adopting privacy laws consistent with those 
of the European Union, including Canada, Australia, 
New Zealand, South America, and parts of Asia (Scheer 
2003). 

SCOPE OF E-MAIL AND INTERNET USE 
POLICIES 

An important strategic decision that an employer must 
make when drafting an e-mail and Internet use policy is 
the scope of the policy. An initial scope issue is the breadth 
of technologies to cover, including wireless access, cell 
phones, instant messaging, blogs and other communica¬ 
tions avenues, and tools currently available or under de¬ 
velopment (2005 AMA Survey). The scope of the policy 
will also be expanded or limited by the employer's de¬ 
cisions regarding whether to permit personal use of its 
e-mail and Internet systems, whether to limit application 
of the policy to employer-provided equipment and sys¬ 
tems, and whether to cover off-premises use of its e-mail 
and Internet systems. 

Evolving Forms of Electronic 
Communications 

An employer’s policy should be drafted to cover the mul¬ 
titude of communications devices and technologies that 
can be used by employees to send and receive e-mail and 
access the Internet (Honda and Martin 2002). Currently, 
this means the employer’s policy should cover the use of 
cell phones and personal digital assistants (PDAs) sup¬ 
ported by wireless technology and the use of instant mes¬ 
saging capability (2005 AMA Survey). To avoid having 
its policy become technologically outdated, the employer’s 
policy should be worded to encompass new technologies 
as they become available even if wireless or other e-mail 
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and Internet access capabilities are not currently provided 
by the employer for its employees’ use. This is because 
wireless technology permits employees to access e-mail 
and the Internet from the workplace with or without us¬ 
ing the employer’s e-mail or Internet access equipment 
or systems. For example, employees with a personal cell 
phone or personal PDA with Internet capability can send or 
receive e-mail or access the Internet to chat and send text 
or instant messages while in the workplace and without 
using the employer’s systems or equipment (Honda and 
Martin 2002). Employees may have their own commu¬ 
nications equipment in the workplace, enabling them to 
download pornography or copyrighted music in the work¬ 
place or to send messages containing the employer’s trade 
secrets from within the workplace to an outsider. 

Cell phone use in the United States is ubiquitous and 
is growing globally. One survey showed that 59 percent of 
people in the United States use cell phones, more at work 
than at any other location (Smith 2005). In Europe, where 
the device is more likely to be called a mobile phone, 
the rate of cell phone use is even higher. Approximately 
88 percent of Europeans use mobile phones (European 
Mobile Statistics 2004). The use of cell phones on the job 
for work or personal reasons can be expected to grow. 

Although it is estimated that less than one in five U.S. 
employees use instant messaging, internationally the prac¬ 
tice may be more widespread. For example, it is estimated 
that about 65 percent of employees in the United King¬ 
dom use instant messaging (that may be communicated 
with or without using wireless devices). Potential uses of 
instant messaging with workplace ramifications include 
“flirting with colleagues, scheming against the boss and 
gossiping about coworkers,” or even sending “sensitive in¬ 
formation about major corporate projects” to competitors 
(Reuters 2003). Many employees who use instant mes¬ 
saging wrongly assume that instant messages cannot be 
monitored by the boss (Reuters 2003). Also troubling for 
employers is the risk that employees will use instant mes¬ 
saging in unprofessional or even discriminatory ways, such 
as logging on as “cutelilpixiechick” or sending sexual jokes 
through instant messaging (McClure 2003, 31). Thus, the 
use of wireless technology and/or instant messaging 
should be covered by an employer’s e-mail and Internet 
use policy and raises valid productivity and legal risk con¬ 
siderations for employers. 

At a minimum, the employer’s e-mail and Internet use 
policy should cover the use of wireless technology by em¬ 
ployees while they are at work, whether the wireless tech¬ 
nology is provided by the employer or the employee. In the 
policy, the employer should also address scope issues in 
the context of wireless devices, including whether to:per- 
mit reasonable personal e-mail and Internet access on the 
job using wireless devices; apply the policy to e-mail and 
Internet access using wireless devices if employees are not 
on the employer’s premises; or cover wireless access that 
also involves use of the employer’s systems and equipment. 
In the policy, the employer also should anticipate that new 
ways of communicating electronically will be used by em¬ 
ployees, such as text messaging, instant messaging capa¬ 
bility, or Voice over the Internet Protocol (VoIP). See the 
next section for a discussion of some important legal con¬ 
straints on imposing a policy with a broad scope. 


Business Use versus Personal Use 

An important question for employers to answer is whether 
to limit employees’ use of the employer’s e-mail and 
Internet systems to “business use only," thus excluding any 
personal use of these systems provided by the employer. 
Generally, employees have no legal "right” to use the em¬ 
ployer’s e-mail and Internet systems for personal reasons, 
so an employer may lawfully adopt a business-use-only 
policy (King 2003, Labor law for managers). However, in 
view of the fact that many people work long hours, some 
advocates for privacy in the workplace argue that it has 
become accepted that there will be a certain amount of per¬ 
sonal business that will be done during business hours, in¬ 
cluding personal e-mail communications (Sidbury 2001). 
Realistically, some employees will use e-mail and Internet 
communications for some personal use regardless of the 
prohibitions found in any employment policy (Anandaraj an 
and Simmers 2004). 

An advantage of permitting some personal use is that 
employees may be better able to balance work and fam¬ 
ily conflicts by having access to e-mail and Internet sys¬ 
tems for some personal uses, such as family emergencies, 
monitoring the after-school activities of children, check¬ 
ing in with a spouse, and so forth. Personal use of e-mail 
and Internet access for these types of reasons may be less 
disruptive in the workplace than employees’ use of tel¬ 
ephones and/or cell phones, because the communications 
are generally "silent” and less likely to disrupt the work 
of other employees. Furthermore, allowing reasonable 
personal use of e-mail and Internet access may result in 
less loss of work time by reducing absenteeism at little or 
no additional cost to the employer. Allowing reasonable 
personal use of the employer's e-mail and Internet access 
may generate positive employee morale and may also en¬ 
courage employees to keep abreast of technological devel¬ 
opments. Current research supports the conclusion that 
there are some positive beneficial side effects of permit¬ 
ting employees to surf the Web at work (Anandarajan and 
Simmers 2003). 

On the other hand, limiting e-mail and Internet access 
to business-use-only policies may discourage employees’ 
abuse of work time for personal reasons, reduce the need 
for management to supervise employees' use of e-mail 
and the Internet to prevent excessive personal use, and 
limit the likelihood that employees opening personal 
e-mail on their employer’s systems will infect the employ¬ 
er's system with computer viruses. 

Blurring of Workplace Boundaries: Virtual 
Workplaces 

One of the advantages of e-mail and Internet technology 
is that it permits work to be done by employees from just 
about anywhere. For employees who conduct business 
using the Internet and Web sites or using a cell phone or 
other mobile wireless technology, the workplace is pri¬ 
marily a virtual workplace as opposed to a physical one. 
The blurring of workplace boundaries and emergence of 
virtual workplaces challenge policy drafters to clearly de¬ 
fine the scope of policies. A question for policy drafters to 
consider is whether there are special concerns when an 
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employee works in a virtual workplace. For example, do 
virtual workers have stronger arguments in favor of rea¬ 
sonable personal use of employer-provided Internet access 
or e-mail via cell phones because the virtual workplace is 
their primary workplace? Of course, employees may carry 
personal cell phones or PDAs to use for personal commu¬ 
nications, so perhaps business-use-only policies related 
to employer-provided equipment will be justified even in 
virtual workplace scenarios because such policies do not 
foreclose use of personal communications devices. Even 
when employers adopt business-use-only policies, the use 
of personal cell phones by employees in the workplace 
and the impact on work time and productivity are issues 
to be addressed in the employers' policies. 

Even for employees in traditional workplaces, commu¬ 
nications technology has blurred workplace boundaries. 
Should the employer’s e-mail and Internet use policy also 
cover e-mail and Internet access by employees on their 
home computer systems and conducted on their own 
time? If on the employees’ own time, and from their 
homes, employees use their laptops and their own Inter¬ 
net service providers (ISPs) to send e-mail messages to 
their coworkers’ personal e-mail accounts, should the em¬ 
ployers’ policy apply? If one assumes that the employees’ 
e-mail messages may expose the employers’ trade secrets 
in an insecure environment, it seems clear that employ¬ 
ers have valid business interests in applying their policies. 
What if employees use their own laptops and ISPs to chat 
online and in so doing make derogatory statements about 
their bosses that members of the public may access, po¬ 
tentially harming the employers' reputations with their 
customers? In both of these situations, the employees are 
not using the employers’ systems or equipment or mak¬ 
ing the communication on work time, but the online con¬ 
versations arguably relate to their workplaces and involve 
legitimate employers’ interests. From a management per¬ 
spective, considering the potential harm to the employ¬ 
ers’ businesses, these types of communications probably 
should be covered by the employers' policies. However, 
caution should be exercised when drafting policies that 
regulate employees’ use of e-mail or the Internet outside 
the workplace. In Europe and other countries that protect 
individual privacy as a fundamental human right, em¬ 
ployers who regulate employees’ personal communica¬ 
tions will be viewed as interfering with individual rights, 
such as the individual right everyone has “to respect for 
his private and family life, his home and his correspon¬ 
dence” (ECHR, Article 8, 1950; (ICCPR, Article 17, 1966). 
In 2007, the European Court of Human Rights ruled that 
a public-sector employee was entitled to damages and 
court costs from her employer, the U.K. government, for 
monitoring that violated Article 8 of the Convention on 
Human Rights. In that case, a college monitored the em¬ 
ployee’s personal Internet usage and telephone calls with¬ 
out informing her in advance that her communications 
might be monitored ( Copland v. United Kingdom 2007; 
Espiner 2007). 

Non-union, private-sector employees in the United 
States do not generally have legally recognized fundamen¬ 
tal rights of privacy in their personal communications. 
However, in some states, private-sector employees have 
constitutional free speech rights or rights to engage in 


lawful off-duty conduct that protect them from intru¬ 
sive private-sector employers (Safon 2000). In addition, 
public-sector employees have free speech rights with re¬ 
spect to their governmental employment under the U.S. 
Constitution (O'Connor v. Ortega 1987). 

Many e-mail and Internet use issues also involve em¬ 
ployees using their own computer systems and ISPs to ac¬ 
cess the employer’s computer systems. This was the case 
in Smyth v. Pillsbury Co. (1996), in which an employee sent 
an e-mail from his home to another employee by access¬ 
ing the company’s e-mail system. In his e-mail message, 
the employee made derogatory references about another 
manager that included a threat to "kill the backstabbing 
bastard” and compared an upcoming holiday party to a 
“Jim Jones Kool-Aid Affair.” The employer obtained copies 
of the employee’s e-mail and, not surprisingly, terminated 
his employment for inappropriate use of the company’s 
e-mail system. The court in Smyth v Pillsbury held that 
the employee lost any reasonable expectation of privacy 
by sending his e-mail over the employer’s e-mail system, 
and denied the employee's claim that his discharge was in 
violation of public policy. 

Outside the United States, the outcome of a similar case 
would not be so predictable if brought by employees who 
have legally recognized personal privacy rights even when 
they use their employer’s e-mail systems for personal com¬ 
munications. For example, in Halford v. United Kingdom 
(1997), the European Court of Human Rights (ECHR) 
rejected an employer’s argument that the employee had 
no reasonable expectation of privacy when she made per¬ 
sonal telephone calls from business premises using a com¬ 
pany phone. The court held that the employee’s calls were 
covered by notions of “private life” and “correspondence" 
that are fundamental individual privacy rights in Europe, 
particularly since the employee had no warning that her 
calls could be intercepted. 

In Smyth v. Pillsbury, both employer- and employee- 
provided equipment and systems were being used and 
the communication was both personal and work-related. 
Such situations involving blurred workplace boundaries 
are likely to be increasingly frequent as e-mail and Inter¬ 
net access become increasingly pervasive in our society. 
To help prevent misuse of e-mail and Internet systems 
that may harm employers’ legitimate business interests, 
employers’ policies may, and probably should, cover any 
use of employer-provided computer equipment, e-mail, 
or Internet access, even if employee-provided equipment 
and/or systems are also used, and even if the communica¬ 
tions are “personal.” The employer's interest in including 
these types of communications within its e-mail and Inter¬ 
net use policy is stronger if the employer has provided at 
least some of the e-mail and Internet equipment or sys¬ 
tems. In addition, contemporary workplace violence and 
harassment concerns merit a broadly worded policy. How¬ 
ever, drafting a policy to address improper use of e-mail 
and the Internet is difficult. Drafters need to consider how 
to define misconduct under the policy, the consequences 
for policy violations, and whether the policy will enable 
an employer to engage in electronic monitoring to investi¬ 
gate noncompliance. As this chapter explores, employers’ 
prerogatives to set workplace rules for e-mail and Inter¬ 
net use and to investigate and discipline employees for 
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improper use often depends on the laws of the countries 
where employees work. Employers will have relatively 
more latitude to do these things in the United States and 
in other countries where employees do not have extensive 
privacy and other legal rights in the workplace. On the 
other hand, employers will have less latitude in drafting 
workplace e-mail and Internet use policies in Europe and 
other countries where employees have extensive privacy 
and other legal protections related to their e-mail and In¬ 
ternet communications. 

Employee Blogging 

One of the most recent challenges to managing a work¬ 
force is employee “blogging" (Gutman 2003). “A blog, short 
for web log, is a journal or diary posted on the Internet” 
(Cobey and Gordon 2005). It is estimated that 10 million 
Americans maintain their own blog, which can serve many 
purposes, such as political commentary, recruitment, vent¬ 
ing, or commenting on a persons work life and coworkers 
(Cobey and Gordon 2005). Although some employers have 
discouraged blogging by their employees, others have em¬ 
braced blogging as a means of promoting employee crea¬ 
tivity and constructive dialog about the workplace (Cobey 
and Gordon 2005). Blogging by an employee may create 
broad employment liability concerns for employers, in¬ 
cluding employer liability for employees’ blogging that is 
criminal, defamatory, or violates copyright laws (Gutman 
2003, 150). Employees’ blogging may disclose confidential 
business information or undermine a company’s public 
image (Cobey and Gordon 2005). Some employers have 
been fired because they have posted harmful content on 
their blogs, including a flight attendant who described her¬ 
self as “Queen of the Sky” and posted pictures of herself 
in her uniform showing more skin than usual, and a U.S. 
Senate staff member whose blog contained thinly dis¬ 
guised descriptions of the sexual escapades of her cowork¬ 
ers (Cobey and Gordon 2005). To prevent employees from 
blogging in ways that harm company interests and create 
company liability, employers should address these con¬ 
cerns in their Internet use policies. Employers should also 
prohibit blogging that would violate the law. For example, 
employees' disclosure of confidential information about 
the company on a blog could cause a drop in a publicly 
traded company’s stock price, potentially violating U.S. 
securities laws. 

Recent litigation by Apple Computer illustrates the risk 
that employees may use blogs to improperly disclose com¬ 
panies’ trade secrets. Apple subpoenaed records related to 
a lawsuit claiming unknown persons (DOEs) had violated 
Apple Computer’s trade secrets by communicating the 
trade secrets to online publishers who then published 
the trade secrets ( Apple Computer v. DOE 1-25 2005). Apple 
Computer's subpoena sought evidence that could reveal 
the identities of the people who supplied the company's 
trade secrets to the online publishers. The trade secrets 
included details of a new product to be produced by Apple 
that had not yet been publicly announced. The trial court 
considered a motion by the online publishers to dismiss 
the subpoena. Although the trial court initially ruled in 
favor of Apple, ordering the enforcement of the subpoena, 
the California Court of Appeal reversed, ordering the trial 


court to grant a protective order to prevent Apple from is¬ 
suing subpoenas to identify the sources of stories ( O’Grady 
v. Superior Court (Apple Computer, Inc., Real Party in In¬ 
terest) 2006; Hiltzik 2005). The appellate decision is con¬ 
sistent with protecting the free speech rights of the online 
publishers not to reveal news sources (Hiltzik 2005), but 
impacts the ability of companies to discover the identities 
of employees and former employees who anonymously 
post online messages that disclose confidential company 
information in violation of company policies. 

The determination of whether the scope of the employ¬ 
er’s policy should include e-mail and Internet access in¬ 
volving employee-provided equipment, communications 
made outside the employee’s work time, and personal as 
opposed to work-related communications involves weigh¬ 
ing management as well as legal concerns. For more dis¬ 
cussion of U.S. legal constraints on the scope of e-mail and 
Internet use policies, see “Additional Tips on Complying 
with U.S. Employment Laws in Table 1.” 

COORDINATING E-MAIL AND 
INTERNET USE POLICIES WITH OTHER 
POLICIES 

E-mail and Internet use policies typically involve issues 
that are related to other business practices and policies. 
The most obvious connection is between e-mail and In¬ 
ternet use policies and the company’s privacy practices 
and policies. Because of the number of privacy issues 
related to e-mail and Internet use policies, a company 
should consider drafting a company privacy policy that 
covers employee privacy. With a general privacy policy in 
place, a company may refer to it in its e-mail and Internet 
use policy. 

Another area of coordination between company prac¬ 
tices and policies involves the retention of stored e-mail 
and Internet access records and a company’s document- 
retention policies. There are obvious risks related to 
retaining e-mail and Internet use records indefinitely, in¬ 
cluding the risk that the company will be required to sort 
and produce e-mail and Internet use records in litigation 
that may be hied in the future against the company. On 
the other hand, the company needs to be able to retain 
and produce e-mail and Internet use records related to 
discovery requests in pending or threatened litigation. 
For these reasons, a company’s e-mail and Internet use 
policy should be consistent with its document-retention 
policies for electronic documents and records. 

A company's e-mail and Internet use policy also involves 
issues of confidentiality of employees' records, including 
policies for granting access to e-mail communications and 
Internet access information. Employees are often con¬ 
cerned about the privacy of their e-mail communications 
and favor limiting their employer’s access to records about 
their e-mail and Internet use. The employer often favors 
broad employer access to employees’ electronic commu¬ 
nications and records of Internet access for valid business 
reasons. Valid business reasons to reserve employer access 
to employees’ electronic communications and Internet ac¬ 
cess records include investigating complaints of miscon¬ 
duct, responding to discovery requests related to litigation, 
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and monitoring misuse of e-mail and Internet systems. If 
the company has a separate policy regarding confidential¬ 
ity of employee records, it should be consistent with the 
company’s e-mail and Internet use policy. 

A serious concern of businesses today is violence in 
the workplace and national security threats. Many com¬ 
panies have separate policies prohibiting violence in the 
workplace and requiring employees to report threats of 
violence in the workplace and other threats. It is impor¬ 
tant to consider that threats of violence may be communi¬ 
cated by e-mail or Internet chat, and the employer and/or 
law enforcement may need access to e-mail and Internet 
systems to respond to threats of violence. On a broader 
scale, national security threats may also involve the use of 
e-mail and Internet systems. Coordination of e-mail and 
Internet use policies with workplace violence policies 
and national security interests is crucial to enable appro¬ 
priate responses to threats of violence and other security 
issues. 


COMMUNICATING E-MAIL AND 
INTERNET USE POLICIES TO EMPLOYEES 

A critical component of being able to enforce an e-mail 
and Internet use policy is communicating the policy to 
employees and others covered by the policy, such as in¬ 
dependent contractors. There are various ways to com¬ 
municate an e-mail and Internet use policy to the people 
who will be covered by the policy. A traditional way to 
communicate a workplace policy is to distribute a paper 
copy of the policy and to require written acknowledgment 
from the user that he or she has read and understands 
the policy. The user’s acknowledgment generally becomes 
part of company records. Some employers electronically 
distribute their e-mail and Internet use policy to users of 
their e-mail and Internet use systems on a regular basis. To 
proceed and use the e-mail or Internet system, users of the 
system may periodically be required to scroll through 
the policy and to “click" on a statement indicating that the 
user has read and understands the employer’s e-mail and 
Internet use policy. Electronic records of the user’s ac¬ 
knowledgment of receipt of the policy may then be kept. 

Another method of communicating an employer’s e- 
mail and Internet use policy is to provide training for users 
of the system. The training may be part of new employee 
orientation. Training may also be provided for existing 
employees and other systems users on a periodic basis. 
The possibility of providing online training about using 
the employer's e-mail and Internet systems should also be 
considered. Certainly managers and supervisors respon¬ 
sible for implementing the e-mail and Internet use policy 
should receive training on administering the policy. A key 
component of training for managers and supervisors is to 
communicate the employer's philosophy about respect¬ 
ing employees’ privacy consistent with protection of the 
employer’s legitimate interests. 

A critical issue regarding communication of the em¬ 
ployer’s e-mail and Internet use policy is to make sure it is 
communicated to all covered users of the employer's sys¬ 
tems, including the employees of independent contrac¬ 
tors that use the company’s e-mail and Internet systems. 
Compliance with the employer’s e-mail and Internet use 


policy should be referenced in any written agreements 
with independent contractors, staffing services, or other 
users of the employer’s systems. 

ENFORCING THE POLICY 

A key point related to designing and implementing effec¬ 
tive e-mail and Internet use policies is that even the best- 
designed policy will fail if it is not enforced consistently 
and fairly. A policy that is not followed consistently by the 
employer may lead to discrimination complaints when an 
attempt is made to enforce the policy. Such discrimina¬ 
tion complaints may protest inconsistent enforcement of 
a policy against members of any legally protected class, 
including classes of persons based on race, sex, national 
origin, disability, or age. In addition, even in nonunion 
workplaces, employees may file unfair labor practices 
complaints when an employer enforces an e-mail or Inter¬ 
net use policy in a way that discriminates against employ¬ 
ees who are engaging in collective action related to their 
terms and conditions of employment. For example, selec¬ 
tive discipline of an e-mail “griper" who sends an e-mail to 
coworkers complaining about the employer’s new vacation 
policy may turn into an unfair labor practice complaint. If 
the employer's e-mail and Internet use policy prohibits all 
nonbusiness use of its e-mail and Internet systems, this 
type of e-mail message would violate the policy. However, if 
the employer disciplines the “griper” for sending personal 
e-mails but has not disciplined other employees for making 
personal use of its systems, it has inconsistently enforced 
the policy. In these types of situations, a court or administra¬ 
tive agency may reverse the discipline and order damages, 
effectively preventing the employer from enforcing its pol¬ 
icy. See the discussion of discrimination and harassment 
concerns and federal labor law issues found in the sec¬ 
tion on “Additional Tips on Complying with U.S. Employ¬ 
ment Laws.” 

PROTECTING THE EMPLOYER'S TRADE 
SECRETS AND OTHER PROPRIETARY 
INFORMATION 

An e-mail and Internet use policy is an important tool 
to protect a company’s trade secrets, such as marketing 
strategies, customer lists, price lists, expansion plans, 
and other company documents containing confidential and 
proprietary information that a company would like to 
keep secret from its competitors. When a company's trade 
secrets have been made publicly available, the informa¬ 
tion may lose its protection under trade secret law be¬ 
cause it is no longer secret. This is because an essential 
component of the law’s protection for a company’s pro¬ 
prietary information is that the information is in fact 
not public knowledge. The employer's e-mail and Internet 
use policy should also prohibit employees from pirating 
trade secrets from former employers or competitors, thus 
exposing the current employer to litigation for trade se¬ 
cret infringement lawsuits under state trade secret laws. 
Trade secret theft is also a federal crime under the Eco¬ 
nomic Espionage Act of 1996, which provides for fines up 
to 5 million dollars against corporations as well as impris¬ 
onment and hefty fines for individuals. 
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Agreements Covering Employees 

An e-mail and Internet use policy is often supplemented 
by other preventive steps that may reduce the risk of loss 
of the company’s trade secrets and the risk of liability for 
infringing on the trade secrets of other companies. For ex¬ 
ample, an employer may develop written noncompetition 
and/or nondisclosure (confidentiality) agreements for em¬ 
ployees to sign (Garrison and Stevens 2003). An employer 
may also require job applicants or new employees to sign 
statements that they are not bound by noncompetition or 
confidentiality agreements related to former employers 
and to agree that they will not use information that be¬ 
longs to others, including information protected by trade 
secret laws. In the United States, because employees owe 
fiduciary duties of loyalty to their employers under state 
agency laws even when they have not signed a formal 
written agreement, a written agreement may not be re¬ 
quired for employers to address breaches of confidenti¬ 
ality by employees. A contemporary issue involves the 
inevitable disclosure doctrine, which provides a remedy 
for employers similar to an unwritten noncompetition 
agreement in circumstances in which employees leaving 
the workplace to work for a new employer cannot avoid 
sharing or relying on trade secrets from their former 
employer (Frauenheim 2005). In states that accept the 
inevitable disclosure doctrine, employers can sue former 
employees using this doctrine even if they have signed 
only a nondisclosure agreement or if they have not 
signed any agreement (Frauenheim 2005). 

Agreements Covering Nonemployees 

Employers using the services of independent contractors 
or their employees should also consider requiring non¬ 
competition agreements or nondisclosure agreements to 
protect company trade secrets. When nonemployees are 
given access to company e-mail or Internet access, the em¬ 
ployer has valid concerns that can be protected by requir¬ 
ing nonemployees to sign these types of agreements. If the 
employers e-mail and Internet use policy covers nonem¬ 
ployees, the employer should make sure to clarify that re¬ 
quiring nonemployees to comply with the policy does not 
create any employment rights or change the nonemploy¬ 
ees’ status as independent contractors. 

Noncompetition agreements and nondisclosure agree¬ 
ments also have an important role to play in protecting 
the privacy and personal data stored in the employers’ 
databases. For a discussion of the legal risks and obliga¬ 
tions to protect the privacy and personal data of custom¬ 
ers, employees and others, see the sections on “Protecting 
the Employer’s Computer Networks” and “Protecting the 
Personal Data of Third Parties.” 

PROTECTING THE EMPLOYER'S 
COMPUTER NETWORKS 

E-mail and Internet use policies have an important role 
to play in protecting the employer’s computer networks 
from threats such as spam, spyware, and unauthorized 
access by outsiders. Employees’ use of e-mail and Inter¬ 
net access may expose the employer’s computer networks 
to these threats. Thus, the employer’s policy is a tool to 


educate employees about the threats and what they can 
do to help prevent damage to the employer’s computer 
networks. 

SPAM 

Spam, unsolicited e-mail communications, is analogous 
to junk mail sent through regular mail. Spam may be sent 
for commercial purposes, including advertising goods 
and services, or to solicit donations for nonprofit organi¬ 
zations or political campaigns. Because spam is often sent 
through mass e-mailings to a large number of recipients, 
it may overburden companies’ e-mail systems. Spam 
e-mail may also be used to deliver fraudulent solicitations. 
A “phishing” e-mail is an example of fraudulent spam 
(Stewart 2004). The “phisher" sends an e-mail to some¬ 
one pretending to be a legitimate business with an exist¬ 
ing relationship with the recipient but seeking to obtain 
personal information from that recipient that can be used 
for unlawful purposes such as identity theft or to gain a 
password that enables unauthorized access to a computer 
network or data, such as an online bank account. 

Spam is more highly regulated in the United States than 
regular junk mail. Under federal law, Controlling the As¬ 
sault of Non-Solicited Pornography and Marketing Act of 
2003 (CAN-SPAM), deceptive forms of commercial spam 
are prohibited. For example, it is unlawful to send com¬ 
mercial e-mail ads that disguise the identity of the sender 
by using a false or misleading e-mail header. CAN-SPAM 
applies only to commercial spam and does not cover 
the sending of spam for nonprofit or political purposes. 
The general rule under CAN-SPAM is that nondeceptive 
commercial e-mail solicitations may lawfully be sent to re¬ 
cipients without their advance consent as long as the recip¬ 
ients are given the option to “opt-out" of receiving future 
e-mail solicitations horn the sender and have not already 
made an “opt-out” request. Any spam that includes sexually 
oriented material must be labeled "SEXUALLY EXPLICIT" 
in the subject line. There are numerous other technical 
and disclosure requirements under CAN-SPAM with which 
companies engaged in advertising by e-mail must comply. 
CAN-SPAM regulates the sending of commercial solicita¬ 
tions even if sent to only one recipient (i.e., it need not be a 
bulk or mass e-mail to be covered by CAN-SPAM), so em¬ 
ployees engaged in e-mail advertising for a company need 
to be well aware of the CAN-SPAM Act and its prohibitions. 
Both civil and criminal penalties are provided under CAN- 
SPAM (Fingerman 2004). CAN-SPAM supersedes incon¬ 
sistent state spam laws, but it allows state spam laws to 
continue to apply to the extent that they provide additional 
remedies for false and deceptive spam. Other state laws, 
such as state tort laws, continue to apply after CAN-SPAM 
and may provide additional remedies for spam victims. 

Spyware 

Spyware is any software that is placed on a user’s computer 
without his or her knowledge that takes control of the us¬ 
er's computer and/or Internet connections (Report to U.S. 
Congress 2005). For example, spyware may collect infor¬ 
mation about a computer user’s activities and transmit it 
to another person. Some spyware is related to advertising 
and direct marketing and enables advertisers to measure 
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effective placement of ads on others’ Web sites or cause 
pop-up ads to appear (in this context spyware is called 
"adware,” and is arguably legitimate, at least when the 
computer user is informed in advance that adware is be¬ 
ing installed on their computer). But spyware may be used 
for more malicious purposes, such as capturing the key 
strokes of the user (key logging), thus enabling surrepti¬ 
tious collection of passwords and other personal infor¬ 
mation that may be used for identity theft or other crimes 
(Report to U.S. Congress 2005). A computer user acquires 
spyware in various ways, including downloading free or 
purchased software programs from the Internet or from 
a disk. Free screen-saving programs and free games have 
been used to deliver spyware to unknowing computer us¬ 
ers. There are commercially available anti-spyware pro¬ 
grams that detect and remove spyware. 

Several bills have been proposed in Congress to regu¬ 
late spyware (Report to U.S. Congress 2005). As of this 
writing, no federal law specifically regulating spyware has 
been passed; however, some existing laws can be used to 
fight deceptive uses of spyware and provide remedies for 
its victims. Both federal and state laws prohibit false or 
misleading advertising and deceptive business practices. 
These laws have been used as a basis for lawsuits against 
those who install spyware on users’ computers without 
adequate notice and consent. For example, the New York 
Attorney General filed a lawsuit against a company that 
created and used spyware programs under New York’s 
general business law. Like most states, New York law pro¬ 
hibits companies from creating false advertising and en¬ 
gaging in deceptive business practices (Hines 2005). The 
lawsuit claims the defendant in the case installed adver¬ 
tising software on home computers without informing 
the user that it was doing so. The software involved in the 
case redirected Web addresses, added toolbars, and deliv¬ 
ered pop-up ads (Hines 2005). 

Unauthorized Access to Computer 
Networks 

Employees using Internet access on the job to access 
computerized information need to be aware of criminal 
laws that prohibit unauthorized access to computers or 
computer networks. The leading federal law on this issue 
in the United States is the Computer Fraud and Abuse 
Act of 1984 (Computer Fraud and Abuse Act). State laws 
also address unauthorized access to computer behavior, 
commonly referred to as computer hacking and cracking. 
Under the Computer Fraud and Abuse Act, it is a crime 
to access a computer without authority and to take data 
that is restricted or protected. Unauthorized access in¬ 
cludes circumventing password or other access restric¬ 
tions . The law protects financial and credit records, medical 
records, legal files, and other confidential information in 
government or private computers. 

Policy Implications 

As discussed above, spam, spyware, and computer hack¬ 
ing raise data security, online privacy, and network and 
computer performance issues that should be considered 
in drafting an e-mail and Internet use policy. The policy 


should prohibit company employees from engaging in 
these types of unlawful behavior and make it clear that 
unlawful behavior can never be justified as a competitive 
business practice. 

PROTECTING THE PERSONAL DATA OF 
THIRD PARTIES 

This section explores data security and online privacy is¬ 
sues as they relate to protecting the personal data of third 
parties, such as customers. The same legal protections 
apply to employees' personal data. 

Protecting Customers' Personal Data 

The personal data of customers includes information that 
can be used to individually identify them, such as their 
names, mailing addresses, e-mail addresses, phone num¬ 
bers, credit card numbers, and details of their online 
purchases. Multinational companies that conduct global 
business (including online business) and/or have employees 
working outside the United States need to be aware of pri¬ 
vacy and data protection laws in other countries. These 
laws may be far more protective of customers’ privacy than 
U.S. laws. Even if a company has only U.S. employees, mul¬ 
tinational companies need to be aware that the same pri¬ 
vacy and data protection laws may restrict their ability to 
collect, use, or disclose personally identifying information 
(PII) about their customers or other persons who reside 
outside the United States. See the privacy and data protec¬ 
tion discussion in the section on “The Global Perspective." 
The EU Data Protection Directive and member states’ pri¬ 
vacy laws mandate a high level of privacy and data protec¬ 
tion for the PII of customers as well as employees. 

Unlike the laws in many other countries, including the 
European Union, there is no generally applicable data 
protection law in the United States that protects the pri¬ 
vacy of customers’ personal data. However, there are U.S. 
laws that regulate the privacy of certain kinds of personal 
data, and these laws may require businesses to protect 
customers’ personal data. Even when no specific statute 
requires a company to protect customers’ personal infor¬ 
mation, tort or contract law may provide protection and 
remedies to U.S. customers for privacy and data protec¬ 
tion breaches. 

Special Issues Related to Collecting 
Children's Personal Data 

The Children’s Online Privacy Protection Act of 1998 
(COPPA) regulates the online collection of personal data 
about children. Operators of commercial Web sites or on¬ 
line services that are directed at children under the age of 
13 and operators of other Web sites or online services who 
have actual knowledge that they collect personal infor¬ 
mation from children online must comply with COPPA. 
COPPA requires the operators of these types of Web sites 
or online services to obtain verifiable parental consent 
before collecting, using, or disclosing personal informa¬ 
tion from children under age 13. If an employer’s business 
involves operating a Web site or online service that could 
or does collect personal data from children, its e-mail 
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and Internet use policy should address compliance with 
COPPA. 

Regulation of Commercial Solicitations, 
Including Spamming 

Employers and employees need to be aware of the laws 
regulating spam because even one advertising e-mail sent 
to one customer on behalf of a company may violate 
U.S. spam laws. In this way, CAN-SPAM differs from for¬ 
eign spam laws because U.S. law is not limited to bulk 
or mass unsolicited e-mail (Fingerman 2004). Generally, 
CAN-SPAM permits businesses to send at least one unso¬ 
licited commercial e-mail to someone without his or her 
advance consent as long as it is truthful and nondeceptive 
and the recipient has the right to opt out of receiving fu¬ 
ture solicitations. There is no general exception to CAN- 
SPAM that allows a business to send commercial e-mail 
to lists of existing customers without complying with the 
form requirements in CAN-SPAM, and the business must 
honor requests by recipients to opt out of receiving further 
e-mail from the sender. Further, to send a spam message 
to a cell phone or other wireless device, the sender needs 
the recipient’s consent in advance of sending even one 
commercial solicitation message. 

CAN-SPAM primarily covers false and deceptive com¬ 
mercial e-mail. It prohibits using false or misleading e-mail 
headers, thus requiring spammers to identify themselves. 
It also prohibits the sender from misleading the recipient 
about the contents of the message and requires the sender 
to use the label “SEXUALLY EXPLICIT” if such material 
is included in the message. Further, CAN-SPAM requires 
the sender to include meaningful opt-out mechanisms in 
e-mail messages, including a physical postal address of 
the sender, so that recipients can opt out of receiving fu¬ 
ture e-mails from the sender. The sender must honor opt- 
out requests within 10 days of receipt. The requirement 
to honor opt-out requests gives the recipient the right to 
control whether his or her personal data may be used by 
the sender for commercial solicitations. 

There are both civil and criminal remedies for viola¬ 
tion of CAN-SPAM. For example, statutory damages of 
$250 per violation up to $2 million are available for spam¬ 
ming (Fingerman 2004). Further, CAN-SPAM imposes vi¬ 
carious liability on parties for spam sent by other people, 
so a business that is promoted in an illegal e-mail by an¬ 
other entity may be liable for violations of CAN-SPAM. 
Thus, a business must exercise care in selecting advertis¬ 
ing services to avoid liability for advertisers’ violations of 
CAN-SPAM on behalf of the business. 

PREVENTING EMPLOYEES FROM 
ENGAGING IN CRIMINAL ACTIVITY 

A company’s e-mail and Internet policy should also pro¬ 
hibit use of company systems and property for criminal 
activity including violation of criminal laws. Criminal acts 
involving spamming, spyware, and unauthorized access 
to protected computers have already been discussed in 
previous sections of this chapter and should be covered 
in the policy. There are many other criminal laws that apply 


to employees’ use of e-mail or Internet access. For exam¬ 
ple, criminal laws prohibit acquiring or distributing child 
pornography and make downloading copyrighted mate¬ 
rial (without permission of the copyright holders and in 
excess of "fair use” exceptions) a criminal act. 

Workplace Access of Pornography 

One survey revealed that nearly half of human resource 
professionals reported that they have discovered por¬ 
nography on company computers used by employees 
(Bachman 2003). Although employees’ access of pornog¬ 
raphy involving adults is generally not a crime, these ac¬ 
tivities pose serious risk for employers because they may 
create a hostile work environment, may lead to embar¬ 
rassing public relations problems, and may constitute a 
waste of work time when employees view pornography 
on the job. However, when employees view or distribute 
pornography involving children using company e-mail 
and Internet access, they violate criminal laws. A Boeing 
worker was recently arrested on suspicion of violating 
laws related to child pornography (Biggs 2003). The Boe¬ 
ing worker was arrested by police after Boeing’s security 
staff told police they suspected the employee had been 
viewing child pornography via the Internet while at work. 
Acquiring or distributing child pornography violates state 
and federal laws that prohibit the exploitation of chil¬ 
dren. For example, a federal criminal statute prohibits 
the sexual exploitation of children, including receiving, 
distributing, or reproducing child pornography (Sexual 
Exploitation of Children 2005). 

Downloading Copyrighted Material Without 
Permission 

With the advent of MP3 technology that enables easy 
downloading of music, video, and other electronic hies, 
there is an increase in the ability of employees to engage in 
copyright-infringing activities using the employer’s com¬ 
puter systems and Internet access. Infringement can re¬ 
sult in civil suits for damages against employers that may 
be found vicariously liable for copyright infringement by 
employees. Copyright violations may also lead to crimi¬ 
nal penalties under federal copyright laws. The No Elec¬ 
tronic Theft Act of 1997 expanded the criminal remedies 
for copyright violations to include circumstances in which 
copyright infringements are not motivated by financial 
gain, as long as the unlawful copies made have a total retail 
value of more than $ 1000 in any 180-day period. Today, even 
employees who are ignorant of the copyright laws can be 
criminally responsible for making unauthorized copies of 
music, videos, or other copyrighted works in the workplace. 
Likewise, employees who manage to circumvent copyright 
protection systems that are designed to control access to 
copyrighted work may violate the Digital Millennium Copy¬ 
right Act of 1998. Thus, an employer’s e-mail and Internet 
use policy should prohibit "hacking” into copyright pro¬ 
tected materials as well as copying or distributing (e.g., 
forwarding e-mail containing copyright-protect material) 
without authorization. An effective policy alone may not 
be enough to deter copyright infringement by employees. 
Another survey revealed that employees are still swapping 
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music and other files on peer-to-peer applications at work, 
despite threats of lawsuits for copyright infringement by 
the music industry (Reuters 2004). Careful hiring, proper 
training of employees and supervisors, and monitoring to 
detect violations are also steps employers should take 
to prevent copyright violations. 

RESERVING THE EMPLOYER'S 
RIGHTTO CONDUCT ELECTRONIC 
MONITORING 

Electronic monitoring allows an employer to observe what 
employees do on the job and to review employee commu¬ 
nications, including e-mail and Internet activity, and ena¬ 
bles employers to capture and review communications that 
employees consider private. Electronic monitoring also in¬ 
cludes the use of computer forensics, a relatively new sci¬ 
ence and an important advancement in the broader field of 
electronic monitoring and computer evidence. There are 
many good business justifications for employers to elec¬ 
tronically monitor employees in the workplace. Key rea¬ 
sons for monitoring are to assess worker productivity, to 
protect company assets from misappropriation, and to en¬ 
sure compliance with workplace policies. The importance 
of electronic monitoring to enforcement of the employers 
e-mail and Internet use policy is the focus of this section. 

The term electronic monitoring is used here to encom¬ 
pass three different concepts. First, it includes employer 
use of electronic devices to review and measure the work 
performance of employees. For example, an employer 
may use a computer to retrieve and review an employee’s 
e-mail messages sent to and received from customers to 
evaluate the employees performance as a customer ser¬ 
vice representative. Second, it includes electronic surveil¬ 
lance in the form of an employer’s use of electronic devices 
to observe the actions of employees while employees are 
not directly engaged in the performance of work duties, 
or for a purpose other than to measure their work per¬ 
formance. For example, an employer may electronically 
review an employee's e-mail messages as part of an inves¬ 
tigation of a sexual harassment complaint. Third, it in¬ 
cludes employer use of computer forensics, the electronic 
recovery and reconstruction of electronic data after dele¬ 
tion, concealment, or attempted destruction of the data 
(New Technologies 2006). For example, an employer may 
use specialized computer forensics software to retrieve 
or recover e-mail messages stored on the employer’s com¬ 
puter hard drive that relate to an investigation of alleged 
theft of its trade secrets by an employee. Recovery may be 
possible even if the employee has deleted the messages or 
reformatted the hard drive. 

In countries such as the United States, where elec¬ 
tronic workplace monitoring is generally lawful, an 
e-mail and Internet use policy should reserve the right 
of the employer to conduct electronic monitoring for the 
following business reasons: 

1. to investigate employee or former employee 
misconduct 

2. to investigate complaints by employees or former 
employees 


3. to respond to litigation discovery requests and requests 
by government administrative agencies for informa¬ 
tion and documents 

The policy should also reserve the right of the employer 
to use a broad range of electronic monitoring techniques 
and technology, including the following: 

1. to conduct historical and real-time monitoring 

2. to use computer forensics techniques 

3. to monitor off-site communications related to the em¬ 
ployer’s business 

By reserving the full panoply of employer rights to con¬ 
duct electronic monitoring, the employer makes it clear 
that employees should not have expectations of privacy 
related to workplace use of e-mail and Internet access. 
This is a critical component of preventing and defending 
invasion of privacy claims by employees and others who 
may be covered by the policy, including former employ¬ 
ees and independent contractors. 

RESPONDING TO GOVERNMENT 
REQUESTS FOR ELECTRONIC 
INFORMATION 

Government requests for electronic information may come 
in a variety of forms. For example, government admin¬ 
istrative agencies may request or subpoena information, 
including electronic documents and other informa¬ 
tion, in relation to discrimination, workplace safety, 
environmental, and other complaints. The information 
requested may include digital documents and electronic 
communications such as e-mail and Internet chat. 

In recent years, because of national security concerns, 
an important concern for employers is the possibility of 
being required to respond to government requests for in¬ 
formation about their employees or customers that relates 
to criminal and foreign intelligence investigations. Elec¬ 
tronic monitoring of computer systems, including work¬ 
place e-mail and Internet access, can be used to discover 
electronic evidence related to terrorism, computer hack¬ 
ing, and other crimes (King 2003, Electronic monitoring). 
However, there are important privacy issues for employees 
that relate to employer monitoring for national security 
concerns (King 2003, Electronic monitoring). In October 
2001, the Uniting and Strengthening America by Provid¬ 
ing Appropriate Tools Required to Intercept and Obstruct 
Terrorism Act (USA PATRIOT Act 2001) amended provi¬ 
sions of the ECPA that prohibit interception of oral, wire, 
and electronic communications and restrict access to 
stored wire and electronic communications. As a result 
of the USA PATRIOT Act’s amendments to these federal 
laws, employers may likely be asked, and in some cases 
compelled, to provide private information about employ¬ 
ees and former employees to law enforcement and other 
government agencies (King 2003, Electronic monitoring). 
The employers’ expanded legal obligations include the 
possibility of employers receiving government requests to 
produce information about a former or current employee 
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in conjunction with a criminal investigation or govern¬ 
ment intelligence surveillance of potential terrorism ac¬ 
tivities. Government orders and requests can take various 
forms, including search warrants, court wiretap orders, 
pen-register and trap and trace orders, and subpoenas. The 
expanded employer legal obligations under the USA 
PATRIOT Act are essentially obligations to engage in elec¬ 
tronic monitoring and/or to produce electronic commu¬ 
nications, raising workplace privacy concerns. In some 
cases, the government order to conduct electronic moni¬ 
toring of an employer’s electronic communications system 
requires the employer to keep its participation secret 
even from the employee who is being monitored (King 
2003, Electronic monitoring). 

For the above-listed reasons, an employer’s e-mail and 
Internet policy should anticipate that the employer may 
be required to monitor its system and to secretly produce 
electronic communications and documents to the govern¬ 
ment under government order. Accordingly, an employer 
should not promise that it will notify employees if their 
e-mail or Internet access is disclosed to the government— 
current federal law may make it unlawful to keep this 
promise. 

RESERVING THE EMPLOYER'S RIGHT TO 
DISCIPLINE EMPLOYEES FOR MISUSE 

An important component of an e-mail and Internet use 
policy is to reserve the employer’s right to discipline 
employees for violation of the policy. The policy should 
provide employees with a warning that violations of the 
policy may lead to discipline up to and including termina¬ 
tion from employment, thus serving to notify employees 
of the consequences of violating the policy. Certainly some 
misconduct or criminal activity engaged in by employees 
in violation of the employer’s e-mail and Internet use pol¬ 
icy may lead to immediate discharge. For example, an em¬ 
ployee found to have distributed child pornography using 
the employer’s computer system may face criminal pros¬ 
ecution as well as discipline for violating the employer’s 
policy. Such a policy violation may clearly merit discharge 
from employment. However, other violations of the em¬ 
ployer’s policy may appear less serious and merit disci¬ 
pline short of discharge but that is designed to punish the 
offender and to set an example for other employees that 
may deter similar policy violations. For example, an em¬ 
ployee found to have engaged in excessive personal, but 
lawful, use of the employer’s e-mail or Internet access may 
be warned, placed on probation, or otherwise disciplined 
for the policy infraction, but would rarely be discharged for 
a first offense. A well-drafted e-mail and Internet use 
policy will reserve the right of the employer to discipline 
employees appropriately under the circumstances. 

In countries where employees have fundamental rights 
of privacy even in private-sector workplaces, discipline of 
employees who violate their employers’ e-mail and Inter¬ 
net use policies may be restricted to protect employees’ 
privacy rights. For example, in Omif v. Nikon (2001), the 
French Supreme Court considered the discharge of an em¬ 
ployee for alleged improper use of work time. Evidence of 
the employee’s misconduct included e-mail messages he 


had sent at work and marked “personal." The French court 
held the employer was not permitted to read the employ¬ 
ee’s personal e-mail and that “doing so is a violation of the 
fundamental right of secrecy in one’s private correspon¬ 
dence even when that correspondence is conducted via 
an employer’s e-mail system and in violation of company 
policy” (Finken 2000, 313 [quoting the French court]). 

ADDITIONAL TIPS ON COMPLYING 
WITH U.S. EMPLOYMENT LAWS 

In addition to the key legal concerns discussed earlier in 
this chapter, including employees’ privacy, there are many 
other legal issues that relate to drafting and enforcing 
e-mail and Internet use policies. This section addresses 
some of the other legal concerns related to drafting and 
enforcing e-mail and Internet use policies for employees 
in the United States. Similar legal concerns may apply to 
drafting policies covering non-U.S. employees, and should 
be explored with local legal counsel. 

Discrimination and Harassment Concerns 

An important component of an e-mail and Internet use 
policy is to prohibit unlawful discrimination and harass¬ 
ment. The risk that employees will harass or make dis¬ 
criminatory statements using e-mail or in an Internet 
chat room is significant, and has been the focus of several 
lawsuits against employers. In Blakey v. Cont’l Airlines, 
Inc. (2000), an airline captain complained of sexual har¬ 
assment and a hostile work environment after coworkers 
placed derogatory messages referring to her gender on an 
electronic bulletin board that the employer provided for its 
employees’ use. The fact that the electronic bulletin board 
was operated by CompuServe, a third-party provider, was 
not a good defense for the employer—an appellate court 
ordered the trial court to consider whether the electronic 
bulletin board was so closely related to the workplace that 
it should be regarded as part of the workplace. 

An employer’s policy may also be a proactive tool to 
avoid liability for harassment and discrimination if it 
prohibits harassment or discrimination on the part of co¬ 
workers and the employer takes prompt remedial action 
to remedy any harassment once a complaint is made. For 
example, in Schwenn v. Anheuser-Busch, Inc. (1998), an 
employee lost a sexual harassment suit based on receipt 
of sexually harassing e-mail from coworkers on her office 
computer. Shortly after she complained, Anheuser-Busch 
investigated the complaint and took corrective action—it 
held two employee meetings to tell employees that its 
company sexual harassment policy prohibited harassment 
via e-mail and advised employees it would monitor e-mail 
messages and would discipline or discharge employees 
who violated the policies. In another case, an employee lost 
a lawsuit claiming that the employer negligently allowed 
employees to use the company e-mail system to send ra¬ 
cially harassing e-mail ( Daniels v. Worldcom Corp. 1998). 
The employer in Daniels was found not to have been neg¬ 
ligent because, upon learning of misuse of its e-mail sys¬ 
tem, it organized employee meetings to discuss proper use 
of the e-mail system and disciplined the employees who 
had improperly used it. 
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All forms of unlawful discrimination and harassment 
prohibited by state and federal laws applicable to the em¬ 
ployer should be prohibited in the employers e-mail and 
Internet use policy. Actually, unlawful harassment is a 
form of unlawful discrimination. For example, unwanted 
derogatory comments about a person’s gender or preg¬ 
nancy, sexual jokes, and comments of a sexual nature are 
forms of sex discrimination that are prohibited by law 
when they generate a hostile work environment. Federal 
law prohibits discrimination and harassment in the work¬ 
place on the basis of gender or sex, race or color, national 
origin, religion, age, and disability (Title VII of the Civil 
Rights Act of 1964; the Age Discrimination in Employ¬ 
ment Act of 1967; the Americans with Disabilities Act of 
1990). An employer may also be required to prohibit other 
forms of discrimination and harassment, such as sexual 
orientation discrimination or harassment, because they 
are prohibited by state law (e.g., Tanner v. OHSU 1998), 
or because the employer has adopted a voluntary policy 
to prohibit such forms of harassment. 

Disability and Medical Confidentiality 
Concerns 

The primary source of federal law that requires employ¬ 
ers to protect the confidentiality of medical information 
related to employees is the Americans with Disabilities 
Act of 1990 (ADA). The ADA applies to all employment 
practices and policies of employers with more than fifteen 
employees, including workplace e-mail and Internet use 
policies. The ADA’s medical confidentiality rules protect all 
applicants and employees of a covered employer, even if 
the individual does not have a disability as defined by the 
ADA. It is likely, however, that the employer’s liability un¬ 
der the ADA is limited by the employee’s need to show he 
or she has an actual disability, a record of a disability, or 
has been regarded as having a disability by the employer in 
order to recover damages (Sutton v. United Airlines, Inc. 
1999). The ADA requires employers to keep disability- 
related information confidential. In essence, the ADA 
prohibits companies from disclosing information about 
applicants’ and employees’ medical conditions, physical or 
mental impairments, and medical treatments to anyone 
inside or outside the company, except when permitted for 
specified purposes set out in the ADA (United States Equal 
Employment Opportunity Commission 2000). 

The ADA also limits the inquiries that an employer may 
lawfully make about an applicant’s or an employee’s medi¬ 
cal condition or disability. For example, prior to making 
a conditional offer of employment, an employer is pro¬ 
hibited from asking job applicants any questions that 
would reveal a physical or mental disability. In the pre¬ 
employment stage, after making a conditional offer of em¬ 
ployment, the employer is free to delve into an applicants 
medical history and medical condition, although the em¬ 
ployer may only use such information for job-related rea¬ 
sons. After employment begins, an employer is prohibited 
from asking employees any questions about their medi¬ 
cal conditions or disabilities unless the questions are job- 
related and necessary. Details of an employee’s medical 
treatment or condition are rarely job-related or necessary, 
and the ADA generally prohibits employers from prying 


into the employee’s medical condition to the extent the 
employer is seeking disability-related information. This 
rule generally limits the employer from seeking employee 
medical information beyond assessing the employee’s abil¬ 
ity to perform job functions, need for accommodation, or 
need for time away from work. Family and medical leave 
laws also restrict the amount of information that an em¬ 
ployer may request from the employee or the employee’s 
doctor to substantiate an employee’s leave request and re¬ 
quire employers to keep an employee’s medical reasons 
for taking family and medical leave confidential (see, e.g., 
Federal Family and Medical Leave Act of 1993). 

An employer’s e-mail and Internet use policy should 
prohibit uses of the employer’s systems that would violate 
disability discrimination laws. In the policy or training 
related to the policy, employers should train supervisors 
on appropriate use of e-mail in light of the ADA and fam¬ 
ily and medical leave laws. Such training should include 
instruction not to use e-mail to ask applicants or employ¬ 
ees for "disability-related” information prohibited by the 
ADA or for medical information that would violate family 
and medical leave laws. Employers also need to be cogni¬ 
zant that the digital form of electronic communications 
creates significant additional litigation risk for employers. 
For example, e-mail records of improper disability-related 
inquiries may exist in the employers computer systems 
and files for lengthy periods. These electronic records 
may also be recoverable using computer forensics tech¬ 
niques. Electronic records may provide damaging evi¬ 
dence of ADA violations in disability discrimination or 
family and medical leave claims and lawsuits. 

Another concern is whether e-mail or Internet com¬ 
munications from applicants or employees contain con¬ 
fidential medical information. The ADA or family and 
medical leave laws require employers to keep this type of 
information in separate confidential files and not to dis¬ 
close it except as authorized by law. There is the potential 
for the employer to violate medical confidentiality laws 
whenever employees communicate with their supervisors 
about their medical conditions. For example, a supervisor 
may send an e-mail to ask the employee for information 
that the employer is not entitled to request, such as details 
about an employee’s medical diagnosis or prognosis that 
are unnecessary to determine whether the employee is 
currently able to do his or her job or to process a request 
for a family or medical leave. Or an employee may 
voluntarily provide confidential medical information to 
a supervisor by e-mail, but the supervisor may unlaw¬ 
fully forward the e-mail message containing confidential 
medical information to coworkers or clients who are not 
entitled to have access to the information. The employer 
should also be concerned with the security of electroni¬ 
cally stored e-mail and Internet communications, particu¬ 
larly the need to protect confidential medical information 
from snooping coworkers or hackers. 

Health care providers, including self-insured employers 
who provide medical insurance directly for their employ¬ 
ees, should also be aware of the medical confidentiality 
rules of the Health Insurance Portability and Accountabil¬ 
ity Act of 1996 (HIPAA). Administrative rules interpreting 
HIPAA require privacy for customers of health care pro¬ 
viders including employees covered by self-insured plans 
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(HIPAA Privacy Regulations 2005). The HIPAA Privacy 
Regulations apply when a health care provider transmits 
health care information electronically. Under these regu¬ 
lations, the data subject is required to give permission for 
use or disclosure of health care data unless a statutory 
exclusion applies (Manny 2003). 

Federal Labor Law Protections 

Most employees working for private businesses have 
some protections under Section 7 of the federal National 
Labor Relations Act of 1935 (Section 7 and NLRA), even 
if they are not represented by a union (King 2003, Labor 
law for managers). For example, if nonunion or union- 
represented employees in private-sector workplaces com¬ 
municate with each other about their workplaces, 
including discussions about wages or other terms and 
conditions of employment, Section 7 of the NLRA may 
protect their communications from employer interfer¬ 
ence as "protected concerted activity” (King 2003, Labor 
law for managers). If an employers e-mail and Internet 
use policy is broadly worded to prohibit employees from 
engaging in Section 7 activities, it will violate the NLRA. 
A policy that violates Section 7 of the NLRA is not en¬ 
forceable and gives employees the right to file unfair labor 
practices charges against the employer with the National 
Labor Relations Board (NLRB). Employees are entitled to 
seek remedies such as back pay and reinstatement if they 
are disciplined or discharged under policies that violate 
the NLRA. Employment policies such as confidentiality 
policies and wage-secrecy policies also are unenforceable 
under Section 7 if they are too broadly worded. For exam¬ 
ple, workplace policies that prohibit nonsupervisory em¬ 
ployees from talking with each other about their wages 
generally violate Section 7. Therefore, e-mail or Internet 
use policies that include overly broad confidentiality or 
wage-secrecy provisions may violate Section 7. 

An issue that is hotly debated is whether an employers 
e-mail and Internet use policy may prohibit all nonbusi¬ 
ness use of the employer’s systems, even use by employees 
to communicate about matters that would be protected by 
Section 7 of the NLRA. Current federal labor law seems to 
support the view that the employer may prohibit employees 
from engaging in all personal use of its e-mail or Internet 
access. In other words, an employer may have a business- 
use-only e-mail and Internet access policy, providing it 
enforces the policy in a nondiscriminatory way and prohib¬ 
its all personal use, not just use for union-related matters 
or Section 7 protected matters (King 2003, Labor law for 
managers). However, if the employer’s e-mail and Internet 
use policy permits some personal use of the employers 
systems by employees, it must also permit employees to 
use the employer’s systems and equipment to discuss mat¬ 
ters that fall under the umbrella of “protected concerted 
activity." Protected concerted activity includes discussion 
between employees of union matters, wages, or other 
matters of mutual concern to employees. 

Employers may have valid business reasons to limit 
personal e-mail or Internet use by employees, even when 
the employer’s policy permits reasonable personal use. 
For example, if the employer can show that certain types 
of personal e-mail or Internet use by employees unduly 


burden its systems, the employer may restrict the per¬ 
sonal use for valid business reasons. Mass e-mails sent 
by employees that overburden an employer’s computer 
systems and personal e-mails that expose the employ¬ 
er’s systems to computer viruses are valid business rea¬ 
sons for an employer to limit employees' personal use of 
a company's systems. Also, even if an employer permits 
employees to make reasonable personal use of its e-mail 
and Internet systems, it need not permit employees to use 
work time for this purpose. The employer has a legitimate 
right to prevent loss of work time by employees sending 
and receiving e-mails for personal reasons (King 2003, 
Labor law for managers). 

For a discussion of bargaining and enforcing a policy 
covering union employees, see the section on “Special 
Issues Related to Union-Represented Employees," found 
later in this chapter. 

Respecting Constitutional Rights 

Generally, employers in the private sector may adopt 
e-mail and Internet policies without worrying about fed¬ 
eral or state constitutional restrictions because private- 
sector employment practices are not covered by the U.S. 
Constitution or by most state constitutions (Burgunder 
2004). A few states have constitutions that protect the 
privacy of employees in private-sector workplaces (Safon 
2000). California is one of these states (California Consti¬ 
tution 2005). For issues of constitutional law that relate 
to drafting policies for government employees, see the 
discussion of this topic in the section on "Special Issues 
Related to Government Employees," found later in this 
chapter. 

Respecting Employment Contracts 

Although at-will employment is common in private- 
sector employment in the United States, it is not the only 
type of employment relationship that is possible. Union- 
represented and government employees typically are not 
at-will employees, but rather have greater contractual 
rights related to their employment (see the next section). 
But even employees in private-sector workplaces may be 
covered by employment contracts that give them contrac¬ 
tual rights that are greater than at-will employment, such 
as a right to be discharged only for just cause (Cottone 
2002; Leonard 1988). Such employees have express or 
implied contractual rights that are found in their individ¬ 
ual employment contracts, including implied contractual 
rights that arise from employer policies, whether writ¬ 
ten or not. Whether employees have express or implied 
employment rights greater than those of an at-will em¬ 
ployee depends on whether a court, interpreting the 
employment contract, finds the employers promises, 
which may be in the form of a policy, are enforceable and 
confer greater rights than at-will employment. For exam¬ 
ple, promises made in workplace policies established by 
employers may be enforced as "implied contracts" by the 
courts ( Toussaint v. Blue Cross & Blue Shield of Michigan 
1980; Berube v. Fashion Centre Ltd. 1989). In Toussaint 
and Berube, written disciplinary policies promising not to 
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discharge the employees except for cause gave employees 
rights to sue their employers for breach of contract when 
their employment was terminated. Employers who make 
oral or written promises to employees of privacy and data 
protection related to e-mail and Internet use can expect 
to have those promises enforced. Discipline of employees 
or termination of their employment for reasons that vio¬ 
late implied contracts may be a breach of those contracts 
and a violation of the legal rights of employees, and gives 
employees the right to recover damages or perhaps seek 
reinstatement. Exercising caution as a policy drafter or 
in other communications with employees is essential to 
avoid making unintended but binding contractual prom¬ 
ises to employees. 

Often the critical policy-drafting issue for employers 
is to avoid inadvertently creating implied legal rights that 
employees would not otherwise have under existing laws. 
To illustrate, if an employer’s e-mail and Internet use 
policy promises employees that their personal communi¬ 
cations will not be read by the employer, the policy may 
create a contractual promise of personal privacy in the 
workplace—a privacy right that at-will employees in 
U.S. workforces do not otherwise have (King, 2003, Elec¬ 
tronic monitoring). If the employer then violates its own 
policy by reading the personal e-mail of employees and 
terminates employees for the contents of the e-mail, the 
employees may be able to successfully argue in court that 
their termination is a breach of an implied employment 
contract. 

Although implied contracts have been enforced in em¬ 
ployment situations, employees have not prevailed on 
this claim in any reported case that relates to e-mail and 
Internet access. One court even disregarded an oral prom¬ 
ise of privacy made by an employer, finding the promise cre¬ 
ated no privacy rights or, even if it did, the employer acted 
reasonably in the circumstances. In this case, the employer 
suspended the employee for investigation of misconduct. 
The employer then successfully bypassed a password set 
by the employee that protected his personal files stored 
on the employer’s computers, read the hies, discovered 
evidence of misconduct, and then terminated his employ¬ 
ment for misconduct ( McLaren v. Microsoft Corporation, 
1999). Employees have, however, prevailed in similar cases 
involving implied contracts based on other types of work¬ 
place policies. For example, in Woolley v. Hoffmann-La 
Roche, Inc. (1985), express and implied promises in the 
defendant’s employment manual created an employment 
contract under which an employee could not be bred at 
will, but rather only for cause, and then only after the pro¬ 
cedures outlined in the manual were followed. For this 
reason, employers should be careful not to make prom¬ 
ises in e-mail and Internet use policies that they are not 
prepared to keep. It is also a good idea to add a disclaimer 
in a policy, or in a handbook containing policies, to make 
it clear that the employer's policy does not create express 
or implied contractual rights for employees ( Federal Ex¬ 
press Corp. v. Dutschmann 1993). In Federal Express the 
court held that an employee handbook expressly stating 
that employment at the company was at will and dis¬ 
claiming any other contractual employment rights was 
binding and precluded recovery of damages for breach of 
contract by an employee. 


Special Issues Related to Union-Represented 
Employees 

In workplaces where employees are represented by a labor 
union, the employer generally must bargain with the em¬ 
ployees’ union representative before introducing a new or 
a substantially revised policy regarding employees’ use of 
informational technologies when employees may be dis¬ 
ciplined under the policy ( King Soopers, Inc. 2003). This 
is because imposition of a new or substantially revised 
workplace policy that establishes a basis for employee 
discipline is a mandatory subject of bargaining under the 
National Labor Relations Act. Although there is little de¬ 
finitive guidance on the topic, imposition of a new e-mail 
or Internet policy covering union employees must be bar¬ 
gained if employees may be disciplined for failing to fol¬ 
low the policy (Lieber 1998). A requirement to bargain 
with the union does not require the employer and union to 
agree on the terms of the policy. However, the employer is 
required to bargain in good faith about the effects of im¬ 
posing the policy until a bargaining impasse is reached— 
only then may the employer unilaterally impose its pro¬ 
posed workplace policy. An employer may also have an 
obligation to bargain with the union over imposition of 
electronic monitoring or other surveillance practices or 
policies that are designed to detect violations of the e-mail 
and Internet policy. For example, an employer was re¬ 
quired to bargain with union representatives over the im¬ 
position of new package-inspection practices designed to 
prevent employee theft ( Edgar P. Benjamin Healthcare 
Center 1996). So, by analogy, an employer maybe required 
to bargain about electronic monitoring practices de¬ 
signed to prevent employee abuse of its computer systems 
and violations of its e-mail and Internet use policy. 

If an employer implements a workplace policy without 
bargaining with the union or obtaining the union’s waiver 
of its right to bargain, either the union or employees may 
file an unfair labor practice charge with the NLRB. Also, 
even if the policy is lawfully implemented, when disputes 
about e-mail and Internet use or employer monitoring 
arise, employers may have obligations under collective 
bargaining agreements to arbitrate these disputes. Such 
disputes may include disputes about employee discipline 
for violating the e-mail and Internet use policy or disputes 
about whether the employer’s electronic monitoring vio¬ 
lates the collective-bargaining agreement. 

Special Issues Related to Government 
Employees 

Government employees may have constitutional rights to 
privacy under federal or state laws that employees in the 
private sector generally do not have, including a Fourth 
Amendment right to be free from unreasonable searches 
and seizures by their government employer ( O’Connor v. 
Ortega 1987). However, even when a constitutional right 
to privacy claim may be made, employers have generally 
prevailed on invasion of privacy claims. In Kelleher v. City 
of Reading (2002), a city employee lost a claim for invasion 
of privacy against the city for allegedly publicizing her 
e-mail and other purportedly private information relat¬ 
ing to her suspension by the city. And in U.S. v. Simmons 
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(2000), the federal government used electronic monitor¬ 
ing to examine the records of Web sites visited by a federal 
employee and then examined files saved on his compu¬ 
ter. The court recognized that public-sector employees 
may have constitutional or statutory privacy rights in 
e-mail communications in some circumstances. However, 
the court said this employee did not have an objectively 
reasonable expectation of privacy in electronic commu¬ 
nications made in the workplace in light of the employ¬ 
er’s monitoring policy. The employers policy specified the 
types of data that would be monitored, including e-mail, 
Internet, and electronic hie transfers, and specified the 
ways in which the data would be retrieved, including audit 
and inspection. However, even if public employees' e-mail 
messages are public records that a public employer may 
monitor, courts have issued injunctions to prevent public 
disclosure of the contents of personal e-mail as personal 
information (Tiberino v. Spokane County 2000). Although 
most constitutional invasion of privacy claims relate to pub¬ 
lic employees, states such as California have also extended 
state constitutional rights to privacy to private-sector em¬ 
ployees (Safon 2000; California Constitution 2005). 

A number of important issues have been discussed in 
this chapter that relate to drafting an effective e-mail and 
Internet use policy. A summary of some of these issues is 
provided in Table 1. Table 1 also includes drafting sugges¬ 
tions for policies covering at-will employees working in 
private sector, nonunion workplaces in the United States. 

CONCLUSION 

The reassuring news for employers about drafting e-mail 
and Internet use policies is that well-drafted policies edu¬ 
cate employees about the proper ways to use e-mail and the 
Internet, help protect employers’ property and trade se¬ 
crets, and help prevent expensive lawsuits related to mis¬ 
use of the employers’ systems. One of the challenges for 
employers is to comply with the multitude of laws that 
protect employee rights in this situation. It is true that 
private-sector employers in the United States have the most 
latitude to draft policies that do not expand employee pri¬ 
vacy and other legal rights, yet reserve employer rights 
to monitor and enforce their policies. Multinational com¬ 
panies with employees and customers in the European 
Union and other countries that have adopted privacy laws 
similar to those of the European Union face the greatest 
challenges as they seek to comply with laws protecting the 
privacy of personal information and electronic communi¬ 
cations, while preserving employer rights to monitor their 
systems and enforce their policies. 

A key challenge for policy drafters is to keep abreast 
of the developments in laws that protect employee rights 
in the workplace and regulate improper uses of e-mail and 
Internet access by company employees. Because business 
is increasingly global, drafting a company policy for e-mail 
and Internet use that is consistent with the laws in the 
countries where the company operates is a key challenge 
for multinational companies. Countries other than those in 
the European Union are following the lead of the European 
Union in establishing workplace privacy and data protec¬ 
tion rights for employees related to e-mail and Internet 
communications. In addition, employees commonly use 


the personal data of others, including customers and em¬ 
ployees, in the process of using e-mail and Internet access 
on the job. In many countries, including the United States 
and EU member countries, the use of customers’ personal 
data in conjunction with the use of e-mail and Internet ac¬ 
cess is increasingly regulated. So, employees’ using their 
employers’ e-mail and Internet access to do their jobs may 
run afoul of civil and criminal laws such as those address¬ 
ing spam or communications with children. 

A well-drafted e-mail and Internet use policy also needs 
to be effectively communicated to users who will be re¬ 
quired to follow the policy. However, having a policy is no 
substitute for good management practices and consistent 
enforcement of the policy. Finally, all e-mail and Internet 
use policies should be reviewed by the company’s legal 
counsel. Although this chapter provides much insight into 
the legal issues of which policy drafters and enforcers 
should be aware, it does not provide specific legal advice 
for any company related to its e-mail and Internet use pol¬ 
icy and is not a substitute for consulting legal counsel. 


GLOSSARY 

At-Will Employment: The traditional view of the em¬ 
ployment relationship in the United States, in which 
either the employee or the employer may terminate the 
employment at any time, without advance notice, and 
for any lawful reason. There are many exceptions to at- 
will employment that have been created in contracts, 
statutes, constitutions, or in some cases by courts. The 
major exceptions include prohibitions on the termina¬ 
tion of an at-will employee for reasons that violate pub¬ 
lic policy (prohibiting termination for serving on jury 
duty, filing workers’ compensation claims, etc.); for rea¬ 
sons that violate discrimination statutes (prohibiting 
race, color, sex, religion, national origin, age, disability, 
pregnancy, harassment, and other forms of unlawful 
discrimination); for engaging in protected concerted 
activity under federal or state labor laws; for reporting 
unsafe working conditions; and for reporting criminal 
or other wrongful activity in the workplace (whistle¬ 
blowing). Employees in the private sector are presumed 
to be at will in the United States unless they are covered 
by an employment contract that promises employees 
greater protection from discipline or termination, such 
as a promise to be terminated only for "just cause." 
Union-represented employees covered by collective 
bargaining agreements generally have a right to be dis¬ 
ciplined or terminated only for just cause, and thus are 
not at-will employees. 

Computer Forensics: The electronic recovery and re¬ 
construction of electronic data after deletion, conceal¬ 
ment, or attempted destruction of the data, generally 
from the hard drive of a computer. 

Contract: An agreement between two or more parties 
creating obligations that a court will enforce. The 
agreement may be oral or written and may also be im¬ 
plied from the parties’ conduct rather than their words. 
For example, an implied employment contract may be 
based on an employment handbook or employment 
policy that has been communicated to employees. 
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Copyright: A property right of an author of an origi¬ 
nal work that has been fixed in a tangible medium, 
including literary, musical, artistic, photographic, or 
film works. The holder of a copyright has the exclusive 
right to reproduce, distribute, perform, and display 
the work. 

Disabled Person: A person is protected by federal dis¬ 
ability laws if that person has a physical or mental im¬ 
pairment that substantially limits one or more major 
life activities, has a record of a substantially limiting 
physical or mental impairment, or is perceived by oth¬ 
ers as having such impairment. Under federal disabil¬ 
ity laws, all applicants and employees are entitled to 
medical confidentiality from their employers even if 
they are not disabled. 

Disclaimer: A statement repudiating or renouncing the 
legal rights of another. For example, an employer may 
include a disclaimer in an employment policy or hand¬ 
book to disavow the creation of any contractual rights 
on the part of employees and to attempt to retain an 
at-will employment relationship. 

Electronic Workplace Monitoring: Use of electronic 
devices and/or computer software to measure or ob¬ 
serve the work performance of employees, to conduct 
electronic surveillance of the workplace, including 
observation of the actions and communications of 
others, and the use of computer forensics to recover or 
reconstruct evidence of the actions or communications 
of employees and others related to the workplace. 

European Data Protection Directive: Requires mem¬ 
ber states of the European Union to enact national laws 
consistent with the European Data Protection Directive 
(Directive 95/46/EC of the European Parliament and of 
the Council of 24 October 1995) to protect the privacy 
of personal data when it is processed by another per¬ 
son or company, including an employer. Requires that 
processing of personal data be fair and lawful and 
that data be collected for legitimate purposes, be rele¬ 
vant, be accurate, and be kept in a form that permits 
identification of data subjects for no longer than is nec¬ 
essary for the purposes of the collection of the data. 
Provides that data subjects are entitled to access 
data about themselves and have rights to correct data 
about themselves. Applies to both consumer and 
workplace data protection issues. Restricts transfer of 
personal data about European residents to countries 
outside the European Union that have privacy laws that 
fail to provide an adequate level of data protection. 

Fair Use: An exception under the U.S. Copyright Act 
that allows one who does not own a copyright to make 
limited “fair use” of the copyrighted work for purposes 
such as criticism, comment, news reporting, teaching, 
scholarship, or research without being liable for copy¬ 
right infringement. Fair use is primarily an affirmative 
defense to a claim of copyright infringement. Quali¬ 
fication for the affirmative defense is determined by 
courts on a case-by-case basis and depends on: (1) the 
purpose and character of the use, including whether 
the use is of a commercial nature or for nonprofit, ed¬ 
ucational purposes; (2) the nature of the copyrighted 
work; (3) the amount and substantiality of the portion 
of the copyrighted work that is used in relation to the 


whole of the copyrighted work; and (4) the effect of 
the use on the potential market for or the value of the 
copyrighted work. 

Family and Medical Leave: A form of protected leave 
from employment that is protected by federal and 
some state laws. The leave is available for an employ¬ 
ees serious health condition, for the birth or adoption 
of a child, and for the serious health condition of a 
family member, defined as a parent, spouse, or child. 
A person is not required to be disabled within the 
meaning of federal or state law to qualify for family 
and medical leave. Persons on family and medical 
leave are entitled to medical confidentiality from their 
employers. 

Hostile Work Environment: A form of harassment 
prohibited by U.S. federal and state discrimination 
laws. A hostile work environment is unlawful when it 
is based on an employee’s sex (or gender), race, color, 
national origin, religion, age, or disability (prohibited 
classifications). Although federal laws do not protect 
employees from sexual orientation or marital dis¬ 
crimination, state and local laws may prohibit harass¬ 
ment and discrimination for these reasons. Words or 
conduct of coworkers, supervisors, managers, or third 
parties that occurs in or is associated with the work¬ 
place are unlawful discrimination when the words or 
conduct are based on one or more of the prohibited 
classifications, are unwelcome, and are sufficiently 
serious or pervasive. 

Noncompetition Agreements: An agreement between 
an employer and an employee or an independent con¬ 
tractor that restricts the ability of the employee or in¬ 
dependent contractor from working for a competitor 
and/or competing directly through his own business 
with his employer. Such agreements are generally dis¬ 
favored under the law because they restrict competi¬ 
tion. However, depending on state law, noncompetition 
agreements may be enforceable if reasonable. Factors 
considered by courts in determining reasonableness 
include the scope of the noncompetition activity cov¬ 
ered by the agreement, the term of the agreement, and 
the size of the geographic area in which noncompeti¬ 
tion is restricted. 

Nondisclosure Agreements: An agreement between 
an employer and an employee or an independent 
contractor that restricts the ability of the employee 
or independent contractor to disclose confidential or 
proprietary information of the employer. Such agree¬ 
ments are likely to be enforceable under state law and 
are consistent with the fiduciary duty that an agent 
owes a principal to be loyal to the principal in carrying 
out his responsibilities. This duty may extend beyond 
termination of the employment and/or the agency re¬ 
lationship. 

Tort: The breach of a legal duty established by law that 
causes injury or damage to another. This is a civil 
wrong that does not arise from a contract. One who 
violates a civil duty and injures another may be re¬ 
quired to pay damages to the person injured. Examples 
of torts include defamation, assault, battery, wrongful 
interference by a third party with a contractual rela¬ 
tionship, and invasion of privacy. 
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Trade Secret: A formula, process, device, or other busi¬ 
ness information that is kept confidential to maintain 
a competitive advantage. 

CROSS REFERENCES 

See Computer Network Management; E-mail and Instant 

Messaging; Network Attacks; The Internet Fundamentals. 
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INTRODUCTION 

Network management, in general, is a service that uses 
a variety of protocols, tools, applications, and devices to 
assist human network managers in monitoring and con¬ 
trolling the proper network resources, both hardware 
and software, to address service needs and the network 
objectives. This includes performing functions such as 
initial network planning, frequency allocation, prede¬ 
termined traffic routing to support load balancing, cryp¬ 
tographic key distribution authorization, configuration 
management, fault management, security management, 
performance management, bandwidth management, and 
accounting management. 

When transmission control protocol/Internet proto¬ 
col (TCP/IP) was developed, little thought was given to 
network management. Prior to the 1980s, the practice of 
network management was largely proprietary because 
of the high cost of development. The rapid movement 
in the 1980s toward larger and more complex networks 
caused a significant diffusion of network management 
technologies. The starting point in providing specific net¬ 
work management tools was in November 1987, when 
simple gateway monitoring protocol (SGMP) was issued. 
In early 1988, the Internet Architecture Board (IAB) ap¬ 
proved a simple network management protocol (SNMP) as 
a short-term solution for network management. Standards 
like SNMP and common management information pro¬ 
tocol (CMIP) paved the way for standardized network 
management and the development of innovative net¬ 
work management tools and applications. 

However, these protocols were not designed for wireless 
networks. The wireless-specific mobility management, in¬ 
cluding handoff management and location management, 
were not addressed in these protocols. 

Network management system (NMS) refers to a collec¬ 
tion of applications that enable network components to 


be monitored and controlled. In general, network man¬ 
agement systems have the basic architecture shown in 
Figure 1. The architecture consists of two key elements: 
a managing device, called a “management station,” or a 
"manager,” and the managed devices, called “management 
agents,” or simply “agents.” A management station serves 
as the interface between the human network manager and 
the network management system. It is also the platform for 
management applications to perform management func¬ 
tions through interactions with the management agents. 
The management agent responds to the requests from the 
management station and also provides the management 
station with unsolicited information. 

Given the diversity of managed elements, such as rout¬ 
ers, bridges, switches, hubs, and so on, and the wide variety 
of operating systems and programming interfaces, a man¬ 
agement protocol is critical for the management station 
to communicate with the management agents effectively. 
SNMP and CMIP are two well-known network manage¬ 
ment protocols. A network management system is gener¬ 
ally described using the open system interconnection (OSI) 
network management model. As an OSI network manage¬ 
ment protocol, CMIP was proposed as a replacement for 
the simple but less sophisticated SNMP; however, it has 
not been widely adopted. For this reason, we will focus in 
this chapter on SNMP. 

OSI Network Management Model 

The OSI network management comprises four major 
models: 

• The organization model defines the manager, agent, 
and managed object. It describes the components of a 
network management system, the components’ func¬ 
tions, and its infrastructure. 
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Figure 1: Typical network management architecture 
(Cisco Systems 2002) 


Network Management Station 



Managed Device Managed Device Managed Device 


• The information model is concerned with the informa¬ 
tion structure and storage. It specifies the information 
base used to describe the managed objects and their re¬ 
lationships. The structure of management information 
(SMI) defines the syntax and semantics of management 
information stored in the management information 
base (MIB). The MIB is used by both the agent process 
and the manager process for management information 
exchange and storage. 

• The communication model deals with the way infor¬ 
mation is exchanged between the agent and the manager 
and between the managers. There are three key elements 
in the communication model: the transport protocol, the 
application protocol, and the actual message to be com¬ 
municated. 

• The functional model comprises five functional areas 
of network management, which are discussed in more 
detail in the next section. 

Network Management Layers 

Two protocol architectures have served as the bases for 
the development of interoperable communications stan¬ 
dards: the International Organization for Standardiza¬ 
tion (ISO) OSI reference model and the TCP/IP reference 


model, which are compared in Figure 2 (Tanenbaum 
2003). The OSI reference model was developed based on 
the premise that different layers of the protocol provide 
different services and functions. It provides a conceptual 
framework for communications among different network 
elements. The OSI model has seven layers. Network com¬ 
munication occurs at different layers, from the applica¬ 
tion layer to the physical layer; however, each layer can 
communicate only with its adjacent layers. The primary 
functions and services of the OSI layers are described in 
Table 1. 

The OSI and TCP/IP reference models have much in 
common. Both are based on the concept of a stack of in¬ 
dependent protocols. Also, the functionality of the cor¬ 
responding layers is roughly similar. 

However, differences do exist between the two reference 
models. The concepts that are central to the OSI model in¬ 
clude service, interface, and protocol. The OSI reference 
model makes the distinction among these three concepts 
explicit. The TCP/IP model, however, does not clearly 
distinguish among these three concepts. As a conse¬ 
quence, the protocols in the OSI model are better hidden 
than in the TCP/IP model and can be replaced relatively 
easily as the technology changes. The OSI model was de¬ 
vised before the corresponding protocols were invented; 
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Table 1: OSI layers and functions 


Layer 

Functions 

Application 

• Provides the user application process with access to OSI facilities 

Presentation 

• Responsible for data representation, data compression, and data encryption and decryption 

• Ensures communication between systems with different data representations 

• Allows the application layer to access the session layer services 

Session 

• Allows users on different machines to establish sessions between them 

• Establishes and maintains connections between processes, and data-transfer services 

Transport 

• Provides reliable, transparent data transfer between end systems, or hosts 

• Provides end-to-end error recovery and flow control 

• Multiplexes and de-multiplexes messages from applications 

Network 

• Establishes, maintains, and terminates connections between end systems 

• Builds end-to-end route through the network 

Data Link 

• Composed of two sublayers: logical link control (LLC) and media access control (MAC) 

• Provides a well-defined service interface to the network layer 

• Deals with transmission errors 

• Regulates data flow 

Physical 

• Handles the interface to the communication medium 

• Deals with various medium characteristics 


therefore, it is not biased toward one particular set of 
protocols, which makes it quite general. With TCP/IP, the 
reverse is true: the protocols came first, and the model 
was really just a description of the existing protocols. 
Consequently, this model does not fit any other protocol 
stacks (Tanenbaum 2003). 

The rest of the chapter is organized as follows. In the 
next section, ISO network management functions are 
briefly described. Network management protocols are dis¬ 
cussed in the subsequent section. This is followed by a 
section on network management tools and then by a sec¬ 
tion on policy-based network management, followed by 
our conclusions. 

ISO NETWORK MANAGEMENT 
FUNCTIONS 

To ensure rapid and consistent progress on network man¬ 
agement functions, including operations, administration, 
and maintenance (OAM), ISO has grouped the manage¬ 
ment functions into five areas: (1) configuration man¬ 
agement, (2) fault management, (3) security manage¬ 
ment, (4) accounting management, and (5) performance 
management. The ISO classification has gained broad ac¬ 
ceptance for both standardized and proprietary network 
management systems. A description of each management 
function is provided in the following subsections. 

Configuration Management 

Configuration management is concerned with initializ¬ 
ing a network, provisioning the network resources and 
services, and monitoring and controlling the network. 


More specifically, the responsibilities of configuration 
management include setting, maintaining, adding to, and 
updating the relationship among components and the 
status of the components during network operation. 

Configuration management consists of both device 
configuration and network configuration. Device con¬ 
figuration can be performed either locally or remotely. 
Automated network configuration, such as dynamic host 
configuration protocol (DHCP) and domain name ser¬ 
vices (DNS), plays a key role in network management. 

Fault Management 

Fault management involves detection, isolation, and cor¬ 
rection of abnormal operations that may cause the failure 
of the OSI network. The major goal of fault management 
is to ensure that the network is always available and that 
when a fault occurs, it can be fixed as rapidly as possible. 

Faults should be distinct from errors. An error is 
generally a single event, whereas a fault is an abnormal 
condition that requires management attention to fix. For 
example, the physical communication line cut is a fault, 
while a single-bit error on a communication line is an 
error. 

Security Management 

Security management protects the networks and sys¬ 
tems from unauthorized access and security attacks. The 
mechanisms for security management include authenti¬ 
cation, encryption, and authorization. Security manage¬ 
ment is also concerned with generation, distribution, 
and storage of encryption keys as well as other security- 
related information. Security management may include 
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security systems such as firewalls and intrusion-detection 
systems that provide real-time event monitoring and 
event logging. 

Accounting Management 

Accounting management enables the charge for the use of 
managed objects to be measured and the cost for such use 
to be determined. The measure may include the resources 
consumed, the facilities used to collect accounting data 
and set billing parameters for the services used by cus¬ 
tomers, the maintenance of the databases used for billing 
purposes, and the preparation of resource usage and bill¬ 
ing reports. 

Performance Management 

Performance management is concerned with evaluating 
and reporting the behavior and the effectiveness of the 
managed network objects. A network monitoring system 
can measure and display the status of the network, such 
as gathering the statistical information on traffic volume, 
network availability, response times, and throughput. 

NETWORK MANAGEMENT PROTOCOLS 

In this section, different versions of SNMP and RMON 
will be introduced. SNMP is the most widely used data 
network management protocol. Most of the network com¬ 
ponents used in enterprise network systems have built-in 
network agents that can respond to an SNMP network 
management system. This enables the new components to 
be monitored automatically. Remote network monitoring 
is, on the other hand, the most important addition to the 
basic set of SNMP standards. It defines a remote network 
monitoring MIB that supplements MIB-II and provides 
the network manager with vital information about the 
internetwork. 


SNMP 

The objective of network management is to build a single 
protocol that manages both OSI and TCP/IP networks. 
Based on this goal, SNMP, or SNMPvl (Case et al. 1990; 
McCloghrie and Rose 1991; Rose and McCloghrie 
1990), was first recommended as an interim set of speci¬ 
fications for use as the basis of common network man¬ 
agement throughout the system, whereas the ISO CMIP 
over TCP/IP (CMOT) was recommended as the long-term 
solution (Cerf 1988, 1989). 

SNMP consists of three specifications: the SMI, which 
describes how managed objects contained in the MIB are 
defined; the MIB, which describes the managed objects 
contained in the MIB; and the SNMP itself, which defines 
the protocol used to manage these objects. 

SNMP Architecture 

The model of network management that is used for 
TCP/IP network management includes the following key 
elements: 

• Management station: hosts the network management 
applications. 

• Management agent: provides information contained 
in the MIB to management applications and accepts 
control information from the management station. 

• Management information base: defines the informa¬ 
tion that can be collected and controlled by the man¬ 
agement application. 

• Network management protocol: defines the protocol 
used to link the management station and the manage¬ 
ment agents. 

The architecture of SNMP, shown in Figure 3, dem¬ 
onstrates the key elements of a network management 
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Figure 3: SNMP network management architecture 
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Figure 4: SNMP message formats 


environment. SNMP is designed to be a simple message- 
based application-layer protocol. The manager process 
achieves network management using SNMP, which is im¬ 
plemented over the user datagram protocol (UDP) (Postel 
1980; Bidgoli 2006). An SNMP agent must also implement 
SNMP and UDP protocols. Because UDP is a connection¬ 
less protocol, SNMP is itself a connectionless protocol. 
No outgoing connections are maintained between a man¬ 
agement station and its agents. This design minimizes the 
complexity of the management agents. 

Figure 3 also shows that SNMP supports five types of 
protocol data units (PDUs). The manager can issue three 
types of PDUs on behalf of a management application: 
GetRequest, GetNextRequest, and SetRequest. The 
first two are variations of the get function. All three 
messages are acknowledged by the agent in the form of 
a GetResponse message, which is passed up to the man¬ 
agement application. Another message that the agent 


generates is trap- an unsolicited message that is gener¬ 
ated when an event that affects the normal operations of 
the MIB and the underlying managed resources occurs. 

SNMP Protocol Specifications 

The SNMP message package communicated between a 
management station and an agent consists of a version 
identifier indicating the version of the SNMP protocol, 
an SNMP community name to be used for this message 
package, and an SNMP PDU. The message structure is 
shown in Figure 4, and each field is explained in Table 2. 

Structure of Management Information 

Figure 3 shows the information exchange between a single 
manager and agent pair. In a real network environment, 
there are multiple managers and many agents. The foun¬ 
dation of a network management system is a management 
information base (MIB) containing a set of network objects 


Table 2: SNMP Message Fields 


Field 

Functions 

Version 

SNMP version (RFC 1157 is version 1) 

Community Name 

A pairing of an SNMP agent with some arbitrary set of SNMP application entities (Community Name 
serves as the password to authenticate the SNMP message) 

PDU Type 

The PDU type for the five messages is application data type, which is defined in RFC 1157 as Get- 
Request (0), GetNextRequest (1), SetRequest (2), GetResponse (3), trap (4) 

RequestID 

Used to distinguish among outstanding requests by the unique ID 

ErrorStatus 

A non-zero ErrorStatus is used to indicate that an exception occurred while processing a request 

Errorlndex 

Used to provide additional information on the error status 

Variable- 

Bindings 

A list of variable names and corresponding values 

Enterprise 

Type of object generating trap 

AgentAddre s s 

Address of object generating trap 

GenericTrap 

Generic trap type; values are coldStart (0), warmStart (1), linkDown (2), linkup 
(3), authenticationFailure (4), egpNeighborLoss (5), enterpriseSpecific (6) 

SpecificTrap 

Specific trap code not covered by the enterpriseSpecific type 

Timestamp 

Time elapsed since last reinitialization 
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to be managed. Each managed resource is represented as 
an object. The MIB is in fact a database structure of such 
objects in the form of a tree (Stallings 1998). Each system 
in a network environment maintains an MIB that keeps the 
status of the resources to be managed at that system. 
The information can be used by the network management 
entity for resource monitoring and controlling. SMI de¬ 
fines the syntax and semantics used to describe the SNMP 
management information (McCloghrie 1999). 

MIB Structure 

For simplicity and extensibility, SMI avoids complex data 
types. Each type of object in an MIB has a name, syntax, 
and an encoding scheme. An object is uniquely identified 
by an OBJECT IDENTIFIER. The identifier is also used to 
identify the structure of object types. The term OBJECT 
DESCRIPTOR may also be used to refer to the object type 
(McCloghrie and Rose 1991). The syntax of an obj ect type is 
defined using Abstract Syntax Notation One (ASN.l) (In¬ 
ternational Organization for Standardization 1987). Basic 
encoding rules (BER) have been adopted as the encoding 
scheme for data type transfer between network entities. 

The set of defined objects has a tree structure. Begin¬ 
ning with the root of the object identifier tree, each object 
identifier component value identifies an arc in the tree. The 
root has three nodes: itu (0), iso (1), and joint- 
iso-itu (2). Some of the nodes in the SMI object tree, 
starting from the root, are shown in Figure 5. The identi¬ 
fier is constructed by the set of numbers, separated by 
a dot, that defines the path to the object from the root. 
Thus, the internet node, for example, has its OBJECT 



Figure 5: Management Information Tree 


IDENTIFIER value of 1.3.6 . l. It can also be defined as 
follows: 

internet OBJECT IDENTIFIER ::={ iso (1) org 
(3) dod (6) 1 }. 

Any object in the internet node will start with the 
prefix 1. 3 .6.1 or simply internet. 

SMI defines four nodes under internet: direc¬ 
tory, mgmt, experimental, and private. The mgmt 
subtree contains the definitions of MIBs that have been 
approved by the IAB. Two versions of the MIB with the 
same object identifier have been developed, mib-1 and 
its extension mib-2. Additional objects can be defined in 
one of the following three mechanisms (Case et al. 1990; 
Stallings 1998): 

1. The mib-2 subtree can be expanded or replaced by a 
completely new revision. 

2. An experimental MIB can be constructed for a par¬ 
ticular application. Such objects may subsequently be 
moved to the mgmt subtree. 

3. Private extensions can be added to the Private 
subtree. 

Object Syntax. The syntax of an object type defines the 
abstract data structure corresponding to that object type. 
ASN. 1 is used to define each individual object and the entire 
MIB structure. The definition of an object in SNMP con¬ 
tains the data type, its allowable forms and value ranges, 
and its relationship with other objects within the MIB. 

Encoding. Objects in the MIB are encoded using the BER 
associated with ASN. 1. Although it is not the most com¬ 
pact or efficient form of encoding, BER is a widely used, 
standardized encoding scheme. BER specifies a method 
for encoding values of each ASN. 1 type as a string of oc¬ 
tets for transmitting to another system. 

Management Information Base 

Two versions of MIBs have been defined: MIB-I and MIB-II. 
MIB-II is a superset of MIB-I, with some additional ob¬ 
jects and groups. MIB-II contains only essential elements; 
none of the objects is optional. The objects are arranged 
into groups as shown in Table 3. 

Security Weaknesses 

The only security feature that SNMP offers is through the 
Community Name contained in the SNMP message as 
shown in Figure 4. Community Name serves as the pass¬ 
word to authenticate the SNMP message. Without encryp¬ 
tion, this feature essentially offers no security at all, since 
the Community Name can be readily eavesdropped as it 
passes from the managed systems to the management sys¬ 
tem. Furthermore, SNMP cannot authenticate the source 
of a management message. Therefore, it is possible for un¬ 
authorized users to exercise SNMP network management 
functions and to eavesdrop on management information 
as it passes from the managed systems to the manage¬ 
ment system. Because of these deficiencies, many SNMP 
implementations have chosen not to implement the Set 
command. This reduces their utility to that of a network 
monitor, and no network control applications can be 
supported. 
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Table 3: Objects Contained in MIB-II 


Groups 

Description 

system 

Contains system description and administrative information. 

interfaces 

Contains information about each of the interfaces from the system to a subnet. 

at 

Contains address translation table for Internet-to-subnet address mapping. This group is deprecated in 
MIB-II and is included solely for compatibility with MIB-I nodes. 

ip 

Contains information relevant to the implementation and operation of IP at a node. 

icmp 

Contains information relevant to the implementation and operation of ICMP at a node. 

tcp 

Contains information relevant to the implementation and operation of TCP at a node. 

udp 

Contains information relevant to the implementation and operation of UDP at a node. 

egp 

Contains information relevant to the implementation and operation of EGP at a node. 

transmission 

Contains information about the transmission schemes and access protocols at each system interface. 

snmp 

Contains information relevant to the implementation and operation of SNMP on this system. 


SNMPv2 

SNMP was originally developed as an interim manage¬ 
ment protocol, while CMIP over TCP/IP (CMOT), which 
essentially enables the OSI system management protocols 
to operate on top of the TCP protocol, was developed as 
the ultimate network management protocol. However, the 
latter goal never came about in reality. At the same time, 
SNMP has been incorporated widely, and enhancement 
is expected. SNMPv2 was developed when it was obvious 
that the OSI network management standards were not go¬ 
ing to be widely adopted in the foreseeable future. 

Major Changes in SNMPv2 

The SNMPv2 system architecture is essentially the same 
as that of SNMP. The key enhancement in SNMPv2 can 
be summarized as follows: 

• Bulk data transfer capability: The most noticeable 
change in SNMPv2 is the inclusion of two new PDUs. 
The first PDU is the GetBulkRequest PDU, which ena¬ 
bles the manager to retrieve large blocks of data effi¬ 
ciently, and therefore speeds up the GetNextRequest 
process. 

• Manager-to-manager capability: The second PDU is 
the InformRequest PDU, which enables one manager 
to send trap type of information to another, and thus 
makes network management systems interoperable. 


• Structure of management information: The SMI de¬ 
fined in SNMP has been consolidated and rewritten. 

SNMPv2 Protocol Specifications 

To improve the efficiency and performance of message 
exchange between systems, the PDU data structure in 
SNMPv2 has been standardized to a common format for 
all messages, given in Figure 6. In the GetBulkRequest 
PDU, the NonRepeaters field indicates the number of 
non-repetitive field values requested and the MaxRepe- 
titions field designates the maximum number of table 
rows requested. 

SNMPv2 Structure of Management Information 

The SMI for SNMPv2 is based on the SMI for SNMP. It is 
nearly a proper superset of the SNMP SMI. The SNMPv2 
SMI is divided into three parts: module definitions, object 
definitions, and notification definitions. 

Module definitions are used to describe information 
modules. An ASN.l macro, MODULE-IDENTITY, is used 
to concisely convey the semantics of an information 
module. Object definitions are used to describe managed 
objects. Object-Type is used to concisely convey both 
syntax and semantics of a managed object. Notification 
definitions are used to describe unsolicited transmissions 
of management information. Notification in SNMPv2 is 
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equivalent to trap in SNMP SMI. NOTIFICATION-TYPE 
conveys both syntax and semantics. 

SNMPv2 Management Information Base 

The SNMPv2 MIB defines objects that describe the be¬ 
havior of an SNMPv2 entity. It consists of three groups: 

• System group: An expansion of the original MIB-II 
system group. It includes a collection of objects that 
allow an SNMPv2 entity to act in an agent role to de¬ 
scribe its dynamic configurable object resources. 

• SNMP group: A refinement to the original MIB-II snmp 
group. It consists of objects that provide the basic in¬ 
strumentation of the protocol activity. 

• MIB objects group: A collection of objects that deal 
with SNMPv2Trap PDUs and that allow several cooper¬ 
ating SNMPv2 entities, each acting in a manager role, 
to coordinate their use of the SNMPv2 set operations. 

Security Weaknesses 

Similar to SNMP, SNMPv2 fails in providing any security 
services. The security of SNMPv2 remains the same as 
the SNMP. Therefore, it is still vulnerable to security at¬ 
tacks such as masquerade, information modification, and 
information disclosure. 

SNMPv3 

The security deficiency in SNMP and SNMPv2 signifi¬ 
cantly limits their utility. To remedy this problem, SNMPv3 
was developed (Blumenthal and Wijnen 2002; Case 
et al. 2002; Harrington, Presuhn, and Wijnen 2002; 
Levi, Meyere, and Stewart 2002; Wijnen, Presuhn, and 
McCloghrie 2002). The SNMPv3 configuration can be set 
remotely with secure communication links. SNMPv3 also 
provides a framework for all three versions of SNMP and 
future development in SNMP with minimum impact on 
existing operations. 

SNMPv3 Architecture 

An SNMP management network consists of a distributed, 
interacting collection of SNMP entities. Each entity con¬ 
sists of a collection of modules that interact with each 


other to provide services. The architecture of an entity is 
defined as the elements of that entity and the names asso¬ 
ciated with them. There are three kinds of naming: naming 
of entities, naming of identities, and naming of manage¬ 
ment information. 

SNMP Entities 

The elements of the architecture associated with an SNMP 
entity, shown in Figure 7, consist of an SNMP engine, 
named snmpEnginelD, and a set of applications that 
use the services provided by the SNMP engine. A brief 
description of each of the modules is given below. 

• Dispatcher: Allows for concurrent support of multiple 
versions of SNMP messages in the SNMP engine. It 
performs three sets of functions. First, it sends and re¬ 
ceives SNMP messages from the network. Second, it de¬ 
termines the version of the message and interacts with 
the corresponding message-processing model. Third, it 
provides an abstract interface to SNMP applications to 
deliver an incoming PDU to the local application, and 
to send a PDU from the local application to a remote 
entity. 

• Message-processing subsystem: Responsible for pre¬ 
paring messages for sending, and extracting data from 
received messages. 

• Security subsystem: Provides security services such as 
authentication and privacy of messages. It potentially 
contains multiple security models. 

• Access control subsystem: Provides authoriza¬ 
tion services by means of one or more access control 
models. 

SNMP Names. The names associated with the identities 
include principal, securityName, and a model-dependent 
security ID. A principal indicates to “whom" services are 
provided. A principal can be either a person or an appli¬ 
cation. A securityName is a human-readable string that 
represents a principal. A model-dependent security ID is 
the model-specific representation of a securityName 
within a particular security model. 

A management entity can be responsible for more than 
one managed object. Each object is called a “context" 
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Table 4: List of Primitives 


Component 

Primitive 

Service Provided 

Dispatcher 

sendPdu 

Sends an SNMP request or notification to another SNMP 
entity 


processPdu 

Passes an incoming SNMP PDU to an application 


returnResponsePdu 

Returns an SNMP response PDU to the PDU dispatcher 


processResponsePdu 

Passes an incoming SNMP response PDU to an application 


registerContextEnginelD 

Registers responsibility for a specific contextEnginelD, 
for specific pduTypes 


unregisterContext- 
EnginelD 

Unregisters responsibility for a specific 
contextEnginelD, for specific pduTypes 

Message Process Subsystem 

prepareOutgoingMessage 

Prepares an outgoing SNMP request or notification 
message 


prepareResponseMessage 

Prepares an outgoing SNMP response message 


prepareDataElements 

Prepares the abstract data elements from an incoming 

SNMP message 

Access Control Subsystem 

isAccessAllowed 

Checks whether access is allowed 

Security Subsystem 

generateRequestMsg 

Generates a request or notification message 


processIncomingMsg 

Processes an incoming message 


generateResponseMsg 

Generates a response message 

User-Based Security Model 

authenticateOutgoingMsg 

Authenticates an outgoing message 


authenticateIncomingMsg 

Authenticates an incoming message 


encryptData 

Encrypts data 


decryptData 

Decrypts data 


and has a contextEnginelD and a contextName. A 
scopePDU is a block of data containing a contextEn¬ 
ginelD, a contextName, and a PDU. 

Abstract Service Interfaces. Abstract service interfaces 
describe the conceptual interfaces between the various 
subsystems within an SNMP entity and are defined by a 
set of primitives and the abstract data elements. A primi¬ 
tive specifies the function to be performed and the pa¬ 
rameters to be used to pass data and control information. 
Table 4 lists the primitives that have been defined for the 
various subsystems. 

SNMPv3 Applications 

SNMPv3 formally defines five types of applications. These 
applications make use of the services provided by the 
SNMP engine. SNMPv3 defines the procedures followed 
by each type of application when generating PDUs for 
transmission or processing incoming PDUs. The proce¬ 
dures are defined in terms of interaction with the dis¬ 
patcher by means of the dispatcher primitives. 

Command Generator. The command generator applica¬ 
tion makes use of the sendPdu andprocessResponsePdu 
dispatcher primitive to generate GetRequest, GetNext- 
Request, GetBulk, and SetRequest messages. It 
also processes the response to the command sent. The 


sendPdu provides the dispatcher with information about 
the intended destination, security parameters, and the 
actual PDU to be sent. The dispatcher then invokes 
the message-processing model, which in turn invokes the 
security model, to prepare the message. The dispatcher 
delivers each incoming response PDU to the correct 
command generator application, using the processRe- 
sponsePdu primitive. 

Command Responder. A command responder applica¬ 
tion makes use of four dispatcher primitives (register- 
context Engine ID, unregisterContextEngineID, 
processPdu, and returnResponsePdu) and one access 
control subsystem primitive (isAccessAllowed) to re¬ 
ceive and process SNMP Get and Set requests. It also 
sends response messages. The dispatcher delivers each 
incoming request PDU to the correct command responder 
application, using the processPDU primitive. The com¬ 
mand generator uses returnResponsePdu to deliver the 
message back to the dispatcher. 

Notification Originators. A notification-originator appli¬ 
cation follows the same general procedures used for a com¬ 
mand-generator application to generate either a trap or 
an Inform. If an Inform PDU is to be sent, both the send- 
PDU and processResponse primitives are used. If a trap 
PDU is to be sent, only the sendPDU primitive is used. 
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Notification Receiver. A notification receiver applica¬ 
tion follows a subset of the general procedures as for a 
command responder application to receive SNMP noti¬ 
fication messages. Both types of PDUs are received by 
means of a processPdu primitive. For an Inform PDU, 
a returnResponsePdu primitive is used to respond. 

Proxy Forwarder. A proxy-forwarder application makes 
use of dispatcher primitives to forward SNMP messages. 
The proxy-forwarder application handles four types of 
messages: messages containing PDU types generated 
by a command-generator application, messages con¬ 
taining PDU types generated by a command-responder 
application, messages containing PDU types generated 
by a notification-originator application, and messages 
containing a report indicator. 

SNMPv3 Management Information Base 

Three separate MIB modules have been defined by Levi 
et al. (2002) to support SNMPv3 applications: the man¬ 
agement target MIB, the notification MIB, and the 
proxy MIB. 

The SNMP-TARGET-MIB module contains objects for 
defining management targets. It consists of two tables. 
The first table, the snmpTargetAddrTable, contains in¬ 
formation about transport domains and addresses. The 
second table, the snmpTargetParamsTable, contains 
information about SNMP version and security infor¬ 
mation to be used when sending messages to particular 
transport domains and addresses. 

The SNMP-NOTIFICATION-MIB module contains ob¬ 
jects for remote configuration of the parameters used 
by an SNMP entity for the generation of notifications. It 
consists of three tables. The first table, the snmpNotify- 
Table, selects one or more entries in snmpTargetAddr¬ 
Table to be used for the generation of notifications. The 
second table, the snmpNotifyFilterProfileTable, 
sparsely augments the snmpTargetParamsTable so as 
to associate a set of filters with a particular management 
target. The third table, the snmpNotifyFilterTable, 
defines filters used to limit the number of notifications 
generated for a particular management target. 

The SNMP-PROXY-MIB contains objects for the remote 
configuration of the parameters used by an SNMP entity 
for proxy-forwarding operations. It contains a single table, 
snmpProxyTable, which is used to define the translations 
between management targets for forwarding messages. 


SNMPv3 Message Format 

Each SNMPv3 message includes four data groups: msg 
Version, msgGlobaData, msgSecurityParameters, 
and msgPDU, as shown in Figure 8. 

The msgVersion field is set to snmpv3 (3) and iden¬ 
tifies the message as an SNMP version 3 Message. The 
msgGlobaGata field contains the header information. 
The msgSecurityParameters field is used exclusively 
by the security model. The contents and format of the 
data are defined by the security model. The msgData is 
the scoped PDU field containing information to identify 
an administratively unique context and a PDU. 


Security Enhancement 

One of the main objectives in developing SNMPv3 is the 
addition of security services for network management. 
SNMPv3 is intended to address four types of security 
threats: modification of information, masquerade, disclo¬ 
sure, and message-stream modification. The first two are 
identified as principal threats, while the last two are iden¬ 
tified as secondary threats. A user-based security model 
(USM) is proposed in SNMPv3. This model reflects the 
traditional concept of a user identified by a userName 
(Blumenthal and Wijnen 2002). 


User-Based Security Model (USM) 

The USM encompasses three different security modules: 
the authentication module, the timeliness module, and 
the privacy module. 

In order to protect against message replay, delay, 
and redirection, when two management entities 
communicate, one of the SNMP engines is designated 
to be the authoritative SNMP engine. Particularly, when 
an SNMP message contains a payload that expects a 
response, then the receiver of such messages is authori¬ 
tative. When an SNMP message contains a payload that 
does not expect a response, then the sender of such a 
message is authoritative. 

The message process model invokes the USM in the 
security subsystem. Based on the security level set in 
the message, the USM in turn invokes the authentication 
modules, privacy modules, and timeliness module. The 
USM allows for different protocols to be used instead of, or 
concurrent with, the protocols described by Blumenthal 


msgGloboData=HeaderData 
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Figure 8: SNMPv3 message format 
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and Wijnen (2002) and Wijnen, Presuhn, and McCloghrie 

( 2002 ). 

Authentication. USM uses one of two alternative authen¬ 
tication protocols to achieve data integrity and data ori¬ 
gin authentication: HMAC-MD5-96 and HMAC-SHA-96. 
HMAC uses a secure hash function and a secret key to 
produce a message authentication code (Stallings 1998; 
Krawczyk, Bellare, and Canetti 1997). In this case, the 
secret key is the localized user’s private authentication 
key authKey. The value of authKey is not accessible via 
SNMP. For HMAC-MD5-96, MD5 is used as the underly¬ 
ing hash function. The authKey is 16 octets in length. The 
algorithm produces a 128-bit output, which is truncated 
to 12 octets (96 bits). For HMAC-SHA-96, the underly¬ 
ing hash function is SHA-1. The authKey is 20 octets in 
length. The algorithm produces a 20-octet output, which 
is again truncated to 12 octets. 

Encryption. USM uses a cipher block chaining data en¬ 
cryption standard (CBC-DES) symmetric encryption pro¬ 
tocol to protect against disclosure of the message payload 
(Stallings 1998; Krawczyk et al. 1997). A 16-octet privKey 
is provided as the input to the encryption protocol. The 
first 8 octets (64 bits) of this privKey are used as a DES 
key. Since DES uses only 56 bits, the least significant bit 
in each octet is disregarded. For CBC mode, a 64-bit ini¬ 
tialization vector (IV) is required. The last 8 octets of the 
privKey contain a value that is used to generate this IV. 

In order to ensure that the IVs for two different pack¬ 
ets encrypted by the same key are not identical, an 8-octet 
string called “salt” is XOR-ed with the pre-IV to obtain 
the IV. 

View-Based Access Control Model (VACM). The access 
control subsystem of an SNMP engine has the responsibility 


for checking whether a specific type of access (read, write, 
notify) to a particular object (instance) is allowed. 

Access control occurs in an SNMP entity when process¬ 
ing SNMP retrieval or modification request messages 
from an SNMP entity and when an SNMP notification 
message is generated. 

The VACM defines a set of services that an application 
can use for checking access rights. It is the responsibility 
of the application to make the proper service calls for ac¬ 
cess checking. 

Remote Network Monitoring (RMON) 

Remote network monitoring devices, often called “moni¬ 
tors” or "probes," are instruments that exist for the pur¬ 
pose of managing a network. The RMON can produce 
summary information of the managed objects, including 
error statistics, performance statistics, and traffic statis¬ 
tics. Based on the statistics information, the status of the 
managed objects can be observed and analyzed. 

RMON1 Groups 

The RMON1 specification is primarily a definition of an 
MIB, defined by Waldbusser (1993, 2000). RMON1 de¬ 
livers management information in nine groups of moni¬ 
toring elements; each provides specific sets of data to 
meet common network-monitoring requirements. Some 
RMON1 groups require the support of other RMON1 
groups to function properly. Table 5 summarizes the nine 
monitoring groups specified in Waldbusser (1997). 

RMON2 

RMON2 as defined by Waldbusser (1997) enables net¬ 
work statistics and analysis to be provided from the 
network layer up to the application layer. The most visible 
and most beneficial capability in RMON2 is monitoring 


Table 5: RMON1 MIBs 


RMON Group 

Functions 

Statistics 

Contains statistics measured by the probe for each monitored interface on this device. 

History 

Records periodic statistical samples from a network and stores them for later retrieval. 

Alarm 

Takes statistical samples periodically from variables in the probe and compares them with 
previously configured thresholds. If the monitored variable crosses a threshold, an event is 
generated. 

Host 

Contains statistics associated with each host discovered on the network. 

HostTopN 

Prepares statistics about the top N hosts on a subnetwork based on the available parameters. 

Matrix 

Stores statistics for conversations between sets of two addresses. As the device detects a new 
conversation, it creates a new entry in its table. 

Filters 

Enables packets to be matched by a filter equation. These matched packets form a data stream that 
may be captured or may generate events. 

Packet capture 

Enables packets to be captured after they flow through a channel. 

Events 

Controls the generation and notification of events from a device. 

Token ring extensions 

Contains four groups to define some additional monitoring functions specified for token ring. They 
are the ring station group, the ring station order group, the ring station configuration group, and 
the source routing statistics group. 
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Table 6: RMON2 MIBs 


RMON2 MIB Group 

Functions 

Protocol directory 

Presents an inventory of protocol types capable of monitoring. 

Protocol distribution 

Collects the relative amounts of octets and packets. 

Address mapping 

Provides address translation between MAC addresses and network addresses on the interface. 

Network-layer host 

Provides network host traffic statistics. 

Network-layer matrix 

Provides traffic analysis between each pair of network hosts. 

Application-layer host 

Reports on protocol usage at the network layer or higher. 

Application-layer matrix 

Provides protocol traffic analysis between pairs of network hosts. 

User history collection 

Provides user-specified history collection on alarm and configuration history. 

Probe configuration 

Controls the configuration of probe parameters. 

RMON conformance 

Describes the conformance requirements to RMON2 MIB. 


above the MAC layer, which supports protocol distribu¬ 
tion and provides a view of the whole network rather than 
a single local area network (LAN) segment. RMON2 also 
enables host traffic for particular applications to be re¬ 
corded. The managed objects in RM0N2 are arranged into 
groups, as shown in Table 6. 

Mobility Management in Wireless Networks 

The major feature of wireless communication is that it 
supports user mobility. Handoff management and loca¬ 
tion management are two key components in mobility 
management of wireless networks (Mark and Zhuang 
2003). 

Handoff Management. Wireless networks have the flexi¬ 
bility to support user roaming. To facilitate user roaming, 
there must be an effective and efficient handoff mecha¬ 
nism so that the mobile’s connection can be transferred 
from one access point to another access point with con¬ 
tinued service. 

An effective handoff scheme should have the follow¬ 
ing features: (1) fast and lossless, (2) minimal number 
of control signals, (3) scalable with network size, and 
(4) capable of recovering from link failures. 

Location Management. For identification purposes, 
each wireless subscriber must register with its home net¬ 
work. The subscriber’s identity is a permanent address 
that resides in the database of a location register, called 
the subscriber’s home location register (HLR). When the 
subscriber moves away from his/her home network, the 
new address the mobile enters is a visitor network. It 
must update its registration with the home location reg¬ 
ister through its visitor location register (VLR) in order 
to facilitate message delivery to the mobile in its new lo¬ 
cation. The procedure of maintaining an association be¬ 
tween the mobile and its HLR when it is away from its 
home network is referred to as location management. 

Location management is achieved mainly through lo¬ 
cation update and paging. The location update procedure 
allows the system to keep location knowledge in order 


to find the user for incoming calls. The paging process 
achieved by the system consists of sending paging mes¬ 
sages in all cells in which the mobile terminal could be 
located. 

NETWORK MANAGEMENT TOOLS 
AND SYSTEMS 

The tremendous growth in scale and diversity of computer 
networks has made network management a complex and 
challenging task for network administrators. To man¬ 
age computer networks tangibly and efficiently, specific 
management tools and systems must be used to seam¬ 
lessly monitor the network activities and to preemptively 
determine and control the network behaviors. 

The catalog of network management tools and sys¬ 
tems is extensive, and it is far beyond the scope of this 
chapter. Network management tools are usually based 
on particular network management protocols. Most tools 
use open protocols; however, some network management 
tools are based on vendor-specific proprietary protocols. 
The network management capabilities provided with the 
tools are usually based on the functionality supported by 
the network management protocols. 

In this section, we will briefly describe network man¬ 
agement tools in several categories, including network 
monitors, network scanners, and packet filters, along 
with two network management systems. 

Network Monitors 

One of the fundamental responsibilities of a network ad¬ 
ministrator is network monitoring. Network monitors 
are responsible for collecting and analyzing network traf¬ 
fic. A good system should be able to generate log hies and 
performance charts that detail the system capabilities 
and responses. With these data, the network configuration 
can be optimized and better prepared for faults. Some 
network monitors are designed with SNMP management 
capability to offer full view of the fundamental network 
issues. Based on the observation of network monitors, 
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network configuration can be optimized, and the admin¬ 
istrators can be better prepared for faults. To minimize 
the network down time, effective network monitoring will 
alert the presence of a network anomaly immediately. 

Numerous network monitoring tools are available to¬ 
day. Based on the functionalities, network monitoring tools 
may be further divided into the following categories: 

• Network and system monitoring can enhance com¬ 
mercial network and system performance. Represent¬ 
ative examples of network and system monitoring 
include ActiveXperts Network Monitor (www.activex- 
perts.com/activmonitor), AdventNet OpManager (http:// 
manageengine.adventnet.com/products/opmanager), 
GFI Network Server Monitor (www.gfi.com/nsm), and 
ipMonitor (www.ipmonitor.com/default.aspx). 

• Network traffic monitoring can monitor traffic flows 
through and between critical network devices as well as 
collect utilization statistics. Examples of network traf¬ 
fic monitoring tools include Colasoft EtherLook (www. 
etherlook.com) and TracePlus Ethernet (www.sstinc. 
com/ethernet. html). 

• Protocol analyzing and packet capturing provide 
packet capture, network sniffers, performance monitors 
and so on. Distinct Network Monitor (www.distinct. 
com), WildPackets’ Etherpeek (www.wildpackets.com/ 
products/etherpeek/overview), and Network Probe 
(www.objectplanet.com/probe) are some examples in 
this category. 

• Security monitoring provides security monitoring of 
workstations and servers. Activeworx Security Center 
(www.activeworx.com/products/asc/index.html) and 
NetOp Desktop Firewall (www.netop.com/netop- 
14.htm) are two examples in this category. 

Network Scanners 

Network security vulnerabilities are being detected on a 
daily basis. A network scanner is one of the key elements 
of network security. It checks network system, operating 
system, and applications running on the network to iden¬ 
tify vulnerabilities and possible security flaws that could 
expose the network to security compromise. To protect 
online assets and eliminate the risk to the business, some 
network scanners can also automate vulnerability assess¬ 
ment. Some representative network security scanners 
include Internet Scanner, Nessus Network Vulnerability 
Scanner, SAINT Vulnerability Scanner, Retina Network 
Security Scanner, NetlQ Vulnerability Manager, and GFI 
LANguard Network Security Scanner. 

Packet Filters 

Packet filters control access of data packets to a network 
by scanning the contents of the packet headers. A packet 
filter determines whether a packet should be allowed to 
go through a given point based on certain access control 
policies. 

Packet filtering is most commonly used as the first line 
of defense against attacks from machines outside the net¬ 
work. It has become a common and inexpensive mecha¬ 
nism for security protection. However, packet filtering 


does not guarantee the security of the network and inter¬ 
nal data. 

Dynamic packet filtering, also referred to as stateful 
inspection, is a firewall architecture that works at the net¬ 
work layer. Stateful inspection tracks each connection tra¬ 
versing all interfaces of the firewall and makes sure they 
are valid. A stateful firewall may examine the contents of 
the packet up through the application layer in order to get 
more information about the packet other than its source 
and destination. A stateful inspection firewall also moni¬ 
tors the state of the connection and compiles the infor¬ 
mation in a state table. As a result, filtering decisions are 
based not only on administrator-defined rules but also on 
context that has been established by prior packets passed 
through the firewall. 

Simple packet filters are implemented in most routers 
and operating systems. Some well-known packet filters in¬ 
clude nethlter (Linux) (www.netfilter.org), PF (OpenBSD) 
(www.openbsd.org/faq/pf), ipfilter (Unix) (http://coombs. 
anu.edu.au/~avalon), and SmartSniff (Windows) (www. 
nirsoft.net/utils/smsniff. html). 

Network Management Systems 

A network management system (NMS) is an automated 
system tool that helps networking personnel perform 
their functions efficiently. Many network management 
systems are available today. In this section, three network 
management systems will be briefly introduced. 

• HP OpenView (http://h20229.www2.hp.com) is HP’s 
network management platform. It is most commonly 
described as a suite of software applications that allow 
large-scale system and network management of an or¬ 
ganization’s IT assets. It includes hundreds of optional 
modules from HP as well as thousands of third parties 
that connect within the well-defined framework and 
communicate with one another. 

• Network Node Manager (NNM) is the network system 
built on the HP OpenView platform. The HP OpenView 
platform provides the common management services 
that are accessed through standard application pro¬ 
gramming interfaces (APIs). NNM is also used in its own 
right to manage networks, possibly in conjunction with 
other products, such as Cisco Cisco Works. 

• IBM Tivoli (http://222-306.ibm.com/software/tivoli) is a 
systems management platform from IBM. It is a CORBA- 
based architecture that allows the platform to manage 
large numbers of remote locations or devices. Tivoli in¬ 
cludes a huge list of software tools in providing manage¬ 
ment functions. These tools can be largely divided into 
four major categories, including business service man¬ 
agement, security management, storage management, 
and system management. 

POLICY-BASED NETWORK 
MANAGEMENT-SOLUTIONS FOR THE 
NEXT GENERATION 

Policy-based network management (PBNM) (Strassner 
2004) is a way to manage the configuration and behavior 
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of one or more entities based on business needs and 
policies. PBNM systems enable business rules and pro¬ 
cedures to be translated into policies that configure and 
control the network and its services. PBNM can also be 
defined as a condition-action response mechanism. The 
general form is: 

ON <event> 

IF <conditions> 

THEN <actions> 

PBNM enables an automatic response to conditions in 
the network according to predefined policies. By auto¬ 
mating the network management, the entire network can 
be managed as an entity itself. The essence of PBNM is 
portrayed in Figure 9. 

Policy-based network management (PBNM) will rede¬ 
fine the way networks are being managed. Policy man¬ 
agement is necessary to administer network QoS (quality 
of service), security, and resources throughout the 
enterprise. 

What Is a Policy? 

Policy is typically defined as a set of operating rules that 
manage and control access to network resources. It allows 
a network to be managed through a descriptive language. 
Policy can be represented at different levels, ranging 
from business goals to device-specific configuration 
parameters. 

Policy management is the use of operating rules to 
accomplish decisions. It forms a bridge between the 
service-level agreement (SLA) and the network entities. 
Business goals and policies can be defined as a separate 
business management layer on top of the service manage¬ 
ment layer that provides services such as QoS, as shown 
in Figure 10 (Erfani et al. 1999). 


Business Management Layer 

• Goal setting, planning 

• Policy setting 

Service Management Layer 

• QoS 

• Service interface 

Network Management Layer 

• Connectivity 

• Network control, statistics 

Figure 10: Network management—layered view 


With the growth in scale and complexity of computer 
networks, QoS and security are becoming very challeng¬ 
ing management issues. PBNM is emerging as a promis¬ 
ing solution in simplifying the management of QoS and 
security. 

Benefits of PBNM 

The appealing part of PBNM is that through abstractions, 
the network management QoS and security mechanisms 
can be simplified so that the majority of network man¬ 
agement tasks are simple in nature. PBNM also enables 
system behavior to be changed without modifying the 
implementation. More specifically, the benefit of PBNM 
can be summarized as follows (Strassner 2004; Hewlett- 
Packard 1999): 

• Optimizes network resource intelligently: The au¬ 
tomation of management tasks intelligently optimizes 
both the use of network infrastructure and the network 
policies. PBNM reduces the need for adding bandwidth 
to congested links. 

• Simplifies network and service management: PBNM 

users are no longer required to be specialists in order 
to perform network management functions. Another 
aspect is that changes in business policies do not neces¬ 
sarily require any low-layer development, which makes 
management updating painless. 

• Manages complex traffic and services intelligently: 
PBNM can manage applications with competing de¬ 
mand for shared resources using the predicated traffic 
information. Unauthorized and unwanted applications 
can be controlled or eliminated, while mission-critical 
applications can be assigned with special priority. 

• Performs time-critical functions efficiently: PBNM 
can simplify and better implement the time-critical func¬ 
tions, such as changing device configurations within a 
specific time window and performing scheduled provi¬ 
sioning functions. 

• Provides better security: PBNM can help categorize 
traffic into expected and unexpected types and assign 
rules to deal with each type. PBNM can also be used 
to determine whether a particular user can access a re¬ 
source or not. 

Architecture of a PBNM System 

The general architecture for a policy-management system 
is shown in Figure 11. This architecture contains four 
major components (Hewlett-Packard 1999; Westerinen 
et al. 2001): 

• Policy Management Console: The user interface to 
construct policies, deploy policies, and monitor the sta¬ 
tus of policy-managed environment. 

• Policy Repository: A database that stores the pol¬ 
icy rules, their conditions and actions, and related 
policy data. It can also be defined as a model abstrac¬ 
tion representing an administratively defined, logical 
container for reusable policy elements. 
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Application 
of Policy 



Figure 11 : A logic architecture for PBNM 


• Policy Decision Point (PDP): A logical process that 
makes decisions based on the policy rules and the con¬ 
ditions under which the policy rules are applied. 

• Policy Enforcement Point (PEP): A logical entity that 
executes policy decisions and/or makes a configuration 
change. 

• Policy Communication Protocols: Needed for data ex¬ 
change between entities in the policy management sys¬ 
tem. The common object policy service protocol (COPS) 
is often mentioned to support the communication be¬ 
tween the PDP and the PEP. 

CONCLUSION 

In this chapter, after a brief introduction of the network 
management system, the evolution of the two most 
widely used network management standards, SNMP and 
RMON, is reviewed along with the rapid development 
in computer and communication networks. Network 
management tools and systems, which have become an 
indispensable element in network management, are then 
briefly introduced. As a promising solution for the next 
generation of network management, the architecture of 
PBNM is also discussed. The popularity of SNMP and 
RMON is due largely to their simplicity in architecture 
and implementation; however, the simplicity comes with 
limitations as well. The versatile expertise required for the 
administrators and the reality that even a slight change 
in business policy may require complex development 
at lower layers, prevent these standards from further 
development. To overcome these disadvantages, PBNM 
is proposed to ensure efficient network management and 
smooth network services upgrade. Although PBNM is 
not yet fully mature, its promising features make it very 
appealing and convincing for a rosy future. 

GLOSSARY 

Account Management: One of the five OSI systems 
management functional areas. Consists of facilities 
that enable cost allocation based on the use of network 
resources. 

Common Management Information Protocol (CMIP): 

An object-oriented OSI standard management 
protocol. 


Configuration Management: One of the five OSI sys¬ 
tems management functional areas. Consists of facili¬ 
ties that set and change the configuration of networks 
and network components. 

Fault Management: One of the five OSI systems man¬ 
agement functional areas. Consists of facilities that 
detect, isolate, and correct the abnormal operation of 
the OSI environment. 

HMAC Protocols: Message authentication proto¬ 
cols used for the authentication scheme in security 
management. It is based on hashing algorithms to 
derive the message access code (MAC). Two common 
algorithms used in SNMP security management are 
HMAC-MD5-96 and HMAC-SHA-96. 

Managed Object: A network device that can be man¬ 
aged remotely by a network management system. 

Management Information Base (MIB): An abstract 
definition of the management information available 
through a management interface in a system. 

Network Management System (NMS): The platform 
that houses the network manager module. It monitors 
and controls the network components from a central¬ 
ized operation. 

Network Monitoring: Network monitoring describes 
the use of a system that constantly monitors a com¬ 
puter network for slow or failing systems and that noti¬ 
fies the network administrator of outages via e-mail, 
pager, or other alarms. 

Network Scanner: Network scanner describes the sys¬ 
tems used to check the network system, the operating 
system, and applications running on the network to 
identify vulnerabilities and possible security flaws that 
could expose the network to security compromise. 

Packet Filter: A packet filter determines whether a 
packet is allowed to go through a given point based on 
certain access control policies. 

Performance Management: One of the five OSI sys¬ 
tems management functional areas. Consists of facili¬ 
ties that evaluate the behavior of managed objects and 
the performance of network activities. 

Policy-Based Network Management (PBNM): 
Manages the configuration and behavior of networks 
based on business needs and policies. 

Remote Network Monitoring (RMON): Remotely 
monitoring the network with a probe. 
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Security Management: One of the five OSI systems 
management functional areas. Consists of facilities 
that provide security services essential to operate OSI 
network management correctly and to protect man¬ 
aged objects. 

Simple Network Management Protocol (SNMP): An 

application layer protocol that facilitates the exchange 
of management information between network devices. 

Structure of Management Information (SMI): 
Defines managed objects and their characteristics, as 
well as the relationship between the objects. 

Trap: An alarm or an event generated by a management 
agent and sent in an unsolicited manner to a network 
management system. 

User-Based Access Control Model (UACM): The ac¬ 
cess control scheme defined in SNMPv3. It is more se¬ 
cure and flexible than the simple access policy defined 
in SNMP. 


CROSS REFERENCES 

See Backup and Recovery System Requirements', Business 
Continuity Planning', E-Mail and Internet Use Policies', 
Network Attacks. 
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ACRONYMS 

ASN.l 

Abstract Syntax Notation One 

BER 

basic encoding rules 

CBC 

cipher block chaining 

CMIP 

common management information protocol 

CMOT 

CMIP over TCP/IP 

COPS 

common object policy service protocol 

DES 

data encryption standard 

DHCP 

dynamic host configuration protocol 

DNS 

domain name services 

EGP 

external gateway protocol 

HMAC 

hashed message authentication code 

IAB 

Internet Architecture Board 

IP 

Internet protocol 

ISO 

International Organization for Standardization 

IV 

initialization vector 

MD 

message digest 

MAC 

media access control 


MTU maximum transmission unit 

MIB management information base 

NMS network management system 

OSI open systems interconnection 

PBNM policy-based network management 

PDP policy decision point 

PDU protocol data unit 

PEP policy enforcement point 

QoS quality of service 

RFC Request for Comments 

RMON remote network monitoring 

SGMP simple gateway monitoring protocol 

SHA secure hash algorithm 

SLA service level agreement 

SMI structure of management information 

SNMP simple network management protocol 

TCP transmission control protocol 

UDP user datagram protocol 
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INTRODUCTION 

E-mail and IM systems are the two main categories of 
software described in this chapter, and emphasis is placed 
on security issues and solutions. After a brief introduc¬ 
tion to electronic mail and instant messaging, a more de¬ 
tailed look at each system is presented. In todays world 
of increasing cybercrime, security in e-mail and IM en¬ 
vironments is an important concern. Security issues and 
possible solutions are examined in depth for both e-mail 
and IM. Following this discussion, e-mail and IM usage 
policies are suggested. The conclusion is followed by a 
glossary of key terms and a list of references. 

ELECTRONIC MAIL 

Electronic mail is ubiquitous in communication today. 
Before the usefulness of e-mail was perceived, the Inter¬ 
net was widely used initially for military and academic 
purposes. The growth in popularity of the Internet was 
due, in part, to e-mail. Compared to other modes of com¬ 
munication, such as postal mail, e-mail is cheaper, faster, 
and more convenient. The ability to forward communi¬ 
cations to many people and to address more than one 
recipient, as well as the asynchronous nature of the com¬ 
munication, makes e-mail popular. The advent of mailing 
lists and address books added convenience and ease of 
use, leading to an upsurge in the use of e-mail. 

Definition of E-Mail 

Per the popular usage of the term, e-mail can be defined 
as mail sent via electronic means. According to Lombardi 
(2003), e-mail messages use standard conventions for ad¬ 
dressing and delivering content across the public Internet. 
An e-mail has two mandatory parts: a header and a mes¬ 
sage. Other components, including attachments, are op¬ 
tional. In the beginning of e-mail history, all e-mails were 
in text format. As e-mail systems evolved, formatting styles 
other than plain text began to be used. The e-mail header 
contains information on where the e-mail originated, 
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the route it has traveled, and to whom it is addressed. 
Although most e-mail users may dismiss the header as ir¬ 
relevant to their communication, technical staff need to 
know the source, destination, and route of the e-mail in 
case of problems. 

Brief History of E-Mail 

Ray Tomlinson adapted an existing internal e-mail pro¬ 
gram to the ARPAnet file transfer technology and sent 
the first e-mail message from one computer to another 
in 1971 (Griffiths 2002). After the first message, “Testing 
1-2-3,” was successfully sent and received by two differ¬ 
ent computers, Tomlinson sent a message to all ARPAnet 
users and gave them instructions for sending and receiv¬ 
ing electronic mail. The convention usemame@hostname, 
which is the basis for e-mail today, dates from this time. 

Initially, e-mail was cumbersome and not user-friendly. 
However, most of the modern e-mail features were im¬ 
plemented within a year of the first e-mail transmission 
(Griffiths 2002). The ability to delete, forward, and 
save messages, together with a standard protocol to 
transfer messages between programs, was established by 
1972. Thus, e-mail evolved along with the network now 
known as the Internet. In 1977, a standard specification 
of e-mail was published in a document called RFC 733, 
which was revised in 1982 to describe domain name 
syntax explicitly for the first time (Crocker 2003). 

Eric Allman developed the sendmail program in the 
1980s, which was derived from e-mail relaying on 
the UNIX operating system at the University of California 
at Berkeley. In 1988, Vinton Cerf sent the first commercial 
e-mail by connecting MCI Mail to the NSFnet (National 
Science Foundation network). This event marked a mile¬ 
stone in the history of e-mail because it paved the way for 
the network service providers America Online and Delphi 
to connect their proprietary e-mail systems to the Inter¬ 
net. The exponential growth in e-mail use can be traced 
to this moment when the benefits of e-mail were globally 
recognized. 
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Advantages and Features of E-Mail 

Some people consider one of the advantages of e-mail to 
be its informal style of communication. Although people 
expect typed letters to be formal and perfect, no such ex¬ 
pectations exist for e-mail. E-mail became more popular 
because of its relatively low cost, high reliability, and al¬ 
most instantaneous delivery as compared with regular 
mail (Living Internet 2003). E-mail provides a high level 
of informality, a sense of community and sharing, wide 
tolerance of spelling and typographical errors, and brevity 
of expression. It has been theorized that the style of e-mail 
communication was a factor in its early and continued 
success. Also, unlike the telephone, e-mail does not de¬ 
mand an immediate response (Griffiths 2002). 

Scientists and researchers working in the ARPAnet (pre¬ 
cursor to the Internet) community started to recognize the 
immense promise of e-mail to change the way people com¬ 
municate in all sectors of society, including the academic, 
business, and cultural sectors (Myer and Dodds 1976). 
Productivity gains were realized by businesses through 
the use of e-mail. Today, e-mail has become indispensable 
in academic, governmental, and business organizations 
around the world because of ease of use, convenience, low 
cost, asynchronous nature, range of features, and commu¬ 
nication efficiency. 

Current E-mail Systems 

An e-mail system has three components: the transport agent 
and the delivery agent on the server, and the user agent or 
client (Preetham 2002). Popular graphical-user-interface 
(GUI)-based e-mail clients such as Eudora, Google mail, 
Mozilla Thunderbird, Microsoft's Outlook and Outlook 
Express, and Pegasus incorporate features such as e-mail 
forwarding, read receipts, e-mail filtering, and spam block¬ 
ing. Web-based clients such as Hotmail and Yahoo are also 
popularly used. While Web-based clients do not require 
software downloads onto people’s personal computers, 
non-Web-based GUI e-mail clients such as Eudora require 
downloads. 

Besides the GUI-based e-mail clients mentioned previ¬ 
ously, popular text-based e-mail clients include elm and 
pine. An e-mail client can use either the post office pro¬ 
tocol (POP) or the Internet mail access protocol (IMAP). 
POP copies e-mails from the server to the computer on 
which the client resides, whereas IMAP works by copy¬ 
ing e-mail headers to the client computer—actual e-mail 
messages are not copied unless selected (Nevis 2004). 

On Outlook for Microsoft Exchange server, messaging 
application programming interface (MAPI) can be used 
for retrieving e-mail. For sending e-mail, simple mail 
transfer protocol (SMTP) is the de facto standard for trans¬ 
mission, whereas multipurpose Internet mail extensions 
(MIME) is another popular protocol available for e-mail 
clients (Wikipedia 2006). For server software, Exchange 
and sendmail protocols are popularly used. On Linux, 
qmail is a widely used protocol on the e-mail server. 
Howstuffworks.com has simple diagrams that provide a 
clearer understanding of the e-mail transfer process and 
SMTP protocol. 

MIME is a protocol that provides the ability to transmit 
nontext data such as graphics and audio through e-mail. 


Text-based encoding is used so that the nontext data can 
be transported through text-based e-mail gateways. The 
specifications for the MIME protocol are documented in 
RFC 1521 and RFC 1522; these documents also specify the 
standard representation for “complex” message bodies 
(ELook.org 2006). A complex message body is the body of 
an e-mail message that does not follow a human-readable 
ASCII format of default e-mail messages. Digitally signed 
e-mail messages and file attachments sent with textual e- 
mail are some examples of complex message bodies. 

E-mail addresses can be grouped together into mailing 
lists. A manager program automates the tedious mainte¬ 
nance of the list by adding, modifying, and deleting users 
and their e-mail addresses. Most corporations use stand¬ 
ard naming procedures to make e-mail administration and 
management easier (Tittel 2002). Popular e-mail server 
software can be categorized into proprietary intranet so¬ 
lutions such as Microsoft’s Exchange program and the 
Internet-based sendmail program. Web-based e-mail soft¬ 
ware abounds, and providers make these clients available 
to users for free. For instance, Yahoo! and Hotmail pro¬ 
vide free e-mail quotas of 250 MB to each user. Google 
mail (Gmail) provides more than 2 GB to each user. 

Disadvantages and Vulnerabilities 
of E-mail 

Although more detail can be found in “E-Mail Threats and 
Vulnerabilities,” this chapter provides a high-level per¬ 
spective on e-mail vulnerabilities and disadvantages. The 
very advantages of e-mail can be construed as disadvan¬ 
tages under certain circumstances. The asynchronous 
nature of e-mail results in disadvantages such as the lack 
of face-to-face presence that is vital to effective commu¬ 
nication. Terse messages can mislead the recipient, espe¬ 
cially if previous threads to an e-mail conversation are not 
attached. E-mail is hampered by the lack of visual cues 
that are sometimes necessary to understand what the 
sender really means (Counseling 2003). Some people find 
it ineffective to communicate solely via e-mail because its 
asynchronous nature means there is an absence of imme¬ 
diate, real-time responses. 

Today’s e-mail systems are more vulnerable to attacks 
than earlier ones because of the many additions made 
to the basic model. Advanced formatting such as hyper¬ 
text markup language (HTML) and the sending of attach¬ 
ments via e-mail contribute to the propagation of viruses 
and spam. It is also easy to impersonate others via e-mail. 
Recipients may be led to believe that the e-mail is from 
someone they know, but the sender’s name and e-mail ad¬ 
dress could have been impersonated by a crook. 

Standard procedures and default configurations are 
vulnerabilities in e-mail systems. For example, standard 
naming procedures that ease e-mail management are pre¬ 
dictable and thus exploited by hackers. Malicious users 
hide their identities by using anonymous addresses of pub¬ 
licly available Web-based e-mail providers such as GMail, 
Yahoo!, and Hotmail (Kruse and Heiser 2002). Source ad¬ 
dresses can be spoofed. Even if the senders Internet pro¬ 
tocol (IP) address is logged, it may not be of much use 
because the hacker may be using a computer in a public 
place such as a library or an airport. 
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Other threats to e-mail include interception and modifi¬ 
cation of messages and distortion of message headers and 
content to hide the source and route of traversal (Pfleeger 
1997). Sophisticated protection systems exist today to 
resolve these threats. E-mail filters work in conjunction 
with firewalls and intrusion-protection systems to create 
layers of blocking measures for potential malicious soft¬ 
ware. Sender identity and e-mail privacy are resolved by 
security measures such as public/private key encryption 
and digital signatures. "Cryptography,” has detailed infor¬ 
mation about encryption. 

Spam, or unsolicited e-mail (often undesirable), is an 
ever-growing problem and has surpassed legitimate e-mail 
in volume. Because spam constitutes over 60 percent of 
all email in 2006 as of the date of this writing (Barracuda 
Networks 2006), spam filtering for e-mail is a must, espe¬ 
cially in the enterprise, if employee productivity and net¬ 
work bandwidth are to be protected against the adverse 
effects of spam. Commercial implementations of spam 
filters include SpamAssasin, Spamihilator, SpamBouncer, 
SPAMfighter, Spam Bully, and Barracuda Spam Fire¬ 
wall. Spam filters use many techniques for preventing 
false positives, that is, legitimate e-mails flagged as spam. 
Bayesian learning techniques, bouncing spam back to the 
sender, Turing test filters, IP address black listing, and 
e-mail stamps have been used successfully against spam. 

The Bayesian spam filter has an initial time period to 
“learn” user preferences about spam e-mails and legiti¬ 
mate e-mails (Graham 2002). Spam filters also exist that 
can send a fake bounce message to the spammer after sim¬ 
ulating an e-mail delivery failure. The Turing test filter re¬ 
quests a human response for a potential spam e-mail before 
placing it in the inbox (Knight 2003). With e-mail stamps, 
a charge can be imposed before allowing the spam mes¬ 
sages to go through to the sender. Other spam blocking 
techniques are surveyed in a Barracuda Networks white 
paper (Barracuda Networks 2006). 

Malicious people such as virus writers usually exploit 
the features of e-mails to spread their destructive pay- 
load. An e-mail virus usually spreads from computer to 
computer by automatically mailing itself to all the e-mail 
addresses in the victim’s address book. The Melissa vi¬ 
rus of 1999 spread through Microsoft Word documents 
attached via e-mails (Brain 2004). Social engineering at¬ 
tacks are also common via e-mail. The "I Love You” virus 
that spread in 2000 was an example. 

The virus writers exploited the trust that prompted 
readers to open the e-mail message because the subject 
line contained the phrase “I Love You.” Thus, e-mail 
readers inadvertently spread the malicious virus. Until 
this virus was released, most e-mail was trusted, especially 
ones that came from a trusted source such as a coworker 
or spouse (Miller 2000). Some people also thought that it 
may have been a joke because e-mail was popularly used 
for distributing jokes. The Love bug virus, as it came to be 
known, caused damage that was expensive to repair, both 
in terms of money and lost time/productivity and in terms 
of eroding trust in e-mailed messages. 

Another example is the recent spate of "phishing” at¬ 
tacks that exploit e-mail’s ubiquity in order to harvest 
confidential data of unsuspecting users who click on an 
apparently genuine URL in an e-mail purportedly from 


a legitimate authority (FTC 2003). Phishing and pharm- 
ing attacks are on the rise today, and continue to be one 
of the areas of concern in e-mail security. 

A key concern is the confidentiality of e-mail com¬ 
munication. Because an e-mail can pass through many 
servers from source to destination, it can be stored and/or 
retrieved at any point along its route. Network adminis¬ 
trators and high-level managers have the right to read all 
e-mail passing through their networks. Employees may 
not be aware that e-mail communication is neither private 
nor confidential. Law enforcement officials can confiscate 
e-mail on servers and backups for investigative purposes. 
Later in this chapter, e-mail use policies are described that 
elaborate on the procedures necessary to alert employees 
about e-mail communication. 

Safeguards for E-mail: Filters and 
Usage Policies 

Several vulnerabilities posed by e-mail communication 
make the presence of monitoring systems inevitable to¬ 
day, especially in large corporate environments. The proc¬ 
ess of monitoring e-mail and taking certain actions based 
on predefined criteria is referred to as e-mail filtering. 
E-mail that is monitored can be incoming or outgoing; 
messages need to match predefined criteria, which can 
be changed at any time. E-mail filters can help sort, for¬ 
ward, and delete incoming and outgoing e-mail. On an 
organization-wide level, e-mail filters might be installed: 

• to disinfect viruses from attachments 

• to block unsolicited e-mail (spam) 

• to block confidential information from going outside 
the company, 

• to block incoming and outgoing offensive content 

• to prevent unauthorized usage of corporate e-mail sys¬ 
tems (Bhagyavati and Yang 2004). 

E-mail filtering software is currently available from Lyris, 
ePrism, MailMate, SurfControl, and SpamAssasin. Al¬ 
though e-mail filters are necessary to monitor spam and 
offensive e-mail, their implementation can have unin¬ 
tended consequences, such as blocking legitimate e-mail 
or blacklisting naive users accused of sending unsolicited 
e-mail. Cross-compatibility issues among e-mail filters 
and antivirus software may cause unintentional propaga¬ 
tion of viruses. 

Monitoring and matching measures add extra time 
to the delivery of e-mail. These security measures also 
inhibit the free flow of communication that is vital for 
research and creativity in organizations. The unintended 
effect of these filters could cause a shift away from e-mail 
by annoyed employees. 

Because e-mail is frequently used to communicate 
with colleagues, peers, and superiors, a lack of usage 
guidelines can lead to confusion over appropriate content 
and message form. Lack of an e-mail use policy can have 
serious consequences in cases of inappropriate communi¬ 
cation. If corporations do not have policies on e-mail use, 
employees can misuse corporate-owned e-mail systems 
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without fear of consequences. In creating a written e-mail 
policy, all “do’s and don’ts” need to be included. 

Employees must also be trained to understand fully 
why policies are important. Implementation of the rules 
can be monitored by management tools (EmailReplies. 
com 2001). Professionalism, efficiency, and liability pro¬ 
tection are the primary reasons for an organization to 
implement etiquette rules and train its employees on 
them. Sending e-mails in uppercase letters, attaching 
unnecessary files, making grammatical and spelling 
errors, and requesting read receipts frequently are all 
etiquette policy violations. 

Consequences for policy violations vary widely by state 
and by the type of organization. For example, the conse¬ 
quences for violations in a not-for-profit organization run 
by volunteers may be different from the consequences 
faced by employees in traditional businesses. Also, the 
penalties may range from reprimand to termination, de¬ 
pending on the severity of the offense, the scope and defi¬ 
nition of the policy, and the enforcement mandated within 
the company. Sample policy guidelines are as follows 
(SANS 2006): 

1. Office e-mail may not be used for commercial purposes 
or for personal gain. Distribution of spam or flame 
e-mails is not tolerated from office computers. 

2. Confidential and sensitive information should not be 
sent via e-mail, unless it is encrypted. Because e-mail 
communication is free and open, anyone can obtain 
such sensitive information. Encryption makes the mes¬ 
sage impossible to read if the deciphering key is not 
available. 

3. E-mail communications on office systems will be 
monitored for appropriateness of use. 

4. Due diligence needs to be practiced while communi¬ 
cating via e-mail; although an e-mail has been deleted 
by the recipient, it can be retrieved and used against 
the sender or the workplace. 

5. Inappropriate and offensive material, which is not suit¬ 
able for distribution otherwise, should not be transmit¬ 
ted through e-mail. For example, off-color remarks, 
racist comments, pornographic material, and other 
unsuitable material should not be sent through office 
e-mail. 

6. E-mail communication needs to be concise and work- 
related. Incidental personal use is permitted only if it 
does not interfere with office operations. 

7. E-mail recipients should be limited only to those with 
a need to know the contents of the communication. 
Forwarding and copying to everyone in the workplace 
should be avoided. 

8. If copyrighted information or trademarks are sent via 
e-mail, the recipient must have a need to know the in¬ 
formation and should be able to securely receive the 
e-mail. 

9. Use of office e-mail implies that the sender acts as 
an agent on behalf of the employer. Appropriateness 
of tone, style, content, and form of e-mail will ensure 
that high standards of work and professionalism are 
maintained. 


INSTANT MESSAGING 

Instant messaging systems extended the chat service 
available on time-shared computers to the Internet. IM 
client programs on users’ computers connect to special¬ 
ized servers that monitor all IM users and maintain buddy 
lists for each user. America Online (AOL) popularized the 
IM service with its AIM (AOL Instant Messenger), which 
is freely available for download from its Web site. IM can 
be thought of as an online, real-time version of e-mail 
(Day, Rosenberg, and Sugano 2000). In today's fast-paced 
corporate environment, employees do not wish to wait 
for recipients to check e-mails and then respond; instead, 
real-time and interactive responses are expected. The use 
of instant messaging grew exponentially in the late 1990s 
(Ralston, Reilly, and Hemmendinger 2003). 

Definition of IM 

Instant messaging is a type of real-time communication 
via the Internet that enables a user to create a private 
chat room with another user (Webopedia 2006). Whereas 
e-mail can be compared to postal mail, IM can be com¬ 
pared to a telephone conversation. However, a telephone 
conversation is voice-based, whereas an IM conversation 
is largely text-based. The IM system allows a user to cre¬ 
ate and maintain a buddy list of other users; the system 
alerts the user when any of the buddies is online. The 
user is then free to initiate an IM session with the buddy. 
For IM to work, both users must download and install an 
IM client, and both users must be logged on to the Inter¬ 
net at the same time. 

Brief History of IM 

Internet relay chat (IRC) was a messaging program in¬ 
vented in 1988 that was IM-like in its functionality. More 
about IRC can be found in “Internet Relay Chat (IRC).” 
In November 1996, four Israeli programmers introduced 
ICQ (“I seek you”), which was a free instant-messaging 
utility that anyone could use by downloading a client 
capable of real-time communication (Tyson 2004). 
Because of the sense of community it created, online serv¬ 
ices were popular even before the growth in popularity of 
the Internet. 

America Online, long considered the pioneer of the on¬ 
line community, had provided chat rooms for its users be¬ 
fore it introduced AIM, its version of IM services. Although 
AIM uses proprietary protocols to enable users to IM each 
other, non-AOL users can talk to AOL users; this explains 
the dominance of AIM in the IM marketplace. The devel¬ 
opment of standards and protocol specifications by the 
Internet Engineering Task Force popularized the use of 
IM and pushed the technology to the mainstream (Day, 
Rosenberg, and Sugano 2000). 

The future of instant messaging appears promis¬ 
ing because of heightened interest among the business 
and common user community. The fact that 85 percent 
of all businesses today acknowledge the use of IM 
within their organizations is testimony to the growing 
popularity of instant messaging solutions. Since IM soft¬ 
ware is going to be downloaded and used by employees, 
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companies want to control the deployment process and 
manage security as well. 

Advantages and Features of IM 

IM appears attractive to people on projects that require 
more real-time interaction than e-mail can provide. Em¬ 
ployees on team projects need not check their e-mails 
frequently; instant messaging provides interactive and 
real-time contact among them (Deutschle 2003). Syn¬ 
ergies of work and a boost in productivity are usually 
reported when an organization deploys IM. Communicat¬ 
ing in real-time streamlines interactions and saves time 
and money. In addition, free IM client software implies 
reduced licensing and contractual fees for communica¬ 
tion. Employee frustration can also be minimized because 
IM facilitates immediate access to colleagues. 

Long-distance telephone bills can be reduced by using 
IM. Spam can be reduced because the sender and recipi¬ 
ent communicate in real time. IM provides an opportu¬ 
nity for employees to hold conferences and chats (IM-Age 
2006). It also speeds up internal and external communi¬ 
cations and provides network-independent access to com¬ 
munication. However, several corporations are hesitant 
to deploy IM because of inadequate security. Corporate 
policy sometimes may not deter employees from using 
public-domain IM clients without IT approval. This ac¬ 
tivity may result in inadvertent disclosure of confidential 
corporate information. 

Current IM Systems 

Although AIM and ICQ are the leaders in the IM race, 
other popular IM systems include Microsoft’s MSN Mes¬ 
senger, the open-source multiprotocol GAIM, Google 
Talk, and Yahoo! Messenger (YM). Utilities such as Odigo 
and Omni allow the user to combine multiple IM services 
in one application (Tyson 2004). MSN Messenger and YM 
allow users to talk via IM just like via the telephone, pro¬ 
vided both parties have the necessary equipment, such as 
microphone and speakers, to access the voice feature. 

Todays IM programs also incorporate file-sharing and 
file-transfer capabilities. Mobile devices such as hand¬ 
helds, tablet personal computers (PCs), and Internet- 
enabled cellular telephones are capable of communicating 
via instant messaging systems. There are two main cat¬ 
egories of second-generation secure IM products: (a) IM 
clients with security features built in and (b) IM manage¬ 
ment software that can monitor any of the products cur¬ 
rently popular among users. Zone Labs’ product “Integrity 
IM Security,” FaceTime Communications’ “IMAuditor,” 
and IM-Age’s "Policy Manager" management solution be¬ 
long to the latter category. 

These products do more than secure IM; they han¬ 
dle policy management and provide centralized security 
(Zone Labs 2006; FaceTime Communications, 2006; IM- 
Age 2006). For example. Zone Labs' IM Policy Manager 
authenticates internal IM users, blocks file transfers, and 
monitors employee communications. Niksun’s “NetDetec- 
tor” can detect anomalies, reconstruct IM sessions, and 
archive IM for long-term storage (Niksun 2002). Microsoft 
Communicator is another IM system that allows corporate 
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entities to secure their IM environments. It also allows IM 
communication with other popular IM systems. The Inter¬ 
net has diagrammatic representations of instant messag¬ 
ing concepts—the diagram that appears on Learnthenet. 
com is one such example. 

Disadvantages and Vulnerabilities of IM 

Basic IM is not a secure way to communicate. The content 
of instant messages and information about user (network) 
connections are maintained on servers controlled by the 
IM provider. Although most of the large IM providers 
offer encryption, user logs have been captured by mali¬ 
cious hackers in the past (Deutschle 2003). The perception 
among employers is that IM is uncontrollable; therefore, 
the whole network becomes compromised. Buffer over¬ 
flow vulnerabilities in IM clients can lead to attacks that 
result in denial of service and/or execution of arbitrary 
code. Open ports can be found by hackers via file trans¬ 
fer on IM. Malware can be spread using file sharing and 
transfer. 

Proprietary client software, word limits on messages 
and sessions, potential for employee misuse, and security 
concerns have managed to restrain the popularity of IM in 
the business environment. Because IM does not leave an 
audit trail, the corporation cannot monitor the conversa¬ 
tion. Proprietary consumer products such as MSN Mes¬ 
senger and ICQ are unsuited for enterprises because they 
allow unencrypted data and bypass the virus protection at 
the corporate network's gateway servers. The file-transfer 
capability of IM is especially insecure in this regard. 
Service providers such as AOL and Sprint have developed 
separate enterprise versions of their proprietary IM solu¬ 
tions that address corporate security concerns. 

Safeguards for IM, and Usage 
Policies 

Buffer overflow vulnerabilities found in popular instant 
messaging applications such as Yahoo! Messenger and 
AIM serve as a reminder that hackers can take control 
over other machines for coordinated attacks at a later time 
(Weber 2004). Because consumer-level IM programs do 
not use encryption, these programs cannot be used in 
corporate environments without modification. IM also 
allows hackers to become aware of user presence—that 
is, whether the user is online or offline. Social engineer¬ 
ing, which can lead to identity theft, is also common 
because of poor authentication practices. Security con¬ 
cerns are, therefore, paramount in presence-aware IM 
environments. 

According to security experts, insecure IM is the new 
target for hackers who seek to steal sensitive corporate 
information. Firewalls and intrusion-detection systems 
are not useful unless they are integrated with IM-security 
software (Gaudin 2002). Employees sending noncorpo¬ 
rate information on IM can waste network bandwidth. IM 
can also cause easy distraction and loss in productivity. 
Offensive jokes propagated through IM can led to harass¬ 
ment suits. Because of legal and ethical ramifications of 
IM use, an enterprise needs to structure IM use policies 
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and train employees before deploying the IM solution. 
Sample policies include the following: 

1. Confidential and sensitive information should not be 
sent via IM unless it is encrypted. Because IM commu¬ 
nication is insecure, anyone can obtain such sensitive 
information. 

2. IM communications on office systems will be moni¬ 
tored for appropriateness of use. 

3. Inappropriate and offensive material, which is not suit¬ 
able for distribution otherwise, should not be transmit¬ 
ted through IM. For example, off-color remarks, racist 
comments, pornographic material, and other unsuit¬ 
able material should not be sent through office IM. 

4. IM communication needs to be concise and work- 
related. Incidental personal use is permitted only if it 
does not interfere with office operations. 

5. Use of office IM implies that the sender acts as an agent 
on behalf of the employer. Appropriateness of tone, style, 
content, and form of IM will ensure that high standards 
of work and professionalism are maintained. 

SECURITY IN E-MAIL AND IM 
ENVIRONMENTS 

Security is a significant area of concern in an e-mail envi¬ 
ronment because e-mail is the most crucial form of com¬ 
munication medium available on the Internet (Preetham 
2002). To ensure the integrity of e-mail communication, 
various measures have been implemented. Not caring 
about e-mail security could result in the sender’s identity 
being compromised, the recipient’s identity being compro¬ 
mised, or leakage of sensitive information. If the transfer 
agent and client of an e-mail system can be secured on 
the network, the service provider can secure the delivery 
agent. Encryption software can ensure security on the 
communication channel. Security measures can also guard 
against address spoofing and anonymous e-mail. 

Features of secure environments include confiden¬ 
tiality of message content, authentication of sender and 
recipient, and assurance of message integrity (Kurose 
and Ross 2003). Public key cryptography (more detail 
in “Cryptography”), symmetric key cryptography, digital 
signatures, message digests, message integrity checks, 
trusted key distribution, and certificate validating author¬ 
ity are essential to secure all e-mail communication within 
the environment. Because IM clients are used on mobile 
handheld devices such as PDAs and cellular telephones in 
addition to desktop and laptop computers, the security 
risks are higher because of the inherent vulnerabilities of 
wireless transmission. The lack of secure environments 
exacts a productivity and monetary toll. 

E-Mail Security: Issues and Practices 

User awareness and training are probably the most im¬ 
portant tools to secure e-mail. Deleting unsolicited mes¬ 
sages, not opening suspicious attachments, encrypting 
sensitive information sent via e-mail, and using spam 
filters are effective practices for ensuring the security of 
e-mail communications (Weber 2004). Corporate policies 


will not amount to much if users are not trained on imple¬ 
menting the policies and made aware of the consequences 
of violations. Security-sawy users can thwart social en¬ 
gineering attacks that try to obtain log-in and password 
information from them. 

Other security measures to follow in an e-mail envi¬ 
ronment include using proxy servers to forward e-mail 
to the clients and using an updated antivirus program to 
check all incoming and outgoing e-mail. Modern antivi¬ 
rus programs are capable of heuristic analysis of viruses 
by safely monitoring their behavior under controlled con¬ 
ditions (Sandhu 2002). Installation of antivirus software 
must be augmented by prompt updating of virus defini¬ 
tions and patterns; otherwise, the antivirus software will 
not be effective against newly generated viruses and other 
malware, such as Trojan horses and worms, which may 
infect application software. 

IM Security: Issues and Practices 

Patch management and avoidance of spying software 
are the first steps in securing IM systems. Antivirus soft¬ 
ware and intrusion-detection and intrusion-protection 
programs will limit the security vulnerabilities of IM sys¬ 
tems. However, corporate entities can ensure IM security 
by not allowing their employees to use public-domain IM 
systems such as AIM and YM. Proprietary solutions com¬ 
bined with end-to-end security provide a better defense 
than freeware. 

Solutions from FaceTime Communications, IMlogic, 
Akonix Systems, and MessageLabs provide software and 
hardware to manage IM systems in enterprises (Hoover 
2006). These providers claim that viruses sent through 
IM will be detected, unintentional transmission of sensi¬ 
tive information will be controlled, and the IM security 
solution will be integrated with preexisting antispam, 
content scanning, and encryption programs (FaceTime 
Communications 2006). For example, if unauthorized IM 
or P2P (peer-to-peer) connections are detected, they are 
blocked and logged. 

Realizing that the corporate environment was not ready 
to accept insecure IM systems, service providers such as 
AOL and Sprint developed enterprise versions of their IM 
clients, specifically tightening or adding security features. 
AOL’s Enterprise AIM service allows system administra¬ 
tors to manage IM use from behind the corporate firewall 
(Deutschle 2003). Although the security features come at 
a steeper price than the virtually free consumer versions, 
companies are expected to invest in IM’s long-term advan¬ 
tages. Other security-hardened IM products include IBM’s 
Lotus Sametime and Bantu’s Presence Platform. An en¬ 
crypted version of Sametime is used by the U.S. military 
and some academic institutions. 

Security providers such as Zone Labs have developed 
management platforms for securing IM in the enterprise 
and ensuring privacy for IM communications (Zone Labs 
2006). This program is independent of the IM client and 
can execute equally well on AIM, MSN Messenger, 
and YM. According to Zone Labs, this product is compat¬ 
ible with its firewall product, so both can be integrated 
to form an end-to-end solution. Featuring IM encryption, 
spam blocking, password protection, and security logging, 
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this product is geared toward the security-conscious cor¬ 
porate marketplace. Other vendors such as IM-Age and 
Niksun have also developed secure IM products or IM 
management software. 

CONCLUSION 

E-mail has become one of the primary means of com¬ 
munication for people today (Tyson 2004). E-mail clients 
that allow users to send, receive, and manage their mes¬ 
sages evolved from different formats and storage systems. 
E-mail clients differ in how they track e-mail and where 
they store archived data (Nelson et al. 2004). Hence, no 
single security solution can be provided for their varying 
vulnerabilities and differing reactions to threats. 

Because of its ubiquitous nature, several viruses now 
use e-mail as a distribution and reproduction mechanism 
because of its potential for rapid, worldwide spread. Se¬ 
curity concerns must be weighed critically before send¬ 
ing confidential data through the system. Behavior-based 
monitoring of virus activity, integrity checks, detection 
of changes in content and sources and destinations of 
e-mail, signature-based searches, and heuristic, real-time 
scanning can mitigate security risks (Slade 2004). 

The Gartner Group, in October 2001, opined that IM, 
like e-mail, could cause a company to operate as a real¬ 
time enterprise if it is properly managed and integrated 
into the underlying infrastructure. Today, IM is being 
used by 85 percent of all businesses (Hoover 2006). Al¬ 
though IM is perceived to be ephemeral, every message 
can be stored by the service provider or the organiza¬ 
tion. These archives can be monitored and even used in 
evidence. Hence, it is prudent to exercise care in sending 
e-mail and IM messages. 

GLOSSARY 

Antivirus Software: Software programs that detect 
and eliminate viruses, worms, Trojan horses, and 
other malware. 

Authentication: The process of ensuring that the indi¬ 
vidual is who she says she is. 

Confidentiality: The act of keeping sensitive informa¬ 
tion secretive. 

Demilitarized Zone (DMZ): A computer or a subnet¬ 
work that is installed between a trusted internal 
network and an untrusted external network. 

Digital Certificate: An attachment to an e-mail used 
for security purposes such as verifying the sender’s 
identity to the receiver. 

E-Mail: An asynchronous communication tool analo¬ 
gous to postal mail; it is used to transmit messages via 
the Internet. 

Encryption: The process of translating data into a se¬ 
cret code; it is the most effective way to achieve data 
confidentiality. 

Filter: Software or hardware that monitors and blocks 
incoming and outgoing e-mail traffic. 

Firewall: Hardware and/or software designed to prevent 
unauthorized access to or from a private network. 
Instant Messaging: An interactive, synchronous tool for 
engaging in real-time communication via the Internet. 


Intrusion-Detection System: A system that inspects 
all inbound and outbound network activity to identify 
suspicious patterns that may indicate an attack. 

Malware and Spyware: Malicious software designed 
to damage a system. Spyware is software that gath¬ 
ers user information through the Internet connection 
without his or her knowledge, usually for advertising 
purposes. 

Message Integrity: This refers to the validity of e-mail 
transmissions. 

Nonrepudiation: When the recipient of a communica¬ 
tion has the ability to ensure that the sender is unable 
to deny the sending of the message or the authenticity 
of its signature on the communication. 

Patch Management: Process of updating and manag¬ 
ing patches and temporary fixes on a frequent and reg¬ 
ular basis so as to remain current on the latest updates 
of the software. 

Proxy Server: A server that sits between a client appli¬ 
cation and another server; it intercepts all requests to 
the actual server. Proxy servers improve efficiency and 
filter harmful traffic. 

Spam: Electronic junk mail or unsolicited, targeted ad¬ 
vertisement via e-mail. 

Use Policies: Policies regarding employee use of 
organization-owned computers for e-mail and IM. 

Virtual Private Networks: A private network devel¬ 
oped by using public wires to connect nodes. A virtual 
private network uses encryption and other security 
mechanisms, thus ensuring that corporate data are 
safe traveling on the public Internet. 

Viruses, Worms, and Trojan Horses: Malicious soft¬ 
ware that infect a host computer, then replicate and 
spread to other computers via the network to cause 
more damage. 

Vulnerabilities and Threat Assessment: A process of 
proactively identifying vulnerabilities (weaknesses) in 
computers of a network to determine if and where a 
system can be exploited and/or threatened (attacked). 

CROSS REFERENCES 

See Computer Network Management; E-mail and Internet 

Use Policies. 
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INTRODUCTION 

Application service providers (ASPs) have become accept¬ 
able external sources of software services for many or¬ 
ganizations. In the basic ASP model, a vendor hosts an 
application required by a client and delivers the applica¬ 
tion services over a network. In one variation of the basic 
ASP model, application services are not customized. In an¬ 
other variation of this model, as in managed service provi¬ 
sioning (MSP), more customized services are provided. In 
fact, a variant of the ASP model in which software services 
were obtained from a vendor was in existence during the 
early days of computing, and this was called time-sharing 
(Braunstein 1999). However, with advances in networking 
and data communications technologies, ASP has become 
more widely used as a viable alternative to in-house IT 
departments and other forms of outsourcing (Dibbern 
et al. 2004) for obtaining IT applications (Currie 2004). 
According to a recent Gartner research study “almost one 
third of US companies currently use application service 
providers and another 22 percent plan to do so in the next 
two years” (Betts 2005). This trend in the use of ASPs fol¬ 
lows a previous period of decline from 2001 to 2004 that 
occurred with the bursting of the “dot com bubble.” 

Traditionally, a company purchasing application soft¬ 
ware from a vendor installed the software in the company's 
own systems, either on a network or in a single system, and 
maintained the software and user data. This traditional 
approach can become too costly for some companies, 
or a company may not possess enough technical skills and 
suitable technologies to implement and manage the pur¬ 
chased software. In such cases, companies may instead de¬ 
cide to contract with an ASP. In contrast to the traditional 
approach, a company seeking services from an ASP will 
obtain the services of the application from the vendors 
servers, which hosts the applications. In this ASP arrange¬ 
ment, the customer company pays the vendor a periodic 
fee for the use of the software. Such an arrangement can 
benefit companies when they do not want to spend money 
to purchase software outright or to set up the infrastruc¬ 
ture for hosting the software. Although cost is a main ad¬ 
vantage for a company seeking ASP services, risks such as 
data security and lack of control over the application still 
exist when using an ASP. The objective of this chapter is 


to discuss the ASP model, the types and characteristics of 
ASP arrangements, and the benefits and risks of ASPs. 

In general, many digital or electronic business services 
offered by vendors are described using terms ending with 
“SP." In their attempts to use a generic term, some people 
have coined the term ‘xSP’ to refer to the different service 
providers (Means 2004; Dickerson 2002). Because of the 
wide spectrum of services falling under this category of 
xSPs, it is necessary to define the scope of the topic of this 
chapter. Obtaining IT services related to networking from 
external sources can be referred to as “netsourcing" (Kern, 
Lacity, and Willcocks 2002, Netsourcing). The netsourcing 
spectrum includes application service providers (ASPs), 
business service providers (BSPs), commerce service pro¬ 
viders (CSPs), ExSourcers, full-service providers (FSPs), 
managed service providers (MSPs), and storage service pro¬ 
viders (SSPs). Although some explanations in this chapter 
are applicable to more than one type of service providers, 
our intent here is to cover only the ASP area. 

Network configurations and capabilities are critical for 
the successful use of any ASP, and specific network config¬ 
uration requirements and capacities will vary, depending 
on the clients demands. The network-configuration- 
related technical capabilities are only one type of factor 
essential for success. A client’s demand for ASP depends 
on many nontechnical determinants. The nontechnical 
determinants for using an ASP in an organization can be 
classified as economic, strategic, and knowledge-related. 
Before explaining the organizational criteria for choos¬ 
ing an ASP and the associated applications, we need to 
discuss the ASP model, the network hardware and soft¬ 
ware making the ASPs possible, and ASP configurations. 
Finally, the feasibility assessment criteria for choosing an 
ASP are also discussed. 


ASP BUSINESS MODELS 

This section examines the important factors in ASP busi¬ 
ness models—technical infrastructure, vendor-customer 
relationship management, support staff, and contract. As 
mentioned in the introduction, current studies indicate 
increased use of ASPs in the future (Betts 2005). The ex¬ 
pected increase in demand is due to the potential benefits 
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of the ASP model. The ASP sourcing option is capable of 
delivering best-of-breed business applications in a scal¬ 
able and flexible manner. Typically, an organization can 
obtain these services in exchange for a periodic fee (e.g., 
either a monthly or an annual fee) based on the number 
of transactions generated and/or the number of users at a 
customer’s site. In addition, some vendors provide free on¬ 
line application services such as Yahoo's calendar, e-mail, 
and file-management applications in My Yahoo. 

The types of ASPs have grown since the early days, 
when vendors primarily rented software to their clients 
(Tebboune 2003). One of the early definitions of appli¬ 
cation sendee provider was "a form of selective sourcing 
where a third-party organization rents generally available 
packaged software and related services” (Bennett and 
Timbrell 2000). Today, the application services have evolved 
to encompass different types of services. ASPs are no 
longer limited solely to renting software packages. The 
vendors can host and manage applications developed by 
customers, or the vendors can be other software develop¬ 
ers who provide their services to customers. 

Many popular software products of independent soft¬ 
ware vendors (ISVs) can be rented from the ASPs. Rented 
software products range from organizationwide enter¬ 
prise resource planning (ERP) applications such as pack¬ 
ages from JD Edwards, Oracle, Peoplesoft, and SAP to 
individual-level applications such as personal productiv¬ 
ity software from Google, Microsoft, and Netscape. At a 
functional level, ASPs provide e-commerce and e-business 
software for specific business functions such as supplier 
relationship management (from CommerceOne), cus¬ 
tomer relationship management, and sales force automa¬ 
tion (from salesforce.com and SSA Global). Because of the 
availability of many different ASP options, taxonomies of 
ASPs can help clarify the world of ASPs. Before examining 
the taxonomies of ASPs, an examination of generic models 
will be helpful in understanding the specific available 
service options. Several elements are common to all of the 
different ASP arrangements. The fundamental elements 
are the clients or customers who need application soft¬ 
ware services and the service providers or vendors who 
possess the resources to provide these services. 

Vendor-Client Relationship 

Some of the essential elements of an ASP arrangement 
are: (1) delivery of the services, (2) integration of the ASP 
service with the rest of the client organization as needed, 
and (3) management and operations necessary for 
providing/obtaining services and enabling the services 
appropriately. Delivery of the services requires infrastruc¬ 
ture providing connectivity between the clients and the 
vendor. Integration with the rest of the organizational ac¬ 
tivities requires software compatibility, suitable technical 
infrastructure, as well as business processes that can be 
integrated with ASP services. Delivery, integration, man¬ 
agement and operations, and enablement require tech¬ 
nology and human resources. 

The ownership of resources is an important aspect 
of the vendor-client relationship that must be examined 
when obtaining software services from vendors. Typically, 
the software package and the data reside at the vendor 


location, and the client personnel access the software from 
their own location. This spatial separation of vendor and 
client necessitates some infrastructure to be at the vendor 
and some infrastructure to be at the client. Based on these 
infrastructure requirements, most of the resources in 
these ASP arrangements are owned by the service pro¬ 
viders. The vendor must have: (1) the software package, 
(2) infrastructure to host and deliver the services to the 
client location, (3) the resources for storage and manage¬ 
ment of the data related to the application, and (4) the 
resources necessary to manage the application and net¬ 
works. At the client end, the ownership will often be limited 
to the workstations and client network connectivity. 

The essential components of an ASP arrangement are 
depicted in Figure 1. The model shows the relationships 
between the ASP and the clients in terms of the nontechni¬ 
cal factors. In the figure, a vendor supports many clients 
through a network. The network connecting the vendor 
and clients can be the Internet or a proprietary wide area 
network (WAN); therefore, the network is shown as a cloud 
shape in Figure 1. The network configurations will be dis¬ 
cussed more specifically in the next section. At the ven¬ 
dor site, software, hardware, and networking capabilities 
enable providing the services to the clients. In addition, 
adequate managerial and technical support must be avail¬ 
able at the vendor site. Clients need connectivity within 
their organization to distribute the application services as 
necessary and workstations to interface with the vendor 
systems. Moreover, proper vendor relationship manage¬ 
ment efforts at the client side can ensure success of the 
sourcing arrangement. Finally, both client and vendor 
behavior occur within the terms, conditions, and service 
levels stipulated in the contracts defining the ASP services 
to be delivered. Contract and service levels are discussed 
later in this section, and the contract is only one means 
to ensure receiving an efficient and effective service from 
the vendor. 

Hosting applications and providing services to custom¬ 
ers must be done efficiently and effectively. Typically, this 
means that the services should be available on demand. 
The application runs on the vendor server, and it is possible 
that the server performance is poor. Because of the server’s 
poor performance, the application may not respond when 
a user needs to use it. For example, a user at the client end 
may want to make a customer service decision that re¬ 
quires information generated by the vendor application. If 
the application does not respond on time the user will not 
be able to make a timely decision. Such slow response may 
cause customer dissatisfaction. In addition to the server, 
other components such as communication media, switches, 
and protocols can also impact performance and avail¬ 
ability. Because of the service-on-demand objectives and 
the likelihood of experiencing unacceptable performance, 
mechanisms to ensure quality of service (QoS) meeting 
the demands on time must be implemented. Providing 
quality and service levels requires enabling managerial 
processes and structures. 

Managerial processes and structures for management 
of the applications and the networks are critical mecha¬ 
nisms for the success of ASPs. One managerial activity 
essential for the success of an ASP is proper IT opera¬ 
tions management. The management must ensure that 
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applications are running on the server when needed, the 
data residing at the ASP are backed up and kept securely, 
the servers are running uninterrupted without glitches, 
recovery from failures is done appropriately, and the 
networks are performing efficiently. It is the responsibil¬ 
ity of the vendor to put these managerial structures in 
place, including adequate support staff to ensure that the 
services are delivered at the anticipated levels. Therefore, 
the ASP support staff must reside mostly at the vendor 
site rather than at the customer site. On the client side, a 
client needs a management structure in place to manage 
its relationship with the vendor. The complexity of this 
structure may depend on the extent of services obtained 
from external vendors. As an example, if it is a single 
vendor and a single application, the existing internal IT 
managers at the client may be able to effectively oversee 
the relationship with the vendor. On the other hand, if 
a company obtains many services from several different 
ASPs, it may be more effective to set up a formal man¬ 
agement structure dedicated to managing all the relation¬ 
ships with the ASPs. 

The vendor provides services to the clients within a con¬ 
tractual framework, incorporating the essential aspects 
of service provisioning, terms, and conditions in the con¬ 
tract. The contract should be specific and adequately de¬ 
tailed to provide the framework for providing the services 
at the acceptable levels and to establish an appropriate 


fee structure (Oakes 2005; Weblaw 2003). Obviously, the 
contract must stipulate the basics, such as fees to be paid 
by the client, the extent of service to be provided by the 
service provider, and the acceptable levels of service. 
The extent of service refers to the number of users given 
access to the application and the number of workstations 
that will have connectivity to the application’s server. 
Service levels must specify the performance levels such as 
the availability of the application, down time, and accept¬ 
able time for fixing a problem so that the application will 
be up and running before the acceptable time elapses. 

A service-level agreement (SLA) provides a framework 
for the delivery of services and for the measurement of 
service quality. More specifically, an SLA specifies ser¬ 
vices to be delivered, service availability, performance 
measures, arrangement for managing problems and per¬ 
formance, and the costs, as well as the penalties if the ven¬ 
dor does not meet stipulated service levels. The penalties 
may not be directly stated but often will be in the form of 
reduced payment for partial fulfillment of services. Oakes 
(2005) suggests that at least the following items must be 
addressed by an SLA. 

• Customer and vendor responsibilities 

• Problem definition, prioritization, and problem 
tracking 
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• Roles and responsibilities of each entity, such as net¬ 
work management and client network personnel 

• Detailed information regarding help-desk services 

• Problem escalation procedures—that is, procedures de¬ 
scribing how and when problem solving moves to the 
next level and what the next level is if a problem is not 
solved by the first level of technicians or personnel 

• Performance monitoring and reporting 

• Quality-of-service guarantee 

• Dispute-resolution procedures 

• Security issues—such as data security and network 
security 

• Termination of service provisions 

In addition to these stipulations, other clauses must be 
included in an ASP contract to mitigate the risks. Details 
of the risks are discussed later in this chapter. For exam¬ 
ple, the contract should include clauses indicating the ac¬ 
tions that must be taken if the vendor or the client needs 
to withdraw from the contract prematurely. Another im¬ 
portant contractual specification relates to penalties if the 
service levels or the contractual terms are not met by ei¬ 
ther party (i.e., vendor or customer). As an illustration, 
consider a vendor who made the application available only 
80 percent of the time and the client company has agreed 
to 95 percent as an acceptable availability. The contract 
should stipulate the amount of penalty for the reduction 
of availability by 15 percent experienced by the client. 

In general, based on the number of vendors and clients 
in an ASP vendor-client relationship, there are four possi¬ 
ble ASP arrangements: many-to-one, many-to-many, one- 
to-many, and one-to-one. Although many different vendors 
in a consortium can provide services to one client or an al¬ 
liance of clients (forming many-to-one and many-to-many 
relationships), one-to-one and one-to-many occur more 
commonly. This section describes the latter two. Often, a 
single vendor serves many client companies with the same 
application. This scenario establishes one-to-many client- 
vendor relationships. The one-to-many relationship when 
providing the software implies that there will be no or 
minimal customization of the software. 

Taxonomies of ASPs 

Figure 1 demonstrates the basic one-to-many ASP model. 
In reality, this model is too simplistic to characterize the 
many complexities in the ASP industry. One way to un¬ 
derstand the complexities in ASP business models is to 
classify all the different ASP arrangements that occur in 
practice (Currie, Desai, and Khan 2004; Kern, Lacity, and 
Willcocks 2002, Application service provision). Accord¬ 
ing to a taxonomy based on the type of services provided 
(Currie et al. 2004), four types of ASPs are identifiable: 
(1) enterprise, (2) vertical, (3) horizontal, and (4) pure-play. 
In addition to these four types of ASPs providing their 
services directly to the clients, there are many ASP 
enablers who provide hardware, telecommunications, or 
Internet connectivity. 

Enterprise ASPs provide enterprise-wide applications 
software, which usually can be used in different divisions or 
groups in an organization. An example of applications 


offered by an enterprise ASP is enterprise resource plan¬ 
ning (ERP) software (such as Peoplesoft, JD Edwards), 
which integrates manufacturing, accounting, and other 
functional areas. The enterprise ASPs do not restrict their 
solutions to the Internet only and thus could be offered 
over other WANs as well. Pure-play ASPs, on the other 
hand, offer Web-enabled applications only (e.g., sales- 
force.com offering sales force management and customer 
relationship management [CRM] software only over the 
Internet). 

A vertical ASP offers services to a specific industrial 
sector. Two examples of vertical ASPs are: Trizetto (an ASP 
offering services to the health sector) and Constructware 
(an ASP offering application services to the construc¬ 
tion industry). Other business sectors in which vertical 
ASPs offer services are engineering, hospitality manage¬ 
ment, insurance, finance, legal, transportation, retail, 
and wholesale (ASP directory 2000; Tebboune 2003). 
Another way to look at the different service providers is 
to examine the entities required for obtaining application 
services such as software, network infrastructure, and 
management (Ekanayake, Currie, and Seltsikas 2003). In 
contrast to the vertical ASPs that specialize in a specific 
sector, horizontal ASPs can cater to different industries 
using a specific application. For example, salesforce.com 
is a horizontal ASP offering sales force application soft¬ 
ware services across different vertical markets. From the 
vendor side, there are disadvantages and advantages to 
the different types of ASPs because of the limitation in 
their markets and the ability to specialize. A vertical ASP 
has a market limited to their specialization, but on the 
other hand, they will have better expertise in a given in¬ 
dustry. A vendor providing services to the construction 
industry has a client base limited to construction compa¬ 
nies, but the vendor will have the expertise to provide the 
necessary services to the construction industry. 

Different players are necessary to implement ASPs 
successfully, and it is possible to classify these vendors tax- 
onomically. According to this taxonomy, there are: ASP re¬ 
sellers, ASP developers, ASP aggregators, hosting services, 
and managed service providers (Currie et al. 2004). ASP 
resellers offer software from other developers for rent over 
networks. Applications for ERP and CRM are typical pack¬ 
ages offered by ASP resellers. Some ASPs have developed 
their own software and deliver them over the networks. 
For example, Employease (Employease 2006) rents their 
human resource information/management software over 
the Internet. ASP aggregators integrate and market pack¬ 
ages developed by ASP developers and ISVs. For example, 
Jamcracker (Jamcracker 2006) offers solutions for service 
management, user management, and access management 
solutions to service providers. A hosting service hosts a 
client’s application. A hosting service is responsible for 
providing the server to host the application. 

In a one-to-many ASP business model customers are 
offered software that is not customized—all the custom¬ 
ers use the same software. However, businesses often have 
their own idiosyncratic needs that must be met. In such 
cases, ASP vendors have to customize the applications 
according to the customers’ requirements. Such customi¬ 
zation makes the one-to-many ASP model inapplicable. 
Instead, with customization we can see a model that can 
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be called a one-to-one model, although it may not be a 
strictly one-to-one model in which each customer is served 
with a specific application (or an application with specific 
features). Figure 2 shows the modified ASP model to rep¬ 
resent the one-to-one vendor-client relationship. Figure 2 
is somewhat similar to Figure 1. The main difference is 
that the vendor now provides customized versions of ap¬ 
plications X and Y to the clients. A variant of an ASP model 
is emerging, called “managed service providers” (MSPs), 
and according to this model the vendor provides more- 
customized services (Collett 2005). In addition to the 
application services, MSP provides other services such as 
network management. For this reason, MSP is not explic¬ 
itly addressed in this chapter. 

Note that taxonomies are based on certain criteria 
used for classifications, and those discussed above are not 
the only possible classifications. For example, according 
to Webopedia (Webopedia 2006), ASPnews.com classifies 
ASPs as: enterprise ASPs, local/regional ASPs, special¬ 
ist ASPs, vertical ASPs, and volume business ASPs. 


NETWORK COMPONENTS AND ASP 
CONFIGURATIONS 

Successful ASPs depend on cost-effective communica¬ 
tions and reliable services. We now examine the network 
components of such a communications system. Before 
discussing the network requirements of an ASP, let us look 
at a typical scenario of an ASP user. The ASP user signs on 
to a workstation or to a local computer that is connected to 
a network. Once the local computer is running, the user se¬ 
lects the remote application program to run or signs on to 
the service provider before selecting the remote program. 
Typically, the actual location of the application is transpar¬ 
ent to the user. The server at the vendor end runs the ap¬ 
plication and sends responses to the user’s requests back 
to the user interface at the local computer. The user at the 
local computer uses her keyboard and mouse to interact 
with the program. Depending on the type of application, 
the user may save data on the local computer or at the 
vendors site. Applications that work with large volumes 



Figure 2: One-to-one ASP model with 
customized applications 
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of data are often stored at the vendor’s site. However, this 
arrangement depends on the user needs and the resources 
of the user. In both cases, some data will be stored at the 
vendor location. 

An ASP configuration implementing the described 
scenario is a typical client-server configuration, in which 
certain hardware and software needs to be at both the 
vendor and customer sites. The customer uses an inter¬ 
face, which can be either a common Internet browser or 
an application-specific interface depending on the soft¬ 
ware. At the customer site, the client systems run their 
own operating systems on suitable hardware. The operat¬ 
ing system can be A/UX, Linux, Mac OS X, or Microsoft 
Windows (XP, 2000, etc.) or other Unix versions that run 
on a compatible platform (i.e., Apple Macintosh or PC). 
Similarly, the customer’s hardware platform can be any 
type, conditional on compatibility between the operating 
system and the hardware. The users’ client systems at the 
customer end must be compatible with the ASP’s systems 
so they can be connected to the vendor’s server through a 
communications network. Often, the customer systems 
are on a local area network (LAN). Some companies may 
also have a wide area network (WAN) that connects their 
systems and networks. Figure 3 shows the client systems 
at the customer end with a user’s hardware platform con¬ 
nected to a customer’s network infrastructure, in which 
the network infrastructure can be a LAN or a WAN. 
Figure 3 is given here to complete the description; more 
on LANs and WANs can be found in separate chapters 
in this handbook. The components at the client site are 
shown as a stack, in which client workstation hardware 
and software are connected to the network infrastruc¬ 
ture. At the client site, a user interface to the application 
appears, and the operating system, which ultimately runs 
on the hardware platform, supports the interface. 

The vendor’s application runs on a server providing ac¬ 
cessibility, efficiency, and security. Although the server’s 
operating system need not be the same type as that of 
the users, the vendor’s server must be running an operat¬ 
ing system capable of providing reliable, efficient, effec¬ 
tive, secure, and on-demand access to the application. As 
mentioned earlier, the server needs to run an application 
that properly enables access from many different types 
of systems at the workstations or client systems that the 
users are using. Such accessibility from different client 
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systems requires proper application server software. A 
comparison of application server software is available at 
TheServerSide.com (Serverside 2006), and some vendors 
have their own solutions for application servicing (Citrix 
2006). The application server software runs on the server 
operating system (Fitzgerald and Dennis 2005; PC World 
2006) and the server-hosting hardware platform runs the 
operating system. The server operating system provides a 
platform for applications to run on, and the operating sys¬ 
tem must possess the features to enable access requests 
coming from many different types of clients. Definitely, 
the server operating system must possess multi-user capa¬ 
bilities as well as features providing security and stability. 
The server hardware platform is connected to the local 
network infrastructure at the vendor, which in turn must 
be linked to a network connecting to the customer's net¬ 
works. The vendors' system can be represented as a stack, 
shown in Figure 4. Similar to Figure 3, Figure 4 is given 
here to complete the description. The essential feature of 
the system in the application server is the facility for serv¬ 
ing remote users in different system environments. The 
server must meet the essential performance levels in terms 
of response time, throughput, availability, reliability, and 
in some cases, the ability to handle time-dependent/criti¬ 
cal user interactions. Moreover, the server system must 
provide facilities for user management, including keeping 
user accounts and data and security management. 

As mentioned earlier, for customers to use the applica¬ 
tions at the vendor site, connectivity must exist between 
the vendor and customer networks. The necessary con¬ 
nectivity can be achieved through the Internet. Theoreti¬ 
cally, any WAN that provides communications facilities 
between the customers and vendors can be used, as shown 
in Figure 5. Secure communications between the custom¬ 
ers and vendors are necessary. 

In these situations, the vendor and the customer can 
connect through secure networks such as virtual private 
networks (VPNs). In using a VPN, the Internet can pro¬ 
vide the underlying physical communications capabilities 
while the VPN offers the secure connectivity required. 
The Internet often provides a more cost-effective way to 
connect vendor and customer networks. Figure 6 shows 
the connection between several customers and a vendor 
network through the Internet and through a VPN. In 
Figure 6, Customer X is using a more secure VPN to 























748 


Application Service Providers (ASPs) 



Figure 5: Vendor-customers networking 
through WAN 


Figure 6: Vendor-customers networking 


connect to the ASP while the other customers communi¬ 
cate through the Internet. 

The Internet, instead of another type of proprietary 
or customized WAN, offers both advantages and dis¬ 
advantages. The Internet offers an inexpensive method 
of communications between the vendor and clients, but the 
communications are more vulnerable to external threats. 
Moreover, both the vendor and the client have to depend 
on other organizations for availability of the network (e.g., 
sometimes the Internet may go down and an Internet 
service provider (ISP) may be slow to respond). Another 
problem with the current Internet is the unpredictable 
performance. At times, because of heavy use and the type 
of data being transferred, the user might experience slow 
response time while using an application via the Internet. 
In such situations, time-critical applications might not 
perform as desired. Performance degradation caused by 
the Internet may be beyond the control of the ASP. 

A proprietary or customized WAN is more costly, and 
is maintained by either the vendor or the client. With 
direct involvement of the vendor, the client, or both in 
maintaining the WAN, both parties will have more control 
over the network, allowing for more secure networks ver¬ 
sus using the Internet. By considering these benefits and 
problems of the network configurations, one can evalu¬ 
ate whether to use a specific delivery network. The other 
organizational and business issues that need to be con¬ 
sidered prior to making ASP decisions will be discussed 
later. The following section describes the ASP configura¬ 
tion in general and associates it with the different types 
of vendors, for each type of activity. 

ASP MODEL ELEMENTS AND RELATED 
VENDORS 

ASPs are not always vendors just offering their applica¬ 
tions to customers over networks. As described in the 


previous section, the ASPs can serve as many different 
types of ASPs in the vendor market. We now examine the 
overall ASP infrastructure in terms of its components and 
relate the components to the different vendors in the mar¬ 
ket. The following infrastructure elements are necessary 
for ASPs: (1) technology for development, deployment, 
and management; (2) software; (3) delivery infrastructure 
for data needs; (4) business activities for establishing and 
managing ASP customer relationships; (5) communica¬ 
tions networks; and (6) end users. 

The hardware and software necessary for application 
development and deployment are technologies necessary 
for ASPs. These technologies can come from other soft¬ 
ware and technology companies that act in partnership 
with the ASP. Application software meeting business 
needs, such as ERP, can come either from ISVs or from 
ASPs. The delivery infrastructure must ensure the band¬ 
width capabilities both at the user and the vendor ends. In 
addition, the delivery infrastructure must ensure the data 
security and data center services such as proper backup 
and restoration. 

Sometimes the ASPs are not capable of providing these 
services by themselves. In such cases, the ASPs may have 
to work with other software infrastructure partners who 
provide data center services or provide the necessary band¬ 
width. For example, initial customer-vendor relationships 
are established through marketing and sales. Once the ini¬ 
tial contacts are established, there are other activities that 
must be performed. After the vendor and the customer enter 
into an agreement through the contract there will be a ne¬ 
cessity for after-sales services such as customization, bill¬ 
ing, and maintenance. ASP aggregators often offer these 
after-sales services to other ASPs. The ASP network in¬ 
frastructure can be provided by ISPs or other third-party 
network service providers in the case of WAN architec¬ 
tures other than the Internet. Along with the networking 
elements, it often will be necessary to have services for 
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managing the networks to ensure optimal performance to 
meet an applications run-time needs and user needs. 

Kern, Willcocks, and Lacity (2002, Netsourcing) 
present these elements in a similar manner by focusing 
on the service provided by networking alone. They use 
the term netsourcing, which they broadly define as pro¬ 
visioning of IT infrastructure services over networks, to 
refer to this service; it includes ASPs (Kern et al. 2002). 
Their definition of the netsourcing stack consists of the 
elements or components in an ASP. The components are: 
(1) network connectivity services, (2) network services— 
monitoring and management, (3) hosting infrastructure 
services, (4) application operating infrastructure ser¬ 
vices—middleware for remotely accessing applications, 
(5) standard application access services, (6) customized 
application access and support services, and (7) business 
process delivery services. 

DETERMINANTS OF CUSTOMER ASP 
CHOICE 

In the early days of ASP, the ASP market did not grow as 
anticipated. Not all companies considered ASPs to be an 
appropriate means for obtaining application software 
services. In particular, large companies often did not use 
ASP services. Thus, many of the ASP vendors targeted 
small and medium-sized enterprises (SMEs). Researchers 
have shown the suitability of ASPs for SMEs (Currie and 
Seltsikas 2001). SMEs may not have enough resources 
to set up their own applications, delivery infrastructures, 
and data centers. For SMEs, renting applications from 
service providers can be less costly than setting up their 
own facilities. Suitability of ASPs for SMEs does not 


imply that large companies will not benefit from ASPs. 
Large companies also may find applications and require¬ 
ments that ASPs can fulfill because of the variety of ASPs 
on the market. For example, a large company may not find 
that an ASP reseller meets the company’s needs because 
of its large user base. Yet it may find an ASP that can 
provide application services required by a specific group 
or an organizational unit within the company. Table 1 
shows a set of potential determinants for using an ASP’s 
services. 

Often, companies compare the costs of developing and 
deploying application software internally to the costs of 
renting the application from an ASP reseller or a devel¬ 
oper. Nevertheless, factors other than costs must be con¬ 
sidered when determining the use of ASPs (Jayatilaka, 
Schwarz, and Hirschheim 2003). The factors acting as 
determinants for using ASPs are cost advantages, avail¬ 
ability of external resources, lack of internal resources, 
strategic reasons, and business knowledge associated 
with the application. 

Implementation of application software is a task that 
can be costly and complex. According to the traditional 
systems development method, a software or systems life 
cycle consists of the following stages: preliminary investi¬ 
gation (including feasibility analysis), requirements anal¬ 
ysis, design, development, testing, and maintenance. Prior 
to developing software, systems developers go through 
requirements gathering, analysis, and design stages re¬ 
gardless of the approach they use for development of 
the software. Once these activities are performed, actual 
software development (writing the code and testing) may 
require technical and human resources as well as finan¬ 
cial resources, which are needed for acquiring and using 
other resources. After development, the software has to 


Table 1: Possible Determinants of an ASP Choice 


Determinant Category 

Associated Determinants 

Cost 

Applications development 

Capital costs for infrastructures—servers, data centers 

Management costs—server management, data-center management, and some of the 
communications network management 

Maintenance costs—server maintenance, data-center maintenance, and some communication 
network maintenance 

Operations costs—data-center operations 

Support staff—application maintenance and help desk 

Internal resources 

Lacks personnel for development and supporting applications 

Lacks hardware, software, and networking resources 

Inability to keep up with the rapid changes in technologies 

External resources 

Needed applications, technologies, and vendor for obtaining application services available in 
market 

Rapid changes in technologies 

Strategy/competition 

Need for timely entry into a market/product/service 

Gain efficiency over competitors 
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be deployed and made available to the users in the op¬ 
erations and production stage. Once the application is in 
production, it needs to be properly managed for optimal 
effectiveness and efficiency. Making the application ac¬ 
cessible over a company’s network will require a network 
infrastructure, which includes communications software 
and hardware, server hardware and software, person¬ 
nel for installation of the application, and operation and 
management of the network. If a company performs all 
these activities internally when implementing the sys¬ 
tems, the company also has to manage the development 
and deployment process. 

Essentially, a company has to incur technical, person¬ 
nel, operational, and managerial costs for development 
and deployment by an internal IT department (often re¬ 
ferred to as in-house development and deployment). How¬ 
ever, if a company rents the application from an ASP, the 
company will not need to spend capital on development, 
deployment, management, and maintenance of the appli¬ 
cation. Providing help to the users is another essential task 
when an application is implemented within a company. In 
addition to the application costs, costs due to the server, 
data, and networks must be taken into consideration. 
Those costs are: (1) server management and maintenance, 
(2) data center management and maintenance, (3) data 
center operations, and (4) communications infrastructure 
management and maintenance. The applications must 
run on servers accessible to the users in a client company. 
Data generated through the use of the application must 
be properly maintained and managed. Proper manage¬ 
ment and maintenance requires making regular back¬ 
ups and allowing proper access to data. In addition, the 
servers and the networks delivering the application to 
the users must be managed and maintained. 

Even if a company decides to use an ASP, the com¬ 
pany still has to spend money for doing a preliminary 
investigation, gathering requirements, and analyzing and 
determining the specifications. The specifications of the 
needed systems may be found only during the design of 
business solutions. Once these initial activities are com¬ 
pleted, the company will be able to find a suitable ap¬ 
plication package in the market and find an ASP that 
offers those application services. If the overall costs of 
in-house development and deployment of the application 
is higher than renting it from an ASP, a company may 
consider renting from the ASP. Although the cost is a pri¬ 
mary determinant for many companies to choose an ASP 
vendor, it is advisable for them to consider other factors 
as well. 

From a resource viewpoint, application development, 
deployment, and management consume scarce resources. 
Two essential types of such resources are technical and hu¬ 
man. Even with the necessary financial resources, a com¬ 
pany may not have the necessary technical resources or 
may not want to allocate existing resources to implement 
an application. As a possible scenario, consider a com¬ 
pany that does not have a server capable of supporting 
an application with a large user base. If the installation 
and management of a new server requires more technical 
and personnel resources, the lack of resources presents 
a resource gap, and the company may have to seek the 
resources from an ASP vendor. 


Vendors with the capabilities must exist in the market 
for a company to obtain application services. As discussed 
earlier, the services may need to come from more than just 
one vendor who can provide all the necessary infrastruc¬ 
ture and services. The application may have to be obtained 
from one vendor (i.e., an ASP developer or reseller), while 
the hosting services and data center services may have to 
be obtained from another or the same vendor. Meanwhile, 
networking services such as the infrastructure and man¬ 
agement services may have to be obtained from yet an¬ 
other vendor. Alternatively, it might be possible to obtain 
all the services from a single ASP. Whichever arrangement 
of sources is sought, the necessary capabilities must 
be available in the market. Then the costs of obtaining 
these available capabilities from the market must be eval¬ 
uated. On the other hand, a company may already have 
some in-house capabilities and skills and thus be able to 
deliver the same application. In this case, it will be neces¬ 
sary to evaluate and compare the costs of using the internal 
resources versus the costs of using an ASP vendor. In some 
cases, a resource gap may exist, and a company may try 
to acquire the resource to implement the application. The 
estimated in-house costs will have to include acquisition of 
the needed resources as well. 

Data communications and other information technolo¬ 
gies are changing at a rapid pace because of innovations. 
With the rapid pace of change in the technologies, decision 
makers may perceive a rapidly diminishing effectiveness in 
their in-house software applications. They may find it nec¬ 
essary to upgrade the technologies frequently. In contrast, 
if a company obtains the services from an ASP, the burden 
of upgrading the technologies as the innovations occur 
shifts to the vendor. The vendor will be in a better position 
to perform the necessary upgrades to their applications 
and the associated technologies because they are directly 
related to their core competency. Therefore, if a company 
wants to mitigate the risks of technological obsolescence 
or diminishing effectiveness due to rapid changes in tech¬ 
nologies, the company may seek the services of an ASP. 

Cost and unavailability of resources are not the only 
drivers for using an ASP. A company may have a need for 
an application implemented by its competitors as well. 
When a short time for implementing the application is 
a critical factor, a company may find it quicker to obtain 
the services of an ASP. An ASP may be able to offer the 
application more quickly to better support the company’s 
strategy. Sometimes a company may have an application 
that performs efficiently with a quick response time. For 
example, in order to support a large sales force in the field 
competitively, it may be necessary to have an application 
that provides quick responses to sales personnel’s re¬ 
quests. An in-house IT department may not be able to pro¬ 
vide the high performance needed, whereas an ASP may 
be able to provide the application services at the perfor¬ 
mance level required. Therefore, in this case the ASP will 
be able to support the competitive advantage through its 
sales-force support application. Of course, when consid¬ 
ering the strategic importance of an application, an ASP 
may not always provide a strategic advantage. Although a 
vendor offers a strategically important application, rent¬ 
ing an application from an ASP may involve risks also. 
The next section examines this risk from ASPs. 
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RISKS IN ASPs 

Several risks are associated with the use of ASPs. How¬ 
ever, knowing the potential risks can help both vendors 
and customers to mitigate those risks. Sometimes the risks 
may be considered as disadvantages at an aggregated level 
(NTAP 2006), but the risks can arise for several reasons. 
Because of the different types of risks, the risk factors 
must be considered individually, and proper analysis of 
these risks is necessary (Kern et al. 2002, Application serv¬ 
ice provision). There are organizational risks and techni¬ 
cal risks. In some situations, these two types of risks may 
need a comprehensive approach. Although some risks 
are primarily technical in nature, some need proper or¬ 
ganizational as well as technical solutions. Table 2 shows 
the risks associated with ASPs and their two primary 
categories—technical and organizational. This categori¬ 
zation attempts to make it easy to identify the risks. 

Security of data, or the lack of security, is one of the 
major risks of ASPs. In the ASP model, customers’ data are 
stored at the vendor's data center. The vendor is responsi¬ 
ble for management of the data, and the vendor has more 
control over the data. The customer risks loss of confi¬ 
dential company information or specific business pro¬ 
cesses of the company. In some cases, the data resulting 
from the use of an application may divulge information 
about the business processes of the customer company. 
Therefore, the security of the data is a critical issue that 


must be taken into consideration. Data security has to 
be ensured at two stages of the application-use process: 

(1) when data are transmitted over the networks, and 

(2) when the data are archived or stored at the data 
centers. If customer data are strategically critical and secu¬ 
rity is essential, security must be guaranteed all the time. 
During the initial customer vendor negotiations, it is nec¬ 
essary to discuss how the data will be secured by the ven¬ 
dor and what guarantees the vendor can provide about 
the security of the data. Some of the specific important 
aspects of security are: (1) access privileges, (2) access 
controls, (3) data transmission security, (4) disaster man¬ 
agement, (5) intrusion detection and reporting, and 
(6) communication of data security status to customers. 

One critical technical risk is the poor performance of 
the application itself. The performance of an application 
depends on the network performance as well as the soft¬ 
ware performance. Network performance is often defined 
in terms of measures such as response time, availability, 
reliability, and throughput. From the customer view, us¬ 
ers must be able to get fast responses and the applications 
must be available when they are needed. ASPs must be 
able to provide information on their performance related 
to specific applications. Such prior knowledge about the 
ASP’s performance will help clients mitigate future risks 
due to poor performance. One method to mitigate the 
risk due to poor performance is to implement proper 


Table 2: Risks Associated with ASPs 


Category 

Risk 

Mitigation 

Technical 

Data security 

• Lack of secure transmission channels 

• Lack of security at data center and 
data resources not properly secured 

Proper analysis of vendor and network service 
provider capabilities and technologies 

Ensuring the following are clearly specified, 
understood and agreed to by vendors and customers: 

• access privileges 

• access controls 

• data transmission security 

• disaster management 

• intrusion detection and reporting 

• communication of data security status to customers 


Performance—inadequate or not 
meeting expectations 

Proper analysis of vendor and network service provider 
capabilities and technologies 


Failure of systems 

Determining the tolerable failures 

Ensuring that proper procedures for recovery are in place 

Organizational 

Data security—possibility of application 
data divulging strategically important 
information to competitors through 
the vendor 

Inclusion of necessary conditions, procedures, and 
policies in the contract 


Vendor going out of business 

Evaluating tenure and past performance of the vendor 
before selecting 


Vendor not performing as expected 

Contract stipulations and monitoring 


Vendor subcontracting 

Include in the vendor negotiations 


Customers' unrealistic expectations 

Educate customers about capabilities, problems, and risks 


Customer immaturity/lack of knowledge 

Same as above 
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monitoring and management of the networks and servers 
so that optimal performance can be obtained (Fitzgerald 
and Dennis 2005; Goldman and Rawles 2004). 

Failures of network and server are technical in nature; 
however, they are risks that are similar to the other is¬ 
sues to be foreseen and prevented. Organizational mech¬ 
anisms must be put in place to mitigate the risks due to 
failure. Any system, server, or network is subject to fail¬ 
ing or crash. However, it is necessary to take appropriate 
steps to recover from failure and minimize the damage 
or problems due to failures. To avoid failures of servers, 
fault-tolerant systems and duplicate systems can be used. 
Similarly, the networks can have duplicate resources to 
handle a failure. Yet having redundant resources can be 
too costly sometimes; fail-proof services may not always 
be required. In such cases, it will be necessary to bring 
up the applications properly after a failure and restore 
the data so minimal disruptions occur in the business 
processes. 

Other major risks are due to organizational and mana¬ 
gerial issues (Kern et al. 2002, Application service provi¬ 
sion). ASPs may oversell their capabilities, knowingly or 
unknowingly. This risk can be mitigated by properly ana¬ 
lyzing the ASP proposals and capabilities prior to signing 
the agreements. As we saw earlier, the breadth of play¬ 
ers in the ASP arena may result in the possibility of the 
primary provider subcontracting some tasks of an ASP 
arrangement to other vendors. Subcontracting can give 
rise to problems (Kem et al. 2002, Application service pro¬ 
vision). Therefore, the customer company should make 
sure to identify the subcontracts within an ASP and to 
evaluate their performance and records prior to decid¬ 
ing on a specific ASP. Just as in any other product, a risk 
exists because of the possibility of a vendor going out of 
business. Sometimes, because of turbulent times, this fail¬ 
ure may not be predictable. Nevertheless, it is better to 
be aware that such a likelihood exists. Customers should 
gather information on the tenure of the vendor and their 
past performance. Such information on the vendor may 
provide some indications of the likelihood of failure. From 
the customer side, the risks can occur because of a cus¬ 
tomer’s unrealistic expectations, getting into incomplete 
contracts, and lack of experience of the customer (Kem 
et al. 2002, Application service provision). 


Table 3: Costs to Be Included in an Economic Feasibility Study 


FEASIBILITY ASSESSMENT OF ASP- 
MAKING A BUSINESS CASE 

Every company should perform a complete feasibility 
analysis before deciding on an ASP. The feasibility analy¬ 
sis must include economic feasibility, technical feasibil¬ 
ity, operational feasibility, and legal feasibility. Other 
feasibilities may be considered, depending on the busi¬ 
ness/organizational or market conditions. In some cases, 
it may be necessary to consider political feasibility in cer¬ 
tain countries or in certain organizations before using an 
ASP. The technical components, risks, and the business 
model discussed earlier in this chapter must be consid¬ 
ered when examining the technical feasibility. Basically, 
a company needs to evaluate whether the technologies 
necessary for the application and delivery of services as 
required are available within the organization or if they 
should be outsourced. Operational feasibility involves de¬ 
termining whether it is possible to use the ASP services 
within the company’s operational context. This section 
examines factors necessary for evaluating economic fea¬ 
sibility and other nonhnancial factors that impact techni¬ 
cal, operational, and other feasibilities. 

Economic feasibility is the examination of the cost- 
effectiveness of the ASP. As discussed earlier, the costs of 
using an internal IT department and the ASP must be eval¬ 
uated and compared. These cost factors will be incurred 
in internal sourcing and usually this can be called the total 
cost of ownership (TCO) of an application. Cost compari¬ 
sons for internal sourcing of applications and using exter¬ 
nal ASP services are shown in Table 3, which shows costs 
as static factors; however, it is also necessary to consider 
the expected period of the use of the ASP application. 
For example, the cumulative cost of renting ASP soft¬ 
ware for the expected period of use must be calculated. 

The other factors are not directly related to the costs 
and may not be financially quantifiable. Organizational 
level factors that need to be considered are as follows: 

• Specificity of the application (Does the ASP offer cus¬ 
tomization?) 

• Ability of the ASP to serve the user base in the company 

• Need for control of the application 

• Strategic importance of the application 


Cost of Internal Sourcing 

Costs of Using an ASP Vendor 

• Analysis costs 

• Total cost of ownership: 

- Application development or purchasing cost 

- Server costs: initial purchasing, management 
and/or maintenance 

- Network costs 

- Application maintenance costs 

- Data center costs 

• Analysis costs 

• Rent and other fees 

• External network use costs—delivery infrastructure 
(Internet or other WAN) 

• Early termination fees & costs to be incurred due to risks 
(not always) 

• Vendor relationship management costs 
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• Time criticality of the application services 

• Need for integration with the rest of the organization 

• Need for focusing on strategic or core activities rather 
than implementing the application in-house. 

• Handling of failures and recovery policies 

At the individual user level, the following factors need to 
be considered: 

• User interfaces—commonly used Internet browsers or 
application specific interfaces 

• User training (Does the ASP provide training?) 

• User support—availability of help-desk facilities 

• Customer service in general 

In addition to the above, a business or organization may 
have questions that are specific to that organization's con¬ 
text. The topic of feasibility analysis of ASPs is extensive, 
spanning the feasibility of IT in general. As such, this sec¬ 
tion is limited to pointing out the important factors. 

CONCLUSION 

Obtaining an ASP’s services shows marked differences 
from traditional outsourcing because of its dependence 
on computer networks, although both types of sourcing 
use external vendors to obtain IT services. ASP is limited 
to application-software services only, whereas traditional 
outsourcing covers the whole range of IT activities. Be¬ 
cause of the cost benefits provided by ASP arrangements 
and the capabilities of vendors, many companies will seek 
ASPs to obtain application services. Because of the ability 
of an ASP to serve many customers, an ASP will have the 
advantage of the economy of scale and will be able to pro¬ 
vide solutions to customers at an acceptable cost (i.e., at a 
cost lower than if the customer were to develop and host 
its own application). Also, a vendor may have the technical 
expertise to implement and manage network applications. 
In particular, the development and broad availability of 
networking technologies are making ASP arrangements 
more attractive than ever before. Today’s networks carry 
more bandwidth, provide better security, and will continue 
to improve in the future. 

Researchers have been examining the ASP phenomenon, 
but it is not as extensively researched as traditional out¬ 
sourcing (Dibbern et al. 2004). ASP can be treated as an ev¬ 
olutionary step in the traditional outsourcing (Currie and 
Selstikas 2001; Tebboune 2003). This chapter presented 
the basics of application service providers. When deciding 
whether to use an ASP, it is necessary to consider the fac¬ 
tors applicable to the specific business/organizational con¬ 
text and to evaluate the available vendor services properly 
(Currie et al. 2004; Jayatilaka et al. 2003). For clients to see 
the fit between business needs and benefits of an ASP, the 
client’s evaluation of their needs is inadequate. The ven¬ 
dor must give appropriate value propositions to the clients 
(Currie 2004; Currie et al. 2004). The vendors will be able 
to provide clients with appropriate value propositions if 
they understand the clients’ needs properly. Therefore, the 
vendors’ perceptions of the clients are critical. 


GLOSSARY 

Application: A computer program used by an organi¬ 
zation to perform tasks to achieve a given objective. 

ASP (Application Service Provider): A vendor provid¬ 
ing application services to customers for a fee. 

ASP (Application Service Provisioning): Act of pro¬ 
viding application services for a fee. 

Enterprise ASP: An independent software vendor who 
deploys their own application to deliver the applica¬ 
tion services directly to the customers. 

Feasibility Assessment (ASP Feasibility): Determining 
whether the use of an ASP can be done with the availa¬ 
ble technologies and whether vendors are available with 
the necessary capabilities. Different feasibility cat¬ 
egories include economic feasibility, legal feasibility, 
operational feasibility, political feasibility, schedule fea¬ 
sibility, and technical feasibility. 

Horizontal ASP: A vendor who provides an application 
service that cuts across industries but is specific to a 
given application—e.g., e-mail. 

Netsourcing: Obtaining IT services over computer net¬ 
works. 

MSP (Managed Service Providers): A vendor who 
provides a variety of managed services, sometimes 
including application services. These types of vendors 
also provide other services such as network manage¬ 
ment services. 

Pure-Play ASP: A vendor who takes on the responsibil¬ 
ity for all of the requirements for delivering the appli¬ 
cation services. 

Vertical ASP: A vendor who provides all of the applica¬ 
tions required by a specific industry. 

VPN (Virtual Private Network): A secure network es¬ 
tablished over a public network such as the Internet or 
over a more open wide area network. This network is 
called “virtual” because only a secure channel is pro¬ 
vided over an existing physical network, while no sep¬ 
arate physical network exists for the private network. 

WAN (Wide Area Networks): A network that spans 
more than a single building or work area. 

xSP: An abbreviation referring to service provisioning 
in general. 
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Web Hosting', Web Services. 
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INTRODUCTION 

Videoconferencing has been widely hailed both for its 
incredible potential to change the way we work and inter¬ 
act as well as for its arguably ongoing failure to actually 
live up to that potential (Egido 1988). The myriad poten¬ 
tial uses of videoconferencing that have been touted over 
the years include: 

• Interpersonal communication: This use of videoconfer¬ 
encing extends the traditional telephone model with 
video. 

• Business meetings: By connecting multiple individuals 
or small groups located in different offices, videocon¬ 
ferencing can potentially provide greater flexibility to 
employees in terms of where they conduct business 
as well as potentially reduce costs to employers by 
eliminating the need for relatively expensive and slow 
business travel. 

• Distance learning: Videoconferencing could allow edu¬ 
cators to meet interactively with remotely located stu¬ 
dents either individually or as a group. Descriptions 
of videoconferencing in a distance learning setting 
often include the integrated use of other collaboration 
tools such as online whiteboards and shared document 
editing. 

• Telemedicine: By allowing doctors to consult inter¬ 
actively with other doctors and patients, videocon¬ 
ferencing could potentially improve access to health 
care for rural areas where access to expert care is 
otherwise limited and cumbersome. 

Although videoconferencing is used more widely than 
ever and that use is growing, there is still a gap between its 
real and potential impact. The exact reasons for the failure 
of videoconferencing to become the next “killer app” are 
difficult to distill, and there is little to no consensus among 
developers or potential users as to what obstacles remain. 
It may be a matter of usability and thus point toward 


issues of user interface and session management. Alterna¬ 
tively, it may be a larger-scale social issue of how people 
interact with visual images, in which case the future of 
videoconferencing may lie in improving the sense of pres¬ 
ence created by videoconferencing technologies. Video- 
conferencing may fall into a natural dead spot between 
the need to communicate quickly, satisfied by e-mail and 
telephony, and the need to communicate more deeply 
and spontaneously over longer timescales, satisfied by ac¬ 
tually traveling in order to be physically co-located. Or it 
may simply be a matter of time before we find that video- 
conferencing does live up to all our expectations. What¬ 
ever the reason, videoconferencing remains an important 
application area both for its current growing impact and 
its future unrealized potential. 

What makes videoconferencing a particularly inter¬ 
esting technical case study is that almost all of the 
difficult technical issues have largely been solved. Although 
early videoconferencing systems suffered from a lack of 
processing power at the client end and limited end-to-end 
bandwidth, advances in processor speeds and the wide- 
scale deployment of broadband networks have obviated 
many of these resource limitations. A notable exception is 
the failure of Internet protocol (IP)-based multicast that 
would have greatly enhanced the development of many 
videoconferencing systems. 

A simple definition of videoconferencing is that it is 
an application that allows two or more remotely located 
participants (or groups of participants) to communicate 
in real time using video and audio. It is important to 
draw a distinction between video conferencing and video 
streaming and voice over IP (VoIP) telephony. Clearly, 
elements of both of these other application domains 
exist within the domain of videoconferencing. The 
difference between conferencing and streaming revolve 
mostly around the latency requirements of conferencing. 
Although streaming applications can often afford a startup 
delay of several seconds in order to provide spacious 
buffers for smooth and synchronized video delivery, the 


755 



756 


Videoconferencing 


same is not true in a conferencing application. Another 
important difference is that each participant both 
produces and consumes a number of media streams. 

The main difference with IP telephony is the addition 
of a video stream that generally dwarfs the associated 
audio stream in computational complexity and band¬ 
width requirements. Both application domains require 
session control and setup protocols. In fact, there is little 
in these session-control protocols that is video-specific, 
and our treatment here will omit discussion of session 
control altogether to avoid duplication with other chap¬ 
ters that deal with VoIP as an application. Both the H.323 
standard published by the International Telecommuni¬ 
cation Union (ITU) and the SIP standard published by 
the Internet Engineering Task Force (IETF) are widely 
used for both VoIP and videoconferencing (ITU 2006; 
Rosenberg 2002). 

In this chapter, we examine a number of aspects of 
videoconferencing. Although usability and interface 
issues may be the key for harnessing the untapped 
potential of videoconferencing as an application, our 
goal here is to concentrate on the technical aspects of the 
application. Thus, we focus our attention on its technical 
challenges and the current state-of-the-art solutions for 
IP-based videoconferencing. We begin with a brief his¬ 
tory of various notable videoconferencing systems that 
have been developed over the years. We then discuss the 
various human factors involved and the requirements 
these factors place on videoconferencing systems in gen¬ 
eral (especially with regard to end-to-end latency limits). 
A taxonomy of different videoconferencing architectures 
is presented to provide an overview of the design space and 
to provide context for many of the technical challenges. 
Following this, we include sections that focus on the net¬ 
working and video-encoding aspects of videoconferenc¬ 
ing. A brief section describing various audio standards 
follows. Finally, the chapter concludes with a discussion 
of the future of videoconferencing and current research 
efforts in tele-immersion. Throughout this chapter, the 
focus of our attention is on IP-based videoconferencing 
via the Internet. 

HISTORY 

Early videoconferencing systems dating back to the 
late 1960s and early 1970s were largely developed as 
extensions of the telephone. AT&T and Ericsson both 
demonstrated video phone products in the late 1960s and 
early 1970s. Neither was able to attract much commercial 
success. Large companies began to develop in-house 
analog videoconferencing capabilities between dedicated 
meeting rooms as way of facilitating remote collabora¬ 
tion in the 1970s. Notable efforts include those of Nippon 
Telegraph and Telephone and IBM. These were closed 
systems that were engineered and developed for specific 
sites and were not developed as commercial products. 

The first reasonably successful commercial product 
was the PictureTel system introduced in the early 1980s. 
This system included dedicated hardware operating 
over leased lines and at $80,000 was remarkably expen¬ 
sive (although much cheaper than any other solution at 
the time). As PictureTel continued to develop and improve 


its product, costs were lowered and quality improved. By 
1991, a PictureTel system could be purchased for approxi¬ 
mately $20,000 with $30/hour line charges. PictureTel 
systems were marketed to businesses and were typically 
installed in meeting rooms as a way of connecting groups 
of people. 

With the development and deployment of the Internet, 
videoconferencing for individuals using digital packet 
video and audio on a PC became a reality. The CU-SeeMe 
system developed at Cornell University in 1992, however, 
was the first system to really tap into the potential of 
videoconferencing on the Internet (Dorcey 1995). 
Although the video quality provided by CU-SeeMe was 
very limited (initially 160 X 120 4-bit grayscale), the sys¬ 
tem benefited tremendously by the fact that the program 
was free. This allowed ordinary users, developers, and 
enthusiasts to experiment with videoconferencing. CU- 
SeeMe was developed first for the Macintosh, and a Win¬ 
dows version followed within a few years. 

At around the same time, development of IP-multicast 
and the initial deployment of multicast via the MBone 
led to the development of a number of UNIX-based 
videoconferencing systems. These systems were largely 
experimental research systems and included NetVideo 
or nv from Xerox PARC (Fredricks 1992), the INRIA 
Videoconferencing System, also known as ivs (Turletti 
1994), and LBL’s suite of videoconferencing tools vie, vat, 
and wb (McCanne and Jacobson 1995), which, respec¬ 
tively, provided videoconferencing, audio conferencing, 
and shared whiteboard functionality. All of these systems 
are notable for their pioneering use of the real-time 
protocol (RTP) and the real-time control protocol (RTCP) 
developed within the Audio/Video Transport working 
group of the IETF. 

In conjunction with the development and use of these 
research systems, standards were developed to address 
various facets of videoconferencing. These included vari¬ 
ous standards for video codecs such as H.261, H.263, 
and more recently H.264; audio codecs such as G.711, 
G.722, and G.728; and session control such as H.323 and 
SIP. The standards process is particularly important for 
videoconferencing as an application domain in order to 
promote interoperability among different systems. 

Low-cost standards-based commercial desktop video- 
conferencing emerged in the early 1990s with Intel’s 
ProShare system and Microsoft’s NetMeeting. Since 
then, the number of IP-based desktop videoconferencing 
solutions has exploded, and any number of commercial, 
freeware, shareware, and open source solutions are avail¬ 
able (Woolley 2006). NetMeeting is now bundled with 
Microsoft’s WindowsXP operating system. Similarly, 
Apple bundles a version of their videoconferencing 
system, iChat, with the OS X operating system. The 
availability of feature-rich, standards-based videocon¬ 
ferencing as part and parcel of the standard software 
delivered with the operating system is further evidence of 
the maturation of videoconferencing as an application. 
Recently, Skype has received a great deal of attention as 
a peer-to-peer VoIP and video conferencing solution 
(Krim 2005). The main technical innovation of Skype is 
its very robust and turnkey handling of network address 
translation (NAT) devices. 
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HUMAN FACTORS 

The effectiveness of videoconferencing is determined by 
the user’s perceived quality of the experience. This in turn 
is directly related to a number of different human factors 
governing the utility of both the video and audio channels 
and the overall usability of the system. In this section, 
we highlight several of these factors, including commu¬ 
nication latency and jitter, audio quality, video quality, 
intermedia issues, and usability. 

Latency 

Latency is generally considered the number one factor in 
determining the perceived quality of a videoconference. 
It has been shown that the effects of latency on interactive 
communication is noticeable as latency exceeds 100 
msec, is significantly disruptive as latency approaches 
250 msec, and is crippling as latency exceeds 500 msec 
(Krauss and Bricker 1967). Thus, latency control is a 
key issue for videoconferencing systems. Another factor 
affecting the perceived quality of video is media jitter. 
In general, smooth delivery of video frames at an even 
slower rate is perceived as being of higher quality than 
delivery of video frames at an uneven higher frame rate 
(Calyam et al. 2004). 

Quality Metrics 

Although the audio stream portion of a videoconference 
consumes significantly less bandwidth than the video 
portion, paradoxically, it is generally much more impor¬ 
tant to the overall quality of the video conference and can 
be much more sensitive to dynamic network conditions. 
From a human factors point of view, however, the quality 
requirements imposed on the audio stream are quite 
modest, as the audio content for a video conference is 
most often human speech. Thus, basic telephonic audio 
transmission rates and fidelity suffice to support most 
communication needs. 

The relationship between video quality and the overall 
quality of experience provided by videoconferencing 
is much more difficult to determine. This is because 
assessing the impact of video quality is greatly affected 
by the metrics used to measure the quality of the confer¬ 
ence itself. If the metric used is too simplistic (e.g., were 
participants able to effectively communicate some specific 
piece of information), the value of the video channel as 
a whole may be negligible or the effect of video quality 
may be immaterial. In other words, even though the met¬ 
ric is well defined and easy to quantify, the metric may 
be measuring a quality that is not greatly influenced by 
the visual information provided by the video channel. If, 
instead, one focuses on the value of nonverbal communi¬ 
cation such as the ability to express understanding (e.g., 
nodding or shaking one’s head), interest level (e.g., smil¬ 
ing, attentiveness), or gestures, the quality of the video 
channel becomes much more important (Isaacs and Tang 
1994). Often, this nonverbal communication is described 
as the “sense of presence.” One can qualitatively judge the 
sense of presence created by a videoconference relative 
to the experience of actually being physically co-located, 
but quantifying this sense of presence and deriving a 


relationship of it to analytical measures of video quality 
(e.g., peak signal-to-noise ratio or frame rate) remains 
very difficult. 

Audio versus Video 

As a rule of thumb, audio is more important to the basic 
communication needs of videoconferencing participants 
than is video. A videoconference in which the video chan¬ 
nel ceases to function essentially (and automatically) 
becomes the same as a telephone call. A conference in 
which the audio channel ceases to function, on the other 
hand, becomes almost meaningless. Another intermedia 
issue is that of synchronization. Whereas synchronized 
delivery of video and audio certainly benefits the per¬ 
ceived quality of both channels, doing so may be to the 
detriment of end-to-end latency. 

Usability 

The usability of a videoconferencing system in large 
part reflects the culture of the organization and whether 
the conference is being used to support informal, inter¬ 
personal communication or more formal, intergroup 
communication. Videoconferencing as an informal, 
interpersonal communication channel requires an organi¬ 
zational culture that provides the necessary equipment 
and resources to enough people such that a critical mass 
is achieved and people can expect to communicate via 
conferencing (Fish et al. 1992). Usability and effective¬ 
ness in such a setting can then be measured by examining 
the circumstances in which participants choose confer¬ 
encing instead of other communication methods such as 
e-mail and/or the telephone. Conferencing for intergroup 
communication is often realized by constructing specific 
meeting rooms in which conference facilities have been 
installed. Usability in these settings is dominated by ease 
of setup, configuration, and control. 

CONFERENCING ARCHITECTURES 

The architecture of most IP-based videoconferencing 
systems is primarily organized in one of two ways. The 
first is a centralized architecture in which all media data 
are sent from all conference participants to a single loca¬ 
tion and then rebroadcast to participants. The second is a 
decentralized architecture in which participants distribute 
their video and audio streams directly to each other. This 
section describes each of these architectures in greater 
detail, noting their relative strengths and weaknesses. 
A noteworthy special case is a videoconference that in¬ 
volves only two participants. In this case the participants 
directly exchange media streams. Although this situation 
can be clearly classified as an instance of a decentralized 
architecture, it can almost as easily be considered an 
instance of a centralized architecture in which one of the 
participants is deemed a "master” to the other. The differ¬ 
ence in this case is purely one of semantics. 

Centralized 

A centralized conferencing architecture relies on the exist¬ 
ence of a single rendezvous point to serve as the destination 



758 


Videoconferencing 


Composite stream distributed back to 
participants for display. 



Figure 1: Logical relationships between participants and an MCU in a centralized conferencing architecture 


for all of the media streams produced by all participants and 
is the source of media streams received by participants for 
display to the user. Such an architecture is illustrated in 
Figure 1. A common name for this centralized service is a 
multipoint control unit (MCU). Although it is conceivable 
that the MCU may in fact be co-located with one of the partic¬ 
ipants, in general the advantages of a MCU-based architec¬ 
ture are more easily realized if this service exists within the 
networking infrastructure on a well-provisioned host or as a 
special-purpose device dedicated to the task. The MCU 
is responsible for synchronizing the media streams from 
each participant and redistributing one or more media 
streams to the participants for presentation. 

There are a number of advantages to a MCU-based 
architecture. First, the MCU can synchronize and mix 
together all of the audio streams into a single, coherent 
audio stream. This ensures that all participants hear each 
other in the same way. This is particularly important if the 
audio levels of different participants vary, since the MCU 
can then normalize the different streams by applying 
a participant-specific gain function. Second, if conference 
participants are able to reasonably receive only a limited 
number of video streams because of bandwidth consid¬ 
erations, the MCU can effectively negotiate competing 
interests and ensure that each participant is watching the 
same stream in order to realize a measure of floor control. 
Third, if the conference participants have heterogeneous 
capabilities, the MCU can tailor the streams distributed 
to participants in order to match client capabilities. 
Fourth, the MCU provides a convenient billing model for 
third-party conference services that may require differen¬ 
tial pricing based on the number of participants and/or 
duration of the conference. Finally, the MCU provides a 
convenient framework within which to implement secu¬ 
rity and authentication measures if the media streams 
require encryption. 

Decentralized 

A decentralized conferencing architecture relies on the 
participants themselves to distribute the media streams 
directly to each other as peers, and in fact videoconferenc¬ 
ing is an early example of a peer-to-peer application, even 


predating wide use of that term. Such an architecture is 
illustrated in Figure 2. A decentralized architecture is best 
suited for participants that are reasonably homogenous 
in client capabilities and network connectivity. As will be 
discussed in more detail later, the availability of multicast 
can greatly facilitate the effectiveness of a decentralized 
approach. One advantage of a decentralized approach by 
definition is that it does not rely on the deployment and 
availability of an MCU infrastructure. A second advan¬ 
tage of a decentralized approach is the ability to optimize 
each media stream for the dynamic network conditions 
that may exist between participants on a pairwise basis. 
This may be especially important if one of the participants 
is located relatively far away (e.g., on the other side of a 
long-latency satellite link) from the other participants. 
A third advantage is that the decentralized approach 
provides more flexibility to individual users in determin¬ 
ing exactly which media streams to receive and display 
and to whom their own media streams are distributed. 



Decentralized or peer-to-peer architecture 
requires all-to-all distribution of media 
streams. Limiting number of sources via 
floor control and using multicast can 
alleviate communication burden. 

Figure 2: Logical relationships among participants in a 
decentralized architecture 
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NETWORKING ISSUES 

This section reviews a number of networking proto¬ 
cols, mechanisms, and techniques that are important 
to videoconferencing systems. Because other chapters 
in this volume deal with many of these same topics in 
greater depth, the treatment here concentrates on how 
these concepts specifically relate to videoconferencing as 
an application. General descriptions of protocols that are 
covered elsewhere in this volume will be kept brief and 
informal in order to provide only the context necessary. 

Multicast 

Multicast is a natural fit for multiparty videoconferenc¬ 
ing and can greatly improve a system’s ability to scale to 
accommodate more participants. As originally envisioned, 
IP multicast establishes per group state in the routing 
infrastructure in order to discover and maintain a source- 
specific distribution tree spanning the participants of a 
multicast (Deering 1988). A class D IP address is used to 
address the multicast group. A host controls membership 
in an IP multicast group with join and leave messages 
that update the distribution tree accordingly. Packets 
addressed to the group traverse the distribution tree with 
routers replicating the packet as necessary at branch 
points. 

The service model associated with IP multicast is 
strictly best effort, with no guarantee of delivery. Without 
application-level feedback, IP multicast does not provide 
the sender with any information about whether a 
packet was delivered to all, none, or some subset of the 
participants. Neither does IP multicast maintain any sort 
of group membership list. In fact, any number of hosts 
can act as sources of packets for an IP multicast group, 
and a source is not required to join the IP multicast as a 
participant. 

Although powerful, IP multicast has proven diffi¬ 
cult to deploy. In part, this has been due to a number 
of technical challenges inherent in multicast routing and 
tree maintenance. To address some of these challenges, 
later developments of IP multicast introduced the idea 
of single-source multicast (Holbrook and Cheriton 1999). 
In single-source IP multicast, the root of the distribu¬ 
tion tree is placed at a single host that is the only source 
of packets allowed for that particular multicast group. 
Single-source IP multicast greatly simplifies routing and 
tree maintenance, does not require periodic flooding of 
multicast packets as occurred in the original IP multicast 
service, and allows group size and membership to be 
more strictly monitored and controlled. Furthermore, 
single-source IP multicast provides a scalable way to 
solicit feedback from participants about dynamic net¬ 
work characteristics such as latency, loss, and jitter. 

In a centralized videoconferencing architecture, 
unicast transmission can be used to send media streams 
from each participant to the MCU. The MCU, in turn, 
can send a composite result back to the participants via 
multicast. This is a particularly good fit for single-source 
IP multicast, since the MCU is the only component of 
such an architecture that requires the ability to send IP 
multicast packets. Furthermore, the MCU can leverage 
the feedback facilities of single-source IP multicast to 


monitor performance in order to group participants by 
the quality of service experienced. This allows the MCU 
to tailor the encoding and transmission of the media 
streams (e.g., lowering video quality or frame rate for 
bandwidth-constrained hosts) to best fit the encountered 
conditions. 

In a decentralized architecture, a multicast group 
can be associated with a particular media type (i.e., one 
group for all video information from all participants and 
one group for all of the audio), a particular participant 
(i.e., each participant creates one multicast group for 
distributing its video and its audio), or both. The capa¬ 
bilities of the multicast service available will obviously 
constrain the design choice. For example, if single-source 
IP multicast is being used, then grouping media by type 
is not an option. Although soliciting feedback from 
participants and dynamically grouping participants by loss 
and latency characteristics is possible in a decentralized 
system, the complexity of doing so is greatly increased by 
the fact that every participant is also a source of multicast 
packets. 

Sadly, IP multicast, either in its originally envisioned 
form or single source, is likely never to be widely de¬ 
ployed on the Internet at large. The barrier to deploy¬ 
ment has little to do with the technical challenges faced 
but instead seems to revolve around economic issues that 
result in very little incentive for Internet service provid¬ 
ers (ISPs) to deploy multicast. Despite this, multicast is 
still a viable option for intranets within an organization 
that enjoys full control over its administrative domain. 
For organizations with a number of different locations, 
the combination of virtual private networks (VPNs) and 
locally administered IP multicast can be used to sup¬ 
port videoconferencing within the organization. Another 
option is to rely on the services of a content distribution 
network (CDN). A CDN is an overlay network established 
by third-party organizations that is distributed across 
many different ISPs with nodes strategically located at 
various peering points (Verma 2002). Multicast can then 
be implemented as a service within a CDN. 

Furthermore, in the past several years a number 
of application-level multicast technologies have been 
developed. Application-level multicast (ALM) does not 
rely on router support for maintaining the distribution 
tree and replicating packets. Instead, the participants 
themselves are organized into a distribution tree and 
packets are unicast in a peer-to-peer fashion (Banerjee, 
Bhattacharjee, and Kommareddy 2002; Chu et al. 2001; 
Zhang and Hu 2003; Kostic et al. 2003; Ratnasamy et al. 
2001). ALM schemes are often evaluated in terms of 
stress and stretch (Chu, Rao, and Zhang 2000). Stress is 
defined as the number of copies of a particular packet 
that must traverse an underlying physical link given the 
ALM distribution tree that is created. Stretch measures 
the ratio between the costs (generally in terms of latency 
or hop count) of the path from source to a participant 
in the ALM scheme compared to the direct unicast path 
between those hosts. 

Several issues must be addressed if an ALM scheme is 
to be used for videoconferencing. Because videoconfer¬ 
encing is very sensitive to latency, managing stretch will 
be a prime concern. Since the number and location of 
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participants in a video conference is usually reasonably 
stable, much of the complexity of ALM protocols for 
dealing with participants joining and leaving, also known 
as chum, may be avoided by precomputing an optimal 
distribution tree of the known participants and tailoring 
with as much knowledge about client capabilities and 
available bandwidth as possible. Since each peer will now 
be responsible for replicating packets for one or more 
children in the distribution tree, limiting the number of 
such media streams that need to be distributed will prob¬ 
ably be necessary. This implies that floor control should 
be done in a centralized manner to select the media 
streams to be distributed to all participants. 

Jitter Control 

Jitter can be defined as the variance of the interarrival 
separation of a stream of packets. In other words, jitter 
is a measure of the latency variance experienced by pack¬ 
ets transmitted through the Internet. The primary cause 
of jitter is the dynamic growing and shrinking of queues 
encountered in routers along the forwarding path. Thus, 
while a stream of packets originally transmitted at an 
even rate can be expected to arrive at that same average 
rate over some sufficiently long time scale, at shorter time 
scales, the packet arrival rate will fluctuate. 

A subtle, but important, distinction needs to be made 
between packet jitter and media jitter. For media data 
types in which the natural application data unit is quite 
small relative to packet size, many samples of the media 
are generally packed into a single packet. For example, the 
natural data unit for audio data is a single audio sample. 
In the case of a monaural representation, this may be as 
small as 1 byte. In this case, packet-level jitter manifests 
itself as jitter between frames of audio data, where each 
frame is a collection of audio samples. For media data 
types in which the natural application data unit is larger 
relative to packet size, a media data unit is necessarily 
fragmented into two or more packets. For example, video 
frames, even when compressed, often do not fit into a sin¬ 
gle packet. Typically the packets that comprise a single 
video frame are sent with little to no separation followed 
by a delay between the last packet of one video frame and 
the first packet of the next. In this case, packet-level jitter 
does not directly translate into frame-level jitter. A video- 
conferencing system is ultimately most concerned with 
media jitter. To the degree that media jitter is a function 
of and reflects packet jitter, we can discuss the issue rela¬ 
tive to packet jitter without belaboring the point. 

Controlling jitter is important because users are 
sensitive to the smoothness of media playback. To control 
jitter, videoconferencing systems use a jitter buffer, which 
essentially delays playback of a media data unit in order 
to ensure that the next media unit arrives by the time it 
needs to be played. This additional delay is often referred 
to as the playout delay. 

Synchronized clocks are not necessary to measure j itter 
and determine playout delay. Instead, a method based on 
modeling the difference between two unsynchronized 
clocks can be used. In this method, each media unit is 
timestamped by the sending host with the system time 
of its transmission. Upon the arrival of the first media 


unit, the receiving host calculates the clock offset as the 
difference between its system time and the time stamp 
carried by the media unit itself. This initial calculation of 
offset is shown in Equation 1. 

offset t curren f t me d[ a 0) 

Using this offset value, the playout time in terms of the 
local system clock for this media unit and all subsequent 
media units is calculated using Equation 2. 

playout = speed * t media + offset (2) 

In this formula, the speed term represents the playback 
rate relative to the natural media rate. Values larger than 
one correspond to playing faster (i.e., fast forward) while 
values smaller than one correspond to playing slower 
(i.e., slow motion). For videoconferencing applications, 
this term is nearly always set to the value one. The value 
of offset models the end-to-end display latency. In our 
formulation above, this is initially determined by the first 
media unit, which, according to the formula in Equation 2, 
would be displayed immediately. 

The key issue for this method is appropriately setting 
and adaptively changing the value of offset to accommodate 
dynamic network conditions. Naylor and Kleinrock (1982) 
first articulated the spectrum of choices for jitter buffers 
as lying between two policies that they call the “I-policy" 
and the “E-policy." The I-policy attempts to permanently 
set offset to a reasonably representative value and discards 
all media units that do not arrive by the calculated display 
times. At the other end of the spectrum, the E-policy resets 
the value of offset to accommodate the largest observed 
offset, ensuring that no subsequent media units that expe¬ 
rience smaller delays will ever miss the calculated display 
time. Between the two extremes is any number of adaptive 
solutions. 

Since offset models both the large-time-scale average 
network delay that the system must accommodate as well 
as an allowance for any small time-scale jitter, setting it 
based solely on the first media unit is insufficient, as the 
delay experienced by the first media unit may or may not 
be a representative value. Typically, offset is recalculated 
periodically as an exponential weighted moving average 
(EWMA) of the observed clock differences. Although this 
helps to smooth out the estimate for offset, the choice 
of gain coefficients of the EWMA filter still represents a 
design choice between an estimator that is very stable, 
but not particularly agile, and an estimator that is very 
agile, but not as stable (Kim and Noble 2001). Another 
technique is to recalculate the value of offset implicitly 
by monitoring the queue length of media units waiting 
to be displayed (Stone and Jeffay 1994). In other words, 
if the current value of offset results in a persistent queue 
of media units that arrive before the appropriate display 
time, offset is recalculated to effectively reduce the queue 
length. 

Media elasticity is another issue that must be consid¬ 
ered when designing an adaptive jitter buffer algorithm. 
Elasticity refers to the quality degradation associated with 
a media data type due to lost or discarded media units and/ 
or presentation of those data units at a rate other than the 
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natural media data rate. For example, video is a highly 
elastic data type, since the marginal effect on perceived 
quality of a missing frame is low. Furthermore, video 
can be displayed either at a faster or a slower rate than 
its natural frame rate without greatly affecting quality. 
This sort of time dilation and compression is almost 
imperceptible if it is within 10 percent of the natural 
frame rate. Audio, on the other hand, is not particularly 
elastic. Missing audio samples cause highly perceptible 
pops and other annoying artifacts, and it is much more 
difficult to play audio frames at any rate other than its 
natural rate without either causing gaps between audio 
frames sent to the audio device, perceptibly changing the 
pitch of the audio, and/or causing audio samples to be 
destructively played on top of each other. 

The elasticity characteristics of the media type 
determine to what extent jitter buffer adjustments can 
be made and when. Jitter buffer adjustments for video 
can be done at almost any granularity and at almost any 
time because they can be implemented by taking 
advantage of the elastic nature of video as a media type. 
The same cannot be said of audio. Instead, a common 
technique for videoconferencing in which the audio is 
almost always human conversation is to take advantage of 
talkspurts. A talkspurt is a sequence of audio frames that 
represent continuous talking by one of the participants. 
Generally, talkspurts are separated by some amount of 
silence created by the natural back and forth between 
participants in the conversation and/or thinking times 
and breathing pauses between statements. These silence 
periods can be lengthened and/or shortened without any 
effect on the perceived quality of the audio stream, and thus 
represent the best opportunity to make adaptive changes to 
playout delay (Moon, Kurose, and Towsley 1998). 

Transport Protocols 

The development of early videoconferencing systems 
such as the vic/vat suite was done in conjunction with 
efforts by the IETF Audio/Visual Transport Working 
Group to develop suitable transport-level protocols 
for such systems. The results were definitions for the 
real-time protocol (RTP) and its companion real-time con¬ 
trol protocol (RTCP) (Schulzrinne et al. 1996). Although 
intended to be used together and to support multicast, 
multiparty applications, either protocol can be effectively 
used separately and in unicast environments as well. Both 
of these protocols continue to be used in media stream¬ 
ing applications of all sorts, including videoconferencing. 
Because these protocols are described in greater detail 
elsewhere in this book, we only briefly review their main 
design features here in the context of videoconferencing. 

The design of RTP and RTCP is firmly grounded in the 
principle of application layer framing (Clark and Tennen- 
house 1990). This design principle stresses the concept 
that the application is in the best position to understand 
how the underlying constraints of the protocol stack 
(e.g., minimum/maximum packet size, etc.) and net¬ 
work dynamics (e.g., loss, delay, etc.) affect the overall 
quality of experience within the application. Toward this 
end, hidden costs and constraints should be exposed to 
the application, which can in turn adapt how it represents 


and frames data to achieve application-level goals. By 
applying this principle to the design of RTP and RTCP, 
its creators have purposefully underspecified many key 
elements of the protocol. Thus, the protocol specifi¬ 
cations are incomplete and must be augmented with 
additional specifications to fill out the exact semantics of 
various header fields and the format and layout of data 
packets for a particular data type within the context of a 
particular application. 

RTP provides a very thin header to support a number 
of basic media unit framing and transport tasks. The 
header includes the following fields: 

• Sequence number: This 16-bit field is expected to 
monotonically increase, and numbers each packet in 
sequence in order to support loss detection. 

• Payload type: This media-type-specific field identifies 
the data type encapsulated by the packet. The exact 
semantics of the time stamp field (described below) 
and the format and layout of data in the payload of this 
packet are determined by the value of this field. 

• Time stamp: This field provides timing information for 
the media data unit represented by this packet. The 
granularity of the time stamp and its exact semantics 
is type-specific. For example, for audio data types, this 
time stamp essentially identifies the sample number 
of the first audio sample contained in the packet. For 
video data types, however, the time stamp represents 
the acquisition time of the video frame and is sampled 
from a 90-kHz clock. 

• Marker bit: The semantics of this 1-bit field is also 
media-type-specific. For audio data types, the recom¬ 
mended use of the marker bit is to indicate talkspurt 
boundaries. For video data types, the recommended use 
of the marker bit is to indicate the last of a sequence of 
packets that all contribute to the same media data unit. 

• Synchronization source identifier (SSRC): This 32-bit 
field is used to globally identify the participant associ¬ 
ated with this media stream. By using the same SSRC 
for all RTP streams associated with this participant, 
the application can associate related streams, such as 
which video stream belongs to which audio stream. 

RTCP is used to provide feedback on the quality of a 
received media stream and to distribute timing informa¬ 
tion that can be used to synchronize media streams from 
different participants and make jitter buffer adjustments. 
RTCP also supports distributing identifying informa¬ 
tion associated with a SSRC such as a human-readable 
canonical name, e-mail address, geographic location, 
etc. Finally, RTCP can be extended in application-specific 
ways to provide other types of control information such 
as floor control, capability negotiation, and other session- 
control mechanisms. The RTCP specification provides 
recommendations and algorithms for determining the 
frequency of RTCP report packets by monitoring the rate 
of received RTCP packets from other participants. This 
decentralized approach was motivated by the character¬ 
istics of the IP multicast service model, in which the exact 
number of participants in a multicast group may not be 
exactly known. 
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VIDEO REPRESENTATIONS 

To some degree, the choice of video compression 
algorithm to be used within a videoconferencing system 
is somewhat arbitrary. While keeping bandwidth require¬ 
ments as small as possible motivates compression, any 
number of video representations will do. At the same time, 
however, the computational costs and compression ben¬ 
efits of various compression techniques make some video 
representations better for videoconferencing than others. 
In this section, we first describe several general video 
compression techniques and discuss their suitability for 
video conferencing applications. Then we quickly review 
a number of specific video compression standards that 
were either specifically designed for videoconferencing 
or have been found to be useful for videoconferencing. 

General Video Compression Techniques 

At the heart of almost every video compression algorithm 
is some sort of transform-based encoding that converts 
the spatial-domain representation of a block of pixels into 
an equivalent frequency-domain representation of those 
pixels. The most widely used transform is the discrete 
cosine transform (DCT). The primary benefits of using a 
frequency transform is to concentrate the energy of the 
pixel information into a small number of coefficients. 
A second benefit is that different coefficients that cor¬ 
respond to different frequency bands can be quantized 
separately in order to selectively preserve more infor¬ 
mation in coefficients representing lower frequencies 
and possibly eliminate coefficients that represent higher 
frequencies. Although doing so necessitates a loss of 
information, the human visual system is less sensitive 
to the loss of high-frequency information. The DCT is 
particularly useful, since very efficient implementations 
of the 8X8 2D DCT have been developed. 

Motion compensation is another key technique 
used by most video compression algorithms. Motion 
compensation exploits the temporal coherence between 
video frames. Block-based motion compensation tiles the 
pixel data into non-overlapping blocks of the same size 
and searches for a motion vector that selects a region of 
pixels within some reference frame to use a predictive 
basis for the pixels to be encoded. The residual error values 
are calculated as the difference between the target pixel 
values to be encoded and the reference region selected. 


The motion vector and an encoding of the residual values 
are then sent instead of the original pixel values. 

Although motion compensation is effective, it creates 
an encoding dependency between a frame and the 
reference frame(s) from which the predictive pixel values 
are selected. This becomes problematic if a frame that 
serves as a reference frame is lost or contains errors due 
to packet loss. The use of motion compensation will 
propagate this error to future frames or even prevent 
future frames from being decoded at all. In some video 
compression algorithms, most notably the various MPEG 
standards, frames are classified by their use of motion 
compensation. I-frames use no motion compensation at 
all, and thus in the event of a catastrophic loss of pack¬ 
ets, decoding can always be resumed at the next I-frame. 
P-frames use the previous I- or P-frame as a reference 
frame. A sequence of P-frames forms a dependency 
chain, which, if broken or damaged, will propagate errors 
until an I-frame is encountered. B-frames can use both the 
previous I- or P-frame as well as the next I- or P-frame as 
possible reference frames. Since B-frames are not used 
as a reference frame by any other frame, errors are not 
propagated. Because B-frames may depend on future 
frames, however, the encoding and decoding order of the 
frames is not the same as the display order of the frames. 
For videoconferencing application in which end-to-end 
latency is key, B-frames are almost never used because 
they require additional coding latency in order to encode 
the future reference frame first. Instead, a sequence of 
P-frames between periodic I-frames in order to provide 
error control is most common. Figure 3 illustrates these 
concepts. 

Furthermore, the search for the best motion vector 
can be very expensive if a large window of motion is 
considered. Again, this is problematic for a videoconfer¬ 
encing application, in which latency must be kept to a 
minimum. Fortunately, the video characteristics within 
a conferencing application lend itself to a number 
of heuristics. Since the camera rarely moves in a 
videoconferencing application, global motion due to 
camera movement is generally absent. Usually pixels 
are either part of the background or part of a coherent 
foreground (i.e., the face and body of the participant). 
Finally, participant motion is generally smooth and 
reasonably small, so the search for a good motion vector 
can be abbreviated to a smaller window. 


-► 

Arrows indicate a dependency 
between frames. 


Typical pattern of I-, P-, and 
B-frames in a streaming or 
stored video application. 


Typical pattern of I- and P- 
frames in a conferencing 
application. B-frames not 
used. 
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Video Compression Standards 

One of the earliest video compression standards 
specifically designed to support videoconferencing 
applications was the ITU standard H.261, also some¬ 
times referred to as p*64kbs (ITU 1993). First published 
in 1990, this standard contains support for two different 
frame sizes: CIF (352 pixels wide by 288 pixels high) and 
QCIF (176 pixels wide by 144 pixels high). Pixel data are 
organized into three planes, with one luminance plane 
and two subsampled chrominance planes. The standard 
uses DCT-based transform encoding and forward-only 
motion compensation. This standard was designed to 
support videoconferencing over integrated services 
digital network (ISDN) lines. A variant of H.261, called 
"intra-H.261," was developed as part of the early vic/vat 
suite. In this variant, the use of motion compensation 
is reduced strictly to either reusing the same block of 
pixels from the prior frame (i.e., a zero motion vector) 
or replacing the block entirely with a transform-encoded 
block of pixels (i.e., not using motion compensation 
at all). 

Experience from the development and use of H.261 
led to the evolutionary development of H.263 in 1995 
(ITU 2005, H.263). The main improvements included 
a much wider set of supported frame sizes, the use of 
arithmetic coding as a final entropy encoding step, 
wider options on motion vector search, and half¬ 
pixel resolution for its motion compensation algo¬ 
rithm. Further improvements were published in 1997 
as a series of annexes to the original H.263 algorithm 
resulting in what is known as H.263v2 or H.263+ . 
The most significant of these was the ability to signal 
which of several previously transmitted frames was to 
be used as a reference frame. This scheme, known as 
NEWPRED, allowed the encoder to use only frames 
that were known via feedback from the receiver to 
be properly received as reference frames for future 
frames. While some temporal coherence is forfeited, 
the scheme prevents errors in reference streams from 
being propagated to future frames, thus supporting very 
long sequences of P-frames. 

The most recent video compression standard to emerge 
for video conferencing is H.264 (ITU 2005, H.264). This 
standard was developed jointly by the ITU and the MPEG 
consortium and is also published under the name 
MPEG-4/Part 10. The standard is also known as the 
advanced video coding (AVC) standard. This standard 
was published in 2003 and is the culmination of years 
of experience and research from both the prior H.26x 
standards as well as the MPEG-1 and MPEG-2 stan¬ 
dards. It has been shown to be capable of providing ex¬ 
cellent video quality at a very wide range of bit rates. As 
a result, many industry experts believe that H.264 will 
quickly become the industry standard for most video 
applications including streaming and conferencing. The 
standard is incredibly feature-rich, and different fea¬ 
ture sets are specified in a profile and level system in 
order to allow different levels of interoperability and 
to trim the feature set to only those appropriate for a 
particular application domain. For videoconferencing, 
the baseline profile (BP) is most appropriate. This profile 


includes support for forward (but not backward) motion 
compensation, multiple reference frames, a deblocking 
filter, context-based arithmetic coding, and redundant 
slices, which is a form of forward error correction. 

AUDIO REPRESENTATIONS 

The data rates associated with audio streams are 
generally much smaller than the associated video data 
rates. Similarly, audio encoding is computationally less 
complex than video compression. This section briefly 
describes several different audio standards defined by 
the ITU that have been used in various videoconfer¬ 
encing systems over the years. Since the techniques of 
representing and transmitting audio in a videoconfer¬ 
encing system are almost identical to those used in VoIP 
applications, our treatment here is very brief. 

G.711 

The G.711 standard is an 8-bit-per-sample pulse code 
modulation (PCM) scheme that uses a simple type of 
compression called "companding,” which provides 
approximately the same quality as an uncompressed 
signal using 12 or 16 bits per sample. This standard was 
originally published in 1972 for use in telephony (ITU 
1988, G7.ll). The basic idea behind companding is to 
use a logarithmic scale instead of a linear scale to pro¬ 
vide greater resolution for sample values with relatively 
small amplitudes compared to sample values with rela¬ 
tively large amplitudes. Two main algorithms are defined 
in the standard, and these variants are commonly called 
mu-law and A-law. Both variants work in approximately 
the same way, but the coefficients and constants used 
by A-law have been specifically selected in order to be 
numerically easier to manipulate with a computer using 
binary arithmetic. 

G.722 

The G.722 standard uses an adaptive differential pulse 
code modulation (ADPCM) scheme in which the differ¬ 
ence between successive samples is encoded instead of 
the sample values themselves (ITU 1988, G.722). The 
scheme is adaptive in that the granularity with which 
these differences are represented is changed depending on 
the relative size of recent differences. The target bit rate 
of G.722 is 32 to 64 kbps. Variants of G.722 intended to 
support even lower bitrates include G.722.1 and G.722.2. 
All of these variants sample data at 16 kHz, which is about 
twice that of the standard telephone rate. 

G.728 

The G.728 standard is a speech-specific codec that uses 
low delay code excited linear prediction, or LD-CELP 
(ITU 1992). This method is an example of a vocoder, 
which attempts to model speech as an underlying 
fundamental frequency and as set of filter coefficients 
that modify it. The main feature of the G.728 standard 
is that it incurs a very small encoding delay and operates 
at 16 kbps. 
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THE FUTURE OF 
VIDEOCONFERENCING 
Gaze Awareness 

The most recent advances in videoconferencing have 
been in the direction of increasing the sense of presence 
experienced by the participants. One way to do so is to 
provide participants with gaze awareness and eye con¬ 
tact. A common shortcoming of many videoconferencing 
systems is that because participants are looking at the 
screen in order to see the other participants and not look¬ 
ing directly at the camera, each participant appears to 
be looking away at something off to the side or in the 
distance. Since this occurs for all participants, no one 
appears to be looking at each other, even though they 
are clearly talking directly with each other. In multi-party 
systems, this effect can be particularly noticeable, since 
gaze awareness (i.e., whom each participant is looking 
at) is the basis for how people naturally negotiate floor 
control in a group conversation. One way to incorporate 
gaze awareness and eye contact into a videoconferencing 
system is to warp the video image to make it appear as if 
participants are looking directly at each other (Wa et al. 
2003; Gemmell and Zhu 2002; Grayson and Monk 2003). 
This may require calculating (or at least approximating) 
the geometric relationship between the camera, the 
screen, and the participant. Another way to achieve this 
effect in a meeting room setting is to use pinhole cameras 
set into a projection screen. In this case, the effect of eye 
contact is achieved directly. 

Another approach to increasing the sense of presence 
in a multi-party conference is to create a virtual meet¬ 
ing room by combining the video streams of many 
participants together as if each participant was in 
the same room. Such a system presents each with a 
rendering of the virtual space from an appropriate view¬ 
point. The experimental Coliseum system developed by 
Hewlett-Packard is an excellent example of this kind of 
system (Baker et al. 2005). Coliseum used several cameras 
to capture each participant from several different angles 
simultaneously. Using these video streams, the system 
was able to do background separation and calculate a 
visual hull as a rough approximation of each participant’s 
head and shoulders. This rough geometric information 
was used to warp the foreground image into a virtual 
meeting space and render views of this virtual meeting 
space for each participant. 

Tele-Immersion 

Whereas Coliseum takes a 2.5-dimensional approach 
to providing a sense of presence, other research efforts 
are investigating true 3-dimensional approaches. These 
systems are often referred to as tele-immersion systems 
(Kauff and Schreer 2002; Gross et al. 2003; Sadagic 
et al. 2001). A tele-immersion systems captures the 
imagery of a relatively small (i.e., room-sized) environ¬ 
ment from a number of different cameras placed at 
different viewpoints. These systems may then extract 
per-pixel information from the video streams using 
algorithms developed for computer vision. Alternatively, 
the video streams may be used to form an approximation 


of the plenoptic function. The plenoptic function models 
all of the light rays passing through a volume. Several 
representations of the plenoptic function have been devel¬ 
oped, including light fields (Levoy and Hanrahan 1996), 
layered depth images (Shade et al. 1998), and concentric 
mosaics (Shum and He 1999). These systems may also 
make use of polygonal geometric models derived either 
from the imagery itself or provided a priori for known 
structures within the room (e.g., walls, furniture, etc.). At 
the remote site, all of this information is then recombined 
into a three-dimensional rendering of the environment. 
This may be accomplished with head-mounted stereo 
displays, autostereoscopic displays, stereo project dis¬ 
plays, or display caves. 

The computational demands and bandwidth require¬ 
ments of tele-immersion systems are obviously much 
greater than traditional, single-camera videoconferencing. 
Although one can easily realize a simple videoconferenc¬ 
ing application with commodity off-the-shelf components, 
a tele-immersion system once again requires complex 
experimental software, hardware, and networking compo¬ 
nents. It may be reasonable to ask whether the failure of 
videoconferencing to live up to its potential foretells a simi¬ 
lar fate for tele-immersion. In fact, it is the relative failure of 
videoconferencing as an application that motivates much 
of the work in tele-immersion. The argument put forth by 
many tele-immersion researchers is that videoconferenc¬ 
ing does not provide a sufficient marginal advantage over 
simple audio conferencing to warrant its use. If the sense 
of presence achieved by a tele-immersion system was com¬ 
pelling to the point of people truly feeling that they were 
within a shared space, the marginal utility of using such a 
system would increase. Furthermore, tele-immersion sys¬ 
tems would then find use in situations that demand such a 
compelling sense of presence such as battleground opera¬ 
tions or surgical procedures. 

GLOSSARY 

Application-Level Framing (ALF): A design principle 
that argues that hidden costs and limitations of the 
network should be exposed to the application in order 
to best adjust the packetization and framing of appli¬ 
cation data units. 

Application-Level Multicast (ALM): An implemen¬ 
tation of multicast that does not rely on in-network 
support for packet replication and forwarding but 
organizes the participants of the multicast group 
themselves into a peer-to-peer distribution tree. 
Arithmetic Coding: A form of lossless entropy encod¬ 
ing that produces near-optimal compression given a 
specific model of symbol frequencies. 

B-Frame: A video frame that uses motion compensa¬ 
tion using reference frames from either the near past 
and/or the near future but does not serve as a refer¬ 
ence frame itself. 

Chum: A term used to characterize the dynamics of 
multicast or peer-to-peer group membership. 

Content Distribution Network (CDN): An overlay 
network embedded within the Internet using 
provisioned resources carefully located at strategic 
peering points. 
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Discrete Cosine Transform (DCT): A transform coding 
technique that represents a one- or two-dimensional 
field of pixel values in the frequency domain using 
cosine functions that form an orthonormal basis. 

Elasticity: The degree to which a media type can be 
displayed at rates that deviate from the original sam¬ 
pling rate with little observable decrease in quality. 

Entropy Coding: A data-compression technique in 
which variable-length codes are assigned to input 
symbols in order to take advantage of an uneven 
distribution of symbol frequencies. 

E-Policy: One end of the spectrum of jitter buffer 
policies in which the playout delay is adjusted to 
accommodate the largest observed delay. 

Exponential Weighted Moving Average (EWMA): A 
technique for estimating a long-term average from 
spot sample values of a noisy signal in which the 
contribution of a spot value decays over time. 

Floor Control: A mechanism for determining which 
participant in a conference is the primary speaker at 
any given time. 

Forward Error Correction: A technique for proactively 
sending redundant representations of previously trans¬ 
mitted information in order to guard against possible 
packet loss. 

Gaze Awareness: The ability (either simulated or real) 
for a conferencing participant to establish eye contact 
with another participant. 

I-Frame: A video frame that is encoded without use 
of motion compensation such that it can be decoded 
correctly whether or not previous frames have been 
received or contain errors. 

IP Multicast: An in-network forwarding service that 
allows a packet to be sent to a group of receivers by 
replicating the packet at routers in order to traverse a 
distribution tree. 

I-Policy: One end of the spectrum of jitter buffer 
policies in which the jitter buffer is never adjusted after 
a playout delay has been established, despite future 
variations in delay. 

Jitter: The variance of transmission latency experi¬ 
enced in a packet network. 

Jitter Buffer: A receiver-side mechanism for ameliorat¬ 
ing the effects of jitter. 

Motion Compensation: A video-compression technique 
that uses past (or possibly future) frames to predict 
the value of blocks of pixels by discovering global or 
local motion within the scene and transmitting only 
the residual difference. 

Multipoint Control Unit (MCU): A component of a 
centralized conferencing architecture that is responsi¬ 
ble for receiving the media streams of each participant 
and transmitting a composite stream back to each 
participant for display. 

P-Frame: A video frame that uses forward-only motion 
compensation from a past reference frame and may 
serve as a reference frame for other frames. 

Peer-to-Peer (P2P): A decentralized application architec¬ 
ture in which peers participate with equivalent or similar 
capacity and communicate directly with each other. 

Playout Delay: The end-to-end delay target used to 
schedule the display of a media unit. 


Plenoptic Function: A function that models all light 
passing through a volume in space. 

Real-Time Control Protocol (RTCP): The IETF- 

developed control and feedback protocol designed to 
be used in conjunction with RTP in conferencing and 
streaming systems. 

Real-Time Protocol (RTP): An IETF-developed 
transport protocol based on the principles of 
application-level framing used in videoconferencing 
and streaming systems. 

Single-Source Multicast: An alternative to IP multi¬ 
cast that limits each multicast group to have exactly 
one prespecified source of packets. 

Stress: A metric used to evaluate how often a duplicate 
packet traverses any given link using an application- 
level multicast scheme. 

Stretch: A metric used to evaluate the latency penalty 
of the path from source to receiver in an application- 
level multicast scheme as compared to the shortest 
unicast path available. 

Talkspurt: A period of audio samples that correspond 
to continuous speech separated from the next and 
previous talkspurts by silence associated with natural 
breath pauses and/or changes in who is speaking. 

Tele-Immersion: An advanced form of videoconfer¬ 
encing in which three-dimensional information and 
multiple camera angles are used to provide a height¬ 
ened sense of presence. 

Vocoder: An audio-compression technique designed for 
human speech that analyzes an input signal in order to 
derive coefficients and parameters for a corresponding 
synthesis process. 

CROSS REFERENCES 

See Computer Conferencing and Distance Learning; IP 

Multicast; Video Compression. 
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INTRODUCTION 

The history of communications is filled with examples 
of a nearly insatiable demand for connectedness. As dis¬ 
persed work has become more common practice among 
business and public institutions, so too has the need for 
computer-facilitated solutions that enable efficient work 
collaboration among those separated by distance or re¬ 
sponsibilities within business enterprise functions. 

Computer conferencing systems are an evolving fam¬ 
ily of information communication technologies supported 
through a variety of protocols, which can be selected 
depending on the communication functions desired by 
those involved in the conferencing application (Table 1). 
For example, network voice protocols (NVPs) can enable 
computer conferencing functions as simple as a telephone 


conference that is scheduled and monitored by a com¬ 
puter. When conferencing communication requires rapid 
online text interchange, Internet relay chat (H.323 IRC) 
can provide the needed functionality. A growing number 
of computer conferencing applications are optimized with 
voice over Internet protocols (VoIPs) combined with an in¬ 
teractive Web site where multiple users manipulate docu¬ 
ments through a common database, share screens and talk 
with the group, instant message, or a combination of these. 
Real-time transport protocols (RTPs) enable opportunities 
for more complex communications by adding multimedia 
communication connecting supporting digital interaction 
among multiple users. Increasingly, computer conference 
participants are beginning to add Web cams into the mix, ef¬ 
fectively blurring the lines between a computer conference 


Table 1: Computer Conferencing Protocols 


VoIP (voice over Internet 
protocol) 

VoIP routes voice conversations over the 

Internet over an IP-based network using a 
packet switched network rather than telephone 
lines. 

H.323, IRC (Internet relay 
chat [IRC]) 

IRC is a plaintext, open protocol used for 
instant communication over the Internet. Users 
initiate the protocol by connecting a client to 
an IRC server. 

RTP (real-time transport 
protocol) 

RTP is a standardized packet format for 
delivering audio and video data over the 

Internet using a dynamic port range. 

SIP (session initiation protocol) 

SIP is a protocol designed for initiating, 
modifying, and ending user sessions using 
interactive media such as online games, video, 
voice, instant messaging, and virtual reality. 

NVP (network voice protocol) 

NVP is an early protocol for transporting voice 
communications over the Internet via packets. 

It can be viewed as a precursor to VoIP. 
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and a videoconference. These are just several examples of 
common protocols that facilitate today’s computer confer¬ 
encing applications. 

Although evolving protocols enable increasingly rich 
interactions, the more basic computer conferencing 
technologies have been available for many years. Both 
real-time and asynchronous text communication, in fact, 
have been around since the very earliest days of the Web 
and continue to play a role in computer conferencing to¬ 
day. First-generation online technologies such as e-mail, 
listservs, and bulletin boards were a valuable step forward 
for collaborative computing; however, the functionality 
of these early technologies lacked the complexity needed 
for many distributed team collaboration applications. For 
example, e-mail is optimized for one-on-one communica¬ 
tion and listservs and bulletin boards lack the dynamic 
and targeted communication functions often desired for 
teamwork. 

NetMeeting was the first true Web conferencing appli¬ 
cation that allowed screen sharing, file sharing, and real¬ 
time communication and a much richer experience than 
a simple text discussion. NetMeeting was introduced by 
Microsoft in the mid-1990s as a free download that relied 
on peer-to-peer communication to function. Since then, 
many vendors—such as IBM, Cisco, WebX, GoToMeet- 
ing, and Genesys—have entered the market. 

New generations of computer conferencing tools are 
designed to meet the need of enhanced integrated commu¬ 
nication that provides a rich collaborative work environ¬ 
ment for participants working from multiple locations and 
with potentially very different communication needs 
and abilities. Evolving open standards based on Internet 
protocols such as session initiation protocol (SIP) are rap¬ 
idly enabling more complex and rich integrated computer 
conferencing flexibility than early generations of software. 
Todays Web conferencing tools typically include things 
such as text conferencing and videoconferencing capabili¬ 
ties, shared calendars, discussion forums, document shar¬ 
ing, instant messaging, and whiteboard features, either 
offered individually or in combination. They allow for both 
real-time and asynchronous communication. 

Under optimal circumstances, computer conferencing 
and Web collaboration tools are both easy to use and rich 
enough in functionality to support more complex inte¬ 
grated voice, video, and data communication interactions. 
Unfortunately, the reality is that there is generally a trade¬ 
off between ease of use and the degree of communication 
functionality that can be supported by computer confer¬ 
encing software. Conferencing software that can support 
complex integrated communication functions often can 
be difficult to use, and especially complicated to maintain 
and integrate, with users operating from multiple plat¬ 
forms and with diverse experience. It is not probable that 
online collaboration can ever fully replace face-to-face 
communication. Nevertheless, the future is a promising 
one, in which computer conferencing software continues 
to make inroads into supporting complex business and so¬ 
cial communication needs. 

This chapter explores the origins of computer con¬ 
ferencing, its value in application, as well as emerging 
protocols important to the future of conferencing and 
collaboration in the digital world. 


THE PARADIGM SHIFT TO 
COLLABORATIVE COMPUTING 

Computer conferencing and Web collaboration are a 
mainstay of human interaction within todays workplace 
; however, they are relatively recent within the history of 
computation. Indeed, computing began as a solitary task. 
From the inception in 1940s until the late 1960s, the fledg¬ 
ling computational machines filled entire rooms and were 
accessible by only one user and one program at a time. 
Tracing the history of collaborative computing, Laiserin 
(2000) notes it was not until the introduction of AT&T Bell 
Lab’s UNIX platform in 1969 that a paradigm shift emerged 
with an engineering transformation to support the shar¬ 
ing of simple files for real-time collaboration among mul¬ 
tiple users. David Wooley (1994) identifies the origins of 
computer conferencing to have occurred as early as 1973 
with the creation of PLATO, which was among the early 
systems to pioneer online forums and message boards, 
e-mail, chat rooms, instant messaging, remote screen 
sharing, and multiplayer games, leading to the emergence 
of what was perhaps the world’s first online community. 

In the 1960s and 1970s, most computing was ac¬ 
complished with large mainframe computers shared by 
multiple users. However, the mainframe computing envi¬ 
ronment at that time was still relatively inaccessible and 
available to only an elite few in universities and large re¬ 
search organizations. Consequently, although collabora¬ 
tive computing was technically enabled in the early 1970s, 
the number of people with equipment and knowledge to 
engage in such collaboration was relatively small. 

DEC delivered its first production version of the PDP-1 
microcomputer early in 1961. In his detailed history of 
personal computing technology, Alan (2001) observes that 
the term personal computer was coined to make a distinc¬ 
tion from the shared mainframe devices to recognize a 
computer made for use by one individual. Although the 
personal computer (PC) began to gather greater commer¬ 
cial significance and became more affordable to ordinary 
people later in the 1970s, the technology was not an im¬ 
mediate catalyst for collaborative computing. Rather, PCs 
were used as smaller personal versions of the early main¬ 
frame devices, with single users accessing stored files 
from their personal digital storage space at a given time. 
In the 1980s, the practice of computing as an independent 
solitary task was eventually overtaken by a growing value 
being found in the early UNIX-based Internet, which was 
transformed to be accessible to PC users. However, it was 
not until the following decade and the acceptance of Tim 
Berners-Lee’s World Wide Web as the system of standards 
that would enable computer owners throughout the world 
to share and exchange information in a common format 
that the paradigm of collaborative computing began to 
truly accelerate (Berners-Lee and Fischetti 2000). 

EMERGENCE OF VALUE: A NEW 
GENERATION OF INTERACTIVE 
DIGITAL NETWORKS 

Ultimately, the value of computer conferencing hinges 
critically on the availability of a robust and cost-effective 
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digital communications network over which conferenc¬ 
ing applications can be conducted. George Gilder (1993) 
coined the phrase Metcalf’s law, recognizing the ground¬ 
breaking work of Robert Metcalf in creating a formula 
to predict the value of communication network technolo¬ 
gies. Specifically, the value of a network equals the square 
of the number of users, while the value of an individual is 
proportional only to the number of users. 

Prior to 1990, the value of computer conferencing was 
limited in part because an accessible interconnected net¬ 
work did not exist. With the Internet and eventually the 
World Wide Web well established to support the intercon¬ 
nectivity needs of the growing number of businesses, pub¬ 
lic institutions, and households owning PCs, the necessary 
foundation for the takeoff of computer conferencing and 
associated Web collaboration tools was in place by the 
early 1990s. Businesses, public institutions, and to a lesser 
extent, ordinary households became aware of the power 
and value of being able to communicate and share data 
with others around the world using connections through 
the Internet. 

Along with the recognition of value came new consumer 
demands for both software and hardware to improve the 
versatility, functionality, accessibility, and affordability of 
computer conferencing and collaboration. Not only was 
there a growing demand for digital tools, enabling the 
productive sharing of data, voice conversations, and video 
images, but also there was a growing demand for real¬ 
time access to desired digital information 24 hours a day, 
7 days a week using multiple information communication 
devices from a variety of locations. 

With expanded recognition of the potential value of 
modem computation as an “always-on” information com¬ 
munication network, computer equipment and software 
engineers moved into high gear in the 1990s. Initially, new 
products and services catered to the business customer 
who wanted to communicate, real-time and anytime, with 
customers and business partners around the globe using 
a full suite of integrated digital data conferencing, voice 
conferencing, and videoconferencing capabilities. The rap¬ 
idly growing suite of digital computer conferencing tools, 
designed first for global business purposes, very quickly 
evolved to meet the needs of small businesses, schools, 
health care organizations, and individuals. 

As advances and affordability of microchip technologies 
continued, various innovative computer conferencing tech¬ 
nologies quickly came to market, including videoconfer¬ 
encing shared digital workspaces for project collaboration, 
instant text messaging, asynchronous text conferencing, 
enterprise information portals, real-time digital white¬ 
boards, shared data storage applications, and others. This, 
along with a variety of Web-application service providers 
that were available to help business and individual custom¬ 
ers use and cost-effectively integrate and apply the growing 
suite of computer conferencing tools, provided customized 
solutions to individual challenges. 

Further catalyzing the demand for computer conferenc¬ 
ing products and services was the concurrent expansion 
of mobile computing and communication technologies, 
beginning with mobile phones and morphing quickly 
into new personal digital devices with the computing 
power of desktop PCs only a few years earlier. Historical 


telecommunications data published by CellularOnline 
(2006) indicate that in 1992, there were only about 200,000 
handheld mobile phone units in use worldwide. By 
2004, there were well over 1.5 billion handheld mobile 
phones in use throughout the world. In addition to these 
handheld devices, ownership and use of powerful laptop 
computers has skyrocketed over the past decade, further 
enabling computer conferencing and digital work col¬ 
laboration to be possible almost anyplace an Internet 
connection is feasible. 

Another critical technological enabler catalyzing the 
value of computer conferencing is the wider availability 
of high-speed Internet connection points. Broadband 
wireless technologies continue to proliferate both within 
and outside of the United States, making 24/7 high-speed 
Internet connections for computer conferencing available 
not only at the usual place of work, but also in airports, 
hotels, coffeehouses, and other locations where computer 
users may gather. 

A final and important network enabler of computer 
conferencing is the growing universal availability of free 
or low-cost voice over Internet protocol (VoIP). VoIP can 
be expected to have a transformative impact on compu¬ 
ter conferencing capability by providing a critical link of 
fully compatible video, data, and voice connections to be 
cost-effectively integrated over a single Internet commu¬ 
nications backbone. 

TECHNOLOGY EVOLUTION 

Although Web-based communication tools have been 
with us for a number of years, there has been a recent 
shift in their design that changes the way people can work 
together over the Internet. Table 2 illustrates the transfor¬ 
mation from first-generation Web tools to new tools that 
allow a different attitude about collaborative work. In 
each instance, there is a change from a hierarchical man¬ 
agement system controlled by a select group of people to 
fully collaborative and personalized creative work spaces. 

Online tools have evolved over the past several years to 
improve the perceived value of computer conferencing for 
collaborating colleagues. Taxonomies and BitTorrent, 
for example, allow participants working from diverse 
contexts, to more easily customize conferencing applica¬ 
tions to their unique scenarios. Wikis and blogging enable 
content development from multiple participants without 
hierarchical filters to more closely match the way work is 
actually accomplished in many organizational settings. 
Web services enable more effective collaboration among 
participants working from different organizations or 
remotely in different time zones to effectively participate in 
conferencing. These are just several of the positive recent 
trends improving the relevance and the likely acceptance 
of computer conferencing within the business setting. 

THE TRANSFORMATION OF 
WORKPLACE 

Computer conferencing has significantly changed the 
business paradigm and the way work is accomplished 
in much of the industrialized world. Francis Cairncross 
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Table 2: Evolution of Collaborative Online Tools 


First-Generation Closed Systems for Managing 
Internet-Based Tools 

Second-Generation Open Systems for Facilitating 
Internet-Based Work 

Directories: Content organized by database developer 
trying to second guess keywords that users will need. 

Taxonomies: Users post their own content to the database 
and write keywords themselves. 

Akamai: Content caching for large files such as 
applications or videos that are downloaded via http. 

BitTorrent: Content caching and file sharing via a peer-to- 
peer swarm that can handle much larger files than Akamai can. 

Top-down content management: Content is given to a 
select individual (or small group) who then edits, 
organizes, and publishes approved content. 

Content management through wikis: All participants organize 
and publish directly to the Web site. 

Screen scraping: Content-capturing technique 
involving crawling and capturing data not intended 
for sharing beyond its original publication. 

Web services: A more sophisticated content-capturing 
technique that supports a decentralized machine-to- 
machine interaction over a network. 

Single-source publishing: A Web site published by an 
individual at a single URL. 

Mash-ups: Content as well as layout are gathered 

from multiple Web sites and reassembled into something new. 

Personal Web sites: Single-source publishing that can 
be viewed through a Web browser. The site designer 
controls how viewers see the information. 

Blogs: Allow interactivity through comments. Allow 
users to customize their experience through sorting, 
filtering, saving individual posts, and managing posts through 

RSS readers. 

Streaming Web seminars: Individuals follow along as 
they listen to others speak. 

Collaborative online tools: Individuals can interact 

with the speaker, comment, share files, and talk with other 

participants. 


(1995) writing for The Economist, characterized the 
social and economic impact of the new generation of dig¬ 
ital networks combined with emerging computer confer¬ 
encing applications with the coining of the phrase “The 
Death of Distance.” In today’s accessible and affordable 
digital collaboration, geographic proximity to customers, 
suppliers, markets, and business partners is much less 
critical than in the days prior to accessible and affordable 
computer conferencing. 

Nicholas Economides (2004) has traced the evolution 
of the pricing structure of digital information and com¬ 
munication channels. Prior to the development and rapid 
adoption of the World Wide Web, the cost of communi¬ 
cating internationally or between cities increased with 
distance. However, with a growing array of competitive 
communication options, including VoIP, both voice and 
data communication costs very little extra today to com¬ 
municate over long distances than over short ones. Con¬ 
sequently, the historical advantage of being located close 
to customers, suppliers, or even a specific workforce is 
much less relevant today than was the case prior to broad 
availability and acceptance of computer conferencing. 

Concurrent with the advances in favorable economics 
for dispersed work has been a steady shift of workforce 
functions away from manual occupations to occupations 
that focus on the creation and processing of knowledge. 
Using federal census data from 1950 to 2000, Wolff (2005) 
found that the proportion of the U.S. workforce engaged 
primarily in “information work” increased from 37 per¬ 
cent of the work force in 1950 to 59 percent in 2000. 

Sophisticated computer conferencing tools translate 
into new opportunities for business and professional 
people all over the world. Because many tasks can now be 


accomplished over the Internet, businesses can hire work¬ 
ers anywhere there is adequate communications connec¬ 
tivity. The result is savings on wages and real estate costs 
as well as opportunities to recruit the best talent any place 
in the world without need for relocation. If a company’s 
best talent is no longer concentrated in a single city or 
even a single building, disruption in services due to natu¬ 
ral disasters is no longer an issue. Employees distributed 
geographically can carry on with business as usual despite 
any disruptive event in a particular geographic location. 

Because many computer conferencing systems allow 
a great deal of collaboration and real-time interaction, 
companies can enjoy savings by eliminating the need to 
squander time and money on endless travel for meet¬ 
ings. Talented peers can work together across thousands 
of miles and many time zones. In some instances, work¬ 
ers across the world can collaborate in a way that keeps 
project development moving around the clock. 

THE NEXT FRONTIER: PEOPLE 

The dot-com financial boom of the 1990s—driven in 
part by the perceived productivity gains that could be 
obtained through computer conferencing and collabora¬ 
tion—took a tumble in the early years of the new millen¬ 
nium. A number of factors contributed to the bursting of 
the dot-com bubble, one of which was that technological 
advances proceeded at a pace ahead of people’s ability to 
effectively manage and use the emerging information and 
communication technologies. 

In an analysis of collaborative computing practices 
within 41 large businesses, Brynjolfsson (2005) docu¬ 
ments that many corporate executives were forced to 
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come to terms with the reality that technology invest¬ 
ments of the 1990s were not producing the expected 
productivity gains. Innovation in the application of in¬ 
formation technology to business processes proved insuf¬ 
ficient to realize the full potential for productivity gain. 
The perceived value of computer conferencing equipment 
and services enabled by a new generation of digital net¬ 
works deflated as meaningful business evaluations were 
brought to the boardroom. The lesson to be learned is 
that companies and public institutions must make com¬ 
plementary organizational investments in addition to IT 
investments to fully take advantage of the power of com¬ 
puter conferencing. 

As a result of these lessons learned, today multidisci¬ 
plinary teams are more likely to join with engineers in 
the design of future generations of computer conferenc¬ 
ing and online collaboration tools. For example, leading 
companies within the software and microprocessor indus¬ 
try have hired and expanded teams of ethnographers to 
join with product development teams. “Social computing” 
is recognized for its important commercial value within 
corporate research divisions as well as in major research 
universities. Consequently, a comprehensive survey of the 
current state of computer conferencing protocols and ap¬ 
plications would be incomplete without careful consid¬ 
eration of the emerging challenges of understanding how 
people desire to relate to and use their technology, and 
how business processes must be reshaped to fully take ad¬ 
vantage of productivity gains that can be achieved through 
computer conferencing. 

WORKPLACE IMPLEMENTATION 
CHALLENGES 

As the reliance on information and communications 
technology for workplace interactions has expanded, so 
too have the challenges of meeting the needs of people 
who are required to use those technologies. Galinsky 
et. al. (2004) document in a study by the Families and 
Work Institute that 56 percent of North American workers 
say they typically have to work on too many tasks simulta¬ 
neously or are interrupted in the work day so many times 
that they find it difficult to get work done. An in-depth 
study of 24 information workers by Gonzalez and Harris 
(2005) reached similar conclusions, with 57 percent re¬ 
porting frequent work interruptions largely attributed to 
managing multiple simultaneous task using technologi¬ 
cal work systems. 

In many workplaces, the aggregate number of elec¬ 
tronic communications—e-mails, instant messages, cal¬ 
endaring requests, and so forth are rising at a rapid pace. 
Farhoomand and Drury (2002) found that the two most 
common sources of information overload were an exces¬ 
sive volume of information (reported by 79 percent of re¬ 
spondents) and difficulty or impossibility of managing it 
(reported by 62 percent of respondents). A Microsoft white 
paper (2005) says that information workers spend up to 
30 percent of their working day just looking for data they 
need. When the volume and pace of information becomes 
so great that it exceeds the ability of people to process and 
use that information, digital collaboration can undermine 
rather than enhance worker productivity. 


Whatever their skill level, many people develop their 
own methods for dealing with the expanding volumes of 
online workplace communication. Some of those methods 
may be the digital equivalent of duct tape and bailing wire. 
But however ineffective, they are also familiar, and getting 
busy people to change habits and learn new skills can be 
a daunting task. For example, Bellotti et al. (2005) provide 
detailed surveys documenting task overload and loss of 
productivity that occurs for knowledge workers as a result 
of overreliance on e-mail to accomplish collaborative com¬ 
munication, especially as the range of people and topics 
of communication expand. The implication for employers 
seeking productivity and efficiency gains from computer 
conferencing is that no matter how user-friendly or com¬ 
prehensive the solutions offered by software vendors, 
organizational systems that create a workplace environ¬ 
ment in which people are likely to accept and use those 
solutions must be in place first. 

Computer conferencing tools are designed to enable 
collaboration among coworkers. But as organizational 
leadership analysts Thompson and Good (2005) observe, 
within many organizations, a culture of collaboration is 
dangerously lacking, and many workers are challenged 
with digital collaboration scenarios that are largely 
new and unfamiliar. Today it is uncommon for workers 
to know, share common space with, and work the same 
hours or even for the same organization as all the people 
with whom they collaborate. This, of course, is the pre¬ 
cise scenario in which computer conferencing tools can 
potentially add the greatest benefit. But in the end, it is the 
motivation, skills, and comfort level of people using those 
tools that makes collaboration in a modem heterogeneous, 
dispersed, asynchronous work environment possible. 

The motivation, skills, and comfort levels in using the 
tools of digital collaboration are in no small measure 
linked to the organization's management culture. A study 
by MIT’s Center for eBusiness concluded that organiza¬ 
tional culture was a defining factor among corporations 
most successful in achieving desired productivity gains 
from investments in collaborative computational technol¬ 
ogies (Brynjolfsson 2005). Notable computer conferencing 
tools are most applicable to organizations that instill and 
practice core values that include open communication, 
decentralized decision authority, and teamwork. The tech¬ 
nology tools themselves cannot produce the intended ben¬ 
efits of collaboration. However, well-designed computer 
conferencing tools can enable organizations to be success¬ 
ful when those organizations have made a commitment 
to practices that empower dispersed decision-making au¬ 
thority and human organizational processes consistent 
with effective virtual team collaboration. 

Organizations seeking to reinvent themselves with a 
commitment to open information sharing and dispersed 
decision making are often quickly faced with the need to 
deal with additional challenges of information overload. 
If not addressed, this becomes a new fatal flaw beyond 
that which can be addressed through technology design 
alone. In his cross-industry research on collaborative 
computing use, Brynjolfsson (2005) found that the most 
successful organizations deal with these competing goals 
through support, training, and merit reward systems 
that help workers make good choices both with respect to 
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specific technology tools to use in specific situations and 
rules of engagement for the efficient sharing of informa¬ 
tion among collaborative teams. He notes Cisco as an ex¬ 
ample of a company that has been successful by instituting 
a comprehensive workforce development process that 
uses merit rewards to encourage virtual team collabora¬ 
tion and intranet “dashboards” that help employees ac¬ 
cess the information most relevant to their jobs. 

Nardi (1996) provides a comprehensive analysis of 
ethnological and anthropological research to demonstrate 
the inseparable connection between the human context 
of communication needs and successful application of 
computer and Web tools in the workplace. For informa¬ 
tion professionals responsible for the design and ultimate 
adoption of computer conferencing and work collabora¬ 
tion systems, the implications are clear. A holistic systems 
approach that empowers the organization with a culture 
of collaboration, technology support and training appro¬ 
priate for busy people, and a refocusing of management 
skills to meet needs of dispersed teams are all required 
to achieve the hoped-for productivity gains promised by 
computer conferencing. 

CONFERENCING TECHNOLOGY 
SYSTEMS DESIGN WITH PEOPLE 
IN MIND 

Genevieve Bell, an anthropologist, was charged by Intel 
to travel throughout Asia and observe how people from 
different cultures choose to use computers and computer 
devices. Oanh Ha (2004) notes some of Bell’s surprising 
observations, including Muslims using global positioning 
system technology to find Mecca at prayer time, elderly 
Indian grannies using text messaging to keep in contact 
with relatives around the world, and cell phones being 
blessed at temples because they are such an integral part 
of people’s lives and identities. 

Bell is one of a growing number of anthropologists 
trained in ethnographic methods hired today by both 
hardware and software design companies. This is because 
it is widely recognized that information technology man¬ 
agers within organizations, as well as those who design 
the digital tools, need to begin with an understanding of 
how people desire to use those technologies. Within the 
domain of computer conferencing, this basic principle is 
of even greater importance because the systems must be 
designed to accommodate collaborating participants, of¬ 
ten with very diverse levels of technology skills, experience, 
motivation, time demands, and cultural perspectives. 

Collaboration tools that are not broadly accessible and 
able to be used by all members of the group for which 
collaboration is desired will ultimately be counterproduc¬ 
tive. In practice, the concept of accessibility is complex, 
with multiple facets, but they can be grouped into two 
broad categories of consideration: (1) participants must 
have the ability to access and the ability to use required 
computer conferencing software and (2) participants must 
have the motivation, skills, and knowledge required to use 
the available conferencing and collaboration tools. 

These two broad sets of issues are important consider¬ 
ations for both those who create computer conferencing 


software and those responsible for the design of systems to 
optimize the use of available computer conferencing tools 
within organizations. Because of the diversity of needs, 
skills, and experience of potential computer conferenc¬ 
ing participants, system designs must be able to flexibly 
accommodate diverse circumstances without adding un¬ 
necessary complexity. Examples of critical design consid¬ 
erations include: 

• Degree of interoperability across multiple platforms 

• Potential restrictions of lower communication band¬ 
width 

• Data and information security 

• Ability to easily integrate into group work habits 

• Simplicity of use and training requirements 

• Universal design accommodating persons with 
disabilities 

The workplace communication tools required by today’s 
information workers must continue to evolve to meet new 
needs and provide new capabilities. For example, infor¬ 
mation workers today are much more likely to be required 
to collaborate with colleagues from other organizations 
and with a broader set of business enterprises within their 
own organizations. With continued economic globaliza¬ 
tion, computer conferencing increasingly must accommo¬ 
date persons collaborating from multiple time zones and 
differing standards of underlying telecommunications. 
Business analyst I.M. Weinstein (2005) observes that 
broadening collaboration is a trend among informa¬ 
tion workers to rely on multiple communication devices 
operable from multiple locations. Today’s workers are 
often highly mobile, using a combination of office desk¬ 
top computers, notebook computers, handheld devices, 
and desktop computers from remote locations in accom¬ 
plishing their work. 

Consequently, designers of computer conferencing so¬ 
lutions are faced with the challenge of creating solutions 
that work across multiple platforms and with equipment 
supported by highly variable underlying communication 
capabilities. As a result, there is a much higher premium 
on computer conferencing capabilities that are interoper¬ 
able across multiple platforms without unacceptable loss 
of key functionality when the underlying digital commu¬ 
nication bandwidth is limited. 

Yamauchi and his colleagues (2000) document a grow¬ 
ing trend toward open source computer conferencing so¬ 
lutions as a potential avenue for organizations to address 
the pressing need for greater interoperability allowing 
work teams to customize work collaboration tools to meet 
needs and provide cost-effective access to those tools to 
participants from multiple organizations. However, open 
source solutions may also come with the additional chal¬ 
lenge of requiring members of the work team to have 
code-writing expertise to customize software tools with 
adequate functionality to meet specific workforce needs. 

Although the expense of proprietary computer confer¬ 
encing solutions is a potential barrier to access, they of¬ 
ten come with more user-friendly interfaces and customer 
support, making initial implementation easier. Whether 
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proprietary or not, the challenge of enabling organizations 
to flexibly meet the diverse conferencing scenarios typical 
of today's information work are best met through open 
XML standards and available development tools that em¬ 
power users to build and extend applications as needed. 

As computer conferencing software developers con¬ 
tinue to expand options for open information sharing 
across platforms, new potential security and privacy 
threats arise. Information technology (IT) managers who 
address these threats with stronger corporate firewall 
protections requiring manual registration and authoriza¬ 
tion of all participating users may unintentionally erect 
new barriers to collaboration as employees are unwilling 
to take the additional time and effort needed to include 
colleagues from outside the organization, even when pol¬ 
icies allow for such inclusion and opportunities invite the 
collaboration. 

The trend toward software developers relying on open 
XML standards offers opportunities not otherwise possi¬ 
ble for corporate IT managers to customize applications 
to improve security, reliability, and manageability in a 
manner most consistent with the working style and needs 
of the organization’s information workers. Potential solu¬ 
tions are also found in a new generation of Web services, 
which make it possible for organizations to share infor¬ 
mation with partners by creating a common understand¬ 
ing of how data are structured, shared, and secured. 

A repeated theme emphasized throughout this chapter 
is that the success of computer conferencing in address¬ 
ing desired work collaboration goals hinges critically on 
technology solutions that are appropriate for the way 
members of an organization desire to work and that min¬ 
imize the challenge of participants in using the confer¬ 
encing software. For a solution to be successful, software 
designers must provide users with access to basic features 
such as Web conferencing, shared calendars, discussions, 
shared workspaces, document sharing, instant messag¬ 
ing, and whiteboards in a format that minimizes training 
requirements. 

Drawing on the ethnological and anthropological re¬ 
search described earlier, it is critical that designers inte¬ 
grate knowledge about the real-world work practices and 
behaviors of knowledge workers into their design efforts. 
The most powerful computer conferencing solutions are 
not necessarily the best solutions. Design solutions that 
use Web interfaces with a look and functionality familiar 
to most users of the conferencing software add value by 
enhancing the probability of widespread use. 

The accessibility of computer conferencing software is 
also enhanced with designs that recognize the need to in¬ 
clude populations with disabilities. In the United States, 
18.1 percent of people are impacted by a disability com¬ 
promising their vision, hearing, mobility, or learning. 
(Steinmetz 2002). This number is projected to rise sig¬ 
nificantly as the global population ages and the current 
growth in the incidence of diabetes continues to take its 
toll. Employment is the most significant challenge facing 
persons with disabilities. 

Stodden and Dowrick (1999) found less than 30 percent 
of working-age adults with disabilities have even part-time 
employment. The Internet supported with computer con¬ 
ferencing tools has the potential to serve as an equalizer. 


creating opportunities to tap talent, ideas, and contribu¬ 
tions from those with disabilities that make it difficult to 
leave home. Many persons with disabilities, who would 
not be able to participate fully in a face-to-face meeting 
because of physical limitations or because of simple preju¬ 
dice, can fully participate in interactive Web-based events 
using adaptive technologies. In addition to benefiting from 
the previously hidden talent of this growing segment of 
our population, and providing employment opportunities, 
there is the added opportunity to change attitudes about 
disabilities among the rest of the population. 

None of this is possible, however, unless developers 
create products that meet basic accessibility standards. 
With appropriate up-front consideration and planning, it 
is entirely feasible to accommodate the communication 
needs of populations with disabilities. Such modifications 
in design can also result in many secondary benefits for 
the enabled population as well. This is a basic principle 
of the universal design concept; it applies broadly to prod¬ 
ucts and environments made usable by anyone regardless 
of disability. For example, curb cuts that were built to ac¬ 
commodate wheelchairs are much appreciated by parents 
pushing strollers and people on bicycles. The same is true 
for Web applications. A site that is fully accessible to a 
text reader also downloads easily to handheld devices. Im¬ 
ages with alternative text tags are welcome to users with 
slow connections or those who prefer to disable images 
in their browsers. Accessibility principles applied on the 
Web make Internet tools more flexible, easily personal¬ 
ized, and usable for everyone. 

CONCLUSION AND THE DIRECTION 
FORWARD 

Wellman (2001) notes that computer networks are inher¬ 
ently social networks, linking people, organizations, and 
knowledge. The value of IT systems must be considered in 
the context of the lives of people who use those systems. 

The ability to personalize our online work experience, 
collaborate, and co-create with colleagues anywhere in 
the world continues to improve with each revision of 
new computer conferencing tools. These tools continue 
to transform into operational frameworks that are more 
intuitive, flexible, and inclusive. However, technological 
innovation as well as organizational systems innovations 
must continue to evolve before the envisioned benefits for 
business productivity gains and effective collaborative 
work can be fully realized. 

Research conducted by Benford and his colleagues 
(2001) documents that most people who collaborate 
online today do so with a customized collection of tools 
they assemble to meet their specific needs. Although col¬ 
laborative computing technology can enable productive 
and meaningful interactions, ultimately it is human beings 
who make meaning and connections from the informa¬ 
tion that is shared. Contemporary Internet tools are lim¬ 
ited because they are designed to parse content as raw 
material for humans to sort out. 

Today, computer software programs can organize 
headings and links, they can sort information according to 
keywords, and they can provide text boxes for people 
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to communicate in. However, they cannot prioritize or 
connect the meaning or semantics of any shared informa¬ 
tion. It is up to people to make meaning that leads to de¬ 
cisions. Henderson (2005) found that knowledge workers 
working on the same job and with the same software sys¬ 
tems typically have significant variance in their selected 
hierarchical file structure for storing digital documents. 
Such variances in the way people choose to organize their 
personal digital documents can be a substantial barrier 
to effective work collaboration. The most dramatic fu¬ 
ture advances in computer conferencing will most likely 
be in the domain of managing information among work¬ 
groups. 

The originator of the World Wide Web, Tim Berners-Lee 
(2001) envisions the emerging Semantic Web as a trans¬ 
formative technology in which information is given well- 
defined meaning, better enabling computers and people 
to work in cooperation. To envision the transformative 
potential of the Semantic Web for productive collabora¬ 
tion, imagine a company that needs to find a php pro¬ 
grammer to develop a Web site. Using a variety of online 
databases available today, it is feasible to quickly develop 
a list of names and resumes of potential candidates. But 
the online process ends at this point and a new round of 
communication through e-mail or telephone must be ini¬ 
tiated after reviewing the candidate pool. 

With the addition of a Semantic Web agent, the online 
search process would not end with the passive process of 
identifying a pool of trustworthy programmer candidates 
matching the desired skill base. The online process would 
be enabled to continue beyond the first step of identify¬ 
ing possible employee candidates. For example, the Web- 
enabled decision process could continue by making an 
appointment for the assigned company representative to 
have a VoIP meeting at a time that fits into both persons’ 
calendars. In many cases, the manager conducting the 
search may desire to consult and obtain views of other col¬ 
leagues before initiating contact with potential program¬ 
mers with the desired skill set. The Semantic Web agents 
of colleagues within the organization would be linked to 
contribute their perspectives and possibly to volunteer 
them to participate in the interview meeting as well. 

This is just one example of the potential of the Seman¬ 
tic Web to enhance computer conferencing as a tool for 
meaningful work collaboration. Human interaction is, of 
course, still required. However, the information will be 
stored, tagged, and parsed in a way that is easy for ma¬ 
chines to communicate with one another and for seman¬ 
tic software agents to discern meaning for the individual 
requesting the information to adjust and improve the 
quality of the information based on the human user’s in¬ 
teraction with it. Microsoft founder Bill Gates (2005) envi¬ 
sions a near-term business environment in which software 
will play an important role in replacing the complexity 
of the workplace with contextual information needed 
for decisions involving joint interaction among people 
from multiple organizations working from many differ¬ 
ent locations. 

This vision for the future of computer conferencing 
is much more than an improved and more powerful tool 
for the sharing of data and information. It is a vision in 
which computer conferencing will provide colleagues 


in the workplace with the ability to make real-time deci¬ 
sions with comprehensive knowledge of how their work 
connects with others within the same organization and 
others with connected work outside the organization. The 
ultimate benefit of computer conferencing will hinge on 
success in creating flexible, intelligent software systems 
that reflect the way colleagues in the workplace desire to 
interact for decision making rather than requiring people 
to change the way they must interact to meet the require¬ 
ments of the conferencing software. 

GLOSSARY 

Asynchronous Communication: Any method of com¬ 
munication that does not demand real-time responses 
from participants. Individuals contribute to a dialog at 
any time and place that is personally convenient. Ex¬ 
amples include message boards, e-mail, listservs, and 
Web-based threaded discussions. 

Information Communication Technology (ICT): Any 
technology that enables the sharing of data, text, im¬ 
ages, or voice communication. Computers and cellular 
telephones both fall within this category. 

Open Standards: Nonproprietary and publicly avail¬ 
able, allowing anyone with the expertise to imple¬ 
ment them. They are designed using an open and 
collaborative method by teams of experts. Applying 
open standards ensures compatibility with various 
hardware, software, and vendors that design with open 
standards. 

Persons with Disabilities: The definition of a disabil¬ 
ity varies depending on the source. A broad definition 
includes any physical or mental impairment that sig¬ 
nificantly interferes with ordinary day-to-day activities 
such as blindness, a missing limb, or a learning dis¬ 
ability. A social definition of disability refers to barri¬ 
ers in society in relation to a person’s impairment—the 
idea being that the limits of an impairment are socially 
imposed. 

Semantic Web: A World Wide Web Consortium- 
sponsored project that seeks to develop intelligent 
systems for machine-to-machine communication that 
will self-adapt and refine its processes based on user 
behavior. 

Social Computing: The software that supports the 
growing trend in ICT for social interaction, collabora¬ 
tion, and communication. 

Web Application: A software application tool that is 
accessible over the Internet through a browser instead 
of through one’s local hard drive. 

Whiteboard: Whiteboard software replicates white¬ 
board writing surfaces commonly used in schools and 
offices. Electronic whiteboards allow users to draw 
pictures and write freehand messages that can easily 
be erased and modified. They are a common feature 
in collaborative virtual meeting software and instant 
messaging. 

XML: The extensible markup language (XML) is a 
standard developed by the World Wide Web Consor¬ 
tium (W3C) designed for cross-platform machine-to- 
machine communication and capable of describing 
many kinds of data. 
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TELECOMMUTING AND TELEWORK 

As a result of the World Wide Web phenomenon a well- 
spring of new terminology has made its way into the com¬ 
mon vernacular such as blog and mudding, and many of 
us have participated online in discussion boards or chat 
rooms used by virtual communities. At one time or an¬ 
other, most of us have been online gathering information 
or transacting business. Contemporary society is being 
shaped around the emerging technologically mediated 
ways of interacting, and there are a growing number of 
online transactions in which telecommunications are 
substituted for in-person acquisition or performance of 
services. Examples include online or distance education, 
online shopping, online banking, telemedicine, telejustice, 
teletaxes, televoting, and virtual entertainment (Bureau 
of Transportation Statistics 1992). And events, such as 
9/11, and disasters such as the Northridge earthquake in 
California, have caused some to wonder if telework might 
serve as a potential mitigation or disaster recovery op¬ 
tion. It is only natural then to expect that new forms of 
telework would emerge. It is important, however, to dis¬ 
tinguish various forms of online transactions (or what 
might be called "telebusiness” or "e-business”) from tel¬ 
ework because telework carries with it a variety of unique 
characteristics beyond transacting online. 

The term telework is typically applied to an arrangement 
in which someone works from a remote location away 
from a traditional office building or on the go in a mo¬ 
bile environment (Hertel, Konradt, and Orlikowski 2004). 
It began as telecommuting, where someone would work 
from home on a part-time basis (Nilles et al. 1976). Today, 
with transnational organizations proliferating along with 
globalization we are seeing the emergence of new forms 
of telework, such as virtual teaming, particularly among 
organizations involved in knowledge work (ITAA 2003). 
These forms of virtual work enable corporations to tran¬ 
scend geographies and time zones and get closer to 
customers, suppliers, and trading partners, and more ef¬ 
fectively respond to turbulent business environments 
through their “instantaneity"—anytime, anywhere work 
(Baruch and Nicholson 1997). In this chapter we examine 
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some of the forms of virtual work, their relative advan¬ 
tages and disadvantages, and some of the managerial and 
employee issues and questions that must be addressed. 
We also look at some of the social, legal, and technological 
implications and various roles technologies are playing in 
the emergence of virtual work. 

Forms of Virtual Work 

In his book The Third Wave, Alvin Toffler (1980) wrote 
about a growing phenomenon in which people would 
work from home in what he called “electronic cottages." 
The practice of working from home was not a new concept 
in the 1980s, but it had not yet been widely recognized as 
a formal working arrangement. The term telecommuting 
was coined (Nilles et al. 1976) and has since become a 
lexicon in modern society to describe a variety of work 
settings that involve people who work from their homes 
on an occasional basis. By the late 1980s in offices around 
corporate America it was not uncommon to hear some¬ 
one comment that he or she would telecommute on a 
given day. 

Since that time, more specialized strains of telecom¬ 
muting have evolved and have acquired their own moni¬ 
kers to denote a specific form of telecommuting. The term 
telework, for example, has traditionally indicated a formal 
telecommuting arrangement in which someone works 
full-time in a location outside a corporate center, which 
may include home, remote, or satellite office, or even "on 
the go” (Fritz, Higa, and Narasimhan 1995), although 
some research (Orlikowski and Barley 2001) has shown 
that the boundaries between working at home and work¬ 
ing at the office have become blurred. The term virtual is 
often used to define the forms of distributed work that 
use information and communications technologies, or 
ICT, predominantly for communication and coordination 
(Lipnack and Stamps 1997) (Figure 1). 

Because of its flexibility, virtual work is implemented 
in a variety of ways. The notion of "hotelling” grew out of 
a concept in which teleworking sales personnel, consul¬ 
tants, or repair technicians would share cubicles or offices 
with other teleworkers who may work in the office only 
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Figure 1: Virtuality and manifestations 


a few hours a week. At Bank of America, for example, 
mobile loan processors travel to applicants’ residences 
or places of business armed with laptop computers and 
document scanners to initiate loan applications. After a 
day’s work, they return to the office to upload the appli¬ 
cations data to the central loan office computer for fur¬ 
ther processing (Frigault 2000). In other arrangements, 
virtual workers have no permanent work location at all. 
At Kablelink, computer repair technicians work entirely 
from their trucks or vans equipped with GPS and are 
dispatched by operators who work full-time from their 
homes. The corporate office consists only of a reception¬ 
ist, some computers, and a bank of telecommunications 
equipment used for handling and dispatching calls through 
the company’s networks and mobile communications 
technology. 

Many teleworkers work in “virtual teams,” in which 
members are geographically and temporally dispersed. 
France Telecom's Orange division is a transnational 
organization serving in over 220 countries and territories 
and covering more than 140 nationalities speaking 70 lan¬ 
guages. Orange employs a staff of over 4300 people who 
work in virtual teams on information technology solutions 
around the world. Because of its global reach and the dy¬ 
namic nature of its business and geographically dispersed 
client base, Orange uses virtual teams for projects ranging 
from a few months to over a year that require specific ex¬ 
pertise in a particular geography (Hyde 2004). 

When Delta Airlines appoints Orange to install a net¬ 
work application at the airport in Auckland, New Zealand, 
a virtual team consisting of network engineers, security 
specialists, system architects and designers, network ad¬ 
ministrators, software designers and developers, business 
analysts, database analysts, hardware specialists, and a 
virtual team manager from various parts of the world, in¬ 
cluding France, Italy, India, Australia, the United States and 
the United Kingdom will collaborate from their respective 
parts of the world on the project using a variety of tech¬ 
nologies ranging from e-mail to video teleconferencing. 
The virtual team will use a software application known 


as a “change control system” to track and coordinate the 
changes each member of the virtual team makes to 
the system under development, along with technologies 
used in managing software and network revisions, called 
a “source control system.” These technologies enable the 
various virtual team members to coordinate the technical 
aspects of their work, such as who is working on which 
task at a given time. 

In “virtual communities" geographically dispersed 
people, or people who are homebound, who have shared 
interests and common goals participate with each other 
using the Internet (Wellman 1997). Unlike virtual teams, 
virtual communities are not a formal organizational 
structure but are instead informally initiated organically 
by community members, such as in open source software 
projects (Moon and Sproull 2002) or scientific collabora¬ 
tions (Finholt 2002). People may belong to many virtual 
communities, and their memberships may change regu¬ 
larly. Virtual communities emerge “when enough people 
carry on public discussions long enough, with sufficient 
human feeling, to form webs of personal relationships in 
cyberspace" (Rheingold 1994, 5). 

The Rise of Telework and Telework 
on the Rise 

From its inception, telecommuting offered many benefits 
to employees, business, and society at large. Employees 
generally experienced less interruption in their tasks 
and concentration, they spent less time commuting, and 
found a better balance between work and family life (Hill 
et al. 1998). Coupled with rising facilities costs and fueled 
by tax incentives resulting from legislation such as the 
Federal Clean Air Act of 1990 and the Intermodal Surface 
Transportation Efficiency Act of 1991, business execu¬ 
tives saw virtual work as a means for gaining efficiencies, 
and the flexible work environment enabled companies to 
get closer to their customers, yielding a strategic advan¬ 
tage (Katz 1997; Lococo and Yen 1998). Many companies 
reported productivity increases by as much as 34 percent 
and increases in revenues by as much as 19 percent (Katz 
1997; Turban, McLean, and Wetherbe 1996). Yet it was 
not until the mid-1990s, when technologies and remote 
working processes had matured sufficiently to effectively 
support virtual work, that they evolved into more formal 
arrangements and flourished (Chakravarthy 1997). 

Now, with more than 10 million in the United States 
alone, estimates are that over 34 million people throughout 
the world are full-time teleworkers, a phenomenon that 
is experiencing an annual growth rate of between 5 and 
10 percent (Bureau of Transportation Statistics 1992; 
Gartner Group 2000) with the vast majority of teleworkers 
working in virtual teams (Earley and Mosakowski 2000; 
Miller 1999; Wallace 1998). Virtual teams are becoming so 
pervasive that they are being called a “workplace revolu¬ 
tion” (Daniels, Lamond, and Standen 2001) and are now 
commonplace in the United States, United Kingdom, and 
Western Europe (Hertel et al. 2004; O’Hara-Devereau 
and Johansen 1994), and they are emerging in India and 
Asia and many other parts of the world (Gartner Group 
2000; Gibson, Zellmer-Bruhn, and Schwab 2003). Indeed, 
the traditional exclusively proximal team is becoming 
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increasingly rare in organizations, and most professional 
teams now consist of mixtures or degrees of virtual work 
(Bell and Kozlowski 2002; Martins, Gilson, and Maynard 
2004). 

Although the developments of telework and virtual 
teams have been impressive, they have not been without 
problems. Implementation rates have fallen short of many 
projections (Ruppel and Howard 1998), and between 
25 and 50 percent have failed to live up to either em¬ 
ployee or employer expectations (Fusaro 1997; Jarvenpaa 
and Leidner 1999; Wallace 1998). In some cases, employ¬ 
ees who had been successful in a traditional proximally 
located team were unable to cope in a telework or virtual 
team environment, and employers reverted from using 
virtual work back to a traditional office setting (Work¬ 
man, Kahnweiler, and Bommer 2003). 

Although there are many reasons to expect businesses 
to escalate the implementation of telework and virtual 
teams, problems are expected to persist when there is a 
mismatch between employee and environment fit, or 
the proper steps are not taken to adequately support the 
virtual work or worker (Kozma 1991; Wieland 1999). As 
Toffler (1980,215) warned, “One should not underestimate 
the difficulties entailed in transferring work from its loca¬ 
tions in factory and office to its location in the home. Prob¬ 
lems of motivation and management, of corporate and 
social reorganization will make the shift both prolonged 
and, perhaps, painful. [And] not all communication can 
be handled vicariously.” To capitalize on the benefits and 
mitigate the pitfalls of virtual work, we must draw on ex¬ 
planatory theory to help us better understand both their 
strengths and their weaknesses. 

THEORETICAL FOUNDATIONS AND 
THE NATURE OF TELEWORK 

In most cases, people do not work entirely alone. Even 
those who are self-employed communicate with custom¬ 
ers, vendors, or other trading partners. It is just as likely 
that people in organizations work in groups or teams. The 
membership in these teams may be stable or transient, 
and the durations of their assignments may be temporary 
or permanent (Mohammed, Mathieu, and Bartlett 2002). 
As people work together, the extent to which they are 
interdependent on one another is a product of the com¬ 
plexity of the tasks they perform accompanied by the 
degrees or intensity of the communications shared 
(Griffin, Patterson, and West 2001; Mohammed et al. 2002). 
Different levels of task complexity may require certain 
forms of team structures such as pooled, sequential, or 
reciprocal (Bell and Kozlowski 2002), which in turn rely 
on certain kinds of collaborative relationships to succeed 
(Shaw and Barrett-Power 1998). 

However, it is becoming commonly recognized that 
the nature of telework differs from the traditional office 
environment, where workers are proximally located, and 
therefore differing team characteristics may be needed 
to support collaboration. One of the contributing factors 
comes from the technology media used to support collab¬ 
oration that may span geographies, cultures, time, and 
time zones (Malhotra, Majchrzak, and Carman 2001; 


Townsend, DeMarie, and Hendrickson 1996). Hence, it is 
often distance that necessitates the use of technology me¬ 
dia for collaboration, and not necessarily social or con¬ 
venience preferences. The resulting constraints on the 
collaboration may not always be a matter of choice .There¬ 
fore, it is important to understand how these collabora¬ 
tive conditions affect perceptions and performance in 
virtual work. 

When people collaborate, information is conveyed 
through various channels linguistically with the words we 
say, paralinguistically through intonations and verbal pat¬ 
terns in speech, and nonlinguistically with eye gaze, pos¬ 
ture, gestures, and signs such as blushing. For instance, 
a shift in eye gaze may signal turn taking or it may mean 
disinterest in the conversation. Having more information 
by way of the various channels helps us to fully grasp the 
meaning. Together, these channels create a shared com¬ 
municative context (Fussell and Benimoff 1995), and 
drawing from this context our collaboration evolves from 
communicating information and ideas into negotiating 
the meanings and ultimately into a consolidation of shared 
understanding (Jehng 1997). 

In a seminal study of computer-mediated collabora¬ 
tion, Murninghan (1981) identified a number of outcomes 
in proximal interaction versus communication over a 
technology medium. Specifically, as proximal contact 
decreased and technological intermediation increased, 
the number and quality of ideas increased. However, the 
number of conflicts also increased along with increased 
task (versus relationship) focus of the collaborators, while 
social pressures and group cohesion decreased. Carrying 
over into virtual work, three theories help to explain these 
phenomena and define the nature of telework. These are 
discussed below. 

Theory Foundations 

The ICT used in virtual work broadly include those such as 
e-mail, instant messaging, video teleconferencing, digital 
libraries, and databases, along with a host of applications 
for planning, managing, and executing work. One of the 
key aspects of contemporary ICT is the addition of interac¬ 
tivity in data processing and communications functions. 
The ICT mechanisms differ, however, in their capacities 
to transfer information. Information richness theory (Daft 
and Lengel 1986) explains how technology media affects 
collaborative exchanges in virtual work. Some forms of 
media are inherently richer than others owing to their 
capabilities to convey information. As an example, the tel¬ 
ephone is capable of transmitting only about 37 percent of 
the sound frequency that the human voice can emit (Carr 
and Snyder 1997); thus, it can be difficult in some tele¬ 
phone conversations to detect subtle emotive nuances such 
as the difference between excitement and agitation, or 
boredom and relaxation, particularly without a visual 
component (Raghuram 1996). 

An ICT such as video teleconferencing is considered a 
rich medium according to information richness theory, 
because it conveys many channels of information and 
more closely resembles face-to-face interaction than a 
leaner technology medium. By contrast, lean media such 
as e-mail have few channels through which information 
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is passed (Daft and Lengel 1986). Media used in collabo¬ 
ration therefore places various constraints, and to varying 
degrees, on the communicative context shared by col¬ 
laborators. However, it is important to note that people, 
depending on their personal and social characteristics, 
differentially perceive this truncation of communica¬ 
tive context. For example, Carlson and Zmud (1999) ex¬ 
panded on the media richness concept by suggesting that 
one's experience with the technology and with those with 
whom one communicates means that more expressive 
messages can be transmitted over lean media, enhancing 
the perceptions of richness (Ngwenyama and Lee 1997). 
The communicative constraints in a virtual environment 
can elevate the level of ambiguity in the mental concepts 
people form during collaboration while other aspects at¬ 
tenuate social forces (Workman 2005). As an illustration, 
in telephone conversations more cognitive effort is spent 
making inferences about information that otherwise 
comes from visual cues and paralinguistic voice channels 
truncated in the telephone transmissions, which can raise 
the levels of ambiguity about both tasks and interpersonal 
relationships as we try to figure out “where the other per¬ 
son is coming from.” 

The impact of ICT on cognition and social activity is 
partly explainable by social influence theory (Deutch and 
Gerard 1955), which postulates two forms of social influ¬ 
ences: normative influences that are used to levy or gain 
approval or avoid rejection such as with peer pressure, and 
informational influence that stems from efforts to acquire 
accurate perceptions such as when seeking expert advice. 
The power of social influence increases as the intensity 
of the interaction with one another increases (Shaw and 
Barrett-Power 1998; Suzuki 1997; Workman 2001), and this 
governs communication and cooperative behavior (Hertel 
et al. 2004; Kraut et al. 1998). 

As people cooperatively interact, they undergo a variety 
of social influences that shape perceptions as well as per¬ 
formance (Shaw and Barrett-Power 1998; Smith 2005). 
Social influences determine how shared meaning is co¬ 
created and structured using the participants’ social sys¬ 
tems as they collaborate (Suzuki 1997). As the intensity of 
interaction increases, people tend to become increasingly 
cohesive and their ideas become increasingly congruent 
(Jehng 1997). 

Where social influence theory explains the collabo¬ 
rative behavior within groups, social forces also help to 
govern collaborative behavior across both formal and in¬ 
formal groups. Social identity theory (Tajfel and Turner 
1986) explains how in-group/out-group boundaries are 
defined (Chen, Brockner, and Katz 1998; Heald et al. 
1998) and is concerned with three components: categori¬ 
zation, identification, and comparison (Tajfel and Turner 
1986). Social identity theory thus determines the “thick¬ 
ness” of group boundaries that divide an in-group from 
out-groups, and this helps to determine how coopera¬ 
tive people are in their behavior. As group members are 
socialized into a group, they undergo deindividuation, 
resulting in a loss of individual identity concomitant with 
acquisition of a group identity (Zajonc 1969). As such, 
social identity defines the ways in which and the extent to 
which people collaborate and cooperate with those out¬ 
side the group. 


As a consequence, the degree to which people cooperate 
and comply with the demands of a group depends on the 
weighting they place between personal and social knowl¬ 
edge acquired from the group’s socialization processes 
(Gass and Seiter 1999; Zajonc 1969). When technology 
media intervenes, it reduces the channels of information 
to varying degrees that enable group identity to form 
and the extent to which social influences affect one’s per¬ 
ceptions and behavior. 

A side effect of the information channels constraint 
with ICT is that it sometimes conspires to depersonalize 
the social environment, which can lead to objectification 
(Moscovici 1984), and objectification amplifies compara¬ 
tive dissimilarity in which people categorize others who 
they perceive to be unlike themselves in abstract terms or 
stereotypes (Tajfel and Turner 1986). As such, low social 
identity and low social influence result in more conflicts 
within the group, whereas high social influence and iden¬ 
tity result in more conflicts with out-groups (Heald et al. 
1998; Shaw and Barrett-Power 1998). Combined, these 
factors help to define the nature of virtual work. 

The Nature of Virtual Work 

As suggested by the theory, research (Martins et al. 2004) 
has shown that the nature of virtual work is more solitary 
than traditional office-based work due in part to the fact 
that there are reduced formal and informal interactions 
in virtual work than would normally take place in an of¬ 
fice setting (Ellison 1999), and that the interactions that 
do take place are somewhat different from those in a typi¬ 
cal office setting because of the constraints placed on how 
people communicate and coordinate their work (Jehng 
1997; Raghuram 1996). Although people react differently 
to this environment, some virtual workers have reported 
that this solitary environment sometimes creates in them 
a feeling of remote isolation (Konradt and Schmook 1999; 
Turban et al. 1996), and there are tendencies for people 
to objectify virtual others, sometimes causing unusual 
hostility and alienation (Hertel et al. 2004; Wellman et al. 
1996), while others are quick to trust and form rapid ties 
in a virtual setting (Jarvenpaa and Leidner 1999). 

In addition to having the potential to increase solitude, 
virtual work is also less externally structured. Since virtual 
work is typically done remotely and communication is 
constrained to varying degrees by the richness or leanness 
of ICT, there are fewer opportunities for virtual workers to 
share or model coworkers’ approaches to tasks. This 
necessitates individual approaches to doing things 
(Hill et al. 1998; Jehng 1997; Wieland 1999). As Baruch 
and Nicholson (1997, 23) found, “Some people may feel 
anxious and ill-at-ease without the reassurance of feed¬ 
back from locally present management. Individuals with 
high needs for certainty may feel disoriented when 
confronted with the high discretionary environment of 
homeworking.” 

In addition to the more solitary and unstructured 
nature of virtual work there are also increased levels of am¬ 
biguity in terms of tasks and interpersonal relationships 
(Workman 2005; Workman et al. 2003). As people collab¬ 
orate on problems, they use the information they gather 
to help formulate mental concepts and understanding to 
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guide their choices and decisions. The varying amounts 
of information constriction from ICT have some universal 
effects in raising cognitive ambiguity (Kraut et al. 1998; 
Montgomery 1999) but there are also differences in 
how people react individually to these effects (Lint and 
Benbasat 2000; Montgomery 1999). It is interesting to 
note that while sometimes ICT-mediated interaction may 
lead to objectification and greater levels of conflict than in 
a proximal setting, at other times people may form un¬ 
qualified and unbridled intimacy with virtual others 
(Workman 2007). 


HOW DOES TELE- WORK? 

Since there are so many different ways virtual work can 
be conceptualized and implemented, for the purpose of 
simplification let us define “virtualization” as the degree 
of technological intermediation versus proximal interac¬ 
tion. Technological intermediation subsumes interdepen¬ 
dence and communications intensity regardless of whether 
one is self-employed, working only with a superior or sub¬ 
ordinate, or working in a group or team; or whether the 
reasons for virtual work are geographical, organizational, 
or for convenience. Working from this definition we can 
imagine a variety of implications for the individual, or¬ 
ganization, and society from the personal and social 
effects from increasing virtualization as identified by 
Muminghan (1981) (Figure 2). 

When virtualization increases, some people tend to 
perceive higher degrees of flexibility and control over their 
time, along with greater empowerment and increased re¬ 
sponsibilities, although there may be increases in misun¬ 
derstandings and greater role ambiguity and goal conflict 
(Hertel, Geister, and Konradt 2005). Organizationally, 
there may be greater efficiencies, lower overhead costs, 
and better responsiveness to customers or pressing needs. 
However, there may be greater complications in oversee¬ 
ing and managing the dispersed community of resources 



Figure 2: Attributes and characteristics 


in terms of people, information, and equipment (Lipnack 
and Stamps 1997). On a societal scale, virtual work may 
serve to better integrate disadvantaged persons or those 
with family care commitments into the workforce, and 
it may reduce environmental impacts from commuting 
traffic, gasoline consumption, and air pollution. On the 
other hand, it may also serve to further divide those who 
have from those who do not have the educational or other 
resources to work independently from home or on the go 
(the so-called digital divide). It may also place in greater 
jeopardy the security of information or other vital soci¬ 
etal resources (Davis and Botkin 1995). 

Managerial Oversight 

To help maintain the balance among the multiple compet¬ 
ing forces and address the complications with virtualiza¬ 
tion, managerial oversight is crucial. Traditional proximally 
located work and virtual work share many characteristics. 
Workers must communicate, plan, and allocate subtasks; 
sequence, schedule, and coordinate the work; problem- 
solve; derive products or solutions; and monitor perfor¬ 
mance (Bell and Kozlowski 2002), and their effectiveness 
is frequently based on productivity, efficiency, and adapt¬ 
ability (Chakravarthy 1997). Still, because of the nature of 
virtual work, there are some unique managerial consid¬ 
erations regarding individuals and teams as virtualization 
increases (Bailey and Kurland 2002). A useful managerial 
framework is called the GRIP model, representing goals, 
relationships, information, and processes (Hofstede 1998; 
O’Hara-Devereau and Johansen 1994) (Table 1). 

Process-oriented teams are mechanistic in nature 
(Burns and Stalker 1961) and are concerned with the means 
by which goals are pursued. Their focus is on process 
improvement, and they tend to have many elaborate 
written processes and procedures stipulating how work 
is to be carried out. They work to standardize, eliminate 
variance, and reduce ambiguity (Hofstede 1998). On the 
other hand, results-oriented teams are concerned with 
the end products or services, and are organic in nature 
(Burns and Stalker 1961). Their focuses are on action and 
end goals, and their work is such that ends may justify 
the means (Daft 1998; Hofstede 1998). 

Studies of proximal work (Daft 1998; Wageman 1995) 
have suggested that results-oriented teams may be more 
suitable than process-oriented ones because they enable 
tasks to be adjusted and redefined according to situational 
variables. However, this assumption relies heavily on the 
ability to make quick and effective decisions about courses 
of action (Daft and Lengel 1986). As indicated earlier con¬ 
cerning the nature of virtual work, virtual teams have less 
externally supplied structure than do proximal teams be¬ 
cause of physical distance and time lags in communica¬ 
tions, as well as constrictions of media richness by various 
technology bandwidths that facilitate remote communi¬ 
cation (Workman et al. 2003). Also in virtual teams, both 
formal and informal interactions are reduced, which may 
elevate the ambiguity of some tasks and may increase in¬ 
decision about courses of action (Jehng 1997; Wieland 
1999). 

To help compensate for this heightened ambiguity, 
people often turn to formal structures such as rules and 
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Table 1: GRIP Characteristics 


Dimension 


Attributes 

Outcomes 

Goals and processes 





Process-oriented 

Many written procedures 

Highly structured, means-oriented 


Results-oriented 

Few written procedures 

Low structure, ends-oriented 

Managerial/company 

relationships 





Tight control 

Centralized decision making 

Strict hierarchies, formal 


Loose control 

Decentralized decision making 

Autonomy, informal 

Employee relationships 





Employee-centered 

Collectivistic 

Negotiation and consensus, 
feedback from others 


Job-centered 

Individualistic 

Independence, feedback 
from nonsocial sources, e.g., 
documentation 

Information flows 





Open teams 

Thin, permeable team boundaries 

Highly interdependent, much intra¬ 
team information flows 


Closed teams 

Thick, impermeable 
team boundaries 

Low interdependence, little 
intra-team information flows 


procedures. However, when rules and procedures are 
lacking in an organization, people tend to use the organi¬ 
zational hierarchy as the primary method for managing 
group goals, and disputes are settled by referring prob¬ 
lems to a common superior (Daft 1998; Griffin et al. 2001). 
In the absence of these supports, people find their own 
way through the system to figure out what to do. Because 
the interaction among virtual team workers and man¬ 
agement is constrained by the nature of virtual work, in¬ 
creasing the specificity of the goals, processes, rules, and 
regulations augments the structure within the virtual team 
(Griffith, Sawyer, and Neale 2003; Montoya-Weiss, Massey, 
and Song 2001). Stated simply, the increased ambigu¬ 
ity and solitary nature of virtual work elevates the need 
for increasing process and procedural specificity. Unlike 
proximal teams, in which members often freely interact 
to derive team norms and behaviors and their contempo¬ 
raneous nature better facilitates agility, effective virtual 
team performance requires specification “not only of indi¬ 
vidual team member roles but also the interrelationships 
between the roles of team members’’ (Bell and Kozlowski 
2002, 41). 

In a similar fashion, tighter control is also important 
in virtual teams. Tightly controlled teams have strict man¬ 
agement hierarchies, and decision making tends to be 
centralized, whereas loosely controlled groups are more 
autonomous. Decision-making authority tends to be 
decentralized when loosely controlled and the decisions 
tend to be emergent and adaptive (Hofstede 1998; Moses 
and Stahelski 1999; Murninghan 1981). As autonomy in¬ 
creases, ambiguity increases concomitantly in a setting 
mediated by technology (Jehng 1997; Lim and Benbasat 
2000), and this can have a negative impact on virtual team 
performance (Conner 2003; Montoya-Weiss et al. 2001). 


Because virtual teamwork is less structured than prox¬ 
imal teamwork, and there are greater degrees of uncer¬ 
tainty, virtual team leaders must provide additional clarity 
and direction than might be necessary in a proximal set¬ 
ting (Workman 2005). The tighter control enables virtual 
team leaders to clarify contextual factors critical to per¬ 
formance management, including the ability to address 
work processes conducted by virtual team members with 
disparate worldviews (O’Hara-Devereau and Johansen 
1994). According to Bell and Kozlowski (2002, 27), virtual 
team leaders must "closely monitor any changes in the en¬ 
vironmental conditions. Because virtual team members 
are distributed, they are less aware of the broader situa¬ 
tion and the dynamics of the overall team environment. 
So, as external conditions change such as in the case of 
modified task specifications or a new deadline or changes 
in the team’s goals, managers need to facilitate adaptive 
and appropriate changes within their team.’’ 

When it comes to working relationships, employee- 
centered teams operate on the principle of consensus and 
are collectivistic in nature. They derive feedback from 
teammates and work together on problem solving, and 
in employee-centered teams, work sequencing tends to 
be negotiated (Hofstede 1998). On the other hand, job- 
centered teams sequence work according to management 
directives or by means of expert power (Eby and Dobbins 
1997). They are individualistic in nature, operate on the 
principles of efficiency, cost, and time (Hofstede 1998), and 
derive feedback from nonsocial sources such as a compu¬ 
ter or documentation while people work by themselves on 
problems and tasks (Workman 2001). 

These types of relationship interdependencies flow 
over into the information intensity of the team. Research 
(see, e.g., Griffith et al. 2003) shows that to compensate 
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for informational gaps created by technology mediation, 
distance, and time lags, more attempts are made at peer- 
group referencing in a virtual setting “as compared with 
individuals working within proximity of similar compari¬ 
son others; [and] individuals within a virtual context will 
engage in more attempts at selecting referents outside of 
the organization” (Conner 2003, 141) to assess the distri¬ 
bution of workload, task progress, and fairness in relation 
to distributive justice (Conner 2003; Lipnack and Stamps 
1997). This increases the need for horizontal and spatial 
linkages, which are dependent on how open a team is to 
cooperating and sharing information. 

In a closed team there are thick boundaries between 
in-group and out-groups. They are highly compartmental¬ 
ized, with few linkages, which constrain interdependence 
(Suzuki 1997). The thick boundaries between a closed 
team and other organizational units regulate the infor¬ 
mation flows, reducing information intensity horizontally 
and spatially. An open team is transcendent, has many 
information-intensive linkages among groups, and facili¬ 
tates interdependence. Boundaries between the in-group 
and its out-groups are thin and permeable, intensifying the 
exchange of information horizontally and spatially (Hertel 
et al. 2004; Hofstede 1998; Mohammed et al. 2002). 

Since virtual teams must rapidly assemble and import 
eclectic information to accomplish their tasks across func¬ 
tional, divisional, geographical, and time spans (Griffith 
et al. 2003; O’Hara-Devereau and Johansen 1994), and 
since virtual team assembly occurs with the involvement 
of many departments, such as human resources and 
line managers (Hyde 2004), open teams with permeable 
boundaries best facilitate information flows to support the 
dynamic nature of virtual work (Bell and Kozlowski 2002; 
Cole, Schaninger, and Harris 2002). 

Employee Development 

As discussed previously, research (Ellingson and Wiethoff 
2002; Jarvenpaa and Leidner 1999; Maruping and Agarwal 
2004) on the nature of virtual work and the person- 
environment fit suggest supplementing the virtual envi¬ 
ronment by providing additional structure and specificity 
to that typically found in a proximal work setting. Beyond 
these environmental factors, employee development is 
an important consideration both in terms of preparing 
people for virtual work as well as during virtual work 
(Hertel et al. 2005). Preparatory development may involve 
the knowledge, skills, and abilities that are specifically 
related to the virtual work environment, while ongoing 
development may include supplementing occupational 
knowledge and skills ordinarily acquired from observa¬ 
tional modeling and other proximal learning. 

In addition to the competencies needed for work in 
general, virtual workers may also benefit from the devel¬ 
opment of "telecooperation" skills (Duarte and Snyder 
2001; Ellingson and Wiethoff 2002; Jarvenpaa and 
Leidner 1999; Lipnack and Stamps 1997) acquired through 
self-management training and by providing substitutes 
for leadership along with acculturating mutual trust. 
Self-management is comprised of independence, persis¬ 
tence, and creativity (Staples, Hulland, and Higgins 1999). 
An independent worker is self-motivated and is able to 


plan and organize activities with little external support. 
Persistent workers have high endurance toward goal 
achievement and continue working after interruptions 
(Hertel et al. 2005). Creativity involves the ability to work 
with novelty and derive unconventional solutions to 
unconventional problems (Jehng 1997; Kozma 1991; 
Wieland 1999), which is an important coping mechanism, 
given that the nature of virtual work makes observational 
modeling difficult and produces a highly novel working 
environment (Workman et al. 2003). 

With increasing virtuality, mutual trust is reduced 
(Maruping and Agarwal 2004); therefore, building trust 
is especially important to the potential success of virtual 
teams. Trust-building techniques include face-to-face kick¬ 
off workshops (Duarte and Snyder 2001), sponsoring and 
facilitating informal communications (Saphiere 1996), 
and clarifying rules, roles, and structure to reduce poten¬ 
tial conflicts (Duarte and Snyder 2001; Hertel et al. 2005). 
These techniques generally require a significant amount of 
time, so their effectiveness is improved when team mem¬ 
bers have predispositions for trust that aid the develop¬ 
ment of a positive team climate (Hertel et al. 2005). 

Regulatory Compliance, Laws, and 
Corporate Policy 

Accompanying oversight and employee development 
are specifications of regulatory compliance and policy. 
There are many regulations and laws that govern vari¬ 
ous aspects of home offices and home-based worksites. 
Some of these address criminal activity, some civil, and 
others sociopolitical elements of the law. International 
work laws vary widely, and in the United States they are 
changing rapidly. Managers should investigate the laws 
and regulations for their locale and jurisdiction. Some 
public policies and regulations that affect telework in the 
United States are specified by the federal Department of 
Labor. This body oversees regulatory agencies such as 
OSHA, Bureau of Labor Statistics, and Worker’s Com¬ 
pensation. Although there are other agencies (mainly at 
the state level), the federal Department of Labor has the 
primary responsibility for public regulation of telework 
at large. State agencies (the state departments of labor, for 
example) should also be consulted about specifics for a 
given state. There are some legal considerations, such 
as privacy and ownership rights, to consider as well. In 
addition, there may be policies that affect telework in a 
specific industry defined by the Environmental Protec¬ 
tion Agency, the Department of Energy, the National Tel¬ 
ecommunications and Information Administration, and 
the Bureau of Transportation. 

For the purposes of this chapter, the following brief 
discussion will be confined to some key regulatory and 
legal issues regarding electronic transmission of infor¬ 
mation, official records, video teleconferencing, and sur¬ 
veillance. As with many of these issues, a concern for a 
traditional office environment is a concern as well for vir¬ 
tual work; however, in terms of information ownership and 
chain of custody, information that might not normally 
pass over a public wire may be more subject to this mode 
of transmission in virtual work. 
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It is important to note that international work laws 
and regulations vary widely, and in the United States, the 
laws that affect virtual work are changing rapidly. In 
the United States, the federal Department of Labor speci¬ 
fies many of the public policies and regulations that affect 
virtual work. State agencies such as state departments of 
labor may also define virtual work regulations, and there 
are regulations that affect virtual work in a specific indus¬ 
try such as the Health Insurance Portability and Account¬ 
ability Act (HIPAA). Local zoning laws may also apply. 

Most messaging systems use store-and-forward, and 
the World Wide Web caches files on intermediate servers. 
These media create multiple intended and unintended 
recipients of information copies, which create several 
potential problems for virtual work. The precise effects 
and importance of these problems depend largely on the 
kinds of virtual work done, the industry, and the kinds 
of information being used. For instance, there will be a 
greater impact if virtual workers are operating with sensi¬ 
tive or official information such as government, financial, 
or health care records than if they are simply reporting 
their time over the Internet. 

Because electronic information products are intangi¬ 
ble (Borrull and Oppenheim 2004), there is no good way 
to determine whether they have been altered unless digital 
signatures are used. Sensitive information may “fall into 
the wrong hands.” In the case of store-and-forward mes¬ 
saging, the legal recourse and process of adjudication is 
complicated, and in some cases unclear, especially if an 
infringement occurs across international boundaries. For 
instance, unless information is protected with encryption, it 
has not been legally determined what limitations and li¬ 
abilities are applicable to redistribution of information 
by intermediaries on the Internet (Bureau of Transpor¬ 
tation Statistics 1992; Akdeniz, Walker, and Wall 2000). 
As suggested, the best safeguards against most of these 
problems are to use digital signatures and cryptography, 
although this is not always possible. For certain kinds of 
documents the techniques used in digital rights manage¬ 
ment such as watermarking and recording document us¬ 
age may be beneficial. 

Another issue for virtual work involves official “records” 
and e-mail. In most traditional office settings the messag¬ 
ing infrastructure is under the control of the company, but 
in a virtual work setting the control often falls under Inter¬ 
net service providers. For example, the National Archives 
and Records Administration (NARA) has created regu¬ 
lations under the Federal Records Act (FRA) to prevent 
shredding or deleting certain kinds of e-mail. These regu¬ 
lations may have implications not only for e-mail consid¬ 
ered federal records but also for a range of message types 
in the wake of the Microsoft antitrust litigation and the 
Sarbanes-Oxley Act (Borrull and Oppenheim 2004). 

Some of the regulations address retention require¬ 
ments, but several problems have not yet been resolved 
and include the fact that to comply, e-mail has to be mod¬ 
ified to distinguish whether or not a document is a matter 
of federal record. Also, it has not been legally decided 
where responsibilities lie with regard to maintaining 
detailed audit trails of messages that traverse systems in 
the Internet. In addition, organizations that fall under the 
FRA regulation must specify locations of all documents. 


This is a problem for distributed databases, home or re¬ 
mote locations, intermediaries, if data is mirrored, if doc¬ 
uments have multiple parts or attachments, or if they are 
WAV, GIF, or JPEG files (Matteson and Feldstein 2005). 

In terms of videoconferencing and surveillance, one of 
the central issues concerns the right to privacy versus the 
right to know. Laws have tended to support the rights of 
corporations to inspect and monitor work and workers, 
which arises from needs related to business emergencies 
and the corporation’s rights over its assets and to protect 
its interests (Borrull and Oppenheim 2004). Employees 
may use e-mail or the Web inappropriately for purposes 
such as disseminating harmful information, infringing on 
copyrighted or patented materials, harassment, corporate 
espionage or insider trading, or acquiring child pornog¬ 
raphy. In these instances, the courts have leaned on the 
principle of discovery to allow inspection, granting any 
party or potential party to a suit, including those outside 
the company, access to certain information, such as e-mail 
and backups of databases, even to reconstruction of de¬ 
leted files. The idea has now evolved to the use of video for 
surveillance (Bureau of Transportation Statistics 1992). 

The Electronic Communications Privacy Act defines an 
“electronic communication” as any transfer of signs, sig¬ 
nals, writing, images, sounds, data, or intelligence of any 
nature transmitted in whole or in part by a wire, radio, 
electromagnetic, photoelectronic, or photooptical system 
that affects interstate or foreign commerce, but it does not 
include the radio portion of a cordless telephone commu¬ 
nication that is transmitted between the cordless telephone 
handset and base unit, wireless networks, any wire or 
oral or video communication, any communication made 
through a tone-only paging device, or any communication 
from a tracking device (Losey 1998). The original intent 
was to protect people from the interception of communi¬ 
cations not otherwise subject to interception. However, the 
U.S. Patriot Act (HR 3162) has vastly expanded the powers 
of government and enforcement agencies to conduct sur¬ 
veillance and communications interception pertaining to 
criminal activity (Borrull and Oppenheim 2004). 

Beyond the criminal concerns about virtual workers’ 
activities, in some cases employers have chosen to use 
video teleconferencing to monitor worker productiv¬ 
ity. Although surveillance in home offices carries special 
right-to-privacy considerations (Theuman 2005), from 
a virtual work standpoint, the use of video teleconferenc¬ 
ing to monitor work activity may be supported by an anal¬ 
ogy to the "plain view” doctrine, which allows the rights 
of a company to monitor employees in plain sight as long 
as the company takes overt action to notify its employees 
(Borrull and Oppenheim 2004). 

The extent of an employee's expectation of privacy of¬ 
ten turns on the nature of an intended intrusion. With 
the exception of personal containers, there is little reason¬ 
able expectation of privacy that attends to the work area. 
That is, a worker may have reasonable expectation of 
privacy in personal possessions such as a handbag in the 
office, but the law holds that employers possess a legiti¬ 
mate interest in the efficient operation of the workplace 
and one aspect of this interest is that supervisors may 
monitor at will that which is in plain view within an open 
work area (Braithwaite and Drahos 2000). This position 
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is strengthened if an employer acts overtly in notifying 
its workforce in advance that video cameras would be in¬ 
stalled and used for that purpose. Consequently, it might 
be legally possible to use video teleconferencing for mon¬ 
itoring work activity in the home as long as certain safe¬ 
guards are observed (Akdeniz et al. 2000). 

Security 

In many if not most cases, virtual workers are provided 
with company-owned computer equipment and software 
and have in their possession documents and data and 
other information that may be proprietary or confiden¬ 
tial. In addition to the obvious and well-publicized dam¬ 
ages that can occur from security breaches, one of the 
key issues concerns downstream liability, in which com¬ 
panies may be held liable for surreptitious actions that 
are taken using their equipment, even if those actions are 
not known to the company or are unauthorized by them. 
This liability may well extend to virtual work settings un¬ 
less there is a due diligence effort to preclude it from hap¬ 
pening (Borrull and Oppenheim 2004). As a result, there 
are important considerations for virtual work that in¬ 
clude how to control access to networked resources both 
resident on virtual workers’ machines and the ones they 
may access at corporate locations. Basic security technol¬ 
ogies such as firewalls, cryptography and authentication 
software, and virus and spyware scanners are important 
in the defense arsenal. Yet, although many security con¬ 
trols exist to help maintain information security, people 
frequently do not use these technologies to secure their 
systems even when they know how to use them and that 
they are readily and often freely available (Hochhauser 
2004; Ives, Walsh, and Schneider 2004). 

When people lack the skills necessary to use security 
technology and indicate that they would be willing to 
pay a fee to have their information protected by a third 
party, in practice they often do not avail themselves of the 
opportunity (Acquisti and Grossklags 2003). Thus, there 
exists a classic “knowing-doing" gap relative to information 
security, which is exacerbated in a virtual work setting. 

Research (Woon, Tan, and Low 2005) has shown that 
people implement security measures with greater con¬ 
sistency when the security threat is perceived as more se¬ 
vere than when a threat is seen as innocuous, especially 
when a severe threat is also perceived as imminent. Other 
important factors in whether virtual workers implement 
security measures include whether they feel that their se¬ 
curity actions will help prevent a security incident (Pah- 
nila, Siponen and Mahmood 2007). 

One of the greatest security threats comes from cov¬ 
ert actions taken inside a company by its own employees 
(Blackwell 1998; Bresz 2004). Employees have the great¬ 
est access to sensitive information, and company insiders 
may also have extra motivation and opportunity for com¬ 
mitting crimes using private business information. 

Thus, managers of virtual teams must first increase 
employee awareness of security threats (Calluzzo and 
Cante 2004), provide training on security technology, 
processes, and procedures (Straub and Nance 1990), 
inculcate ethics and spell out clearly the consequences 
for misbehavior (Harrington 1996; Hsu and Kuo 2003; 


Kurland 1995), and develop clear and comprehensive se¬ 
curity policies that govern the behaviors of individuals 
within organizations as well as the technological defenses 
(Schlarman 2002). 

The SANS Security Policy Project (SANS 2005) pro¬ 
vides common security practices, and beyond the techno¬ 
logical components, its recommendations include ethics 
and information security awareness as well as enforce¬ 
ment and punishment that attend to contravention from 
insiders. In any case, security policies need to address 
both behavioral and technological components of infor¬ 
mation security for virtual workers (Stanton et al. 2005). 

Employee Agreements and 
Ways of Working 

As ad hoc formation of norms might be constrained by the 
nature of the virtual environment, formalizing rules and 
behaviors will increase structure, leading to better per¬ 
formance (Daniels etal. 2001; Griffin etal. 2001; Montoya- 
Weiss et al. 2001). A way to accomplish this is to use 
employee agreements (Frigault 2000) and to develop poli¬ 
cies and procedures that define ways of working (Hyde 
2004). The contributions derive from formalizing prepara¬ 
tions, establishing virtual project launch activities, devel¬ 
oping guidelines for performance management, and laying 
out plans for team behaviors and development (Hertel 
et al. 2005). Other essential ingredients in successful virtual 
working are the identification of dependencies; ensuring 
that priorities in the project are well understood; making 
sure that financial, budgetary, and purchasing processes 
are identified; gaining a clear understanding of time and 
expense reporting; assessing risks; and determining the 
training, rollout, and support plans (Hyde 2004). 

Thus, the best way to address the potential legal and 
other problems besides increasing process and political 
structure, training, and using security technology is to 
establish guidelines and have clear written policies and 
procedures that cover both employer and employee respon¬ 
sibilities (Frigault 2000; Hyde 2004). Corporate policies 
may include virtual worker responsibilities and assumed 
liabilities related to conducting work on behalf of the com¬ 
pany from home, on the road, or in a remote facility in¬ 
cluding customer locations. These policies often delineate 
insurance coverage and liability, for example, that specify 
who is responsible for loss or damage to data or equipment 
used at home and who should be responsible for injury to 
third parties on virtual workers’ premises. The use of per¬ 
sonal versus corporate equipment, ownership of intellec¬ 
tual property, and information security are also generally 
addressed. It is common to designate aspects of the home 
office environment in a virtual work policy, and if policies 
include home inspections it is important to include how 
and when virtual workers are notified about inspections. 
Guidelines that govern landlord/tenant relationships in 
each state might prove to be useful, although inspections 
may increase employer liability if the company “certifies" 
a home office safe and a virtual worker is subsequently 
injured (Akdeniz et al. 2000). 

In addition to covering the legal aspects of virtual work, 
many companies establish policies and procedures that de¬ 
fine how employees are selected for or assigned to virtual 
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work, how they are evaluated, how work is allocated and 
coordinated among virtual collaborators, and how time 
and production are managed and monitored (Baruch and 
Nicholson 1997). In virtual projects, kickoff meetings are 
seen as crucial for educating virtual workers about poli¬ 
cies, setting clear expectations, clarifying roles, and laying 
the groundwork for how the virtual project will be con¬ 
ducted (Lipnack and Stamps 1997). It is important to note 
that there are many instances in which good policies and 
procedures were “on the books” but were either improp¬ 
erly implemented or were not enforced. Unless established 
policies and procedures are enforceable and enforced, they 
are a detriment. Companies need to enforce the policies to 
protect business interests and themselves. If a company 
does not properly implement and enforce its policies, it 
opens itself up to claims of discrimination. Simply having 
a policy on the books is not an absolute defense. 

IMPLICATIONS AND DIRECTIONS— 
CONCLUDING THOUGHTS 

As technologies continue to mature, virtual work con¬ 
tinues to develop into increasingly sophisticated forms. 
The maturation and richness of the technology is giving 
rise to the term telepresence to describe simulated envi¬ 
ronmental realism. By simulating a familiar environment 
and context, virtual workers become more comfortable 
with the computer-mediated form of work. The shared 
context also improves the consolidation of shared under¬ 
standing (Jehng 1997) to better facilitate collaboration in 
virtual work. An example of telepresence is KMi Stadium, 
a suite of software applications used at the Open Univer¬ 
sity’s Knowledge Media Institute in the United Kingdom 
to model live events that give remote participants on the 
Internet a feeling of “being there.” Auditory cues such as 
clapping, laughing, shouting, and whispering are embed¬ 
ded in the video stream to simulate the presence of a live 
crowd (Scott 2002). 

By combining digital technologies, telecommunications 
and computer companies are creating new low-cost inter¬ 
active multimedia products and services that provide voice 
telephony through cable networks, analog and premium 
TV broadcast, pay-per-view, and video-on-demand enter¬ 
tainment with teleshopping and telebanking businesses, 
which create new industries and business opportunities. 
These business models are incipient prototypes for virtual 
work. For example, when enLeague patented its new tech¬ 
nology, company managers, programmers, systems archi¬ 
tects, and patent attorneys across the United States used 
videoconferencing and streaming video to map out the 
schematics together; and for planning the Windward live- 
and-work community in Alpharetta, Georgia, cartogra¬ 
phers, planners, and building contractors were better 
able to visualize landscapes and simulate noise levels using 
telepresence. 

The delivery of broadband networking to the home 
and remote office has cheaply and reliably enabled 
commercial-grade communications from the home or re¬ 
mote work center, and multimode technologies that make 
use of these high-bandwidth communications allow vir¬ 
tual workers to choose the medium that best fits their tasks 


and preferences. An example of this type of multimode 
flexibility involves the different uses of video teleconfer¬ 
encing in which people who prefer the full richness of the 
medium may have their conversational partners use 
the entire range of the visual, voice, and textual capabili¬ 
ties. For those who prefer leaner media, the shutter of the 
camera may be closed, leaving the voice and textual com¬ 
ponents, or the microphone may be turned off, and only 
the “whiteboard” capability of the medium used (Webster 
1998). 

Video teleconferencing technology is becoming widely 
available for the home user and ranges from sophisti¬ 
cated, multi-user technologies such as VSGI to inexpen¬ 
sive simple, single-user systems such as Intel’s PC camera. 
In addition, rather than using traditional telephone ser¬ 
vice, virtual workers are frequently using the Internet for 
voice over IP, or VoIP, with applications such as Skype 
and Vonage, and new VoIP technologies are emerging to 
carry increasing amounts of data along with policy-based 
routing protocols to better support the nature of voice 
and video transmission. 

There are interesting trends in wireless technologies 
also. Blackberry and Palm represent forms of powerful 
wireless personal mobile computing systems (PCS), and 
many of these devices come equipped to operate with 
products such as TeamCenter and Symantec’s pcANY- 
WHERE and pcTELECOMMUTE to support Web-based 
project management for overseeing access, tasks, projects, 
and teams. When the Best Buy company contracts techni¬ 
cians from InitiaTEK to install a new line of point-of-sale 
computers throughout its store chain, technicians log into 
a secure portal on the InitiaTEK Web site and use their 
Dell Axim PCS enter the project status, where it can be 
tracked over the World Wide Web by managers at both 
companies. 

Applications in cellular phones currently support 
e-mail, Internet access, facsimile, and other basic services, 
and palmtop computers and IP phones are becoming pow¬ 
erful enough that they will soon be able to take the place 
of laptops for many applications. As third-generation 
or “3G” cellular phones and WiMAX take hold, there will 
be support for broadband services for mobile phones to 
enable fast Web access, streaming music, on-demand 
video programming, and videoconferencing. 

The increasing sophistication of technology and 
the need for faster, better, cheaper business operations 
are co-evolving. The demand for richer and more flexible 
technology is enabling virtual work, which is creating a 
greater demand for richer and more flexible technology. 
This co-evolutionary drive toward more robust technol¬ 
ogy and more responsive business models is redefining 
what we have come to think of as “work." Fuzzier dimen¬ 
sions are supplanting the traditional boundaries that have 
defined the workplace, the designation of work times, 
and the fixed roles in normative occupational relations. 
Along with this new agility come risks that include a re¬ 
duction in the ability to manage one’s time, difficulties in 
supervising the health and safety of remote and mobile 
workers, constant intrusions from the myriad new com¬ 
munications media, and alienation from vital social and 
instructional ties at work. The success of virtual work in 
the future might quite literally hang in the balance. 
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GLOSSARY 

3G: A third-generation mobile telephone technology 
associated with the ability to transfer both voice data 
(a telephone call) and nonvoice data such as down¬ 
loading information, exchanging e-mail, and instant 
messaging. 

802.1(X): An IEEE standard that defines port-based, 
network access control to provide authenticated net¬ 
work access for Ethernet networks. 

Blog: Web log in which virtual community members 
post comments about a given topic. 

Chat: A program that enables dynamic (instantaneous) 
conversations using text messaging. 

Information and Communications Technologies 
(ICT): Includes e-mail, instant messaging, video tel¬ 
econferencing, digital libraries, and databases. 

MUD (and MUDding): MUD stands for multiple user 
dimension, multiple user dungeon, or multiple user 
dialogue. It is a computer program in which users log 
in to and explore a textual theme, story, pretense, or 
game using a computerized persona called an “avatar." 

Skype: A proprietary peer-to-peer protocol used for 
VoIP communications. 

Spyware: A broad category of malicious software in¬ 
tended to intercept or take partial control of a com¬ 
puter’s operation without the user’s informed consent. 

Text Messaging: A two-way conversation using textual 
forms of communications over a telecommunications 
medium. 

Virus: A self-replicating program (in the classification 
of malicious software, or malware) that spreads by in¬ 
serting copies of itself into other executable code or 
documents; typically used for causing damage to com¬ 
puter hies. 

VoIP: Voice over Internet protocol (also called IP te¬ 
lephony, Internet telephony, and digital phone) is the 
routing of voice conversations over the Internet or 
any other IP-based network. Voice data flow over a 
general-purpose packet-switched network instead of 
traditional dedicated, circuit-switched voice transmis¬ 
sion lines. 

Vonage: A commercial voice over IP (VoIP) network 
that provides telephone service via a broadband 
connection. 

WiMAX: Acronym for worldwide interoperability for 
microwave access, a certification mark for products 
that pass conformity and interoperability tests for the 
IEEE 802.16 standards. 

CROSS REFERENCES 

See Computer Conferencing and Distance Learning', Com¬ 
puter Conferencing: Protocols and Applications', Video 

Conferencing. 
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INTRODUCTION: WHAT IS ONLINE 
BANKING? 

Online banking is the use of the Internet to obtain finan¬ 
cial services. Its origins can be found in the early 1980s, 
when many larger financial institutions began to provide 
access to some banking services through the telephone. 
With the spread of the personal computer in the 1980s 
and the emergence of the World Wide Web, online bank¬ 
ing became a reality. At first, banks distributed proprietary 
software that had to be installed on the customers com¬ 
puter. However, the proprietary approach is problematic: 
software had to be written for different operating systems 
such as Microsoft, Apple, and Linux, and the bank had to 
address all the issues of difficulty and compatibility that 
arose for their customers. 

Online banking changed significantly in the mid- 
1990s, when Wells Fargo allowed its customers to access 
some banking services through the Internet, and Security 
First Network Bank became the first Internet-only finan¬ 
cial institution. As the security and simplicity of use of 
Web browsers improved, virtually all institutions offering 
online banking migrated to a system that requires a cus¬ 
tomer only to have a secure Web browser, regardless of 
the underlying operating system. Since the Web browser 
is the primary way by which most individuals interact on 
the Internet, the adoption of this technology for online 
banking has served to increase the number of individuals 
willing to engage in online banking. 

Banks serve a useful function in offering payment 
services to facilitate the exchange of goods and services 
between two parties. An important component of online 
banking is the provision of payment services. Banks are in¬ 
volved in the entire supply chain of payment services, from 
providing payment instruments to clearing and settlement. 
Indeed, because of legal restrictions in most countries, 
only chartered and regulated banks can be involved in 
the final clearing of payments through the Central Bank. 
However, banks face competition from nonbanks in other 
elements of the payment supply chain. In particular, non¬ 
banks have been prominent in facilitating Internet pay¬ 
ments. A significant example is PayPal, which designed a 
front end for payment services on the Internet and tied it 
to flexible back-end processing, which can clear a payment 
using credit cards, the automated clearinghouse, or other 
alternatives. The success of PayPal and other nonbank 
payments providers on the Internet suggests that there are 
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characteristics of Internet retailing that opened up oppor¬ 
tunities for providing online payments that banks have yet 
to exploit (Paunov and Vickery 2004). 

The economic analysis of payment systems differs from 
that of most goods and services because payment sys¬ 
tems are two-sided platforms. As Evans and Schmalensee 
(2005, 78) note, such "businesses are intermediaries that 
add value if and only if they can appropriately coordinate 
the demands of two distinct groups of customers.” The 
implication is that consumers and merchants will 
use banks for payments only if they are willing to pay some 
or all of the costs of the transaction. The market price 
for the payments transaction service is also contingent 
on the acceptability of this form of payment to the other 
party (Baxter 1983, 543-4). 

In Baxters analysis, there are four parties to the trans¬ 
action: a purchaser (P), a merchant (M), the purchaser’s 
bank (P bank), and the merchant’s bank (M bank). M and P 
have a demand for transactional services, and M bank and 
P bank supply those services. Though it may appear that 
transactional services are private goods, the aggregate de¬ 
mand for them cannot be found by horizontally summing 
the individual consumer demands. Though P’s marginal 
valuation of the additional unit of transactional services 
may differ from M’s, the valuations cannot be independent 
of each other. This is because for every purchaser, there 
must be a payee. Hence, the marginal valuation of a trans¬ 
action service by one party is contingent on the accept¬ 
ability of this form of payment to the other party (Baxter 
1983, 543-4). The key point for such markets is that there 
is a price level that induces the transaction to occur, but 
also a price structure—the ratio of the price paid by the 
two patties. Competition for provision of Internet pay¬ 
ment services is, in part, a search for a price ratio that de¬ 
termines how the cost of payment services is split between 
merchants and consumers. Nonbank providers of Internet 
payment services may be successful because, compared 
to banks, they have found a better solution to this pricing 
problem (Federal Reserve Bank of Kansas City 2005). 

By definition, online banking would not exist without 
the Internet. The simplest form of online banking merely 
provides account information; for example, electronic 
delivery of statements or transfers between accounts 
within one institution. Table 1 contains a list of the fea¬ 
tures of bank Web sites. The transactional features are 
used by bank customers to replace in-person transactions 
at a brick-and-mortar bank site. Bill-pay services are very 
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Table 1: Generic List of Web-Site Features 


Informational 

General bank information and history 

Financial education information 

Employment information 

Interest rate quotes 

Financial calculators 

Current bank and local news 

Administrative 

Account information access 

Applications for services—opening accounts 

Personal finance software applications 

Transactional 

Account transfer capabilities 

Bill-pay services 

Corporate services 

Online insurance services 

Online brokerage services 

Online trust services 

Portal 

Links to financial information 

Links to community information 

Links to local business 

Links to nonlocal businesses (and/or advertisers) 

Others 

Wireless capabilities 

Search function 


Source: Southard and Siau (2004). 


popular with customers. Customers may pay a variety of 
bills from utility companies, credit card companies, and 
most other companies that accept electronic payments. 
Customers may also make direct payments from their ac¬ 
counts. Electronic bill presentment and payment (EBPP) 
is a form of bill payment by which bills are presented 
to a customer online, via either e-mail or a notice in an 
e-banking account. After presentment, the customer may 
pay the bill online when convenient. The payment is elec¬ 
tronically deducted from the customer’s account. Most 
bank customers can now use the automated clearinghouse 
(ACH) through the online banking services provided by 
their financial institution. The advent of electronic check 
conversion has also eliminated the need to physically 
transfer pieces of paper. ACH was created in the early 
1970s to help reduce the volume of paper checks. In 1974, 
the regional ACH associations formed the National Auto¬ 
mated Clearing House Association (NACHA) to facilitate 
the nationwide clearing of ACH payments. The system 
originally relied on magnetic tapes and diskettes to ex¬ 
change ACH files, which required the physical transport of 
tapes among the ACH participants. The ACH system can 
process large volumes of individual payments electroni¬ 
cally, and it has become the largest payment system in the 
country. The Federal Reserve processes approximately 
75 percent of all the items handled by ACHs in the United 
States. There is only one private ACH operator in the 
United States (www.theclearinghouse.org/home.php). 
Though developed for recurring credit payments, such as 
a home mortgage payment, developments in technology 
have increased the frequency of its use and reduced the 


number of transactions that go through ACH. In 1994, the 
Federal Reserve mandated that all ACH payments would 
have to be done electronically. This requires that all finan¬ 
cial institutions dealing with the Federal Reserve directly 
must have an electronic link to a mainframe computer or 
personal computer to participate in the ACH. 

Informational features replace the need for the banks 
to provide paper copies to the customer available at the 
brick-and-mortar bank site (though banks may do both). 
The administrative features include access to account 
information and any software that may be needed to con¬ 
duct financial services. Finally, the Web site can be a por¬ 
tal to provide links to other Web sites and information 
(Sullivan 2001). 

A special category of Internet-only banks also ex¬ 
ists (DeYoung 2001, The Financial Performance, 2001, 
Learning-by-Doing). Unlike traditional banks with a physi¬ 
cal brick-and-mortar location, these banks have no physical 
offices where customers can engage in traditional banking 
services. One example of an Internet-only bank currently 
operating is the First Internet Bank of Indiana (www 
.firstib.com). Though the bank claims a cost advantage be¬ 
cause "we don’t have a costly branch network to support,” 
lower costs do not necessarily mean higher profits. 
Internet-only banks likely represent a niche market whose 
customers would be only the most sophisticated and 
computer-sawy users who also were not bothered by being 
unable to visit a physical location (Evans 2004). Though 
there would be some cost savings from not having physical 
offices, it is not clear that the Internet-only strategy would 
be as profitable when compared with an institution that 




Who Uses Online Banking? 


793 


could offer both traditional and online banking (DeYoung 
2001, The Financial Performance). As DeYoung observes, 
the introduction of online banking has parallels to the in¬ 
troduction of automated teller machines (ATMs), which 
provided a convenient way to engage in traditional banking 
transactions. Perhaps the most important feature of tradi¬ 
tional banking that is missing with online banking is that a 
customer cannot get cash online. An important point that 
DeYoung makes is that Internet-only banks have a harder 
time obtaining higher-yield assets such as loans. The 
lack of a branch network for online banks therefore hurts 
relationship lending. 

Cash had long been an important component of the 
payment services provided by banks. Indeed, for the aver¬ 
age person in the nineteenth and early twentieth centuries, 
traditional banking meant using banknotes as a means of 
payment; personal loans from banks were rare. Today, tra¬ 
ditional banking means the use of a checking or NOW ac¬ 
count (demand deposit) or savings account (time deposit). 
Individuals also expect a role for the government (state or 
federal) in ensuring the safety and soundness of banks. 

Online banking uses new technology in the delivery 
of banking services, but it does not entail a basic change 
in the nature of those services. This is because much of 
banking is information-related and can therefore be deliv¬ 
ered electronically (Nickerson and Sullivan 2003). Refer¬ 
ring to Table 1, it is apparent that so far banks have not 
tried to do something different; customers have no new 
service to them that is not provided by a traditional bank. 
Banks have had to provide technical support to consum¬ 
ers and have had to be prepared to make corrections 
when customer errors occur. The best banks adapt quickly 
to these new services. Banks also help with the account¬ 
ing and monitoring of accounts through making the cus¬ 
tomer’s bank information available for download into 
software such as Quicken or Money. This service enables 
the customer to monitor and track transactions, and also 
helps in the preparation of income taxes. The develop¬ 
ment and widespread use of software such as Quicken 
and Money has meant that banks often provide the ability 
to download account information into a format that can 
readily be imported into the customer’s financial planning 
software (Furst and Nolle 2004). 

Online banking is only part of the electronic revolution 
in banking. Examples of electronic banking include direct 
deposit of pay directly into a bank account, ATM cards, 
debit cards, and preauthorized debits, which allow cus¬ 
tomers to have regular, recurring bills paid automatically 
(Anguelov, Hilgert, and Hogarth 2004). There are also 
products that are not connected to a bank account, 
such as stored-value cards and smart cards; these have a 
preloaded value that need not be deducted directly from 
a bank account. Though these are important parts of the 
change in the payments system, the focus of this chapter 
will be those activities specifically connected to a bank 
account through the use of the Internet. 

WHO USES ONLINE BANKING? 

The diffusion of new technologies in society is an impor¬ 
tant topic (Bradley and Stewart 2003). There are both 


supply and demand considerations that affect the rate at 
which a new technology is adopted in society (Dinlersoz 
and Hernandez-Murillo 2005). In the case of banking, as 
more individuals and firms adopt the technology, there is 
a greater incentive for others to adopt it as well. 

An important impact of online banking has been on the 
costs of doing banking for the banks and their customers 
(both individuals and businesses) (Bauer and Hein 2005). 
Online banking has reduced many of the costs of providing 
payments and lending services (trips to the bank), but it 
may have raised other costs such as account monitoring 
by individuals (Kim, Widdows, and Yilmazer 2005). The 
most immediate way that online banking differs from tra¬ 
ditional banking is that transactions occur without the 
need to interact face to face with a bank employee. For 
banks, this typically means fewer interactions with bank 
tellers or loan officers. The use of tellers to conduct busi¬ 
ness is costly, as banks have known for some time. One 
estimate is that branch banking costs $1.07 per transac¬ 
tion, telephone transactions 55 cents each, ATMs 27 cents, 
and online banking about 1 cent per transaction (DeYoung 
2001, The Internet’s Place). These estimates give an idea of 
the magnitude of the potential cost savings for banks with 
greater use of online banking. 

One reason banks are considered “special” is the cus¬ 
tomer relationship that is fostered through the use of 
the teller and personal loan officers. On the one hand, the 
adoption of online banking is an effort by banks to reduce 
their costs, but on the other hand, it may put in jeopardy 
that special customer relationship. Thus, benefits for the 
bank on the cost side may also impact the revenue side if 
customers no longer perceive banks as “special” providers 
of payments and lending services. Online banking creates 
new pieces to the customer relationship. When a customer 
gets accustomed to using a bank’s online system, much 
of the customer’s routine payment information may get 
entered into a bank’s online system. It becomes easier to 
switch into other products the bank offers, and the bank’s 
Web site provides it with new, low-cost opportunities to 
supply information to customers about banking products 
they might want. These features of online banking could 
make a relationship more important and would add a 
whole new set of complications that a customer would have 
to go to the trouble of changing if he or she moved to an¬ 
other bank. 

Banks will offer online banking if they believe it will 
ultimately improve their profits. Given competition, they 
may be forced to adopt the technology though it may not 
be profitable in the short-run. Lang, Nolle, and Furst (2002) 
found that though the more profitable banks were the 
ones more likely to adopt Internet banking after Quarter 
2 1998, they were less likely to be the first institutions 
to adopt Internet banking. They also found that among 
banks with assets over $100 million, institutions with 
transactional Internet banking were generally more profit¬ 
able and tended to rely less heavily on traditional banking 
activities. Further, for banks with less than $100 million 
in assets, there was no statistical difference in profitability 
among mature Internet and non-Internet banks. One im¬ 
portant finding for online banking was that the startup In¬ 
ternet banks were significantly less profitable than startup 
non-Internet banks (Lang, Nolle, and Furst 2002). 
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Figure 1: The Diffusion of Internet Banking 
1999-2005 (Sullivan and Wang 2005) 


Figure 1 plots the diffusion trends of Internet bank¬ 
ing. It shows that 35 percent of depository institutions 
reported a Web site address in 1999, rising to 79 percent 
in 2005. Moreover, 53 percent of depository institutions 
reported Web sites with transaction capabilities in 2003, 
rising to 70 percent in 2005. Though data on transactional 
Web sites are not available for the whole sample of com¬ 
mercial banks before 2003, an independent survey con¬ 
ducted by the Office of the Comptroller of the Currency 
(OCC) shows that 6 percent of national banks adopted 
transactional Web sites in 1998, and the proportion rose 
to 37 percent in 2000 (Sullivan and Wang 2005; Chang 
2005). 

An interesting comparison for the diffusion of online 
banking is to consider the number of years it took for vari¬ 
ous types of technology to reach 30 percent penetration of 
the U.S. market. For the telephone, it was 38 years, televi¬ 
sion 17 years, personal computers 13 years, and the Inter¬ 
net 7 years. Sullivan (2004), in a survey of Tenth Federal 
Reserve District banks, found that fewer than 3 percent of 
the banks had transactional Web sites in 1999, but by 2004, 
nearly 46 percent had such sites that allowed customers to 
access and execute transactions on their accounts. Though 
banks have offered transactional services, estimates for the 
entire United States show that households using online 
payments grew from 2.6 percent in 1998 to 25 percent in 
2003 (Sullivan 2004). 

Individuals respond to relative prices, but they also 
have preferences that are determined by habits and other 
factors that influence their decisions on whether to adopt 
new technologies (Anguelov et al. 2004). Today, about 40 
million U.S. households actively use online banking ac¬ 
counts (Wang 2006). Those who were already computer- 
and Internet-sawy were quick to adopt online banking. 
These are individuals with some sophistication in com¬ 
puter usage, who trust the security of online transactions, 
and who can conduct business without necessarily need¬ 
ing to visit brick-and-mortar banking offices. The distri¬ 
bution of this group varies with education, income, and 
other factors, including access to a personal computer 
(Sarel and Marmorstein 2004). 


The demographic characteristics of those who were 
early users of computer banking can be seen in Table 2. 
The category of computer banking users is somewhat 
broader than online banking users, since the former could 
include those who may be using modem access to dial 
directly into the financial institutions computer and us¬ 
ing proprietary software to access those financial services. 
However, the demographic characteristics of computer 
versus online banking users would likely be very similar. 

In general, users of computer banking had higher in¬ 
comes, were younger, and were more educated than non¬ 
users. In addition, more users were white, married, held 
a job, and owned their own home. As costs fall and com¬ 
puters are more widely available, a greater portion of the 
population is able to use computer banking. The differ¬ 
ences between users and nonusers provide some guidance 
on where banks should focus for new customers and also 
as a guide for public policy to increase access to financial 
services for a wider range of constituents. 

There is also some evidence that rather than online 
banking being a substitute for traditional ways of de¬ 
livering banking services, it is in fact a complement 
(DeYoung 2001, The Internets Place). Though there has 
been a decline in check usage as the use of online bank¬ 
ing has grown, banks have also increased the number of 
offices. In addition to the now-familiar ATMs, banks have 
also used automated banking machines (ABMs), which 
combine ATM and online services through the use of 
“kiosks” (DeYoung 2001, The Internets Place). 

WHAT ARE THE RISK AND SECURITY 
ISSUES IN ONLINE BANKING? 

Today, most online bank users are able to access their 
bank accounts through the use of a Web browser such as 
Internet Explorer, Mozilla, Firefox, Safari, and others. As 
Sullivan (2004) notes, there are changes in both the tech¬ 
nical and procedural ways in which online banks do busi¬ 
ness that expose them to operational risks. By providing 
access over the Internet, there is the risk that information 
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Table 2: Demographic Characteristics of Users and Nonusers of Computers Banking 



1995 

2001 

Users 

Nonusers 

Users 

Nonusers 

Household median income (2001 dollars) 

53,168 

38,950 

71,953 

38,032 

Household financial assets, median (2001 dollars) 

35,714 

18,504 

81,350 

21,500 

Age of head of household, median (years) 

40 

46 

42 

49 

Education of head of household, median (years) 

15 

13 

16 

12 

Race/ethnicity of head of household, 
distribution (percent) 


White 

81 

83 

87 

78 

Black 

15 

9 

7 

13 

Hispanic 

3 

5 

2 

7 

Other 

2 

4 

5 

2 

Marital status of head of household, 
distribution (percent) 


Married 

65 

61 

74 

60 

Single female 

20 

26 

13 

27 

Single male 

15 

13 

14 

13 

Employment status of head of household, 
distribution (percent) 


Working 

89 

69 

89 

70 

Retired 

7 

20 

7 

22 

Unemployed, looking for job 

1 

3 

2 

2 

Unemployed, not looking for job 

2 

8 

2 

6 

Homeownership status, distribution (percent) 


Own home 

71 

71 

77 

71 

Do not own home 

29 

29 

23 

29 


Source: Anguelov et al. (2004). 


may be acquired by an unauthorized person. The online 
user must be authenticated by the security system. Banks 
must work to ensure that they allow only authorized ac¬ 
cess to the system and can protect against account fraud 
and identity theft. 

There is concern that customers could give out their 
account information inadvertently. Through various 
means, customers may be persuaded to provide account 
and password information or be directed to fake Internet 
sites. Phishing is a scam that involves the obtaining and 
using of an individual’s personal or financial informa¬ 
tion, usually through an e-mail sent from what appears 
to be a financial institution, government agency, or other 
entity that requests personal information. The e-mail often 
contains a link that directs the recipient to a phony Web 
site. Once the individual goes to this Web site, personal 
information such as Social Security number, account 
numbers, passwords, and so on, may be requested. If 
the consumer provides this information, it can be used 
fraudulently to access consumer accounts or assume the 
persons identity. 


Pharming refers to the redirection to an illegitimate 
Web site through technical means that may redirect a 
consumer when trying to access his or her bank’s Web site 
(FDIC [Federal Deposit Insurance Corporation] 2005). 
Pharming can occur through static domain name “spook¬ 
ing.” An example of spooking is when a pharmer may di¬ 
rect a user to anybnk.com instead of anybank.com, the 
site the consumer intended to access. Also, malicious soft¬ 
ware in the form of viruses or “Trojans” can intercept a 
user’s request to visit a particular site and redirect the user 
to a site that the pharmer has set up. A hacker may also 
steal or hijack a company's legitimate Web site, allowing 
the hacker to redirect all legitimate Internet traffic to the 
fraudulent site. This is referred to as “domain hijack¬ 
ing,” and can be done by slamming (submitting a do¬ 
main transfer request from one registrar to another) or 
through the failure of a legitimate company to maintain 
the lease on the Web site. The most dangerous form of 
pharming is when the domain name server (DNS) trans¬ 
lates the phrase entered into the Web browser into an In¬ 
ternet protocol address (IPA) and the user’s connection 
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is routed to a site other than that requested. This DNS 
poisoning can occur as a result of misconfiguration, net¬ 
work vulnerabilities, or malicious software (referred to as 
malware) installed on the server. For the entire Internet, 
there are thirteen root DNS servers that are closely pro¬ 
tected and controlled. If a hacker were to penetrate one or 
more of these root servers, the Internet could be severely 
compromised (FDIC 2005). Banks and their customers 
can take steps to prevent such phishing and pharming at¬ 
tacks. These include digital certificates used by legitimate 
Web sites to differentiate themselves from illegitimate 
sites. Financial institutions need to be vigilant in renew¬ 
ing their domain names and must investigate the possi¬ 
bility of registering similar names to avoid unauthorized 
domain slamming and investigate any anomalies about 
their Web site to ensure that DNS poisoning attacks are 
addressed promptly. Consumer education is also essen¬ 
tial to maintaining a safe system (FDIC 2005). 

One example of large-scale Internet fraud is what hap¬ 
pened to the Swedish bank Nordea. It lost up to $ 1.1 million 
in what security company McAfee is describing as the 
“biggest ever” online bank heist. The attack was a tailor- 
made Trojan sent in the name of the bank that encouraged 
clients to download a “spam-fighting” application. Users 
who downloaded the attached file, called raking.zip or 
raking.exe, were infected by the Trojan. Once installed, the 
program recorded keystrokes, and users were redirected 
to a false home page, where they entered important log¬ 
in information, including log-in numbers; then an error 
message appeared saying that the site was experiencing 
technical problems. The data were then harvested by 
the criminals, who used it at the real Nordea Web site to 
remove money from customer accounts. Bank spokesper¬ 
sons reported that the problem was not a lack of secu¬ 
rity at the Nordea site, but rather customers opening the 
Trojan virus and not having updated antivirus software 
installed on their computers. The bank refunded losses to 
its customers (Espiner 2007). 

Once financial institutions have taken all precautions 
to maintain the integrity of their DNS, then the most im¬ 
portant security measures concern log-ins to the site by 
their customers. This is done through various methods 
of authenticating the user. This process must be secure. 
Transport layer security (TLS) is a cryptographic protocol 
that provides secure communications on the Internet for 
financial transactions and other data transfers. It replaces 
an earlier protocol, secure socket layers (SSL). The TLS 
protocol allows client/server applications to communi¬ 
cate to prevent eavesdropping, tampering, and message 
forgery. 3-D Secure™ is an XML-based protocol to allow 
authentication of cardholders of credit-card companies 
in electronic payment transactions. The protocol ties the 
financial authorization process with an online authenti¬ 
cation. In order for a member bank to use the service, it 
must operate a compliant software that supports the lat¬ 
est protocol specifications. 

The authentication factor is typically something that 
customers provide as a means of identification. These fac¬ 
tors are either something a person knows (such as a per¬ 
sonal identification number, or PIN), something a person 
has (such as a physical device that has to be attached to 
the computer—e.g., a USB token device), or something a 


person is (such as a fingerprint, voice pattern, or pattern 
of veins in the user’s eye). The latter type of identification 
is referred to as "biometrics” (FFIEC [Federal Financial 
Institutions Examination Council] 2005). 

The authentication methods vary from a simple one- 
factor method requiring a password, to double-factor 
methods requiring a password and additional informa¬ 
tion input or a physical device or card. To meet the stan¬ 
dards set by the bank regulatory agencies, banks have 
increasingly moved to multifactor authentication. On the 
initial log-in page, the customer may be asked to input a 
log-in name and also a series of numbers that appear at 
random below the log-in name. After clicking to go to the 
next page of the log-on process, the customer is presented 
with a customer preselected image and a place to input 
the account password. Such log-in procedures increase the 
level of security, but also require more time and effort 
from the customer. Missouri-based Midwest Independent 
Bank's system presents customers with nine faces in a tic- 
tac-toe-like grid and requires them to identify the right 
one and click on it. All of the bank’s customers are re¬ 
quired to choose a stranger’s face and remember that face. 
Another large institution, Wachovia Bank, requires cus¬ 
tomers to enter separate access codes in addition to log-in 
names and passwords. SunTrust Banks Inc.’s new secu¬ 
rity will be written into software used behind the scenes 
that most customers will not notice (Matthews 2007). 
Because individuals do not always have all of their finan¬ 
cial assets in a single firm; they may be faced with a be¬ 
wildering collection of log-in names, passwords, images, 
and other such log-in authentication factors. The banks 
must find a balance between enhanced security, which 
their customers and the regulatory agencies both require, 
while maintaining the high level of convenience and ease 
afforded by online banking. 

Of course, the security of a particular method depends 
on the integrity of its implementation. In addition to 
using passwords and PINs, other types of information- 
based authentication include online questions or queries 
that require a specific answer. These security methods 
can be enhanced if there is also the requirement that they 
be periodically changed. This may be an unwanted incon¬ 
venience for the customer, but Web browsers can retain 
passwords and information can be stored on the personal 
computer or elsewhere for quick reference, though this 
may raise concerns about security on the individual’s 
computer. 

The use of physical devices such as a USB token that 
plugs directly into a computers USB port does not re¬ 
quire any special hardware on the user’s computer. Such 
a device provides additional security, especially if used in 
combination with something that a person knows, such 
as a password. Again, as the level of security increases, 
it may require greater responsibility from the individual 
not to lose such a device or token. The USB tokens are 
one-piece, injection-molded devices that can store digital 
certificates that can be used in a public key infrastruc¬ 
ture (PKI) environment (FFIEC 2005). To date, a small 
number of large banks are using this technology. 

Two other physical devices that can be used are smart 
cards and password-generating tokens. Though not 
currently in widespread use, they represent alternative 
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technologies. Smart cards can be inserted into a com¬ 
patible reader that is attached to a customer’s computer. 
Such cards are hard to duplicate, are tamper-resistant, 
and are easily portable. A password-generating token en¬ 
sures that the same one-time password (OTP) is not used 
consecutively. The OTP is displayed on a small screen 
on the token after the customer enters a user name and 
password. Authentication requires that the regular pass¬ 
word and the new OTP match those on the authentica¬ 
tion server. Because of the element of randomness, such 
devices increase the difficulty for a cyber thief attempting 
to break into a system (FFIEC 2005). 

One of the most recent methods for authentication, 
biometric technology, is based on identifying physiologi¬ 
cal characteristic such as fingerprints, iris configuration, 
or facial structure. At present, these technologies are being 
tested by a few institutions involving very large financial 
transactions (hundreds of millions of dollars). The process 
of introducing people into a biometrics-based system is 
referred to as “enrollment.” During enrollment, a sample 
of data is taken from one or more physiological or physi¬ 
cal characteristics and the samples are converted into a 
mathematical model or template. Once the information is 
stored in a database, a software application can be used to 
perform the analysis. The customer then interacts through 
a live scan that is compared with the registered template 
stored in the system. Provided there is a match, the person 
is authenticated. In addition to the identifiers already men¬ 
tioned, other possibilities are voice recognition, keystroke 
recognition, handwriting recognition, and finger and hand 
geometry (FFIEC 2005). 

Two biometric techniques available are fingerprint and 
face scans. Fingerprints have long been used, prior to the 
computer age, and fingerprint biometrics is generally con¬ 
sidered easier to install and use than iris scanning. The 
FFIEC recommends fingerprint technology for large- 
dollartransactionaccounts. Face recognition, a newer tech¬ 
nology, focuses on specific features of the face and makes 
a two-dimensional map of the face. Obtaining good scans 
requires proper lighting and placement of the video device 
for collecting the image. Several cameras may collect im¬ 
age data, and tests for authenticity can also be included to 
eliminate the chance that the person is using a photograph 
of an authorized person. 

Though the above methods require an increasing level 
of sophistication on both the hardware and software sides, 
lower-level technologies are also available. These include 
the use of scratch cards as a low-tech version of the OTP 
tokens. Another method is to use the telephone or fax or 
regular mail to confirm a transaction. The customers re¬ 
sponse to this confirmation request may require an addi¬ 
tional password or other identifying information. Another 
low-cost way to verify a customer is to know the identity of 
the person at a specific IPA. There may, however, be prob¬ 
lems with verifying IPAs, because they may be changed fre¬ 
quently or they could be fake. There are software fixes for 
such problems, but again there are problems associated 
with using proprietaiy software written for a particular 
platform. Geo-location software inspects and analyzes the 
small bits of time required for Internet communications to 
move through a network. Distances can be calculated and 
compared with those known for the user, and if they seem 


unreasonable, the user will not be authenticated. One other 
level of authentication is that banks could provide au¬ 
thentication to their customers before sending sensitive 
information. This would help deal with the problems en¬ 
countered when customers are directed (through e-mails 
or otherwise) to false Web sites that look like the actual 
sites but are intended only to collect the user’s information 
(FFIEC 2005). 

One other method that banks can use is to have the 
customer verify information that the bank has on record 
or can obtain from a third party. In making online loans, 
banks will want to ensure that they have the right person, 
so they can match up credit information or geographical 
location with information from a third party such as a 
credit rating agency. Banks can also verify that address, 
area code, and ZIP code information are consistent. Banks 
can also use information regarding known fraudulent be¬ 
havior to screen customers (FFIEC 2005). 

As a result of the guidance issued by the FFIEC, many 
U.S. financial institutions redid their authentication pro¬ 
tocol in 2006. Banks are supposed to tailor authentication 
efforts to risks of transactions (FFIEC 2005). It appears 
that the method of choice that financial institutions have 
adopted is a challenge-and-response system. Customers 
are first asked to provide answers to a random set of ques¬ 
tions, which are stored on the financial institution’s com¬ 
puter system. If the financial institution’s Internet banking 
system detects a security risk, it can challenge the user and 
ask for the answers to one of these questions. One security 
risk, for example, is when a funds transfer is requested. 
Also, computer profiling has become common; the Internet 
banking system can detect characteristics of the user’s 
computer. An Internet banking session is considered lower 
risk if it is initiated from a computer with a profile with 
which the system is familiar. If it is initiated from an un¬ 
familiar computer, it would trigger the challenge-and- 
response mechanism. 

Though customers access their accounts via the Web, 
the actual software used by banks is dominated by only 
a handful of vendors. Sullivan (2004) reports that in the 
Tenth Federal Reserve District (Kansas City headquar¬ 
ters), the top software vendor accounted for 20 percent of 
the online banking software used by banks in the district. 
Hence, if the software used by a large number of firms 
were compromised, the impact could be dramatic, and 
could intensify any fraudulent transactions problems. 
Because of the potential for large losses, there is a strong 
incentive for both the software vendors and the banks to 
be vigilant in security measures. 

The Regulation of Financial 
Institutions 

Though banks have a self-interest motive to protect their 
customers, there are also government regulations and laws 
with which banks must comply. Most recently there are 
the various regulations of the Gramm-Leach Bliley Act, the 
USA Patriot Act (section 326), and the Sarbanes-Oxley 
Act. These laws require that banks and savings associa¬ 
tions safeguard the information of all persons who obtain 
financial services through a federally insured institution. 
Similar legislation covers credit unions and many other 
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types of financial institutions as well (Mann 2006; Sullivan 
2006). 

The bank regulatory agencies have been aggressive in 
promoting online banking security. The Federal Financial 
Institutions Examination Council (www.ffiec.gov) pro¬ 
vides a centralized source of information on the safety and 
security directives and information from the federal regu¬ 
latory agencies such as the OCC, the FDIC, and the Federal 
Reserve. These responsibilities come from the basic man¬ 
date for bank regulatory agencies to maintain the safety 
and soundness of the financial system (Spong 2000). The 
government agencies are either part of the Central Bank 
or the Treasury Department (or Ministry of Finance). In 
the United States, the Federal Reserve System both pro¬ 
vides liquidity to financial institutions in times of localized 
or systemic crisis and regulates and supervises financial 
institutions. The FDIC is the agency responsible for resolv¬ 
ing any solvency questions and oversees the bank insur¬ 
ance fund, while the OCC charters and regulates national 
banks. One important reason government began to regu¬ 
late banking was to protect the depositor against losses 
incurred by the bank in the event of a liquidity or solvency 
crisis. The creation of the FDIC in 1933 was a direct result 
of the problems of bank runs and bank failures (Rogers 
2005). 

Bank runs occur when depositors withdraw their 
money from their accounts. In the United States, regular 
accounts are insured up to $100,000. Economists make a 
distinction between “lobby run” and “clearinghouse” run. 
Lobby runs, initiated by small depositors, are no longer 
important because of deposit insurance. Clearinghouse 
runs (which apparently occurred when Continental Illi¬ 
nois failed in the 1980s) are still important, because large 
depositors are uninsured. With the advent of the Inter¬ 
net, clearinghouse runs could occur more quickly as large 
depositors execute withdrawals through their online 
connections. 

The widespread use of online banking, with its implied 
increased monitoring by bank customers, could help 
reduce the need for monitoring by bank regulatory au¬ 
thorities. Such a development would reduce the regula¬ 
tory burden on banks and help promote a safe banking 
system. Though online banking could reduce monitor¬ 
ing costs, Berentsen (1996) believes that today banks are 
more vulnerable to bank runs because news and rumors 
spread quickly over public computer networks. The prob¬ 
lem is one of contagion; one bank may have problems, 
and the public may assume that this means other banks 
also have problems. When information is accurate, the 
potential for a bank run is a disciplining factor on banks, 
but if the information is incorrect, it may have a strong 
negative impact on the stability of the banking system. 

CONCLUSION: WHAT IS THE FUTURE 
OF ONLINE BANKING? 

Over the past decade and a half, legislation and techno¬ 
logical advances have resulted in fewer numbers of bank 
charters. The demise of geographical restrictions on bank 
offices and branches due to legislation passed in 1994 
has meant a consolidation of the banking industry into 


a smaller numbers of firms. At the same time, economic 
growth has increased the demand for financial services. 
Though online banking will likely continue to grow for 
the foreseeable future, this does not mean that traditional 
banking will disappear anytime soon. Evidence of this 
is that over the past decade, as the Internet and online 
banking have expanded, so has the growth in the number 
of bank branches. As previously noted, this indicates that 
online banking is a complement to the more traditional 
methods of delivering financial services. 

The use of the Internet for payments may call into 
question the special role of banks. Banks have tradition¬ 
ally been at the front end of payments (interacting with 
the consumer), which has been aided by their monopoly 
access to the payments system. But now many nonbanks, 
such as PayPal, are taking the front-end role. They provide 
payment initiation and banks are relegated to the (less 
visible) back-end processing of payments. Nonbanks, in 
fact, are important sources of payment innovation. But 
this may also mean that the bank monopoly on access to 
payments is less important in terms of customer relation¬ 
ships. There is a concern, however, that nonbank access 
to payments could bring new risks to payments. Restrict¬ 
ing access to banks has arguably kept payments relatively 
safe because risk control is easier with a closed, homoge¬ 
neous system. Allowing nonbank access to the payments 
system may be desirable public policy but it would need 
to be done carefully (Quinn and Roberds 2003). 

The challenges facing online banking for banks, cus¬ 
tomers, and government regulators are different but inter¬ 
twined. Though there appear to be great cost savings from 
the point of view of banks when it comes to using online 
services, from the point of view of someone who wishes to 
make a payment transaction, the use of cash is most often 
the quickest and lowest-cost. The reason for this is that 
cash is readily available, it is convenient to carry, and most 
daily transactions are in small amounts. One factor im¬ 
portant in the spread of online banking is to find a means 
of payment that will induce payers to use an electronic 
means of payment instead of cash (McGrath 2005). At 
present cash remains a useful means of payment for many 
transactions—and not all of those are necessarily illegal. 
If it becomes possible to transfer value from a checking 
account to a cash card, then this could change the future 
evolution of the payments system dramatically. 

GLOSSARY 

ACH: The Automated Clearing House, which processes 
payments electronically, was designed to reduce the 
use of paper checks for routine payments. 
Authentication: The process of verifying the identity of 
a person or entity using online banking services. 
Computer Banking: Banking services that consumers 
can access, by using an Internet connection to a bank’s 
computer center, in order to perform banking tasks, 
receive and pay bills, and so forth. 

Direct Deposit: A form of payment by which an organi¬ 
zation (such as an employer or a government agency) 
pays funds (such as pay or benefits) via an electronic 
transfer. The funds are transferred directly into a con¬ 
sumer’s bank account. 
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Direct Payment (also Electronic Bill Payment): A 

form of payment that allows a consumer to pay bills 
through electronic fund transfers. Funds are electroni¬ 
cally transferred from the consumer’s account to the 
creditors account. A direct payment differs from a 
preauthorized debit in that the consumer must initi¬ 
ate each direct payment transaction. 

Electronic Check Conversion: The process by which 
information from a check (routing number, account 
number, and amount of the transaction) is converted 
into an electronic format in order to make a one-time 
electronic fund transfer from an account. 

Multifactor Authentication: A method to combat bank 
fraud that requires something the user possesses (i.e., 
the card) combined with something the user knows 
(i.e., PIN) before access to financial account informa¬ 
tion is allowed. 

Smart Card: A type of stored-value card in which one 
or more chips or microprocessors are embedded, mak¬ 
ing the card capable of storing data, performing calcu¬ 
lations, or performing special-purpose processing (to 
validate personal identification numbers, authorize 
purchases, verify account balances, and store personal 
records). 

Stored-Value Card: A card on which monetary value is 
stored, through either prepayment by a consumer or 
deposit by an employer or other entity. For a single¬ 
purpose stored-value card, the card issuer and accep¬ 
tor are generally the same entity, and the funds on the 
card represent prepayment for specific goods and ser¬ 
vices (for example, a phone card). A limited-purpose 
card is generally restricted to well-identified points of 
sale within a given location (e.g., vending machines at 
a university). 

CROSS REFERENCES 

See Authentication', Social Engineering', The Internet Fun¬ 
damentals. 

REFERENCES 

Anguelov, C. E., M. A. Hilgert, and J. M. Hogarth. 2004. 
US consumers and electronic banking, 1995-2003. 
Federal Reserve Bulletin 90:1-18. 

Bauer, K., and Hein, S. E. 2005. The effect of heteroge¬ 
neous risk on the early adoption of Internet banking 
technologies. http://ssrn.com/abstract=772185 (ac¬ 
cessed June 24, 2007). 

Baxter, W. F. 1983. Bank interchange of transactional 
paper: Legal and economic perspectives. Journal of 
Law and Economics 26(3):541—88. 

Berentsen, A. 1998. Supervision and regulation of 
network banks, www.firstmonday.org/issues/issue2_8/ 
berentsen (accessed July 20, 2006). 

Bradley, L., and K. Stewart. 2003. The diffusion of 
online banking. Journal of Marketing Management 
19:1087-109. 

Chang, Y. T. 2005. Dynamics of Internet banking adop¬ 
tion. http://ssrn.com/abstract=911602 (accessed June 
25, 2007). 


DeYoung, R. 2001. The financial performance of pure 
play Internet banks. Federal Reserve Bank of Chicago. 
Economic Perspectives 25(l):60-78. 

DeYoung, R. 2001. Learning-by-doing, scale efficiencies, 
and financial performance at Internet-only banks. 
Federal Reserve Bank of Chicago Working Papers Series. 
WP-01-06. 

DeYoung, R. 2001, March. The Internet's place in the 
banking industry. Federal Reserve Bank of Chicago. 
Chicago Fed letter. 

DeYoung, R. 2006. The performance of Internet-based 
business models: Evidence from the banking industry. 
http://ssrn.com/abstract=376821 (accessed June 25, 
2007). 

Dinlersoz, E. M., and R. Hernandez-Murillo. 2005. The 
diffusion of electronic business in the United States. 
Federal Reserve Bank of St. Louis. Review 87(1): 11-34. 

Espiner, T. 2007, January 19. Swedish bank hit by “big¬ 
gest ever” online heist. New York Times. 

Evans, D. S., and R, Schmalensee. 2005. The economics 
of interchange fees and their regulation: An overview. 
In Interchange fees. Federal Reserve Bank of Kansas 
City. 

Evans, G. L. 2004. Old-fashioned banking in a high-tech 
medium: Internet-only banks. Federal Reserve Bank of 
Chicago Proceedings 83-9. 

FDIC. 2005. Pharming: Guidance on how financial insti¬ 
tutions can protect against pharming attacks. Finan¬ 
cial Institute Letter July 18. FIL-64-2005. www.fdic. 
gov/news/news/financial/2005/fil6405.pdf (accessed 
June 25, 2007). 

Federal Reserve Bank of Kansas City. 2005. Interchange 
Fees in Credit and Dehit Card Industries. Kansas City, 
MO: Author. 

FFIEC [Federal Financial Institutions Examination 
Council]. 2005. Authentication in an Internet banking 
environment, www.ffiec.gov/ffiecinfobase/resources/ 
info_sec/2006/fdi-fil-103-2005.pdf (accessed January 
20, 2007). 

Furst, K., and D. E. Nolle. (2004). Technological in¬ 
novation in retail payments: Key developments and 
implications for banks. Journal of Financial Transfor¬ 
mation 12:93-101. 

Hernandez-Murillo, R., and D. Roisman. 2004, October. 
Point and click, or mortar and brick? A look at Internet 
banking in the Eighth District. Federal Reserve Bank of 
St. Louis. The Regional Economist. St. Louis. 

Kim, B.-M., R. Widdows, and T. Yilmazer. 2005. The de¬ 
terminants of consumers’ adoption of Internet bank¬ 
ing. Federal Reserve Bank of Boston. Conference Series 
Proceedings. 

Lang, W., D. E. Nolle, and K. Furst. 2002. Internet bank¬ 
ing. Journal of Financial Services Research 22(1&2). 

Mann, R. J. 2006. Regulating Internet payment interme¬ 
diaries. U of Texas Law, Public Law Research Paper 
No. 54; and U of Texas Law, Law and Econ Research 
Paper No. 007 http://ssrn.com/abstract=446420 (ac¬ 
cessed June 25, 2007). 

Matthews, R. G. 2007, January 2,. How safe is your online 
bank? Wall Street Journal, D2. 

McGrath, J. C. 2005. Will online bill payment spell the 
demise of paper checks? Federal Reserve Bank of 



800 


Online Banking 


Philadelphia. Payment Cards Center Discussion Paper. 
05-08. 

Nickerson, D. B., and R. Sullivan. 2003, November. Finan¬ 
cial innovation, strategic real options and endogenous 
competition: Theory and an application to Internet bank¬ 
ing. Federal Reserve Bank of Kansas City. Payments 
System Research Working Paper. PSR WP 03-01. 

Paunov, C., and G. Vickery. 2004. Online payments sys¬ 
tems for e-commerce. Journal of Financial Transfor¬ 
mation 12:49-54. 

Quinn, S. F., and W. Roberds. 2003. Are on-line curren¬ 
cies virtual banknotes? Federal Reserve Bank of Atlanta. 
Economic Review 2:1-15. 

Rogers, J. S. 2005. The new old law of electronic money. 
Boston College Law School Research Paper No. 62. 
http://ssrn.com/abstract=680803 (accessed June 25, 
2007). 

Sarel, D., and H. Marmorstein. 2004. Marketing online 
banking to the indifferent consumer: A longitudinal 
analysis of banks’ actions. Journal of Financial Services 
Marketing 8:231-43. 

Southard, P. B., and K. Siau. 2004. A survey of online 
e-banking retail initiatives. Communications of the 
ACM 47:99-102. 


Spong, K. 2000. Banking regulation. Kansas City, MO: 
Federal Reserve Bank of Kansas City. 

Steeves, B. 2006. Wave good-bye to swiping. Federal 
Reserve Bank of Kansas City Ten Spring:6-9. 

Sullivan, R. J. 2001. Performance and operation of com¬ 
mercial bank Websites. Federal Reserve Bank of Kansas 
City. Financial Industry Perspective December:23-33. 

Sullivan, R. J. 2004, August. Payment services and the 
evolution of Internet banking. Federal Reserve Bank of 
Kansas City. Payments System Research Briefing. 

Sullivan, R. J. 2006. The supervisory framework sur¬ 
rounding nonbank participation in the US retail pay¬ 
ments system: An overview. Federal Reserve Bank of 
Kansas City. Payments System Research Working Paper. 
PSR WP 04-03. 

Sullivan, R. J., and Z. Wang. 2005. Internet banking: An 
exploration in technology diffusion and impact. Fed¬ 
eral Reserve Bank of Kansas City. Payments System 
Research Working Paper. PSR WP 05-05. 

Wang, Z. 2006. Online banking comes of age. Federal 
Reserve Bank of Kansas City Ten Winter:22-3. 




Handbook of Computer Networks: Distributed Networks, Network Planning, 
Control, Management, and New Trends and Applications 

by Hossein Bidgoli 
Copyright © 2008 John Wiley & Sons, Inc. 

Digital Libraries 


Cavan McCarthy, Louisiana State University 


Introduction 801 

Defining Digital Libraries 801 

Institutional and Informational 

Resources in the Digital Library Field 801 

Categories of Digital Libraries 802 

Image-Oriented Digital Libraries 802 

Book-Oriented Digital Libraries 803 

Electronic Journals (E-Journals) 807 

Digital Newspaper Collections 808 

Electronic Theses and Dissertations 808 

Manuscripts and Ephemera 809 

Multimedia, Audio, and Video Digital Libraries 809 
Constructing Digital Libraries 809 

Copyright and Digital Libraries 810 


INTRODUCTION 
Defining Digital Libraries 

Digital libraries take advantage of the networking facili¬ 
ties of the Internet to offer quality content from authori¬ 
tative sources, such as libraries and universities; they can 
be characterized as the “high end” of the Internet: that 
sector of the Internet that maintains a tradition of shared 
resources and easy access. 

A major textbook for the field offers the following defi¬ 
nition of a digital library: 

First, the digital library must have content. It 
can either be new material prepared digitally or 
old material converted to digital form. It can be 
bought, donated, or converted locally from previ¬ 
ously purchased items. Content then needs to be 
stored and retrieved. Information is widely found 
in the form of text stored as characters, and images 
stored as scans. These images are frequently scans 
of printed pages, as well as illustrations or pho¬ 
tographs. More recently, audio, video, and inter¬ 
active material is accumulating rapidly in digital 
form, both newly generated and converted from 
older material. Once stored, the content must be 
made accessible. Retrieval systems are needed to 
let users find things; this is relatively straightfor¬ 
ward for text and still a subject of research for 
pictures, sounds, and video. Content must then 
be delivered to the user; a digital library must 
contain interface software that lets people see 
and hear its contents. A digital library must also 
have a “preservation department” of sorts; there 
must be some process to ensure that what is 
available today will still be available tomorrow. 
(Lesk 2005, 2) 

A digital library must contain and manage content; a 
system that simply points to outside information resources 
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cannot be considered a true digital library. The literature 
uses three parallel terms: digital, electronic, and virtual 
libraries; these terms are normally used interchangeably 
(Saffady 1995). In current usage, digital library is pre¬ 
ferred in North America whereas Europeans tend to use 
electronic library; the blanket term, digital collections, is 
little used. Definitions of digital libraries have been inten¬ 
sively discussed, notably in a survey by Schwartz (2000), 
in which she discovered sixty-four formal and informal 
definitions of digital library, and in a chapter by Borgman 
(2000, 40-4), which examined various approaches to 
the terminology. An entire chapter of Chowdhury and 
Chowdhury’s (2003) textbook Introduction to Digital 
Libraries was dedicated to definitions and characteristics 
of the field. 

Institutional and Informational Resources in 
the Digital Library Field 

The Digital Library Federation, based in Washington 
D.C., is a consortium of thirty-nine major libraries, plus 
related institutions (www.diglib.org). It maintains a Dig¬ 
ital Collections Registry at http://dlf.grainger.uiuc.edu/ 
DLFCollectionsRegistry/browse. This offers simple or ad¬ 
vanced searching of the descriptions of more than 750 
digital libraries. 

Resource pages for the digital library field are main¬ 
tained by Ben Gross at the University of Illinois (http:// 
bengross.com/dl), Candy Schwartz at Simmons (http://web 
.simmons.edu/~schwartz/dl.html), and at the University 
of California at Berkeley’s SunSITE (http://sunsite. 
berkeley.edu). Major textbooks for the field have been 
authored by Lesk (2005), Chowdhury and Chowdhury 
(2003), and Arms (2000). A book by Tedd and Large (2005) 
discusses digital libraries in a global environment. Over¬ 
views of the field have been produced by Fox and Urs 
(2002) and McCarthy (2004). Chowdhury and Chowdhury 
(2000) compared the information-retrieval features of 
twenty important digital libraries. Greenstein and Thorin 
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(2002) prepared a biography of the digital library, based 
on six case studies. 

Special government grants are a major source of fi¬ 
nancing in the digital library field. The National Science 
Foundation’s Digital Libraries Initiative was of great 
importance to digital library development in the United 
States. Projects financed in Phase 1, 1994-1998, can be 
seen at www.dli2.nsf.gov/dlione; they were discussed by 
Fox (1999). Phase 2 projects are available at www.dli2. 
nsf.gov; they were summarized by Lesk (1999). One of the 
most important sources at the moment for the financing 
of digitization projects in the United States is the Insti¬ 
tute of Museum and Library Services (IMLS; www.imls. 
gov). For examples of projects that have received IMLS 
support, go to www.imls.gov/search.asp and search for 
grants in areas such as “Preservation or digitization.” 

The Inventory of Canadian Digital Initiatives lists and 
describes Canadian information resources created for the 
Web (www.collectionscanada.ca/initiatives/index-e.html). 
The EnrichUK program (www.enrichuk.net), supported 
by British lottery funds, provides free access to 150 
sites displaying the country’s cultural, artistic and com¬ 
munity resources. For a description, see Nicholson and 
MacGregor (2003). McCarthy and Cunha (2003) discuss 
digital library development in Brazil. 

Digital library research was first reviewed by Chowdhury 
and Chowdhury (1999). This was updated by the chap¬ 
ter on "Digital Library Research” in Chowdhury and 
Chowdhury’s Introduction to Digital Libraries (2003, 35- 
66). It is natural that the digital library area is well served 
by e-joumals. In the United States, the major e-journal is 
D-Lib Magazine (www.dlib.org; Figure 1). 

Other journals are Ariadne (www.ariadne.ac.uk), from 
Britain, and the Journal of Digital Information (JoDI; 
http://journals.tdl.org/jodi), from Texas. The major U.S. 
conference for this area is the Joint Conference on Digital 


Libraries (JCDL; www.jcdl.org); it is sponsored by Associ¬ 
ation for Computing Machinery (ACM) and the Institute 
of Electrical and Electronics Engineers (IEEE). European 
professionals participate in the European Conference on 
Research and Advanced Technology for Digital Libraries 
(ECDL), while Asian professionals go to the International 
Conference on Asian Digital Libraries (ICADL). 

Digital libraries already demonstrate remarkable 
diversity, despite their short history. The next section 
presents an abbreviated overview of categories of digital 
libraries; for more detailed discussions, see my article in 
The Internet Encyclopedia (McCarthy 2004), or “A World 
Tour of Digital Libraries,” in Lesk’s Understanding Digital 
Libraries (2005, 321-60). 


CATEGORIES OF DIGITAL LIBRARIES 
Image-Oriented Digital Libraries 

An important proportion of digital library materials con¬ 
sists of photographs and still images. These are relatively 
easy to digitize; they may avoid some of the copyright 
problems related to printed texts and can easily become 
the basis of attractive Internet presentations. For a major 
example see the 160,000 black-and-white Farm Security 
Administration photographs at the Library of Congress, 
which offer a picture of American rural life during the De¬ 
pression (http://memory.loc.gov/ammem/fsowhome.html; 
Figure 2); keyword, subject, creator, and geographic in¬ 
dexes are available. 

Another major collection is at the Bancroft Library, 
the University of California, Berkeley, which makes 
available the 37,000 image California Heritage Collec¬ 
tion (http://sunsite.berkeley.edu/CalHeritage). Smaller 
collections have been digitized in numerous cities and 
states worldwide; historical photographs support local 
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Figure 2: Photograph from the 
Farm Security Administration 
collection at the Library of 
Congress. Taken by Dorothea 
Lang, this photograph is usually 
referred to as the "Migrant 
Mother" 


|Olca1998021539/PP - Mozilln Fircfox 


Edit Vraw Go Bookmarks Joohr fcjelp 

D hnp//meroo«y loc.qov/cqi-biri/query/D?tsaaJI:2 /lemp^"ammem_?Nl3 '$J' Go [ci 

LJIsol 998021539/PP | Q 




■^ VMI KK AN 
MEMORY 

PREVIOUS NEXT ITEM LIST 

NEW SFARf'H 

: 



Amprirn from thr Croat Dpprpttinn tn World War TT: Blnrk and Whitp Photograph* from thp FSA OWT, 1935 1945 


Photograph 2 of 25 

Click vn picture fur larger imuge.fidl Hem. or more verttvm FRighU and Iicc-ro-ducboml 



Destitute pea pickers in California. Mother of seven children. Age thirty-two. 

T.angf. Dnrothrn. photographrr 

OTHER TITLES 
Migrant mothfr 

CREATED/EUBUSHED 
1936 Frh 



Index th^matlque des 
photographies 


301 phuloyrapfiiyb dy l‘liisloiiw munlryalaisy dy 1920 1960. a Lravyib lyb ydificyb. lyb liyux. lyb pyrbonrialilyb yl 
lor. r.orvicor. muniripniw I or. phorogrnphior. ronr nrror.r.ihlor A I'nido d'un indoxthPmnriquo ainr.i qu'au moyon 
d’un moteur de recherche. 


Chaquc thfcmo donne accfto a 

des sous-thimes. _ , 

Ca yuu ptuftuw eyulvmonl lu at la 


* FrtificftR 

* Liyux 

» Porronnnlifdr 

* i Ltervices municipal 


■ Une desenptoon de cette collection de photographies; 

■ Ce qu'il faul bavoir bui lyb dr oils (J'ulilibaUori. 

■ Information r.nr Ion porronnor qui onr pnrrtdpO h ro projon 

■ Une page de commentaires pour poser des questions ou donner votre appreciation. 


Figure 3: Historical photographs 
from Montreal city archives 
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community feelings. For a typical example, see the pho¬ 
tographs from the Montreal city archives in Montreal: 
Municipalite-Metropole 1920-1960 (http://epe.lac-bac. 
gc.ca/100/205/301/ic/cdc/mtl/default.htm; Figure 3). 

Other types of images can also be made available in 
digital library collections. Visually stunning Spanish Civil 
War posters have been digitized at the University of Cali¬ 
fornia at San Diego (http://orpheus.ucsd.edu/speccoll/ 
visfront; Figure 4). 

Book-Oriented Digital Libraries 

Project Gutenberg, often considered the first signifi¬ 
cant digital library, has always concentrated on simple 


presentations of books (www.gutenberg.net). It was 
founded in 1971 at the University of Illinois, and 
originally offered FTP downloads of “plain vanilla” ASCII 
texts, readable on almost any platform. Many of Project 
Gutenberg’s 20,000 free texts are now available in HTML; 
input is processed by volunteers. The University of Mich¬ 
igan is responsible for several significant book-oriented 
projects, notably Making of America (http://quod.lib. 
umich.edu/m/moagrp/; Figure 5). This contains ap¬ 
proximately 10,000 books and 50,000 journal articles on 
nineteenth-century American social history from the An¬ 
tebellum period through Reconstruction. Sophisticated 
software offers a choice of image, text, and PDF hies, in 
normal, large, and small size. 
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Figure 4: Spanish Civil War poster, digitized at the University of California, San Diego 
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The University of Virginia Electronic Text Center 
(http://etext.lib.virginia.edu), founded in 1992, offers 
major resources in the humanities, including 10,000 
publicly available online texts, and over 160,000 images. 
This attracts more than a million visitors each month; the 
Etext Center is also a valuable source of information on 
digitization procedures. It is important to note that dig¬ 
ital libraries today exclude most modern commercially 
published books and the majority of copyright-protected 
items. These are exactly the texts that would be in high 
demand. The Digital Book Index (www.digitalbookindex. 
com) claims to list more than 130,000 English-language 
book texts, of which more than 90,000 are said to be free, 
but many texts are available in multiple versions. The On¬ 
line Books Page (http://digital.library.upenn.edu/books), 
a wide-ranging catalog of online books, covers more than 
25,000 titles. 

Many early book-oriented digital libraries were estab¬ 
lished by universities and libraries for cultural motives. 
Commercially oriented digital libraries soon began to ap¬ 
pear. One of the most successful in the North American 
market is NetLibrary, which has always concentrated on 
selling through libraries; it now offers more than 100,000 
titles (www.netlibrary.com; Figure 6). It is so library- 
oriented that it permits access to only a limited number of 
copies of a book at any one time. This might appear unu¬ 
sual, because the Internet permits simultaneous access to 
an unlimited number of digital copies, but this limitation 
encourages publishers to join the scheme. The software 
does not permit rapid printing of multiple pages. NetLi- 
braiy is a subsidiary of OCLC (Online Computer Library 
Center; www.oclc.org), a cooperative system that supplies 
cataloging data and related digital services to more than 
57,000 libraries in 112 countries and territories around the 
world. 


Questia (www.questia.com) digitized core collections 
in the social sciences and humanities, and now offers over 
67,000 books and 1.5 million articles through a sophis¬ 
ticated software interface. Questia is based in Houston, 
and sells subscriptions to the general public. Paid access 
services in the area of computing are dominated by the 
Association for Computing Machinery (ACM) Digital Li¬ 
brary (http://portal.acm.org/portal.cfm). The ACM has 
been extremely successful in leveraging its informational 
resources to an audience with a high level of computer 
literacy. Another source for texts in the same area is Safari 
Tech Books Online (http://safari.oreilly.com), which offers 
digital versions of texts on computer science and pro¬ 
gramming from O’Reilly and other companies. 

The systems cited above use Internet browsers as a 
distribution system, but some important commercial al¬ 
ternatives deserve mention. In the year 2000, half a mil¬ 
lion people downloaded Stephen King's e-book, Riding 
the Bullet; this can be considered the beginning of the 
commercially produced e-book. Numerous formats are 
offered, including Adobe Acrobat PDF (portable docu¬ 
ment format), Microsoft’s downloadable e-book software, 
MS Reader, and the Palm and Mobipocket formats for 
mobile devices and PDAs. A major company in the held is 
Rosetta Books (www.rosettabooks.com; Figure 7), which 
offers e-books in all four formats. This publisher won a 
legal victory in 2001 when Random House objected to 
them distributing electronic versions of texts by William 
Styron, Kurt Vonnegut, and others. The judge consid¬ 
ered that e-books constitute a separate medium from the 
original printed products, because they offer additional 
electronic advantages, such as full-text searching and hy- 
perlinking (Stein 2001). Contracts in which authors had 
assigned rights to publish "books” would, therefore, not 
automatically cover the electronic texts. 
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Figure 7: Opening screen of 
Rosetta Books, a major e-book 
publisher 


According to its banner, eReader.com is the world’s 
largest e-bookstore (www.ereader.com); it sells more 
than 17,000 texts. Manybooks (www.manybooks.net) of¬ 
fers over 17,000 public domain e-books, for free reading 
on Palm, PocketPC, or other devices. An academic ini¬ 
tiative, the University of Virginia Electronic Text Center, 
makes available more than 2000 downloadable books for 
MS Reader or Palm Pilots (http://etext.lib.virginia.edu/ 
ebooks/ebooklist.html). The variety of formats has been 
a significant factor in deterring readers from purchasing 
texts (Crawford 2000). Also, consumers have been most 
unwilling to invest in specially designed e-book read¬ 
ers. The major bookseller, Barnes & Noble.com (www. 
barnesandnoble.com), announced the closure of its 
e-bookstore in 2003 (Albanese 2003). Publishers stated 
that the decision would not affect their e-book programs, 
which are still showing steady growth. Amazon (www. 
amazon.com/) maintains its e-books division, where it 
now offers Amazon Shorts, brief texts available for only 
49 cents (www.amazon.com/shorts). Readers have to install 
a special plug-in to use ebrary (www.ebrary.com/), which 
offers 120,000 e-books and other titles. Major publishers, 
such as McGraw-Hill and Random House, finance ebrary, 
which, like NetLibrary, emphasizes sales to libraries. But 
it also offers ebrary Discover, which permits individual 
credit card holders to open an account and read 20,000 
books free, paying only to print or copy text (http://shop. 
ebrary.com/). In Amherst, Massachusetts, the National Yid¬ 
dish Book Center (www.yiddishbookcenter.org/) maintains 
the Steven Spielberg Digital Yiddish Library, with 14,000 
texts. Digital versions are not available, but paper copies 
are produced on demand. As a result of the Book Center’s 
efforts, Yiddish went from the threat of extinction, to be¬ 
ing the language that has the highest proportion of its 
literature immediately available. 

There has been major growth in digital library systems 
offered by search engines or major e-commerce sites. 
Consumers in traditional bookstores have always had the 
right to flip through a few pages of the text. Amazon.com 
(www.amazon.com) began to permit this in a digital ar¬ 
chive, initially of 120,000 books (Wolf 2003). Users can 
search the entire text, but printing is impossible and only 


a few pages can be viewed at any one time. The system is 
available only to persons whose credit cards are registered 
with Amazon.com; these restrictions make it acceptable 
to publishers. Google (www.google.com) has also been 
responsible for a variety of interrelated activities in the 
book digitization area. These were originally referred to as 
Google Print, but the general title Google Book Search was 
adopted in November 2005 (http://googleblog.blogspot. 
com/2005/11/judging-book-search-by-its-cover.html). 
This offers three levels of presentation of text: snippet 
view, which displays a few sentences and information 
about the book; sample pages view, displaying a few 
pages; and finally, full book view (http://print.google. 
com/googlebooks/about.html). The texts come from two 
sources: the first is a well-established partner program, 
in which publishers authorize Google to display sam¬ 
ple pages from their books; this offers publishers useful 
publicity, on terms that they control, and has generally 
been successful. The second source of texts is the library 
project, under which Google intends to scan millions of 
books; this was announced late in 2004 and initiated in 
five major libraries (Carlson and Young 2004). Despite the 
boldness of the vision, which can be seen as a major step 
toward reaching the goal of “universal access to human 
knowledge” (President’s Information Technology Advisory 
Council 2001), the initiative was soon questioned (Quint 
2004). Over the next few months positive aspects of the 
initiative were overshadowed by concerns of publishers 
over the legality of Google’s plan to scan copyrighted texts 
and present snippets to the public (Young 2005). Google 
claims that this is covered by the “fair use” provisions 
of U.S. copyright law, and is no different from index¬ 
ing; publishers view it as an infringement, and it seems 
probable that the question will ultimately be decided by 
the courts. Despite the controversy, numerous libraries 
have adhered to Google’s program (http://books.google, 
com/googlebooks/partners.html); DeBonis (2007) cites a 
Japanese library as the twenty-sixth to join. 

Meanwhile, the publicity given to Google’s plans at¬ 
tracted the attention of other major players in the highly 
competitive search-engine world. Late in 2005 the Open 
Content Alliance brought together Yahoo!, Microsoft, the 
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Internet Archive, Hewlett-Packard, Adobe, and major 
universities (Quint 2005). They plan major book digitiza¬ 
tion at the Open Library project (www.openlibrary.org); 
Microsoft Network (MSN), for instance, has pledged $5 
million to digitize approximately 150,000 books. Copy¬ 
righted texts will be included only with the agreement 
of the publisher; it will be possible to order hard cop¬ 
ies through a Print-on-Demand service. Also late in 2005, 
a World Digital Library was announced by the Library 
of Congress; this would make available online rare and 
unique cultural materials held in U.S. and Western repos¬ 
itories, together with those of other great cultures beyond 
Europe, such as Asia, the Islamic world, and Africa (Library 
of Congress 2005). The first private-sector partner in this 
undertaking was Google. 

Electronic Journals (E-Journals) 

Digital penetration in the area of e-joumals has been in¬ 
tense, and can often be both controversial and commercially 
driven. Three main areas of activity can be distinguished: 
commercial, semicommercial, and free e-joumals. 

During the second half of the twentieth century, the 
production of scientific and technical journals came to 
be dominated by a small number of commercially ori¬ 
ented companies. These became known for constantly 
increasing prices, but libraries maintained their sub¬ 
scriptions because researchers and professors considered 
the journals essential for their research. At the end of the 
past century, e-journals began to appear, but they offered 
libraries little relief. Major journal publishers began to 
offer both electronic and paper versions of their titles, but 
subscribers often found little advantage in subscribing to 
only the electronic editions. Titles are bundled, publishers 
discourage cancellation of individual titles, and libraries 


are forced to take titles of little interest to them while 
the prices of the bundles increase steadily. Discussions 
of these problems (Knight 2003; Carnevale 2003) fre¬ 
quently mentioned journals published by Elsevier (www. 
elsevier.com). The Association of Research Libraries has 
mounted the "Create Change” campaign, in favor of the 
digital sharing of research results (www.arl.org/create/ 
index.html). Elsevier electronic journals are available 
through Science Direct (www.sciencedirect.com), which 
offers controlled access to more than 2000 titles and 8 
million articles. Elsevier is part of Reed Elsevier, a ma¬ 
jor Anglo-Dutch conglomerate (www.reed-elsevier.com). 
An important U.S. source for e-journal subscriptions is 
Ebsco, established decades ago to fulfill library journal 
subscriptions. It now permits libraries to access more 
than 12,000 e-journals and more than 6 million articles 
(http://ejournals.ebsco.com/ejournals/ejsbro.pdf). 

Librarians and researchers see semicommercial 
approaches as the solution. The Public Library of Science 
(PLoS) is a nonprofit organization of scientists and physi¬ 
cians that treats the costs of publication as the final step of 
the research funding process (www.publiclibraryofscience. 
org). Its first title was PLoS Biology, launched in 2003; it is 
also responsible for PLoS Medicine and a series of other 
titles. All of its publications are subject to an open access 
license. Similar principles have been adopted by SPARC, 
the Scholarly Publishing and Academic Resources Coa¬ 
lition (www.arl.org/sparc/index.html), a collaborative sys¬ 
tem for academic e-journal production supported by the 
Association of Research Libraries. A Brazilian initiative, 
SciELO, Scientific Electronic Library Online, offers access 
to medical and scientific periodicals from Brazil, Chile, 
Spain, and other countries (www.scielo.org; Figure 8). It is 
based at the Regional Medical Library (BIREME) in Sao 
Paulo; more than 270 journals are available. 


Figure 8: Opening screen of 
SciELO, Scientific Electronic 
Library Online, Sao Paulo, 
Brazil 
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Figure 9: Opening screen of JSTOR, 
the Scholarly Journal Archive, from the 
University of Michigan 


Two major university initiatives offer members of par¬ 
ticipating academic institutions reasonably priced access 
to journals. More than 300 titles from sixty scholarly pub¬ 
lishers are available from Project Muse, of Johns Hopkins 
University Press (http://muse.jhu.edu). Over 700 titles are 
available from JSTOR, the scholarly journal archive, or¬ 
ganized by the University of Michigan (www.jstor.org; 
Figure 9). 

There has also been a rapid expansion of free 
e-journals. The Internet Public Library (www.ipl.org/div/ 
serials) describes numerous titles, arranged in carefully 
constructed subject categories. The World Wide Web 
Virtual Library offers an additional list of e-journals 
(www.e-journals.org). Preprint archive systems are also 
relevant in this context; arXiv (http://arxiv.org) per¬ 
mits rapid access to preprints in physics, science, and 
mathematics. 

Digital Newspaper Collections 

Nearly 70 million indexed newspaper pages are available 
online from NewspaperArchive for a monthly subscrip¬ 
tion (www.newspaperarchive.com). This Cedar Rapids 
company claims to add 2.5 million pages each month. 
Olive ActivePaper Archive software offers dynamic news¬ 
paper viewing capability (www.olivesoftware.com). This 
permits its users to click on any article, photograph, or 


advertisement, which is then enlarged and presented in 
a separate window. For an example, see The Missouri 
Historical Newspapers Collection (http://newspapers. 
umsystem.edu/archive/Skins/Missouri/navigator.asp). 
Newspaper clippings are relatively easy to handle, and 
several collections are now available. For an indexed col¬ 
lection of clippings from newspapers published in the 
PacificNorthwest,seehttp://content.wsulibs.wsu.edu/pncc/ 
pncc.htm. A collection of more than 144,000 Canadian 
newspaper articles, covering the Second World War, has 
been digitized and indexed at www.warmuseum.ca/cwm/ 
newspapers/index.html. 

Electronic Theses and Dissertations 

The Networked Digital Library of Theses and Disserta¬ 
tions (NDLTD; www.ndltd.org) is the central organization 
for this field. For a practical example, see Virginia Tech, 
which offers nearly 10,000 digital theses (http://scholar.lib. 
vt.edu/theses). Experience suggests that digital availabil¬ 
ity stimulates use and promotes the author’s reputation. 
West Virginia University reports more than 4 million hits 
on its digital theses (www.wvu.edu/~thesis/etd-faq.html); 
one notable thesis has already been downloaded more 
than 15,000 times. UMI Dissertation Publishing, of Ann 
Arbor, archives over 2 million doctoral dissertations and 
master’s theses, and sells copies on demand. UMI, part 
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of ProQuest, now accepts electronic submission of theses 
(http://wwwlib.umi.com/dissertations/about_etds). 

Manuscripts and Ephemera 

In a digital environment, there is no longer a clear line 
between libraries and archives. Papers of major person¬ 
ages in American history are available digitally from the 
Library of Congress. The papers of George Washington 
total 65,000 items (http://memory.loc.gov/ammem/gwhtml/ 
gwhome.html); those of Abraham Lincoln total 20,000 
(http://memory.loc.gov/ammem/alhtml/malhome.html). 
In 2003, 10,000 documents of Wilbur and Orville Wright 
were added to commemorate the centennial of their first 
flight (http://memoiy.loc.gov/ammem/wrighthtml/wright- 
home.html). The Internet is an appropriate medium for 
the transmission of ephemeral materials; therefore it is 
not surprising to find digital libraries that preserve and 
disseminate ephemera. One of Britain’s oldest libraries, 
the Bodleian Library of Oxford University, offers a well- 
organized Broadside Ballads collection (www.bodley.ox.ac. 
uk/ballads), which contains more than 30,000 items. Three 
thousand items of Historic American Sheet Music, includ¬ 
ing numerous items related to the Civil War from the col¬ 
lections of Duke University, can be found at http://memory. 
loc .gov/ ammem/ award9 7/ncdhtml/hasmhome. html. 

Multimedia, Audio, and Video Digital 
Libraries 

Digital libraries use computers for their interface, and 
therefore can present a variety of materials, such as 
books, photographs, film, and audio, with equal facility. 
The American Memory project of the Library of Congress 
(http://memory.loc.gov; Figure 10) is a major multimedia 


collection and one of the world’s most important digital 
libraries. It now includes more than 9 million items or¬ 
ganized into more than 100 thematic collections; digital 
materials include rare books, manuscripts, photographs, 
maps, sound recordings, and moving pictures. 

Another important multimedia collection is ibiblio 
(http://ibiblio.org/index.html), whose objective is to make 
information freely available for the public domain. It 
offers software, music, literature, art, history, science, 
politics, and cultural documentation and is supported by 
the Center for the Public Domain and the University of 
North Carolina at Chapel Hill. Apart from written texts, it 
also includes music and poetry archives, sports statistics, 
large text database projects, and software archives. 

Fascinating materials from the dawn of the cinema 
can be found among the Early Motion Pictures of the 
American Memory collection (http://memory.loc.gov/ 
ammem/vshtml/vsfilm.html). The Prelinger Archives of 
Ephemeral Films, nearly 2000 short films, illustrating 
aspects of American life in the twentieth century, is avail¬ 
able from the Internet Archive (www.archive.org/details/ 
prelinger). History and Politics Out Loud is a major site 
dedicated to audio hies (www.hpol.org), with speeches of 
Roosevelt, Churchill, and many others. The Open Video 
Project, from the School of Library and Information Sci¬ 
ence, University of North Carolina at Chapel Hill, offers 
more nearly 4000 video segments, retrievable by keyword 
or category (www.open-video.org). 

CONSTRUCTING DIGITAL LIBRARIES 

Digital libraries are complex structures that need to be 
carefully planned and designed. Their construction re¬ 
quires attention to a series of related considerations from 
the technical, legal, intellectual, and even aesthetic area. 
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Figure 10: Opening screen, 
American Memory, Library of 
Congress (http://memory.loc.gov/ 
ammem) 
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Copyright and Digital Libraries 

Copyright law was originally formulated to control the 
dissemination of printed materials. It adapts poorly 
to digital environments and creates a major constraint 
for digital library activities. Lesk’s Understanding Dig¬ 
ital Libraries includes an entire chapter on "Intellectual 
Property Rights (2005, 293-319). The U.S. Constitution 
grants copyright for “limited times,” but copyright terms 
have been constantly extended, in recent years largely 
to protect the interest of film studios. The Sonny Bono 
Copyright Term Extension Act, 1998, fixed copyright in 
the United States at the life of the author plus 70 years. 
Pre-1978 works in copyright are protected for 95 years 
from the date copyright was first secured. Most materi¬ 
als published in 1923 or after are protected by copyright. 
For details, see the Public Domain and Copyright page 
of Project Gutenberg (http://promo.net/pg/vol/pd.html) 
or When Works Pass into the Public Domain (www.unc. 
edu/~unclng/public-d.htm). Copyright protects every¬ 
thing fixed in tangible form: books, journals, newspa¬ 
pers, photographs, films, ephemera, and computer files, 
whether or not anybody is interested in protecting rights 
to these materials. About 10,000 books were published in 
the United States in 1930; today fewer than 200 are avail¬ 
able from publishers (Brief 2002). The other 9800 could 
include texts that could usefully be digitized and dissemi¬ 
nated, but the texts continue under copyright until 2019. 
They cannot be digitized, because copyright holders 
might appear. Contracts for most books published in the 
United States in the twentieth century stated that rights 
would return to the authors a few years after the book 
goes out of print (Lynch 2001). Should the authors die, 
their rights pass to their descendents, creating a huge cat¬ 
egory of “orphan books,” for which no rights-holder can 
be traced. The situation is even more complex for pho¬ 
tographs, sheet music, and ephemera. Eric Eldred, who 
founded the Eldritch Press (www.ibiblio.org/eldritch) to 
freely disseminate public domain texts, mounted a chal¬ 
lenge to the copyright term extension laws, but lost in the 
Supreme Court. CNN reported: “Decision seen as victory 
for movie, recording industry” (Mears 2003). The prob¬ 
lems refuse to go away, however, and in 2005, the U.S. 
Copyright Office undertook a full inquiry into the sta¬ 
tus of orphan works (www.copyright.gov/orphan/index. 
html). But the results offered little concrete in support 
of digital libraries. The Chronicle of Higher Education 
headline read: "Copyright Office Sides with Publishers 
in Proposal for Handling ‘Orphan’ Works”; the Copyright 
Office’s recommendations were described as “unlikely to 
please archivists or scholars” (Foster 2006). Meanwhile, 
the Copyright Board of Canada has been operating a licens¬ 
ing system for orphan works since 1990 (www.cb-cda. 
gc.ca/unlocatable/index-e.html); fewer than 200 licenses 
have been requested, and most were granted. 

In practice, it is much simpler for digital libraries to 
limit themselves to pre-1923 materials, to avoid having 
to identify rights-holders. Even when rights-holders can 
be traced, the digital library would have to negotiate for 
rights, a lengthy, expensive, and often fruitless process. 
Covey (2005) discusses acquiring copyright permission 
to digitize and provide open access to books. A possible 


solution would be to operate within the “fair use” provi¬ 
sions of U.S. copyright law. These provisions might be 
invoked when a nonprofit library or archive makes ma¬ 
terials available for research and private study. The legal 
situation is complex, and the institution should empha¬ 
size that it does not condone further distribution, such as 
commercial use or print publication. Relevant disclaim¬ 
ers can be seen on many digital library sites. See, for ex¬ 
ample, the Library of Congress (www.loc.gov/homepage/ 
legal.html) or Duke University’s Rare Book, Manuscript, 
and Special Collections Library (http://scriptorium.lib. 
duke.edu/copyright.html). 

Contracts between freelance authors and newspapers 
or magazines did not, until recently, mention the right to 
disseminate their work via databases. This market was 
nonexistent in the pre-electronic age. The Supreme Court 
in 2001 handed down the Tasini decision (Afew York Tunes 
2001), which recognized that these authors had rights in 
this area. Dissemination via a database, in which materi¬ 
als could be consulted individually, was considered sepa¬ 
rate from print or microfilm publication. As a result, the 
New York Tunes was said to have removed 115,000 ar¬ 
ticles by 27,000 writers from its database (Stern 2001). 
Since the mid-1990s, newspaper and journal publishers 
retain digital rights over freelance articles. 

When copyrighted materials have been posted to the 
Internet, there must be a mechanism to remove them, 
either against a formal demand made under the Digital 
Millennium Copyright Act or an informal request. "Take 
down” or “cease and desist” orders are rarely invoked 
against digital libraries, which offer mainly cultural and 
historical materials. Authors are, in effect, asking to be re¬ 
moved from the historical record. Search engines are more 
likely to receive “cease and desist” orders; see the Chilling 
Effects Clearinghouse (www.chillingeffects.org) for sample 
demands. 

A possible solution for digital libraries is to work with 
copyright-free materials. Southern Methodist University 
mounted a digital library of government publications 
from World War II (http://worldwar2.smu.edu); this is 
legal because there is no copyright on U.S. government 
publications. The National Library of Medicine main¬ 
tains PubMed, disseminating over 17 million items of 
medical literature (www.ncbi.nlm.nih.gov/entrez/query. 
fcgi). There are no copyright restrictions here, because 
the system delivers abstracts, rather than full text. 

Interesting new possibilities are presented by open li¬ 
censing systems, such as Creative Commons (http://crea- 
tivecommons.org); works subject to this license can be 
made freely available, but attribution can be required, 
commercial use can be prohibited, and the original creator 
can insist that derivative works must also be publicly avail¬ 
able. The license relieves authors of liability or implication 
of warranties and is in many ways similar to open-source 
licensing in the software area. In November 2005, Google 
Advanced Search began to permit users to limit their 
searches to items that could be freely used or shared. 

Selection of Materials for Digital Libraries 

For an overview of the problems of selecting research 
materials for digitization, see Hazen, Horrell, and 
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Merrill-Oldham (1998). Their first criterion is, unsurpris¬ 
ingly, copyright. Next, they recommend carefully analyzing 
the intellectual content of the resources, and estimating 
current and potential use. This permits the definition of 
the nature and format of the digital product. Metadata 
must be created and delivered alongside the digital images, 
while archival copies must be carefully preserved. It is also 
important to examine the relationship to other digitiza¬ 
tion projects; finally, costs and benefits need to be carefully 
weighed. Projects that score well on these considerations 
should receive priority. Chowdhury and Chowdhury dedi¬ 
cate a chapter of their Introduction to Digital Libraries to 
"Collection Management” (2003, 89-102). 

Digitization of Materials for Digital Libraries 

The classic method of offering access to individual visual 
resources, such as photographs, posters, or drawings, is 
by a series of three images. A high-quality archive image 
is produced on a scanner; this is then used to create an 
access or working image for use by the general public. 
The third image is a small thumbnail, used for quick ref¬ 
erence (Boss 2001; Lee 2001). These terms are described 
in more detail below. 

Archive Image 

This is a high-quality image that was scanned directly from 
the original; it is normal to use an uncompressed TIFF 
(tagged image file format) for this purpose. This system 
preserves high-quality images; a resolution of 600 dpi (dots 
per inch) is commonly adopted. The archive image has sig¬ 
nificant value, because scanning is an expensive procedure, 
which may subject the originals to damage; it will therefore 
be carefully preserved. All digitization procedures must 
produce archive images, but these are often not available 
to the end user. TIFF files occupy significant space on serv¬ 
ers and can be slow to download. An additional considera¬ 
tion is that some digital libraries will wish to profit from 
selling their own prints of quality images. For a discussion 
of the technical standards adopted in the digital imaging of 
photographic collections, see Frey (1997). 

Access Image or Working Image 

This must be adequate for a consultation by serious us¬ 
ers. It is normal to use a high-quality JPG (Joint Photo¬ 
graphic Experts Group) image, which is generated from 
the archival TIFF. JPG files offer quality spatial and color 
reproduction, and a high compression ratio; they are in 
wide use on the Internet. A digital library may, for in¬ 
stance, generate JPG images at a resolution of 300 dpi 
and a size of 640 x 480 pixels. 

Thumbnail Image 

This gives the user a quick preliminary overview of the 
access image. Thumbnails are typically produced as a 
medium- or low-quality JPG, about one-tenth of the size 
of the access image, at a resolution of 72 dpi. Alterna¬ 
tively, thumbnails can be generated using GIF (graphic 
interchange format) files. 

Practitioners in this area offer detailed advice; see 
Digital Projects Guidelines from Arizona State Library, 


Archives and Public Records (http://www.lib.az.us/ 
digitalProjectsGuidelines.pdf), or the Western States 
Digital Imaging Best Practices from the Colorado Digiti¬ 
zation Program (www.cdpheritage.org/digital/scanning/ 
documents/WSDIBP_vl.pdf); both of these include use¬ 
ful summary tables. See also Washington State Library’s 
Digital Best Practices (http://digitalwa.statelib.wa.gov/ 
newsite/best.htm), Moving Theory into Practice: Digital 
Imaging Tutorial from Cornell University Library (www. 
library.comell.edu/preservation/tutorial/index.html), and 
Benchmark for the Faithful Reproduction of Monographs 
and Serials from the Digital Library Federation (www. 
diglib.org/standards/bmarkfin.htm). The Image Quality 
Calcidator from the Digital Services Development Unit of 
the University of Illinois at Urbana-Champaign permits 
calculation of hie sizes and recommended resolutions 
for a wide range of materials (http://images.library.uiuc. 
edu/projects/calculator). For a comparative discussion of 
hie types for images, audio, video, etc., see the Univer¬ 
sity of Virginia Community Digitization Guidelines, from 
the University of Virginia Library (www.lib.virginia.edu/ 
digital/reports/uva_digitization_guidelines.pdf). 

Further standardization and development can be ex¬ 
pected in this held; notably, there is increasing interest 
in a major upgrade of the original JPG format, known 
as JPEG 2000 (www.jpeg.org/jpeg2000/index.html). JPEG 
2000 images offer high quality and excellent compression; 
they are gaining acceptance for video reproduction and 
could possibly displace TIFFs for the archiving of still im¬ 
ages. They use various hie extensions—for example, ,jp2, 
.jpx, .jpc. Sending the hrst part of a JPEG 2000 hie can re¬ 
sult in a version similar to the original .jpg; continuing to 
transmit the hie results in the hdelity improving until the 
original image is restored. For a comprehensive account, 
see Acharya and Tsai (2005). OCLC has made available 
an extension to CONTENTdm digital library software, 
facilitating the viewing of JPEG 2000 images (www.oclc. 
org/news/announcements/announcement 139.htm). 

Low-value books may be disbound and the pages 
stack-fed through a scanner. But this process may take 
longer than anticipated, because of the dust generated by 
the paper, and will almost certainly render the original 
unusable. Rare materials, older books, and fragile items 
cannot be disbound and will demand gentle handling. 
The newest development is automated digitization ma¬ 
chines, which carefully turn pages of books and even of 
newspaper volumes. 4DigitalBooks (www.4digitalbooks. 
com; Figures 11 and 12) offers equipment approximately 
the size of a sports utility vehicle that can now process 
up to 1800 pages an hour. This Swiss-designed robot is 
considered cost-effective for projects that involve more 
than 5.5 million pages (Markoff 2003). 

For a smaller automated digitizer, based on a system 
developed by Xerox, see Kirtas Technologies (www.kirtas- 
tech.com; Figure 13). An animated graphic of their page¬ 
turning system can be seen on their home page. They 
claim that their page-turning process is more gentle than 
the human hand and can process 1200 pages per hour. 
Kirtas equipment is also being used in the Open Content 
Alliance digitization initiative (Quint 2005). 

When digital libraries offer textual content, they 
need to convert page images to text that can be indexed 




Figure 12: Close-up of the automated digitizer, from 4DigitalBooks; illustration from www.4digitalbooks.com/photogallery/ 
1 52_5300_b.jpg 


and manipulated. Some early systems, such as Project (www.abb 5 ry.com). Even the best scanning software can 

Gutenberg, began by offering plain ASCII text files, sometimes confuse certain terms; for example, mod- 

which were keyboarded by hand. It is now normal to ern/modem or clean/dean. Digital libraries face special 

present HTML text that has been generated by OCR difficulties. They strive to offer accurate conversion, 

(optical character recognition) software. Relevant OCR but they handle large numbers of old and specialized 

products include OmniPage Pro from Nuance (www. books, which include antique fonts, unusual spellings, 

nuance.com), formerly ScanSoft, or the Russian ABBYY rare terms, and soiled pages. For a general discussion 
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Figure 13: Automated digitizer, developed by Kirtas 
Technologies; illustration from www.kirtas-tech.com/ 
APT_1200/productphotos.asp 



of these problems, see the text-scanning helpsheet from 
the University of Virginia (http://etext.lib.virginia.edu/ 
services/helpsheets/scan/scantext.html). Text destined 
for digital libraries must be carefully proofread, but 
this requires qualified and dedicated personnel. Project 
Gutenberg has developed a system whereby new text is 
proofread page by page, by teams of volunteers (www. 
pgdp. net/c/default.php). 

In order to guarantee textual integrity to the user, it 
is common for digital libraries to offer two versions of a 
text: page image and HTML. The image can be a medium- 
quality JPG; this is often adequate for plain text, without 
illustrations. An alternative is to offer the text in portable 
document format (PDF). This generally gives satisfactory 
results, and the images accurately represent the original. 
It is possible to include security measures—for example, 
to inhibit printing—and most Internet users are familiar 
with the free Adobe Reader. An archival version of PDF, 
known as PDF/A, is being developed by the International 
Standards Organization (www.digitalpreservation.gov/ 
formats/fdd/fdd000125.shtml). Both text and page-image 
formats are available in digital libraries such as the Uni¬ 
versity of Michigan’s Making of America (http://quod.lib. 
umich.edu/m/moagrp). Here, users have a choice of im¬ 
age, text, or .pdf files, which can be presented in normal, 
large, or small size. The Digital Quaker Collection (http:// 
esr.earlham.edu/dqc) offers full text and page images 


of more than 500 seventeenth- and eighteenth-century 
Quaker texts. 

Software for Digital Libraries 

Standard HTML can be used to hand code small-scale 
digital collections. Major systems can use commercial 
enterprise-level software, such as Oracle, used for the New 
York Public Library Digital Gallery (http://digitalgallery. 
nypl.org/nypldigital/dgabout.cfm). But it is now common 
to adopt software specifically designed for digital librar¬ 
ies for digital library development. Principal options, in 
alphabetical order, are: 

CONTENTdm: Digital Collection Management Software 
is rapidly gaining ground as a high-performance storage 
and retrieval system for multimedia cultural collections 
(http://www.oclc.org/contentdm). Originally developed at 
the University of Washington, CONTENTdm was acquired 
in 2006 by OCLC, the major supplier of cataloging data to 
libraries (www.oclc.org). Numerous cultural collections 
have already adopted CONTENTdm (http://contentdm. 
com/customers/index.html); typical users include the 
Louisiana Digital Library (http://louisdl.louislibraries. 
org) and the American Indians of the Pacific Northwest 
Collection at the University of Washington Libraries 
(http://content.lib.washington.edu/aipnw/index.html). 
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DigiTool: This is an enterprise solution for the manage¬ 
ment of digital assets in libraries and academic environ¬ 
ments, enabling institutions to create, manage, preserve, 
and share locally administered digital collections, such as 
institutional repositories, collections of educational ma¬ 
terials, and special collections (www.exlibrisgroup.com/ 
digitool.htm). It is used by the Digital Library Center at 
the Florida State University Libraries (http://digitool3.lib. 
fsu.edu). DigiTool is part the Ex Libris library automation 
software suite, internationally known for its multilingual 
and multiscript capacity (www.exlibrisgroup.com). 
DLXS: This was developed by the University of Michigan 
Digital Library extension Service; its strength is in the in¬ 
dexing and presentation of multi-page documents (www. 
dlxs.org). It was used for the approximately 10,000 books 
and 50,000 journal articles of the University of Michigan’s 
Making of America collection, mentioned above (http:// 
quod.lib.umich.edu/m/moagrp). An additional 3000 books 
are available in the Wright American Fiction Collection, 
1851-1875 (www.letrs.indiana.edu/web/w/wright2). 
DSpace: This captures, stores, indexes, distributes, and 
preserves digital research materials for academic institu¬ 
tions (http://dspace.org). A joint project of MIT Librar¬ 
ies and Hewlett-Packard, the original DSpace can be 
searched at https://dspace.mit.edu/index.jsp; PDF is used 
for full-text documents. DSpace is an open-source soft¬ 
ware that can be downloaded from http://sourceforge. 
net/projects/dspace (Atwood 2002). 


eXist: This is an open-source XML database system 
from Germany (http://exist.sourceforge.net or http:// 
exist-db.org). It was used for a major database of histori¬ 
cal documents, The Proceedings of the Old Bailey, 1674 
to 1834 (www.oldbaileyonline.org). These describe more 
than 100,000 criminal trials held at Londons central 
criminal court; it is probably the largest collection of his¬ 
torical texts relating to the lives of ordinary people. 
Greenstone Digital Library: This software is an open- 
source system for building and distributing digital library 
collections (www.greenstone.org). It automatically gener¬ 
ates organized digital collections and gives them a stand¬ 
ard interface; full text indexes and lists of titles are created 
automatically (Witten and Bainbridge 2002). It is capable 
of handling large document collections, in various formats, 
and functions at server or desktop level. It will even export 
to CD-ROMs and can handle a variety of languages and 
scripts, including Arabic and Chinese. It was developed in 
New Zealand at the University of Waikato, and was used for 
the New Zealand Digital Library (www.nzdl.org; Figure 14), 
which offers significant United Nations and humanitar¬ 
ian collections. Greenstone is distributed under the GNU 
Public License, and can be downloaded freely from www. 
greenstone.org/cgi-bin/library?a=p&p=download. 
Hyperion Digital Media Archive: This offers full-text 
indexing, storing, and accessing of nonbook materials in 
digital form (www.sirsi.com/Sirsiproducts/hyperion.html). 
It is a product of SirsiDynix, an Alabama conglomerate, a 
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Figure 14: Opening screen of the New Zealand Digital 
Library, created using Greenstone open-source software 
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major supplier of automated systems to libraries. For an 
example, see the Hekman Digital Archive at Calvin Col¬ 
lege in Grand Rapids, Michigan (www.calvin.edu/library/ 
researchhelp/hda). 

Insight: This is an image management and delivery 
software from Luna Imaging, produced in collaboration 
with the J. Paul Getty Trust, California, and Eastman 
Kodak (www.luna-imaging.com). It is noted for the 
high quality of its images and its powerful zoom capac¬ 
ity; it is generally used for photographs, maps, and art 
objects. For sample collections, see www.luna-imaging. 
com/community/collectionsharing.html. One collection, 
the David Rumsey Historical Map Collection (www. 
davidrumsey.com), won a Webby Award in 2002; it fea¬ 
tures nearly 16,000 maps. 

Olive ActivePaper: This archive software creates fully 
searchable collections of historical newspapers, which can 
be scanned from the original or from microfilm. Readers 
can click on any item in the newspaper, such as an article 
or advertisement; this is enlarged in a separate window. 
For an example, see the Pennsylvania Civil War Newspa¬ 
pers at Penn State University (http://digitalnewspapers. 
libraries.psu.edu/Archive/Skins/civilwar/welcome.asp). 
Olive Software is widely used by newspapers, magazines, 
and libraries (www.olivesoftware.com). 

Open-source software is frequently used for server-site 
software, especially in academic environments. It has, 
therefore, found applications in the digital library area. 
For a discussion of open-source software for the manage¬ 
ment of digital content, see Zhang and Gourley (2003). SQL 
(structured query language) is the best-known database 


language; in digital library applications, it is normally used 
via open-source serverside software, such as PostgreSQL 
or MySQL. Combinations of MySQL with PHP have also 
been found to be valuable. PHP (www.php.net) can be 
described as a serverside Web-scripting language that 
can easily interface with MySQL via a predefined func¬ 
tion set. Another alternative is Macromedia’s ColdFusion 
(http://www.adobe.com/products/coldfusion). The Digital 
Library Toolkit (Noerr 2003) offers a general review of 
software for the area. For a discussion of digital workflow 
management, with a diagram, see Choudhury and col¬ 
leagues (2000). People working on projects that involve 
querying traditional library catalogs will wish to adopt 
software compliant with the Z39.50 standard, which per¬ 
mits Boolean searching and truncation. A resource center 
for this standard is maintained by the Library of Congress 
(www.loc.gov/z3950/agency). 

Metadata and Digital Libraries 

The value of digital objects is significantly increased by 
the addition of metadata, or subject terms and descrip¬ 
tive elements characterizing the digital object. Figure 15, 
from the LOUISiana Digital Library (http://louisdl.louisli- 
braries.org) demonstrates the value of metadata. 

The metadata elements locate the photograph geo¬ 
graphically, define its subject, identify the photographer, 
and give additional information. What might have been 
simply an attractive photograph becomes a resource that 
researchers can identify and retrieve. Note that metadata 
is hyperlinked; users who wish to examine other illustra¬ 
tions of wrought iron can jump directly to them. 


Figure 15: Photograph of a 
building in the French Quarter 
of New Orleans, digitized by the 
LOUISiana Digital Library, with 
metadata 
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It is possible to distinguish various types of metadata: 

Descriptive Metadata: Author, title, abstract, subject 
headings, and so forth; the data used to index, discover, 
and identify digital resources. 

Structural Metadata: Structural metadata include the 
structural divisions of a resource (i.e., the chapters of a 
book) or sub-object relationships (such as the individual 
diary entries in a diary).This is used to record informa¬ 
tion on the internal organization of the digital resource; 
it permits navigation within the resource, and display of 
specific digital objects. 

Administrative Metadata: Management information 
for the digital object, such as the information needed to 
access and display the resource; this might include tech¬ 
nical information, such as the hardware and software 
used in producing the image, the resolution at which 
the image was scanned, compression information, pixel 
dimensions, and so forth (Dublin Core 2005, 6). Techni¬ 
cal metadata must be recorded accurately and consis¬ 
tently to ensure that the image files remain usable well 
into the future; standards are currently being developed 
(www.niso.org/committees/committee_au.html). Digital 
rights management information, such as contact in¬ 
formation and rules for appropriate use of the data, is 
another important element of administrative metadata. 
Correct legal language must be employed to specify dig¬ 
ital rights. 

Metadata can be: 

• embedded within the resource to which it relates; for 
example, as HTML metatags 

• stored in a data management database separate from, 
but linked to the resource 

• included in a resource discovery service, such as a library 
catalogue, with a link to the resource (National Library of 
Australia 2002). 

Vellucci (1998) prepared an in-depth discussion of 
metadata for the Annual Review of Information Science 
and Technology. Traditional archive or library systems 
can include entire collections of photographs, listed on 
a single catalog or container record. Digital presentation, 
however, will require the application of detailed metadata. 
The Dublin Core is the best-known metadata system; it 
was specifically developed for digital environments at a 
1995 meeting in Dublin, Ohio. The Dublin Core meta¬ 
data element set (http://dublincore.org/documents/dces) 
specifies metadata elements such as title, creator, subject, 
date, and format; it also includes digital rights manage¬ 
ment information. Dublin Core metadata best practices 
have been published by the Collaborative Digitization 
Program (Dublin Core 2005). Metadata are applied by 
professionals known as metadata analysts, who normally 
work with a list of acceptable terms. Established sources 
include The Art and Architecture Thesaurus Online from 
the Getty Museum (www.getty.edu/research/conducting_ 
research/vocabularies/aat) and the Thesaurus for Graphic 
Materials, from the Library of Congress Prints and Photo¬ 
graphs Division (www.loc.gov/rr/print/tgml). The Library 


of Congress Subject Headings are firmly established in 
traditional libraries and have been widely used in digital 
environments, such as the American Memory collections. 
Metadata analysts must avoid inconsistent vocabulary 
and take care with locally created terms, so as to maximize 
retrieval. Metadata creation adds significantly to both the 
value and the cost of systems; good metadata may be re¬ 
sponsible for half or more of project costs. Metadata can 
facilitate retrieval of resources by major search engines, 
permitting the contents of digital libraries to be easily ac¬ 
cessed by a wide audience, instead of becoming lost in 
the “deep Web" or "invisible Web.” 

The Open Archives Initiative (OAI; www.openarchives. 
org) makes metadata widely available in digital environ¬ 
ments. This is based on harvester/server architecture: 
participating data repositories make metadata available 
in standardized format; information systems harvest 
the metadata automatically and use it to power subject 
gateways. For an outline of the origins and develop¬ 
ment of the OAI, see Digital Library Federation (2001) or 
Lagoze and Van de Sompel (2001). OAI harvesting from 
the NASA Technical Reports Sewer (http://ntrs.nasa.gov) 
is described by Nelson and colleagues (2003). An impor¬ 
tant initiative is OAIster, from the University of Michigan, 
which is a sophisticated search interface to a variety of 
freely available, academically oriented digital resources 
(http://oaister.umdl.umich.edU/o/oaister). OAIster indexes 
more than 12 million items from more than 850 institu¬ 
tions. A registry of OAI providers is available from the 
Grainger Engineering Library, University of Illinois at 
Urbana-Champaign (http://gita.grainger.uiuc.edu/registry/ 
searchform.asp). Kepler (http://kepler.cs.odu.edu) permits 
research teams or individual researchers to easily self¬ 
archive their own publications within an OAI-compliant 
digital library framework. 

Indexing and Retrieval in Digital Libraries 

Digital library users normally have a choice between 
browse and search access. Browse access, or directory- 
based access, offers a menu of choices, such as alphabeti¬ 
cally organized lists of titles or authors, or lists categorized 
by subject, location, etc. Broad subjects can be subdi¬ 
vided by using nesting menus. This is simple to organize, 
even by manual procedures, and is typically offered by 
digital libraries from the opening page. Search access is 
via a search box, which permits the user to query an in¬ 
dex generated by specialized software. Search boxes are 
prominent features of digital libraries, and can be quite 
sophisticated. For an example of a retrieval system with 
multiple boxes, see Gallica, the digital library of the 
National Library of France (http://gallica.bnf.fr; Figure 16). 
In this case, browsing by alphabetical subject terms is also 
available from the search page. 

Word-by-word text indexing is one of the most valuable 
features of digital libraries. Specialized software includes 
the XPAT search engine, part of the University of Michigan 
Digital Library extension Service (DLXS) system (www. 
dlxs.org). For a working example, on a large file, see the 
Legacy National Tobacco Documents Library (LNTDL); 
this collection of more than 7 million documents, relat¬ 
ing to the manufacture and marketing of cigarettes, was 
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Gallica, digital library of the 
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obtained through legal discovery in relation to a lawsuit 
(http://legacy.library.ucsf.edu; Figure 17). 

Simple Web Indexing System for Humans—Enhanced 
(SWISH-E; http://swish-e.org) is an open-source soft¬ 
ware that enables full-text indexing. It can be seen in 
use at many locations, including the Berkeley Digital 
Library SunSITE (http://sunsite.berkeley.edu/cgi-bin/ 
search.pl), and the Apache Web server site (http://search. 
apache.org). An additional option is WebGlimpse (http:// 
webglimpse.net), originally developed at the Univer¬ 
sity of Arizona. A free version is available for educa¬ 
tional or U.S. government users; it can be seen in the 
index to the papers of President George Bush, Senior 
(http://bushlibrary.tamu.edu/research/paper.html; test 
with “saddam"). Fluid Dynamics Software (www.xav. 
com/scripts/search) is widely used; for example, see the 


Encyclopedia Titanica (www.encyclopedia-titanica.org/ 
index.php), a fascinating collection of documents relating 
to the sinking of the Titanic. Indexing software from 
Master.com (www.master.com/texis/master/app/home. 
html) offers advanced Boolean search (AND, OR, NOT) 
capability; for a relevant example, seethe Chicago Women’s 
Liberation Union (http://cwluherstory.master.com/texis/ 
master/search/?q=CWLU&s=SS&cmd=Options). MG is 
a freely available, open-source full-text retrieval system 
developed by the team responsible for the Greenstone 
library software (Witten, Moffat, and Bell 1999). It makes 
efficient use of disk resources by storing the index, and 
the text that is indexed, in compressed form (www.nzdl. 
org/html/mg.html). The Apache Lucene open-source 
Java text search engine (http://lucene.apache.org/java/ 
docs/index.html) is used to power the DSpace digital 
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Concordance f leam more ! 

These are the 100 most frequently used words in this book. 

again against ahab ait almost among away aye boat came captain chapter 
come crew ched day deck down even ever eyes far feet first go god 

good great hand harpooneer head himself know last leg let life line little 

long look man may men might must night nor DOW ah Old once own 
part pequod place queequeg right round sailor say sea see seemed seems 
seen Ship should side sir small something soon sort sperm starbuck still 

stubb take tell thee thing think thou though thought three thus till time two 

upon water Whsl© white whole without world ye yet Figure 18: Concordance of the 100 most 

frequently used words in Moby Dick, 
generated by Amazon.com 


repository system (www.dspace.org/technology/system- 
docs/functional.html). 

Amazon.com (www.amazon.com) has recently been 
experimenting with the in-depth indexing of the books 
they have digitized. They automatically generate “statisti¬ 
cally improbable phrases” or SIPs, the most distinctive 
phrases in the book; SIPs for Herman Melvilles’s Moby 
Dick include "pagan harpooners” and “ivory leg.” The 
“Capitalized Phrases" or CAPs, are people, places, events, 
or important topics frequently mentioned in the text; 
examples from Moby Dick include “Captain Peleg” and 
“Cape Horn.” They also generate concordances of the 100 
most frequently used words in a book; Figure 18 shows an 
Amazon.com display of the concordance for Moby Dick. 

Networking and Digital Libraries 

Networking is a common feature in digital libraries, 
Borbinha and Delgado (1996) discuss the concept in gen¬ 
eral and point out the potential of the networked digital 
library to not only function as an information reposi¬ 
tory, but to become an active partner of the researcher, 
stimulating, supporting, and registering the process of 
the creation of knowledge. Fox and Marchionini (1998) 
expand the concept to a world-wide level, where barriers 
to interoperability and multilingual processing are being 
gradually overcome. The result will be the creation of a 
digital library system that can contribute significantly 
to global understanding and cooperation. A distributed 
digital library model, in which materials on separate ma¬ 
chines are connected via a network, is frequently adopted 
(Adams, Jansen, and Howard 1998). 

Networking of this type is a common feature in digital 
libraries, although it is often done in a manner not imme¬ 
diately perceptible by users. Probably the best-known ex¬ 
amples of networked digital library collections are those 
produced for the American Memory as a collaborative ef¬ 
fort between the Library of Congress and major libraries. 


historical societies, and similar institutions. This pro¬ 
gram lasted from 1996 to 1999, and was known as the 
Library of Congress/Ameritech National Digital Library 
Competition (http://memory.loc.gov/ammem/award/on- 
line.html). For a typical example, see “The Chinese in 
California, 1850-1925” (http://memory.loc.gov/ammem/ 
award99/cubhtml; Figure 19). 

The initial page (Figure 19) clearly acknowledges 
that the “materials in this online compilation are drawn 
from collections at The Bancroft Library, University of 
California, Berkeley, The Ethnic Studies Library, Univer¬ 
sity of California, Berkeley, and the California Historical 
Society, San Francisco.” The file is on a server at http:// 
memory.loc.gov. 

Figure 20 shows a thumbnail image and metadata 
from that collection; this is still on the Library of Con¬ 
gress server. The working or access image (Figure 21), 
however, is held on a server at the University of California, 
Berkeley. The system is fully networked, but functions so 
smoothly that few users will notice the change of server. 

Networking features are very obvious to the users of 
PictureAustralia, maintained by the National Library 
of Australia (www.pictureaustralia.org/index.html). The 
initial page (Figure 22) is very clear: "Search for people, 
places, and events in the collections of libraries, muse¬ 
ums, galleries, archives, universities, and other cultural 
agencies, in Australia and abroad - all at the same time. 
View the originals on the member agency web sites and 
order quality prints.” The initial page welcomes new par¬ 
ticipants, and includes a link for those who would like to 
make their picture collections available through Picture¬ 
Australia. (It is also interesting to note the disclaimer 
typical of Australian image collections: “Indigenous Aus¬ 
tralians are advised that PictureAustralia may include 
images or names of people now deceased."). 

Search results come from a wide range of libraries. 
Figure 23 shows hits from the State Library of Victoria, 
the State Library of Queensland, the State Library of 
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Figure 19: Opening screen of the 
Chinese in California collection, 
from the Library of Congress 
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Figure 20: Thumbnail and meta¬ 
data for an image in the Chinese 
in California collection, from the 
Library of Congress 
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New South Wales, Logan City Council Libraries, and the 
Australian Heritage Photo Library. 

It is possible to see metadata of specific items by fol¬ 
lowing the link to “More information” (Figure 24). 

A link from the “More information” page takes the user 
to the original image; in this example, it is held on the 
server of the State Library of Queensland (Figure 25). 


Witten, McNab, Jones, and colleagues (1999) discuss 
the sophisticated distributed digital library system set up 
for the New Zealand Digital Library (www.nzdl.org). This 
covers twenty collections that use different indexing and 
browsing structures, can be accessed by computers in dif¬ 
ferent locations, can accept queries in various languages, 
and contain text, images, and audio. 
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Figure 22: Initial page of Picture- 
Austral ia, from the National 
Library of Australia 


The use of mirror sites constitutes a common alterna¬ 
tive form of networking to digital libraries; they reduce 
load on the central server, and the existence of multiple 
sites offers increased data security. Project Gutenberg 
(www.gutenberg.org/wiki/Main_Page) is widely mirrored 
and offers a page of instructions on how to set up a mir¬ 
ror site (www.gutenberg.org/wiki/Gutenberg:Mirroring_ 
How-To). A static IP address and a T1 network connection 
are minimum requirements; Project Gutenberg occupies 
150 GB, a total of 100,000 files in twenty-three formats. 
Mirrors are expected to update files nightly; forty sites 


currently mirror Project Gutenberg (www.gutenberg.org/ 
MIRRORS.ALL). The New Zealand Digital Library (www. 
nzdl.org) is mirrored by the Southern Alberta Digital Li¬ 
brary Centre, at the University of Lethbridge (www.sadl. 
uleth.ca/gsdl/cgi-bin/library). Attempts to link from North 
America to www.nzdl.org are automatically redirected to 
www.sadl.uleth.ca. The Perseus Digital Library of classi¬ 
cal literature (www.perseus.tufts.edu) is based at Tufts 
University, Somerville, Massachusetts, but is mirrored in 
Chicago and Berlin. WiderNet (www.widernet.org), based 
at the University of Iowa, offers a creative solution for 
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Figure 23: Search results from PictureAustralia, from the National Library of Australia 
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Figure 24: Thumbnail image and metadata from PictureAustralia, from the National Library of Australia 


locations in Africa and elsewhere that suffer chronic con¬ 
nectivity problems. This is the eGranary Digital Library 
Appliance, a server preloaded with over 5 million relevant 
documents, which can be slotted into any local area net¬ 
work (www.widernet.org/digitalLibrary/index.htm). This 
can be searched like the Internet and offers Lucene index¬ 
ing; there is also 20 GB for local documentation, which is 
indexed alongside the preloaded documents. 


MAINTAINING DIGITAL LIBRARIES 
Security and Digital Libraries 

Digital libraries offer a valuable contribution to 
document security because they generate and dissemi¬ 
nate multiple copies; experience has shown that docu¬ 
ments available in numerous copies are more likely to 
survive. 
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Figure 25: Full-size image, held 
on the server of the State Library 
of Queensland 


Security problems during digitization are similar to 
those that occur during microfilming. Special care must 
be taken with old, fragile documents. It is normal to 
digitize valuable materials on site to avoid the risks of 
transportation. All items must be carefully counted and 
numbered before they are processed. Some projects have 
outsourced digitization to countries such as the Philip¬ 
pines or India, but this is possible only for materials that 
can be replaced. 

Lesk’s Understanding Digital Libraries devotes part of 
a chapter to security (Lesk 2005, 174-80); he discusses 
basic security, sensible administration, and the use of 
firewalls and passwords. Even digital libraries that make 
their materials publicly available will need to take pre¬ 
cautions against hackers, crackers, or persons who at¬ 
tempt to download major proportions of their content. 
The materials within digital libraries constitute the best 
of an institution’s resources. Older materials may be in 
the public domain and could possibly be redistributed. If 
users can steal an image, the institution may possibly lose 
publication fees. 

Access-management policies must be established to 
determine who can access information, and under what 
terms and conditions. Access management is required 
because of copyright, trade secrets, obscenity, privacy, 
or donor restrictions. Commercial environments or se¬ 
cure government systems also require appropriate access 
formalities. It is common to restrict digital library ma¬ 
terials to users of specific institutions; this is frequently 
achieved by Internet Protocol (IP) identification, which 
limits access to specific computers. An additional possi¬ 
bility is the use of passwords. Arms devotes a chapter of 
his textbook, Digital Libraries, to access management and 
security (Arms 2000, 123-42). Access management begins 
when users identify themselves; specific procedures then 


validate the users, verifying their true identities. Digital 
resources also have to be authenticated, while specific 
categories of materials may require special restrictions. 

So far, only one significant example of violation of an in¬ 
stitutional digital library has come to light. 50,000 articles 
were illegally downloaded from JSTOR (www.jstor.org), 
the University of Michigan’s scholarly journal archive, 
by an intruder who used a false IP address (Olsen 2003). 
JSTOR posted a strong statement concerning unauthor¬ 
ized access (www.jstor.org/about/unauthorized.html). It is 
also testing new open-source software, Shibboleth, which 
guarantees the security of online services and restricts ac¬ 
cess to digital content (http://shibboleth.intemet2.edu). 
Shibboleth is being developed by Internet2 researchers 
with National Science Foundation support, and is being 
evaluated or adopted by numerous institutions. Systems 
such as Blackboard, Ebsco, Elsevier, OCLC, and Thomson 
Gale are now Shibboleth-enabled (https://wiki.internet2. 
edu/confluence/display/seas/Home). 

Watermarks are used as a security measure for paper 
currency, and can also be incorporated in digital objects, 
in which a subsidiary visible image can be inserted in a 
protected image. Visible watermarks are in common use 
to mark sample images in catalogs of commercial photo¬ 
graph collections; see the New York Times (www.nytstore. 
com/ProdCode.aspx?prodcode=791; Figure 26) or Corbis 
(http://pro.corbis.com). 

Herzberg (1998) discusses charging for content by 
digital libraries, analyzing a variety of different charg¬ 
ing mechanisms, both existing and proposed. Credit-card 
payments are not appropriate for very small purchases, 
and advertising revenues are limited in the digital library 
area. It is also possible to sell subscriptions, but in prac¬ 
tice few users are willing to subscribe, and fees have to be 
shared with middlemen. Considerable interest has been 
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Figure 26: This image of a 
facsimile Audubon print, offered 
for sale by the New York Times, 
has been protected by a clearly 
visible watermark. The print 
shows an American White 
Pelican 



shown in micropayments, whose value is too small to jus¬ 
tify the use of a credit card (e.g., less than one dollar). In 
theory, they are an attractive option, but their widespread 
use depends on mechanisms that can rapidly transfer 
small amounts of money at a low cost. 

The other side of digital library security is the privacy 
of users. Sturges and colleagues (2003) point out that with 
digital technology, libraries can archive detailed informa¬ 
tion on users; this is normally considered confidential, but 
could be relevant for security, law enforcement, or com¬ 
mercial organizations. Saeednia (2000) examined prob¬ 
lems of privacy and authentication in digital libraries, 
and proposed practical solutions, such as a key exchange 
protocol and an identification scheme, based on comput¬ 
ing discrete logarithms and factoring large integers. 

Preservation and Digital Libraries 

Despite the fact that their major objective is to increase 
access, digital libraries also perform important preser¬ 
vation functions; for instance, they reduce the need to 
handle original resources. There are two related consid¬ 
erations: preservation of the original materials and pres¬ 
ervation of the digital surrogates. 

It is normal to retain the originals of photographs 
and broadsides, even after digitization. It can be more 
difficult to preserve books, which may be printed on 


brittle paper and will possibly have been disbound to 
facilitate processing. Microfilm is sometimes seen as the 
solution for long-term preservation, but libraries have 
been roundly criticized for not preserving the originals 
of microfilmed newspapers (Baker 2001). Libraries will 
feel an obligation to preserve originals after digitization, 
especially when they are the last copies. Some difficult de¬ 
cisions will have to be made. Should the project include 
minor restoration, such as mending tears? Digital library 
projects rarely cover costs of restoration. Should images 
be processed to restore their original color? Normally, 
digitizers will aim to faithfully reproduce the object as it 
is now. 

Protection of digital resources is equally essential in 
digital library management. Even when the public has 
access only to working JPG images, the system must guar¬ 
antee the long-term storage of the high-quality archival 
images. Libraries traditionally think in terms of centuries, 
while computer software is frequently replaced, often by 
incompatible systems. This poses a risk to all types of 
digital information. File formats and versions constantly 
change, while hardware and software become obsolete; 
important data therefore becomes unusable. This process 
can affect even simple data formats and even high-quality 
information resources, such as databases and e-journals, 
can be jeopardized. When the problem is finally detected, 
it may be too late (Ray et al. 2002). 
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Arms devotes a chapter of his Digital Libraries to 
repositories and archives (Arms 2000, 245-62), in which 
he suggests criteria for the evaluation of repositories and 
the storage of metadata. He discusses digital archeology, 
which can be defined as recovering data from superseded 
systems, and views digital archival operations in terms of 
refreshing and migrating data. Arms distinguishes care¬ 
fully between: 

Migration: The "preservation of digital content, where 
the underlying information is retained but older formats 
and internal structures are replaced by newer," and 
Emulation: “[T]he replication of a computing system to 
process programs and data from an early system that is 
no longer available” (Arms 2000, 276-9). 

The Introduction to Digital Libraries by Chowdhury 
and Chowdhury also includes a chapter on digital library 
archiving and preservation (2003, 214-26). Problems and 
strategies for digital preservation are outlined and princi¬ 
pal projects in the area are discussed. For a general over¬ 
view of preservation problems, see the discussion by Smith 
(2004), published by the Council on Library and Informa¬ 
tion Resources (CLIR). The fundamental questions of stew¬ 
ardship, such as which resources are to be collected and 
preserved, by whom, for how long, and for whom, have 
undergone a major change. We now face key questions 
such as. Is it possible or desirable to select or preserve the 
rapidly growing Web? Can institutions collaborate in col¬ 
lection development, the creation of metadata, or preserva¬ 
tion activities? Can institutions, such as libraries, preserve 
digital information that is owned by commercial compa¬ 
nies and licensed to the library? Who will be responsible 
for paying for the preservation of digital resources? 

Gould and Ebdon (1999) surveyed the digitization 
and preservation policies of major libraries and archives 
worldwide. Of those that digitized materials, 64 percent 
had a preservation policy for digitized documents. The 
majority, 83 percent, allowed access to the original 
document after digitization, while 67 percent of the 
institutions surveyed stored their originals in special con¬ 
ditions. Just over half of the respondents had established 
a policy for migrating data to recent platforms; when 
migration was undertaken, all data were migrated. Data 
migration was never contracted out; it was always an 
internal activity. The survey was conducted for the Inter¬ 
national Federation of Library Associations (IFLA) and 
the United Nations Educational, Scientific and Cultural 
Organization (UNESCO). 

The Digital Library SunSITE at Berkeley suggested 
four levels of collecting, each of which implied a different 
commitment to preservation: 

Archived: The material is hosted here, and the library 
intends to keep the intellectual content of the material 
available on a permanent basis. 

Served: The material resides here, but the library has not 
(yet) made the level of commitment to keeping it avail¬ 
able that it has for "archived” materials. 

Mirrored: A copy of material residing elsewhere is hosted 
here, and the library makes no commitment to archiving. 


Also, an institution other than the library has primary re¬ 
sponsibility for the content and its maintenance. 

Linked: The material is hosted elsewhere and the library 
points to it at that location. Therefore, the library has no 
control over the information (http://sunsite.berkeley.edu/ 
Admin/collection, html). 

Material in any category except for the first, “Archived,” 
may be reallocated from one level to another to meet 
changing information needs, access to or responsiveness 
of remote servers, local demands, and so forth. Material 
designated as “Archived” cannot be downgraded. The Dig¬ 
ital Library SunSITE at Berkeley also offers additional 
preservation resources at http://sunsite.berkeley.edu/ 
Preservation. 

Disaster protection in digital libraries is discussed by 
Tennant (2001). RAID (redundant array of inexpensive 
[or independent] disks) technology is commonly used. 
RAID level one involves mirroring data or making one 
complete copy; level five distributes data between sev¬ 
eral physical disks. Necessary infrastructure includes 
uninterruptible power supplies and fire and alarm sys¬ 
tems. He also recommends backing up data to a distant 
location. 

The National Digital Information Infrastructure and 
Preservation Program (NDIIPP), led by the Library of 
Congress, is actively developing an infrastructure for 
collecting and preserving digital resources (www.digital- 
preservation.gov). It is working with a variety of partners 
to collect and preserve specific types of digital content 
that will be used for generations to come. The National 
Library of Australia offers much valuable documenta¬ 
tion on digital preservation at PADI: Preserving Access to 
Digital Information (www.nla.gov.au/padi). This covers 
strategies and standards, and links to a variety of relevant 
information sources. In the United States, the Online 
Computer Library Center (OCLC) maintains a digital ar¬ 
chive that enables members to store digital assets, either 
item by item or as collections (www.oclc.org/digitalarchive/ 
default.htm). 

The Internet Archive and the Wayback Machine (www. 
archive.org; Figure 27) offer access to a wide variety of 
resources, and also permit surfing through Web pages 
from several years ago. Because they have an important 
role in the preservation of the Internet, it is relevant to 
discuss their archiving procedures. They operate on PCs 
with clusters of IDE (integrated device electronics) hard 
drives. For storage they use DLT (digital linear tape) and 
hard drives in various formats (www.archive.org/about/ 
about.php). DLT is rated to last 30 years; for additional 
security, industry practice is to migrate data every dec¬ 
ade. The Internet Archive, however, plans more frequent 
migrations. It also collects software and emulators that 
will assist future researchers and historians in analyzing 
the development of the Internet. 

At a library level, copies of electronic journals can be 
automatically archived by LOCKSS, or Lots of Copies 
Keep Stuff Safe, from Stanford University (http://lockss. 
stanford.edu/index.html). This open-source system regu¬ 
larly polls the Web journals subscribed to by the library; 
new material is preserved in a local cache. 
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Figure 27: The Internet Archive 
and the Wayback Machine 



It is possible to find resources that represent the same 
document at different sites. Digital library professionals 
must therefore concern themselves with the authenticity 
of their digital resources. For a discussion of this prob¬ 
lem, see Bearman and Trant (1998). As part of this proc¬ 
ess, it is essential to be able to analyze the methods used 
to digitize the original, and to be able to determine the 
integrity of a specific digital copy. 

The archival TIFF files that digital libraries produce 
directly from original resources must be carefully pre¬ 
served; at the moment they are frequently archived on 
sets of CD-Rs. A relatively small digital library can easily 
be responsible for more than a thousand CD-Rs. For a 
comprehensive guide to the handling of CDs and DVDs 
by librarians and archivists, see Byers (2003), which cov¬ 
ers the types of media used, and their manufacture, care, 
and operation, with special attention to their longevity 
and conditions of storage. Digital libraries typically use 
“write-once” CD-Rs to record digital data; these should 
survive for at least a century if correctly stored. CD-Rs 
and DVD-Rs incorporate silver, silver alloy, or gold reflec¬ 
tive layers; gold lasts longer, but is also more expensive 
(Byers 2003, 10). The problems are much more serious 
with mass-produced audio CDs, which use aluminum 
reflective layers; these may last for only twenty years, 
even when carefully looked after. The problem recently 
came to the attention of a wide public when an enthu¬ 
siast noted that 15 to 20 percent of his audio CDs would 
not play because of “CD rot” (Baig 2004). The Library of 
Congress’s Preservation Research and Testing Division is 
actively engaged in this area (Library of Congress 2003). 
Even when preservation is guaranteed, a digital library 
will often possess thousands of CD-Rs; numbering and 
file naming rules will have to be drawn up, so that specific 
images can be easily retrieved. 

The basis of book preservation has always been the 
legal deposit of copies at national libraries; this concept 
is gradually being applied to digital resources. UNESCO 


issued an important Draft Charter on the Preser\>ation of 
the Digital Heritage (UNESCO 2003). Member nations 
need to create appropriate legal and institutional ma¬ 
chinery to secure and preserve their digital heritage. 
Key elements of national preservation policy are legal 
or voluntary deposit in libraries, archives, and similar 
repositories. Adequate access to digital heritage materi¬ 
als that have been legally deposited should be ensured. 
Appropriate legal and technical structures must be estab¬ 
lished to guarantee authenticity and prevent manipula¬ 
tion of digital resources. The British Library has begun 
a project that may eventually lead to the archiving of all 
U.K. Web sites (Marson 2004). The U.K. Web Archiving 
Consortium, led by the British Library, and including the 
National Archives and the Scottish and Welsh national 
libraries, has processed more than a thousand British 
Web sites for preservation (http://info.webarchive.org.uk/ 
index.html). The British Library does not censor the ma¬ 
terials; ultimately, it aims to archive all British Web sites. 
The software used for the archiving system was devel¬ 
oped by PANDORA (Preserving and Accessing Networked 
Documentary Resources of Australia), established by the 
National Library of Australia in 1996 (http://pandora.nla. 
gov.au/index.html). PANDORA now covers nearly 15,000 
Web sites. Because of the lack of legal deposit provisions 
covering online publications in Australia, PANDORA seeks 
permission from publishers before including materials in 
the Archive (http://pandora.nla.gov.au/legaldeposit.html). 
In a wider initiative, the National Library of Australia con¬ 
tracted the Internet Archive to harvest the entire Austral¬ 
ian Web domain for six weeks during June and July 2005; 
185 million unique documents were archived from more 
than 800,000 hosts. Because Australia lacks legal deposit 
provisions for online materials, it is still uncertain what 
access can be provided to this collection (http://pandora. 
nla.gov.au/panfaqs.html). It is interesting to compare dig¬ 
ital and audio materials in this context: the United States 
introduced legal deposit for sound recordings only in the 
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1970s; as a result, many early recordings are not in the 
Library of Congress (Lesk 2005, 240). 

Continuity of Digital Libraries 

The existence of "dead links” is a common problem on the 
Internet, of special concern to digital libraries that link to 
outside materials. Links need to be checked frequently, 
and dead links have to be updated or removed. A possi¬ 
ble solution is offered by persistent identifiers, PURLs or 
persistent URLs (http://purl.oclc.org). To a user, a PURL 
looks and works just like a URL, but it does not point to an 
Internet page, but to an intermediate service. This PURL 
resolution service switches the client seamlessly to the 
current URL. The most widely established identification 
system for individual digital library items is the digital 
object identifier (DOI; www.doi.org/index.html). A DOI 
persistently identifies a content-bearing entity in a dig¬ 
ital environment, permitting localization, links between 
users and content suppliers, and management of intellec¬ 
tual property rights. The DOI will remain the same even if 
the object’s network location changes. The standard DOI 
format is "DOLPrefix/Suffix”; for example: “DOI: 10.1045/ 
june2003-paskin,” where the prefix, “DOL10.1045” indi¬ 
cates a DOI issued by D-Lib Magazine. That journal is 
responsible for the suffix, which identifies a June 2003 ar¬ 
ticle by Norman Paskin, the director of the International 
DOI Foundation (Paskin 2003). A search engine, such as 
Google, can use the DOI to retrieve the paper. CrossRef, 
the official DOI registration agency for scholarly and pro¬ 
fessional publications (www.crossref.org), has registered 
over 20 million DOIs (CrossRef 2006). The OpenURL 
standard uses Web-transportable packages of metadata 
to switch users to relevant versions of digital materials 
(www.niso.org/committees/committee_ax.html); for in¬ 
stance, a user who retrieves an article citation can obtain 
immediate access to the "most appropriate” copy of that 
object via a linking service (www.exlibrisgroup.com/sfx_ 
openurl.htm). 

Digital libraries have a short history and are frequently 
established by solid institutions, such as universities. 
Most of the systems implanted are apparently still func¬ 
tioning. Notess (2005) lists more than twenty dead search 
engines, but there is no list of dead digital libraries. The 
few closures that have come to public attention all seem 
related to changes in government policies. PubScience 
(formerly at http://pubsci.osti.gov) enabled researchers 
to examine more than a thousand peer-reviewed journals 
free of charge through a single interface. It was part of 
the U.S. Department of Energy’s Office of Scientific and 
Technical Information, but was closed because it dupli¬ 
cated commercial services (Foster 2002). Government 
policies also had a major impact on the ERIC database 
(www.eric.ed.gov). This collection of 1.2 million docu¬ 
ments and journal articles on educational topics has 
established itself as a primary source since its founda¬ 
tion in 1966. In 2003-2004, it was heavily modified; the 
previous model, based on decentralized clearinghouses, 
was abandoned in favor of a centralized system (Viadero 
2004). A chain of pioneering virtual hospitals was man¬ 
aged from the University of Iowa for many years (www 
.vh.org or www.vh.org/pediatric/index.html); content was 


either contributed by faculty of the University of Iowa 
or taken from U.S. government or other noncopyrighted 
sources. The system was supported by U.S. Navy funding 
for the parallel Virtual Naval Hospital, but this fund¬ 
ing was withdrawn at the beginning of 2006 (www.vnh. 
org). The virtual hospitals continue to exist, but only in 
highly truncated form. 

Sustainability is frequently discussed in the digital li¬ 
brary field, where it covers a variety of topics, from the 
technical problems of digital preservation, to the social 
impact of long-term accessibility of resources (McArthur 
2003). The Framework of Guidance for Building Good 
Digital Collections, developed by the National Informa¬ 
tion Standards Organization (NISO) states as the third 
principle of successful collection building that “A collec¬ 
tion should be sustainable over time. In particular, digital 
collections built with special internal or external funding 
should have a plan for their continued usability beyond 
the funded period" (www.niso.org/framework/Frame- 
work2.html). Funding proposals submitted to the Insti¬ 
tute for Museum and Library Services (IMLS) typically 
include sustainability; for an example, see Connecticut 
History Online (http://www.cthistoryonline.org/cdm-cho/ 
cho/project/IMLSproposal.htm#sustainability). 

CONCLUSION—THE FUTURE OF 
DIGITAL LIBRARIES 

The future of digital libraries seems assured. They offer 
a series of advantages in relation to traditional libraries: 
it is not necessary to travel to a library to access infor¬ 
mation; two or more people can access the same item 
simultaneously; they are available beyond the often 
restricted opening hours of traditional libraries; dig¬ 
ital texts can easily be copied, updated, corrected, and 
even manipulated when copyright permits; they can also 
be indexed word-for-word; older, rarer materials can be 
made available, and repeatedly examined, without risk to 
the originals; and links to related materials can easily be 
established (McCarthy 2004). Traditional libraries cannot 
easily compete on any of these features. 

Like any new technology, digital libraries do have con¬ 
straints and limitations. A seminal paper by Lynch (2001) 
drew attention to the potentially significant social cost 
of digital technologies, which permit increased levels of 
monitoring and control. The use of digital books can be 
regulated in a manner that would be totally impossible 
with traditional books. At the same time, unless publish¬ 
ers are able to establish levels of control that they con¬ 
sider appropriate, they will not permit in-print texts to 
move to digital form. Migration of this nature has been 
notably slow up until now. An increase has been noted 
in e-book sales (Becker 2004), but the process continues 
to be slow because of the traditional and decentralized 
nature of the publishing business. While publishers hesi¬ 
tate, they risk being sidelined by new entrants to the dig¬ 
ital arena. Over the past year or so, major digitally based 
initiatives such as Google, Yahoo!, and MSN have begun 
to pay significant attention to book digitization. Early ac¬ 
tivities have been hindered by a lack of standardization 
and clear business models, but players of this importance 
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can be expected to invest significantly in the solution to 
these problems. It is probable, therefore, that large-scale 
book digitization activities will have a major impact in 
the near future. 

The relationship between traditional and digital librar¬ 
ies will also become more clearly defined in the future. 
How far will digital libraries be linked with or integrated 
into library cataloging systems? It is necessary to remem¬ 
ber that libraries face several digital challenges at the same 
time: digital libraries, online article databases, federated 
searching, link resolvers, and other systems; it is uncer¬ 
tain exactly how digital libraries will work within a larger 
library automation structure. 

Even more exciting developments can be expected 
from the impact on digital libraries of the latest trends in 
Internet technology. The small orange buttons that denote 
RSS (really simple syndication) feeds are now common on 
dynamic Web sites and are beginning to turn up in digital 
libraries such as ibiblio (www.ibiblio.org/rss/ibiblio.rss), 
the Internet Archive (www.archive.org/services/collection- 
rss.php), and Project Gutenberg (www.gutenberg.org/ 
feeds/today.rss). PubMed (www.ncbi.nlm.nih.gov/entrez/ 
queiy.fcgi?DB=pubmed) now permits users to create per¬ 
sonalized RSS feeds for medical literature (www.nlm.nih. 
gov/pubs/techbull/mj05/mj05_rss.html). Personalization 
is also occurring in other digital library applications. The 
British Library’s Online Gallery permits sending e-cards 
with illustrations from the library’s collections (www. 
bl.uk/ecards/index.html). The ingenious system offers 
30,000 images from Britain’s Science Museum and other 
museums (www.ingenious.org.uk); free registration per¬ 
mits users to save images, send e-cards, and create Web 
galleries. The updated version of the ERIC Educational 
Resources Information Center (www.eric.ed.gov) permits 
users, after free registration, to save searches and search 
results, and to submit documents for possible inclusion 
in the database. I have already noted the collaboration be¬ 
tween the National Library of Australia’s image-sharing 
system, PictureAustralia (www.pictureaustralia.org), and 
the Flickr photo-sharing system (www.flickr.com), which 
is part of Yahoo! Flickr permits users to load their own ma¬ 
terials, leave comments about the photographs of others, 
and report abuse of the system. O’Reilly (2005) discusses 
the concept of Web 2.0 systems such as Flickr, which are 
based on sharing, tagging, reputation, and trust. Of inter¬ 
est to the digital library field are sites like YouTube (www. 
youtube.com), a video-sharing system, or Digg (www.digg. 
com), for distribution of technical news; both of these 
permit participants to vote dynamically for or to promote 
specific items. Another technology central to Web 2.0 is 
peer-to-peer distribution, which has had a major impact 
on popular systems, and has been adopted as the basis for 
the European Commission’s BRICKS: Building Resources 
for Integrated Cultural Knowledge Services project (www. 
brickscommunity.org). Web 2.0 services may well have a 
significant future impact on digital libraries. 

At the moment, readers view e-text on devices they 
already have: desktop PCs, laptops, or personal digital 
assistants (PDAs). The desktop area has been fairly sta¬ 
ble recently, but there have been many major changes in 
the area of small electronic devices. Cell phones are daily 
becoming more powerful, and the iPod was transformed 


from a novelty into an everyday object in a couple of 
years. The author expects that the convergence between 
a cut-down laptop and an improved iPod will shortly 
produce a universal digital tool that will also serve as a 
widely acceptable platform for text. Kurzweil’s seminal 
book, The Age of Spiritual Machines, forecast that printed 
books and paper documents would become rare by the 
year 2019, and that all multimedia and documents would 
be fully digitized by 2029 (Kurzweil 1999). The role of 
libraries will, no doubt, be to continue to guarantee ac¬ 
cess to quality and older materials. Institutions such as 
libraries and archives have contributed much in the past 
decade toward the digitization of cultural materials. This 
is an important step toward achieving a major medium- 
term objective of humanity, the digitization of the cul¬ 
tural heritage of civilization. 

GLOSSARY 

American Memory: The Historical Collections of the 
National Digital Library, maintained by the Library of 
Congress (http://memory.loc.gov); one of the world’s 
largest digital libraries, with more than 100 col¬ 
lections, a total of 9 million digital items, including 
photographs, manuscripts, rare books, maps, sound 
recordings, and moving pictures. 

Digital Library: “A managed collection of informa¬ 
tion, with associated services, where the information 
is stored in digital formats . . . organized on comput¬ 
ers and available over a network, with procedures to 
select the materials in the collections, to organize it, 
to make it available to users, and to archive it” (Arms 
2000 , 2 ). 

Digital Preservation: Process of guaranteeing the long¬ 
term preservation of digital objects, by storage of files 
in secure repositories, migration to other platforms, 
and other means. 

Digital Rights Management: Procedures that ensure 
that holders of digital rights are clearly identified and 
receive the stipulated payment for their materials; 
they may also impose additional restrictions on use 
of digital objects—for example, inhibiting printing or 
prohibiting further distribution. 

Digitization: Process of converting analog documents 
(such as paper, photographs, film, maps) to digital 
form. 

Electronic Journals (E-Joumals): Journals, such as 
scientific and professional journals, available in dig¬ 
ital form. 

Electronic Theses and Dissertations (ETDs): Theses 
and dissertations available in digital form. 

Indexing: The process of systematically generating 
pointers or keys to the content of texts, permitting 
readers to go directly to locations that contain specific 
words or deal with specific topics. 

Metadata: Data about data. Keys, guides, or indications 
of the content of a document or data set and stipula¬ 
tions of appropriate use. 

Migration: Transfer of digital data from one format 
or platform to another; normally, digital data are 
migrated from an older format or platform to a newer 
format or platform, to guarantee preservation. 
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Multimedia Digital Library: Digital library that deliv¬ 
ers content in a variety of formats: text, photographic 
images, audio, short films, and so forth. 

Project Gutenberg: One of the longest-running digital 
libraries (http://www.gutenberg.org/wiki/Main_Page), 
founded in 1971. It has always concentrated on sim¬ 
ple, copyright-free texts that can be read on almost 
any computing platform. Now offers more than 20,000 
texts and is supported by a network of mirror sites. 

Sustainability: The capacity of a digital system to 
continue operating for the foreseeable future. Sustain¬ 
ability depends on factors such as organizational or 
governmental commitment, a secure financial model, 
adequate protection from external attack, use of appro¬ 
priate formats and platforms, and collections that are of 
lasting interest or are capable of being updated. 
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INTRODUCTION 

To a large extent, distance learning derives its ability to 
exist as a recognized form of educational delivery from 
the technologies it uses. When print packages and postal 
services were the predominant technologies, distance 
learning was often referred to as “correspondence study,” 
in which teaching and learning consisted of tutors and 
students exchanging instructional packages and com¬ 
pleted assignments through the mail. With the current set 
of sophisticated information and communication tech¬ 
nologies (ICT), distance learning is increasingly referred 
to as “e-learning.” Teaching and learning activities regu¬ 
larly include lectures, whole-group discussions, small- 
group collaborative activities, mentoring relationships 
between students and their advisors, and informal chats 
among students and instructors. In the inaugural issue of 
the Journal of Distance Education, several authors iden¬ 
tified computer conferencing as the harbinger of these 
profound changes. 

Since text-based, asynchronous, computer conferenc¬ 
ing was introduced to distance learning settings in the 
mid-1980s, many innovations have surpassed its sophis¬ 
tication (e.g., blogs, wiki, podcasts, Web-based audio 
conferencing and videoconferencing); still, computer con¬ 
ferencing retains a central position in distance education, 
while newer innovations continue to remain marginal¬ 
ized. Students, instructors, administrators, and learning 
theorists each find in it unique advantages; however, it is 
its ability to provide communication that removes access 
barriers (e.g., temporal, geographical, situational) in a 
manner that is generally considered cost-effective for 
students, instructors, and institutions—as well as being 
transparent and ubiquitous. 

In addition to being cost-effective (unlike older models 
of audio conferencing and videoconferencing) and easy 
to use (unlike many newer innovations), computer con¬ 
ferencing provides mediated interaction (unlike paper- 
based correspondence). It is this last element (mediated 
communication) that is central to providing an effective 
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learning environment and the focus of our discussion. In 
particular, computer conferencing enables students to 
interact with each other and their instructor, but it does 
not force them to be at a particular place at a particu¬ 
lar time; it allows instructors to incorporate discussion 
in their courses, but in a way that allows participants to 
deliberate over others’ opinions, reflect on their own, and 
articulate cogent responses. It supports many-to-many 
communication, but it is inexpensive and simple for peo¬ 
ple to master. 

In this chapter, we discuss the presence of computer 
conferencing and its ability to provide mediated interac¬ 
tion in distance learning. Our practice and our research 
are situated in higher education settings, and our discus¬ 
sion will reflect this perspective. We begin with definitions 
of our key terms and then move to a historical approach 
to understanding computer conferencing’s position in 
distance learning. This approach provides a rich context 
for discussions of the learning theories, instructional 
activities, and proposed outcomes that are associated with 
computer conferencing in distance learning. We also pro¬ 
vide substantial attention to empirical studies that have 
investigated each of these topics. A historical approach, 
we feel, provides some unique insights into an area that 
has been the subject of excellent reviews, including defini¬ 
tive reviews by Romiszowski and Mason (2004, 1996). 


DEFINITIONS 
Computer Conferencing 

For the participants in distance learning, computer con¬ 
ferencing is a sort of robust e-mail that facilitates textual, 
asynchronous, group communication. By textual, we 
mean that message production is limited to the charac¬ 
ters on a computer keyboard, and by asynchronous we 
mean that the communication is somewhat liberated 
from the temporal and orchestral constraints of face- 
to-face communication. It is one tool among a set that 
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tutors, course designers, and students encounter in their 
learning management systems (e.g., Blackboard, Moodle, 
WebCT). In taxonomies of educational technologies, it is 
grouped in the category of computer-mediated commu¬ 
nication systems, along with synchronous chat systems, 
listservs, bulletin board systems, e-mail, desktop video- 
conferencing, and voice over Internet protocol systems 
(VoIP). Those who have studied and worked in the field of 
distance learning for years regard it as one of three forms 
of conferencing that also include audio conferencing and 
videoconferencing. Others position it as the fulcrum on 
which distance learning rises from its second generation 
to its third—from learners as consumers of packaged me¬ 
dia (e.g., print, audio tapes, and videotapes) to learners 
as participants in interactive media (Nipper 1989). These 
are some of the meanings of computer conferencing in 
the context of distance learning. 

Distance Learning 

Distance learning too has an assortment of meanings, but 
each overlaps to some extent with Keegan’s (1990) defi¬ 
nition of distance education. Seeking to delimit the held, 
Keegan compiled the following parameters that set dis¬ 
tance education off from on-campus education and further 
distinguished it from what many saw as related activities 
such as continuing education or informal learning: 

Distance education is a form of education char¬ 
acterized by a) the quasi-permanent separation 
of teacher and learner throughout the length of 
the learning process, b) the influence of an edu¬ 
cational organization, c) the use of technical 
media, d) the provision of two way communi¬ 
cation, and e) the quasi-permanent absence of 
the learning group throughout the length of the 
learning process. (Keegan 1990, 44) 

As is predictable in a held involving ICT, this dehnition 
was being undermined before it made it to print—largely 
by computer conferencing. Soon, all that remained of 
Keegan’s essences were items b and c (i.e., the influence 
of an educational organization and the use of technical 
media). 

Even the term education was proving to be a moving 
target. Simultaneous with the growing presence of ICT 
in the held, a pedagogical movement was afoot that re¬ 
garded the term education with disapproval. Bringing 
together themes from progressive education, humanistic 
psychology, andragogy, and cognitive and social construc¬ 
tivism, many argued that the very term education linguis¬ 
tically positioned instructors and content at the center of 
education, a position that rightly should be occupied by 
students and learning. Distance educators responded to 
this discourse, and distance education became, for many, 
distance learning. 

After losing three of Keegan’s hve essences, and then the 
term education, the concept distance became a focus of dis¬ 
pute. Moore (1972) deconstructed the term distance, ques¬ 
tioning whether geographic separation had any influence 
on learning, and whether the real distance—the psycho¬ 
logical, social, and cognitive separation between students 


and instructors—was any less salient in, for instance, the 
large lecture halls of conventional universities. 

After much reflection and dialogue, the contours of 
the held, which we refer to as distance learning in the rest 
of this chapter, are probably less certain than they were 
before Keegan attempted to consolidate the held, which 
coincided with the introduction of the disruptive technol¬ 
ogy, computer conferencing. 

HISTORY OF MEDIATED INTERACTION 
IN DISTANCE EDUCATION 

To appreciate the role of mediated interaction via com¬ 
puter conferencing in distance learning, it is helpful to 
know something about the history of this union. In this 
section, we examine the ways in which this technology 
has been construed in the distance learning literature. We 
provide brief sketches of the views of Holmberg (1983), 
Moore (1991,1983,1972), Garrison, Anderson, and Archer 
(2001, 2000), Laurillard (2002), Evans and Nation (1989), 
Gunawardena, Lowe, and Anderson (1997), and Murphy 
(2004, 2003). Although there are others who have made 
important contributions to computer conferencing, these 
theorists have made the most significant contributions 
within the field of distance learning. From their writings, 
we abstract the learning activities and educational out¬ 
comes they associate with mediated interaction, and the 
larger theoretical frameworks they draw on to work out a 
role for computer conferencing in distance learning. 

Holmberg and the Guided Didactic 
Conversation 

One of the first to conceive of a role for interaction in dis¬ 
tance learning was Holmberg (1983). He began writing in 
what is now referred to as the first generation of distance 
education (Nipper 1989), the era of correspondence study. 
Apropos of this system, Holmberg understood learning 
as “primarily an individual activity” (p. 116). Despite this 
understanding and the rudimentary communication tech¬ 
nologies available to distance learning at the time (e.g., 
print packages, telephones, and postal services), he was 
already considering a role for interaction among students 
and members of the supporting educational institution. 

Holmberg (1983) identified two forms of interaction 
that would be helpful to students studying at a distance. 
The first he characterized as real, in which conversational 
partners included students and members of the sup¬ 
porting institution. This type of conversation was real¬ 
ized when students submitted assignments and received 
feedback from their tutor. Because it was one of the few 
avenues of interaction available to distance learners, 
Holmberg urged that student assessment should be more 
like a conversation than an examination, and students’ 
submissions, therefore, should be treated as a spring¬ 
board for prescriptive feedback, not simply grading. 

Holmberg (1983) characterized the second form of 
interaction as simulated, in which the conversational 
partners were the students’ existing knowledge, the 
new course content, and the voice of the tutor that was 
becoming increasingly internalized. To facilitate this type 
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of interaction, Holmberg suggested that course material 
be composed in an accessible, exoteric tone rather than 
the esoteric tone typical of scholarly texts. 

He envisioned three outcomes arising from, in his 
terms, "guided didactic conversations.” The first was im¬ 
proved retention of information (he wrote specifically of 
recall and recognition). A second, higher-level outcome 
would be the students’ ability to weigh new information, 
to consider it, and to think critically about it. A third out¬ 
come also central in Holmberg’s theory were the feelings 
of study pleasure and motivation that would arise as stu¬ 
dents developed personal relationships with members of 
the supporting institution. 

The theoretical links between these educational out¬ 
comes and the literal and figurative forms of interaction 
can be found in the cognitive, humanistic, and sociocul¬ 
tural psychology movements that were influencing educa¬ 
tion at the time. Cognitive psychologists, building on the 
work of Piaget (1977), were arguing for the importance 
of interaction among peers and adults in generating 
the perturbation necessary for intellectual development 
(Perret-Clairmont, Perret, and Bell 1989). Sociocultural 
psychologists were advancing notions of thinking as an 
internalized conversation with the generalized other 
(Vygotsky 1984), and humanistic psychologists were 
stressing the importance of a warm, receptive, supportive 
environment for learning (Rogers and Freiberg 1993). 

In 1983, Holmberg reviewed a set of studies that tested 
several conjectures emanating from his theory. His sum¬ 
mary of the results was pessimistic, “The investigations,” 
he concluded, “cannot be said to have given any conclu¬ 
sive evidence in favor of my hypotheses” (p. 34). Garrison 
(2000) has offered a similar evaluation of Holmberg’s the¬ 
ory, in which he suggests that the results are an inherent 
aspect of correspondence study and its associated media 
and communicative processes: 

The question arises as to whether an inert learn¬ 
ing package, regardless of how well it is written, 
is a sufficient substitute for real sustained com¬ 
munication with the teacher as both content 
and learning expert. The role of the teacher was 
largely simulated by way of written instructions 
and commentary. In sum, the organizational 
assumptions and principles of the industrial 
model and the dependence upon written commu¬ 
nication seriously constrain and limit the role of 
conversation and the full emergence of a trans¬ 
actional perspective. (Garrison 2000, 29) 

In Garrison’s larger discussion, and in several other anal¬ 
yses, the assessment that emerges of Holmberg’s ideas is 
that they were sound, but unable to be realized because 
of the constraints of the technology and the modes of 
distance learning. The communicative learning activi¬ 
ties, the educational outcomes, and the role of mediated 
interaction that he envisioned were prescient. Each con¬ 
tinues to be represented prominently, in modern forms, 
in current research on computer conferencing. Several 
researchers continue to demonstrate that: (a) for many 
students, peer communication makes distance learn¬ 
ing more enjoyable; (b) the interaction among students. 


instructors, and peers can foster critical, reflective think¬ 
ing; and (c) acculturation to a discipline can be enhanced 
by interaction in computer conferencing. 

Moore and Dialogue 

Moore (1991, 1983, 1973) was influenced by the North 
American andragogical movement in adult education 
(e.g., Knowles 1990). Premised on a few of the central 
tenets of andragogy, such as the assumptions that adults 
are autonomous and self-directed learners, Moore devel¬ 
oped a model of interaction in distance settings. Whereas 
Holmberg’s model arose in the context of correspondence 
study, Moore’s, with its central positioning of two-way 
communication technologies, was reflective of a second- 
or third-generation model (Nipper 1989). An additional 
distinction between Moore’s and Holmberg’s models 
is that the latter was constrained by convention and by 
technology to figurative uses of the term conversation, 
whereas Moore began formulating a literal conceptuali¬ 
zation of the role of dialogue in distance education. 

To Holmberg’s (1983) two forms of interaction 
(learner-to-content and learner-to-tutor), Moore (1983) 
added a third—learner-to-learner. Unfortunately, Moore 
is vague about the specific types of interaction that count 
as dialogue between learners. In 1991, Moore offered the 
following explanation in a review of his model: 

Dialogue describes the interaction between the 
teacher and learner when one gives instruction 
and the other responds. The extent and nature 
of this dialogue is determined by the educational 
philosophy of the individual or group responsible 
for the design of the course, by the personalities 
of teacher and learner, by the subject matter of 
the course, and by environmental factors, (p. 3) 

Subsequent studies of his model have been equally equiv¬ 
ocal. Chen and Willits (1999) studied Moore’s three forms 
of interaction without providing an operational defini¬ 
tion of dialogue, and Haughey and Fenwick (1996) stud¬ 
ied the construct participation, which colloquially seems 
to signify something different than dialogue. Saba and 
Schearer’s (1994) substantive study of Moore’s theory in¬ 
cluded the following definition of dialogue: “the extent to 
which, in any educational program, learner and educator 
are able to respond to each other” (p. 42). 

More recently, research by Kanuka, Collett, and Caswell 
(2002) sought to gain a greater understanding of the top¬ 
ics of feedback, emotional distance, and structure using 
the two dimensions within the theory of transactional dis¬ 
tance (structure and dialogue, and autonomy). Dialogue 
was defined as the interaction between the instructor and 
learners with computer conferencing as the communica¬ 
tion medium. The results of this study revealed that most 
instructors and students continue to experience a tension 
between structure, dialogue, and autonomy. However, 
how these issues should be addressed depends on the 
characteristics of the learners. Their findings showed that 
if learners are autonomous, they will tolerate emotional 
distance and be less dependent on feedback, and a high 
level of transactional distance is fine; if learners are not 
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autonomous, a low level of transactional distance is most 
appropriate. Thus, using this rationale, the results of this 
study indicate that there is a need for instructors to assess 
learner autonomy. In keeping with Moore’s theory, if the 
learners are not autonomous, then instructors will need 
to address the issues of feedback, emotional distance, 
and structure. 

These findings support Moores (1983) theory that dia¬ 
logue, when defined as interaction with computer confer¬ 
encing between the instructor and students, could close 
the transactional distance, which he defined as the sub¬ 
jective feeling students have of the social, psychological, 
and cognitive separation from their teacher and the sub¬ 
ject matter. Moores goal was to deconstruct unfavorable 
comparisons between distance education and face-to-face 
education. In a phenomenological vein (though he does 
not use this term), Moore argued that a student’s experi¬ 
ence of distance was more important than an objective 
assessment of geographic separation. 

Andragogy, a perspective of adult learning first 
articulated by Knowles (1990), plays an important role in 
Moore’s thinking. Synthesizing motifs from humanistic 
psychology with the unique situation of mature students, 
Knowles formulated a perspective on how best to assist 
adults in their efforts toward continuing education. Moore 
saw a fortuitous relationship between Knowles’ notion of 
learner-centeredness and distance education. Unlike 
immature learners, adults can independently assess gaps 
in their current knowledge, identify resources that will fill 
these gaps, motivate themselves to progress through dif¬ 
ficult material, and evaluate their progress toward a learn¬ 
ing goal. This construction of autonomous, independent 
students looking to formal education as a resource for 
their self-directed efforts was congenial to the form of 
education offered at a distance. 

Moore’s theory has been subjected to two systematic 
empirical tests. Using the path analysis technique, Saba 
and Shearer (1994) found that dialogue was inversely 
related to transactional distance. Chen and Willits (1998) 
studied a course delivered via interactive television and 
found that in-class discussion contributed to student 
achievement. The relationship, however, is complex. 
Some students report that student-to-student interac¬ 
tions are not critical to their success and are the least 
important form of interaction (Kelsey and D’souza 2005). 
The instructor that Kelsey and D’souza interviewed 
mused: “To be honest, my feeling was that distance stu¬ 
dents really didn’t want contact and were not interested 
in communicating" (p. 36). Gorsky, Caspi, and Tuvi-Arad 
(2004) studied the role of learner-to-learner and learner- 
to-instructor dialogue in distance education using natu¬ 
ralistic methods. When an online forum was available 
but not required, they found that students contacted one 
another only when they experienced conceptual difficul¬ 
ties. They concluded, “Theories like Moore’s often assign 
to interpersonal dialogue an importance that may not be 
realized in practice” (p. 17). 

Garrison and the Community of Inquiry 

Garrison (1997) moved the discourse begun by Holmberg 
(1983) and Moore (1983) squarely into the third generation 


of distance education, the era in which information and 
communication technologies (ICT) became common¬ 
place. He was one of the first to begin writing specifically 
about computer conferencing and its role in distance 
education. Like Moore, his focus was on adult learners. 
But more like Holmberg, he was skeptical about the level 
of independence and self-directedness that one should ex¬ 
pect of students. Garrison adopted Moore’s concern with 
several configurations of learner, content, and instructor 
interaction. 

It was with authors such as Garrison, Anderson, and 
Archer (2001, 2000) that constructs such as Holmberg’s 
conversation or Moore’s dialogue began to take on a 
specific definition in terms of its observable, constitu¬ 
ent, conversational actions. Garrison et al. proposed a 
four-phase process for online discussion and identified 
conversational actions characteristic of each phase. The 
phases and processes include: 

Triggering Event: Presenting background information that 
culminates in a question 

Exploration: Presenting opinions, sharing anecdotes, 
contradicting previous ideas 

Integration: Building on others’ ideas, articulating eviden¬ 
tiary hypotheses 

Resolution: Applying knowledge, testing and defending 
solutions 

Garrison et al. caution that this is an idealized sequence, 
and that actual discussions are less formalized. 

Critical thinking and higher-order learning have pre¬ 
occupied Garrison’s writing throughout his career, and 
it is these outcomes that he associates with computer 
conferencing’s role in distance learning. He and his col¬ 
leagues define critical thinking as “the acquisition of 
deep and meaningful understanding as well as content- 
specific critical inquiry abilities, skills, and dispositions" 
(Garrison et al. 2000, 4). The way to achieve these goals 
with computer conferencing they wrote is through critical 
discourse : 

For a computer conference to serve as an edu¬ 
cational environment, it must be more than 
undirected, unreflective, random exchanges 
and dumps of opinion. Higher-order learn¬ 
ing requires systematic and sustained critical 
discourse where dissonance and problems are 
resolved through exploration, integration, and 
testing, (p. 21) 

Garrison has identified critical thinking as the hallmark 
of higher education, and he sees critical discourse in 
computer conferencing as a way to enact this in distance¬ 
learning settings. 

Resonating in Garrison et al.’s (2001,2000) model is the 
sociocognitive account of learning that originated with 
Piaget (1977) and was developed further by European 
researchers including Perret-Clairmont et al. (1989). 
Essentially, Garrison et al. envisioned student’s unre¬ 
flective assumptions and inchoate ideas becoming clear, 
precise, and defensible through antagonistic interaction 
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with other students and their instructor in computer con¬ 
ferences. This is an important departure from Holmberg 
(1983) and Moore (1983, 1972), who envisioned medi¬ 
ated conversations or dialogues leading to increased 
study pleasure, motivation, engagement, and thereby 
achievement. 

Like Holmberg’s (1983) and Moores (1983) models. 
Garrison et al.’s (2001, 2000) model has generated much 
interest, and is currently used extensively as a theoretical 
framework for research in the field of distance learning. 
However, there are few empirical tests of its central claims. 
Garrison has participated in three studies, and there have 
been others that explore the relationships he envisioned 
(Garrison and Cleveland-Innes 2005; Garrison, Cleveland- 
Innes, and Fung 2004; Garrison et al. 2001; Kanuka, 
Rourke, and Laflamme 2006; Vaughan and Garrison 
2005). Consistent in these studies is the following prob¬ 
lem: researchers are unable to assess the relationship 
between critical discourse and critical thinking because 
of the virtual absence of critical discourse. Garrison 
et al.’s (2001) own Endings are representative. Summa¬ 
rizing their analysis of a graduate level computer confer¬ 
ence, they report: 

The highest frequency (42%) of contributions 
to the conference was categorized as explora¬ 
tion, the brainstorming phase where people share 
information. The frequency of the contributions 
fell-off rapidly at the next stage, integration (13%). 

This issue is worthy of special consideration. 
There was a virtual absence of responses (4%) 
associated with the highest phase of critical dis¬ 
course, resolution, (p. 6) 

Observers of interaction as it takes shape in computer 
conferencing rarely report significant instances of criti¬ 
cal discourse, dissenting opinion, challenges to others, or 
expressions of difference. This makes it difficult to assess 
the relationship between the types of discursive activity 
promoted by Garrison et al. (2000) and their hypoth¬ 
esized outcomes. 

Laurillard and the Conversational Framework 

Laurillard (2002) is another writer who proposes a role 
for mediated discussion, supported by computer confer¬ 
encing, in distance learning. Like Holmberg (1983), her 
use of the term conversation is both literal and figura¬ 
tive. In its literal sense, conversation connotes the verbal 
interaction that students have with each other and with 
their tutors. In its figurative sense, conversation connotes 
a type of educational cybernetics. 

The relevant notion of cybernetics is that existing 
actions are perfected based on the continuous assessment 
of their current state versus a goal state. Pask (1976) saw in 
this process an analogue to the coaching that takes place 
between an adult and a child. Building on these ideas, 
Pask devised a conversational theory of education, which, 
though complex and dotted with neologisms, can be con¬ 
veyed as follows. First, a subject-matter expert devises a 
detailed conceptual map of a topic. Next, he or she (or 
it—computer-assisted instruction is quite suitable in this 


function) presents this representation to students. Stu¬ 
dents then acquire this representation and demonstrate 
the accuracy of their acquisition through assessment. 

With minor variations, this is the model that Laurillard 
(2002) uses to understand the role of computer confer¬ 
encing in higher education. Her general model positions 
the tutor and the student in an adaptive relationship. 
Tutors and students exchange their understandings of 
course topics, and during these exchanges, tutors tai¬ 
lor their authoritative, expert presentations to the stu¬ 
dents' existing constructions. The students modify their 
constructions so that they become successively more 
accurate representations of the tutors’ (Allan 2004; Han¬ 
non 2002; Laurillard 2002). There are also opportunities 
for self-assessment as students articulate and argue their 
interpretations with their peers. These are presented as 
secondary in importance however, with Laurillard worry¬ 
ing about students “floundering in mutually progressive 
ignorance” (1993, 172). 

Unfortunately, Laurillard (2002) has not conducted 
empirical studies of computer conferencing. Her empiri¬ 
cal work focuses mainly on videodisk technology, with 
the bulk of her writing being of a reflective sort. Allan 
(2004), however, has also argued that adaptive feedback 
from a perceptive tutor will always be more effective 
than the best artificial-intelligence tutors: “No simula¬ 
tion or technology is able to give truly intrinsic or fully 
customized feedback," she declares. “Online tests, self- 
assessment questions, and other artificial sources of 
formative feedback cannot provide the degree of depth 
or insight required for customized learning assistance in 
the ways a human tutor can” (p. 11). Rowntree (1997) 
adds, "Personal feedback is the key to quality in educa¬ 
tion and training. It is what enables us all to learn from 
our experience. A response from another human being 
that challenges or confirms our understanding, helps us 
overcome errors, and encourages us toward new insights" 
(p. 58). Hannon’s (2002) research suggests that feedback 
is also related to student satisfaction: “Students want 
(and expect) quick and detailed responses to their ques¬ 
tions and concerns, as well as timely, qualitative feedback 
on their work” she concluded: 

Students in distance learning courses apparently 
expect active interaction with their teachers. 
Students who felt that these expectations were 
met tended to be positive about the course, and 
about distance learning in general. These expec¬ 
tations can be time consuming for professors and 
teaching assistants to meet, but there are possi¬ 
ble compromises that will satisfy both teachers 
and students, such as posting ideal responses 
to exam questions and using a course listserv to 
answer common questions. Student and faculty 
evaluations of more recent versions of the online 
courses reveal that these measures have improved 
satisfaction with distance learning for both par¬ 
ties. (Hannon 2002, 42) 

Although the specifics of Laurillard’s model have not 
been investigated empirically, there is support for the 
principles on which it is based, and it has been highly 
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influential within the field of distance learning literature 
and research. 

Gunawardena, Lowe, and Anderson and 
Meaning Making 

Gunawardena worked through several of the models we 
have described in order to understand the role of com¬ 
puter conferencing in the distance learning courses she 
taught. From her practical perspective, she encountered 
difficulties with each of the models: Either they pre¬ 
sented ambiguous conceptualizations of interaction that 
were difficult to implement as an instructor, or they were 
rooted in teacher-centered, instructivist perspectives of 
education (Gunawardena, Carabajal, and Lowe 2000). 
To address these limitations Gunawardena et al. (1997) 
developed their own model. Like Garrison et al.’s (2000) 
and Laurillard’s (2002) models, it arose at a time when 
conferencing was widespread, and it found an audience 
for whom the distinction between distance learning and 
on-campus education was beginning to blur. 

Gunawardena et al. (1997) believed that computer 
conferencing should be used to engage students in five 
types of conversational activities. The activities occur in 
a developmental sequence and move students through a 
five phase process of knowledge co-construction: 

• Sharing and comparing information 

• Discovering and exploring dissonance 

• Negotiating meaning 

• Testing new knowledge 

• Establishing a consensus and applying knowledge 

Unlike the models described previously, the space be¬ 
tween these conversational actions and the purported 
learning outcomes does not present a large and inferen¬ 
tial gap. Through conversation with their peers and the 
instructor, students will build networks for subsequent 
collaboration, enhance the information provided in 
course materials with additional information and alter¬ 
native interpretations, and make the topics personally 
meaningful. 

This model reflects a social constructivist under¬ 
standing of learning and instruction. Koschmann and 
colleagues (1996) describe the role of computer confer¬ 
encing in the social constructivist models: 

It is in the process of articulating, reflecting and 
negotiating that we engage in a meaning making 
or knowledge construction process. This process 
can become even more powerful when commu¬ 
nication among peers is done in written form, 
because writing, done without the immediate 
feedback of another person as in oral commu¬ 
nication, requires a fuller elaboration in order to 
successfully convey meaning, (p. 83) 

With its foundation in social constructivism, Gunawardena 
et al.’s model of computer conferencing is notably differ¬ 
ent from the previous models. Gunawardena et al.’s (1997) 
model, like the others we have reviewed, has received little 


empirical substantiation. When studies are conducted, a 
familiar problem reappears: conference participants rarely 
engage in anything beyond the lowest levels of interaction 
(i.e., sharing-and-comparing information). The elements of 
discussion that are essential to meaning making and knowl¬ 
edge construction—elements such as exploring dissonance 
and negotiating meaning with peers and the instructor—are 
absent. Gunawardena et al. (2001) summarize the results of 
several applications of the model: 

As the model has been applied to a succession of 
conferences, it has brought to light indications 
that many, probably most, conferences do not 
proceed beyond the lowest phases of knowledge 
co-construction. Participants share and com¬ 
pare their experiences and viewpoints on course 
topics but when they find areas of disagreement, 
instead of negotiating meaning as the social con¬ 
structivist theory would suggest, they appear to 
agree to disagree, (p. 8) 

One of the studies that Gunawardena et al. are referring 
to may have been Kanuka and Anderson’s (1997), in 
which the authors report: 

Evidence from surveys, telephone interviews, 
and transcript analysis indicates that most of the 
interaction is of a sharing and comparing nature. 
Dissonance and inconsistency are not actively 
explored, there is little testing of evidence against 
experience or the literature, and rarely do partic¬ 
ipants state the relevance or application of new 
knowledge that might have been created, (p. 45) 

In a similar study of computer conferencing in an under¬ 
graduate setting, Thomas (2002) reports: 

The quality of interaction was insufficient to 
promote the levels of interpersonal communica¬ 
tion necessary for a truly conversational mode of 
learning. While there was evidence of some inter¬ 
action with students building upon or presenting 
arguments against other students’ contributions, 
there was no real co-operative development of 
ideas between groups of students, (p. 359) 

De Laat (2001) found similar results in her content analy¬ 
sis of an online discussion. Using Gunawardena et al.’s 
(1997) interaction analysis scheme, she found many initi¬ 
ations to which there were no replies. Gunawardena et al. 
(2001) observed that dissonance and the testing and modi¬ 
fication of proposed co-constructions were almost absent 
in the conferences that she studied. Further substantia¬ 
tion of these results are provided by Davis and Rouzie 
(2002), Pena-Shaff and Nicholls (2004), and Yakimovicz 
and Murphy (1995), among others. 

Murphy and Solving Problems in 
Collaborative Environments (SPICE) 

Murphy (2000) developed a model of computer conferenc¬ 
ing that, like that of Gunawardena et al. (1997), presents 
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an alternative to the teacher-centered, instructivist per¬ 
spective of teaching and learning in distance settings. 
Murphy stipulates a specific learning activity for which 
conferencing should be used. As we have in previous sec¬ 
tions, we will describe that activity, the types of outcomes 
with which it is associated, Murphys account of the 
relationship between the activities and outcomes, and 
the empirical evidence that she and her colleagues have 
brought to bear on the model. 

Murphy (2000) regards computer conferencing as a 
medium that allows students studying at a distance to 
engage in purposive, collaborative activities, namely, 
problem solving. She envisions group problem solving as 
occurring in a developmental sequence that begins with 
superficial interaction and culminates in the production 
of a shared artifact. Murphy has identified six stages in 
this sequence and a corollary set of conversational actions 
for each stage (Murphy 2004, 2000). They are: 

Social presence: Sharing personal information, compli¬ 
menting others, expressing appreciation 
Articulating individual perspectives: Stating personal 
opinions, summarizing/reporting on content 
Accommodating others’ perspectives: Challenging others’ 
statements 

Co-constructing meaning: Seeking clarification/elabora¬ 
tion, responding to questions 

Building shared goals and purposes: Proposing a shared 
goal, working toward a shared goal 
Producing shared artifacts: Producing a document or 
other artifact collaboratively 

Murphy sees the strength of computer conferencing as a 
forum in which students can debate, wrestle, and argue 
with each other over individual interpretations. However, 
she is aware of the virtual absence of these processes in 
most instances of conferencing. That is why she intro¬ 
duces collaborative problem solving as an essential ac¬ 
tivity for computer conferencing. Where others assumed 
that any type of interaction in an asynchronous, textual 
environment would automatically be valuable, Murphy 
argues that small group, collaborative problem-solving 
activities compel students to contend with each other’s 
opinions and interpretations. 

A strength of Murphy’s model is the sustained program 
of empirical study that informs her conceptual frame¬ 
work and her claims about computer conferencing. In a 
series of projects, she has examined the validity of her 
conceptualization of the problem-formation/problem- 
resolution process, the validity of the instrument used to 
assess students’ engagement in the six-stage process, and 
the students’ experience of the learning activity (Murphy 
2004, 2003, 2000). The results of the empirical investi¬ 
gations support the findings of Garrison et al. (2001), 
Gunawardena et al. (1997), Kanuka and Anderson (1997), 
and others who have looked for the social construction 
of knowledge in computer conferencing. Murphy (2004) 
summarizes these results: 

Students engage primarily in processes related 

to social presence and articulating individual 


perspectives and do not reach a stage of sharing 
goals and producing shared artefacts. Few mes¬ 
sages show evidence of collaborative processes 
such as accommodating others’ perspectives, 
reflecting others’ perspectives, or co-constructing 
shared perspectives and meanings. Still fewer mes¬ 
sages show any attempt to build shared goals and 
purposes, and no messages show evidence of pro¬ 
ducing shared artifacts, (pp. 427-8) 

Empirical observations of computer conferencing in 
distance learning consistently find a predominance of 
monologues, relational communication, or superficial 
interaction and a meager amount of collaboration and 
knowledge co-construction. Murphy hypothesized that 
a learning activity that compels students to interact in 
meaningful ways—collaborative problem solving—would 
change this; however, she has found little evidence to sup¬ 
port this hypothesis so far. 

In 1992, Mason called on distance educators to 
develop a conceptual and empirical rationale to guide 
the use of computer conferencing in distance learning, 
and since that time there has been a proliferation of mod¬ 
els. The models we have reviewed represent important 
developments in the conceptualization of the role of com¬ 
puter conferencing in distance learning. Our review has 
certainly not been exhaustive. We have excluded some 
notable efforts that have been reviewed extensively in the 
literature and whose principles have been incorporated 
into the models we did review. 


DISCUSSION 

Many models for the role of computer conferencing in 
distance learning have been developed. Table 1 provides 
an overview of the most noteworthy models described in 
this chapter. Upon examination of the types of learning 
activities and educational outcomes prescribed in these 
models, we can see that they can be grouped into two 
broad categories: (1) Dialectical models, in which com¬ 
puter conferencing is regarded as a forum in which stu¬ 
dents engage in critical discourse and thereby critical 
thinking, and (2) dialogical models in which students 
engage in collaborative meaning making and thereby 
social knowledge construction. Unfortunately, both 
models are more successful at prescribing what teach¬ 
ers and students should or might do than they are at 
describing what they actually do. Neither set of models 
receives consistent support in systematic observations 
of students and instructors. 

Of collaborative meaning making, Pena-Shaff and 
Nicholls (2004) provide the following evaluation: 

Conversations online are more like people 
standing up and taking the floor one by one and 
speaking as long as they want. Whoever speaks 
next may talk about anything. It is like convers¬ 
ing in soliloquies or, in centuries past, through 
letters carried by horse and driver to distant 
colonies. Others have little influence on one’s 
thoughts at the time of writing, (p. 257) 
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Table 1: Noteworthy Contributions to Models of Computer Conferencing in Distance Education 
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Of critical discourse, Marttunen (1998) provides this as¬ 
sessment: 

Results reveal that the majority of students’ 
messages are non-interactive in nature. In par¬ 
ticular, real interaction, including responses to 
responses, is very rare. In addition, interaction 
between students turns out to be mainly non- 
argumentative in nature: only a small percent¬ 
age of students' references to each others’ texts 
express opinions opposed to those of fellow 
students, and only a smaller fraction indicate 
grounded disagreement. The results suggest that 
the pedagogical aim of our studies, to engage 
students in argumentative interaction, is not 
realized very well. (p. 397) 

Fortunately, solutions are arising among the dozens of 
researchers who have recorded similar observations. The 
first of three that we will discuss is discussion facilitation. 

The role of a facilitator in an online discussion is per¬ 
haps the most written about topic in this domain. Dozens 
of authors have studied and written about the roles and 
responsibilities of a successful facilitator (Berge 2002; 
Garrison et al. 2000; Heimstra 1994; Paulson 1995; 
Salmon 2000; Shea, Swann, and Pickett 2005). Consis¬ 
tently, a positive correlation is identified between the 
quality of facilitation, student satisfaction, and student 
perceptions of learning. These findings and the reflec¬ 
tive suggestions of dozens of distance educators suggest 
strongly that skilled and energetic moderators play an 
important role in facilitating critical discourse and collab¬ 
orative meaning making. 

For various reasons (some more defensible than oth¬ 
ers), the role is not always taken up successfully. This 
gives rise to an alternative means of addressing the 
essential roles and responsibilities. Sophisticated con¬ 
ferencing systems, referred to as computer support for 
collaborative learning (CSCL) systems, provide techno¬ 
logical proxies for responsible facilitation. Duffy, Dueber, 
and Hawley (1998) developed a conferencing system that 
compels students to participate in a circumscribed man¬ 
ner. In place of the generic options for posting a mes¬ 
sage offered by most conferencing systems (e.g., post, 
reply), their system offers options such as rebut, add 
evidence, and challenge assumption. Jonassen and Kwon 
(2001) have studied the use of a similar system. The 
system, which they refer to as a “computer-supported 
collaborative argumentation system” (CSCA), is designed 
to scaffold argumentation among students. It offers the 
following conversational ontology: hypothesis, data, and 
principles, along with for and against. When using this 
system, Jonassen and Kwon found that students were 
able to construct coherent arguments more often than 
students using a conventional conferencing system. They 
analyzed students' interactions using Toulmin’s (1958) 
familiar system of informal argumentation and found 
significantly more evidence of claims, grounds, and 
rebuttals among the CSCA group. Knowledge Forum™ 
is probably the most widely known effort to guide stu¬ 
dent interaction into a particular conversational genre. 
Scardemalia and Bereiter’s (1994) CSCA delimits student 
interaction to patterns that are characteristic in scientific 
research communities, including: my theory, I need to 


understand, new information, this theory cannot explain, 
a better theory, and putting our knowledge together. Doz¬ 
ens of studies demonstrate the efficacy of this product in 
the K-12 settings for which it was designed (e.g., Scarde¬ 
malia and Bereiter 1994), and similar work has begun in 
postsecondary settings (van Aalst and Chan 2002). 

Discussion facilitation, through either skilled and 
energetic instructors or technological proxies, is one 
means of addressing the lack of critical discourse or col¬ 
laborative meaning making in computer conferencing. 
The final suggestion we explore is implementation of 
appropriate learning activities. 

Looking closely at the types of learning activities that 
underlie reports of computer conferencing, Rourke and 
Conrad (2004) found two common designs. In the most 
prevalent, students engage in week-long, whole-group, 
open-ended forums. Consistently, this design is associ¬ 
ated with low levels of participation and interaction and 
few instances of critical discourse or collaborative mean¬ 
ing making. In the second design, a whole class is divided 
into small groups of students who engage in purposive 
collaboration (e.g., case-based learning, problem-based 
learning). This design is associated consistently with 
high levels of participation, participation that is pre¬ 
dominantly interactive, and many instances of knowl¬ 
edge co-construction. Villalba and Romiszkowski (2000), 
Kanuka (2005), and Kanuka, Rourke, and Laflamme 
(2006) report similar findings. Villalba and Romiszkowski, 
for example, performed a comparative analysis of online 
courses and found that few emphasize collaborative, 
small-group learning. Most offered a relatively unstruc¬ 
tured online group discussion. Assessing these courses, 
the authors conclude: 

There is little if any research indicating that such 
environments are conducive to in-depth reflec¬ 
tive discussions of the type required to develop 
critical and creative thinking skills. And there 
are some studies that suggest they are singularly 
ineffective in this respect, (p. 405) 

Pena-Shaff and Nicholls’ (2004) research sheds light on 
why small-group purposive collaboration can be more 
valuable than open-ended, whole-group forums: 

In the open forums, if one student disagreed with 
another, she/he could simply ignore the com¬ 
ment. The small group activity, however, required 
the students to reach some degree of consensus 
about their project. If they disagreed with some¬ 
one, or felt someone else’s argument was not 
well developed, it was more important for them 
to challenge or contradict them to ensure the pre¬ 
sentation would be coherent, (p. 64) 

Together, the results of Kanuka, 2005; Kanuka, Rourke, 
and Laflamme (2006), Pena-Shaff (2000), Rourke and 
Conrad (2004), and Villalba and Romiszowski (2000) 
remind distance educators of a conclusion that is well 
established throughout the literature: Instructional 
methods have a greater effect on teaching and learning 
than instructional media (Clark 1994). Hopefully, our 
review has reminded readers that computer conferenc¬ 
ing, in and of itself, is not a pedagogy. Our developmental 
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review indicates that it has taken over twenty years for 
teachers, students, and researchers to fashion a role for 
computer conferencing in distance learning. 

CONCLUSION 

Computer conferencing was invented in the early 1970s 
(Hiltz and Turoff 1993) and made its way into distance 
learning in the mid-1980s (Harasim 1990). The union 
represented the intersection of two growing movements 
that we remain in the midst of: (1) the maturation of net¬ 
worked computing as a stable and diffuse technology, and 
(2) a growing recognition of the importance of interaction 
for learning. The asynchronous mode of communication 
presented by computer conferencing provides distance 
learners with a means of interaction while preserving the 
“anywhere anytime” quality that draws many students 
to this type of formal education. Since its introduction 
thirty years ago, there have been many advances in com¬ 
puter networks, communication software, and learning 
theories; yet computer conferencing continues to expand 
its role in many levels and types of education. 

Therefore, it is important for us to conclude by revisit¬ 
ing some of the problems that persist across the models 
we reviewed and to see how they are being addressed. 
The problem, generally, is the students’ reluctance to use 
this technology to engage in either critical discourse or 
collaborative meaning making—two sets of conversa¬ 
tional activities that provide the rationale for including 
computer conferencing in a course. Documented solu¬ 
tions to this general problem, which we sketch below, 
include: (1) skilled and energetic facilitation of online 
discussions, (2) sophisticated conferencing systems that 
assume some of the roles and responsibilities of success¬ 
ful facilitators, and (3) learning activities that encourage 
critical discourse and collaborative meaning making. 

We conclude that the prescribed processes and 
outcomes—that is, critical discourse and collaborative 
meaning making, are unlikely to materialize in the 
absence of (1) skilled and energetic facilitation, (2) 
sophisticated conferencing systems that assume some of 
the responsibilities of successful facilitators, or (3) learn¬ 
ing activities that encourage productive and meaningful 
communication. 

GLOSSARY 

Andragogy: With the rise of social phenomena such as 
lifelong learning, educational theorists began to make 
categorical distinctions between teaching and learning 
with children, referred to as pedagogy, and teaching 
and learning among adults, referred to in some quar¬ 
ters as andragogy. 

Asynchronous Communication, Textual: In the con¬ 
text of educational computer conferencing, textual 
refers to message production that is limited to the 
characters on a computer keyboard; asynchronous 
refers to communication is somewhat liberated from 
the temporal and orchestral constraints of face-to-face 
communication. 

Computer-Assisted Instruction: For many, the adop¬ 
tion of computer conferencing signaled a shift in the 


way computers were used in distance learning. In con¬ 
trast to this communicative function, they had previ¬ 
ously been used in a limited way to present structured, 
preprogrammed learning materials. This was referred 
to as computer-assisted instruction, and is easily distin¬ 
guishable from computer-mediated communication. 

Correspondence Education: Sometimes referred to 
as first-generation distance education, correspondence 
education involved courses of study in which students 
and teachers communicated by mail. 

Critical Discourse: A particular pattern of interaction 
in computer conferencing that advocates associate 
with favorable learning outcomes. In Wegerif’s descrip¬ 
tion, it involves interaction in which partners engage 
critically but constructively with each other’s ideas. 
Relevant information is offered for joint considera¬ 
tion. Proposals may be challenged and counterchal- 
lenged, but if so. reasons are given and alternatives 
are offered. Agreement is sought on a basis for joint 
progress. Knowledge is made publicly accountable 
and reasoning is visible in the talk. 

Distance Learning: In Keegan’s definitive concep¬ 
tualization, distance learning is a form of education 
characterized by: (a) the quasi-permanent separa¬ 
tion of teacher and learner throughout the length 
of the learning process, (b) the influence of an edu¬ 
cational organization, (c) the use of technical media, 

(d) the provision of two-way communication, and 

(e) the quasi-permanent absence of the learning group 
throughout the length of the learning process. 

Technological Characteristics Perspective: A variant 
of technological determinism specific to the study of 
communication technologies. Stated briefly, attributes 
of media exercise a predictable causal influence on 
users’ actions. One of the central projects of this per¬ 
spective was to rationally and efficiently match the 
properties of a medium to the characteristics of a 
communication task. 

Technological Determinism: The notion that user 
behavior is determined by particular features of a 
technology, which in turn is regarded as an autono¬ 
mous agent outside the influence of human beings. 

Tutors: Content specialists (but not necessarily at the 
level of subject-matter experts in the course design 
team) who provide instructional guidance to students 
during a distance education course. Tutors typically 
provide feedback to students on their assignments, but 
are not involved in the course design. 

CROSS REFERENCES 

See Computer Conferencing: Protocols and Applica¬ 
tions; E-mail and Instant Messaging; Telecommuting and 

Telework; Video Conferencing; Web-Based Training. 
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INTRODUCTION 

The term electronic commerce came into widespread 
usage after the first graphical Web browser—Mosaic— 
was developed in 1993 and freely distributed around the 
world. Drawn by the ease of use of the browser, millions 
of home consumers, businesses, and educators connected 
to the Internet, creating the conditions for Internet-based 
commerce. Indeed, Nielsen/Netratings estimates that 
there are nearly half a billion people worldwide who have 
access to the Internet from home as of December 2006 
(this number rises if we also include those who access 
the Internet from work or other public settings; see www 
.nielsen-netratings.com for the latest monthly estimates). 
Businesses, often backed by venture capital from inves¬ 
tors enamored with the new opportunities created by 
Internet-based business, flocked to the Internet, attracted 
by the ease of setting up electronic storefronts and the 
potential access to a global market of Internet subscrib¬ 
ers. For example, Laudon and Traver (2003) estimate 
that more $120 billion was invested in 12,450 Internet 
start-up companies between 1998 and 2000, a period of 
significant growth in e-commerce. Impressively, despite 
the highly publicized dot-com failures in 2000 and 2001, 
Internet sales of goods and services to consumers (i.e., 
business-to-consumer, or B2C, e-commerce) have grown 
steadily, exceeding $88 billion in 2005 and expected to 
easily surpass $100 billion in 2006 in the United States 
(U.S. Department of Commerce 2007). Growth in other 
parts of the world, and especially Europe, is equally 
impressive. Forrester (www.forrester.com) estimates 
that 2006 online sales in Europe exceeded €100 billion 
with a growth rate that is even higher than that in the 
United States. Even more dramatic has been the extent 
to which businesses have adopted e-commerce to sup¬ 
port exchanges with other firms, such as suppliers and 
business customers, referred to as business-to-business 
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(B2B) trade. The U. S. Department of Commerce (2006) 
has reported that e-commerce shipments accounted for 
over 21 percent of the total value of manufacturing ship¬ 
ments, or $843 billion in 2003, while nearly 17 percent, 
or $730 billion, of all merchant wholesaler sales were ac¬ 
complished via e-commerce in the United States in 2003. 
In Europe, across twenty industry sectors, 48 percent of 
firms report placing orders for supplies online (e-Business 
Watch 2006). 


Chapter Overview and Themes 

This chapter examines the ongoing development of 
e-commerce and its influences on the way that compa¬ 
nies work with their suppliers and market their products 
to customers. The next section begins with a look at the 
historical development of e-commerce, which suggests 
that it emerged as a powerful force only once a truly 
open and standard data network—the Internet—was 
coupled with easy-to-use software—the graphical Web 
browser. The section on e-commerce development con¬ 
tinues by noting that despite the dot-com bust in 2000 
and 2001, e-commerce usage has increased steadily, and 
affects a growing proportion of economic activity in the 
industrialized world. The next section explores aspects 
of the basic technological infrastructure that supports 
e-commerce, focusing on the increasing emphasis on 
the role of standards, especially for B2B transactions, 
evolving methods in the ongoing battle against security 
threats, the explosion in both broadband and wireless 
access, and the rapid emergence of a range of new ap¬ 
proaches to e-commerce models and designs, often 
termed Web 2.0. Then we explore e-commerce from a 
business opportunity perspective, noting that thousands 
of Internet-based companies have flocked to capitalize 
on this new platform, equipped with innovative, albeit 
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at times not all that effective, business models. Then 
we take a closer look at approaches to online retailing, 
focusing on the increasingly clever marketing strategies 
used by e-commerce companies. The next section pro¬ 
vides a brief look at B2B e-commerce, exploring the role 
of this evolving exchange medium in the supply chain. 
We go on to examine one area in particular in which 
e-commerce has had an enormous impact—the content 
industries—in which new models for the sale of online 
content have challenged traditional print, music, and 
video publishing. Next is a brief review of research on 
a number of anticipated impacts of e-commerce, high¬ 
lighting the need to critically assess the early hype about 
the effect of e-commerce on market structures, prices 
of goods and services, and problems of trust in the rela¬ 
tionships between an online business and its stakehold¬ 
ers. The chapter concludes by summarizing key themes 
and issues for further research. 

DEFINITION, HISTORY, AND 
CURRENT STATUS 
What Is E-Commerce? 

Today the term electronic commerce (or e-commerce ) 
most commonly refers to the process of buying and sell¬ 
ing goods—both information and tangible products—and 
services over the Internet. Earlier definitions (e.g., Clarke 
1999) emphasized the "conduct of commerce in goods 
and services using telecommunications-based tools.” 
More recent definitions (e.g., Laudon and Traver 2003, 10) 
emphasize the “use of the Internet and the Web to transact 
business” in what they call “digitally enabled commercial 
transactions,” in which there is some "exchange of value 
across organizational or individual boundaries in return 
for products and services.” Narrower definitions require 
that complete transactions, including ordering and pay¬ 
ment, occur entirely via the Internet, while broader 
definitions include information exchange in support of 
transactions, even if the actual payment occurs outside 
the Internet (often called "offline” payment). Intermedi¬ 
ate approaches, such as the one used by the U.S. Depart¬ 
ment of Commerce, require that an order occur online, 
although payment may still be made offline. 

The term e-business is also used frequently, which 
refers more broadly to the conduct of business over com¬ 
puter networks. E-business includes activities that are not 
purely commercial transactions, such as when two firms 
use the Internet to collaborate on product development 
or research, or a firm provides customer service online. 
Some (e.g., Laudon and Traver 2003) consider e-business 
to include only internal applications of a firm’s computer 
network, and not transactions that span to other firms. 
Here we will consider e-business to be a broader term, re¬ 
ferring to a range of intraorganizational and interorgani- 
zational interactions over computer networks, including 
but not limited to e-commerce. E-commerce, then, refers 
to the process of buying and selling goods and services 
over a computer network. 

In most e-commerce research and discussion, business- 
to-consumer (B2C) transactions are considered as a dis¬ 
tinct topic from business-to-business (B2B) exchange. 


There are good reasons for this, as B2C exchanges are often 
ephemeral retail transactions that are typically smaller in 
value, and involve customers with whom there is little to no 
long-term relationship. B2B exchanges are typically larger 
in value, are structured by contracts, and are often shaped 
by existing relations between buyer and seller. Although 
some B2B exchanges resemble retail trade, on the whole, 
it makes good sense to study the kinds of buyer-supplier 
and buyer-distributor electronic exchanges through a 
different lens than one would study online shopping by 
consumers. 

History of E-Commerce 

Long before the World Wide Web, electronic networks 
were used to support transactions between businesses 
and their various external constituents (e.g., suppliers or 
customers). In the 1970s, forward-thinking manufactur¬ 
ers and wholesalers deployed proprietary data networks 
and simple terminal-based remote ordering systems to the 
premises of business customers. The value of computer 
networks to link business buyers and sellers was soon 
well established, and efforts to create standard electronic 
documents to support trade were occurring across many 
industries. These latter standards were collectively called 
EDI (electronic document interchange). In some indus¬ 
tries, such as automobile manufacturing and chemical 
production, EDI transactions proliferated because large 
dominant manufacturers mandated their use. However, 
because EDI standards were complex and costly to im¬ 
plement, especially for small businesses, the extent of its 
diffusion was limited (Markus et al. 2006). 

There were precursors to consumer-based e-commerce 
as well. The Home Shopping Network on cable television 
and the many 1980s-era electronic information services 
collectively known as videotex in Europe and the United 
States resembled Web-based electronic retailing. The most 
successful of these systems in Europe was the French sys¬ 
tem popularly known as Minitel, named after the small 
terminal that initially was freely distributed to telephone 
subscribers. Beginning in 1983, French telephone sub¬ 
scribers could use their Minitels to look up a wealth of 
information, engage in home banking, and order a wide 
range of goods and services, such as tickets, groceries, and 
other consumer products. Like the Internet, these services 
were offered over a public network to which anyone could 
connect, used a single standard, and relied extensively on 
graphical content. Unlike the Internet, a clear payment 
model was implemented, with France Telecom (at the 
time, the public administration responsible for the provi¬ 
sion of all telecommunications networks and services in 
France) providing a “billing and collection” service for all 
companies that wished to sell via the Minitel. Consum¬ 
ers received the bill for their Minitel use on their regular 
phone bill, and France Telecom in turn paid the various 
service providers (Steinfield, Kraut, and Plummer 1995). 

In contrast, American electronic information services 
of the 1980s were still based on closed, rather than 
open systems, using what has been called a “walled gar¬ 
den” approach. That is, services like CompuServe and 
America Online (which are now merged) used their own 
proprietary networks, and their content and services 
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were available only to their subscribers. It was not until 
commercial traffic was permitted on the Internet that 
consumer-oriented e-commerce as we know it today 
was born. 

The early years of e-commerce had all the characteris¬ 
tics of a gold rush, as companies flocked to the Web to set 
up their electronic storefronts. Lured by the rapid growth 
of first movers like Amazon.com, more than $125 billion 
in investment capital was poured into Internet initial 
public offerings (IPOs) between 1996 and 2000 (Laudon 
and Traver 2003). The birth of a new digital economy was 
proclaimed, characterized by seemingly unending growth 
in productivity rooted in the supposedly frictionless com¬ 
merce afforded by the Internet. The new Web-based 
businesses theoretically offered benefits such as access 
to a larger potential market, lower inventory and build¬ 
ing costs, more flexibility in sourcing inputs, improved 
transaction automation and data mining capabilities, an 
ability to bypass intermediaries that added costs but little 
value, lower costs for adjusting prices (known as a menu 
costs), enabling more rapid response to market changes, 
increased ease of bundling complementary products, 
24/7 access, and no limitation on depth of information 
provided to potential customers (Steinfield, Mahler, and 
Bauer 1999). With all these advantages, and the reduced 
search costs faced by consumers, prices were expected to 
be lower, and Internet firms would prosper. 

Despite the rosy projections for e-commerce, in late 
2000 and early 2001 many of the dot-com companies 
began to fail. Few ever made any profits, as their busi¬ 
ness approach revolved around scaling up to increase 
market share (Hawkins 2004). This approach was based 
on the belief that Internet businesses would enjoy posi¬ 
tive network externalities—implying that the more 
people who used a site, the more value it would have for 
each user. The dot-coms that could rapidly attract the 
largest number of users would thus have an insurmount¬ 
able competitive edge. In search of the required scale, 
Internet firms kept prices too low and quickly burned 
through the cash raised from venture capitalists. At the 
same time, the U.S. economy began to slip into a reces¬ 
sion, and venture capitalists began to lose faith in the 
viability of start-ups that failed to return any profits. Stock 


prices, which were far too high by normal investment 
standards, dropped precipitously, and the venture capi¬ 
tal community lost interest in dot-com businesses. By 
the end of 2001, the dot-com era was over, and by one 
estimate only about 10 percent of the dot-coms created 
since 1995 still survived (Laudon and Traver 2003). 

B2B-oriented dot-coms experienced much the same 
fate. Large numbers of B2B electronic marketplaces were 
created to help match buyers and sellers in many indus¬ 
tries, and by early 2000, more than 750 B2B e-markets 
were operating worldwide (U.S. Department of Com¬ 
merce 2000). Yet most of the new dot-coms in this arena 
failed as well. 

Current Status 

Despite the problems of the dot-coms, statistics on 
e-commerce use do show steady gains, particularly as 
traditional companies have moved to enhance their 
offerings with Internet-based sales channels. According 
to U.S. Census figures, even as the dot-coms were fail¬ 
ing and the economy went through a recession, retail 
e-commerce sales in the United States grew at a brisk 
pace (see Figure 1). Annual U.S. retail e-commerce sales 
have more than tripled between 2000, the first full year 
that the government tracked this statistic, and 2005, ris¬ 
ing from approximately $27.8 billion to more than $88 
billion (U.S. Department of Commerce 2007), and today 
is estimated to account for approximately 3 percent of 
all retail sales. In the all important fourth quarter, during 
which holiday shopping occurs, online sales exceeded 
$27 billion in 2005, more than five times the total in the 
fourth quarter of 1999. Even more telling is the fact that 
online sales growth is far higher than the rate of growth 
in traditional retail formats, averaging more than 28 
percent for the same quarter across years compared to 
just 4.6 percent for total retail sales. These census figures 
are a low estimate, since they do not include sales from 
online travel, financial brokers, and online ticket sales. 

U.S. B2B online trade dwarfs B2C e-commerce, ac¬ 
counting for over 94 percent of all e-commerce activity, 
according to Commerce Department statistics. It has also 
grown more rapidly than offline trade. Manufacturing 
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Figure 1: Quarterly U.S. Retail E-commerce Sales, Fourth Quarter 1999 to Third Quarter 2006 (Source: U.S. Department of 
Commerce 2007) 
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online sales, for example, grew at a greater than 12 
percent rate from 2002 to 2003, while offline sales grew 
only 1.5 percent (U.S. Department of Commerce 2006). 

Global Trends 

The United States was an early adopter of Internet-based 
commerce, but now this commerce is growing rapidly 
in other parts of the world. As noted earlier, Forrester 
estimates that European retail e-commerce to total more 
than €100 billion for 2006. The OECD (2006, Measuring 
the information economy) provides estimates illustrating 
how e-commerce use varies considerably across coun¬ 
tries (Figure 2). Outside the United States, e-commerce 
use in 2005 was heaviest in Northern Europe, Canada, 
the advanced Asian economies, and Australia and 
New Zealand. Southern and Eastern European countries, 
less developed regions of Asia, Central and South Ameri¬ 
can countries, and African countries have lagged beyond, 
largely because of the lack of the requisite infrastructure 
to support e-commerce. Analyses of global e-commerce 
trends point to differences in policies toward the Internet 
and broadband deployment; cultural differences in terms 
of shopping preferences, use of credit cards, and percep¬ 
tions of privacy; and other geographical and economic 
factors to explain these differences (Kraemer, Dedrick, 
and Melville, 2006). 

Increasingly, e-commerce is being seen as a crucial 
benchmark for determining the strength of national 
economies. Since 2001, for example, the World Economic 
Forum has published an annual Global Information Tech¬ 
nology Report in order to track the progress that countries 
have made in using ICT to enhance productivity in busi¬ 
ness. The 2005-2006 report includes a "networked readi¬ 
ness index” to compare the world’s economies on how 
well they incorporate use of the Internet and other ICT 
by businesses, governments, and individual consumers. 
Their most recent report reveals the startling progress in 


some of the formerly least developed countries with regard 
to online commerce, especially India, while noting that 
the most competitive countries remain the traditionally 
strong Internet using nations such as the United States, 
Singapore, and the Nordic countries in Europe (Dutta, 
Lopez-Claros, and Mia 2006). The OECD devotes an en¬ 
tire chapter in the 2006 Information Technology Outlook 
to the dramatic growth of the Internet and e-commerce 
in China, although most of the growth is in the eastern 
coastal cities (OECD 2006, Information Technology Out¬ 
look 2006). In Europe, policy makers have established 
the e-Business Watch, an annual assessment of the ever¬ 
growing penetration of ICT-enabled business within the 
European context. Their detailed annual surveys reveal 
the spread of e-commerce for both B2C and B2B trade 
in twenty industries (e-Business Watch 2006). Nearly 
half (48 percent) of all firms order supplies online, and 
25 percent now accept orders from customers online. Since 
larger firms are more likely to use e-commerce, these 
numbers increase to 57 percent and 35 percent when 
evaluated by percent of employees rather than percent of 
firms. Clearly, e-commerce is a global phenomenon, but 
requires strong national policies favoring the deployment 
of the underlying telecommunications infrastructure, a 
financial infrastructure, and a cultural environment that 
is compatible. 

THE CHANGING NATURE OF 
E-COMMERCE INFRASTRUCTURE, 
TECHNOLOGY, AND TECHNIQUE 

The infrastructure to support e-commerce is constantly 
evolving, and includes the underlying wired and wire¬ 
less networks that carry traffic as well as the devices 
that connect to these networks; the protocols, software, 
and scripting languages that define how information 
is carried and how e-commerce applications are built, 
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Figure 2: Percent of business with more than 10 persons using the Internet for selling and purchasing in selected countries in 2005 
(No data were available for Internet business purchasing in Japan; data for New Zealand are from 2001, from Switzerland 2002, 
from Iceland and Mexico 2003, and from Australia 2004-2005.) (Source: OECD 2006, Measuring the information economy) 
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including a focus on standards to enable interoperability 
across e-commerce applications built by individual firms; 
technical approaches to providing a secure and private 
environment within which transactions can be made; and 
changing business and interface logics enabled by these 
technical developments. A brief introduction to some of 
the evolving topics in this area follows. 

Broadband Wired and Wireless Networks 
and E-Commerce 

The technologies that support e-commerce are constantly 
evolving, creating new capabilities and opportunities. Al¬ 
though space does not permit a review of all of the many 
technological developments that are shaping the future 
of e-commerce, the continued development of both wired 
and wireless access networks has strong implications 
because of their effect on improving customer experi¬ 
ences and spreading access to mobile customers. 

The Internet-using population across the world is con¬ 
tinuing to transition from slower dial-up lines to broad¬ 
band access using DSL (digital subscriber line) and cable 
modem technology providing at least 256 kbps (OECD 
2006, Telecommunications and Internet policy). Across 
the 30 OECD countries, the number of broadband sub¬ 
scribers went from 13.6 per 100 inhabitants in December 
2005 to 15.5 in June of 2006, with some countries, like 
Denmark and the Netherlands, having a broadband sub¬ 
scriber population of nearly 30 of every 100 people (see 
Figure 3). Since households typically have more than 
one person, the actual proportion of the population with 
direct broadband access is quite high. 

In the United States, broadband penetration is high, 
with more than two-thirds of active Internet users 
subscribing, according to statistics released by Nielsen/ 
Netratings through February 2006. 


In addition to wireline access, there has been tremen¬ 
dous innovation in the area of wireless network infra¬ 
structure, improving the bandwidth of connections as 
well as capabilities of handheld and portable devices. 
Next-generation cellular networks (often termed 3G, or 
third generation) have been deployed across the world, 
and broadband connections are increasingly available. 
Moreover, wireless local area networks (LANs) based on 
the Wireless Fidelity (Wi-Fi) (i.e., IEEE 802.11) family of 
standards are widely deployed with a range of subscrip¬ 
tion and ad hoc access from many public venues. Cellular 
and Wi-Fi wireless infrastructures are complemented 
by newer WiMax (IEEE 802.16) standards that provide 
broadband access over wider areas where the econom¬ 
ics make sense (e.g., rural areas not currently served by 
3G cellular, DSL, or cable broadband networks). Mobile 
handset manufacturers are increasingly building hand¬ 
sets with enhanced data capabilities, including some 
mobiles that switch between cellular and Wi-Fi, as well 
as other wireless standards for nearer-held connections 
such as Bluetooth. As next-generation cellular infrastruc¬ 
tures speed up access times, people will no longer be tied 
to a desktop computer in order to surf the Internet and 
shop online. They are free to engage in e-commerce any¬ 
time and anyplace. 

How will e-commerce be impacted by these new 
mobile capabilities? Surprisingly, even before Web- 
enabled phones have achieved widespread adoption, 
early forms of mobile commerce have occurred with 
simple text messaging (e.g., via short message service, or 
SMS). Cell phone users simply made purchase requests 
or responded to advertisements by sending SMS mes¬ 
sages to special numbers. Today, broadband wireless 
is mainly impacting the sale of content, through the 
downloading of ringtones, music, video, and informa¬ 
tion. New approaches that better integrate other forms of 



Figure 3: Broadband Subscribers in OECD Countries per 100 Inhabitants: December 2005 and June 2006 ( Source: OECD 2006, 
Telecommunications and Internet policy) 
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e-commerce with mobile devices are appearing, for 
example, in areas such as mobile payment and location- 
based services. Indeed, many mobile e-commerce (or 
m-commerce) services will be based on the particular loca¬ 
tion of shoppers, allowing someone in a car, for example, 
to find the nearest vendor of a particular product (Stein- 
field 2004). In the United States, the Federal Communica¬ 
tions Commission (FCC) has mandated that all cellular 
operators be capable of determining the location of cell 
phone users in order to support emergency 911 services. 
However, numerous e-commerce uses of location data, 
and a wide range of services, beginning first with naviga¬ 
tion support, are now, or will soon be available. Users may 
use their mobile device to search for available vendors in 
an area, receive directions from their current location to a 
vendor, make payments at the point of sale, and receive 
advertisements based on their interests when they near 
particular locations. Location-based services thus blend 
e-commerce and physical commerce in new ways, blur¬ 
ring the traditional online/offline distinctions of the past. 

The integration of wireless devices into e-commerce is 
extending beyond mobile phones, leading to innovative 
applications for tracking inventory and product usage. 
Radio-frequency identification (RFID) tags, for example, 
can enhance supply-chain performance, and are being 
adopted by some of the worlds largest retailers, albeit 
with some concerns about market power and intrusive¬ 
ness (McGinty 2004). Tags may be embedded in products, 
so that information can be transmitted from a customer 
to a reader in many different locations. An RFID tag on 
prescription drugs in an Internet-enabled cabinet might 
trigger an automatic reorder from a pharmacy after a 
specific date has passed, for example. 

The Internet and E-Commerce Standards 

E-commerce use exploded in 1994, built on an open, 
standard computer network—the Internet. The mandated 
use of the TCP/IP standard ensured data connectivity 
while markup standards such as hypertext markup lan¬ 
guage (HTML) ensured some degree of consistency in 
the presentation of information. Continuing develop¬ 
ment of markup languages, and in particular, languages 
that deal with semantic issues in addition to presenta¬ 
tion, has altered the e-commerce landscape. Extensible 
markup language (XML) has had a significant impact on 
e-commerce, especially between businesses, helping to 
move it from a basic presentation focus to a transactional 
focus. Like HTML, XML relies on tags to mark up text 
files. However, the emphasis is not on tags that define how 
information is to be formatted and presented, but on tags 
to describe data (see Dorfman [2004], for a detailed de¬ 
scription of how XML works). Moreover, users can define 
their own tags (hence, the notion of "extensible”) based 
on the data they are providing. XML makes databases 
portable over the Internet, and has been the basis for a 
growing family of transaction standards. As more firms 
use XML-based standards, particularly for B2B transac¬ 
tions, a new opportunity has arisen to develop industry¬ 
wide data standards. Essentially, XML has become an 
enabler for EDI over the Internet. Markus and colleagues 
(2006), have documented the growth of vertical industry 


standards using XML, illustrating the many challenges 
that industries face in agreeing on such factors as data 
definitions, transaction formats, and the like. 

Building on XML, another e-commerce infrastruc¬ 
ture development to highlight here is the growth in 
Web services. Web services are self-contained, modular 
e-commerce applications built on standardized protocols, 
made available over the Internet to e-commerce users and 
vendors through standardized XML messaging (Ritsko 
and Davis 2002). For example, a shopping cart function 
is a common Web service that a merchant may use to 
support its e-commerce site, rather than writing its own 
cart software. In order to enable Web services, standards 
for making XML-based requests (simple object access 
protocol [SOAP]), describing the services that are avail¬ 
able (Web services description language [WSDL]), and 
publishing service descriptions in online directories in 
a manner that permits requesters to search for needed 
services (universal description, discovery, and integration 
[UDDI]) are required (Gottshalk et al. 2002). Some of the 
most famous Web vendors now enable business partners 
to link to their service via a Web services architecture 
(e.g., see Amazon.corn’s Web services offerings at www 
.amazon.com). As the notion of Web services continues to 
expand, so too do efforts by major software vendors 
to provide development platforms to speed up service 
deployment. Microsoft’s .NET platform and Sun's J2EE 
are the two most well known today (Sahai, Graupner, and 
Kim 2004). 

Encryption Methods in E-Commerce 

Another fundamental part of the e-commerce infrastruc¬ 
ture is the set of technologies aimed at ensuring the 
security of online transactions. Lack of trust in an online 
store, fear of financial loss through theft of a credit card or 
other banking information, and other concerns over the 
privacy of information transmitted to and stored by an 
online store are just some of the concerns faced by con¬ 
sumers in e-commerce transactions. In the earliest years 
of e-commerce, fears that credit-card information would 
be intercepted while in transit over the Internet prompted 
most online stores to implement secure servers relying 
on secure sockets layer (SSL) transmission. However, 
e-commerce security involves much more than secure 
transmissions. Among the many requirements are needs 
to authenticate both consumers and online stores, pre¬ 
serve the confidentiality of information related to online 
transactions, and ensure the integrity of transaction- 
related information. Public and symmetric key encryption 
systems are two fundamental techniques for accomplish¬ 
ing these needs, which then must be incorporated into 
a broader public key infrastructure (Juels 2004). In a 
symmetric key system, the same code is used to encrypt 
a message (i.e., the credit-card number or the order 
for a product) as to decrypt it. Hence, the sender and re¬ 
ceiver must both possess the secret key needed to decode 
the encrypted text (also called ciphertext, as opposed to 
a plaintext message). The main problem with symmetric 
key approaches is that it is difficult to distribute the se¬ 
cret key safely. In public key encryption systems, a pair 
of codes is needed to encrypt a plaintext message into 
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ciphertext and then decrypt it to plaintext again. A person 
or a store is assigned both a public key that is published 
and available to anyone (often called a “certificate”), and 
the matching private key that only its holder possesses. 
In this way, public key encryption systems are able to ac¬ 
complish the needs for authentication and confidential¬ 
ity noted above, without suffering from the problem of 
how to send secret keys over the insecure Internet. To 
ensure confidentiality, buyers use an online store’s public 
key to encrypt the message. Then, only the store would 
possess the matching private key, ensuring that only it 
would be able to decrypt the order. Buyers using their pri¬ 
vate key authenticate themselves, since only their public 
key decrypts the order. In practice, public key encryption 
is processing-intensive, and is therefore impractical for 
large transmissions. The solution is to use a combination 
of systems, with symmetric keys used for much of the 
encryption, but public keys used to encrypt the symmet¬ 
ric keys for transmission. 

Public Key Infrastructure 

To enable fuller use of public key encryption sys¬ 
tems in practice requires a trusted system to assign the 
keys in the first place, and make sure that only the right¬ 
ful owners obtain them. In addition, keys may need to be 
revoked in the event they are abused or appropriated by 
the wrong entities. Such a trusted party is often called a 
“certificate authority,” and the system to accomplish this 
is called a “public key infrastructure" (PKI) (Housley and 
Polk 2001). 

Encryption technology is evolving to help establish 
a more secure line of communication between online 
vendors and their buyers. However, some of the most- 
well-known breaches of security have occurred outside 
the buyer-seller transaction link. In particular, one critical 
issue is the need to secure buyer information, such as a 
credit-card number, once the vendor receives it. Servers 
storing thousands of credit-card numbers are more desir¬ 
able targets for hackers than an individual transaction. 
In fact, one of the most widely publicized e-commerce 
security breaches to date occurred when a hacker compro¬ 
mised CD Universe’s database, reportedly stealing 350,000 
credit-card numbers (Wolverton 2000). The hacker at¬ 
tempted to extort $100,000 from CD Universe, and when 
that failed, posted thousands of stolen card numbers on a 
public Web site. This illustrates that e-commerce security 
encompasses more than secure transactions, and must 
include a broad range of security practices that protect 
customers’ information even after purchases take place. 

Changing Interface and Business Logics: 

Web 2.0 

Web 2.0 is a broad collection of ideas, techniques, and 
applications with a label derived from an influential con¬ 
ference about the emergence of the Web as a platform 
for businesses and services (O'Reilly 2005). Among the 
themes, some of which have already been mentioned in 
this chapter are: 

• Richer, more interactive interfaces on the Web. For 
example, site developers have increased their use of 


programming strategies like Asynchronous Javascript 
and XML (AJAX) that allows animation and new con¬ 
tent to appear without the tedious process of a new 
page load. The Gap, for example, recently re-engineered 
their entire e-commerce site (www.gap.com) to take ad¬ 
vantage of this technique, allowing customers to view 
product details without ever leaving the product cat¬ 
egory page. 

• Leveraging the long tail. Long tail refers to the tradi¬ 
tional “power law” distribution that has been used to 
describe the popularity or frequency of occurrence of 
things like Web-site page views (Adamic and Huberman 
2001). A small number of pages are viewed by a large 
number of Internet users, for example, while a very 
large number of pages are viewed by a very small 
number of people. For merchants, this can mean that 
a small number of products will be popular with large 
numbers of shoppers, while many products are desired 
by only a few people. In a traditional store, inventory 
costs militate against holding these less-popular prod¬ 
ucts, but on the Internet, they can be offered without 
holding them in inventory. Industry observers now ar¬ 
gue that e-commerce will reshape business inventory 
practices, as merchants benefit from the increased sales 
by offering more than the blockbuster hits, and aggre¬ 
gating across the many items in the long tail (Anderson 
2006). 

• Capitalizing on user co-production and harnessing 
collective intelligence. Users can increase the value 
of an e-commerce business by contributing their own 
content such as product usage know-how that enhances 
any business’s offerings. E-commerce businesses are 
increasingly adding community tools to their sites for 
this purpose. 

• Using interfaces that enable syndication and “mash- 
ups." Syndication tools like RSS (meaning either “rich 
site summary” or “really simple syndication") enable 
sites to keep users up to date without requiring them 
to check in regularly. Mash-ups allow a site to create 
new services by combining its content (e.g., maps) with 
another site's content (e.g. houses for sale that can then 
be located on a map, such as HousingMaps.com that 
represents a mash-up between Craigslist and Google 
Maps). Tagging of content such as photos and videos 
allows it to be searched and more easily incorporated 
into other sites (e.g., users’ photos from a photo-sharing 
site like Flickr might be brought into a news site to en¬ 
hance coverage). 


E-COMMERCE BUSINESS MODELS 

Many innovative methods of doing business were created 
in the early years of e-commerce, which collectively came 
to be called "Internet business models.” Exactly what con¬ 
stituted a business model was the subject of much debate, 
as was the issue of which models were successful. Rappa 
(2004), for example, defines a business model as the 
“method of doing business by which a company can sustain 
itself—that is, generate revenue. The business model spells 
out how a company makes money by specifying where it is 
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positioned in the value chain.” Timmers (1998) considers a 
business model to include three basic components: (1) the 
architecture for the product, services, and information 
flows, (2) the potential benefits for the various business 
actors, and (3) the sources of revenues. Weill and Vitale 
(2001) characterize models as the roles and relationships 
among a firm’s major stakeholders that result in flows of 
products, information, and money, leading to benefits for 
the participants. Other scholars offer what might be called 
an ingredients perspective on Internet business models, 
suggesting that they each contain many facets, such as: 
a value proposition, sources of revenue, a market oppor¬ 
tunity, a competitive landscape, a competitive advantage, 
a strategy for promotion in the market, an organizational 


development plan, and a management team (Afuah and 
Tucci 2001; Laudon and Traver 2003). 

Along with the numerous definitions of business 
models can be found many taxonomies of models that 
are commonly seen on the Internet. Three well-known 
taxonomies are summarized in Table 1. Although direct 
comparisons of models are difficult, given the varying 
perspectives the authors have used in forming catego¬ 
ries (Wang and Chan 2003), these models do illustrate 
the range of approaches stimulated by e-commerce capa¬ 
bilities, ranging from simple translations of offline retail 
practices to complex match-making services in broker¬ 
age configurations to emerging community-based models 
supported by users and/or advertising. 


Table 1: Taxonomies of Internet Business Models 


Author(s) 

Internet Business Models 

Comments 

Timmers (1998) 

E-Shop 

E-Auction 

E-Mall 

Third-Party Marketplace 
E-Procurement 

Virtual Communities 
Value-Chain Integrators 
Collaboration Platforms 
Value-Chain Service 
Provider 

Information Brokerage 

Trust Services 

In this early typology, Timmers organized observed models along two 
dimensions: (1) the degree of innovation (i.e., difference from traditional 
business models), and (2) the degree of functional integration. E-shops 
are simple translations from offline models, with low innovation and 
low integration of functions. Third-party marketplaces provide a number 
of functions for both buyers and sellers, and are seen as relatively more 
innovative. 

Rappa (2004) 

Brokerage 

Advertising 

Infomediaries 

Merchant 

Manufacturer 

Affiliate 

Community 

Subscription 

Utility 

These models are largely organized by the primary source of revenue. For 
example, brokerage models such as eBay rely on fees or commissions. 
Infomediaries give discounted or free goods or services, while they 
collect consumer information and sell to marketers. Affiliates derive 
revenue by referring customers to other e-commerce firms, who then 
provide a sales commission. Utility models refer to firms that charge 
customers on a metered, or pay-per-use basis. In some cases, the models 
refer to a primary way in which value for customers is created—e.g. 
community models rely on users with common interests to provide 
content, so that they can charge for advertising. Also, within each model, 
Rappa defines many subtypes, such as the click and mortar vs. virtual 
merchant business models in the merchant category. 

Laudon and 

Traver 2003 

B2C 

Portal 

E-Tailer 

Content Provider 

Transaction Broker 

Market Creator 

Service Provider 

Community Provider 

B2B 

E-Distributor 

E-Procurement 

Exchange 

Industry Consortia 

Private Industrial 

Networks 

These authors divide models by their consumer vs. business focus. Within 
model types they describe the value proposition, as well as the many 
subtypes. For example, portals offer an integrated package of content 
and services, and can be horizontal (targeting all users) or vertical 
(focused on a specific subject matter or market segment). Moreover, 
they illustrate that many Internet business models combine a number of 
sources of revenue, including advertising, subscription fees, transaction 
fees, margins on sales, and affiliate fees. In the B2B arena, they further 
illustrate the importance of private networks and industry consortia— 
models that suggest that existing business relationships are essential, even 
for Internet-based transactions. 
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After the dot-com crash, attempts to list the many 
observed Internet business models gave way to analyses 
focusing on what was wrong with the models. For exam¬ 
ple, early in the e-commerce boom years, many felt that 
revenue from advertising would sustain e-commerce. 
This made some sense for content firms, such as online 
newspapers, magazines, radio stations, and other media- 
oriented companies that were accustomed to reliance 
on sponsors to bring down the costs for their viewers, 
listeners, and readers. However, one failed Internet busi¬ 
ness model, pursued somewhat by Buy.com, involved the 
use of advertising revenue to subsidize product sales, so 
that consumers could buy products at heavily discounted 
prices. Another problematic business model in the B2C 
arena involved manufacturers of products selling di¬ 
rectly to end consumers and bypassing wholesale and 
traditional retail channels. Levis, for example, attempted 
to sell its blue jeans directly to online shoppers. Exist¬ 
ing retailers, however, threatened retaliation. Given the 
relatively small percentage of sales generated by the In¬ 
ternet, Levis soon gave up on the direct-sale model and 
now uses its Web site mainly to promote sales of Levis 
at traditional retail outlets or to sell online through its 
retailers’ Web sites. 

Hawkins (2004) criticizes the notion that the Internet 
required altogether new business models, arguing instead 
that it simply enabled some firms to apply models that 
heretofore had not been used by them in their particular 
market, but that had been common in markets for other 
types of goods and services. Moreover, he argued that a 
model does not convey competitive advantage in and of 
itself, but only if there were reasons to expect that a firm 
could prevent others from easily imitating it. 

Critics of the early business model literature also point 
out that the dominant focus on revenue streams can 
encourage firms to ignore other benefits that e-commerce 
offers, such as cost reductions, improved customer rela¬ 
tions, or enhanced performance of traditional channels 
(Steinheld, Bouwman, and Adelaar 2002). For example, 
a virtual merchant may be able to offer goods at lower 
prices because of its lower inventory holding costs and 
lower selling costs. On the other hand, a click-and-brick 
firm may use its Web site to help generate more traffic in 
its physical stores by offering coupons or searches of in¬ 
store inventory (Steinheld 2005). 

Despite the critiques, it is clear that the development 
of online commerce has enabled the application of many 
innovative strategies. One way to view the dot-com crash 
was simply as an inevitable shakeout that always follows 
the rapid entry of firms into a new area of business. In 
this perspective, the models that survived represent the 
winning approaches, promising significant opportunity 
for the firms that have successfully adopted them. 

ONLINE RETAIL MARKETING 
STRATEGIES 

E-commerce gives merchants many opportunities to en¬ 
hance the way products are marketed to customers, stem¬ 
ming from the information capture and manipulation 
capabilities of computer-mediated commerce, as well 


as the networking and community-enabling affordances 
of the online world. These affordances make it possible to 
personalize and customize interactions with consumers 
in much more sophisticated ways than heretofore pos¬ 
sible, at least by larger retailers. They provide better tools 
to match products and product features with consumer 
preferences, and enable joint efforts among vendors of 
complementary products to meet demand. Through crea¬ 
tive application of data on past purchases, buyer loyalty 
and incentive programs can increase switching costs and 
lock-in. Moreover, by connecting with customers in new 
ways, through multiple channels including customer to 
customer interactions, e-commerce can capitalize on 
multichannel and viral marketing opportunities and give 
buyers access to a wealth of untapped knowledge. 

Personalization, Customization, and 
Recommendation Systems 

By supplying information about preferences, as well as 
information from purchase histories to online vendors, 
either directly through interaction with the Web site, or 
indirectly through marketing intermediaries, it is possible 
to tailor offerings more directly to individual buyers. 
Dynamically constructed pages can reflect customer in¬ 
formation and preference in what some call a one-to-one 
marketing relationship. In addition to personalizing the 
interaction to enhance the relationship with customers, 
the two-way interaction supported by the Web, coupled 
with back-end intelligence about what features and acces¬ 
sories go with selected products, provides the potential for 
product customization. Many e-commerce vendors offer 
customers a "build-to-order” option that allows some de¬ 
gree of customization of the products to suit buyer tastes. 
This is common for computer vendors, but other types 
of e-commerce companies have also used e-commerce to 
offer this value-added service to customers. Lands’ End, 
for example, offers hem-to-order pants. Even Levis, in 
their initial foray into e-commerce, attempted a "made- 
to-measure” blue jean product. 

Collective intelligence mined from data on the popu¬ 
lation of customers further adds to online merchants’ 
abilities to meet customer needs through sophisticated 
recommendation systems (Schafer, Konstan, and Riedl 
2001). Recommendations can range from using simple 
automated rules to suggest related products that can com¬ 
plement a product in a customer’s order—often termed 
“cross-selling”—to more complex mining techniques 
that integrate customer purchase histories, the profiles 
and purchases of other customers, and association rules. 
This latter technique, often termed “collaborative filter¬ 
ing,” can lead to ever more accurate recommendations as 
the population of buyers grows larger. Amazon was one 
of the first to implement such a service with their now 
famous recommendation services for related books. Such 
systems can also enhance up-selling practices, where 
more expensive alternatives are suggested. 

Incentive and Loyalty Programs 

In an effort to inspire greater customer loyalty, many 
e-commerce sites followed the lead of airlines and offered 
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various types of incentive marketing programs. Frequent 
shoppers can accumulate points on many sites that 
entitle them to discounts and other benefits. Because all 
transactions are automated and it is so easy to collect 
information via the Web, these types of programs became 
much more accessible to all online merchants. As with 
airline frequent flyer programs, these techniques create 
switching costs, since customers who do not return know 
they will lose accumulated benefits. 

Direct E-Mail, Viral, and Multichannel 
Marketing 

The Internet affords merchants new channels with which 
they can interact and sell to consumers, even beyond their 
own Web sites. For example, e-mail, the most popular ap¬ 
plication of the Internet, has been a valuable e-commerce 
marketing tool. Companies obtain e-mail addresses of 
visitors and customers, and regularly send targeted let¬ 
ters with new product information, announcements of 
sales, and other promotional content. Although dimin¬ 
ished in usefulness today because of the overwhelming 
presence of spam, customers may still opt-in to receive 
information on product updates via e-mail. 

Perhaps more important than direct e-mail from mer¬ 
chant to consumer is the interaction between customers 
that can be facilitated in the online context. Increas¬ 
ingly, companies rely on customers to help spread the 
word about their products and services. Such a strategy 
is known as viral marketing, because the marketing ma¬ 
terial is carried by customers and spread throughout a 
target population. Often, dissemination is accomplished 
by giving users access to free services or games, which re¬ 
quire the participation of others. Paypal, for example, lets 
its customer send payments to others for free. Recipients 
must open an account with Paypal in order to transfer 
the funds into their regular bank account. This strategy 
has helped grow the number of Paypal account holders, 
which in turn entices more merchants to accept Paypal 
payments. Merchants, however, do pay a fee to receive 
funds. 

Such customer-to-customer interactions may also 
occur in new social network communities, perhaps with 
some sponsoring activity by vendors. Online social net¬ 
work services like MySpace and Facebook enable users 
to construct rich profiles and then to make explicit con¬ 
nections (friends) with other site users. These so-called 
articulated friendship networks (Donath and Boyd 2004) 
are visible, so one user can see his or her friends’ friends. 
This can help foster new connections and help users 
judge someone they do not yet know based on the implicit 
warranting done by mutual acquaintances. E-commerce 
companies have discovered that such online social net¬ 
works can be valuable marketing tools, for purposes such 
as viral marketing campaigns, obtaining product feed¬ 
back from user discussions through sponsored groups, 
or simply mining profile data to better target product 
advertising. 

Channels to reach potential buyers can extend to other 
online business, in what have been called "affiliate rela¬ 
tionships," as well as into the offline world. In the former 
situation, vendors use the wider Web community to help 


sell products. This involves more than simple reciprocal 
linking, and can include payments to Web affiliates that 
refer a customer who purchases a product. Amazon was 
a pioneer in this area as well, allowing virtually anyone 
with a Web site to become an Amazon affiliate. For exam¬ 
ple, an author might provide a link from his or her per¬ 
sonal Web site to the book's purchase page on Amazon. 
The link is coded to identify the referrer, who then earns 
a slight commission on any purchase originating from 
the referring site. Multichannel e-commerce extending 
to the offline world has expanded considerably in the 
past decade. In most cases, these retailers have both a 
physical store and a virtual one, and seek to meet diverse 
customer needs with this combined offering. For example, 
a multichannel—or click-and-brick—retailer can provide 
detailed product information online, immediate pick-up 
in a store, and extensive support after the purchase on¬ 
line. Catalogue companies can refer to their Web site in 
every printed catalogue mailed to customers. In this way, 
they can gain the benefit of a regular reminder to look 
at their merchandise, with the cost savings that accrue 
when customers fill out online forms instead of calling a 
call center. Such examples highlight how click-and-brick 
firms and catalogue companies capitalize on the syner¬ 
gies that arise from the integration of traditional and 
online channels (Steinfield et al. 2002; Steinfield 2006). 
Such synergies may not come without problems, as chan¬ 
nel conflicts may surface, in the form of undue competi¬ 
tion across channels, cannibalization of sales, and lack of 
seamless interoperability that frustrates customers. 

BUSINESS-TO-BUSINESS E-COMMERCE 

Although business-to-consumer (B2C) e-commerce 
captures much of the headlines, business-to-business 
e-commerce volume is vastly larger—representing 94 
percent of all U.S. online transactions in 2003, as noted 
earlier. 

B2B e-commerce typically is divided into two main 
categories based on characteristics of the infrastructure 
and interfirm relationships of the participants: private 
industrial networks and Internet-based marketplaces 
(Laudon and Traver 2003). Private industrial networks 
are typically organized over proprietary network arrange¬ 
ments and involve existing trading partners in established 
trading relationships. Internet-based marketplaces rely 
on public network arrangements and hence can be open 
to new participants. 

B2B Internet marketplaces have further been classi¬ 
fied according to two important dimensions of business 
purchasing: how businesses buy and what businesses 
buy (Kaplan and Sawhney 2000). The “how” dimension 
distinguishes between spot purchasing to fill an immedi¬ 
ate need, and systematic purchasing for planned, long¬ 
term needs. The former is often done using ephemeral, 
market-based transactions, without long-term contracts. 
The latter is often done after significant negotiation, 
and is often used for purchasing in large volumes from 
trusted trading partners. The “what” dimension normally 
distinguishes between vertical (also called "direct” or 
“manufacturing") inputs that relate to the core products 
of a firm and horizontal (often called “indirect” or “MRO" 
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[for maintenance, repair, and operating]) inputs, such as 
office supplies, that are acquired by all firms. 

Laudon and Traver (2003) distinguish the following 
four types of Internet-based B2B marketplaces. 

• E-distributors (support spot purchasing for horizontal 
inputs), such as Grainger.com or Staples.com, offer elec¬ 
tronic catalogues representing thousands of suppliers. 
Laudon and Traver (2003) call them the Amazon.com 
for industry since they operate much like retailers. The 
main benefit for buyers is simply the reduced search 
cost, although additional services such as credit and ac¬ 
count management are offered to help further reduce 
transaction costs. 

• E-procurement services such as Ariba.com also offer 
MRO supplies, but focus on systematic purchasing 
rather than spot purchasing. Such B2B intermediar¬ 
ies offer a range of procurement services, including 
the licensing of procurement software that supports a 
range of value-added services. They do not own the sup¬ 
plies, but offer the catalogues of thousands of suppliers 
from whom they also obtain fees and commissions. 
They theoretically bring value by aggregating both buy¬ 
ers and sellers, decreasing search costs for both par¬ 
ties, and therefore are subject to significant positive 
network externalities (the more buyers they attract, the 
more suppliers will join, and vice versa). 

• Exchanges, such as E-steel.com, are intermediaries that 
focus on bringing together buyers and sellers within 
a particular industry, and concentrate on the spot 
purchasing of manufacturing inputs. They charge com¬ 
missions, but offer a range of purchasing services to 
buyers and sellers, supporting price negotiations, auc¬ 
tions, and other forms of bidding in addition to normal 
fixed-price selling. Buyers benefit from greater choice 
and lower prices, while sellers gain access to large num¬ 
bers of buyers. Often these vertical markets are used 
to unload surplus materials (for example, via auction). 
They are also subject to network externalities. 

• Industry consortia are best represented by Covisint, 
the electronic procurement system developed by the 
leading automobile manufacturers. These exchanges 
are typically jointly owned by large buying firms seek¬ 
ing to rely on electronic networks to support long¬ 
term relationships with their suppliers. Entrance is by 
invitation only, and the buying clout of the founders 
influences suppliers to make the investments needed to 
participate. 

In general, Laudon and Traver (2003) note that private 
industrial networks remain far more commonplace than 
Internet-based B2B markets. This is perhaps due to the 
need to make investments in the hardware, software, and 
business process re-engineering necessary to accomplish 
B2B transactions electronically. Companies need to be 
sure there is a payoff for these investments, and hence 
engage in them to serve established trading partners 
(Kraut et al. 1999). Moreover, as e-commerce becomes a 
more important part of the supply chain, greater amounts 
of strategic information (e.g., provision of forthcoming 
product designs to help suppliers prepare for new orders 


and better integrate their components), then concerns 
over the protection of information, lead firms to restrict 
electronic transactions to trusted trading partners. 

ONLINE CONTENT DISTRIBUTION 

The content industries have been dramatically affected 
by e-commerce. Because content today is created, stored, 
and increasingly distributed digitally, it is ideally suited 
for e-commerce. Content is a classic example of an in¬ 
formation good, with its unique economic characteristics 
(Shapiro and Varian 1999). It is nonrivaled in that con¬ 
sumption by one user does not necessarily prevent 
consumption by another. Content producers tradition¬ 
ally face high first-copy costs for quality content, but 
near-zero marginal costs of digital reproduction and dis¬ 
semination. These characteristics can encourage illegal 
copying and piracy, which can ultimately result in lower 
incentives to produce good content. New strategies are 
required, therefore, of content producers, since the In¬ 
ternet could easily render older business models obsolete 
(Evans and Wurster 2000). Online content business mod¬ 
els are appearing, including on-demand (e.g., iTunes), 
subscription (e.g., Rhapsody), advertiser-supported (e.g., 
New York Times Electronic Edition), and various com¬ 
bination models (e.g., free or advertiser-supported basic 
content with premium paid content). The content indus¬ 
tries face many challenges related to e-commerce. First, 
because of the legacy expectation that content on the In¬ 
ternet should be free, many content providers, especially 
in the online news arena, have felt compelled to find ways 
to provide online content without subscription or per¬ 
use charges. In the case of newspapers and magazines, 
this means that companies face the risk that online ver¬ 
sions will cannibalize sales of offline subscriptions. The 
empirical evidence is mixed on this topic. Simon (2005) 
found that magazine subscriptions decline by 3 percent 
following the introduction of a Web site, while Kaiser and 
Kongsted (2005) found a complementary effect, with off¬ 
line circulation increasing following the establishment of 
a companion Web site. 

Content producers and distributors also face severe 
challenges from piracy, especially in the context of 
peer-to-peer file-sharing services (Premkumar 2003). 
Premkumar noted in 2003 that more than half of all U.S. 
teenagers had downloaded free music over the Internet. 
Today, the availability of legitimate Internet-based on- 
demand and subscription-based services offering music, 
TV shows, and movies, coupled with aggressive prosecu¬ 
tion of copyright violations has alleviated the damage to 
some extent. Digital rights management (DRM) software 
is used to limit consumers’ abilities to upload online- 
purchased digital music to free filesharing sites. Yet it also 
limits consumers’ abilities to use their purchased content 
on multiple devices, creating some backlash against the 
DRM schemes in use. 

Another new development facing content producers 
seeking to make gains from e-commerce is the rise in user¬ 
generated content. Some news-related weblogs (blogs) 
and video weblogs (vlogs) have become quite established, 
attracting many readers and viewers (Rainie 2005). User¬ 
generated video is also increasing in popularity, with a 
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number of sites appearing that aggregate online user¬ 
generated video into new Internet “channels,” such as 
YouTube (www.youtube.com), iFilm (www.ifilm.com), 
and Democracy (www.getdemocracy.com). These sites 
compete for viewers’ attention, potentially taking revenue 
from traditional content producers and distributors. 

However, established TV and movie producers are 
increasing their use of the Internet and finding ways 
to generate new revenues. They are placing trailers on 
free sites to help promote their content, and rather than 
make the same mistake as the music industry did, are 
beginning to embrace the Internet for legitimate pur¬ 
chases. For-pay downloads of video content are provided 
through online stores such as iTunes, or movie distribu¬ 
tion sites such as CinemaNow. Revenue models are evolv¬ 
ing beyond one-time purchase and ongoing subscription 
to also include time-limited rentals using DRM software. 
Content distribution is also extending to mobile devices 
as well, using services such as Verizon’s VCast and other 
mobile content platforms. Sites that host user-generated 
content are also being viewed as sources of new talent by 
traditional content providers. Some merchants have even 
experimented with user-generated ads for their products, 
not only showing them online, but through mainstream 
media as well. These new strategies highlight the increas¬ 
ing convergence between old and new media. 

ECONOMIC IMPACTS OF E-COMMERCE 

Research on e-commerce has identified a wide range of eco¬ 
nomic impacts that stem from the new business models, 
costs of accessing customers and markets, supply-chain 
integration, and marketing and pricing strategies. One 
recurring theme found in the literature on e-commerce 
is the potential that it offers for a dramatic reconfigura¬ 
tion of the value chain in industry after industry. Reduced 
costs for accessing consumers can encourage producers 
to bypass middlemen, resulting in disintermediation. On¬ 
line retailers may bypass traditional wholesalers and dis¬ 
tributors and work directly with manufacturers. A second 
recurring theme is the effect of e-commerce on informa¬ 
tion asymmetries that formerly characterized many mar¬ 
kets. Both of these themes are played out in the effect of 
e-commerce on market structures and prices, on relations 
between buyers and sellers, on pricing strategies, and on 
online merchants’ abilities to establish trust. A brief over¬ 
view of e-commerce research on these topics is provided 
below. 

Effects on Markets and Prices 

E-commerce research has long focused on the ways it may 
influence markets, such as encouraging the bypass, or 
disintermediation, of traditional middlemen, and altering 
buyer-seller relations, and creating downward pressure 
on prices in general. One of the key mechanisms behind 
these hypothesized impacts is the effect of e-commerce 
on the costs of doing business. E-commerce helps com¬ 
panies reduce costs and enable the entry into new mar¬ 
kets by reducing what economists call transaction costs 
(Williamson 1975, 1985). Every commercial exchange, 
including those between consumers and businesses, and 


business-to-business exchanges, is a transaction that can 
be broken into a number of discernible stages, each with 
its own set of costs to the participants. At the simplest 
level, we can consider any purchase to require an infor¬ 
mation or prepurchase phase, a purchase phase, and an 
after-sales, or postpurchase phase. During the informa¬ 
tion phase, for example, buyers face search costs, while 
sellers have costs to supply purchase information to buy¬ 
ers. During the purchase phase, other costs are associ¬ 
ated with negotiation, monitoring contracts, and actual 
financial settlement. Postpurchase costs include repairs, 
returns, and other types of customer services. When trans¬ 
action costs get too high, markets become inefficient, and 
prices can be higher than they should be. For example, 
imagine a small town with one seller of some product. 
Without the Internet, customers in this town face high 
search costs (e.g., driving to another city to look in stores 
there) with uncertain payoff. So they pay the higher 
prices charged by the local monopoly provider. With the 
Internet, customers’ search costs for finding lower-priced 
suppliers are dramatically reduced, forcing the local 
monopoly seller to lower its prices. Because of this effect, 
many economists believe that the Internet will help 
reduce prices across all industries (Bakos 1997). Indeed, 
it became popular to talk about the “death of distance" 
as a barrier to commerce due to the reduced transaction 
costs afforded by e-commerce. 

One oft-mentioned market structure impact of the 
reductions in transactions costs offered by e-commerce 
is its potential to enable producers of goods and services 
to bypass intermediary firms like wholesalers and retail¬ 
ers and sell directly to end customers (Benjamin and 
Wigand 1995). Many producers were swayed by this 
logic, and began to sell products directly from their Web 
sites. For some companies, such as Dell Computer and 
Cisco, the direct-sale business model made a great deal 
of sense, and the Internet provided a cost-effective way 
to manage it. Most of their customers were businesses 
already connected to the Internet, and accustomed to 
doing business in this way. For others, especially those 
selling to consumers, this approach made less sense. 
Sarkar, Butler, and Steinfield (1995) showed early on 
that, in fact, the Internet provided as much or more 
opportunity for new forms of intermediation, and also 
helped to strengthen the role of existing intermediary 
firms. Indeed, some of the most famous Internet compa¬ 
nies, such as Amazon and eBay, are examples of the new 
types of intermediation made possible by e-commerce. 
Sarkar and colleagues argued that intermediaries' trans¬ 
action costs have also been reduced, and the gains they 
get from e-commerce may negate any advantages pro¬ 
ducers might gain. They also note that intermediaries 
provide many functions to both buyers and sellers, such 
as needs assessment and evaluation, market informa¬ 
tion, and risk reduction, which are critical for many 
purchases. Many subsequent analyses demonstrated the 
fallacy of the disintermediation hypothesis (e.g., Schmitz 
2000). Marketing theorists caution that while any par¬ 
ticular intermediary might be eliminated, their functions 
cannot be, suggesting that a role remains for intermedi¬ 
aries even in the age of e-commerce (Stern, El-Ansary, 
and Coughlan 1996). 
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Buyer-Seller Relations 

Another market effect of e-commerce related to transac¬ 
tion costs in general, and search costs in particular, is 
the potential for companies to find new trading partners 
rather than remain locked in to existing relationships. If 
transaction costs can be reduced, then market mecha¬ 
nisms may be used where they were not feasible before¬ 
hand, based on an early theoretical argument proposed 
by Malone, Yates, and Benjamin (1987). For example, 
suppose a company needed a very specific type of input, 
available from only one particular supplier in its area. In 
the past, this company was at a disadvantage. Because 
of information asymmetries (the supplier knew what 
it cost to make the goods, but the buying company did 
not), and lack of alternative providers, the supplier could 
charge higher prices. However, the reduced search costs 
and greater information available on the Internet reduce 
these asymmetries, and increase choice. Hence, firms can 
avoid being locked into long-term relationships, and use 
more spot-market buying behavior to source the inputs 
they need. The theoretical prediction was that such uses 
of e-commerce would give rise to large electronic market¬ 
places in which businesses could buy inputs based purely 
on the best available offers. 

Although e-commerce did result in the formation 
of large B2B electronic marketplaces that offered both 
manufacturing (vertical) inputs and commodities (hori¬ 
zontal) supplies, the above prediction has not been en¬ 
tirely supported. First, most of the third-party developed 
B2B markets have failed (Laudon and Traver 2003). 
Substantial empirical evidence suggests that firms are 
more likely to use e-commerce to increase the efficiency 
of transactions with trusted suppliers than to enable spot 
transactions with new suppliers (Steinfield, Kraut, and 
Plummer 1995). Hence, they were less likely to allow 
new third-party firms to position themselves as profit¬ 
making intermediaries in these well-established relation¬ 
ships. Instead, the bulk of B2B e-commerce occurs over 
private industrial networks typically organized by larger 
buyers or sellers. Often a large company will function as 
the leader in a value network that encompasses firms up 
and down the value chain. These value networks compete 
with other value networks, as an extension of simple firm- 
to-firm competition. The B2B e-commerce links permit 
more than just simple buy and sell transactions—they en¬ 
able collaborative e-commerce among networks of firms, 
allowing activities such as co-design of components, joint 
marketing efforts, and the like. 

Pricing 

As noted above, because of the reduction in transaction 
costs, and access to information about prices of alterna¬ 
tive vendors, a primary effect of e-commerce was sup¬ 
posed to be lower and more homogenous prices relative 
to traditional channels. Up to now, the evidence for lower 
prices is rather mixed, especially when the added costs for 
shipping are taken into account. Moreover, price disper¬ 
sion remains high, contrary to the expectations of econo¬ 
mists (Smith, Bailey, and Brynjolfsson 2000). It appears 
that because it is so easy to change prices (referred to as 
menu costs), Internet companies make more changes in 
smaller increments in order to respond to the market. 


Another reason there is variability in prices is that 
e-commerce makes it easier to engage in price discrimi¬ 
nation, whereby vendors sell the same product to differ¬ 
ent customers at different prices. The goal, of course, is 
to learn what each customer is willing to pay, and then 
charge him or her that price. One way that this can hap¬ 
pen is through auction pricing, which allows customers 
to submit their willingness to pay in the form of bids. 
Another popular price-discrimination approach is to 
charge different prices for different versions of the same 
product or service (e.g., a student version of software 
vs. a professional version) (Shapiro and Varian 1999). 
Sometimes e-commerce companies have tried to esti¬ 
mate willingness to pay based on some aspect of online 
behavior. Amazon, for example, once angered its cus¬ 
tomers when it was revealed that the online vendor had 
attempted to charge higher prices to returning custom¬ 
ers, based on the assumption that these loyal customers 
would be less likely to switch to other online sellers. They 
soon stopped this practice. Another method of price dis¬ 
crimination is to make assumptions about willingness to 
pay based on the referring site. Thus, if a shopper arrives 
at an online retail site by way of a comparison shopping 
agent or a discount shopping site, he or she may be pre¬ 
sented with a lower price than a shopper who had clicked 
on an ad in an upscale investment journal. 

In summary, much of the market impact literature re¬ 
lated to e-commerce overlooks many important influences 
on the price of any product, including the fact that online 
products differ in many ways from their counterparts 
in a store. Online products are not immediately avail¬ 
able, cannot be touched, smelled, or otherwise physically 
examined, and perceived risks—for example, ease of re¬ 
turns—may be higher. It further ignores the importance 
of established relations between buyers and sellers, as 
well as the use of e-commerce in ways that lock in trading 
partners rather than reducing so-called market frictions 
that make it easier to switch vendors. For example, com¬ 
panies that gather information from customers, and then 
use this to help offer highly personalized services, or that 
provide incentives to keep customers returning to their 
Web site, create what has been called “sticky” e-commerce 
(Shapiro and Varian 1999). In this way, e-commerce raises 
customers’ switching costs (the costs to move to a different 
supplier of a good or service), raising a new barrier that 
can help prevent other firms from successfully attacking 
a particular market. Network externalities, which create 
positive feedback loops so that the larger the service, the 
more attractive it is, also work to make it difficult for new 
firms to attack established players. For example, eBay is 
so attractive because its large user base increases the like¬ 
lihood that people can always find the specific product 
they are seeking. This in turn draws more sellers, which 
attracts more buyers, and so on. Smaller systems have 
trouble competing with this dynamic. Such differentia¬ 
tion effects demonstrate that e-commerce does not make 
exchanges frictionless, and this result would not, in any 
case, be in the interest of merchants. 

Alternative perspectives point out other reasons why 
new entrants may find it difficult to dislodge incum¬ 
bents in any industry. Afuah and Tucci (2001) point out 
that incumbent firms normally possess crucial resources 
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that new entrants may not have. These are often called 
"complementary assets,” and include factors such as 
established relationships with suppliers, experience, ac¬ 
cess to retailers, powerful information systems, and strong 
distribution networks. Indeed, the rise of click-and-brick 
e-commerce show forcefully how incumbent retailers can 
better capitalize on e-commerce than the new dot-coms 
that do not possess the required complementary assets. 

Trust, Security, and Privacy 

How to establish trust in online commerce is one of the 
most heavily researched e-commerce areas, becoming 
an issue when thousands of new and unfamiliar dot-com 
companies flooded the Internet (Grabner-Krauter and 
Kaluscha 2003; Koufaris and Hampton-Sosa 2004; Tan 
and Thoen 2002). Consumers are reluctant to shop at 
unfamiliar online stores for fear that their orders may 
not be fulfilled or that they may not be able to return 
defective merchandise. The same problem prevents busi¬ 
nesses from buying from unfamiliar suppliers, who have 
not proved that they are both trustworthy and compe¬ 
tent to handle the business. Much of the research has 
attempted to identify factors that influence the forma¬ 
tion of trust, such as Web-site quality, presence of Web 
assurance seals (verification from trusted third parties— 
firms like VeriSign or Trust-E that vouch for the legiti¬ 
macy of an online vendor), use of secure servers for 
transactions, and specification of privacy policies (Kim 
et al. 2004). To some extent, the growing familiarity of 
e-commerce brands, and movement of established firms 
into e-commerce has helped. However, consumers have 
new concerns about how e-commerce companies will 
use the information they collect. This is a privacy issue 
on its face, but also reflects a lack of trust that online 
vendors will behave responsibly. 

A related issue is the fear that many online users have 
over the security of online transactions. Theft of credit- 
card numbers and personal information are chief con¬ 
cerns, and statistics on online fraud supplied by the 
Federal Trade Commission (2004) suggest that trust and 
security remain a significant problem. Clearly, the con¬ 
tinued use of strong encryption measures, such as those 
outlined above in the section on "Encryption Methods 
in E-Commerce,” will help bridge the trust gap. Secure 
transactions are not enough; they must be accompanied 
by sound information security practices in all aspects 
of a firm’s infrastructure. The cases of hackers breaking 
into corporate networks and stealing entire databases 
of credit-card numbers stored on servers reminds us of 
the importance of an overall information security policy 
(Laudon and Traver 2003). Other measures for estab¬ 
lishing trust, however, are also needed for consumer-to- 
consumer markets like eBay, as noted above. Reputation 
and feedback systems, as well as escrow systems, are 
some of the measures used to generate trust among stran¬ 
gers in such auction markets (Resnick et al. 2000). 

Finally, for many purchases, e-commerce may not 
be the best approach, given consumers’ needs, desires, 
or home situations (Steinfield et al. 1999). For example, 
when someone needs a product immediately, they are 
much more likely to pick it up at a local store than wait 


one or more days for delivery. Click-and-brick firms such 
as Best Buy recognize this need, and now offer in-store 
inventory search and pick-up options for online shoppers. 
Other consumers see shopping as a social and entertain¬ 
ment activity, and a visit to the mall with friends is hardly 
replaceable by e-commerce. Finally, some services simply 
require too much of consumers to be viable. For exam¬ 
ple, in order to buy groceries including perishable items 
online, someone needs to be home at the time of deliv¬ 
ery. This scheduling may be difficult, and to get around 
it, some companies attempted to use refrigerators in 
garages to which deliverymen had access. Yet this also re¬ 
quires consumers to open up their private space to stran¬ 
gers, and the costs of installing appliances at customer 
premises proved to be impractical. Moreover, not every¬ 
one had a garage, which limits the market. These are just 
a sampling of shopping situations in which e-commerce 
might not be the best option. 

CONCLUSION 

This chapter has provided a broad overview of 
e-commerce and showed how the creation of a ubiquitous, 
easy-to-use, and open data network helped e-commerce 
emerge as a powerful force from the many precursor 
systems and technologies. As evolving technologies such 
as broadband access via wired and wireless networks, new 
markup standards, encryption systems, and new inter¬ 
faces, extend the reach of e-commerce, its influence on 
the structure of commerce throughout the world grows 
stronger. E-commerce is continuing to spread throughout 
the economies of the world, with the pace determined by 
national policy contexts, infrastructure availability, and 
cultural factors. 

The dot-com bust may have caused some to be pessi¬ 
mistic, but it can also be viewed as a normal evolutionary 
process at the start of any new industry. Poor business 
models have failed, but viable ones have survived and 
are now prospering. Moreover, the entry of established 
companies into e-commerce is lending more legitimacy 
to the sector, and is helping to overcome trust problems, 
as is the increasing use of powerful public key encryp¬ 
tion systems to protect transaction data. These firms also 
have the resources and alternative sources of income to 
enable their e-commerce channels to develop appropri¬ 
ately, without reckless moves aimed at capturing market 
share at the expense of profits. 

Online commerce fundamentally changes businesses 
practices in many industries, enabling customization 
where it was not possible before, creating long-tail mar¬ 
kets for goods and services that could not previously be 
offered in a profitable way, and opening up markets to 
new competitors coming from different locations and 
industries. Value chains are experiencing reconfigura¬ 
tion, as the costs of reaching suppliers and customers 
are reduced and information asymmetries lessened. Effi¬ 
ciencies in the supply chain encourage globalization, and 
lower prices for consumers. 

As e-commerce becomes even more pervasive, new re¬ 
search issues continue to surface. The extension of data 
capture through mobile devices, for example, requires 
much new work on how to provide services without 
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intrusions into personal privacy. The increasing sophisti¬ 
cation of pricing strategies requires greater understand¬ 
ing of their effects on both sellers and buyers. The growth 
of multichannel retailing requires more understanding of 
how to manage channel conflicts and identify synergy 
opportunities. New interface techniques are being de¬ 
ployed without adequate understanding of their effects 
on users. The implications of new online practices such 
as mash-ups, user-generated content, and social network¬ 
ing services for e-commerce are not fully understood. 
Clearly, there is a rich future for research in the broad 
new field of e-commerce. 

GLOSSARY 

B2B Electronic Hub: Electronic marketplaces in 
which business buyers can acquire goods from sup¬ 
pliers. Vertical hubs focus on the provision of manu¬ 
facturing inputs bringing together firms operating at 
various stages inside a particular industry value chain. 
Horizontal hubs focus across industries, bringing 
buyers and sellers of a wide range of maintenance, 
repair, and operation goods (MRO) to the market. 
Collaborative E-Commerce: A form of B2B e-commerce 
among cooperating networks of firms that involves 
more than just purchases, but also such activities as the 
co-design of components and joint marketing efforts. 
Complementary Assets: Resources possessed by a firm 
that enable it to take better advantage of innovations 
such as e-commerce. These resources include estab¬ 
lished relationships, product know-how, existing busi¬ 
ness processes and systems, and distribution systems. 
Disintermediation: An effect of e-commerce whereby 
producing firms bypass traditional intermediaries in 
order to sell directly to end consumers. Hence, inter¬ 
mediaries such as wholesalers or retailers (see below) 
find their position in the market, and thus their very 
survival, threatened. 

Dot-Com: A name given to Internet companies because 
their network name ended in ".com.” 

EDI: Electronic document interchange, a standard 
for transmitting business documents over computer 
networks. 

Intermediary: An entity that facilitates trade between 
buyers and sellers in markets. Wholesalers and retail¬ 
ers are considered to be intermediaries that help manu¬ 
facturers sell their products to end consumers. Real 
estate agents are intermediaries who bring together 
home buyers and sellers. 

Internet Business Model: A generic term referring to a 
variety of specific methods of doing business and gen¬ 
erating revenue on the Internet. 

Network Externalities: A term describing the changes 
in benefit that an agent receives from a good or ser¬ 
vice due to changes in the number of other people us¬ 
ing that good or service. The word externality implies 
that these benefits are not “internalized” by the seller 
(i.e., captured in the price). They may be negative (e.g., 
congestion effects) or positive (e.g., more potential 
contacts). Often the term network effect is used to refer 
to the increasing benefits to customers associated with 
a larger user base in an online business. 


Price Discrimination: A pricing strategy whereby 
vendors sell the same product to different customers 
at different prices in an attempt to maximize overall 
revenue by matching prices to customers' willingness 
to pay. 

Public Key Encryption: An asymmetric method of en¬ 
cryption that requires two separate keys: one public 
and one private. Data encrypted with a public key can 
be decrypted only by the corresponding private key, 
and vice versa. Asymmetric systems are in contrast 
to symmetric, or private, key systems, which use the 
same key at both ends to decrypt transmissions. Pub¬ 
lic key systems solve the problem of sending keys over 
an insecure network, and they are often used in con¬ 
cert with symmetric systems—encrypting the symmet¬ 
ric key prior to sending to the other party. 

Switching Costs: In e-commerce, such costs are the 
additional costs a user (or buyer) faces when chang¬ 
ing to a different supplier of a good or service, caused 
by such factors as learning costs, loss of accumulated 
benefits, contract requirements, and so forth. 

Transaction Cost: Costs incurred by buyers and sellers 
as they complete a commercial exchange, including 
search and information-gathering costs, monitoring 
and settlement costs, and after-sales and service costs. 

CROSS REFERENCES 

See Electronic Data Interchange (EDI); Electronic Payment 

Systems; Mobile Commerce; The Internet Fundamentals. 
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INTRODUCTION 

Electronic data interchange (EDI) is the exchange of 
business transactions from computer to computer using 
standardized formats. EDI usually involves an electronic 
link from one organization to another, but it can also be 
used for transactions from one division of an organiza¬ 
tion to another division of the same organization. EDI 
is classified as a type of interorganizational information 
system (IOIS). There are more than 100,000 companies 
in the United States (Cooke 2002; Witte, Grunhagen, and 
Clarke 2003) and more than 200,000 worldwide (Angeles 
et al. 2001) using EDI. The U.S. Census Bureau reported 
that for the year 2000, manufacturers were the largest 
business users of electronic commerce, conducting 18.4 
percent of their orders as electronic transactions. 

EDI is a form of business-to-business (B2B) electronic 
commerce, and is considered one of the earliest forms of 
e-commerce. B2B is the largest portion of electronic com¬ 
merce. Some studies have reported that EDI accounts for 
over 80 percent of B2B electronic commerce (Down 2002; 
Laudon and Laudon 2006). 

EDI processing involves the translation of trans¬ 
actions into standard EDI formats. These formatted 
transactions are sent electronically to a trading partner, 
and the trading partner translates the transactions from 
the standard format into the format required for process¬ 
ing by its systems. EDI started in the early 1970s, when 
the transportation industry created the Transportation 
Data Coordinating Committee to develop standards for 
forty-five common types of transactions (Hsieh and Lin 
2004). The earliest forms of EDI used private networks to 
link with trading partners, in some cases going through 
value-added network (VAN) service providers. The avail¬ 
ability of the Internet has motivated organizations to 
move much of their EDI traffic to the Internet to reduce 


communication costs. It is estimated that Internet EDI 
transactions are increasing at an annual rate of about 
50 percent (Zuckerman 2004). 

EDI is an enabling technology: it enables businesses to 
send and receive business transactions electronically. EDI 
not only results in greater accuracy and faster processing 
of transactions, but it can also permit the full business-to- 
business integration of information systems. Researchers 
have observed that the use of EDI has revolutionized the 
ways in which organizations conduct business in recent 
years (Arunachalam 2004; Lee, Lee, and Kang 2005). EDI 
is moving beyond dyadic (between two trading partners) 
implementations and toward networked configurations 
(Arunachalam 2004; Christiaanse 2005) that enable even 
greater levels of benefits. 

BUSINESS APPLICATIONS OF EDI 

The business applications of EDI have increased as 
EDI has grown and evolved. Like other applications of 
computer technology, EDI started out as an efficiency 
improvement. The number of types of transactions 
defined by EDI standards has increased since its intro¬ 
duction. Its role in business has similarly expanded. This 
section explains how the motivation for businesses to use 
EDI has changed since the inception of EDI, and identi¬ 
fies the ways in which EDI can support various business 
strategies. 

Motivation for Using EDI 

EDI began at a time when computing technology was 
mainframe-based and proprietary; few common commu¬ 
nication protocols existed among vendors, and data rep¬ 
resentation also varied by vendor (Hsieh and Lin 2004). 
Companies did recognize the limitations of paper-based 
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transaction systems (Down 2002): it is labor-intensive and 
inefficient; it does not permit easy tracking; it requires 
long lead times for processing; there are many opportu¬ 
nities for errors; it may require data entry multiple times 
for the same data; and it does not provide visibility into 
the process. EDI evolved as a way to overcome these 
problems. The first industries to develop EDI solutions 
were those with high volumes of transactions: transpor¬ 
tation, automotive, grocery, and retail (Hsieh and Lin 
2004; Witte et al. 2003). 

The early EDI adopters identified standards for com¬ 
mon types of transactions such as shipping notices, orders, 
and other transactions to support trade, and invoices, 
payments, and other financial transactions. Many of 
the reasons for initially adopting EDI were to improve 
efficiency. Some small and medium-size businesses have 
adopted EDI as a requirement for doing business with a 
larger trading partner (Hart and Saunders 1998; Iacovou, 
Benbasat, and Dexter 1995). Today, EDI is frequently used 
to support business strategies such as just-in-time (JIT) 
inventory management and continuous replenishment 
process (CRP), and is important in supply chain manage¬ 
ment (SCM). The motivation for using EDI now extends 
to integrating business processes and optimizing business 
operations (Arunachalam 2004; Down 2002). 

Business Strategies Supported through EDI 

EDI can be applied to many functional areas, from logis¬ 
tics to management (Hsieh and Lin 2004). Banerjee and 
Kumar (2002) identify the following business objec¬ 
tives that can be supported through the use of elec¬ 
tronic business data interchange: reduced raw material 
inventory, reduced finished goods inventory, reduced 
cost of quality, reduced shipping costs, improved cash 
flow, increased sales opportunities, reduced data entry 
and paper costs, improved customer service, and faster 
response to changing product demand. Companies 
frequently initiate EDI to support JIT inventory manage¬ 
ment systems (Hsieh and Lin 2004), which can lead to 
reduced inventories. 

Campbell used EDI to support a CRP strategy with the 
grocery retail chains that it supplies (Lee, Clark, and Tam 
1999). Although Campbell had previously used EDI with 
the retail chains, the chains managed their own inventories. 
Under the new system, Campbell managed the inventories, 
a major change for the business. The arrangement led to 
improved inventory turns and reduced stockouts for the 
retail chains, and improved sales for Campbell. 

Smaller companies may be coerced into using EDI in 
order to satisfy the demands of a larger company that 
they supply. For these companies, using EDI may be a 
necessity to ensure survival. Companies should plan their 
EDI implementations with trading partners in order to 
avoid alienating them (Iacovou et al. 1995). Research 
has found that the level of trust in trading partner rela¬ 
tions is positively correlated with successful EDI imple¬ 
mentation (Ruppel, Underwood-Queen, and Harrington 
2003). Hart and Saunders (1998) found that companies 
that used cooperative strategies and built trust in trading 
relationships experienced a greater volume and variety 
of EDI transactions than companies that used coercion. 


Companies may need to provide technical assistance to 
trading partners to help them implement EDI (Iacovou 
et al. 1995; McGowan and Madey 1998). 

The use of the Internet for EDI has led to new oppor¬ 
tunities for EDI applications. Traditionally, EDI has been 
used primarily to support dyadic trading relationships, 
ones in which a company buys a product from one of 
a handful of suppliers (Choudhury 1997). EDI can now 
be used to support highly coordinated trading communi¬ 
ties (Arunachalam 2004; Christiaanse 2005; Down 2002; 
Elgarah et al. 2005) instead of being limited to dyadic 
trading relationships. The chemical industry is using EDI 
to support marketplaces and hubs within the industry, 
enabling companies to connect upstream supply channel 
functions with channel functions both inside and out¬ 
side organizational boundaries (Christiaanse 2005). The 
potential benefits of using EDI are explained in the fol¬ 
lowing section. 

ADVANTAGES AND POTENTIAL 
LIMITATIONS OF USING EDI 

There are many benefits that companies have attributed 
to the use of EDI. However, because some of those ben¬ 
efits are not realized unless a company uses EDI for a 
high number of transactions, there are some companies 
whose benefits are limited or go unrealized. 

Benefits of Using EDI 

Companies have received numerous benefits from the use 
of EDI. The benefits of EDI include: reduced data entry 
and paper costs, more timely information, improved 
information integrity, ability to handle a greater business 
volume, reduced logistics costs, improved information 
consistency and integrity, better business communica¬ 
tions, improved business processes, and improved secu¬ 
rity (Banerjee and Kumar 2002; Copeland and Hwang 
1997; Hsieh and Lin 2004; Mount 2003; Raghunathan 
and Yeh 2001; Witte et al. 2003). 

Properly implemented, an EDI transaction is entered 
once by one trading partner and electronically transmit¬ 
ted to the corresponding trading partner. Because the 
information comes in a standard electronic form, there is 
no need to re-key the information into the receiving sys¬ 
tem. EDI often results in more frequent communications 
with trading partner, which allows faster response to 
quality problems (Banerjee and Kumar 2002). The elec¬ 
tronic transmission is more timely than mail, phone, or 
fax communications, which EDI replaced. RJR Nabisco 
reports that its cost to process a purchase order via EDI 
is only $1, compared with $70 for a paper-based purchase 
order (Witte et al. 2003). 

Early EDI systems were targeted toward achieving 
improved efficiencies through automation of existing 
processes (Down 2002). The benefits of such systems 
included reduced transaction costs and improved timeli¬ 
ness of information. Many new implementations of EDI 
are focused on improving business processes and busi¬ 
ness operations (Down 2002). Capturing data in electronic 
form permits businesses to distribute that information to 
multiple systems for other purposes (Witte et al. 2003). 
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EDI implementation is a multifaceted concept; one 
can look at the breadth (number of trading partners 
using EDI with the organization), diversity (number of 
different types of EDI transactions supported), and depth 
(extent to which EDI is integrated with other systems) 
in measuring EDI implementation (Massetti and Zmud 
1996). Some companies have managed to extend inte¬ 
gration beyond their boundaries to obtain benefits from 
EDI. Organizations in some industries have been able to 
realize network effects by using EDI to more tightly inte¬ 
grate operations across firms, thus extending efficiencies 
to all participants (Christiaanse 2005). 


Potential Problems and Limitations of EDI 

EDI has several potential drawbacks; high implementa¬ 
tion costs, high operational costs, and the need to keep 
up with standards or maintain multiple standards (Witte 
et al. 2003). EDI implementation requires effective con¬ 
trols to prevent intentional or unintentional errors in the 
system (Lee et al. 2005). Smaller companies may perceive 
a lack of control in whether or how their trading partners 
use EDI (Riggins and Mukhopadhyay 1994). New ver¬ 
sions of the EDI standards are released every few years, 
and not all trading partners may upgrade at the same 
time (Down 2002; Witte et al. 2003). This can lead to dif¬ 
ficulties in keeping EDI running smoothly, and adds trou¬ 
bleshooting costs to the costs of using EDI. 

The cost of implementing and operating EDI systems 
can be high (Mount 2003; Witte et al. 2003). Mount esti¬ 
mates that the cost to purchase and install EDI software 
could cost a midsized company $120,000, and that opera¬ 
tion costs, including communications costs for transac¬ 
tions, could reach $400,000 for a midsized company. For 
companies performing high volumes of transactions, the 
benefits may far exceed the costs, but they may not for 
small companies (Down 2002; Lee et al. 2005; Mount 
2003). The costs of implementing EDI will vary with the 
type of technology used (Banerjee and Kumar 2002). 

EDI has both administrative and technical compo¬ 
nents. Organizations that possess greater levels of techni¬ 
cal knowledge have been able to achieve greater levels of 
EDI implementation than organizations with lower lev¬ 
els of technical knowledge (McGowan and Madey 1998). 
EDI users may fail to realize the benefits of EDI if they do 
not adequately integrate EDI systems with other systems 
(Copeland and Hwang 1997). This level of integration 
may require a company to use business process reengi¬ 
neering to modify the business operations involved with 
EDI (Lee et al. 1999). 

HOW THE EDI PROCESS WORKS 

Overview 

Recall that EDI is the computer-to-computer exchange of 
business transactions in standardized formats. The EDI 
process for a customer sending a purchase order to one 
of its suppliers is illustrated in Figure 1. Assuming that 
the customer has already entered the purchase orders 
into the purchasing system, the first step in the process is 
for a program to extract and format the purchase order 
information from the purchasing system. The extracted 


Buyer 


Supplier 



Figure 1: Steps in the EDI process 


information is then translated into an EDI-standard 
format, often done by commercial EDI software. Next, 
the purchase order information, now in the standard for¬ 
mat, is packaged for transmission, also frequently done 
by commercial software. The packaged purchase orders 
are then transmitted electronically to the supplier. Vari¬ 
ous communications alternatives are discussed later in 
this section. The supplier receives the packaged purchase 
order documents and uses its EDI document manage¬ 
ment system to parse the packaged documents into their 
component documents before running them through 
the translation software. The resulting translated docu¬ 
ments are then formatted to match the suppliers order 
system and loaded into the order system. The entire pro¬ 
cess is automated and electronic, so there is no need for 
human intervention. 

It is possible to outsource various steps in the EDI 
process. For example, some customers use a network 
service provider to perform the translation and EDI doc¬ 
ument management. Other companies may choose a less 
sophisticated approach to EDI. Commercial software is 
available that would allow a customer to enter the pur¬ 
chase order information; the software would translate 
the information into the EDI standard format and pack¬ 
age it for delivery. Similarly, there is commercial software 
to receive EDI information, parse it into documents, and 
print the documents. Companies that use this technique 
often do not receive the full benefits of EDI. 

The major EDI standards are discussed later in this 
chapter. There are two common communications net¬ 
work alternative for EDI: traditional EDI and Internet- 
based EDI. These two approaches are discussed in the 
remainder of this section. 

Traditional EDI Communications 

The earliest EDI communications configurations used 
proprietary protocols, which meant that EDI could take 
place only between trading partners with compatible 
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systems (Witte et al. 2003). Some larger companies 
established their own systems for processing whereby 
their trading partners would connect directly to the host 
company to transmit and receive EDI transactions over 
dial-up or leased lines. The larger company acted as a 
hub, and its trading partners would link to it, much as 
spokes connect to a hub on a wheel (Arunachalam 2004). 
This arrangement created a problem for trading part¬ 
ners who might need special equipment to communicate 
using multiple independent spokes to connect to multiple 
hubs. This led to the development of value-added network 
(VAN) service providers. 

One of the primary services offered by VANs is to serve 
as an exchange for EDI transactions among various trad¬ 
ing partners. The VAN offers electronic mailboxes and 
distribution services to its customers. A trading partner 
can send its EDI transactions to the VAN over a commu¬ 
nications link. The VAN will store the EDI transactions in 
the electronic mailbox of trading partners who subscribe 
to the same service, or forward the transactions to the 
service provider used by the trading partner. In addition 
to the electronic mailbox, VAN services can include trans¬ 
lation services, connectivity, security, and an audit trail 
(Copeland and Hwang 1997). The mailbox feature means 
that a trading partner does not need to have a spoke to 
each of its trading partners, it needs only one spoke to its 
VAN service provider. The VAN can also provide imme¬ 
diate notification to companies or forward documents 
to companies to ensure that event-driven processes run 
smoothly (Copeland and Hwang 1997). 

Traditional EDI has used leased lines or dial-up for 
trading partners to connect to their VAN service providers. 
This mechanism replaced the early proprietary systems, 
in which a large company would maintain its own mail¬ 
box system. The growth of the Internet as a ubiquitous, 
low-cost communications network has led to the develop¬ 
ment of Internet-based EDI alternatives. 

Internet-Based EDI Communications 

Multiple technical EDI implementation alternatives are 
possible through the Internet. There is not a single 
approach to Internet-based EDI that has become a stand¬ 
ard. Some companies have tried to bypass expensive 
VAN providers by using the Internet to connect directly 
with trading partners. Since the Internet uses a common 
protocol, this approach does not carry the burden of 
supporting multiple proprietary communications config¬ 
urations that created expense under the original propri¬ 
etary approaches to EDI. Some companies still value the 
services provided by VANs, and have migrated their com¬ 
munications with their VAN over to the Internet. 

Companies are using various approaches to conduct 
EDI over the Internet. One approach is to use EDI for¬ 
mats and then transmit them using protocols such as hie 
transfer protocol (FTP) (dmx.com 2002) or electronic 
mail (Chan 2002). Another approach is having trading 
partners enter transactions directly into forms (Mount 
2003), a technique that is sometimes labeled WebEDI 
or electronic forms interchange (EFI). Companies also 
use extensible markup language (XML) (Mount 2003; 
Zuckerman 2004) for exchanging business documents. 


The Internet is becoming the transmission medium of 
choice for EDI (Zuckerman 2004). 

One issue common to all Internet alternatives is that of 
security. The Internet is a public network. Many compa¬ 
nies are using encryption services such as secure hyper¬ 
text transfer protocol (https) or virtual private networks 
(VPNs) to limit exposure. Security considerations are dis¬ 
cussed further in a later section of this chapter. 

Chan (2002) describes a technique for using electronic 
mail multipurpose Internet mail extension (MIME) pro¬ 
tocol and traditional EDI standards to exchange business 
transactions. This approach involves an additional step at 
both the sending and receiving ends: the formatted EDI 
documents need to be converted to MIME at the sending 
side and back at the receiving end. 

Global Exchange Services, a VAN service provider, 
offers software that allows companies to create forms 
online for its trading partners to enter information; the 
form is then converted to EDI format and sent to the com¬ 
pany for processing (Mount 2003). Such arrangements 
can reduce the amount of technical expertise required of 
trading partners while still providing the benefits of EDI 
to the company hosting the Web site. 

XML has become increasingly popular for exchang¬ 
ing documents over the Internet (Mount 2003). XML is 
a language that is used to define documents containing 
data. It separates the structure of the data from the con¬ 
tent and display of the data, so it offers significant advan¬ 
tages compared to HTML. XML allows the definition of 
various document types, and then those document defini¬ 
tions can be used to transmit data over the Internet. XML 
document definitions could be established containing 
elements similar to EDI documents. 

Similarly to EDI messages, XML/EDI messages could 
be sent via email, FTP, or other Internet communica¬ 
tions protocol (Hsieh and Lin 2004). However, XML is 
slower than traditional EDI (Witte et al. 2003). Since 
XML messages are as much as nineteen times larger than 
traditional EDI messages, the difference is especially 
noticeable in larger transactions (Witte et al. 2003). Since 
XML can be read by Web browsers, it is expected that 
many small and medium-sized enterprises (SMEs) will 
use Web-based forms to read and create XML/EDI docu¬ 
ments (Witte et al. 2003) Another problem of using XML 
is that most implementations do not use traditional EDI 
formats (Mount 2003; Zuckerman 2004). Some compa¬ 
nies have mandated that their suppliers continue sup¬ 
porting traditional EDI formats (Zuckerman 2004). 

EDI STANDARDS 

Since EDI involves the electronic exchange of transac¬ 
tions in standard formats, it is necessary to develop stan¬ 
dard formats for EDI to take place. Early EDI systems 
use proprietary standards. Proprietary standards created 
problems for companies that had to support multiple 
standards of different trading partners (Chan 2002). In 
the early 1970s, the transportation industry formed the 
Transportation Data Coordinating Committee (TDCC) 
to develop common standards for the industry (Hsieh 
and Lin 2004). The American National Standards Insti¬ 
tute formed the Accredited Standards Committee XI2 in 
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1979, and that group adopted the TDCC standards as the 
basis for national standards, now referred to as the X12 
standards (Hsieh and Lin 2004). The X12 standards are 
widely used throughout the United States. 

The XI2 Standard 

The X12 standard defines over 100 different types of 
transactions. The standard specifies the data content, 
structure, sequencing, and syntax for business transac¬ 
tions. Each type of business document is considered a 
transaction set. The X12 standard includes specifications 
for business documents such as invoice, payment order, 
request for quotation, response to request for quotation, 
and many more. The organization responsible for manag¬ 
ing EDI standards in the United States is the Data Inter¬ 
change Standards Association (DISA) (www.disa.org). In 
addition to updating the XI2 standards, the organization 
is also involved with the development of international 
standards. 

The XI2 standard specifies data segments, groups of 
related data elements, for each transaction set. A data 
segment for a shipping notice could include the data 
elements related to the shipping address, and another for 
the billing address. The X12 standard also specifies a data 
dictionary for each transaction set that defines the exact 
content of the data elements. 

The XI2 standard also specifies transmission control 
standards for the electronic envelope used to interchange 
data. It is possible to include several types of transaction 
groups destined for the same recipient in a single inter¬ 
change envelope. An example of the X12 interchange 
structure is shown in Figure 2. In this example, a single 
interchange envelope contains two purchase orders and 
one invoice grouped together for transmission to the 


same destination (customer). The interchange envelope 
is like a courier envelope that is sent from a source to a 
destination location; it includes address and tracking in¬ 
formation. The envelope contains two groups of transac¬ 
tions: the first group contains two purchase orders, and 
the second group contains one invoice. Groups of the 
same type of transaction are bounded by headers and trail¬ 
ers. Similarly, each transaction is delineated by a header 
and trailer. Only one functional group header is needed 
for the purchase orders, but each purchase order has its 
own transaction set header and transaction set trailer to 
separate the documents. The invoice group has its own 
group header and footer, and the invoice transaction has a 
transaction header and trailer to mark its boundaries. 

UN/EDIFACT Standards 

In 1986, the United Nations created a group to develop 
international standards for EDI, the United Nations Elec¬ 
tronic Data Interchange for Administration, Commerce, 
and Transport (UN/EDIFACT) (Hsieh and Lin 2004). The 
UN/EDIFACT standard combined the X12 standard from 
the United States with the Trade Data Interchange (TDI) 
standard developed in the United Kingdom (Chan 2002), 
and includes components similar to the XI2 standard. 
Some users claim that one standard has technical advan¬ 
tages over the other. In practice, many U.S. companies 
still rely on the X12 standard. However, UN/EDIFACT is 
in widespread use, and companies that want to compete 
internationally may need to support it (Witte et al. 2003). 
UN/EDIFACT is widely used in finance and banking, in 
transport and logistic chains, and in fast-moving con¬ 
sumer goods, and is recommended by the World Customs 
Organization for customs documents. There are many 
companies that support both standards. 


Interchange control header 

Functional group header G1 

Transaction set header T1 

Detail data segment 
(e.g., purchase order) 

Transaction set trailer T1 

Transaction set header T2 

Detail data segment 
(e.g., purchase order) 
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Functional group trailer G1 

Functional group header G2 
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Figure 2: XI2 EDI interchange structure 
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Other Standards 

The growth of Internet-based EDI has seen the call for 
new EDI standards. One of the impediments to using 
XML for EDI has been the lack of standards, or, more 
accurately, the proliferation of standards (Zuckerman 
2004). Although some companies are using traditional 
EDI standards and simply using the Internet as the com¬ 
munications network, others want to design standards 
that might be better suited to the Internet. 

Today there are efforts to develop extensions to XML 
that will provide standard mechanisms for XML/EDI. 
DISA is working to develop extensions, based on the XI2 
standard, to support XML/EDI. Another standard being de¬ 
veloped for EDI is electronic business XML (ebXML) The 
development of ebXML is being led by the United Nations 
Centre for Trade Facilitation and Electronic Business (UN/ 
CEFACT) and the United Nations Economic Commission 
for Europe (UNECE), in coordination with the Organi¬ 
zation for the Advancement of Structured Information 
Standards (OASIS) (Butterly and Misovicova 2006). The 
ebXML standard may replace UN/EDIFACT in the long 
term, especially for SME trading partners (Hsieh and Lin 
2004). It is already widely used in Europe and Asia, and 
the U.S. Department of Defense and automobile industry 
are adopting it (Babcock 2004). One goal of the developers 
is to develop an electronic exchange standard that would 
be affordable by both large and small companies, includ¬ 
ing companies that cannot afford EDI’s complexity and 
expense (Babcock 2004). If this goal can be achieved, it 
would mean that e-business could be done throughout the 
world by large and small businesses alike. 

Industry Conventions 

Although EDI standards specify common formats for 
transactions, many industries have adopted conventions 
for how they will implement those standard formats. In 
some cases an industry may use an older version of the 
standard to ensure that companies use common conven¬ 
tions (Hsieh and Lin 2004). The automotive, airline, and 
chemical industries have each developed a set of con¬ 
ventions to specify how EDI standards should be imple¬ 
mented in their respective industries. Having a common 
understanding of how to implement EDI can make EDI 
implementation faster and less costly. 

EDI IMPLEMENTATION AND 
BEST PRACTICES 

This section provides guidelines for the successful imple¬ 
mentation of EDI. Before proceeding with EDI implemen¬ 
tation, a company must examine its EDI strategy. More 
accurately, the company must look at how its informa¬ 
tion systems (IS) strategy will support its business strat¬ 
egy, and how EDI can play a part. For example, a logistics 
transport company that has a business strategy to reduce 
delivery times might implement EDI for customs forms 
to help support that strategy. 

When companies consider using EDI, they should first 
evaluate the underlying business processes in order to be 
able to obtain EDI’s full benefits (Down 2002). Business 


process reengineering may be required. As mentioned 
earlier, entire industries are changing processes to 
improve business performance. 

Successful implementation relies on the development 
of strong relationships with trustworthy trading part¬ 
ners. Developing trust with trading partners is important 
to successful EDI implementation (Ruppel et al. 2003). 
Traditionally, EDI has taken place between companies 
that are already trading partners before engaging in EDI 
between themselves. Companies need to assess the pre¬ 
paredness of trading partners to use EDI. Trading partners 
in the SME category may need technical, administrative, 
or financial assistance. Doing business electronically may 
impose new concerns, and a part of many EDI solutions 
is a trading partner agreement (TPA) (Down 2002). 

Using EDI in certain industries may dictate particular 
standards and influence the choice of hardware and soft¬ 
ware. A company that deals with many SMEs may choose 
to use Web-based forms to reduce the technical complex¬ 
ity for its trading partners. 

Companies need to pay careful attention to implemen¬ 
tation in order to obtain the full range of benefits possi¬ 
ble through EDI (Angeles et al. 2001). Technical details of 
implementation are important because they affect costs, 
benefits, and security issues (Banerjee and Kumar 2002). 
Technical issues of implementation include selecting 
the EDI technologies, developing the infrastructure to sup¬ 
port EDI, and interfacing EDI tools with existing systems. 

Companies also need to identify and assess potential 
security risks. Certain types of data may be more invit¬ 
ing targets, or may result in more severe consequences 
if compromised. Some trading partners may not have 
adequate security measures in place. Technical or admin¬ 
istrative assistance may be necessary with some trading 
partners. Companies should promote the benefits of EDI 
both internally and with trading partners. 

Proper administrative and technical security controls 
need to be included in EDI implementation. User train¬ 
ing is often required to prevent accidental errors. System 
controls should be evaluated and tested prior to imple¬ 
mentation and reviewed after implementation. 

EDI SECURITY 

Since EDI involves both technical and administrative 
components, EDI security must involve both techni¬ 
cal and administrative controls. Research has found 
that adequate security is one of the factors that contrib¬ 
utes to successful EDI implementation by U.S. firms 
for both domestic and international EDI (Angeles et al. 
2001). The discussion in this section provides an over¬ 
view of the steps necessary to secure EDI applications. 
For a more comprehensive understanding of EDI and its 
underlying technologies, the reader should refer to The 
Handbook of Information Security (Bidgoli 2006), which 
includes a chapter on EDI security and chapters on many 
of the technologies used to implement EDI. 

EDI Threats 

The primary threats to EDI systems are: (1) interception 
(unauthorized access to data), (2) interruption (prevention 
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of transaction completion), (3) modification (intentional 
or unintentional loss or destruction of data), and 
(4) fabrication (fraudulent transactions). EDI data can be 
intercepted at any point in the EDI process. The great¬ 
est interception threats occur when data are in transit, 
particularly if the Internet is used as the communications 
network. Data interception can also take place while data 
reside on a computer accessible to the Internet during 
the EDI process. The EDI process is also susceptible to 
interception. Since the EDI process involves multiple 
software packages and multiple hardware platforms, any 
one of these components could be attacked or fail. 

Modification of EDI data can be intentional or un¬ 
intentional. Unintentional modifications could include 
incorrect information coming from the originating sys¬ 
tem or incorrect extraction and formatting of the data, 
or errors in transmission. The most likely threats of 
intentional modification are from people who work with 
the systems from which the data originate or ultimately 
reside. Fraudulent transactions are a great threat to EDI 
systems (Smith 2005). The threat comes from a lack of 
proper administrative controls and system controls in 
systems that originate EDI data. The following section 
suggests some ways to deal with these threats. 

EDI Security Mechanisms 

There are five general types of security mechanisms for 
reducing the security risks for EDI systems: access con¬ 
trol; authentication (originator and receiver); nonrepu¬ 
diation (originator and receiver); data integrity (content 
and sequence); and auditable history/paper trail. The EDI 
security mechanisms are summarized in Table 1. 

The issue of who is able to obtain and view the trans¬ 
action and under what circumstances is the central 
focus of access control. Access controls must be in 
place for: (1) transaction origination, (2) the duration of 
the transaction transmission, and (3) transaction receipt. 
Transaction origination and receipt should be restricted 


Table 1: Mechanisms EDI Security 


Mechanism 

Description 

Access control 

Limit who is able to obtain and 
view the transaction and under what 
circumstances. 

Authentication 

Verify that the transaction is genuine 
and authorized by the trading 
partner. 

Nonrepudiation 

Validate through undeniable proof 
that the partner participated in the 
transaction. 

Data integrity 

Ensure the content and sequence 
of the transaction is valid, accurate, 
and complete. 

Auditable history 

Maintain a complete record of the 
transaction process. 


to authorized users or applications. Organizations 
frequently use controls requiring user identification and 
a password to gain access to such systems. Encryption is 
one technique for securing data in transit. 

Authentication concerns the verification that a trans¬ 
action is genuine and authorized. Techniques used 
for authentication include digital signatures or digital 
certificates. The use of user IDs and passwords may also 
be part of authorization. Using acknowledgments of 
transactions can also help with authentication. Nonrepu¬ 
diation (of transaction origination) provides the recipi¬ 
ent of the message with proof that a message has been 
sent, and the proof should withstand any attempt by the 
originator to deny sending the message (Humphreys 
1995). Similarly, there is a need for authentication on the 
receiver side of the exchange so that the receiver cannot 
deny that it received the transaction. Trading partners 
can use acknowledgments (and save these) as proof of 
transactions. 

Data integrity means the content and sequence of the 
message is valid, accurate, and complete. Transmission 
errors are possible with EDI transactions. It is also pos¬ 
sible that someone could tamper with EDI transactions. 
The EDI transaction process needs to ensure data integ¬ 
rity. The document-handling software that receives EDI 
messages with traditional EDI can check that the mes¬ 
sage is a valid EDI message. The translation software can 
also perform some checking. Some EDI systems are set 
up to use hash totals that are calculated by the originator 
and then recalculated and checked by the receiver (Ster¬ 
ling Commerce 2003; Waksmunski 1996). 

The last security mechanism that can be used is to 
ensure there is an auditable history maintained so that 
one can verify the entire transaction process. This may 
be necessary for accounting purposes. Since EDI involves 
electronic exchanges, it offers little in the way of a paper 
trail. 

EDI APPLICATIONS 

EDI applications have been in use for more than 30 years. 
During that time, new standards have emerged and new 
technologies have been used to implement EDI. The two 
applications described in this section portray the evolu¬ 
tion of EDI applications and illustrate the latest direction 
in EDI applications. 

EDI at Sega 

The description of EDI applications at Sega is sum¬ 
marized from a description provided by Cohen (2005). 
Sega is a maker of gaming software that runs on other 
manufacturers' game consoles; it first implemented an 
EDI system in 1994. Sega found that its original system 
had become obsolete and could not keep up with the 
7000 orders per month that came from customers that 
included Target, Wal-Mart, Toys R Us, and Circuit City. 
Sega’s old system used a slow, 9600-baud modem that 
could take nearly 2 hours to send order information to 
Sega’s warehouses. Several years before Sega converted 
its EDI system, it invested in an 18-month project to 
upgrade to a new version of its EDI system. In 2004, 
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before the conversion of the EDI system, information 
had to be batch loaded into Sega's enterprise resource 
planning (ERP) system. 

The business need that drove Sega to convert its system 
was Wal-Mart s requirement that it support AS2 (applica¬ 
bility statement 2), an Internet-based EDI standard that 
uses MIME and HTTP for real-time process-to-process 
EDI (Down 2002). Sega evaluated various vendors’ alter¬ 
natives and ultimately selected one because it had exist¬ 
ing adapters and reusable templates that would reduce 
the time needed to customize the application. The system 
was also designed to work tightly with its ERP system, 
had a graphical user interface, and could break a pur¬ 
chase order from a single retailer into multiple separate 
orders for different locations. 

With the help of its EDI solution vendor, Sega was 
able to do its initial implementation of the new system 
in 3 months, including customizing document templates 
for eight types of documents, and meet the EDI formats 
required by twenty-five trading partners. By the end of 

9 months, Sega had phased in all of its other trading 
partners. Compared to its pervious EDI system, Sega has 
saved money on transaction costs by eliminating its VAN, 
improved the processing time for EDI transactions, and 
achieved tighter integration in its business processes. The 
new system also had a shorter training time for educating 
its EDI specialists. 

EDI in the Chemical Industry 

The description of EDI applications in the chemical 
industry is summarized from a description provided by 
Vinas (2005). This example also provides some historical 
perspective on the development of EDI. Researchers have 
suggested that this is the direction for future growth of 
EDI (Arunachalam 2004; Christiaanse 2005). 

The chemical industry was one of the first to adopt 
EDI due, in part, to pressure from the auto industry. The 
Chemical Industry Data Exchange (CIDX) was formed in 
1985 to develop standards for the exchange of data within 
the industry. Since that time, the group has developed its 
fourth version of its standards, Chem eStandards, for 
electronic commerce among chemical companies. 

The chemical industry moved to EDI in order to lower 
costs; many chemicals are commodities and have low 
margins. The chemical industry is characterized by many 
chemical companies trading with other chemical com¬ 
panies, a characteristic that made adoption and imple¬ 
mentation of EDI less costly and more beneficial. Most 
chemical sales take place via EDI today, but much of that 
is Internet-based EDI. 

The chemical industry is now moving to Elemica, an 
exchange formed in the early 2000s, that uses the Chem 
eStandards. Elemica is a vertical industry hub for the 
chemical industry (Christiaanse 2005). The collabora¬ 
tive effort has resulted in further efficiencies in industry 
trading (Christiaanse 2005), and is characteristic of the 
new EDI configurations. Elemica accounts for about 

10 percent of sales within the chemical industry. The 
industry is considering shifting to XML, but many 
companies are reluctant to give up their investments 
in EDI. 


CONCLUSION 

Electronic data interchange has been in use for over 
30 years. Early applications of EDI used proprietary pro¬ 
tocols and focused on efficiency improvements. Since 
that time, national and international standards for EDI 
have evolved, and new communications technologies 
are available for implementing EDI network applica¬ 
tions. Much EDI activity has moved to the Internet, and 
Internet-based EDI is the fastest-growing type of EDI. 
The development of EDI standards and conventions for 
Internet-based EDI will increase the rate of EDI applica¬ 
tions, though EDI already accounts for over 80 percent of 
B2B e-commerce. 

Although EDI offers benefits of efficiency to large users 
of EDI, smaller companies are also able to benefit from 
EDI. Companies are using EDI to support a variety of 
business strategies, including JIT inventory management, 
SCM, and CRR Since EDI involves both technical and 
administrative aspects, companies need to pay attention 
to technical details of implementation as well as to ad¬ 
ministrative arrangements. Administrative issues include 
trading partner agreements, developing trust in trading 
partner relationships, and reengineering business proc¬ 
esses. Ensuring the security of EDI network applications 
requires both technical and administrative controls. 

Traditional users of EDI, such as Sega, are upgrading 
their infrastructures to obtain greater benefits from EDI, 
often reducing the costs of EDI at the same time. The 
chemical industry is at the forefront of EDI. Network 
applications of EDI in the chemical industry are expand¬ 
ing beyond dyadic relationships to include marketplace 
hubs that will provide even higher levels of benefits to 
participating companies. 


GLOSSARY 

DISA (Data Interchange Standards Association): The 

organization responsible for the development of EDI 
standards in the United States. 
ebXML (Electronic Business XML): An extension to 
XML designed to accommodate electronic business. 
EDI Electronic data interchange, the computer-to- 
computer exchange of business transactions in 
standardized formats. 

Internet-Based EDI: The use of the Internet as the 
communications mechanism for electronic data 
interchange. 

IOIS (Interorganizational Information Systems): 

Automated information systems that involve informa¬ 
tion sharing between two organizations. 
UN/EDIFACT: A set of standard formats for EDI trans¬ 
actions developed by a committee from the United 
Nations (UN). 

VAN (value-added network): A company that provides 
a network and various other services for EDI. 

CROSS REFERENCES 

See Electronic Payment Systems; Terrestrial Wide Area 
Networks; The Internet Fundamentals. 
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INTRODUCTION 

Throughout the ages, from ancient times to the present, 
money has played a very important role in the ordinary 
business of the life of different people. Money can be best 
defined as “anything that is widely used for making pay¬ 
ment and accounting for debts and credits”(Davies 2002). 
All sorts of things have been used as money at different 
times in the history of mankind, including amber, beads, 
cowries, drums, eggs, feathers, gongs, hoes, ivory, jade, 
kettles, leather, mats, nails, oxen, pigs, quartz, rice, salt, 
thimbles, umiacs, vodka, wampum, yarns, and zappo- 
zats (decorated axes) (Davies 2002). In recent times, we 
are witnessing the emergence of a more intangible form 
of money—namely, electronic money. In fact, although 
much of the money used by individuals in their day-to- 
day transactions is still in the form of notes and coins, its 
quantity is minuscule compared to the intangible elec¬ 
tronic money that exists only as records in the books of 
financial institutions. With the progression of technology 
we can envision a society, in the not-too-distant future, 
in which physical money in the form of notes and coins 
will become as obsolete as amber and beads and cowry 
shells. 

In this chapter, we look at electronic payment systems. 
These systems enable the payment for goods and services 
over a computer network using some form of electronic 
money. We begin by identifying the requirements for such 
systems. We observe that the major technical challenge 
for developing such a system is ensuring its security. We 
discuss the different types of electronic payment schemes 
that are available, identifying, in the process, any special 
security or network requirement for each. However, we do 
not cover the different technologies that are used to pro¬ 
vide these services. These are covered elsewhere in this 
book. Interested readers are directed to Volume II, Parts 2 
(The Internet, Global Networks, and VoIP) and 3 (Cellular 
and Wireless Networks), and Volume III, Part 2 (Network 
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Planning, Control, and Management). We discuss some of 
the more important commercial/research products avail¬ 
able today. Finally, we conclude by providing pointers to 
some of the resources that are available today to learn 
more about electronic payment systems. 

REQUIREMENTS FOR ELECTRONIC 
PAYMENT SYSTEMS 

Electronic payment systems have more or less the same 
set of requirements as traditional paper-based systems. 
The difference is that owing to the unique nature of elec¬ 
tronic payment transactions, these requirements impose 
different types of challenges on the payment system 
design and the infrastructure support. Security is of para¬ 
mount importance in electronic payment systems, more 
so probably than in traditional paper-based system. The 
reasons for this are numerous. First, a major portion of 
these transactions is carried out over networks, which are 
rather easy to eavesdrop on even with limited resources. 
Thus, confidential financial information may no longer 
remain confidential if adequate protection mechanisms 
are not implemented. Second, since the transacting 
parties can remain faceless, it is quite easy to forge iden¬ 
tities of end users and systems in the Internet. Anybody 
can masquerade as somebody else and continue on a 
transaction with impunity. Gathering evidence of a crime 
is, thus, more difficult in such an environment. Third, 
electronic payments are often carried out over inher¬ 
ently unreliable communication media. This implies that 
messages that are exchanged for execution of the transac¬ 
tion can be corrupted or altered during transit, resulting 
in unforeseen results. Last, but not least, electronic 
payment transactions can span both geographical 
and judicial boundaries. While this is also possible for 
traditional payment transactions, the implications 
for electronic payments are different. It is more difficult 
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to identify a felon in an electronic payment crime and 
bring her or him to justice. 

We begin by summarizing the requirements for 
electronic payment systems. These challenges can be cate¬ 
gorized as network bandwidth requirements (including 
availability requirements) and security requirements. We 
observe that while bandwidth and availability require¬ 
ments are important issues for electronic payment systems, 
security requirements by far pose the biggest challenge to 
the widespread deployment of electronic payment systems. 
In later sections, as we discuss different types of payment 
systems, we identify specific challenges for each. 

Network Requirements 

To increase productivity and competitiveness, finan¬ 
cial institutions are increasingly relying on computer 
networks to connect offices, partners, suppliers, and 
most importantly, customers. As the volume of financial 
transaction increases, the payment infrastructure must 
scale up with it appropriately. Servers must be powerful 
enough to support the rapidly expanding customer base. 
Communication channels with higher bandwidths need 
to be established to support the high volume of traffic. To 
support the real-time requirements of most financial 
transactions, networks supporting high transmission 
speeds are also needed. In addition, any disruption of 
telecommunications services critically affects financial- 
services processes. Without telecommunications capa¬ 
bilities being always available most financial services 
companies will be able to provide nothing better than the 
barest minimum of services. Thus, network resiliency is 
an important consideration for the financial sector. 

Network availability can be compromised because of 
failures in the network as well as malicious attacks. The 
first step toward achieving resiliency is to have redundancy 
in the network. Redundancy ensures that a single point of 
failure does not disrupt services. Redundancy is achieved 
by having multiple routes for network traffic from the 
source to the destination, multiple telecommunications 
circuits, and/or alternative communications technologies. 
Although redundancy ensures a significant degree of fault 
tolerance, by itself it cannot ensure availability in the face 
of deliberate attacks. To protect against attacks, diversity 
needs to be incorporated into the network infrastructure. 
Proper diversity management can ensure that redundant 
assets do not share common vulnerabilities, thus protect¬ 
ing a network from intentional attacks. Diversity in the 
network can be achieved through a number of means— 
(a) obtaining network services from a number of different 
providers, (b) including alternative communication means 
(e.g., wired, microwave, radio wave, or satellite), and 
(c) providing physically and logically separate routes for a 
transmission. However, even with these measures, failures 
can still occur. Thus, the network should be able to recover 
from these failures in a proper manner. This ensures that 
the affected financial service is restored after a transient 
failure. Response time is the most important parameter 
for recovery procedures. A number of measures can help 
with the recovery process, including proper network man¬ 
agement control and using synchronous optical network 
technology (see the chapter “SONET/SDH Networks”). 


Security Requirements 

Need to Ensure Integrity for Payer, Payee, and 

Payment System 

The first major rules of thumb in designing any payment 
systems is to ensure that (1) nothing happens without 
authorization, and (2) nothing happens without generat¬ 
ing sufficient pieces of evidence. Moreover, technical and 
legal procedures for dispute handling should be made 
part of the system. 

Ensuring proper authorization by itself is not a very big 
challenge. All that is needed is a provision for signatures, 
maybe notarized, at the right place for the authorization 
to be recorded. (The reader is referred to the chapter 
“Cryptography” for discussion on techniques for obtain¬ 
ing digital signatures.) This needs to be accompanied by 
proper identification of the signatory and correct asso¬ 
ciation of the signature to the signatory. (Techniques for 
authentication and authorization are discussed in more 
detail in the chapters “Access Control” and "Biometrics”.) 
However, in the context of electronic payment systems, 
authentication and authorization is more easily said than 
done. To begin with, although a digital counterpart of 
traditional signatures has been available for some time, 
some with even stronger non-forgeability properties than 
traditional signatures, the technology and infrastructure 
for these are not yet widely available. Many communi¬ 
ties have yet to establish laws that recognize the validity 
of such digital signatures. 1 Compounding the problem is 
the technical difficulty associated with identifying and 
authenticating the signatory. Users of computer systems 
remain faceless throughout a transaction. Thus, although 
it is easy to authenticate the process that is used in the 
transaction, it is extremely difficult to associate the pro¬ 
cess with a real-life entity. This implies that it is quite 
easy for the digital signatory of a document to refute a 
signature later. 

Generating sufficient pieces of evidence for electronic 
payments is also considerably difficult. This requires a 
proper audit trail of a transaction to be maintained dur¬ 
ing the entire transaction life cycle and until such time as 
it is no longer needed. In addition, we must ensure that 
such audit trails are not tampered with after generation. 
This is quite difficult to ensure, especially if we impose the 
requirement that such audit trails and other associated 
information may often need to be transmitted over open, 
unreliable networks. With currently available technology, 
it is not possible to completely prevent tampering with 
audit trails. We must accept that there will be times when 
such tampering occurs. Obviously, this creates a number 
of technical challenges when disputes need to be handled 
based on audit-trail data. Thus, in the event of audit- 
trail tampering, we should be able to detect and prove 
the tampering. Further, we should have proper contingency 
plans for such an eventuality. Although the technology to 
perform these individually has been available for many 
years, an integrated mechanism that incorporates the 


'Currently, there are only handful of countries that recognize digital 
signatures as legal. The Digital Signature Law Survey at http://dsls.law. 
uvt.nl provides comprehensive information about countries that have 
enacted statutes concerning digital signatures or are in the process of 
doing so. 
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individual technologies into a cohesive framework that 
is also supported by proper legal and procedural method¬ 
ologies is still not widely available. 

Privacy for Payer and Payee 

The requirement for ensuring payer and payee privacy 
arises in much the same way in electronic payment sys¬ 
tems as in traditional payment systems. Users of the 
electronic payment system need the assurance that their 
financial information remains confidential throughout 
the transaction—that only such information as the user 
deems necessary to reveal is actually revealed. Further, 
the user needs the assurance that the recipient does not 
use the piece of confidential information that is revealed 
in an improper manner. Each of these requirements is 
extremely difficult to ensure in the electronic world. 

To begin with, many electronic payment transactions 
are carried over open networks such as the Internet. 
Such networks are susceptible to eavesdropping. Thus, if 
appropriate precautions are not adopted, any financial 
information that is transmitted is available to whoever 
is eavesdropping. The solution to this problem is to 
encrypt the information in an appropriate manner before 
transmission. Many people believe that proper encryp¬ 
tion is the panacea for all confidentiality problems. This, 
however, is not really the case. To begin with, we need 
to remember that a brute-force approach can always, 
in principle, break the strongest of currently available 
encryption technology. This is assuming that there is 
no hidden trapdoor in the encryption algorithm that 
makes the technique vulnerable. We can take some solace 
from the fact that such a brute-force approach is beyond 
the technical and physical capabilities of even the most 
powerful. However, we should realize that it is extremely 
difficult to prove formally that an encryption algorithm 
is strong. In fact, there is no theory that guarantees the 
strength of any conventional cryptographic systems. Tra¬ 
ditionally, encryption systems have been considered strong 
when they have been used and tested for a reasonably long 
time without anybody knowing how to break them effi¬ 
ciently, in a practical and practicable manner. Such testing 
can prove the weakness of a particular scheme for a given 
level of effort; this cannot prove that there is no simpler 
approach to breaking the scheme. In addition, encryption 
technology is sometimes implemented incorrectly, just as 
buggy software. Thus, there can be loopholes in the soft¬ 
ware that performs the encryption operation that can be 
exploited to breach confidentiality. Ensuring that encryp¬ 
tion software is foolproof is not an easy task. 

Assuming that we can protect confidential informa¬ 
tion from prying eyes while in transit, we note that it 
is extremely difficult to ensure that the recipient treats 
confidential information in a confidential manner. For 
example, many of us use credit cards for purchasing 
services. The merchant stores such credit-card numbers 
electronically in its computer system. However, there is 
no guarantee that the merchant’s computer systems are 
adequately protected. Although this is also the case for 
traditional financial transactions, we at least know to 
whom we are revealing confidential information. In the 
electronic world, the end parties are faceless. We may 


easily be led to believe that we are revealing information 
to trusted parties when we are not. In addition, we do not 
know whether the recipient handles the information in 
an appropriate manner. 

A related problem is how to ensure the anonymity of 
the user of the electronic payment system. A user may 
want that not only that his or her financial information 
remain confidential but also that he or she remain anony¬ 
mous in the transaction. If a user is using traditional cash 
in a transaction, the user remains anonymous. It is not 
possible to link a transaction that has been paid for by 
traditional cash to a particular customer. It is also not 
possible to derive any personal information about the 
customer from this transaction. In the electronic world, 
this is more difficult to achieve. Part of the reason is that 
every message that is used in the transaction can be traced 
to a source address. Complex cryptographic protocols are 
needed to achieve such anonymity or unlinkability. At the 
same time allowing anonymity creates additional prob¬ 
lems, namely in the way of ensuring authenticity, proper 
authorization, and fair exchange. 

Fair Exchange 

In the classical business environment, a transaction essen¬ 
tially involves fulfillment of some obligation by two parties; 
a contract describes the penalties if either party fails to 
meet its obligation. Since each transacting party has an 
identifiable place of doing business, if any party behaves 
unfairly, that party can be physically approached and 
held accountable for its unfair behavior. In the electronic 
world, on the other hand, a party does not always have 
a physically identifiable place for doing business. After 
behaving unfairly in the electronic transaction, a party 
can simply vanish without a trace. In such cases, it may 
be next to impossible to enforce the penalties of the con¬ 
tract, leading to losses for the other party. For example, a 
customer buys a product from a merchant. The customer 
pays for the product in some electronic manner. However, 
once the merchant receives the payment the merchant 
never delivers the product. This causes financial loss for 
the customer. Thus, any electronic payment scheme must 
ensure that at the end of the protocol execution, either 
each transacting party receives the other’s product or nei¬ 
ther does. This is often referred to as the problem of fair 
exchange, and it is quite difficult to achieve, particularly if 
this needs to be accompanied by anonymity for the payer 
or the payee. 

In summary, it is fair to say that though electronic 
payment systems make it easier to perform commercial 
transactions over the Internet, there are a number of chal¬ 
lenges remaining to make the scheme successful. In the 
following section, we discuss some of the types of elec¬ 
tronic payment systems available today. We also discuss 
some of the challenges unique to each scheme. 

TYPES OF ELECTRONIC PAYMENT 
SYSTEMS 

Electronic payment systems broadly use one of three 
forms of electronic money: (1) token money, (2) nota- 
tional money, and (3) hybrid money. 
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Token money is similar to real cash. It is used in 
token-based or cash-like system. Transactions are 
performed with token money that has a certain value and 
must be brought to a central authority before consumers 
are able to make any transaction. These systems do not 
support the notion of debt. Electronic cash and electronic 
purse are the two major types of token money systems. 

Notational money is used in credit/debit systems. 
The system consists of having an account and a central 
authority keeping a record of the amount in that account. 
Consumers exchange documents that are equivalent to 
value transfers. These exchanges consist of debiting the 
consumers account and crediting the merchant’s account. 
Systems using notational money can support the concept 
of fiscal debt. Electronic payment orders over the Inter¬ 
net and credit-card billing over the Internet are the two 
most well known systems that use notational money. 

Hybrid money combines the features of both token 
money and notational money. Automated clearinghouses 
and electronic checks form the major system using 
hybrid money. In the following, we discuss each of these 
systems in more details. 

Electronic Bill Presentment and 
Payment Systems 

These systems allow companies to bill customers for 
their services and in turn receive payments from them 
electronically over the Internet. There are two types of 
presentment models: 

1. Direct model—A company (that is, a seller of a service) 
delivers the bill to customers (buyers of services) via 
either the company’s own site (seller-direct model) or 
the customer’s site (buyer-direct model). 

2. Consolidator model—Bills from multiple issuers are de¬ 
livered to a single site to be presented later in aggregate 
to the consumer for payment. A consolidator acts as an 
intermediary, collecting or aggregating invoices from 
multiple sellers for multiple consumers. Consolida¬ 
tors are generally third parties who may additionally 
provide a variety of financial services such as escrow, 
insurance, credit ratings, etc. 

The following steps are involved in a system based on 
the direct model. 

1. Enrollment—For the seller-direct model, the consumer 
enrolls in the company’s bill-processing system using 
a standard Web interface. For the buyer-direct model, 
the seller enrolls in the customer’s Web site that has 
been set up for this purpose. The site at which bill 
information is exchanged is henceforth called the 
bill processor. 

2. Presentment—This occurs in the following steps: 

a. The seller generates and/or transfers the invoice 
information to the bill processor. 

b. The consumer is informed that a bill is ready. 

c. The consumer accesses the bill-processing site to 
review and analyze the invoice information. 


3. Dispute handling—The consumer may dispute a bill. 

To do this, the consumer contacts the seller for review 

of the bill. 

4. Payment—This occurs in the following steps: 

a. The consumer authorizes either full or partial pay¬ 
ment for the bill. 

b. If it is the seller-direct model, then the seller’s finan¬ 
cial institution processes the payment transaction; 
otherwise, the buyer's financial institution proc¬ 
esses the transaction. 

c. The appropriate financial institution confirms pay¬ 
ment execution—credit to account for seller-direct 
model and debit from account for buyer- 
direct model. 

d. The respective financial institution reports payment 
return or rejection information. 

The consolidator model is very similar to the direct 
models. The differences are as follows: 

1. Enrollment—Both the seller and the buyer have to reg¬ 
ister at the consolidator’s bill-processing system. 

2. Presentment and dispute handling are done using the 

consolidator as the intermediary. 

3. Payment—The following steps are performed: 

a. The consolidator initiates the payment and reports 
the activity to the buyer and the seller. 

b. The payment transaction is processed by either the 
buyer’s or the seller’s financial institution. Some¬ 
times, the consolidator assumes the role of a finan¬ 
cial institution. 

c. The financial institutions confirm execution of the 
payment. 

d. Payment return or rejection information may be re¬ 
ported to both buyer and seller by their respective 
financial institutions. 

Electronic bill or invoice presentment and payment 
systems are gaining considerable popularity among 
both buyers and sellers. The major reason is that these 
are much faster and more efficient than traditional sys¬ 
tems. The advantage of the consolidator model over the 
direct model is that in this model both the seller and 
the buyer reduce the number of bill-processing sites with 
which each has to interact. The disadvantage is that each 
may have to pay a fee to the consolidator to avail of its 
services. 

Credit-Card-Based Systems 

Credit cards are by far the most popular form of online 
payments for consumers. Credit cards are widely accepted 
by merchants around the world. They offer a number 
of benefits for both the consumer and the merchant. A 
consumer is protected by a grace period during which 
he or she can dispute a credit-card purchase. A merchant 
has a high degree of confidence that a credit card can 
be safely accepted from an unknown and not trusted 
purchaser. Using a credit card to pay for online purchases 
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is just as easy as using it for a conventional purchase 
from a store. Merchants who already accept credit cards 
in an offline store can accept them immediately for 
online payment because they already have a merchant 
credit-card account. Online purchases require an extra 
degree of security. This is because a credit-card holder is 
not present and cannot be identified as easily as he or she 
can be when standing at the cash register. Online credit- 
card services must somehow authenticate the purchaser 
as well as protect sensitive information as it is transmit¬ 
ted on the Internet. 

A credit card, such as that offered by Visa or Mas¬ 
terCard, has a preset spending limit based on the user’s 
credit limit; the credit limit is determined by the custom¬ 
er’s credit history, income level, and total wealth. The limit 
ranges from a few hundred to several thousand dollars. 
The user uses these cards to purchase goods and services 
or obtain cash from participating financial institutions. 
The user is required to pay his or her debt during the 
payment period. He or she can pay off the entire credit 
balance or pay a minimum amount each billing period. 
Thus, the credit provided by a credit card is a revolving 
credit. Credit-card issuers, however, charge interest on 
any unpaid balance. 

A purchase card, on the other hand, is a special- 
purpose credit card that provides a nonrevolving credit 
line to the bearer. Purchase cards are issued by employers 
to employees for the sole purpose of facilitating payment 
for purchases made by the employee on behalf of the 
employer. 

A charge card, such as one from American Express, 
is similar to a credit card except that it does not carry a 
preset spending limit, and the entire amount charged to 
the card is due at the end of the billing period. Charge 
cards do not involve lines of credit and do not accumulate 
interest charges. The distinction between credit cards and 
charge cards is unimportant in the discussion of process¬ 
ing credit and charge cards for electronic payment; the 
collective term credit card is used here to refer to both 
types. 

Payment using credit cards generally involves one or 
more financial institutions for the processing of payment 
information. For some credit-card systems, banks and 
other financial institutions serve as a broker between card 
users and the merchants accepting the cards. These types 
of arrangements are called closed-loop systems because 
no other institution (local bank, national bank, or other 
clearinghouse) is involved in the transaction. American 
Express and Discover are examples of closed-loop systems 
because there is exactly one franchise for each of those 
systems. Open-loop systems can involve three or more 
parties. Besides the customer’s and the merchant’s banks, 
a third party, called an “acquiring bank,” is involved. The 
acquiring bank passes authorization requests from the 
merchant’s bank to the customer’s bank to obtain 
authorization for the credit purchase from the custom¬ 
er’s bank. A response is sent back to the acquiring bank 
and on to the merchant. Similarly, the acquiring bank is 
responsible for contacting the merchant’s bank and 
the many customers’ banks to process sales drafts. The 
merchant’s bank usually plays the role of the acquiring 


bank. Systems using Visa or MasterCard are the most 
visible examples of open-loop systems because many 
banks issue both cards. Unlike American Express or 
Discover, neither Visa nor MasterCard issues cards 
directly to consumers. Member banks are responsible for 
handling all the details of establishing customer credit 
limits. For this discussion, we will assume that there 
are four players involved in a payment-card transaction: 
the customer who uses a credit card, the merchant that 
accepts a credit card toward a payment, the acquiring 
bank, and the issuing bank. 

The following steps are involved in credit-card 
processing: 

1. The customer provides the credit-card information 
to the merchant using a secure online communica¬ 
tion channel. The communication channel needs to be 
previously established between the customer, and the 
merchant and needs to provide security services such 
as authentication, confidentiality, and integrity. 

2. The merchant processes credit-card payments using 
software provided by the acquiring bank. The software 
enables the merchant to submit the credit-card infor¬ 
mation electronically to the acquiring bank. Usually 
the merchant submits this information via a dedicated 
communication channel. 

3. The acquiring bank sends a request to the issuing 
bank authorizing payment for the particular charge 
incurred by the customer. This request is typically sent 
over a protected financial services network. 

4. The issuing bank either approves or declines the 
charge. If the charge is approved, the issuing bank 
puts a hold on the customer’s account for the funds 
needed to satisfy the current charge and forwards an 
approval code to the issuing bank. If it is declined the 
issuing bank is notified. 

5. The issuing bank sends the transaction (either the 
approval code or the decline information) back to 
the merchant. 

6. The merchant completes the payment transaction. 

Credit cards have several features that make them an 
attractive and popular choice to both consumers and mer¬ 
chants in online and offline transactions. For merchants, 
credit cards provide fraud protection. When a merchant 
accepts credit cards for online payment, he or she can 
authenticate and authorize purchases using a credit- 
card-processing network. For consumers, credit cards 
are advantageous because various consumer credit 
protection acts limit the cardholder’s liability to small 
amounts if a card is used fraudulently. 

The biggest advantage of using credit cards is their 
worldwide acceptance. A user can pay for goods with 
credit cards anywhere in the world, and the currency 
conversion, if needed, is handled by the card issuer. For 
online transactions, credit cards are particularly advanta¬ 
geous. When a consumer reaches the electronic check¬ 
out, he or she enters the credit-card number and his or 
her shipping and billing information in the appropriate 
fields to complete the transaction. The consumer does 
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not need any special hardware or software to complete 
the transaction. 

Credit cards have very few disadvantages, but they do 
have one when compared with cash. Credit-card service 
companies charge merchants per-transaction fees and 
monthly processing fees. For example, MasterCard charges 
$0.29 plus 2 percent of the transaction value for each trans¬ 
action. This is in addition to any fee that the acquiring bank 
may charge the merchant. Thus, credit-card transactions 
are quite expensive. However, online (and offline) mer¬ 
chants view them as a cost of doing business. Any merchant 
that does not accept credit cards for purchases is probably 
losing a significant number of sales because of it. In addi¬ 
tion, credit cards typically provide a built-in safety net for 
merchants, as they have a higher degree of assurance that 
they will be paid through companies that issue credit cards. 
This makes credit cards generally lucrative to merchants 
for online payments. The consumer often does not pay any 
direct fees for using credit cards (there may be some fees, 
for example, when a credit card is used in a transaction in a 
foreign country requiring currency conversion), but the 
prices of goods and services are slightly higher than they 
would be in an environment altogether free of credit cards. 
A second disadvantage over cash is that obtaining a credit 
card is not trivial. The onus is on the consumer to demon¬ 
strate creditworthiness in order to get a credit card; thus, 
many may not qualify for credit cards, while anyone can 
get and use cash. 

Debit-Card-Based Systems 

Debit cards are another form of electronic payment sys¬ 
tem that falls somewhere between credit cards and per¬ 
sonal checks. Though they look very much like credit 
cards, they operate differently. Unlike credit cards, which 
make funds available through a financial institution, 
debit cards are a way to pay now and to subtract money 
automatically from the cardholder’s bank account. There 
are two types of debit cards—PIN-based or online debit 
cards, and signature-based or offline debit cards. They 
differ in the ways debit payments are processed. 

PIN-based debit transactions are fast, convenient, and 
secure. It calls for customers to endorse payments by 
submitting a personal identification number (PIN) at the 
point of sale. The transaction is authorized in real time. 
Funds in the customers account are set aside immedi¬ 
ately to pay for the transaction. The money is transferred 
into the merchants account in 2 to 3 business days. Mer¬ 
chants pay a nominal transaction fee, much lower than a 
typical credit-card transaction. The fact that customers 
authorize charges with PINs that are known only to them 
virtually eliminates the risk to merchants of charge backs. 
However, this type of debit transaction is currently avail¬ 
able only in the physical world. This is because customers 
need access to a physical, discrete PIN-entry device (the 
PIN pad) that has to be integrated with the payment sys¬ 
tem. A number of financial institutions are introducing 
technologies that attempt to mimic the functionality of 
PIN pads. However, widely accepted operating standards 
have yet to be established. 

Signature-based debit cards do not involve PINs. 
These are typically offered by credit-card companies, and 


may be used everywhere that credit cards are accepted. 
Merchants complete the debit sale in much the same 
way as credit sales. The transaction is processed through 
a credit-card-processing network for authorization. 
The customer signs the sales draft that authorizes the 
merchants to charge the customers’ accounts. Transac¬ 
tions normally settle in 2 to 3 business days. Because these 
transactions are processed through the same networks as 
credit cards, they often incur the same transaction fees 
for the merchant. 

Electronic Funds Transfer 

The discussion of electronic payment systems would be 
incomplete without discussing electronic funds transfer 
(EFT) systems. An EFT transaction provides for elec¬ 
tronic payment and collection. It is transfer of funds 
initiated through an electronic terminal, electronic mail, 
telephone, computer, or magnetic tape. It is comprised of 
the generation and delivery of instructions that directs a 
financial institution to either credit or debit a consum¬ 
er's asset account. The term EFT itself does not refer to 
a specific product. Rather, it is a descriptor that defines 
payment vehicles that use electronic networks to conduct 
a transaction. Historically, the core of consumer EFT net¬ 
works has been the automated teller machine and associ¬ 
ated access cards. Currently, an EFT transaction involves 
payment processing through one or more of the elec¬ 
tronic payment systems discussed earlier. The following 
are the most common EFT systems. 

1. Automated Teller Machines, or 24-Hour Tellers. These 
electronic terminals let a customer perform banking 
at almost any time. Services offered through these 
computer systems, though limited, are quite compre¬ 
hensive. Customers can withdraw cash, make depos¬ 
its, query account balances, or transfer funds between 
accounts at the same bank. The customer initiates the 
transaction by inserting an ATM card and entering a 
PIN. The ATM card is encoded with the customer’s 
account information on a magnetic strip. This infor¬ 
mation is transmitted to the bank’s central computer 
by modem over either a dedicated telephone line or a 
normal dial-up telephone line. The information is pro¬ 
tected via encryption during transmission. After proper 
authentication, the bank’s central computer allows the 
ATM to complete the transaction. Banks have formed 
global networks so that a customer of one bank can 
use an ATM of another. Often ATM networks are also 
connected to credit-card and debit-card-processing 
networks. In these cases, the ATM machine allows 
a customer to use a credit or debit card; however, 
the customer is limited to withdrawing cash. Such 
transactions are processed as typical credit-card or 
debit-card transactions. 

2. Direct Deposit. This lets the customer authorize spe¬ 
cific deposits such as paychecks, stock dividends, and 
pensions to the customer’s bank account either on a 
regular basis or on an ad hoc basis. It also allows the 
customer to preauthorize direct withdrawals so that re¬ 
curring bills such as insurance premiums, mortgages, 
and utility bills are paid automatically. By completing 
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a standard enrollment form, a customer authorizes a 
company or organization to make a credit payment to 
or a debit payment from one or more of his or her 
accounts. The actual transaction is then processed 
over the automated clearinghouse (ACH) system as an 
ACH transaction. 

3. Pay-by-Phone Systems. These systems let a customer 
call his or her financial institution with instructions to 
pay certain bills or to transfer funds between accounts. 
The customer must have a previous agreement with the 
bank for such transactions. Usually these transactions 
are limited to within the customer’s own bank—that 
is, the customer cannot use a pay-by-phone system to 
transfer money between accounts at different banks. 
For services such as bill-pay, the bank uses a system 
such as ACH to complete the transaction. To use pay- 
by-phone, the customer dials a special phone number 
on a touch-tone phone to access the central computer 
of the bank. After proper authentication of the cus¬ 
tomer, usually through a PIN, the computer allows the 
customer to proceed with the rest of the transaction. 
Pay-by-phone systems typically offer a limited number 
of services. Moreover, these systems are not very secure. 
This is because of the inherent vulnerability of the pub¬ 
lic telephone network. The popularity of these systems 
is gradually waning and being replaced by personal 
computer banking. 

4. Personal Computer Banking. This allows the customer 
to handle many banking transactions over the Internet 
via a remote computer. The system works very much 
like the pay-by-phone system. The customer uses a 
computer to connect to the central computer of his or 
her bank. After proper authentication, the customer 
is allowed to view account balances, request transfers 
between accounts, and pay bills electronically. Bill 
payment is processed offline as ACH transactions. 
The ability to use strong cryptographic techniques 
makes these systems more secure than pay-by-phone 
systems. 

5. E-Mail-Based Person-to-Person Payment. This allows 
the customer to send a one-time payment instruction 
to a financial institution using e-mail. The financial 
institution authenticates the payment instruction by 
presenting some kind of a challenge to the payer. Once 
the challenge has been responded to in an appropri¬ 
ate manner, the financial institution credits the payee’s 
account with the appropriate amount. 

6. Electronic Check Conversion. This system converts a 
paper check into an electronic payment at the point of 
sale or elsewhere, such as when a company receives the 
customer’s check in the mail. Electronic check conver¬ 
sion links two existing technologies—a magnetic ink 
character recognition (MICR) scanner and the ACH 
network. The paper check is processed through a MICR 
scanner to capture the check number, the number that 
identifies the customer’s bank, and the customer’s 
account number. The information is used to make a 
one-time electronic payment from the customer’s 
account. The check itself is not the method of payment. 
This means that the cancelled check is not returned to 
the customer with his or her account statement. 


Electronic Cash 

Electronic cash (or e-cash) (Weber 1998) is a method of 
payment in which a unique number or identifier is asso¬ 
ciated with a given amount of money at a financial insti¬ 
tution. It is often suggested as an alternative method to 
credit cards for purchases made over the Internet. Some 
definitions of electronic cash are much broader, describ¬ 
ing it as any form of "prepaid, stored value that can be 
used for electronic purchases” (van Slyke and Belanger 
2002). However, these systems are better categorized 
as electronic purse systems. The use of electronic cash 
requires the customer to open an account in a bank and 
then deposit money to this account. The bank provides the 
customer with a unique digital coin (essentially a unique 
identifier) that is used for all electronic payments. 

Any electronic cash system needs to possess five char¬ 
acteristics if it is to be usable and universally accepted. 
First, it must be ensured that the electronic cash is spend¬ 
able only once; that is, double spending should be pre¬ 
vented at all costs. This is needed to ensure that both 
parties involved in the transaction knows that the e-cash 
currency being received is not counterfeit or being used 
in two different transactions. Second, the e-cash system 
has to be independent of any particular proprietary stor¬ 
age or transmission mechanism. Third, electronic cash 
must be portable; it should be able to pass transparently 
across international borders and be automatically con¬ 
vertible to the recipient country’s currency in all forms 
of peer-to-peer transactions. Fourth, electronic cash must 
be divisible. Divisibility determines the size of payment 
units. Both the number of different electronic cash units 
and their values can be defined independently of real 
currency. The denominations are up to the definers and 
are not limited to the typical breakdowns of a traditional 
cash system. Finally, e-cash systems should be anony¬ 
mous, very much like their paper-world counterpart. The 
consumer (and sometimes the seller) should be able to 
use e-cash without revealing her or his identity. However, 
as explained later, ensuring the last property also makes 
the prevention of double spending rather difficult. 

Double spending is extremely difficult to detect and/ 
or prevent with truly anonymous electronic cash. Anony¬ 
mous electronic cash is electronic cash that, like bills and 
coins, cannot be traced back to the person who spent it. 
To ensure anonymity or unlinkability of the customer, 
the payment protocol cannot associate any form of cus¬ 
tomer’s identification mark with the cash system—much 
in the same way as in traditional cash systems. This implies 
that the bit string that represents electronic cash is not 
traceable to the customer who spends it. Since it is rather 
trivial to make multiple copies of the bit string represent¬ 
ing cash, anybody can make counterfeit electronic cash, 
without fear of being caught and prosecuted. One way to 
be able to trace electronic cash (to prevent money laun¬ 
dering) is to attach a serial number to each electronic 
cash transaction. That way, cash can be positively associ¬ 
ated with a particular consumer. This does not, however, 
solve the double spending problem completely. While a 
single issuing bank can detect whether two deposits of 
the same electronic cash are about to occur, it is impos¬ 
sible to ascertain who is at fault—the consumer or the 
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merchant. If the duplicate electronic coins are presented 
to two different banks, the problem is exacerbated. 
Further, it is not easy to develop an electronic cash sys¬ 
tem in which the cash can be traced back to its origin. 
Complex cryptographic algorithms are needed to create 
tamperproof electronic cash that can also be traced back. 
Electronic cash containing serial numbers also raises 
a number of privacy issues, because merchants could 
use the serial number to track spending habits of cons¬ 
umers. The whole purpose of electronic cash systems— 
namely the ability of a customer to remain anonymous— 
is lost. It is important that a procedure is available both 
to protect the anonymity of electronic cash users and to 
provide built-in safeguards to prevent double spending. 

One advantage of electronic cash is that like real 
cash it tends to be less costly to both merchants and 
consumers. This can make micropayments (where the 
value of the payment is comparable to or even less than 
the cost of the transaction) using electronic cash feasi¬ 
ble. Micropayment fundamentally creates a new billing 
model, under which the individual items purchased can 
be billed separately and individually. With micropay¬ 
ment methods, consumers can download a song or a 
chapter of a book and be billed as little as 50 cents or 
a dollar, with that small amount being charged to their 
Internet service provider (ISP) or phone bill. Security is¬ 
sues with micropayments are primarily centered on the 
premise that a small charge would not require extensive 
use of encryption technology or other means of fraud 
prevention. The widespread use of micropayments is a 
potential breeding ground for fraud that today is not 
apparent. The lack of an authoritative infrastructure 
standard, coupled with strong network externalities, 
has limited micropayments from becoming a dominant 
means of value transfer. 

Micropayment 

Micropayment is a new model of electronic payment for 
goods or services in situations in which the cost to trans¬ 
act the payment by conventional means, such as credit 
cards or electronic checks, far exceeds the value of the 
actual payment. To make payments in a cost-effective 
manner, micropayment systems gather a large number 
of small payments intended for a specific merchant and 
batch process them for financial institutions as one single 
transaction. Micropayment systems are designed to sup¬ 
port large numbers of small payments with the help of 
an intermediary broker. The broker acts on behalf of the 
merchant (maybe several merchants) to collect payment. 
Micropayment protocols can afford to have lesser secu¬ 
rity features for individual payments. This is because the 
amount of money lost on a single payment is considered 
within the range of tolerable risks. 

Electronic Purse or Stored-Value Card 

An electronic purse, as defined by the United Kingdom 
Banking Code, is "any card or function of a card which 
contains real value in the form of electronic money 
which someone has paid for in advance, and which can 
be reloaded with further funds and which can be used 


for a range of purposes.” These are essentially prepaid 
stored-value cards. As with electronic cash systems, the 
consumer needs to deposit real money with the issuer 
of the purse. The amount of money deposited is then 
encoded into the card. As purchases are made using the 
electronic purse, the value in the card is reduced and 
the amount is credited to the merchant’s account. The 
development of electronic purses has been driven almost 
wholly by commercial and technological organizations 
rather than by demand from consumers. The organiza¬ 
tions operating electronic purse systems gain from the 
use of the money stored on the cards. For banks, there 
are advantages in reducing the handling of cash and 
checks, which have to be transported securely and are 
labor-intensive to handle. For the retailer, the advantages 
are the reduction in handling of currency and checks. 
This includes reducing the delay in money being cred¬ 
ited to the retailer’s bank account. Another advantage is 
reducing the risk of theft. 

A stored-value card can be as elaborate as a smart 
card or as simple as a plastic card with a magnetic strip. 
One of the most common stored-value cards is a prepaid 
phone, copy, subway, or bus card. These cards can be 
recharged with more value by inserting them into spe¬ 
cial machines, inserting currency into the machine, and 
withdrawing the card. Another example is the retail store 
“gift card.” These cards can be purchased at retailers for 
a fixed denomination. Most of the time, they cannot be 
recharged. Unlike smart cards, magnetic strip cards are 
passive. That is, they cannot send information such as 
a customer’s digital certificate, nor can they receive and 
automatically increment or decrement the value of cash 
stored on the card. Smart cards evolved from magnetic 
strip cards. Instead of encoding and storing data using a 
magnetic strip, a computer microchip is embedded on the 
card itself, containing information about the owner, such 
as financial facts, private encryption keys, account infor¬ 
mation, credit card numbers, and so on. Like magnetic- 
strip cards, smart cards can be used online and offline. 
Smart cards are better suited for Internet payment trans¬ 
actions because they have more processing capability 
than the magnetic stripe cards. 

Electronic purses have gradually become one of the 
most widely used electronic payment systems for con¬ 
sumers. The advantages include ease of use, ability to 
pay the exact amount without searching for change, no 
authorization requirement, and the possibility of depos¬ 
iting additional value as and when required. However, a 
major disadvantage from the consumer’s point of view is 
that the purse is as good as real money. If it is lost or 
stolen, the consumer loses. To protect against such losses, 
smart-card technology is now being more widely used 
that allows units of credit to be reloaded. Another disad¬ 
vantage, especially with retail store gift cards, is that they 
often come with expiration dates. If the card is not used 
within this period, the money is lost to the consumer. 
This provides a significant benefit to the issuer, however. 
A final shortcoming is that seldom is the card completely 
spent in one transaction. If the card is not rechargeable 
and the balance left in the card is not sufficient for another 
transaction, then the balance is, more or less, money lost 
to the consumer. 
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Electronic Wallets 

Todays online shoppers have begun to tire of repeatedly 
entering details about shipping and payment information 
each time they make an online purchase. Research has 
shown that filling out forms rank high on online custom¬ 
ers’ lists of grievances about online shopping. Electronic 
wallet technology is intended to solve this problem. At the 
same time, an electronic wallet provides a secure storage 
place for credit-card data and electronic cash. In short, 
an electronic wallet (or e-wallet), serves a function similar 
to a physical wallet; it holds credit cards, electronic cash, 
owner identification, and owner contact information and 
provides that information at an electronic commerce site’s 
checkout counter. Occasionally, an e-wallet may contain 
an address book. Some wallets also hold an encrypted dig¬ 
ital certificate, which securely identifies the wallet’s owner. 
E-wallets make shopping more efficient. An e-wallet sim¬ 
plifies the online checkout process. A simple click inserts 
the e-wallet information into the payment forms on the 
merchant’s site. E-wallets can also provide many addi¬ 
tional services. They can keep track of the owner’s pur¬ 
chases by saving receipts. An enhanced digital wallet can 
even suggest where a consumer may find the best price on 
an item that he or she purchases on a regular basis. 

E-wallets are of two types based on where they are 
stored. A client-side e-wallet stores a consumer’s infor¬ 
mation on the consumer’s own computer. This shifts 
the responsibility for ensuring the e-wallet’s security to the 
end user. This can be regarded as both an advantage as 
well as a disadvantage. It is an advantage because the 
user has more control in keeping the e-wallet secure; 
it is a disadvantage because users may not always take 
appropriate measures. Many of early e-wallets were client- 
side wallets and required lengthy downloads, which was 
one of their chief disadvantages. Another disadvantage 
of client-side e-wallets is that they are not portable. They 
are not available when the owner is making a purchase at 
a location other than the computer on which the wallet 
resides. A server-side electronic wallet alleviates this 
problem; it stores a customer's information on a remote 
server belonging to a particular merchant or belonging to 


the wallet’s publisher. The main weakness of server-side 
e-wallet is that a server-side security breach could reveal 
personal information for thousands of users. Server-side 
e-wallet systems typically use strong security measures 
that minimize or eliminate the possibility of unauthor¬ 
ized disclosure. 

For a wallet to be useful at many online sites, it should 
be able to populate the data fields in any merchant’s 
form at any site that the customer visits. This accessibil¬ 
ity means that the e-wallet manufacturer and merchants 
from many sites must coordinate their efforts so that a 
wallet can recognize what consumer information goes 
into each of a given merchant's forms. 

Electronic Checks 

Electronic checks are a comparatively new and still 
emerging technology that combines high security, speed, 
convenience, and processing efficiencies for online trans¬ 
actions. They are based on the premise that electronic 
documents can be substituted for paper and public- 
key-cryptography-based digital signatures can replace 
handwritten signatures. Thus, the attraction is that 
electronic checks can replace paper checks without the 
need to create a new payment instrument, together with 
the implied legal, regulatory, and commercial practice 
changes. The technology promises several advantages. 
It leverages the time-tested paper-based check payment 
system and uses the same legal and business protocols. 
It works like a paper check but in a pure electronic form, 
with all the associated efficiency. It can be used by all bank 
customers who have check-signing privileges. Last but 
not least, it includes enhanced security features that allow 
automatic verification of content and validity, thereby 
helping to reduce check fraud. 

Electronic checks work the same way as a traditional 
paper check does (see Figure 1.). The steps involved in elec¬ 
tronic check processing can be summarized as follows: 

1. The payer retrieves an “electronic check” from an 

“electronic checkbook” and electronically fills in the 

check just as he or she would fill in a paper check. 


Figure 1: Steps involved in payment using 
electronic checks 
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2. The payer digitally signs the check and includes any 
necessary certificates with the check. 

3. The payer then gives the electronic check to the payee 
using one of several secure electronic means (e.g., 
through secure e-mail or over secure Web connections). 

4. The payee endorses the electronic check by putting its 
digital signature on the check. 

5. The payee then electronically deposits the endorsed 
check in the payee’s bank and receives credit. 

6. The payees bank submits (also electronically) the elec¬ 
tronic check to the paying bank for clearing. 

7. The paying bank validates the electronic check and 
then charges the payer’s account for the check. 


Mobile Payment System 

With the rapid growth of wireless technologies (see 
Volume II, Part 3—Cellular and Wireless Networks) 
the financial industry is increasingly aiming toward 
providing mobile financial services to the end user. The 
vision is that the mobile communications channels will 
be used in financial transactions not only to comple¬ 
ment communications over wired channels but also to 
usher in newer services that only mobility can enable. 
For example, stock alerts can be sent to wireless per¬ 
sonal digital assistants (PDAs) so that the active trader 
can conduct transactions while on the move, indepen¬ 
dent of space and time constraints. Or, for example, the 
user can use a cellular phone for buying snacks from a 
vending machine. The rationale for such a vision is that 
mobile devices like cellular phones, wireless-enabled 
PDAs, and so on will increasingly become the platform 
of choice for users for managing their finances (e.g., 
accessing their bank accounts or investing in the stock 
market), making purchases in local environments (e.g., 
within a store) and remote environments (e.g., over the 
Internet), and securing authenticated access to various 
services. 

Mobility can be accorded to electronic payment sys¬ 
tems in one of three ways: (1) using wireless commu¬ 
nication technology as a substitute for standard wired 
communication channels, and (2) using the new para¬ 
digm of contact-less payment. The first method is used 
mostly for traditional financial transactions like purchas¬ 
ing over the Internet. Broadband wireless access (see 
the chapter "Wireless Broadband Access”) is typically 
used to support wireless access to data networks when 
this method is used from mobile laptops. When network 
access is desired using slower carrier-based mobile 
communication technology like global system for mo¬ 
bile (GSM) or code division multiple access (CDMA) 
communications as in PDAs or cellular phones, a still 
evolving standard called WAP (wireless application pro¬ 
tocol—see the chapter “Wireless Application Protocol 
(WAP)”) is used to support these applications. There are 
no major changes to the underlying payment protocols, 
and hence this method will not be discussed further in 
this section. The second method, on the other hand, is 
a relatively newer model of noncash electronic payment 


that has been enabled by emerging technologies such 
as Bluetooth (see the chapter “Bluetooth Technology”) 
and wireless infrared communication (see the chapter 
"Indoor Wireless Infrared Communications”). The ma¬ 
jor characteristic of these technologies is the relative 
short communication range offered (typically in the 
range of a few centimeters for radio-frequency devices 
to tens of meters for Bluetooth-enabled devices). Thus, 
the second method finds widest adoption at retail point- 
of-sale terminals. Sometimes this method of payment 
is complemented by carrier-based mobile technologies 
such as CDMA and GSM. 

Contact-less payment is based on establishing a wire¬ 
less communication between a user’s payment device that 
stores one of the forms of electronic money discussed 
earlier and a point-of-sale payment terminal or infra¬ 
structure device. The technology can be broadly classi¬ 
fied into five major categories depending on the wireless 
communication method used—radio waves or infrared 
light. These are: 

1. ISO 14443 proximity card standard-based methods 

2. ISO 15693 vicinity card standard-based protocols 

3. Proprietary radio-frequency technology-based protocols 

4. Bluetooth-based systems 

5. Payment systems by cellular service providers 

6. Infrared communication based protocols 

The first three use radio waves at different frequency 
levels for communication. The fourth and fifth technolo¬ 
gies use microwaves, and the last uses line-of-sight infra¬ 
red beams for communication. 

ISO 14443-Based Proximity Devices 

The ISO 14443 specifications provide the standard for 
contact-less smart cards that usually use the standard 
credit-card form defined by ISO 7810 ID-1. However, 
other forms are also used, such as watches and mobile 
phones. These devices use either low-frequency radio 
waves in the 125-KHz band (rare) or high-frequency 
radio waves in the 13.56-MHz band (most common) 
with a transmission speed in the range of 106 to 424 
Kbps. The fast transmission speed allows the devices to 
be present in the proximity for a very short while for the 
transaction to be completed. The operational range of 
these devices is on the order of tens of centimeters. This 
means that the customer’s payment device has to be in 
close proximity to the point-of-sale payment terminal. 
Thus, the customer cannot repudiate an intention to pay 
at a later time. In addition, although radio-wave com¬ 
munication is a broadcast technology in the sense that 
anyone with a suitable receiver can eavesdrop on the 
communication, the close proximity of the two devices 
helps limit unintended communication significantly. 
Broadcasting brings with it one more challenge—that of 
collisions. If more than one such device is placed within 
the communication field at the same time, there may 
be collisions among the packets transmitted between 
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the different devices. ISO 14443 specifies how such 
collisions are handled. 

Typically, these proximity devices are used as 
stored-value cards. They are widely used in automatic 
fare collection for mass-transit systems and offline 
purchases in vending machines. In recent years, smart 
cards have been provided with built-in microprocessors. 
These smart cards provide strong cryptographic protec¬ 
tion of the communication channels and thus enable all 
the functionalities of contact smart cards. A number of 
credit-card providers, including Visa and MasterCard, 
are offering such ISO 14443-based smart cards that are 
also equipped with conventional magnetic stripes. These 
cards allow all the features of the conventional credit and 
debit cards from these groups in a contact-less manner. 

ISO 15693-Based Vicinity Devices 

The ISO 15693 specifications provide the standard for 
contact-less “vicinity cards.” These devices come in 
various forms , such as key fobs, car tags, and plastic 
cards. Typically, these operate in the 13.56-MHz high- 
frequency range, like the ISO 14443 devices. However, 
they have a much slower transmission rate—typically 
around 20 Kbps. Thus, the devices need to be in the 
vicinity of the communicating device for a longer period 
for the transaction to be completed. The operation 
range of these devices is between 1 and 1.5 m. Although 
this can be a benefit for a number of applications, like 
parking and vending, it also brings in added security 
risks. Unlike ISO 14443 devices, ISO 15693 devices 
do not convey any payment intention on the part of 
the user. Thus, a user can repudiate a payment with the 
claim that a malicious attacker with a similar device had 
been in the vicinity and falsely made the charge. The 
possibility of eavesdropping increases for these devices, 
as does the possibility of unintended communications. 
This requires additional security measures to be incor¬ 
porated within the devices. These devices broadcast the 
transmission like ISO 14443 devices. The ISO 15693 
specifications address the problem of collisions during 
communication. 

Vicinity devices find major application as electronic 
debit cards in closed systems like toll collection, gas 
pumps, and vending machines. 

Proprietary Radio-Frequency Technology Systems 

There have been attempts to develop proprietary contact¬ 
less payment devices for use in various closed systems. 
These use radio waves at different frequency bands: 
100-300 KHz, 13.56 MHz, and 900-928 MHz. The operat¬ 
ing ranges of these devices vary significantly. For example, 
the devices in the 13.56-MHz frequency range operate as 
proximity devices, while those operating in the ultra-high- 
frequency range (900+ MHz) provide an operating range 
of several meters. All the problems of the ISO 14443- and 
ISO 15693-compatible devices are also observed among 
these devices, and similar solutions have been proposed. 
Because of a lack of standardization, these devices have 
yet to find widespread usage. 


Bluetooth-Based Systems 

Bluetooth is a wireless technology that can be used to 
interconnect devices such as PDAs, laptops, digital cam¬ 
eras, mobile phones, etc. using a secure globally unlicensed 
short-range radio frequency. Bluetooth-enabled devices 
come in various power ranges (from 1 to 100 mW) that pro¬ 
vide them with operating ranges of up to 100 m. There have 
been some attempts to develop payment applications based 
on Bluetooth. However, two major technical challenges im¬ 
pede the wide adoption of this technology for payment. 
First, Bluetooth does not provide a wide enough operating 
range to be used as an alternative to cellular services. They 
are primarily intended to facilitate IEEE 802.15-based per¬ 
sonal area networks. This signifies that they can be used 
only for vicinity payment systems. In this context also, 
Bluetooth suffers because it does not offer any point-to- 
point localization, which is the second technical challenge. 

Payment System by Mobile Carriers 

The rapid growth of high-speed data networks, like 2.5 and 
3G, has opened up the possibility of carrier-based mobile 
devices being used for electronic payment. A number of 
mobile service providers have teamed up with the finan¬ 
cial services industry to form the Mobile Payment Forum 
(www.mobilepaymentforum.org), which is “dedicated to 
realizing the full potential of mobile commerce.” Vari¬ 
ous technologies have been proposed, including using 
short/medium message service (SMS/MMS) messages for 
payment authorization and integrating mobile phones 
with ISO 14443/ISO 15693/proprietary radio-frequency 
devices. There is a continuing active interest in this area. 
However, as of today no significant system exists that pro¬ 
vides contact-less payment using a carrier-based system. 
Lack of interoperability and the high total cost of own¬ 
ership are often cited as the primary reasons why these 
systems have not become popular. 

Infrared Communications-Based Protocols 

The Infrared channel is one of the oldest wireless com¬ 
munication technologies. It provides a line-of-sight commu¬ 
nication protocol—that is, the two communicating devices 
need to have an unobstructed view of each other in order to 
communicate. Infrared devices can theoretically commu¬ 
nicate over several meters; however, an operational range 
of 20 to 30 cm is more practical and consumes very little 
power. Thus, infrared-enabled devices such as PDAs and 
mobile phones offer opportunities to be used as electronic 
“vicinity” payment devices. A number of projects have 
looked into maintaining mobile wallets in these devices. 
Customers can beam payment information from these 
wallets to point-of-sales terminals at physical retailers. 
A major advantage of infrared wireless communication 
is that the line-of-sight property provides some degree of 
protection from eavesdropping, although application-level 
security in terms of encryption and authentication must 
still be provided for protecting the payment information 
from other types of attacks. Lack of interoperability stand¬ 
ards among various infrared-enabled devices is the major 
hurdle in the wide adoption of this technology. 
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REPRESENTATIVE TECHNOLOGIES 
Electronic Bill Presentment and 
Payment Systems 
CheckFree 

CheckFree (www.checkfree.com) is the largest online 
bill processor. It provides online-payment-processing ser¬ 
vices to both large corporations and individual Internet 
users. CheckFree Corporation provides a wide range of 
electronic commerce solutions, including online share 
portfolio management in conjunction with the PAWWS 
system (www.pawws.com) and general online bill pay¬ 
ment systems. CheckFree provides the infrastructure and 
software to permit users to pay all their bills with online 
electronic checks. It offers an electronic check payment 
service as a replacement for traditional paper checks. 
This payment system results in a service similar to money 
orders. Their software is compatible with the wallet soft¬ 
ware from Cybercash. For bill processing, the customer 
receives a bill from a service provider and sends the pay¬ 
ment information to CheckFree. The customer creates 
an account with CheckFree that is linked by direct debit 
to the customer’s bank account. CheckFree pays the bill 
on the customers behalf in the form of electronic checks. 
If required, CheckFree can also pay the bill in the form of 
a traditional paper check. 

Electronic Wallet Systems 

Many electronic wallet systems are commercially available 
for pocket, palm-sized, handheld, and desktop PCs. The 
current technology trend is to produce electronic wallets 
in the smart card. In the electronic payment system devel¬ 
oped in the CAFE (Conditional Access For Europe) project, 
the electronic wallet can be either in the form of a small 
portable computer with an internal power source or in 
the form of a smart card. Electronic money can be loaded 
into the wallets online and used for payments at point-of- 
sale (POS) terminals. Examples of e-wallet applications 
include Microsoft’s Passport (Microsoft Corporation 2004) 
(the system is used mainly as a form of single-sign-on 
framework rather than as an electronic payment sys¬ 
tem), Ilium Software's eWallet (Ilium Software 2004), 
VeriFone’s Vwallet (www.verifone.com—now integrated 
into its Integrated Payment Solutions payment software), 
and Qwallet.corn’s Q*Wallet (Qwallet.com 2004). Numer¬ 
ous banks and companies have now developed their own 
e-wallets, such as AT&T’s e-wallet or MasterCard's e-wallet. 

Credit-Card-Based Systems 

Secure Electronic Transaction (SET) Protocol 

Secure electronic transaction, or SET, is a secure 
protocol jointly developed in 1996 by MasterCard and 
Visa with the backing of Microsoft, Netscape, IBM, GTE, 
SAIC, and other companies, to facilitate credit-card 
transactions over the Internet (Schneider 2006). SET 
specifications were published in 1997 as an open stan¬ 
dard, which allows all companies developing related 
applications to use this protocol and make their products 
work together successfully. 

The objective of SET is to provide security for credit- 
card payments as they traverse the Internet from the 


customer to the merchant sites and on to the processing 
banks. SET has been developed to secure the entire credit- 
card-payment process, including verifying that the con¬ 
sumer is indeed the owner of the credit card. While Visa 
and MasterCard have publicly stated that the goal of pro¬ 
posing the SET protocol is to establish a single method 
for consumers and merchants to conduct payment-card 
transactions on the Internet, acceptance of the standard 
has been slow. SET Co. is the consortium that manages 
and promotes the SET standard. The SET protocol as¬ 
sumes an already established public key infrastructure. 
The SET specification uses public key cryptography and 
digital certificates for validating all participants in the 
transaction. In contrast to the secure sockets layer (SSL) 
protocol, which provides only confidentiality and integ¬ 
rity of credit-card information while in transit, the SET 
protocol provides confidentiality of information, pay¬ 
ment data integrity, user and merchant authentication, 
consumer nonrepudiation, and payment clearinghouses 
(certificates). 

The major components of SET are as follows: 

1. The issuer (or customer’s bank) is a financial insti¬ 
tution that issues bankcards (credit cards or debit 
cards). 

2. The customer (or cardholder) is an authorized user 
of the bank card, who is registered with SET. The cus¬ 
tomer participates in the SET transaction by using an 
electronic wallet. SET calls this the “cardholder wal¬ 
let.” This is where the customer/consumer’s credit- 
card information is stored in an encrypted manner. 
The wallet software is able to communicate and inter¬ 
operate with other SET components. 

3. The merchant is the seller of goods and services. The 
merchant uses the merchant server software to 
automatically process credit-card authorizations and 
payments. 

4. The payment gateway processes merchant authoriza¬ 
tion requests and payment messages, including pay¬ 
ment instructions from cardholders. It is operated by 
either an acquirer or some other party that supports 
acquirers (for example, the merchant’s bank). It inter¬ 
faces with financial networks to support the capture of 
SET transactions. 

5. One or more certification authorities issue and verify 
digital certificates related to public keys of customers, 
merchants, and/or the acquirers or their gateways. The 
SET public key infrastructure proposes a top-down 
hierarchy of certification authorities comprising the 
following types: 

• Root certification authority: All certification paths 
start with this authority’s public key. It is operated 
by an organization that the entire industry agrees to 
trust. The initial root-key is built in to the SET soft¬ 
ware with a provision for replacing it in the future. It 
issues certificates to brand certification authorities. 

• Brand certification authority: These authorities are 
operated by different credit-card brand owners like 
Visa and MasterCard. Each brand has considerable 
autonomy as to how it manages the certificate sub¬ 
tree rooted at it. 
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• Geopolitical certification authority: This is an optional 
level of certification authority. It allows a brand to 
distribute responsibility for managing lower-level 
certificates across different geographic or political 
regions. This is to account for variations in how fi¬ 
nancial systems operate in different regions. 

• Cardholder certification authority: These authorities 
generate and distribute cardholder certificates to card¬ 
holders. Depending on brand rules, the certification au¬ 
thority maybe operated by an issuer or another party. 

• Merchant certification authority: These authorities 
issue certificates to merchants based on approval by 
an acquirer. 

The SET infrastructure is deliberately planned not to 
interoperate with any payment infrastructure other than 
the bank-card system. Although this may be considered a 
restriction of SET, it ensures that the operating organiza¬ 
tions are not subjected to any unknown risks. The main 
steps of SET are described in the Figure 2. The sequence 
can be summarized as follows: 

1. Customer and merchant registration: In this step (mes¬ 
sages labeled 0 in Figure 2), the customer and the 
merchant acquire relevant certificates from the corre¬ 
sponding authorities that will allow them to partici¬ 
pate in the transaction. This needs to be done once 
before any SET transaction and needs to be reexecuted 
if the certificates expire or are revoked. 

2. Browse and negotiate purchase: This step (message 1) 
proceeds separately from the main protocol; it allows 
the customer to select the product and negotiate on a 
price. SET is not involved in this phase. 


3. Purchase request: Once the customer has completed 
the product selection process, it invokes the cardholder 
wallet software on its machine. This is where the main 
SET protocol starts (message 2). The cardholder wal¬ 
let initiates a SET session with the merchant server; 
it sends its certificate to the merchant and requests 
a copy of the merchant’s certificate and the payment 
gateways certificate. On receipt of these, the card¬ 
holder wallet creates payment information (PI) and or¬ 
der information (01). The PI includes the cardholder’s 
credit-card account information and public key certifi¬ 
cate, among others. The OI includes necessary infor¬ 
mation about the order. Two digests are computed, one 
each for PI and OI. They are concatenated and signed 
by the customers private key. The PI is encrypted with 
payment gateway’s public key. Next, the OI and en¬ 
crypted PI are together encrypted with the merchant’s 
public key. Finally, the entire message is signed and 
sent to the merchant server. The merchant server veri¬ 
fies the cardholder’s certificate. It verifies the signature 
on the PI and OI. If it agrees to the OI, it forwards the 
encrypted PI to the payment gateway (PG) for authori¬ 
zation (message 3). While waiting for authorization, 
the merchant prepares an order confirmation (OC), 
signs it with its private key, and sends it encrypted 
with the customer’s public key. 

4. Payment authorization: To request payment authoriza¬ 
tion, the merchant sends the encrypted PI (received 
in step 3) signed with its private key (message 3) 
to the payment gateway. The payment gateway verifies 
the merchant's signature on the message, decrypts the 
PI with its private key, and retrieves the customer’s 
certificate. It then verifies the relevant signature, and 
performs an authorization at the issuer (message 4). 


Figure 2 : Steps involved in a SET transaction 
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When the issuer authorizes payment (message 5), the 
payment gateway generates an authorization response 
(AR) and a capture token (CT). Both are signed by 
the payment gateway’s private key and sent to merchant 
encrypted with the latter’s public key. The merchant, on 
receipt, stores the payment authorization response 
and capture token for later use. 

5. Payment capture: The merchant prepares a payment 
capture request with the transaction identifier from 
the original 01 and the CT obtained earlier. It signs the 
capture request (CR) and sends it encrypted with 
the PG’s public key (message 7). The payment gateway 
verifies the CR message and sends a clearing request 
(CLR) message to the issuer (message 8). When the 
issuer clears the payment (message 9), the payment 
gateway generates a CR and sends it encrypted with 
the merchant’s public key. The merchant stores the CR 
and completes the transaction with customer. 

A major advantage of using SET for electronic credit 
card payment over using the SSL protocol to do the 
same is that SET does not allow the merchant to view 
the customer’s credit-card information. This provides 
an additional degree of protection to credit-card infor¬ 
mation. This is unlike SSL, in which the merchant has 
the complete credit-card information. In addition, SET 
prevents the payment gateway and/or the issuer bank 
from being able to view the terms of the transaction 
established between the merchant and the customer. This 
way the privacy of the customer is also enhanced. How¬ 
ever, SET has received a lukewarm reception in the United 
States and, so far, has not attracted a large number of 
merchants and consumers, though it seems to be the 
“best” protocol for securing payment over the other¬ 
wise unsecured Internet. The major SET activities are in 
Asian and European nations. Part of the problem with 
the acceptance of SET is that apparently, it is not as easy 
to implement or as inexpensive as most banks and merc¬ 
hants had expected. The typical reaction of many banks 
to SET is that it is clumsy—not tried and tested. The 
future might prove brighter for SET, though. After a few 
years of testing and trials, SET's supporters believe it is 
ready for widespread deployment. 


Electronic Funds Transfer Systems 

Automated Clearinghouse 

The automated clearinghouse (ACH) system was devel¬ 
oped in the United States in the 1970s by the banking 
industry in an effort to allow automatic funds transfer 
by replacing the paper check. The ACH system sup¬ 
ports both debit and credit transactions. ACH payments 
include direct deposit of payroll and social security and 
other government benefits tax refunds; direct payment of 
consumer bills such as mortgages, loans, utility bills, and 
insurance premiums; business-to-business payments; 
E-checks; and e-commerce payments. 

The ACH system is a batch processing store-and- 
forward system. Transactions received by the financial 
institution during the day are stored and processed later 
in batch mode. ACH transactions are accumulated and 
sorted by destination for transmission. Typically, five 
participants are involved in an ACH transaction (see 
Figure 3). (1) The originating company or individual 
(Originator) initiates a fund transfer from its account. 
(2) The Originating Depository Financial Institution 
(ODFI) receives a payment instruction from an origina¬ 
tor and forwards it to the ACH Operator. (3) The Receiv¬ 
ing Depository Financial Institution (RDFI) receives ACH 
entries from the ACH operator and posts the entries to 
the accounts of receivers. (4) The receiving company, em¬ 
ployee, or customer (Receiver) authorizes an originator 
to initiate an ACH entry to the receiver’s account with 
the RDFI. (5) The ACH Operator is the central clearing 
facility to or from which participating depository finan¬ 
cial institutions transmit or receive ACH entries. 

PayPal 

PayPal (eBay Inc. 2002) operates very differently from 
ACH. It originally began as a payment system for person- 
to-person (P2P) payments via e-mail. Of late, it has 
become a very popular method for consumers to pay for 
online purchases. Owned by eBay Inc. and touted as the 
world's first e-mail payment service, PayPal.com is a free 
service that earns a profit on the float, which is money 
that is deposited in PayPal accounts. PayPal is very 
popular with eBay auction customers—it is currently the 
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number one electronic cash system used by eBay. PayPal 
eliminates the need to pay for online purchases by writ¬ 
ing and mailing checks or using credit cards. PayPal 
allows consumers to send money instantly and securely 
to anyone with an e-mail address, including an online 
merchant. PayPal is a convenient way for auction bid¬ 
ders to pay for their purchases, and sellers like it because 
it eliminates the risks of accepting other types of online 
payments. PayPal transactions clear instantly so that 
the senders account is reduced and the receiver’s account 
is credited when the transaction occurs. Anyone with a 
PayPal account—online merchants and eBay auction 
participants alike—can withdraw cash from their PayPal 
accounts at any time. 

To use PayPal, merchants and consumers first must 
register for a PayPal account. There is no minimum 
amount that a PayPal account must contain. Custom¬ 
ers add money to their PayPal accounts by sending a 
check or using a credit card. Once members’ payments 
are approved and deposited into their PayPal accounts, 
they can use their PayPal money to pay for purchases. 
Merchants must have PayPal accounts to accept PayPal 
payments, but consumer-to-consumer markets such as 
eBay are more flexible. Using PayPal to pay for auction 
purchases is very popular. A consumer can use PayPal 
to pay a seller for purchases even if the seller does not 
have a PayPal account. When one uses PayPal to pay 
for purchases from a seller or merchant who does not 
have a PayPal account, the PayPal service sends the 
seller or merchant an e-mail message indicating that 
a payment is waiting at the PayPal Web site. To collect 
PayPal cash, the seller or merchant who received the 
e-mail message must register and provide PayPal with 
payment instructions. 

ELECTRONIC CASH SYSTEMS 

CAFE 

The European Union project CAFE (Conditional Access 
For Europe) (European Community’s ESPRIT Program 
1995) is an offline direct cash-like scheme that guar¬ 
antees customer anonymity. The CAFE project ended 
in mid-1997, but has been continued in the follow-up 
project, OPERA. The partners in OPERA—that is, banks 
that support CAFE—are continuing the trial of and 
improving the CAFE system. About thirteen partners 
from several European countries were involved in the 
project, DigiCash 2 and Siemens among them. The system 
is designed for use in shops rather than over the Internet. 
In a way, it is the offline, portable versions of the Digi¬ 
Cash ECash system. It is based on the system proposed 
by Brand’s cash. The protocol is disclosed for public 
review. An important feature of CAFE is the multiparty 
security. No mutual trust between parties of conflicting 
interest is assumed. 

CAFE is an open secure system. It supports multiple 
issuers of electronic value and multiple currencies. 


2 DigiCash is the company that pioneered electronic cash systems. It was 
founded by David Chaum, who is widely credited with being the first to 
propose an anonymous electronic cash system. Interested readers are 
directed to articles by Chaum (1982) and Chaum, Fiat, and Naor (1988). 


including currency exchange during a payment. It 
provides the customer with a history log of their payments. 
The system uses public key signature and encryption 
and allows for offline purchase transactions. The basic 
purchase transaction mode is anonymous and untrace- 
able for the customer and performed offline; there is no 
need to connect to a third party online. Withdrawals and 
deposits are identified, traceable, and online. If payments 
exceeding a certain level must be confirmed, then some 
online interaction becomes necessary. 

CAFE provides recovery of lost, stolen, and damaged 
cards. Although prepaid, it is loss-tolerant and allows 
customers to recover their money if they lose their cards, 
because an encrypted version of all tokens issued to the 
customer is held in a safe place. The customer must sur¬ 
render his or her anonymity and untraceability, then 
the issued token backup can be decrypted and matched 
against the redeemed token database. To provide some 
loss tolerance for stolen cards, the customer must 
authenticate himself or herself via a pass phrase (PIN) 
prior to a purchase. 

The device receives coins by withdrawing them from 
the issuer account via an ATM using the blind signature 
method known from ECash. CAFE is prepaid, and 
the tokens on the device do not exist as currency anywhere 
else. When the customer spends money, the device trans¬ 
mits one or more tokens to the merchant and marks on 
the device them as spent. Transmissions are performed 
contact-less via infrared channels. The merchant then 
owns the value of those tokens, which need to be deposited 
with an acquirer and accepted by the issuer for that value 
to be realized for the merchant. Thus, the primary flow 
of value in CAFE is that of withdraw, pay, and deposit— 
that is, the payment model is the typical direct cash-like 
approach. 

The basic hardware device is a pocket calculator-like 
electronic wallet, to be used for customer payments, to 
access information services, and for identification. It aims 
to be nonproprietary. The electronic wallets and smart 
cards—that is, the hardware—should become standard¬ 
ized and be available in shops just like other electronic con¬ 
sumer goods. The wallet contains a so-called guardian, a 
smart card with a dedicated cryptographic processor. The 
wallet protects the interests of the customer, the guardian 
protects the interests of the money issuer, and both are 
holding part of each token withdrawn. No transactions 
are possible without the cooperation of the guardian; 
the guardian maintains a record of all the tokens spent 
to avoid double spending. The guardian chip authorizes 
each payment by signing it. CAFE tokens do not remain 
in circulation like real cash tokens do. Re-spendability 
is broken explicitly—the wallet signs to whom it pays a 
token, so only that payee can deposit the token. 

As a fallback, when the guardian is compromised 
CAFE uses so-called offline digital coins that provide a 
once-concealed, twice-revealed feature. The money is 
encrypted, and the identity of the customer signed by 
that customer is encoded into the token number. This is 
done in a way that the identity of the customer can be 
recovered only if the customer double spends. This fea¬ 
ture works as follows: When the customer uses a token 
in payment, it is challenged by the merchant to reveal a 
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certain part of the encoded customer identity. One part 
on its own does not reveal anything useful. If, however, 
the customer tries to re-spend the same token, another 
part of the customer identity is revealed to the merchant; 
now, with a high probability, the identity of the customer 
can be traced. In order to do this, the issuer must hold a 
database of all reimbursed tokens that it already needs 
for the fault-tolerance feature. 

As a fixed-denomination token system that distin¬ 
guishes between customers and merchants, CAFE needs 
to address the problem of making change. It allows 
the construction of coins that can be split into smaller 
coins if need be and of coins that—being more expen¬ 
sive than their denomination—may be spent more than 
once. These measurements reduce the unlinkability of 
the payments but not their integrity. For repeated very 
small payments to the same merchant, so-called phone 
ticks, CAFE provides a special way of surrendering a 
token in installments. 

In CAFE, transactions appear atomic to the user but 
not to the merchant. The tokens a merchant accepts in 
payment must be deposited with an acquirer and accepted 
by the issuer before their monetary value can be realized by 
the merchant. The value leaves the customer, but does not 
immediately arrive at the merchant. 

Micropayment Systems 

MilliCent 

MilliCent (Manasse 1997) is the most widely known 
micropayment scheme. MilliCent is a proprietary voucher- 
based digital micro commerce system from the erstwhile 
Digital Equipment Corporation (acquired by Compaq and 
now part of HP Invent). It aims at the micropayment seg¬ 
ment of electronic commerce and supports transactions 
with values of fractions of a cent. MilliCent considers that 
coins are treated differently than paper money, in the same 
manner that small-denomination notes are treated differ¬ 
ently than high-denomination notes. Because MilliCent 
represents very small coins, it uses lightweight security 
measures. A public trial of the MilliCent system involving 
toy money started in December 1997. 

The system uses merchant-specific vouchers, the so- 
called scrip, which is a form of token that is valid only 
with a particular merchant for a limited period. Brokers 
act as intermediaries between merchants and customers. 
The fact that any type of scrip is valid only at a particular 
merchant means that the merchant does not need to con¬ 
nect to a central issuer to validate the token. This reduces 
network traffic and the validation cost. To avoid customers 
having to maintain separate accounts with the individual 
merchants for mostly short-term relationships, brokers act 
as intermediaries. The long-term relationships are between 
brokers and customers, and brokers and merchants. Con¬ 
sumers register with one broker and buy broker scrips 
in bulk—generic scrip. Brokers receive payment from 
consumers in a variety of ways, but the most common 
way the consumers pay is with a credit card. When a con¬ 
sumer locates a product on a merchant’s Web site that he 
or she would like to purchase, the consumer converts the 
broker scrip into vendor-specific scrip. Vendor-specific 
scrip is scrip that a particular merchant will accept. 


The consumers new scrip is stored in an electronic wallet 
on the consumer’s computer. Paying for an item involves 
simply transferring a merchant’s scrip, which is in a 
consumer’s wallet, to the merchant in exchange for a pur¬ 
chased item. Merchants can then send a broker their own 
scrip and obtain a check. The basic sequence of interac¬ 
tions is as follows: 

1. The customer obtains a quantity of broker scrip at the 
outset. 

2. The customer requests some specific vendor scrip, 
which they will pay for later with the broker scrip. 

3. The broker obtains the required vendor scrip from the 
vendor. 

4. The broker sells the vendor scrip to the customer. 

5. The customer buys the service with the vendor scrip. 

6. The vendor gives change in vendor scrip. 

Steps 1 to 4 are not required for every transaction; the 
customer can buy sufficient scrip from the broker for a pe¬ 
riod. Likewise, the broker can store enough vendor scrip 
to serve many customer requests or it can have a license 
from the vendor to create that vendor scrip directly. 
Although at first glance a lot of message passing seems to 
be required, there is no bottleneck like one single currency 
issuer to be contacted during each transaction, especially 
once steps 1 to 4 are completed. Experiments at Digital 
indicate that MilliCent is efficient enough for transactions 
as low as one-tenth of a cent. A broker is required in the 
protocol for two reasons. First, the system of very small 
payments works because transactions can be aggregated 
so they are significant. That is, when a consumer buys a 
few dollars worth of scrip, there is little profit in the deal. 
However, when several consumers purchase scrip, the 
aggregate amount—even discounted so that the broker 
can make money—does make economic sense. The sec¬ 
ond reason for a broker is that it makes the entire system 
easier to use. A consumer has to deal with only one broker 
to satisfy his or her scrip needs for many merchants. The 
broker buys the scrip in bulk and does all the hard work of 
organizing the retail selling to customers. 

A significant feature of the MilliCent protocol is the 
trade-offs attempted at different points in the design. 
For example, MilliCent offers three protocol versions— 
“private and secure,” "secure without encryption," and 
“scrip in the clear." The least secure is “scrip in the 
clear.” Here, the scrip is transferred between customer 
and vendor without any encryption or protection; thus, 
the protocol is the most efficient and cheapest to imple¬ 
ment. However, this allows any observer to change the 
scrip or replay it and spend it itself. Thus, the customer 
can potentially suffer a financial loss. Although amounts 
stolen this way will be quite small, it can be rather 
annoying to the customer to find their small change 
to be invalid. The next level of security is provided by 
“secure without encryption.” Here, personal informa¬ 
tion about the customer that is carried by a field in the 
scrip is available to the player involved in the scrip sys¬ 
tem; however, the scrip itself is protected from replays 
that allow an observer to spend the scrip itself. The most 
secure is the “private and secure” version of the protocol. 
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However, it too uses lightweight encryption technology, 
which is probably not too difficult to break. The philoso¬ 
phy is that the cost of breaking the protocol should be 
greater than the value of the scrip itself. Scrips can 
be minted at very low value. Thus, loss of scrip due to 
confidentiality or integrity breaches does not cause sig¬ 
nificant financial loss to the end user. 


Stored-Value Card Systems 

MONDEX 

The most well known example of an electronic purse or 
stored-value card system is the MONDEX smart card— 
a service of MasterCard International (2004). It was intro¬ 
duced in the early 1990s; it is the largest pilot program of 
an electronic purse product to date. The MONDEX smart 
card contains a microcomputer chip. The card can accept 
electronic cash directly from a user's bank account. Card¬ 
holders can spend their electronic cash with any mer¬ 
chant who has a MONDEX card reader. Two cardholders 
can even transfer cash between their cards over a tele¬ 
phone line. A single card works in both the online world 
of the Internet and the offline world of ordinary merchant 
stores while simultaneously being impervious to the theft 
threats of credit cards. Another advantage of MONDEX 
is that the cardholder always has the correct change for 
vending machines of various types. MONDEX electronic 
cash supports micropayments as small as 3 cents. MON¬ 
DEX has lower per-transaction costs than credit or debit 
cards, since value transfers take place locally, just as 
for cash. Thus, it is a good choice for minipayments and 
micropayments. Finally, MONDEX has the ability to pro¬ 
vide user anonymity. This is because, just like cash systems, 
MONDEX does not maintain any audit record. MONDEX 
has some disadvantages, too. The card carries real cash in 
electronic form, and the risk of theft of the card may deter 
users from loading it with a significant amount of money. 
Moreover, MONDEX cannot compare with credit cards 
in the area of deferred payment. One can defer paying 
his or her charge or credit card bill for almost a month 
without incurring any interest. MONDEX cards dispense 
their cash immediately. Last but not least, a MONDEX 
card requires special equipment; merchants who accept it 
must have a specific card reader at their checkout counter. 
A MONDEX card must also be in physical contact with 
a special card reading and writing device during a mer¬ 
chant or recharge transaction. Internet users can transfer 
cash over the Internet using MONDEX, but they must at¬ 
tach a MONDEX reader with their PC in order to use the 
card. These requirements have proven to be barriers to 
the widespread use and success of MONDEX. 

A MONDEX transaction consists of several steps. These 
steps ensure that the transferred cash reaches the correct 
destination in a safe and secure manner. Following are 
the steps to transfer electronic cash from the buyer to the 
seller. 

1. The card user inserts the MONDEX card into a 
reader. The merchant and the card user are both vali¬ 
dated to ensure that both the user and the merchant 
are still authorized to make transactions. 


2. The merchant’s terminal requests payment while 
simultaneously transmitting the merchants digital 
signature. 

3. The customers card checks the merchant’s digital sig¬ 
nature. If the signature is valid, then the transaction 
amount is deducted from the cardholder’s card. 

4. The merchant’s terminal checks the customer's just- 
sent customer digital signature for authenticity. If the 
cardholder’s signature is validated, the merchant’s 
terminal acknowledges the cardholder’s signature by 
again sending back to the cardholder’s card the mer¬ 
chant’s signature. 

5. Once the electronic cash is deducted form the card¬ 
holder’s card, the same amount is credited to the mer¬ 
chant’s electronic cash account. Serializing the debit 
and credit events before completing a transaction 
eliminates the creation or loss of cash if the system 
malfunctions in the middle of the process. 

Currently, only a few cities in the United States accept 
MONDEX. Worldwide, MONDEX is available in several 
countries on the North and South American continents, 
Europe, Africa, the Middle East, Asia, Australia, and New 
Zealand. As a whole, stored-value cards are not yet very 
popular in the United States, where people still prefer 
credit cards rather than smart cards. 

Electronic Check Systems 

ECheck 

The most well known among the electronic check systems 
is eCheck (Financial Services Technology Consortium 
2002). It combines “the security, speed and processing 
efficiencies of all-electronic transactions with the famil¬ 
iar and well-developed legal infrastructures and business 
processes associated with paper checks” (www.echeck. 
org). An eCheck is the electronic version of a standard 
paper check. It contains the same information as paper 
checks contain. It is based on the financial services 
markup language (FSML). It provides strong authentica¬ 
tion, strong encryption, and duplicate detection features. 
It can be used with existing checking accounts, has unlim¬ 
ited but controlled information-carrying capability, and 
has some enhanced capabilities, such as effective dating, 
that are not provided in traditional checks. In addition, 
eCheck is often considered more secure than traditional 
paper checks. In eCheck, each electronic checkbook is 
assigned a unique eCheck account number that only 
the bank can map into the actual underlying account 
number. This account number is part of the distinguished 
name in the bank-issued account certificate, so it cannot 
be modified but is easily verified by anyone who receives 
an eCheck. Thus, compromise of an eCheck does not lead 
to possible compromise of the underlying account. Re¬ 
voking an eCheck account number has no impact on the 
underlying account. 

ECheck is the first and only electronic payment 
mechanism chosen by the U.S. Treasury to make high- 
value payments over the Internet. It is currently under 
enhancement in Singapore and is being considered for 
many online systems. 
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Mobile Payment Systems 

FeliCa Card 

The FeliCa card is a contact-less smart card developed 
by SONY Corporation to be used as an electronic purse. 
It operates in the 13.56-MHz frequency range and has an 
operation range of a few centimeters. It uses the ISO 7810 
form for credit cards. The FeliCa card was first used in 
the Hong Kong Octopus card system for public transpor¬ 
tation. Later it was used in many other systems, including 
EZ-link in Singapore, most mass-transit system in Japan, 
and the New Delhi Metro in India. Mobile FeliCa is a 
modification of FeliCa for use in mobile phones. Mobile 
FeliCa-equipped mobile phones can potentially be used 
as prepaid electronic cash, tickets, membership cards 
for clubs, and credit and debit cards. Pilot projects are 
currently under way in Japan. However, the proprietary 
technology is hindering widespread adoption. 

ExxonMobil Speedpass 

ExxonMobil was one of the first to introduce a contact¬ 
less electronic payment system to help consumers make 
retail purchase. Called Speedpass, it uses a proprietary 
radio-frequency communication technology and is a prox¬ 
imity card. A customer opens a Speedpass account that is 
linked to the customer’s credit or check card. The radio- 
frequency payment device comes as a key fob, a watch, 
or a transponder affixed to the customers vehicle’s rear 
window. The payment terminal is integrated into the gas 
pump. At the beginning of a transaction, the payment ter¬ 
minal authenticates the Speedpass device and authorizes 
a charge. The charge gets reflected directly into the user’s 
credit/check card account. Although initially intended for 
purchases made at a pump, Speedpass is increasingly be¬ 
ing accepted at convenience stores for retail purchase. 

CONCLUSION AND FURTHER 
READING 

In this chapter, we presented an overview of electronic 
payment systems. One of our objectives was to identify 
the technical challenges, mostly security-related, that 
hinder the widespread deployment of such systems. We 
also surveyed some of the more well known instances of 
electronic payment systems. Our survey is by no means 
complete. Many new systems are proposed on a regular 
basis. The majority of them do not survive market forces. 
Those that do frequently are acquired by the bigger play¬ 
ers, and their initial business focus gets lost. 

A good source of information for electronic pay¬ 
ment systems is Dr. Phillip M. Hallam-Baker’s Web page 
on Electronic Payment Schemes (Hallam-Baker 2004) on the 
W3 Consortium. This page categorizes electronic payment 
schemes along two dimensions—the level of abstraction 
for the payment scheme (namely, policy, the semantics 
of the payment scheme; data flow, the requirements for 
storage of data and communication between parties; and 
mechanism, the security methods used), and the payment 
model for the protocol (namely, cash, check, or card). 
The Web page contains a comprehensive list of Internet 
payment schemes and protocols. The author makes an 


earnest effort to keep the list as up-to-date as possible; 
however, this may not always be possible. The CAFE 
project of the European Community’s ESPRIT program 
(1995) and the SEMPER project of the European Commis¬ 
sion’s ACTS Program (2000) are two important European 
projects that provide valuable information on electronic 
payment systems. The list maintained by the SIRENE 
(2004) group is also a valuable resource for electronic pay¬ 
ment systems. Leo Van Hove’s (2004) database on E-purse 
provides a collection of links and references on electronic 
purses (and related issues). The E-money mini FAQ page 
(Miller 2004) written by Jim Miller and maintained by Roy 
Davies, provides answers to some frequently asked ques¬ 
tions about electronic money and digital cash. Roy Davies 
also maintains a comprehensive information resource 
for electronic money and digital cash (Davies 2004). The 
Financial Services Technology Consortium (FSTC) has 
several projects (both past and present) aimed at devel¬ 
oping technologies that facilitate electronic payment sys¬ 
tems. Information about these projects can be found from 
the FSTC Projects Web page at www.fstc.org/projects. 
For a comprehensive (although somewhat dated) overview 
of contact-less payment systems, readers are directed to 
the Smart Card Alliance (www.smartcardalliance.org) 
report PT-03002, dated March 2003, "Contactless Payment 
and the Retail Point of Sale: Applications, Technologies and 
Transaction Models.” Finally, some useful reference books 
for electronic commerce and electronic payment systems, 
are the books by Bidgoli (2002), Schneider (2006), Turban 
et al. (2005), and van Slyke and Belanger (2002). 


GLOSSARY 

Acquirer: The entity or entities that hold(s) deposit 
accounts for card acceptors (merchants) and to which 
the card acceptor transmits the data relating to the trans¬ 
action; the acquirer is responsible for the collection of 
transaction information and settlement with acceptors. 

Audit Trail: A sequential record of events that have 
occurred in a system. 

Automated Clearinghouse: An electronic rendezvous 
for financial institutions where payment orders are 
exchanged among the financial institutions primar¬ 
ily via magnetic media or communications network. 
Commonly known as ACH. 

Automated Teller Machine: An electromechanical 
device that permits authorized users to use machine- 
readable plastic cards to withdraw cash from their 
accounts at a particular financial institution and/ 
or access other services, such as account balance 
enquiries, transfer funds between accounts, or deposit 
money into accounts. 

Batch Processing: The transmission or processing of a 
group of payment orders as a set at discrete intervals 
of time. 

Card: A general term used to describe several types of 
payment systems, including ATM card or cash card, 
check guarantee card, chip card (or smart card), credit 
card, charge card, debit card, delayed debit card, pre¬ 
paid card, retailer card, and stored-value card. 

Cash Card: Card for use only in ATMs or cash dispensers. 
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Certificate: A document (physical or electronic) that 
evidences the undertakings of an issuer. 

Charge Card: Card issued by nonbanks indicating that 
the holder has been granted a line of credit. It ena¬ 
bles the holder to make purchases but does not offer 
extended credit, the full amount of the debt incurred 
having to be settled at the end of a specified period. 
Typically issued by the travel and entertainment in¬ 
dustry to their customers. 

Check: A written order from one party (the drawer) 
to another (the drawee, normally a bank) requir¬ 
ing the drawee to pay a specified sum on demand to 
the drawer or a third party of the drawer’s choosing. 
Checks may be used for settling debts and withdraw¬ 
ing money from banks. 

Check Card: A card issued as part of a check guarantee 
system. 

Check Guarantee System: A system to guarantee 
checks, typically up to a specified amount by the is¬ 
suer of the guarantee card. 

Chip Card: See Smart Card. 

Clearing/Clearance: The process of transmitting, rec¬ 
onciling, and, in some cases, confirming payment 
orders or security transfer instructions prior to settle¬ 
ment. 

Credit Card: A card indicating that the holder has been 
granted a line of credit. It enables the holder to make 
purchases and/or withdraw cash up to a prearranged 
ceiling; the credit granted can be settled in full by the 
end of a specified period or can be settled in part, with 
the balance taken as extended credit. 

Credit-Card Company: A company that owns the 
trademark of a particular credit card, and may also 
provide a number of marketing, processing, or other 
services to its members using the card services. 

Debit Card: A card that enables the holder to have 
his/her purchases directly charged to funds avail¬ 
able in his/her account at a deposit-taking financial 
institution. 

Delayed Debit Card: A card issued by banks indicat¬ 
ing that the holder may charge his/her account up 
to an authorized limit. It enables the holder to make 
purchases but does not offer extended credit; the full 
amount of the debt incurred needs to be settled at the 
end of the specified period. 

Electronic Fund Transfer System: A formal arrange¬ 
ment based on private contract or statute law with 
multiple membership, common rules, and standard¬ 
ized arrangements, for the electronic transmission 
and settlement of monetary obligations. 

Electronic Payment System: An electronic system 
consisting of a set of instruments, banking procedures, 
and typically interbank fund transfer systems that en¬ 
sure the circulation of money. 

Electronic Purse: A reloadable multipurpose prepaid 
card that may be used for small retail or other pay¬ 
ments instead of coins. 

Electronic Wallet: A computer device used in some 
electronic payment systems to store information that 
is needed to undertake a financial transaction. 

Magnetic Ink Character Recognition: A technique 
using machine-readable characters imprinted on a 


document using an ink with magnetic properties by 
which information on the document is interpreted 
by machines for electronic processing. Also known as 
MICR. 

Micropayment: A method of payment for very small 
sums of money where the cost of making the payment 
using traditional means—like check, credit or debit 
cards, etc.—far exceeds the value conveyed in the pay¬ 
ment. Typically, the amount transacted is on the order 
of several cents to at most a few dollars (< 10) only. 

Payment: The process of the payers transfer of a mon¬ 
etary claim on a party acceptable to the payee. 

PIN: A numeric code that a cardholder may need to 
quote for verification of identity. It is often seen as the 
equivalent of a signature. 

Prepaid Card: A card on which value is stored and for 
which the holder has paid the issuer in advance. Also 
known as stored-value card. 

Provider: The operator who establishes the hardware 
and software conditions for the conduct of transac¬ 
tions with electronic money without necessarily being 
the issuer of the electronic money units. 

Scrip: A form of micropayment token (voucher) that 
is valid only with a particular merchant for a limited 
period. 

Settlement: The act of discharging obligations with 
respect to fund transfers between two or more parties. 

Smart Card: A card with a built-in microprocessor and 
memory that is capable of performing calculations 
and storing information. 

SSL: Secure sockets layer. A cryptographic protocol 
used for exchanging information between a client and 
a server over the Internet in a secure and authenti¬ 
cated manner. 

CROSS REFERENCES 

See Electronic Commerce', Electronic Data Interchange 

(EDI)', Mobile Commerce', The Internet Fundamentals. 
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A SOCIAL HISTORY OF INTERNET 
RELAY CHAT 

From the earliest days of Internet-based communication, 
Unix systems have included a variant of the talk program. 
This program simply divides two users’ computer termi¬ 
nals in half. Each user types in one half of the screen, 
and the other user immediately sees these keystrokes. 
Over time, the talk program evolved into ytalk, which 
allowed more than two users to communicate at one 
time. In 1988, Jarkko Oikarinen (n.d.) built on this idea 
to create Internet relay chat (IRC). Although Oikarinen 
points out that earlier chat programs existed, this is 
largely recognized as the beginning of Internet chat. 
Chat has evolved in a number of ways since the creation 
of IRC (e.g., Churchill et al. 2000; Farnham et al. 2000; 
Erickson et al. 2002; Smith, Cadiz, and Burkhalter 2002), 
the fundamental features have not changed. 

In text-based chat programs like IRC, a number 
of users can connect into the same virtual space and 
communicate with one another in near real time using 
text. Unlike talk and ytalk, IRC sends completed messages 
over the network, rather than individual keystrokes. In 
other words, most chat programs allow interlocutors to 
compose comments in private, which are not revealed 
to others until the user presses the Enter key. As we will 
describe in more detail later, this design feature has 
significant implications for the psychology of interaction 
in IRC. In the conversation window, new comments are 
typically placed on the bottom of the screen when they 
arrive, causing older messages to scroll off of the top of 
the screen. 

Created in 1988, IRC’s popularity grew enormously 
during the early 1990s. IRC gained notoriety as a strate¬ 
gic global communication system in 1991, when real-time 
messages were received from IRC users inside Kuwait 
during the Iraqi occupation. In 1993, IRC enabled com¬ 
puter users in Moscow to communicate with outsiders 
during the uprising against President Yeltsin. Following 
the terrorist attacks in New York and Washington in 
September 2001, IRC networks became extremely active, 
initially to support communication with survivors and 
rescue workers, and later to allow users from around the 
globe to vent their feelings, rally support for victims, and 
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engage in political and ideological debate. When other 
communication systems failed or became congested dur¬ 
ing these international crises, computer users with access 
to the Internet used IRC for up-to-the-minute interaction 
with external parties. In recent years, however, easy-to- 
use Web-based chat systems and instant messaging have 
largely contributed to a significant decline in IRC’s popu¬ 
larity. Unfortunately, because of the distributed nature 
of IRC networks, few concrete statistics exist about its 
popularity and use. 

TECHNICAL DETAILS 

Servers, Networks, and Channels 

IRC is built on a fairly standard client/server framework. 
The IRC server is the central point of communication 
through which all messages pass en route to individual 
client computers. In the simplest IRC network structure, 
each user’s computer runs a client program to connect to 
a common server. The server runs an application called 
an IRC daemon (IRCD), which allows connections from 
individual users and relays messages from one client to 
another by passing them through the server. Some IRC 
chat systems consist of a simple network in which a single 
server manages connections and communications among 
all its clients. However, most IRC servers are connected to 
other IRC servers, thus opening the IRC system to poten¬ 
tial communication among all users with connections to 
all the servers on the network. 

The details of the communication protocol were 
originally laid out in RFC 1459 in 1993. Seven years later, 
this protocol was updated to RFC 2810, RFC 2811, RFC 
2812, and RFC 2813, reflecting the growing use of file 
sharing and other enhancements. Although IRC techni¬ 
cally refers to any system built using this communication 
protocol, most people use the term to refer to a handful 
of large networks of servers, such as EFnet or IRCnet. 
Originally, there was only one IRC network, consisting of 
a few servers, but as IRC grew in popularity and complex¬ 
ity, it splintered into multiple networks. Today there are 
hundreds of IRC networks that are constantly evolving 
through expansion and redefinition. They range in size 
from very small, family-oriented chat networks, to such 


889 



890 


Internet Relay Chat (IRC) 


Table 1: Some of the Largest IRC Networks 



Number 
of Servers 

Help Site and 

Server List 

Efnet 

40 

www.efnet.org 

IRCnet 

>120 

www.ircnet.com 

DALnet 

30 

www.dal.net 

Undernet 

40 

www.undernet.org 

GalaxyNet 

30 

www.galaxynet.org 

Web Net 

15 

www.webchat.org 

NewNet 

15 

www. newnet. net 

ChatNet 

15 

www.chatnet.com 


global networks as EFnet or the expansive IRCnet, which 
links well over 100 servers and supports thousands of 
chat groups, or channels (see Table 1). 

To engage in IRC, users select an IRC network and 
connect to one of the available servers, using a nickname 
(e.g., SuperTig) rather than their real name. Unlike many 
modern communication systems, however, users do not 
have to register their nickname. Instead, they can choose 
any nickname they want as long as no one else on the net¬ 
work is already using that nickname. Until 1994, there was 
a system called NickServ, however, that allowed users to 
register nicknames, but it worked a little differently than 
might be expected. If a nickname was registered, any user 
could still log onto an IRC network with that nickname. 
If the registered owner of that nickname happened to log 


onto that same network, however, he or she could reclaim 
this nickname and force the other user to change his or 
her nickname to something else. There is no evidence that 
NickServ will resume. 

Upon logging onto an IRC network, users typically 
receive the MOTD (message of the day) containing some 
basic information from the server’s database about the 
channel’s current activity (topic, nicknames of current 
users, etc.). Using the /list command, users can consult a 
list of public chat rooms, known as channels, currently 
available on that server, which can they can join using 
the command /join #channelname. The channels listed as 
#channelname are global and can be accessed through any 
server on the network; channels listed as &channelname 
are available through that server alone. Some channels are 
designated "secret" and are not open to others. Channels 
exist only when they are used. In other words, users can 
create new channels simply by attempting to join one that 
does not exist. Similarly, channels disappear when the last 
user leaves. Having joined a channel, the new user is then 
ready to communicate with others by sending a message 
that will appear more or less synchronously on the screens 
of all channel participants (see Figure 1). The command 
/leave or /part will terminate the connection to the chan¬ 
nel, and the command / quit will terminate the connection 
to the network. 

In reality, connecting to an IRC server is not always 
simple, especially for newcomers. Connection may be 
prevented if the user enters an incorrect server name, 
chooses an unacceptable nickname, or has been K-lined 
(specifically banned from the server for some rea¬ 
son). Users who connect to the Internet through large, 
popular ISPs (Internet service providers) may find some 
channels closed to them, based on the stereotype that 
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Figure 1: Screenshot of online interaction using mIRC 
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such subscribers are probably newbies and therefore 
unwelcome on certain channels. 

IRC networks are not immune to problems of conges¬ 
tion or breakdown. As with all other packet-switching 
Internet communication systems, users sometimes expe¬ 
rience delays in the transmission of electronic messages. 
This delay (known to IRC users as "lag”) is irritating to all 
Internet users, but it is especially problematic in synchro¬ 
nous communication systems characterized by real-time 
interaction. A 10-second lag can dramatically change the 
timing and effectiveness of some types of online interac¬ 
tion, as threads of conversation become entangled and 
users appear to be "talking over" one another. The jumble 
of multiple conversations is a common characteristic of 
interaction on public IRC channels (Herring 1999, Inter¬ 
actional coherence in CMC), and lag serves to exacerbate 
the problem. Increased lag may be caused by heavy traffic 
on the Internet or IRC network, a malfunctioning server, 
flooding, or a denial of service attack (see below). Lag is 
sometimes related to a netsplit, which occurs when one 
or more IRC servers lose their connection to the network. 
Netsplits fracture the network and effectively create sepa¬ 
rate network fragments that may or may not continue to 
operate separately. Netsplits often result in a buildup of 
packets queued for delivery to servers that are no longer 
available. After a netsplit, servers sometimes reconnect to 
the network and are able to update the server with activ¬ 
ity that occurred during the netsplit. Sometimes a net- 
split results when an IRC operator revises the network’s 
connection to other servers in order to achieve a more 
efficient or more desirable network configuration. 

Although IRC communication was intended to flow 
through servers, a new form of communication, known as 
direct client connection (DCC), emerged in the late 1990s. 
Two clients who are connected to the same IRC network 
can initiate a direct connection between each other. IP 
(Internet protocol) addresses are typically used to estab¬ 
lish the DCC connection, and messages or shared files 
pass directly from one client to the other without being 
relayed by the IRC server. Many of the more experienced 
users prefer to use DCC for their one-on-one interactions 
and file transfers, because DCC frequently results in faster 
message exchange, a higher degree of privacy, and avoid¬ 
ance of network problems such as lags and netsplits. 

IRC Client Software 

In order to engage in online communication using 
IRC, users need access to the Internet through an ISP 
or direct network connection. They must also install a 
communications software program called an IRC client. 
The client software serves as the interface between the 
individual computer (the client) and the IRC server 
(serving the needs of multiple clients). The IRC client 
processes the commands that are typed or clicked by the 
user and then uses network protocols, such as TCP/IP 
(transfer control protocol/Internet protocol) to transmit 
them to the server. 

IRC supports communication across different operat¬ 
ing platforms, enabling the flow of messages between PC 
and Macintosh computers, as well as UNIX-based com¬ 
puting systems. IRC clients for these and other operating 


systems are readily available, and free downloads or dem¬ 
onstration copies can be found on most of the major FTP 
(file transfer protocol) sites on the Internet. Some IRC 
clients are available as shareware, meaning that after a 
free trial period, if users wish to continue using it, they 
are asked to purchase the software or pay a modest reg¬ 
istration fee. Generally, the cost of IRC client software is 
quite reasonable. 

Text-Based IRC Clients 

Early IRC users were almost exclusively UNIX-based, 
and the majority of today’s IRC servers are UNIX servers. 
Individual computer users who use a terminal-emulation 
program to establish a dial-in connection to an organiza¬ 
tion for Internet access effectively turn their computer 
into a terminal making use of a shell account on the 
UNIX system. The most common IRC client for UNIX 
and related systems (such as shell accounts and Linux) 
is IRCII. This full-featured, text-based client was the first 
widely used IRC client and still serves as a reference stan¬ 
dard for essential commands and functions. More ad¬ 
vanced users sometimes use IRCII’s scripting language to 
create scripts that streamline complex processes, gener¬ 
ate customized output, or perform certain functions au¬ 
tomatically when prescribed conditions occur. 

Graphical Interface IRC Clients 

The majority of online communicators connect to the 
Internet through Windows-based PCs or Macintosh com¬ 
puters. IRC clients have been developed for both plat¬ 
forms, offering the point-and-click ease-of-use character¬ 
istic of graphical user interfaces (GUIs). The major GUI 
clients receive ongoing attention from their developers, 
and excellent support is available for learners. The client 
of choice for many PC users using Windows operating 
systems is mIRC, a powerful, intuitive, and reliable appli¬ 
cation. Because PC users outnumber those on UNIX 
and Macintosh platforms, mIRC is probably the most 
widely used IRC client on the Internet today. Easy-to- 
use menus and buttons, customizable functions, and 
extensive user support contribute to the popularity of 
mIRC (see Figure 1). The most widely used IRC client 
for Macintosh computers is Ircle. A stable, full-featured 
IRC client, Ircle provides buttons, menus, and icons to 
facilitate common IRC functions. Ircle users may also use 
AppleScript to modify the client to their custom specifi¬ 
cations. Good user support and innovative features place 
IRC interactions within easy reach even for beginning 
Ircle users. 

IRCops, Chanops, and Users 

The IRC system hierarchy of networks, servers, channels, 
and clients is reflected in an administrative hierarchy 
of people who oversee each level of the system. End 
users who direct their IRC client to connect to a network 
should be aware of the scope of authority and control 
exerted by IRC operators and channel operators. Newbies 
sometimes embarrass themselves and irritate others by 
inappropriately posing questions or filing complaints 
with the person they perceive to be in charge of a channel 
or server. 
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IRCops 

IRC operators generally oversee the operation of an IRC 
server, maintain routing functions in relation to other serv¬ 
ers on the network, modify server settings, and monitor 
general activity on the server. Sometimes the original 
server administrator fulfills the role of IRCop, and some¬ 
times the administrator selects one or more experienced 
and qualified users to serve as IRCop. Servers typically 
have more than one operator, in order to ensure constant 
observation of activity on the server. In the event of a 
server failure or network fault, IRCops work to restore 
network connections. They also enforce the policies and 
procedures of the server they oversee. If a user violates 
policy or misbehaves in some way, the IRCop usually is¬ 
sues a warning. Users who are reprimanded by an IRCop 
are sometimes unaware of the power the operator has to 
control activity on the server. For example, an IRCop can 
issue a /kill command that effectively bans the offending 
user from further access to the server and, in some cases, 
the entire network. Determining the identity of a server’s 
IRCops is not always easy. When they are listed in the 
MOTD (message of the day) or active user lists, their “user 
mask" (nickname plus host name) is usually marked with 
an asterisk {* Stinkhug! skb220@rhl.net). The command 
/stats o may be used to identify active operators, and some 
IRC clients support the command /who -oper. Many IRC 
users never have direct communication with an IRC opera¬ 
tor unless their activity on the server violates accepted 
practice and attracts the operator’s attention. IRC opera¬ 
tors do not exert control over channel activities; they leave 
those functions to the channel operators. 

Chanops 

Each IRC channel (chat group) is initiated or overseen 
by a channel operator, or chanop. Channel operators 
exert management and control over the channel’s topic, 
mode, and settings, and they regulate how many users 
and, specifically, which users are allowed to interact on 
the channel. If users misbehave, become obnoxious, or 
simply irritate the channel operator, most chanops do 
not hesitate to ban them from the channel. Any IRC user 
who creates a new channel with the /join #channelname 
command automatically becomes the operator for that 
channel. Because of this, it is not uncommon for chanops 
to misbehave as well (Herring 1999, The rhetorical 
dynamics of gender harassment on-line). Chanop status 
is valid only for the duration of the current IRC session, 
and when chanops leave the channel, they ordinarily lose 
their operator status. However, if operators are regis¬ 
tered as super-ops with an IRC channel service, they can 
effectively maintain control over a channel even during 
their absence. Many IRC channels have several operators 
active at any given time, but occasionally a channel may 
function with no operator. Channel operators are usually 
identified with an @ sign before their nickname (@ Super- 
Tig ). Most IRC clients support the command /who -chops 
as a means of identifying channel operators. 

Chanops can remove users from a channel and 
ban them from future access. On password-protected 
channels, they can invite users to join and can issue them 
the key to enter. On moderated channels, chanops can 


give selected users a voice that allows them to post mes¬ 
sages to the channel while other users can only receive 
messages. Channel operators can grant chanop status 
to other users, and they can remove chanop status from 
other operators. When a new channel is created, some 
basic channel modes and settings should immediately 
be set to establish guidelines for the activity allowed by 
users and operators on the channel. 

Common User Commands 

Table 2 contains a sampling of user commands commonly 
used across different IRC clients and servers. Users of text- 
based clients enter these commands manually, whereas 
users of GUI clients usually click on icons or dropdown 
menus to engage the function, and the client automati¬ 
cally generates the command. Some commands contain 
specific parameters or are qualified by “flags" that set the 
limits of the command output. Table 3 contains the most 
common commands used by channel operators. 

IRC AND CONVERSATIONAL 
DYNAMICS 

As with all online communication systems, IRC is more 
than a network of computers relaying electronic files among 
themselves. Fundamentally, IRC systems are composed of 
humans who use the computer network to exchange infor¬ 
mation or conversation with others. As a somewhat spe¬ 
cialized online community, IRC has drawn those who are 
more technically proficient, whose computer skills enable 
them to easily perform tasks such as downloading and in¬ 
stalling software from an FTP site; learning intuitively the 
features and functions of new software applications; using 
line commands, scripting, or hand coding to accomplish 
tasks; adapting to the specific styles and conventions of 
online communication forums; and maintaining sufficient 
safeguards to protect their personal privacy and system 
security. 

Many individuals “meet" regularly on IRC channels, 
where, in much the same way as with instant messaging 
and Web chat, they develop close relationships and a true 
sense of community. On some channels, the basis for 
commonality is the agreed-upon topic (such as advanced 
applications of certain software), and participants willingly 
share techniques and resources in mutual support of one 
another. Other channels are predominantly social in nature, 
marked by spontaneous casual conversation. In both types 
of IRC communities, casual online acquaintances are the 
norm, but significant one-on-one relationships sometimes 
develop. There are reports of IRC users who decided to 
move their relationships offline and meet face to face, and 
some have become business partners or marriage partners 
(e.g., Hoff and Hoff 1999). Of course, the majority of IRC 
relationships are restricted to the online context, but they 
constitute legitimate relationships that fill meaningful so¬ 
cial roles for many users. Friends made on IRC are not 
only "virtual” friends but also “real” friends. 

Although there are some resemblances to other 
communication media, text-based chat technologies 
represent a new form of interaction. 
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Table 2: Basic User Commands 


/join #channelname 

Joins the user to a global channel on the network, unless the user is banned or the channel 
is restricted (invite-only, secret, etc.). 

/join channel!, 

#channel2 

Allows the user to simultaneously participate in both of the channels listed. 

/mode MyNickname +/ 

Sets the mode of the user "MyNickname" to invisible, enhancing privacy and security. 

/list 

Produces a list of channels on the server; often used with various flags and parameters. 

/set hold_mode on 

Prevents a long list from scrolling beyond the monitor's limits. 

/names 

Shows a list of nicknames of users currently on the network (potentially a huge listing, 
so always use parameters). 

/names Uchannelname 

Shows a list of nicknames of users currently on the channel (also very large on some 
channels, so use parameters). 

/who Uchannelname 

Lists nicknames, usermasks, and other information about current users on a channel. 

/whois NewName 

Produces basic information from the server's database about the user "NewName." 

/msg NewName 

Sends a private message to the user NewName; messages to all users are entered without 
the /msg command. 

/dec chat NewName 

Requests direct client connection with the user "NewName"; if NewName accepts, a direct 
private chat will bypass the IRC server (may be more private, have less lag). 

/nick othername 

Changes a user's nickname to the one specified. 

/ignore badguy 

Blocks or ignores messages from user called "badguy." 

/part or /leave 

Signs a user off of a channel; may be followed by a parting comment. 

/quit 

Terminates connection to the network; may include a brief comment. 


Table 3: Basic Channel Operator Commands 


/join UNewChannel 

Creates a new channel with the specified name. 

/mode UNewChannel 
+o|/m|v|t 

Sets the channel modes to Operator (chanop status can be assigned or removed), Limit 
(limits the number of users allowed at one time), Moderated (all users receive, but only 
some can post messages), Voice (grants selected users the ability to post messages), and 
Topic (set by operators only); several other modes are available. 

/mode UNewChannel 

Reveals all the current mode settings for the channel. 

/mode UNewChannel +o 
mybuddy 

Gives the user "mybuddy" operator status. 

/mode UNewChannel —o 
mybuddy 

Removes chanop status from the user "mybuddy." 

/mode UNewChannel +120 

Limits the number of users on NewChannel to 20. 

/mode UNewChannel —1 

Removes the limit on number of users. 

/mode UNewChannel +v 
angelbaby 

Allows the user "angelbaby" to post messages to NewChannel. 

/topic UNewChannel IRC 
clients 

Changes channel topic to "IRC clients." 

/kick UNewChannel 

satanson 

Kicks the user "satanson" off the channel. 

/invite mybuddy 

UNewChannel 

Invites the user "mybuddy" to join NewChannel. 
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Linguistic Features of Chat Conversations 

Because chat messages are composed before being dis¬ 
played, the usual turn-taking mechanisms that provide 
for an orderly conversation (Grice 1975) break down. 
Chat messages appear in the temporal order in which the 
chat server receives them; several conversational turns 
may occur between a comment and its response. Because 
there are no mechanisms for the orderly exchange of the 
conversational floor—a linguistic term describing the so¬ 
cial conventions that control who is expected to speak 
(or not) at any given point in time—threads of discus¬ 
sion tend to interleave in chat environments (Werry 
1996). Although this has led many to speculate about 
the difficulties that can arise from these new threading 
structures (e.g., Farnham et al. 2000; Smith et al. 2002), 
reports of smaller group (i.e., less than about 15 peo¬ 
ple) discussions rarely identify this as a problem (e.g., 
McDaniel, Olson, and Magee 1996). Herring (1999, Inter¬ 
actional coherence in CMC), having analyzed this lack of 
interactional coherence related to threading structures, 
suggests that the popularity of chat in spite of this limita¬ 
tion may have to do with the new types of linguistic play 
enabled, such as the ability to participate in multiple 
"conversations" at once. 

The linguistic structure of chat interaction tends to look 
somewhat like that of face-to-face interaction (Condon and 
Cech 1996), with some notable exceptions. Because the 
usual nonverbal behaviors are absent in the online con¬ 
text, a greater responsibility is placed on verbal messages 
for feedback, affect, and nuances of meaning. Typically, 
IRC users attempt to replace nonverbal messages through 
various means (Werry 1996), such as using acronyms like 
IMHO (“in my humble opinion”) and LOL (“laughing out 
loud”), or by inserting affect cues <grin>, demonstrative 
punctuation (no!!!!!!!!!), or emoticons such as the smiley 
face :-) and its many variant forms. These abbreviations 
also serve as important linguistic markers to identify 
membership in a social in-group (Wenger 1998; Cherny 
1999; Sassenberg 2002). Because of the reduced efficiency 
involved in typing, chat conversations typically omit un¬ 
necessary linguistic information, such as some grammati¬ 
cal structures and elaborations/repeats of ideas (Condon 
and Cech 1996). 

Behavioral Features of Chat Conversations 

Communication researchers study the social, relational, 
and communicative dynamics of online communication 
forums such as IRC. Overall, these studies indicate that 
computer-mediated communication (CMC) systems do 
support the development of meaningful relationships, 
effective decision-making groups, and a legitimate sense of 
community (Finholt, Sproull, andKiesler 1990; Reid 1991; 
Walther 1996, 1997; Wood and Smith 2001). Nevertheless, 
research has also identified some important differences 
between face-to-face and online communication. For 
example, in face-to-face interactions, people normally 
communicate interpersonal liking through nonverbal 
cues such as eye contact, smiles, proximity, touch, open 
body positioning, and vocal expressiveness (Richmond 
and McCroskey 1999), but these are all re-created in new 
ways online (Walther 1996). The absence of nonverbal 


communication cues led some early researchers to judge 
online communication as incapable of conveying subtle 
relational messages and therefore as an unsatisfactory 
medium for meaningful interpersonal exchange (Kiesler, 
Siegel, and McGuire 1984). However, in the intervening 
years, online skills have improved and online communi¬ 
cation norms have evolved, with the result that modern 
communicators routinely use IRC and other CMC sys¬ 
tems to engage in effective and meaningful interaction 
of all types. Modern researchers generally accept that all 
of the social norms and cues necessary for meaningful 
interaction do arise in IRC—or any other CMC medium— 
but at a slower rate than in face-to-face conversations 
(Walther 1996). 

THE DARK SIDE OF IRC: SECURITY 

AND LEGAL ISSUES 

Hate and Harassment on IRC 

The anonymous nature of online communication systems 
such as IRC may contribute to the use of aggressive or 
inflammatory verbal abuse in the form of harassment 
or hate speech. Most IRC interactions involve the use of 
nicknames only, and users rarely reveal their true identi¬ 
ties. This anonymity may contribute to a perception of 
low accountability, with the result that some IRC users 
may verbally lash out against individuals or groups in 
ways that are offensive and illegal. For example, Herring 
(2002, 2003) documented instances of flagrant sexual 
harassment on IRC and posited that male-dominated on¬ 
line environments are often hostile to participants whom 
they perceive to be female. 

For American citizens, First Amendment (free speech) 
privileges extend to IRC interactions, but so do crimi¬ 
nal laws preventing hate speech, inciting violence, and 
stalking. U.S. federal laws expressly forbid cyberstalking 
and online harassment (Executive Order 13133, Unlawful 
Conduct Using the Internet), which occur when a user an¬ 
noys, abuses, threatens, or repeatedly initiates unwanted 
communication with another. Responsible channel op¬ 
erators seek to eliminate such activity on IRC channels 
by banning the offending user and, if necessary, reporting 
the user to legal authorities. Occasionally, however, chan- 
ops themselves engage in unethical communication be¬ 
haviors (Herring 1999, The rhetorical dynamics of gender 
harassment on-line). IRC communications are subject to 
surveillance by law enforcement authorities acting pursu¬ 
ant to lawful court orders. IRC service providers, includ¬ 
ing operators, are required by law to cooperate with law 
enforcement authorities to effectuate the surveillance. 
Of course, many IRC participants are not U.S. citizens 
and not constrained by American laws, pointing to the 
ethical and legal complexities of global communication 
networks. 

Children and IRC 

Although a significant percentage of overall Internet users 
are under the age of 18, the number of minors on IRC 
may be relatively smaller. In truth, IRC is not especially 
suited to the needs and concerns of children, who tend to 
hang out in other Web-based chat systems that maintain 
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terms of service, restricting certain activities and topics of 
discussion. Offenders in these chat rooms can be quickly 
and effectively removed by administrators. IRC channels, 
on the other hand, are generally not restricted, and cer¬ 
tainly not as well policed. It is not infrequent to encounter 
adult conversations and offensive language on IRCs that 
would be unsuitable for children. On moderated channels, 
chanops can always remove a user’s “voice" and disable the 
offender's ability to contribute to further discourse, but 
such censorial functions are not characteristic of most 
IRC channels. IRC is perceived by many to be sponta¬ 
neous, freewheeling, unrestricted, and unpredictable— 
a kind of “Wild West” communication context. 

In carefully controlled and appropriate IRC chan¬ 
nels, children may benefit from online conversation with 
other children from around the world, with teachers and 
classmates, and with extended family members or parents 
who are traveling. In fact, chat systems are a quite com¬ 
mon component of many online, educational courses. 
Unsupervised, however, children on IRCs may encounter 
risks such as cyberstalking, possibly leading to physical 
stalking if the child reveals personal information; offensive 
and harmful conversations with unwholesome characters 
such as pedophiles; and exposure to sexual content, 
viruses, or other harmful material, if the child accepts 
a file transfer from an unknown IRC user. Numerous 
laws and regulations exist to protect minors on the Inter¬ 
net, and responsible IRC users should immediately report 
any suspicious activity involving a minor on IRC. Since 
1997, the FBI has vigorously investigated and prosecuted 
online pedophiles and stalkers of children through its 
“Innocent Images” program. Agents go online and pose as 
children to attract the attention of these criminals. Once 
these criminals make their moves on what they think 
are vulnerable children, they are arrested and brought 
to justice. The program has already resulted in several 
hundred convictions. 

Scripts and Viruses 

Informed IRC users are aware of the many risks involved 
with file transfers, through both hard media and the 
Internet. When users install new software, download 
Web pages, or receive files from external sources through 
either networking or hard media such as disks or CDs, 
some degree of security risk is introduced. It is a rare 
occurrence, but even respected commercial software 
has been distributed with inadvertent flaws that damage 
systems. More common is the intentional or unintentional 
passing of a virus or harmful script from user to user 
through various Internet connections, including IRC. 
Responsible users minimize these risks by maintain¬ 
ing awareness of current security threats, practicing 
discretion when networking, and taking steps to keep 
applications and operating systems up to date. 

Most viruses are in .exe or .ini files, but they can 
also be concealed in zipped files or embedded in com¬ 
pletely unrelated file types such as .jpg or .gif files. When 
launched by an unsuspecting user, viruses can cause 
irreparable harm to individual computers and poten¬ 
tially spread throughout entire systems. Some viruses are 
not destructive but merely irritating, such as those with 


pop-up messages of a humorous or salacious nature. 
Others may disable or destroy hard drives, data files, 
operating systems, and peripheral components, or create 
havoc throughout entire networks. 

People who share word-processing files, script files, 
graphics, or other file types on IRC may potentially be 
spreading viruses, Trojans, or worms. Trojans (or Trojan 
horses) are spread by users who transfer seemingly 
benign files containing harmful concealed code. Worms 
are viruses that propagate themselves and migrate from 
one application to another within a computer, and 
from one computer to another within a network. 

Scripts represent another source of external control 
and increased security risk. Scripts are files containing 
macros (or mini-programs) that enable an application 
to combine or automate various functions. IRC users 
have created scripts for tasks such as completing nick¬ 
names from typed initials, automatically performing ping 
operations, generating automated “away” responses, 
and customizing the output of IRC interactions. Some 
early IRC users enhanced the function of their IRC 
clients by writing scripts that have subsequently been 
incorporated into more recent versions of the software. 
Within the IRC community, techniques of script-writing 
constitute a frequent topic of conversation, and the 
sharing of scripts among users is relatively common. 
A number of Web sites or FTP download sites serve as 
archives or clearinghouses for the open sharing of scripts 
and script paks (sets of coordinated scripts) for various 
IRC clients. When an IRC user downloads a script file 
from an archive or another user, however, there is always a 
risk that the file may contain concealed or deceptive code 
that may launch unexpected or harmful functions in the 
receivers system. 

Most IRC clients include options to limit or disable 
the automatic or unintentional running of scripts, just as the 
major Web browsers include settings to control scripting 
functions encountered on the World Wide Web. Because 
harmful functions can be inserted into otherwise legiti¬ 
mate scripts, cautious IRC users run scripts only after 
proofreading every line of the code. Safe practice also calls 
for the careful screening of IRC users before accepting 
from them any files of any type. Common practice states 
that files should never be accepted from an unknown per¬ 
son, and file transfers from known parties should always 
be scanned for viruses before being opened. 

Mischief and Sabotage on IRC 

Many people use IRC safely and never experience 
viruses, takeovers, or threats to their security. It is not 
uncommon, however, to encounter less serious offenses 
allegedly launched by mischievous youngsters known 
as “script kiddies.” (For a more serious perspective 
on “script kiddies," see Gilboa 1996.) Anyone who has 
been on IRC very long has probably observed attempts by 
an aggressive user to take charge of a channel or disrupt 
the flow of messages on a channel or network. “Channel 
taking” may be accomplished if a user is granted chanop 
status or deceptively uses an operators nickname, then 
“de-ops” the other operators and indiscriminately bans 
users, kicks them off the channel, or silences their 
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voices by turning the channel into a moderated one. 
Sometimes malicious users simultaneously send multiple 
files to another user, known as “flooding.” If practiced on 
a large scale, flooding can significantly increase lag on a 
channel or entire network. Most IRC clients include 
optional settings that limit flooding to that client. 

A more serious form of sabotage exists in denial- 
of-service (DoS) attacks, harmful data packets that sneak 
through loopholes in an operating system’s security and 
launch erroneous messages from or to the client. DoS 
attacks, sometimes called “nukes,” are against the law 
and can cause the host to disconnect from the Internet, 
freeze, or crash entirely. IRC can be exploited to facilitate 
a DoS attack by sending scripts called “hots” to unsus¬ 
pecting users. Bots use vulnerabilities in the operating 
system to initiate the attack simultaneously from mul¬ 
tiple computers. Engaging in such destructive practices 
violates federal law, specifically the Computer Fraud 
and Abuse Act (18 U.S.C. § 1030), as well as many state 
statutes. As a result of these laws, even first-time offenders 
could get jail time and stiff fines. 

Because internal security is especially critical to 
certain types of organizations, some companies or insti¬ 
tutions have restricted the use of IRC and other Internet 
functions through the use of firewalls that prohibit 
any computer in their network from connecting to an 
IRC server. For any IRC user, whether institutional or 
private, the best defense against mischief and sabotage 
is to refuse to accept file transfers or DCC chat requests 
from unknown persons, to carefully peruse every line of 
script code before launching it, and to maintain updated 
security files for operating systems, IRC clients, and virus 
protection software. 

THE FUTURE OF CHAT 

Although IRC is no longer as popular as it once was, its 
legacy lives on in modem chat programs. IRC use may be 
declining relative to other technologies, but chat as origi¬ 
nally defined by IRC remains as popular as ever. There are 
still many popular Web-based chat programs that are built 
using IRC protocols and a Web-based IRC client. For ex¬ 
ample, when ICQ—a popular instant messaging service— 
added chat services, network administrators ran their own 
IRC servers to support this interaction. Other services, like 
MSN Chat, have taken these ideas and interaction style 
and implemented them using proprietary network proto¬ 
cols, technically distinguishing them from IRC, although 
they work quite similarly from a user’s perspective. 

Although the Internet community has largely moved on 
from IRC, chat still remains a popular and evolving con¬ 
versational medium. In both commercial services and the 
academic research community, new chat interfaces appear 
frequently (e.g., Churchill et al. 2000; Farnham et al. 2000; 
Erickson et al. 2002; Smith et al. 2002). In fact, there is an 
argument to be made that enormously popular instant mes¬ 
saging services—online services that facilitate primarily 
one-to-one, text-based conversations between Internet 
users who already know one another—have their foun¬ 
dations in chat and IRC. IRC may have dropped off the 
radar, but chat is still an exciting area with much poten¬ 
tial for future development. 


GLOSSARY 

Ban: Status of a user forbidden by a chanop to enter a 
channel. 

Channel: A virtual chat group in which users inter¬ 
act, discussing specific topics or engaging in general 
conversation. 

Chanops: Channel operators; they monitor and main¬ 
tain a channel by setting the parameters and inviting 
or pelling users. 

Client: Software run by the local computer of an 
IRC participant, converting the user’s actions into 
commands recognized by an IRC server. 

Daemon (IRC daemon, or IRCD): Software run by a 
server connected to the Internet, accepting connection 
requests from clients and relaying messages among 
users. 

Direct Client Connection (DCC): Connection estab¬ 
lished between two users that allows them to by¬ 
pass the network for increased privacy and faster 
connection. 

Flooding: Simultaneously sending many messages to 
a single user, thus “flooding” a channel or an entire 
network with unwanted messages, probably increasing 
lag. 

Internet Relay Chat (IRC): Real-time, text-based 
communication medium that uses a network of 
servers to connect geographically separated users. 

IRCops: IRC operators who monitor and maintain IRC 
servers; they generally have very little to do with the 
operation of channels. 

Lag: A delay in the transmission of messages between 
users or between a user and a server. 

MOTD (Message of the Day): An automated 
confirmation message containing certain information 
and practices relating to a channel, its activities, and 
its current participants. 

Netsplit: Disruption in the connection between 
servers that results in the fracturing of the network 
into subdivided parts and in the disconnection of 
some users. 

Newbie: A newcomer to IRC or other online contexts. 

Nickname: An invented name that uniquely identifies 
the user on a network. 

Scripts: Files containing code that enables an applica¬ 
tion to combine or automate various functions. 

CROSS REFERENCES 

See Online Communities; The Internet Fundamentals. 

REFERENCES 

Cherny, L. 1999. Conversation and community: Chat in a 
virtual world. Stanford, CA: CSLI Publications. 

Churchill, E., J. Trevor, S. Bly, and L. Nelson. 2000. 
StickyChats: Remote conversations over digital 
documents. In Proceedings of the 2000 Conference on 
Computer Supported Cooperative Work (CSCW) (Vol. 
Video Program, pp. 350). Philadelphia: ACM Press. 

Condon, S. L., and C. G. Cech. 1996. Functional 
comparisons of face-to-face and computer-mediated 



References 


897 


decisions making interactions. In Computer-mediated, 
communication: Linguistic, social, and cross-cultural 
perspectives, edited by S. C. Herring, 65-80. Philadelphia: 
John Benjamins Publishing. 

Erickson, T., C. Halverson, W. A. Kellogg, M. Laff, and 
T. Wolf. 2002. Social translucence: Designing social 
infrastructures that make collective activity visible. 
Communications of the ACM 45(4):40-4. 

Farnham, S., H. R. Chesley, D. E. McGhee, R. Kawal, 
and J. Landau. 2000. Structured online interactions: 
Improving the decision-making of small discus¬ 
sion groups. In Proceedings of the 2000 Conference 
on Computer Supported Cooperative Work (CSCW), 
299-308. Philadelphia: ACM Press. 

Finholt, T., L. Sproull, and S. Kiesler. 1990. Communica¬ 
tion and performance in ad hoc task groups. In Intel¬ 
lectual teamwork: Social and technological foundations 
of cooperative work, edited by J. Galagher, R. E. Kraut, 
and C. Edigo, 291-325. Hillsdale, NJ: Erlbaum. 

Gilboa, N. 1996. Elites, lamers, narcs and whores: Exploring 
the computer underground. In Wired_women: Gender 
and new realities in cyberspace, edited by L. Cherny and 
E. R. Weise, 98-113. Seattle: Seal Press. 

Grice, H. P. 1975. Logic and conversation. In Syntax 
and semantics, vol. 3, edited by P. Cole and 
J. Mordan, 41-58. New York: Academic Press. 

Herring, S. 1999. Interactional coherence in CMC. Journal 
of Computer-Mediated Communication 4(4). http:// 
jcmc.indiana.edu/vol4/issue4/herring.html (accessed 
May 12, 2004). 

Herring, S. C. 1999. The rhetorical dynamics of gender 
harassment on-line. The Information Society 15(3): 
151-67. 

Herring, S. C. 2002. Cyber violence: Recognizing and 
resisting abuse in online environments. Asian Women 
14:187-212. 

Herring, S. C. 2003. Gender and power in online 
communication. In The handbook of language and gen¬ 
der, edited by J. Holmes and M. Meyerhoff, 202-28. 
Oxford: Blackwell. 

Hoff, M., and J. Hoff. 1999. Chatting on the Net. 
www.newircusers.com (accessed January 16, 2004). 


Kiesler, S., J. Siegel, and T. W. McGuire. 1984. Social 
psychological aspects of computer-mediated commu¬ 
nication. American Psychologist 39(10):1123—34. 

McDaniel, S. E., G. M. Olson, and J. C. Magee. 1996. 
Identifying and analyzing multiple threads in 
computer-mediated and face-to-face conversations. 
In Proceedings of the 1996 Conference on Computer 
Supported Cooperative Work (CSCW), 39-47. Boston: 
ACM Press. 

Oikarinen, J. n.d. IRC history, www.irc.org/history_docs/ 
jarkko.html (accessed October 27, 2005). 

Reid, E. M. 1991. Electropolis: Communication and 
community on Internet relay chat, http://eserver.org/ 
cyber/reid.txt (accessed May 12, 2004). 

Richmond, V. P., and J. C. McCroskey. 1999. Nonverbal 
behavior in interpersonal relations. 4th ed. Boston: 
Allyn and Bacon. 

Sassenberg, K. 2002. Common bond and common identity 
groups on the Internet: Attachment and normative 
behavior in on-topic and off-topic chats. Group 
Dynamics: Theory, Research, and Practice 6( 1 ):27—37. 

Smith, M., J. Cadiz, and B. Burkhalter. 2002. Conversation 
trees and threaded chats. In Proceedings of the 2002 
Conference on Computer Supported Cooperative Work 
(CSCW), 97-105. New Orleans: ACM Press. 

Walther, J. B. 1996. Computer-mediated communication: 
Impersonal, interpersonal, and hyperpersonal 
interaction. Communication Research 23:3-43. 

Walther, J. B. 1997. Group and interpersonal effects 
in international computer-mediated collaboration. 
Human Communication Research 23:342-69. 

Wenger, E. 1998. Communities of practice: Learning, 
meaning, and identity. New York: Cambridge University 
Press. 

Werry, C. C. 1996. Linguistic and interactional features of 
internet relay chat. In Computer-mediated communica¬ 
tion: Linguistic, social and cross-cultural perspectives, 
edited by S. C. Herring, 47-63. Philadelphia: John 
Benjamins. 

Wood, A. F., and M. J. Smith. 2001. Online communication: 
Linking technology, identity, and culture. Mahwah, NJ: 
Lawrence Erlbaum. 



Handbook of Computer Networks: Distributed Networks, Network Planning, 
Control, Management, and New Trends and Applications 

by Hossein Bidgoli 
Copyright © 2008 John Wiley & Sons, Inc. 

Online Communities 


Lee Sproull and Manuel Arriaga, New York University 


Introduction 898 

Definition and Components 898 

Definition 898 

Supporting Technologies 900 

General Attributes and Processes 901 

History of Online Communities 903 

Types of Online Communities 905 

Types by Member Interest 906 

Types by Sponsor Interest 907 


INTRODUCTION 

The Internet was not invented as a social technology, but 
it has certainly become one. From the earliest days of the 
ARPAnet (network of communicating computers estab¬ 
lished in the late 1960s with U.S. government funding), 
people have shaped and used the technology for social 
purposes. Today, millions of people use the Net as a means 
of making and maintaining social connections with people 
who share a common experience, interest, or concern. So¬ 
cial connections are found on the Net in contexts ranging 
from small family e-mail exchanges to fantasy games with 
hundreds of thousands of players. This chapter focuses on 
a subset of Net-based social contexts, which in the 1990s 
came to be called “online communities.” In these Net- 
based social contexts, large numbers of people who share 
a common experience, interest, or concern interact with 
one another primarily, if not exclusively, over the Net. 
Most members have no preexisting ties with one another, 
and most of them will never meet face to face. Online com¬ 
munities range in technical sophistication from Usenet 
discussion groups to complex multiplayer fantasy games 
supported by proprietary software. They range in purpose 
from entertainment to political dissent to developing free 
software. They range in accessibility from completely 
open to anyone with Net access to accessible only through 
paid subscription to completely hidden behind corporate 
firewalls. 

This chapter describes how technical and social fac¬ 
tors mutually interact to produce and sustain online 
communities. It also begins to offer a differentiated view 
of online communities. Online communities share some 
underlying attributes and processes, but they differ in 
member interests, goals, processes, and consequences for 
their members, sponsors, and society. A more differenti¬ 
ated view will make possible more productive theorizing, 
research, and design. 

DEFINITION AND COMPONENTS 

Definition 

Communities in the offline world are defined as collectiv¬ 
ities of people who share a common experience, interest, 
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or conviction; who experience a positive regard for other 
members; and who contribute to member welfare and col¬ 
lective welfare (Bender 1978; Etzioni and Etzioni 1999; 
Knoke 1986; Putnam, 2000). Not all social collectivities 
in the offline world are communities: people may share a 
common experience or interest, such as shopping at the 
same grocery store or reading the same newspaper col¬ 
umnist, with no positive regard for others or commitment 
to the collective welfare of all who share that experience. 
Examples of communities in the offline world include 
neighborhood communities, religious communities, civic 
and social communities such as youth scouting or service 
clubs, and collections of like-minded enthusiasts such as 
fans of particular sports teams. Communities in the phys¬ 
ical world can be described by structural attributes such 
as rules, roles, and resources that exist independent of any 
member (e.g., Lin 2001). Thus, one can talk about the size 
of a community, membership requirements and obliga¬ 
tions, community resources, and amenities. Communities 
can also be described by observable member behaviors 
such as attendance, rule following, donation, and interac¬ 
tion. And they can be described by member psychological 
orientation to the community and its members, such as 
feelings of trust, alienation, identification, and commit¬ 
ment. In the physical world, structural, behavioral, and 
psychological attributes exist along a continuum, so one 
can find more or less well-structured communities with 
more or less active and committed members. In casual 
usage, the term community usually suggests positive feel¬ 
ings, prosocial behavior, and choice. (People rarely talk 
about a “prison community,” even though its inmates 
interact and have experiences in common.) Analytically, 
however, the term is a neutral one. Communities and their 
members can do physical and economic damage to mem¬ 
bers, neighbors, and enemies, just as they may produce 
beneficial outcomes. 

The definition of online community used in this chapter 
is also based on shared experience, interest, or conviction; 
positive regard for members; and members’ voluntary 
contribution to member welfare and collective welfare. 
An online community is defined as a large collectivity 
of voluntary members whose primary goal is member 
and collective welfare, whose members share a common 
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interest, experience, or conviction and positive regard 
for other members, and who interact with one another 
and contribute to the collectivity primarily over the Net. 
Online communities can have more or less structure and 
more- or less-committed members. They may yield posi¬ 
tive or negative consequences for their members, sponsors, 
and society. It is difficult to tightly bound the concept of 
community, because all human interaction occurs in a 
continuum of social organization—from the dyad to the 
nation-state. Nevertheless, the definition of electronic 
community used in this chapter excludes some forms of 
organized online social interaction for reasons of focus 
and because they are deserving of consideration in their 
own right. Table 1 shows the attributes of organized on¬ 
line interaction that are emphasized or deemphasized in 
online communities. As shown in Table 1, our definitional 
focus excludes electronic work groups and teams, whose 
primary goal is economic, whose members are paid em¬ 
ployees, and whose size is relatively small. It excludes ad 
hoc friendship groups and buddy lists, which are rela¬ 
tively small, with members who interact primarily in the 
offline world. These two exclusions highlight our focus on 
shared interest groups of large size with voluntary mem¬ 
bers who interact primarily on the Net. The definition 
also excludes nominal groups such as "all the people who 
use Google" or “all Netizens” (who neither share a com¬ 
mon interest nor interact with one another) or “all the 
people who read a particular Web log” (who may share a 


common interest but do not interact with one another). 
This exclusion highlights our focus on social interaction 
around a common interest and positive regard for other 
participants. Others who have offered definitions of elec¬ 
tronic communities include Figallo (1998), Kim (2000), 
Porter (2004), Powazek (2002), Preece (2000), Rheingold 
(2000), and Werry and Mowbray (2002). 

Until the mid-1990s, almost no one used the term online 
community. Instead groups that today might be named 
“online communities” were named after the technology 
that supported them and were called “newsgroups,” "list- 
servs,” “mailing lists,” "BBSs,” or “Free-nets.” In some ways, 
online communities that are the focus of this chapter 
bear little resemblance to communities in the physical 
world. They own few tangible resources; they require no 
visible or tangible commitment from members (such as 
taxes, dues, attendance at meetings); and members may 
never see or meet one another face to face. Yet some 
online communities have resources that may be econom¬ 
ically valuable: their domain name, the wisdom accu¬ 
mulated in their FAQs (frequently asked questions), the 
intellectual property created by their members. Fantasy 
game characters and properties have yielded nontrivial 
sums of money for their creators on eBay auctions. The 
members of one voluntary online community collected 
enough money in member donations to buy a new server 
to host the community (Boczkowski 1999). Nevertheless, 
calling any electronic site where people may gather an 


Table 1: Descriptive Attributes Characterizing Online Social Collectivities 


Type 

Shared 

Interest 

Size 

Interaction 

among 

Members 

Primarily 

Electronic 

Voluntary 

Participation 

Concern for 

Member/Collective 

Well-Being 

Corporate 
electronic 
work groups 

Strong 

Small 

Extensive 

Sometimes 

No (part of 
employment) 

Economic well¬ 
being of collective 

Buddy lists 

Modest to 
strong 

Small 

Minimal to 
extensive 

Sometimes 

Yes 

Member, but not 
collective 

People who 
read a 

particular blog 

Modest to 
strong 

Small to 
large 

Minimal 

Yes 

Yes 

No 

People who 
use Google 

None 

Large 

None 

Yes 

Yes 

None 

Social network 

Modest to 
large 

Small to 
large 

Minimal to 
modest 

Often 

Yes 

Rarely 

Discussion 

community 

Yes 

Large 

audience; 

smaller 

contribution 

core 

Minimal for 
readers; 
extensive for 
posters 

Yes 

Yes 

Varies by level of 
participation; 
significant for 
contribution core 

Online 

collaborative 

work 

community 

Yes 

Large audience; 

smaller 

contribution 

core 

Minimal for 
readers; 
extensive for 
contribution 

core 

Yes 

Yes 

Varies by level of 
participation; 
significant for 
contribution core 


Note: Online communities, denoted by shading, are a subset of online social collectivities. 
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"online community” does not make it one. As in the off¬ 
line world, in common parlance the term carries posi¬ 
tive connotations, and some who have used it are guilty 
merely of wishful thinking. This wishful thinking charac¬ 
terizes many of those who, in the late 1990s, aspired to 
create online communities for profit (e.g., Bressler and 
Grantham 2000; Hagel and Armstrong 1997). 

Supporting Technologies 

In addition to the packet-switching technology of net¬ 
worked communication, many online communities rely 
on message-based group communication applications to 
support member interaction. These applications gener¬ 
ally support asynchronous or synchronous discussion and 
interaction. In asynchronous interaction, people do not 
have to be logged on at the same time because messages 
are saved for later reading. In synchronous discussion, 
people must be logged on at the same time because mes¬ 
sages are not stored. Asynchronous discussion is often 
supported via mailing lists or bulletin board applications. 
Mailing lists, a push technology, send group messages to 
a persons e-mail inbox, where they intermingle with the 
person s other e-mail and are saved until the recipient logs 
on to read them. With bulletin boards, a pull technology, 
a person reads group messages organized by topic in a file 
exclusively devoted to that group. (Some people establish 
filters to move all mailing list messages into separate fold¬ 
ers, thereby making distribution lists function somewhat 
more like bulletin boards.) Synchronous discussion may 
be supported via talk programs such as IRC (Internet re¬ 
lay chat), Instant Messenger, or text-based virtual reality 
(VR) environments. MUDs (multi-user dungeon, domain, 
or dimension) and MOOs (MUD object-oriented) began as 
text-based virtual reality games, a computer-based version 
of fantasy games such as Dungeons and Dragons. Today, 
some are still organized as fantasy games; others are or¬ 
ganized for professional or social purposes. Their spatial 
metaphors and programmable objects and characters are 
the precursor of todays graphically based fantasy games. 
With the spread of the Web and graphical browsers in 
the late 1990s, many online communities, which previ¬ 
ously would have used only text-based message applica¬ 
tions, created Web sites to support more varied forms of 
interaction. Some include real-time chat for discussions 
that are scheduled and announced in advance. Some use 
special file formats to share image, sound, or video files. 
Online game communities are supported by more or less 
elaborate software that supports play in board games like 
chess or supports character creation and interaction in 
fantasy worlds. Most discussion among members on on¬ 
line community Web sites still occurs in message-based 
discussions, however. Even the fantasy games have dis¬ 
cussion boards. 

In the early years of the twenty-first century, technolo¬ 
gies for preparing, publishing, and linking Web pages be¬ 
came easier to use and spread widely to support large 
social collectivities. The “blogosphere” consists of every¬ 
one who uses applications for preparing and publishing 
Web pages to publish a Web log (blog), which consists of 
an online journal with time-stamped entries displayed in 
reverse chronological order. The blogosphere is merely a 


very large nominal group, and not a community by our 
definition, but some bloggers who share a common inter¬ 
est in a topic may interact with one another indirectly 
through commenting on one another’s blogs. Much of the 
“interaction” resembles online journalism or columns 
with linked letters to the editor, rather than the more in¬ 
terpersonal interaction found in message-based commu¬ 
nities. (Nardi and colleagues [2004] identify five broad 
motivations that drive people to publish a blog, only one 
of which is related to community formation and mainte¬ 
nance.) However, some groups of blogs may be considered 
a community by our definition. These topical groups may 
crystallize in “Web blog rings” created by an application 
that places a banner at the bottom of related participant 
blogs; upon clicking on the banner, the reader is taken to 
another, randomly chosen blog that is a member of that 
“ring.” Over time, blog-ring members may develop a psy¬ 
chological affiliation with the Web blog ring and inter¬ 
personal bonds with one another that go beyond merely 
posting and reading blog entries on a common topic. 
(Herring et al. [2004] report that fewer than 5 percent of 
blogs belong to a blog ring.) 

Social networking Web sites allow their members to es¬ 
tablish, develop, and maintain “social networks” through 
publishing and linking “profile" pages created by their 
members. These are structured Web pages in which mem¬ 
bers share information about themselves. The “social" 
nature of these sites essentially results from three features. 
First, the software allows users to add links to other peo¬ 
ple’s profiles, thereby adding "friends” to one’s network. 
Once in the same network, site members have easy access 
to one another’s profiles through an automatically gener¬ 
ated list of “friends” on their home page. Second, users 
are able both to exchange asynchronous messages among 
themselves and to “chat" synchronously online. The ability 
to broadcast a message (called "bulletins" on some of the 
sites) to all "friends” is also provided, as are "comments," 
which can be attached to a member's profile (thus becom¬ 
ing visible to all who visit that profile). Third, these sites 
typically support “groups,” which members with a com¬ 
mon interest or experience can join. This feature allows 
users to self-organize along lines other than those defined 
by their preexisting social networks and explore their 
“extended network” (the term used by one social network¬ 
ing site, MySpace, to characterize members who do not 
belong to a member’s list of “friends”) in yet another way. 
Social networking sites and applications are enormously 
popular (MySpace was the third most frequently visited 
Web site during July 2007). But like blogs, most social net¬ 
work sites do not exhibit all of the attributes enumerated 
in our definition of online community. Although creating 
a profile is an entirely voluntary act, the ability to join 
someone else’s social network occurs only by invitation. 
Moreover, the concept of community welfare, a necessary 
attribute in our definition of online community, is rarely 
prominent in these sites. One sociologist commented 
that these sites are characterized by “voyeurism and ex¬ 
hibitionism . . . [like] hanging out at the mall or lounging 
on the quad . . . seeing and being seen" (Cassidy 2006). 

A wiki is a software system that serves Web pages while 
providing site visitors the possibility to easily add, mod¬ 
ify, or delete their contents. At its simplest, wikis merely 
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generate HTML code that includes discrete links labeled 
"edit” interspersed along the page. If a user follows such 
a link, she will be presented with a form that allows her to 
edit the contents of the page that she was previously read¬ 
ing. The page is edited using a simple markup language; 
modern wiki implementations also provide a set of but¬ 
tons through which the same functions (e.g., italicize text, 
create a hyperlink, etc.) can be accomplished without 
knowledge of that markup language. Either way, once a 
modification is done it is immediately reflected in the orig¬ 
inal page. The fundamental change introduced by the use 
of a wiki in comparison with traditional Web sites is that 
the authors and readers of a site are no longer two dis¬ 
tinct groups: instead, active participant visitors can cre¬ 
ate and directly edit the content that attracts those same 
visitors to the site. Wikis are successfully used both by 
large online communities—the best-known example be¬ 
ing Wikipedia (http://en.wikipedia.org), a collaborative 
effort to create an online encyclopedia; the English edi¬ 
tion contained 1.9 million entries as of July 2007—as well 
as by work groups within organizations. 

General Attributes and Processes 

The Social Psychology of Text-Based Communication 

Typically, online community members interact with one 
another while sitting alone at a computer keyboard. This 
solitary social behavior is characterized by fewer social 
context cues than are available in face-to-face gatherings. 
Weak social context cues mean that people who compose 
and send messages have few explicit reminders of the 
number of people who will read them. They have few 
reminders of their physical appearance, social status, or 
nonverbal reactions compared with face-to-face or tel¬ 
ephone communication. Similarly, people who read mes¬ 
sages or Web pages have relatively few reminders of the 
social attributes of people who create them in com¬ 
parison with face-to-face gatherings. (In virtual reality 
communities, people can create entirely new personas. 
See Turkle [1995] for an exploration of multiple online 
identities.) Social context cues help to regulate commu¬ 
nication in face-to-face and telephonic interaction. They 
provide feedback as to who is receiving communications 
and how those communications are being received and 
interpreted. People adjust the style and substance of their 
communications as a function of these cues. When those 
cues are attenuated, communication tends to be relatively 
frank and open (Kendall 2002; Reid 1999; Sproull and 
Kiesler 1991). Weak social context cues can lead to dif¬ 
ferent effects, even within the same community. They can 
increase affiliation and commitment among members 
because objective differences among members are ob¬ 
scured while subjective similarities, based on members’ 
common interest, are magnified (Galegher, Sproull, 
and Kiesler 1998; Mackenna and Bargh 1998; Sproull and 
Faraj 1995). Alternatively, they can increase disaffection 
and dropout because it may be more difficult to estab¬ 
lish common ground or consensus and manage conflict 
(Carnevale and Probst 1997; Cramton 2001; Dibbell 1998; 
Herring 1994; Kollock and Smith 1996). Weak social con¬ 
text cues condition communication in many online com¬ 
munities. They allow for a potentially greater geographic 


and social diversity of participants than many physical 
communities do. At the same time, they offer few cues to 
that social diversity in interaction, except those revealed 
through language and linguistic cues (e.g.. Herring 2001). 
Increasingly, Web-based community applications encour¬ 
age members to upload profile files, which can display 
enduring personal information about members’ identi¬ 
ties and interests. Still, in 2007 most interaction among 
community members takes place via text messages in the 
absence of other individuating information. 

Microcontributions 

Many of the tools for electronic community participation 
are based on a relatively fine granularity of time and at¬ 
tention—the text message, the blog entry, the page edit. 
Although contributions can be any length, messages sent 
to asynchronous discussion communities typically range 
between ten and thirty lines, or one to two screens, of text. 
For example, Winzelberg (1997) reported a mean of 131 
words; Galegher et al. (1998) reported a mean of eight to 
twenty lines of new text; Wasko and Faraj (2000) reported 
a mean of twenty-five to thirty lines of text; Sproull and 
Faraj (1995) reported a mean of twenty-two to forty-two 
lines of new text. The average blog entry, according to 
Herring et al. (2004), has a length of approximately 210 
words. Wikipedia articles on average run to 415 words 
(Wikipedia: Size comparisons 2006). In asynchronous ap¬ 
plications, people can read one or more messages or pages 
and post or send one or more messages/pages at their 
convenience. The message can be thought of as a micro¬ 
contribution to the community. When people are online 
much of the day as a part of their work, voluntary micro¬ 
contributions can be interspersed throughout the work 
day. For those who have Net access at home, participation 
can also be interspersed with other activities at home. 
Even in synchronous communities, some members re¬ 
port that they keep a community window open on their 
screen while they are doing other things. Every once in a 
while they "check in” on the community (Kendall 2002). 
Some people may devote hours a week to an online com¬ 
munity, but they can do so in small units of time at their 
own convenience. 

Voluntary communities based on microcontributions 
have relatively low barriers to entry. It is fairly easy to read 
enough microcontributions to know whether a particular 
community is relevant or appropriate. If so, that same 
reading readily demonstrates the appropriate form that 
a newcomer’s own microcontributions should take. The 
production and posting of initial microcontributions 
takes relatively little effort. Then, if all goes well, the 
newcomer receives positive reinforcement in the form of 
(easy-to-produce) responding microcontributions from 
other community members. Whereas microcontributions 
create low barriers to entry, they may also create high 
barriers to commitment. It can be difficult to develop 
complex arguments or achieve nuanced understanding 
through microcontributions. Communities that are easy 
to join are often just as easy to leave (Butler 2001). 

Aggregation Mechanisms and Management Processes 

Although people can make ad hoc contributions to online 
communities at random, microcontributions must be 
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aggregated and organized into larger units for effi¬ 
ciency and social effectiveness. Both technical and social 
mechanisms are used to organize the smallest unit of 
contribution into larger units that are useful to partici¬ 
pants. Software for asynchronous discussion lets people 
indicate that their contribution is a response to a previous 
one. All contributions so designated can be aggregated by 
the software and displayed as “threads”—a seed message 
and all reactions to it. Forms of threads common from 
the earliest days of the Net include a question with replies 
and a proposal or statement with comments. Threads or¬ 
ganize microcontributions so that everyone can see their 
constituent parts, making it easy for potential contribu¬ 
tors and beneficiaries to see what has already been said. 
Software also allows readers to mark threads they have 
already read or to display only unread messages. 

Asynchronous discussion communities may have tens 
or hundreds of threads active at the same time, neces¬ 
sitating a layer of organization above the self-organizing 
thread. In these cases, a human designer may suggest or 
impose a topic map or architecture to organize threads 
into more general topic categories. (In some older bulletin 
board systems, people would vote to create a new top-level 
topic, which would get its own separate bulletin board.) 
Web-based software can display these maps graphically 
so that users may click on a topic that interests them and 
see all threads related to that topic. The shared interest of 
a group usually suggests the type of topical map that may 
be created. For example, many communities centered on 
medical concern have topics for symptoms, medications 
and side effects, negotiating the health care system, and 
managing relationships with family and friends. Movie 
or television fan communities have topics for major and 
minor characters, actors who play those characters, past 
and future episodes. Communities that build software 
have categories for different types of code, bug reports, 
patches, and documentation. 

Threads and topic maps may be insufficient to struc¬ 
ture extremely large numbers of messages. Another form 
of microcontribution, the rating message, adds a quality 
dimension to message structuring. Some Web sites now 
give members the opportunity to rate the contribution of 
others’ messages. Software then aggregates and displays 
these ratings in an overall quality index for contributions 
(e.g., Slashdot) or contributors (e.g., MotleyFool). Explicit 
ratings of contribution quality have been shown to in¬ 
crease economic trust within electronic markets like eBay 
(Kollock 1999). It is an open question whether they in¬ 
crease or inhibit emotional trust and cohesiveness within 
an electronic community setting, but at least some re¬ 
search suggests that they increase the average quality of 
messages and increase participant duration (Moon and 
Sproull 2006). 

Software for synchronous interaction may organize 
contributions in channels or use a spatial metaphor to 
organize contributions in “rooms” (e.g., Schlager and 
Schank 1997). Online communities associated with a 
geographic locality may organize contributions around 
civic functions, like the garden club or public library (e.g., 
Sproull and Patterson 2004). As these communities in¬ 
crease in size, the organizers or members themselves con¬ 
struct new rooms, buildings, and territories to organize 


interaction. Some also offer rating and review functions 
to rate characters or contestants and properties. 

In online software development communities, two 
technologies, in addition to mailing lists, support manag¬ 
ing and aggregating contributions: revision control sys¬ 
tems and a "diffing and patching" mechanism. Revision 
control systems allow developers to work independently 
on code in parallel and then automatically "merge” all the 
changes they have made, so that the result is a single, con¬ 
solidated version of the code. Core developers and regular 
contributors will be granted "write-access,” meaning that 
their account in the revision-control system allows them 
to introduce changes to the code (as opposed to only be¬ 
ing able to download it). Those who lack write-access to 
the code repository download the latest version of the 
code, modify it, and then present the changes they intro¬ 
duced to one of the core developers for acceptance. They 
do so by running a program called "diff," which generates 
a small file describing the changes between two versions 
of one or more files. These small files are called “patches." 
The core developer who receives a “patch” can then use a 
second program (itself called “patch”) to obtain the modi¬ 
fied version of the code and determine whether it should 
be added to the code base. 

Most wiki systems include several additional orga¬ 
nizing features with the aim of addressing difficulties 
arising from disagreement over the site’s contents and the 
risk of “wiki vandalism.” First, each page on the wiki has 
an associated “talk page,” where contributors can engage 
in a discussion of the changes they have introduced (or 
wish to introduce) on that particular page. Second, the 
system includes a "page history” function, through which 
participants can see a log of all changes introduced to a 
particular page. Most importantly, that same mechanism 
allows pages to be easily “reverted" to a previous state; 
it is through this mechanism that “edit wars"—in which 
groups with different views on an issue repeatedly try to 
modify the wiki’s contents so that it reflects a particular 
group’s perspective—take place. Third, and although it is 
often seen as being in contradiction with the democratic 
ideals of the wiki system, several platforms also allow the 
administrator(s) of the wiki to restrict the ability to in¬ 
troduce changes to certain pages. A well-known instance 
is that of Wikipedia and its several levels of protection: 
some pages can be edited by any visitor; others require an 
account on the Wikipedia Web site that is at least 4 days 
old but is otherwise unrestricted; and, finally, some other 
pages can be edited only by Wikipedia administrators. 

Norms and Motivations 

In addition to organizing mechanisms provided through 
software, norms of community behavior and motivations 
of community members serve to organize and influence 
member behavior. Some norms of community behavior, 
which were visible from the early days of the ARPAnet, 
prevail across many types of online communities. Most 
important is the norm of altruism. Online community 
members freely offer information, advice, and emotional 
support to one another with no expectation of direct reci¬ 
procity or financial reward. The fundamental dynamic 
supporting discussion communities is that someone asks 
a question or makes a proposal or statement and other 
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people provide answers or comments. Utilitarian self- 
interest may be all that motivates the askers—a personal 
need for information. But pure self-interest does not ex¬ 
plain the behavior of people who reply. By definition, vol¬ 
unteer members are not paid for their replies. Because 
they are unlikely to have a personal relationship with the 
person they help, neither friendship obligation nor 
the expectation of direct reciprocity is likely to compel 
their behavior. Indeed, an early influential paper (Thorn 
and Connolly 1987) predicted that computer-based infor¬ 
mation exchange systems that relied on volunteers would 
be doomed to failure. The authors argued that people 
who could give the best replies would have no incentive 
to participate because they would receive few benefits 
for doing so—it was unlikely that anyone could answer 
their questions; their time would be unrewarded. (In so¬ 
cial dilemmas, helping in these situations is known as 
the “sucker’s choice.”) Over time, therefore, the quality of 
help would decline until people no longer even bothered 
to ask questions. The fallacy in this argument is the as¬ 
sumption that rewards to people who provide help must 
come in the same form as the help they give. Yet motiva¬ 
tions for helping behavior can be quite complex. In studies 
of volunteers in the physical world, motivations include 
commitment to the cause or interest associated with 
the community, the desire to help others, benefits from 
displaying expertise, and the personal satisfaction and 
self-esteem derived from helping others (e.g., Clary et al. 
1998; Omoto and Snyder 1995). Studies of electronic dis¬ 
cussion communities document a similar combination of 
motivations for people who answer questions and other¬ 
wise support their online community (e.g., Butler et al. 
2007; Kollock 1998; Lakhani and von Hippel 2003; Wasko 
and Faraj 2000). Self-expression and identity display are 
important motives in blogs and social networking sites. 

A second extraordinarily important norm is peer review 
of content (Benkler 2002). In most volunteer online com¬ 
munities, there are no “authorities” to certify the accuracy 
of all content. Instead, it is expected that members them¬ 
selves will comment on the quality, accuracy, complete¬ 
ness, and so on of one another’s contributions. Similarly, 
peer review of behavior is also expected: it is normative 
for members to chastise or complain about inappropriate 
behavior and praise helpful behavior. 

In virtual reality communities, the VR environment in¬ 
dexes participants’ motives (Reid 1999). In VR game com¬ 
munities, the motives are tied to the rules of the game: 
amass property, kill enemies, design an award-winning 
room, and so on. In VR professional communities, the 
motives are tied to the profession: contribute to shared da¬ 
tabases, review articles, participate in policy discussions. 
In VR social communities, the motives are tied to explor¬ 
ing social worlds. In collaborative work communities 
motives are tied, at least in part, to furthering the goals of 
the community such as building better software, distrib¬ 
uting digital books, organizing volunteers, etc. 

HISTORY OF ONLINE COMMUNITIES 

Both the technical and social trajectories of electronic 
communities began with the design and early deploy¬ 
ment of networked computing in the late 1960s and early 


1970s. (See Table 2 for timeline.) Whereas computer net¬ 
working was initially conceived as a way to share scarce 
computing resources located in one physical place with 
researchers at other places via remote access, it soon 
became a convenient way for people to gain access to 
people at remote sites as well as to remote computers 
(Licklider and Veza 1978; Sproull and Kiesler 1991). 
During the 1970s and 1980s, people created additional 
networks and wrote e-mail and bulletin board software, 
which represented technical innovations and improve¬ 
ments that made networked computing more useful for 
supporting human communication. During the 1990s, 
the technical innovations of the Web and the graphical 
browser supported the broad diffusion of electronic com¬ 
munication to millions of U.S. households and hundreds 
of millions of people worldwide. In the first years of the 
twenty-first century, easy personal publishing and page 
linking undergirded an explosive growth in social net¬ 
working and blogging. 

The social trajectory of electronic discussion commu¬ 
nities had its beginnings in the same technical community 
that invented and refined the ARPAnet. By the mid-1970s, 
ARPA program officers and researchers around the coun¬ 
try had begun using group e-mail to share results, discuss 
plans, and organize meetings. Some of these researchers 
also began using group e-mail for purposes unrelated to 
work: for example, to share opinions on cheap Chinese 
restaurants in Boston and Palo Alto, favorite science 
fiction books, inexpensive wine, and new movies. This re¬ 
search community invented both the technology (network¬ 
ing and group communication tools) and the new form of 
social organization (the voluntary electronic group). They 
appropriated technologies that were created for utilitarian 
purposes to create self-organizing forums for the volun¬ 
tary discussion of common interests. The social trajectory 
of VR communities began in 1979-1980 with an effort 
to program a game that would be like the fantasy game 
Dungeons and Dragons that was played in the physical 
world. The first multi-user VR game was accessible on the 
ARPAnet in 1980. 

By the twenty-fifth anniversary of the ARPAnet in 1994, 
electronic group communication had become a taken-for- 
granted process, and voluntary electronic discussion com¬ 
munities had become a taken-for-granted organizational 
form in universities, technical communities and scien¬ 
tific disciplines, and some corporations (e.g., Finholt and 
Sproull 1990; Kiesler and Sproull 1987; Orlikowski and 
Yates 1994; Walsh and Bayma 1996). Multiplayer games 
were also becoming popular on university campuses. De¬ 
spite their growth, at this point both discussion groups and 
games were still in large measure the province of young, 
technically adept men. The final years of the twentieth 
century saw Net-based communication enter the main¬ 
stream of U.S. life because of a combination of technical 
and economic developments. The technical developments 
were the Web and the graphical browser, which made 
it much easier for ordinary people to find and access in¬ 
formation and groups on the Net. The economic develop¬ 
ments were the commercialization of the Net and AOL’s 
business model. Once the Net began to be commercialized, 
corporations began to see potential economic value in elec¬ 
tronic communities and so endeavored to support them 



904 


Online Communities 


Table 2: Timeline for Community-Oriented Group Communication on the Net 


Date 

Name 

Technical Developments 

Social Developments 

1965- 

1968 

ARPA projects 

Research on networking to share 
scarce computing resources 

Networking research community forms 
across small number of labs 

1969 

ARPAnet 

First four ARPA sites connected 


1972 

RD 

First ARPAnet e-mail management 
program 


1973 



75 percent of ARPAnet traffic is e-mail 

1975 

MsgCroup 

First ARPAnet mailing list 


1978 

BBS 

First bulletin board system 


1979 

Usenet 

Free software to share bulletin 
board discussions 


1979 

MUD 

First multiuserVR game 


1979 

CompuServe 

Began offering e-mail to customers 


1980 

MUD 

MUD first played over ARPAnet 


1981 

Bitnet 

Computer network for non-ARPAnet 
universities 

University computer center directors band 
together to support this 

1981 

Sendmail 

Free software to send mail across 
networks 



Delphi, Prodigy, 

AOL 

Commercial information services 
founded that offered e-mail 


1985 

Listserv 

Free software to manage e-mail lists 


1986 

IETF 


Volunteers focused on technical operation and 
evolution of Internet 

1988 



>1000 public listservs 

1990 



>1000 Usenet groups; >4000 posts per day 

1990 

World Wide Web 

Invented by Tim Berners-Lee 


1990 

LambdaMOO 

VR environment created at Xerox PARC 


1991 

Linux 

Free computer operating system 

First message about Linux posted to Usenet group 

1992 

AOL 

Connects to Internet 


1994 

Netscape 

Introduced graphical Web browser 


1994 



>10,000 Usenet groups; >78,000 posts per day; 
estimated 3.8 million subscribers to commercial 
online services 

1995 

wiki 

Software that allows for collaborative 
writing and editing of Web pages 


1999 

blog 

Term coined as contraction of 
"Web log," Web page journal with 
timestamped entries 


2000 



34 million AOL subscribers; 

44 million U.S. households online 

2001 



90,000 Usenet groups; 

54,000 public Listserv groups 

2001 

Wikipedia 


Anyone can create and edit an encyclopedia article 
on any topic 

2002 

Friendster 

Social networking site founded 


2004 



65 percent of U.S. citizens are online; 

600 million people worldwide are online 

July 2006 



MySpace was most visited domain on the Internet; 

1.3 million Wikipedia articles published; 97 million 
Americans use the Internet on an average day 


IETF = Internet Engineering Task Force; MUD = multi-user dungeon, domain, or dimension; VR = virtual reality. 
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and, indeed, to “monetize” them (e.g., Hagel and 
Armstrong 1997). The commercial online game industry 
began to grow. AOL's business model emphasized e-mail 
and member discussion forums, in contrast with that of 
other commercial services that were still emphasizing 
access to databases. By 2000, AOL had 34 million 
members—more than all the other commercial services 
combined—many of them participating in electronic fo¬ 
rums and communities of interest. That year, 44 million 
U.S. households were on the Net. (By 2004, nearly two- 
thirds of Americans were online [Fallows 2004].) Despite 
the enormous influx of people very different from the 
ARPAnet pioneers, four themes evident from the earliest 
days of the ARPAnet continued to characterize electronic 
communication at the beginning of the twenty-first cen¬ 
tury: access to people as much as to databases, group 
communication as well as dyadic communication, per¬ 
sonal interest topics as well as utilitarian ones, and self¬ 
organizing voluntary electronic communities. 


TYPES OF ONLINE COMMUNITIES 

Until the early 1990s, most electronic communities used 
similar technology and their members had similar at¬ 
tributes. Highly educated, young, technically adept people 
congregated electronically with similar others who shared 
similar interests. These congregations were relatively ho¬ 
mogeneous in structure, process, and membership. At 
the beginning of the twenty-first century, however, the di¬ 
versity of Internet users and group goals and processes 
is so great that it is helpful to differentiate types of com¬ 
munities to understand their costs and benefits in more 
detail. This section categorizes and describes types of on¬ 
line communities based on the interests that members or 
sponsors have in common. (See Table 3 for examples.) It is 
neither an exhaustive nor a mutually exclusive characteri¬ 
zation, but it does represent some prevalent types. Despite 
the differences across types of shared interest, all of these 
communities are characterized by any-time, any-place 


Table 3: Examples of Online Communities 


Consumer Communities 

www.audifans.com 

Fans of the Audi marque 

www.lugnet.com 

Adult fans of Lego 

www.Britney-Spears-portal.com 

Fans of Britney Spears 

http ://Rec.arts.tv.soaps 

Soap opera fans 

(A)vocation Communities 

w w w. m aste rsrowing.org 

For masters rowers and scullers 

www.bikeforums.net 

For the avid cyclist 

www.Everquest.com 

For EverQuest players 

http://secondlife.com 

Virtual reality world built and occupied by its inhabitants 

www.chessclub.com 

For chess fans 

www.tappedin.sri.com 

For K-12 teachers and teacher educators 

www.LambdaMoo.info/ 

Virtual reality environment for social interaction 

http://boogaj.typepad.com/knitting_blogs/ 

Knitting blogs Web ring 

Place-Based Communities 

www.bev.net 

Blacksburg Electronic Village 

www.guerrillagardening.org 

Volunteers who stealthily plant shrubs and flowers in London 

http://web.mit.edu/knh/www/downloads/khampton01 .pdf 

Wired suburb ofToronto, Canada 

www.backfence.com 

"Do it yourself local news" 

Condition Communities 

www.seniornet.org 

For people over age 50 

www.systers.org 

For female computer scientists 

www.deja.com/group/alt.support.depression 

Usenet group for sufferers of depression 

www.geocities.com/heartland/prairie/4727/bhnew.htm 

Mailing list for people with hearing loss 

www. dej a. com/grou p/rec. soc. a rgenti n a 

Mailing list for Argentinian expatriates 


( continued ) 
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Table 3: ( Continued ) 


Concern Communities 

www.clearwisdom.net 

For practitioners of Falun Gong 

www.419legal.org 

For Internet antifraud activitists 

www.dailykos.com 

Daily political news and commentary with a liberal 
perspective 

www. m oveo n. o rg 

For online political activists 

www.cleja.com/group/talk.guns 

Usenet group for handgun advocates 

www.deja.com/group/soc.religion.mormon 

Usenet group for believers in Mormonism 

Collaborative Work Communities 

http://vger.kernel.org/ 

Mailing list for developing the Linux kernel 

www.wikipedia.com 

Collaborative project to produce an online encyclopedia 

www.ietf.org 

For maintaining and improving the Internet 

www.rhizome.org 

For creating and discussing new media art 

www.pgdp.net 

For digitizing public domain books 

www.OhmyNews.com 

Online newspaper with contributions by "citizen reporters" 


communication with relatively weak social context cues, 
aggregated microcontributions, and norms of interaction. 
The boundaries across types can be fuzzy; the descrip¬ 
tions indicate central tendencies within types. 

Types by Member Interest 

Consumer Communities: Brands and Fans 

Consumer communities are composed of people who 
share a common interest in and are loyal to a particu¬ 
lar brand, team, entertainer, or media property. Although 
people organized fan clubs prior to the Net, it was diffi¬ 
cult to arrange fan club activities on a large scale and fre¬ 
quent basis. Online customer communities have a much 
broader reach. People voluntarily share their information 
and passion with thousands or hundreds of thousands of 
others who share their interests in a particular product, 
entertainer, or media property. AudiFans, for example, is 
composed of more than 1000 Audi enthusiasts who ex¬ 
change information about parts suppliers and mechanics, 
post photos of their cars, and share the joys and sorrows of 
Audi ownership. The Britney Spears portal contains pic¬ 
tures, MP3 hies, news, and forums where thousands of 
people comment (positively or negatively) on all things 
having to do with Britney. For most members of consumer 
communities, the shared interest may be an intense one, 
but it typically represents a fairly small and often short¬ 
lived portion of members’ lives. 

(A)vocation Communities 

Experts and enthusiasts form and join voluntary 
(a)vocation communities to increase their pleasure and 
proficiency in their hobbies or work. Whereas a particular 
product may be a means to advancing a common inter¬ 
est in an (a)vocation community, the product is not the 
primary focus of attention, as it is in a consumer com¬ 
munity. From bicycling to computer programming, dog 


training to quilting, karate to the Civil War, there are on¬ 
line communities for people who share these interests. 
"How-to” information prevails in (a)vocation community 
discussions; members who share their expertise are greatly 
appreciated. Network and Internet security are a topic 
for some (a)vocation communities. Usenet, for example, 
supports more than twenty-five groups on the topics of 
cracking, hacking, and network security where people dis¬ 
cuss how to make or break secure systems. BikeForums, 
for example, has more than 3500 members who discuss 
and debate bicycle commuting, mountain biking, tandem 
biking, racing, training, and so on. The knitters web blog 
ring connects more than 900 authors of blogs about knit¬ 
ting. Tapped In is a professional VR community for K-12 
educators whose 20,000 members, as of 2006, discuss 
curriculum, share lesson plans, and so on. The Internet 
Chess Club had more than 30,000 members in 2006 who 
play chess with other members, take lessons, play in tour¬ 
naments, watch and discuss grandmaster competitions, 
and so on. EverQuest and Ultima are large online com¬ 
munities for people who delight in fantasy games. Second 
Life is a virtual world with more than 2 million inhab¬ 
itants. The shared community interest in (a)vocation 
communities may represent a relatively enduring part of 
members’ lives. 

Place-Based Communities 

These online communities are organized by and for 
people who live in a particular geographic locale. Their 
genesis in the early 1980s had a political agenda—to give 
residents a(n electronic) voice in the local political pro¬ 
cess (e.g., Schuler 1996; Schuler and Day 2004). More 
recent versions, such as Backfence, have had the broader 
goal of building social capital by increasing the density of 
electronic social connections among residents of physical 
communities (Hampton and Wellman 1999; Kavanaugh 
2003; Sproull and Patterson 2004). In principle, the 
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interest shared by place-based community members 
should last at least as long as people reside in the commu¬ 
nity. (Recent developments like MeetUp.com let people 
use the Internet to find others in their geographic area 
who share a common interest for the purpose of sched¬ 
uling face-to-face meetings. These applications are not 
emphasized in this chapter because they focus primarily 
on arranging face-to-face meetings, not on sustaining 
broader electronic participation.) 

Common Condition Communities 

In these communities, people share the experience of, and 
interest in, a common condition. The condition may be 
based on a demographic characteristic such as race, age, 
or ethnic background; a medical or psychological condi¬ 
tion such as arthritis or depression; or being an alumnus/a 
of a particular organization such as a college or branch of 
the military. People join condition communities to learn 
how others experience or are coping with their condition 
and to share their own experiences. Along with practical 
information and advice, a “you are not alone” sentiment 
prevails in many discussions. BeyondHearing, for exam¬ 
ple, has more than 1000 members who have a hearing loss 
or who have a loved one with a hearing loss. Topics range 
from cochlear implants to the best audiologists to funny 
stories about lip reading mistakes. Systers’ membership is 
more than 2300 female computer scientists and engineers, 
as of 2006, who discuss female-friendly graduate schools 
and employers, how to manage male subordinates in the 
workplace, and so on. The shared community interest is 
often a long-term or lifetime one for members. 

Concern Communities 

In these communities, members share an interest in a 
common political, social, or ideological concern. Because 
members often wish to influence the state of affairs in the 
physical world, these communities usually have multifac¬ 
eted ties to that world. They may announce and comment 
on real-world events and organize letter-writing cam¬ 
paigns, rallies, fund-raisers, and so forth. They may use 
click-and-donate applications to raise money or pledges of 
volunteer time. MoveOn, for example, began as an online 
petition drive to censure, but not impeach, U.S. President 
Bill Clinton and has grown to include many online ad¬ 
vocacy groups that organize volunteer campaigns. The 
Howard Dean presidential candidacy used the Net for or¬ 
ganizing in 2003-2004. More than 1000 members of alt. 
religion.mormon discuss and debate Mormon doctrine 
and practices. A number of blogs support concern com¬ 
munities, particular political concern communities (e.g., 
Dailykos supports Democratic and liberal/progressive 
policies and politicians). The shared interest underlying 
concern communities is likely to be a deep and abiding 
one for their members, although active participation may 
ebb and flow in concert with external events. 

Collaborative Work Communities 

Unlike other community types whose primary output is 
talk or self-expression, members of collaborative work 
communities use the Net to voluntarily produce real prod¬ 
ucts, be they software, literary works, or other creations. 


Much open source software is produced in online volun¬ 
tary communities today, despite the growing interest of the 
corporate sector (e.g., Raymond 1999). Indeed, much of 
the design and engineering of the Internet itself is accom¬ 
plished by a voluntary community that conducts much of 
its business electronically, the Internet Engineering Task 
Force (n.d.). “Citizen journalists” contribute stories to an 
international online newspaper. Poets participate in writ¬ 
ers’ communities whose members thoroughly critique one 
another’s work. A pragmatic writing community, Wiki¬ 
pedia, is creating a new encyclopedia. The community 
project has produced more than 1.7 million English lan¬ 
guage articles as of July 2007. The distributed proofread¬ 
ers project has digitized, proofread, and posted more than 
5000 public domain books. The shared interest of collabo¬ 
rative work communities is likely to be deeply involving 
for members, although it need not be as enduring as the 
shared interest in concern communities. 

Types by Sponsor Interest 

Only within the past 10 years have online communities 
been sponsored or organized by anyone other than mem¬ 
bers themselves (with a few exceptions such as The Well 
and geographically based bulletin board systems called 
Free-nets). Many recent third-party sponsors or organizers 
have been motivated by the profit potential of online com¬ 
munities, with revenue models based on either sales (of 
advertising, membership lists, products, etc.) or subscrip¬ 
tions. During the dot-com boom, third-party sponsors of 
some customer and demographic condition communities 
used sales-based revenue models. Profit-oriented commu¬ 
nity sites were created for, for example, L’eggs panty hose, 
Kraft food products, women (iVillage), Asian Americans 
(Asia Street), and African Americans (NetNoir). Some 
third-party-sponsored communities based on subscrip¬ 
tions experienced some years of economic health; argu¬ 
ably a substantial (but unknown) fraction of AOL’s growth 
in the 1990s was a function of online community mem¬ 
berships. (In 2006 AOL abandoned its subscription-based 
model.) Within the game industry, subscription-based rev¬ 
enue models continue to be successful. Several multiplayer 
game communities have thousands or hundreds of thou¬ 
sands of members. Members of one game, EverQuest, re¬ 
port spending an average of more than 22 hours a week 
playing it (Yee 2001). At least one professional social net¬ 
working site, Linkedln, reports profitability based on sub¬ 
scription revenue. Other social networking sites, based on 
advertising revenues, do not disclose their financials. But 
one such site, MySpace, was purchased by News Corp. in 
2005 for $580 million. 

Some corporations have avoided revenue-based models 
and instead have supported online communities to build 
market share or increase customer satisfaction and loy¬ 
alty. Sun Microsystems sponsors the Java Developer 
Connection, an (a)vocation community designed to sup¬ 
port and expand the Java software developer community 
worldwide. The Lego Corporation supports several "adult- 
fans-of-Lego" sites, in addition to sponsoring its own site, 
to support loyal customers. Various software compa¬ 
nies support voluntary technical discussion and support 
communities in the interest of increasing high-quality, 
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inexpensive tech support. Harley-Davidson uses H.O.G., 
its online members-only group, to reinforce the brand 
loyalty of Harley owners worldwide. Whatever the moti¬ 
vation of corporate sponsors, if people do not experience 
enduring community membership benefits they will not 
participate, and the community will die. 

In the not-for-profit sector, foundations and service or¬ 
ganizations have sponsored communities for their target 
populations with the goal of improving their well-being. 
For example, the Markle Foundation sponsored the crea¬ 
tion of Seniomet, a not-for-profit online community for 
people over age 50, which currently has 39,000 members. 
The National Science Foundation sponsored Tapped In, a 
not-for-profit online community for K-12 school teachers 
and teacher educators, which currently has more than 
20,000 members. 

CONSEQUENCES OF ONLINE 
COMMUNITIES 
Positive Effects 
Benefits to Members 

Not surprisingly, most studies of online communities 
report that information benefits are important to their 
members (e.g., Baym 1999; Lakhani and von Hippel 2003; 
Wasko and Faraj 2000). What is noteworthy is the form 
that the information takes. It is not the disembodied, de¬ 
personalized information that can be found in databases 
or official documents, which are themselves easily accessi¬ 
ble on the Web. Instead, it is often profoundly personalized 
information. Its form and content are personal—personal 
experiences and thoughts—whether they take the form of 
reflections published on blogs, profiles on social network 
sites, or posts on discussion sites. Likewise, its audience is 
personal. Questions or requests for comment do not look 
like database queries: They are framed for human under¬ 
standing and response. (A discourse analysis of Usenet 
groups found that almost all questions included a spe¬ 
cific reference to readers; the few that did not were much 
less likely to receive replies; Galegher et al. 1998.) Replies 
typically address the person or situation engendering the 
request and are based on the replier’s own situation or 
experience. In consumer communities, personalized infor¬ 
mation can increase members' pleasure in using or experi¬ 
encing the product or property. Personalized information 
can increase members’ pleasure or competence in practic¬ 
ing their (a)vocation. It can also challenge one’s assump¬ 
tions and beliefs (e.g., Kendall 2002). 

Members derive more than information benefits from 
online communities, however. Some also derive the social 
and emotional benefits that can come from interacting 
with other people: getting to know them, building rela¬ 
tionships, making friends, having fun (e.g., Baym 1999; 
Butler et al. 2007; Cummings, Sproull, and Kiesler 2002; 
Kendall 2002; Quan y Hasse et al. 2002; Rheingold, 2000). 
Of course social benefits are the primary benefit of social 
networking sites. Occasionally these social benefits are 
strong enough that they lead some members to organize 
ancillary face-to-face group activities, such as parties, ral¬ 
lies, show and tell, reunions, or meetings at conferences 
or shows. 


Members of medical and emotional condition com¬ 
munities may derive actual health benefits from their par¬ 
ticipation in addition to information and socio-emotional 
benefits. The evidentiary base for these benefits is small, 
but it comes from carefully designed studies that use either 
random assignment or statistical procedures to control for 
other factors that could influence health status. Reported 
benefits for active participants include shorter hospital 
stays (Gray et al. 2000), a decrease in pain and disabil¬ 
ity (Lorig et al. 2002), greater support seeking (Mickelson 

1997) , a decrease in social isolation (Galegher et al. 1998), 
and an increase in self-efficacy and psychological well¬ 
being (Cummings et al. 2002; Mackenna and Bargh 

1998) . 

Membership benefits do not accrue equally to all mem¬ 
bers of online communities. Passive members—those who 
only read messages—may derive the least benefit. This ob¬ 
servation is consonant with research on groups and com¬ 
munities in the offline world that finds that the most active 
participants derive the most benefit and satisfaction from 
their participation (e.g., Callero, Howard, and Piliavin 
1987; Omoto and Snyder 1995). Most studies of online 
communities investigate only active participants because 
they use the e-mail addresses of posters to identify their 
research population; they have no way of identifying or 
systematically studying people who never post but only 
read. The few studies that have investigated passive mem¬ 
bers systematically find that they report mostly informa¬ 
tion benefits; their total level of benefits is lower than that 
for more active participants; and they are more likely to 
drop out (Butler et al. 2007; Cummings et al. 2002; Non- 
necke and Preece 2000). 

Among active participants, people who participate 
more extensively report having a greater sense of online 
community (Kavanaugh 2003; Quan y Hasse et al. 2002). 
More frequent seekers of information report receiving 
more helpful replies than less frequent seekers (Lakhani 
and von Hippel 2003). More frequent providers of infor¬ 
mation report greater social benefits, pleasure in helping 
others, and pleasure in advancing the cause of the com¬ 
munity (Butler et al. 2007). 

Benefits to Third Parties 

Many attempts to directly “monetize” online communi¬ 
ties through sales revenue from advertising or commerce 
have been relatively disappointing (Cothrel 2001; Figallo 
1998; Sacharow 2000). Although the potential customer 
base could be quite large for brand or demographic com¬ 
munities, attracting and retaining customer/members is 
difficult. By contrast, subscription revenues—in the on¬ 
line game industry at least—have been relatively robust, 
with $2 billion in subscription revenue reported in 2005 
(DFC Intelligence 2006). 

In consumer communities and (a)vocation commu¬ 
nities, substantial nonrevenue benefits may accrue to 
corporations through reinforcing customer brand loyalty, 
increasing customer satisfaction, and even generating 
input to new product development. Voluntary personal 
testimonials about a product or experience in the context 
of giving help can be quite persuasive, both to the 
person who asked for help or comment and to others 
reading the exchange. Motivational theories of attitude 
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formation (e.g., Festinger, Schachter, and Back 1950) 
and information-processing theories of decision making 
(e.g., Nisbett and Ross 1980) both point to the influential 
nature of voluntary personal testimonials. The process 
can be so powerful that there have been unsubstantiated 
reports of paid shills masquerading as community mem¬ 
bers in consumer communities (Mayzlin 2001), a prac¬ 
tice known as “astroturfing.” 

Much of the help offered in consumer communities 
and (a)vocational communities is personalized customer 
support—and potentially quite high-quality support at 
that. In the software industry, online communities have 
been recognized as the Best Technical Support Organiza¬ 
tion of the Year for 1997 and 1999 (Foster 1999). Infor¬ 
mation that solves customer problems or enhances their 
product experience is likely to increase customer satis¬ 
faction and loyalty. When it is provided by self-organized 
volunteers, the corporate cost is minimal and the benefits 
are substantial. 

Some online communities offer potential product- 
development benefits. Most remarked are probably open 
source software communities that have generated prod¬ 
uct revenues for companies like Red Hat and product 
enhancements for companies like IBM and Sun Microsys¬ 
tems. Some game and hobby communities offer extensive 
product testing before widespread product release (e.g., 
Wallich 2001). Some actively propose, design, and dis¬ 
cuss new product features (von Hippel and Krogh 2003; 
Jeppesen and Frederiksen 2006). 

The strategic question for corporations today centers 
on what type of corporate involvement in online commu¬ 
nities is likely to bring the greatest benefit. With few, but 
important, exceptions, direct corporate ownership and 
control of online communities is unlikely to be the an¬ 
swer. (This is not to say that corporations will not benefit 
from Web-based sales and customer support; e-commerce 
can be profitable even if online community revenue mod¬ 
els are not likely to be.) Forging positive and productive 
relationships with independent online communities can 
be challenging, however. (See, for example, Moon and 
Sproull 2006.) 

Benefits to Society 

Rigorous empirical evidence is almost nonexistent for on¬ 
line community benefits to society. If members of com¬ 
munities formed around medical conditions achieve 
improved health status, the cost of their medical care to 
themselves and society could decrease. Alternatively, better 
informed members may seek out additional tests or treat¬ 
ments, thereby increasing the cost of their care. If members 
of targeted populations such as K-12 schoolteachers or 
senior citizens derive cognitive, social, and emotional ben¬ 
efits from participating in online communities, then the 
larger society may benefit as well. Data from Blacksburg 
Electronic Village suggests that participation in online 
community activities can increase offline civic involvement 
(Kavanaugh 2003). If members of online concern com¬ 
munities can more effectively mobilize, then the causes 
served by their advocacy are likely to benefit (e.g., Gurak 
1997; Quan y Hasse et al. 2002). Note, however, that online 
communities can advocate for harmful causes just as eas¬ 
ily as they can for helpful ones. 


Negative Effects 

Although anecdotes are widespread, systematic evidence 
on the negative consequences of online communities is 
sparse. Members can be harmed by erroneous, malicious, 
or destructive information. In social networking sites, 
lighthearted or unthinking profile information can later be 
used by potential employers as a reason not to hire some¬ 
one. The norm of peer review of content in discussion 
communities acts as a damper on harm from erroneous 
or destructive information but cannot prevent it entirely. 
Assessments of the quality of information in online com¬ 
munities are difficult to produce; one study reported that 
the error rate in Wikipedia articles on scientific topics was 
essentially indistinguishable from that in the Encyclopedia 
Britannica (Giles 2005). Beyond information-based prob¬ 
lems, individual members can be harmed by unhealthy, 
dangerous relationships that can form via online commu¬ 
nities. Unscrupulous or criminal intent can be masked by 
an online persona that inspires trust and friendship within 
the community context. If a relationship moves away from 
community scrutiny and into private e-mail, it can lead 
to emotional harm, economic damage, or even physical 
danger. This is a particular concern when predators use 
online communities to identify and contact minors (e.g., 
Eichenwald 2006). In social networking sites such as 
MySpace, young people may be particularly vulnerable be¬ 
cause of the disconnect between the perceived experience 
of “hanging out with friends" and the actuality of loose or 
nonexistent access controls that allow anyone to view 
profiles and contact their owners. Within VR communi¬ 
ties, there have been a small number of widely publicized 
“attacks” that caused emotional harm to their members 
(Dibbell 1998; Schwartz 2001). A group itself can harm its 
members: cults can exist in cyberspace as well as in the 
offline world. One such, Pro-Ana, extols the joys and per¬ 
sonal freedom of anorexia. Its members share tips on how 
to hide weight loss from family and friends, discuss the 
value of personal choice, and praise members’ announce¬ 
ments of their weight loss. 

Although participating in an online community may 
not be directly harmful to its members, involved members 
may withdraw from their relationships and responsibili¬ 
ties in the offline world. People who spend a great deal of 
time online must be spending less time doing something 
else. The research thus far has only examined the effects 
of aggregate number of hours spent online, not the ef¬ 
fects of time spent specifically in online communities. One 
study found that the number of hours spent online was 
associated with a small decrease in social involvement and 
psychological well-being for a particular group of new us¬ 
ers (Kraut et al. 1998), but that effect was erased with con¬ 
tinued use (Kraut et al. 2002). Some studies have found 
the number of hours spent online to be associated with 
an expanded social circle in the physical world (Katz and 
Apsden 1997; Quan y Hasse et al. 2002; Kraut et al. 2002). 

Just as members may be harmed by erroneous or mali¬ 
cious information, so too may be corporations. Corporate 
security weaknesses may be described and disseminated 
through cracker communities; network attacks may be 
organized in the same way. Companies may fear liability 
if advice promulgated in an online community leads to 
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product failure or product-related damages. Customer 
complaints can be shared very rapidly with large numbers 
of people and can snowball into widespread mobilization. 
The Intel Corporation had to manage a wave of Internet 
protest, much of it organized through Usenet groups, as 
it learned about and took steps to correct a flaw in its 
Pentium processor in 1994. Ultimately, of course, fixing 
the error benefited Intel and its customers (Uzumeri and 
Snyder 1996). In a different case, members of a number of 
Internet groups mobilized to protest the introduction 
of a new household database product created by the 
Lotus Development Corporation, a protest that led to 
the withdrawal of the planned product (Culnan 1991). 
Online communities are not the only means of mobiliz¬ 
ing discontent on the Net (e.g., Gurak 1997), but when 
they are characterized by member commitment, they can 
be particularly potent. In some countries, corporate de¬ 
sire to protect reputation or other assets or government 
desire for citizen control may collide with individuals’ 
rights to freedom of expression (see Kranich 2004). 

Intellectual-property infringement is another area of 
potential harm for corporations. Trademark infringement 
is widespread in many consumer communities. Copyright 
infringement can be particularly troublesome for media 
property companies. Fan community members create and 
discuss fan fiction—that is, new story lines or alternative 
plot endings for their favorite shows, movies, or charac¬ 
ters. Corporations routinely issue cease-and-desist orders 
against these groups, fearing loss of copyright control 
(Jenkins 2002; Silberman 1996). As with mobilizing dis¬ 
content, online communities are not the only mechanism 
on the Net for intellectual-property infringement. Unau¬ 
thorized media file sharing represents a larger area of 
intellectual-property harm for media companies at the mo¬ 
ment, but the social reinforcement that is generated when 
community members praise or critique one another’s 
(arguably, intellectual-property infringing) creative work 
can be potent. 

RESEARCH METHODS AND ISSUES 

Much of the research on online communities is supported 
by two broad research traditions, which can be informally 
labeled as “insider studies” and "outsider studies.” Partici¬ 
pant observation studies began with Howard Rheingold’s 
(2000) description of The Well, a Northern California online 
community begun in 1983. Examples of scholarly ethnog¬ 
raphies include those of a soap opera discussion commu¬ 
nity (Baym 1999), a social MUD (Kendall 2002), a lesbian 
cafe (Correll 1995), an IRC arts community (Danet 2001), 
and an online game community (Steinkuehler 2006). In 
each case the writer/analyst was a member of the commu¬ 
nity for an extended period. The ethnography evokes the 
language, personalities, beliefs, interpretations, and daily 
lives of people inhabiting these worlds from the perspec¬ 
tive of a member/researcher (Wilson and Peterson 2002). 

“Outsider studies” typically extract records of online 
behavior or attitudes for study outside the community 
context. Linguists may extract text records for linguistic 
analysis of online talk (e.g., Herring 1996, 2001). Sociolo¬ 
gists may analyze text records to understand norm devel¬ 
opment and strength or identity development (Forman, 


Ghose, and Wiesenfeld 2006; Sassenberg 2002; Moon 
2004). Social psychologists may use questionnaires to 
survey community members about their social support 
systems in the online world and the offline world (e.g., 
Cummings et al. 2002; Mackenna and Bargh 1998). So¬ 
ciologists and political scientists may use questionnaires 
to survey members about their social and civic activities 
and attitudes (Kavanaugh 1999; Wellman and Haythorn- 
thwaite 2002). 

Online communities are appealing subjects for re¬ 
searchers. New or newly visible social phenomena are 
intrinsically interesting to the social scientist. Moreover, 
online access to one’s subject of study offers beguiling effi¬ 
ciencies. Ethnographers can do ethnographic work with¬ 
out leaving the office. Survey researchers can administer 
questionnaires to multinational samples of respondents 
without buying a single postage stamp. Linguists have 
access to entire cultural corpora in digital form. The ef¬ 
ficiencies are not problem-free, however. Ethnographers 
have a missing or incomplete picture of their community 
members’ offline lives. Survey researchers often have no 
access to passive community members—ones who never 
post (e.g., Nonnecke and Preece 2000). Linguists do not 
see private or back-channel communication. Still, despite 
the drawbacks, the past 10 years have seen a substantial 
growth in social science research oriented toward under¬ 
standing online communities. 

Whether researchers use insider or outsider data- 
collection methods, they must confront issues of base rates 
and generalizability. Researchers typically study active 
communities and active members within those communi¬ 
ties. It is easy to overlook the fact that many, if not most, 
online communities exist in name only, analogous to ghost 
towns in the physical world. For example, most open 
source projects hosted on SourceForge have no users; 
fewer than half of all Usenet groups are active; more than 
60 percent of blogs have not been updated in more 
than 2 months (e.g., Henning 2003). Even within ac¬ 
tive communities, many members are free riders, and 
requests for interaction may not be reciprocated. For 
example, even though Wikipedia has more than 200,000 
registered contributors, fewer than 3500 of them do 
70 percent of the work. In some Usenet groups, 25 percent 
of questions go unanswered. In their designs and reports, 
researchers should acknowledge the likely base rates of 
the phenomena they are interested in and take care not 
to imply greater frequency or impact than the base rates 
warrant. 

Whereas general principles of ethical research are 
widely shared within the academic social science commu¬ 
nity (and are governed by federal regulation), procedures 
for implementing those principles in research on online 
communities are under debate. Consider just the princi¬ 
ples of informed consent and participant anonymity. If 
a person’s words in an online community discussion are 
considered private, consent should be obtained before an¬ 
alyzing them. If they are considered public, consent should 
be obtained before quoting them (except for fair use). If a 
researcher plans a participant observation study, she or he 
should seek permission from community members before 
beginning the study. Because most communities are open, 
members who join after the study has begun do not have 
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the same opportunity to give or revoke permission, how¬ 
ever. When publishing results, the researcher must honor 
promises of anonymity by disguising participant identity. 
Yet powerful full-text search engines can use verbatim 
text, even with no identifier, to find the original (identified) 
source. Bruckman (2002) pointed out that norms in the 
humanities, in contrast with those in the social sciences, 
encourage attribution and reproduction. Several scholarly 
and professional associations are currently grappling with 
the ethics of online research (Frankel and Siang 1999; 
Kraut et al. 2003; Thomas 1996). 

CONCLUSION 

The Internet has been a home for self-organizing volun¬ 
tary groups since its inception. As the Net grew, so did the 
pace of people and technology, mutually adapting to form 
and support new online communities of interest (e.g., 
Boczkowski 1999). Despite the large number of online 
communities and online community members today, the 
social form has been widespread for less than a decade. 
The nature of the Net means that experimentation and 
evolution into new variants of the social form can occur 
rapidly. The next 10 years should see more new commu¬ 
nity types, new ways of aggregating microcontributions, 
and new community processes. 

The social form is also immature in terms of impact 
on members and on the offline world, but with a more 
differentiated view of community types, we should be 
able to better specify which types of online communities 
should or could have which kinds of impacts on which 
types of members. Nevertheless, people also live in the off¬ 
line world. The biggest online community design payoffs 
may come from supporting online extensions of the places 
where people live, work, send their kids to school, recre¬ 
ate, vote, and worship (e.g., Hampton 2001). Television 
has had an enormous impact on family communication 
patterns, teen culture, political activity, and consumer 
behavior. Most of the decisions that led to those impacts 
were made by relatively small numbers of wealthy and in¬ 
fluential individuals. In online communities, by contrast, 
everyone has the opportunity to shape the processes that 
will make a difference. 

GLOSSARY 

Dot-Com: Internet sites or businesses designed to make 
money during the late 1990s. 

Internet Relay Chat (IRC): A program for simultane¬ 
ous text communication among two or more users. 
Listserv: A program for managing a distribution list of 
e-mail addresses. 

MUD Object-Oriented (MOO): Text-based virtual real¬ 
ity environment in which users can program objects 
that have persistence. 

Multi-User Dungeon/Domain/Dimension (MUD): A 

text-based virtual reality environment, initially used 
for fantasy games, now also used for social and pro¬ 
fessional purposes. 

Seti@home: An activity organized over the Net in which 
people donate idle CPU cycles to process data looking 
for radio signals. 


Usenet: A system of electronic bulletin boards. 

Virtual Reality (VR): A text-based or graphics-based 
environment that evokes a self-contained world. 

Wiki: A specific type of editable Web-based document 
collection. 

CROSS REFERENCES 

See Internet Relay Chat (IRC); The Internet Fundamentals. 
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INTRODUCTION 

Mobile commerce is the buying and selling of goods and 
services or the exchange of information in the support of 
commercial activities through wireless handheld devices 
such as cellular telephones and personal digital assis¬ 
tants (PDAs). Mobile commerce enables users to access 
the Internet and conduct transactions with monetary value 
from anywhere, anytime. The success of mobile commerce 
relies on building on the established habits and practices 
of the consumers, and on the infrastructure, and then 
having additional benefits due to mobility. For instance, 
the added benefits may include instantaneous access and 
delivery, flexibility, convenience, personalization, location 
awareness, and better customer service. In addition, ease 
of use, convenience, and ensuring security and privacy 
should be salient features of mobile commerce. 

The increase in the demand for applications dealing 
with moving objects can be seen in recent years. Further¬ 
more, mobile phones and/or wireless PDAs have evolved 
into wireless terminals that are global positioning system 
(GPS)-enabled. In addition to wireless computing 
devices, tracking of other moving objects such as boats, 
trucks, automobiles, airplanes, and soldiers is also of 
growing interest. With the great demand on mobile 
devices, mobile commerce has become a gigantic mar¬ 
ket opportunity. The market for mobile business users 
is expected to increase from today’s 77 million to over 
109 million users by 2009. As many as 25 million wireless 
phone subscribers in North America could be using their 
mobile phones as mobile wallets by 2011, reports In-Stat 
(www.in-stat.com), a high-tech market research firm. 
The mobile customer base of the GSM (global system 
for mobile communications) family of technologies has 
grown to 1.85 billion users to make up more than 81 per¬ 
cent of the wireless mobile market worldwide, with total 
subscribers of code division multiple access (CDMA) 
at less than 300 million and a 13 percent market share 
(3G Americas 2006). 

Worldwide, mobile commerce revenues are expected to 
exceed $88 billion by 2009 (Juniper Research Group 2004). 
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According to the same Juniper Research Group report, it is 
expected that retailers will make up to $40 billion in sales 
from customers who will use mobile phones to spend cash 
on everything from cinema tickets to hourly car parking. 
According to a study by International Data Corporation 
(IDC) (www.idc.com), mobile entertainment will be worth 
$8 billion in Western Europe in 2008. The purchases con¬ 
sumers make will consist mainly of low-priced items, or 
what the industry calls ''micropayments.” It is also expected 
that RFID and infrared technologies will likely have a 
major influence on the future development of devices that 
allow for payments. The market for location-aware mobile 
applications such as mobile shopping, mobile advertising, 
mobile retailing, mobile entertainment, and mobile online 
banking is very promising. Figure 1 provides an overview 
of the essential mobile commerce components. We will 
review each of them in this chapter, with the exception of 
the standards and policies. 
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Figure 1: Mobile commerce: The big picture 


MOBILE COMMERCE APPLICATIONS 

As content delivery over wireless devices becomes faster, 
more secure, and scalable, it is believed that the mobile 
commerce market may exceed the traditional e-commerce. 
Mobile commerce applications can be categorized 
into the following classes: business-to-business (B2B), 
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business-to-consumer (B2C), consumer-to-consumer 
(C2C), business-to-employee (B2E) (Lehmann and Lehner 
2004), and government-to-citizen (G2C). Although security 
is not important in some information-service applica¬ 
tions, it is of significant importance in certain transaction- 
oriented applications. For example, a cellular phone can 
be used as a personal trusted device (PTD). In such cases, 
mobile customers may use it to purchase goods and 
services that may typically include gas, soft drinks, 
and tickets to a football game, or to check their bank bal¬ 
ances. In such scenarios, the mobile service calls for confi¬ 
dentiality, integrity, and identification and authentication 
requirements. 

Many aspects of the mobile communications indus¬ 
try, including the importance of mobile communications 
and mobile applications, and the competitive landscape 
of the mobile phone market have been explored based on 
competing protocols or standards, airtime carriers, and 
handset providers (Kumar 2004). Table 1 summarizes 
different types of applications (not an exhaustive list) and 
their categories. We describe these applications in detail. 

Mobile Financial Services: These services encompass: 
(1) mobile banking, through which customers access their 
bank accounts and pay their bills using handheld devices, 
and (2) mobile brokerage, through which customers 
obtain stock quotes that are displayed on their handheld 
devices and conduct trading using these devices. In both 
cases, the mobile customer uses his or her PTD to set up 
a secure session to the bank on his PTD. 

Mobile Telecommunications Services: These include ser¬ 
vices provided by telecommunication companies, in which 
customers use their handheld devices for the purposes of 
service changes, bill payment, and account reviews. 

Mobile Information Provisioning: These services in¬ 
clude the delivery of financial and sports news and traffic 
updates to mobile customers. Other information-service 
provisioning applications include integrated information 
services, such as tourist services, traffic coordination, 
management, way-finding, weather reports and fore¬ 
casts, stock quotes, traffic jams, travel itineraries and 
nearby restaurants, news updates, sports news, business 
and technology news, local town information, telephone 
directory, restaurant guide, dictionary service, and cook¬ 
ing recipes, among others. 

Mobile Security Services: Many public-safety and 
security-related services can be provided through mobile 
devices, as one can track and pinpoint the location of the 

Table 1: Categories of mobile commerce applications 


device. These safety-related services include: (1) tracking 
and locating stolen cars as well as automatically notifying 
the owner, (2) remotely controlling the car, for example, 
disabling the car engine, honking the horn, or starting the 
engine using a mobile device, (3) tracking of groups of 
vehicles and sending an alert when a vehicle crosses a 
predefined area, (4) alerting when a laptop moves beyond 
certain predefined areas, (5) tracking children, people with 
Alzheimer’s disease or other mental disabilities, and pets, 
and automatic notification to the mobile users, (6) send¬ 
ing remote-control commands via phone or Web to let 
someone into the house, turn down the thermostat, or 
start an appliance, (7) enabling transmission of messages 
to individuals in emergency situations using a reverse 911 
service, and (8) helping in dispatching 911, delivering real¬ 
time information on crime mapping, and providing access 
to federal and state databases and mug shots. 

Mobile Remote Shopping: The mobile phone user 
browses in a wireless application protocol (WAP)- 
enabled shop, selects the desired goods, and pays for 
them with funds from his or her bank account or credit- 
card company. These include services or retail purchases 
as consumers are given the ability to place and pay for 
orders on-the-fly. 

Mobile On-Site shopping: A mobile user may select the 
desired goods in a retail store and use his or her PTD to 
pay by logging on to the store’s Bluetooth wireless LAN. 
Mobile Ticketing: The user browses a WAP ticketer’s site, 
selecting and paying for a ticket for a movie, a show, or a 
game. All ticket information is stored in the PTD’s trans¬ 
action database. At the venue, the user goes up to one 
of the wireless access nodes on the premises (similar to 
an ATM), calls up the ticket information from the PTD’s 
database, and sends it via Bluetooth to this access node, 
which then prints out the user's ticket. 

Mobile Advertising: This includes personalized, location- 
aware and context-sensitive advertising, as mobile 
devices are ideal for marketing channels for impulse 
buying (using short messaging service [SMS]-based or 
multimedia messaging service [MMS]-based technolo¬ 
gies). For example, mobile users can be pushed informa¬ 
tion related to nearby hotels when they are not in their 
home location, nearby movies during evenings and week¬ 
ends, nearby restaurants based on their preferences, etc. 
Mobile Entertainment: This may include location-based 
games, character download, horoscope and fortune tell¬ 
ing, karaoke information, hit songs, download ring tones, 
club event information, etc. 


Category 

Application 

B2B 

Advertising, location-based services (e.g., supply chain management) 

B2C 

Financial services, telecommunications services, information provisioning, security services, remote shopping, 
on-site shopping, ticketing, advertising, entertainment, location-based services 

C2C 

User-to-user applications, wireless videoconferencing, 

B2E 

Wireless videoconferencing, reporting, claim processing 

G2C 

Security services 






Business Models in the M-Commerce Environment 


917 


Wireless Videoconferencing: Voice over IP (VoIP) and 
full-motion video communication over both WiFi and uni¬ 
versal mobile telecommunications system (UMTS)-based 
networks to create videoconferences that can be billed. 
Mobile User-to-User Applications: Share applications 
such as mobile games, pictures, cartoons, or personal 
files with friends and colleagues via a handset, user- 
to-user content provision, conversational applications 
(which provide means for bidirectional communication 
with real-time end-to-end information transfer) such 
as videoconferencing, groupware (collaborative work), 
messaging applications (which offer user-to-user or user- 
to-user group communication) such as messaging of pho¬ 
tographs and video. 

Location-Based Services: It has been estimated that 
worldwide revenues from location-based services would 
reach $9.9 billion by 2010 (Steinfield 2004). The demand 
for location-based services (LBSs) can be categorized into 
the following types (Rao and Minakakis 2003): 

1. Location and navigation sendee: Maps, driving direc¬ 
tions, directory and yellow-page listings, and business 
descriptions in a given geographical radius all con¬ 
stitute this service. These types of LBSs have become 
popular in Japan, while they are a more recent phenom¬ 
enon in the United States. GPS capabilities may allow 
customers to find their way to their destinations and 
alert friends and colleagues to their whereabouts. If a 
person is relocated, they may use mobile LBSs to famil¬ 
iarize themselves with their new surroundings. Exam¬ 
ples also include getting detailed maps and directions, 
real-time alerts on traffic conditions, and information 
about highway services such as gas, food, and lodgings. 
Although auto manufacturers are investing in making 
mobile platforms for cars, currently relatively inexpen¬ 
sive handheld devices are serving this purpose. These 
include devices such as golfing assistants mounted on 
golf carts that provide everything from course maps to 
teeing tips, fish finders that combine sonar and GPS 
capabilities to allow anglers to pinpoint the locations 
of schools of fish, and people locators, which enable 
parents to locate children in urban areas and shopping 
environments (Spagat 2002). 

2. Point-of-need information delivery: This service is to 
request usable, personalized information delivered at 
the point of need, which includes information about 
new or interesting products and services, promotions, 
and targeting of customers based on more-advanced 
knowledge of customer profiles and preferences, 
automatic updates of travel reservations, etc. For 
example, a wireless shopping site can be designed to 
target users with content such as clothing items on sale, 
based on prior knowledge of their preferences and/or 
knowledge of their current location, such as proximity 
to a shopping mall (Venkatesh, Ramesh, and Massey 
2003). To deliver such LBSs, service providers require 
access to customers’ preference profiles either through 
a proprietary database or through an arrangement 
with an LBS provider, who matches customer pro¬ 
files to vendor offerings. In order to implement such 
services, customization and personalization based on 


the location information, customer needs, and vendor 
offerings is required. 

3. Industrial and corporate applications: This type of 
LBSs find their way into a number of applications, 
including tracking material through the supply chain 
and inventory, tracking physicians, patients, and 
equipment in the hospitals, etc. This relies on the de¬ 
ployment of RFID technologies, which is becoming 
inexpensive and will likely be used by a number of re¬ 
tail businesses, such as Wal-Mart. 

BUSINESS MODELS IN THE 
M-COMMERCE ENVIRONMENT 

A number of business models are being practiced by the 
vendors of mobile commerce. Notable ones among these 
include: (1) user-fee business model, (2) shopping busi¬ 
ness model, (3) marketing business model, (4) improved- 
efficiency business model, (5) advertising business model, 
and (6) revenue-sharing business model (Sadeh 2002). 
These are described briefly below. 

User-Fee Business Model 

Under this model, payment can be based on a subscrip¬ 
tion fee, or based on usage. This model is best suited for 
regularly updated content such as customized news and 
location-sensitive weather and traffic conditions. In reality, 
the content provider may rely on the mobile service pro¬ 
vider to implement it and collect the appropriate fee. The 
obvious advantages of adopting a subscription-fee-based 
model over the user-fee model are that it is easier to collect 
the fees, and the income is relatively better predictable. 
However, the user-fee model would be more attractive to 
one-time or infrequent users. 

Shopping Business Model 

Under this model, the traditional Internet companies sell 
their goods and services through the new mobile medium 
to offer better services and convenience to reach their 
customers, and moreover to capture additional custom¬ 
ers. Essentially, the traditional Internet companies seek 
a mobile presence. Payment is done with the mobile de¬ 
vice, but typically involves a third party, such as a credit- 
card company or a bank. 

Marketing Business Model 

The traditional brick-and-mortar companies push the 
information about their products and services through 
the mobile channels directly to the mobile customers. 
However, the customers make their payments using tra¬ 
ditional payment mechanisms without using their mobile 
devices. 

Improved-Efficiency Business Model 

Companies adopt mobile Internet to reduce their operating 
costs. Such services include mobile banking, mobile ticket¬ 
ing, etc. Whereas the shopping business models are those 
adopted by traditional Internet companies to expand their 
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customer base, the improved efficiency business models 
offer mobile services to reduce their operating costs. 

Advertising Business Model 

This may typically involve gathering the profiles and 
preferences of mobile customers and targeting the 
advertising based on the location, time, and preferences. 
Typically, the advertiser passes on the information to the 
content provider, who would deliver the advertisements 
that are relevant to the user’s queries. The advertiser pays 
for the content provider either as a flat fee, based on the 
traffic (number of ad impressions) or based on the per¬ 
formance (number of click-throughs or call-throughs). 

Revenue-Sharing Business Model 

Under this model, the mobile content owner uses the 
services of a mobile content provider. This is suitable in 
cases in which the content provided by a single owner is not 
sufficient to attract the attention of the mobile customer or 
is not valuable as standalone information. In such cases, 
the content provider combines the content from different 
owners and may enhance it with value-added information 
before delivering it to the mobile customer. For example, 
local weather reports, local traffic conditions, stock quotes 
and news updates can all be combined appropriately by 
the content provider. Typically, the content provider col¬ 
lects the payment and shares it with the content owners. 

ENABLING TECHNOLOGIES 

Mobile commerce has emerged as a result of the develop¬ 
ments in several technologies. In this section, we review 
the advances in these different technologies that have 
propelled the growth of mobile commerce. 

Mobile Devices 

Mobile devices such as smart phones and personal 
digital assistants have reached new levels of usability, 
performance, and computing power. Increasingly, these 
devices are equipped with wireless-communications 
capabilities and location technologies. In order to exploit 
the m-commerce market potential, a number of industry 
initiatives have taken place to enable secure and reliable 
mobile commerce transactions. Handset manufacturers 
such as Nokia, Ericsson, Motorola, and Qualcomm are 
working with carriers such as AT&T Wireless and Sprint 
to develop WAP-enabled smart phones, transforming a 
mobile phone into a PTD. In addition, IBM and other 
companies are developing speech-recognition software 
to ensure security in mobile commerce transactions. 
Using Bluetooth technology, smart phones offer fax, 
e-mail, and phone capabilities all in one, paving the way 
for m-commerce to be accepted by an increasingly mobile 
workforce. The new generations of wireless networks 
such as UTMS provide much better speeds and always- 
on connectivity. 

Wireless Networks 

The enabling technologies for m-commerce include wide 
area wireless communication technologies, short-range 


wireless communication technologies such as WiFi and 
Bluetooth, and RFID technologies. In the following, we 
review their evolution over different generations—1G 
through 4G, of wide area wireless networking technolo¬ 
gies, as well as short-range wireless technologies. Based 
on the technology use, the market growth in global GSM 
users has increased to 1.25 billion, global CDMA users to 
202 million, global TDMA users to 120 million, and total 
3G users to 130 million (www.cellular.co.za/stats/stats- 
main.htm). According to Pyramid Research (2004), WiFi 
users will surpass wireless wide area network users, and 
it is expected that by the year 2008 the number of WiFi 
users will reach 180 million, whereas that of 3G would be 
less than 100 million. 

1G 

The first generation of wireless technologies used analog 
transmission, which operates in the 800-MHz band and 
uses 30-KHz channels using frequency division multiple 
access (FDMA). It was introduced in North America in 
1985 as advanced mobile phone service. Because of the 
limited bandwidth, this soon exhausts the available chan¬ 
nels, thereby limiting the number of subscribers. Since 
digital signals can be compressed, enabling more effec¬ 
tive use of the frequency spectrum, it was natural to use 
digital technology. 

2G 

The second-generation systems, which digitize not only 
the control link but also the voice signal, appeared 
in the early 1990s; they use time-division multiple access 
(TDMA) and CDMA. Unlike 1G, which primarily sup¬ 
ports voice signals, 2G networks are capable of support¬ 
ing voice, data, paging, and fax services. Moreover, they 
provide better quality and higher capacity at lower cost to 
consumers. GSM (global system for mobile communica¬ 
tion) was the first commercially operated digital cellular 
system based on TDMA. 

2.5G 

One of the major enhancements of 2.5G over 2G is using 
the packet-switching technology. The general packet 
radio service (GPRS) is based on packet-switching tech¬ 
nology, which sends packets of data over a radio wave (on 
the GSM network). It is a 2.5G mobile communications 
technology that enables mobile wireless service provid¬ 
ers to offer their mobile subscribers packet-based data 
services. GPRS was standardized by the European Tele¬ 
communications Standards Institute (ETSI), but today 
is standardized by the Third Generation Partnership 
Program (3GPP). 

With GPRS, a maximum speed of up to 171.2 kbps 
can be achieved, which is almost ten times faster than 
the current circuit-switched data services on GSM net¬ 
works. But realistically they currently only have a maxi¬ 
mum downstream speed of 50 kbps and upstream 10 to 
28 kbps. Speeds will also depend on which GPRS ver¬ 
sion an operator uses, as well as how busy the network 
is at a particular time. In addition to achieving higher 
transmission speeds, unlike the users served by circuit¬ 
switching networks, GPRS users are "always connected." 



Enabling Technologies 


919 


GPRS data transmission technology is optimized for 
"bursty” communication services such as wireless Inter¬ 
net/intranet and multimedia services. It is also known 
as GSM-IP (Internet protocol) because it will connect 
users directly to Internet service providers. As a result, 
with GPRS, all Internet/intranet applications, such as 
Web browsing, chat, e-mail, telnet and FTP, multime¬ 
dia services, and instant messaging, can be totally sup¬ 
ported over the mobile network. GPRS therefore offers 
a smooth add-on to integrate into existing networks and 
supplements todays circuit-switched data and short 
message service. Future applications may have the abil¬ 
ity to remotely access and control in-house appliances 
and machines. Voice calls can be made simultaneously 
over GSM-IP while a data connection is operating— 
depending on the phone class and type. Although users 
are always connected and always online, they may still be 
charged only for the amount of data that is transported. 

3G 

The 3G mobile phone technology enables the transmis¬ 
sion of high-quality video images in the 2-GHz frequency 
band and realizes new mobile multimedia communica¬ 
tions services. NTT DoCoMo was one of the first in the 
world to begin research and development on W-CDMA, 
a key foundation for 3G mobile phone technology. The 
universal mobile telecommunications system (UMTS) is 
a 3G mobile communications technology that provides 
wideband CDMA radio technology. With data rates up 
to 2 Mbps, UMTS provides increased capacity, increased 
data capability and a far greater range of services. A 
variation of CDMA, called time division synchronous 
CDMA (TD-SCDMA) was proposed by the China Wireless 
Telecommunication Standards (CWTS) group, which 
uses the time division duplex (TDD) mode. The CDMA 
technology offers higher-throughput, real-time services, 
and end-to-end quality of service (QoS), and is capable of 
delivering pictures, graphics, customized infotainment, 
streaming video, video messaging to locational services, 
and other multimedia information as well as voice and 
data to mobile wireless subscribers. UMTS is standard¬ 
ized by the 3GPP. Another technology, EDGE/EGPRS, is 
implemented as a bolt-on enhancement to 2G and 2.5G 
GSM and GPRS networks, making it easier for exist¬ 
ing GSM carriers to upgrade to it. EDGE/EGPRS is a 
superset to GPRS and can function on any network with 
GPRS deployed on it, provided the carrier implements 
the necessary upgrades. EDGE can carry data speeds up 
to 236.8 kbps in packet mode and will therefore meet the 
requirement of the International Telecommunications 
Union (ITU) for a 3G network, and has been accepted by 
the ITU as part of the IMT-2000 family of 3G standards. 
EDGE is generally classified as 2.75G network technol¬ 
ogy. Another technology, the evolution-data optimized 
(EvDO), can reach higher rates, up to 4.9 Mbps. 

4G 

The 4G mobile services are the advanced version of the 
3G mobile communication services. The 4G mobile 
communication services provide broadband, large- 
capacity, high-speed data transmission, providing us¬ 
ers with high-quality interactive multimedia services. 


including teleconferencing, color video images, 3D 
graphic animation games, and audio services. In addi¬ 
tion, 4G networks are expected to offer global mobility 
service portability and scalability at lower cost. They 
are based on orthogonal frequency division multiplexing 
(OFDM), which is capable of having hundreds of parallel 
channels. The data-transmission rates are planned to be 
up to 20 Mbps. This technology allows seamless merg¬ 
ing between different wireless standards, allowing one 
mobile device to move from indoor networks such as 
wireless LANs and Bluetooth, to cellular, to radio and TV 
broadcasting or to satellite communications. NewLogic 
claims that 4G digital IP-based high-speed cellular sys¬ 
tems will account for 14 percent of total mobile wireless 
data revenues in 2007 and 50 million subscribers by the 
end of 2007; the 4G infrastructure sales could reach up to 
$5.3 billion during 2007 (NewLogic 2003). 

Wireless LANs 

Wireless LANs are also widely used for mobile commerce. 
IEEE 802.11 or WiFi (short for wireless fidelity) is a fam¬ 
ily of networking protocols, developed by the working 
group 11 of IEEE 802. WiFi is a trade term promulgated 
by the Wireless Ethernet Compatibility Alliance (WECA) 
and is used in place of 802.11b. Products certified as 
WiFi by WECA are interoperable with each other even 
if they are from different manufacturers. A user with a 
WiFi product can use any brand of access point with 
any other brand of client hardware that is built to the 
WiFi standard. WLANs are cheaper than wireless wide 
area network to install, maintain, and use, and are rela¬ 
tively mature technologies. 

The 802.11 family currently includes three separate 
protocols, 802.11a, 802.11b, and 802.1 lg; 802.11b was 
the first widely accepted wireless networking standard, 
which was later followed by 802.11a and 802.11 g (http:// 
grouper.ieee.org/groups/802/11). 

802.11b 

802.11b has a range of about 50 m and a maximum 
throughput of 11 Mbps; 802.11 runs in the 2.4-GHz spec¬ 
trum and uses carrier sense multiple access with collision 
avoidance (CSMA/CA) as its media access method. Exten¬ 
sions have been made to the 802.1 lb protocol to increase 
speeds to 22, 33, and 44 Mbps, but the extensions are 
proprietary and have not been endorsed by the IEEE. 

802.11a 

The 802.1 la standard uses the 5-GHz band, and operates 
at a raw speed of 54 Mbps. It has not seen wide adoption 
because of the high adoption rate of 802.1 lb, and because 
of concerns about range: at 5 GHz, 802.1 la cannot reach 
as far as 802.11b. 

802.11g 

In June 2003, a third standard for encoding was ratified— 
802.1 lg. This works in the 2.4-GHz band (like 802.11b), 
but operates at 54 Mbps raw, or about 24.7 Mbps net, 
throughput like 802.1 la. It is fully backward-compatible 
with 11-Mbps 802.11b. It uses OFDM (orthogonal fre¬ 
quency division multiplexing) technology, and enables 
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streaming media, video downloads, and a greater 
concentration of users without interference. 

802.11n 

In January 2004 IEEE announced that it would develop 
a new standard for local area wireless networks. The real 
speed would be 100 Mbps, and so up to 4 to 5 times faster 
than 802. llg, and perhaps 50 times faster than 802.11b; 

802.1 In offers a better operating distance than the above 
networks. 

802.11i 

This is an amendment to the 802.11 standard specifying 
security mechanisms for wireless networks. The draft 
standard was ratified on June 24, 2004, and supersedes the 
previous security specification, wired equivalent privacy 
(WEP), which was shown to have severe security weak¬ 
nesses. WiFi protected access (WPA) had previously been 
introduced by the WiFi Alliance. It implemented a sub¬ 
set of 802.1 li and makes use of the advanced encryption 
standard (AES) block cipher; WEP and WPA use only 
the RC4 stream cipher. In addition to improved encryp¬ 
tion, it includes improvements in key management, user 
authentication through 802.lx, and data integrity of 
headers and contents using counter-mode/CBC-mac pro¬ 
tocol (CCMP). 

Bluetooth 

Other wireless technologies include the short-range tech¬ 
nologies such as Bluetooth, which can play an important 
role in applications such as mobile payments. It is an 
industrial specification for wireless personal area net¬ 
works (PANs). Bluetooth provides a way to connect and 
exchange information between devices like personal dig¬ 
ital assistants (PDAs), mobile phones, laptops, PCs, print¬ 
ers, and digital cameras via a secure, low-cost, globally 
available short-range radio frequency. Bluetooth lets 
these devices talk to each other when they come in range, 
as long as they are within 10 m of each other. Every device 
can be configured to constantly announce its presence to 
nearby devices in order to establish a connection. The 
protocol operates at 2.45 GHz and can reach speeds of 

723.1 kbps. In order to avoid interfering with other proto¬ 
cols that use the 2.45-GHz band, the Bluetooth protocol 
divides the band into seventy-nine channels and changes 
channels up to 1600 times per second. 

Bluetooth should not be compared to WiFi, which is a 
faster protocol requiring more expensive hardware that 
covers greater distances and uses the same frequency 
range. While Bluetooth is a cable replacement creat¬ 
ing personal area networking between different devices, 
WiFi is a cable replacement for local area network access, 
which has a data rate of 2.1 Mbps. 

One of the ways in which Bluetooth technology may 
become useful is in VoIP. Bluetooth may be used for com¬ 
munication between a cordless phone and a computer 
listening for VoIP and with an infrared peripheral com¬ 
ponent interconnect card acting as a base for the cordless 
phone. Cars can also install hands-free Bluetooth tech¬ 
nology that allows users with Bluetooth-equipped cell 
phones to make use of some of the phones features. 


Radio-Frequency Identification 

Another emerging wireless technology is radio-frequency 
identification (RFID). RFID is a method of remotely stor¬ 
ing and retrieving data using devices called RFID tags. An 
RFID tag can either be attached to or incorporated into a 
product. RFID tags can be either active or passive. Passive 
RFID tags do not have their own power supply, but can 
respond to incoming radio-frequency signals. The range 
of passive tags can vary from 10 mm to 5 m. These tags 
cost less than $0.25. The aim to produce tags for less than 
$0.05 may make widespread RFID tagging commercially 
viable. Active RFID tags have a power source, have longer 
ranges, and contain larger memory than their passive 
counterparts. Active tags may have ranges in the order of 
tens of meters, and a battery life of up to several years. 

There are four different kinds of tags commonly in 
use, their differences based on the level of their radio fre¬ 
quency: low-frequency tags (between 125 and 134 KHz), 
high-frequency tags (13.56 MHz), ultra-high-frequency 
(UHF) tags (868 to 956 MHz), and microwave tags 
(2.45 GHz). Low-frequency tags are primarily used for 
identification of subjects such as children and for ani¬ 
mal identification and tracking, for antitheft systems, 
etc. High-frequency RFID tags can be used to track 
library books, pallets, airline baggage, and retail goods as 
well as for building access control. UHF tags can be typi¬ 
cally used in pallet and container tracking, and truck and 
trailer tracking in shipping yards. Microwave tags can 
be used in long-range access control of vehicles. Some 
tollbooths use RFID tags for electronic toll collection 
(e.g., the EZ-Pass system). 

Using RFID tags may have a number of advantages 
over bar-code technology. Unlike bar codes, which are 
the same for the same type of product, RFID codes 
are unique for each product. As a result, a product may 
be individually tracked as it moves from location to loca¬ 
tion, from manufacturers to wholesalers to retailers and 
finally to consumers. This may help companies to combat 
theft and other forms of product loss and can be used 
for point-of-sale automatic checkout, with the option of 
removing the tag at checkout. Moreover, cards embedded 
with RFID chips are widely used as electronic cash, for 
example, to pay fares in mass-transit systems and/or 
retails. EPCglobal is working on an international stan¬ 
dard for the use of RFID and the electronic product code 
(EPC) to be used in tracking goods along the supply chain. 
It includes members from EAN International, Uniform 
Code Council, The Gillette Company, Procter & Gamble, 
Wal-Mart, Hewlett-Packard, Johnson & Johnson, and 
Auto-ID Labs. Futuristic uses include monitoring the 
expiration dates of the food in the refrigerator, etc. In 
summary, RFID technology can be used for collecting 
information from moving objects, and can also be used 
in applications such as supply chain management, ad¬ 
vanced product tracking, inventory control, warehouse 
management, checking compliance regulations, recall, 
enhancement, accountability, and documentation. 

However, RFID technology may raise a number of 
privacy concerns, as the tags affixed to products remain 
functional even after the products have been purchased 
and taken home, and can be read from a distance without 
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the knowledge of the purchaser. This information can 
be potentially used for surveillance and other purposes 
that are not related to the supply chain inventory func¬ 
tions. Another privacy concern is due to RFID’s support 
for anticollision, in which a reader enumerates all the 
tags responding to it without them interfering with each 
other. As a result, all but the last bit of each tag’s serial 
number can be deduced by passively eavesdropping on 
the RFID reader. Juels, Rivest, and Szydlo (2003) have 
proposed a selective blocking approach using a blocker 
tag, as a way of protecting consumers from unwanted 
scanning of RFID tags attached to items they may be car¬ 
rying or wearing. A blocker tag is a cheap passive RFID 
device that can simulate many ordinary RFID tags simul¬ 
taneously and thus blocks RFID readers from reading the 
actual RFID tag. It can do so universally by simulating all 
possible RFID tags. Or a blocker tag can block selectively 
by simulating only selected subsets of ID codes, such as 
those by a particular manufacturer, or those in a desig¬ 
nated privacy zone. Juels and Brainard (2004) extended 
the blocker tag approach to enforce flexible privacy poli¬ 
cies in which partial or scrubbed data are revealed about 
private tags, in lieu of the all-or-nothing policy enforced 
by a blocker tag. Privacy-related guidelines proposed by 
EPCglobal include the requirement to give consumers 
clear notice of the presence of EPC and to inform them 
of the choice that they have to discard, disable, or remove 
EPC tags (www.epcglobalinc.org/public_policy/public_ 
policy_guidelines.html). 

Table 2 (partially from Umar [2004]) summarizes the 
bandwidth and range of different wireless technologies. 

Other Technologies 

Location Technologies 

Although location technologies have been around for a 
number of years, they have evolved rapidly in recent years 
because of the increasing use of mobile applications. They 
can be broadly classified into outdoor and indoor tech¬ 
nologies. Outdoor technologies include global position¬ 
ing system (GPS), network-assisted GPS (A-GPS), time of 
arrival (TOA), uplink time of arrival (UL-TOA), enhanced 
observed time difference (E-OTD), and cell of origin 
(COO) (Andersson 2001). Indoor technologies include 
Active Badge system, developed by Olivetti Research Ltd. 


(ORL), PARC by Xerox, Shopping Assistant by AT&T 
Bell Laboratories, and Cyberguide by the Georgia Insti¬ 
tute of Technology, among others. Although most mobile 
applications rely on outdoor technologies, indoor tech¬ 
nologies have limited applications, such as the computer¬ 
ized visitor guides in museums. Wireless networks can 
provide approximate information about the location of 
a customer; this information exists as part of the rout¬ 
ing information in the wireless network. GPS provides 
more accurate location but requires some add-in to the 
mobile device. This technology is typically used for driver 
assistance systems and in military applications such as 
guided missiles. For indoor applications, other technolo¬ 
gies are used, such as the smart badge that was developed 
by Xerox Labs in the United Kingdom. 

Application Protocols 

The emerging technology behind m-commerce is the set 
of protocols called the WAP, which provide functional¬ 
ity similar to the traditional Internet protocols such as 
the TCP/IP, secure socket layer (SSL), hypertext transfer 
protocol (HTTP), and other application protocols. It is 
typical that the translation between the two sets of pro¬ 
tocols is performed by some middleware at the mobile 
support station (MSS), which is part of the infrastruc¬ 
ture of the wireless provider. (More details on WAP are 
provided in the next section.) The middleware services 
that connect the back-end services to the mobile devices 
provide translation between the different communica¬ 
tions and applications protocols at both sides. WAP also 
includes a markup language based on extensible markup 
language (XML), called the wireless markup language 
(WML). IMode-enabled Web sites use cHTML, a subset 
of the familiar HTML 4.0 (Barnes 2003) that has been 
developed with the restrictions of the wireless infrastruc¬ 
ture in mind, such as the limited bandwidth and high 
latencies of the networks, and small screens and limited 
functionality of the devices. Essentially, it removes cer¬ 
tain features of conventional HTML, such as tables and 
frames. Mobile services equipped with WAP have been 
widely accepted, and the mobile devices equipped with 
Web-ready micro-browsers are much more common in 
Europe than in the United States. This growth is partly 
driven by the GPRS, WAP, Bluetooth technologies, and 
their use in mobile commerce applications. 


Table 2: Bandwidth and range of different wireless technologies 



Data Rate 

Range 

Bluetooth 

1 Mbps 

10+ m 

IEEE 802.11a 

Up to 54 Mbps 

<50 m 

IEEE 802.11b 

11 Mbps 

100 m 

IEEE 802.11g 

Up to 54 Mbps 

100 m 

3G Cellular 

Up to 2 Mbps 

Cell sizes 5 to 10 km 

RFID 

Up to 2.45 Gbps 

Up to tens of meters 

Satellites 

64 kbps 

Thousands of miles 
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Semantic Web Technologies 

M-commerce is benefiting from emerging technologies 
such as Web services, .NET technologies, and Ontologies. 
Several new technologies and standards are affecting 
the design of m-commerce applications. These include 
semantic Web technologies such as RDF, DAML, DAML- 
S, DAML+OIL, and OWL and service interaction tech¬ 
nologies such as the universal description, discovery, 
and integration (UDDI) specifications. The .NET frame¬ 
work is the programming model for developing, deploy¬ 
ing, and running Web services and applications. Web 
services are units of code that allow programs written in 
different programming languages and on different plat¬ 
forms to communicate and share data through standard 
Internet protocols such as XML, simple object access 
protocol (SOAP), Web Services Description Language 
(WSDL), and UDDI. They allow easy building of Web- 
based applications, including enterprise resource plan¬ 
ning (ERP), customer relationship management (CRM), 
e-commerce, messaging and calendaring functionality, 
work-flow services, and the like. 

Languages 

Another driving force to mobile commerce is the stan¬ 
dardization of programming language for mobile devices. 
Languages such as Java 2 Mobile Edition (J2ME) makes 
it possible to write powerful applications that can lever¬ 
age and integrate the different capabilities of the device, 
including voice, telephony, security, communications, 
and location capabilities. These standards are geared for 
devices with small memory, and therefore are suitable 
for mobile devices. 


ARCHITECTURAL COMPONENTS 

A mobile communication network protocol should deliver 
similar functionalities provided by the different layers of 
the open system interconnection (OSI) model for ena¬ 
bling communication in the mobile Internet. Because 
destination nodes are mobile, traditional IP protocols 
are no longer applicable for the mobile communication 
environment. In the wired network, the convention is 
that the IP addresses are organized such that nodes in 
the same location have the same prefixes. This no longer 
holds, as the nodes themselves are moving and do not 
have a fixed location. To overcome this problem, it uses 
the concept of care-of-address, and employs tunneling. 
Essentially, under the mobile IP, each mobile node sends 
its location by sending its care-of-address to its home 
agent. The home agent then tunnels the packets destined 
for the mobile node by forwarding them to the care-of- 
address; they are then delivered to the mobile node. Sev¬ 
eral standards are in place today; however, they differ in 
the way in which they have adapted the standard trans¬ 
port and the network layer protocols of the TCP/IP. For 
example, the mobile IP is now part of the 3G standard; 
however, other standards such as the GPRS support only 
a simplified version of the mobile IP. 

While the IP layers are responsible for routing and 
addressing, the TCP layers are responsible for the reli¬ 
able delivery of the packets, assembling the packets in 
the right order, and finally handing them over to the 


target application. The TCP protocol is also responsible 
for congestion control to ensure graceful performance 
degradation. With respect to the mobile communication 
version of the TCP protocol, it has to address specific 
problems because connections are often lost and trans¬ 
mission errors are more common in the mobile com¬ 
munication environment; therefore, round-trip times are 
harder to predict. 

In addition to adapting the TCP/IP to the mobile com¬ 
munication environment, the mobile Internet needs 
to take into consideration the limited power, memory, 
computing capacity, and screen size of mobile devices. 
Moreover, because of the unreliable network connections, 
even the most common protocols, such as the HTTP, do 
not work well. Furthermore, the Web languages respon¬ 
sible for displaying the Web content, such as HTML, are 
required to be modified. 

WAP has been proposed as a standard to address 
these challenges. The WAP forum (www.wapforum. 
org) was originally founded in the summer of 1997 by 
Ericsson, Nokia, Motorola, and Unwired Planet for the 
purposes of defining an industry-wide specification for 
developing applications over wireless communications 
networks. Forum members represent over 90 percent 
of the global handset market, as well as leading infra¬ 
structure providers, software developers, and other 
organizations. The WAP Forum has now become part of 
the Open Mobile Alliance (OMA). The WAP forum with 
Open Mobile Architecture formed the OMA, which has 
several working groups; one of them is on mobile com¬ 
merce. A comparison of the Internet and WAP technolo¬ 
gies has been provided in Figure 2. WAP architecture, as 
published by the WAP Forum, is shown in Figure 3. More 
details of the WAP are discussed below. 

WAP 

WAP is the de facto standard for information services on 
wireless terminals. It is an intelligent messaging service 
for handheld mobile devices such as mobile phones. WAP 
is an application communication protocol, and is used 
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Figure 2: A Comparison of WAP and Internet technologies 
(Source: WAP Forum) (CDPD = cellular digital packet data; 
IDEN = integrated digital enhanced network; PDCP = packet 
data convergence protocol; UDP/IP = user datagram protocol/ 
Internet protocol; USSD = unstructured supplementary service 
data; WDP = wireless datagram protocol) 
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Figure 3: Architecture of the WAP gateway 
(Source: WAP Forum) (CGI = common 
gateway interface) 
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to access services and information. It is an application 
environment and a set of communication protocols 
for wireless devices designed to enable mobile users to 
have technology-independent access to the Internet and 
advanced telephony services. In particular, WAP specifi¬ 
cations define a set of protocols in application, session, 
and transport layers of the communication protocol, as 
well as provide transactional and security services. 

WAE 

WAP also defines a wireless application environment 
(WAE) comprising of a micro-browser, scripting facilities, 
e-mail, Web-to-mobile-handset messaging, and mobile- 
to-telefax access. It allows digital content to be displayed 
on special WAP-enabled GSM mobile phones in a stan¬ 
dard text format. It uses the wireless markup language 
WML (not HTML) to create Web applications for mobile 
devices so that they can be displayed in a WAP browser. 
As such, WAP is a protocol designed for micro-browsers. 
The WAP standard is based on Internet standards (HTML, 
XML, and TCP/IP). WML is defined as an XML applica¬ 
tion. It consists of a WML language specification, a WML 
script specification, and a wireless telephony application 
interface (WTAI) specification. 

The functions of the different layers of the WAP are as 
follows: The WAP datagram protocol (WDP) is the trans¬ 
port layer that sends and receives messages via any avail¬ 
able bearer network, including SMS, USSD, CSD, CDPD, 
IS-136 packet data, and GPRS. The wireless transport 
layer security (WTLS), an optional security layer, has 
encryption facilities that provide the secure transport ser¬ 
vice required by many applications, such as e-commerce. 
The WAP transaction protocol (WTP) layer provides 
transaction support, adding reliability to the datagram 
service provided by WDP. The WAP session protocol 
(WSP) layer provides a lightweight session layer to allow 
efficient exchange of data between applications. The 
HTTP interface serves to retrieve WAP content from the 
Internet requested by the mobile device. WML is based 
on XML. It is used to create pages that can be displayed 
in a WAP browser. The WML Script is a restricted Java¬ 
script language used by WML to run simple code on cli¬ 
ent machines. WML pages do not embed WML scripts, 
but only contain references to script URLs. Similar to the 
Java script, the WML scripts also need to be compiled 
into byte code on a server before they can run in a WAP 
browser. WAP uses a micro-browser to accommodate the 
small screens of the wireless devices. The micro-browser 
is a lightweight piece of software to display information 
written in WML and to interpret WML script. 


SECURITY AND PRIVACY ISSUES 

Similar to the traditional electronic commerce in the 
wired world, mobile commerce is also vulnerable to a 
range of security threats. However, since mobile com¬ 
merce is a radio-frequency-operated system, it is easier 
to perpetrate some types of attacks compared to those 
in wired systems. The security requirements include: 
(1) confidentiality: requires the messages be kept secret 
from unauthorized recipients, (2) integrity: requires that 
messages are unaltered during the transit from the sender 
to the receiver, (3) authentication: requires ensuring that 
each party is who it claims to be, (4) nonrepudiation: 
guarantees that neither the sender nor the recipient can 
deny that the message exchange took place, and (5) replay 
attack prevention: ensures that any unauthorized re¬ 
sending of messages is detected and rejected. Several 
standards have been established in WAP to provide secu¬ 
rity at the application, transport, and management levels, 
which are described below. 

WTLS 

The basis of WAP security is in the wireless transport 
layer security (WTLS) protocol, which is analogous to the 
Internet’s transport layer security (TLS) accomplished 
using the standard SSL protocol. WTLS is similar to the 
TLS, with a few differences. However, WAP 2.0 uses TLS 
instead of WTLS to overcome the WAP gap vulnerability 
(discussed next), and to provide end-to-end security at 
the transport level. It provides security services, including 
authentication and digital signatures, confidentiality by 
encrypting data, integrity by using hashing for detecting 
data modifications, and denial-of-service protection by 
TLS that detects and rejects data that have been replayed 
or not successfully verified. The WML script enables 
a user to digitally sign a message using the public key 
infrastructure (PKI). 

Elliptic curve cryptography (ECC) is emerging as an 
attractive public key cryptosystem for mobile and wire¬ 
less environments. Compared to traditional crypto¬ 
systems like RSA, ECC offers equivalent security with 
smaller key sizes, which results in faster computations, 
lower power consumption, and memory and bandwidth 
savings. As such, this is a more suitable choice for mobile 
devices, since mobile devices typically have limited CPU 
space power, and network connectivity. In fact, tradi¬ 
tional signature schemes are viewed as impractical to 
implement in the wireless environment, as they require 
much more processing, memory, and storage resources, 
as compared with those with ECC. The keys for elliptic 
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curve are typically on the order of six times smaller than 
equivalent keys in other signature schemes—for example, 
164 bits versus 1024 bits. This creates great efficiencies 
in key storage, certificate size, memory usage, and dig¬ 
ital-signature processing. ECC is fully supported by the 
WAP security standards and has been widely accepted 
by WAP device manufacturers. 

The WAP identity module (WIM) is a tamper-resistant 
computer chip that resides in the WAP-enabled device— 
that is, mobile phones and PTDs. It is used to store the 
user’s private key, the root public key of the PKI, etc. 
Mostly, WIMs are implemented using smart cards that 
typically have a CPU, some memory, and storage for data 
and programs. WML Script Crypto API (WMLSCrypt) is an 
application programming interface that allows access to 
basic security functions in the WML Script Crypto Library 
(WMLSCLib), such as key-pair generation, and encrypt 
and decrypt data, generate and verify digital signatures, 
store keys and other personal data, and control access 
to stored keys and data. WMLSCrypt also allows WAP 
applications to access and use the security objects and basic 
security services managed by other WAP security stan¬ 
dards. WML script may optionally use a WIM Module to 
provide the crypto functionality. Wireless profiled TCP 
(WP-TCP) provides connection-oriented services. It is op¬ 
timized for wireless environments and is fully interopera¬ 
ble with standard TCP implementations on the Internet. 

Wireless Application PKI (WPKI) 

WPKI is not an entirely new set of standards for PKI, 
but it is an optimized extension of traditional PKI for the 
wireless environment. It is concerned primarily with 
the policies that are used to manage mobile business 
and security environment by WTLS/TLS and WMLSCrypt 
in the wireless application environment. The WAP Forum 
provides the standards for WPKI. It requires the same 
components used in traditional PKI. However, the mobile 
devices applications and registration are implemented 
differently, and a new component referred to as the PKI 
portal is also required. The mobile device application 
in WPKI is implemented such that it runs in the WAP 
device. It relies on the WMLSCrypt application program¬ 
ming interface (API) for key services and cryptographic 
operations as well as including the traditional PKI func¬ 
tionalities. WPKI is an optimization of the traditional 
Internet Engineering Task Force (IETF) PKIX standards 
for the wireless environment. More specifically, it com¬ 
prises optimized PKI protocols and certificate format as 
well as cryptographic algorithms and keys. As opposed to 
using the traditional basic encoding rules (BER) and dis¬ 
tinguished encoding rules (DER) to handle PKI service 
requests, WPKI protocols are implemented using WML 
and WMLSCrypt. Similarly, the WPKI certificate format 
specification is a new certificate format for sever side cer¬ 
tificates, which significantly reduces the size as compared 
with the standard X.509 certificate. Another significant 
reduction in the WPKI certificate can be attributed to 
ECC, with the savings in the size typically more than 100 
bytes because of the smaller keys needed for ECC. WPKI 
has also limited the size of some of the data fields of the 
IETF PKIX certificate format. Since the WPKI certificate 
format is a subset of the PKIX certificate format, it is 


possible to maintain interoperability between standard 
PKIs. 

The WAP Gap 

One of the major security breaches in mobile commerce 
is due to the mobile network infrastructure used. When 
user information is transmitted from one mobile network 
to another, all the encrypted data need to be decrypted in 
order to send it to another network. When mobile devices 
make requests to Web pages of a network server, these 
requests originating from the WTSL protocol need to be 
translated at the originating WAP gateway. They are then 
encrypted, typically using SSL, and sent to the destina¬ 
tion network. This is then processed by the HTTP in 
the destination network. During the translation process 
from one protocol to another, the data are required to 
be decrypted and then reencrypted. Because the data are 
in cleartext, they are vulnerable to attacks if an intruder 
can gain access to the mobile network. This vulnerability 
is commonly known as the WAP Gap. To alleviate this 
problem of WAP Gap, Juul (2002) proposes three alterna¬ 
tive solutions: putting the WAP gateway inside the server, 
application layer, and mobile Internet. 

Location Privacy 

Identifying the location of a mobile customer is required 
because: (1) To function effectively, location-based ser¬ 
vices require information about the location of the com¬ 
munication device. As described in the section on “Mobile 
Commerce Applications,” the location-based services 
present a major new market for the mobile industry. (2) In 
countries such as the United States, the European Union, 
and Japan, laws require that mobile telephones be able to 
provide location data with a fairly detailed accuracy for 
the purposes of emergency situations. 

Unlike the Internet, location information has the 
potential to allow an adversary to physically locate a 
person, and therefore most wireless subscribers have 
legitimate concerns about their personal safety if such 
information should fall into the wrong hands. The 1996 
Telecommunications Act included location information 
as customer proprietary network information (CPNI), 
along with time, date, and duration of a call and the 
number dialed. Because of the sensitive nature of loca¬ 
tion information, legal and regulatory approaches for 
controlling access to location information should be dif¬ 
ferent from other CNPI. Specifically, consumers must 
be comfortable that they have control over who can ob¬ 
tain location information and when such information 
can be obtained in order form them to be willing to buy 
location-based services. Laws and rules of varying clar¬ 
ity, offering different degrees of protection, have been or 
are in the process of being enacted in the United States, 
the European Union, and Japan (Ackerman, Kempf, and 
Miki 2003). 

Beresford and Stajano (2003, 2004) have proposed 
techniques that let users benefit from location-based 
applications, while preserving their location privacy. 
Mobile users, in general, do not permit the information 
to be shared among different location-based services. 
Primarily, the approach relies on hiding the true identity 
of a customer from the applications receiving the user’s 
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location, by frequently changing pseudonyms so that 

users avoid being identified by the locations they visit. 

GLOSSARY 

802.11b: (also referred to as 802.11 High Rate 

or WiFi) Applies to wireless LANs and provides 
11-Mbps transmission (with a fallback to 5.5-, 2-, and 
1-Mbps depending on range and signal strength) in 
the 2.4-GHz band. 802.11b uses only DSSS (direct- 
sequence spread spectrum; DSSS is one of two types 
of spread spectrum radio). 802.1 lb was a 1999 IEEE 
ratification to the original 802.11 standard, allowing 
wireless functionality comparable to Ethernet. 

3G: Third-generation wireless. Refers to developments 
in mobile communications. Increased bandwidth, 
from 128 Kbps while moving at high speeds to 2 Mbps 
for fixed stations, enables multimedia applications and 
advanced roaming features. 

AP: Access point. 

CCMP: Counter-mode/CBC-mac protocol. An IEEE 
802.lli encryption algorithm. In the 802.lli stan¬ 
dard, unlike WPA, key management and message 
integrity is handled by a single component CCMP 
built around AES. 

CDMA: Code division multiple access. A digital method 
for simultaneously transmitting signals over a shared 
portion of the spectrum by encoding each distinct 
signal with a code chip. Terminals receive the aggre¬ 
gated signal from the tower, and use specific codes to 
unbundle the signals. CDMA devices are noted for their 
excellent connection quality and long battery life. 

DSSS: Direct-sequence spread spectrum. DSSS is a 
transmission technology used in WLAN (wireless 
LAN) transmissions, in which a data signal at the 
sending station is combined with a higher-data-rate bit 
sequence, or chipping code, that divides the user data 
according to a spreading ratio. The chipping code is a 
redundant bit pattern for each bit that is transmitted, 
which increases the signal’s resistance to interference. 
If one or more bits in the pattern are damaged dur¬ 
ing transmission, the original data can be recovered 
because of the redundancy of the transmission. 

GPS: Global positioning system. Satellite-based radio po¬ 
sitioning system capable of providing specific location 
information to suitably equipped users anywhere. 

GPRS: General packet radio service. An enhancement 
to the GSM mobile communications system that sup¬ 
ports data packets. GPRS enables continuous flows of 
IP data packets over the system for applications such 
as Web browsing and file transfer. GPRS differs from 
GSM’s short messaging service (GSM-SMS), which is 
limited to messages of 160 bytes in length. 

GSM: Global system for mobile communications. A 
digital cellular phone technology based on TDMA 
that is the predominant system in Europe, but is also 
used widely around the world. Developed in the 1980s, 
GSM was first deployed in seven European countries 
in 1992. Operating in the 900-MHz and 1.8-GHz bands 
in Europe and the 1.9-GHz PCS band in the United 
States, GSM defines the entire cellular system, not just 
the air interface. 


UMTS: Universal mobile telecommunications system. 
The ITU standard for 3G wireless phone systems. 
UMTS, which is part of IMT-2000, provides service 
in the 2- GHz band and offers global roaming and 
personalized features. Designed as an evolutionary 
system for GSM network operators, which will marry 
the benefits of CDMA with the interoperability ben¬ 
efits of GSM, multimedia data rates up to 2 Mbps 
are expected. There are three branches of the UMTS 
standard: TD-SCDMA, UMTS TDD, and W-CDMA. 
CDMA2000 is not UMTS. 

WAP: Wireless access protocol. A set of standards that 
allows Web access on mobile devices. WAP is supported 
by most wireless networks and operating systems. 
It supports HTML and XML but is designed for WML. 

WiFi: Wireless fidelity. This is another name for IEEE 
802.11b. It is a trade term promulgated by the Wire¬ 
less Ethernet Compatibility Alliance (WECA). “WiFi" 
is used in place of 802.11b in the same way that “Eth¬ 
ernet" is used in place of IEEE 802.3. Products cer¬ 
tified as WiFi by WECA are interoperable with each 
other even if they are from different manufacturers. A 
user with a WiFi product can use any brand of access 
point with any other brand of client hardware that is 
built to the WiFi standard. 

WLA: Wireless LAN. A type of LAN that uses high- 
frequency radio waves rather than wires to communi¬ 
cate between nodes. 

WML: Wireless markup language. A language developed 
to control the presentation of Web pages on mobile 
phones and PDAs in the same way that HTML does for 
PCs. Part of the wireless access protocol (WAP), WML 
is an open standard and is supported by most mobile 
phones. 

XHTML: A reworking of HTML 4.0 designed to work as 
an application of XML. It allows anyone to create sets 
of markup tags for new purposes. 
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INTRODUCTION 

Online news is flourishing, and its use is growing (Li 2006, 
Introduction; Greer and Mensing 2006). We are at the 
beginning of the online news era. About 100 million in¬ 
creasingly diverse persons in the United States read news 
online. Internationally, the growth of online newspapers 
is similar. They are not only available in most nations and 
geographic locations throughout the world, their reach is 
also global (Chyi and Sylvie 2001). Research has shown 
that although online newspapers throughout the world 
are available to almost anyone with a computer and net¬ 
work access, they retain their local nature (Chyi and Sylvie 
2001). Whereas the circulation of daily newspapers across 
the United States remains flat or in decline, Web sites that 
provide news content seem to be strong. The number of 
daily newspapers in the United States that are online grew 
about 13 percent from 2003 to 2004. Today, the number of 
newspapers online is almost equal to the number of news¬ 
papers that are being published (Journalism.org 2005). 
Newspaper Web sites, for example, grow at a yearly rate of 
about 11 percent in terms of visitors to their sites, with a 
total of nearly 40 million. One in four Internet users reads 
news online (Sharma 2005). 

Online newspapers and online journalism in general 
have become a vital part of information available on the 
World Wide Web and the Internet. Growing numbers 
of people worldwide are reading news online. Since the 
mid-1990s, online magazines, wire services, newspapers, 
television stations, broadcast-cable networks, and sub¬ 
scription newsletters have matured to take advantage of 
their unique orientation and audiences. New technologies 
are introduced almost yearly that allow consumers new 
ways to obtain Web-based information. Wireless Internet 
technology that allows even greater access to online news 
and information is also growing rapidly Airports, col¬ 
lege campuses, business centers, downtown areas, and 
even entire communities are becoming wireless cent¬ 
ers for laptop and notebook computer users and for 
personal digital assistant (PDA) handheld device users. 
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Cellular telephone users have even greater wireless access 
for online news and information. It is common today for 
individuals to read Web-based news with browsers on their 
cell phones. New technologies that are in development— 
such as flat-screen portable tablets or improved handheld 
devices that also serve as telephones—are likely to be¬ 
come popular in the future as well. 

Even with new wireless technologies for a variety of re¬ 
ceiving devices, wired online services continue to grow in 
their availability and in use worldwide. News consumers 
are embracing these new communication tools. The new 
communication technologies have been viewed by news 
organizations as opportunities to extend their reach and 
contact with news consumers at international levels. The 
result is new forms and formats of news and information, 
such as news headlines and breaking story alerts delivery 
by e-mail and messaging services to subscribers that are 
at the cutting edge of communication today. 

This chapter focuses on the changing nature and status 
of online news and journalism, including that practiced 
by newspapers, news magazines, and television news 
organizations. It provides an overview of the evolution of 
online news, including the developing use of Web logs and 
wikis. The chapter outlines the most significant economic 
models that have failed, have succeeded, or are currently 
being tested. Competition among online news media is 
also discussed. This chapter examines the impact of mul¬ 
timedia and convergence on their content and staffing. It 
also provides brief descriptions of leading American on¬ 
line news organizations. The primary service models for 
online news and a summary of online news market sizes 
and models conclude the discussion. 


ORIGINS OF ONLINE NEWS 

The news industry worldwide is diversifying. Today’s 
news companies throughout the world own local and 
national newspapers; local television stations; cable tele¬ 
vision and radio networks; AM, FM, and satellite radio 
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stations; general and specialized market magazines; sub¬ 
scription newsletter; professional sports teams; outdoor 
advertising companies; newsprint plants; Internet service 
providers; and a growing number of high-profile World 
Wide Web sites. These popular Web sites cover a lot of in¬ 
formational ground. They include news and information 
content, but also focus on activities such as entertainment 
and nightlife, business, tourism and travel, sports, and 
reference/research. News companies, particularly those 
that began as newspaper businesses several generations 
ago, have emerged as new enterprises in the multimedia 
world through expansion and contraction, redefinition, 
and restructuring. News companies have embraced this 
form of convergence and have moved fully into the digital 
age. They seek a unique role and function for their online 
news products (van der Wurff 2005). 

The number of online news sites grew rapidly through¬ 
out the mid-1990s, paralleling the growth in popularity of 
the World Wide Web. But the origins of online news can 
be traced to the early 1980s. In 1983, the Knight-Ridder 
newspaper group and AT&T launched a revolutionary ex¬ 
periment to bring people news on demand through their 
computers or television sets. Development work on the 
videotext service, called "Viewtron,” began in 1978, but 
took more than 5 years to debut. It remains notewor¬ 
thy because it was a forerunner of todays online news 
media. Knight-Ridder Newspapers, which was bought 
by McClatchy Newspapers in early 2006, suspended the 
Viewtron operations on April 1, 1986, having fewer than 
20,000 subscribers and having lost a staggering $50 mil¬ 
lion. A similar venture at the Los Angeles Times, called 
"Gateway,” also closed operations in 1986, having only 
3000 users. The failed ventures left journalists wondering 
whether there would ever be a market for news on demand 
via computers (Burgess 1993; Keefe 1996). Viewtron and 
its partners even adopted rapidly developing, but still 
new, desktop PCs to their service by aggressively market¬ 
ing software for PCs in 1985-1986, but it was not enough. 
With the right timing, Viewtron or Gateway might have 
become an America Online or CompuServe, distinguish¬ 
ing itself with a strong component of news and informa¬ 
tion. Had the service existed only 5 years later, it would 
have been at the cutting edge of the then-new Web. 

A handful of daily newspapers were available online 
through proprietary online services in the 1980s. These 
included eleven newspapers that did an experiment with 
CompuServe in 1982. A few other newspapers produced 
online sites in 1990, including The Albuquerque Trib¬ 
une, the Atlanta Journal and Constitution, and the Rocky 
Mountain News in Denver. University of Florida Interac¬ 
tive Media Lab Director David Carlson has outlined this 
development with an online media timeline on the Web 
(http://iml.jou.ufl.edu/carlson/timeline.shtml). 

The Chicago Tribune (www.chicagotribune.com) 
was the first newspaper to provide same-day editorial 
content to America Online in May 1992. Soon after¬ 
ward, the San Jose Mercury News (www.bayarea.com/ 
mld/mercurynews), also a pioneer in online news, was 
the first newspaper to put its entire contents online on 
AOL in 1993. At the time, when only 3 million Americans 
were online, the Mercury News’ decision to put the news¬ 
paper’s Mercury Center online was simply an experiment. 


Therefore, most observers regard the San Jose Mercury 
News to be the first online newspaper. It was not surpris¬ 
ing that a San Jose newspaper would lead the way in on¬ 
line journalism. Given its location, it considers itself the 
newspaper of record for the famed Silicon Valley. 

By the mid-1990s, as the Web expanded rapidly, broad¬ 
cast news outlets were developing a significant presence 
on the Web. Broadcast and cable networks were among 
the earliest to put their news content on the Web, but lo¬ 
cal affiliates began to build Web sites with limited news 
content. The sites mostly served a promotional purpose 
by offering program listings, biographies and other in¬ 
formation about air personalities, appearance schedules, 
and various forms of community service features. 

Competitive amateur and professional sports have be¬ 
come a major drawing card for online news sites. Local 
and national news organizations have built a user base by 
providing information about local teams and major sports 
events while competition is underway. Local newspapers 
and television stations often offer running summaries and 
updated scores of events not always on television or radio. 
They enhance printed and broadcast coverage by offering 
statistics, schedules, archival content, and other informa¬ 
tion that, because of space or time limitations, cannot be 
published or broadcast. National news media often pro¬ 
vide a similar service for professional teams and major 
college events. 

There was also a growth of Web-based electronic 
magazines at about the same time. These topical online 
publications, often called “zines” or “e-zines,” did not 
originate in printed form, but certainly were built upon 
the printed magazine tradition. They are often highly 
specialized and have been described as “independent 
publications characterized by idiosyncratic themes, low 
circulation, irregular frequency, ephemeral duration, and 
noncommercial orientation” (Rauch 2004, 153). Almost 
overnight, these energetic periodicals appeared all over 
the Web and received a large amount of popular media 
coverage and attention as the trend of the moment. The 
Web created opportunities for this new genre of special¬ 
ized online news and information in the mid- and late 
1990s and they have continued into the new century 
with a steady niche audience appeal. Slate (www.slate 
.com) and Salon (www.salon.com) are typical of success¬ 
ful zines. There are numerous zines on the Web today, 
and they attract an audience in the millions (Rauch 2004; 
Williams 2003). 

CONVERGENCE AND THE CHANGING 
ONLINE NEWS WORLD 

Convergence of mass media has arrived, and it is impact¬ 
ing online news. It is a slowly evolving process, but there is 
evidence of convergence in North America, Europe, Asia, 
and in other cutting-edge newsrooms around the world. 
Convergence has “amplified” the strategic importance 
of the Internet, wrote researchers Ju-Yong Ha, Steven J. 
Dick, and Seung Kwan Ryu (2003, 155). There is growing 
interest, they noted, in the merged content of television 
and other news and mass media, and it is expected to 
become more sophisticated in the years ahead. 
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An example of convergence at the regional level is the 
merger of newsrooms by Media General in Tampa, Florida. 
The Tampa Tribune (http://tampatrib.com), the morning 
daily newspaper serving Tampa Bay, and WFLA-TV (www. 
wfla.com) Channel 8, the NBC broadcast television affiliate, 
and Tampa Bay Online (www.tbo.com), the Web site ser¬ 
ving both the newspaper and the television station, moved 
into a single facility in 2000 to share and work together in 
an early effort at convergence of newsrooms and technolo¬ 
gies. The three news organizations share news resources, 
equipment, and staff. In fact, the large newsrooms, studios, 
work stations, and other facilities that are spread over sev¬ 
eral floors of the news center are anchored by a circular 
central news desk in the buildings atrium. Journalists from 
each of the three news organizations staff the news desk 
and coordinate use of images, audio, video, wire content, 
local photographs, and news stories as well as other avail¬ 
able content (Dupagne and Garrison, 2006; Singer 2004). 

Convergence—the cooperation and sharing of re¬ 
sources of formerly separate news organizations as well 
as the delivery of news content through multiple means— 
is often viewed as an opportunity for the news media, and 
not as a process. Some view it as a threat to the news 
media because it is perceived to mean loss of newsroom 
jobs, more work for remaining journalists, more required 
skills, or a decline in the number of voices in a commu¬ 
nity. Yet others see it as the future of the news media and a 
chance for news to combine the best of its various media 
formats for consumers. They also feel that online news 
sites offer speed and depth to print or broadcast coverage 
(Kolodzy 2003; see also, Singer 2003, 2004; Deuze 2004; 
Dupagne and Garrison 2006). 

The number of online users with high-speed connec¬ 
tions is growing rapidly in the United States. A study by 
the Pew Internet & American Life Project released in 2006 
said that Internet penetration increased from 58 percent of 
all adult Americans to 70 percent between 2002 and 2006. 
During the same period, home broadband penetration in¬ 
creased from 10 to 37 percent of adult Americans. A total 
of 74 million people access the Internet via broadband 
(Horrigan 2006). It is clear that American online users are 
entering the broadband age. The implications are clear. As 
more high-speed users are connected, more and more on¬ 
line news content can be accessed. This creates challenges 
for content providers to offer text, but also much more, 
such as audio, video, interactivity, and multimedia. 

The best online newspapers have readily moved away 
from shovelware—the period when what they offered 
was little more than the reproduced published content of 
the traditional newspaper and the wire services—toward 
convergence. They seem to have matured past the point 
of scooping themselves when coverage of either the on¬ 
line or print edition carries a story that the other does 
not (Bressers and Bergen 2002; An Evolving Medium 
1999; Fee 2002). Online newspapers have become stand¬ 
alone products (Greer and Mensing 2004), and online 
broadcast news sites have grown beyond their early pro¬ 
motional purposes (Chan-Olmsted and Park 2000). Not 
only do the best online newspapers today, such as The 
New York Times, offer much more than just the best con¬ 
tent of the daily newspaper, they also offer an interactive 
Internet home for their established print edition readers 


as well as nonreader residents and visitors (Apcar 2006). 
They offer an interconnectedness that follows a many-to- 
many communication mode (Li 2006, Graphic use and 
interconnectedness). Many online newspapers also have 
developed online information portals for their communi¬ 
ties (Miller 2001). They want to offer readers a wide range 
of interactive tools and technologies to experience news 
and information like it has never been provided before 
(The Impact of the Internet 2000). 

Solving the reader puzzle is a high priority among 
online news media editors. The issue is not only what 
content to offer and, for online newspapers, whether 
and how to make it different from print editions, but 
also how much control to turn over to readers. With the 
Web, there is more content and less editorial decision 
making over what is published. This has been given to 
a degree to readers. “With that enhanced control, it ap¬ 
pears online readers are particularly likely to pursue their 
own interests, and they are less likely to follow the cues of 
news editors and producers,” noted media scholar David 
Tewksbury (2003, 694). 

One of the most-publicized examples of national and in¬ 
ternational corporate media convergence was the America 
Online-Time Warner merger that was announced in early 
2000. Some reports described it as a merger, but AOL 
stockholders actually owned 55 percent of the new com¬ 
pany when the deal was completed. AOL obtained the im¬ 
mense resources of Time Warner, including Time Inc. and 
CNN, through the buyout involving $156 billion in AOL 
stock. This event set the stage for dozens of multimedia 
and convergence opportunities for the new corporation 
that now includes America Online’s worldwide network 
access, its Internet services, and its proprietary Web 
content, Time Warner’s CNN broadcast news networks, 
its widely circulated and respected magazines (e.g., Time, 
Fortune, Sports Illustrated, Money, People) and news 
services, its cable television and broadband customers, 
its music library, its film library and archives, and much 
more. It has been characterized by one media observer 
as a “new age, techno-cultural behemoth" (George 2000). 
The AOL-Time Warner marriage, however, has turned 
out to be less for its owners than had been hoped. Some 
observers have even characterized AOL as a burden for 
Time Warner and, recently, the company has been look¬ 
ing to sell off its America Online assets (Simon 2005). 

Web portals provide much more than just news con¬ 
tent. Many traditional news media have established por¬ 
tals for residents and visitors of their communities and 
regions. The San Jose Mercury News (www.bayarea.com/ 
mld/mercurynews), for example, is the daily newspaper 
portal serving California’s Silicon Valley. It serves the 
Bay Area with the equally suburban Contra Costa Tunes 
within a site called BayArea.com (www.bayarea.com). 
The Boston Globe has established a similar portal for 
New England with Boston.com (www.boston.com). On¬ 
line newspaper and television portals provide a gateway 
to a series of sites and links about a region or metropoli¬ 
tan area. They are also often customizable so readers can 
select types of information displayed on the home page. 

For the past half decade, news organizations have 
scrambled to keep up with competitors to establish a 
strong presence on the Web. In some studies, Internet use 
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for reading and viewing news has been found to exceed 
traditional news media such as magazines and radio. 
One study found it approached the use levels of network 
and cable television (Internet Growing as News Medium 
2002 ). 

Online news media are working to define themselves. 
This has been difficult for news organizations, whether 
they are based in traditional news media or are indepen¬ 
dents and only on the Web. For online newspapers, the 
effort to determine the role and model in which to work 
has already gone through several iterations. There will 
be more to come. Just like radio and television before it, 
the newest technologies undergo a formation period. On¬ 
line newspapers are experiencing an era of exploration 
and self-determination. Although there are no geographic 
boundaries for online newspapers, practically speaking, 
most people who access a local newspaper do it for local 
news. Online newspapers differ from most online news 
media in their intensely local nature, provided by the con¬ 
tent they offer from their print editions (Singer 2001). 

Online news media have matured with coverage of ma¬ 
jor breaking and ongoing stories, such as Operation Iraqi 
Freedom and the 2006 and 2004 election campaigns. The 
growth of blogging is one example. More traditional tel¬ 
evision, radio, newspaper, and magazine journalists use 
blogs as an extension of their reporting and as a means of 
presenting informed opinion expression. Furthermore, 
there are a wider number of innovative presentation 
formats for the breaking stories covered, for features, 
and for the opinions expressed (Palser 2003). Despite 
this view, some experts feel the news media have been 
stagnant and have not gone far enough. Experimenta¬ 
tion and new online publications and formats continue 
to debut in a search for what works best for contempo¬ 
rary audiences (Reeves 2003). The University of Flori¬ 
da’s new media expert David Carlson (2005) is typical of 
those who feel that online news media have incredible 
potential but do not yet live up to it. Carlson believes 
that “The problem with online newspapers is this: They 
are just like offline newspapers. That means they are not 
particularly interactive, they are barely customizable to 
individual preferences, they contain mostly outdated 
information, and they are hardly relevant to most read¬ 
ers' daily lives” (p. 68). 

Formation of new media can trigger transformation 
of established media. New media may also have a desta¬ 
bilizing effect on old media, but old media also tend to 
embrace the new media (Samoriski 2002). For example, 
the development of television brought on change in 
movie news reels and, ultimately, their disappearance 
in theaters. However, it is also common for new media 
to complement and benefit existing outlets (Samoriski 
2002). For example, print newspapers might advise 
readers to go online for more information not offered in 
the printed editions because of space limitations, or they 
can offer links to multimedia content—such as interviews 
with key newsmakers, photo galleries, video and audio of 
major events as they occurred—available on the newspa¬ 
per’s Web site. 

Some authorities have offered views that another stage 
of online news change is in the near future. With the 
maturity of online advertising, with growing revenues. 


online news may experience a growth of stand-alone sites 
in the second half of this decade. Although first attempts 
at these failed, for the most part, some observers feel the 
time is right for these sites as well as the branded online 
editions of print news organizations and television net¬ 
works to prosper (Dorror 2005). 

Online newspapers require professional abilities and 
skills different from their print counterparts. While both 
forms require news judgment, speed, and other funda¬ 
mental journalistic tools, online newspapers seek content 
producers with greater versatility to work in multimedia 
as well as computer network technologies (Dupagne and 
Garrison 2006). Old skills-based walls have been taken 
down in favor of individuals who can do it all—write, edit, 
compile, tell the story visually, and work with audio and 
video content. The changing staff needs have forced some 
online newspapers to recruit beyond their own newspa¬ 
per newsrooms. News companies will continue to look 
for specialists in different skills areas such as print and 
television, but will also increasingly seek “multimedia 
superreporters,” who cover the world with laptops, dig¬ 
ital video and still cameras, and digital recorders (Gates 
2002 ). 

WEB LOGS AND WIKIS 

Since the late 1990s, Web logs have developed into an 
influential, new online news format. Affordable and user- 
friendly software made it possible for anyone to maintain 
a Web log (Jensen 2003). A blogger can be an indepen¬ 
dent individual who is reporting from the field or who 
is commenting from his or her living room. It can also 
be someone who is affiliated with the traditional media 
in a newsroom, on assignment at a remote location, or 
who is commenting from home (Lascia 2002). Because of 
this unspecific definition of what a blogger may be, there 
is widespread debate among professionals and schol¬ 
ars whether bloggers should be considered journalists 
(Kramer 2004; Cooper 2005; Edmonds 2005; Lascia 2002; 
Blood 2003; Andrews 2003). Tensions between journalists 
and bloggers have been growing (Kramer 2004). Bloggers 
usually comment on the news of the day or bring atten¬ 
tion to stories they feel were undercovered, rather than 
reporting their own news (Smolkin 2004). And the exis¬ 
tence of bloggers combined with the lack of regard held 
for them by traditional news media managers suggests a 
“perilous future” for print media (Cooper 2005). 

However, aside from the debate over professional stan¬ 
dards, Web logs have had a great impact on online news. 
Web logs were instrumental in breaking the news about 
the Lewinsky/Clinton scandal in 1998, which led to the 
impeachment of President Bill Clinton, and the Trent Lott 
scandal in 2002, which led to the resignation of the U.S. 
Senate Majority Leader (Williams and Delli Carpini 2004). 
During the 2004 presidential campaign, Web logs became 
known to a more widespread audience. Howard Dean, 
who sought the Democratic Party presidential nomination, 
based part of his 2003-2004 campaign effort on blogs. 
Some bloggers discredited a CBS News report on President 
George W. Bush’s National Guard service and others were 
invited by Republicans and Democrats to cover the na¬ 
tional conventions (Perlmutter and McDaniel 2005). In the 



Online News Writing and Content 


931 


corporate world, Web logs have also had a great impact. For 
example, Web log attention caused lock producer Krypton- 
ite to lose approximately $10 million because a posting in 
2004 detailed how to open one of its bicycle lock products 
(Kirkpatrick, Roth, and Ryan 2005). Web logs also function 
as watchdogs over the traditional media. The resignations 
of CNN executive Eason Jordan and White House corre¬ 
spondent Jeff Gannon were instigated in early 2005 by the 
relentless reporting of bloggers (Kurtz 2005). 

According to the search engine Technorati (2006), 
there were almost 38 million Web logs in the United 
States in spring 2006. But they are a truly global phenom¬ 
enon. In China—the second largest Internet market in the 
world—Tsinghua University research estimated 37 million 
Web logs and about 60 million bloggers in 2006 (Reuters 
2006). Some of the most prominent political Web logs 
are Instapundit (www.instapundit.com), DailyKos (www 
.dailykos.com), Power Line (http://powerlineblog.com), 
and Eschaton (http://atrios.blogspot.com). At the same 
time, the number of Web log readers worldwide is also 
steadily increasing. In 2005, 26 percent of Americans 
were very or somewhat familiar with Web logs (Cable 
News Network 2005). The number of Internet users who 
read Web logs increased from 17 percent in February 
2004 to 27 percent in November 2004 (Rainie 2005). The 
credibility of Web logs is also increasing. Web-log users 
view Web logs as more credible than the traditional me¬ 
dia (Johnson and Kaye 2004). 

In recent years, another new information format de¬ 
veloped parallel to Web logs—wikis. Although Web logs 
are generally written by a single person, wikis are a col¬ 
lective effort of a group of contributors. Individuals can 
add, edit, and delete content on these Web sites. The 
most prominent wiki is the online encyclopedia Wikipe¬ 
dia (www.wikipedia.org), which in the summer of 2007 
had 1.9 million entries in English. The encyclopedia is 
also available in German, French, Japanese, Polish, Ital¬ 
ian, Swedish, Dutch, Portuguese, and Spanish. Wikipedia 
has been called one of the greatest success stories of the 
Web (Dodson 2005), yet the Web site was at the center of 
a discussion about the reliability of information it offers 
in entries (Seigenthaler 2005). Besides Wikipedia, several 
other widely used wikis have developed. Wikinews (www 
.wikinews.org) and Wikimedia (www.wikimedia.org), for 
example, attempt to collaboratively gather news and con¬ 
duct reporting and provide a collaborative collection of 
information resources, respectively (Weiss 2005). 

ONLINE NEWS WRITING 
AND CONTENT 

Online journalism has the opportunity to take the best 
features and characteristics of existing mass media and 
news media, eliminate most of the weaknesses, and place 
them into a new medium in which stories can be told 
in new ways using words, video, audio, and still pho¬ 
tos together. To accomplish this, online news writing is 
evolving. It is, of course, quite different from newspaper, 
broadcast, or other news media writing. To be truly valu¬ 
able to users, online news must take advantage of hyper¬ 
media and hypertext and their unique nonlinear nature. 


Writing for online news sites is often done in layers (e.g., 
headlines, summaries, leads, and other text), often called 
“chunking," and with an awareness of clicking and scroll¬ 
ing capabilities of browser software. Online storytelling 
should involve the wide variety of media forms available 
on the Web, not just basic text and images. This includes 
audio, video, and forms of reader-user interactivity such 
as chat rooms and instant opinion polls. 

Another important part of writing for online news¬ 
papers is its style. Each publication develops its own 
style. Sometimes, it is personal, casual, and informal. 
Other approaches can be more formal. Often the style 
used is a function of the audience served (Rich 2007; 
Whittaker 2000; Wilber and Miller 2003). Although the 
Internet allows storing long articles easily, the compact 
style has not been abandoned. News writers still strive 
for brevity for many of their stories in order to display an 
entire story in one screen view without scrolling. 

Online newspapers have a struggle similar to that of 
their print counterparts. Both are fighting for survival in 
a digital- and video-oriented world. With countless other 
online news sources coming from television, radio, and 
magazines, competition for online newspapers is intense. 
Add to the mix a new set of news providers—online ser¬ 
vices such as Google, Microsoft Network, America Online, 
and Yahoo!—and the job becomes much more difficult. 
If, as some AOL executives maintained, AOL is used by 
many of its customers for news and information instead 
of local online newspapers, the electronic editions of tra¬ 
ditional newspapers and other news media have a long 
road ahead for success. As one critic wrote, online news 
consumers and journalists should "be afraid" of such ven¬ 
tures (Koerner 2001, 25). 

The evolution of online newspapers has paralleled the 
development of other online news media (An Evolving 
Medium 1999; Strupp 1999). They are learning what works 
and what does not. Newspapers have offered electronic 
mail alert services for breaking and ongoing stories, se¬ 
vere weather bulletins, or even more routine notifications 
of new editions of their publications (Outing 2001; Lang- 
held 2001). While interactive features, such as electronic 
mail used for news alert services and bulletins, have been 
successful, Web-based chat rooms have not been used as 
effectively (Perlman 1999; Pryor 2000). By the end of its 
first decade, online news has moved from a more passive 
and noninteractive model to more immediacy, content 
richness, and control given to users-readers (Bucy 2004). 

Major U.S. natural and human-made tragedies, such 
as Hurricane Katrina during August 23-30, 2005, the ter¬ 
rorist attacks on September 11, 2001, and the student 
shootings at Columbine High School in Colorado on April 
20, 1999, provided situations in which to use interactivity, 
but many online newspapers were criticized for failing 
to use them well (e.g., see Perlman 1999; Outing 2001). 
Other research has also shown less use of interactivity 
and hypertextuality than might be expected in online me¬ 
dia and criticism that the medium of online newspapers 
remains immature (Oblak 2005; Salaverria 2005). At the 
very least, research has shown adoption of multimedia 
and interactivity in online newsrooms to be dependent 
on organizational structures and work practices, among 
other factors (Boczkowski 2004). 
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Newspaper sites have become quite popular during 
this learning period, but newspapers continue to learn 
how to use their Web edition to attract and serve readers 
and advertisers (Palser 2005; Pryor 2000). For example, 
the use of interactive features to enhance reader feed¬ 
back seems to be growing in newspaper newsrooms (The 
Impact of the Internet 2000). Although there is growth 
in sophistication in developing news content, the same 
cannot be said about commercial endeavors that would 
support the news product. Electronic commerce and ad¬ 
vertising opportunities remain a mystery to many in the 
industry. Online newspaper managers certainly have not 
learned everything necessary about turning the sites into 
profit centers for the company, but neither have other 
online news organizations at this point. The online news 
industry is so young that it has remained uncertain how 
its costs will be paid (McMillan 1998; Pryor 2000; Palser 
2001, Pay-per-click; Chyi 2005). 

SEARCHING FORTHE BEST 
ECONOMIC MODEL 

It is a strange form of contradiction. On one hand, Inter¬ 
net users have been gradually convinced that they should 
buy music online. And services such as iTunes are earn¬ 
ing revenues today after music lovers downloaded their 
favorites online for free. But pay for news online? Not 
yet. Although there are notable exceptions, such as The 
Wall Street Journal subscription fees and the premium 
content services subscriptions of The New York Tunes and 
CNN, most Internet news consumers love to read infor¬ 
mation online—at work, on the road, and at home—but 
they “loath to pay for it,” as Katharine Seelye (2005, 17) 
wrote. In fact, New York Tunes Company Chairman and 
Publisher Arthur Sulzberger, Jr., effectively expressed the 
position of newspapers in the online age. He stated that 
“If we’re going to define ourselves by our history, then we 
deserve to go out of business” (Gates 2002). “Newspapers 
cannot be defined by the second word—paper. They’ve got 
to be defined by the first—news. All of us have to become 
agnostic as to the method of distribution. We’ve got to be 
as powerful online, as powerful in television and broad¬ 
casting, as we are powerful in newsprint.” 

Newspapers, more than any other traditional news 
medium, raced to go online during the mid-1990s. In 
1994 and 1995, they offered content for free. But some 
owners and managers felt they could charge for the con¬ 
tent and switched to online subscriptions. This was short¬ 
lived, however, as the experiment failed when users found 
comparable information elsewhere on the Web (Grimes 
2002). Owners and managers had expected to be part of 
a digital gold rush (Dibean and Garrison 2001), but the 
anticipated gold rush never came because the medium 
has not found a profitable economic model. To date, there 
simply has not been sufficient advertising volume and 
other revenue to support online news. News on the Web, 
some have observed, spreads very quickly, has a short 
shelf-life, and can be found for free if a user searches 
hard enough (Grimes 2002; see also Arampatzis 2004). 

There are numerous business models for Web con¬ 
tent, including the failed videotext model, the failed paid 


Internet model, the failed free Web model, the failed 
Internet/Web advertising "push” model, the present por¬ 
tals and personal portals models, and the evolving digital 
portals model (Picard 2000). Online news organizations 
are experimenting today with portal approaches. Within 
the various portal models, the subscription model may 
be the future despite previous failed efforts (Chyi 2005). 
Financial conditions often lead to such radical change, and 
the economic environment in late 2001 and 2002 follow¬ 
ing the September 11 terrorist attacks against the United 
States, combined with a recession, put pressure on sites 
to generate income. Online advertising was not produc¬ 
ing sufficient revenue, and sites were forced to find a dif¬ 
ferent economic model. Suddenly, the subscription model 
looked better and, as one publication in 2002 stated, “the 
free lunch is over" (Smith 2002, February; see also Smith 
2002, April, and Trombly 2002). The collapse of free al¬ 
ternatives will lead consumers to accept the subscription 
or other fee-based models for operation of online news 
sites. Commercial sites with valued content have already 
found this to work. Arampatzis (2004) identified six basic 
subscription model variations currently in use: 

1. Free content; advertising supported; paid subscription 
content and paid premium content. 

2. Free content; advertising supported; ad-free access 
paid subscriptions. 

3. Paid subscriptions; no or very limited free content; no 
advertising. 

4. Paid subscriptions; no or very limited free content; 
advertising accepted. 

5. Free content to in-market Internet users; paid sub¬ 
scriptions for out-of-market. 

6. Regional content providers cooperate in charging 
scheme, everyone charges. 

The Wall Street Journal and its online site, for exam¬ 
ple, had more than 768,000 worldwide subscribers in late 
2005 (Christie and Edmonds 2006). “We already know 
that consumers will pay for highly valued, proprietary 
content that either makes or saves them money,” ECon- 
tent writer Steve Smith wrote (2002, February, 19). “For 
most other content brands, however, it gets more compli¬ 
cated. The fear of competition from free alternatives, the 
risks of severe traffic loss, and the overwhelming resis¬ 
tance among users has left the fee-based approach more 
of a pipe dream.” 

Despite this surge toward fee-based content, it is ap¬ 
parent that consumers have been conditioned to expect to 
find news online at no cost (Donatello 2002). Online users 
see the Web as an open frontier that is free to all, and they 
adamantly oppose paying even modest fees (Chyi 2005). 
Since 1997, some online newspapers ceased publication 
for lack of profitability. Some online newspapers have re¬ 
cently begun using registration schemes to begin orient¬ 
ing consumers toward paid subscriptions (Brown 2003). 

Online news consumers are upscale and typically live in 
urban or metropolitan areas. The Pew Internet & American 
Life Project stated that “this information-elite . . . shapes 
how delivery of news and information will evolve online" 
(Horrigan 2006). A study of online newspaper consumers 
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concluded there is an undeveloped newspaper market 
for paid access to local information and news. The study 
concluded that “substantial marketing efforts” were re¬ 
quired to develop the consumer base. Consumers, the 
study stated, are (a) unwilling to pay for content because 
they are conditioned to finding it for free, (b) they do not 
see "incremental value” in online news, (c) newspapers 
are “strong enough to lure a core audience online, but 
not strong enough to make them pay,” (d) the process 
of paying for content reinforces attitudes against paying 
for it, and (e) consumers are willing to register and pro¬ 
vide personal information, but not to pay cash for access 
(Donatello 2002, 36; see also Ekstrand 2002). 

Online news media, unlike their videotext forerunners, 
are popular. At the very least, newspapers, radio and tele¬ 
vision stations and networks, and news magazines sustain 
them to maintain their brand reputations in cyberspace. 
But until the industry can find a successful economic 
model for online news to make a profit, or at least sustain 
its operations, it will always be a promotional service in 
news organizations rather than a distinct editorial voice. 
For several years, news organizations have been searching 
to find the solution for a profitable Web site. According to 
one national analysis, about half of the newspapers par¬ 
ticipating in a survey reported slight profits, mostly from 
classified advertising, but they also earned some revenue 
from banner advertising, sponsorships, and Web-related 
services fees (Trombly 2002; Noack 1999; Scasny 2001; 
The Impact of the Internet 2000). 

The financial models for online news media have not 
had enough time to test what works and what does not. 
In fact, one industry expert described the development of 
online business models as “short and wild” (Palser 2001, 
Pay-per-click, 82). In mid-2007, news organizations were 
still searching for a way to generate even further revenue 
from online subscriptions and end the “free ride” given 
to Internet readers (Seelye 2005). Still, at least a few of 
these experts feel it is not a bad idea if marketed prope 
rly (Palser 2001, Retooling online news, Pay-per-click) or, 
if news sites offer more value, paid access will succeed 
(Scasny 2001). It does not appear likely, in the minds of 
observers, that subscription revenues will overtake and 
replace advertising revenues in the near future. There 
are too many variables, such as sector served, markets, 
brands involved, and prices. Online news sites must ex¬ 
plore content and merchandise offered. Sites may have 
to target highly specific audiences and meet their infor¬ 
mation needs, for instance, to succeed. Ultimately, the 
situation seems to involve redesigning content offered to 
create greater demand instead of simply getting custom¬ 
ers accustomed to paying for something they used to get 
for free (Smith 2002, February). 

THE COMPETITIVE DIMENSION 

One of the main characteristics of online news media that 
make them different from more traditional news media is 
hypertext. In the early stages of online news, Fredin (1997) 
noted that in order for newspapers and other media to 
provide a news service online, “a computer-based inter¬ 
active system requires a wide range of links or choices 
within stories” (p. 1). While the use of hyperlinking in 


online news stories has increased with the growth of the 
Internet (Tremayne 2004), most news organizations are 
only beginning to understand the uses of hypertext, link¬ 
ing, and integration of other media into their coverage 
of breaking news, features, and other information that 
can provide the depth and scope of coverage expected of 
newspapers and their online counterparts (Deuze 2003; 
Singer and Gonzalez-Velez 2003). 

Multimedia news content distributed on the Web still 
has a lot of developing to do. Online audio and video 
quality is often a function of connection speed. Individu¬ 
als connecting to an online news source with a modem or 
wireless device will often experience slide-show-like video 
and out-of-sync audio or worse (Palser 2000). Individuals 
with digital subscriber lines (DSL), cable modems, or 
faster connections still find difficulties with loading sound 
and video clips and getting them to play. The potential 
of high-speed Internet connections in enhancing online 
newspapers and their coverage, however, seems great no 
matter how it is seen today, especially for newspapers 
that have sister television and radio stations for shared 
content. When Web-based multimedia news works, it can 
be stunning in the same way that live television takes us 
to the scene of breaking stories. The recent emergence of 
podcasting, for instance, is a promising development in 
this direction (Potter 2006). 

While daily newspapers almost universally have some 
presence on the Web, some small nondaily community 
newspapers do not. Research has shown that newspapers 
that are not online are typically not in competitive situ¬ 
ations, nor are they owned by large media companies. If 
a smaller community-based newspaper goes online, it is 
usually because a corporate decision to do so was made 
elsewhere (Lowrey 2003). 

Online news organizations are often restricted 
by their budgets and staff resources. Although these 
organizations may seek to use interactive and multimedia 
resources and to develop original content, the number of 
people available and their experience and skills levels, as 
well as the money available to pay the bills, often sets stark 
parameters in which the online edition operates (Arant 
and Anderson 2001; Fouhy 2000). In recent years, bud¬ 
gets of online newspapers and their staff sizes have been 
impacted by worsening economic conditions—increasing 
operational expenditures and decreasing revenues—that 
have led to numerous layoffs and curtailed services 
(Rieder 2001; Palser 2001, Retooling online news; Fouhy 
2000). Survival became the focus of many online news 
sites as the new century began (Farhi 2000, Surviving in 
cyberspace). Some analysts have argued that such deci¬ 
sions were short-sighted and not in the future interests of 
online news (Rieder 2001; Palser 2001, Retooling online 
news). Cutbacks have led to greater dependence on auto¬ 
mated Web-page production using software that builds 
HTML pages from news system databases, including 
those of the wire services. 

Online managers use research about their audiences 
on a regular basis. It may not be conventional reader- 
ship research in the same way newspapers or broadcast 
stations have conducted it over the years. Instead, Web- 
based news sites depend on traffic reports generated by 
software that monitors the Web site’s server and visits 
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to and from the site and its pages. Online news sites are 
also using information about Web-site users, such as how 
long they spend reading a site’s pages, to help sell adver¬ 
tising and to target audiences more carefully (Nicholas 
and Huntington 2000). 

TODAY'S LEADING U.S. ONLINE 
NEWS SITES 

It is important to note that some of the most popular on¬ 
line news sites are operated by broadcasting and cable 
companies. This underlines the popularity of television 
as an entertainment and news source during the past four 
decades in the United States. Since the 1960s, the largest 
proportion of Americans has used television more than 
newspapers, magazines, or radio for daily news and in¬ 
formation, and that brand success has carried over to the 
broadcast companies’ presence on the World Wide Web. 

Just as they have done in the print and broadcast world, 
a handful of online news sites have dominated the thus 
far short lifespan of online journalism. This has meant a 
combination of sites based on the nation’s leading news¬ 
papers and television networks, as shown in Table 1. 
These top sites have typically been identified by their visi¬ 
tor traffic per day or other time period, but they are also 
distinguished by of their traditional content quality: CNN 
is the second-leading site overall, MSNBC is third, and 
Gannett Newspapers/t/SA Today and The New York Times 
offer the leading online-newspaper sites (Sharma 2005). 


Table 1: Top 15 U.S. Online News Sites June 2007 



Visitors 
(in Millions) 

All Global News 

95.577 

1. Yahoo! News 

32.293 

2. CNN Digital Network 

28.321 

3. MSNBC 

27.434 

4. AOL News 

21.938 

5. NYTimes.com 

12.535 

6. Gannett Newspapers 

12.279 

7. Tribune Newspapers 

12.038 

8. ABC News Digital Network 

10.852 

9. Google News 

9.195 

10. CBS News Digital Network 

8.682 

11. Hearst Newspapers Digital 

8.624 

12. USAToday.com 

8.592 

13. Fox News Digital Network 

8.192 

14. Washingtonpost.com 

8.181 

15. McClatchy Newspaper Network 

7.708 


Source: Nielsen/NetRatings (2007, June), Top news sites, 
www.cyberjoumalist.net (accessed July 20, 2007). 


The New York Times, MSNBC, and USA Today clearly are 
among the leaders in news brand identity (Van Wagener 
2003). 

The most popular online news site in the United States 
is the news aggregator Yahoo! News, which has no print 
or broadcast counterpart. Similar news sites among the 
most popular are AOL News and Google News. These 
news sites do not use editors or reporters and produce no 
original content. They manage information and help users 
to personalize their news selection (Palser 2004). Google, 
for instance, has an automated selection process based 
on its search engine’s complex algorithms, by which wire 
stories are ranked, based on their position on 4500 other 
Web sites around the world (Schroeder and Kralemann 
2005; Sreenivasan 2003; Loory 2005). This kind of news 
gathering without human intervention has been criti¬ 
cized as “robotic journalism” (Kurtz 2002; Loory 2005). 
“It does not seem likely that algorithm-driven technology 
can replace reporting, but it can do a lot of the work some 
editors now do,” University of Missouri journalism pro¬ 
fessor Stuart Loory has stated (Loory 2005, 32). “Cost- 
conscious organizations could use it to make reductions 
that could greatly affect editorial decision-making.” 

Cable News Network (CNN) 

The Atlanta-based Cable News Network, known world¬ 
wide as CNN, has become a dominant international and 
national news site (www.cnn.com) on the Internet. The 
television news network, which debuted in 1980, arrived 
early on the World Wide Web and established itself as one 
of the leading multimedia news sites in the world, just as 
its broadcast parent has become in the past decade. Tak¬ 
ing advantage of its existing video and audio content and 
about 4000 news employees worldwide, the site combines 
content from the numerous television and radio services 
and networks with print sources to produce a news site 
that functions as a news portal for many users. 

The site offers two editions. The U.S. edition is geared 
to cnn.corn’s largest audience. However, the site also offers 
an international edition (http://edition.cnn.com). The 
content on the two sites is similar in that both focus on 
breaking and daily news and events, weather, sports, busi¬ 
ness, politics, law, science/technology, space, health and 
medicine, travel, and education. The international sites 
are in English, but they offer readers connections to local 
languages. CNN offers video and a variety of interactive 
opportunities such as the CNN polls about current events 
and issues, viewer feedback, and e-mail newsletters and 
alerts about breaking news. 

CNN's strongest attractions are its international and 
national coverage of news, but it also provides limited 
local market news through its affiliated network stations. 
The site has made the latest multimedia technologies, 
from live video streaming to audio packages, available 
to users. It also provides users access to searchable 
archives of news features and background information 
on the site. Like other major news sites, CNN’s site is 
updated continuously throughout the day. Time and its 
well-established stable of international publications are 
available on the CNN site through a partnership with its 
corporate cousin. 
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Fox News Channel 

Fox News Channel (www.foxnews.com) is a relative new¬ 
comer in television news in the United States as com¬ 
pared with the well-established ABC, CBS, NBC, and 
CNN networks, but it has come on strong in the past 
few years to become a popular site for online news us¬ 
ers. The site features content related to the Fox News 
network news programs, the top news stories of the day, 
business news, sports, politics, weather, lifestyles and 
living, and opinion. Much of the content is generated 
by Fox News reporters, correspondents, and others in 
the Fox News Channel newsrooms around the world. The 
site also uses a large amount of Associated Press content. 

The main sections of the site include TV Shows, which 
provide listings information about Fox News programs; 
Top Stories, which provides headlines and links to full 
stories about major news of the day; Politics, which fo¬ 
cuses on international, national, and state political news 
from the world’s capitals; Business, which offers head¬ 
lines and stories on current business news and informa¬ 
tion from Standard and Poor’s, financial and investment 
advice, and stock performance information and price 
quotes; and FoxLife, which concentrates on leisure ac¬ 
tivities such as movies and music, celebrities news, and 
other personal lifestyle news. 

The Views section of the site offers opinion essays, 
commentaries, and columns from Fox News correspon¬ 
dents, news program hosts, and contributors from outside 
the newsroom. The Weather section provides local fore¬ 
casts and conditions searches, AccuWeather dangerous 
weather alerts, and other almanac and historical infor¬ 
mation. The Fox News site also has a strong sports news 
and information presence that comes through integration 
with the Fox Sports Web site (www.foxsports.com). The 
Sports site is organized generally by sport and offers up- 
to-date partial and complete scores, sports programming 
listings, and headlines and stories of the current news 
cycle. Fox News provides an enhanced Web experience 
for its registered users. 

Los Angeles Times 

The Los Angeles Times is one of the world's leading news¬ 
papers, and a dominant news source for Southern Califor¬ 
nia. Although it is internationally known, the newspaper 
seeks to serve its home region with its online presence. 
Nonetheless, in addition to its significant audience of Cali¬ 
fornians, it also has a national and international follow¬ 
ing, according to Richard Core (2002), editor of latimes. 
com. Core has responsibility for overseeing the editorial 
production of the site. Core says about half of the site’s 
visitors come from the print edition’s primary circulation 
area of Southern California; the other half is worldwide. 

The site went on the Web in April 1995, but an earlier 
electronic edition, known as Times Link, was available in 
1993 and 1994 on the proprietary Prodigy information 
system. The site has built a considerable amount of daily 
traffic. Core said there are about 1.7 million page views 
per day (the number of pages, not single advertisements, 
seen by users). The site offers news, sports, business, and 
entertainment news stories that originate from the news¬ 
paper. This is supplemented with wire service content and 


video from KTLA-TV, an affiliated Los Angeles television 
station. But the strength of the site is the newspaper’s 
daily and weekend coverage. "We offer the whole pack¬ 
age that you would get from a metropolitan newspaper," 
Core (2002) explains. The Times’ entire print edition is 
not included on its Web site, however. This includes dis¬ 
play advertising, tables in the Business section such as 
CD interest rates or Sports section results and statistics, 
syndicated content such as comics or advice columns. 
Almost all of the Times’ news stories are posted, except 
in extremely rare cases. Some puzzles and some photo¬ 
graphs are also not included, but the site producers plan 
to improve on this. 

There is free content on the site. It includes Calen¬ 
dar Live! Web-only entertainment coverage, guides to 
Southern California, specially organized special reports, 
a searchable restaurant guide, searchable classifieds, and 
audio and video content. Original content also includes 
multimedia such as interviews with reporters on major 
local stories, documents to support reporting, and wire 
content. The site also presents affiliated television sta¬ 
tion video and audio clips and it offers graphics such as 
Flash presentations. A short-lived experiment that per¬ 
mitted readers to rewrite editorials—labeled by some 
observers as “Wikitorials”—was shut down in 2005, how¬ 
ever, because the site was flooded with distasteful content 
(Mills 2005). 

MSNBC 

MSNBC is the combined effort of Microsoft Corporation 
in Redmond, Washington, and NBC News in New York. 
The joint product of the computer software giant and one 
of the major news networks in the United States created 
both a widely watched cable television network, MSNBC, 
and a leading online news site (www.msnbc.com). Much 
of its recent popularity with online news users was due to 
its coverage of the Olympics, the war in Afghanistan, and 
terrorism threats. 

MSNBC is a leader in the creation of content solely for 
the Web. MSNBC content producers do not offer users 
as much repurposed content as newspaper sites do, for 
example. MSNBC.com uses the resources of NBC’s net¬ 
work television and radio operation, its business-oriented 
channel CNBC, and NBC affiliate stations and news ser¬ 
vices. MSNBC on the Web provides content from the col¬ 
lection of news programs from NBC News, MSNBC TV, 
and CNBC and NBC Sports broadcasts. CNBC offers 
extensive business content to the site, including live 
stock-market coverage and frequent news updates that 
are included on the Web site. The site prepares coverage 
of major daily national and international stories, updates 
on breaking stories, and in-depth reports on issues. 

The national award-winning site is searchable and 
keeps stories on the site for about a week. The site also 
offers Webcasts featuring hourly video news updates and 
extensive streaming video. The site has a reputation as a 
leader in breaking news and original journalism on the 
Internet. MSNBC.com also has developed a series of part¬ 
nerships that generate site content as well. These include 
arrangements with The Washington Post, Newsweek, 
The Wall Street Journal, ZDNet, MSN Money Central, The 
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Sporting News, Expedia, E! Online, Pencil News, FEED 
magazine, Science magazine, BET.com, inc.com. Space, 
com, Inside.com, The Motley Fool, RedHerring.com, In¬ 
ternet Broadcasting Systems, and Pioneer Newspapers. 

In addition, MSNBC.com programs interactive con¬ 
tent for MSNBC TV and NBC News on WebTV Plus. The 
breadth and depth of coverage is combined with high lev¬ 
els of personalization. MSNBC.com content is also avail¬ 
able through wireless services. The site permits a large 
degree of user customization. These features include the 
ability to design a personal front page to display prede¬ 
termined categories of headlines and news, current stock 
quotes, and sports scores. Users can also find NBC local 
affiliate stations' local news content on a daily basis. 

The New York Times 

The New York Times is one of the world’s preeminent 
newspapers. Its online edition, called New York Times 
On The Web (www.nytimes.com), debuted on January 
20, 1996. The site truly serves the world. Its readers 
come from all over the globe. Editor Bernard Gwertzman 
(2002), who is in charge of the entire editorial operation 
online, determines the home page content each day. The 
site draws about one-quarter of its audience from out¬ 
side the United States, another quarter of its audience 
from the New York metropolitan area, and the rest from 
other parts of the United States. 

The site draws high audience numbers, partly because 
of its print edition content but also because of original 
content. The content of the site varies, but reflects the 
general news standards of the company, Gwertzman says. 
All of the newspaper’s National Edition is offered on the 
online site, although the Web site pays, Gwertzman said, 
“a little more attention to entertainment." During the first 
2 months of the war on terror in late 2001, for example. 
The Times’ site carried a photographer’s journal from 
Afghanistan narrated by photographer Vincent Laforet. 
The site relies on newspaper reporters and wire services 
for most of the online content, but content at any given 
moment is a function of the time of the day. 

The Times requires online users to register at no cost 
and it uses the demographic information it obtains to 
understand its market and attract advertisers. However, 
some content, such as its leading columnists, is available 
only to users of the paid premium service. Readers can 
subscribe to free e-mail-based news alerts for major or 
breaking stories. These alerts were particularly valuable 
to readers in the aftermath of the attacks on the World 
Trade Center. Major stories are a way of life at the site. The 
site’s producers displayed the stories that won the news¬ 
paper a record seven Pulitzer Prize medallions in 2002 
for its coverage of the September 11 attacks, even though 
it is difficult to determine whether online coverage had 
any impact on the Pulitzers (Kramer 2002). The site has 
partnerships with the Financial Times, Foreign Affairs, the 
BBC, and the German news magazine Der Spiegel. 

The Washington Post 

The Washington Post (http://washingtonpost.com) has 
an international and national audience. Built on the 


reputation of the print brand of the national capitol’s 
primary daily newspaper, the site has rapidly built a 
strong following since its debut in June 1996. Douglas 
Feaver (2002), executive editor, oversees content. He said 
the site does well providing online news and information 
to the Washington metropolitan area, including suburban 
Virginia and Maryland, as well as a large international 
market. 

The Washington Post online has opted to present itself 
as a national and international online newspaper. The 
results have been impressive. Approximately 20 to 25 
percent of the site’s content is original. Feaver says about 
60 to 75 percent of news content is original and about 
33 percent of features are original to the site. Content is 
developed mostly by the newspaper’s extensive staff, but 
it is also developed by online staff writers and Associated 
Press, Reuters, and Agence France-Presse wire services. 
Although about 240 persons are employed at washing- 
tonpost.com, only five writers are devoted solely to de¬ 
veloping online content. A number of other part-timers 
contribute news, features, business, health, and enter¬ 
tainment content. “We have the entire Washington Post 
and additional information that compose our content," 
Feaver (2002) stated. “This includes wire services, exclu¬ 
sive Internet stories, restaurant reviews, and audio.” 

USA Today 

Gannett Corporation is one of the world’s largest news 
businesses. It is the largest newspaper group in the United 
States, with ninety-five newspapers and a combined daily 
circulation of about 7.7 million. It also owns and operates 
twenty-two television stations. Its flagship newspaper is 
USA Today, which has a daily circulation of 2.3 million 
and is available in sixty countries worldwide. The com¬ 
pany also publishes USA Weekend, a weekly magazine 
with a circulation of 24 million in almost 600 newspa¬ 
pers (Company Profile 2002). USA Today is internation¬ 
ally and nationally circulated five days per week and is 
one of the world’s largest newspapers. Gannett is known 
for its corporate sharing, and this benefits all of its news¬ 
papers, broadcast stations, and online sites. The online 
edition has won national awards for its online journalism 
(Accolades 2002). 

The Web edition is organized similarly to the newspa¬ 
per, with main sections devoted to news, sports, money, 
and life. News includes daily coverage from the news¬ 
paper as well as columns, opinion pieces, U.S. Supreme 
Court decisions, health and science, and local city guides. 
One of the newspaper’s widely recognized strengths is 
sports, and the online site mirrors that for Web read¬ 
ers. Baseball is one of the top attractions, drawing on 
Gannett's Baseball Weekly, but all other professional and 
amateur sports are also covered and updated regularly. 
The Money section offers business and financial world 
news as well as interactive opportunities to create and 
manage investment portfolios online. Small business tips 
are offered and consumers seeking information about 
automobiles find the site useful. The site's Life section 
reflects celebrities, television news and listings, movies 
and reviews, arts news, travel information, and a collec¬ 
tion of columnists. 
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In addition to these sections, the site offers compre¬ 
hensive and current weather information, a technology 
section, and a shopping section. Site visitors can take 
advantage of several interactive components of the site. 
These include “Talk Today,” a chance for readers to chat 
online with experts and to subscribe to e-mail newsletters. 
Readers can subscribe to five different e-mail newsletters. 
These focus on the daily news briefing, daily technology 
report, weekly book publishing news, weekly automobile 
news and reviews, and weekly retail shopping deals and 
special offers. 

The Wall Street Journal 

The Wall Street Journal introduced its online edition in 
1995. It has been designed to serve the business and 
financial communities in the United States and abroad, 
but it also focuses on general news, says managing edi¬ 
tor Bill Grueskin (2002). Most of its content originates in 
the printed edition of the newspaper, but 2 to 3 percent, 
he says, is original. The original content, Grueskin de¬ 
scribed, is mostly additional feature content. From the 
printed Journal, the site uses news from its various edi¬ 
tions. While much comes from the U.S. edition, it also 
depends heavily on its European, American, and Asian 
editions. The site’s producers also place news from the 
Dow Jones news service and other wires on the site. 

Subscriptions include access to the site’s market news, 
research and charting, current and historical stock quotes, 
use of site personalization tools, e-mail and news alert 
services, access to the Barron’s online edition, and access 
to the most recent thirty days of news archives. The on¬ 
line site is organized somewhat differently from the print 
edition. For example, Marketplace, the second section 
of the printed edition, does not appear as an online sec¬ 
tion. Instead, articles from that section appear online by 
subject. The staff of about eighty full-time reporters and 
editors put the next day’s edition of the newspaper on 
the site at about midnight (ET) the evening before pub¬ 
lication. The site provides audio and video multimedia 
content and interactivity such as discussions and reader 
feedback. The site can also be personalized for users to 
select priorities and preferences for content display. Its 
ultimate strength, in the view of editor Grueskin, is the 
exclusive online content. 

ONLINE NEWS MARKETS AND 
SERVICE MODELS 

News media often follow a market model on the World 
Wide Web that is based on geography, despite the fact that 
the Web and Internet have disposed of such limitations. 
This is often the case because the original print edition of 
a newspaper or television station is defined by a particu¬ 
lar geographic orientation or signal limitation. There is 
much uncertainty about the economic and financial fu¬ 
ture of online news. At the least, the success or failure of 
online news depends on highly complex economics (Chyi 
and Sylvie 2001). Experts are unclear about whether 
online news, such as that from online newspapers, will 
become an economically viable business (Chan-Olmsted 
2004; Chyi and Sylvie 2000). Some of this uncertainty and 


confusion is market-related. What market does an online 
news organization serve? There are four or five common 
levels of service: national/international (these may also 
be separated), regional, local, and specialized-niche (Chyi 
and Sylvie 1999; Dibean and Garrison 2001). 

There are at least four models for online news func¬ 
tions. These include the twenty-four-hours-a-day con¬ 
tinuous news model, the community bulletin board site 
model, the supplementary news site model, and the ex¬ 
clusive news site model. These models are neither dis¬ 
tinct nor mutually exclusive, and two or more of them are 
generally found to exist within a single news site. In fact, 
many news sites at the national and international level 
in particular often use all four models at a given time. 
For example, if a weather threat or other natural disaster 
occurs, many online news sites update constantly, offer 
interactivity such as bulletin boards and other outlets for 
flow of personal information, offer supplementary cover¬ 
age and information as it becomes available, and even 
create specialized sites devoted to coverage of that news 
story. This certainly happened in many communities in 
the United States and other nations following the terror¬ 
ist attacks on September 11, 2001. 

The Twenty-Four-Hours-a-Day 
Continuous News Model 

Like the wire services and cable networks, online news¬ 
papers and broadcast television stations can be operated 
on an always-on-deadline or never-on-deadline circum¬ 
stance (Smith 1999; Farhi 2000, The dotcom brain drain, 
Surviving in cyberspace). Some authorities argue that for 
an online news operation, especially traditional newspa¬ 
pers that have gone online, to survive in the new century, 
they must adopt a twenty-four-hours-a-day news radio 
or wire service approach. News organizations that offer 
constantly updated content must not only invest heavily 
in their Web sites, but must also provide both depth and 
ongoing effort to keep content current. They must be re¬ 
sponsive to the peaks and valleys of their region (usually 
10 a.m. to 5 p.m. local time) and update most intensely 
during the heaviest of traffic periods (Farhi 2000, The 
dotcom brain drain. Surviving in cyberspace). Some on¬ 
line news organizations take this approach only when 
major breaking news stories, such as the September 11 
terrorist attacks, occur. 

The Community Bulletin Board Site Model 

Many online newspapers have done more than rehash 
their print copy. Some have opted for the community 
bulletin board site model. The Boston Globe (www.boston 
.com/globe), for example, was among the first major 
newspapers to design its online version to provide com¬ 
munity information about events, featuring news about 
Boston’s arts, weather, and commerce. 

The Supplementary News Site Model 

Some print and broadcast outlets also take advantage of 
the limitless space on the Web to add additional mate¬ 
rial to online news stories that appeared in their print 
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and broadcast versions. Many local newspapers have fol¬ 
lowed this model, serving as local equivalents of CNN, 
taking advantage of online timeliness by reporting local 
breaking news stories which, if not covered online, would 
be reported on local radio or television before the news¬ 
papers (Heyboer 2000). 

The Exclusive News Site Model 

One model that print and broadcast news organizations 
have not adopted is the exclusive news site model. Ex¬ 
clusive news sites offer news not found in other forms, 
such as those other news media operated by the same 
news corporation or company. They are more common 
among zines, or electronic magazines, such as Salon and 
Slate. To date, however, few broadcasters, newspapers, or 
other news outlets have posted exclusives online, and this 
model remains more a conceptual model than one com¬ 
monly used on the Web. 

CONCLUSION 

Online news is flourishing, and its use is growing. This is 
the beginning of the online news era. In the United States 
and internationally; growth of online news in recent 
years has been significant. Online news Web sites are not 
only available in most nations and geographic locations 
throughout the world, their reach is also global. Online 
news is available to almost anyone with a computer and 
network access worldwide, yet they retain their local na¬ 
ture. While the circulation of daily newspapers across the 
United States remains flat or in decline, Web sites that 
provide news content seem to be strong. Online journal¬ 
ism in general has become a vital part of information 
available on the World Wide Web and the Internet. Since 
the mid-1990s, online magazines, wire services, newspa¬ 
pers, television stations, broadcast-cable networks, and 
subscription newsletters have matured to take advantage 
of their unique orientation, the interactive tools of the 
Web, and audiences. New technologies are introduced 
almost yearly that allow consumers new ways to obtain 
Web-based information. News consumers are embracing 
these new communication devices. The new communi¬ 
cation technologies have been viewed by news organiza¬ 
tions as opportunities to extend their reach and contact 
with news consumers at international levels. The results 
are new forms and formats of news and information, 
such as news headlines and breaking story alerts delivery 
by e-mail and messaging services to subscribers that are 
at the cutting edge of communication today. 

GLOSSARY 

Alert: Notification about a breaking news event or story 
by an online news service, usually by e-mail. 

Banner: Form of advertising that usually contains a 
graphic product image or message on a Web site. The 
size of the ad may vary, but often spreads horizontally 
across the top or other part of the page. Some banner 
ads, however, are designed in a vertical shape. 

Brand: The recognizable name of a news company 
that has been given to a news product on the World 


Wide Web or other forms of communication on the 
Internet. 

Convergence: Implementation of multimedia combin¬ 
ing text, graphics, audio, and video in online news 
presentation as well as the combination of divergent 
media technologies to produce a new medium, form, 
or method of communicating with audiences. 

Flash: Software that produces animation and video 
for Web pages and browsers. Content producers can 
quickly and easily prepare special effects through ani¬ 
mation and other techniques, interactivity, sound, and 
video. 

Headline: For an online news site, a brief sentence or 
short phrase summary of a news story, often with a 
brief abstract. These features are linked to longer sto¬ 
ries and coverage elsewhere on the site. 

Hypermedia: Links among any set of multimedia ob¬ 
jects such as sound, animation, video, and virtual real¬ 
ity. Usually suggests higher levels of interactivity than 
in hypertext. 

Hypertext: Organization of news and information into 
associations that a user can implement by clicking on 
the association with a mouse. The association is called 
a hypertext link. 

Independent: An online news organization not 
grounded in traditional, branded news media, and 
only found on the World Wide Web or Internet. 

Interactivity: For online news services, features such as 
e-mail feedback, instant opinion polls, chat rooms, and 
message boards that involve the site user in some form. 

Market: The audience served by an online news organi¬ 
zation. The grouping may be determined by founding 
or originating media markets, by geographic bounda¬ 
ries, specializations, or defined in other ways. 

Online Journalism: News presentation on the World 
Wide Web or other Internet-based formats. This in¬ 
cludes news offered by traditional news organizations 
(e.g., newspapers, television stations and networks, 
and magazines) as well as nontraditional sources such 
as Internet service providers (e.g., Yahoo! and America 
Online) and bulletin board services, Web "zines,” and 
news groups. 

Online News: Collection and presentation of current 
events information on the Web or other Internet-based 
formats, including traditional and nontraditional 
sources such as those discussed above under Online 
Journalism. 

Package: The combination of audio, video, graphics, 
and hypertext components that create a news story on 
a Web site. 

Portal: Entry points, or “doorways," to the Internet that 
often serve as home pages for users. These are offered 
by online newspapers, radio stations, and television 
stations and provide much more than just news con¬ 
tent. These sites provide activity and entertainment 
listings, community calendars, government reference 
material, online interactive features, and multimedia 
content. 

Producer: For an online news site, this is an individual 
who develops news content for a Web site. These indi¬ 
viduals work with all forms of news media to prepare 
the coverage for a story. 
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Shovelware: Software that produces content of an online 
news site that is taken from the published content of a 
newspaper, television broadcast, and/or wire service. 

Webcast: Live news broadcast or other video program 
distributed on the Web by an online news or media 
organization. 

Web Edition: The online edition of a traditional printed 
newspaper. These editions often include breaking news 
as well as extra, and often extended, content not found 
in printed editions. 

Web Log: (or Blog) Personal Web site that is prepared 
in dated log or diary format. It is an online journal that 
is regularly updated and has entries, called “posts,” 
which are usually listed in reverse order. A blog is 
maintained by a blogger and the site is usually special¬ 
ized and focuses on a single topic or subject area and 
offers information and observations from the author, 
contributors, or from other sites. Blogs create a com¬ 
munity called the Blogosphere. 

Wiki: A Web site that makes it possible for different us¬ 
ers to add, edit, and delete content, with the purpose 
of building a collective Web site. 

Zine: Independent publication on the Web that often 
offers idiosyncratic themes, irregular frequency of 
publication, ephemeral duration, and a noncommer¬ 
cial financial base. 

CROSS REFERENCES 

See Digital Libraries; The Internet Fundamentals. 
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INTRODUCTION 

The travel industry is the world’s largest industry, exceed¬ 
ing $6.2 trillion in gross output (World Travel and Tour¬ 
ism Council [WTTC] 2005). Reports from the WTTC 
indicate that tourism employs over 221 million people 
worldwide, or approximately 8.3 percent of the global 
workforce. The emergence of travel as a significant eco¬ 
nomic activity began after World War II, as travel became 
widely accessible to the general population. As shown in 
Table 1, very few people traveled internationally in 1950 
as measured by today’s standards. Yet, from 1950 to 
1970, international travel exploded, increasing by more 
than 550 percent. This growth in international travel 


Table 1: World Tourism Growth 


Year 

International 
Tourism Arrivals 
(Millions) 

International Tourist 
Receipts' 1 (Billions 
US$) 

1950 

25 

2 

1960 

69 

7 

1970 

166 

18 

1980 

286 

105 

1990 

441 

280 

2000 

681 

496 

2001 

680 

482 

2002 

700 

482 

2003 

690 

524 

2004 

763 

623 


international transport receipts excluded. 
Source: World Tourism Organization (2005). 
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continued through the 1980s and 1990s to reach over 763 
million visitor arrivals in 2004, representing over $623 
billion (U.S. dollars) in international tourism receipts. 
Since 1990, international travel has increased over 70 
percent, and for a number of countries it has grown to be 
their largest commodity in international trade. Indeed, 
the travel industry now serves as one of the top three 
industries for almost every country worldwide (Goeldner 
and Ritchie 2002). 

Information technology has played a central role 
in the growth and development of the tourism indus¬ 
try. In the early years of mass global tourism (from the 
1950s to the 1970s), the technology used was largely 
limited to computer systems that supported the internal 
functions of large operators in the transportation, hotel, 
and food service sectors. Also, a number of central res¬ 
ervation systems (CRSs) and global distribution systems 
(GDSs)—Sabre, Amadeus, Galileo, and Worldspan—were 
developed first by airlines and then by hotel companies to 
enable travel agencies (and other similar intermediaries) 
to directly access schedule and pricing information and 
to request reservations for clients. These intermediaries 
became the primary users of travel information systems, 
thus providing important links between travelers and 
industry players (World Tourism Organization Business 
Council [WTOBC] 1999). 

During the late 1980s and early 1990s these systems 
and the information they contained emerged as important 
strategic tools and highly profitable ventures, enabling 
system operators such as American Airlines and Hilton 
Hotels to grow and successfully position themselves 
within the overall travel market. The work of Mayros and 
Werner (1982) and Wiseman (1985) describes this signifi¬ 
cant development in the travel and tourism industry. An 
important characteristic of the growth of these systems 
was the inclusion of detailed behavioral information 
about each customer. Armed with this information, exist¬ 
ing systems were significantly enhanced (Poon 1993). 
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Even more important was the fact that these networks 
were proprietary and that the first movers in the mar¬ 
ket placed proprietary terminals with controlled content 
on the desks of travel suppliers and agents, thus creating 
high barriers to entry. As a consequence, the relationships 
of firms and organizations within the travel industry 
changed dramatically, placing emphasis on expanding 
strategic relationships in order to more fully exploit vari¬ 
ous business opportunities within the travel value chain. 

The success of CRSs and GDSs paved the way for the 
Internet, enabling the travel and tourism industry to 
quickly exploit its many strengths. Indeed, in many ways 
the Internet is ideal for the travel and tourism industry. 
As a communication tool, it is simultaneously business- 
and consumer-oriented. The Internet is business-oriented 
because it enables businesses to communicate with poten¬ 
tial visitors more easily and efficiently and allows them 
to better support and immediately respond to customer 
information needs through the provision of interactive 
travel brochures, virtual tours, and virtual travel commu¬ 
nities. In addition, the Internet enables tourism-related 
enterprises to communicate with their partners more 
effectively in order to develop and design offers that meet 
the individual needs of potential visitors. The Internet is 
customer-oriented in that it empowers the user to easily 
access a wealth of information, enabling the traveler to 
almost "sample” the destination prior to an actual visit. 
Moreover, emerging ecommerce capabilities enable the 
traveler to make reservations, purchase tourism-related 
products, and share trip experiences with others. 

Today, the Internet is one of the most important 
communication tools for travelers as well as travel and 
tourism enterprises. For example, studies by the Travel 
Industry Association of America (TIA; 2005) indicate that 
over one-third (37 percent) of American adults use the 
Internet to search for travel information and/or make res¬ 
ervations (see Table 2); for Americans who actually travel, 
this figure increases to 52 percent. Studies also show 
that the travel and tourism industry responded to the 
emergence of Internet-based technologies by adopting 
a number of new and innovative ways to communicate 
with consumers, as well as with other industry partners. 
As such, the travel and tourism industry is one of the most 
significant users of Internet technology as measured by 
the number of Web sites and Web pages and by online 
sales volume (Werthner and Klein 1999). Indeed, studies 
of online spending showed that in 2004 consumers spent 
$53 billion online for travel, which represents about one- 
third of all travel spending in that year. In contrast, online 
retail spending amounted to just 1.9 percent of all retail 
spending (European Travel Commission [ETC] 2005). In 
addition, travel sales amount to 43 percent of all online 
sales, making it the most important eCommerce cat¬ 
egory (eMarketer 2005). Further, surveys of American 
convention and visitor bureaus show that essentially 
every bureau maintains a Web site, with some offering 
more advanced e-commerce capabilities, and surveys of 
the Internet indicate that over 1 billion Web pages exist 
supporting the travel and tourism industry (Wang and 
Fesenmaier 2002). 

This chapter presents an overview of many of the uses 
of the Internet and other network technology applications 


Table 2: Internet Use for Travel Planning: 1997-2005 


Year 

% of U.S. Adults 

% of U.S. Travelers 

1997 

7 

8 

1998 

18 

21 

1999 

25 

33 

2000 

30 

40 

2001 

33 

46 

2002 

31 

45 

2003 

30 

44 

2004 

30 

44 

2005 

37 

52 


Source: TIA (2005). 


by travelers and the firms and organizations that compose 
the travel and tourism industry. The next section provides 
a brief synopsis of the structure of the industry and the 
role of network technologies, focusing on four major 
sectors: hotels, airlines, travel agents (and related inter¬ 
mediaries), and destination-marketing organizations 
(DMOs). It also discusses the newly emerging travel search 
engines, which could fundamentally change online distri¬ 
bution structures. Following this introduction, emerging 
marketing and management strategies are considered 
and various issues related to the development and use of 
Web sites and online management information systems 
are discussed. The subsequent section focuses on the role 
of network technologies from the travelers’ perspective. 
A variety of consumer-related technologies are consid¬ 
ered, including travel “brochure” Web sites, virtual tours, 
and mobile devices. As part of the discussion, changing 
patterns of use and their impact on the travel experience 
are considered. The last section of this chapter identifies 
five global technology-related trends affecting the future 
role of network technology applications in travel and 
tourism. 


THE TRAVEL AND TOURISM INDUSTRY 
Structure of the Industry and the Role 
of Network Technologies 

The travel and tourism industry is comprised of all 
organizations involved in the production and distribu¬ 
tion of travel and tourism products. It can be viewed as 
an umbrella industry with a complex distribution chain 
(see Figure 1) containing a set of interrelated businesses, 
such as transportation companies, accommodation facil¬ 
ities, attractions, catering enterprises, tour operators, 
travel agents, and providers of recreation and leisure 
facilities, as well as a multitude of government agencies 
(Werthner and Klein 1999). In contrast to other indus¬ 
tries, it is not a physical product but information that 
moves from suppliers to customers. To respond effec¬ 
tively to the dynamic character of the industry, this infor¬ 
mation must be able to flow smoothly among consumers, 
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Figure 1: The travel and tourism industry 
value chain (adapted from Werthner and 
Klein 1999) (CRS = central reservation 
system; CDS = global distribution system; 
LTO = local tourism organization; NGO = 
nongovernmental organization; NTO = 
national tourism organization; RTO = 
regional tourism organization) 



intermediaries, and each of the suppliers involved in 
serving customer needs. As a result, information tech¬ 
nology (IT) has become an almost universal distribution 
platform for the tourism industry. IT reduces the cost 
of each transaction by minimizing print, coordination, 
communication, and distribution costs. It also allows 
short-notice changes, supports one-to-one interaction 
with the customer, and enables organizations to reach a 
broad audience (Poon 1993). Most communications and 
transactions are now supported by Web-based systems; 
however, the Internet has not been adopted equally by 
all tourism sectors. Certain sectors, such as airlines, have 
been aggressive adopters of technology, using it to help 
manage and streamline their operations and to gain stra¬ 
tegic advantages (Buhalis 2004; McGuffie 1994). Espe¬ 
cially the low-cost carriers have long received a majority 
of their bookings through their Web sites, helping them 
keep distribution and fulfillment costs below those of 
other airlines. Others, such as the hotel sector, have been 
less enthusiastic and have only recently begun to take 
advantage of many of the benefits that the technology 
can bring (Connolly and Olsen 1999). Many traditional 
travel agencies are also lagging behind other sectors in 
terms of technological adaptation, and it is increasingly 
evident that experienced consumers are often better 
informed than professional advisers. However, given the 
way in which IT is reshaping the structure of both com¬ 
merce and society in general, its importance to the suc¬ 
cess of all types of tourism companies can only grow in 
the future. As a result, tourism companies have changed 
dramatically the way in which they conduct their business 
and are under pressure to invest further in new technol¬ 
ogy in order to maintain their competitive advantage. 

Hotels 

The hotel industry bases much of its distribution on 
direct contact with customers (Nyheim, McFadden, and 
Connolly 2004; WTOBC 1999). Historically, hotels have 


distributed information through print-based media, such 
as brochures, travel planners, and regional guides, and 
received reservations by mail, phone, and fax. Since the 
1970s and 1980s, hotelrooms have been made more acces¬ 
sible for booking through GDSs and through direct access 
to hotels using CRSs. These connections were usually 
enabled by “switch” network providers (such as THISCO, 
WizCom, and Unirez) to link a hotel's reservation sys¬ 
tems to a GDS. Such additional network "intermediaries" 
added considerable cost and complexity to these legacy 
distribution systems. In addition, such technologies have 
been inadequate, as customers have traditionally not had 
access to these systems and travel intermediaries have 
experienced difficulty and delay in finding and booking 
appropriate hotels, whereas hotels have experienced high 
clerical costs in attracting and processing bookings from 
customers. The high level of complexity and high admin¬ 
istration/transaction costs of these systems kept many 
smaller hotel properties from participating in these dis¬ 
tribution networks. The emergence of new information 
and communication technologies (i.e., Internet technolo¬ 
gies) presents new opportunities to make these processes 
more accessible and more efficient. 

Although the hotel sector overall, as compared to 
other industry sectors, has been slow to use the Internet 
(Connolly, Olsen, and Moore 1998), many hotel managers 
are becoming increasingly aware of the potential distri¬ 
bution, promotion, and interactive marketing advantages 
of the Internet. The Internet offers several advantages 
for hotels of all sizes. One of the advantages is increased 
effectiveness due to cost reduction and revenue growth. 
Another advantage is higher-quality customer relation¬ 
ships due to the possibility of personal contact services and 
dialogue with the customer (Morrison et al. 1999; Sterne 
1999). For example, customers can answer questions 
about their personal preferences for rooms, and based 
on this information, customers receive services at the 
hotel that are adapted to their preferences. The decision 
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to adopt technologies has become so important that 
many hospitality organizations have transformed their 
organizational structure to include functions and posi¬ 
tions to oversee technology-related decisions (Nyheim 
et al. 2004). There are, however, many factors that may 
limit the use of new technology—particularly for smaller 
and/or independent accommodation properties, many 
of which have limited systems for managing inventory, 
pricing, and electronic distribution. Heading the list of 
potential barriers is the proprietary nature of customized 
technology solutions found throughout the hospitality 
industry, followed closely by closed IT architectures, lack 
of technology standards, limited technology skills, as well 
as unclear business cases or return on investment analy¬ 
ses associated with IT investment (Cline 2001). 

Nevertheless, it is now generally agreed that Internet- 
related technologies are the single greatest force driving 
change in the hotel industry and will continue to have 
dramatic and sweeping implications on how hotels con¬ 
duct business in the future. Hotels are expected to posi¬ 
tion themselves strongly on the Internet to take advantage 
of its distribution capabilities such as reach, content dis¬ 
semination, feedback collection, interactivity, and one- 
to-one marketing. Further, current trends indicate that 
this greater involvement in IT by the hotel industry will 
increasingly encompass customer-centric approaches to 
capitalize on the cost structure and long-term potential of 
the Internet while at the same time differentiating prod¬ 
ucts and building lasting value propositions. 

Airlines 

Air transportation systems worldwide are being dramati¬ 
cally affected by technological developments. Many of 
these developments focus on the use of Internet technol¬ 
ogy to improve the efficiency of operations (Sheldon 1997; 
Buhalis 2004). However, the early use of IT in the airline 
industry was characterized by asynchronous applications 
with low degrees of interactivity and integration (Jarach 
2002). The first applications of computer technology to 
airline operations emerged in the 1950s when CRSs were 
designed. The primary function of computerized air¬ 
line reservation systems was to simplify the process of 
booking flights by allowing travel agents to find relevant 
flight information and make reservations directly from 
their terminals without having to call airline reserva¬ 
tions offices (Klein and Langenohl 1994; Buhalis 2003). 
Because of their many operational and cost-related 
advantages, CRSs became essential for the distribution 
of airline tickets through travel agencies. 

Until the mid-1970s, airline computer reservation 
systems were used only for proprietary airline informa¬ 
tion, and the major airline companies all had their own 
CRSs (Sheldon 1997). Some of the CRSs were combined 
to become GDSs, which provided multiple carrier infor¬ 
mation and constituted important electronic distribution 
channels. The major GDSs include Galileo, Amadeus, 
Sabre, and Worldspan, and these are now available 
through the Internet. These airline reservation systems 
provide a number of functionalities to travel agencies, 
including flight schedules and availability, passenger 
information, fare quotes and rules, and ticketing. Most of 
the systems now also enable consumers to view schedules. 


fares, and fare rules and to book flights. In addition to 
developing reservation systems as the predominant dis¬ 
tribution channel, many airlines have invested heavily in 
information systems to automate other areas of airline 
operations and management, which can be categorized 
into two sections: (1) systems for streamlining operations 
such as baggage and cargo handling, cabin automation, 
and safety control, and (2) decision-support systems to 
aid in decision-making related to flight scheduling and 
planning, crew scheduling and management, gate man¬ 
agement, and departure control. 

More recently, however, airlines have increasingly 
focused on consumer Web sites. The main attraction for 
carriers in adopting a Web site is the development of a 
radically new distribution channel that may encour¬ 
age the use of new booking and sales processes. Thus, 
exploitation of the Internet at the customer interface has 
become a key catalyst in the transformation of the airline 
industry (Mclvor, O’Reilly, and Ponsonby 2003). Another 
powerful application of new technology has been devel¬ 
oped in the area of yield-management systems. These 
systems integrate sophisticated databases with complex 
mathematical modeling, thus allowing airlines to price 
tickets in real time based on changing availability and 
booking patterns. In an industry with a product as per¬ 
ishable as travel, yield management has been critical to 
effectively manage profitability. Airlines have pioneered 
and still lead the development of these yield-management 
information systems. 

Travel Agencies/Online Intermediaries 

Travel agencies are intermediaries that arrange travel 
plans and distribute travel information to individual trav¬ 
elers, with some agencies specializing in certain market 
segments or products. In addition, many travel agencies 
function as tour operators, designing their own package 
tours and selling them either directly to the traveler or 
through other agents. Travel agencies use information 
intensely and therefore need IT to process that informa¬ 
tion. In fact, information on travel products, destina¬ 
tions, schedules, fares, rates, and availability is their most 
important product and defines their existence. The more 
information a travel agency can access electronically, the 
more timely, accurate, and efficient services it can pro¬ 
vide to its clients. 

The most prevalent application of IT in travel agen¬ 
cies is the GDS terminal, which was first placed in travel 
agents’ offices by major airlines to facilitate airline book¬ 
ings in the 1970s (Sheldon 1997). GDS terminals are still 
the major information and booking tools used by travel 
agents for all types of travel products. However, the advent 
of the Internet has significantly changed the way travel and 
tourism products are distributed. Increasingly, consum¬ 
ers can access information online, and travel agents have 
been forced to adapt to this change. Travel agents have 
an ambivalent relationship with the Internet because it 
can be a threat in that it makes products available directly 
to the consumer and yet it also provides additional busi¬ 
ness opportunities. Many travel agencies offer services on 
the Internet, giving them a much broader geographic con¬ 
sumer base than if they operated in traditional ways. They 
can receive bookings from clients through the Internet 
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and can even book passengers on flights without issuing 
paper tickets. Travel agents can also use the Internet as a 
research tool, and this might be particularly important in 
the future as some travel products become available only 
via the Internet. In addition, IT applications can be used by 
travel agencies to create value-added products or services 
through the online provision of their travel expertise in 
combination with the wider range of travel products and 
services available on the Internet. However, realizing that 
physical location is irrelevant in today’s electronic mar¬ 
ketplace, new types of travel agencies that exist only on 
the Internet, such as Expedia and Travelocity, are emerg¬ 
ing and continue to raise the level of competition among 
travel agencies. Consequently, travel agencies that prosper 
on the Internet are those that offer specialist advice and 
services well beyond those available through simple book¬ 
ing agents. 

Destination-Marketing Organizations 

Destination-marketing organizations (DMOs) are typically 
not-for-profit, government-funded, small and medium¬ 
sized, information-intensive organizations that perform 
a wide range of activities to coordinate the diverse com¬ 
ponents of the tourism industry (Gartrell 1988). DMOs 
act as a liaison, collecting and providing information to 
both the consumer and the industry in order to facilitate 
tourism promotion and development of a specific area. 

In general, DMOs have been slow to adopt IT in 
their operations and marketing activities (Wang and 
Fesenmaier 2006). It was not until the late 1980s that 
computer systems were adopted by the larger DMOs to 
enhance publications and information operations and, 
to a lesser extent, to support reservation services. Dur¬ 
ing the late 1990s, as desktop computing technologies 
became more widely available, DMOs began to use IT 
more extensively. More and more DMO directors realized 
that Internet marketing was an inseparable, often critical 
part of their overall marketing endeavor (Yuan, Gretzel 
and Fesenmaier 2006). They have since developed a high 
level of interest in the Internet because the use of the 
Internet offers the potential to reach a large number of 
consumers at relatively low cost and provides informa¬ 
tion of greater depth and quality than traditional media. 
In other words, using Internet technology enables DMOs 
to promote their destinations’ tourism products and serv¬ 
ices better, present associated organizations more equally, 
and collect customer information for effective customer 
relationship management (CRM). More importantly, the 
Internet allows them to improve business processes, con¬ 
duct marketing research, provide customer service, and 
facilitate destination management and planning with less 
dependency on time and space. Indeed, the key to suc¬ 
cessful destination marketing efforts depends primarily 
on the representation and provision of timely and accu¬ 
rate information relevant to consumers’ needs by using 
Internet technology (Wang and Fesenmaier 2006). 

Despite this potential, DMOs have not been particu¬ 
larly quick in establishing a sophisticated Internet pres¬ 
ence. Several factors have contributed to the current 
status of DMOs’ Internet strategy. One factor is related 
to the complex structure and relationships of the various 
constituents DMOs represent. The travel and tourism 


industry has a very complex structure, with a large 
percentage of the organizations classified as small busi¬ 
nesses (Gartrell 1988). Among the DMOs’ constituents 
are government agencies, marketing organizations at dif¬ 
ferent levels, suppliers, and distributors. Although each 
entity maintains critical relationships with other entities 
in order to deliver the desired products and services, the 
enormousness of this diverse industry as well as the dif¬ 
ferent benefits these constituents are seeking make the 
job of DMOs complex and difficult. 

The unique characteristics of the Internet and the 
capabilities required of DMOs for implementing effective 
Internet marketing have also been identified as important 
influences. Marketing is a creative and adaptive discipline 
that requires constant regeneration and transformation in 
accordance with changes in the environment (Brownlie 
et al. 1994; Cronin 1995). Thus, conventional marketing 
activities cannot be implemented on the Internet in their 
present form (Hoffman and Novak 1996). For Internet 
marketing strategies to be successful, DMOs have to be 
aware of the capabilities and characteristics of the Inter¬ 
net and need to start developing new marketing concepts 
and paradigms, because the Internet presents an environ¬ 
ment for marketing activities that is fundamentally differ¬ 
ent from that of traditional media (Connolly and Sigala 
2001). Despite these problems and challenges, DMOs 
have begun to recognize the opportunities that emerge 
from using the special features of the new medium, in 
particular the interactivity and multimedia capabilities it 
provides. As a result, the number of DMO Web sites is ris¬ 
ing rapidly, offering online destination information with 
increasing quality and functionality. However, with the 
explosive growth of the Internet, destination information 
is available from many sources, including travelers them¬ 
selves. In this extremely competitive environment DMOs 
have to constantly reevaluate their priorities in marketing 
activities to ensure their relevance. Thus, with the trans¬ 
parency of the Internet comes also a greater emphasis on 
measurement and reporting (Gretzel et al. 2005). 

Travel Search Engines 

Travel search engines (TSEs) constitute the latest addi¬ 
tion to intermediaries in the tourism industry and, as in 
the case of CRSs, their emergence was technology-driven. 
Travel search engines allow consumers to conduct meta¬ 
searches of several online travel booking sites. TSEs apply 
sophisticated search engine technology to search a net¬ 
work of proprietary databases, thus giving users a wider 
range of options and greater price transparency. TSEs are 
thought of as more consumer-friendly than other online 
booking Web sites because they crawl the Web sites of 
travel suppliers more frequently, consequently generat¬ 
ing an even broader array of choices (Eyefortravel 2005, 
A strategic analysis). After a selection is made from the 
search results, TSEs send users directly to the supplier’s 
Web site to complete the purchase. Thus, TSEs are mov¬ 
ing up the value chain by offering travelers a one-stop 
search model, enriched content, and user-friendly inter¬ 
faces. 

Sidestep has emerged as the leading TSE, followed by 
Cheapflights. Other main players include Kayak, Yahoo! 
Farechase, Mobissimo, and Qixo (Eyefortravel 2005, The 
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ultimate travel search engine). However, the TSE market 
is currently small and has not yet had a significant impact 
on the online tourism industry. As of mid-November 
2004, the top six travel search engines held only a com¬ 
bined 0.42 percent share of all traffic to online travel 
sites. In contrast, Expedia, Travelocity, and Orbitz held a 
combined 16 percent share of online travel traffic for the 
same time period (EyeforTravel 2005, The ultimate travel 
search engine). However, TSEs have the possibility to 
directly impact existing revenue models in the online 
tourism industry because tourism suppliers consider 
TSEs a new marketing tool that drives traffic to their own 
Web sites (Eyefortravel 2005, The ultimate travel search 
engine). According to Hitwise (2005), the market share of 
visits to four of the major TSEs tripled from October 2004 
to April 2005, whereas visits to the top five travel agency 
sites (Expedia, Travelocity, Orbitz, Yahoo! Travel, and 
Cheap Tickets) increased by only 11 percent. Hitwise also 
reports that visitors to top travel search engines are more 
likely to be older, with Mobissimo attracting the largest 
number of visitors over the age of 55 (25 percent of total 
visitors). It is expected that as Baby Boomers retire and 
have more leisure time, this price-conscious group will 
become a powerful driver of traffic to travel meta-search 
engines (Hitwise 2005). 

Emerging Marketing and Management 
Strategies 

The adoption of IT has transformed the way in which the 
tourism industry conducts business. With the assistance 
of new technology, especially the Internet, new opportuni¬ 
ties have emerged for tourism organizations, which ena¬ 
ble them to market their travel products and services and 
manage their daily business activities more effectively. In 
particular, innovative marketing and management strate¬ 
gies have evolved in the areas of Web development, Web 
advertising/promotion, e-commerce activities, customer 
relationship management, and the use of online destina¬ 
tion management systems. 

Web-Site Development 

Hanson (2000) observed that there are three major stages 
in Web-site development: (I) publishing, (II) database 
retrieval, and (III) personalized interaction. Stage I sites 
provide the same information to all users. Though a stage 
I site can contain thousands of pages, pictures, sounds, 
and videos, it is limited in the dialogue it affords between 
the travel Web site and the user because it only broadcasts 
information from the Web site to the viewer. Modern Web 
tools make stage I travel Web sites easy and inexpensive 
to develop in that almost any document can be converted 
and moved online. 

With experience and investment, the travel organi¬ 
zation moves to stage II Web sites, which combine the 
publishing power of stage I with the ability to retrieve 
information in response to user requests. The responses 
are dynamically turned into Web pages or e-mail. Inter¬ 
activity and dialogue have started, although this activity 
is limited to a series of "ask-respond” interactions. How¬ 
ever, the ability to use Web sites as points of access to 
images, sounds, and databases is particularly valuable. 


A stage III travel Web site dynamically creates a page 
catering to an individual customer. It moves beyond 
an “ask-respond” interaction into a dialogue and may 
anticipate user choices and suggest possible alternatives. 
A stage III travel Web site does more than just react to 
requests typed into forms or selected by clicking on an 
image. It requires the capabilities of stages I and II plus 
the customization of content and functions to the needs 
of a specific user. 

DMOs use Web-based technologies in different ways 
and with varying intensity, owing to different back¬ 
grounds, financial resources, and marketing objectives 
(Yuan and Fesenmaier 2000). Some DMOs are at a pre¬ 
liminary stage of using Web technologies for marketing 
activities, and these Web sites are typically used only to 
broadcast information by providing brochure-like infor¬ 
mation. Others are more advanced and sophisticated 
in this regard, taking advantage of Web technologies 
to make business activities more effective and efficient, 
or even to reengineer whole business practices. More 
advanced DMO Web sites typically include more sophisti¬ 
cated capabilities, such as interactive queries and request 
forms, personalization, recommendation functions, 
streaming video, and interactive maps. 

Web Advertising/Promotion 

The Internet is an almost pure manifestation of market¬ 
ing principles and practices (Inkpen 1998). It is a tourism 
marketer’s dream because: (1) it enables travel compa¬ 
nies of different sizes to compete on more equal terms, 
and (2) it allows a travel company to open up a direct and 
potentially personalized channel of communication with 
its customers. In other words, travel companies of all sizes 
are much more equal in their competition for consumers’ 
attention on the Internet. Travel is the most important 
business on the Web in terms of the volume of adver¬ 
tising and promotion (eMarketer 1999). It is also most 
likely to generate revenues and achieve profits through its 
Web presence. However, in order to be successful in Web 
advertising/promotion, tourism organizations have real¬ 
ized that the Web is a medium that combines the elements 
of other media. Hoffman and Novak (1996) describe the 
new form of communication that the Internet provides 
as an "interactive multimedia many-to-many commu¬ 
nication model,” in which interactivity can be with the 
medium in addition to through the medium. Travel and 
tourism fit especially well with interactive media because 
they constitute an information-intensive industry in 
which transactions can be rather easily made online. The 
industry has therefore largely embraced new advertising 
techniques such as viral marketing, search-engine opti¬ 
mization, and cost-per-click advertising. 

E-Commerce Activities 

Before the onset of the Internet, electronic commerce was 
usually conducted over a proprietary network connecting 
a group of organizations such as airline companies, travel 
agents, and hotels through CRSs or GDSs. The nature of 
the transaction was purely business-to-business. Tourism 
businesses now use the Internet as a means of redefining 
their focus, creating new products, finding new distribution 
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channels, and creating new markets. Forexample, the major 
airline sites now offer customer reservations, electronic 
tickets, seat selection, in-flight merchandise, and reward 
points; in addition, some of the airlines have enhanced 
their sites to offer lodging, transportation-package deals, 
and cruises through their alliance partners. 

The use of the Internet in the travel and tourism indus¬ 
try has also been driven by the convergent forces of the 
shift of consumer behavior toward more intensive uses of 
online environments and the successful adaptation of mar¬ 
keting and sales strategies by the industry. For many con¬ 
sumers, online booking of travel is already the norm, and 
this can only be expected to strengthen in the immediate 
future. Travel is a product that online consumers want to 
purchase; indeed, according to Forrester Research (1999), 
it is the product that those who are online, but have not yet 
purchased online, want to purchase most. From the point 
of view of travel and tourism suppliers, however, there 
is some reticence from certain sectors of the industry, 
such as cruise lines, to compete directly with their tradi¬ 
tional intermediaries by making the move to direct sales, 
whereas others, such as airlines, have embraced the new 
online channels with great enthusiasm. 

From an industry perspective, increased e-commerce 
activities have led to greater disintermediation and more 
direct contact with consumers. Traditional intermediaries 
(e.g., wholesalers, incoming agents, tour operators, travel 
agents) built up a distribution system characterized by 
complexity and cost. The widespread growth of the Inter¬ 
net is creating a more complex but efficient information 
and distribution system in which distribution is handled 
through a variety of channels. This includes more direct 
distribution, where the supplier, regardless of location, 
sells directly over the Internet to the consumer. Disinter¬ 
mediation will drive more responsive product offerings 
from suppliers and a greater focus on customer loyalty 
and retention. Distribution continues to involve interme¬ 
diaries who offer advice, aggregation, and value-added 
customer services, but pricing has become more trans¬ 
parent, and distribution cost is often paid by the travelers 
rather than just by the suppliers. Such a complex distri¬ 
bution environment emphasizes the importance of yield 
and channel management not only for major tourism 
companies but for suppliers of all sizes. 

E-commerce solutions are gaining momentum and are 
expanding beyond reservations to include supply-chain 
management (e.g., procurement), internal business appli¬ 
cations through intranets, and other business-to-business 
transactions as well as business-to-customer sales. It is 
certain that the Internet will continue to become faster, 
more reliable and secure, and also more feature-rich. In 
addition, it will become more mobile through portable 
devices such as personal digital assistants (PDAs) and cell 
phones that can communicate with ambient intelligent 
devices embedded in appliances and will increasingly be 
enabled by speech, thus truly giving customers anytime, 
anywhere access in a format conducive to their needs. 

Customer Relationship Management 

Customer relationship management (CRM) is a mana¬ 
gerial philosophy that calls for the reconfiguration of 
the travel organizations activities around the customer. 


Successful CRM strategies evolve out of the ability to 
effectively capture exhaustive data about existing and 
potential customers, to profile them accurately, to iden¬ 
tify their individual needs and idiosyncratic expectations, 
and to generate actionable customer knowledge that 
can be distributed for ad hoc use at the point of contact 
(Newell 2000). Further, the success of CRM initiatives is 
dependent on the ability to collect, store, and aggregate 
large amounts of customer information from various 
sources. One of the major driving forces of CRM using 
the Internet is the ability to target each individual interac¬ 
tively. With the Internet, individuals and travel marketers 
can interact, and this direct interaction creates customer 
value and sets the stage for relationship-building. Travel 
marketers continue to seek ways for compiling accurate 
databases of personal information such as sociodemo¬ 
graphic, socioeconomic, geographic, and behavioral 
characteristics for potential customers. Such a database 
creates a wealth of relationship-marketing opportuni¬ 
ties. Crucial to the establishment of such comprehensive 
customer databases is the ability to use software agents, 
without human intervention, to collect, categorize, and 
store large amounts of personal customer information in 
a cost-effective manner for later data mining. A second 
important issue is the ability to collect the desired infor¬ 
mation directly from the primary source rather than hav¬ 
ing to purchase it from secondary sources such as travel 
and tourism consultants. Nevertheless, many travel sup¬ 
pliers, notably airlines, have been slow in adopting or 
expanding CRM systems. 

Online Destination Management Systems 

The term destination management system (DMS) has come 
into use in recent years to describe the IT infrastructure of 
a DMO, and may be defined in a number of ways depend¬ 
ing on the capabilities of the system. Increasingly, a DMS 
is regarded as having to support multiple functions. 
An integrated DMS supports not only the DMO’s Web site, 
but also a wide range of other promotion, marketing, and 
sales applications (Sheldon 1997). These might include 
the design and production of printed materials, tourist 
information center services (for information and reser¬ 
vations), call-center services, kiosks, database market¬ 
ing, project/event management, and marketing research. 
DMSs can greatly enhance a travel destination’s Web 
presence by integrating information from various suppli¬ 
ers and intermediaries and are increasingly used as the 
informational and structural basis for regional Web portal 
sites. To date, only a minority of DMOs have invested in 
such integrated systems, and DMOs often have disparate 
technology platforms running a variety of applications. 
Investment in this area, however, is accelerating. 

TRAVELERS AND THE INTERNET 

Internet technologies have not only changed the struc¬ 
ture of tourism and its related industries, but they have 
also had a profound impact on the way consumers search 
for tourism information, construct and share tourism 
experiences, and purchase tourism products and ser¬ 
vices. In contrast to many consumer goods and services, 
the consumption of tourism experiences involves often 
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extensive preconsumption and postconsumption stages, 
in addition to the actual trip, which itself can spread over 
several weeks (Jeng and Fesenmaier 2002; Moutinho 
1987). These stages of the tourism consumption process 
are typically information-intensive, and Internet technol¬ 
ogies have come to play a significant role in supporting 
consumers throughout this multistage process. The spe¬ 
cific ways in which the various technologies are used in 
the different stages depend on the particular communi¬ 
cation and information needs they are expected to serve 
(see Figure 2). For instance, Internet technologies are 
used in the preconsumption phase to obtain information 
necessary for planning trips, formulate correct expecta¬ 
tions, and evaluate, compare, and select alternatives, as 
well as to communicate with the providers of tourism 
products and services to prepare or execute transactions. 
In contrast, the functions served by technologies during 
the actual consumption of tourism experiences are more 
related to being connected and to obtaining detailed 
information relevant to a specific place and moment in 
time. During the postconsumption phase, Internet tech¬ 
nologies are used in ways that allow sharing, document¬ 
ing, storing, and reliving tourism experiences, as well as 
establishing close relationships with places, attractions, 
or product/service providers, as in the case of Frequent 
Flyer programs. For example, e-mail will typically be 
used in all stages, but mainly to obtain information or 
make reservations in the preconsumption phase, to stay 
connected with family and friends while traveling, and to 
share pictures and stories with members of one’s travel 
party or other individuals after concluding a trip. Although 
all Internet technologies are probably used by travelers 
at some point or in some way, several applications have 
been identified as being of particular importance in the 
context of tourism experiences. The following provides 
an overview of these technologies, how they tend to be 
used, and the impact they have on consumers during the 
various stages of the tourism consumption process. 


Preconsumption 

It is in the initial phase of the tourism consumption proc¬ 
ess that most of the impacts related to Internet-based 
technologies are currently experienced. Consumers use 
the Internet and its diverse applications in this first stage 
of the tourism experience to gather information, formu¬ 
late expectations, inform/support their decision making, 
and reserve or purchase the various components (trans¬ 
portation, accommodation, etc.) to be consumed during 
their trips. 


Brochureware 

Brochureware refers to Web sites or Web pages created 
by transferring the contents of printed tourism brochures 
directly to digital environments. Brochureware was one 
of the first Internet applications made available to tour¬ 
ism consumers, owing to the fact that tourism businesses 
quickly recognized the value of the Internet as a powerful 
publishing medium. Web sites designed as brochureware 
represent the simplest form of Web design and completely 
ignore the content presentation and communication 
possibilities the World Wide Web offers (Hanson 2000). 
Nevertheless, brochureware is the most common way in 
which tourism information is currently made available to 
consumers and, consequently, constitutes an integral part 
of tourism-related online experiences. Despite their obvi¬ 
ous limitations, digitized tourism brochures on the Inter¬ 
net still support consumers in that they enable potential 
travelers to browse and evaluate tourism products with¬ 
out temporal or spatial limitations. Furthermore, even the 
very basic implementations of brochureware make use 
of hypertext and provide hyperlinks that allow consum¬ 
ers to move through online tourism information in ways 
that are typically not supported by printed brochures. 
Brochureware is expected to give way to more interac¬ 
tive forms of Web-site content presentation as more and 
more tourism businesses recognize the value of engaging 
consumers in experiential ways. 

Virtual Tours 

Virtual tours are tools that enable the potential consum¬ 
ers of tourism products to explore and immerse them¬ 
selves within an interactive Web environment in order 
to gain the needed experiential information about a des¬ 
tination or tourism establishment (Cho and Fesenmaier 
2001). The term virtual tour is widely used on the Web, 
and can range from a series of pictures or a slide show 
to streaming video and highly interactive virtual real¬ 
ity settings. The realism provided through virtual tours 
creates immersion, which, in turn, leads to immediate, 
direct, and real experiences that generate a strong sense 
of presence. As a result of this telepresence experienced 
through virtual tours, consumers are able to construct a 
more vivid picture of the tourism product and are there¬ 
fore more likely to reach well-informed decisions. Thus, 
the significance of virtual tours in the context of tour¬ 
ism lies in providing consumers with an opportunity for 
"product trial" before the actual purchase. Tourism prod¬ 
ucts are, in large part, experience-oriented intangible 
goods (Vogt and Fesenmaier 1998) that are typically con¬ 
sumed at a place far away from the point of purchase and 
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often cannot be experienced without being consumed in 
their entirety. Consequently, product trial is usually not 
available to the potential consumers of tourism prod¬ 
ucts. However, tourism bears many risks because its 
components are consumed in unfamiliar environments, 
constitute a significant expenditure for most consum¬ 
ers, and typically entail high involvement on the part of 
the consumer. Given the limited opportunity for prepur¬ 
chase trial in the context of tourism, virtual tours, with 
their ability to represent tourism products and services 
in more realistic and dynamic ways than other promo¬ 
tional materials, play a crucial role in offering rich travel 
information. 


Travel-Decision-Support Systems 

The term travel-decision-support systems (TDSS) refers 
to information systems designed to simplify the travel- 
decision-making process and support consumers in the 
various steps involved in planning trips. Trip planning 
is a very complex process that consists of a number of 
decisions, which often condition each other (Dellaert, 
Ettema, and Lindh 1998; Jeng and Fesenmaier 2002; 
Woodside and MacDonald 1994). Also, each decision 
requires different kinds of information; thus, sepa¬ 
rate information-search activities are necessary. This 
increases the cost of the information-search process for 
the consumer and can often lead to information overload 
(Good et al. 1999; Hibbard 1997). The main function of a 
TDSS is to identify and present certain tourism products 
and services in accordance with consumer preferences, 
thus reducing the number of alternatives that the con¬ 
sumer would have to evaluate. The functionality of such 
systems ranges from more sophisticated search engines 
and intelligent-agent-supported information retrieval to 
true recommendation systems that enable the consumer 
to identify destinations or tourism products of interest 
(Vanhof and Molderez 1994). The use of a TDSS gener¬ 
ally requires specifying preferences such as desired date 
of travel and preferred activities. In their most advanced 
form, these systems try to mimic face-to-face human 
interactions that could occur between a consumer and a 
travel agent. In such cases, the TDSS is typically referred 
to as a “travel counseling system” (Hruschka and Mazanec 
1990). Current developments in the TDSS area focus on 
increasing the ability of such systems to capture con¬ 
sumer preferences and adapt information accordingly, 
as well as to learn from past interactions and support 
group decision-making (Delgado and Davidson 2002; 
Hwang and Fesenmaier 2001; Loban 1997; Mitsche2001; 
Ricci and Werthner 2001). Consumers can take advan¬ 
tage of such systems and benefit from the customized 
information presented to them at various stages in the 
trip-planning process. However, the currently available 
TDSS versions are still more capable of supporting con¬ 
sumers with a clear understanding of what they desire 
than helping individuals with only a vague idea of what 
they are looking for. It is expected that these systems will 
play an increasingly important role in travel planning 
as they become more human-centric in design and truly 
adaptive with respect to the needs of consumers (Gretzel, 
Hwang, and Fesenmaier 2006). 


E-Commerce Applications 

E-commerce applications are technologies that support 
online transactions between the providers and consum¬ 
ers of tourism products and services. Online reservation 
and payment options were quickly adopted by many sup¬ 
pliers and consumers and led to the emergence of tour¬ 
ism as one of the most important e-commerce categories. 
It can be argued that the reasons for this rapid adop¬ 
tion of e-commerce in tourism lie in the particular fit 
between the characteristics of tourism products and the 
capabilities of e-commerce applications. The purchase of 
tourism-related products and services typically involves 
the movement of information rather than the physical 
delivery of goods and is often concluded using credit- 
card payments. Also, the complex and strictly hierarchi¬ 
cal tourism distribution system of pre-Internet times led 
to enormous information asymmetries and little choice 
for consumers in terms of where or how to acquire tour¬ 
ism products. With the introduction of e-commerce, con¬ 
sumers were provided with a new means of buying that 
they were eager to adopt because it not only offered more 
choices through direct links to the many geographically 
dispersed industry players or new intermediaries such as 
online travel agencies, but also catered to consumers by 
providing new levels of convenience. E-tickets, for exam¬ 
ple, are a direct result of e-commerce initiatives and have 
tremendously simplified travel, especially business travel. 
Current developments in the area of e-commerce focus 
primarily on raising security and privacy standards to 
ensure safe and smooth transactions. In addition, efforts 
are being undertaken to make a wider range of tourism 
products available online. Destination management sys¬ 
tems are becoming more widespread and promise more 
extensive e-commerce adoption, thus providing consum¬ 
ers with greater access to an increasing variety of tourism 
products and services. 

Online Customer Support 

Online customer support is a summary term for Internet 
technologies that allow consumers to contact the suppliers 
or distributors of tourism products if additional informa¬ 
tion or other forms of assistance are needed. Applications 
that provide consumers with the means to communicate 
more quickly and more easily in order to get support 
are especially important in the context of tourism. First, 
the special nature of tourism products and services (see 
Kotler, Bowen, and Makens 1999 for a detailed descrip¬ 
tion) makes them more likely to require additional sup¬ 
port. It is very difficult to describe the many experiential 
aspects of tourism accurately; thus, consumers often 
require further interpretation or more detailed explana¬ 
tions. Also, tourism products and services are usually 
purchased or at least reserved long before they are con¬ 
sumed, and many things can potentially happen during 
this extensive period of commitment between travel- and 
tourism-related businesses and consumers. 

Second, geographical and cultural distances between 
travel and tourism suppliers and consumers render com¬ 
munication through traditional means very difficult. The 
Internet, on the other hand, provides consumers with 
fast, easy, and cost-effective ways of contacting the pro¬ 
viders of travel and tourism-related goods and services. 



952 


Travel and Tourism 


Technologies of support include “Frequently Asked 
Questions” sections on Web sites, online request forms, 
bulletin boards, Internet phones, e-mail, real-time chat 
options, and instant-messaging applications. These tech¬ 
nologies are currently used in very passive ways, which 
means consumers are required to initiate the contact. 
However, a growing number of tourism organizations are 
adopting more proactive approaches to online customer 
support. They provide consumers with active assistance 
either through automatic e-mail updates or by monitor¬ 
ing the behavior of Web-site visitors and offering real¬ 
time assistance through instant messaging or chat if 
they recognize search or click patterns that are typically 
associated with a need for help, such as seemingly unco¬ 
ordinated click-streams. This innovative use of online 
customer-support technologies actively encourages con¬ 
sumers to communicate with customer representatives 
and has the potential to prevent confusion or misunder¬ 
standings instead of following the traditional model of 
solving problems after they have occurred. This trend 
is driven by a recognition that personal communication 
can be more effective in resolving complaints and build¬ 
ing customer loyalty. 

During Consumption 

Internet technologies are used during the actual trip 
mainly for travelers to stay connected and to obtain en 
route information if, and only if, the need arises. The 
spread of Internet cafes at tourist destinations, the grow¬ 
ing number of accommodation establishments offering 
(often high-speed) Internet connections, and the recent 
efforts of airlines to provide in-flight Internet access to 
travelers indicate that a substantial need for these kinds 
of information and communication links exists. En route 
Internet access means anywhere-and-anytime availability 
of tourism-related information for consumers. Therefore, 
many of the trip-planning and information-gathering 
tasks of travelers could shift from preconsumption to 
during consumption and make travel much more spon¬ 
taneous if the Internet becomes more widely available to 
the traveling public. 

Mobile technologies play an increasingly important 
role in tourism due to their ability to provide travelers 
with wireless and, thus, instantaneous and pervasive 
Internet access. Handheld devices such as personal dig¬ 
ital assistants (PDAs) and cellular phones supported 
through a wireless application protocol (WAP), a global 
system for mobile communication (GSM), and short 
message service (SMS) allow travelers to take full advan¬ 
tage of the Internet while on the road. More ambitious 
developments of mobile technology go beyond simple 
access by providing real-time location-based services 
(Eriksson 2002; Oertel, Steinmuller, and Kuom 2002). 
Empowered by geographical information systems (GIS) 
and global positioning system technology (GPS) in com¬ 
bination with information available on the Internet, these 
advanced mobile applications identify the traveler’s loca¬ 
tion in space and the spatial context of this position. This 
information is then used to generate personalized assis¬ 
tance in the form of location-specific and time-sensitive 
information. Many advancements related to mobile 


technologies are spurred by needs that directly arise from 
information and communication problems encountered 
during travel. Projects such as CRUMPET—creation of 
user-friendly mobile services personalized for tourism 
(Poslad et al. 2001; Schmidt-Belz, Makelainen, Nick, and 
Poslad 2002)—and the development of wireless-based 
tourism infrastructures (e.g., the ambient intelligence 
landscape described by the Information Society Technol¬ 
ogies Advisory Group [ISTAG] [2001]), are two examples 
of the many efforts undertaken at the juncture of mobile 
technology and tourism, which represent developments 
with important implications for the future of the entire 
Internet. 

Postconsumption 

The postconsumption stage in the context of tourism 
involves treasuring souvenirs, remembering special 
moments, reliving an experience through photographs, 
sharing travel stories, and often developing a strong sense 
of attachment to a specific destination. Internet technolo¬ 
gies play a significant role in these post-trip activities and 
have started to significantly influence memory practices 
as they relate to tourism. 

Virtual communities are an example of Internet appli¬ 
cations that provide consumers with support during the 
postconsumption phase. The term virtual community 
describes a group of people who are connected through 
computer-mediated communication technologies and 
share interests and feelings in cyberspace (Rheingold 
1994). Virtual travel communities, then, are communities 
facilitated by computer-mediated communication that 
allow members to conduct various types of travel-related 
tasks, such as obtaining travel information, maintaining 
connections, finding travel companions, or simply having 
fun by telling each other interesting travel experiences and 
stories (Wang, Yu, and Fesenmaier 2002). Consumers can 
use these virtual travel communities to post photographs 
and stories/testimonials of their trip(s) on the community 
Web site, where they serve as information to other con¬ 
sumers. In addition to this purely functional aspect, vir¬ 
tual travel communities offer opportunities for members 
to fulfill hedonic, psychological, and social needs. A sense 
of belonging, fun, and self-identification are only a few of 
the benefits that can be derived from online community 
membership. In the context of tourism, the most impor¬ 
tant function virtual travel communities serve is the 
extension of travel/tourism-related experiences beyond 
the actual trip. Used as digital substitutes for traditional 
photo albums, the digital images uploaded onto commu¬ 
nity Web pages and discussion boards help recall aspects 
of trips and assist consumers in constructing memories of 
vacations. The travel stories and discussions that can be 
found in such communities mimic real-world storytell¬ 
ing activities typical of this last stage of the tourism con¬ 
sumption process. 

Tourism experiences are an integral part of the col¬ 
lective memory of families and peer groups and, thus, 
require sharing. Consequently, consumer-generated 
media (CGM) have gained importance beyond the settings 
of virtual communities. In contrast to traditional conver¬ 
sations about the adventures, fun events, or other types of 
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memorable moments of past trips, communication about 
travel experiences in blogs, virtual communities, other 
discussion forums, and personal Web pages takes place 
with an audience that has a very tailored interest in the 
topic and often resides outside the boundaries of one’s 
usual social circle. Also, the information posted by con¬ 
sumers in the course of the postconsumption recollection 
of the travel experience serves as valid information for 
consumers in earlier stages, thus closing the loop of the 
tourism information cycle. The information provided by 
other consumers is especially valuable, as it represents 
personal accounts of probably alike consumers with 
actual product knowledge and no commercial interests. 
Thus, CGM can serve as a vehicle to control the quality 
of travel products and services through consumers’ evalu¬ 
ation and ratings of a wide range of travel products and 
services. However, increasing numbers of advertisers 
and tourism businesses are discovering CGM as particu¬ 
larly suitable vehicles to communicate messages to and 
establish relationships with specific target markets. For 
instance, most major online travel agencies have started 
soliciting and featuring such content, moving it into the 
mainstream as an important customer service. This has 
also led to a new recognition, long observed in main¬ 
stream media but seldom in the tourism sector, of the 
delineation between editorial and commercial content. 
Importantly, it has focused greater attention on travel 
content (of any type) being authentic, real, and credible. 

Impacts of Internet Technology 
on Travel Behavior 

The Internet has had and will continue to have a tre¬ 
mendous impact on the way consumers search for, pur¬ 
chase, consume, and remember tourism experiences. 
However, the Internet is not the only channel through 
which consumers obtain information, communicate, or 
complete transactions. Rather, it is one of many options 
currently used by tourism consumers. Word of mouth, 
for instance, remains the most popular way of gaining 
access to firsthand knowledge about travel destinations 
and tourism experiences. Also, travel magazines and 
movies continue to be significant sources of inspiration. 
It seems that the concept of the “hybrid” consumer, who 
uses many media and technologies simultaneously (Wind, 
Mahajan, and Gunther 2002) is especially applicable to 
tourism. Thus, the Internet has not replaced traditional 
channels but has placed additional options in the hands 
of consumers. Nevertheless, many current technology 
developments aim at convergence and the creation of one 
channel that can satisfy all information search, transac¬ 
tion, and communication needs; therefore, this situation 
might change in the near future. 

In general, the Internet and its many different appli¬ 
cations have provided consumers with an incredible 
number of choices, opportunities for comparison shop¬ 
ping, and much more control over many processes related 
to the consumption of tourism experiences. The success 
of auction models such as Priceline.com, where con¬ 
sumers name prices rather than accepting the industry- 
imposed price, indicates that the market has shifted from 
a supplier- to a consumer-dominated market. 


Tourism has always been characterized by many 
alternatives. Yet many consumers lacked the necessary 
information to take advantage of the variety of tourism 
offers available. The Internet has, to a large extent, closed 
this information gap. Internet consumers are much more 
informed, and this new level of information and knowledge 
among “new” consumers has opened up many choices. 
The larger extent and different, more experiential nature 
of information available to consumers has also led to 
more accurate expectation formation and more informed 
decision making, both of which are especially important 
for the consumers of information-intensive, intangible, 
and high-involvement tourism products and services. 
On the one hand, the ease with which information can 
be made available online has placed an abundance of 
information at the disposal of consumers. On the other 
hand, it causes situations of severe information overload 
and leads to many concerns about trust. The Internet 
facilitates information representation and distribution; 
however, it also makes it more difficult for consumers 
to identify false information. Many tourism businesses 
are very small and operate thousands of miles away from 
where their customers live. It is, thus, extremely difficult 
for consumers to verify their existence, not to speak of 
the nature and quality of their business practices. Con¬ 
sequently, the consumers of travel- and tourism-related 
products can be expected to continue relying on offline 
and online intermediaries as well as official Web portals 
such as destination marketing sites to obtain reliable and 
trustworthy information about tourism establishments. 

The Internet has increased the speed with which infor¬ 
mation moves between tourism suppliers and consumers, 
and many consumers have started to expect instantane¬ 
ous information and support with respect to all aspects 
of their trips. The Internet has influenced not only per¬ 
ceptions of speed but also the extent of personalization 
expected by the consumers of tourism information and 
products. These new expectations in terms of speed 
and personalization spurred by the Internet represent an 
enormous challenge for the tourism industry and leave 
many consumers disappointed with the level of service 
they receive. 

One of the main advantages of the Internet is that it 
provides consumers with the opportunity for anytime- 
and-anywhere access to information. Many aspects of 
a trip that had to be planned well in advance can now 
be finalized while on the road. Internet technologies that 
provide consumers with such en route access to infor¬ 
mation have the potential to significantly transform trip 
planning and influence travel patterns. Recent trends 
indicate that travel is in the process of becoming more 
spontaneous and that many travelers choose to travel to 
destinations that they would not traditionally have con¬ 
sidered because of the high risk. One can only speculate 
about the impact of this trend on tourism in the Inter¬ 
net era, as extensive planning is an integral part of the 
tourism consumption process and careful preparation is 
often essential to the success of a trip (and sometimes 
even crucial to the survival of the travel party). 

The advent of the Internet has brought about 
many dystopian fears related to the future of tourism. 
Many predicted the end of travel per se and pictured 
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tourism experiences as being confined to virtual-reality 
simulations. The future of tourism on the Internet from a 
utopian perspective of course looks much brighter. Such 
a perspective interprets Internet experiences as a substi¬ 
tute for travel and, thus, a great opportunity for individu¬ 
als with disabilities or other constraints that limit them 
from traveling. Neither scenario has been realized so far. 
Internet technologies have discouraged some types of 
travel and encouraged others. The experiences presented 
on the Internet constitute far from real substitutes for 
actual travel, but they do provide invaluable informa¬ 
tion about accessibility and allow individuals with spe¬ 
cial needs to prepare more accurately for real-world trips. 
Consequently, when analyzing the influence of Internet 
technologies on consumer behavior in the context of tour¬ 
ism, one has to constantly remind oneself that the Internet 
is still in the process of becoming and that its impact on 
the consumers of travel and tourism products and ser¬ 
vices can be partly grasped but not yet fully understood. 

TRAVEL AND TOURISM FUTURES 

For the tourism industry, the Internet is clearly the biggest 
opportunity but simultaneously the biggest challenge. 
Looking to the future, of course, poses many questions; 
however, there are a number of general trends pointing in 
the direction of the future development of travel and tour¬ 
ism. In this section five technology-related trends will be 
considered: (1) the continuing speed and sophistication 
of information technology; (2) the continuing growth in 
the use and uses of information technology in tourism; 
(3) the changing forms of information technology as a 
medium for communication; (4) the emergence of a new 
tourism consumer; and (5) the emergence of experience 
as the foundation for defining tourism products. The fol¬ 
lowing will identify and briefly discuss each trend, focus¬ 
ing attention on its impact on the tourism industry. 

Trend # 1: The Continuing Speed and 
Sophistication of Information Technology 

The personal computer celebrated its twenty-fifth birth¬ 
day in 2006. In an article in PC Magazine, the personal 
computer (PC) was described as one of the most pro¬ 
found inventions in the history of mankind (Miller 2002). 
From its inception in 1981 the development of personal 
computer technology has been shown to follow Moore’s 
law—that chip density, and therefore the speed of com¬ 
puters, will double every 18 months. Thus, computers and 
computer technology have grown from the very “primi¬ 
tive” Radio Shack TRS-80 and the IBM 4.7 MHz 64K 
RAM 8088 processor, an operating system called DOS, 
and software called VisiCalc and Wordstar to today’s 
3.8-GHz machines with up to 16 GB of RAM. Over the 
years, various competitors have infused the market with 
a variety of innovations focused on expanding the power 
of the machine and the ability of the system to address 
workplace needs and encouraging society to think/dream 
about what might be in the future (Miller 2002). As the 
systems grew more sophisticated and powerful and argu¬ 
ably more human-centric, the power of the network 
was recognized and spurred even greater innovation. 


In 1990, the World Wide Web was born, along with a new 
generation of innovators seeking to build an information 
infrastructure that could enable individuals to collabo¬ 
rate from distant locations. The outcome was Mosaic and 
a decade of unparalleled innovation and “build out” in 
information infrastructure. This new orientation also 
led to the development of a variety of computer-enabled 
devices, such as cell phones and personal digital assis¬ 
tants, which are now beginning to pervade human society 
(Norman 1999). 

A number of scholars have recently reflected on the 
progress of computer technology and have concluded 
that there is much to be accomplished before comput¬ 
ers/information technologies can truly enable society to 
benefit from their power. In The Unfinished. Revolution, 
Dertouzos (2001, 6) argued that "the real utility of com¬ 
puters, and the true value of the Information Revolution, 
still lie ahead.” He suggested that over the past twenty 
years society has evolved to "fit” around computers and 
that the productivity gains from computer technology 
have been “more hype than reality." Supporting this argu¬ 
ment, Norman (1999) suggested that the real benefits will 
be realized only when computer technology becomes 
more human-centered—that is, when technology adapts 
to the needs and lifestyles of human beings. They argue 
that information appliances—computer systems that 
focus on specific tasks and are connected through the 
Internet or wireless technology—are the basis of human¬ 
centric and thus “invisible” computing. It appears that 
the focus of emerging technology is on empowering the 
individual within the framework of the human experience 
rather than defining human behavior around the needs of 
computer designers. 

Examples of emerging technology that is beginning 
to be used in the travel and tourism industry include 
online mapping technology, RSS (really simple syndica¬ 
tion) feeds, podcasting, travel recommendation systems, 
virtual reality, and travel guidance systems. A number of 
basic recommendation systems are available in a variety 
of travel-related Web sites including Ski-europe.com, 
Travelocity.com, and TIScover.com. Indeed, virtual real¬ 
ity and related technologies are evolving sufficiently to 
enable travelers to sample/experience the destinations 
prior to the actual trip. In addition, global positioning 
system (GPS)-supported travel guidance systems, which 
once were considered exotic, are actively marketed for 
automobiles. Further, tools to map locations, RSS feeds 
of travel news and podcasts of walking tours are now 
available on some DMO Web sites and are expected to be 
widely adopted within the next couple of years. 

Trend # 2: Continuing Growth in the Use and 
Uses of Information Technology in Tourism 

The number of Internet users continues to grow world¬ 
wide and as a result, the Internet’s potential as a mar¬ 
keting medium has expanded greatly and continues 
to expand. As of March 2006 71.5 percent of American 
adults, or about 144 million people, used the Internet, 
up from 66 percent the previous year. Of these Internet 
users, 83.6 percent had had Internet access for 4 years 
or more, indicating that Internet users had also become 
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more experienced (Pew Internet & American Life Project 
2006). The worldwide Internet population was estimated 
at over 1 billion users in 2005 and is projected to reach 
1.8 billion by 2010 (ClickZ.com 2005). The USC Annen- 
berg School Center for the Digital Future (2005) reports 
that Internet use has been adopted across all segments 
of American society and that the Internet’s importance 
as an information source is steadily increasing, with now 
56 percent of adult Internet users considering it to be a 
very or extremely important source of information for 
them. The Digital Future Project survey further found that 
the number of hours spent online continues to grow, ris¬ 
ing to an all-time high of on average 13.3 hours per week. 
More than two-thirds of home Internet users (70 percent) 
have high-speed Internet access (Pew Internet & American 
Life Project 2007, Home Broadband Adoption). 

Looking for travel information is one of the Top 10 
online activities of Internet users, with 73 percent of 
Internet users indicating that they have engaged in this 
activity (Pew Internet & American Life Project 2007, 
Internet Activities). TIA reports that online travel plan¬ 
ners are more likely to be female, better educated, and 
married than those who do not plan and/or book travel 
online (TIA 2005). This most recent TIA study also shows 
that most (71 percent) of those planning trips online say 
they do at least half of their travel planning on the Inter¬ 
net. Further, the percentage of online travel planners who 
actually book or make travel reservations has increased 
significantly, to 82 percent of online travel planners or 
64 percent of travelers with Internet access. Table 3 
shows that airline tickets continue to be the travel prod¬ 
uct most frequently purchased online, followed by over¬ 
night accommodations and rental cars. 

Table 3: Percent of Travel Products/Service Purchased Online 
in 2005 (among 64.8 Million U.S. Travelers Who Have Internet 
Access and Who Booked Travel Online) 


Travel Products/Services 

2004 

2005 

Airline ticket 

55.6 

55.6 

Overnight lodging 
accommodations 

46.3 

49.4 

Rental car or RV 

27.3 

26.2 

Tickets—cultural event 

16.0 

20.7 

Tickets—theme/amusement 
park 

9.0 

15.1 

Travel package 

9.4 

13.6 

Tickets—museum or festival 

10.8 

11.9 

Tickets—spectator sporting 
event 

7.6 

11.1 

Reservations for personal sports 
(like golf/skiing/water sports) 

7.3 

9.6 

Tickets—tour or excursion 

8.5 

8.8 

Cruise 

5.7 

7.1 


Trend # 3: Changing Forms of Information 
Technology as a Medium for Communication 

Industry experts have increasingly questioned whether 
the Internet is different from other media and whether it 
needs to be addressed in new ways using new strategies 
(Godin 1999; Hoffman and Novak 1996; Zeff and Aronson 
1999). The Internet is special in that both consumers and 
firms can interact with the medium, provide content to the 
medium, communicate one to one or one to many, and have 
more direct control over the way they communicate than 
using other media. When everyone can communicate with 
everyone else, not only the old communication models 
become obsolete but so do the communication channels 
that are based on them (Evans and Wurster 1999). 

In contrast to traditional media, the Internet com¬ 
bines and integrates the following functional properties: 
(1) information representation; (2) collaboration; (3) com¬ 
munication; (4) interactivity; and (5) transactions. As a 
consequence, Internet communication can be much more 
holistic than communication through traditional media. 
The Internet can simultaneously integrate informational, 
educational, entertainment, and sales aspects; this flexi¬ 
bility makes the Internet rich and appealing but also very 
complex and difficult to deal with. Interactive media such 
as the Internet build the foundation for interactive mar¬ 
keting: “The essence of interactive marketing is the use 
of information from the customer rather than about the 
customer” (Day 1998, 47). It differs from traditional mar¬ 
keting because it is based on dialogue instead of one-way 
communication, and it deals with individual consumers 
instead of mass markets (Parsons, Zeisser, and Waitman 
1998). Using these capabilities of the Internet may lead 
to deeper relationships with customers and greater per¬ 
sonalization of goods and services. Travel and tourism 
fit especially well with this interactivity aspect of the 
Internet because they are an information-intensive and 
experience-based industry. 

Network technologies enable travel and tourism 
organizations to blend together publishing, real-time 
communication, broadcast, and narrowcast (Hoffman, 
Novak, and Chatterjee 1995). It is a medium that attracts 
attention and creates a sense of community. It is a per¬ 
sonal medium, an interactive medium, and a niche and a 
mass medium at the same time (Schwartz 1998). In con¬ 
trast to traditional media, the trade-off between richness 
and reach is not applicable to the Web. Evans and Wurster 
(1999) define richness as the quality of the information 
presented (accuracy, bandwidth, currency, customiza¬ 
tion, interactivity, relevance, security). Reach refers to the 
number of people who participate in the sharing of that 
information. The trade-off between richness and reach 
leads to asymmetries of information. Thus, when DMOs 
are able to distribute and exchange rich information 
without constraint, “the channel choices for marketers, 
the inefficiencies of consumer search, the hierarchical 
structure of supply chains, the organizational pyramid, 
asymmetries of information, and the boundaries of the 
corporation itself will all be thrown into question” (Evans 
and Wurster 1999, 37). 

Part of this trend will also be the development of 
mobile electronic devices and networks that will more 


Source: TIA (2005). 
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effectively distribute complex travel content to travelers. 
Such applications will include GPS-enabled content, com¬ 
plex search capabilities; rich media, including video and 
mapping, plus real-time pricing and booking functional¬ 
ity. A series of network technology applications such as 
third-generation (3G) mobile networks and improved 
satellite coverage are now enabling the distribution of 
such rich content. With increasing usability and ever 
lower prices, it is expected that such technologies will 
be widely adopted and will increase consumers’ expecta¬ 
tions regarding the richness and relevance of information 
accessible to them. 

Trend # 4: Emergence of a New 
Tourism Consumer 

The Internet changes how people communicate and 
exchange information. The resulting abundance of infor¬ 
mation and ease of communication have led to profound 
changes in consumer attitudes and behavior. What makes 
new consumers “new" is that they are empowered by the 
Internet, which provides them with easy and cheap access 
to various information sources and extended communi¬ 
ties (Windham and Orton 2000). New tourism consum¬ 
ers are well informed, are used to having many choices, 
expect speed, and use technologies to overcome the 
physical constraints of bodies and borders (Poon 1993). 
Lewis and Bridger (2000) describe the new consumer 
as being: (1) individualistic, (2) involved, (3) indepen¬ 
dent, and (4) informed. The Internet is a highly personal¬ 
ized medium, and new consumers expect marketers to 
address and cater to their complex personal preferences. 
Consequently, new tourism consumers are “in control” 
and have become important players in the process of cre¬ 
ating and shaping brands. 

New tourism consumers are also very independent 
in making consumption decisions but, at the same time, 
like to share stories about their travel experiences with 
members of different communities. Stories can convey 
emotional aspects of experiences and product/service 
qualities that are generally hard to express in writing and, 
consequently, are rarely included in traditional product 
descriptions. Storytelling is an important means of creat¬ 
ing and maintaining communities (Muniz and O'Guinn 
2000), and Internet technologies greatly facilitate this 
form of communication and community building among 
travelers through new technologies such as blogs and 
social networking applications. Importantly, the new scar¬ 
cities of time and trust require new tourism consumers to 
rely heavily on word of mouth and the expert opinions 
of like-minded others. New travel-oriented communi¬ 
ties are brand communities or communities of interest 
and are imagined, involve limited liability, and focus on a 
specific consumption practice (Muniz and O’Guinn 2000; 
Wang et al. 2002). Travelers in this networked world are 
expected to increasingly take advantage of (or contrib¬ 
ute) to consumer-driven content—sharing their experi¬ 
ences or advice with others—across the Internet’s global 
community. This will greatly empower consumers and 
will force travel product suppliers to strive for excel¬ 
lence. It will also challenge grand narratives constructed 
by the media and large travel companies and will give 


consumers an opportunity to construct knowledge about 
a destination or product offering from a great number of 
diverse sources. In addition, this trend will likely change 
host-guest interactions, as the new consumers increas¬ 
ingly seek contact with the locals through these new 
forms of networked communication. 

At the same time, a wealth of information creates a 
poverty of attention (Lewis and Bridger 2000). New tour¬ 
ism consumers try to cope with this problem by scanning 
information depending on personal relevance and have 
become very capable of ignoring nonrelevant advertis¬ 
ing. They are, therefore, much more active in their travel 
information search than old consumers, who were largely 
passive information recipients. Attention is increasingly 
reserved for marketers who have asked for permission 
and have established a long-term relationship with the 
consumer (Godin 1999). In return for his/her valuable 
attention, the new tourism consumer expects special ben¬ 
efits such as extremely personalized services. Attention 
peaks when these travelers reach a psychologically bal¬ 
anced state of mind, a so-called flow experience (Feather 
2000). In order to reach flow, new tourism consumers 
are increasingly searching for personalized, emotional, 
and intriguing experiences through which they can learn 
about new travel and tourism products. Therefore, in the 
world of the new tourism consumer, the focus shifts from 
product attributes to consumption experiences. 

Trend # 5: Emergence of Experience as the 
Foundation for Defining Tourism Products 

It has long been recognized that travel is an experience 
and that tourism is a key part of the "experience indus¬ 
try" (Pine, Gilmore, and Pine 1999). However, the role of 
experience in consumption (including prepurchase, dur¬ 
ing purchase, and postpurchase) is only now being con¬ 
sidered as one of the foundations for effective marketing. 
Research efforts have shown that the experiential aspects 
of products and services provide the starting point for ef¬ 
fective marketing (O’Sullivan and Spangler 1998; Pine 
et al. 1999; Schmitt 1999). This research indicates that 
experiences are personal “events” that engage the indi¬ 
vidual in a meaningful way. As shown in Figure 3, the 
core element of travel experiences is the travel activity, 
whereas the tourism industry plays the part of an experi¬ 
ence “facilitator”; importantly, the setting (social or per¬ 
sonal) in which activities occur contributes substantially 
to the nature of the experience. It has been suggested 
that although the experiential aspects of travel are the 
foundation, the memories that are stored as a result of 
these experiences are the key to attracting new visitors 
as well as retaining current ones. Furthermore, it is sug¬ 
gested that stories—the mechanisms for communicating 
experiences through word of mouth or as “documenta¬ 
ries” of experiences (through articles, film, etc.) provide 
the path through which the tourism industry can build 
and extend markets. 

Schmitt (1999) and others have argued that the new 
consumer evaluates products more on their experiential 
aspects than on "objective” features such as price and 
availability and that experiential marketing should focus 
on the experiential aspects that make the consumption 
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Figure 3: Sequence of travel experience 


of the product most compelling—that is, the five senses. 
Effective experiential marketing is sensory and affec¬ 
tive. It approaches consumption as a holistic experience 
and acknowledges that consumers can be either rational 
or emotional or both at the same time. Whereas tradi¬ 
tional marketing is based on consumer behavior, prod¬ 
uct features, benefits, and quantifiable market segments, 
experiential marketing is driven by an understanding of 
consumer experiences and the need for personalization. 
New consumers require advertising that is entertaining, 
stimulating, and at the same time informative. Brands are 
no longer seen as mere identifiers but become themselves 
sources of experiences by evoking sensory, affective, cre¬ 
ative, and lifestyle-related associations (Schmitt 1999). 
Thus, experiential marketing blurs the border between 
advertising, purchase, and use as it attempts to create a 
unique shopping experience and lets the new consumer 
anticipate what the consumption experience will be like. 

CONCLUSION AND IMPLICATIONS 
FOR NETWORK TECHNOLOGY 
APPLICATIONS IN TOURISM 

The Internet and emerging network technologies have 
had a profound impact on the tourism industry. The fol¬ 
lowing briefly summarizes some expectations for the 
future role of these technologies in travel and tourism. 

• Travel will continue to be one of the most popular online 
interests of consumers. This trend will increase in mag¬ 
nitude as travel providers create more effective means 
by which to communicate the nature of their offerings. 

• The Internet and mobile communication devices are 
increasing the number of electronic connections be¬ 
tween customers and the tourism industry. These new 
technologies will continue to provide an environment 
for creating relationships, allowing consumers to access 
information more efficiently, conducting transactions, 
and interacting electronically with businesses and sup¬ 
pliers. Examples of emerging technology in the travel in¬ 
dustry include travel recommendation systems, travel 
guidance systems, and virtual reality. 

• The changes in demographic profiles of Internet users 
over the past decade suggest that the evolving Internet 
and related systems will ultimately be adopted by the 


large majority of the traveling public and, therefore, 
the Internet will be considered the primary source for 
travel information. 

• The demands of travelers, and in particular the purchase 
process(es) they use, will continue to evolve as con¬ 
sumers of travel products gain more experience and 
confidence in purchasing products over the Internet. 
Importantly, conversations among travelers (through 
travel clubs, virtual communities, etc.) will continue 
to grow and will increasingly be mediated through net¬ 
work technologies. 

• Experience- and emotion-oriented communications 
will grow in importance as human-centric comput¬ 
ing and emotionally intelligent interfaces are offered. 
These interfaces/systems will incorporate a variety 
of interpreted information, enabling the systems to 
recognize the information needs of the user within an 
emotional-psychological need context, in order to pro¬ 
vide supportive interactions and suggestions. 

• Blogging, podcasting, and social-networking technolo¬ 
gies are expected to play an ever more important role 
in supporting travel-planning activities as well as the 
construction of memories and extended experiences in 
the postconsumption phase of travel. It is expected that 
there will be an increasing need to integrate such ap¬ 
plications on tourism and travel Web sites. 

As individuals become more mobile and also more 
reliant on network technologies, they will increasingly 
demand systems that can support their lifestyle during 
trips. Travelers will expect to be able to enjoy the same 
level of technology use on the road as they do at home. 
This means that systems have to become truly portable/ 
wearable, wireless, global, integrated, and smart. Indeed, 
museums and hotel rooms provide ideal test-beds for net¬ 
worked applications such as ambient intelligence because 
of their limited range of user activities and their relatively 
small scale. Also, they can potentially serve as catalysts 
for the adoption of specific technologies, as they have 
the ability to expose applications to a significant number 
of potential users. Finally, increasing competition in the 
travel and tourism industry will force businesses to coop¬ 
erate even more. Thus, the need for high-speed, reliable 
computer networking technology will not only be pushed 
by consumer needs but will also be driven by industry 
demands. 
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GLOSSARY 

Blogging: The activity of writing entries to, adding 
content to, or maintaining a Web log (blog). A blog is 
an online publication with regular posts presented in 
reverse-chronological order. 

Central Reservation System (CRS): A system that 
provides access to information about airline, hotel, or 
rental company inventories and is used for sales, mar¬ 
keting, and ticketing purposes. The elements of a CRS 
include a central processing unit, a central database, 
and a communications network that links information 
providers and users to the central information storage 
and processing system. 

Consumer-Generated Media (CGM): Opinions, expe¬ 
riences, advice, or commentary related to products, 
companies, or destinations generated by consumers in 
the form of text, photos, and audio or video hies and 
posted in product review sections on Web sites, blogs, 
virtual communities, discussion boards, etc. 

Customer Relationship Management (CRM): A set of 
business principles with the aim of strengthening a tour¬ 
ism organizations relationships with its clients, opti¬ 
mizing customer service levels, and obtaining customer 
information that can be used for marketing purposes. 

Destination-Management System (DMS): The infor¬ 
mation technology infrastructure used by destination 
marketing organizations to support a wide range of 
promotion, sales, and advertising efforts. Typical ele¬ 
ments of such systems are technologies to design and 
produce printed materials, tourist information center 
services (including information and reservation sys¬ 
tems), call-center services, kiosks, database marketing 
applications, project/event management software, and 
marketing research applications. 

Destination Marketing Organization (DMO): An or¬ 
ganization with responsibility for marketing a specific 
tourism destination to the travel trade and to individ¬ 
ual travelers. 

Distribution Channel: A set of interdependent or¬ 
ganizations, such as tour operators or travel agents, 
involved in the process of making tourism products or 
services available to consumers. 

En Route Information: Information obtained while 
traveling, as opposed to information collected before 
or after the trip; mainly used for navigational purposes 
or to support short-term decision making during the 
actual vacation. 

Flow: A seamless, intrinsically enjoyable, self¬ 
reinforcing, and captivating psychological experience 
occurring when there is an optimal match between the 
challenge at hand and one’s skills. 

Global Distribution System (GDS): A system that 
links several central reservation systems, thus provid¬ 
ing much more global coverage than individual com¬ 
puterized reservation systems. 

Human-Centric Computing: The process of designing, 
developing, and implementing information technology 
that reflects the needs and lifestyles of its human users. 

Intermediary: A third-party organization such as a travel 
agent, tour operator, incoming agent, hotel chain, or 
CRS/GDS provider that facilitates information transfer 


and/or transactions between the primary suppliers and 
consumers of tourism products and services. 

Podcasting: A term used to refer to the technologies 
used for automatically distributing audio and video 
programs over the Internet. 

Telepresence: A mental state in which a user feels phys¬ 
ically present within a remote, computer-mediated 
environment. 

Tourism Experience: The sum of sensory, cognitive, 
and emotional inputs derived from the activities pur¬ 
sued during a vacation. 

Travel and Tourism Industry: The individuals and or¬ 
ganizations that are involved in the production and 
distribution of travel and tourism-related products. 

Travel Decision Support System (TDSS): An informa¬ 
tion system designed to simplify the travel decision¬ 
making process and support consumers in the various 
steps involved in planning trips. 

Virtual Travel Community: A community facilitated 
by computer-mediated communication that allows its 
members to conduct various types of travel-related 
tasks, such as obtaining travel information, maintain¬ 
ing connections, finding travel companions, or simply 
having fun by telling each other interesting stories 
about travel experiences. 

Virtual Tour: A tool that enables the potential consum¬ 
ers of tourism products to explore and immerse them¬ 
selves within an interactive Web environment in order 
to gain the needed experiential information about a 
destination or tourism establishment. 

Yield-Management System: Powerful computer sys¬ 
tem using advanced mathematical modeling and pre¬ 
dictive algorithms that manage pricing and availability 
information for tourism companies including airlines, 
hotels, and attractions. 

CROSS REFERENCES 

See Electronic Commerce; Electronic Payment Systems; 

Mobile Commerce; The Internet Fundamentals. 
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INTRODUCTION 

Web-based training (WBT) is learning at a distance using 
online training methods and delivery technologies. WBT 
is a subset of distance education, providing current con¬ 
tent, adaptable and flexible access, and collaboration and 
interaction opportunities with other learners, tutors, 
and knowledge sources, potentially worldwide. Mobile 
learning (m-learning), the use of portable computing 
and communications devices, and pervasive comput¬ 
ing, in which all aspects of a job or work environment 
are interconnected, are outgrowths of WBT (Leiner 
et al. 2002; Mobile learning 2004). WBT is grounded in 
the proven capacity of well-designed and well-moderated 
computer-mediated communications (CMC) to create 
and sustain effective collaborative and cooperative learn¬ 
ing environments at a distance (Fulford and Zhang 1993; 
Rose 2004; Giguere, Formica, and Harding 2004). 

Another key to WBT is the World Wide Web (www). 
The Web was at least occasionally available to 45 percent 
of the worlds population in 2003 (OECD 2005), and in 
2006 over a billion people were regarded as "Internet 
users” (Internet usage statistics 2006). The “digital divide” 
(between technology haves and have-nots) was even dis¬ 
appearing, according to some observers, early in the 
twenty-first century (Rupley 2005; Cheap tricks 2005). 

The story of WBT is not without its ups and downs, 
however: the Web as a training tool has had both spectacu¬ 
lar successes and disasters. While institutions such as the 
University of Phoenix, Concord Law School, the University 
of Monterey, and Canada’s Athabasca University were suc¬ 
cessfully using online methods to offer courses throughout 
North and Latin America and Mexico, others (Columbia, 
Wharton School, Temple University, and NYU) were expe¬ 
riencing expensive failures with WBT (Higher Education 
Inc. 2005). 

The theme of this chapter is that, as a training tool, 
the Web is potentially powerful, providing access to flex¬ 
ible, timely, relevant, and interpersonally satisfying col¬ 
laborative training opportunities, including superior 
content learning and a sense of membership in an online 
community (Hiltz, Johnson, and Rabke 1980; Rovai 
and Barnum 2003; Fahy 2004; Conrad 2005). Wherever 
flexible training and professional development (PD) are 
central to organizations or nations, WBT can offer access 
to upgrading, training, retraining, and varied lifelong 
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learning opportunities. Accompanying WBT’s strengths, 

however, are potential challenges or outright shortcom¬ 
ings (Dede 1996; Barns’ storming 2005). 

Potential advantages of WBT include: 

• WBT is available anyplace and anytime, reducing time 
and travel-subsistence costs, and increasing learner con¬ 
trol (Kaye 1989; Wagner, 1994; Bates 1995; Harapniuk, 
Montgomerie, and Torgerson 1998; Rovai and Barnum 
2003; Don’t take my PC 2004). 

• Skillful e-moderating and instructing strategies can 
produce an interpersonal experience equal, or even 
superior, to face-to-face learning, especially when tra¬ 
ditional courses are crowded or instructors overworked 
(Walther 1996). 

• Centrally stored materials can be continually and 
immediately revised and updated, ensuring accuracy 
and currency. 

• Use of markup languages (HTML, XML, SGML), and 
other interoperability provisions that are part of the Web's 
history of openness, ensure cross-platform compatibility. 

Challenges of WBT include: 

• Training materials must be carefully designed, or rede¬ 
signed, for Web delivery; a sometimes substantial ini¬ 
tial investment may have to be made in equipment 
and training (including potentially costly content man¬ 
agements systems [CMSs] and learning management 
systems [LMSs]); and trainees and instructors may 
have to learn new technical (and teaching-learning) 
skills (Welsch 2002). 

• Structure must be provided in the learning environ¬ 
ment to prevent users from wasting time, or straying 
into misinformation (Warren et al. 1996). The concept 
of e-moderating, the use of online methods for assess¬ 
ing and responding to trainees’ needs for guidance, 
feedback, motivation, and human contact, arises from 
the fact that users do not always or automatically use 
WBT technologies skillfully or willingly. 

• Bandwidth and technical limitations may restrict or 
even prohibit access to some Web resources. 

• Dropout rates may be a problem in WBT, if users’ prob¬ 
lems are not monitored and addressed. 
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In this chapter, the history, characteristics, potentials, 
and challenges of WBT will be reviewed. Included will be 
a discussion of some important underlying general train¬ 
ing principles critical to the evolution of WBT, the Web’s 
strengths and limitations for delivering learning opportu¬ 
nities, features (and limitations) of some of the technolo¬ 
gies WBT draws upon, and future prospects of WBT. 

FUNDAMENTAL TRAINING 
PRINCIPLES AND WBT 

In the first half of the twentieth century, the pioneering work 
of researchers such as Thorndike (1971), Dewey (1938), 
Skinner (1971), and Keller (1968) led to the articulation 
of fundamental learning principles. (These individuals 
researched and wrote in the fields of psychology and edu¬ 
cation, but their theories have been incorporated into the 
design of effective teaching of all kinds, including WBT.) 

Thorndike’s three fundamental behavioral laws, now 
common in WBT, were among the first to be stated: 
(1) repetition strengthens new behaviors; (2) reward asso¬ 
ciated with a particular behavior increases the likelihood 
it will be repeated, while punishment or lack of reward 
diminishes the likelihood of recurrence; and (3) individu¬ 
als often differ in their personal readiness to perform a 
new skill or behavior (Saettler 1990). 

Dewey added that individual trainee differences were 
crucial in the success of training. He and Piaget (1952) 
both recognized the importance of each individual learn¬ 
er’s personal background, and advocated that trainees’ 
experiences and previous learning be considered care¬ 
fully and accommodated as much as possible in any new 
training situation. 

Skinner applied and extended behavioral principles, 
with the “teaching machines" movement of the 1950s and 
1960s. In behavioral psychology, the trainer was “the man¬ 
ager of the contingencies of reinforcement” in the learning 
process. Besides describing the instructor's role in a new 
way, Skinner’s work illustrated points vital to the subse¬ 
quent development of technology-based training, includ¬ 
ing the value of “the program over the hardware,” and 
the critical importance of the learning materials and the 
organization of the learning environment (Saettler 1990). 

Keller’s Individually Programmed Instruction (IPI) 
model applied Skinner’s discoveries about the importance 
of instructional design. The IPI model (called the “Keller 
Plan”) emphasized individual differences in instruction 
and evaluation, including principles, later core to WBT, 
such as self-pacing, mastery before advancement, high- 
quality materials, tutoring help, prompt feedback, and 
careful and frequent evaluation, including practice test¬ 
ing (Fox 2002). Experiments such as teaching Morse code 
to World War II recruits demonstrated convincingly that 
these principles could dramatically increase the efficiency 
of procedural and skill training. 

Innovations such as IPI were impressive, but they 
encountered organizational resistance for several signifi¬ 
cant reasons that are relevant to WBT: 

• As innovations, technology-based training models 
often make new demands on institutions, trainers. 


and trainees. In particular, technology-based training 
delivery increases the responsibility of trainees for their 
own learning, while limiting instructors’ “platform" 
opportunities, serious flaws in the eyes of some train¬ 
ers (and some trainees). 

• Evaluations of technological innovations may ini¬ 
tially yield "no significant difference” findings (www. 
nosignificantdifference.org); time may be needed to 
reveal their true value. 

• Tepid managerial support may doom a technological 
innovation, especially if time and resources to prove its 
actual potential are in any way lacking. 

• Individualized training models usually require more 
advance planning and preparation, while (at least 
initially) increasing workloads on instructors and 
administrators, and resource demands on programs, 
and while sometimes destabilizing programs during 
the adjustment phase. 

• When granted responsibility for managing their own 
learning, some trainees may respond with demands 
for more individual treatment, including remedial and 
accelerated options. Overall, in individualized pro¬ 
grams, including WBT, trainees expect their individual 
performance, needs, and preferences to be acknowl¬ 
edged and better met than in typical in face-to-face 
group training. 

In the 1960s and 1970s, continued developments in 
instructional design, emerging consensus about "best 
practices” in adult learning, advances in cognitive and 
behavioral psychology, and new tools and approaches 
for the design and delivery of training converged to 
impact the emerging field of technology-based training 
and WBT. Other figures whose work influenced the evolu¬ 
tion of technology-based training include Mager (1975), 
Suppes (1978), Glaser (1978), Gagne and Briggs (1979), 
Briggs and Wager (1981), and Dick and Carey (1978). 

ASPECTS OF THE WEB AS 
A TRAINING TOOL 
WBT's Payoffs and Demands 

The Web emerged as a potentially powerful training tool, 
as training was transformed by new understandings of 
learning itself, and appreciation increased of the needs 
of trainees and training organizations (Biesenbach- 
Lucas 2004; Biuk-Aghai and Simoff 2004; Burbules and 
Callister 1998; Garrison, Anderson, and Archer 2000). 
Users responded to the Web’s training potential differ¬ 
ently, at least in part according to their appreciation of 
the importance of skill-training. Table 1 shows the range 
of possible engagement in training, from initial aware¬ 
ness to maintenance of a systematic training effort. 

The potential of WBT to address critical training needs 
comes with costs, in the form of challenges to instruc¬ 
tors and learners: different roles and responsibilities, 
changes in teaching methods and the learning environ¬ 
ment, emphasis on individual differences, new finan¬ 
cial and economic realities, and unprecedented security 
requirements. 
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Table 1: Employer Training Engagement Continuum 


Stage 1 

Stage 2 

Stage 3 

Stage 4 

Stage 5 

Gaining awareness 
of the general 
importance of skills 

Recognizing and 
understanding the 
significance to their 
own organization 

Making choices—to 
act or not to act? 

Taking action—involving 
Sector Councils 

Maintaining or 
increasing the 
training effort 


Reprinted from Conference Board of Canada {2005, 3). Used with permission. 


New Roles, Practices, Tools 

Web-based training creates changes in the ways trainees 
interact with the trainer, the content, each other, and the 
learning system (Moore 1989). Because WBT allows shift¬ 
ing of place and pace of learning, roles change; the focus 
is on the trainees’ skill development, and the tutor or 
trainer consequently becomes less the “sage on the stage” 
and more a “guide on the side" (Burge and Roberts 1993). 
Similarly, if permitted, equipped, and disposed to do so, 
trainees may assume more responsibility for their own 
learning, including accessing outside materials, commu¬ 
nicating freely with the trainer, and collaborating with 
other trainees. Overall, successful WBT programs change 
trainees’ experiences, providing greater individualization; 
making feasible self-pacing, on-demand review, accelera¬ 
tion, and practice testing; and providing ready linkages to 
a range of people and resources (Molinari 2004). 

Because of the differences between online and tradi¬ 
tional delivery, trainers in Web-based environments may 
find their duties and priorities changed. A study by the 
National Education Association (2000) of U.S. college 
instructors in a variety of institutions found that: 

• Most reported WBT was more personally rewarding 
than traditional methods: distance methods were seen 
as giving trainees better access to information, better- 
quality materials, more help in mastering the subject 
matter, and more allowance for individual needs. 

• Most instructors had at least some one-on-one contact 
with their Web-based learners, and those who had such 
contact reported higher levels of satisfaction. 

• WBT required more instructor time, which, unfortu¬ 
nately, most training organizations did not formally 
recognize. 

• Despite lack of organizational recognition of the 
greater time required, almost three-quarters of the sur¬ 
vey respondents held positive feelings about distance 
teaching (14 percent reported negative feelings). 

Materials and Instructional Activities 

In traditional face-to-face teaching, instructional materi¬ 
als may be prepared at the last minute, or even simply 
dispensed with (trainees being required to take notes 
from the comments and chalkboard musings of the 
instructor). In WBT, materials preparation is a major 
stage in program development. Complete WBT materials 
are self-contained, including organizers and instructions, 
with guidance and feedback provided through embed¬ 
ded questions and other self-evaluation activities, and 


computer-mediated communications (CMC) with the 
instructor and other learners. Support and orientation 
are provided for the technologies used. 

In well-designed and well-managed WBT, instruc¬ 
tional activities and materials may use some or all of the 
following principles: 

• Typically, a wider range of resources, some from outside 
the local environment (accessed via the Web) 

• Experiential learning and simulations 

• Collaboration replacing competition (Collins and Berge 
1996). 

• Problem- or case-based learning, increasing training’s 
realism and authenticity (students are permitted, even 
urged, to refine questions and objectives themselves, 
without constant reliance on the trainer) (Berge 1995). 

• Personal knowledge and experience valued and included 
in problem-solving activities (Newby et al. 2000). 

Multimedia are sometimes used to enhance WBT 
experiences; the impact of multimedia ultimately depends 
on recognition of certain design principles that govern 
their impact (Mayer 2001). These principles underscore 
the importance of systematic design and monitoring of 
WBT. Failure to produce instructional materials based 
on sound learning principles results in, among other 
errors, the amateurish use of effects for their own sake 
(contemptuously called “dancing baloney” by Web pro¬ 
fessionals) (HIP 2000, 2000). Failure to monitor learners’ 
responses results in greater transactional distance in the 
learning environment (Moore 1991), potentially leading 
to alienation and, in the worst cases, dropout (Frankola 
2001 ). 

New tools, such as blogs and podcasting, allow instruc¬ 
tors and trainees to develop and “broadcast" (via Internet 
RSS feeds) audio programs on any subject, downloadable 
to portable devices (iPods) or PCs. These are examples of 
how technologies offer new possibilities for delivery 
of training, and, because of their ready availability, make 
sound instructional design in serious training programs 
even more important (Magid 2005, DIY). 

"Best" Instructional Practices in WBT 

Well-designed WBT incorporates specific strategies 
known to enhance learning. One training model recom¬ 
mends that trainers strive for a balance between interper¬ 
sonal rapport and intellectual excitement, requiring the 
trainer to be interpersonally warm, open, reliable, and 
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learner-centered, while also being clear and enthusiastic 
about the training content (Lowman 1994). 

Another well-respected model suggests the following 
best instructional practices, applicable to WBT (Chickering 
and Gamson 1989): 

• Encourage contacts between trainees and instructors. 

• Develop reciprocity and cooperation among trainees. 

• Use active learning techniques. 

• Give proper and timely feedback. 

• Emphasize time-on-task. 

• Communicate high expectations. 

• Respect diverse talents and ways of learning. 

Bloom’s (1984) classic description of the “alterable var¬ 
iables” of learning also provides guidance for Web-based 
developers and trainers. Research in mastery learning 
showed that the following principles, when emphasized, 
produced learning outcomes similar to what could be 
achieved under ideal training conditions (defined as one- 
to-one tutorials): 

• Provide well-designed tutorial instruction. 

• Give timely reinforcement. 

• Give appropriate and sensitive corrective feedback. 

• Provide cues and explanations, as needed. 

• Encourage learner participation. 

• Assure trainees make effective use of time on task. 

• Help trainees improve reading and study skills, as 
required. 

In general, adult education pedagogical principles of 
relevance, immediacy, learner control, autonomy, self- 
direction, self-pacing, and individualization are core to 
WBT practice (Kidd 1973; Knowles 1978; Cross 1981). 
One of the major differences between Web-based and 
more traditional forms of training is WBTs capacity for 
accommodating the individual expectations and prefer¬ 
ences of trainees. This feature can be particularly valua¬ 
ble in meeting diagnosed “special” needs, or needs based 
on adult trainees' personal and situational variables. Per¬ 
sonal variables include age, maturity, personal health, 
time availability (and management skills), motivation, 
previous learning, financial circumstances, and life and 
developmental stages. Situational variables include loca¬ 
tion (related to the location of any required site-based 
training), admission and training program requirements, 
availability of counseling and advisement services, and 
personal issues such as transportation, health, and child¬ 
care (Cross 1981). 

WBT’s capacity to accommodate differences effectively 
partially depends on the trainees’ capacity and willingness 
to exercise independence, autonomy, and self-direction. 
Even if trainees are mature adults, the presence of the 
needed skills and confidence for self-directed learning can¬ 
not always be assumed. Trainees must be able and willing 
to exercise self-direction and independence in learning. 

The needs analysis component of the design pro¬ 
cess is particularly critical, as problems can arise in 
WBT situations when there is a mismatch between the 


self-direction the learning system permits or requires and 
the expectations of the trainees. As previously noted, mis¬ 
matches between teaching or training style and learning 
style can result in dissatisfaction with the learning expe¬ 
rience, or worse (alienation, failure, dropout). Programs 
are more successful if aligned with the developmental 
stages of individual learners. Trainee readiness may 
range from nearly complete dependency to autonomous 
self-direction, requiring the trainer to function variously 
as an authority or coach, a motivator or guide, a facilita¬ 
tor or mentor, and, at the highest levels of self-direction, 
a consultant (Grow 1991). Failure to provide learning 
conditions compatible with trainees’ expectations for 
support, interaction, or recognition may be one of the 
principal reasons for unacceptably high dropout rates in 
some WBT programs (Frankola 2001). 

Economic Factors 

The economics of WBT, though changing rapidly in the 
details, continue to directly impact training providers 
and consumers. 

For Providers 

Skills requirements continue to increase, motivating 
employers to retain proven employees with the potential 
to grow with the expectations of their jobs (see Figure 1). 

While the economic argument for training is strong, 
costs of development of WBT can be considerable, and 
vary dramatically. Primarily text-based WBT, involving 
conversion of existing materials using one of the many 
available authoring tools, may be economically accom¬ 
plished by a subject-matter expert (SME) possessing 
basic instructional design skills. On the other hand, de¬ 
velopment of 1 hour of computer-assisted learning (CAL) 
using high-level authoring languages might require up 
to 150 hours of design and programming (Szabo 1998). 
Financial considerations are primary in most WBT 
implementations: if an organization cannot afford the 
attendant costs (especially the often heavy initial in¬ 
vestment in development), it may not be able to make 
the transition to WBT, even if the need is clear and the 
organization willing (Welsch 2002). Bates (2000) argues 
cogently that costs and accessibility are the two govern¬ 
ing criteria in the successful adoption of technology; the 
same could reasonably be argued for WBT. 

WBT must be promoted realistically, without oversell¬ 
ing the possible benefits or impacts. Although WBT offers 
the potential for substantial increases in convenience and 
improvements in efficiency (including reduced training 
costs), it is important to acknowledge that results of WBT 
cannot be guaranteed to be better for all users. This is 
because of interactions among economic, technical, per¬ 
sonal, organizational, and environmental factors. One of 
the paradoxes of the past decade’s use of technology gen¬ 
erally, including training applications, has been the per¬ 
sistent finding of "no significant difference" in training 
results, accompanied by the “productivity paradox,” the 
failure of some industries to achieve economic benefits 
from technology implementations, while others made 
impressive performance gains (Fahy 1998). Nevertheless, 
when design converges advantageously with needs, 
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Source: Lavoie, Roy, andTherrien, Applied Research Branch, HRDC 


Figure 1: Skills requirements keep rising across 
all sectors—knowledge and management jobs as 
a share of total employment, 1971-1996 (Source: 
Human Resources and Skills Development 
Canada, 2002, p. 37. Reproduced with the 
permission of Her Majesty the Queen in Right of 
Canada 2006.) 


Index (1990=100) 



Figure 2: Employment growth by highest level of 
education (Source: Human Resources and Skills 
Development Canada, 2002, p. 7. Reproduced 
with the permission of Her Majesty the Queen in 
Right of Canada 2006.) 


opportunities, and a willing corporate culture, WBT has 
proven both successful and cost-effective (Welsch 2002). 

For Trainees 

Just as employers have seen the value of trained and 
skilled employees increase, employees are also aware 
that their prospects are directly related to their skills, as 
shown in Figure 2. 

As they have become increasingly aware of the 
need for personal skill training, employees have also 
come to expect that the workplace will provide timely. 


economical, high-quality, self-paced training, virtually 
anytime and anywhere (Vaas 2001). The keys to meeting 
these expectations are the cost and accessibility of the 
WBT technologies used (Bates 2000), and the relevance 
of WBT’s interaction capabilities with respect to specific 
training applications (Fischer 1997; Inculcating culture 
2006). 

For trainees with “special” learning needs, WBT's in¬ 
teraction capabilities can provide important advantages. 
The mobility-handicapped, and those with learning dis¬ 
abilities, often find an environment with more learner 
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controls, typical of WBT, helpful (Keller 1999). Two core 
features of WBT directly applicable to special-needs 
trainees include: 

• Structure, including advance organizers; clearly stated 
objectives, schedules, and timelines; embedded com¬ 
prehension checks; integrated media under learner 
control; multimodal presentations; user-accessible 
performance records and reports; and communication 
links with the trainer and other support resources. 

• Flexibility—any place, any pace access. 

Trainers working with special-needs audiences must 
have enhanced capabilities to monitor progress, includ¬ 
ing easy communications with other helpers and sup¬ 
ports. Trainees without special needs can also benefit 
from features of WBT, as these can potentially increase 
satisfaction and lower stress in general by reducing po¬ 
tential conflicts between the demands of training and 
participants' careers and personal lives. WBT’s emphasis 
on interaction may help address: 

• Feelings of inadequacy at the sheer amount of material 
to be covered. 

• Delays in receiving feedback or answers to questions. 

• Keeping up with the variety of discussions and inter¬ 
action often present in online (computer-mediated 
communications, or CMC) discussions. 

• Adjusting to the absence of visual cues in group rela¬ 
tions. 

• Fatigue and health problems arising from reliance on 
unfamiliar technologies (eye strain or posture prob¬ 
lems at the computer, for example). 

Security Issues 

System and Personal Security 

Security is a critical element of Web-based systems in 
general, and of training systems in particular, especially 
wireless systems. By one estimate, malware of all kinds 
caused $55 billion in losses to Web users in 2003. Since 
2003, damaging and hard-to-detect worms and Trojan 
horses have become the most common forms of mali¬ 
cious code. The threat is increasing: the virus-to-e-mail 
ratio was expected to go from 1 in 700 in 2000, to 1 in 
2 by 2013; spyware has also become more prevalent and 
potentially damaging (Outbreak 2001; Airborne outbreak 
2005). 

In addition to protecting itself, a WBT training tech¬ 
nology must also provide security for its users. Confirm¬ 
ing and safeguarding the identities of trainees is a special 
problem in WBT, especially if they do not routinely meet 
face to face with instructors. Just as failure of a security 
system might expose a training organization to embar¬ 
rassment, expensive down time, or even litigation, failure 
of an organization’s screening and monitoring systems 
leading to a fraudulent registration, award of credit, or 
granting of a credential might be disastrous for its repu¬ 
tation. Biometric and other devices may make checking 
identities of trainees, supervising remote testing events, 
and blocking spyware (thus protecting the records and 


identities of participants) more practical and economical 
(Buderi 2005; Talbot 2006). 

PRESENT AND FUTURE PROSPECTS 
OF WBT 

While WBT has proven its potential value for train¬ 
ing delivery, some barriers continue to restrict or slow 
its expansion and impact its uses in complex training 
environments. These barriers arise chiefly in relation to 
bandwidth availability, user access to and adoption of 
required technologies (especially for m-learning), and user 
activity (especially unproductive and addictive behavior). 
Major opportunities lie in mobile learning and pervasive 
computing. 

Bandwidth and Access 

Broadband 

Today, most North American Internet users have broad¬ 
band access, from home or work, though broadband 
is more accessible in many European and Asian coun¬ 
tries than in North America (Free speech and witch hunts 
2005; Internet usage statistics 2006). Comparisons can be 
complicated by the fact that technologies with the same 
name sometimes have different performance characteris¬ 
tics: ADSL (asymmetric digital subscriber line) in Korea, 
for example, delivers 20 Mbps, while in Japan the rate is 
26 Mbps, and in Switzerland it can be as low as 500 to 
700 Kbps (Broadband 2004). 

One of the implications for WBT of the increasing 
ubiquity of broadband is the increasing availability and 
lower cost of the accompanying technologies, including 
broadband-based TV (IPTV), and voice over Internet pro¬ 
tocol (VoIP; voice only, or voice plus video). IPTV com¬ 
petes with satellite and cable versions in functionality, at 
considerably lower cost (Telcom broadcasting 2005). 

Voice over Internet Protocol 

VoIP permits the use of computers for voice and limited 
video communications, either as two-way private con¬ 
versations or in multipoint group (class) sessions. While 
broadband is helpful, voice-only users may require no 
more than dial-up access to the Web, plus a sound card, 
microphone, and speakers. For voice and video, VoIP 
typically provides a small video display, with a refresh 
rate governed by bandwidth. (IP video is currently not of 
full-motion quality; its jerkiness and grainy nature lead 
some users to switch it off completely, relying on audio 
alone.) The quality of IP audio is usually good to very 
good. VoIP services are cheap, and may even be free for 
small numbers of users. Technical advancements, the 
low cost of VoIP, and growing experience suggest that 
this technology has a bright future in WBT situations, 
offering immediate advantages for interaction and sup¬ 
port (Miller 2004; Dvorak 2005, The coming death of 
cheap VoIP, 2005, Inside track). 

Wireless Systems 

The cost of installing short-range “fixed" wireless systems 
in buildings or campuses is less than the cost of wiring 
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(or rewiring). Besides cost savings, wireless technologies 
install more quickly and are highly portable. Wi-Fi for 
small areas, and Wi-Max for areas up to 30 miles from the 
broadcast point, with transfer speeds of up to 15 Mbps, 
are available (Roush 2004; Hutson 2005; Fast tracked 
2005; Why wait? 2005; Quain 2005). Wi-Max also offers 
a mobile capability, permitting reliable digital mobile 
TV transmission to handheld devices and PCs (Ellison 
2005). The costs of other types of wireless technologies 
with wider coverage areas, such as cell phones and IM 
(instant messaging), are also dropping, and their reliabil¬ 
ity is increasing (Grimes 2003; Garfinkel 2004; Rupley 
2004). All of these technologies have potential impacts 
on WBT, and some have already been tried successfully 
(www.wirelessdevnet.com). 

Satellites provide a powerful, though more costly, 
alternative to ground-based data transmission for wide¬ 
spread, large-scale WBT systems. All the usual production 
costs apply to satellite-based delivery; costs may in fact be 
higher, since the greater potential audience warrants higher 
production values. In addition to the costs of developing 
and launching the satellite, the impact of equipment fail¬ 
ure is significant, given the inconvenience of service calls. 

Despite a downward trend in cost, wireless systems for 
WBT have some major disadvantages: even when trans¬ 
mission speeds are not slower than wired broadband 
(they often are), interference may lead to transmission 
errors, reducing effective speed (a problem exacerbated 
by the presence of other electronics); range depends on 
the site layout and configuration of the network (includ¬ 
ing building characteristics and materials); and wireless 
systems are more vulnerable to security threats. 

Unproductive Internet Use and Addictive Behavior 

Technology in general does not automatically increase 
productivity; in fact, there is evidence that it may even 
decrease productivity, especially in the short-term, while 
systems and people adjust to is presence (Fahy 1998; Dalai 
2001). More serious problems arise from users’ behavior, 
especially unauthorized use of technologies during work 
hours, and addiction. Both have implications for the pro¬ 
ductivity of WBT, especially where trainees are at a dis¬ 
tance or are otherwise minimally supervised. 

Huge amounts of time can be wasted online. In 2003, a 
study found that employees spent an average of 4.5 hours 
per week on the Internet at work for “personal reasons,” 
leading 57 percent of employers to adopt policies defin¬ 
ing legitimate Internet use (up from 33 percent in 2000) 
(Employees spend 2003). A more recent study found that 
half of employees surveyed spent from 1 to 5 hours on¬ 
line daily for personal reasons, most commonly reading 
the news, but also on travel, personal e-mail, shopping, 
and financial tasks (Punching out 2004). The problem is 
not new: some time ago, the U.S. Treasury Department 
noted that 40 percent of the inquiries it received came 
from workplaces, and e-Bay is one of the most often ac¬ 
cessed Web sites from workplace locations. The problem 
is exacerbated by the fact that employees often do not 
perceive a problem with this use of their time and com¬ 
pany resources: only one in ten employees in one survey 
felt using the Web for non-work reasons was unethical 
(Workers find 2001). 


In addition to the potential for lost time (and drain on 
network resources) constituted by time spent online but 
off-task, some Web users become addicted to the tech¬ 
nologies. For example, though only about one in four 
business e-mails actually requires immediate attention, 
one study found that substantial numbers of employees 
(34 percent) check their e-mail continually during the day, 
42 percent check their business e-mail while on vacation, 
and 23 percent check it on weekends (E-mail addiction 
2001), behavior that, if indicative of compulsive or ad¬ 
dictive tendencies, requires WBT instructors’ vigilance 
(Whittaker 2005; Breeding evil? 2005). 

The above reinforces the point made previously that 
management of WBT requires attention to structure (to 
minimize intrusion of distractions) and dialogue (to dis¬ 
cuss use of training time) (Moore 1991). 

The Evolution of Media 

Training media are changing as bandwidth improves, 
and as they do new technologies are presenting WBT 
designers with options and capabilities that were previ¬ 
ously unavailable or uneconomical. Examples include 
the previously mentioned VoIP, and new portable pre¬ 
sentation technologies, updated from the Web but used 
offline, and possessing high portability and vast storage 
capabilities. 

Improvements in Storage and 
Portability of Information 

For cheap, high-capacity storage, the CD has been 
replaced by the DVD. Blue-laser technology, though 
currently without a common standard, promises vastly 
greater storage (23 to 27 GB of storage currently demon¬ 
strated, with 50 GB promised), for both video and audio 
(Labriola 2004; Dvorak 2005, HD DVD). 

Storage devices have also gotten much smaller, and 
capacities have soared: a terabyte (1000 GB, 35 to 100 
hours of high-definition video) will soon reside on a 
device the size of a CD (Quain 2005, A new dimension). 
Conventional hard disks have also become smaller, while 
increasing in capacity (Miller 2004, Consumer electron¬ 
ics). Parallel developments in compression algorithms 
allow faster downloads and copying of popular formats 
such as MP-3 and MP-4, raising the effective storage 
capacities of existing devices (Murphy 2005; Make your 
own music 2004; MPEG-4 2005). 

Practically speaking, there are few limitations to the 
capability of technology to store and deliver audio and, 
increasingly, video in highly portable forms for WBT. By 
downloading, users can take these materials with them, 
and use them when convenient, in an expanding variety 
of smaller and more portable hardware such as iPods, 
smart phones, and PDAs of various kinds. 

M-learning developers see the implications of these 
technologies for video, but there are also impacts 
on stalwarts such as text and audio. E-books using 
e-paper can store up to 500 book-length documents on a 
portable device (Advanced materials 2005). Downloads 
are wireless. Portable devices also support podcasting, 
allowing anyone to produce and disseminate an audio 
only, or audio-plus-video, product, using only a PC, some 
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(usually free) special software, and a microphone (with 
videocamera, if desired). With RSS (variously, real simple 
syndication, or rich site summary) software, Podcasts can 
be sent (“pushed”) automatically to subscribers (Magid 
2005, DIY, 2005, RSS). These technologies are outgrowths 
of the phenomenally popular blog (Web log), a method of 
making one's formerly personal thoughts and experiences 
available to others, relatively effortlessly. The ease with 
which these can be produced is even more incentive for 
good instructional design: poor designs will be all too 
common, as anyone potentially becomes a producer. 

Standards, and Reusable Learning Objects (RLOs) 

Training materials are increasingly designed to be reused 
(“repurposed"), through standards developed by organi¬ 
zations such as the Aviation Industry CBT Committee 
(AICC), the Instructional Management Systems (IMS) 
Global Learning Consortium, the Institute of Electrical 
and Electronics Engineers (IEEE), and the Advanced 
Distributed Learning (ADL) Initiative of the Department 
of Defense (developer of SCORM [the Shareable Course¬ 
ware Object Reference Model]) (SCORM best practices 
guide 2005). WBT instructional materials developed 
under RLO standards are portable, for maximum present 
and future (re)use. Metadata tagging of RLOs attempts to 
ensure several outcomes relevant to potential WBT uses 
(Longmire 2000): 

• Flexibility—material is designed for multiple contexts 
and easy adaptation for reuse. 

• Ease of update, search, and content management— 
metadata tags provide sophisticated filtering and 
selecting capabilities. 

• Customization—modular learning objects enable more 
rapid program development or revision. 

• Interoperability—RLOs operate on a wide range of 
training hardware and operating systems. 

• Competency-based training—competency-based ap¬ 
proaches are promoted by RLOs; materials are tagged 
to competencies, rather than subjects, disciplines, or 
grade levels. 

Evolution of the Internet: "New" Internets 

Worldwide growth in commercial use of the public Web 
has resulted in ongoing efforts to replace it with a ver¬ 
sion reserved for research and academic use. In North 
America, Internet developments include Canada’s 
CA*net 4, and the United States’ Internet2. 

CA*net 4 uses optical wavelengths to transmit data at 
a theoretical maximum shared rate of 40 Gbps. Termed 
the first such network in the world, by 2007 CA*net 4 will 
permit users "to establish and manage their own optical 
networks within a subset of the whole network" (RISQ 
2005). Internet2 is a collaboration of 240 U.S. research and 
academic partners, including industry representatives, 
government (through the National Science Foundation), 
and international agencies (including Canada, through 
CA*net 2), to create an environment that “is not clogged 
with music, commercial entities and porn” (Rupley 2002). 
As with Canada's CA*net series of systems, research and 
education are the focus (Networking 2002). Both of these 


new Internets are capable of handling “torrents of data," 
without "the proliferation of closed architectures, the ten¬ 
dency for companies to protect their interests rather than 
invest in standards-based solutions, increased security 
and safety concerns across a wide range of sectors, and 
ongoing scalability challenges,” weaknesses that plague 
the existing Internet (Talbot 2005). 

Although these new versions of the Internet are not 
yet available for general WBT, they show what a renewed 
and more regulated Internet might be capable of provid¬ 
ing to users, for purposes such as training and education. 
With the speed, security, applications, and overall stabil¬ 
ity these new systems promise, WBT would become even 
more attractive and sustainable (Next Internet 2005). 

CONCLUSION 

All indicators suggest that WBT will continue to expand, 
grow, and become central to more forms of future train¬ 
ing worldwide. That prediction is safe, both because so 
much has already been invested in the Internet delivery 
infrastructure and because the Web has already proven to 
be so effective in reducing direct training costs, increas¬ 
ing access, and addressing serious skills deficiencies in an 
increasingly competitive and technological world (Kaven 
2005). Satellite and cable TV took 35 years to be adopted 
by 50 percent of North Americans, VHS took 10 years, the 
Internet 9 years, and DVD 6 years; broadband will likely 
take still less (Lawrence 2005). The average global citizen 
appears to have little fear of new technologies; trainers, 
therefore, can be confident of this tool’s continuing role 
and usefulness into the future. 

But the evolution of the Web is required to ensure the 
future of WBT: computers are still too complex, those 
who support them admit, and their availability is still not 
sufficiently equably distributed (Behind the digital divide 
2005; Pontin 2005). It may even turn out that the com¬ 
puter is the wrong device for some parts of the world to 
access information and interaction: by price, and direct 
impact on the gross domestic product, the London Busi¬ 
ness School argues that cell phones should be distrib¬ 
uted to the world’s 4 billion poorest people (Calling an 
end 2005). The infrastructure for that technology may 
already be in place: 80 percent of the world’s popula¬ 
tion lives within range of a cell-phone network, but only 
25 percent have a cell phone (Less is more 2005). 

Simple availability or use of a technology are not neces¬ 
sarily the best measures of utility or impact, as the above 
descriptions of misuse of computer-based applications 
should make clear. Experience with traditional forms of 
training delivery have demonstrated that instructional 
design and conscientious monitoring, perhaps even more 
than the medium, makes training effective, and trainee 
support and overall relevance of the content make it 
appealing to users—lessons that have been available to 
WBT for some time (Dede 1991). 

Although WBT cannot guarantee that future training 
will not be pedestrian or inefficient, its potential strengths 
may suggest how training of all kinds might be improved. 
The core elements of the Web as a training tool—ubiquity, 
accessibility, stability, redundancy, economy, and user- 
friendliness—are common to other successful teaching 
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environments. For WBT to expand, developers, manag¬ 
ers, trainers and trainees, and employers must see these 
aspects of the Web as potential assets for their training 
programs. If the inherent features of the Web are seen as 
important to training, continued growth and expansion 
of WBT will occur. 


GLOSSARY 

Asynchronous: “Different time” (and often different 
place, i.e., the trainees’ workplace or home) training 
and interpersonal interactions, made possible by tech¬ 
nologies that collect messages and make them availa¬ 
ble at the convenience of the reader. Examples include 
e-mail, CMC, and listservs. 

Bandwidth: The capacity of a channel (e.g., a telephone 
line or a coaxial cable) to carry data. High bandwidth 
permits multimedia (audio, video, animation), while 
low bandwidth limits users to text or simple graph¬ 
ics, and may preclude VoIP and other new interactive 
tools. 

Computer-Mediated Communications (CMC): Text- 
based, asynchronous communications, usually 
restricted by password to a designated group such as a 
class or training cohort, and moderated to ensure that 
the discussion stays on topic and is civil. 

Content Management System (CMS): Software that 
permits the arrangement and presentation of training 
content through various fixed and m-learning devices. 

Internet: The public network of linked computers 
accessible by anyone with a Web browser. 

Intranet: A private computer network that may or may 
not also provide Web access, providing security and 
control not available on the public Internet by limiting 
access and controlling the content available to users. 

Learning Management System (LMS): A tool for 
delivering, tracking, and reporting on the progress of 
trainees using m-leaming systems, often in connection 
with a CMS. 

Malware: Any form of malicious code intended to infect 
a computer or a network, including viruses, worms, 
and Trojan horse programs. 

Markup Languages: Used for placing content on the 
Web; examples include HTML, XML, and SGML. 

Metadata: The identifying material added to reus¬ 
able learning objects (RLOs) to permit easy reuse or 
“repurposing.” 

Mobile Learning (M-Learning): Use of various por¬ 
table communications devices to access information 
and training content. 

Online: Training that provides synchronous or asyn¬ 
chronous (often Internet-based) interaction between 
the trainee and the trainer, the training content, and 
other trainees. 

Pervasive Computing: Embedding information into 
the entire environment of an organization, through 
use of portable (including wearable) and desktop 
devices of all kinds. 

(Reusable) Learning objects (RLOs): Materials mod¬ 
ularized, packaged, and labeled (tagged) to encourage 
cataloguing, access, and reuse in multiple contexts. 


Synchronous: Same time and (often) same place 
training or communication interactions—for example, 
face-to-face training. 

Training: Instruction in procedural skills and knowl¬ 
edge primarily for practical purposes and relatively 
immediate application. 

Voice (or Video) over Internet Protocol (VoIP): The 

capability of Internet-based programs to provide voice 
point-to-point or point-to-multipoint connections to 
anyone with a browser, a sound card, a microphone, 
and speakers; may also include limited video or graph¬ 
ics capabilities. 

The Web: A synonym for the Internet (in the context of 
this paper). 

Web-Based Training (WBT): Includes training-on-the- 
job (TOJ) and workplace training, formal on-campus 
technical training, and elements of training or pro¬ 
fessional development (PD), including some online 
components, with the Internet or an intranet as the 
access/delivery vehicle. 

CROSS REFERENCES 

See Computer Conferencing and Distance Learning', The 

Internet Fundamentals. 
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INTRODUCTION 

Radio-frequency identification (RFID) is a rapidly 
growing technology that has the potential to make great 
economic impacts on many industries. Although RFID is 
a relatively old technology, more recent advances in chip 
manufacturing technology are making RFID practical for 
new applications and settings, particularly tagging at the 
consumer-item level. These advances have the potential 
to revolutionize supply-chain management, inventory 
control, and logistics. 

At its most basic, RFID systems consist of small 
transponders, or tags, attached to physical objects. RFID 
tags may soon become the most pervasive microchip 
in history. When wirelessly interrogated by RFID trans¬ 
ceivers, or readers, tags respond with some identifying 
information that may be associated with arbitrary data 
records. Thus, RFID systems are one type of automatic 
identification system, similar to optical bar codes. There 
are many kinds of RFID systems used in different appli¬ 
cations and settings. These systems have different power 
sources, operating frequencies, and functionalities. The 
properties and regulatory restrictions of a particular 
RFID system will determine its manufacturing costs, 
physical specifications, and performance. Some of the 
most familiar RFID applications are item-level tagging 
with electronic product codes, proximity cards for physi¬ 
cal access control, and contact-less payment systems. 
Many more applications will become economical in the 
coming years. 

RFID adoption yields many efficiency benefits, but it 
still faces several hurdles. Besides the typical implemen¬ 
tation challenges faced in any information technology 
system and economic barriers, there are major concerns 
over security and privacy in RFID systems. Without 
proper protection, RFID systems could create new threats 
to both corporate security and personal privacy. 

In this section, we present a brief history of RFID and 
automatic identification systems. I summarize several ma¬ 
jor applications of RFID. I also present a primer on basic 
RFID principles and discuss the taxonomy of various 
RFID systems. Then I address the technical, economic, 
security, and privacy challenges facing RFID adoption. 


Finally, I briefly discuss emerging technologies relevant 
to RFID. 

RFID Origins 

The origins of RFID technology lie in the nineteenth 
century, when luminaries of that era made great scientific 
advances in electromagnetism. Of particular relevance 
to RFID are Michael Faraday’s discovery of electronic 
inductance, James Clerk Maxwell’s formulation of equa¬ 
tions describing electromagnetism, and Heinrich Rudolf 
Hertz's experiments validating Faraday and Maxwell’s 
predictions. Their discoveries laid the foundation for 
modern radio communications. 

Precursors to automatic radio-frequency identifica¬ 
tion systems were automatic object-detection systems. 
One of the earliest patents for such a system was a radio 
transmitter for object detection designed by John Logie 
Baird in 1926 (Baird 1928; Auto-ID Labs 2006). More well 
known is Robert Watson-Watt’s 1935 patent for a “Radio 
Detection and Ranging” system, or RADAR. The passive 
communication technology often used in RFID was first 
presented in Henry Stockman’s seminal paper “Commu¬ 
nication by Means of Reflected Power” in 1948. 

One of the first applications of a radio-frequency iden¬ 
tification system was in “Identify Friend or Foe" (IFF) 
systems deployed by the British Royal Air Force during 
World War II (Royal Air Force 2006). IFF allowed radar 
operators and pilots to automatically distinguish friendly 
aircraft from enemies via RF signals. IFF systems helped 
prevent “friendly fire” incidents and aided in intercepting 
enemy aircraft. Advanced IFF systems are used today in 
aircraft and munitions, although much of the technology 
remains classified. 

Electronic detection, as opposed to identification, 
has a long history of commercial use. By the mid- to late 
1960s, electronic article surveillance (EAS) systems were 
commercially offered by several companies, including 
Checkpoint Systems and Sensormatic. These EAS sys¬ 
tems typically consisted of a magnetic device embedded 
in a commercial product and would be deactivated or 
removed when an item was purchased. The presence of 
an activated tag passing through an entry portal would 
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trigger an alarm. These types of systems are often used in 
libraries, music stores, and clothing stores. Unlike RFID, 
these types of EAS systems do not automatically identify 
a particular tag; they just detect its presence. 

Auto-Identification and RFID 

In terms of commercial applications, RFID systems may 
be considered an instance of a broader class of auto¬ 
matic identification (auto-ID) systems. Auto-ID systems 
essentially attach a name or identifier to a physical object 
by some means that may be automatically read. This 
identifier may be represented optically, electromagneti- 
cally, or even chemically. 

Perhaps the most successful and well-known auto-ID 
system is the universal product code (UPC). The UPC is 
a one-dimensional, optical barcode encoding product 
and brand information. UPC labels can be found on most 
consumer products in the United States. Similar systems 
are deployed worldwide. 

The Uniform Code Council (UCC), a standards body 
originally formed by members of the grocery manufac¬ 
turing and food distribution industries, originally speci¬ 
fied the UPC (Uniform Code Council 2006). A precursor 
body to the UCC first met in 1969 to discuss the need 
for an interindustry auto-ID system. By 1973, a one¬ 
dimensional (or linear) barcode design was chosen. 
In 1974, a supermarket in Ohio scanned the first UPC- 
labeled product: a package of Wrigley’s gum. 

Adoption of the UPC grew steadily throughout the 
following years, to the point at which UPC barcode 
scanners are found in a vast majority of large American 
retailers. Today, over 5 billion barcodes are scanned around 
the world each day. Shipping and transit companies, such 
as United Parcel Service, Federal Express, and the U.S. 
Postal Service, commonly use two-dimensional barcodes, 
which can carry more data in a smaller surface area. 

Optical barcodes offer faster, more reliable, and more 
convenient inventory control and consumer check¬ 
out than checking out by hand. Several weaknesses of 
optical barcodes are that they require line-of-sight and 
may be smudged or obscured by packaging. In most cir¬ 
cumstances, optical barcodes still require some human 
manipulation to align a barcode label with a reader. 
Supermarket shoppers have certainly experienced a 
checker struggling to scan an optical barcode. 

Auto-ID systems that transmit data via RF signals (i.e., 
RFID) do not have the same performance limitations as 
optical systems. Data may be read without line-of-sight 
and without human or mechanical intervention. A key 
advantage in RF-based auto-ID systems is parallelism. 
Modern RFID systems may offer read rates of hundreds 
of items per second. 

APPLICATIONS 

Early commercial examples of RFID applications include 
automatic tracking of train cars, shipping containers, 
and automobiles. Railroad cars were originally labeled with 
optical bar code labels for tracking. These labels began to 
deteriorate and be obscured by dirt, causing reads to fail. 


As a solution, railroad companies began to tag railcars with 
RFID devices. By 1994, these devices were mandatory, and 
nearly every railcar in the United States was tagged. 

RFID devices began to be used for automated toll 
collection in the late 1980s and early 1990s. Electronic 
toll systems have since been adopted around the world. 
Like railway and shipping applications, electronic toll 
systems may use sturdy, self-powered RFID devices. 
Automobiles, railcars, and shipping containers are all 
high-value items, with ample physical space that can 
accommodate more expensive and bulky RFID devices. 
These types of tags could offer much more functionality 
than simple identification. For example, shipping contain¬ 
ers might have accelerometer sensors, tamper alarms, or 
satellite tracking integrated into an identification device. 

As manufacturing costs dropped, RFID systems began 
to be used for lower-value items in industries other than 
transportation. An example is in animal identification of 
both pets and livestock. Glass-encapsulated RFID devices 
have been implanted in millions of pets throughout the 
United States. These tags allow lost animals to be identi¬ 
fied and returned to their rightful owners. These tags have 
a very short read range. Livestock, particularly cattle, 
are often labeled with a RFID device that is clamped or 
pierced through their ear, attached to a collar, or swal¬ 
lowed. Unlike implanted pet tags, these RFID devices 
are rugged and able to be read from greater distances. 
Concerns over bovine spongiform encephalopathy (mad 
cow disease) have motivated proposals for universal 
tracking of livestock with these types of RFID systems. 
Like transport applications, animal tracking is still essen¬ 
tially a low-volume, high-value market that may justify 
relatively expensive RFID systems. 

Other widespread applications of RFID systems 
include contact-less payment, access control, or stored- 
value systems. Since 1997, ExxonMobil gasoline stations 
have offered a system called Speedpass that allows 
customers to make purchases with an RFID fob, typically 
a keychain-sized form factor (ExxonMobil Speedpass 
2006). In 2005, American Express launched a credit card 
enhanced with RFID that allows customers to make pur¬ 
chases without swiping a card (RFID Journal 2005). 

RFID proximity cards or “prox cards” are commonly 
used for building access control at many companies and 
universities throughout the world. Similar systems have 
been used for ski-lift access control at ski resorts. Many 
subway and bus systems, for example in Singapore, use 
stored-value RFID proximity cards. 

There are several applications that use RFID as an 
anticounterfeiting measure. In 2005, the Wynn Casino 
in Las Vegas first opened and deployed RFID-integrated 
gaming tables and gambling tokens. These “chips-in- 
chips” are designed to frustrate counterfeiting, prevent 
theft, detect fraud, and offer enhanced games or service. 
Besides stored-value tokens like casino chips or event tick¬ 
ets, there have also been proposals to tag currency (Juels 
and Pappas 2003). In 2005, a controversial proposal to 
attach tags carrying biometric identification data to U.S. 
passports began to be implemented. 

These applications also exposed some shortcom¬ 
ings of RFID. For instance, some RFID technologies do 
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not operate well in proximity to liquids or metals. Each 
technology has its own strengths and weaknesses, 
including variations in cost, size, power requirements, 
and environmental limits. There is no “one size fits all” 
RFID technology. The term RFID technology actually 
describes an entire array of technologies, which are each 
applicable to different types of applications. The section 
on "Principles” offers a detailed discussion of these vari¬ 
ous technologies. 

RFID continues to lower the costs of tracking high- 
value items; however, an untapped and lucrative market 
lies in tracking cheap, everyday consumer goods. Com¬ 
panies like Proctor & Gamble, Coca-Cola, and Wal-Mart 
have hundreds of billions of products and components 
in their supply chains. Tracking and managing the flow 
of goods through these supply chains is a complex and 
expensive enterprise. 

RFID technology may streamline these supply-chain 
processes and save billions of dollars, savings that ulti¬ 
mately may be passed on to consumers. Shipping pallets 
or, ideally, individual items may be tracked and traced 
from manufacturers, through transport, wholesale, and 
retail into the hands of the consumer at a point of sale. 
Products could even be tracked postconsumer as they are 
recycled, refurbished, or disposed of. What happens with 
respect to privacy while RFID-tagged items are in the 
hands of a consumer has been an issue of major conten¬ 
tion and will be addressed in the section on “Security and 
Privacy.” 

Supply-chain management and inventory-control ap¬ 
plications of this scale require an extremely low-cost tag 
to be economically viable. In settings like animal identifi¬ 
cation, proximity cards, electronic toll systems, or stored- 
value systems, RFID tags costing as much several U.S. 
dollars could be justified. However, items in consumer 
supply-chain management and inventory-control appli¬ 
cations are much cheaper than in traditional settings. 
Ideally, RFID tags in these applications should be as sim¬ 
ple and cheap as the traditional UPC optical bar code. 

EPCglobal, an RFID standards body, has developed 
specifications for low-cost electronic product code (EPC) 
tags as a replacement for the ubiquitous UPC (EPCglobal 
2006). In the past, the lack of an open standard was a bar¬ 
rier to RFID adoption. The EPC standard, and to some 
extent, the ISO-18000 standard (International Organi¬ 
zation for Standardization 2004) will make it easier for 
users to integrate their RFID systems. 

The potential for EPC may be huge. Globally, over 
5 billion barcode transactions are conducted daily (Uni¬ 
form Code Council 2006). Even minuscule savings per 
transaction could translate into a huge aggregate cost 
savings. The market has already begun to adopt low- 
cost RFID on a large scale. A single RFID IC manufac¬ 
turer, Philips Semiconductor, has already shipped several 
billion RFID chips. 

Organizations with large supply chains are the 
driving force behind RFID adoption. In 2003, Wal-Mart, 
the world’s largest retailer, mandated that all suppliers 
attach RFID tags to shipping pallets by the end of 2006 
(RFID Journal 2003, Wal-Mart). The U.S. Department 
of Defense (2006) issued a similar mandate for its own 
suppliers. 


An illustrative example of an industry adopting RFID 
by way of mandate is the prescription drug industry, which 
must contend with a counterfeit drug market predicted to 
grow to $75 billion by 2010 (World Health Organization 
2006). In response to the growing problem of counterfeit 
drugs, the Food and Drug Administration (FDA; 2004) 
recommended that all wholesale prescription drug ship¬ 
ments be labeled with RFID pedigrees. The goal of these 
pedigrees is to both attest to the authenticity of a drug 
shipment and detect simple theft in the supply chain. 

Some consumer industries may be independently 
motivated to adopt RFID early. In 2003, razor manufac¬ 
turer Gillette placed a single order of 500 million low-cost 
RFID tags from a manufacturer named Alien Technolo¬ 
gies (RFID Journal 2003, Gillette). Gillette disposable 
razor blade cartridges are relatively expensive, costing $1 
to $2 per blade or more. 

Because these items are small and easily conceal- 
able and there is a constantly growing resale market, 
Gillette blades were one of the most frequently shoplifted 
consumer items. Somewhere between 15 and 20 percent 
of Gillettes blades are stolen (or “shrink”) between 
manufacturer and the consumer point of sale. The high 
costs of “shrinkage” justified incorporating RFID tags 
into every razor blade package that Gillette sells. 

The fashion industry has also been an early RFID 
adopter. Several fashion makers like Swatch watches, 
Ecco shoes, Prada, and Benetton (which will be discussed 
more in the section on "Challenges”) have all tagged 
clothing with RFID labels. These tags are typically for re¬ 
tail inventory control, since retail clothing stores often 
face a high level of shrinkage, as well a lot of legitimate 
movement of inventory by customers trying on clothing. 

RFID tags have also been used as a pedigree for high- 
fashion items or to enhance the consumer shopping 
experience. For example, Prada’s retail store in New York 
City offers an RFID-enhanced dressing room that displays 
product information and suggests matching apparel. 

Clothing is particularly suited for RFID, since it does 
not contain metals or liquids that interfere with some 
types of RFID systems. Retail stores also typically do not 
have sensitive electronics, like medical equipment, that 
some RFID operating frequencies may interfere with. 
Clothing’s relatively high per-unit value also justifies the 
use of RFID tags, which can be removed and recycled at 
purchase time. The clothing industry was an early adop¬ 
ter of simple EAS systems in the 1960s for these very rea¬ 
sons. It will likely be a leader in RFID adoption as well. 

The next step in RFID for clothing may be to integrate 
tags directly in the product at the time of manufacture, 
rather than manually attaching temporary tags. This 
greatly lowers RFID handling costs. Directly incorporat¬ 
ing RFID into products or packaging will likely become 
commonplace once the proper technology becomes eco¬ 
nomical. A promising direction is to print RFID labels 
directly into paper products during manufacturing. 
This would greatly lower the handling and processing 
costs of integrating RFID with consumer products. We 
discuss printed circuits more in the section on “Future 
Technologies.” 

Before delving into a more detailed discussion of vari¬ 
ous RFID technologies and principles, we will summarize 
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several of the present and envisioned future applications 
of RFID: 

• Tracking and identification: 

• Large assets—e.g., railway cars and shipping containers 

• Livestock with rugged tags 

• Pets with implanted tags 

• Supply-chain management with EPC 

• Inventory control with EPC 

• Retail checkout with EPC 

• Recycling and waste disposal 

• Payment and stored-value systems: 

• Electronic toll systems 

• Contact-less credit cards—e.g., American Express 
Blue card 

• Stored-valued systems—e.g., ExxonMobil Speedpass 

• Subway and bus passes 

• Casino tokens and concert tickets 

• Access control: 

• Building access with proximity cards 

• Ski-lift passes 

• Concert tickets 

• Automobile ignition systems 

• Anticounterfeiting: 

• Casino tokens—e.g., Wynn Casino Las Vegas 

• High-denomination currency notes 

• Luxury goods—e.g., Prada products 

• Prescription drugs 

PRINCIPLES 

This section discusses basics of RFID systems and offers 
taxonomy for the many various types of RFID systems. 
We briefly discuss two major RFID standards and how 
they relate to practice. 

System Essentials 

Discussion of RFID technology tends to focus only on tag 
devices. It is more accurate to view RFID as a complete 
system that includes not only tags, but also other impor¬ 
tant components. RFID systems are composed of at least 
three core components: 

• RFID tags, or transponders, carry object-identifying 
data. 

• RFID readers, or transceivers, read and write tag data. 

• Databases associate arbitrary records with tag identify¬ 
ing data. 

We illustrate the interaction of these components in 
Figure 1. In this figure, three tags are readable by one 
or both of two readers, A and B. For instance, tag 1 is 
readable only by A, while 2 is readable by both A and 
B, perhaps because of access-control restrictions. The 
readers then may connect to databases with records 
associated with particular tag identifiers. In this case, two 
databases each have their own record for tag 1. 



Figure 1: Illustration of RFID System Interaction 


Tags 

Tags are attached to all objects to be identified in an RFID 
system. A tag is typically composed of an antenna or 
coupling element and integrated circuitry. An important 
distinction that will be discussed later is a tag’s power 
source. Often tags carry no on-board power source and 
must passively harvest all energy from an RF signal. 

There are many types of tags that offer different func¬ 
tionalities, have different power sources, or operate at 
different radio frequencies. Each of these variables helps 
determine which applications a particular tag may be 
appropriate for and what the costs of a tag may be. These 
differences will be discussed further in the section on 
"Power Sources.” 

Modern tags tend to implement identification func¬ 
tionality on an integrated circuit (IC) that provides com¬ 
putation and storage. In the manufacturing process, this 
IC is attached or “strapped” to an antenna before being 
packaged in a form factor, like a glass capsule or foil 
inlay, that is integrated into a final product. 

In practice, different vendors often perform each of 
these manufacturing steps. Other RFID designs may be 
“chipless” or have identifying information hardwired 
at fabrication time—that is, “write-once, read-many" 
tags. Newer technologies that allow RFID circuitry to be 
printed directly onto a product will be discussed in the 
section on "Emerging Technologies.” 

Readers 

RFID readers communicate with tags through an RF 
channel to obtain identifying information. Depending on 
the type of tag, this communication may be a simple ping 
or may be a more complex multiround protocol. In envi¬ 
ronments with many tags, a reader may have to perform 
an anticollision protocol to ensure that communication 
conflicts do not occur. Anticollision protocols permit read¬ 
ers to rapidly communicate with many tags in serial order. 

Readers often power what are called “passive tags" 
through their RF communication channel. These types of 
tags carry no on-board power and rely solely on a reader 
to operate. Since these tags are so limited, many subse¬ 
quently rely on a reader to perform computation as well. 

Readers come in many forms, operate on many different 
frequencies, and may offer a wide range of functionality. 
Readers may have their own processing power and inter¬ 
nal storage, and may offer network connectivity. Readers 
might be a simple conduit to an external system, or could 
store all relevant data locally. 

Currently, many applications rely on fixed reading 
devices. Early trials of EPC at a major supermarket chain 
integrated fixed readers into docking-bay entrances. 
These readers scan tags at the pallet level as shipments 
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of products arrive. In the long term, readers may be 
integrated at a shelf level as a "smart shelf.” Smart shelves 
would scan for tags at the item level and monitor when 
they are added and removed from a shelf. 

RFID readers may also be integrated into handheld 
mobile devices. These mobile readers would allow 
someone to, for example, take inventory of a warehouse 
by walking through its aisles. The cellular phone 
manufacturer Nokia is already offering RFID-reading 
functionality in some of their cell phones (Nokia 2004). If 
EPC-type tags become highly successful, interesting and 
useful consumer applications might arise. If this occurs, 
RFID reading functionality might become a common 
feature on cellular phones, personal digital assistants 
(PDAs), or other handheld computing devices. 

Databases 

RFID databases associate tag-identifying data with arbi¬ 
trary records. These records may contain product infor¬ 
mation, tracking logs, sales data, and expiration dates. 
Independent databases may be built throughout a supply 
chain by unrelated users, or they may be integrated in a 
centralized or federated database system. 

Databases are assumed to have a secure connection to 
readers. Although there are scenarios in which readers 
may not be trusted, it is often useful to collapse the no¬ 
tions of reader and database into one entity. For example, 
if tags contain all relevant product information, there is 
no need to make a call to an off-site database. 

One may imagine a federated system of back-end da¬ 
tabases, perhaps in which each product manufacturer 
maintains its own product look-up service. In these set¬ 
tings, it may be useful to deploy an object naming service 
(ONS) to locate databases associated with some tag iden¬ 
tification value. An ONS allows a reader to find a set of 
databases associated with a particular tag identification 
value. This is analogous to the Internet domain naming 
service (DNS) that returns addresses of name servers that 
can translate domain names to numerical IP addresses. 
ONS has not yet been adopted widely in practice. 

Power Sources 

As briefly mentioned above, tags may obtain their power 
in several different ways. The power source is an essential 
property of a tag, since it will determine a tag’s potential 
read range, lifetime, cost, and kinds of functionalities it 
may offer. The power source will also be important in 
determining how a tag may be oriented and what physical 
forms it may take. 

There are three main classes of tag power sources: 
active, semipassive, and passive. Active tags have their 
own source of power, such as a battery, and may initi¬ 
ate communication with a reader or other active tags. 
Because they contain their own power source, active tags 
typically have a much longer operating range than passive 
tags. Large-asset- and livestock-tracking applications 
often use active tags, since the items they are attached to 
(e.g. railcars, shipping containers, or cattle) are high in 
value and have physical space for a bulkier, rugged tag. 

A key feature of active tags is that they are able to ini¬ 
tiate their own communication with readers. Advanced 


active tags, or “smart dust,” might even form ad hoc 
peer networks with each other. One useful application of 
active tags is in shipping containers, which can fall 
off ships over rough seas. These missing containers 
sometimes are not accounted for until well after the ship 
has docked. An active tag with an accelerometer sensor 
could detect when it was falling off a stack of containers 
and broadcast a log of its demise before it sank into the 
ocean. Active tags could also function as security alarms 
using the same functionality. 

By contrast semipassive (or semiactive) tags have an 
internal battery, but are not able to initiate communica¬ 
tions. This ensures that semipassive tags are active only 
when queried by a reader. Because semipassive tags do 
have an internal power source, they do offer a longer 
reader range than passive attacks, but at a higher cost. 

An example application that often uses semipassive 
tags is electronic tollbooths. Semipassive tags are typically 
affixed to the inside of a car’s windshield. When the car 
passes through a tollbooth, it will initiate a query to the 
semipassive tag and read an account identifier from 
the tag. The on-board battery lets the tag be read from a 
considerable distance. However, since the tag needs to 
broadcast only when queried, it can remain idle most of 
the time and save power. Semipassive tags are also often 
used in pallet-level tracking or for tracking components 
like automobile parts during manufacture. 

Passive tags have neither their own power source nor 
the ability to initiate communication. Passive tags obtain 
energy by harvesting it from an incoming RF communi¬ 
cation signal. At lower frequencies, this energy is typi¬ 
cally harvested inductively, while at higher frequencies it 
is harvested through capacitance. 

Passive tags have the shortest read range of all three 
powering types, and they are the cheapest to manufacture 
and the easiest to integrate into products. Batteries 
are relatively expensive and cannot easily be incorporated 
into some items, like paper packaging. For this reason, 
passive tags are the most common tags. EPC tags 
are passive. Lacking an internal power source dictates 
many properties of passive tags. First, they cannot operate 
without the presence of a reader, although passive tags 
could temporarily cache some energy in a capacitor. 
Because of their necessarily weak response signal, passive 
tags are often more sensitive to environmental noise 
or interference. Table 1 compares various properties of 
passive, semipassive, and active tags. 

Operating Frequencies 

Different RFID systems operate at a variety of radio 
frequencies. Each range of frequencies offers its own 
operating range, power requirements, and performance. 
Different ranges may be subject to different regulations 
or restrictions that limit what applications they can be 
used for. 

The operating frequency determines which physical 
materials propagate RF signals. Metals and liquids typi¬ 
cally present the biggest problem in practice. In particu¬ 
lar, tags operating in the ultrahigh frequency (UHF) range 
do not function properly in close proximity to liquids or 
metal. 
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Table 1: Comparison of Passive, Semipassive, and Active Tags 


Tag Type 

Power Source 

Communication 

Max Range 

Relative Cost 

Example Applications 

Passive 

Harvesting RF 
energy 

Response only 

10 M 

Least 

expensive 

EPC 

Proximity cards 

Semipassive 

Battery 

Response only 

>100 M 

More 

expensive 

Electronic tolls 

Pallet tracking 

Active 

Battery 

Respond or 
initiate 

>100 M 

Most 

expensive 

Large-asset tracking 
Livestock tracking 


Table 2: Common RFID Operating Frequencies 


Frequency Range 

Frequencies 

Passive Read 
Distance 

Low frequency 
(LF) 

120-140 KHz 

10-20 cm 

High frequency 
(HF) 

13.56 MHz 

10-20 cm 

Ultrahigh 
frequency (UHF) 

868-928 MHz 

3 m 

Microwave 

2.45 and 5.8 

GHz 

3 m 

Ultrawide band 
(UWB) 

3.1-10.6 GHz 

10 m 


Operating frequency is also important in determining 
the physical dimensions of an RFID tag. Different sizes 
and shapes of antennae will operate at different frequen¬ 
cies. The operating frequency also determines how tags 
physically interact with each other. For instance, stack¬ 
ing flat foil inlay tags on top of each other may cause 
interference and prevent tags from reading properly. 
Table 2 lists standard frequencies and their respective 
passive read distances. 

Low Frequency 

Low-frequency (LF) RFID tags typically operate in the 
120-to-140-kHz range. Most commonly, LF tags are 
passively powered through induction. As a result, they 
typically have very short read ranges of 10 to 20 cm. 

LF tags can be used in rugged environments and 
can operate in proximity to metal, liquids, or dirt. This 
makes them useful for applications like implantable pet 
identification tags or laundry-management tags. One 
disadvantage of LF tags is that they have a very low data 
read rate compared with other operating frequencies. 

LF tags are often used in car-immobilization and 
access-control systems. In these systems, a car will start 
only if an LF tag, typically attached to the ignition key, is 
in proximity to the ignition. This takes advantage of LF’s 
short read range and uses it as a security feature. 

In 2006, LF passive tags may be purchased in bulk for 
$ 1 per tag or less. Two major manufacturers of LF tags are 
Texas Instruments and Phillips Semiconductor. The ISO 
18000-2 standard offers specifications for LF RFID tags 
(International Organization for Standardization 2004). 


High Frequency 

High-frequency (HF) RFID tags operate at the 13.56- 
MHz frequency. HF tags are often packaged in a foil inlay 
or credit card form factor. This makes HF tags useful for 
building access control, contact-less credit cards, and ID 
badges. Again, the relatively short read range of HF is an 
advantage in these settings. 

HF tags are also used in many asset-tracking applica¬ 
tions. Libraries and bookstores often use HF foil inlays to 
track books. Some airports have started using HF RFID 
luggage tags for baggage-handling applications. 

HF tags offer a higher data read rate than LF tags, but 
do not perform as well as LF tags in proximity to metals 
or liquids. HF tags do, however, offer better performance 
near metals or liquids than UHF tags do. 

The HF frequency range lies on a heavily regulated 
part of the radio spectrum. Signals broadcast by readers 
must operate in a narrow frequency band. This presents a 
problem for environments with sensitive electronics, like 
medical equipment, that operate on similar frequencies. 
This makes HF tags inappropriate for environments like 
hospitals. In 2006, HF passive tags may be purchased in 
quantity for $0.50 or less per tag. Texas Instruments and 
Phillips both offer HF tag lines, although there are many 
smaller and specialized manufacturers or integrators in 
the HF space. 

International Standards Organization (ISO) specifica¬ 
tions for HF RFID tags are specified by the ISO 18000-3 
standard (International Organization for Standardization 
2004). Related specifications for HF contact-less smart 
cards and proximity cards appear in ISO standards 
14443 and 15693 (International Organization for 
Standardization 2003). 

Ultrahigh Frequency 

Ultrahigh frequency (UHF) RFID tags operate in the 
868-to-928-MHz range. European tags typically oper¬ 
ate within the 868-to-870-MHz range, while the United 
States and Canada operate at 902 to 928 MHz. 

UHF tags are most commonly used for item track¬ 
ing and supply-chain-management applications. This is 
largely because they offer a longer read range and are 
cheaper to manufacture in bulk than LF or HF tags. The 
first-generation EPC tags operate at UHF. 

A major disadvantage of UHF tags is that they 
experience interference in proximity to liquids or metals. 
Many applications like animal tracking, metal-container 
tracking, or even many access-control systems are not 
feasible with UHF tags. Some materials have been 








980 


RFID (Radio-Frequency Identification) 


developed that may shield UHF tags from metal-related 
distortion, but these may be cost-prohibitive to use in 
practice. UHF readers may also interfere with sensitive 
electronics like medical equipment. 

UHF tags are a relatively newer technology than LF 
or HF, and reader costs are typically higher than the 
lower-bandwidth LF readers. In 2006, UHF tags can 
be purchased in quantities for under $0.15 per passive 
tag. UHF tags costing as low $0.05 are likely to come 
to the market in coming years. Specifications for RFID 
tags operating at UHF frequencies are defined by 
both the ISO 18000-6 International Organization for 
Standardization 2004) standard and the EPCglobal 
standard (EPCglobal 2006). 

Microwave 

Microwave tags operate at either 2.45 or 5.8 GHz. This 
frequency range is sometimes referred to as super 
high frequency (SHF). Microwave RFID technology has 
come into use fairly recently and is rapidly developing. 
Microwave tags used in practice are typically semipassive 
or active, but may also come in passive form. Semipassive 
microwave tags are often used in fleet identification and 
electronic toll applications. 

Microwave systems offer higher read rates than UHF 
and equivalent passive read ranges. Semipassive and 
active read ranges of microwave systems are often greater 
than their UHF counterparts. Some microwave active tags 
may be read from ranges of up to 30 m, which is less than 
comparable UHF tags. However, physical implementa¬ 
tions of microwave RFID tags may be much smaller and 
more compact than lower-frequency RFID tags. 

There are several downsides to microwave tags. One 
is that they consume comparatively more energy than 
their lower-frequency counterparts. Microwave tags 
are typically more expensive than UHF tags. Commer¬ 
cially available active tags cost as much as $25 per tag 
in 2006. 

Another problem is that wireless 802.11b/g (WiFi) 
networks may interfere with microwave RFID systems. 
Devices implementing the upcoming ZigBee 802.15 
wireless standard could also potentially conflict with 
microwave RFID devices as well. The ISO 18000-4 and 
the rejected ISO 18000-5 (International Organization 
for Standardization 2004) standards offer respective 
specifications for 2.45- and 5.8-GHz RFID tags. 

Ultrawide Band 

Ultrawide band (UWB) technology applied to RFID is 
fairly recent. Rather than sending a strong signal on 

Table 3: Tag Functionality Classes 


a particular frequency, UWB uses low-power signals 
on a very broad range of frequencies. The signal on a 
particular frequency used by UWB is very weak, but in 
aggregate, communication is quite robust. In practice, 
some implementations of UWB operate from 3.1 to 
10.6 GHz. 

The advantages of UWB are that it has a very long 
line-of-sight read range, perhaps 200 m in some settings. 
UWB is also compatible with metal or liquids. Since the 
signal on a particular frequency is very weak, UWB does 
not interfere with sensitive equipment. Consequently, 
an early application was asset tracking in a hospital 
setting. 

A disadvantage of current implementations of 
UWB is that it must be active or at least semipassive. 
However, since UWB tags broadcast very weak signals, 
they have relatively low power consumption. As of 
2006, it is unclear whether the technology exists to 
create a passive UWB tag. (Multifrequency passive tags 
operating at HF, UHF, and microwave do exist in 2006. 
Although they do not operate as UWB tags, supporting 
multifrequency communications is possible in a passive 
setting.) 

UWB RFID technology is still in its early phases and 
there are few commercial products available. Costs of $5 
per tag in bulk are reasonable in the near future. 

Functionality 

The basic RFID functionality is identification. When 
queried by a reader, tags return some identifier that may 
be used to retrieve other data records. However, tags 
may offer various other functionalities useful in different 
applications. The underlying principles and technologies 
of these various types of tags are so closely related 
to strict RFID tags, that they often collectively referred to 
as "RFID." Although not strictly RFID, I discuss several 
major classes of RFID-related devices. 

RFID-style tags are split into five broad classes: EAS, 
read-only EPC, EPC, sensor tags, and motes. These will 
be referred to as classes A through E. EPCglobal (2006) 
offers five similar classes of tag based on functionality 
dubbed class 0 through class 4. The EPCglobal classes 
closely align with ours, but differ somewhat. These five 
classes are summarized in Table 3. 

Difficult technical and economic problems arise in 
class B and particularly class C devices. EAS tags are so 
limited in function that they are extremely simple and 
cheap to manufacture. By contrast, class D and E devices 
offer enough functionality to justify higher manufacturing 


Class 

Name 

Memory 

Power Source 

Features 

A 

EAS 

None 

Passive 

Article surveillance 

B 

Read-only EPC 

Read-only 

Passive 

Identification only 

C 

EPC 

Read/write 

Passive 

Data logging 

D 

Sensor tags 

Read/write 

Semipassive 

Environmental sensors 

E 

Motes 

Read/write 

Active 

Acl hoc networking 
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costs and can offer relatively ample resources. The 
challenge "sweet spot” lies in class B and class C devices, 
which are part of crucial systems, yet are still subject to 
tight resource and cost constraints. 

Electronic Article Surveillance 

Electronic article surveillance (EAS) tags are the most 
basic RFID-type tag and have been in commercial use for 
over 40 years. EAS tags do not contain unique identify¬ 
ing information, so technically are not RFID tags. They 
simply announce their presence to a reader. In other 
words, EAS tags broadcast a single bit of information— 
"Something is here.” 

In practice, EAS tags are almost always passive and 
are often attached to compact discs, clothing items, or 
books in retail locations. EAS tags could be active 
or semipassive, but the added cost of a power source 
would greatly outweigh adding unique identifying func¬ 
tionality. Because of their limited functionality, EAS tags 
are the simplest and cheapest to manufacture. 

Read-Only EPC 

Unlike EAS tags, EPC tags contain some identifying 
information. EPCglobal refers to these tags as class B 
tags. This information may be a product code or a unique 
identifier. Read-only EPC tags have a single identifier that 
is written once when a tag is manufactured. Thus, class B 
tags offer strict RFID functionality. Class B tags will likely 
be passively powered. Although they could be semipas¬ 
sive or active, again the cost of a battery would greatly 
outweigh the cost of rewritable memory. 

As the name suggests, EPC tags are used in basic 
item-tracking applications. However, many other 
practical applications of tags, such as smart cards or 
proximity cards, are using tags with read-only memory 
that offer simple identification. Read-only EPC tags are 
fairly simple and may even be “chipless,” and thus 
are relatively cheap. 

Electronic Product Code 

Class C refers to simple identification tags offering write- 
once, read-many or rewritable memory. Rather than 
having an identifier set at manufacture time, identifiers 
may be set by an end user. If an electronic product code 
(EPC) tag offers rewritable memory, its identifier may 
be changed many times. (Because of technical issues, 
"rewriteable” tags in practice typically can be written only 
some fixed number of times, perhaps several hundred.) 
Class C tags still offer strictly RFID functionality. 

Class C EPC tags may be used as a logging device, or 
can emulate Class B read-only EPC tags. In practice, class 
B EPC tags may be passive, semipassive, or active. Strict 
RFID functionality includes class B tags. Supporting 
nonvolatile, writable memory adds complexity to class 
B tags. Consequently, they may be significantly more 
expensive than read-only EPC or EAS tags. 

Sensor Tags 

Sensor tags may contain on-board environmental sensors, 
and may log and store data without the aid of a reader. 
These types of tags will be referred to here as class D. 


Sensor tags offer more than strict RFID functionality, and 
are typically not thought of as RFID. 

Many sensor tags may form a “sensor net” that moni¬ 
tors a physical area’s environmental properties. This may 
include temperature changes, rapid acceleration, changes 
in orientation, vibrations, the presence of biological or 
chemical agents, light, sound, etc. Because they operate 
without a reader present, sensor tags must necessarily be 
semipassive or active. An on-board power source and sensor 
functionality comes at a much higher manufacturing cost. 

Motes 

Class E tags, or “smart dust" motes (Pister 2004), are 
able to initiate communication with peers or other 
devices, and form ad hoc networks. Motes are essentially 
general pervasive computing devices and are much more 
complex than simple EPC-style RFID. Because they are 
able to initiate their own communication, mote devices 
are necessarily active. Commercial motes are available 
from Crossbow Technology. Ongoing research into smart 
dust and motes is being conducted at the University of 
California, Berkeley, and at Intel. 

Standards 

The two most relevant RFID standards are the 
International Organization for Standardization’s ISO/ 
IEC 18000 standard (International Organization for 
Standardization 2004) and EPCglobal’s standards (EPC¬ 
global 2006). These standards are not competing, and it 
is conceivable that EPCglobal’s standard could eventually 
be adopted into an ISO standard. 

EPCglobal defines specifications for EPC-type tags 
operating in the UHF range. The ISO 18000 standard has 
six parts addressing different frequency ranges: 

• Part 1—General standards 

• Part 2—LF 

• Part 3—HF 

• Part 4—Microwave, 2.45 GHz 

• Part 5—Microwave, 5.8 GHz (withdrawn) 

• Part 6—UHF 

Two other ISO standards, ISO/IEC 14443 and ISO/IEC 
15693 (International Organization for Standardization 
2004), are related to smart card and proximity card inter¬ 
faces operating in the HF range. 

CHALLENGES 

Technical 

RFID systems still face many technical challenges and 
obstacles to practical adoption. A major hurdle is simply 
getting RFID systems to work in real-world environ¬ 
ments. Systems that work perfectly in a lab setting may 
encounter problems when faced with environmental 
noise, interference, or human elements. 

As an example, in 2005, a major retail chain tested RFID 
pallet-level tracking in their shipping and receiving cargo 
bays. The retailer experienced difficulties in achieving near 
100 percent read rates and had unanticipated, mundane 



982 


RFID (Radio-Frequency Identification) 


technical issues. However, these issues will likely be ironed 
out as adoption becomes more commonplace. 

Readers and tags have often experienced interference 
caused by other wireless systems or unknown sources. 
This type of interference was not systematic, and it 
usually resulted from environmental idiosyncrasies. 
Addressing these issues required trial and error and 
practical experience to recognize what was causing the 
problem. For example, simply repositioning or realigning 
readers would often address performance issues. 

Software support for RFID is still in its early stages 
as well. Getting distributed back-end database look¬ 
ups to work in practice is a complex task that is often 
glossed over in the RFID literature. In particular, key 
management and network connectivity issues are often 
underemphasized. Many vendors do currently offer 
RFID software solutions. However, in the coming years 
it is likely that the industry will consolidate onto several 
standardized software interfaces. 

The point of this digression is to emphasize that, like 
most information technology systems, RFID systems still 
require practical expertise to install, configure, and man¬ 
age. End users should expect to experience mundane 
technical complications that arise while implementing 
RFID. Despite marketing claims to the contrary, RFID is 
not a “magic bullet” that is simple to implement out of 
the box. 

Economic 

A key hurdle that still remains in RFID systems is simply 
cost. This is especially the case with EPC item-level tag¬ 
ging. A commonly cited price point at which item-level 
tagging is supposed to be economically viable is $0.05 per 
UHF tag. 

As of 2006, the "5-cent tag” does not exist. Tag ICs 
alone (not including antennae or packaging), do cost 
as little as $0.08, although these are being sold as a loss 
leader. It will likely be a number of years until tags are 
available at the 5-cent level, and then only in huge quanti¬ 
ties. However, this may be an artificial breakpoint. Many 
applications could very well benefit from more expensive 
tags. 

A second cost issue is readers, especially UHF readers, 
which retail in 2006 for well over $1,000. At this price 
level, many firms may only afford a small number 
of readers in loading bays. “Smart shelves" that incorpo¬ 
rate readers throughout a retail or warehouse environment 
would be prohibitively expensive for most applications. 

As the market grows, RFID costs will drop and new 
applications will become economical, especially as more 
investment is made into back-end architectures. However, 
for the near future, the costs of many envisioned applica¬ 
tions, particularly for EPC tags, are simply not justified. 

Security and Privacy 

Many concerns have been expressed over the security 
and privacy of RFID systems. Traditional applications, 
like large-asset tracking, were typically closed systems 
in which tags did not contain sensitive information. Tags 
on railway cars contained the same information painted 


on the side of the cars themselves. However, as more 
consumer applications are developed, security and 
especially privacy, will become important issues. 

Much work has recently focused on issues of RFID 
security and privacy. Gildas Avoine (2006) maintains 
a comprehensive bibliography of RFID security and 
privacy papers. Ari Juels (2006) offers a survey of RFID 
security and privacy issues. These references provide a 
more comprehensive analysis. 

Eavesdropping 

Perhaps the biggest security concerns in RFID systems 
are espionage and privacy threats. As organizations adopt 
and integrate RFID into their supply chain and inventory- 
control infrastructure, more and more sensitive data will 
be entrusted to RFID tags. As these tags inevitably end up 
in consumers’ hands, they could leak sensitive data or be 
used for tracking individuals. 

An attacker able to eavesdrop long range could 
possibly spy on a passive RFID system. Despite the fact 
that passive tags have a short operating range, the signal 
broadcast from the reader may be monitored from a long 
distance. This is because the reader signal actually car¬ 
ries the tag’s power, and thus necessarily must be strong. 

A consequence is that a reader communicating with a 
passive tag in, for instance, a UHF setting might be moni¬ 
tored from a range up to 100 to 1000 m. Although this 
only reveals one side of a communication protocol, some 
older protocols actually broadcast sensitive tag data over 
the forward channel. Newer specifications, like EPCglo- 
bal class-1 generation-2, take care to avoid this. 

Although short-range eavesdropping requires nearby 
physical access, it can still be a threat in many settings. 
For example, a corporate spy could carry a monitoring 
device while a retail store conducts its daily inventory 
Alternatively a spy could simply place bugging devices 
that log protocol transmissions. 

Espionage need not be passive. Attackers could actively 
query tags for their contents. Rather than waiting to eaves¬ 
drop on legitimate readers, active attackers could simply 
conduct tag read operations on their own. Active attackers 
may be easy to detect in a closed retail or warehouse 
environment, but may be difficult to detect in the open. 

Both eavesdropping and active queries pose threats to 
individual privacy. RFID tags can be embedded in clothes, 
shoes, books, key cards, prescription bottles, and a slew 
of other products. Many of these tags will be embedded 
without the consumer ever realizing they are there. With¬ 
out proper protection, a stranger could tell what drugs 
you are carrying, what books you are reading, perhaps 
even what brand of underwear you prefer. 

Many privacy advocates are extremely concerned about 
RFID (Albrecht and McIntyre 2005). In 2003, Benetton, a 
clothing maker, announced plans to label clothing with 
RFID and was promptly boycotted by several groups 
(Krane 2003). This illustrates the potential of consumer 
backlash over privacy to impede RFID adoption. 

Besides leaking sensitive data, individuals might be 
physically tracked by the tags they carry. Of course, 
cellular phones can already track individuals. Unlike 
a cell phone, which is only supposed to be able to be 
tracked by a cellular provider, RFID tags might be tracked 
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by anyone (granted, within a relatively short read range). 
Readers will eventually be cheap to acquire and easy to 
conceal. 

Clearly, tracking someone is trivial if an attacker is able 
to actively query unique identifying numbers from tags. 
Even if unique serial numbers are removed from tags, an 
individual might be tracked by the "constellation” of brands 
they carry. A unique fashion sense might let someone phys¬ 
ically track you through an area by your set of favorite 
brands. 

Many privacy countermeasures have been proposed 
that may efficiently mitigate many of these risks. We 
refer the reader to Juels’ survey (2006) and Avoine’s 
bibliography (2006) for more information. 

Forgery 

Rather than simply trying to glean data from legitimate 
tags, adversaries might try to imitate tags. This is a threat 
to RFID systems currently being used for access-control 
and payment systems. Although an adversary able to 
physically obtain a tag can almost always clone it, the 
real risk is someone being able to “skim” tags wirelessly 
for information that can be used to produce forgeries. 
For instance, if tags simply respond with a static identifi¬ 
cation number, skimming is trivial. 

Forgery is obviously a major issue in RFID systems 
used specifically as an anticounterfeiting device. For 
example, the FDA (2004) proposed attaching RFID tags to 
prescription drug bottles as a pedigree. Someone able 
to produce forgeries could steal legitimate shipments and 
replace them with valid-looking decoys, or could simply 
sell counterfeit drugs with fake pedigree labels. 

A cautionary example is the ExxonMobil Speedpass 
(2006), which uses an RFID keychain fob that allows cus¬ 
tomers to make purchase at ExxonMobil gas stations. A 
team of researchers from Johns Hopkins University and 
RSA Security broke the weak security in Speedpass 
and produced forgeries that could be used to make pur¬ 
chases at retail locations (Bono et al. 2005). 

Fortunately, low-cost security countermeasures have 
been developed that allow readers to authenticate tags. 
For example, Juels and Weis (2005) offer a low-cost 
authentication protocol based on a hard learning problem 
that is efficient to implement in a tag. However, as of 2006, 
these protocols exist only on paper and are not available 
in any commercial products. 

Denial of Service 

Weaker attackers unable to conduct espionage or forg¬ 
ery attacks may still be able to sabotage RFID systems 
or conduct denial-of-service attacks. An adversary may 
simply jam communication channels and prevent readers 
from identifying tags. An attacker could also seed a physi¬ 
cal space with “chaff” tags intended to confuse legitimate 
readers or poison databases. Locating and removing chaff 
tags might be very difficult in a warehouse environment, 
for instance. 

Powerful electromagnetic signals could physically 
damage or destroy RF systems in a destructive denial- 
of-service attack. Fortunately, attempting these attacks 
from long range would require so much power that it would 
affect other electronic components and be easily detected. 


Although these denial-of-service and sabotage attacks 
may seem to be simply nuisances, they could represent 
serious risks. This is especially true in defense or medical 
applications. For example, the U.S. Department of Defense 
is moving toward RFID-based logistics control. An attack 
against the RFID infrastructure could delay crucial ship¬ 
ments of war materiel or slow down troop deployments. 

Viruses 

In 2006, researchers demonstrated an RFID virus based 
on an system query language (SQL) injection attack 
(Rieback, Crispo, and Tanenbaum 2006). The virus pay- 
load was an SQL database query that would overwrite 
existing RFID identifiers in the database with the virus 
payload. When tags were updated from the infected data¬ 
base, the virus would be propagated. 

This virus assumes that RFID contents are essentially 
“executed” without any validation. It also assumes that 
future reads from an infected system can overwrite tag 
contents, which is often not the case in practice. In fact, 
nothing about the virus was particular to RFID systems. 
Input from any source, whether a network connection, 
USB port, or keyboard, could spread viruses when inse¬ 
curely executed without validation. 

CONCLUSION AND FUTURE 
TECHNOLOGIES 

Two promising technological developments especially 
relevant to RFID are printed circuits and organic compo¬ 
nents (Subramanian et al. 2006; University of California, 
Berkeley Organic Electronics Group 2006). These tech¬ 
nologies have the potential to greatly lower manufactur¬ 
ing costs and to produce RFID tags built out of flexible 
plastic materials instead of silicon. 

The long-term vision is that a large-scale packaging 
manufacturer could print RFID tags directly into paper 
or plastic as it is produced. Product makers would not 
use this RFID-enhanced packaging material as they nor¬ 
mally would. One advantage in terms of privacy is that 
RFID tags would be attached only to product packaging, 
and not to the product itself. 

This technology is still years away from being 
economical, and there are many hurdles to overcome. 
Currently, circuits printed by an inkjet printer have a very 
low resolution; circuit gates take much more surface area 
than traditionally fabricated circuits. Other technologies 
like gravure printing also produce relatively large circuit 
surface areas. 

Regardless, much research is being focused on organic 
components for other purposes, like flexible displays. 
Developments in this area will benefit RFID, potentially 
opening the door to many inexpensive and interesting 
future applications. 

GLOSSARY 

Active Tag: A tag with its own battery that can initiate 
communications. 

Auto-ID: Automatic identification. Auto-ID systems 
automatically identify physical objects through the 
use of optical, electromagnetic, or chemical means. 
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EAS: Electronic article surveillance. An RF device that 
announces its presence but contains no unique identi¬ 
fying data. EAS tags are frequently attached to books 
or compact discs. 

EPC: Electronic product code. A low-cost RFID tag 
designed for consumer products as a replacement for 
the UPC. 

HF: High frequency, si3.56 MHz. 

IFF: Identify friend or foe. Advanced RFID systems 
used to automatically identify military aircraft. 

LF: Low frequency. 120-140 KHz. 

Linear Barcode: A one-dimensional, optical bar code 
used for auto-ID. 

Passive Tag: A tag with no on-board power source that 
harvests its energy from a reader-provided RF signal. 

Reader: An RFID transceiver, providing read and pos¬ 
sibly write access to RFID tags. 

RF: Radio frequency. 

RFID: Radio-frequency identification. Describes a broad 
spectrum of devices and technologies, and is used to 
refer both to individual tags and overall systems. 

Semipassive Tag: A tag with an on-board power source 
that is unable to initiate communications with a reader. 

Skimming: An attack in which an adversary wirelessly 
reads data from a RFID tag, enabling forgeiy or cloning. 

Tag: An RFID transponder, typically consisting of an RF 
coupling element and a microchip that carries identi¬ 
fying data. Tag functionality may range from simple 
identification to being able to form ad hoc networks. 

UCC: Uniform Code Council. A standards committee 
originally formed by grocery manufacturers and food 
distributors that designed the UPC barcode. 

UHF: Ultrahigh frequency. 868-928 MHz. 

UPC: Universal product code. A one-dimensional, opti¬ 
cal barcode found on many consumer products. 

UWB: Ultrawide band. A weak communication signal 
is broadcast over a very wide band of frequencies— 
e.g., 3.1-10.6 GHz. 

CROSS REFERENCES 

See Principles and Applications of Ad Hoc and Sensor 

Networks', Social Engineering; Worms and Viruses. 
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INTRODUCTION 

The goal of active networking is to create communication 
networks that reposition static, low-level network opera¬ 
tion into dynamic, differentiated, and adaptable behav¬ 
ior, often implemented by transferring low-level network 
operating code within the same packets that carry network 
traffic. This allows communication hardware to be more 
fully used given that its operation can be tailored to spe¬ 
cific application requirements. This also enables a more 
flexible and survivable communication network. Active 
networking decouples the network protocol from its trans¬ 
port by allowing easy insertion of protocols on top of the 
transport layer. Active networking also minimizes require¬ 
ments for global agreement; it does not require years of 
standards negotiation to introduce new protocols. Active 
networking enables on-the-fly experimentation given easy 
insertion of new protocols and network applications, 
thus enabling the rapid deployment of new services and 
applications. The mechanism for implementing an active 
network is to enable communication packets to carry net¬ 
work code as well as data. This code may be installed on 
the fly into low-level network devices as the packet flows 
through the network. 

If one compares and contrasts the current Internet pro¬ 
tocols and active and programmable networking shown 
in Figure 1, it should be noted that Internet protocols 

Internet Protocol Active and Programmable Networks 
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• Downward Side of the Innovation Curve *1 pw nrd Innovation Path 

Figure 1: The contrast between current networks and active 
networks (RFC = Request for Comment) 


have become fossilized, in other words resistant to radi¬ 
cal change, whereas an active network is built for change. 
The Internet protocols are becoming burdened with layer 
upon layer of complexity; for example, there are on the 
order of 4000 RFCs (Requests for Comment) describing 
Internet protocols and operation. In contrast, a goal of 
active networking is to reduce complexity by allowing a 
common framework for protocol insertion. The Internet 
protocol has an inability to customize quickly or effi¬ 
ciently because of a long standardization process, whereas 
the active network concept is to provide a framework for 
rapid and efficient customization. The Internet protocols 
are well known for their lack of common or operable 
security paradigms. In contrast, the Security Framework 
for Active Networks has received considerable attention 
in order to provide a secure framework from the start. 
Finally, the Internet protocols appear to be on a down¬ 
ward slope in terms of innovation; in other words, new 
standards tend to add smaller and smaller evolutionary 
changes. In contrast, active networking allows significant 
room for an upward trend in innovation. 

Active networking paradigms are being used in wireless 
and ad hoc communications. A trend is the exploration of 
self-organization and emergent behavior among autono¬ 
mous packets. The latest research in this area can be 
found in conferences listed in the Further Reading section 
at the end of this chapter and in a journal issue focused on 
active networks (Bush and Kalyanaraman 2006). 

The active network model provides user-driven 
customization of the network infrastructure, allowing 
new services to be deployed at a faster pace than can be 
sustained by vendor-driven consensus or through stan¬ 
dardization. The essential feature of active networks is 
the programmability of its infrastructure. New capabili¬ 
ties and services can be added to the networking infra¬ 
structure on demand. This creates a versatile network that 
can easily adapt to future application needs. The ability 
to program new services into the network will lead to a 
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user-driven innovation process in which the availability 
of new services will be dependent on their acceptance in 
the marketplace. In short, active networking enables the 
rapid deployment of novel and innovative services and 
protocols into the network. For example, a videoconfer¬ 
encing application can inject a custom packet-filtering 
algorithm into the network that, in times of congestion, 
filters video packets and allows only audio packets to reach 
the receivers. Under severe congestion, the algorithm 
compresses audio packets to reduce network load and 
alleviate congestion. This enables the application to han¬ 
dle performance degradation due to network problems 
gracefully and in an application-specific manner. 

In an active network, applications not only determine 
the protocol functions as necessary at the end points of 
communication, but also inject new protocols into the 
network. The concept of active networking evolved from 
discussions within the Department of Defense’s Defense 
Advanced Research Projects Agency (DARPA) community 
regarding future directions in communication networks. 
The purpose of these discussions was to design net¬ 
works that overcome problems and limitations of exist¬ 
ing networks. Some of the problems identified were: 

• Existing networks cannot support rapid development 
and deployment of new protocols and services. Design¬ 
ing a new protocol requires acceptance from a stan¬ 
dardization committee and later implementation and 
support from vendors before applications can use the 
protocol. Experience has shown that this is usually a 
long and tedious process. For example, work on the 
design of the Internet Protocol version 6 (IPv6) was 
initially started in 1995 but the protocol has still not 
found widespread deployment. 

• The existing Internet model allows limited security in 
the form of secure sockets, application data encryption 
and firewalls, but it is still difficult to create seamless, 
secure virtual private networks over the Internet. 

• Network functionality is scattered across routers, 
switches, end systems, link-level hardware and applica¬ 
tions, which prevents gathering of coherent state and 
makes network management extremely difficult. 

• Mobile devices have to be treated as static devices 
because it is not currently possible to move a mobile 
state seamlessly across the network. 

• It is not possible to deploy new services such as adaptive 
transcoding or in-network data-fusion, when and where 
you want them dynamically. In current networks, ser¬ 
vices are rigidly built into kernels of operating systems 
of end systems and network devices, preventing on-the-fly 
customization of these services by the applications 

To overcome the above limitations, DARPA began 
working on a set of ideas collectively referred to as active 
networking. The principal tenet of active networking is to 
devise the network architecture so that new features and 
services can be programmed into the network. The idea 
of carrying computation into the network is a natural 
evolution from circuit switching and packet switching, in 
terms of increasingly greater computational role in the 
network, as shown in Figure 2. 





Figure 2: Active networks appear as a natural evolution of 
legacy networking 


Research into active networking has provided the 
incentive to revisit what has traditionally been classified 
as distinct properties and characteristics of informa¬ 
tion transfer, such as protocol versus service; at a more 
fundamental level, this chapter considers the blending of 
computation and communication by means of descrip¬ 
tive complexity, discussed later. The specific active service 
examined in this chapter is network self-prediction 
enabled by an active application. Computation/communi¬ 
cation is analyzed via Kolmogorov complexity. The result 
is a mechanism to understand and improve the perfor¬ 
mance of active networking. 

Custom code is injected into the network in one of two 
ways, as shown in Figure 3. One approach is to down¬ 
load code to active nodes separately from data packets. 
The downloaded code carries computation required for 
some or all of the data packets flowing through the node. 
The code is invoked when the intended data packets reach 
the node. This is known as the discrete approach. The 
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Figure 3: Integrated (upper portion of figure) versus discrete 
(lower portion of figure) active packets (P = program) 
( D = data) 
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other approach is the capsule or integrated approach. 
In this approach, packets carry both computation as 
well as data. As packets flow through intermediate net¬ 
work nodes, the custom code is installed at some or 
all the nodes in the network. These packets are called 
"capsules" or “SmartPackets.” These are the basic unit of 
communication in an active network. Applications inject 
SmartPackets in the network and active nodes process 
the code inside the SmartPackets. 


BACKGROUND 

There is a general consensus that network architectures 
must be made programmable to enable application-specific 
customization of network resources and the rapid intro¬ 
duction of new services into the network. As a result, there 
are two schools of thought on the approach to be taken to 
make networks programmable. One effort is spearheaded 
by the OpenSig community, which argues that networks 
can be designed using a set of open programmable inter¬ 
faces, opening access to network devices such as switches, 
routers, and hubs and thereby enabling third-party devel¬ 
opers to devise custom solutions for their applications. 
The other approach is that of active networks, in which 
packets can contain custom code that executes in the 
execution environment provided by the nodes of the net¬ 
work. Thus, an active network is no longer node-centric 
but packet-centric; that is, the code in the active packets is 
executed at the intermediate network devices as the packet 
travels through the network. The result is that custom¬ 
ized processing is accomplished as the packet is transmit¬ 
ted through the network. This enables experimentation 
and the rapid deployment of new services. 

After the concept of active networking was initially 
conceived, researchers at the Massachusetts Institute 
of Technology developed a small proof-of-concept pro¬ 
totype using a Tel (originally from “tool command lan¬ 
guage,” but nonetheless conventionally rendered as “Tel” 
rather than "TCL,” and pronounced "tickle," a scripting 
language) shell to demonstrate the potential of the new 
idea. This sparked interest among researchers initially in 
the United States (primarily because of the DARPA effort) 
and later worldwide. This can be evidenced from the 
chapters submitted to the March 2000 issue of the IEEE 
Communications Magazine and the participation in the 
International Conference on Active Networks (IWAN). 
There were a considerable number of research efforts that 
attempted to develop complex and varied execution plat¬ 
forms to study different facets of the model. This led to 
a plethora of custom execution platforms on small-scale 
active networks. However, the prototypes were limited to 
testbeds in individual research laboratories, which did 
not bode well for the deployment of active networks on 
a global scale. Therefore, in 1998, researchers across the 
active networking community challenged themselves to 
develop plans to deploy active networks on a large scale. 
The principal hurdle toward this goal was the total lack 
of interoperability between the execution platforms. The 
community decided that while the richness in diversity is 
desirable, it was necessary to develop a scheme that ena¬ 
bled diverse active network prototypes to communicate 
with each other. 


The solution was to define a skeleton framework for 
an active node that divided its functionality into layers 
and to define the scope and properties of each layer. This 
enabled researchers to collaborate in the design of an 
active network in which active nodes can host several 
different execution platforms and yet can be connected 
to each other to provide an active network backbone. 
The framework is defined in a working document called 
the "Architectural Framework for Active Networks" 
(Calvert 1998). 

Active networking provides a programmable infra¬ 
structure using a well-defined structure for packets that 
contain general-purpose program code and a uniform 
standardized execution platform on the nodes of the net¬ 
work. The next sections give the reader an overview of 
the basic model of an active network. They describe basic 
components and introduce common terminology. 


ACTIVE NETWORK FRAMEWORK 

There had been a few pioneering efforts that predate 
the term active networks; most notably, SOFTNET was 
used as an active ad hoc network in the early 1980s from 
the Radio Communication Systems Lab, Royal Insti¬ 
tute of Technology, Stockholm, Sweden, which allowed 
dynamic network programming within packets; however, 
rapid acceleration in the development of active networks 
did not occur until the mid-1990s, with the funding by 
DARPA. Some early examples of active network appli¬ 
cations included active routers that provide soft-state 
storage and “best-effort” caching so that lost packets 
can be retransmitted by the nearest upstream router and 
nacks (negative acknowledgments) are fused on the way 
to the sender; the sender receives only one nack instead 
of one per receiver. The general concept of data fusion is 
shown in Figure 4, in which data are processed as they 
traverse the network, and such processing reduces the 
aggregate data size. This differs from current networks, 
in which all data are transferred to a central location 
before they are processed, potentially resulting in large 
amounts of redundant data transfer and unnecessary 
load on the network. 



Same 

information 
... less data 



Load Decreases as Final Result Travels to Destination 

Figure 4: Data from many sources (S) are fused as they are 
processed along their route to the destination (D), resulting in 
reduced load 
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The reference model for active networks is com¬ 
prised of a set of nodes, not all of which need be active, 
connected by a variety of technologies. Each active node 
runs a node operating system and one or more execution 
environments as shown in Figure 5. The node operat¬ 
ing system (NodeOS) are responsible for allocating and 
scheduling node resources. Each execution environment 
implements a virtual machine capable of interpreting 
active packets arriving at the node. Several execution 
environments have been developed with different capa¬ 
bilities. For example, some may be completely general— 
that is, Turing complete—while others may allow only 
very limited execution. The set of programs running 
within execution environments across the network 
comprise an active application. This very general refer¬ 
ence model allows for a wide variety of network service 
models, including those supporting a mixture of both 
active and nonactive traffic. 

Some of the underlying assumptions are that the unit 
of multiplexing within the network is a packet. Another 
underlying assumption is that the primary function of the 
active network is communication and not computation. 
Computation may occur, but the primary benefit of such 
computation must be in support of communications. 
Assumptions regarding underlying technologies need to 
be minimized since the reference architecture should 
allow for active networking on top of any lower-layer 
technology. Another assumption, common to any large 
Internet architecture, is that administration of individual 
nodes may be under the control of an organization, but 
no organization controls all active nodes. Thus, the issue 
of trust among administrations will vary, and security is a 
primary issue. 

The obj ectives of the architectural framework document 
are to specify the minimal amount of information needed 
to operate active components without overspecifying, or 
constraining, innovative solutions. Some of the objectives 
explicitly stated in the reference architecture document 
are to minimize the amount of global agreement required 
and to enable dynamic modification of those aspects that 
do not require global agreement within the network. In 
addition, the active network should be compatible with, 
and allow implementations of, current standard forward¬ 
ing techniques. In other words, the active network should 
allow architectures with processing speeds at least as fast 
as today’s architectures permit. Another objective is the 


ability to scale to very large global networks. Finally, net¬ 
work management, at all levels, must be supported. 

The distinction is made between node and network 
architectural issues. Node issues deal with how packets 
are processed and how local node resources are used and 
managed. In contrast, network architecture deals with 
global matters such as addressing and end-to-end alloca¬ 
tion of resources. The active network is comprised of three 
main components—namely, the node operating system, 
an execution environment, and active applications. The 
execution environment reveals a programming interface 
or virtual machine controlled by active packets entering 
the node. The execution environment has been compared 
to a UNIX shell program. Note that multiple execution 
environments may be present on a single active node. 

The node operating system manages resources of the 
active node and mediates demands from the execution 
environments that it supports. These can include things 
such as transmission, computation, and storage. This 
allows the execution environments to focus on support¬ 
ing the active packet programs without having to be 
directly concerned with limited resources on the node 
or negotiating with other execution environments on 
the same node for resources. It is noted that an identi¬ 
fier, which indicates the user making the request, may 
accompany execution environment requests for service. 
This information allows requests for resources to be 
granted within the limits of the quality of service for that 
particular user. The reference architecture uses the term 
principal to designate any entity whose actions can be 
authorized. The principal may be a user or another active 
network component, such as an execution environment. 

Explicit mention is made of a distinguished manage¬ 
ment execution environment responsible for the criti¬ 
cal operations local to the node such as configuration 
and policy control. Such management functions acting 
through the management execution environment require 
strict security. Figure 6 shows the architectural compo¬ 
nents in more detail. 

General processing of packets occurs when packets 
arrive at an active node, as shown in Figure 7. Informa¬ 
tion in the header of the packet specifies both protocol 
processing and the type of execution environment capa¬ 
ble of handling that packet. It is the execution environ¬ 
ment that announces its ability to handle certain types of 
packets through the creation of a channel. Classification 



Hardware 


Figure 5: Active applications (AAs) reside on the execution 
environment (EE), which reside on the NodeOS 
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Figure 6: The interface between the NodeOS and execution 
environments shown in greater detail 
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Figure 7: Classification of packets occurs in channels within the node operating system. Packets may flow through an EE for 
processing. (ANEP = active networking encapsulation protocol; UDP = user datagram protocol) 


of the packet and subsequent determination of the type of 
execution environment suitable for that packet occurs 
within the channel. Packets entering the node that can¬ 
not be classified or that match no pattern suggesting a 
resident execution environment are dropped. Execution 
environments, after executing any active code within the 
packet, transmit resulting packets through output chan¬ 
nels. The output channel can include the implementation 
of scheduling algorithms. It should be noted that there 
is not an assumed one-to-one correspondence between 
input and output packets. Input active packets may reside 
within the execution requirement without leaving the 
node. In addition, packets may be spontaneously gener¬ 
ated from a node, without corresponding input packets. 
In other words, it depends on the active code remaining 
on the node from prior packets. Another possibility is 
that packets may be aggregated and sent as a combined 
packet; again, this is a function of the code within each of 
the active packets working together. 

It is up to the node operating system to ensure that a 
misbehaving execution environment does not consume 
all the node’s resources. Scheduling mechanisms in the 
active networking environment must be more sophisti¬ 
cated than in legacy systems. This is because computation 
time must be taken into account as well as transmission 
time. It is suggested that input channels be scheduled 
only with respect to computation, and output channels 
must be scheduled with respect to both computation and 
transmission. This divides bandwidth equally among the 
set of classes. 

The active networking encapsulation protocol (ANEP) 
is used to embed active network packets over other 
media. It includes a header with a type-identifier field. 
Well-known type IDs are assigned to particular execution 


environments. It is the TypelD that allows the channel 
to route incoming active packets to the proper execution 
environment. Note that legacy packets—that is, those that 
do not contain an ANEP header—are also processed if the 
appropriate channels are set up. A common example is 
an execution environment that mimics IPv4 forwarding 
behavior. Another is an execution environment that pro¬ 
vides enhanced TCP services, which may transparently 
change header bits. Note that the ANEP header also allows 
an indication of what the node should do with regard to 
error handling, for example, when an execution environ¬ 
ment within a particular node cannot process the packet. 
The ANEP header would indicate whether the packet 
should be dropped or attempt to forward it via other 
means. In addition the ANEP header contains suggested 
security measures. It is likely to be impractical for every 
node in the network to authenticate every packet passing 
through it. However, it may be feasible for a packet to be 
authenticated once when it initially enters the network 
and afterward be verified node-to-node using shared keys 
between neighboring nodes. The ANEP header is thus a 
good location for holding a node-to-node credential. 

An execution environment defines a programming 
interface for a virtual machine that can be controlled by 
sending the appropriate code instructions to it within 
active packets. The function of this machine is left open— 
that is, the architectural framework does not define it. It 
is the NodeOS that provides a basic set of capabilities 
that can be used by the execution environments to imple¬ 
ment the virtual machine. A variety of EEs have been con¬ 
structed and tested; some are universal machines—that is, 
they can be programmed to simulate other machines—all 
others offer more restricted programming interfaces that 
allow the user limited program capability. The reason for 
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limited program capability is to maintain communication 
efficiency and keep the focus on enhancing transmission 
rather than on general programming. 

An active application is comprised of code running 
within execution environments that provides an end- 
to-end service within the network. Thus, it is the active 
application that provides the customized services for end- 
user applications. The active network framework allows 
for both active code carried in packets along with the data 
or code that is installed within EEs using out-of-band 
techniques. The out-of-band loading of new code within 
EEs may happen during a separate signaling phase or 
on demand when a packet arrives. Great pains have been 
taken within the active network framework architecture 
to minimize constraints and to enable the composition of 
active applications. For example, it should be possible for 
users to access multiple active applications and combine 
them in flexible ways, for example, mobility and multi¬ 
cast even though these are separate active applications. 

Deployment of new EEs requires that the application¬ 
programming interface to the EE be specified so that 
active applications can be built. In addition, the well- 
known ANEP packet types supported by the EE must be 
made public. The active network framework architecture 
does not specify a standard method for installing new 
execution environments on an active node. In addition, 
the active network framework architecture does not 
provide a standard for inter-EE communication. Such 
communication can occur by packet transfer between 
EEs on the same node or by shared memory, known as 
small state. 

The typical high-speed networking router/switch 
accepts packets on an input port, parses and validates the 
packets on the input port card, looks up the destination 
address in a forwarding table, and then sends the packet 
through a switch fabric to the appropriate output ports as 
shown in Figure 8. It is the output port card that handles 
encapsulation for the link and queues and schedules the 
packet for transmission. An active device would require 
general-purpose processor cards to be incorporated 
into this mechanism so that active packet code can be 
executed as shown in the bottom portion of Figure 8. 
Ideally, packets entering the input port would also be 
entering the previously defined active network channel 


inpul pert* output ports 



Figure 8: Active network hardware allows packets to be 
switched through a general-purpose processor before leaving 
the hardware 


and be forwarded by the switch fabric to the appropriate 
execution environment residing on a separate processor 
card. This architecture will allow legacy packets to be cut 
through the switch fabric, bypassing the active network 
processor if desired. This approach is scalable because 
more processing cards and port cards can be added. It 
is recognized, however, that the NodeOS using this tech¬ 
nique becomes a distributed operating system. Global 
state must be shared across multiple processing cards. 
This increases the complexity of the operating system, 
requiring additional synchronization and multiple access 
techniques. It is also noted that the execution environ¬ 
ment in this architecture is physically separated from 
the output port cards. This limits direct access from the 
execution environment to the output queues. The alterna¬ 
tive architecture divides the processing between input and 
output cards while leaving the switch fabric untouched. 
However, dividing the execution environment into sepa¬ 
rate input and output processing again causes distributed 
operating system problems, such as coordination between 
the input and output execution environment processing. 

A significant concern is the potential waste of resources 
by erroneous or malicious active packets. Thus, mecha¬ 
nisms must be in place to drop packets using too much 
processing time. In addition, all scheduling algorithms 
must be work-conserving. This means that packets must 
be scheduled for execution in such a manner that the pro¬ 
cessor is not delayed. In general, it is very important to have 
a precise quantification of resources. The bit is assumed 
to be the universal quantitative measure of information 
transmission. Similarly, the byte is understood to be a 
measure of storage capacity. In addition, the time dimen¬ 
sion should be added to provide a bound on the effect 
of storing a byte indefinitely. Quantifying computational 
requirements with respect to communications is an open 
issue and has been one of the key analytical challenges in 
active networks (Galtier et al. 2001). This topic is discussed 
further in the section on “Analysis of Active Networks." 
Techniques for quantifying computational resources 
have included removing loops from code destined to 
an execution environment. This allows the size of the 
packet to be proportional to the amount of processor 
time required to execute the packet. Another technique 
for quantifying computation involves the use of algo¬ 
rithmic information theory and Kolmogorov complexity. 
The intuition behind the use of this technique is to con¬ 
sider the descriptive complexity of code to be executed. 

Another open issue concerns the division of labor 
between the execution environments and the NodeOS. 
Specifically, information placed in the NodeOS provides 
a common repository for all execution environments 
residing on the same node, whereas the same informa¬ 
tion placed within each execution environment on the 
same node would be redundant. However, placing all 
functionality in the NodeOS increases the complexity of 
the NodeOS. 

Given that every node may not support every possible 
execution environment, a default routing mechanism 
should be in place for active packets, as illustrated in 
Figure 9. One possibility for making an active packet 
more ubiquitously executable is to place multiple 
versions of code within the packet, one for each possible 
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Figure 9: Active and current node interoperability may be 
achieved by enabling active nodes to mimic legacy nodes 


execution environment. Because this could make packets 
prohibitively large, the active network framework 
document encourages the universal deployment of only a 
small number of execution environments. 


ACTIVE NETWORK ARCHITECTURE 

All nodes within the active network provide a common 
base functionality, which is defined by the node architec¬ 
ture. The node architecture deals with how packets are 
processed and how local resources are managed. The 
network architecture deals with global matters such as 
addressing, end-to-end allocation of resources, and so on; 
as such, it is tied to the interface presented by the net¬ 
work to the end-user. The node architecture is explicitly 
designed to allow for more than one such “network appli¬ 
cation programming interface (API).” Several factors 
motivate this approach. First, multiple APIs already 
exist, and given the early state of our understanding it 
seems desirable to let them "compete” side by side. Sec¬ 
ond, it supports the goal of fast-path processing for those 
packets that want a “plain old forwarding service.” Third, 
this approach provides a built-in evolutionary path, not 
only for new and existing APIs, but also for backward- 
compatibility: IPv4 or IPv6 functionality can be regarded 
as simply another API. 

The functionality of the active network node is divided 
between the execution environments (execution envi¬ 
ronments or just “environments”) and the NodeOS. The 
general organization of these components was shown in 
Figure 5. Each execution environment exports an API 
or virtual machine that users can program or control 
by directing packets to it. Thus, an execution environ¬ 
ment acts like the “shell” program in a general-purpose 
computing system, providing an interface through 
which end-to-end network services can be accessed. The 
architecture allows for multiple execution environments 
to be present on a single active node. However, devel¬ 
opment and deployment of an execution environment 
is considered a nontrivial exercise, and it is expected 
that the number of different execution environments 
supported at any one time will be relatively small. The 
NodeOS provides the basic functions on which execution 
environments build the abstractions presented to the 
user. As such, it manages the resources of the active node 
and mediates the demand for those resources, includ¬ 
ing transmission, computing, and storage. The NodeOS 
thus isolates execution environments from the details 
of resource management and from the effects of the 


behavior of other execution environments. The execution 
environments in turn hide from the NodeOS most of the 
details of interaction with the end user. To provide ade¬ 
quate support for quality of service, the NodeOS allows 
for allocation of resources at a finer level of granularity 
than just execution environments. 

When an execution environment requests a service 
from the NodeOS, an identifier (and possibly a credential) 
accompanies the request for the principal on whose behalf 
the request is made. This principal may be the execution 
environment itself, or another party—a user—in whose 
behalf the execution environment is acting. The NodeOS 
presents this information to an enforcement engine, 
which verifies its authenticity and checks that the node’s 
security policy database as shown in Figure 6 authorizes 
the principal to receive the requested service or perform 
the requested operation. 


Execution Environment 

An EE defines a virtual machine and “programming inter¬ 
face” that is available to users of the active network. Users 
control that virtual machine by sending the appropriate 
coded instructions to the EE in packets. Execution of these 
instructions will in general cause the state of the EE and 
the active node to be updated, and may cause the EE to 
transmit one or more packets, either immediately or at 
some later time. The function of the virtual machine pro¬ 
vided by any EE is not defined by the architecture. The 
NodeOS provides a basic set of capabilities that can be 
used by EEs to implement a virtual machine. Thus, the EE 
defines most aspects of the network architecture. 

EEs allow users some control over the way their 
packets are processed. If an EE implements a universal 
virtual machine—that is, one that can be programmed to 
simulate other machines—a user may provide a complete 
description of required packet processing. Other EEs may 
supply a more restricted form of programming, in which 
the user supplies a set of parameters and/or simple policy 
specifications. In any case, the "program” may be carried 
in-band with the packet itself, or installed out-of-band. 
Out-of-band programming may happen in advance of 
packet transmission or on demand, upon packet arrival; 
it may occur automatically (e.g., when instructions car¬ 
ried in a packet invoke a method not present at the node, 
but known to exist elsewhere) or under explicit user 
control. 

An interesting feature of some EEs is that of 
SmallState, a named cache that enables SmartPackets to 
leave information at a node that can be retrieved later 
by other SmartPackets. SmallState thus becomes an 
interpacket communication (IPC) mechanism, providing 
a mechanism for packets to talk to each other and imple¬ 
ment collaborative behavior in the network. The extent 
of the IPC depends on the control mechanisms defined 
by the EEs for their SmallState. In some EEs, like 
Magician, SmartPackets explicitly create, modify, and 
destroy SmallState. Access policies are defined for Small- 
States at the time of creation. This includes defining 
access-control lists or access masks for accessing, read¬ 
ing, and writing SmallState. 
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Node Operating System 

It has already been mentioned that the overall architec¬ 
ture of an active network is comprised of three layers of 
code: the node operating system at the lowest level, one 
or more EEs, and at the top level the active applications. 
It is assumed that the node operating system would 
handle multiplexing the node’s internal communication 
memory and computational resources of packet flows 
that cross the node. EEs define the programming lan¬ 
guage in which the active packet’s code is written. It is 
the active applications that provide the end users with 
their network services. 

The following three high-level design goals are 
explicitly stated in the node operating system architecture 
document, namely, that the NodeOS interface primary 
role should be designed around supporting network 
packet flows—namely, packet processing, resource uti¬ 
lization, and admission control—done on a per-flow 
basis. It is also recognized that flows themselves can 
be defined at different granularities—for example, port- 
to-port flows, host-to-host flows, application flows, etc.; 
thus, there is no assumed single definition of a flow. It is 
also not assumed that all implementations of the NodeOS 
will export exactly the same set of features. Some imple¬ 
mentations will have special capabilities that the EEs and 
their associated active applications may desire. Finally, 
whenever the NodeOS requires a mechanism that is 
not particular to active networks it should borrow from 
established operating system interfaces. 

The abstractions defined for the NodeOS are important 
to understand. These consist of thread pools, memory 
pools, channels, files, and domains. The domain is the 
primary abstraction for accounting, admission control, 
and scheduling, as shown in Figure 10. Each domain 
contains the resources needed to support a packet flow. 
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Figure 10: An example of domains to control resource usage 
in the active node 


The domain typically contains a set of channels on which 
messages are received and sent, memory pools, and thread 
pools. Remember that the EE, using threads, processes 
active packets arriving on the input channel, and memory 
is allocated to that domain, and the packets are then 
transmitted on an output channel. Thus, a channel con¬ 
sumes not only network bandwidth but also CPU cycles 
and memory. Thus, intuitively, the domain encapsulates 
the resources used across both the NodeOS and the EE 
on behalf of a packet flow. Domains will be created in the 
context of existing domains, so they can be thought of as 
a hierarchy with the root domain corresponding to the 
NodeOS itself. 

Note that a domain can create a subdomain in order to 
more finely encapsulate individual flows with resources. 
The thread pool is the primary abstraction of computa¬ 
tion. Example parameters that are specified in creating a 
thread pool include the maximum number of threads, the 
scheduler to be used, the cycle rate at which the thread 
pool is allowed to consume the CPU, the maximum length 
of time a thread can execute, and a stack size for each 
thread, etc. Threads execute on an end-to-end basis—that 
is, the threads cut across the NodeOS up to the EE. This 
allows record keeping of resource usage for a flow. 

The memory pool is the primary abstraction of 
memory. Such memory can implement packet buffers as 
well as hold an EE-specific state. Whenever memory or 
processing by the EE becomes excessive—that is, if the 
resources are overused—the NodeOS will warn the EE of 
the situation, and if the EE does not correct the situation 
the entire domain will be destroyed. 

It is the domain that creates the channels discussed 
previously in the active network framework architecture, 
to send, receive, and forward packets. The distinction 
is made between anchored channels and cut-through 
channels, as illustrated in Figure 11. Anchored channels 
are used to send packets between the EE and the under¬ 
lying communication substrate. Anchored channels are 
further characterized as either incoming or outgoing. 
Cut-through channels forward packets through the active 
node, without being intercepted and processed by an EE. 
Note that the EEs still allocate the cut-through channels. 

When creating the channel, the domain must specify 
which arriving packets are to be delivered on this channel, 
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Figure 11: Anchored and cut-through channels through the 
node operating system (ATM = asynchronous transfer mode) 
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a buffer pool to hold the packets, and a function to handle 
the packets. The packets to be delivered are described by 
an address specification string and a demultiplexing key. 
When creating an out-channel, the domain must specify 
where the packets are to be delivered and how much link 
bandwidth the channel is allowed to consume. 

It is possible that an EE wants to demultiplex multiple 
packet flows out of a single protocol. The demultiplex key 
specifies this information, and it consists of typical net¬ 
work components such as offset, length, value, and mask. 
This demultiplex key is compared to the payload of the 
packet, thus allowing precise pattern specification of 
which packets should be sent on which channels. 

A suggested nomenclature for the formation of 
channels uses the protocol components separated by a 
slash. An example would be “IF.O/IP/UDP/ANEP,” which 
specifies that packets tunnel through IP. Another exam¬ 
ple would be “IP/IF,” which specifies outgoing IP packets. 
Cut-through channels would have a syntax using a 
pipe symbol to denote transition from incoming packet 
processing to outgoing packet processing. An example 
would be “IP/UDPl UDP/IP" In addition, packet addresses 
and port numbers may be used to further specify packet 
flows. Note that the cut-through channels allow the 
NodeOS to forward packets without the involvement of 
either an EE or an AA. In summary, channels and domains 
support a flow-centered model. The domain encapsulates 
the resources that are applied to a flow, while the channel 
specifies packets belonging to the flow and the functions 
that are applied to the flow. 

Files are the abstraction for persistent storage and 
coarse-grained sharing of data. The files intuitively follow 
the common concept of a file in an operating system. The 
node architecture document goes to the point of specify¬ 
ing the actual names of individual function calls. 

To provide for quality of service, the NodeOS has sched¬ 
uling mechanisms that control access to the computation 
and transmission resources of the node. These mecha¬ 
nisms isolate, to some degree, one user’s traffic from the 
effects of other users’ traffic, so that each appears to have 
its own virtual machine and/or virtual link. When chan¬ 
nels are created, the requesting EE specifies the desired 
treatment by the scheduler(s). 

Such treatment may include: 

• Reservation of a specific amount of bandwidth 
(transmission or processing) and isolation from other 
traffic 

• Isolation from other channels’ traffic and guarantee 
of a "fair share" of available bandwidth; the available 
bandwidth is divided more or less equally among all 
channels in this class. 

• Best-effort—that is, no isolation from other traffic in 
this class. 

The NodeOS may deny requests for channels with 
the first two types of service when resources are in high 
demand. Note that input channels are scheduled only 
with respect to computation, while output channels 
are scheduled with respect to both computation and 
transmission. 


Active Networking Encapsulation Protocol 

The ANEP defines a method by which active packets may 
be transmitted over different media. The ANEP imple¬ 
ments the objectives within the active network framework 
document by supporting the coexistence of different EEs 
and the multiplexing of received active packets through 
the different channels. The active network encapsulation 
protocol defines a header. The primary reason for the 
header is to allow quick determination of the environment 
required to support execution of the active code within 
the packet—in other words, to identify whether the cor¬ 
rect EE exists for the received packet. The header also 
provides some indication of the fault processing if the 
EE does not exist on the node. The header also has room 
for security information. The format of the ANEP packet, 
similar to most protocol packets, contains the version, 
flags, type ID, header length, packet length, options, the 
largest portion which is the payload, namely the active 
contents itself. In this description we focus on version 1 
of ANEP, shown in Figure 12. 

The type ID field indicates the environment required 
for execution of the active packet. The Active Networks 
Assigned Numbers Authority (ANANA), which is simi¬ 
lar to the Internet Assigned Numbers Authority (IANA), 
maintain type IDs. TypelD zero is reserved for possible 
future network layer error messages. If a particular node 
does not recognize the type ID, the most significant bit 
of the flag field should be checked to decide how to handle 
the packet. If the most significant bit of the flag is 0, the 
node should try to forward the packet using the default 
routing mechanism, by checking information available in 
the options part of the header. If the most significant bit 
of the flags field is 1, the node should discard the packet. 
The ANEP header length field specifies the length of the 
ANEP header in 32-bit words. Finally the ANEP packet 
length field indicates the length of the entire packet in 
octets. 

The options portion of the packet is in the form of type, 
length, and values (TLV). Values used are maintained by 
the assigned numbers authority, which also maintains the 
option type field. Other entities can use their own values 
if the most significant bit of the flags field, bit 0, is set. 
These options are meaningful only inside the indicated 
EE, so it is up to the type ID owner to specify these values. 
The option length field contains the length of the TLV in 
units of 32-bit words. This includes lengths of the flags, 
option type, option length, and option payload. There 
exist predefined options indicated as follows. The source 
identifier error option uniquely identifies the sender 
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of the packet within the active network. It contains a 
32-bit value, which identifies the addressing scheme in 
use, followed by the actual address. The scheme identi¬ 
fiers have been predefined as IPv4, IPv6, and 802.3. The 
destination identifier is an option that uniquely identifies 
the destination of the packet within the active network. 
This is the final destination, not an intermediate route. 
The format is the same as that for the source identifier 
option. Active nodes whose EE is not available might 
use this field. Another option is the integrity checksum. 
The value of this field is the 16-bit ones complement of 
the ones compliment of the entire ANEP packet, starting 
with the ANEP version field. Another option is the non- 
negotiated authentication. This option is used to provide 
one-way authentication. It assumes no prior negotiation 
between the packet originator and processing nodes. 
It has the 32-bit value that identifies the authentica¬ 
tion scheme in use followed by the data. The following 
authentication mechanisms have been predefined SPKI 
and X.509. Additional values may be used by agreement 
of the assigned numbers authority. 

End-to-End Considerations 

Let us take a step back and consider the arguments 
opposed to active networking, then address them one 
by one. End-to-end arguments have suggested that 
functions placed at low levels of the system may be 
redundant or have little value when compared with the 
cost of providing them. Examples have been shown that 
include bit error recovery, security using encryption, 
message suppression, recovery from system crashes, and 
delivery acknowledgments. Essentially, the prescription 
is to move functionality upward within a system, that is, 
toward upper layers. It is said that the function in ques¬ 
tion can completely and correctly be implemented only 
with the knowledge and help of the application standing 
at the end points of the communication system. There¬ 
fore, attempting to provide that function within the 
communication system is not possible. This is known as 
the “end-to-end argument." Examples are given in which 
placing functionality within the network is either redun¬ 
dant, overly costly, or not useful. End-to-end arguments 
are often used as an Occam’s razor when it to comes to 
choosing functions to be provided in the communication 
subsystem. It is interesting to note the use of Occam’s 
razor in the above, since it is also used in determining the 
shortest packet code, described in section “Analysis of 
Active Networks” via Kolmogorov complexity. The prin¬ 
ciple states that “entities are not to be multiplied beyond 
necessity.” In other words, all things being equal, the sim¬ 
plest explanation is the best one. 

The following are key principles regarding the end-to- 
end arguments: Some services require the knowledge and 
help of the end system and thus cannot be implemented 
entirely within the network; if all applications do not 
make use of the service it should be implemented in such 
a way that only those applications using it have to pay for 
it; and finally, the amount of support for any given end- 
to-end service in the network is an engineering trade-off 
between the performance and the cost of implementing 
the service. Active networks actually support these 


principles, rather than violate them. Active networking 
requires that the interface to such functionality be care¬ 
fully designed, the costs and benefits of each service be 
computed, and engineering trade-offs be carefully evalu¬ 
ated. In fact, some services can best be supported and 
enhanced using information that is available only from 
within the network. The network may have information 
that is not available to the application, and the timely use 
of that information can significantly enhance the service 
seen by the application. It is precisely these situations in 
which active networking shows significant gain and sup¬ 
port of the end-to-end argument. 

Note that the end-to-end argument was originally 
made with respect to a view of the network as a mon¬ 
olithic entity attempting to provide a single optimal 
quality of service to all users. Active networks actually 
increase the likelihood that services will be differenti¬ 
ated and useful to specific users. In fact, a market-driven 
approach will cause developers of active applications and 
users to be keenly aware of the costs involved and thus 
use and implement only what are necessary for particular 
applications. In effect, the active network is a framework 
for accelerating implementation of the end-to-end argu¬ 
ment. As long as active networking provides cut-through 
capabilities to support at least services with current per¬ 
formance then active applications can be developed on a 
case-by-case basis. 

A common mantra chanted by Internet developers is to 
keep the network simple, to avoid complexity. Although 
this is an admirable and useful goal, a significant chal¬ 
lenge is that quantitative measures of simplicity and 
complexity are lacking. Thus, it is impossible to say 
definitively which architectures are simple and which 
architectures are complex. There is no way to prove that 
the Internet is simple and active networks are complex, 
except perhaps by using some ad hoc measure such as 
what “looks" or “feels" simple to a particular individual 
or small group with a particular common experience or 
background. 

Security 

Active packets contain code or references to code. The 
EE will extract code from the packet and execute the 
code on the node in which the packet resides. The result 
can be a modification of the state of the node, modifica¬ 
tion of a packet, or the transmission of packets. Legacy 
packets such as IPv4 or IPv6 may be forwarded before 
or they may receive services provided by the active net¬ 
work itself. Recall from the NodeOS framework that a 
domain may create a subdomain at any time. The prin¬ 
cipal assigned to a domain established at creation time 
governs activities of the domain. Note that the node 
begins operation with one or more domains assigned to 
EEs. Thus, an EE is permitted to start subdomains with 
more finely grained packet filters, as it desires. Therefore, 
the EE makes its own decisions as to whether the active 
code and a packet will run as part of the EE’s domain 
or in some separate domain with the packet’s principal 
privileges and separately allocated resources. 

Consider what happens when an active packet arrives 
at a node. It is assigned by the node to an in-channel of 
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the domain, either anchor or cut-through, and is pro¬ 
cessed. If the active packet processing occurs within the 
EE, then the active code has access to the EE's services 
and resources. The EE interface might pass the NodeOS 
interface through to the active code or might replace or 
augment that interface with its own services. It is possible 
that output packets may be created, in which case, result¬ 
ing active packets are transmitted on an output channel. 
Remember that these output packets might have been 
forwarded in input packets, been modified in the pack¬ 
ets, or been forwarded in newly created packets. It is also 
possible the processing of the packet’s active code may 
result in changes to the state of the node or the EE. 

The security paradigm within active networks uses 
abstractions, or models, comprised of actions taken by 
subjects upon objects. Each object must be authorized to 
take a specific action upon a specified object. Attributes 
of the subject, object, and an action can be compared 
to determine whether the action is authorized. If the 
authorization is valid, the operation may take place; if 
the authorization is invalid, operation is denied. The 
security policy is comprised of the valid authorizations. 

The security policy is enforced by a particular 
component or subsystem. The policy specifies the subject 
and object attributes that must be compared and whether 
a valid match has occurred allowing the action to take 
place. The component must enforce the security policy to 
protect the resources for which it is responsible. 

Subjects are the actors in the security model. The pre¬ 
viously mentioned security policy determines what the 
subject is allowed to do. As a specific example, an active 
application is the subject when it requests that an EE run 
code. An EE is a subject when it requests a NodeOS to 
allocate a channel. 

Objects are entities for which use must be authorized. 
Authorization is required in order to provide confidenti¬ 
ality and integrity and, for example, prevention of denial- 
of-service. The attributes associated with the particular 
object depend on the type of object to any entity, which 
provides access to that object. There are many types 
of objects within the active network, some of which 
include the NodeOS resources, such as thread pools, 
memory pools, channels, files, domains, etc. These object 
attributes would include file ownership and permissions 
and current resource pool usage. Other objects with the 
NodeOS may represent services such as reboot, con¬ 
trol of an EE, and packet routing. These are obviously 
critical services and require strict authorization checks. 
EE objects include e-resources such as access to per¬ 
sistent state—that is, small state. Other objects include 
services, and these could include such things as reboot¬ 
ing the EE, stopping the EE, and controlling the active 
application. These are also critical services and should 
be available only after proper authorization. Finally, 
active applications are also objects. It is possible that 
an AA may be the object of another AA; in other words, 
one AA may perform an action upon another. This may 
include actions such as halting execution of the AA and 
sharing data among active applications. 

Recall that actions are operations performed by 
subjects upon objects. Actions are dependent on the 
type of object and the resource provider; not all actions 


are relevant to all objects. The available actions should be 
defined within the API of each resource provider. 

There are many entities within the active network 
whose assets need to be protected. These include 
the end user at the source and destination nodes, 
active nodes themselves, EEs, the active code within the 
active packets, and the domains within the active nodes. 
It is interesting to note that the active code—that is, the 
code within the active packet—stands as a proxy to 
the end user who launched the packet. Thus, it has the 
same security concerns that the end user would have. 
This may include things such as access to the domain 
in which it is executing and access to the sharable 
persistent state that it may create. 

The types of attacks to be expected in an active net¬ 
work can be extrapolated from the attacks seen on 
traditional networks. These include: (1) unauthorized 
disclosure, which is countered by authorization and 
confidentiality services, (2) attacks resulting in decep¬ 
tion, which are countered by integrity, authentication, 
and nonrepudiation security services, (3) destruction or 
denial of service, which are countered by authorization 
and integrity services, and (4) usurpation, to be coun¬ 
tered by authorization, integrity, and confidentiality 
security services. 

The security framework document concentrates on 
the enforcement of authorization policy to counter the 
previous threats. The sender of the active code, which has 
access to cryptographic operations in each node, controls 
confidentiality of the active packet payload. 

Therefore, the major components of the active net¬ 
work that have resources requiring protection are the 
node itself, the EE, the sender of the packet that is being 
processed, and the active code that is executing in the 
node, as shown in Figure 13. The node is clearly inter¬ 
ested in protecting itself; without survival of the node, 
nothing running on the node can be guaranteed to have 
integrity. The node needs to protect its resources from 
unauthorized usage threats to the node that can arise 
from EEs running on the node that may modify the node 
state or view sensitive node information. In addition, the 
sender of active packets who may maliciously send packets 
in such quantity as to exceed node resources potentially 
threatens the node. In addition, the node is susceptible to 
attack from active code within active packets, which may 
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Figure 13: Active network components and their potential 
sources of threat (N/A = not applicable) 
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also consume resources or modify the node state or view 
sensitive node information, etc., while executing within 
the EE. 

The EE must protect itself. Threats to the EE come 
from senders of packets and from active code running 
within it. The EE also sees possible threats from the node 
on which it resides. It is assumed that there is little defense 
that the EE can provide for itself from the node on which 
it resides; thus, before any EE is placed on the node, the 
administrator that distributes the EE must ensure that 
the node is secure. 

The sender of the active packet is assumed to be 
interested in protecting the information, either active 
or passive, within the packet. Specifically, the sender is 
assumed to be concerned about the integrity and confi¬ 
dentiality of the information. The sender of the packet 
may perceive threats from other active code in the node, 
from the EE and from the node itself. Through cryp¬ 
tographic means, the sender protects the information 
from source to destination. Unfortunately if the active 
packet must be decrypted in order to run on the node, 
for example, then the sender of the packet cannot protect 
it from the node or the EE. In this case, the sender must 
rely on the ability of the active code to avoid nodes and 
EEs that are not secure. 

The active code is highly dependent on the packet in 
which it resides. This code may be able to create a state 
that can be shared with other active code or provide 
services to other active code. It is this code that wishes 
to protect itself, to protect a shared data and packet 
payload from unauthorized modification, or to protect 
its services from unauthorized use and to protect its 
resources against unauthorized consumption. The active 
code sees potential threats from other active packets, for 
other active code, from the EE, and from the node. It is 
conceded that the active code cannot protect itself against 
the EE and the node, which is executing. Thus, it must 
ensure that it does not forward itself to either unsecured 
nodes or unsecured EEs. 

In the case of authorization, we need a language in 
which the authorization policy is expressed, a way of 
representing the principal being authorized, and mecha¬ 
nisms to ensure the authenticity of the claim to principal 
identities and the integrity of the packet. The language 
for the authorization policies may be simple access con¬ 
trol lists. See the work done in Policy-Maker and Keynote 
(http://www.dmtf.org/education/academicalliance/pilz. 
pdf,KeyNote; http://wwwl .cs.columbia.edu/~angelos/ 
keynote.html), which are two related efforts to offer 
sophisticated policy expression capabilities. The Seraphim 
active capabilities have full Turing expressibility. 

It is recognized that conflicts may occur in the expres¬ 
sion of the security policy. For example, the creator of 
an object, the sender of an object, and the node in which 
the object is stored may have conflicting security policies 
for the same object. Thus, there should be a uniform way 
in which access to these objects is controlled. Resolution 
of conflicts can occur by a predefined compositional 
logic, prioritization that is setting precedents among the 
policies, and having a configurable meta-policy. The node 
should have a final determination as to how composition 
of policies will be performed. 


Hop-by-hop protection is needed to ensure the com¬ 
munication and signaling between neighboring active 
nodes. Always keep in mind that not all nodes will be 
active nodes; however, neighboring nodes must somehow 
be identified so that the keys can be shared to protect 
the Internet communication. End-to-end protection of 
packets requires cryptographic techniques, which can 
be divided into two types: asymmetric and symmetric. 
Asymmetric techniques require that only the originator 
be trusted. Only the entity holding the private key can ver¬ 
ify the originator’s identity associated with the key. How¬ 
ever, if the packets change in a node, the digital signature 
will fail the next verification. Attempting to share the pri¬ 
vate key with the receiving node so that it can recompute 
the digital signature with the changed contents would 
cause the private key to be shared with many other nodes, 
defeating the privacy of the private key. 

Symmetric techniques would solve the problem of 
allowing intermediate nodes to recompute the dig¬ 
ital signature of the packet. However, installing keys to 
each node of a packets’ path through the network would 
greatly broaden the trust model. This model depends 
strongly on the method of key distribution. It is possible 
that a symmetric key could be distributed by an active 
application. It should be noted that distribution of sym¬ 
metric keys are expensive in terms of processing and 
latency and that it is important that the active packets 
requiring the key follow the precise path through which 
the keys have been distributed. If keys are distributed by 
an active application, this application must be secure. 
Also note that a symmetric key could be distributed at the 
NodeOS level by signing the key at the originating point 
and encrypting the signed key hop-by-hop for the neigh¬ 
boring node. This means that all nodes receiving the key 
can produce a packet that looks like it is coming from 
the originator. This key distribution technique allows the 
nodes to protect applications that are not secure, since 
this is done at the NodeOS level. 

The active packet is divided into two areas: the area 
containing the code and an area that may vary. The digital 
signature covers the static area only, leaving the variable 
area unprotected. Symmetric techniques can cover either 
the static area, the variable area, or both. 

Recall that a principal in the security architecture 
is an entity that can make a request subject to authori¬ 
zation. Examples of attributes of code can include the 
author or vendor, quality attributes like “virus-free” or 
"ISO-9000,” or proof-carrying code. In order to trust 
such an attribute, it needs to be certified by some trusted 
authority. The cryptographic association in the form of 
a code credential is used to provide a binding between 
the code and its attributes. In fact, given the dynamic 
nature of an active network, the attributes are added to a 
packet as it traverses a network. References to the code 
could be placed within the variable portion of the packet. 
The packet structure must support lists of credentials 
and the separation of static and variable packet pay- 
load in both asymmetric and symmetric cryptographic 
authentication. 

Responsibility for authentication of packets is placed 
in the NodeOS because these functions are of common 
use to all EEs, the NodeOS, which has resources of its 
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own to protect, requires the functionality itself, and 
cut-through channels would be difficult to protect if the 
authentication support were in the EE. 

Whenever active code executes on a node, there must 
be a component that is responsible for binding the security 
context to the execution of code such that the context is 
available to authorized management entities but not to 
the executing code. Enforcement includes intercepting 
requests for access to an object, extracting the security 
context, retrieving policy for the context, object, and 
request, evaluating the policy, and composing evaluation 
of separate policy components if necessary. 

It is helpful to think about the security events involved 
as an active packet progresses through the network. First, 
the hop-by-hop key identifier is pulled out of the packet 
and used to retrieve the appropriate key, algorithms, etc. 
The hop-by-hop integrity is checked, and failure causes 
the packet to be dropped. Next, the packet is matched to a 
domain filter. Then, the list of credentials is extracted and 
retrieved, and credentials are verified. If any credential 
fails the verification process, the packet processing will 
continue, but using only those credentials that succeeded. 
Next, the NodeOS checks the authorization of the EE to 
be receiving this type of packet, then the NodeOS checks 
the authorization of the domain to be receiving this type 
of packet, then the NodeOS checks the packets authenti¬ 
cated identity according to the authorization policy of the 
domain. At this point, the ANEP header and hop-by-hop 
integrity fields have been used and are no longer needed; 
thus, the packet is stripped of these components. The code 
is extracted from the packet or retrieved if necessary. The 
code could be within the packet, reside in the code cash, 
or stored within another node. It is assumed that the 
retrieval process for the code will have its own security 
protections. Next, all of the authenticated credentials are 
bound to the domain’s execution in a security context. 
Finally, the domain can begin execution of the active 
packet code. 

The code may attempt access to another active 
application’s resources. This can be mediated by the 
EE. Packets sent by the domain are cryptographically 
protected by the NodeOS and packets transmitted by 
the NodeOS have hop-by-hop integrity applied. It is also 
possible that code may call for a new subdomain to be 
created. When creating a new subdomain, the active code 


must specify which packets are authorized for processing 
in the new domain. 

An interesting problem with active networks resides 
around revocation not only of privileges, but also of 
active code. It must be possible to revoke code that has 
been previously distributed throughout the network. 
Revocation notices are sent in anticipation of or in 
response to suspicious activity within the network, and 
such notices are propagated using active mechanisms. It 
is possible for a node to be executing a revoked piece of 
code between the time the revocation is issued and the 
time the distribution reaches the node. Note that revoca¬ 
tion notices are objects in their own right. The NodeOS 
affords the best opportunity to apply revocation notices. 

It should be noted that active networks provide 
the capability for innovative new security paradigms. 
Although a traditional node cannot recover if it does not 
have all the security information necessary to authorize 
an incoming request, an active node could encapsulate an 
unauthorized packet with a protective wrapping to moni¬ 
tor its activities. 

IMPLEMENTATIONS OF ACTIVE 
NETWORK COMPONENTS 
Execution Environments 

There are a number of EEs developed for active nodes to 
study various issues such as resource allocation, service 
composition, and security. This section discusses features 
of execution environments. A few popular EEs are listed 
in Table 1. Note that Caml is a strongly typed functional 
programming language from the meta language (ML) 
family of languages. 

Researchers developed many different EEs that 
concentrated on particular facets of active networking 
mechanisms. This provides an opportunity to enumer¬ 
ate and classify properties that execution environments 
possess to make code transport and execution possible. 
This section discusses the following principal features of 
EEs: 

• Code download 

• Implementation platform and language 


Table 1: Execution Environments 


EE Name 

Institution 

VM Platform 

Approach 

ANTS 

Massachusetts Institute of 
Technology (MIT) 

Java 

Capsule 

CANeS 

Georgia Tech 

Unity 

Capsule 

Magician 

University of Kansas 

Java 

Capsule 

NetScript 

Columbia University 

Netscript 

Discrete 

Switchware 

University of Pennsylvania 

Caml 

Hybrid 

SmartPackets 

BBN Technologies 

Assembly 

code 

Capsule 
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• Composition 

• Security and authentication 

• Resource allocation and monitoring 

• Interpacket communication 

The vision of active networks is that of a framework 
of networking components from which services are 
composed to provide users with a flexible, customizable 
networking infrastructure. Active networks will allow 
the composition of user-injected services with those 
that are preconfigured at the network nodes, enabling 
users to develop highly customized solutions in the net¬ 
work to handle their application data. The EE has to be 
able to provide modular service components for users 
to draw on as building blocks. Users will compose their 
own custom framework by using the "glue” provided by 
the EE in which their code will execute. The glue can be 
in the form of library modules, a scripting language, or 
an API. 

The glue language itself can be a high-level language like 
Java, C++, or C, or it can be a scripting language like Perl 
or Tel. In this case, developers do not have to go through 
a learning curve, and this enables them to reuse existing 
code and integrate it into the active network framework. 
The glue language can also be custom designed for active 
networks. 

The advantage of a custom language is that the lan¬ 
guage can be designed keeping in the mind the unique 
requirements of active packets and the constraints that 
may be imposed on their functionality. For example. 
Switch Ware provides service components called switchlets 
that are resident at the nodes for users to customize node 
behavior. On the other hand, Magician provides compo¬ 
nents that implement various pieces of communication 
functionality. 

Switch Ware and NetScript use a script-like program¬ 
ming language that accesses the heavyweight service 
components. On the other hand, Magician and ANTS 
allow the user to leverage a high-level language like Java 
to compose custom services from basic components. 

Components should have a formal, well-defined 
interface that abstracts the inner workings, yet presents 
the user with a rich representation of its behavior. This 
is defined as introspection. Introspection enables a 
user to access an implementation state and work with 
abstractions to it. This increases reusability because the 
component can be reused in different protocol frame¬ 
works. The property of intercession enables a user to 
modify the behavior of an abstraction. The user can refine 
existing behavior or adjust the implementation strategy 
to improve performance. This is usually achieved through 
the mechanism of inheritance in object modeling. This 
enables users to customize previously developed active 
network components, tailoring them to the needs of the 
application without having to write new components 
from scratch. 

Execution environments can provide explicit security 
mechanisms for the execution, authentication, and 
authorization of packets. Minimally, EEs have to execute 
packets within a sandboxed environment that is protected 
from unintentional and malicious incursions by other 


packets. In addition, EEs may implement trust mecha¬ 
nisms to authenticate various properties of the code 
contained in the packets, such as its ownership, creator, 
source, rights, and privileges. 

ANTS: Active Network Toolkit 

Written in Java, ANTS (Wetherall, Guttag, Tennenhouse 
1999) primes the package delivery path within neces¬ 
sary protocol code during the initial delivery only, since 
the packets can use code without the overhead of trans¬ 
porting it. This is done using capsules, which carry both 
code and data. In the active network toolkit active mes¬ 
sages are called "capsules.” A unique type based on the 
message digest algorithm 5 (MD5) of the capsule code 
identifies capsules. When a capsule arrives at a node, a 
cache of protocol code is checked for the presence of the 
capsule code, which may already reside at the current 
node. If the code does not exist on the current node, a 
load request is made to the node from which the capsule 
originated. The originating node receives the load request 
and responds with the entire code. The current node then 
incorporates the code into its cache. Processing functions 
may update capsule fields and store application-defined 
information in the shared node cache of soft state. 

ANTS provides a mechanism for protocol composition 
using the CodeGroup attribute of the ANTS capsule. Code 
belonging to the same protocol suite (or stack) shares the 
same CodeGroup attribute. Protocol modules are demand- 
loaded separately into the active node prior to capsule 
execution. A wrapper module (which is the main class for 
the protocol) puts together the protocol modules in the 
manner desired by the programmer. ANTS is written in 
Java; therefore, it supports modularity, inheritance, and 
encapsulation. The base implementation available from 
MIT does not support any security features beyond those 
provided by the Java virtual machine. Other groups, such 
as Trusted Information Systems Laboratory at Network 
Associates Inc., have modified the ANTS prototype to add 
security and authentication mechanisms. 

CANEs 

The Composable Active Network Elements (CANEs) 
(Bhattacharjee et al. 2002) execution environment 
was developed after the Architectural Framework 
Group and the NodeOS Working Group put together 
their specifications. Thus, the CANEs environment is a 
NodeOS specification-compliant EE that sits on top of 
the Bowman node operating system. CANEs uses a slot 
processing model that comprises two parts: a fixed part, 
also called the underlying program, that represents the 
common processing applied by an active node on every 
packet passing through the node, and an injected program 
implementing user-specified functionality. The injected 
program is bound to a specific slot, which when called 
causes the bound program to be executed. The underlying 
program provides basic services, such as forwarding, that 
can be chosen and that are well known and preinstalled 
on every active node. A set of injected programs is then 
selected to customize the underlying program. These 
injected programs can be available at the active node 
or they can be downloaded from a remote site. CANEs 
thus uses a discrete approach for downloading code. 
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Because CANEs is built on top of Bowman, which uses 
the NodeOS specification. Bowman handles resource 
allocation and security issues. Bowman also implements 
the IPC mechanism, called state-store, to exchange data 
between packets without sharing variables. CANEs pro¬ 
grams are written in a custom language called CANEs 
User Interface (CUI). It comprises distinct computation 
and communication parts. 

The computation part is a directed acyclic graph (DAG) 
in which the underlying program sits at the root of the 
graph and the injected programs are at the leaves. The arcs 
in the DAG identify the slot to which the child is bound. 
Multiple programs can be bound to the same slot. Binding 
of the injected programs to the slots is done when CANEs 
parses the computation part. The communication part of 
the CUI program identifies a routing schema for the user. 
The user may also specify a set of classifier rules that are 
used to select incoming packets upon which the flow acts. 

Magician 

Magician is a toolkit that provides a framework for 
creating SmartPackets as well as an environment 
for executing the SmartPackets. Magician is implemented 
in Java version 1.1. Version 1.1 was chosen primarily 
because it was the first version to support serialization. 
In Magician, the executing entity is a Java object whose 
state is preserved as it traverses the active network. Seri¬ 
alization preserves the state of an object so that it can 
be transported or saved, and re-created at a later time. 
Magician uses a model in which an active node is repre¬ 
sented as a class hierarchy. Every protocol is derived from 
an abstract base protocol. Every active node provides 
some basic functionality in the form of certain default 
protocols—for example, routing. Users may prefer to use 
these default protocols if they do not wish to implement 
their own schemes. To foster privacy and safety, a unique 
state is created for each invocation of the protocol. 

State that is common to all invocations of a protocol is 
inviolable and is accessible only to users that have appro¬ 
priate authorization. Providing each user with a protected 
copy of the state enables the user to customize state if nec¬ 
essary. Users are permitted to install their own protocols. 
A user creates a new protocol from scratch by extending 
the base abstract protocol. When a SmartPacket carries 
over the protocol to the active node, a new branch is cre¬ 
ated for that protocol. Alternatively, the user extends an 
existing protocol class at the active node and customizes 
it to implement application-specific behavior as shown 
by the example of a user-defined routing algorithm in the 
figure. Thus, the user is able to inherit certain basic prop¬ 
erties of the parent protocol and provide minor or major 
behavioral modifications to tailor it to the application’s 
requirements. In this model, the active node is thus per¬ 
ceived as an object with behavior that can be modified 
dynamically. SmartPackets are treated as objects that 
carry custom protocols in the form of executable code, 
which when installed at the active nodes, modifies their 
behavior to suit application requirements. 

The class hierarchy model for active nodes is 
advantageous in many respects. It provides the user with 
the ability to customize default functionality at the active 
nodes using the extension-by-inheritance philosophy. 


The inheritance model also provides default functionality 
for user SmartPackets that choose not to implement their 
own. That enables the active node to emulate behavior 
of traditional nodes to support transport of conventional 
packets. The unique state space provided to each invoca¬ 
tion of a protocol corresponds to the instantiation of an 
object from its class definition. This affords privacy and 
safety to the SmartPacket executing in that state. It also 
provides an isolated, secure environment for the execu¬ 
tion of user code so that the active node can monitor and 
regulate its activities. The class-model approach differs 
from the data flow composition model, wherein protocol 
functionality is activated only by data flow. In the class 
model, instead of data being transferred between proto¬ 
col components, execution control is transferred between 
the protocol components. Protocol components have 
access to the user data and can choose to act on the data 
or perform other activities. 

The class model also exhibits three of the five proper¬ 
ties listed earlier, namely modularity, introspection, and 
intercession. Modularity is achieved by breaking down 
communication functionality into distinct protocol com¬ 
ponents. The functionality of the components is defined 
as a Java class. The property of introspection is satis¬ 
fied when protocol components are designed as suitable 
abstractions and specified with well-defined interfaces 
that promote reuse. Using the principles of inheritance 
and aggregation, these components are brought together 
to form a composite that implements the functionality 
desired of a service to be injected in the network. This 
satisfies the intercession property. 

NetScript 

NetScript (da Silva, Florissi, and Yemini 1998) is a data¬ 
flow programming language in which computation con¬ 
sists of a collection of interconnected programs that 
process data streams flowing through them. The language 
supports the construction of packet processing programs, 
interconnecting these programs and allocating resources 
to them. NetScript programs communicate with each 
other through their input and output ports. The arrival 
of data at an input port triggers execution of sequential 
event-handling code inside the program. 

NetScript is not a full-blown language, and it lacks 
traditional programming constructs like iteration control, 
functions, and data types. Therefore, the programs (called 
“boxes" in NetScript) themselves are written in languages 
such as C and Java. NetScript provides constructs for 
gluing together the protocol-processing boxes and thus 
is viewed more as a coordination language. Protocol 
composition is achieved by using the NetScript constructs 
to define and establish interconnection between the 
various boxes. Dynamic composition is achieved using 
the concept of box templates. A box template describes the 
input/output port signature and the internal topological 
structure of the dataflow program. The port signatures 
define the types of messages that the box accepts and 
generates. The topological structure describes the inter¬ 
connections between the internal boxes. It is possible 
to create one or more instances of this box template on 
active engines across the network. Defining a composite 
box template that describes the protocol components 
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and their interconnections creates a new protocol frame¬ 
work. The protocol components themselves can be box 
templates or they can be primitive programs. The frame¬ 
work thus constructed is deployed in the network by 
dispatching it to individual NetScript engines at the net¬ 
work nodes. When a NetScript engine receives a new box 
template, it creates a running instance of it by examining 
its port specification and internal topological structure. 
The engine then loads and instantiates each internal box, 
makes appropriate connections between box ports, and 
starts up the new instance to allow protocol messages 
to flow through it. The composition mechanism is rich 
enough to enable composition of layered protocols or 
the extension of protocol components with new features. 
However, the extension mechanism is not as rich as the 
extension mechanism of an inheritance model. It is not 
possible to override only a few properties of a box. The 
box must be used with its established properties or a 
new box defined with the unwanted properties replaced 
by the desired ones. 

PLAN 

Switchware (Alexander et al. 1998) provides protocol 
composition using a two-level architecture that consists 
of switchlets and user programs in active packets. Each 
switchlet provides services in the form of methods manip¬ 
ulating protocols implemented for that switchlet. The 
switchlets’ services are implemented in a high-level lan¬ 
guage and are dynamically loaded at the network nodes. 
Active packets are user packets that invoke the services 
provided by the switchlets. The code in the active packets 
is written in a language called PLAN (Hicks et al. 1999) 
specifically designed for active networks. 

PLAN is a stateless, strongly typed, functional-style 
lambda calculus system with pointer-safe access, which 
addresses safety and security concerns. PLAN programs 
also make statements about resource needs and bounds. 
A PLAN program is initially assigned resource units, 
which are depleted as it executes or it spawns new PLAN 
programs. Since resource units cannot increase, they 
eventually are exhausted, which guarantees program 
termination. PLAN packets contain fields to help man¬ 
age the packet: evaluation destination, resource bound, 
and routing function. Although PLAN is implemented 
in Java, the programming language PLAN provides to 
the user is based on ML with some added primitives 
to express remote evaluation. PLAN programs can allow 
resident data to remain on a node after the program 
terminates. 

Table 2 provides a snapshot of some of the prominent 
research efforts in each of the areas outlined above. This 
list is by no means exhaustive. There are other internal 
efforts at other institutions that have not received much 
attention. The rest of this section provides a high-level 
description of the projects listed in the table on the next 
page. 

KU SmartPackets 

KU SmartPackets can operate in both discrete and inte¬ 
grated mode; the packets are called "datagrams” and 
“management” packets, respectively. SmartPackets can 


leave information on active nodes after its execution 
environment expires. A time-to-live parameter for the 
cached information is assigned when the information is 
cached. 

Spanner and Sprocket 

Spanner and Sprocket are an active network assembly 
and high-level language, respectively. Sprocket is similar 
to C language. In addition, it has built-in functionality for 
querying Simple Network Management Protocol (SNMP) 
Management Information Base (MIB) object data. This 
would make it ideal for network management algorithm 
development. 

Liquid Software 

This EE gains speed in two ways. First, it uses Java to C 
translators in conjunction with C compilers, thus avoid¬ 
ing the need to interpret byte code at run time. Second, it 
uses compilers that execute quickly and can be run at the 
point of execution. 

NODE OPERATING SYSTEMS 

The vast difference in the increasing slopes between 
communication data rates and computational rates is 
pushed down to the level of the node operating system. 
Data rates have typically increased at twice the speed 
of computer processing power. For the time it takes pro¬ 
cessors to double their computing power, data rates will 
have increased by a factor of four. The result is that the 
active node operating system and its supporting hard¬ 
ware must be extremely intelligent regarding efficient 
packet processing. Thus, there has been a considerable 
amount of research on the development of active net¬ 
work node operating systems; space limitations do not 
allow a detailed discussion here. Instead, the goal of this 
section is to provide an introduction to a few active net¬ 
work operating systems and how they have approached 
the challenge of providing manageable and efficient 
interfaces between the active execution environments 
and the active node hardware. Much of this work has 
focused on developing paradigms, or abstractions, that 
facilitate development while maintaining efficiency via 
a tight coupling among the EE, the NodeOS, and ulti¬ 
mately, the hardware. Some operating systems have 
focused on simplicity, safety, and security, while others 
have chosen to focus on performance, and still others 
have focused on features and flexibility. 

One may give the honor of being the first known active 
network to SoftNet (Zander and Forchheimer 1983, 
1988), a programmable packet radio network developed 
in 1983. One might consider its Forth environment, called 
MFORTH (Zander 1984), a NodeOS/EE. Because SoftNet 
allowed packets carrying code to modify its behavior, it 
is consistent with the definition of an active network. 
However, a discussion of more recent node operating sys¬ 
tems follows. 

MIT (Tennenhouse et al. 1997) had constructed a 
prototype active network node infrastructure based on the 
ACTIVE IP option in IPv4, which enabled active packets 
(capsules) to be passed to a computational engine. Given 
that it was a prototype, Tel was used. Most subsequent 
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Table 2: Research Areas 


Research Area 

Project 

Organization 

Network management 

Robust Multi—Scalable Network 

Management (MIT) 

MIT 


NESTOR — NESTOR : NEtwork Self 
managemenT and ORganlzation 
(Columbia) 

Columbia University 


Active Virtual Network Management 

Protocol (GE) 

GE Global Research 

Security prototypes 

Secure Active Network Prototype (NA) 

Network Associates 


New Cryptographic Mechanisms (NA) 

Network Associates 


Dynamic Interoperable Security Mechanisms 
(U of 1) 

University of Illinois 


Active Intrusion Detection and Response 
(NAI Labs and Boeing) 

NAI Labs and Boeing 


PANDA: planning and negotiation of active 
network agent deployment (UCLA) 

UCLA 

Mobile and wireless 

SpectrumWare (MIT) 

MIT 

applications 

MAGIC-II: Adaptive Applications for 

Wireless Networks (U of K) 

University of Kansas 


Proactive Infrastructure (UCLA) 

University of California, Berkeley 

Enhanced network 

Active Web Caching (UCLA) 

UCLA 

services 

Composable Active Network 

Elements (GATech) 

Georgia Tech and University of Kentucky 


Active Network Applications (U ofW & 

University of Washington and University of 


U of M) 

Massachusetts 


Specialized Active Network Technologies for 

University of Washington 


Distributed Simulation (SANDS) (U of M) 

University of Massachusetts 

Quality of service 

Critical Technologies for Universal 

Information Access 

MIT 


Active Quality of Service 

General Electric (GE Global Research) 

Mobile code and safe 

PLAN 

University of Pennsylvania 

languages 

NetScript 

Columbia University 


Liquid Software 

University of Arizona 


implementations were done in Java. At that time, there 
were concerns about deficiencies in the Java programming 
model regarding both security and resource consumption 
control as well as scheduling concerns, making resource 
constraint at the programming language level impossible. 

The Extremely Reliable Operating System, EROS (Sha¬ 
piro et al. 1997), recognized the fact that nodes are shared 
between users and that this unfortunately brings with it 
the fact that users have possibly conflicting or mutually 
adversarial desires. EROS began to wrestle with many of 
the active network operating system questions concern¬ 
ing resource control, security, and containment of faults, 
all while focusing on efficient network operation. 

RCANE (Menage 1999) defines a resource-controlled 
framework for active network services. It is interoperable 
with PLAN (Pradhan and Chiueh 2000). RCANE supports 
resource reservations for network bandwidth, memory 
use, and computation, much like the NodeOS. The primary 
difference between RCANE and the NodeOS is NodeOS’s 
flexible communication abstraction. RCANE allows only 


link-layer communication, while the NodeOS allows any 
supported protocol to be used. 

As the active network framework began to crystallize, 
new active operating systems were developed with the 
active network framework in mind. Bowman (Merugu 
et al. 2000), which runs on top of Solaris, was the first 
NodeOS developed by the active network community. 
Bowman implements a subset of the NodeOS interface 
and does not provide resource controls. SuezOS (Kohler 
et al. 2000), Click (Kohler et al. 2000), and Router Plugins 
(Decasper et al. 1998) allow various degrees of extensibil¬ 
ity. Each system enables configuration of safe extensions 
into the kernel that can extend router functionality. 

Scout, Janos, and AMP 

Janos (Peterson et al. 2001) is a NodeOS built in the 
Scout operating system. It encapsulates the flow of 
input/output data through the system in an explicit path 
abstraction. Scout is thus able to implement both the 
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traditional and the active forwarding services using 
exactly the same mechanism. This makes it possible to 
integrate the NodeOS interface into a Scout-based router 
in a way that does not negatively impact the forwarding 
of nonactive packets. 

The principal that creates a forwarding path must 
provide three pieces of information: (1) a sequence of 
modules that define how messages will be processed 
along the path; (2) a demultiplexing key, which identi¬ 
fies the packets that will be processed by the path; and 
(3) resource limits placed on the path, (e.g., how many 
packets can be buffered, the rate at which CPU cycles may 
be consumed, etc.). The NodeOS module is able to imple¬ 
ment domain, channel, thread, and memory operations 
as simple wrappers around a Scout’s path. More interest¬ 
ingly, a cut-through channel is simply implemented by 
a Scout forwarding path that does not pass through the 
NodeOS module, while in and out channels map onto a 
Scout path that includes the NodeOS module. 

Active Network Node 

The Active Network Node (ANN) (DeCasper 1999) seeks to 
balance the tension between the unprecedented network 
flexibility enabled by active networks and the efficiency 
of dedicated hardware that performs static processing, 
such as Application-Specific Integrated Circuits (ASICs). 
A single central CPU serving all ports is unable to keep 
up with link speed even for a small number of ports and 
relatively low bandwidth links (e.g., 10 Mbps). In ANN 
a general-purpose CPU and a Field Programmable Gate 
Array (FPGA) are used on every port of a switch back¬ 
plane. This combination of CPU and FPGA is termed the 
“processing engine.” The CPU takes care of the majority 
of active functions applied to a packet, while the FPGA 
implements performance-critical functions. Since both 
can be programmed on the fly, this approach seems to 
balance the tension between flexibility and speed. 

As can be seen repeatedly in NodeOS architectures, 
there is an attempt at a tight coupling between the 
processing engine and the network. Also, as commonly 
occurs in active networks, the per-flow instance creation 
and management introduces a relatively high one-time 
overhead. Subsequent packets on the flow experience 
improved performance. 

Active Network Hardware and 
Network Processors 

Some researchers have suggested that at the level 
immediately below the active node operating system 
should lie network processors. The genesis of the network 
processor (NP) was driven by an increasing demand for 
high throughput combined with flexibility in packet rout¬ 
ers. As a first step in the evolution to NPs, a switch fabric 
replaced the bus connecting network interface cards with 
the central control processor (CP). As demand for band¬ 
width grew, simple network interface cards were replaced 
by ASICs, which relieved the CP of many forwarding tasks. 
ASIC-based routers, however, were not flexible enough 
to meet the needs of the network equipment market. 


Hardware development cycles tended to be too slow to 
accommodate the demand for new features and proto¬ 
col support. The next step led the NP, namely the use of 
Application-Specific Instruction-Set Processors (ASIPs). 
These processors can be programmed relatively easily and 
quickly according to protocol and deployment needs. 

Network processors (Kind 2002) implement a balance 
between hardware and software that helps to meet the 
demand for performance and programmability that 
active networks require. The topic of network processors 
is a large subject area in its own right, and space limita¬ 
tions require that a brief introduction be presented here. 
Application-specific integrated circuits have clear advan¬ 
tages in terms of performance; the hardware functions 
do not provide sufficient flexibility. In contrast, packet 
forwarding based on General Purpose Processors (GPPs) 
provides high flexibility, but FPGAs can be reprogrammed 
at the gate level, combining features from ASICs and 
GPPs. Unfortunately, high-level programmability of 
FPGAs still is very limited. NPs are specifically designed 
for fast and flexible packet handling. Typically based on 
an embedded processor with application-specific instruc¬ 
tions and coprocessor support, NPs can achieve even 
packet processing at network interface speeds of several 
gigabits per second. 

NPs have simpler arithmetic and caching units than 
GPPs; their speed is achieved through parallel packet 
processing in multiple execution threads. In addition, 
common packet-handling functions, such as tree look-up, 
classification, metering, policing, checksum computa¬ 
tion, interrupt and timer handling, bit manipulation, and 
packet scheduling, are frequently supported by coproces¬ 
sors or specific functional hardware units. Moreover, NPs 
are often teamed with an embedded GPP for more complex 
tasks. APIs provide an abstract view of the resources of 
the network node on an NP. The APIs are dedicated to 
different data-plane, control-plane, and management- 
plane services of the NP and can be used for developing 
portable network applications. APIs allow network-wide 
services to be implemented simply and quickly. 

Active packets are typically small because of maximum 
transmission unit (MTU) limitations and are likely to be 
based on a simple instruction set. Execution of the packet 
is inherently conservative in its memory usage and as 
such can be implemented on NPs with limited memory. 
Within the NP, a packet would not be required to execute 
on a GPP, thus reducing the delay between arrival and 
program execution as well as full and quick access to 
router state. 

It has been suggested that active code need not be 
inserted in active packets, but rather packets contain a 
pointer to existing code. This approach is useful when the 
active code is large and will need to be executed repeat¬ 
edly. From an NP point of view, there are two options 
for the installation of the active code component. If the 
component contains a performance-critical code segment 
with the purpose of extending forwarding code, it has to 
be linked dynamically into the existing forwarding code 
on the NP. This may be in the form of either interpreted 
byte code for a preinstalled virtual machine or native core 
processor code. NPs provide mechanisms to direct non¬ 
performance-critical packets to the control processor 
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(e.g., using IP header options). Since active packets used 
for network management are generally less time-critical 
than user data, NPs can handle these intelligently. 

NPs have been used to increase active network 
performance by just-in-time (JIT) compilation of active 
code. Although native NP code is extremely fast, Java 
byte code is convenient and flexible but slow. It has been 
shown that the Java byte code can be converted to NP 
code within the network, yielding performance gains. 
The time to compile the code (required only once) is on 
the order of the time it takes to interpret the code as Java 
does. Subsequent use of the same code would then be 
at the native NP speed. This can be coupled with code¬ 
caching techniques to further increase active network 
performance. For efficient JIT operation within the 
NP, the NP should have write access to the instruction 
memory and a sufficiently large instruction memory 
to hold the compiler and the JIT-compiled active code; 
currently not all NPs support these requirements. 

ANALYSIS OF ACTIVE NETWORKS 

Although there is a large body of results on architec¬ 
tural aspects of active networking, less research has 
been done on new forms of quantitative analyses of the 
unique aspects of active networking. One of these unique 
aspects is the tight integration between computation and 
communication networking. 

Research at NIST (Carlinet et al. 2000; Galtier et al. 
2000) has examined the computational aspect by seeking a 
uniform measure of CPU processing time for heterogeneous 
network architectures. The model consists of two parts: a 
node model and an application model. A semistochastic 
state-transition model represents CPU usage requirements 
of active applications. Active ping and multicast applica¬ 
tions were shown to match analytical results. Three dif¬ 
ferent scaling factors were proposed to transform a model 
accurate on one node into terms that prove accurate 
on another. Without this approach, crude techniques such 
as estimated time-to-live (TTL) values were assigned to 
each packet and then decreased at each hop or each time 


a packet created another packet. Another crude approach 
has been to enforce an arbitrary limit on the CPU time that 
a packet can use at each node. Using an arbitrary limit 
ensures only a worst upper bound, and may also allocate 
less CPU time than an application requires. 

Ultimately, the essence and fundamental unique¬ 
ness of active networking is the flexibility introduced 
by a tight integration of code and data within, and in 
service of, the communication network. As illustrated 
in Figure 14, both code and data flow within, and change 
the operation of, the network. Developers and research¬ 
ers of legacy networks, comprised of inflexible and stati¬ 
cally defined processing, have focused on improving the 
flow of data based on Shannon’s fundamental insights 
into entropy and the bit, as well as analyses in support 
of moving bits, such as queuing theory (shown along 
the left side of the figure). With the tighter integration 
of code and data in an active network, a broader view of 
information encompassing both code and data in the 
form of Kolmogorov complexity (shown along the right 
side of the figure) is required. In this form of analysis, 
there is a focus on code and data as a combined entity 
(Bush 2002). Active packets in the Kolmogorov complex¬ 
ity framework may vary from static data, as in legacy net¬ 
works, to pure executable code; as code, the packets act 
as small executable models of information. 

Kolmogorov complexity is a measure of the descriptive 
complexity contained in an object. It refers to the 
minimum length of a program such that a universal 
computer can generate a specific data sequence. A good 
introduction to Kolmogorov complexity is contained 
in Ming and Vitanyi (1993). Kolmogorov complexity is 
related to Shannon entropy in that the expected value of 
K(x) for a random sequence is approximately the entropy 
of the source distribution for the process generating 
the sequence. However, Kolmogorov complexity differs 
from entropy in that it relates to the specific string being 
considered rather than the source distribution. A chal¬ 
lenge in applying Kolmogorov complexity is that it is not 
computable. Any program that produces a given string is 
an upper bound on the Kolmogorov complexity for this 
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Figure 14: Legacy versus active information frameworks 
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string; however, one cannot compute the lower bound. 
Estimates have been shown to be useful in providing 
information assurance and intrusion detection. 

Because the word active in active networks refers to the 
ability to dynamically move code and modify execution of 
components deep within the network, this typically leads 
to the challenge of determining the optimal proportion 
of an active application that should be implemented as 
code versus data. A method for obtaining the answer to 
this question comes from application of the minimum 
description length (MDL) (Gao, Li, and Vitanyi 2000; 
Wallace and Dowe 1999). Let D. be a binary string repre¬ 
senting x. Let H s be a hypothesis or model, in algorithmic 
form, that attempts to explain how x is formed. H, is a 
predictor of x. MDL states that the sum of the length of 
the shortest encoding of a hypothesis about the model 
generating the string and the length of the shortest encod¬ 
ing of the string encoded by the hypothesis will estimate 
the Kolmogorov complexity of string x (Eq. 1). 

K(x) = K(H X ) + K(D X \H X ) (1) 

Note that error in the hypothesis (or model) must be 
compensated within the encoding. A small hypothesis with 
a large amount of error does not yield the smallest encod¬ 
ing, nor does an excessively large hypothesis with little or 
with no error. A method for determining K(x) can be viewed 
as separating randomness from nonrandomness in x by 
“squeezing out” nonrandomness, which is computable, 
and representing the nonrandomness algorithmically. The 
random part of the string—that is, the part remaining after 
all pattern has been removed—represents pure random¬ 
ness, unpredictability, or simply error. Thus, the goal is to 
minimize l(H e ) + l(DjH e ) + 1(E), where l(x) is the length of 
string x, H e is the estimated hypothesis used to encode the 
string (DJ, and E is the error in the hypothesis. The more 
accurately the hypothesis describes string x and the shorter 
the hypothesis, the shorter the encoding of the string. 

A series of active packets carrying the same informa¬ 
tion are measured as shown in Figure 15. Choosing an 
optimal proportion of code and data minimizes the 
packet length. The goal is to learn how to optimize 
the combination of communication and computation 
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Figure 15: Trade-off between static data and algorithmic 
content and length as hypotheses vary for the same 
information 


enabled by an active network. Clearly, if K(x) is estimated 
to be high for the transfer of a piece of information, then 
the benefit of having code within an active packet is 
minimal. On the other hand, if the complexity estimate 
is low, then there is great potential benefit in including it 
in algorithmic form within the active packet. When this 
algorithmic information changes often and impacts low- 
level network devices, then active networking provides 
the best framework for implementing solutions (a 
specific example of separating nonrandomness from 
randomness, although not explicitly stated as such, can 
be found in predictive mobility management as discussed 
in Bush and Kulkarni [2001]). An active packet that has 
been reduced to the length of the best estimate of the Kol¬ 
mogorov complexity of the information it transmits will be 
called the “minimum size active packet.” When the mini¬ 
mum size active packet is executed to regenerate string x, 
the D x \H e portion of the packet predicts x using static data 
(E) to correct for inaccuracy in the estimated hypothesis. 

In general, a wide range of programs, or algorithmic 
descriptions, can generate a bit-string. Often, it is the 
case that the size of a program, or with regard to the defi¬ 
nition above, the algorithmic description, can be traded 
off for speed. Thus, we need to be careful to distinguish 
the above definition of complexity from space and time 
complexity. From the standpoint of bandwidth, we desire 
small size—namely, the descriptive complexity, which 
must be approximately equal to, or smaller than, the 
static data. However, from the standpoint of processing 
speed, faster, but possibly larger, code would be desired. 

Consider the definition of conditional complexity 
(Eq. 2). In this case, the descriptive complexity of x is 
conditioned upon y. One can think of this as meaning 
that executing program p with input y generates x. 


Kj,(x I y) 


min (l(p)) 

</>(p,y)=x 

if there is no p such that 4>(p,y) = x 


( 2 ) 


Conditional complexity is important because an active 
packet can contain both code and data, the proportion 
of which may vary. Consider p as the code in an active 
packet, y as static data in the packet, and x as the final 
“piece” of information represented by the packet. The 
function f could be considered the network processing 
(NodeOS/EE) upon which an active packet is executed. 


SELECTED APPLICATIONS 

In order to consolidate the material in this chapter, this 
section examines two applications that take advantage 
of the unique capabilities of active networks. The first is 
a proactive network management system called Atropos 
(Bush and Goel 2005) that views active packets as small 
models rather than data. The second is a network capa¬ 
ble of automatically evolving network services as needed, 
using the extreme flexibility of the active network. 

The Atropos architecture is designed to use benefits 
of active networking: the ability to use fine-grained 
executable models in the network to enhance com¬ 
munication. A virtual message is an active packet that 
carries state information anticipated to exist in the 
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future. A streptichron (from classical Greek meaning 
to "bend time”) is a virtual message in the form of an 
active packet facilitating prediction by carrying informa¬ 
tion in algorithmic form affecting a node’s notion of time. 
Fine-grained executable models, necessary to represent 
future behavior, carried by streptichrons are introduced 
in the form of active packets. The models are called "fine¬ 
grained” because they are intended to represent small por¬ 
tions in space and/or time. Executable code representing 
future behavior has the potential to be more compact 
than transmitting equivalent nonexecutable data in a 
piecemeal fashion. The justification for this can be found 
in the relationship among compression, prediction, and 
computation defined via Kolmogorov complexity as dis¬ 
cussed in the previous section. 

An Active Network Management System 

Atropos provides a framework to accomplish fault 
prediction using a coupling of concepts from distributed 
simulation (Jefferson and Sowizral 1982) and active net¬ 
working. Results collected from a single Atropos node for 
load prediction are shown in Figure 16. In today’s man¬ 
agement systems, a management information base (MIB) 
maintains current state values. In Atropos, load is pre¬ 
dicted as real-time (called “Wallclock”) advances. Thus, 
future as well as current values are available on the node. 
In Figure 16, the local virtual time (LVT) (future time), 
runs ahead of Wallclock time (current time). Predicted 
load values are refined until Wallclock reaches the LVT 
of a particular value. This data was collected using the 
simple network management protocol by polling an 
active execution environment that was enhanced with 
Atropos. Valleys occur between the sampled values in the 
surface plot shown in Figure 16 because no interpolation 
is attempted between samples. 


A diagonal line on the LVT/Wallclock plane from the 
right corner to the left corner separates LVT in the past 
from LVT in the future; future LVT is toward the back of 
the graph, past LVT is in the front of the graph. Starting 
from the right-hand corner, examine slices of fixed 
Wallclock over LVT; this illustrates both the past values and 
the predicted value for that fixed Wallclock. As Wallclock 
progresses the system corrects for out-of-tolerance 
predictions. Thus, LVT values in the past relative to 
Wallclock are corrected. By examining a fixed LVT slice, 
the prediction accuracy can be determined from the 
graph. Consider a line defined by an LVT slice equal to 
a value of y LVT time units. Load values remain con¬ 
stant for all values of Wallclock equal to or greater than 
y time units. The final value, which remains invariant, is 
the actual value that occurred, while previous values were 
attempts to refine predictions. 

Temporal Overlay 

The goal of incorporating an optimistic parallel and 
discrete event simulation as part of network operation 
is to allow as much concurrent and parallel operation as 
possible within the network for projecting future events. 
Each node processes its portion of the simulation ahead 
of Wallclock time at the same time as other nodes. 
The Atropos framework enables an individual node to 
simulate its operation forward in time on multiple nodes. 
For simplicity, the simpler case of each node simulating 
its own future is presented. This can be logically viewed 
as a virtual overlay network running temporally ahead 
of the actual network. As shown in Figure 17, a virtual 
network modeling the actual network can be viewed as 
overlaying the actual network. The axis labeled “Space" 
represents the efficient use of large numbers of nodes, 
while the axis labeled “Time” represents the LVT of 



40 

LVT (minutes) 


Load (packets) 


Wallclock (minutes) 


BuOO 


6000 


4'JL'IJ 


:occ 


LVT = Walldock 


Figure 16: Load-prediction application results on a single node 
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Figure 17: Temporal overlay (AN = active network node; L = logical process) 


each node. The overlay shown above the actual system is 
sliding ahead of the actual system in time. A motivating 
factor for this approach is apparent when Atropos 
is viewed as a model-based predictive control tech¬ 
nique in which the model resides inside the system 
to be controlled. The network environment is an 
inherently parallel one; using a technique that takes 
maximum advantage of parallelism enhances predictive 
capability. 

The Magician (Kulkarni et al. 1998) execution 
environment is used in the implementation described 
in this work. Atropos messages are encapsulated inside 
Magician SmartPackets following the active network 
encapsulation protocol (Alexander et al. 1997) format. 
Several alternative active network architectures were 
considered before proceeding. At the time of our platform 
evaluation, Magician appeared to offer the most program¬ 
ming conveniences in terms of considering support for 
SmallState as resource control options that would ensure 
that active packets would not interfere among different 
users or applications as well as exceed per-node process¬ 
ing requirements. See Galtier (2001) and Bush and Goel 
(2005) for performance details. 

Next, consider another active network application 
that takes advantage of the extreme flexibility provided 
by network code transported within packets. The active 
network differs from traditional architecture primarily in 
what it does not specify. In particular, it does not define 
how nodes work together to provide a network service; 
rather, it describes open programmable slots that must 
be instantiated to provide a particular network service. 
This is a new degree of freedom in network architectures 
speeding up network evolution. 

A Self-Healing Communication Network 

Fault-tolerant and self-healing systems should have the 
ability to self-compose solutions to faults. This should 
be an inherent part of system operation, rather than a 
structure imposed from “outside" the system. Genetic algo¬ 
rithms are on the path toward self-composing solutions; 
however, genetic algorithms as currently implemented 
require external control to manipulate the genetic mate¬ 
rial. In other words, the genetic algorithm itself must be 
programmed into the system. If the genetic algorithm 
code failed, then the self-healing capability would fail. 
Although this situation is not ideal, it is explored as a 
possible step toward a truly self-healing system. 


Many active network components and services have 
been designed and implemented and are undergoing 
experimentation. The ABone (active network backbone) 
implements a relatively large scale (given the novelty of 
the technology) active network (0(100) [Big-0 notation; 
on the order of 100] nodes). However, the fundamental 
science required to understand and take full advantage 
of active networking is lagging behind the ability to 
engineer and build such networks. In fact, the current 
Internet, whose protocols were built on the ill-defined 
goal of simplicity, is only slowly being understood. An 
outcry from the Internet community, with its carefully 
crafted, static protocol processing, with massive docu¬ 
mentation (0(4000) Request for Comments) of passive 
(nonexecutable) packets is that the Internet is already 
“too" complex. 

It is unlikely that an adaptive fault-tolerant system, 
no matter how resilient, would be accepted by industry 
or the community if it were considered “complex” in the 
colloquial sense. How can such systems, which require 
complexity to be adaptive, at the same time appear 
simple to understand and manage? Are active networks 
really more complex than the current Internet? Are 
adaptive applications built on active networks any more 
or less complex than the same applications built on 
the legacy Internet? Does a measure of complexity exist 
that would allow an objective comparison to be made? 
What are the benefits of an active network with respect 
to passive networks? Although these are extremely 
difficult questions to answer, this chapter attempts 
to lay the groundwork to answer them by proposing a 
complexity measure, Kolmogorov complexity, and pro¬ 
posing an adaptation mechanism, a genetic algorithm, 
based on an analogy with biological systems. 

Descriptive complexity was applied to optimize the 
combined use of communication and computation within 
an active network to determine the optimal amount of 
code versus data. It was shown that if the Kolmogorov 
complexity of the information related to the prediction 
of the future state of the network is estimated to be high, 
then the ability to develop code, representing the non- 
random or algorithmic portion of that information, is 
low. This results in a low potential benefit for algorith¬ 
mic coding of the information. The benefit of having code 
within an active packet would appear to be minimal in 
such cases. 

Conversely, if the complexity estimate is low, then there 
is great potential benefit in representing information in 



Selected Applications 


1007 


DNA Strand 


Active Packet 

✓ 4 

f 

_ So Algorithm _ 


Figure 18: Active packet as DNA 


algorithmic form within an active packet. It has been 
suggested (Bush 2002) that if the algorithmic portion of 
information changes often and impacts the operation 
of network devices, then active networking provides the 
best framework for implementing solutions. This is pre¬ 
cisely the case in genetically programmed network ser¬ 
vices, a new class of services that are not predefined but 
that evolve themselves in response to the state of the net¬ 
work. In this chapter, we will restrict this class to the ser¬ 
vices that are programmatic solutions for perceived faults 
that occur in a network. Further research is required to 
generalize this class to include other types of network 
services. 

Complexity and evolution are intimately linked. Kol¬ 
mogorov complexity (K(x)) is the optimal compression of 
string x. This incomputable, yet fundamental, property 
of information has vast implications in a wide range of 
applications, including system management and opti¬ 
mization (Kulkarni and Bush 2000) and security (Bush 
and Evans 2001; Goel and Bush 2003). Active networks 
form an ideal environment in which to study the effects 
of trade-offs in algorithmic and static information rep¬ 
resentation, because an active packet is concerned with 
the efficient transport of both code and data. As noted in 
Figure 18, there is a striking similarity between an active 
packet and DNA. Both carry information having algorith¬ 
mic and nonalgorithmic portions. The algorithmic por¬ 
tion of DNA has transcription-control elements as well 
as the codons (Bush 2003). The active packet has control 
code and may contain data as well. Kolmogorov com¬ 
plexity and genetic programming have complementary 
roles. Genetic programming has been used to estimate 
Kolmogorov complexity (Conte et al. 1997; De Falco et al. 
2000). Genetic programming benefits from Kolmogorov 


complexity as a measure and means of controlling not 
only the complexity, but also the size and generality of 
the result. One of the most obvious uses for complexity in 
networking is programmatic compression. In this chap¬ 
ter, the foundation is developed for using complexity to 
enable the network to self-heal. 

A criticism of this approach might be that a geneti¬ 
cally engineered protocol stack will create a complex 
framework that will be difficult to understand and 
maintain. However, our approach is to compose the 
framework from simple components. Each of these 
components will be individually verifiable with respect 
to its properties and actions. As the components are 
arbitrarily composed to form a protocol stack, some 
protocol stacks may be generated that violate the prin¬ 
ciples of safety, consistency, and correctness. One way 
to approach this is to define a fitness function that veri¬ 
fies the suitability of the stack with respect to the prop¬ 
erties desired. 

Genetic Algorithm for Service Composition 

The Magician Active network (Bush and Kulkarni 2001; 
Kulkarni et al. 1998) is used to test the feasibility of the 
genetically programmed network service concept. An 
active packet representing the nucleus (assuming net¬ 
work nodes are like eukaroytes—cells containing nuclei) 
is injected into all the network nodes. The nucleus con¬ 
tains a population of chromosomes—strings of func¬ 
tional units. Operation of genetic network programming 
begins with injecting basic building blocks, known as 
“functional units,” into the network, as shown in Figure 
19. Currently, this “genetic material” is flooded into each 
active node. However, the material will remain inactive 
in each active node until a fitness function is injected 



Figure 19: Injection of nucleus and functional units at start-up 
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into the network. Receipt of a fitness function will cause 
evolution to proceed. Table 3 is a flowchart of the steps 
involved. 

Functional units are very small pieces of code blocks 
that perform simple, well-defined operations on an active 
packet. Examples of functional units are Delay, Split, 
Join, Clone, and Forward. There is also a Null functional 
unit whose use is explained later. Chromosomes are 
strings of functional units as shown in Figure 20. Once a 
chromosome is assembled, the codons can be translated 
into amino acids at the ribosome. In other words, the 
string of functional units will operate on active packets 
from other applications (or other functional units) that 
traverse the node. The chromosome is represented in the 
code in a form similar to a Lisp symbolic expression, for 
example: ((Null Join Split) (Delay Split Join Delay)). 

Mutation and recombination occur among a population 
of genes. Mutation is a probabilistic change of a functional 
unit to another functional unit. Recombination is the 
exchange of chromosome sections from two different chro¬ 
mosomes. In Figure 20, a close-up of a single node can be 
seen containing a very short chromosome strand. A single 
incoming traffic stream, as shown in Figure 21, entering 
the center node is split into multiple streams. A different 
chromosome processes each stream. Note that currently 
in our implementation, the full traffic stream is split along 
each chromosome. However, it is hypothesized that traffic 
sampling could be used to reduce the overhead in creating 
the multiple streams. 

Fitness functions can be designed to measure quality of 
service (QoS) at different layers of the traditional protocol 
stack. In this particular case, fitness measures are shown 
at the transport, network, and link layers. As a particu¬ 
lar example, jitter control might have a fitness function 
that minimized per frame variance at the link layer. The 
network layer uses its capabilities to maximize successful 
packet reception probability, in other words, perform the 
function of routing packets. The transport layer would 
have a fitness function that attempts to minimize end- 
to-end packet variance. The key is that each of these 
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Table 3: Adaptive In-Line Genetic Communication Network 
Programming Algorithm 


1) Inject functional units. 

a. Propagate to all nodes. 

2) Inject nucleus. 

a. Propagate to all nodes. 

3) Inject fitness function. 

a. Propagate to all nodes. 

b. Choose three functional units to form three 
independent chromosomes. 

4) Clone "normal" packet traffic through each 
chromosome while simultaneously performing step 5. 

5) Begin operation. 

a. If mutation event is to occur: 

i. Generate a random change in one of the 
functional units to another available functional 
unit. 

b. If recombination event is to occur: 

i. Select a cross-over point and swap portions of 
best parent chromosomes. 

c. Otherwise, for each chromosome, select an 
available functional unit at random and append to 
each chromosome. 

d. Compute fitness. 

i. "Normal" packets flow through each 
chromosome. 

ii. Compute a fitness value based on monitoring 
desired chromosome objectives, such as latency 
or jitter. 

iii. Return fitness value to the nucleus. 

e. Assign fitness to each chromosome. 

f. Repeat from step 5a until a desired fitness threshold 
is reached. 


Fitness 

Function 


Guides direction of evolution 
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Figure 20: Architecture of a single node 
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Figure 21 : Breeding traffic streams 


fitness functions must work together toward reaching 
the stated goal in a reasonable manner. 

Recombination can occur both within a node and 
between two nodes. In addition, changing the route of 
a packet also effectively accomplishes a recombination 
because the packet processing will be dependent on the 
genetic material at each node traversed. A key component 
of the evolutionary process is the fitness function. Fitness 
functions are “user” defined and injected into the network 
to control the evolution of the genetic population. For 
example, in our initial tests, minimizing variance in 
transmission time was used as a simple fitness function. 
However, initial experiments quickly demonstrated that 
the design of the fitness function is the most critical ele¬ 
ment. It reminds one of the saying, “Be careful what you 
pray for . . . because you might get it.” Often the fitness 
was achieved, but in ways that were unexpected and 
sometimes detrimental to the intended operation of the 
network. As a trivial example, slowing the traffic to a near 
halt can minimize the variance. Thus, a low-latency term 
had to be added to the jitter control fitness function. 

Although a priori techniques have been developed 
for jitter control in legacy networks, jitter control forms 
a simple, easily measured and controlled application 
for the network genetic algorithm. The functional units 
injected into the network should allow the evolution 
of a variety of interesting solutions to reduce variance, 
including adding delays and forwarding along different 
paths, or perhaps ideas that have not been thought of yet. 
An adaptive jitter-control mechanism was developed on a 
fixed, wired active communication network. The genetic 
algorithm was implemented as an active application in 
the Magician Active network execution environment. The 
dominant contributors to packet-link transit-time vari¬ 
ability are the fact that the active network is an overlay 
network that has unspecified lower-layer traffic and that 
packets are loaded and executed within a Java Virtual 
Machine residing in each node and are subject to Java 
garbage collection, which runs at unspecified times. 


The fitness function on all nodes returns a greater fit¬ 
ness when link transfer-time variance on the destination 
node is minimized. As previously mentioned, the fitness 
function is itself an active packet that consists of an 
objective function. The function is highly general and can 
be comprised of any mathematical function of accessible 
metrics. Bush (2003) shows packet-link transit-time vari¬ 
ance through three of the chromosomes on the destination 
node and shows packet-link transit-time variance with no 
jitter-control mechanism at the destination node. Initial 
observation of the graphs shows that, overall, the chromo¬ 
somes significantly reduced packet transit-time variance 
by a factor of 100. Another observation of the experimen¬ 
tal data is that the genetically programmed transit-time 
variance was initially worse than transit-time variance 
with no control mechanism. The reason for this is that 
the chromosomes begin operation with a random set of 
functional units and require time to converge to an opti¬ 
mal value. 
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GLOSSARY 

Active Application (AA): The execution environment 
on an active network device supports an active appli¬ 
cation. The active application consists of active pack¬ 
ets that support a particular application. 
Autoanaplasis: Autoanaplasis is the self-adjusting char¬ 
acteristic of streptichrons used in Atropos. One of the 
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virtues of the Atropos algorithm is the ability for the 
predictive system to adjust itself as it operates. This 
is accomplished in two ways. When real time reaches 
the time at which a predicted value had been cached, 
a comparison is made between the real value and the 
predicted value. If the values differ beyond a given 
tolerance, then the logical process rolls backward in 
time. Also, active packets, which implement virtual 
messages, adjust, or refine, their predicted values as 
they travel through the network. 

Channel: An active network channel is a communi¬ 
cations link upon which active packets are received. 
The channel determines the type of active packet 
and forwards the packet to the proper execution 
environment. Principals use anchored channels to 
send packets between the execution environment 
and the underlying communication substrate. Other 
channels are cut through, meaning that they forward 
packets through the active node—from an input device 
to an output device—without being intercepted and 
processed by an execution environment. Channels are 
in general full duplex, although a given principal might 
send or receive packets only on a particular channel. 

Execution Environment (EE): The node operating 
system on an active device supports the execution 
environment. The execution environment receives 
active packets and executes any code associated with 
the active packet. 

Node Operating System (NodeOS): The node 
operating system is the base level operating system for 
an active network device. The node operating system 
supports the execution environments. 

Principal: The primary abstraction for accounting 
and security purposes is the principal. All resource 
allocation and security decisions are made on a per- 
principal basis. In other words, a principal is admitted 
to an active node once it has authenticated itself to the 
node, and it is allowed to request and use resources. 

SmallState: SmallState is a named cache within an 
active network node’s execution environment that 
allows active packets to store information. This allows 
packets to leave information behind for other packets 
to use. 

CROSS REFERENCES 

See Computer Network Management; Distributed Intelli¬ 
gent Networks; Fault Tolerant Systems; Network Reliability 

and Fault Tolerance. 
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INTRODUCTION 

Future computer networks will be autonomous, scalable, 
adaptive, and robust. They will be autonomous and op¬ 
erate with minimal human intervention. They will scale 
and support billions of nodes and users. They will adapt 
to diverse user demands as well as dynamically chang¬ 
ing network conditions. They will be robust and survive 
against network failures and attacks and remain avail¬ 
able to users. 

Key features of future computer networks mentioned 
above—that is, autonomy, scalability, adaptability, and 
robustness—have already been achieved in biological sys¬ 
tems. For example, scalability is observed in large-scale 
social insect colonies (e.g., ant colonies) that contain 
millions of entities (e.g., worker ants), yet exhibit highly 
sophisticated and coordinated behaviors (e.g., division of 
labor in foraging and nest building). Insect colonies also 
adapt to dynamically changing conditions (e.g., change 
in the amount of food in the ant colony) through local 
interaction of entities that adjust their behavior based on 
conditions (e.g., more ants go out of a colony and gather 
food when the food level in the colony becomes low). 
Based on the observation that biological systems exhibit 
key features that future computer networks require, an 
increasing number of researchers are currently investi¬ 
gating the feasibility of applying biological concepts and 
principles to computer networks design. 

The idea of drawing inspiration from biological sys¬ 
tems exists not only in computer networks, but also in 
general computing. In biologically inspired computing, 
biological concepts and principles have been applied 
and resulted in new and widely accepted computing 
paradigms. Such biologically inspired computing may 
be divided into two types: in silico computing, in which 
biological concepts and mechanisms are implemented on 
computers to perform computation, and in vitro comput¬ 
ing, in which physical properties of biological materials 


are exploited to perform computation. In silico computing 
includes evolutionary computation (Mitchell 1998; Koza 
1992), neural networks (Yao 1993), ant colony optimiza¬ 
tion (Dorigo, Di Caro, and Gambardella 1999), and amor¬ 
phous computing (Abelson 2001). In vitro computing 
includes DNA computing (Adleman 1994) and cellular 
computing (Amos 2004). For an overview of biologically 
inspired computing, see, for instance, Castro and Von 
Zuben (2004). 

This chapter is devoted to biologically inspired net¬ 
working, applications of biological concepts to designs 
of computer networks. This chapter describes example 
biological systems and novel networking paradigm de¬ 
signs based on biological systems. The section on “Bio¬ 
logically Inspired Networking Paradigms” presents the 
key biological concepts and principles found in biologi¬ 
cal systems (e.g., nervous systems, immune systems, 
ant colonies, evolving systems, and cellular systems) 
and describes how inspiration is drawn from biological 
systems to create novel networking paradigms. It then 
provides examples of biologically inspired networking. 
The discussion section covers the current status and 
future directions of biologically inspired networking 
research. 

BIOLOGICALLY INSPIRED 
NETWORKING PARADIGMS 

This section presents new networking paradigms inspired 
by the observation of biological systems. The section con¬ 
sists of five subsections, each of which describes a differ¬ 
ent biological system: nervous systems, immune systems, 
ant colonies, evolving systems, and cellular systems. Each 
subsection first describes a biological system and high¬ 
lights key biological principles and mechanisms, and then 
it describes how the key biological principles and mecha¬ 
nisms are applied to designs of computer networks. 
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Networking Paradigms Inspired 
by Nervous Systems 
Nervous Systems 

A nervous system is perhaps one of the most complex 
systems in nature. A human brain, for instance, involves 
billions of neurons, each interconnecting thousands of 
other neurons. Neurons running throughout a body, for 
instance, communicate to regulate and control various 
bodily functions. 

A nervous system consists of the central nervous sys¬ 
tem (CNS) and the peripheral nervous system (PNS) 
(Figure 1). The CNS is composed of a brain and a spi¬ 
nal cord, and is responsible for processing information 
received from the PNS. The PNS is a network of neu¬ 
rons responsible for transmitting information between 
the CNS and the rest of a body (i.e., depicted as "Inter¬ 
nal Environment” in Figure 1). The PNS is divided into 
the somatic nervous system and the autonomic nervous 
system. The somatic nervous system is responsible for 
controlling the body’s muscle movements and also for re¬ 
ceiving stimuli from the external environment—that is, 
external stimuli. The autonomic nervous system is re¬ 
sponsible for managing the internal environment of an 
organism (e.g., heartbeat, blood pressure), and also for 
receiving internal stimuli. 

The autonomic nervous system has a feature of main¬ 
taining internal equilibrium of a body of an organism, 
called “homeostasis,” enabling the body of an organism 
to be highly robust against various environmental per¬ 
turbations. The autonomic nervous system does so using 
negative feedback. For example, the autonomic nervous 
system of a homeothermal animal acts toward generat¬ 
ing heat in response to low temperature (e.g., by causing 
shivering), while reducing heat production in response to 
high temperature (e.g., causing no shivering), and main¬ 
tains body temperature at around 37°C. The autonomic 
nervous system regulates low-level details of body func¬ 
tions without requiring awareness or explicit control by 
an organism and maintains internal conditions within 
physiological ranges. By maintaining homeostasis, an 
organism can function more effectively. For instance, 
heterothermic animals tend to become sluggish at low 
temperatures, whereas homeothermal animals remain 
active. 


Autonomic Computing and Networking 

Inspired by the autonomic nervous system, autonomic 
computing research was initiated by IBM (Kephart and 
Chess 2003; White et al. 2004), and is currently being 
carried out at a number of research institutions and 
universities. See IBM’s Web site (www.research.ibm.com/ 
autonomic/research/projects.html) and published papers 
(Parashar and Hariri 2005; Hariri et al. 2006) for a list of 
autonomic computing research projects. 

The main research challenge in autonomic comput¬ 
ing is creating a computer system that self-conhgures, 
self-optimizes, self-heals, and self-protects in a manner 
the same as or similar to that of the autonomic nervous 
system. Analogous to autonomic nervous systems, an au¬ 
tonomic computing system is expected to operate with¬ 
out requiring external control and constant monitoring 
by human administrators. To fulfill those requirements, 
Parashar and Hariri (2005) proposed an architecture of 
autonomic computing based on the Ashby’s (1960) model, 
a model that explains the ability of an organism to main¬ 
tain equilibrium through a nervous system. 

Ashby first assumed that certain parameters of an 
organism (e.g., blood pressure) are more critical and are 
more closely linked to the survivability of the organism; 
he called such parameters “essential variables." Ashby 
assumed that in order for an organism to survive, its 
essential variables must be kept within physiological 
ranges, and observed that many organisms undergo two 
types of disturbances: frequent and small impulses, and 
occasional and large stepwise changes. Based on this ob¬ 
servation, Ashby proposed an architecture that consists 
of two key components: an environment and a reacting 
part, and contains two closed loops: one loop that re¬ 
acts to frequent and small disturbances and another that 
reacts to occasional and large disturbances (Figure 2). 
The environment includes both types of environments 
described in Figure 1: the internal environment (or con¬ 
ditions) of an organism, and the external environment 
(or conditions) surrounding the organism. The react¬ 
ing part represents a set of behaviors that the organism 
may trigger to maintain essential variables within physi¬ 
ological ranges. In the case of frequent and small distur¬ 
bances, essential variables of an organism stay within 
physiological ranges, and an organism responds to the 
environmental disturbances by simply choosing an ap¬ 
propriate behavior from its existing behavior set. This 
response of an organism is called “primary feedback," 
and is one way of maintaining homeostasis (or equilib- 
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Figure 1: The architecture of a nervous system 


Figure 2: Ashby's model 
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large disturbances, its essential variables go out of physi¬ 
ological ranges, and an organism modifies the existing set 
of behaviors to adapt to the environmental disturbances. 
This is called "secondary feedback,” and is another way 
of maintaining homeostasis. In Ashby’s model, primary 
and secondary feedbacks are considered essential for an 
organism to maintain homeostasis. 

Based on Ashby’s model, Parashar and Hariri (2005) 
designed autonomic elements, which are the smallest 
functional units in an autonomic computing system 
(Figure 3). As in Ashby's model, an autonomic element 
contains two key components: an environment and a 
reacting part. The environment represents both internal 
and external factors impacting an autonomic element. 
The reacting part represents executable codes and data 
(or behaviors) of an autonomic element. Furthermore, 
inspired by Ashby’s model, Parashar and Hariri intro¬ 
duced two types of control loops between an autonomic 
element and its environment: local loops and global 
loops, corresponding respectively to primary feedbacks 
and secondary feedbacks in Ashby’s model. An auto¬ 
nomic element relies on a local loop to handle known 
situations based on local knowledge embedded in the 
autonomic element, and it relies on a global loop to 
handle unknown situations. For example, when a local 
system load exceeds a predetermined threshold value, 
an autonomic element invokes a local loop to apply the 
embedded local knowledge and control local resources 
to meet load-balancing requirements. On the other hand, 
when an autonomic element encounters unknown situ¬ 
ations (e.g., when invoking a local loop fails to satisfy a 
requirement on load balancing), an autonomic element 
invokes a global loop to change existing behaviors; for 
instance, it invokes machine learning to introduce new 
knowledge. 

The architecture shown in Figure 3 is an example of 
autonomic computing paradigms. Many other architec¬ 
tures for autonomic computing have also been proposed, 



Figure 3: The architecture of autonomic elements 


as listed on the IBM Web site (www.research.ibm.com/ 
autonomic/research/projects.html). Although the idea of 
making computer systems fully autonomous and hiding 
all their complex and detailed operations from their hu¬ 
man operators is still controversial, we believe that ap¬ 
plying a nervous system model for computing system 
design has the potential to create efficient and stable 
computing systems. 

Networking Paradigms Inspired 
by Immune Systems 
Immune Systems 

A natural immune system is a large-scale, complex, and 
adaptive system. It consists of multitudes of immune cells 
that interact through exchanging molecules within an or¬ 
ganism. An immune system protects an organism against 
infections by pathogens such as bacteria, viruses, and 
parasites (Alberts et al. 2002). In vertebrates, there are 
two types of immune responses: innate immune re¬ 
sponses and adaptive immune responses. Innate immune 
responses are the first line of defense and are carried out 
by particular types of immune cells. Innate immune re¬ 
sponses are not specific to particular pathogens but can 
quickly respond by detecting molecules that are common 
to many pathogens and are absent in the organism. Adap¬ 
tive immune responses are carried out by white blood 
cells, called “lymphocytes,” such as T cells and B cells, 
and are more specific to particular pathogens. Adaptive 
immune responses are slower but provide the ability to 
learn new infections. 

The adaptive immune responses learn to fight new 
infection through trial and error. For example, T cells are 
created with randomly generated receptors, and within 
an organ called the thymus, T cells are trained not to 
bind to self but only to non-self. In the training process, 
T cells are exposed to self-proteins (i.e., proteins synthe¬ 
sized within the body of an organism). The T cells that 
bind strongly to self-proteins induce apoptosis (i.e., pro¬ 
grammed cell death) and die, while others that do not 
bind to self-proteins are allowed to migrate in a body to 
detect foreign objects. 

The ability to learn to fight new infection is enhanced 
through an adaptive process called “affinity maturation." 
Affinity maturation is also achieved through trial and 
error. In affinity maturation, B cells with a higher affin¬ 
ity for a pathogen become activated with a higher prob¬ 
ability, and clone themselves to proliferate. In order to 
increase affinity for pathogens, when B cells clone them¬ 
selves, they mutate receptors at a high mutation rate 
(hypermutation), resulting in cloning of B cells with a 
slightly different affinity for pathogens. If the cloned B 
cells exhibit an even higher affinity than the parent B cell, 
the cloned B cells can be activated more easily and prolif¬ 
erate. Through the trial-and-error processes, an immune 
system achieves a high affinity for a particular pathogen. 
After a pathogen is eliminated, the lymphocytes with a 
high affinity for the particular pathogen become differen¬ 
tiated into long-lived memory lymphocytes that remain 
in the organism so that they can quickly respond if they 
encounter the same pathogen in the future. 
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Network Intrusion Detection 

Natural immune systems, as described in the section “Im¬ 
mune Systems,” and computer networks share a common 
goal of protecting themselves against attacks and intru¬ 
sion, and various concepts and mechanisms from natural 
immune systems have been implemented for intrusion 
detection of computer networks. Existing research that 
applies concepts and mechanisms from artificial immune 
systems includes an intrusion-detection system for wired 
networks (Kephart 1994; Forrest, Hofmeyr, and Somayaji 
1997) and for wireless sensor networks (Bokareva, 
Bulusu, and Jha 2005). (For an extensive survey and the 
comparison of various models proposed in the literature, 
see Aickelin, Greensmith, and Twycross [2004].) The fol¬ 
lowing provides a brief introduction to an architecture for 
artificial immune systems (ARTIS) proposed by Hofmeyr 
and Forrest (2000). 

Analogous to natural immune systems, the ARTIS per¬ 
forms classification of self and non-self in an intrusion 
detection sense. Namely, given an arbitrary string repre¬ 
senting a network activity (e.g., a network connection), 
the ARTIS performs classification of legitimate and ille¬ 
gitimate activities. In order to classify legitimate and 
illegitimate activities, the ARTIS uses mechanisms from 
natural immune systems, as described in the section on 
“Immune Systems.” For example, analogous to natural 
immune systems, which randomly generate receptors for 
pathogens, the ARTIS randomly generates detectors, each 
detector containing a randomly generated bit string, to 
recognize illegitimate activities. In the ARTIS, generated 
detectors are first exposed to the environment of self and 
non-self (i.e., legitimate and illegitimate network connec¬ 
tions), represented as a set of bit strings (Figure 4). If a 
detector (i.e., a bit string of a detector) matches any bit 
string in the self-environment, the detector is eliminated. 
If it does not match or partially matches, it may become 
a mature detector and it is then released into the network 
to detect illegitimate activities. 

A released matured detector is activated when similar¬ 
ity (e.g., Hamming distance) of the two bit strings repre¬ 
senting the detector and a given network activity exceeds 
an activation threshold. An activated detector then per¬ 
forms a programmed action, such as notifying network 
administrators of possible illegitimate activities. When 
multiple detectors at a node are activated by the same non¬ 
self string, the detector with the closest match becomes a 
memory detector, analogous to affinity maturation of nat¬ 
ural immune systems, in which lymphocytes with high af¬ 
finity for pathogens become easily activated. In addition, 
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Figure 4: Generating detectors in ARTIS 


the ARTIS relies on a mechanism called “memory-based 
detection” to remember past intrusion, inspired by the 
mechanism of natural immune systems to remember 
pathogens encountered in the past. In the ARTIS, memory 
detectors obtain a lower activation threshold than non¬ 
memory detectors so that they become activated easily 
in future responses. Memory detectors then clone them¬ 
selves and spread to neighboring nodes. 

The ARTIS and other artificial immune systems have 
successfully captured the essence of biological immune 
systems and achieved distributed intrusion detection for 
computer networks. Current artificial immune systems 
for computer networks are, however, simplistic and not 
fully autonomous, in the sense that human administra¬ 
tors need to make a decision about how to respond to 
detected illegitimate activities. One promising direction 
is to design more autonomous artificial immune systems 
that require minimal human intervention—for exam¬ 
ple, by incorporating necessary mechanisms of biologi¬ 
cal counterparts such as costimulation (a mechanism to 
reduce the chances of false-positive detection, thereby 
reducing human involvement) and other similar mecha¬ 
nisms (Hofmeyr and Forrest 2000). 


Networking Paradigms Inspired 
by Ant Colonies 
Ant Colonies 

Social insects such as ants and bees form a large-scale 
and highly organized colony. Such an insect colony is 
decentralized, and there is no global coordination and 
communication among individual insects. In a large-scale 
insect colony, when individual insects with a set of very 
simple behavioral rules interact, intelligent group behav¬ 
iors emerge from local interactions among individual in¬ 
sects. For example, an ant colony may contain millions of 
worker ants, yet through local interactions, it efficiently 
divides labor of nest repair, enlargement, and defense 
(Bourke and Franks 1995). Similarly, a bee colony that 
consists of thousands of honeybees coordinates through 
local interactions to efficiently collect nectar, pollen, and 
water (Seeley 1995). 

The coordinated group behavior of social insects aris¬ 
ing from local interactions, known as swarm intelligence, 
relies on two types of interactions among social insects: 
direct and indirect (Bonabeau, Dorigo, and Theraulaz 
1999). Direct interactions are a straightforward mecha¬ 
nism, and allow insects to communicate through direct 
contact (e.g., by exchanging food and liquid). Indirect 
interactions are those in which some insects modify 
the environment and other nearby insects detect the 
environmental change and respond to it. This form of 
communication (i.e., indirect communication through 
the environment) is called "stigmergy,” and is observed 
in many of their intelligent group activities, including 
food foraging, nest building, and cemetery building. For 
example, in finding food sources, ants indirectly interact 
with each other by depositing and following a chemical 
substance called a “pheromone.” This simple mechanism 
of interactions leads to finding the shortest (or a shorter) 
path to a food source, as explained below. Consider a 
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situation in which ants randomly forage and find two 
different paths to a food source; one path being shorter 
than the other. Ants that take the shorter path can travel 
between the nest and the food source more often than 
the ants taking the longer path; thus, more pheromones 
are accumulated on the shorter path. Since a higher con¬ 
centration of pheromones attracts more ants, the shorter 
path is further reinforced by many more ants, eventually 
leading most of the ants to follow the shorter path. (See 
the next section for more details.) 

Network Routing 

Inspired by the foraging behavior of ants, Dorigo et al. 
(1999) proposed ACO (ant colony optimization) as a 
solution to optimization problems in networks such as 
shortest-path-finding problems. Several routing mecha¬ 
nisms based on ant foraging behavior have also been 
proposed for the Internet (Di Caro and Dorigo 1998) 
and for mobile ad hoc networks (Gunes, Sorges, and 
Bouazzi 2002; Roth and Wicker 2003; Wedde et al. 2005). 
In addition, several frameworks to implement and evalu¬ 
ate various ant-based algorithms have been proposed 
(Montresor 2001; Montresor, Meling, and Babaoglu 2002; 
Bean and Costa 2005). The following briefly describes 
AntNet, a well-known routing mechanism based on ant 
foraging behavior, and Anthill, an application develop¬ 
ment framework for peer-to-peer networks. 

AntNet is a routing mechanism for IP (Internet proto¬ 
col) datagram networks inspired by the foraging behavior 
of social ants (Di Caro and Dorigo 1998). The particular 
metaphor taken from the observation of ant colonies is 
stigmergy (indirect communication through the environ¬ 
ment). In AntNet, there are two types of ants, forward and 
backward ants, which interact indirectly by modifying a 
routing table of a networked node. This is analogous to 
real ants indirectly interacting by modifying the environ¬ 
ment through pheromones. Each node of AntNet periodi¬ 
cally launches a forward ant toward a probabilistically 
selected destination node to discover the best path to the 
node. Forward ants are initially routed according to a 
probabilistic routing table at each node, i.e., forward ants 
decide which node to go to next based on the probability 


specified in the routing table of a node. While traveling 
toward a destination, a forward ant records the routing 
path it takes (i.e., a stack of nodes it visits) and the time 
it visits each node on the routing path. When a forward 
ant reaches a destination, it calculates the goodness 
of the path it just took (such as the total time required 
on the routing path to reach the destination node). It 
then creates a backward ant that carries information on 
the path and the path goodness. (The forward ant then 
dies.) A backward ant travels the path that the forward 
ant took in the opposite direction. While “backwarding" 
the path, a backward ant updates a routing table at each 
node, according to the goodness of the path, to lead more 
forward ants onto a better path (i.e., a path with better 
goodness value). This routing mechanism is analogous 
to ant forging behavior, in which ants deposit pherom¬ 
ones on paths; shorter paths attract more ants, eventually 
leading to the shortest path (Figure 5). The performance 
of AntNet is compared against six other existing routing 
mechanisms, and is verified to result in higher through¬ 
puts and smaller packet delays. 

In order to ease the implementation and evaluation 
of peer-to-peer applications, an application development 
framework for peer-to-peer networks—Anthill—has been 
proposed (Montresor 2001; Montresor et al. 2002). In 
Anthill, a network application is constructed by a network 
of peers called "nests.” A nest (i.e., a PC hosting Anthill) 
provides a storage space for documents and generates 
queries called “ants” (i.e., software agents) in response 
to a user’s request for a document. Ants travel over a net¬ 
work of nests in search of a requested document. Dur¬ 
ing the search, ants indirectly interact with other ants by 
modifying the information that each nest maintains. For 
example, ants may leave a pheromone containing infor¬ 
mation regarding other documents and nests in order to 
facilitate the search processes of other ants. Anthill also 
supports evolution that allows some ants to mutate and 
exhibit different behaviors, which increases the variation 
and robustness of ant-based algorithms. Anthill provides 
a set of run-time libraries for development and monitor¬ 
ing to ease the implementation and evaluation of peer-to- 
peer applications. 


Forward ants * Forward ants ^ 



Figure 5: Shortest path finding in AntNet 
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Ant-based mechanisms such as the ones described in 
this subsection are known to be useful for solving vari¬ 
ous complex problems, including the traveling salesman 
problem (Dorigo 1992), unicast and multicast routing 
(Guoying, Zemin, and Zheng 2000), and the clustering 
problem (Handl, Knowles, and Dorigo 2003). However, 
ant-based mechanisms are a variation of distributed 
learning algorithms, and thus, they require some time to 
obtain history and derive the optimal solutions. One key 
research issue in applying ant foraging behaviors is how 
to improve efficiency of the mechanisms. 


Networking Paradigms Inspired 
by Evolving Systems 

Evolution through Natural Selection 

Biological systems evolve to adapt to and survive in a 
dynamically changing environment. Evolution in biologi¬ 
cal systems occurs as a result of natural selection from 
diverse behavioral characteristics of individual biological 
entities. 

In the biological world, food (or energy) serves as a 
natural selection mechanism. Biological entities natu¬ 
rally strive to gain energy by seeking and consuming 
food. Biological entities that successfully obtain energy 
may reproduce more and survive longer than those that 
are not successful in obtaining energy. 

In the biological world, diversity is maintained through 
various mechanisms such as mutation and crossover of 
genetic information (i.e., genes). When a biological entity 
(asexually) replicates, an offspring entity probabilistically 
undergoes mutation that modifies its genetic information. 
When two biological entities (sexually) reproduce, an off¬ 
spring entity inherits a part of genetic information from 
a parent and the remaining genetic information from the 
other parent. Mutation and crossover of genetic informa¬ 
tion may allow an offspring to acquire behavioral char¬ 
acteristics that are different from those of a parent or 
parents, resulting in diverse behavior characteristics of 
individual biological entities. 

Through natural selection of diverse biological entities 
over generations, beneficial features are retained, while 
detrimental behaviors become dormant or extinct, and 
the biological systems evolve to adapt to and survive in a 
dynamically changing environment. 


Middleware Framework 

Inspired by biological evolution through natural selec¬ 
tion, Suda, Itao, and Matsuo (2005) and Wang and Suda 
(2001) proposed the Bio-Networking Architecture as a 
middleware framework for the design and development 
of network applications. The Bio-Networking Architec¬ 
ture supports the design and development of a wide range 
of applications, including content distribution services 
(Wang and Suda 2001) and dynamic service composi¬ 
tion (Itao et al. 2004). In addition, the various aspects 
of the Bio-Networking Architecture have been empiri¬ 
cally examined (Suzuki and Suda 2005) and investigated 
through simulation (Nakano and Suda 2005). The follow¬ 
ing explains how biological evolution is incorporated into 
the Bio-Networking Architecture. 


In the Bio-Networking Architecture, network applica¬ 
tions are implemented by a group of distributed, autono¬ 
mous entities called the “cyber-entities” (analogous to a 
bee colony consisting of multiple bees). Each cyber-entity 
implements a functional component related to its service. 
It also follows simple behavior rules (such as migration, 
replication, reproduction, death, and energy exchange) 
similar to biological entities. 

In the Bio-Networking Architecture, useful application 
functionality emerges from the collaborative execution 
of services carried by cyber-entities, and useful system 
behaviors and characteristics (e.g., self-organization, ad¬ 
aptation, scalability, and survivability) arise through the 
interaction of individual cyber-entities following simple 
behavior rules. 

Within a biological system, diversity of behaviors 
is necessary for the system to adapt and evolve to suit 
a wide variety of environmental conditions. In the Bio- 
Networking Architecture, multiple cyber-entities are cre¬ 
ated to implement the same service but with different 
behavior policies (e.g., one cyber-entity with a migration 
policy of moving toward a user, and another cyber-entity 
with a migration policy of moving toward a node with a 
less expensive resource cost) to ensure a sufficient degree 
of behavioral diversity. In addition, the Bio-Networking 
Architecture creates and retains behavioral diversity 
among cyber-entities through mutation and crossover. 
Mutation may occur in replication and reproduction of 
cyber-entities, and it randomly modifies the genetic in¬ 
formation that encodes behavior rules of offspring cyber¬ 
entities. Crossover may occur in reproduction, in which 
two parent cyber-entities create an offspring cyber-entity 
with mixed genetic information. Figure 6 illustrates 
crossover and mutation in a reproduction process, where 
genetic information of a cyber-entity encodes its behavior 
(e.g., migration behavior) as a set of weights (i.e., a series 
of rectangles in Figure 6, where each rectangle represents 
a weight). As shown in Figure 6, crossover randomly 
takes a weight from either parent (parent A or B) to cre¬ 
ate a new set of weights, and then mutation randomly 
changes some weights. An offspring entity that acquires 
the resulting set of weights may behave differently from 
either of the parents. 

Within a biological system, food (or energy) serves as 
a natural selection mechanism. Similar to a biological 
entity, each cyber-entity in the Bio-Networking Archi¬ 
tecture stores and expends energy for living (Figure 7). 
Cyber-entities gain energy in exchange for performing 
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Figure 6: Crossover and mutation 
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Figure 7: Energy acquisition and consumption as a natural- 
selection mechanism 


a service for other cyber-entities, and they pay energy 
to use network and computing resources on the Bio- 
Networking Platform (i.e., an execution environment of 
cyber-entities). The abundance or scarcity of stored en¬ 
ergy affects various behaviors of cyber-entities and con¬ 
tributes to the natural selection process in evolution. For 
example, an abundance of stored energy is an indication 
of high demand for the cyber-entity; thus, the cyber-entity 
may reproduce often. A scarcity of stored energy (an in¬ 
dication of lack of demand or ineffective behaviors) may 
eventually cause the cyber-entity to die out. 

Reproduction and replication create a population of 
cyber-entities with diverse behaviors. Through natural se¬ 
lection, fitter cyber-entities accumulate energy and prolif¬ 
erate, while others exhaust energy and die. Cyber-entities 
are able to adapt in this manner to the environment as 
well as to environmental changes. 

Biologically inspired evolution mechanisms designed 
for the Bio-Networking Architecture relies on random 
processes (i.e., mutation), and thus, it may require sig¬ 
nificant time to achieve desired application performance 
(e.g., low latency in content delivery). In addition, there 
is no guarantee that a network application achieves op¬ 
timal performance. Evolution may not even improve but 
rather degrade performance because evolution has to go 
through a large number of generations, consuming net¬ 
work and computing resources. Because evolution takes 
time and requires resources, applying the concept of evo¬ 
lution may not be viable in implementing applications 
for highly dynamic networks and applications for limited 
computing and networking resources. 


Networking Paradigms Inspired 
by Cellular Systems 
Cellular Systems 

A multicellular organism starts with a single cell (i.e., 
a fertilized egg) and successfully develops into complex 
structures, such as tissues and organs. In the develop¬ 
mental process of multicellular organisms, gene expres¬ 
sion in a cell controls the following four essential cellular 
behaviors: proliferation, specialization, interactions, and 
movement. Cell proliferation produces cells through cell 
division. Cell specialization creates cells with different 
characteristics at different positions. Cell interactions 
allow cells to coordinate with nearby cells, for example. 


through the use of diffusive signal molecules. Cell 
movement rearranges the cells to form structured tissues 
and organs. In developmental processes, cells express a 
particular set of genes to trigger these four essential cellu¬ 
lar behaviors to form a complex multicellular structure. 

The development process of multicellular organisms 
typically progresses massively in parallel without central 
control (Alberts et al. 2002). For example, consider the de¬ 
velopment process of an embryo. Although all cells within 
a developing embryo contain identical genetic informa¬ 
tion, cells develop into different parts of an organism by 
expressing different sets of genes based on the internal 
and external environmental conditions of a cell. Different 
sets of genes are expressed in different cells of a develop¬ 
ing embryo. Which set of genes to express in a cell depends 
on the environmental conditions (e.g., concentration gra¬ 
dients of signal molecules such as morphogens) of the cell 
and is not controlled by a central entity. Cells share the 
common set of genes, yet they are able to form a complex 
multicellular structure with precision. 

Application Development Framework 

Cellular systems have inspired networking paradigms. 
For example, cell-based programming is an application 
development framework that is inspired by the develop¬ 
mental process of multicellular organisms (George, 
Evans, and Marchette 2002). Design patterns from biology 
is a conceptual framework to design network applications 
inspired by the common cellular behaviors and processes 
such as interactions through the use of diffusive signal 
molecules (Babaoglu et al. 2005). Other examples include 
attempts to apply cellular signaling mechanisms to the de¬ 
sign of autonomous and scalable communication systems 
(Kruger and Dressier 2004; Dressier 2005). The follow¬ 
ing introduces one of the above-mentioned networking 
paradigms—cell-based programming and its application 
to computer networks. 

Cell-based programming is an application develop¬ 
ment framework based on developmental processes of 
multicellular organisms (George et al. 2002). Analogous 
to a multicellular organism, an application in the cell- 
based programming paradigm is created by a group of 
artificial cells. Every artificial cell of an application con¬ 
tains a set of identical behavior rules, corresponding to 
DNA of a biological counterpart. Each artificial cell fol¬ 
lows a set of behavior rules (i.e., cell proliferation and 
specialization described above). For example, cells pro¬ 
liferate through cell division and become specialized 
when placed at different positions. Cells emit artificial 
signal molecules into the environment, and the emitted 
signal molecules diffuse according to the environmental 
conditions such as concentrations of signal molecules. 
Cells may die when environmental conditions change. 
Although all artificial cells contain an identical set of be¬ 
havior rules, it is possible to form a complex structure 
by activating a different subset of the behavior rule set 
as reactions to different environmental conditions and 
by cascading cellular reactions (e.g., by making a local 
reaction lead to another interaction). This is analogous 
to a multicellular organism, in which constituting cells 
express different sets of genes and become specialized to 
form a multicellular structure. 
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Figure 8: Interactions between artificial cells in cell-based 
programming 



Figure 9: File distribution based on cell-based programming 


Figure 8 illustrates local interactions among cells. 
Assume that artificial cell A that is diffusing signals dies. 
After artificial cell A dies, artificial cells B and C detect 
that the signal concentration around them decreases, 
alter their states, and become specialized into B' and C'. 

Applications developed using cell-based programming 
are highly fault-tolerant and exhibit a self-healing prop¬ 
erty, since an assembled cellular structure in cell-based 
programming can recover from damage (e.g., loss of a 
group of cells) through cell division and coordination 
(e.g., signal diffusion) without using global knowledge 
and communications. It is important to note that a ro¬ 
bust structure may be formed from unreliable and fragile 
cells following a simple set of behavior rules. 

George et al. (2002) has applied the cell-based 
programming paradigm to the design of a peer-to-peer 
file-sharing service for mobile wireless networks. The 
goal of the application is to reliably distribute files over a 
network of unreliable nodes (e.g., unreliable cells). In the 
application, when a node publishes a file, it broadcasts 
two types of signals: replicate and inhibit (Figure 9). Rep¬ 
licate signals propagate over a larger area than inhibit 
signals. A node that receives replicate signals but does 
not receive inhibit signals (i.e., shaded nodes in Figure 9) 
makes a copy of the file, stores that copy, and further dif¬ 
fuses inhibit and replicate signals for the file it copied. In 
this manner, a certain distribution of files (e.g., a certain 
structure of cells) is created. Analogous to a robust bio¬ 
logical cellular structure, the file distribution generated 
in this manner without central control and global knowl¬ 
edge is highly robust against node failures and exhibits a 
self-healing property. 

As seen in cell-based programming, current ap¬ 
proaches mimic only macroscopic cellular behaviors 


and may be too simplistic. Further study is necessary to 
analyze dynamic behaviors and complex properties of 
cells in biological systems, and to incorporate them into 
a design of computer networks. We believe that apply¬ 
ing dynamic behaviors and complex properties of cells 
allows the emergence of robust structures with highly 
functional components in computer networks, as evident 
in biological systems. 


CONCLUSION 

Biological systems present fascinating features such as 
scalability and adaptability; thus, they have inspired new 
networking paradigms. Specific inspiration or model 
systems used in literature, as in this chapter, include 
autonomic nervous systems, immune systems, insect col¬ 
onies (ant colonies), evolving systems, and cellular sys¬ 
tems. The feasibility of applying biological concepts and 
mechanisms to computer networks has been extensively 
investigated through various simulation studies. Some 
of the simulation studies used data from real networks 
and confirmed the improved performance over existing 
approaches (see, for example, Di Caro and Dorigo 1998 
and Hofmeyr and Forrest 2000). In addition, various bio¬ 
inspired experimental systems have been developed and 
are available for empirical investigation and application 
development (e.g., Montresor 2001 and Suzuki 2005). 

Future work in biologically inspired networking in¬ 
cludes exploring molecular and cell biology, and identi¬ 
fying new design principles applicable to computer net¬ 
works. Some areas worth exploring in molecular and cell 
biology include signal transduction (e.g., biochemical 
reactions within a cell or across a cell membrane that 
results in cascading reactions, leading to various cellu¬ 
lar processes), gene regulatory networks (e.g., networks 
of messenger RNA, which regulate DNA transcription or 
gene expression), oscillatory processes (e.g., cyclic behav¬ 
ior such as circadian clocks that enable a cell to adapt 
to a day-and-night cycle), and cell-cycle regulation (e.g., 
mechanisms to correct errors in cell cycles and to regu¬ 
late metabolic activities). Such biological systems may be 
viewed as distributed information-processing systems, 
and some of the design principles found in such biological 
systems may be applicable to computer network designs. 

Future work also includes establishment of a unified 
framework based on common mechanisms found across 
different biological systems. Such an abstracted frame¬ 
work may serve as a generic model and provide general 
design principles for computer networks. Some of the 
important design principles found in biological systems 
may include the following: 

• A large number of redundant components. A biological 
system is composed of a large number of redundant 
components, as seen in all five biological systems de¬ 
scribed in this chapter. A nervous system may contain 
billions of neurons, and an ant colony may contain a 
million of ants. Because of the large number of redun¬ 
dant components, a biological system is robust in the 
event of failures and misbehaviors of a small number 
of components. 
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• Local interactions and collective behavior. Useful group 
properties and behaviors often emerge from local in¬ 
teraction of individuals with a simple set of behavioral 
rules. For example, although individual immune cells 
may sometimes erroneously identify foreign objects, an 
immune system (i.e., collection of interacting immune 
cells) as a whole reliably detects and eliminates foreign 
objects. This is a result of individual immune cells in¬ 
teracting and coordinating to minimize the impact of 
errors caused by individual immune cells. Similarly, al¬ 
though individual ants are not able to find the shortest 
path to a food source, a group of ants as a whole finds 
the shortest path as a result of individual ants interact¬ 
ing through pheromones. 

• Stochastic or probabilistic nature. The stochastic nature 
of biological systems often contributes to exploring 
search space. For example, ants do not always follow 
the already-found shortest path; rather, they probabil¬ 
istically choose different paths to seek possible shorter 
paths. The stochastic nature also contributes to increas¬ 
ing diversity, thereby improving adaptability to the en¬ 
vironment. In genetic evolution, for example, mutation 
randomly alters genetic information, which may create 
fitter organisms, enabling a population of individuals 
to become more adapted to the environment. 

• Feedbacks. Biological systems often use two types 
of feedbacks: negative feedback to reduce the effect of 
environmental noise, and positive feedback to amplify 
signals in the environment. For example, in homeo¬ 
static biological systems, negative feedbacks are used to 
maintain an organism’s essential variables within phys¬ 
iological ranges, providing the organism with stability 
and robustness against environmental perturbations. 
In ant foraging, on the other hand, ants use positive 
feedbacks to amplify signals (i.e., pheromones) and to 
recruit more ants toward a particular path; that is, ants 
follow a path with higher pheromone concentrations, 
resulting in further enhancement of the pheromone 
concentration of the path. 

In addition to identifying important design principles 
by analyzing various biological systems, it is also impor¬ 
tant to establish metrics to evaluate key system properties 
such as autonomy, scalability, adaptability, and robust¬ 
ness. Such evaluation metrics would help in evaluating 
and comparing computer networks modeled after vari¬ 
ous biological concepts and mechanisms. 

GLOSSARY 

Autonomic Nervous System: A part of peripheral 
nervous system that is responsible for managing the 
internal environment of an organism and receiving in¬ 
ternal stimuli. 

B Cells: Lymphocytes that produce antibodies. 

Central Nervous System (CNS): A part of the nervous 
system that consists of the brain and the spinal cord. 
Crossover: The process by which two chromosomes 
exchange some distal portion of their genes. 
Hamming Distance: The number of positions for 
which the corresponding symbols are different. 


Homeostasis: Internal equilibrium of a body of an 
organism. 

Mutation: Change of gene caused by copying errors in 
the genetic material during cell division. 

Peripheral nervous system (PNS): Nerves and neu¬ 
rons that reside or extend outside the central nervous 
system (CNS). 

Somatic Nervous System: A part of peripheral ner¬ 
vous system that is responsible for controlling the 
body’s muscle movements and receiving stimuli from 
the external environment. 

Stigmergy: A method of communication in emergent 
systems in which the individual parts of the system 
communicate with one another by modifying their 
local environment. 

Swarm Intelligence: An artificial intelligence technique 
based on collective behavior in which simple agents in¬ 
teracting locally with one another and with their envi¬ 
ronment lead to the emergence of global behavior. 

T Cells: Lymphocytes with receptors responsible for 
recognizing antigens. 

CROSS REFERENCES 

See Cellular Communications Channels; Intrusion De¬ 
tection Systems; Molecular Communication: New Para¬ 
digm for Communication among Nano-scale Biological 

Machines. 
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INTRODUCTION 

The prefix nano means 1/1,000,000,000 or simply a bil¬ 
lionth. Nanotechnology deals with structures or devices 
that are 100 nm or less in size (the diameter of a human 
hair is roughly 50 pm and the smallest thing visible to the 
human eye is around 10 pm). Nanotechnology has appli¬ 
cations in virtually all disciplines, including electronics 
and optics. It promises to revolutionize computers, com¬ 
munications, and interdisciplinary sciences. Every 
communication system has three basic building blocks: 
the signal source, communication media, and signal 
detector. A subset of components, such as signal modula¬ 
tors, filters, amplifiers, switches, routers, and encryption 
devices complement these basic blocks. Current state 
of the art in nanotechnology offers a wide range of 
devices that encompass most aspects of communications 
system. These devices are gradually transitioning out of 
the research environment and are slowly maturing into 
commercial products. The vertical-cavity surface-emit¬ 
ting laser (VCSEL) is an example of a commercially 
available nanoscale signal source that has replaced con¬ 
ventional laser diodes in many applications. Similarly, 
photonic crystals are finding a multitude of applica¬ 
tions in optical communication media such as optical 
waveguides, planar waveguides, fibers, and filters. Quan¬ 
tum cryptography is an encryption scheme that is nearly 
impossible to crack. This technique generally relies on 
single-photon devices. Quantum dots are used to build 
devices such as single-photon sources and detectors. 
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Quantum dots can also be used as sources and generators 
of entangled electron pairs. Carbon nanotubes exhibit 
remarkable electrical properties, with many applications 
in all the three basic communication blocks. Similarly, 
MEMS and NEMS (microelectromechanical and nano¬ 
electromechanical systems) are used in a wide variety 
of nanoscale devices for switching and routing applica¬ 
tions (www.allaboutmems. com/memsapplications. html). 
A host of chemical dendrimers, that include monomers 
and polymers, are increasingly used in optical amplifiers 
like erbium-doped fiber amplifier (EDFAs) to enhance 
efficiency. In addition, various nanodevices such as tran¬ 
sistors, Mach-Zehnder modulators, and terahertz lasers 
are also available for communication-related applica¬ 
tions. Silicon photonics and surface plasmons are both 
relatively new areas of focus in nanotechnology. Their 
applications to nanoscale communication are discussed 
in this chapter. Some devices presented in this chapter 
may fall outside the 100-nm range, but these devices are 
often referred to as nanodevices in the literature and 
there is a continuous effort to scale down these larger 
devices to the nanorange (Poole and Owens 2003; Ratner 
and Ratner 2002). 

VERTICAL-CAVITY 
SURFACE-EMITTING LASER 

A vertical-cavity surface-emitting laser (VCSEL) is one 
of the smallest commercially available laser sources. 
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Figure 1 : Typical VCSEL structure (adapted from www.atvoigt 
.de/modules/EZCMS/pictures/VCSEL.jpg) 


Up to 20,000 VCSELs can be packed on a 3-in. wafer 
(ICielo Communications). A regular laser diode consists 
of multiple semiconductor layers and emits its infrared 
energy parallel to these layers. A VCSEL, on the other 
hand, emits its infrared energy perpendicular to these 
layers. As shown in Figure 1, the resonant cavity con¬ 
sists of two distributed Bragg reflector mirrors parallel 
to the wafer surface with an active region consisting 
of one or more quantum wells for generation of laser 
energy between them. The planar distributed Bragg 
reflector mirrors consist of layers with alternating 
high and low refractive indices. Typical VCSEL junc¬ 
tion diodes have their upper and lower mirrors doped 
as p-type and n-type, respectively, while materials used 
for manufacture include gallium arsenide (GaAs), alu¬ 
minum gallium arsenide (AlGaAs), and indium gallium 
arsenide nitride (InGaAsN). A VCSEL manufactured 
with GaAs/AlGaAs usually emits in the 850-nm wave¬ 
length range. To achieve different wavelengths, different 
materials are used. VCSELs have extremely short cavity 
lengths, usually only a few microns long, which allows 
single-frequency operation as well as some wavelength 
tunability. VCSELs can operate up to 10 Gbps. They 
have many advantages, including low power consump¬ 
tion, high transmission speeds, relatively low manu¬ 
facturing cost, high reliability, and high efficiency. The 
room-temperature operation of VCSELs eliminates the 
use of extensive cooling systems. VCSELs have low 
manufacturing cost, as surface emission allows testing 
at the wafer level, before individual VCSELs are pack¬ 
aged. The circular and low divergence output beam 
of VCSELs eliminates the need for corrective optics. 
VCSELs are commercially available as single-mode 
and multimode devices, both of which can operate in 
the gigabit region (www.lightreading.com/document. 
asp?doc_id=2580&page_number=3; Verdeyen 1995). 
Surface plasmon-based VCSELs are actively being 
investigated as low-power and high-data-rate laser 
devices. Such VCSELs will be discussed in the later sec¬ 
tions of this chapter. 


PHOTONIC CRYSTALS 

Photonic crystals are multidimensional periodic dielectric 
nanostructures that are designed to control and manipu¬ 
late the propagation of electromagnetic waves. A major 
source of noise in lasing systems is spontaneous emission. 
Photonic crystals tend to inhibit spontaneous emission 
by eliminating certain electromagnetic modes; they do 
this by modifying the radiative field coupling. This signif¬ 
icantly reduces the threshold current and noise in semi¬ 
conductor lasers (Joannopoulos, Meade, and Winn 1995; 
Johnson and Joannopoulos 2002). 

Optical Waveguides 

Photonic crystals can also be used as optical waveguides. 
Conventional optical waveguides rely on total internal 
reflection and yield acceptable results only in cases in 
which the bending radius of the waveguide is larger than 
the wavelength of the light. This scenario is not practical 
if we want to scale down optical equipment to the nano¬ 
scale. In such situations, most of the light will be lost at 
the bend. Photonic crystal waveguides rely on photonic 
band gaps to propagate light. The crystal is fashioned in 
such a way that the light is allowed to propagate only 
along specific paths, as depicted by the arrow in Figure 2. 
This allows sharp bends with no light loss. On the whole, 
photonic crystal waveguides offer virtually no absorption 
and are perfect mirrors as compared with conventional 
waveguides (Fan et al. 2001; Johnson et al. 2000). 

Filters 

Photonic crystals can also be used to make filters. As 
previously mentioned, a photonic crystal can manipu¬ 
late and control the propagation of electromagnetic 
waves, depending on its structure. The nanostructures 
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Figure 2: Photonic crystal optical waveguide 








1024 


Nanotechnology for Communication Systems 


can be arranged in a fashion that allows only certain 
wavelengths to travel through the material, and filters 
out others. Such filters are more efficient, less bulky, and 
more accurate than conventional filters. Photonic crystal 
filters are important devices in nanoscale optical com¬ 
munication. Polarizing filters can also be made using 
the birefringence property of photonic crystals (Solli and 
Hickmann 2004). 

Planar Antennas 

Planar antenna substrate is another application of pho¬ 
tonic crystals. The efficiency of a conventional planar 
antenna is approximately less than 50 percent because 
half of the energy of the propagating wave is absorbed by 
the semiconductor substrate. One way to overcome this 
problem is to design the substrate in such a fashion that it 
acts as a mirror reflecting back the energy of the electro¬ 
magnetic wave toward the antenna surface. A photonic 
crystal can be used to make this type of reflecting surface, 
as illustrated in Figure 3. This modification renders pla¬ 
nar antennas more efficient, along with the added benefit 
of size reduction. Planar antennas are very important in 
monolithic millimeter-wave integrated circuits (MMICs). 
MMICs are increasingly used in satellite systems, in which 
smaller circuits are needed. MMICs are also useful in sys¬ 
tems for which the parasitic reactance, inherent in hybrid 
integrated circuits, degrades the circuit performance, 
especially in the upper microwave and millimeter-wave 
spectrum. Communication devices and systems such as 
phased-array antennas and high-frequency radars rely 
heavily on MMICs. The use of photonic crystals in these 
circuits greatly improves the overall efficiency of the sys¬ 
tem (Brown, McMahon, and Parker 1998; Brown, Parker, 
and Yablonovitch 1993). 

Fibers 

Photonic crystals can be used to make optical fibers. These 
fibers are also called “holey fibers,” “hole-assisted fibers,” 
or “microstructure fibers.” Unlike other photonic crystal 
devices that derive their properties from periodic spatial 
arrangements, the photonic crystal fiber (PCF) owes its 
waveguide properties to an arrangement of tiny air holes 
that run through the entire length of the fiber, as illustrated 
in Figure 4. Different arrangements of air holes yield dif¬ 
ferent properties. These fibers have relatively high numer¬ 
ical aperture (0.6 or 0.7) and offer single-mode guidance 
over a large range of wavelengths; they exhibit low sensi¬ 
tivity to bend losses, even for large mode areas. They can 
be manufactured to offer the possibility of a fundamental 
mode cut-off, allowing the design of single-polarization 



Figure 4: PCF fiber (notice air holes) 


fibers and the suppression of Raman scattering. In short, 
photonic crystal fibers are used for many applications, in¬ 
cluding amplifiers, nonlinear devices (frequency combs, 
Raman conversion or pulse compression), and quantum 
optics (www.crystal-fibre.com/support/dictionary.shtm; 
www.rp-photonics.com/photonic_crystal_fibers.html; 
Bjarklev, Broeng, and Bjarklev 2003; Russell 2003). 

Photonic crystals are used to build a number of opti¬ 
cal communication components, whose properties are 
far superior to traditional devices. These components 
can also be used to manufacture photonic integrated cir¬ 
cuits—circuits using photons instead of electrons in semi¬ 
conductor integrated circuits. The photon-only system 
is optimal for optical communications and will greatly 
boost transmission capabilities. 

QUANTUM COMPUTING 

Quantum computing uses certain quantum mechanical 
properties, such as superposition and entanglement, for 
computations. Unlike conventional computers that use 
binary bits, quantum computers use quantum bits (also 
known as qubits). Superposition occurs when a particle 
simultaneously possesses two or more values for a mea¬ 
surable quantity, such as energy. Quantum entanglement 
occurs when the quantum states of two particles have to 
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Figure 3: Radiation being absorbed by 
semiconductor substrate (left) and reflected 
by photonic crystal (right) 
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be described with reference to each other, even if they are 
spatially separated. A qubit differs from a binary bit in the 
sense that it is not binary but quaternary in nature. It can 
exist in the state 0 or 1 or simultaneously at both 0 and 1, 
with a probability for each state. The blend of states 0 and 
1 is termed superposition. The details of the operation of 
a quantum computer are beyond the scope of this chapter. 
This paragraph serves as an introduction to discuss some 
communication systems based on quantum mechan¬ 
ics (www.cs.caltech.edu/~westside/quantum-intro.html; 
www. trnmag. com/Stories/2005/121905/HIW_Quantum_ 
computing_121905. html). 

Quantum Cryptography 

Traditional cryptography relies on mathematical equa¬ 
tions to encrypt information that restricts eavesdroppers 
from learning the contents of the message. Although the 
methods used nowadays are very reliable, there is always 
a probability that an eavesdropper can decrypt the mes¬ 
sage. Quantum cryptography promises to eliminate eaves¬ 
dropping completely. It uses the physical properties of 
photons or electrons to encrypt the information. In order 
to decrypt the message, the eavesdropper has to measure 
the quantum carrier of information (usually the pho¬ 
ton or the electron, though other entities are also used); 
however, doing so disturbs the system. This disturbance 
is recognized as a security breach, thus terminating the 
secure connection. This technology is reasonably mature, 
and many commercial products are available. ID Quan- 
tique and MagicQ are some commercial entities that 
provide various devices for quantum cryptography such 
as quantum key distributors, quantum random number 
generators, and quantum encryptors. 

SINGLE-PHOTON DEVICES 

Photons are often used as information carriers. Encoding 
information into these photons as qubits requires novel 
devices capable of emitting and detecting a single photon. 
A conventional optical communications network requires 
the signal to be above a certain threshold. In contrast, a 
qubit decoding system has to be able to detect each indi¬ 
vidual photon that has been transmitted, as each photon 
contains vital information. The same principle applies to 
the encoding process as well. 

A single-photon source must possess some of the follow¬ 
ing basic properties, among others. It must be capable of 
generating the photons one by one, it must be efficient, it 
must allow polarization control, and it must allow photon 
generation on demand. Examples of such devices include 
single-photon light-emitting diodes (LEDs), quantum dots 
and some lasers with attenuators. On the other hand, a 
single-photon detector must have very high quantum effi¬ 
ciency, approaching 100 percent. Quantum efficiency of a 
detector can be defined as the ratio of the number of out¬ 
put quanta to the number of input quanta. It must have a 
low dark count rate, ensuring elimination of false count 
and afterpulsing. In addition, it must have a fast operating 
speed and must be able to resolve the amount of energy 
or the number of photons. Avalanche photodiodes, pho¬ 
tomultiplier tubes, quantum dots, and superconducting 


single-photon detectors are just a few devices that can be 
used as photon counters. Upconversion (the process by 
which a low-energy photon is converted to a high-energy 
photon) is a popular method of counting photons. 

QUANTUM DOTS 

A quantum dot is a semiconductor crystal measuring 
between 2 nm and 10 nm in diameter. Simply stated, a 
quantum dot is a structure whose size has been reduced 
to the quantum scale in all three dimensions. Quantum 
dots can be differentiated with quantum wires which 
have their sizes reduced to the quantum scale in only 
two dimensions, and size reduction in quantum wells, is 
one dimension only. Discussed below are some nanoscale 
devices that can be modeled after the quantum dot. 

Quantum-Dot Laser 

The quantum-dot laser is a relatively new development 
in the field of nanoscale communications. It is based on 
quantum dots, which are densely packed in the active 
region of the device. The quantum dots are excited into a 
high-energy state and the transitions to the lower-energy 
states release energy in the form of photons. Exciting an 
array of quantum dots thus creates lasing. The major 
advantage of a quantum-dot laser over its semiconduc¬ 
tor counterpart is its ability to maintain constant output 
despite temperature fluctuations. The structure of quan¬ 
tum dots causes electrons to show a discrete atomic-like 
energy spectrum. The energy difference between these 
discrete states is greater than the thermal energy avail¬ 
able to the electrons because of the size of the quan¬ 
tum dot (Klimov 2003). Thus, the quantum-dot laser is 
temperature-insensitive. Fujitsu and the University of 
Tokyo have successfully developed a 10-Gbps quantum- 
dot laser operating at a wavelength of 1.3 pm. This laser 
is immune to variations in temperature between 20°C and 
70°C (www.fujitsu.com/global/news/pr/archives/month/ 
2006/20060420-01.html; www.fujitsu.com/global/news/ 
pr/archives/month/2004/20040910-01.html; www.fujitsu. 
com/news/pr/archives/month/2004/20040910-01. html; 
Phillips et al. 1999). 

Single-Photon Source 

Quantum dots can also be used to manufacture single¬ 
photon sources. Such devices are necessary for quantum 
communication. Quantum dots can be excited to emit 
light of a unique wavelength. The wavelength of the emit¬ 
ted light depends on the dot size. NIST (National Insti¬ 
tute of Standards and Technology) has used an infrared 
laser to excite a quantum dot, leading to serial emission 
of photons. However, this behavior is achievable only at 
extremely low temperatures, approaching absolute zero. 
Another single-photon LED based on the quantum dot 
was developed by Toshiba (Ward et al. 2005). The LED 
uses a single quantum dot to produce the photon. Because 
the quantum dot is a single quantum system, it can hold 
only one electron in a particular excited energy level. 
Whenever the electron relaxes to a lower energy level, it 
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releases one photon. Thus, every time the quantum dot 
is excited, it releases one photon. Using voltage pulses, 
a stream of photons can be created. Typical materials 
used to manufacture the LED are gallium arsenide and 
indium arsenide. Indium arsenide is generally used for 
the quantum dot (Farahani et al. 2005; Ikushima et al. 
2005; Shields et al. 2001). 

Single-Photon Detector 

Quantum dots have been successfully used as single¬ 
photon detectors. A quantum dot is encased in a resonant 
diode that has an insulating aluminum arsenide layer 
sandwiched between two conducting gallium arsenide 
layers. As a result the resonant diode is modified in a fash¬ 
ion that allows the diode to turn on when the quantum 
dot is excited by an incoming electron. In general, the 
diode is on when the two gallium arsenide layers have 
the correct voltage polarity. This device can find applica¬ 
tions in quantum communication. 

Another type of quantum-dot single-photon detec¬ 
tor has been developed by Toshiba (Shields et al. 2001). 
The device is based on a transistor structure. The con¬ 
ducting channel of the transistor consists of a layer of 
closely spaced quantum dots. Since the separation of the 
quantum-dot layer and the conducting channel is on 
the order of a few nanometers, the resistance of the tran¬ 
sistor is dependent on the change in the occupancy of 
a single quantum dot by a single electron. Hence, when 
photons are absorbed, a change in the resistance of the 
transistor channel occurs. This type of photon detector 
has many advantages over conventional photon detectors 
based on the avalanche process. The conventional pho¬ 
ton detectors are relatively bulky, inefficient, expensive, 
require cooling systems and often require high voltages 
(Farahani et al. 2005; Ikushima et al. 2005; Ward et al. 
2005). 

Entangled Photon Pairs 

Entangled photon pairs consist of photons that are 
inextricably linked. The state of each photon can be 
deduced by measuring the other, irrespective of the dis¬ 
tance between the photons. Entanglement enables secure 
communication by detecting instances of eavesdropping. 
Consider the case of an encrypted connection. Encryption 
keys have to be exchanged between the two parties. If one 
of the keys is intercepted by an external agent, the prop¬ 
erties of the entangled pair will change, and both parties 
should be able to detect it. As a result, entanglement leads 
to virtually unbreakable encryption. Such a quantum-dot 
device (developed by Toshiba and Cambridge University in 
2005) is made from gallium arsenide and indium arsenide 
quantum dots. When excited by a laser pulse, this device 
produces two entangled photons. However, this behavior 
is currently limited to low temperatures. 

CARBON NANOTUBES 

Nanotubes are members of the fullerene structural family. 
A nanotube is basically a graphene sheet that has been 
rolled up into a cylindrical shape with at least one of the 
ends closed off by a semi-buckyball structure, as shown in 



Figure 5: Carbon nanotube structure (adapted from www 
. nanomedicine. com/NMI/Figures/2.1 6.jpg) 


Figure 5. (Buckyballs are strong, rigid natural molecules 
arranged in a series of interlocking hexagonal shapes, form¬ 
ing structures that resemble soccer balls). They are usually 
only a few nanometers in diameter, while the length can 
be up to a few centimeters. Nanotubes have high electri¬ 
cal conductivity (10 -6 12m) and high thermal conductivity 
(1750-5899 W/mK). As electrical conductors, nanotubes 
can carry high current densities (10 7 to 10 9 A/cm 2 ). They 
are also inert and are not susceptive to corrosion by acids 
or alkalis (http://nanotechweb.Org/articles/news/4/10/7/l; 
www.azonano.com/details.asp?ArticleID=980; Poole and 
Owens 2003; Ratner and Ratner 2002). Some applications 
of nanotubes in nanoscale communication are discussed 
briefly in the following sections. 

Satellite Communication 

Typical microwave amplifiers are based on thermionic 
emission sources, which tend to be bulky and heavy. Sat¬ 
ellites are equipped with many such amplifiers, which 
add considerably to the weight, and hence it is expensive 
to launch a satellite. The thermionic emission source is 
also referred to as a hot cathode source. In essence, the 
hot cathode generates electrons that are modulated to 
produce electronic signals; these signals are processed 
to obtain the desired output. The efficiency of such sys¬ 
tems is usually under 50 percent and decreases with 
increase in frequency. The thermionic emission source 
can be replaced by a nanotube device that acts as an elec¬ 
tron source (de Jonge et al. 2005). The nanotube device 
is basically an array of equally sized and equally spaced 
nanotubes. When the nanotubes are exposed to an elec¬ 
tric field, they release electrons from their tips. A radio¬ 
frequency wave is used to produce a high-frequency 
electron beam by exciting the nanotube array. The input 
signal is amplified by a process called “temporal modula¬ 
tion.” Frequencies of up to 32 GHz have been achieved. 
This novel system is both compact and relatively light 
compared to the conventional microwave amplifiers. The 
system can be instantly turned on and off. The efficiency 
is much higher than the hot cathode system because the 
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electrons are produced instantaneously at the nanotube 
source array (www.physorg.com/news8719.html). 

Quantum Wires 

Quantum wires, or nanowires, measure from one to a few 
nanometers in diameter, while the length is not restricted. 
Nanowires can be made out of metallic, semiconducting, 
or insulating materials. Molecular nanowires are made 
out of repeating molecular units. Nanowires tend to 
have relatively high resistance due to their narrow radii. 
Resistance-free propagation is possible only through rela¬ 
tively short distances, determined by the mean free path of 
carriers in the given material. However, carbon-nanotube- 
based nanowires have very low resistance. Nanowires are 
important components in nanoscale electronics and have 
many applications. For example, nanowires can be used 
to build transistors. A nanowire-based transistor has been 
developed by researchers at Harvard University (Xiang 
et al. 2006). Figure 6 illustrates the concept of nanowire- 
based transistors. These transistors can operate at least 
four times faster than their conventional silicon counter¬ 
parts and can definitely boost computing and communi¬ 
cation speeds of futuristic systems. 

Actuators 

Nanotube-based actuators are used to build optical 
switches. Current optical switches are generally electro¬ 
mechanical. These devices are prone to wear and tear 
and thus are not very reliable. Nanotube actuators do 
not have any sliding components and therefore need lit¬ 
tle maintenance and have much longer lifetimes. Figure 7 
shows the difference between a mechanical actuator 


and a nanotube-based actuator. The switching opera¬ 
tion of these actuators use nanotube coated regions that 
can be made to selectively contract and expand. The 
differential strain produces the bending action (Lu and 
Panchapakesan 2005; Fukuda et al. 2004). 

MICROELECTROMECHANICAL 
SYSTEMS (MEMS) AND 
NANOELECTROMECHANICAL 
SYSTEMS (NEMS) 

MEMS are micrometer-sized mechanical components. 
Typically, MEMS lie outside the definition of nanode¬ 
vices, as they are beyond the 100-nm range. They are 
briefly introduced here for the sake of completion, as 
some literature refers to them as nanodevices. Smaller 
components within the nanometer scale are referred to 
as nanoelectromechanical systems (NEMS). MEMS are 
manufactured using techniques very similar to semi¬ 
conductor fabrication, and have a good likelihood of 
shrinking down to NEMS. Surface micromachining, 
bulk micromachining, electro-discharge machining, and 
etching are just a few of the manufacturing techniques 
used. MEMS are also referred to as micromechanics, 
micromachines, or microsystem technology (MST). Sili¬ 
con is generally used to manufacture MEMS, but metals 
and polymers are also used. 

Optical Networks 

MEMS devices can be used as switches to route light from 
one fiber to another. The conventional method used to 


Figure 6: Nanowire with silicon outer shell 
and germanium inner core (left); nanotransistor 
structure (right) (adapted from Xiang et al. 
2006) 
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route data to different fibers is to convert the light to an 
electrical signal using photodetectors, perform the rout¬ 
ing, and convert it back to optical domain and transmit 
it to the destination fiber. Use of MEMS-based switches 
eliminates the need for the optical-to-electrical-to-optical 
conversion, which tends to be the biggest bottleneck in 
communication systems. The MEMS switches use an 
array of micromirrors to reroute photons to the desired 
fiber. The networks can thus be all optical, greatly boosting 
communication-system data rates. Active sources, tuna¬ 
ble filters, variable optical attenuators, gain equalization, 
and dispersion compensation devices are other applica¬ 
tion of MEMS. The integration of these electronically 
controlled mechanical parts and mirrors is paving the 
way to a fairly new field in nanoscale applications called 
nano-electro-optical-mechanical systems, or NEOMS. 
NEOMS devices are expected to play a major role in the 
development of futuristic optical communications. 

Resonators 

Most electronic devices, including wireless communica¬ 
tion devices, rely on resonators for frequency generation. 
The quartz crystal is a very popular material used for 
resonators. Despite being very reliable, crystal oscillators 
cannot be scaled down to nanometer scale. Electronic 
nanoscale communication devices require crystal oscilla¬ 
tors for timing purposes, and if the quartz oscillator can¬ 
not be miniaturized, it would be impossible to develop 
such systems. MEMS can be used to manufacture resona¬ 
tors, thus allowing development of nanoscale resonators. 
There are many different types of MEMS resonators. One 
of these types—the dome resonator—is usually fabricated 
using a prestressed thin polysilicon him deposited over a 
sacrificial silicon dioxide layer. The resonant frequency of 
the him is a function of localized heating, which induces 
thermomechanical stress in the him. MEMS resonators 
can operate at hundreds of megahertz, whereas regular 
quartz crystals usually operate at around 30 MHz (www 
.mwrf.com/Articles/Index.cfm?Ad=l&ArticleID=5767). 

Wireless Devices 

Wireless communication is integrated in most mobile 
device, such as cell phones, personal digital assistants 
(PDAs), and laptops. Wireless communication uses many 
different schemes, such as time division multiple access 
(TDMA), code division multiple access (CDMA), third- 
generation (3G), global system for mobile [communica¬ 
tions] (GSM), and Bluetooth. As technology progresses, 
novel wireless protocols will be developed. Because of 
politics or personal preferences, different organizations/ 
countries use different wireless protocols. A mobile 
device moving from one region to another needs to be 
compatible with the wireless host protocol to stay con¬ 
nected to its base station, which is not always possible. 
Cell phones that are compatible with every wireless pro¬ 
tocol currently in use are very expensive because the dif¬ 
ferent radio-frequency (RF) components are expensive to 
integrate. Using RF-MEMS to replace conventional RF 
chips decreases price and size. Furthermore, the MEMS- 
based RF components are also more reliable and offer 


better performance. Some RF-MEMS devices and their 
advantages are as follows: 

1. RF MEMS Switch: Usually has very low insertion loss 
and can operate in the gigahertz region. One type of 
RF MEMS switch (shunt on silicon) has an insertion 
loss of 0.4±0.1 dB at 90 GHz (Varadan 2003). 

2. RF MEMS Capacitor: Has a high quality factor and 
great tunability (rendered possible by a movable 
MEMS structure). Capacitors can also be made using 
nanotubes, which greatly increases charge storage, 
since the nanotubes increase the effective surface ar¬ 
eas. RF MEMS capacitors can operate up to 20 GHz 
(Varadan 2003). 

3. RF MEMS Inductor: Has a high quality factor, high 
resonant frequency, up to 73 GHz, and is very compact 
in size (Varadan 2003). 

4. RF MEMS Filters: Use of RF MEMS capacitors and RF 
MEMS inductors result in very compact high-quality 
filters. 

5. RF MEMS Phase Shifters: Inexpensive to manufacture 
and more compact than the ferrite-based ones 

6. RF MEMS Transmission Lines: Greatly reduce dielec¬ 
tric loss; any loss is due to the conductor material. 

Reconfigurable Antennas 

Reconhgurable antennas can switch the resonant fre¬ 
quency on the fly. To achieve such functionality, high- 
quality switches, variable capacitors, and inductors are 
needed. The conventional counterparts of these com¬ 
ponents cannot be used because they cannot be tuned 
automatically. However, the MEMS equivalent provides 
instantaneous tuning while maintaining a high quality. 
Reconhgurable antennas have many applications in wire¬ 
less devices and satellites. Since nanoscale components 
are used, more functionality is added without compro¬ 
mising the size and weight. 

NANOANTENNAS 

Antennas basically focus and convert electromag¬ 
netic waves into an electric current. Radio waves and 
microwaves are the most common waves in the electro¬ 
magnetic (EM) spectrum that are used for communica¬ 
tion. The size of an antenna is related to the wavelength 
of the EM wave. Smaller EM waves allow smaller anten¬ 
nas. Using light as a carrier requires nanometer-sized 
antennas. Carbon nanotubes have been used successfully 
to convert light into an electric current. Such an antenna 
is on the nanometer scale and can be used for a multitude 
of applications. The fundamental function of an antenna 
is to focus the electromagnetic wave. An antenna that 
works with the frequency of light can also be used as a 
lens, since it focuses light. Researchers at University of 
Basel, Switzerland (Muhlschlegel et al. 2005) have suc¬ 
cessfully used gold strips to build an optical antenna. 
Contrary to conventional optical lenses, the nanoan¬ 
tenna has better optical resolution and can be integrated 
in nanoscale devices. Such nanoantennas can improve 
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the performance of conventional LEDs, single-photon 
sources, and optical communication networks. 

DENDRIMERS 

A dendrimer is a human-made molecule with a three- 
dimensional highly branched tree-like structure. The 
word dendrimer comes from the Greek word dendra, 
which means tree. A dendrimer molecule has a central 
core from which all the branches emanate. Each branch 
is referred to as a monomer. Dendrimers have unique 
electronic, optical, opto-electronic, and magnetic prop¬ 
erties. They are very useful in nanoscale communication 
devices, particularly optical devices. Dendrimers are cur¬ 
rently used to manufacture polymer electro-optic modu¬ 
lators, optical waveguides, photo-switching devices, and 
LEDs (Otomo et al. 2000; Kim et al. 2001; Markham 
et al. 2002). 

ERBIUM-DOPED FIBER AMPLIFIER 

The erbium-doped fiber amplifier (EDFA) is an “all optical 
amplifier," and it is an extremely important component 
of the modern-day long haul fiber optic communication 
systems. It amplifies incoming optical signals without 
the need for optical-to-electrical conversion. EDFAs are 
made by doping low concentrations of erbium inside the 
core of the optical fiberglass substrate. They have low 
noise and polarization profiles with negligible interchan¬ 
nel cross talk and offer exceptionally high gain over short 
optical lengths. However, the efficiency of EDFAs tends to 
suffer because of collision broadening. Nanotechnology 
can play an important role in overcoming the problems 
associated with relaxation due to the collisions between 
erbium ions. This can be achieved by coating the erbium 
ions with a very thin layer of dendrimer that is approx¬ 
imately 8 to 17 A in thickness. This dendrimer coating 
minimizes collision broadening to greatly increase the 
lifetime of the excited state of the erbium ions and leads 
to higher efficiencies. 

NANO TRANSISTORS 

Transistors are indispensable in digital electronics. VLSI 
circuits consist of millions of transistors, which are basi¬ 
cally switches. The faster the switching speed, the faster is 
the computing speed of the system. The switching speed 
is a function of the length of the channel—the shorter the 
length, the lesser the distance traveled by the electrons 
and the faster the switching speed. Semiconductor tech¬ 
nology is already operating in the 35-nm range. These 
devices require novel photolithography techniques, which 
can project structures of such small dimensions with 
minimal errors. A better technique to construct smaller 
transistors is to build them on the molecular scale. Liter¬ 
ature review suggests that lately there has been a signifi¬ 
cant interest in the construction of nanotransistors using 
bacteria and DNA molecules. 

Current semiconductor-based transistors are plagued 
by electronic-current-induced heating effects. Molecu¬ 
lar transistors have extremely low power consumption; 


they significantly lower heating, as they work with only 
a few electrons; and their switching speed is drastically 
improved. Communication devices use transistors exten¬ 
sively. The bandwidth of most optical communication 
links is limited by the switching speed of transistors and 
there is a difference of four orders of magnitude between 
the optical and electronic frequencies. Nanotransistors 
can theoretically bridge this gap. 

Ballistic Transistors 

Ballistic transistor is a term applied to transistors that 
allow electrons to flow at very high speeds without 
colliding with atoms, thereby removing the resistance 
encountered in conventional transistors. Currently, the 
preferred material for fabricating ballistic transistors is 
graphene. Physicists in the United Kingdom and Russia 
have successfully used graphene sheets one atom thick 
to fabricate ballistic transistors (Novoselov et al. 2004). 
These transistors can operate at room temperature and 
allow electrons to flow without being scattered by atomic 
collisions. However, the current operating frequency of 
the device is low (Walters, Bourianoff, and Atwater 2005; 
Xiang et al. 2006). 

Spintronic Transistors 

A spintronic transistor uses the spin of an electron. 
According to quantum physics, an electron can exhibit 
only one of two states: either spin up or spin down. The 
spin of the electron is used to encode information. Unlike 
conventional transistors, the state of the spintronic tran¬ 
sistor can be changed without the use of electric cur¬ 
rent. Consequently, power requirements are drastically 
reduced. In 2005, researchers at the University of Basel, 
Switzerland, developed a spintronic transistor using a 
single carbon nanotube by connecting two magnetic elec¬ 
trodes to alter the spin of the electrons (Babic, Iqbal, and 
Schonenberger 2003). 

Quantum Interference Effect 
Transistors (QuIET) 

Though still in the experimental stages, the quantum 
interference effect is a very promising technique to pro¬ 
duce nanotransistors. The duality principle states that a 
particle can behave both as a particle and a wave. On the 
nanoscale level, these particles or waves interfere with 
each other. This process is called “quantum interference." 
A QuIET-based single molecule has been developed at 
the University of Arizona (Cardamone, Stafford, and 
Mazumdar 2005). The device consists of an organic ring 
molecule that has two electrodes attached at the meta 
positions, as illustrated in Figure 8. Such an arrangement 
produces quantum interference, which cuts the flow of 
current, turning off the transistor. The QuIET is switched 
off by the presence of quantum interference. Conversely, 
the device is switched on when quantum interference 
disappears. Such a state is called a “decoherence.” At 
present, decoherence is produced by either bringing the 
tip of a scanning tunneling microscope close to the mol¬ 
ecule or by attaching a donor molecule, in which case the 
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Figure 8: QuIET transistor with organic ring and 
donor molecule (adapted from Cardamone, Stafford, 
and Mazumdar 2005) 


polarization of the donor molecule controls the decoher¬ 
ence. Such a molecular device is expected to shrink the 
size of communication components and is definitely a 
promising step toward molecular computing devices. 

MACH-ZEHNDER MODULATORS 

Modulation of optical or electrical signals is fundamen¬ 
tal to conveying information across physical channels. 
A very popular optical modulator is the Mach-Zehnder 
modulator, which uses the Mach-Zehnder interferom¬ 
eter. A laser beam is split into two at a Y-junction (optical 
coupler) and then recombined at another junction. The 
output of such a system depends on the difference of the 
optical path length of the two split beams of light. Any 
relative difference can be used to produce a modulated 
output. The modulated output is a function of the inter¬ 
ference between the two signals. Figure 9 illustrates a 
simple implementation of the Mach-Zehnder modulator. 
This modulator modifies the phase of one of the signals 
in order to modulate the output. 

Typical materials used to manufacture small-scale 
Mach-Zehnder modulators include GaAs, AlGaAs, InP, 
InGaAsP, and other III-V materials. These materials have 
wide bandgap with higher carrier mobility and higher 
electron-photon interaction probability (Verdeyen 1995). 

SILICON PHOTONICS 

Silicon photonics is an evolving field that has gained signif¬ 
icant momentum in the communications area and has the 
potential to fulfill many of the requirements necessary for 


faster and more reliable optical communication. Silicon 
already dominates the semiconductor industry because 
of its availability, good thermal and mechanical proper¬ 
ties, and ease of manufacturing. Among other things, the 
speed of communication links is limited by the compu¬ 
tation power, which is dependant on the semiconductor 
circuits. Transistor miniaturization is approaching the 
point of diminishing returns. Even if we could pack more 
transistors on a single chip, the delays due to coupling, 
signal latency, and signal cross talk will greatly hamper 
the operating frequency of the device. A potential solu¬ 
tion to this problem is silicon photonics. Photonic inte¬ 
grated circuits are inherently immune to electrical signal 
cross talk and resistor-inductor delays. Using photonic 
circuits for computers will lead to the cherished goal of 
optical computing, while their applications to commu¬ 
nication links can result in greatly enhanced operating 
speeds and reliability. Examples of components required 
for photonic integrated circuits, needed for communica¬ 
tion, are briefly discussed below. Most of these compo¬ 
nents are already on the nanoscale (Ossicini, Pavesi, and 
Priolo 2004). 

Silicon Waveguides 

One of the most important components in silicon photon¬ 
ics is the waveguide. Silicon has desirable refractive index, 
good electro-optical properties, and low losses. However, 
the size needs to be comparable to a complementary 
metal oxide semiconductor (CMOS) device, to allow inte¬ 
gration of a large number of components on a single chip. 
Silicon nitride-based waveguides (Bulla et al. 1999) and 
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Figure 10: Raman laser developed by Intel 


silicon oxynitride waveguides (Hilleringmann and Goser 
1995) show losses lower than 0.5 dB cm -1 at 633 nm and 
bending radii of less than 200 pm. Silicon-on-insulator 
(SOI) is another popular combination of materials that 
is used as waveguides. Such waveguides have optical 
losses as low as 0.1 dB cm -1 at 1.55 pm (optical mode 
cross section, 0.2 x 4 pm 2 ) (Masini et al. 1999; www.intel 
.com/technology/silicon/sp/index.htm; Charlton, Roberts, 
and Parker 1997; Pavesi 2003; Salib et al. 2004). 

Silicon Modulators 

Silicon-based modulators are inexpensive to produce but 
until recently commercially available silicon modulators 
were limited to about 20 MHz. This speed was insufficient, 
given that most Ethernet adapters already work in the giga¬ 
bit region. In 2004, Intel developed a silicon-based opti¬ 
cal modulator that is similar to a transistor. The required 
phase shift for modulation is induced by an electrical 
charge. The device can operate at 1 GHz, and research 
suggests that the technology can be scaled up to operate 
at about 10 GHz. Additionally, there are indications that 
silicon photonics may also find application in micropro¬ 
cessors in addition to nanoscale communication. 

Silicon Nanocrystals 

Silicon nanocrystals have better optical properties than 
bulk silicon. When a nanocrystal is in the excited state, 
both the electrons and the holes are spatially confined 
and are at higher potential energy. The electron-hole pair 
combines to form an exciton that decays to release a pho¬ 
ton. This property makes the silicon nanocrystal a good 
candidate to manufacture modulators, optical amplifiers, 
and light-emitting diodes. In 2005, researchers at Califor¬ 
nia Institute of Technology successfully manufactured a 
transistor that emits light using bulk silicon and silicon 
nanocrystals ranging from 2 to 4 nm in size (Walters et al. 
2005). The size of the nanocrystal determines the color of 
the emitted light. The device is called a "nanocrystal field- 
effect light-emitting device (FELED),” and it consumes 
very little power. 

Silicon Lasers 

Silicon nanocrystals can also be used to manufacture 
lasers. In 2005, Intel reported the development of one such 
laser (Rong et al. 2005). The Raman effect and the silicon 


crystalline structure are used to amplify the signal as it 
passes through the device. Though this device is still in a 
developmental stage, the applications are endless. Figure 
10 illustrates this device (Claps et al. 2004; Pavesi, Gapo¬ 
nenko, and Dal Negro 2003). 

TERAHERTZ LASERS 

The 4- to 10-THz range, also known as the 30- to 75-pm 
very long wavelength infrared region, is currently not 
exploited because there are no devices that operate at 
these frequencies. A purely experimental chip-based laser 
operating at 4.4 THz has been developed by researchers 
from Italy and England (Kohler et al. 2002). It is a quan¬ 
tum cascade device made from a stack of around 1500 
alternating layers of gallium arsenide and aluminum 
gallium arsenide totaling a thickness of 12 pm such that 
most of the individual layers are on the nanoscale. An 
electronic staircase is built and electrons bounce down 
the staircase releasing a photon at each step. However, 
currently this device operates only at very low tempera¬ 
tures. Research is being done to allow operation at higher 
temperatures. Such a device is expected to play an impor¬ 
tant role in futuristic communications because of its high 
operating frequency. 

Surface Plasmons 

Surface plasmons exist at the interface between a metal 
and a dielectric. Plasma oscillations are periodic oscilla¬ 
tions of charge density in metals or plasmas. The particle 
(quasiparticle to be more precise), resulting from quan¬ 
tization of plasma oscillations is the plasmon. Surface 
plasmon resonance occurs when the surface plasmons 
are excited by light. The optical properties of metals are 
greatly influenced by plasmons. Light with frequency less 
than the plasma oscillations is reflected, whereas light 
with higher frequency is transmitted. Since plasmons can 
support frequencies up to hundreds of terahertz, they can 
be used to replace wires on computer chips. Because of 
their small wavelengths, they can also be used for nano¬ 
lithography. Since plasmons interact with light, they can 
have numerous applications in optical communication. 
For example, in May 2006 a VCSEL based on surface plas¬ 
mon resonance was developed by Matsushita Electric 
Industrial Co., Ltd. The main feature of this VCSEL is an 
array of silver nanoholes on a “surface plasmon mirror." 
Such a VCSEL has a high power output and can be used 
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for high-speed and short-distance optical communica¬ 
tion like optical interconnection and plastic fiber com¬ 
munication. In addition, in March of 2006 physicists in 
France and Denmark developed an optical waveguide 
based on surface plasmons. The waveguide allows light 
to pass through channels smaller than the wavelength of 
light without significant attenuation (Bozhevolnyi et al. 
2006). Such surface-plasmon-based waveguides have tre¬ 
mendous potential applications in photonic circuits and 
optical communication. Lately, surface-plasmon-based 
nanophotonics is generating lots of interest among the re¬ 
search community, and it promises to play a key role in 
enabling high-density optical communications at the 
nanoscale (Bozhevolnyi et al. 2006). 

CONCLUSION 

Applying nanotechnology to communication devices can 
revolutionize communications and networking environ¬ 
ments. Nanoscale devices can boost data rates and help 
tap the full potential of currently used communication 
media. If photons were used on computers as informa¬ 
tion carriers, there would be no need for any electrical- 
to-optical interface. Such development will also allow full 
utilization of the potential of optical fibers. For example, 
silicon photonics, photonic crystals, and MEMS can 
convert existing optical fiber communication links to 
an “all optical system" by eliminating the electrical-to- 
optical interface, which tends to be the biggest bottleneck 
in modern optical communication systems. Research in 
the field of silicon photonics and surface plasmons have 
brought the idea of optical computing closer to reality. 
Although optical computing and optical networks are 
ideal for high-speed communications, current transistor- 
based systems can still achieve higher speeds with the 
advent of practical nanotransistors. Ballistic transistors, 
spintronic transistors, and quantum interference effect 
transistors are expected to boost the operating frequency 
of transistors. Similarly, fruition of research in quan¬ 
tum computing and quantum cryptography promises 
to immunize networks from malicious activities such as 
eavesdropping. In short, nanotechnology can make the 
current networking environment faster, more efficient, 
and virtually impenetrable. The next logical step appears 
to be the development of intelligent, self-healing commu¬ 
nications devices that can adapt to meet bandwidth and 
load requirements with little human intervention. 

GLOSSARY 

Dendrimer: Synthetic material with unique electrical, 
optical, and opto-electric properties. 

Erbium-Doped Fiber Amplifier: Very compact and 
efficient amplifier. 

Microelectromechanical System: Also known as 
MEMS. They have various applications in wireless 
communication. 

Nanotube: Can be used for satellite communication, 
nanowires, and actuators. 

Photonic Crystal: Multidimensional periodic dielectric 
nanostructures designed to control and manipulate the 
propagation of electromagnetic waves. Can be used to 


manufacture various optical components in commu¬ 
nication devices. 

Quantum Dot: Can be used for single-photon sources 
and detectors. 

Silicon Photonics: Using silicon-based materials to de¬ 
velop optical components, such as waveguides, mod¬ 
ulators, and lasers that can be used to manufacture 
photonic integrated circuits. 

Surface Plasmons: Exist at the interface between 
a metal and a dielectric. They have application in 
VCSELs and optical waveguides. 

Vertical Cavity Surface Emitting Laser: Emits its in¬ 
frared energy perpendicular to semiconductor layers. 

CROSS REFERENCES 

See Fiberoptic Filters and Multiplexers; Optical Transmit¬ 
ters, Receivers, and Noise. 
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INTRODUCTION 

Biological nanomachines (or “nanomachines," for short) 
are nanoscale and microscale devices that either exist 
in the biological world or are artificially created from 
biological materials (i.e., molecules) and that perform 
simple functions such as sensing, logic, and actua¬ 
tion. Molecular communication is a new paradigm for 
communication between nanomachines over a short 
(nanoscale or microscale) range. It is the process of 
communication between nanomachines through encod¬ 
ing information onto molecules, rather than electrons or 
electromagnetic waves, and exchanging the molecules 
between nanomachines (Hiyama, Moritani, and Suda 
2006). Using electrons or electromagnetic waves for 
communication is particularly limited at the nanoscale 
and microscale range because of power constraints and 
limitations in the size of communication components. 
Because nanomachines are too small and simple to com¬ 
municate using electrons or electromagnetic waves, 
molecular communication provides a novel mechanism 
for nanomachines to communicate by propagating mol¬ 
ecules that represent the information. 

In biological systems, a nanomachine (such as a cell 
or a protein complex) is a basic building block of orga¬ 
nisms, and nanomachines use various forms of molec¬ 
ular communication to transmit information to other 
nanomachines. For instance, cells communicate by 


releasing hormones into the bloodstream, exchanging 
Ca 2+ ions through protein channels, or transferring 
DNA instructions. Some nanomachines in biological 
systems also have the ability to self-replicate (through, 
for instance, biological cell reproduction) and to self- 
assemble into organisms that coordinate through molec¬ 
ular communication. The nanomachines communicate 
with hormones to activate and synchronize the activity 
of replication and nanomachine organization. Existing 
research on artificially creating (or engineering) molecu¬ 
lar communication is based on understanding the design 
of molecular communication in biological systems and 
on modifying the functionality of existing molecular 
communication in biological systems. Creating molecu¬ 
lar communication, thus, represents an interdisciplinary 
research area that spans the areas of biology, nanotech¬ 
nology, and computer science. 

This chapter is organized in the following manner. The 
remainder of this section describes possible applications of 
molecular communication, the key components and phases 
of molecular communication, and key characteristics of 
molecular communication. Then we describe molecular 
communication that occurs in biological systems. We go 
on to discuss existing research in engineering molecu¬ 
lar communication and to describe existing research to 
engineer a molecular communication network—that is, a 
system of communicating nanomachines. 
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Applications 

Molecular communication integrates techniques from 
biology to interact with biological systems, from nano¬ 
technology to perform nanoscale and microscale 
interactions, and from computer science to integrate into 
larger-scale information and communication process¬ 
ing. Molecular communication has significant potential, 
since it interacts directly with biological systems at nano¬ 
scales and microscales and may enable new applications 
through integrated nanomachines. 

Molecular communication may impact how nanoma¬ 
chines interact with biological systems (Montemagno 
2001). For instance, a biological system (e.g., the human 
body) is composed of a large number of cells (i.e., nano¬ 
machines). Each cell performs simple and specific 
operations such as uptake, processing, and release of mol¬ 
ecules. Cells interact to perform various functions of the 
body (e.g., distributing molecules for metabolism and 
replication of cells). Molecular communication provides 
mechanisms to transport molecules between cells, and 
thus, it may help perform targeted delivery of drugs by 
providing mechanisms to transport drugs (information- 
encoded molecules) between drug repositories embedded 
in the human body (sender nanomachines) and specific 
cells in the human body (receiver nanomachines). Molec¬ 
ular communication also provides mechanisms for nano¬ 
machines to communicate, and thus, it may help drug 
repositories (sender nanomachines) to coordinate and 
control the amount and timing of drug release. Targeting 
delivery of drugs to specific cells in a human body and 
creating molecular communication for such applications 
involve understanding how molecules are transported 
within a biological system, how molecules are addressed 
to specific locations within a biological system (i.e., 
molecule-addressing mechanisms in a biological system), 
or even adding receptor molecules to a biological system 
to produce an addressing mechanism (Langer 2001; Pep- 
pas and Huang 2004; Allen and Cullis 2004). Molecular 
communication may eventually provide a mechanism 
to interact with the human body at the molecular level 
(Moritani, Hiyami, and Suda 2006, Molecular communi¬ 
cation for health care applications). 


Molecular communication may impact the size and 
the complexity of systems that nanomachines can form. 
Nanomachines (both naturally existing in biological 
systems and artificially created from biological materi¬ 
als with existing technology) are limited to performing 
simple functions (i.e., sensing, logic, and actuation). 
Nanomachines with simple functions may communicate 
with nearby nanomachines through molecular commu¬ 
nication; thus, the nanomachines can self-organize into 
larger machines with more complex functions (Balzani, 
Venturi, and Credi 2003). For instance, nanomachines 
may communicate and coordinate through molecular 
communication to amplify a signal starting at the nano 
scale into a signal detectable at the human scale. 

Molecular communication may impact what forms of 
information may be exchanged among nanomachines. It 
may also allow transmission of information that cannot 
be readily represented in a digital format, such as chemi¬ 
cal composition of cells or emotion (represented as the 
chemical state of human brain and body). It may also 
transmit molecules storing energy or heat. 


Overview of Molecular Communication 

The generic molecular communication (Figure 1) 
consists of components functioning as information mol¬ 
ecules (i.e., molecules such as proteins or ions) that rep¬ 
resent the information to be transmitted (Smith 2000), 
sender nanomachines that release the information mol¬ 
ecules, receiver nanomachines that detect information 
molecules, and the environment in which the informa¬ 
tion molecules propagate from the sender nanomachine 
to the receiver nanomachine (Suda et al. 2005; You et 
al. 2004). It may also include transport molecules (e.g., 
molecular motors) that transport information molecules, 
guide molecules (e.g., microtubule or actin filaments) 
that direct the movement of transport molecules, and in¬ 
terface molecules (e.g., vesicles) that allow any type of 
information molecule to be transported by a transport 
molecule (Moritani, Hiyami, and Suda 2006, Molecular 
communication among nanomachines using vesicles). 
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Figure 1: Phases of a molecular communication: (1) a sender nanomachine encodes information onto information molecules, 
(2) the sender nanomachine releases the information molecules into the environment, (3) the information molecules propagate 
in the environment by diffusion or with direction by binding to transport molecules, (4) a receiver nanomachine with appropriate 
receptors receives the information molecules, (5) a receiver chemically interacts with the information molecules and decodes 
information. 
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Components of molecular communication are made 
up of molecules, and must be designed with the thought 
in mind that molecular communication occurs in an 
aqueous or air environment, which generates a significant 
amount of noise. The noise in the environment comes 
from a number of factors. For instance, the environ¬ 
ment contains energy and forces that constantly interact 
with the various molecular communication components. 
Such energy and forces include thermal energy, electri¬ 
cal fields, magnetic fields, and electromagnetic waves 
(e.g., light energy that is absorbed by molecules). The 
environment also contains molecules and nanomachines 
that do not participate in molecular communication, and 
these generate noise. Such molecules and nanomachines 
include solvent molecules (e.g., water molecules), sol¬ 
ute molecules (e.g., energy molecules necessary to sup¬ 
port the nanomachines), and other nanomachines (e.g., 
nanomachines to maintain chemical concentrations in 
the environment or act as structural components). The 
noise in the environment determines the degree of ran¬ 
domness in molecular communication (e.g., randomness 
in the movement of information molecules and random¬ 
ness in the timing of, rate of, and energy for chemical 
reactions). 

The components in molecular communication per¬ 
form the following general phases of communication 
(Figure 1): encoding of information into an information 
molecule by the sender nanomachine, sending of the in¬ 
formation molecule into the environment, propagation of 
the information molecule through the environment, re¬ 
ceiving of the information molecule by the receiver nano¬ 
machine, and decoding of the information molecule into 
a chemical reaction at the receiver nanomachine. 

Encoding 

Encoding is the phase during which a sender nanoma¬ 
chine translates information into information molecules 
that the receiver nanomachine can detect. Information 
may be encoded onto the type of information molecules 
used. Information may also be encoded in various char¬ 
acteristics of information molecules such as the three- 
dimensional structure of the information molecule, in 
the specific molecules that compose the information mol¬ 
ecules, or in the concentration of information molecules 
(the number of information molecules per unit volume of 
solvent molecules). 

The amount of information that a sender encodes 
onto a single information molecule is limited by the 
molecular structure of a receiver nanomachine. A receiver 
nanomachine is capable of only a limited number of con¬ 
figurations; thus, when a receiver nanomachine receives 
an information molecule, the receiver nanomachine 
receives only the amount of information corresponding 
to the number of configurations possible in the receiver 
nanomachine (Schneider 1991). If a receiver nanoma¬ 
chine achieves only two configurations, the receiver 
nanomachine only understands one bit of information at 
a time. 

A sender nanomachine may transmit information 
about which a receiver nanomachine does not have 
information. For instance, in biological systems, cer¬ 
tain types of cells communicate through exchanging 


DNA molecules. An arbitrary DNA sequence is decoded 
at a receiving cell into proteins that introduce new func¬ 
tionality into a receiver cell. If a sender nanomachine in 
molecular communication can transmit arbitrary infor¬ 
mation molecules, it is possible to send new functionality 
to the receiver nanomachine. 

Sending 

Sending is the phase during which a sender nanomachine 
releases information molecules into the environment. 
A sender nanomachine may release information mole¬ 
cules by either unbinding the information molecules from 
the sender nanomachine (e.g., by budding vesicles from a 
biological cell if a sender nanomachine is a biological cell 
with endoplasmic reticulum), or by opening a gate that 
allows the information molecule to diffuse away (e.g., 
by opening a gap junction channel in the cell membrane 
of a sender nanomachine). A sender nanomachine may 
also catalyze a chemical reaction that produces transport 
molecules elsewhere. 

Because of its size, a sender nanomachine contains a 
limited amount of energy and information molecules. This 
results in a limited communication capability that the 
single sender nanomachine alone can generate. Thus, 
the sender nanomachine of molecular communica¬ 
tion generally relies on the environment for supplying 
(chemical) energy and information molecules. In ad¬ 
dition, multiple sender nanomachines may release the 
same information molecules, resulting in a stronger sig¬ 
nal in the environment. 

Propagation 

The sender and receiver nanomachines are at different 
locations in the environment, and propagation is the 
phase during which the information molecule moves 
from the sender nanomachine through the environment 
to the receiver nanomachine. The information molecule 
may diffuse passively through the environment without 
using chemical energy or may bind to a transport mol¬ 
ecule (e.g., a molecular motor that generates motion 
[Barron, Gu, and Parillo 1998]) and actively propagate 
through the environment using energy. 

In passive transport, information molecules randomly 
move according to forces in the environment. Large 
information molecules or high-viscosity environments 
result in slower diffusion through the environment. In 
active transport, a transport molecule carries informa¬ 
tion molecules through the environment, and it consumes 
chemical energy to reduce the randomness in its move¬ 
ment in the environment. By providing more control over 
the movement of information molecules, active trans¬ 
port may decrease the time necessary for information 
molecules to reach the receiver nanomachine and also 
increase the probability of information molecules suc¬ 
cessfully reaching the receiver nanomachine. 

During propagation, an interface molecule may 
also be necessary to protect information molecules 
from noise in the environment. For instance, informa¬ 
tion molecules may be contained in a vesicle-based 
interface molecule and propagate through the environ¬ 
ment (Moritani, Hiyami, and Suda 2006, Molecular 
communication among nanomachines using vesicles). 
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The vesicle prevents the information molecules from 
chemically reacting with other molecules outside the 
vesicle. 

Receiving/Decoding 

Receiving is the phase during which the receiver nano¬ 
machine captures information molecules being propa¬ 
gated in the environment. Decoding is the phase during 
which the receiver nanomachine, upon capturing infor¬ 
mation molecules, decodes the received molecules into a 
chemical reaction. One option for capturing information 
molecules is to use receptors that are capable of bind¬ 
ing to a specific type of information molecule. Another 
option for capturing them is to use channels (e.g., gap- 
junction channels) that allow them to flow into a receiver 
nanomachine without using receptors. Chemical reac¬ 
tions for decoding at the receiver nanomachine may 
include producing new molecules, performing a simple 
task, or producing another signal (e.g., sending other in¬ 
formation molecules). 

Because of possible noise in the environment and 
also because of possible errors in receiving informa¬ 
tion molecules, molecular communication may not 
rely on sending a single information molecule. For 
instance, in biological systems, a sender nanomachine 
(e.g., a cell) and a receiver nanomachine (e.g., another 
cell) exchange a number of information molecules, and 
the receiver nanomachine has a number of receptors 
to detect the concentration of information molecules. 
There are also often a number of sender and receiver 
nanomachines that each has the capability of send¬ 
ing, detecting, and chemically reacting to information 
molecules. 

Similar to computer networks, in which a layer¬ 
ing architecture separates concerns of communication, 
molecular communication in biological systems may be 
viewed in terms of a layered architecture. At the lowest 
layer (the physical layer) in computer networks, informa¬ 
tion is encoded onto electrons and electromagnetic waves. 
In molecular communication, information is encoded 
onto information molecules (e.g., onto the types of the 
information molecules used, in various characteristics 
of information molecules, or onto the concentration of 
the information molecule). At the second layer (the data- 
link layer) in computer networks, information is trans¬ 
mitted reliably between neighboring computers through 
feedback (e.g., flow-control acknowledgment). In molec¬ 
ular communication, biological systems often use posi¬ 
tive and negative feedback to reliably control the number 
of information molecules released. In biological systems, 
communication to a specific receiver is achieved through 
molecular-level addressing. For instance, a mechanism for 
addressing is through the type of information molecule 
and the type of receptor used (i.e., a sender nanomachine 
uses a certain type of information molecules to send to a 
receiver nanomachine, and the receiver nanomachine has 
receptors to chemically react to the type of information 
molecules that the sender nanomachine uses) or through 
the three-dimensional distribution of the information 
molecules (e.g., during organism development processes, 
sender nanomachines establish chemical concentrations 
around themselves, and nearby receiver nanomachines 


react to the detected chemical concentrations to form 
patterns of receiver nanomachines). Existing molecular 
communication research is primarily concerned with 
these lower two layers, and thus, this chapter discusses 
issues at these two lower layers. 

Characteristics of Molecular 
Communication 

A variety of molecular communication’s characteris¬ 
tics result from using nanomachines as senders and as 
receivers, using molecules as an information carrier, and 
from the propagation of information molecules through 
an aqueous environment. First, the size of nanomachines 
contributes significantly to their limited functionality, 
including functionality available for communication. 
Second, the aqueous environment generates a significant 
amount of noise; thus, it is difficult for nanomachines to 
operate reliably in the environment and for humans 
to control individual nanomachines (Service 2001). 
Environment noise also causes the propagation of infor¬ 
mation molecules to be fundamentally stochastic and to 
have a relatively long communication delay. Third, since 
information is encoded onto molecules in molecular com¬ 
munication, the amount of information that a receiver 
nanomachine receives is limited by the number of possible 
configurations in the receiver nanomachine. In addition, 
a sender nanomachine may transmit information about 
which a receiver nanomachine does not have informa¬ 
tion. Thus, molecular communication may have charac¬ 
teristics of nonbinary encoding. Fourth, the biological 
molecules and materials used to create components 
for molecular communication cause that communication 
to exhibit characteristics of asynchronous communica¬ 
tion, biocompatibility, and energy efficiency. Each of the 
unique characteristics of molecular communication is 
described below. 

Stochastic 

The stochastic behavior of molecular communication 
arises from environmental factors such as unpredict¬ 
able movement of molecules in the environment, as 
well as from communication component factors such 
as nanomachines stochastically reacting to information 
molecules and nanomachines and information molecules 
degrading over time. Environmental factors and commu¬ 
nication component factors inherently affect the design 
of molecular communication. For instance, in order to be 
robust to the environmental noise, the sender nanoma¬ 
chines increase the signal-to-noise ratio by releasing 
a large number of information molecules, and receiver 
nanomachines chemically react to information molecules 
only when a relatively large number of information mol¬ 
ecules are present in the environment. Sending a large 
number of information molecules is highly redundant, so 
that degradation of a few information molecules during 
propagation does not impact communication. In addition, 
non-information molecules (noise-causing molecules) in 
the environment may not trigger chemical reaction at a 
receiver nanomachine as long as the noise from those 
molecules is significantly less than the signal from a large 
number of information molecules. 
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Delay 

Molecules in the environment that do not participate 
in molecular communication cause information mol¬ 
ecules to propagate slowly through the environment. In 
both passive and active transport, the speed of propaga¬ 
tion is bounded at a relatively lower speed (i.e., microm¬ 
eters per second in an aqueous environment) because 
of the large amount of interference with the molecules 
in the environment. In addition, because of the possibly 
large delay in the environment, information molecules 
may remain in the environment for a period of time and 
arrive at a receiver nanomachine after a widely varying 
amount of time (e.g., hours after release at the sender 
nanomachine). 

The delay in an information molecule propagating from 
a sender to a receiver nanomachine determines various 
communication characteristics of molecular communica¬ 
tion. If the information molecules stay in the environment 
for an extended length of time (e.g., DNA molecules can 
be chemically stable for months), a sender nanomachine 
must delay a new communication until the information 
molecules used in an old communication degrade in the 
environment to prevent the old communication from in¬ 
terfering with the new communication. “Thus, the fre¬ 
quency at which a sender nanomachine send information 
is limited by the length of time information molecules stay 
in the environment” before degrading. 

Nonbinary Encoding 

As explained in the section on “Overview of Molecular 
Communication,” in molecular communication, infor¬ 
mation may be encoded onto the type of information 
molecules used. Information may also be encoded in 
various characteristics of information molecules such 
as the three-dimensional structure, chemical structure 
(e.g., protein), sequence information (e.g., DNA), or con¬ 
centration (e.g., calcium concentration) of information 
molecules (Schneider 1991). A physical substance (i.e., 
the information molecule) propagates from a sender 
nanomachine to a receiver nanomachine, and the receiver 
nanomachine chemically reacts to incoming informa¬ 
tion molecules. Because information is encoded onto 
molecules in molecular communication, the amount of 
information that a sender encodes onto a single infor¬ 
mation molecule (or the amount of information that a re¬ 
ceiver nanomachine receives) is limited by the number of 
possible configurations in the receiver nanomachine. In 
addition, a sender nanomachine may transmit informa¬ 
tion about which a receiver nanomachine does not have 
information. Thus, information molecules in molecular 
communication can encode information that is not read¬ 
ily represented by binary encoding. 

Asynchronous Communication 

Molecular communication in biological systems is 
asynchronous. Sender and receiver nanomachines in 
biological systems do not require a synchronizing signal. 
A sender nanomachine releases information molecules 
independently from other sender nanomachines and 
from receiver nanomachines, which react to the incom¬ 
ing information molecules on receiving the information 


molecules. For instance, the concentration of glucose 
(a metabolite consumed as energy by cells) is deter¬ 
mined asynchronously by separate groups of cells that 
perform specific functions to maintain homeostasis (i.e., 
stable chemical concentrations). These groups of cells 
communicate through the concentration of the glucose 
and determine independently what chemical process to 
perform to produce or consume it without requiring a 
synchronization signal. 

Biocompatibility 

Sender and receiver nanomachines in molecular commu¬ 
nication communicate through sending, receiving, and 
decoding (chemically reacting to) information molecules. 
Since molecular communication uses the same communi¬ 
cation mechanisms as biological systems, nanomachines 
in molecular communication can directly communicate 
with various natural components in a biological system 
using encoding and decoding methods available to the 
biological system. Biocompatibility of molecular com¬ 
munication may enable applications such as inserting 
nanomachines into a biological system for medical appli¬ 
cations that require biologically friendly nanomachines. 

Energy Efficiency 

Through the fine-tuning of natural evolution, molecu¬ 
lar communication in biological systems has achieved 
a high degree of energy efficiency. For example, under 
some conditions, myosin (a type of a molecular motor) 
converts chemical energy (i.e., ATP) to mechanical work 
with 90 percent energy efficiency (Howard 2001; Yasuda 
et al. 1998). Energy efficiency may be useful to reduce 
the energy cost of using nanomachines for applications 
in which the human body is the energy source or for low- 
cost production of objects. 

OBSERVATIONS OF MOLECULAR 
COMMUNICATION IN BIOLOGICAL 
SYSTEMS 

Molecular communication is a common communication 
method in biological systems for transmission of informa¬ 
tion between biological nanomachines (Dixon 1990; Lee 
and Chang 2003). In biological systems, information mol¬ 
ecules propagate through passive transport (using ran¬ 
dom movement of molecules caused by thermal energy) 
and through active transport (using transport molecules 
that consume energy to transport information molecules). 
This section describes some representative examples of 
nanomachines and molecular communication in biologi¬ 
cal systems. 

Molecular communication in biological systems occurs 
at multiple scales. For instance, at the nanoscale, a pro¬ 
tein complex may chemically react with another protein 
complex using a single type of information molecule. At 
the microscale level, a cell may communicate with other 
cells through one or more types of information mole¬ 
cules. At the system level, a group of cells (e.g., microbe/ 
bacterial cells) form a group of sender nanomachines 
that communicate with another group of cells (a group of 
receiver nanomachines) (Zhou et al. 2005). 
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Biological Nanomachines 
in Biological Systems 

There are a number of nanomachines found in biological 
systems. Cells and various molecules inside a cell (e.g., 
DNA, RNA, and proteins) are at nanoscale or microscale 
and perform simple functions (such as replication, move¬ 
ment, and metabolism) and are all examples of nanoma¬ 
chines in biological systems. Cells are the basic building 
blocks in biological systems (Alberts et al. 2002). They are 
capable of sending and receiving information molecules. 
For instance, in bacterial conjugation, a sender bacte¬ 
rium extends a pilus that attaches to a receiver bacterium 
and the sender bacterium transports DNA (i.e., a plasmid 
encoding a set of proteins) through the established pilus 
to the receiver bacterium. The plasmid may encode vari¬ 
ous useful proteins such as antibiotic resistance, allowing 
the receiver bacteria to acquire new functionality. 

Many molecules inside a cell are nanomachines and 
interact with other molecules inside the cell. For in¬ 
stance, DNA inside a cell interacts with other molecules 
within the cell (Figure 2) to produce messenger RNA 
(mRNA) through a process called “transcription,” and 
the mRNA produced interacts with tRNA to synthesize a 
chain of amino acids (a protein), through a process called 
“translation.” In this example, DNA represents a sender 
nanomachine that generates (i.e., encodes) and sends 
mRNA, and tRNA represents a receiver nanomachine that 
receives mRNA and synthesizes (i.e., decodes) a protein. 


Communication Processes in 
Biological Systems 

Biological nanomachines in biological systems exhibit a 
wide variety of mechanisms for exchanging information at 



Figure 2: Biological nanomachines in a cell: DNA sequences 
are transcribed into mRNA sequences. mRNA sequences are 
translated into proteins using tRNA. DNA, mRNA, and 
proteins interact and regulate the transciption/translation of 
the cell. DNA represents a sender nanomachine that encodes 
information onto mRNA and sends mRNA, mRNA represents 
the information molecule, and tRNA represents a receiver 
nanomachine that receives mRNA and decodes the information 
into a sequence of amino acids (i.e., a protein). Through these 
regulatory processes, a cell controls its functions such as 
metabolism, growth, and repair. These information molecules 
are contained inside a lipid bilayer cell membrane. 


the nanoscale and the microscale, including mechanisms 
for intracellular transport (to transport molecules within 
a single cell) and for intercellular transport (to transport 
molecules between cells). Sender and receiver nanoma¬ 
chines exist in biological systems in a wide variety of 
forms at the nanoscale and the microscale. In intracel¬ 
lular transport, sender and receiver nanomachines are 
components within the cell, and information molecules 
are ions, peptides, mRNA, and other metabolites (i.e., 
consumable molecules in the environment or products 
of chemical reactions). For intercellular communica¬ 
tion, the sender and receiver nanomachines are cells, and 
information molecules are ions, peptides, metabolites, 
or DNA. 

For intracellular transport, information molecules are 
transported inside a biological cell. For instance, an inert 
vesicle that contains the neurotransmitter acetylcholine 
is transported to the end of a neuron for chemical reac¬ 
tion. For small molecules, passive diffusion is sufficient to 
randomly move the information molecules. However, for 
large molecules that do not diffuse well, the cell requires 
molecular motors (e.g., myosin, kinesin) to actively trans¬ 
port large molecules within the cell. A molecular motor 
is a protein or a protein complex that converts chemi¬ 
cal energy (e.g., ATP hydrolysis) into mechanical work at 
the molecular scale (Figure 3). Inside a cell, molecular 
motors transport large information molecules or large 
vesicles (e.g., liposomes, cell organelles) that contain in¬ 
formation molecules (Oiwa and Sakakibara 2005; Shima 
et al. 2006; Toba and Oiwa 2006). Molecular motors con¬ 
sume chemical energy (e.g., ATP) to transport the infor¬ 
mation molecules or the vesicles along the preestablished 
guide molecules (e.g., along a star-shaped topology that 
the guide molecules form inside a cell). A vesicle acts as 
an interface molecule that can store a variety of infor¬ 
mation molecules. It provides an inert container so that 
the information molecules inside the vesicle do not cause 
chemical reactions until they reach the receiver nanoma¬ 
chine. For instance, inside some neuron cells, molecu¬ 
lar motors (e.g., kinesin and dynein) transport vesicles 



Microtubule 


Figure 3: Transport of a vesicle by a molecular motor: A kinesin 
molecule is a type of molecular motor. The kinesin molecule 
consumes chemical energy (i.e., ATP) to mechanically walk in 
one direction along a microtubule inside a cell. The molecular 
motor can selectively bind to vesicles and thus transport a 
vesicle containing information molecules. 
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containing acetylcholine along cytoskeletal tracks in the 
axon of the neuron. The transported acetylcholine is re¬ 
leased at the end of the axon and causes a response in 
the adjacent neuron with a receptor for acetylcholine 
(Alberts et al. 2002). 

In the intercellular transport, biological cells use vari¬ 
ous mechanisms to transport information molecules 
(e.g., peptides or ions) among cells. For short-range com¬ 
munication (within a few cell lengths away) among cells, 
cells release information molecules (e.g., proteins and 
peptides) into the extracellular environment, and neigh¬ 
boring cells capture the information molecules with 
protein receptors (e.g., G-protein-linked receptors, 
enzyme-linked receptors, and ion-channel-linked recep¬ 
tors), thus resulting in the activation of a chemical 
reaction (e.g., increased metabolism or transcription of 
cellular proteins). Another type of short-range commu¬ 
nication between cells is through physical contact using 
cell-cell junction channels such as gap-junction channels. 
Gap-junction channels allow connected cells to share 
small molecules such as Ca 2+ (calcium ions), and there¬ 
fore, enable coordinated actions among adjacent cells in 
response to extracellular signals (Alberts et al. 2002). 

For long-range intercellular communication cells 
communicate through the environment by sensing and 
modifying molecules of the environment (Alberts et al. 
2002; Devlin 2001; Mathews, van Holde, and Ahern 1999; 
Nelson and Cox 2000). One example of intercellular com¬ 
munication is the regulation of thyroxine. The overall 
process of thyroxine regulation represents a homeostatic 
system in which multiple cells communicate with each 
other through the concentration of a certain chemical 
substance in the environment. Thyroxine is a hormone 
that invokes the process to control the basal metabolic 
rate of cells. The process of regulating thyroxine con¬ 
centration involves two glands—the pituitary and the 
thyroid. Cells in the pituitary gland called “thyrotropes” 
(Villalobos, Nunez, and Garcia-Sancho 2004) secrete 
thyroid-stimulating hormone (TSH). The secreted TSH 
propagates through the blood circulation system to cells 
throughout the body. Upon receiving TSH, the epithelial 
cells of the thyroid gland produce thyroxine. When the 
thyroxine concentration becomes too high, the pituitary 
gland decreases the secreted amount of TSH, and this, 
in turn, causes epithelial cells of the thyroid gland to 
produce less thyroxine. Through this interactive proc¬ 
ess between the pituitary gland and thyroid gland, the 
thyroxine concentration is stabilized in the human body. 

Another example of the intercellular transport (i.e., 
cellular communication among multiple cells) is quo¬ 
rum sensing. Bacterial cells perform quorum sensing by 
releasing an autoinducer, acyl homoserine lactone (AHL), 
and detecting the concentration of AHL, to estimate the 
number of nearby bacteria. AHL released by bacteria 
diffuses through the environment. When the AHL con¬ 
centration is sufficiently high in the environment, the 
bacteria interpret this as a large number of bacteria in 
the environment, and thus, the bacteria start transcribing 
DNA to perform group functions (e.g., enough bacteria 
to generate an infection, form a biofilm, or generate 
luminescence) (de Kievit and Iglewski 2000). 


Yet another example of the intercellular transport 
(i.e., cellular communication among multiple cells) is 
the transmission of genetic information stored in DNA 
between cells. For instance, a bacterium transmits DNA to 
another bacterium through the process of conjugation. In 
the process of DNA transmission, two types of bacteria, 
a sender bacterium with an F-plasmid (i.e., a genetic se¬ 
quence that enhances the transfer of genetic information) 
and a receiver bacterium without F-plasmid, transfer a 
DNA chromosome through a pilus (i.e., a projection from 
the sender bacterium to the receiver bacterium forming 
a bridge for transmitting DNA). Transfer of DNA between 
bacteria may allow the receiver bacterium to acquire DNA 
that produces some useful cellular functionality (e.g., 
protein production, antibiotic resistance). Bacteria also 
move through the environment (using molecular motors 
such as flagella or cilia), and thus, may transport DNA 
or other information molecules to other bacteria in the 
environment (Tamarin 1999; Berg, Tymoczko, and Stryer 
2002). The receiver bacterium may also release phero¬ 
mones that form a chemical gradient that guides a sender 
bacterium toward a receiver bacterium (i.e., the closer to 
the receiver, the higher the chemical concentration). 

Passive Transport-Based Molecular 
Communications in Biological Systems 

Examples of passive transport of information mole¬ 
cules in biological systems include diffusion of molecules 
among organisms or communication between adjacent 
cells through gap junctions, described in the section 
on “Biological Nanomachines in Biological Systems." 
Passive transport of information molecules provides a 
simple and robust method of propagating information 
in biological systems. It is simple, as it does not require 
a transport molecule that chemically reacts with energy 
molecules. It is robust, as it functions even if the envi¬ 
ronment drastically changes. 

Some passive transport uses free diffusion and trans¬ 
mits in all available directions. This makes diffusion- 
based passive transport independent of the position of 
the receiving nanomachines in the environment, making 
it particularly suited to environments that are highly dy¬ 
namic and unpredictable. Diffusion-based passive trans¬ 
port is also suited to situations in which infrastructure 
for communications is not feasible between a sender and 
a receiver. For instance, plants release pheromone mol¬ 
ecules into the air to signal other plants without using 
any preestablished infrastructure (Lucas and Lee 2004). 
The sender plant communicates information regarding 
attacks from pathogens (e.g., bacteria that attack the 
plant), animals consuming the plant, and environmen¬ 
tal conditions (e.g., availability of water). Upon receiving 
pheromone molecules from a sender plant, the receiver 
plant performs a corresponding behavior (such as pro¬ 
ducing chemicals to repel bacteria). 

Some passive transport systems use impulses to 
achieve frequent and fast communication. As a result of 
the quick increase and decrease of the information mol¬ 
ecule concentration in the environment, the information 
molecule concentration appears as a directed impulse 
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that propagates away from the sender nanomachine. For 
instance, some epithelial (skin) cells produce impulses of 
calcium ions (Ca 2+ ) for intercellular communication. The 
endoplasmic reticulum (ER) in a cell gathers and stores 
calcium ions, and when the sender cell is stimulated (e.g., 
by a physical stimulus), it releases the stored calcium 
ions from the ER and the calcium diffuses to adjacent 
cells through cell-cell junction channels. The diffused 
calcium in turn stimulates the adjacent cells, causing 
a chain reaction of calcium stimulation. Shortly after 
being stimulated and releasing calcium, a cell pumps cal¬ 
cium within the cell back into the ER and suppresses fur¬ 
ther stimulation, thus creating a short impulse of calcium 
through the cell. Because the communication propagates 
in a short impulse of calcium concentration, the sender 
cell can communicate at a higher frequency. Neurons 
similarly produce ion impulses that propagate over the 
length of the neuron. 

Active Transport-Based Molecular 
Communications in Biological Systems 

Examples of active transport of information molecules 
in biological systems include motor-based transport 
of molecules within a biological cell in intracellular 
communication and transfer of DNA through bacteria 
conjugation described in the section on “Biological Nano¬ 
machines in Biological Systems.” Active transport of 
information molecules provides a communication mech¬ 
anism to transport large molecules to specific locations 
in a biological system. It is directional, because trans¬ 
port molecules move along guide molecules. Active 
transport can move large information molecules over 
relatively longer distances (up to meters in length) as 
compared with diffusion-based passive transport. Large 
information molecules and vesicles diffuse poorly in pas¬ 
sive transport because of their size; on the other hand, 
active transport consumes chemical energy and gener¬ 
ates sufficient force to directionally transport large infor¬ 
mation molecules (Bullock et al. 2005). 

Active transport in biological systems provides a com¬ 
munication mechanism with a high degree of reliability 
even when the number of information molecules to trans¬ 
port is small. Because the transport of information mol¬ 
ecules in active transport is directional, the probability 
of information molecules reaching the receiver nanoma¬ 
chine is higher than when using passive transport, and 
thus active transport requires fewer information mol¬ 
ecules to perform communication. 

Active transport requires significant communication 
infrastructure to produce and maintain the transport, 
guide, and interface molecules (e.g., molecular motors, 
microtubules filaments, and vesicles). Transport mol¬ 
ecules must consume a regular supply of energy to over¬ 
come the chemical interactions between the information 
molecule and molecules in the environment. 

Molecular Communication Networks 
in Biological Systems 

Biological cells form into larger-scale organisms with a 
variety of functions. Thus, the biological system requires 


an entire network of molecular communications to 
coordinate among the many cells. The functionality of 
a network of molecular communication is necessary to 
coordinate self-organization of the cells during a develop¬ 
mental phase and also to coordinate cells in the complete 
organism. 

In order for a single cell (e.g., an egg) to develop into 
a large-scale multicellular organism (e.g., a mouse), 
cells use molecular communication. For instance, cells 
in a developing embryo (Forgacs and Newman 2005) 
use molecular communication and develop into specific 
shapes and structures through the cellular morphogenesis 
process. During the cellular morphogenesis process, a 
single cell replicates into multiple cells that self-organize 
into different organs (e.g., a cell differentiates into a skin 
cell or a neuron) with specific shapes and locations in 
the organism (e.g., a group of cells forms the shape of 
a finger or the shape of a wrist). Cells in the develop¬ 
ing embryo diffuse molecular signals for the purposes of 
establishing gradients in the environment, synchroniz¬ 
ing cells, and identifying the role of each cell. Sender 
and receiver nanomachines (e.g., cells in the finger and 
wrist) also use molecular signals to control the relative 
position of cells (e.g., to grow the hand at the end of 
the wrist), the amount of growth (e.g., to determine the 
length of each finger), and the pattern of growth (e.g., 
to grow five fingers). A sender nanomachine (or a group 
of sender nanomachines) controls the number of infor¬ 
mation molecules produced (e.g., in order to create a 
high enough concentration of specific information mol¬ 
ecules to cause cells to differentiate into a finger) and the 
timing of molecule release (e.g., releasing information 
molecules for a certain duration to determine the length 
of the finger). 

Molecular communication also provides a mecha¬ 
nism for nanomachines to communicate and coordi¬ 
nate within a developed large-scale functional biological 
system. After a single cell develops into a multicellular 
organism, the cells in the multicellular organism use a 
network of molecular signals to control many complex 
signaling pathways. For instance, cells use glucose mole¬ 
cules as molecular signals to regulate various metabolic 
pathways. From the high-level architectural view, the 
metabolite molecules form a molecule interaction graph 
that consists of a set of nodes and edges. The nodes of 
the graph represent metabolites (i.e., information mol¬ 
ecules) and the edges of the graph represent chemical 
pathways to convert one metabolite into another. Cells 
synthesize glucose molecules from the many different 
forms of chemical energy available to the cells (e.g., 
various metabolites) and the cells convert the glucose 
molecules into a large number of different molecules 
such as amino acids, sugars, and nucleotides (Broder 
et al. 200; Csete and Doyle 2004). The graph of the me¬ 
tabolites reveals that it is simple to add a new energy 
source, since it is necessary only to add a new edge from 
the energy source to the glucose molecule and the edges 
(i.e., chemical reactions) from the glucose molecule to 
the receiver nanomachines do not require changes. The 
network structure identified in the graph of metabolites 
may serve as a foundation for molecular communication 
system design. 
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ENGINEERING OF MOLECULAR 
COMMUNICATION 

Observations of biological systems provide a starting 
point for understanding nanomachines, processes in 
passive and active transport in molecular communication, 
and how to organize molecular communication systems. 
It has now become possible to artificially engineer 
nanomachines and molecular communication between 
nanomachines to produce systems of nanomachines. One 
approach for engineering molecular communication is 
extending the existing molecular communication in bio¬ 
logical systems described in the section on "Observations 
of Molecular Communication in Biological Systems.” 
Accordingly, many engineered molecular communica¬ 
tions use or modify components of molecular communi¬ 
cation from biological systems. 

Research in engineering molecular communication con¬ 
sists of engineering nanomachines (e.g., sender nanoma¬ 
chines, receiver nanomachines, information molecules) 
and engineering passive and active transport mechanisms 
for information molecules. Empirical research also exists 
to demonstrate the feasibility of, to observe the character¬ 
istics of, and to fine-tune engineered nanomachines and 
molecular communication. Research also exists to create 
both mathematical and simulation models from experi¬ 
mental observation. These models serve as a basis for pre¬ 
dicting properties of larger-scale and complex engineered 
molecular communication that is experimentally difficult 
or costly to produce. 

Nanomachines 

Engineering nanomachines is necessary to introduce 
new communication functionality and communication 
signals to use for molecular communication. Sender and 
receiver nanomachines in engineered molecular commu¬ 
nication need new communication functionality such as 
that to release specific information molecules (at a sender 
nanomachine), to control the rate of information mol¬ 
ecule release (at a sender nanomachine), and to detect 
specific information molecules (at a receiver nanoma¬ 
chine). There are three classes of approaches for develop¬ 
ing nanomachines: they are modifying existing biological 
nanomachines such as cells and bacteria (e.g., through 
genetic engineering), producing simplified cell-like struc¬ 
tures using biological materials (e.g., through embedding 
proteins in a vesicle), or designing other chemical reac¬ 
tions that produce logic and communications. 

Modified Biological Cells 

One of the three classes of approaches to introduce new 
communication functionality and communication signals 
to use for molecular communication is to modify existing 
nanomachines in biological systems through genetic engi¬ 
neering of their DNA. For instance, a new DNA sequence 
may be added to a bacterium to add a new functionality. 
One technique to add a new DNA sequence into a bac¬ 
terium is to synthesize a DNA sequence in the form of 
a plasmid (a segment of DNA) that encodes the desired 
functionality and to have the bacterium cell uptake the 
plasmid. Current DNA synthesis techniques can reliably 


produce arbitrary DNA sequences of up to approximately 
10,000 base pairs (Baker et al. 2006). A DNA sequence 
of 10,000 base pairs is still sufficient to encode a large pro¬ 
tein (plus nearby regulator sequences) and produce (e.g., 
proteins and logic components) useful functionality in a 
bacterial cell. With the advancement of the technology, it 
may become possible to artificially synthesize longer DNA 
sequences and, thus, to increase the ability to introduce 
new functionality into cells. 

In the area of synthetic biology, researchers have 
demonstrated, through genetic engineering of DNA, 
creation of bacteria that are capable of performing a 
simple logic such as an oscillator (Elowitz and Leibler 
2000). The bacterium has inserted DNA sequences that 
cause the bacterium to oscillate the concentration of 
three protein products (TetR, cl, LacI) over time. The 
DNA to be inserted into the bacterium was selected so 
that TetR blocked the promoter sequence of cl, cl blocked 
the promoter sequence of LacI, and LacI blocked the pro¬ 
moter sequence of TetR. Thus, at time t, TetR is active; cl 
is blocked; and LacI starts being produced. At time t + 1, 
LacI becomes active; TetR is blocked; and cl starts being 
produced. The oscillation cycle is dependent on the time 
for transcribing DNA and the time for the cl, LacI, or TetR 
to block a promoter sequence; the oscillation, therefore, is 
slow—on the order of tens of minutes. 

Using cells (such as bacteria) as a sender nanomachine 
has several drawbacks. For instance, some applications 
may require inserting a DNA sequence into bacteria for 
new functionality in addition to the oscillator; however, 
selecting the new DNA sequence may be difficult, since 
using the molecules TetR, LacI, and cl or similar mol¬ 
ecules will influence the activity of the bacteria to act as 
an oscillator. Another drawback results from cells con¬ 
trolling molecular communication by regulating DNA. 
Regulating DNA introduces significant processing delay 
(minutes to hours), since specific DNA sites must be regu¬ 
lated by information molecules (e.g., TetR, cl, or LacI), 
and the DNA must be transcribed (copied to mRNA) and 
translated (converted to a protein sequence) to perform 
chemical reactions for the production of information 
molecules (e.g., to produce proteins that lead to TetR, cl, 
or LacI). Also, the environment must be maintained at 
conditions in which biological cells will survive (e.g., 
at around 37°C), thus limiting the applicability for molec¬ 
ular communication. 

Engineering Cells Using Biological Materials 

One of the three classes of approaches to introduce new 
communication functionality and communication signals 
to use for molecular communication is to produce sim¬ 
plified cell-like structures using biological materials (e.g., 
through embedding of proteins in a vesicle). Simplifica¬ 
tion of biological systems (e.g., cells) may lead to compo¬ 
nents that are easier to engineer. 

One example of the approach of simplification is to 
start with a lipid bilayer and then add functionality as 
necessary (Kikuchi, Ikeda, and Hashizume 2004). The 
lipid bilayer is similar to the membrane that encloses a 
cell. The lipid bilayer forms into a vesicle (a spherical 
lipid bilayer), and functional proteins (e.g., a receptor) 
are either embedded into the vesicle (Figure 4) or are 
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Lipid bilayer 

Figure 4: A functionality-embedded lipid bilayer: This is a 
highly simplified system of an artificial receptor and enzyme 
components inserted into a lipid bilayer (Kikuchi et al. 2004; 
Sasaki et al. 2006). An artificial receptor reacts to a substrate, 
which leads to the formation of a product. 

captured inside the vesicle. Kikuchi et al. (2004) success¬ 
fully embedded an active receptor and enzyme into a 
lipid bilayer, producing sender and receiver functionali¬ 
ties. By restricting the number of functionalities that are 
embedded in the vesicle, it is not necessary to consider 
the various complex processes (e.g., other metabolic path¬ 
ways in the cell and processes to maintain the structure of 
the cell) occurring in a natural biological nanomachine. 
For instance, it is possible to select chemicals to cause 
the vesicles to form tubular projections to connect the 
vesicles without having the complete set of chemical pro¬ 
cesses from a normal cell (Akiyoshi et al. 2003; Nomura 
et al. 2005). Note that, on the other hand, the engineered 
vesicle is more dependent on a supply of metabolite mol¬ 
ecules from outside the vesicle. 

Engineering of Nanomachines Using 
Chemical Reactions 

One of the three classes of approaches to engineer new 
nanomachines is to use other molecules, such as DNA 
sequences or other non-DNA molecules, rather than to 
use cells or cell-like structures. Nanomachines produced 
from other molecules are able to perform logic functions, 
form structures, or provide a method of encryption. 

DNA sequences can be selected to produce useful logic 
and communication functionality in a nanomachine. Note 
that the DNA sequences exist freely in solution and are not 
contained inside a cell. For instance, a DNA sequence can 
act as a receiver of information molecules (e.g., proteins 
or other DNA sequences). The information molecule 
binds to the DNA sequence and/or changes the sequence 
of base pairs in the DNA. The chemical reactions using 
DNA sequences are highly specific, since only certain 
molecules (e.g., specific proteins or other DNA sequences) 
will recognize and react to a specific DNA sequence. The 
specificity of chemical reactions involving DNA sequences 
allows them to perform logic functions (e.g., when DNA 
sequences A and B are both present, DNA with struc¬ 
ture C will form) (Benenson et al. 2004). Such DNA logic 
functions can select DNA sequences that represent solu¬ 
tions to NP-complete (nondeterministic polynomial time) 


problems in a massively parallel fashion (Adleman 1994; 
Winfree et al. 1998); however, scalability of searching for 
a specific DNA sequence for NP-complete problems is cur¬ 
rently limited (Cox, Cohen, and Ellington 1999). 

The specificity of chemical reactions involving DNA 
sequences also applies to forming three-dimensional struc¬ 
tures. Nanomachines may require a three-dimensional 
shape to position molecules in an environment for a larger- 
scale molecular communication device. One approach 
to form three-dimensional structures is to bind single- 
stranded DNA sequences together (DNA naturally occurs 
in a double-stranded state, which is formed from two 
complementary single-stranded DNA sequences). A single- 
stranded DNA sequence contains exposed sequences that 
readily bind to a single-stranded DNA sequence that con¬ 
tains a complementary sequence. A single-stranded DNA se¬ 
quence can also bind to itself and fold itself into a certain 
shape (e.g., to form a hairpin structure) if a part of a single- 
stranded DNA sequence is complementary to another part 
of its DNA sequence. If pieces of a single-stranded DNA se¬ 
quence remain exposed after binding to a complementary 
sequence, other single-stranded DNA can subsequently 
bind to the exposed pieces of the single-stranded DNA. 
Thus, the single-stranded DNA can repeatedly bind to more 
single-stranded DNA to form larger structures (Sakamoto 
et al. 2000; Mao et al. 2000). Structures created by a single- 
stranded DNA sequence through binding may be complex 
and may provide a potential scaffold for precise binding of 
other single-stranded DNA sequences onto the scaffold. 

The specificity of chemical reactions involving DNA 
sequences also applies to performing encryption of in¬ 
formation into DNA sequences (Gehani et al. 2004). For 
instance, information may be encoded onto a sequence of 
DNA, and the information-encoded DNA sequence may 
bind another DNA sequence that represents an address 
tag for the information-encoded DNA sequence. The 
information-encoded DNA sequence with the address 
tag is then mixed into a large number of other random 
DNA sequences and can be retrieved only by using a DNA 
sequence that chemically binds to the tag. Security is 
important in communication, and since nanomachines 
may be too simple to perform complex security func¬ 
tions, approaches such as this may provide techniques 
for security in molecular communication. 

In addition to using DNA sequences, non-DNA mol¬ 
ecules (artificially designed molecules using chemistry 
techniques) may be used to introduce new communication 
functionality and communication signals for molecular 
communication. Artificially designed molecules have been 
identified with chemical characteristics that also receive 
information molecules and perform useful logic functions. 
If the artificially designed molecules are integrated to form 
a system of chemical reactions, more complex logic func¬ 
tions may be possible (Zauner and Conrad 2001); however, 
large-scale integration of artificially designed molecules 
remains to be experimentally demonstrated. 

Passive Transport 

Research in engineering molecular communication in¬ 
cludes developing passive and active transport mechanisms 
for propagating information molecules through the 
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environment. This section describes passive transport 
mechanisms. Later sections describe passive transport by 
which information molecules propagate using free diffu¬ 
sion through the environment and another type of passive 
transport by which information molecules propagate in a 
wave-like impulse. 

Passive Transport Using Free Diffusion 

The simplest method for propagating information 
molecules through the environment is passive transport 
of information molecules using free diffusion. Passive 
transport using free diffusion represents a broadcast 
communication to all receiver nanomachines in range; 
however, the concentration of information molecules 
released in the environment generally decreases as the 
distance from the sender increases (e.g., it is inversely 
proportional to the square or cube of the distance from 
the sender). The concentration of information molecules, 
thus, may be undetectable by receivers if they are distant 
from the sender. 

In free diffusion-based passive transport, it is bene¬ 
ficial to have mechanisms for the sender nanomachine 
to address a specific receiver nanomachine (or a set of 
specific receiver nanomachines), since communication 
is inherently a broadcast with free diffusion. In free 
diffusion-based passive transport, a receiver nanoma¬ 
chine may have receptors that are specific and that 
respond only when a certain type of information mol¬ 
ecule is present in a high enough concentration (Weiss 
and Knight 2000; Gerchman and Weiss 2004). Thus, the 
sender nanomachine may select the receiver nanoma¬ 
chine by sending the information molecules that cause 
a response at the receptors of the desired receiver nano¬ 
machine. The sender nanomachine may also set the con¬ 
centration of information molecules (by adjusting the 
number of information molecules to transmit) so that 
only nearby receiver nanomachines with the specific 
receptor are capable of responding, and distant receivers 


do not respond. For instance, an engineered bacterium 
produces VAI (Vibrio fischeri autoinducer) information 
molecules, and the VAI information molecules diffuse 
through the environment and bind to VAI-specific recep¬ 
tors (i.e., a specific DNA sequence that binds VAI) in a 
receiver bacterium (Weiss and Knight 2000). The receiver 
bacterium decodes the VAI information molecule into the 
production of GFP (green fluorescent protein) (Haraguchi, 
Koujin, and Hiraoka 2000). The VAI-specific receptor thus 
acts as an address tag of the receiver bacterium. With a 
sufficiently high concentration of information molecules 
(VAI) received at a receiver bacterium, GFP is produced 
inside the receiver bacterium in large enough amounts 
for fluorescence to be visible under ultraviolet (UV) light 
(Figure 5). Note that this addressing is not dynamic, since 
the sender bacterium must have prior knowledge regard¬ 
ing which information molecules (e.g., VAI) are necessary 
to contact the receiver bacterium. 

Passive Transport Using Impulse-Based 
Communication 

In addition to the free diffusion-based passive transport, an 
alternative and more complex form of passive transport 
is possible. This form of passive transport uses additional 
(non-information) molecules in the environment. These 
additional molecules in the environment release/generate 
information molecules (in response to information mol¬ 
ecules created by a sender nanomachine) and cause a 
wave-like impulse of information molecules that propa¬ 
gate through the environment. Examples of such passive 
transport using impulse-based communication are a BZ 
(Belousov-Zhabotinsky) reaction and calcium signaling 
inside a cell and between cells. 

The first example of passive transport using impulse- 
based communication is to use a BZ reaction. A BZ 
reaction generates an impulse wave of chemical con¬ 
centrations through nonequilibrium chemical reactions. 


Fluorescence 



Sender Receiver 

Figure 5: Addressing in passive transport using free diffusion. Chemical reactions in a sender bacterium convert a metabolic 
product into a steroid-like information molecule (e.g., VAI). The VAI molecules freely diffuse in the environment and reach a receiver 
bacterium, which contains a receptor specific to VAI. Upon arrival at the receiver bacterium, the VAI molecules bind to the 
receptor. With some probability, information molecules freely diffuse into a DNA regulation site inside a receiver bacterium and 
activate DNA, resulting in production of GFP (Weiss and Knight 2000). Receiver bacteria with GFP produce visible fluorescence 
under UV light. The DNA regulation site represents the address of the receiver bacterium, since other receiver bacteria without an 
appropriate DNA regulation site (e.g., a DNA sequence that binds to VAI) will not respond to the information molecule. 
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Figure 6: In a BZ reaction, the chemical concentration oscillates 
and generates a visible impulse wave of chemical reactions. This 
figure illustrates an impulse wave of chemical reactions in a BZ 
reaction originating from a single point and emanating in an 
expanding circular pattern. The actual information molecules 
from the origin point do not propagate with the wave, and only 
the impulse wave propagates. 


A BZ reaction caused by a specific set of chemicals [e.g., 
HBr0 2 , Br , ferriin (blue), and ferroin (red)] generates 
an impulse wave that spatially and temporally oscillates 
(Figure 6). The oscillation in a BZ reaction is caused by 
continuous reactions among the set of chemicals, and 
it may be modeled as a positive and negative feedback 
system. 

In a BZ reaction, the chemical bromous acid (HBr0 2 ) 
(i.e., the information molecule) increases its concentra¬ 
tion through an autocatalytic reaction. The increase in 
HBr0 2 , in turn, promotes nearby ferroin (red) to convert 
to ferriin (blue) (Adamatzky 2004; Ichino et al. 2003). This 
positive feedback increases ferriin (blue) in the environ¬ 
ment. When the concentration of ferriin (blue) becomes 
very high in the environment, ferriin (blue) starts to con¬ 
vert back to ferroin (red). When ferriin (blue) converts to 
ferroin (red), it produces bromide ion Br“, which in turn 
suppresses the autocatalytic reaction to produce HBr0 2 . 
This suppression of the autocatalytic reaction and natu¬ 
ral decay of HBr0 2 in the environment form a negative 
feedback and result in reduction of the concentration of 
HBr0 2 in the environment. This positive and negative 
feedback generates an impulse wave that propagates in 
the environment. 

Through the positive and negative feedback described 
above, the BZ reaction continuously generates impulse 
waves that propagate in the environment. Note that in a 
BZ reaction the chemicals [e.g., HBr0 2 , Br - , ferriin (blue) 
and ferroin (red)] that generate an impulse wave do not 
actually propagate with the impulse wave, and only the 
impulse wave propagates. 

Nanomachines may use a BZ reaction to perform logic 
functions in a manner similar to the logic in electrical 
computer components. For instance, an AND gate may 
result from two input BZ reaction waves colliding and 
producing an output wave through a chemical reaction 
of the two colliding input BZ reaction waves. Synchroni¬ 
zation between the two input waves may be necessary to 
generate an output wave at a desired location, introduc¬ 
ing a difficulty in design. However, implementing a logic 


gate using BZ reactions may lead to novel devices such 
as a detector for the distance to a wave source (Gorecki 
et al. 2005) or a detector for the direction to the wave 
source (Nagahara, Ichino, and Yoshikawa 2004). 

The second example of passive transport using impulse- 
based communication is to use calcium signaling inside 
a biological cell (i.e., intracellular calcium signaling). 
Inside a cell, a calcium store (e.g., ER) has calcium chan¬ 
nels (e.g., ryanodine receptor calcium channels). The cal¬ 
cium channels release calcium signals from the calcium 
store when calcium signals activate the calcium channels. 
Released calcium signals diffuse inside a cell and activate 
nearby calcium channels, which, in turn, release calcium 
signals from their calcium stores. The concentration of 
calcium inside a cell increases through this positive feed¬ 
back. When the concentration of calcium becomes high, 
the cell uses various calcium pumps to remove calcium 
signals from the cell. This acts as a negative feedback. 
Similar to the BZ reaction, the positive and negative feed¬ 
back produce a propagating impulse wave of calcium sig¬ 
nals inside a cell. An impulse wave of calcium signals may 
be used to perform logic operations (Hentschel, Pencea, 
and Fine 2004). For instance, an AND gate may be com¬ 
posed of two calcium channels acting as inputs to and 
one calcium channel acting as an output from the AND 
gate (Figure 7). Each of these calcium channels is associ¬ 
ated with a calcium store and releases calcium signals 
upon activation by calcium signals. In this AND gate, the 
output calcium channel releases calcium signals from 
the calcium store that it is associated with only when two 
input calcium channels are active, releasing calcium sig¬ 
nals from their associated calcium stores. 

Yet another example of passive transport using impulse- 
based communication is to use calcium signaling between 
biological cells (i.e., intercellular calcium signaling). Mul¬ 
tiple cells are coupled through cell-cell channels called 
gap-junction channels. Gap-junction channels allow pas¬ 
sage of small molecules between cells, and a calcium im¬ 
pulse wave generated inside a cell (as described in the 
previous paragraph) propagates through gap-junction 
channels to its adjacent cell. Similar to the AND gate de¬ 
sign based on intracellular calcium signaling described in 
the previous paragraph, impulse waves of calcium signals 
between cells may be used to perform logic operations. 
For instance, cells may be placed on a glass surface to 
create a desired pattern of cells (Ostuni et al. 2000), and 
a logic gate may be designed in a manner similar to that 
described in the previous paragraph using impulse waves 
of calcium signals between cells (Figure 8) (Nakano et al. 
2005). In addition, since it is possible to dynamically 
control and modify permeability and gating properties 
of gap-junction channels, it may be feasible to design a 
more complex logic gate using calcium impulse waves 
propagating through gap-junction channels between cells 
placed on a glass surface. 

Using impulse waves of calcium signals inside a cell 
and between cells for performing logic operations may 
lead to the development of biocomputing devices that 
are highly compatible with biological systems. Note, 
however, that such devices may be slower to operate and 
more difficult to control than those developed using cur¬ 
rently available electrical technology. 
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Figure 7: A design of an AND gate based on impulse-based passive transport using intracellular calcium signaling: The design 
shows an AND gate with two inputs (i.e., two impulse waves from calcium channels A and B) and an output (i.e., an impulse 
wave from calcium channel C). Each of the three calcium channels is associated with a calcium store and releases calcium signals 
when activated by calcium signals. When activated, calcium channels A and B generate input impulse waves that propagate in 
the environment (as indicated by the dotted circles). Calcium channel C generates an output impulse wave only when receiving 
impulse waves from both calcium channels A and B. The three calcium channels together, thus, perform as an AND gate. 
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Figure 8: Design of an AND gate based on impulse-based passive transport using intercellular calcium signaling: The design 
shows patterned cells collectively acting as a logic gate with two inputs (i.e., two calcium impulse waves from cells A and B) and 
an output (i.e., a reaction of cell C). Cells A and B generate input calcium impulse waves that propagate through gap-junction 
channels to cell C. Cell C produces a reaction only when receiving calcium impulse waves from both cells A and B, and, thus, the 
patterned cells collectively perform as an AND gate. 


Active Transport 

In active transport, transport molecules propagate 
information molecules (or interface molecules contain¬ 
ing information molecules) along the guide molecules. 
Active transport consumes energy, and thus, it provides a 
communication mechanism to transport large molecules 
(large information molecules or large interface mole¬ 
cules) to specific locations over relatively long distances 
(up to meters in length) (Ebeling and Schweitzer 2003). 
It is directional, because transport molecules move along 
guided molecules. Active transport, however, requires 
significant communication infrastructure to produce and 
maintain the transport, guide, and interface molecules 
(e.g., molecular motors, microtubules, and vesicles). For 
instance, transport molecules require a regular supply of 
chemical energy to transport information molecules or 
interface molecules. 

Existing research in engineering active transport 
systems is experimental and focuses on examining vari¬ 
ous methods for controlling the propagation (e.g., direc¬ 
tion of movement) of molecular motors and develop¬ 
ing new methods of self-organizing a communication 
infrastructure. Determining the locations of molecular 
communication components (e.g., sender and receiver 


nanomachines, guide molecules) in a self-organizing 
manner, is particularly important in engineering active 
transport, since the location of molecular communication 
components may significantly impact the performance of 
molecular communication. On the other hand, in passive 
transport, a broadcast of information molecules reduces 
the need for precise location of molecular communica¬ 
tion components. 

The following subsections describe two types of 
active transport, active transport using molecular 
motors (borrowed from biology) and active transport 
using DNA walkers (using artificially designed chemical 
reactions). 

Active Transport Using Biological Molecular Motors 

One type of active transport is to use molecular motors 
to transport information molecules or interface mole¬ 
cules containing information molecules. Biological sys¬ 
tems include a variety of molecular motors (e.g., kinesin, 
myosin, cilia, flagella, etc.). Existing research on engi¬ 
neering active transport, however, focuses on only a few 
types of molecular motors (i.e., kinesin, dynein). Three 
examples of active transport using molecular motors 
are molecular motors walking on filaments, filaments 
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propagating on a patterned surface coated with molecular 
motors, and biological cells moving through an aqueous 
solution using molecular motors. 

In the first example, engineered active transport uses 
molecular motors, guide molecules (e.g., microtubule 
filaments) that self-organize into a network, and molecu¬ 
lar motors (e.g., dynein, kinesin) that actively transport 
information molecules along the guide molecules (Suda 
et al. 2005; Moore et al. 2006). This first example uses 
components and processes similar to the active transport 
mechanisms in biological systems. In biological systems, 
a network of guide molecules (e.g., actin or microtubule 
filaments) is created within a cell in a self-organizing 
manner through dynamic instability (Figure 9) of guide 
molecules, and molecular motors (such as dynein and 
kinesin) transport information molecules to specific 
locations within the cell by walking along a network of 
guide molecules. Engineering of the self-organization 
of the filaments can produce simple patterns of filaments 
(e.g., a star-shaped pattern or a random mesh pattern) 
(Chakravarty, Howard, and Compton 2004; Enomoto 
et al. 2006; Hayashi et al. 2006). Through designing self¬ 
organization processes of creating filament patterns 
and through selectively transporting on the designed 
filament pattern, molecular motors may be guided to de¬ 
sired locations (e.g., desired receiver nanomachine or a 
desired set of receiver nanomachines). However, the pat¬ 
terns of filaments that are created through engineering 
self-organization of the filaments are currently simple 
and limited, since control over self-organization remains 
difficult. 

In the second example of engineered active transport 
using molecular motors, the arrangement of microtu¬ 
bules and motors is inverted. A surface of a glass is coated 
with the molecular motor (e.g., kinesin), and the motors 
push the filaments along the surface. In this arrangement, 
transport molecules (i.e., the filament) load information 
molecules at a sender nanomachine and unload the infor¬ 
mation molecules at a receiver nanomachine (Hess et al. 
2003; Hiyama et al. 2004). The direction of filament move¬ 
ment is guided by adding walls (e.g., deposited proteins) 
onto the glass surface through lithographic techniques. 


QO 



Figure 9: A microtubule and dynamic instability. A 
microtubule is a protein polymer consisting of tubulin dimers 
forming a hollow cylinder. A microtubule grows and shrinks 
through dynamic instability: the microtubule grows slowly by 
polymerizing tubulin dimers and stochastically shrinks 
by depolymerizing tubulin dimers. Tubulin dimers after 
depolymerization are still available in the environment for 
microtubule growth. 



Figure 10: Rectifying the direction of a filament during 
active propagation on a patterned glass surface. Filaments 
move along a glass surface coated with molecular motors: 

(A) Patterned walls on the surface guide filament molecules. 

(B) When the filament moves in the direction of the arrow, 
movement direction is preserved. (C) When the filament moves 
against the direction of the arrow, the walls cause the filament 
to reverse its direction into the direction of the arrow. 


Various patterns may be generated that gather filaments 
toward a receiver nanomachine. For instance, an arrow- 
shaped wall pattern acts a directional rectifier (Figure 10) 
to ensure that filaments propagate in a single direction 
(e.g., only clockwise) by rectifying filaments that are 
propagating opposite the arrowhead direction (Hiratsuka 
etal. 2001). 

In the third example of engineered active transport 
using molecular motors, a transport molecule itself is a 
nanomachine using molecular motors to move itself to¬ 
ward a receiver nanomachine along chemical gradients 
in the environment. This third example uses components 
and processes similar to self-propulsion of single-cell 
organisms (e.g., a bacterium) through an aqueous so¬ 
lution. In biological systems, a bacterium (i.e., a trans¬ 
port nanomachine) uses cilia or flagella (molecular mo¬ 
tors that generate propeller-like forces) to move itself 
along chemical gradients toward favorable conditions 
(e.g., food source, light) and away from unfavorable 
conditions (e.g., harmful chemicals, light). The receiver 
nanomachine may generate guide molecules (similar to 
a gradient of a food source or pheromone in the environ¬ 
ment in the bacterium example) to indicate where the 
receiver nanomachine is and to influence the direction 
in which the transport nanomachine moves through 
the environment. The transport nanomachine does not 
require preestablished filament networks, since guide 
molecules emitted by a receiver nanomachine randomly 
diffuse to form the chemical gradient around the receiver 
nanomachine. For instance, the pseudopodia of a cell 
(projections from a cell) can form complex shapes such 
as a structure that links the entrance and exit of a maze 
(Nakagaki, Yamada, and Toth 2000). The pseudopodia 
form the structure by growing toward a chemical gradi¬ 
ent of food originating from both the entrance and the 
exit of the maze. Active transport using pseudopodia is 
robust, since the pseudopodia adapt to match the shape 
of the maze. 

Active Transport Using DNA Walkers 

Another type of active transport uses DNA walkers that 
actively transport information molecules. A DNA walker 
is an artificially designed DNA sequence that walks along 
a DNA track (Shin and Pierce 2004; Yin et al. 2004). 
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DNA walker 



/ 


DNA track 

W1, W2: Legs of DNA walker T1, T2, T3: Branches of DNA track 

A1 A2 ram : DNA sequences (attachment) 

D1 : DNA sequence (detachment) 

Figure 11: A DNA walker progressing along a DNA track from left to right. The DNA walker has two legs, VV1 and W2 (i.e., the two 
single-stranded DNA sequences), and three branches, Tl, T2, and T3 (i.e., the three single-stranded DNA sequences protruding 
from the DNA track). The DNA walker progresses by attaching to and detaching from the DNA track. First, DNA sequence A1 is 
partially complementary to both W1 and Tl, and when A1 is introduced in the environment, A1 forms a bridge to bind W1 toTI. 
Second, DNA sequence A2 is partially complementary to both W2 and T2, and when A2 is introduced in the environment, A2 
forms a bridge to bind W2 to T2. Third, DNA sequence D1 is perfectly complementary to A1, and when D1 is introduced in the 
environment, D1 detaches W1 from Tl, freeing leg W1 from the DNA track. An additional walker step is possible by introducing 
a DNA sequence that can bridge from W1 toT3. 


Figure 11 illustrates a DNA walker. In the example 
shown in Figure 11, the DNA walker has two single- 
stranded DNA sequences (i.e., Wl, W2), called "legs,” 
to walk along the DNA track. The DNA track has three 
branches of single-stranded DNA sequences (i.e., Tl, T2, 
and T3) protruding from the DNA track. A series of DNA 
hybridization and dehybridization allows one leg of the 
DNA walker to bind to the next branch of the DNA track, 
while keeping the other leg bound to a branch, so that 
the DNA walker progresses without detaching from the 
DNA track. The DNA track is, thus, a guide molecule that 
determines the position of each step of the DNA walker. 
Similar to molecular motors, the DNA walker may trans¬ 
port a cargo (i.e., information molecules or interface 
molecules containing information molecules) along the 
DNA track. Alternatively, the DNA walker itself may rep¬ 
resent information (e.g., a DNA sequence representing 
some information). 

DNA walkers have several properties that are differ¬ 
ent from molecular motors described in the section on 
"Active Transport Using Biological Molecular Motors.” 
Binding between DNA sequences is strong, and thus, 
active transport using DNA walkers is likely to be highly 
reliable and may require few information molecules to 
achieve communication. On the other hand, binding 
of protein molecular motors is weak, and molecular 
motors may stochastically unbind at any step of the 
walk; thus, a large number of molecular motors may 
be necessary to achieve successful communication. In 
addition, DNA walkers allow precise control over each 
step of movement. On the other hand, molecular motors 
walk stochastically; thus, it is difficult to precisely control 
the walking. Although existing research on DNA walk¬ 
ers has only demonstrated limited walking capability. 


continued research on DNA walkers may provide a scaf¬ 
fold for precise movement of DNA walkers on a grid of 
DNA tracks. 

ENGINEERING OF MOLECULAR 
COMMUNICATION NETWORKS 

As described in the section above on “Engineering of 
Molecular Communication,” the existing research in 
molecular communication focuses on building compo¬ 
nents for molecular communication (e.g., nanomachines 
that have new communication functionality and com¬ 
munication signals, active and passive transport that 
transport information molecules or interface molecules 
containing information molecules). Such components, 
however, must work together to produce useful molecular 
communication (Drexler 1999; Zauner and Conrad 2001). 
An entire system of molecular communication (referred 
to as a “molecular communication network") will allow 
nanomachines to communicate not only through ex¬ 
changing a low-level signal at the physical layer but also 
through exchanging information with higher-level mean¬ 
ing so that groups of nanomachines are able to perform 
complex and meaningful functions. 

Existing research in creating an entire system of 
molecular communication (i.e., existing research toward 
creating a molecular communication network) includes 
research on providing a generic interface for interact¬ 
ing with a biological system, creating an addressing 
mechanism to enhance communications, and engineer¬ 
ing simple molecular communication networks. In ad¬ 
dition, research in asynchronous systems may provide 
mechanisms to handle properties of stochasticity and 
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large propagation delay in molecular communication 
and provide methods to design a molecular communica¬ 
tion network. Continued research into techniques in biol¬ 
ogy and nanotechnology, and computer science, may lead 
to some of the applications described in the section on 
"Applications.” 

Components for a Molecular Communication 
Network: Communication Interface 

A communication interface provides a generic abstrac¬ 
tion for communication that is reused by a variety of 
communication mechanisms. In molecular communi¬ 
cation, a generic and abstract communication interface 
allows sender and receiver nanomachines to transport 
a variety of molecules using the same communication 
mechanism (Chen, Torchilin, and Langer 1996). Creat¬ 
ing a generic and abstract communication interface is 
important in a molecular communication network, since, 
with such a communication interface, a communication 
component is designed without requiring details of other 
communication components. 

One example of a generic and abstract communica¬ 
tion interface is found in drug delivery. In drug delivery, 
varieties of drugs are encapsulated in nanoscale capsules 
and target some location in the human body (Figure 12). 
Targeting molecules embedded in the nanoscale capsule 
bind to a specific receptor embedded in the target loca¬ 
tion inside the human body. The location of the receptor 
molecule in the human body thus determines the eventual 
location of the nanoscale capsules. With this interface, 
drug targeting mechanisms do not rely on characteris¬ 
tics of the drug (i.e., the information molecule) being 
transported. Nanoscale capsules act as a generic and ab¬ 
stract communication interface. The interface molecules 
allow any type of information molecule to concentrate 
at the correct location, which reduces the amount of 
drug necessary for results, and thus reduces side effects 
from drugs reaching undesired locations. The nanoscale 
capsule also protects information molecules from envi¬ 
ronmental noise and prevents the information molecules 
from chemically reacting with molecules outside the in¬ 
terface during the propagation. 



Figure 12: Drug delivery using a dendrimer communication 
interface (Sakthivel and Florence, n.d.). A dendrimer is a 
branched moleculewith drugs embedded inthe dendrimer.The 
dendrimer has targeting molecules on its surface. The receiver 
cell has a receptor that recognizes the targeting molecule and 
captures the dendrimer, and the drug is released at the target 
receiver cell. Alternatively, quorum-sensing mechanisms may 
apply at the target location to synchronize release of drugs at 
the target location (Weiss and Knight 2000). 


Components for a Molecular Communication 
Network: Addressing Mechanism 

One important feature in communication is the ability to 
send information to a specific receiver. In molecular com¬ 
munication, an addressing mechanism allows a sender 
nanomachine to specify the receiver nanomachine inde¬ 
pendent of the type of information molecules used. With a 
generic addressing mechanism, the sender nanomachine 
would have a generic abstraction for specifying receiver 
nanomachines. In diffusion-based communication in 
biological systems, a receiver nanomachine is addressed 
according to which information molecule is being used 
(see section on “Passive Transport-Based Molecular Com¬ 
munications in Biological Systems”). On the other hand, 
a molecular communication system using a generic ad¬ 
dressing mechanism is more flexible and imposes fewer 
constraints on which information molecules are used in 
molecular communication. 

One approach for a generic addressing mechanism 
is using DNA sequences (Hiyama et al. 2005). In the 
addressing mechanism investigated, the information 
molecule includes a single-stranded DNA with a sequence 
that specifies the address of a receiver nanomachine. The 
receiver nanomachine has an address DNA that is com¬ 
plementary to and thus binds to the single-stranded DNA 
on the information molecule. Using DNA sequences in ad¬ 
dressing provides a method for generating a large number 
of addresses, since DNA sequences may be arbitrarily 
produced (with existing technology, DNA up to 10,000 
base pairs in length) and binding of DNA sequence is un¬ 
derstood (as evidenced by construction of various shapes 
from designed DNA sequences). Adding an addressing 
mechanism to molecular communication would allow 
the creation of more complex molecular communication 
networks. 

Techniques to Create a Molecular 
Communication Network 

Various approaches to create a molecular communication 
network have come from engineering simple molecular 
communication networks. Some approaches include: 
(1) creating standard techniques and standard commu¬ 
nication components to develop a molecular communi¬ 
cation network, (2) techniques to automatically predict 
chemical reactions and undesired chemical interactions 
among communication components, (3) techniques to 
modify the design of a communication network, and 
(4) techniques to position nanomachines and communi¬ 
cation components. 

Creating standard techniques and standard commu¬ 
nication components to develop a molecular communi¬ 
cation network may improve the ability to successfully 
design and create a molecular communication network. 
In computer engineering, new hardware components 
(e.g., an electric circuit) are integrated into a standard¬ 
ized catalog so that developers can quickly identify and 
use existing hardware components. In synthetic biology, 
it is envisioned that computing components that are 
made of biological materials are specified and cata¬ 
loged in a manner similar to the circuit design used in 
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engineering (Baker et al. 2006; MIT Registry 2007). 
Computing systems with several computing components 
(e.g., logic gates) made of biological materials have been 
demonstrated (Nitta and Suyama 2004). Having standard 
techniques and standard communication components 
may lead to ease in designing a molecular communica¬ 
tion network, similar to standardization of protocols in 
electronic computer networks. 

Techniques to automatically predict chemical reac¬ 
tions and undesired chemical interactions among com¬ 
munication components improve the ability to develop 
new molecular communication networks. In existing 
research, reengineered chemical pathways in bacteria 
produce antimalarial drugs (Martin et al. 2003; Ro et al. 
2006); however, such procedures are manual, with a high 
degree of trial and error. Creating a computing system 
made of biological materials is complex, since comput¬ 
ing components perform chemical reactions, and various 
computing components may interfere with each other, 
creating undesired chemical interactions among com¬ 
puting components. Existing techniques to automatically 
predict chemical reactions and undesired chemical inter¬ 
actions are limited. For instance, techniques from drug 
development, such as massively parallel assays, reduce 
the time to test for some undesired chemical interactions 
(i.e., drug side effects); however, such techniques do not 
provide conclusive results regarding potential drug in¬ 
teractions. Similar to creating a computing system from 
computing components made of biological materials, 
techniques to automatically predict chemical reactions 
and undesired chemical interactions among communica¬ 
tion components are required to create an entire system 
of molecular communication (a molecular communica¬ 
tion network) in which various components of molecu¬ 
lar communication work together (e.g., nanomachines 
that have new communication functionality, active and 
passive transport molecules that transport information 
molecules, and interface molecules containing informa¬ 
tion molecules). 

Techniques to modify the design of the communication 
network improve the ability to improve the design of exist¬ 
ing molecular communication networks. Materials from 
biological systems may be modified and used in creating 
various components of molecular communication and a 
molecular communication network. Modifying such ma¬ 
terials remains difficult. For instance, cells from biologi¬ 
cal systems remain difficult to modify, since the DNA and 
its interactions in biological systems are complex and not 
fully understood. (For instance, DNA code overlaps so 
that modification of one base pair in a DNA sequence 
can change the sequence of two proteins.) One possible 
approach for modifying and engineering the pathway of 
proteins is to apply genetic algorithms to select combina¬ 
tions of proteins that produce desired features; however, 
achieving the correct design through random processes 
in the genetic algorithm is time consuming. Another pos¬ 
sible approach for producing desired functionality in a 
cell is to rewrite the DNA sequence of cells into a more 
human-readable format (Endy 2005). This technique 
improves the human-readability of DNA interactions by 
removing DNA that appears unnecessary and by expand¬ 
ing DNA sequences so that no code overlaps. However, 


DNA sequences are long (3 billion base pairs in a human), 
and existing techniques to read and write DNA still limit 
the ability to reengineer biological cells. Improving the 
ability to modify the DNA of biological cells will improve 
the ability to add new or remove existing communication 
functionality from components of molecular communi¬ 
cation and from a molecular communication network. 

Techniques to position nanomachines and communi¬ 
cation components provide an additional technique to 
increase the functionality of a molecular communica¬ 
tion network. If nanomachines are at precise locations 
on a glass surface, the nanomachines can perform ad¬ 
dressing according to distance (by the passive transport 
using free diffusion, as discussed above). One scalable 
technique is to use masking techniques from computer 
circuit design to form cells into a complex pattern on a 
surface. In amorphous computing, different types of cells 
are spatially arranged on a surface to produce multiple 
logic gates (Abelson et al. 1999). In amorphous comput¬ 
ing, a group of cells of the same type forms a single logic 
gate with the same functionality. Multiple groups of cells 
connect through molecular communication and form a 
circuit of connected logic gates. Lithography (or another 
photo techniques) is applied to produce a desired pattern 
of chemical receptors on a glass surface for placement of 
cells. Different types of cells recognize and bind to a spe¬ 
cific type of chemical receptor on the surface, and thus 
form the desired pattern of cells (i.e., to form multiple 
logic gates) on a surface (Healy, Lorn, and Hockberger 
1994). Another technique to form cells into a complex pat¬ 
tern on a surface is to use a single type of biological cells 
that differentiates into a type of cell after the cell receives 
an external signal (e.g., light with a specific wavelength). 
As a step toward such a technique, existing research 
has demonstrated genetically modified cells that absorb 
light and change activity (i.e., produce GFP resulting in a 
photograph-like image) in response to the absorption of 
light. Extension of existing research may eventually lead 
to simple top-down engineering of complex cell patterns 
(rather than the bottom-up self-organizing creation of 
patterns in morphogenesis). These techniques produce 
patterns similar to patterns in electronic circuit design, 
and thus, techniques from electronic circuit design may 
extend to aid in producing a wide range of molecular 
communication devices. These techniques, however, 
may need to consider that cells may randomly migrate 
to different locations on a surface or may stochastically 
respond to external control signals. 

Asynchronous Communication in a 
Molecular Communication Network 

Concepts and techniques from asynchronous comput¬ 
ing systems may provide guidelines for the design of an 
entire system of molecular communication (a molecular 
communication network) in which components of mo¬ 
lecular communication work together. Asynchronous 
computing systems address timing and coordination 
issues that also appear in a molecular communication 
network. 

Cellular automata, one type of asynchronous com¬ 
puting systems, provide a discrete-time model of the 
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interactions occurring in spatially distributed components 
of a computing system, and it may apply to describing 
and understanding the interactions among various com¬ 
ponents of molecular communication (such as sender 
and receiver nanomachines). In cellular automata, auton¬ 
omous “cells” are located on an N-dimensional grid. Note 
that a cell in cellular automata is not a biological cell and 
refers to a functional unit that performs simple logic ac¬ 
tion including a cell changing its state, a cell replicating 
into an empty adjacent cell (causing the adjacent cell to 
have the same state as the cell), or exchanging resources 
among neighboring cells. At discrete time intervals, each 
cell considers information from adjacent cells and follows 
predefined logic functions to decide what action it takes. 
Cellular automata may provide some intuition regard¬ 
ing pattern formation in the morphogenesis of biologi¬ 
cal systems (e.g., transmitting waves of information or 
modeling of limb formation). Cellular automata may also 
provide insights into the design of some simple logic that 
achieves given patterns. In applying cellular automata to 
design of a molecular communication network, however, 
it is necessary to consider the stochastic nature of vari¬ 
ous components of a molecular communication network: 
their stochastic nature may disrupt the ability of adjacent 
cells to transmit information molecules in a correct and 
timely manner. 

Asynchronous computing systems require no synchro¬ 
nizing clocks (Davis and Nowick 1997). Developing a 
synchronizing clock for molecular communication is dif¬ 
ficult, since the sender and receiver nanomachines need 
to integrate information from both information molecules 
and the synchronizing signal. In molecular communica¬ 
tion, an asynchronous architecture may allow a sender 
nanomachine to transmit an information molecule to the 
receiver nanomachine and the receiver nanomachine to 
respond when it is ready for the next information mole¬ 
cule. This form of communication applying feedback from 
the receiver nanomachine to the sender nanomachine 
requires no synchronizing clocks. Molecular communica¬ 
tion networks will likely benefit from asynchronous com¬ 
munication to address issues of probabilistic delays in 
molecular communication and biological systems. 

CONCLUSION 

Molecular communication first began as observations 
of molecular-based communication between biological 
entities (e.g., individual bacteria cells). Initial research 
of engineering molecular communication began as 
development of drugs and their delivery; however, early 
research in drug development and delivery only modified 
the activity of signal pathways that already existed in a 
receiver cell. Molecular communication, since then, has 
progressed to reengineering molecular communication 
pathways inside a receiver cell so that other, new drugs 
can modify the activity of the receiver cell. It has also 
progressed to consider molecular communication com¬ 
ponents that are not found in biological systems. The 
expansion of components available for molecular com¬ 
munication may find applicability in a number of biologi¬ 
cal systems or in harsh environments where biological 
components do not function well. 


Molecular communication is still an emerging field. 
Existing research in molecular communication consid¬ 
ers both the lowest layer of communication (namely, 
how information molecules are exchanged between a 
sender and a receiver nanomachine) and integration of 
multiple nanomachine devices. There is little research 
done to address higher-layer issues. The following 
research issues still need to be addressed: develop a feed¬ 
back mechanism between sender and receiver nanoma¬ 
chines; route information molecules over a complicated 
topology of guide molecules (in case of active transport); 
and encode information onto information molecules 
in a generalized manner that receiver nanomachines 
understand and that creates a desired chemical reaction 
at the receiver nanomachine. 

Although research in molecular communication is in 
its infancy and has only reproduced functionality already 
available either in biological systems or through other 
existing technologies (e.g., logic gates, light-sensitive sur¬ 
faces, mechanisms to transport molecules using molecular 
motors), continuing research in molecular communica¬ 
tion will lead to a molecular communication network in 
which various components of molecular communication 
work together to provide full communication functional¬ 
ity and enable new and novel applications that increase 
interaction with biological systems. Molecular communi¬ 
cation also poses some concern about impacting ecologi¬ 
cal systems and introducing potentially harmful artificial 
systems (Check 2006). The field of molecular communi¬ 
cation is progressing toward standardizing techniques 
for creating molecular communication components and 
may eventually lead to disciplined design of nanoscale 
communication systems that addresses concerns about 
safety and ecology. 

GLOSSARY 

ATP (Adenosine 5'-Triphosphate): Cells use ATP as 

an energy source in various biological cellular pro¬ 
cesses, including metabolic activities, motility, and cell 
division. 

Axon: A distinctive part of a nerve cell or neuron that 
propagates electrical impulses. An axon is typically 
1 pm in diameter, and it may extend from 1 mm to 1 m 
in length. 

Cell: The basic functional and structural unit of all 
living organisms, from unicellular organisms such 
as bacteria to multicellular organisms such as plants 
and animals. Cells are classified as prokaryotic and 
eukaryotic. A eukaryotic cell contains a nucleus and is 
relatively large (1-100 pm). A eukaryotic cell contains 
organelles to perform a variety of functions such as a 
nucleus to store DNA molecules, mitochondria to 
produce ATP, chloroplasts to absorb light energy, and 
vacuoles for storage/structural support. A prokaryotic 
cell has a simple structure without a nucleus and is 
relatively small in size (1-10 pm). 

DNA (Deoxyribonucleic Acid): A DNA molecule is a 
sequence of nucleic acids that stores genetic informa¬ 
tion of a living organism. A DNA molecule contains 
information necessary to construct various cellular 
components such as proteins. Specific proteins and 
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molecules regulate the activity of segments of a DNA 
sequence. 

Drug Delivery System: The goal of a drug delivery 
system is to deliver a controlled amount of pharma¬ 
ceutical compounds to a target site of a body. Existing 
research in drug delivery systems includes design and 
development of drugs that are transported to a target 
site of a body and become activated only at the tar¬ 
get site. 

ER (Endoplasmic Reticulum): A cellular organelle 
found in all eukaryotic cells. ER has a membrane 
structure in which protein translation, folding, and 
transport occur. 

Filament: A long chain of proteins found in a cell. 
Examples include microtubules and actin filaments. 

Gap-Junction Channel: A cell-cell channel connecting 
two adjacent cells. Gap junction channels allow pas¬ 
sage of small molecules (normally smaller than 1000 
Da) between cells, enabling coordination and commu¬ 
nication between cells. 

GFP (Green Fluorescent Protein): A fluorescent pro¬ 
tein produced by the jellyfish Aequorea victoria. GFP 
emits green fluorescence when exposed to blue light. 
In molecular and cell biology studies, GFP is often 
used as a marker protein for observing expression and 
dynamics of proteins of interest. 

Liposome: A vesicle formed of a spherical lipid bilayer 
membrane. 

Molecular Motor: A protein or protein complex that 
transforms chemical energy (i.e., ATP) into mechanical 
work at the molecular scale. The examples of molecu¬ 
lar motors include myosins, kinesins, and dyneins. 

Nanomachine: Nanomachines include naturally exist¬ 
ing biological systems (e.g., cells), genetically altered 
biological systems, artificially synthesized devices, and 
hybrid biological-artificial systems, whose sizes are all 
measured in nanometers or micrometers. 

Neuron: A nerve cell that plays a major role in trans¬ 
mitting electrical impulses within a nervous system. 

Protein: An organic compound made of a linear chain 
of amino acids. Each protein or complex of proteins 
provides some functions such as regulating gene 
expression and sensing the environment. 

Receptor: A protein complex located on a cell mem¬ 
brane or membranes of intracellular organelles such 
as the nucleus. Receptors react to molecules and 
activate signaling pathways that initiate cellular 
responses. 

CROSS REFERENCES 

See Applications of Biological Concepts to Designs of 

Computer Networks and Network Applications; Cellular 

Communications Channels; Intrusion Detection Systems. 
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